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INFORMATION AND SAFETY WARNING

The lock can be set to store up to 200 users.

It's recommended to set the Administrator after you install the lock.

Every operational step should be done within 10 seconds.

The same Administrator and common user code cannot be accepted.

The lock will cease operation if unauthorized codes are entered over 5 times.
The system will unfreeze after 90 seconds.

A Do not use any chemical liquid or lubricating oil with additives to clean the lock body.
It will damage the surface and/or mainboard.

HOW TO USE

Unlock the door from outside

Fingerprint

Card Password
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Unlock with Fake Code

User can prevent password exposure from
strangers by entering random digits before
or after password.

Unlock the door from Inside

56489 656842 39875 |
H password H

i ......... random digits -

Note:

Rotate the lever to unlock position

Valid Password: 6-10 digits | Total Input: <16 digits
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Interior assembly

(1) Card Reader Area
Unlock the lock by tapping a card.
(2 Confirmation button
The confirm button is used to confirm
when setting functions.
(3 Return button
Return to the parent menu or
exit during setup.
(4) Fingerprint Sensor
To unlock the lock by fingerprint.

() Cylinder
To lock/unlock the lock by key.
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Exterior assembly

® TypeC port

Emergency power supply to unlock the door
whenthe lock has no power.

(7) Battery Cover

Slide the cover to change the batteries.

(8 Battery Holder

Four AA (1.5 V) alkaline batteries.
(Notincluded)

(9 R Button (Reset)

Restore default settings.

40 Privacy Lock Switch

Enable/Disable Unlock Access for
Regular Users.

RESTORE DEFAULT SETTING

Hold Reset button for 6 seconds.

A This procedure will delete all user

which associated with the lock.

PRIVACY LOCK SWITCH

Enable/Disable Unlock Access for Regular Users.

Push to the right to enable unlock access for
Regular Users; the switch indicator will
illuminate green.

All regular users can unlock the door from
outside using pre-configured fingerprints or
passwords/card.

Push to the left to disable unlock access for
Regular Users; the switch indicator will
illuminate red.

Only administrators can unlock the door from
outside with pre-configured fingerprints or
passwords/card; regular users are denied
access.

The system will automatically revert to
Unlocked Mode once an administrator unlocks
the door from outside.




QUICK SETUP A Keepthe door open while setting to avoid being locked out accidentally.
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Note: how to register fingerprint
After the setup is complete, Place finger on the fingerprint sensor and repeat 5 times.

how to register card

After the setup is complete, Tap the card.

how to set password

a-} Set Language [§i

User ID to Delete

N
Note: 1.Low volume/ 2. Medium volume/ 3.High volume/ 0. Mute
U
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After the setup is complete, input your password and Confirmation button, Re-input password and Confirm again.

TROUBLE SHOOTING

Problem | Possible cause | Corrective action
After installing the lock and battery, enter the user, the door lock can’t be Entered unregistered user. Enter the registered user information.
opened.
You've installed the lockset and batteries, but you still get no response whenyou |  Batteries were installed incorrectly and cable connect Check to see if the battery polarities have been reversed or if the battery is
press any button. incorrectly. dead. If so, re-install or change the batterys. If not, please check to see if
the cable is properly connected.
When input the correct user information, the voice indicates that it is unlocked, (1)The Door deformation causing jamming. (1)Adjustment of doors or replacement of doors.

but the door lock is not actually opened.

(2)Low battery.

(2)Replace with new alkaline batteries.

Bluetooth/Wi-Fi.

(i.e. You can feel the motor attempting to run.) (3)The clutch system is experiencing an abnormality. (3)Contact service immediately.

Registered administrator encounters verification error after connecting the lock The paired smartphone device holds administrator. Unlock the device again using the administrator account. Once the unlock

to a smartphone. activity is logged in the APP, assign administrator to the user through the
APP interface.

The lock fails to appear in the APP device list when attempting to pair via (1) The door lock is in sleep mode. (1)Manually press the lock's keypad to wake it up, then re-initiate

(2) Bluetooth and Wi-Fi on smartphone is turned off.

smartphone pairing via the companion app.
(2)Turn on Bluetooth and Wi-Fi on smartphone.

WARRANTY

The manufacturer warrants that the product shall be free from defects in materials and workmanship during the warranty period.
If you discover a defect in the product covered by this warranty, we will repair or replace the item at our option using new or refurbished components.

EXCLUSIONS

This warranty covers defects in manufacturing discovered while using the products as recommended by the manufacturer rather than occurred by the act of God, and damages caused by misuse,

abuse, and unauthorized modification.

LIMITED LIABILITY

The manufacturer will not be held liable for incidental or consequential losses or damages from any act of God.

IMPORTANT!

Changes or modifications not expressly approved by the manufacturer could void the user' authority to operate the equipment.



This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference, and (2)
this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure statement

The device has been evaluatec to meel general RF exposure requirement. The device
can be used in portable exposure condition without restriction.



