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Universal Wireless Microphone
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“Remove Tail Cover to access battery compartment
and additional controls shown below
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Features

Dual-Channel Support: Operates on both
Channel A and Channel B.

High-Performance Audio: Utilizes a 24-bit/48kHz
high-performance A/D and D/A audio processor.
Encrypted Frequency Matching: Employs ID
code and frequency matching for encryption.

If two receivers use the same frequency, RF
interference may reduce the operating range,
but it will not introduce noise.

Pop-Noise Prevention: Features an auto-mute
and impact-eliminating circuit to prevent
popping noises when turning the unit on or off.

Transmitter Specifications
Frequency: 2.4G frequency hopping technology
Transmit power: < +9 dBm

Frequency response: 50 Hz - 15 kHz

Receiving sensitivity: -90 dBm

Operating current: 38 mA +5 mA

Operating voltage: 3.3-4.2 V

Battery Capacity: 1200mAh

Battery type: 18650 lithium battery

Operating time: > 24 hours

Microphone Specifications
Frequency: 2.4G frequency hopping technology
Receiving sensitivity: > -90 dBm

Frequency response: 50 Hz-15 kHz

Signal-to-noise ratio (S/N): 85 dB @ 1 kHz

Audio output: 350 mV (with 100 mV transmitter input)
Total harmonic distortion (THD): < 1% @ 1 kHz

Delay: <12 ms

Operating distance: > 50 m (100 ft)

Operating current: 31 mA 5 mA

Operating voltage: 3.3-4.2 V

Operating time: > 24 hours

Initial Setup

1. Power the Devices: Insert the batteries into
both the handheld microphone's battery
compartment and the receiver's battery
compartment. Ensure the receiver is
charged using the DC 5V charging port if
needed.
Connect the Receiver: Insert the receiver's
6.35mm audio plug into the microphone
input of your audio device, such as a
speaker, amplifier, or mixer.
Turn Everything On: Turn on the receiver
using its power switch. Then, turn on the
handheld microphone using the microphone
switch.
Verify Connection: Check the LED display on
the microphone and the RF signal indicator
on the receiver to confirm the devices are
active and commmunicating.

Pairing & Fixing Crosstalk

If you are using multiple sets in the same
environment or experiencing interference, you
may need to re-pair the microphone to a new
frequency.

Follow these steps:

1. Turn off both the microphone (transmitter)
and the receiver at the same time.

2. On the microphone, press and hold the
power switch and the frequency hopping
button together for about 4 seconds until the
display flashes quickly.

Turn on the receiver. You should see the
receiver's RF indicator flash 4 times to
confirm the signal.




FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance Ocm
between the radiator and your body.





