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Power supply: DC20V 1.2A

Min power: 1.5W

Max power: 22W

Net weight: 2KG

Dimension: 180mm*175mm*140 mm
Humidity: 20%~80% RH
Temperature: 0°C~40°C

.Setting the Number Figure 14)
Printed Number

Display Number

Number Digit

6

1.

2.

3. Repeat Times
4,

5. Reset Option: Disabled/ Initial number/ Reurn
I&

Attendant (The24groupisoptional.Figure 15)

Click on the box to select the required
attendance time, hour, Minutes, enable,
color, week, sound, how much Please select
different time groups for group attendance
time, enter After the required time group,
press the "Exit" button to exit.

8 .Setting the password (Figure 16)

Enter Six digits according to your needs and press the
"exit" button.If you forget your password, please contact
the dealer.

9 . Self —Test (Figure17)

1.Position Test

2 .Platform Test

3.Feed Test

4 Print Test

5.LCD Test

6.Check/Checking/ Done/ Ok / NG

10

1.Time Show : Clock (Figure19) / Digital (Figure20)

A Setting (Figure 18)

igure19 Figure20

2.Language: Chinese/ English
3.Back Light
4 Beep

5.Start Position
6.Factory Reset

(Figure 14)
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(Figure 16)

Position Test
Platform Test
Feed Test
Print Test

LCD Test

(Figure 17)

TimeShow: Language:
- L]
o

BackLight: 04
Beep: 05

Start position: 0

Factory Reset

(Figure 18)



5. Custom Set (Figure 8/9)

1.Custom 1 2. Custom 2

Customi Customi
ABCD HOTEL

HONG KONG123456

18 NQV 14 WE 15:32:20 0000
TEL:12345678

WWW ABCD.COM

Battery (optional)

Custom1  Custom2 X Custom1  Custom2

(Figure 8) (Figure 9)

Custom2
ABCD HOTEL
HONG KONG123456
18 NOV 14 WE 15:32:20 0000

> RECEIVED BY:

Custom2

Custom1  Custom2 Custom1  Custom2

Battery swit

T

Month Week Mlnute NUM

13 NOV 14 WE 15 32 20 mm Battery socket
Year hour
e W Ribbon cassette DCadapter: 1 pcs
Emer - ( Pre-fitted) (DC power plug)
(Figure 12) (Figure 13)
(1).Click on "Custom ", "Custom 1" and "Custom 2" to Customize the
format and text of the print you need, and print up to five lines.
(Figure 8, Figure 10)
(2). Click anywhere in the “Custom 1" and “Custom 2" white boxes Go to
the document edit on the right. (Fig. 9, FIG. 11) Keys: 2pcs styluses
(3) .Click on "Color" to change the print color of the font. (Fig. 12) USER’S Manual
(4) .Click on "Font" to change the capitalization of the font, and print at most
in lowercase.31 characters, up to 29 characters can be printed in capitals _;C\]
(Fig. 9, Fig. 12) ‘/
(5). Elected "Year", "Month", "Day", "Week", "SEC"When you press a space o 4
bar behind it -EEl~, separate a character. (FIG. 13) 4 3 ‘
(6) .When you click "hour" or "minute", press the one more. (FIG. 13) =

(7). Keyboard press "up" or "down" to flip pages and find what you
need.Letters or symbols. (FIG. 13)

(8). Click the "exit" button to confirm the exit to the “Custom" page, and click
the "exit" button to confirm.Sign out.(FIG. 13)
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1\ Boot screen

16:53 16:53

NOV.16 Monday NOV.16 Monday NOV.16 Monday

Fig1 Fig 2 Fig 3
1. Printing format:
(1) Single-line printing content (Fig 1)
(2) Custom 1, Custom 2, (Custom Five-Line Printing Content)
(Fig 2, Fig 3)
2 [m@ Battery Indicato ( battery options ) (Fig 2)
3. DST: The time required to set it will not be displayed (Fig 1)
4.%F WIFI display can be setin time (optional) (Fig 1)
5.2 Print color display can be set on both “Custom" and “setting
the Attendance " (Fig. 2, Fig. 3)

Wik

6.Time Display Optional Clock or digital, Select in System Settings(Fig. 1, Fig. 2)

2 . The home screen (Figure 4)

1. Time Set

2. Print Style o 3 / o
3. Custom set Time Set Pri;.;sw,-ie ti'uﬁlojmsel Nun':.:;Sel
4, Number Set

5. Attendant o W B
6. Password A nt  Password Seli-test Seltings
7. Self-test 16:52 Tunday 2018-11-08

8. Settings

Figure 4

3 . Setting the time (Figure 5)

:
1. Date: Year-Month-Date e

Time: _17 :33
2. Time: Hour: Minute Hour Format: [T
3.Time Format : 12/24 Hours DayFormat: [N
4. Day Format : Month-date/date-Month Day Seve R

5.DST Start : Month-Date-Hour LUl L 00— 01--12
6.DSTEnd : Month-Date-Hour DST End:

Figure 5

7. Setting the WIFI (optional)
If the WIFI module is installed, WIFI

H : : B . - Router List: Passcode:

display in white rectangle,indicating AT e
that WIFI is searching and cannot be B L

set. When the WIFI display in green Thme Zoam
rectangle, it indicates that the WIFI UTesoe ]
can be set. Press Search button to WIFI Status  WIF| ready
display WIFI in white rectangle, Soment
indicating that WIFI is searching the
WLAN wireless network, displaying
the received WIFI domain name,

Search button display WIFI in green Figure 6

rectangle, selecting the desired

domain name, and enter the password. Select the (NTP URL, and the factory
defaulted website is cn.ntp.org.cn), select the country time zone and press
connection button, WIFI is connecting when WIFI in white rectangle. WIFI
connection is successful after press Connection when WIFI in green
rectangle. Press the EXIT key twice to exit, cover and wait for about 10
seconds. The top left corner shows the green WIFI icon (TIME), indicating
that the WIFI connection is successful, and the time can be automatically
corrected to local time.

(The Wifi Connection process is shown below)

16:53 16:53 16:53

NOV.16 Monday NOV.16 Monday NOV.16 Monday

(WIFlis connecting) (WIFI connecting (WIFI time connecting

) successful) successful)
4 _ PrintStyle
1.Print Format: 29 printing formats are fint Order: Minute: Arrangement: Activation:
0pt|0na| z ] 1w | Lek | |Butomatic &2
2.Minute : 1/60 1/100 1/20 1/10 : e
3.Arrangement : Left / Center / Right iy

Y.M.D.H.Min.S
4 Activation :Automatic / emiautomat 0.H.Hin

DOW.D.H.Min
/ Manual / Combination 0

5.Language :ENGLISH / SPANISH/
GERMAN / FRENGH / ITALIAN / :
PORTUGUESE / NUMBER Figure 7

6.Function :RCVD/SENT / IN / OQUT / CFMD / FLED / PAID / USED

/ FAXED/ INVALID / ORIGIN / APR'D / CMPL'D
7.Year 4 Bit / Year 2 Bit

8.Lead Zero ON / Lead Zero OFF

9.Print DIR Right / Print DIR Left



FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be
installed and operated with minimum distance between 20cm the radiator your body: Use
only the supplied antenna.



