Product Manual

Wireless Solar Luminaire Controller / 26-0015
First Light Technologies Ltd.

This product is a solar-powered lighting controller intended for installation in outdoor luminaire host
fixtures by the manufacturer or authorized integrators. It is not sold directly to general end users and
does not require user-accessible operating instructions.

For technical details regarding this product, please refer to the product specification sheet.

Installation, mounting, and integration of this controller must be performed in accordance with First
Light Technologies’ installation instructions and the host luminaire’s assembly specification.

FCC Notice

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:

1. This device may not cause harmful interference, and

2. This device must accept any interference received, including interference that may cause
undesired operation.

Specific operational use conditions

This product is designed to be installed in an outdoor luminaire host fixture by the manufacturer or
qualified integrators. The integrated antennas are non-removable and have been evaluated as part of
the certified product configuration.

This product contains two co-located radio transmitters that have been tested and certified together as
a single composite device under this FCC ID.

RF exposure considerations

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment
and meets the FCC radio frequency (RF) Exposure Guidelines. This equipment should be installed and
operated with a minimum distance of 20 cm between the radiator and any person’s body.

Antenna information

This product has been certified with its integrated antennas as supplied by First Light Technologies. The
antennas are not user-replaceable. Any modification, replacement, or alteration of the antennas or RF
transmission system is strictly prohibited and will void the user’s authority to operate the equipment.
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FCC Caution

Changes or modifications not expressly approved by the party responsible for compliance could void
the user’s authority to operate the equipment.

FCC Class B digital device notice

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur
in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try
to correct the interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

—Consult the dealer or an experienced radio/TV technician for help.

ISED Notice

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and
Economic Development Canada’s licence-exempt RSS(s). Operation is subject to the following two
conditions:

1. This device may not cause interference.
2. This device must accept any interference, including interference that may cause undesired
operation of the device.

L’émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR

d’Innovation, Sciences et Développement économique Canada applicables aux appareils radio exempts
de licence. L’exploitation est autorisée aux deux conditions suivantes:

1. L’appareil ne doit pas produire de brouillage;
2. L’appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est susceptible
d’en compromettre le fonctionnement.
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RF exposure considerations

This equipment complies with ISED radiation exposure limits set forth for an uncontrolled environment
and meets RSS-102 of the ISED radio frequency (RF) Exposure rules. This equipment should be installed
and operated with a minimum distance of 20 cm between the radiator and any person’s body.

Cet équipement est conforme aux limites d’exposition aux rayonnements énoncées pour un
environnement non contrélé et respecte les regles d’exposition aux fréquences radioélectriques (RF) CNR-
102 de I'ISDE. Cet équipement doit étre installé et utilisé en gardant une distance de 20 cm ou plus entre
le radiateur et le corps humain.

Antenna information

This product has been approved by Innovation, Science and Economic Development Canada to operate
with the integrated antennas supplied by First Light Technologies. The antennas are non-removable and
have been evaluated as part of the certified product configuration. Any modification, replacement, or
alteration of the antennas or RF transmission system is strictly prohibited.

Le présent produit a été approuvé par Innovation, Sciences et Développement économique Canada pour
fonctionner avec les antennes intégrées fournies par First Light Technologies. Les antennes ne sont pas
remplagables par I'utilisateur et ont été évaluées dans le cadre de la configuration certifiée du produit.
Toute modification, tout remplacement ou toute altération des antennes ou du systéme de transmission
RF est strictement interdit.
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