‘ 3
ZHONGHAN Report No.: ZHT-260902111W01-1
Page 1 of 25

TEST REPORT
FCC ID:2BW2K-T11-T12

Applicant...........ccocoeeeeenen.. . Dongguan You & Me Electronics Co., Ltd.

2nd Floor, 3rd building,YongFa High-Tech Park, Jiaoping Road,

AdclepFgiApplicant.==.-. TangXia District,Dongguan City, China.

Manufacturer........................ :  Dongguan You & Me Electronics Co., Ltd.

2nd Floor, 3rd building,YongFa High-Tech Park, Jiaoping Road,

Address of Manufacturer..... TangXia District,Dongguan City, China.

Trademark........cccoeevveeennen, !
Product........ccccceeeiineeen. :  3-in-1 Wireless Charger
Model No........covecerrirrinnee : T1125W

Additional Model(s)............. . T1225W

T11 25W is tested model, other models are derivative models.
The models are identical in circuit, only different on the model
names and colour and shape. So the test data of T11 25W
can represent the remaining models.

Model Difference.................

Prepared by.........ccccceveeennnne. : Guangdong Zhonghan Testing Technology Co., Ltd.

Address Room 104/201, Building 1, Yibaolai Industrial Park, Qiaotou, Fuhai
""""""""""""""""" Subdistrict, Bao'an District, Shenzhen, Guangdong, China

Date of Receipt................... : Sep. 2,2026

Date of Test(S).....ccceeeeeeennnn. . Sep. 2,2026 - Sep. 10, 2026

Date of Issue....................... . Sep. 10, 2026

Test Standard(s)...........ccueeee . FCC Part 15 Subpart C 15.209

ANSI C63.10: 2020+Cor.1:2023+C63.10a: 2024+ Errata to C63.10a: 2024
KDB 558074 D01 15.247 Meas Guidance v05r02

Conclusions........cccceeeeeeeiienee. : PASS

Test Method........cccoeeveneneenn.

In the configuration tested, the EUT complied with the standards specified above.

Prepared by: Reviewed by: Approved by:
L L- . _," - //.
eon [y h O AR
Leon Li/ Engineer Camille Li/ Director Levi Lee/ Manager

Note: The results shown in this test report refer only to the sample(s) tested unless otherwise stated. This
test report shall not be reproduced except in full, without prior written approval of ZHT. This document may
be altered or revised by ZHT, personnel only, and shall be noted in the revision of the document
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1. General Information
1.1General Descr|pt|on of EUT (Equipment Under Test)

EUT Name 3-in-1 Wireless Charger
Test Model No. : |T11 25W
Input: 9V=3A 12V=3A 15V=3A
Wireless Charger Output1: 5W/7.5W/10W/15W/25W (MAX)
Ratings . |Earbch Charger Output2: 5W(Max)
Watch Wireless Charger Output: 3W(Max)
Total: 33W
Phone: 115-205kHz, 360KHz
Operation frequency . |Earbud: 115-205kHz
watch: 320-330kHz
Modulation Type . |ASK
Antenna Type : |Coil Antenna
Antenna Gain . |0dBi
Hardware Version : (V1.0
Software Version : (V1.0
Sample Number: : 1260902111YP001
Remark:The antenna gain provided by the applicant, if the data provided by the applicant is not accurate,
Guangdong Zhonghan Testing Technology Co., Ltd. does not assume any responsibility.

Note:

(1) For a more detailed features description, please refer to the manufacturer’s specifications or the
User’s Manual.

& 0755-27782934 &< admin@zht-lab.cn & http://www.zht-lab.cn



‘ )
ZHONGHAN Report No.: ZHT-260902111W01-1

Page 4 of 25
1.2Block Diagram Showing the Configuration of System Test

Radiated Measurements Test

Mobile phone Earphone Apple Watch
AC Adapter EUT
Conducted Measurements Test
Mobile phone Earphone Apple Watch
AC Adapter EUT
1.3Support Equipment
Item Equipment Mfr/Brand Model/Type No. Series No. Note
E-1 AC Adapter iforg 191106C / AE
E-2 Mobile phone Apple Inc. iPhone 16 PLUS / AE
E-3 Mobile phone Xiaomi Xiaomi 13 / AE
E-4 Earphone Apple A2031 / AE
E-5 Apple Watch Apple Inc. MWYK3CH/B / AE

Notes:

1. All the equipment/cables were placed in the worst-case configuration to maximize the
emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and
conditions for the intended use.
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1.4Description of Test Mode

All test mode(s) and condition(s) mentioned were considered and evaluated respectively
by performing full tests, the worst data were recorded and reported.

Final Test Mode Description

Mode 1 AC Mains + Phone _charging mode (360kHz) 25W + Earphone charging mode 5W+
Apple Watch charging mode 3W (Battery Status:<1%)

Mode 2 AC Mains + Phone _charging mode (360kHz) 25W + Earphone charging mode 5W+
Apple Watch charging mode 3W (Battery Status:50%)

Mode 3 AC Mains + Phone charging mode (360kHz) 25W + Earphone charging mode 5W+
Apple Watch charging mode 3W (Battery Status:298%)

Mode 4 AC Mains + Phone charging mode (115-205kHz) 15W + Earphone charging mode
5W+ Apple Watch charging mode 3W (Battery Status:<1%)

Mode 5 AC Mains + Phone charging mode (115-205kHz) 15W + Earphone charging mode
5W+ Apple Watch charging mode 3W (Battery Status:50%)

Mode 6 AC Mains + Phone charging mode (115-205kHz) 15W + Earphone charging mode
5W+ Apple Watch charging mode 3W (Battery Status:=298%)

Mode 7 Standby mode
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1.5Description of Test Software Setting
During testing channel & Power controlling software provided by the customer was used
to control the operating channel as well as the output power level. The RF output power
selection is for the setting of RF output power expected by the customer and is going to
be fixed on the firmware of the final end product power parameters of RF setting.

| Test Software Version:N/A
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1.7Measurement Uncertainty
Where relevant, the following measurement uncertainty levels have been estimated for
tests performed on the Product as specified in CISPR 16-4-2. This uncertainty represents
an expanded uncertainty expressed at approximately the 95% confidence level using a
coverage factor of k=2.
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No. Item Uncertainty
1 Conducted Emission Test 0.92dB
2 RF conducted power 0.27dB
3 Conducted spurious emissions 0.21dB
4 All radiated emissions (9k-30MHz) 1.68dB
5 All radiated emissions (30-1GHz) 5.1dB
6 All radiated emissions (1-6GHz) 3.9dB
7 All radiated emissions (6GHz-18GHz) 4.3dB
8 All radiated emissions (18-40GHz) 4.65dB
9 Temperature 0.5°C
10 Humidity

11 Occupied Bandwidth 4.96%
12 Power Spectral Density 0.71dB

Decision Rule
X Uncertainty is not included
[] Uncertainty is included

1.8Test Facility
Guangdong Zhonghan Testing Technology Co., Ltd.

Room 104/201, Building 1, Yibaolai Industrial Park, Qiaotou, Fuhai Subdistrict, Bao'an
District, Shenzhen, Guangdong, China
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2. Test Results Summary

FCC Part 15 Subpart C(15.209)

Standard Section Test Item Judgment Remark
15.203 Antenna Requirement PASS N/A
15.207(a) Conducted Emission PASS N/A
15.209(a)(f) Radiated emissions PASS N/A
15.215 Bandwidth PASS N/A

Note: N/A is an abbreviation for Not Applicable.

3. Test Software

Test Item Test Software Manufacturer Version No.
Radiated Emission EZ-EMC EZ FA-03A2 RE+
RF Conducted Measurement MTS 8310 MWRFtest 4.0.0.0
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4. Test Equipment
Radiation Test equipment
Equipment Manufacturer Model Serial No. Equ;‘lpoment Last Cal. Next Cal.
Receiver R&S ESCI 100874 ZH-E005 Apr. 24, 2026 | Apr. 23, 2027
Loop Antenna TESEQ HLA6121 58357 ZH-E036 July 10, 2026 | July 9, 2027
Amplifier Schwarzbeck BBV 9743 B 00378 ZH-E019 Apr. 24, 2026 | Apr. 23, 2027
Amplifier Schwarzbeck BBV 9718 B 00040 ZH-E021 May 8, 2026 May 7, 2027
Bilog Antenna Schwarzbeck VULB9162 00498 ZH-EO017 Apr. 25, 2026 | Apr. 24, 2027
Horn Antenna Schwarzbeck BBHA9120D 02623 ZH-E020 Apr. 25, 2026 | Apr. 24, 2027
Horn Antenna A.H.SYSTEMS SAS574 588 ZH-E062 Oct. 20, 2025 | Oct. 19, 2026
HF Amplifier / QJD18-40-50 / ZH-E099 July 11, 2026 | July 10, 2027
Spectrum Analyzer R&S FSV40 101413 ZH-E064 Apr. 24, 2026 | Apr. 23, 2027
Spectrum Analyzer KEYSIGHT N9020A MY53420208 ZH-E032 Apr. 24, 2026 | Apr. 23, 2027
WIDBAND RADIO
COMMUNICATION R&S CMW500 109863 ZH-E033 Apr. 24, 2026 | Apr. 23, 2027
TESTER
Power Sensor MWRFtest MW100-RFCB / ZH-E066 Apr. 24, 2026 | Apr. 23, 2027
. DA800-NM-
CABLE EMToni NM-11000MM / ZH-E018 Apr. 24, 2026 | Apr. 23, 2027
Conduction Test equipment
Equipment Manufacturer Model Last Cal. Next Cal.
Receiver R&S ESCI 100874 ZH-E005 Apr. 24,2026 | Apr. 23, 2027
LISN R&S ENV216 102794 ZH-E006 Jul. 8, 2026 Jul. 7, 2027
ISN CAT 6 Schwarzbeck NTFM 8158 00318 ZH-E012 Apr. 24,2026 | Apr. 23, 2027
ISN CAT 5 Schwarzbeck CAT5 8158 00343 ZH-E013 Apr. 24,2026 | Apr. 23, 2027
Capacg‘:’oebgo“age Schwarzbeck CVP 9222C 00101 ZH-E014 May 8, 2026 | May 7, 2027
Current SW9605
Transformer Clamp Schwarzbeck SW 9605 4209 ZH-E015 May 8, 2026 May 7, 2027
. RG223-NM-
CABLE EMToni BNCM-2000MM / ZH-EO007 Apr. 24,2026 | Apr. 23, 2027
USBC-C cable Xiaomi C-C1M / / Apr. 24,2026 | Apr. 23, 2027
RF Conducted Test equipment
Spectrum Analyzer KEYSIGHT N9020A MY53420208 ZH-E032 Apr. 24, 2026 | Apr. 23, 2027
Power Sensor MWRFtest MW100-RFCB / ZH-E066 Apr. 24, 2026 | Apr. 23, 2027
DC power supply R&S SMB100A 259098 / Apr. 15, 2026 | Apr. 14, 2027
Constant
Temperature and
Humidity Test OJN OJN-9606 / / Apr. 15,2026 | Apr. 14, 2027
Chamber
Signal generator | RONDESSCH 1 smcvi008 / / July 8,2026 | July 7, 2027
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5. Conducted Emission
5.1Test Standard and Limit
5.1.1 Test Standard
FCC Part 15.207

5.1.2 Test Limit

Maximum RF Line Voltage (dBpV)
Frequency Quasi-peak Level Average Level
150kHZz~500kHz 66 ~ 56 * 56 ~ 46 *
500kHz~5MHz 56 46
5MHz~30MHz 60 50

Notes:

(1) *Decreasing linearly with logarithm of the frequency.

(2) The lower limit shall apply at the transition frequencies.

(3) The limit decrease in line with the logarithm of the frequency in the range of 0.15 to 0.50MHz.

5.2Test Setup
RECEIVER
wi 8
I'4 7 =
EUT | LISN T 9
/ — 888 J
0.8m /
i
)
GR.P 0.8m é @ a

5.3Test procedure
» The EUT was placed 0.8 meters from the horizontal ground plane with EUT being
connected to the power mains through a line impedance stabilization network (LISN). All
other support equipments powered from additional LISN(s). The LISN provide 50 Ohm/ 50uH
of coupling impedance for the measuring instrument.
* Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.
* /O cables that are not connected to a peripheral shall be bundled in the center. The end of
the cable may be terminated, if required, using the correct terminating impedance. The
overall length shall not exceed 1 m.
* LISN at least 80 cm from nearest part of EUT chassis.
*The bandwidth of EMI test receiver is set at 9 kHz, and the test frequency band is from
0.15MHz to 30MHz.

5.4Deviation From Test Standard

No deviation
5.5EUT Operating Mode

Please refer to the description of test mode.
5.6Test Data

Please refer to the Attachment A inside test report.
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6. Radiated Emissions
6.1Test Standard and Limit
6.1.1 Test Standard
FCC Part 15.209

6.1.2 Test Limit

General field strength limits at frequencies Below 30MHz

Frequency Field Strength Measurement Distance
(MHz) (microvolt/meter)** (meters)
0.009~0.490 2400/F(KHz) 300
0.490~1.705 24000/F(KHz) 30
1.705~30.0 30 30
Note:

1, The emission limits for the ranges 9-90 kHz and 110-490 kHz are based on measurements
employing a linear average detector.

General field strength limits at frequencies above 30 MHz

Frequency Field strength Measurement Distance
(MHz) (pV/m at 3 m) (meters)
30~88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

General field strength limits at frequencies Above 1000MHz

Frequency Distance of 3m (dBuV/m)
(MHz) Peak Average
Above 1000 74 54

Note:
(1) The tighter limit applies at the band edges.
(2) Emission Level(dBuV/m)=20log Emission Level(uV/m)
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6.2Test Setup
Radiated measurement

Loop Antenna

« M Amplifier

EUT

—

1T !

m Spectruln

D'8|m Analyzer
|

(A) Radiated Emission Test-Up Frequency Below 30MHz

RX Antenna

Ant. feed |
point !

_____ B | e
i
j im ———
80cm A |
i

Y
1
Metal Full Soldered Ground Plane amplifier

Spectrum Analyzer

/Receiver _ oo

(B)Radiated Emission Test-Up Frequency 30MHz~1GHz
|

i

|
| 1-4m

=

Spectrum Analyzer / Receiver
System Simulator

(C)Radiated Emission Test-Up Frequency Above 1GHz

6.3Test procedure
(1) Measurements at frequency 9KHz~30MHz and Below 1GHz. The EUT was placed on a
rotating 0.8m high above the ground. RF absorbers covered the ground plane with a
minimum area of 3.0m by 3.0m between the EUT and measurement receiver antenna. The
table was rotated 360 degrees to determine the position of the highest radiation.
(2) 9KHz~30MHz the test antenna 1m away from the ground, Both 0° and 90° antenna
are set to make measurement.
Below 1GHz the test antenna shall vary between 1m and 4m, Both Horizontal and Vertical
antenna are set to make measurement.
(3) The initial step in collecting conducted emission data is a spectrum analyzer peak
detector mode pre-scanning the measurement frequency range. Significant peaks are then
marked and then Quasi Peak detector mode re-measured.
(4) If the Peak Mode measured value compliance with and lower than Quasi Peak Mode
Limit Bellow 1 GHz, the EUT shall be deemed to meet QP Limits and then no additional QP
Mode measurement performed. But the Peak Value and average value both need to comply
with applicable limit above 1 GHz.
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(5) Testing frequency range below 1GHz the measuring instrument use VBW=120 kHz with

Quasi-peak detection.
(6) Testing frequency range above 1GHz the measuring instrument use RBW=1 MHz and
VBW=3 MHz with Peak Detector for Peak Values, and use RBW=1 MHz and VBW=10 Hz

with Peak Detector for Average Values.
(7) For 9kHz to 150kHz, Set the spectrum analyzer as:
RBW= 200Hz, VBW =1kHz, Detector= Quasi-Peak, Trace mode= Max hold,

Sweep- auto couple.
For 150kHz to 30MHz, Set the spectrum analyzer as:
RBW=9KHz, VBW =30kHz, Detector= Quasi-Peak, Trace mode= Max hold,

Sweep-auto couple
(8) For the actual test configuration, please see the test setup photo.

6.4Deviation From Test Standard
No deviation

6.5EUT Operating Mode

The Equipment Under Test was set to Continual Transmitting in maximum power.

6.6Test Data
Please refer to the Attachment B inside test report.
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7. Bandwidth Measurement
7.1Test Standard and Limit
7.1.1 Test Standard
FCC Part 15.215
7.2Test Setup

Spectrum Analyzer

EUT

7.3Test Procedure

1. The transmitter shall be operated at its maximum carrier power measured under normal

test conditions;

2. The span of the analyzer shall be set to capture all products of the modulation process,

including the emission skirts.

3. The resolution bandwidth (RBW) shall be in the range of 1% to 5% of the occupied

bandwidth (OBW) and video bandwidth (VBW) shall be approximately 3x RBW.
7.4Deviation From Test Standard

No deviation
7.5EUT Operating Mode
The Equipment Under Test was set to Continual Transmitting in maximum power.

7.6Test Data

Please refer to the Attachment C inside test report.
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8. Antenna Requirement

8.1Test Standard and Limit

8.1.1 Test Standard
FCC Part 15.203

8.1.2 Test Limit

An intentional radiator shall be designed to ensure that no antenna other than that

furnished by the responsible party shall be used with the device. The use of a

permanently attached antenna or of an antenna that uses a unique coupling to the

intentional radiator shall be considered sufficient to comply with the provisions of this

Section. The manufacturer may design the unit so that a broken antenna can be replaced

by the user, but the use of a standard antenna jack or electrical connector is prohibited.
8.2Deviation From Test Standard

No deviation
8.3Antenna Connected Construction

The gains of the antenna used for transmitting is 0dBi, and the antenna de-signed with

permanent attachment and no consideration of replacement. Please see the EUT photo
for details.

8.4Test Data
The EUT antenna is a Coil Antenna. It complies with the standard requirement.

Antenna Type

Xl Permanent attached antenna

[ JUnique connector antenna

[ ] Professional installation antenna
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9. Test Setup Photos
Reference to the appendix | for details.

10. EUT Photos

Reference to the appendix Il for details.
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Attachment A--Conducted Emission Test Data

Temperature: 251°C Relative Humidity: 54.5%
Test Voltage: AC 120V/60Hz
Test Mode: Mode 1
Phase: Line
80.0 dBu¥

70

60 Conduction (P}

]

50

Conduction { AVG )
\MW \ﬁ?“
40 A4 ; \ P I b

I

10

peak

AYG

=

50 0.500 [MHz) 5.000 30.000

Frequency | Reading | Factor Level Limit |Margin
(MHz) (dBuV) (dB) (dBuVv) | (dBuV) | (dB)

0.1524 48.21 9.89 58.10 65.87 | -7.77 | QP
0.1524 32.70 9.89 42.59 55.87 |-13.28| AVG
0.1903 43.70 9.91 53.61 64.02 |-1041| QP
0.1903 28.07 9.91 37.98 54.02 |[-16.04| AVG
0.3614 38.59 9.97 48.56 58.70 |-10.14| QP
0.3614 37.16 9.97 4713 48.70 | -1.57 | AVG
2.5215 36.11 10.06 46.17 56.00 | -9.83 | QP
* 2.5215 35.06 10.06 45.12 46.00 | -0.88 | AVG
3.2414 35.82 10.08 45.90 56.00 |(-10.10| QP
10 3.2414 34.97 10.08 45.05 46.00 | -0.95 | AVG
11 13.4115 36.20 10.09 46.29 60.00 |[-13.71| QP
12 13.4115 30.05 10.09 40.14 50.00 |-9.86 | AVG

Remarks:

1.0nly showed the worst mode test data.

2.An initial pre-scan was performed on the line and neutral lines with peak detector.
3.Quasi-Peak and Average measurement were performed at the frequencies with maximized
peak emission.

4 Factor (dB) = Cable loss (dB) + L.I.S.N. Factor (dB).

5.Level (dBuV) = Factor (dB) + Reading(dBuV).

6.Margin(dB) = Level(dBuV) - Limit (dBuV).

Detector

No.

ol dglololsrlwl N~
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Temperature: 251°C Relative Humidity: 54.5%
Test Voltage: AC 120V/60Hz
Test Mode: Mode 1
Phase: Neutral
80.0 dBuY
70
[
60 H\\ e Conduction { QP}
™9 Conduction {AVG)}
1] 1
\ —~
] I1. q | 'I. AT 1Lyl ] |I|Il
10 " f ” bﬁl’nkr i 1‘& i A fliidy J |
"ML | g
20 f v J‘\\} f wl M'r ) t i L T y peak
10 AVG
0.0
0.150 0.500 [MHz) 5.000 30.000
No. Frequency | Reading | Factor Level Limit |Margin Detoctor

(MHz) (dBuV) (dB) (dBuV) | (dBuV) | (dB)
0.1500 47.99 9.89 57.88 66.00 | -8.12 | QP
0.1500 34.53 9.89 44 .42 56.00 |[-11.58| AVG
0.1883 42.31 9.91 52.22 64.11 |-11.89| QP
0.1883 30.58 9.91 40.49 54.11 |-13.62| AVG
0.2255 39.91 9.92 49.83 62.61 |[-12.78| QP
0.2255 24.58 9.92 34.50 52.61 (-18.11| AVG
0.3614 35.99 9.97 45.96 58.70 |-12.74| QP
* 0.3614 36.35 9.97 46.32 48.70 | -2.38 | AVG
3.2414 34.66 10.08 4474 56.00 |-11.26| QP
3.2414 33.40 10.08 43.48 46.00 | -2.52 | AVG
9.5280 37.42 10.09 47.51 60.00 |-12.49| QP
12 9.56280 30.62 10.09 40.71 50.00 | -9.29 | AVG

Remarks:

1.0nly showed the worst mode test data.

2.An initial pre-scan was performed on the line and neutral lines with peak detector.
3.Quasi-Peak and Average measurement were performed at the frequencies with maximized
peak emission.

4 Factor (dB) = Cable loss (dB) + L.I.S.N. Factor (dB).

5.Level (dBuV) = Factor (dB) + Reading(dBuV).

6.Margin(dB) = Level(dBuV) - Limit (dBuV).

—
Slolo|®|IN|lojoals|w[|a
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Attachment B--Unwanted Emissions Data

30MHz~1GHz
Temperature: 241°C Relative Humidity: 60.7%
Test Voltage: AC 120V/60Hz
Test Mode: Mode 1
Ant. Pol. Horizontal

g0 dBu¥/m

70
&0 ! ! ! |
FCC Part 15C [30MHz-1GHz] .|
1) | | | | |1 | Maigin -6 dB H
40 | o4
30
20
10
: 30.000 50 70 100 [MHz] 300 400 &00 1000.000
Kii Frequency | Reading | Factor Level Limit Margin| . oo
' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 287.9904 40.46 -7.79 32.67 46.00 |-13.33| QP
2 327.8873 43.27 -6.88 36.39 46.00 |[-961 | QP
3 338.4001 41.66 -6.63 35.03 46.00 |-1097| QP
4 * | 3604476 42.76 -6.12 36.64 46.00 |-936 | QP
5 872.1832 29.31 3.03 32.34 46.00 |-13.66| QP
6 955.4381 28.73 4.03 32.76 46.00 |-13.24| QP

Remarks:

1.0nly showed the worst mode test data.

2.No report for the emission which below the prescribed limit.

3.Measurement Level=Reading(dBuV)+Factor(dB/m).

4. Factor(dB/m)=Antenna Factor(dB)+Cable Attenuation Factor(dB)-Amplifier Gain(dB).

5.Margin(dB)=Measurement Level-Limit(dBuV/m).
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Temperature: 241°C Relative Humidity: 60.7%
Test Voltage: AC 120V/60Hz

Test Mode: Mode 1

Ant. Pol. Vertical

80 dBu¥/m

70
&0 ! ! ! |
FCC Part 15C [30MHz-1GHz] .|
50 ! ! ! ! | ! Maigin -6 dB =
40
30
20
10
: 30.000 50 70 100 [MHz] 300 400 &00 1000.000
No Frequency | Reading | Factor Level Limit |Margin —
: (MHz) (dBuV) | (dB/m) |(dBuV/m) |(dBuV/m) | (dB)
1 36.7662 40.66 -10.01 30.65 40.00 |-9.35| QP
2 55.4147 40.17 -9.32 30.85 40.00 |-9.15| QP
3 59.0251 42.95 -9.78 33.17 40.00 |-6.83 | QP
4 61.9951 42.70 -10.48 32.22 40.00 |-7.78 | QP
5" 82.0706 46.93 -13.70 33.23 40.00 | -6.77 | QP
6 87.7248 4478 -12.73 32.05 40.00 |-7.95| QP

Remarks:

1.0nly showed the worst mode test data.

2.No report for the emission which below the prescribed limit.

3.Measurement Level=Reading(dBuV)+Factor(dB/m).

4 Factor(dB/m)=Antenna Factor(dB)+Cable Attenuation Factor(dB)-Amplifier Gain(dB).

5.Margin(dB)=Measurement Level-Limit(dBuV/m).
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9KHz~30MHz
Temperature: 241°C Relative Humidity: 60.7%
Test Voltage: AC 120V/60Hz
Test Mode: Mode 1
Ant. Pol. Coaxial

130 dBu¥Y/m

120 [
110 \

———LnLngg“

100 - ! ! Margin B OF —————_

90

80

Fill}

60

h0

40

30

20

10

0.009 0.02 0.03 [MHz] 0.05% o.07 0.09 0.150

No Frequency | Reading | Factor Level Limit |Margin i dor
3 (MHz) (dBuV) (dB/m) [(dBuV/m) |(dBuV/m)| (dB)

1 0.0956 2413 20.05 44 18 108.00 |-63.82| peak
2 0.0996 2213 20.06 42 .19 107.64 |-65.45| peak
3 0.1210 20.57 20.09 40.66 105.95 |-65.29| peak
4 0.1340 21.04 20.11 41.15 105.06 |-63.91| peak
B 0.1416 20.69 20.12 40.81 104.58 |-63.77| peak
5 * 0.1460 40.82 20.12 60.94 104.32 |-43.38| peak

Remarks:

1.0nly showed the worst mode (Coaxial) test data.

2.No report for the emission which below the prescribed limit.

3.Measurement Level=Reading(dBuV)+Factor(dB/m).

4 Factor(dB/m)=Antenna Factor(dB)+Cable Attenuation Factor(dB)-Amplifier Gain(dB).
5.Margin(dB)=Measurement Level-Limit(dBuV/m).
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Temperature: 241°C Relative Humidity: 60.7%

Test Voltage: AC 120V/60Hz

Test Mode: Mode 1

Ant. Pol. Coaxial

1320 dBu¥/m

120

110

100 |

90

80

70 FCC Part 15C 9KHz-30MHz

Wargin -6 dB

60

50

40

30

20

10
0.150 0.30 0.50 0.80 [MHz] 4.0 6.0 9.0 30.000
i Frequency | Reading | Factor Level Limit Margin o

: (MHz) (dBuV) | (dB/m) |(dBuV/m) (dBuV/m) | (dB)

1 0.3268 36.58 20.14 56.72 97.32 |-40.60| peak
2 0.3600 34.35 20.14 54.49 96.48 |-41.99| peak
i 1.2160 16.40 19.89 36.29 65.91 |-29.62| QP
4 1.3450 1665 | 1991 | 36.56 | 65.03 |-2847| QP
8 = 1.4484 16.78 19.91 36.69 64.39 |-27.70| QP
6 1.6190 1556 | 19.92 | 3548 | 63.42 |-2794| QP

Remarks:

1.0nly showed the worst mode (Coaxial) test data.

2.No report for the emission which below the prescribed limit.

3.Measurement Level=Reading(dBuV)+Factor(dB/m).

4. Factor(dB/m)=Antenna Factor(dB)+Cable Attenuation Factor(dB)-Amplifier Gain(dB).

5.Margin(dB)=Measurement Level-Limit(dBuV/m).
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Attachment C--Bandwidth Measurement Data

Phone (360kHz) 360 0.029 0.427 PASS
Phone (115-205kHz) 132.4 0.025 0.021 PASS
Earbud (115-205kHz) 146 0.030 0.022 PASS
watch (320-330KHz) 326.8 0.467 0.494 PASS
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e Keysight Spectrum Analyzer - Occupied BW \iﬂ@@l
RL | RF |soa ac | | | SENSE:INT] | [11:45:08 AM Sep 04, 2026
[Center Freq 360.000 kHz | Center Freq: 360.000 kHz Radio 5td: None Frequency
Trig: Free Run Avg|Hold:>10/10
#IFGain:Low #Atten: 10 dB Radio Device: BTS
I10 dBidiv Ref 10.00 dBm
Log
L Center Freq
-10.0 360.000 kHz
-20.0
-30.0
-40.0
-50.0
-50.0
-70.0
50,0
Center 360 kHz Span 1 kHz CF Ste
Res BW 10 Hz #VBW 30 Hz Sweep FFT 100 HE
Auto Man
Occupied Bandwidth Total Power -4.09 dBm
427 Hz Freq Offset
Transmit Freq Error 83 Hz % of OBW Power 99.00 % ohz
x dB Bandwidth 29 Hz x dB -20.00 dB
MSG STATUS%
T Keysight Spectrum Analhzer - Gcupied BW @@@
RL | RF [soe ac | | | SENSE:INT| [11:41:01 AMSep 04,2026
[Center Freq 132.353 kHz Center Freq: 132.363 kHz Radio Std: None Frequency
Trig: Free Run Avg|Hold:>10/10
I { #IFGain:Low #Atten: 10 dB Radio Device: BTS
I15 dBidiv Ref 5.00 dBm
Log
-100 Center Freq
-25.0 132.353 kHz
-40.0
-55.0
-70.0
ssnfF
-100
115
-130
Center 132.4 kHz Span 1 kHz CF Ste
Res BW 10 Hz #BW 30 Hz Sweep FFT 100 HF:
[Auto Man
Occupied Bandwidth Total Power -71.70 dBm
21 Hz Freq Offset
Transmit Freq Error 0 Hz % of OBW Power 99.00 % e
x dB Bandwidth 25Hz x dB -20.00 dB
MSG STATUS%
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e Keysight Spectrum Analyzer - Occupied BW @@"EI
RL | RF [soe ac | | SENSE:INT| [01:38:30PM Sep 04, 2026
|Eenter Freq 146.045 kHz | Center Freq: 146.045 kHz Radio $td: None Frequency
—»— Trig: Free Run Avg|Hold: --/10
‘ #IFGain:Low #Atten: 10 dB Radio Device: BTS
||15 dBidiv Ref -5.00 dBm
Log
-200 Center Freq
-35.0 146.045 kHz
-50.0
-85.0
-80.0
-95.0
-110
125
-140
Center 146 kHz Span 1 kHz CF Ste
Res BW 10 Hz #VBW 30 Hz Sweep FFT 100 HF:
[Auto Man
Occupied Bandwidth Total Power -14.3 dBm
22 Hz Freq Offset
Transmit Freq Error 0 Hz % of OBW Power 99.00 % O Rz
x dB Bandwidth 30 Hz x dB -26.00 dB
MSG ISTATUS
e Keysight Spectrum Analyzer - Occupied BW @@"EI
RL | RF [soe ac | | SENSE:INT| [11:46:11 AMSep 04,2026
[Center Freq 326.803 kHz Center Freq: 326.803 kHz Radio Std: None Frequency
—»— Trig: Free Run Avg|Hold: 1010
I ‘ #IFGain:Low #Atten: 10 dB Radio Device: BTS
||10 dBidiv Ref -10.00 dBm
Log
-200 Center Freq
-30.0 326.803 kHz
-40.0
-50.0
600 el
-70.0
-80.0
-50.0
-100
Center 326.8 kHz Span 2 kHz CF Ste
Res BW 10 Hz #VBW 30 Hz Sweep FFT 200 HF:
[Auto Man
Occupied Bandwidth Total Power -14.9 dBm
494 Hz Freq Offset
Transmit Freq Error -57 Hz % of OBW Power 99.00 % O Rz
x dB Bandwidth 467 Hz x dB -20.00 dB
MSG ISTATUS

Note:Because the measured signal is CW-like, adjusting the RBW per C63.10 would not be practical
since measurement bandwidth will always follow the RBW. The RBW is set to 10 Hz to perform the

20dB bandwidth test.

***End of report***
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