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A Caution:

-Prohibition short circuit.

-Don't discard the battery in fire or
heater.

-Don't reverse the positive and
negative terminals.

-Don't pierce the battery with a nail or
other sharp object.

-Disposal acc. to local regulations!

-In the event of an emergency or
problems with the system, please call
L J Deye Services at 0086-0574-6378 7513
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|| SE-Ft6Maxs IFpP73/176/208[16SIM/-20450/00 __ ______

|| Nominal Capacity: ______________314Ah Ingress Protection: ________ NEMA Type 3R

I Nominal Energy: _______________ 16kWh Operating Temperature(Charge): ___ 0~557C
= : Neminal Veltage: ______________ 51.2Vdc Build-in Heating Function: -20~55°C(Optienal)
—?I | | Max.Charge/Discharge Current: __160/200A Operating Temperature(Discharge): -20~55°C
Lo I Operating Voltage Range: ___44.8~57.6Vdc Max Short Circuit Current/Time: ____1kA/1ms
; | Rechargeable Li-ion Battery System
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NINGBO DEYE ESS TECHNOLOGY CO.,LTD. MADE IN CHINA
Add:No.568,South Rixian Road,Binhai Economic Development Zone,Cixi,Ningbo,
Zhejiang,P.R.China
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FCC Statement

Any changes or modifications not expressly approved by the party
responsible for compliance could void the user’s authority to operate the
equipment.

This device complies with part 15 of the FCC Rules.

Operation is subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including
interference that may cause undesired operation.

FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for
an uncontrolled environment. This equipment should be installed and
operated with minimum distance 20 cm between the radiator & your body.

FCC ID: 2BW6JSE-F16MAX-6




