






Dipole Internal Calibration Record

Asset No.： E-438 Model No.： D1750V2 Serial No.： 1101
Environmental 22.2℃,  56 % Original Cal. Date： April 25, 2024 Next Cal. Date： April 25, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To 
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 

1528:Human Models,Instrumentation And Procedures(Frequency Range of 4 MHz to 10GHz）

2 KDB865664 SAR Measurement Requirements for 100 MHz to 6 GHz

Equipment Information
Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：

Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A June 29, 2024
DC Source metter lteck IT6154 006104126768201001 N/A June 29, 2024

Vector Network Analyze Agilent E5071C MY46102965 N/A January 11, 2025
Signal Generator Agilent N5172B MY53050758 N/A January 11, 2025

Smart Power Sensor R&S NRP18S 101333 N/A June 1, 2024
Dielectric Assessment Speag DAK-3.5 1226 N/A January 20, 2025

Directional Coupler Woken TS-PCC0M-05 0107090019 N/A January 11, 2025
Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A January 12, 2025

Liquid Thermometer Nscing Es YZ6021S / N/A November 24, 2024
Model No For Head Tissue

D1750V2

Item Original Cal. Result Verified on 2025/4/16 Deviation Result
Impedance, transformed 
to feed point

50.3Ω+0.3jΩ 50.36Ω+1.69Ω <5Ω Pass

Return Loss(dB) -46.4 -46.271 -0.3% Pass
SAR Value for 
1g(mW/g)

9.06 9.25 2.1% Pass

SAR Value for 
10g(mW/g)

4.79 5 4.4% Pass

Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:



Dipole Internal Calibration Record

Asset No.： E-438 Model No.： D1750V2 Serial No.： 1101
Environmental 
condition：

23.1℃,  57 % Original Cal. Date： April 25, 2024 Next Cal. Date： April 25, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To 
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 

1528:Human Models,Instrumentation And Procedures(Frequency Range of 4 MHz to 10GHz）

2 KDB865664 SAR Measurement Requirements for 100 MHz to 6 GHz
Equipment Information

Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：
Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A May 29, 2025

DC Source metter lteck IT6154 006104126768201001 N/A May 29, 2025
Vector Network Analyze Agilent E5071C MY46102965 N/A December 20, 2025

Signal Generator Agilent N5172B MY53050758 N/A December 20, 2025
Smart Power Sensor R&S NRP18S 101333 N/A May 29, 2025

Dielectric Assessment Speag DAK-3.5 1226 N/A February 19, 2026
Directional Coupler Woken TS-PCC0M-05 0107090019 N/A December 20, 2025

Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A December 20, 2025
Liquid Thermometer Nscing Es YZ6021S / N/A November 13, 2025

Model No For Head Tissue

D1750V2

Item Original Cal. Result Verified on 2026/4/15 Deviation Result
Impedance, transformed 
to feed point

50.3Ω+0.3jΩ 50.3Ω+0.3jΩ <5Ω Pass

Return Loss(dB) -46.4 -45.7 -1.5% Pass
SAR Value for 9.06 8.44 -6.8% Pass
SAR Value for 4.79 4.45 -7.1% Pass

For Body Tissue
Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:















Dipole Internal Calibration Record

Asset No.： E-431 Model No.： D1900V2 Serial No.： 5d179
Environmental 22.2℃,    56% Original Cal. Date： April 25, 2024 Next Cal. Date： April 25, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure 
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - 

Part 1528:Human Models,Instrumentation And Procedures(Frequency Range of 4 MHz to 
10GHz）

2 KDB865664 SAR Measurement Requirements for 100 MHz to 6 GHz

Equipment Information
Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：

Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A June 29, 2024
DC Source metter lteck IT6154 006104126768201001 N/A June 29, 2024

Vector Network Analyze Agilent E5071C MY46102965 N/A January 11, 2025
Signal Generator Agilent N5172B MY53050758 N/A January 11, 2025

Smart Power Sensor R&S NRP18S 101333 N/A June 1, 2024
Dielectric Assessment Speag DAK-3.5 1226 N/A January 20, 2025

Directional Coupler Woken TS-PCC0M-05 0107090019 N/A January 11, 2025
Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A January 12, 2025

Liquid Thermometer Nscing Es YZ6021S / N/A November 24, 2024
Model No For Head Tissue

D1900V2

Item Original Cal. Result Verified on 2025/4/16 Deviation Result
Impedance, transformed 
to feed point

52.3Ω+5.6jΩ 52.13Ω+2.03Ω <5Ω Pass

Return Loss(dB) -24.5 -24.439 -0.2% Pass
SAR Value for 
1g(mW/g)

9.8 9.89 0.9% Pass

SAR Value for 
10g(mW/g)

5.14 5.32 3.5% Pass

Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:



Dipole Internal Calibration Record

Asset No.： E-431 Model No.： D1900V2 Serial No.： 5d179
Environmental 
condition：

23.2℃,    58% Original Cal. Date： April 25, 2024 Next Cal. Date： April 25, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure 
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - 

Part 1528:Human Models,Instrumentation And Procedures(Frequency Range of 4 MHz to 
10GHz）

2 KDB865664 SAR Measurement Requirements for 100 MHz to 6 GHz
Equipment Information

Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：
Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A May 29, 2025

DC Source metter lteck IT6154 006104126768201001 N/A May 29, 2025
Vector Network Analyze Agilent E5071C MY46102965 N/A December 20, 2025

Signal Generator Agilent N5172B MY53050758 N/A December 20, 2025
Smart Power Sensor R&S NRP18S 101333 N/A May 29, 2025

Dielectric Assessment Speag DAK-3.5 1226 N/A February 19, 2026
Directional Coupler Woken TS-PCC0M-05 0107090019 N/A December 20, 2025

Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A December 20, 2025
Liquid Thermometer Nscing Es YZ6021S / N/A November 13, 2025

Model No For Head Tissue

D1900V2

Item Original Cal. Result Verified on 2026/4/15 Deviation Result
Impedance, transformed 
to feed point

52.3Ω+5.6jΩ 52.0Ω+5.3jΩ <5Ω Pass

Return Loss(dB) -24.5 -24.2 -1.2% Pass
SAR Value for 9.8 9.29 -5.2% Pass
SAR Value for 5.14 4.87 -5.3% Pass

For Body Tissue
Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:















Dipole Internal Calibration Record

Asset No.： E-434 Model No.： D2450V2 Serial No.： 919
Environmental 22.5℃,   57 % Original Cal.Date： April 22, 2024 Next Cal. Date： April 22, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To 
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 

1528:Human Models,Instrumentation And Procedures(Frequency Range of 4 MHz to 10GHz）

2 KDB865664 SAR Measurement Requirements for 100 MHz to 6 GHz

Equipment Information
Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：

Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A June 29, 2024
DC Source metter lteck IT6154 006104126768201001 N/A June 29, 2024

Vector Network Analyze Agilent E5071C MY46102965 N/A January 11, 2025
Signal Generator Agilent N5172B MY53050758 N/A January 11, 2025

Smart Power Sensor R&S NRP18S 101333 N/A June 1, 2024
Dielectric Assessment Speag DAK-3.5 1226 N/A January 20, 2025

Directional Coupler Woken TS-PCC0M-05 0107090019 N/A January 11, 2025
Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A January 12, 2025

Liquid Thermometer Nscing Es YZ6021S / N/A November 24, 2024
Model No For Head Tissue

D2450V2

Item Original Cal. Result Verified on 2025/4/15 Deviation Result
Impedance, transformed 
to feed point

55.3Ω+1.3jΩ 55.09Ω+3.27Ω <5Ω Pass

Return Loss(dB) -25.7 -25.444 -1.0% Pass

SAR Value for 1g(mW/g) 13.6 12.7 -6.6% Pass

SAR Value for 
10g(mW/g)

6.3 5.97 -5.2% Pass

Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:



Dipole Internal Calibration Record

Asset No.： E-434 Model No.： D2450V2 Serial No.： 919
Environmental 22.8℃,   55 % Original Cal.Date： April 22, 2024 Next Cal. Date： April 22, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To 
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 

1528:Human Models,Instrumentation And Procedures(Frequency Range of 4 MHz to 10GHz）

2 KDB865664 SAR Measurement Requirements for 100 MHz to 6 GHz

Equipment Information
Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：

Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A May 29, 2025
DC Source metter lteck IT6154 006104126768201001 N/A May 29, 2025

Vector Network Analyze Agilent E5071C MY46102965 N/A December 20, 2025
Signal Generator Agilent N5172B MY53050758 N/A December 20, 2025

Smart Power Sensor R&S NRP18S 101333 N/A May 29, 2025
Dielectric Assessment Speag DAK-3.5 1226 N/A February 19, 2026

Directional Coupler Woken TS-PCC0M-05 0107090019 N/A December 20, 2025
Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A December 20, 2025

Liquid Thermometer Nscing Es YZ6021S / N/A November 13, 2025
Model No For Head Tissue

D2450V2

Item Original Cal. Result Verified on 2026/4/15 Deviation Result
Impedance, transformed 
to feed point

55.3Ω+1.3jΩ 55.8Ω+1.7jΩ <5Ω Pass

Return Loss(dB) -25.7 -25.4 -1.2% Pass

SAR Value for 1g(mW/g) 13.6 12.9 -5.1% Pass

SAR Value for 
10g(mW/g)

6.3 5.87 -6.8% Pass

Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:















Dipole Internal Calibration Record

Asset No.： E-435 Model No.： D2600V2 Serial No.： 1067
Environmental  22.3℃,   58 % Original Cal. Date： April 22, 2024 Next Cal. Date： April 22, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement  Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To 
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication  Devices - Part 

1528:Human Models,Instrumentation  And Procedures(Frequency  Range of 4 MHz to 10GHz）

2 KDB865664 SAR Measurement  Requirements for 100 MHz to 6 GHz

Equipment Information
Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：

Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A June 29, 2024
DC Source metter lteck IT6154 006104126768201001 N/A June 29, 2024

Vector Network Analyze Agilent E5071C MY46102965 N/A January 11, 2025
Signal Generator Agilent N5172B MY53050758 N/A January 11, 2025

Smart Power Sensor R&S NRP18S 101333 N/A June 1, 2024
Dielectric Assessment Speag DAK-3.5 1226 N/A January 20, 2025

Directional Coupler Woken TS-PCC0M-05 0107090019 N/A January 11, 2025
Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A January 12, 2025

Liquid Thermometer Nscing Es YZ6021S / N/A November 24, 2024
Model No For Head Tissue

D2600V2

Item Originak Cal. Result Verified on 2025/4/16 Deviation Result
Impedance, transformed 
to feed point

47.5Ω-7.1jΩ 47.56Ω-9.29Ω <5Ω Pass

Return Loss(dB) -22.2 -22.263 0.3% Pass
SAR Value for 
1g(mW/g)

14.6 14 -4.1% Pass

SAR Value for 
10g(mW/g)

6.45 6.21 -3.7% Pass

Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:



Dipole Internal Calibration Record

Asset No.： E-435 Model No.： D2600V2 Serial No.： 1067
Environmental  
condition：

22.8℃,   55 % Original Cal. Date： April 22, 2024 Next Cal. Date： April 22, 2027

Standard List

1
IEC/IEEE 

62209-1528:2020

Measurement  Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To 
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication  Devices - Part 

1528:Human Models,Instrumentation  And Procedures(Frequency  Range of 4 MHz to 10GHz）

2 KDB865664 SAR Measurement  Requirements for 100 MHz to 6 GHz
Equipment Information

Equipment： Manufacturer： Model No.： Serial No.： Cal.Organization： Cal. Date：
Power Amplifier Mini-Circuits ZHL-42W+ QA1333003 N/A May 29, 2025

DC Source metter lteck IT6154 006104126768201001 N/A May 29, 2025
Vector Network Analyze Agilent E5071C MY46102965 N/A December 20, 2025

Signal Generator Agilent N5172B MY53050758 N/A December 20, 2025
Smart Power Sensor R&S NRP18S 101333 N/A May 29, 2025

Dielectric Assessment Speag DAK-3.5 1226 N/A February 19, 2026
Directional Coupler Woken TS-PCC0M-05 0107090019 N/A December 20, 2025

Coupler Woken 0110A05601O-10 COM5BNW1A2 N/A December 20, 2025
Liquid Thermometer Nscing Es YZ6021S / N/A November 13, 2025

Model No For Head Tissue

D2600V2

Item Originak Cal. Result Verified on 2026/4/15 Deviation Result
Impedance, transformed 
to feed point

47.5Ω-7.1jΩ 47.5Ω-6.1jΩ <5Ω Pass

Return Loss(dB) -22.2 -22.3 0.5% Pass
SAR Value for 14.6 14.5 -0.7% Pass
SAR Value for 6.45 6.52 1.1% Pass

Impedance Test-Head Return Loss-Head



Validation Report for Head TSL

Calibrator: Approver:


