GTS

Report No.: GTS2026050207F01

1. Duty Cycle
1.1 Test Result
Antl
Mode TX Frequency T on Period Duty Cycle Duty Cycle Max. DC
Type (MH2) (ms) (ms) (%) Correction Factor (dB) Variation (%)
2402 100.000 100.000 100.00 0.00 0.00
M SISO 2440 100.000 100.000 100.00 0.00 0.00
2480 100.000 100.000 100.00 0.00 0.00
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GTS

Report No.: GTS2026050207F01
1.2 Test Graph
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Report No.: GTS2026050207F01
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GTS

Report No.: GTS2026050207F01

2. Bandwidth

2.1 Test Result

2.1.1 OBW
TX Frequency 99% Occupied Bandwidth (MHz) ;
plade Type (MHz) ANy Result Limit Heaigt
2402 1 1.039 / Pass
1M SISO 2440 1 1.051 / Pass
2480 1 1.059 / Pass
2.1.2 6dB BW
TX Frequency 6dB Bandwidth (MHz) 2
odg Type (MHz) ANT Result Limit yerdct
2402 1 0.676 >=0.5 Pass
1M SISO 2440 1 0.675 >=0.5 Pass
2480 1 0.678 >=0.5 Pass
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GTS

Report No.: GTS2026050207F01
2.2 Test Graph

2.2.1 OBW
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Report No.: GTS2026050207F01
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GTS

2.2.2 6dB BW

Report No.: GTS2026050207F01
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Report No.: GTS2026050207F01
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GTS

3. Maximum Conducted Output Power

Report No.: GTS2026050207F01

3.1 Test Result

TX Frequency Maximum Peak Conducted Output Power (dBm) 5

ploge Type (MHz) ANTL Limit gLt
2402 1.47 <=30 Pass
1M SISO 2440 0.63 <=30 Pass
2480 -0.52 <=30 Pass
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GTS

4. Maximum Power Spectral Density

Report No.: GTS2026050207F01

4.1 Test Result

TX Frequency Maximum PSD (dBm) A
Vight= Type (MHz) ANT1 Limit(dBm/3kHz) Pt
2402 0.51dBm/100kHz <=8 Pass
M SISO 2440 -0.27dBm/100kHz <=8 Pass
2480 -1.46dBm/100kHz <=8 Pass
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GTS

Report No.: GTS2026050207F01
4.2 Test Graph
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Report No.: GTS2026050207F01
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GTS

5. Unwanted Emissions In Non-restricted Frequency Bands

Report No.: GTS2026050207F01

5.1 Test Result

5.1.1 Ref
TX Frequency Level of Reference
Mogs Type (MH2) i (dBm)
2402 i, 0.52
M SISO 2440 1 -0.28
2480 1 -1.43
5.1.2 CSE
TX Frequency Level of Reference Limit :
Mode Type (MH2) ANT (dBm) (dBm) Verdict
2402 1 0.52 -19.48 Pass
M SISO 2440 1 -0.28 -20.28 Pass
2480 1 -1.43 -21.43 Pass
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GTS

5.2 Test Graph

Report No.: GTS2026050207F01
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GTS

5.2.2 CSE

Report No.: GTS2026050207F01
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