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1. Summary
1.1 Test Procedures and Results

Requirement CFR 47 Section Result
Antenna Requirement §15.203 PASS
AC PoweEr Lllne. Conducted §15.207 PASS
mission
Maximum Conducted
Output Power §15.407(a) PASS
6dB Emission Bandwidth §15.407(e) PASS
26dB Emission Bandwidth&
99% Occupied Bandwidth §15.407(a) /A
Power Spectral Density §15.407(a) PASS
Band Edge §15.407(b)/15.209/15.205 PASS
Radiated Emission §15.407(b)/15.209/15.205 PASS
Frequency Stability §15.407(g) PASS

Note:
1. PASS: Test item meets the requirement.
2. Fail: Test item does not meet the requirement.
3. N/A: Test case does not apply to the test object.

4. The test result judgment is decided by the limit of test standard.

1.2 Information of the Test Laboratory
Shenzhen DL Testing Technology Co., Ltd.

Add: 101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1 Baolong
Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen, China
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1.3 Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a
standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of
approximately 95 %.

No. ltem Uncertainty
1 Conducted Emission Test 1+2.56dB

2 RF power, conducted +0.42dB

3 Spurious emissions, conducted | £2.76dB

4 All emissions, radiated(<1G) +3.65dB

5 All emissions, radiated(>1G) +4.89dB

6 Temperature 10.5°C

7 Humidity 2%

8 6dB Bandwidth 10.2MHz

9 Power Spectral Density +0.3dBm
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2. EUT Description
2.1 General Description of EUT

Equipment DIGITAL CALENDAR
Model Name EC3201
Series Model(s) N/A
Model Difference N/A
IEEE 802.11a/n/ac(HT20)5.745GHz-5.825GHz
Operation Frequency IEEE 802.11n/ac(HT40)5.755GHz-5.795GHz
IEEE 802.11ac(HT80) 5.775GHz
Modulation Technology IEEE 802.11a/n/ac
Modulation Type 256QAM, 64QAM, 16QAM, QPSK, BPSK for OFDM
Antenna Type External Antenna
Antenna Gain 6.13dBi
Power Source DC12V from adapter with AC100-240V, 50/60Hz
Power Supply DC12V from adapter with AC100-240V, 50/60Hz
Hardware Version V1.1
Firmware Version 20260116
Note:

1.

2. Antenna gain Refer to the antenna specifications.
3.
4. The test results in the report only apply to the tested sample.

For a more detailed features description, please refer to the manufacturer’s specifications
or the User's Manual.

The cable loss data is obtained from the supplier.
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2.2 Operation Frequency

Each of Channel

802.11a/802.11n(HT20 802.11n(HT40)/
802.11ac(HT(20) ) 802.11a((:(HT4(%) S B )
Channel Frequency Channel Frequency Channel Frequency
149 5745 151 5755 155 5775
153 5765 159 5795
157 5785
161 5805
165 5825

Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle frequency,
and the highest frequency of channel were selected to perform the test, and the selected channel see below:

2.3 Operation of EUT during Testing

Band IV (5725 - 5850MHz)
For 802.11a/n (HT20)/ac(HT20)
Channel Number Channel Frequency (MHz)
149 Low 5745
157 Mid 5785
165 High 5825
For 802.11n (HT40)/ac(HT40)
Channel
Number Channel Frequency (MHz)
151 Low 5755
159 High 5795
For 802.11ac(HT80)
Channel
Number Channel Frequency (MHz)
155 / 5775
Test Report Tel: 400-688-3552 Web: www.dl-cert.com Email: service@dl-cert.com Page 7 of 55
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2.4 Description of Test Setup
Operation of EUT during AC Conducted and Radiation testing:

AC Plug Adapter EUT
Operation of EUT during RF Conducted testing:

RF
AC Plug Adapter EUT Automatic
control unit

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of 3m
chamber. Measurements in both horizontal and vertical polarities were performed. During the
test, each emission was maximized by: having the EUT continuously working, investigated all
operating modes, rotated about all 3 axis (X, Y & Z) and considered typical configuration to
obtain worst position, manipulating interconnecting cables, rotating the turntable, varying
antenna height from 1m to 4m in both horizontal and vertical polarizations. The report only
reflects the worst emission test results. The worst case is X position.

Test Report Tel: 400-688-3552
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2.5 Description of Support Units
The EUT has been tested as an independent unit together with other necessary accessories or

support units. The following support units or accessories were used to form a representative test

configuration during the tests.

Item | Equipment | Trade Mark Model Name Specification Remark
DIGITAL
1 CALENDAR ZXDKIT EC3201 N/A EUT
INPUT: AC100-240V
2 Adapter N/A YMK-48W120400 50/60Hz 1.2A Max
OUTPUT: DC12V 4000mA
Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions for the intended use.
3. For conducted measurements (Output Power, 6dB Emission Bandwidth, Power Spectral Density, Spurious Emissions), the

antenna of EUT is connected to the test equipment via temporary antenna connector, the antenna connector is soldered on the

antenna port of EUT, and the temporary antenna connector is listed in the Test Instruments.
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DLE-260616025R

3. Equipments List for All Test Items

Radiation test, Band-edge test and 6db bandwidth test equipment

ltem Equipment Manufacturer Type No. Serial No. Last calibration| Calibrated until
Spectrum Analyzer .
1 (9kHz-26.5GHz) Agilent E4408B MY50140780 | Oct. 25,2025 | Oct. 24, 2026
Test Receiver
2 (9kHz-7GHz) R&S ESRP7 101393 Oct. 25,2025 | Oct. 24, 2026
Bilog Antenna
3 (30MHz-1GHz) R&S VULB9162 00306 Oct. 25,2025 | Oct. 24, 2026
Horn Antenna
4 (1GHZ-18GHz) Schwarzbeck | BBHA9120D 02139 Oct. 25,2025 | Oct. 24, 2026
Horn Antenna
5 (18GHz-40GHz) A.H. Systems SAS-574 588 Oct. 25,2025 | Oct. 24, 2026
6 Amplifier Schwarzbeck | BBV9743B 00153 Oct. 25,2025 | Oct. 24, 2026
(9KHz-6GHZz) A T
Amplifier
7 (1GHz-18GHz) EMEC EMO1G8GA 00270 Oct. 25,2025 | Oct. 24, 2026
Amplifier .
8 (18GHz-40GHz) Quanjuda DLE-161 97 Oct. 25,2025 | Oct. 24, 2026
Loop Antenna
9 (9KHZ-30MHz) Schwarzbeck | FMZB1519B 00014 Oct. 25,2025 | Oct. 24, 2026
RF cables1
10 (9kHz-1GHz) ChengYu 966 004 Oct. 25,2025 | Oct. 24, 2026
RF cables2
11 (1GHz-40GHz) ChengYu 966 003 Oct. 25, 2025 | Oct. 24, 2026
12 | Antenna connector | Florida RF Labs N/A RF 01# Oct. 25, 2025 | Oct. 24, 2026
13 Power probe KEYSIGHT U2021XA MY55210018 | Oct. 25, 2025 | Oct. 24, 2026
Signal Analyzer .
14 9kHz-26.5GHz Agilent N9020A MY55370280 | Oct. 25,2025 | Oct. 24, 2026
Test Receiver
15 20kHz-40GHz R&S ESU 40 100376 Oct. 25,2025 | Oct. 24, 2026
16 | D.C. Power Supply LongWei PS-305D 010964729 Oct. 25,2025 | Oct. 24, 2026
Conduction Test equipment
ltem Equipment Manufacturer Type No. Serial No. Last calibration| Calibrated until
1 |843 Shielded Room ChengYu 843 Room 843 Nov. 05, 2023 | Nov. 04, 2026
2 EMI Receiver R&S ESR 101421 Oct. 25,2025 | Oct. 24, 2026
3 LISN R&S ENV216 102417 Oct. 25,2025 | Oct. 24, 2026
4 843 Cable 1# ChengYu CE Cable 001 Oct. 25, 2025 | Oct. 24, 2026
Other
Item Name Manufacturer Model Software version
1 | EMC Conduction Test System FALA EZ EMC EMC-CON 3A1.1
2 EMC radiation test system FALA EZ EMC FA-03A2
3 RF test system MAIWEI MTS8310 2.0.0.0
4 | RF communication test system MAIWEI MTS8200 2.0.0.0
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4. General Information
4.1 Test Environment and Mode

Operating Environment:

Temperature: 25.0 °C
Humidity: 56 % RH
Atmospheric Pressure: 1010 mbar
Test Mode:
Engineering Mode: Eeep the EUT in continuous tr:_ansmitting
y select channel and modulations

We have verified the construction and function in typical operation. All the test modes
were carried out with the EUT in transmitting operation, which was shown in this test
report and defined as follows:

Per-scan all kind of data rate in lowest channel, and found the follow list which it
was worst case.

Mode Data rate
802.11a 6 Mbps
802.11n(HT20) MCSO0
802.11n(HT40) MCSO0
802.11ac(HT20)/ac(HT40)/ac(HT80) MCSO0
Final Test Mode:
Operation Mode: \}/(vﬁﬁpn:ggulf;i-gri\n continuous transmitting

Mode Test Duty Cycle

Mode Duty Cycle

802.11a 0.9577
802.11n(HT20) 0.9621
802.11n(HT40) 0.9275
802.11ac(HT20) 0.9624
802.11ac(HT40) 0.9265
802.11ac(HT80) 0.9645
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5. Test Results and Measurement Data
5.1 AC Conducted Emission

5.1.1 Test Specification

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10: 2020

Frequency Range:

150 kHz to 30 MHz

Receiver setup:

RBW=9 kHz, VBW=30 kHz, Sweep time=auto

Report No.: DLE-260616025R

Frequency range Limit (dBuV)
(MHz) Quasi-peak Average
Limits: 0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
Reference Plane
40cm
E.U.T [—ac power [ 3oem Lri>Y
Test Setup: [Filter |— AC power
Test table/Insulation plane
EMI
Remank Receiver
EUT Egquinment Under Test
LISN Line impedence Stabilization Nebwvork
Test table height=0.8m
Test Mode: Tx Mode

Test Procedure:

1. The E.U.T and simulators are connected to the main
power through a line impedance stabilization network
(L.I.S.N.). This provides a 500hm/50uH coupling
impedance for the measuring equipment.

2. The peripheral devices are also connected to the main
power through a LISN that provides a 50ohm/50uH
coupling impedance with 50ohm termination. (Please
refer to the block diagram of the test setup and
photographs).

3. Both sides of A.C. line are checked for maximum
conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of
the interface cables must be changed according to
ANSI| C63.10: 2020 on conducted measurement.

Test Result:

Pass

Test Report Tel: 400-688-3552
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5.1.2 Test Data

All the test modes completed for test. Only the worst result was reported as below:

Test Specification: Line
130
120
110
100
90
80
70
60
50
40
30
204

FCC PART 15 C CLASS B(L)

Level[dBuV]

Ml

1%Ok ™ 10M 30M
Frequency[Hz]

— QP Limit —— AV Limit — PK — AV

o QP Detector * AV Detector

1 0.1905 49.58 19.77 64.01 14.43 29.81 PK L
2 0.4920 4826 19.85 56.13 7.87 2841 PK L
3 0.6405 49.30 19.92 56.00 6.70 29.38 PK L
4 0.9105 48.78 19.89 56.00 722 28.89 PK L
5 1.2930 48.51 19.93 56.00 749 28.58 PK L
6 19.6215 48.96 2298 60.00 11.04 2598 PK L

1 0.4925 19.85 4512 56.13 11.01 2527 2042 46.13 16.71 957 L
2 0.6419 19.92 4582 56.00 1018 2590 2976 46.00 16.24 9.84 L
3 0.9128 19.89 4542 56.00 10.58 2553 31.01 46.00 14.99 112 L
4 1.2923 19.93 4525 56.00 1075 2532 31.89 46.00 14.11 11.96 L

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

Test Report Tel: 400-688-3552 Web: www.dl-cert.com Email: service@dl-cert.com Page 14 of 55
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Test Specification: Neutral

130
120
110
100
90
80
70
60
50
40
30
20
10

FCC PART 15 C CLASS B (N)

Level[dBuv]

1950k ™ 10M 30M
Frequency[Hz]

—— QP Limit — AV Limit — PK — AV

o QP Detector #* AV Detector

1 0.1905 49.16 19.79 64.01 14.85 2937 PK N
2 0.5145 46.30 19.95 56.00 89.70 26.35 PK N
3 1.1040 4710 19.99 56.00 8.90 2711 PK N
4 1.6305 48 42 2010 56.00 758 28.32 PK N
5 2.3865 47.00 2017 56.00 9.00 26.83 PK N
6 19.2480 50.43 2289 60.00 9.57 27.54 PK N

1 0.5132 19.95 4356 56.00 12.44 2361 2718 46.00 18.82 723 N
2 1.1012 19.99 4403 56.00 11.97 2404 2966 46.00 16.34 967 N
3 1.6341 2010 4520 56.00 10.80 2510 32.51 46.00 1349 12.41 N
4 2.3925 2017 42 89 56.00 13.11 2272 3210 46.00 13.90 11.93 N
] 19.2052 22.89 45.31 60.00 14.69 2242 37.07 50.00 12.93 14.18 N

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

Test Report Tel: 400-688-3552 Web: www.dl-cert.com Email: service@dl-cert.com Page 15 of 55
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5.2 Maximum Conducted Output Power

5.2.1 Test Specification

Test Requirement: FCC Part15 E Section 15.407(a)

KDB789033 D02 General UNII Test Procedures New
Rules v02.r01 Section E

Test Method:

Frequency Band __
Limit

Limit: (MHz)
5725-5850 1TW

Test Setup: 22 e

RF automatic control unit EUT

Test Mode: Transmitting mode with modulation

1. The testing follows the Measurement Procedure of
KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section E, 3, a

2. The RF output of EUT was connected to the RF
automatic control unit by RF cable. The path loss was
compensated to the results for each measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Measure the conducted output power and record the
results in the test report.

Test Result: PASS

Conducted output power= measurement power
+10log(1/x) X is duty cycle. During the test, the "duty
cycle factor" has already been added to the testing
software.

Test Procedure:

Remark:
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5.2.2 Test Data

Configuration Band IV (5745 - 5825 MHz)
Mode Test Channel Colgl\i/lljac)t(lergugtjtput FC();)BIr_ri]r)nit Result
ower (dBm)
802.11a CH149 6.16 29.87 PASS
802.11a CH157 6.00 29.87 PASS
802.11a CH165 6.06 29.87 PASS
802.11n(HT20) CH149 6.14 29.87 PASS
802.11n(HT20) CH157 5.07 29.87 PASS
802.11n(HT20) CH165 5.02 29.87 PASS
802.11n(HT40) CH151 5.67 29.87 PASS
802.11n(HT40) CH159 6.36 29.87 PASS
802.11ac(HT20) CH149 6.03 29.87 PASS
802.11ac(HT20) CH157 5.02 29.87 PASS
802.11ac(HT20) CH165 5.35 29.87 PASS
802.11ac(HT40) CH151 5.79 29.87 PASS
802.11ac(HT40) CH159 5.23 29.87 PASS
802.11ac(HT80) CH155 5.45 29.87 PASS
Note:
1. The test results including the cable lose.
2. Limit=30dBm-(direction gain-6dBi)= 29.87dBm
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5.3 6dB Emission Bandwidth
5.3.1 Test Specification

Test Requirement: FCC CFRA47 Part 15 Section 15.407(e)

KDB789033 D02 General UNII Test Procedures New
Rules v01r04 Section C

Test Method:

Limit: =500kHz
3 3
Test Setup:
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section C
2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW) = 100 kHz. Set the
Video bandwidth (VBW) = 300 kHz. In order to make
an accurate measurement. The 6dB bandwidth must
be at least 500 kHz.

4. Measure and record the results in the test report.

Test Result: PASS

Test Procedure:
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5.3.2 Test Data

Band IV (5725 - 5850 MHz)
M Frequency 2 dB. _
ode Test channel Bandwidth Limit (MHz) Result
(MHz) (MHz)

802.11a CH149 5745 16.360 0.5 PASS
802.11a CH157 5785 16.400 0.5 PASS
802.11a CH165 5825 16.400 0.5 PASS
802.11n(HT20) CH149 5745 17.600 0.5 PASS
802.11n(HT20) CH157 5785 17.600 0.5 PASS
802.11n(HT20) CH165 5825 17.640 0.5 PASS
802.11n(HT40) CH151 5755 36.320 0.5 PASS
802.11n(HT40) CH159 5795 36.400 0.5 PASS
802.11ac(HT20) CH149 5745 17.640 0.5 PASS
802.11ac(HT20) CH157 5785 17.600 0.5 PASS
802.11ac(HT20) CH165 5825 17.640 0.5 PASS
802.11ac(HT40) CH151 5755 36.320 0.5 PASS
802.11ac(HT40) CH159 5795 36.400 0.5 PASS
802.11ac(HT80) CH155 5775 76.000 0.5 PASS

Test plots as follows:
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

Band IV (5725 — 5850MHz)

802.11a

Agilent Spectrum Analyzer - Swept SA

500 AC | [ | SENCEINT|SOURCE OFF ALICNAUTD |07:08:49 PH May 25, 2025
TRACE

Center Freq 5.745000000 GHz ) #Avg Type: RMS Frequency
Trig: Free Run Avg|Hold: 500/500

PNO: Fast ——
IFGain:Low #Atten: 30 dB

Auto Tune

Ref Offset 10.03 dB
Ref 20.00 dBm 0.637 dB

CenterFreq
5.745000000 GHz,

StartFreq|
5.725000000 GHz

Stop Freq
5.765000000 GHz

'5|

Span 40.00 MHz, CF Ste|
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz

MKF MODE TRC SCL Y FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  »

mnn——— J—
S W
FreqOffset

OHz

Agilent Spectrum Analyzer - Swept SA
sio_Ac | Frequenc
Center Freq 5.785000000 GHz R TRACE quency
P! Fast o Trig: Free Run AvngoId 500/500
IFGain:Low #Atten: 30 dB

Auto Tune

Ref Offset 10.03 dB
Ref 20.00 dBm

Center Freq|
5785000000 GHz

StartFreq|
5.765000000 GHz

Stop Freq
5.805000000 GHz

Span 40.00 MHz| CF Ste|
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz,
Auto Man

-5|

MKF MODE TRC SCL FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  ~

1 IR 577668 Ghz 10852 em [ [ ] J—

2 ITNEEEA 578360 GHz| _ 69%0dBm[ | | |

S aERE A L E 15 7 E——— FreqOffset
r v

Agilent Spactrum Analyzer - Swept SA
i T o [ T e isoue o | allouan

Center Freq 5.825000000 GHz i : Frequency
'BNO: Fast ~»~ Trig: Free Run AvglHold: 5001500
IFGain:Low *Atten: 30 dB
Auto Tune
Ref Offset 10.51 dB
Ref 20.00 dBm

Center Freq
5.825000000 GHz
J——
StartFreq|
$5.805000000 GHz
I
Stop Freq|
5.845000000 GHz
[
(Center 5.82500 Gz Span 40.00 MHz CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz
FUNCTION FUNCTION WIDTH FUNCTIONVALUE & m Gw
J—

| SamGHzl sS4 dam] Y R R
@ tesoMHz@  Osr2dB] | | | FreqOffset
it R E— i

Test Report Tel: 400-688-3552 Web: www.dl-cert.com Email: service@dl-cert.com Page 20 of 55



Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616025R

802.11n(HT20)

e Rl R soe ac | [ [ SENGEINT[SOURCEOFF[  ALIGNAUTD  [07:2111PMMay 25, 2025
Center Freq 5.745000000 GHz #Avg Type: RMS RACE

Frequency

'PRO: Fast ~»— Trig: Free Run Avg|Hold: 5001500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Offset 10.03 dB
Ref 20.00 dBm
Center Freq|
5.745000000 GHz|
JE—
StartFreq
5.725000000 GHz|
[
Stop Freq
5.765000000 GHz,
[
Span 40.00 MHz CFStep
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz|
MKF MODE| TRC SCL| X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE & Auto Man
573608GHz|  97%dBm| | I S
5.738 60 GHz £130dBm| | |
A) 17.60 MHz[ () A4053dB] | | Freq Offset|
. |
) A | QG
) A |
- 1
Y S A |
] | |
|
1 I A S
< >
s STaTUS

Agilent Spectrum Analyzer - Swept SA

Tk o Al T GENGEINTISOUREOR | AUGNAUT [07:2m1sPhMaya, -

Center Freq 5.785000000 GHz X #Avg Type: RMS B requency

PNO: Fast —» Trigi Free Run AvglHold: 5001500
IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 10.03 dB
Ref 20.00 dBm

Center Freq|
5.785000000 GHz
J—
StartFreq
5.765000000 GHz
[
Stop Freq
5.805000000 GHz
[
[Center 5.78500 Ghz Span 40,00 MHz| CFStep
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz
MKF MODE TRC SCL FUNCTION FUNCTION WIDTH FUNCTIONVALUE & s UiEm
1 IIIII-_ J—
7,60 MHz/ (4] astreB] | Freq Offset|
S A A R s

Agilent Spectrum Analyzer - Swept SA
S0Q

AC
Center Freq 5.825000000 GHz

Frequency

s peen Trig: Free Run
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Offset 1051 dB
Ref 20.00 dBm
Center Freq
5825000000 GHz|
JE—
StartFreq|
5.805000000 GHz,
[
Stop Freq
5.845000000 GHz|
IR
Span 40.00 MHz] CF Step
#VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz,
MKF_MODE TRC SCL FUNCTION | FUNCTION WIDTH FCTIALE - [C Han)
N f 531604 GHzl 12 341 dEm | [
Pl N1 f] 532612GHz|  6447dBm| [ [ |
L AT 1] f [(A) 17.64 MHz () 0.221 dB | R R Freq Offset|
| B
| QHz
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

802.11n(HT40)

R R (0o ac | L | SENGEINT|SOURCE OFF | ALICNAUTD  [07:36i43 PH May25, 2025 ——

Center Freq 5.755000000 GHz . #Avg Type: RMS RACE quency
PNO: Fast ~»- Trig:Free Run AvglHold: 500/500
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 1003 dB
Ref 20.00 dBm

Center Freq|
5.755000000 GHz

StartFreq
5.715000000 GHz

Stop Freq
5.795000000 GHz,

.5|

Span 80.00 MHz, CF Ste|

#VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz
Auto Man

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE  ~

WKF MODE| TRC SCL X 3
573668 GHz|  -13.791 dBm

573868 GHz 8728dBm| | [}
[(A) 3632 MHz[(A) oot | ] FreqOffset
| R 0Hz,

Agilent Spactrum Analyzer - Swept SA
O TR e e [ e R INTISOURE OFF | ALIGNAUTD (0745104 PN My 25,
Center Freq 5.795000000 GHz i #Avg Type: RMS B (R
TNO: Fast e Trig: Free Run Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune|

Ref Offset 10,03 dB
Ref 20.00 dBm

Center Freq|
5.795000000 GHz

StartFreq|
5.765000000 GHz

Stop Freq
5.835000000 GHz

Span 80,00 MHz] CFStep

#VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz
Auto

Center 5.79500 GHz

=
=
El

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE »

MKF MODE TRC SCL
1I1'lll-
[ s7esedGHz  9702dBm[ | [ |
(&)  3640MHz[(4) -1833aB] [ T | Freq Offset|
_—_——
- ¢
- ¢
- ¢
- ¢
]
1 N Y N N
1 [ 1 B
<

0 Hz

B

sTaTUs

High
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616025R

802.11ac(HT20

S ac | T T soue Ore | ALioAUT

Center Freq 5.745000000 GHz . #Ayg Type: RMS
Trig: Free Run AvglHold: 5001500

PNO: Fast =3~
IFGain:Low #Atten: 30 dB

Ref Offset 10,03 dB
Ref 20.00 dBm

Span 40,00 MHz]
#VBIW 300 kHz Sweep 3.867 ms (1001 pts)

X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE
573604GHz|  -11559dBm| |
5752 :16 GHz §614dBm | [}
4) o46dB] | ]
—

Frequency

Auto Tune

Center Freq|
5.745000000 GHz

StartFreq|
$5.725000000 GHz

Stop Freq
5765000000 GHz

CF Step
4.000000 MHz

=
=
El

Auto

FreqOffset
0Hz,

Agilent Spactrum Analyzer - Swept SA
00 _AC
Center Freq 5.785000000 GHz !

‘ENO: Fast ~»— Trig:Free Run AvngoId 500/500
IFGain:Low #Atten: 30 dB

Ref Offset 10.03 dB
Ref 20.00 dBm

Span 40.00 MHz
#VBW 300 kHz Sweep 3.867 ms (1001 pts)

[ N [1]f] 5 776 08 GHz2 K 727 dBm| |

MKF MODE TRC SCL FUNCTION | FUNCTION WIDTH FUNCTION VALUE

P

PA N [1[F]  677736CHz|  6505Bm[ [ T |

3 [ A1 [FlA)  1760MHz[() Ao71dB] [ T |
.  r — 1

Frequency

Auto Tune

Center Freq|
5785000000 GHz

StartFreq|
5.765000000 GHz

Stop Freq
5.805000000 GHz

-5|

CF Ste|
4.000000 MHz,
Auto Man

FreqOffset
OHz

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.825000000 GHz ) t
PNO: Fast —» Trigi Free Run AvgiHold: 5001500

IFGain:Low #Atten: 30 dB

Ref Offset 10.51 dB.
Ref 20.00 dBm

5o AC | | | GENGEINT|SORGEORF|  ALIGNAUTD |07/SEil6PNMay2s, 2025
TRACE

[Center 5.82500 Gz Span 40,00 MHz]
#VBIW 300 kHz Sweep 3.867 ms (1001 pts)

mmﬂtlﬂ— 101dBm| |

MKF MODE TRC SCL B v FUNCTION | FUNCTION WIDTH FUNCTION VALUE

Frequency

Auto Tune

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

'UI

CF Ste|
4.000000 MHz

=
=
El

Auto

FreqOffset
0Hz,
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Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616025R

802.11ac(HT40

S ac | T T soue Ore | ALioAUT

Center Freq 5.755000000 GHz . #Ayg Type: RMS
Trig: Free Run AvglHold: 5001500

PNO: Fast =3~
IFGain:Low #Atten: 30 dB

Ref Offset 10,03 dB
Ref 20.00 dBm

[Center 575500 Gz Span 80,00 MHz]
#VBIW 300 kHz Sweep 7.667 ms (1001 pts)

FUNCTION | FUNCTION WIDTH FUNCTIONVALUE »

X Y
573668GHz|  -13678dBm| |

Frequency

Auto Tune

Center Freq|
5.755000000 GHz

StartFreq|
5.715000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz
Auto

=
=
El

FreqOffset
0Hz,

Agilent Spectrum Analyzer - Swept SA
S0Q

AC
Center Freq 5.795000000 GHz !
‘PNO: Fast ~»— Trig:Free Run AvngoId 500/500

IFGain:Low #Atten: 30 dB

Ref Offset 10.03 dB
Ref 20.00 dBm

Span 80.00 MHz
#VBW 300 kHz Sweep 7.667 ms (1001 pts)

MKF MODE TRC SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE ~ ~
(N [1]f] 5 76 ea GHZ 14 445 dBm P
Pl N1 f] 5. 787 [ 9837dBm| [ [ |
3 M1 F(A) 3640 MHg] 1 A33 dB | R R
___

Frequency

Auto Tune

Center Freq|
5795000000 GHz

StartFreq|
5.755000000 GHz,

Stop Freq
5.835000000 GHz

-5|

CF Ste|
8.000000 MHz,
Auto Man

FreqOffset
OHz

Agilent Spectrum Analyzer - Swept SA
06 AC | | | SENSEINT|[SOURTE OFF ALIEN AUTD.

Center Freq 5.775000000 GHz . #Avg Type: RMS
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 500/500

IFGain:Low #Atten: 30 dB

Ref Offset 10.03 dB
Ref 20.00 dBm

Span 160.0 MHz,
#VBW 300 kHz Sweep 15.33 ms (1001 pts)

MKF MODE TRC SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE &
(N N [1]F] 5 73676 GHz 534 dBm [ [ ]
[1] 574620GHz|  11383dBm| [ [ |
7600MHz[(A) Q42208 | [ |
-

1
11 [ [ [ | B

>

Frequency

Auto Tune

CenterFreq
5.775000000 GHz,

StartFreq|
5.695000000 GHz

Stop Freq
5.855000000 GHz

'5|

CF Ste|

16 000000 MHz

= sTaTUs

Test

Report
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

5.4 26dB Bandwidth and 99% Occupied Bandwidth
5.4.1 Test Specification

Test Requirement: 47 CFR Part 15C Section 15.407 (a)
Test Method: KDB789033 D02 General UNII Test Procedures New
: Rules v02r01 Section C
Limit: No restriction limits
Test Setup: i _D _
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section C
2. Set to the maximum power setting and enable the
EUT transmit continuously.
3. Make the measurement with the spectrum analyzer's
resolution bandwidth RBW = 1% EBW, VBW=3RBW,
In order to make an accurate measurement.
4. Measure and record the results in the test report.

Test Result: N/A

Test Procedure:

5.4.2 Test Result
N/A

Test Report Tel: 400-688-3552 Web: www.dl-cert.com Email: service@dl-cert.com Page 25 of 55



Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

5.5 Power Spectral Density

5.5.1 Test Specification

Test Requirement: FCC Part15 E Section 15.407 (a)
Test Method: KDB789033 D02 (_Beneral UNII Test Procedures New
Rules v02r01 Section F
Limit: <30.00dBm/500KHz for Band IV 5725MHz-5850MHz
Test Setup: oe _D _
EUT

Spectrum Analyzer

Test Mode: Transmitting mode with modulation

1. Set the spectrum analyzer or EMI receiver span to
view the entire emission bandwidth.

2. Set RBW =510 kHz/1 MHz, VBW = 3*RBW, Sweep
time = Auto, Detector = RMS.

3. Allow the sweeps to continue until the trace stabilizes.
4. Use the peak marker function to determine the
maximum amplitude level.

5. The E.|.R.P spectral density used radiated test
method. At a test site that has been validated using the
procedures of ANSI C63.4 or the latest CISPR 16-1-4 for
measurements above 1 GHz, so as to simulate a near
free-space environment.

Test Result: PASS

During the test, the "duty cycle factor" has already been
added to the testing software.

Test Procedure:

Remark:

Test Report Tel: 400-688-3552 Web: www.dl-cert.com Email: service@dl-cert.com Page 26 of 55



Shenzhen DL Testing Technology Co., Ltd.

Report No.: DLE-260616025R

5.5.2 Test Data

Configuration Band IV (5725 - 5850 MHz)
Mode chonne) [dBrrI;/eS\f(})IkHz] 10'2%5300/ %T’ng;;' (dBmL/iSngKHZ) Result

ensity
802.11a CH149 4.16 -0.086 4.074 29.87 PASS
802.11a CH157 3.96 -0.086 3.874 29.87 PASS
802.11a CH165 3.71 -0.086 3.624 29.87 PASS
802.11n(HT20) CH149 4.25 -0.086 4.164 29.87 PASS
802.11n(HT20) CH157 3.36 -0.086 3.274 29.87 PASS
802.11n(HT20) CH165 2.88 -0.086 2.794 29.87 PASS
802.11n(HT40) CH151 2.04 -0.086 1.954 29.87 PASS
802.11n(HT40) CH159 1.08 -0.086 0.994 29.87 PASS
802.11ac(HT20) | CH149 4.20 -0.086 4114 29.87 PASS
802.11ac(HT20) | CH157 2.88 -0.086 2.794 29.87 PASS
802.11ac(HT20) | CH165 2.96 -0.086 2.874 29.87 PASS
802.11ac(HT40) | CH151 3.22 -0.086 3.134 29.87 PASS
802.11ac(HT40) | CH159 2.51 -0.086 2.424 29.87 PASS
802.11ac(HT80) | CH155 2.75 -0.086 2.664 29.87 PASS

Note:

1.Power Spectral Density= Level [dBm/510kHz]+ (10log(Limit RBW/Test RBW)

2. Instrument attenuation and cable loss See test diagram
3. Limit=30dBm-(direction gain-6dBi)= 29.87dBm

Test plots as follows:

Test Report
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

Band IV (5725 — 5850MHz)

Agilent Spectrum Analyzer - Swept SA

S50R AT | | | SENSENT|SCURCE OFF ALIGNAUTO | 07:03:4€ PM May 25, 2026 Frequenc:

Center Freq 5.745000000 GHz i #Avg Type: RMS A quency
o Trig: Free Run AvglHold: 100/100

#Atten: 30 dB

Mikr1 5.741 80 GHz
Rer 20.00 dBm 4.155 dBm

Center 574500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

CenterFreq|
5745000000 GHz

StartFreq
5.725000000 GHz,

StopFreq|
5.765000000 GHz|

CF Step
4.000000 MHz,
Man

FreqOffset
OHz

Agilent Spectrum Analyzer - Swept SA

Soh AT | | | SENSE:NT|SCURCE OFF ALIGNAUTO | 07:15:37 PM May 25, 2026
Ac

Center Freq 5.785000000 GHz § #Avg Type: RMS
‘PNO: Fast —»— Trig: Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.782 24 GHZ
Rer 20.00 4B 3.961 dBm

CenterFreq
5.785000000 GHz|

StartFreq|
5.765000000 GHz,

StopFreq|
5805000000 GHz

Ll

'“I

CF Ste|
4.000000 MHz

Freq Offset
0Hz

Center 5.78500 GHz Span 40.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
502 A
Center Freq 5.825000000 GHz . #Avg Type: RMS (PR
DhorFast > Trig: Free Run AvglHold: 100/100

IFGain:Low #Atten: 30 dB

Mkr 5.832 28 GHz
Rer 20.00 4B 3.711 dBm

CenterFreq|
1 5.825000000 GHz

»'WW i WMWM

StartFreq
5.805000000 GHz|

StopFreq|
5.845000000 GHz

CF Step
4.000000 MHz,
uto Man

FreqOffset
0Hz

ICenter 5.82500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

Agilent Spactrum Analyzer - Swept SA
S0 AC | | | GENGENT[SOREOF|  ALIGNAUTO |07i2z09PM 3 .
; requenc,
Center Freq 5.745000000 GHz X #Avg Type: RMS quency
TNO: Fast e Trig: Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 16.22 dB
Ref 20.00 dBm

Center Freq|
5.745000000 GHz

StartFreq|
$5.725000000 GHz

Stop Freq
5765000000 GHz

CF Step
4.000000 MHz
Auto Man

FreqOffset
0Hz,

Center 5.74500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
S0Q

acl
Center Freq 5.785000000 GHz X #Avg Type: RMS 1 Frequency
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 16.24 dB

Ref 20.00 dBm

s

ICenter 5.78500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

5o AC | | | SEMGEINT|SORGEORF|  ALIGNAUTD |07:3C29FNMay25, 2025

Center Freq 5.825000000 GHz X #Avg Type: RMS TRACE Frequency
PNO: Fast —» Trigi Free Run AvglHold: 100/100

IFGain:Low #Atten: 30 dB

Center Freq|
5785000000 GHz

StartFreq|
5.765000000 GHz

Stop Freq
5.805000000 GHz

-5|

CF Ste|
4.000000 MHz,
uto Man

FreqOffset
OHz

Auto Tune
Ref Offset 16.74 dB
Ref 20.00 dBm

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

Agilent Spactrum Analyzer - Swept SA
e Rl | R [soe ac || [ SENSEINT[SOURCEOFF[  ALIGNAUTO  [07:3642PMMay25, 2025 F
Center Freq 5.755000000 GHz i #Avg Type: RMS B requency
TNO: Fast e Trig: Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 17.65 dB
Ref 20.00 dBm

Center Freq|
5.755000000 GHz

StartFreq|
5.715000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz
uto Man

FreqOffset
0Hz,

Center 5.75500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Low

Agilent Spectrum Analyzer - Swept SA
500 AC | [ | SENGEINT|SOURTE OFF ALICNAUTD |07:46:32P0
TRACE

Center Freq 5.795000000 GHz . #Avg Type: RMS
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune
Ref Offset 17.6 dB.
Ref 20.00 dBm

w MHWW
il

Center Freq|
5795000000 GHz

StartFreq|
5.755000000 GHz,

Stop Freq
5.835000000 GHz

-5|

CF Ste|
8.000000 MHz,
uto Man

FreqOffset
OHz

ICenter 5.79500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

High
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

802.11ac(HT20

5o AC | | | GENGEINT|SORGEORF|  ALIGNAUTD |O5:32i28PM

Center Freq 5.745000000 GHz . #Ayg Type: RMS
Trig: Free Run AvglHold: 100/100

PNO: Fast =3~
IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.741 96 GHz| G
Ref 2040 dBm 4196 GHz

Center Freq|
5.745000000 GHz

StartFreq|
$5.725000000 GHz

Stop Freq
5765000000 GHz

CF Step
4.000000 MHz
Auto Man

FreqOffset
0Hz,

Center 5.74500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA
S0Q

acl
Center Freq 5.785000000 GHz X #Avg Type: RMS 1 Frequency
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 16.24 dB

Ref 20.00 dBm

PARN

ICenter 5.78500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Agilent Spectrum Analyzer - Swept SA

5o AC | | | GEMGEINT|SORGEORF|  ALIGNAUTD |07/Sei3FNMay2s, 2025

Center Freq 5.825000000 GHz X #Avg Type: RMS TRACE Frequency
PNO: Fast —» Trigi Free Run AvglHold: 100/100

IFGain:Low #Atten: 30 dB

Center Freq|
5785000000 GHz

StartFreq|
5.765000000 GHz

Stop Freq
5.805000000 GHz

-5|

CF Ste|
4.000000 MHz,
uto Man

FreqOffset
OHz

Auto Tune
Ref Offset 16.7 dB
Ref 20.00 dBm

Center Freq|
5.825000000 GHz

StartFreq|
$5.805000000 GHz

Stop Freq
5.845000000 GHz

CF Step
4.000000 MHz
uto Man

FreqOffset
0Hz,

Span 40.00 MHz
#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts)

High
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Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-260616025R

802.11ac(HT40

Tk T ac] [ | GENGEINTISOUREOR | ALGNAUTO [o7sendPh > (.
: requenc,
Center Freq 5.755000000 GHz . #Avg Type: RMS quency
PNO: Fast -» Trig: Free Run Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Auto Tune
Ref Offset 18.82 dB
Ref 20.00 dBm

T

Center 5.75500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Center Freq|
5.755000000 GHz

StartFreq|
5.715000000 GHz

Stop Freq
5.795000000 GHz

CF Step
8.000000 MHz
Auto Man

FreqOffset
0Hz,

Agilent Spactrum Analyzer - Swept SA

sno Al .

Center Freq 5.795000000 GHz . #Avg Type: RMS 4 requency
‘PNO: Fast ~»— Trig:Free Run AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Auto Tune|

Ref Offset 18.83 dB

Ref 20.00 dBm

S

ICenter 5.79500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),

Center Freq|
5795000000 GHz

StartFreq|
5.755000000 GHz,

Stop Freq
5.835000000 GHz

-5|

CF Ste|
8.000000 MHz,
uto Man

FreqOffset
OHz

Agilent Spectrum Analyzer - Swept SA
06 AC | | | SENSEINT|[SOURTE OFF ALIEN AUTD.

Center Freq 5.775000000 GHz ) #Avg Type: RMS TRACE Frequency
‘ENO: Fast ~»- Trig:Free Run Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Mkr1 5.739 96 GHZ Auto Tune
R Seasaen 396G

CenterFreq
5.775000000 GHz,

StartFreq|
5.695000000 GHz

Stop Freq
5.855000000 GHz

CF Step
16.000000 MHz|
Auto Man

—
FreqOffset
0 Hz|

Span 160.0 MHz

#VBW 1.5 MHz* Sweep 1.000 ms (1001 pts),
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5.6 Spurious Emission
5.6.1 Test Specification

Test Requirement: FCC CFR47 Part 15 Section 15.407 & 15.209 & 15.205
Test Method: KDB 789033 D02 v02r01
Frequency Range: 9kHz to 40GHz
Measurement Distance: 3m
Antenna Polarization: Horizontal & Vertical
Operation Mode: Transmitting mode with modulation
Frequency Detector RBW VBW Remark
9kHz- 150kHz | Quasi-peak | 200Hz 1kHz Quasi-peak Value
150kHz- Quasi-peak 9kHz 30kHz | Quasi-peak Value
Receiver Setup: 30MHz
30MHz-1GHz | Quasi-peak | 120KHz | 300KHz | Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Sbove 1GH Peak 1MHz 10Hz Average Value

(1) For transmitters operating in the 5.15-5.25 GHz band: All
emissions outside of the 5.15-5.35 GHz band shall not exceed
an e.i.r.p. of =27 dBm/MHz.

(2) For transmitters operating in the 5.25-5.35 GHz band: All
emissions outside of the 5.15-5.35 GHz band shall not exceed
an e.i.r.p. of -27 dBm/MHz.

(3) For transmitters operating in the 5.47-5.725 GHz band: All
emissions outside of the 5.47-5.725 GHz band shall not exceed
an e.i.r.p. of -27 dBm/MHz.

Limit: (4) For transmitters operating in the 5.725-5.85 GHz band:

(i) All emissions shall be limited to a level of —27 dBm/MHz at 75
MHz or more above or below the band edge increasing linearly
to 10 dBm/MHz at 25 MHz above or below the band edge, and
from 25 MHz above or below the band edge increasing linearly
to a level of 15.6 dBm/MHz at 5 MHz above or below the band
edge, and from 5 MHz above or below the band edge increasing
linearly to a level of 27 dBm/MHz at the band edge.

The limit of frequency below 1GHz and which fall in restricted b
ands should complies 15.209.
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Test Setup:

For Radiated Emissions below 30MHz
RX Antenna
3m >
= EUT e o
0.8 m
Ground Plane
30MHz to 1GHz
A
< im
14m
Turn Table
Ground Plane
Above 1GHz
A
Ant.feed |
point
4— 3m —P. i ‘E_S
EUT LT
1-4 m
/‘Ilﬂ']ﬂl.
1.5m
Ground Plane
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1. The EUT was placed on the top of a rotating table 0.8
meters above the ground at a 3 meter camber. The
table was rotated 360 degrees to determine the position
of the highest radiation.

2. The EUT was set 3 meters away from the
interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.

3. The antenna height is varied from one meter to four
meters above the ground to determine the maximum
value of the field strength. Both horizontal and vertical
polarizations of the antenna are set to make the
measurement.

4. For each suspected emission, the EUT was arranged
Test Procedure: to its worst case and then the antenna was tuned to
heights from 1 meter to 4 meters and the rotatable was
turned from O degrees to 360 degrees to find the
maximum reading.

5. The test-receiver system was set to Peak Detect
Function and Specified Bandwidth with Maximum Hold
Mode.

6. If the emission level of the EUT in peak mode was
10dB lower than the limit specified, then testing could
be stopped and the peak values of the EUT would be
reported. Otherwise the emissions that did not have
10dB margin would be re-tested one by one using peak,
quasi-peak or average method as specified and then
reported in a data sheet.

Test Results: PASS
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5.6.2 Test Data

All the test modes completed for test. Only the worst result was reported as below:
Below 1GHz Test Results

Antenna polarity: Horizontal

130 . ) FCC PART 15 G CLASS B
120
110
100
90
— 80
E
R (]
]
R FCC PART 15 C CLASS B-QP Limit
&
- 50 1 i 1 i {_
0 i i A S i i i i j

Frequency[Hz]
— QP Limit —— Horizontal PK

@ QP Detector

1 74.665 -18.40 4460 26.20 40.00 13.80 100 221 Horizontal
2 299.930 -12.01 48.33 36.32 46.00 9.68 100 316 Horizontal
3 525195 -7.32 4599 3867 46.00 7.33 100 221 Horizontal
4 750.480 -3.34 3487 31.53 46.00 14.47 100 299 Horizontal
5 825225 221 40.31 38.10 46.00 7.90 100 128 Horizontal
B 899.990 -1.41 38.13 36.72 46.00 9.28 100 274 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =
Limit - Level
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Antenna polarity: Vertical

130
120
110
100
el]
80
70
60

Level[dBpv/im]

50

FCC PART15C CLASS B

FCC PART 15 C CLASS B-QP Limit

r

40} "]
30
20

— QP Limit — Veriical PK

@ QP Detector

I
100M

Frequency[Hz]

1 30,97 -15.54 50.94 35.40 40.00 4.60 100 224 Wertical
2 74.665 -18.40 50.69 32.29 40.00 7.71 100 115 Wertical
3 149.429 -18.24 55.10 36.86 43.50 6.64 100 73 Wertical
4 525195 -7.32 49.34 42.02 46.00 3.98 100 220 Vertical
5 750.460 -3.34 40.02 36.68 46.00 9.32 100 202 Wertical
B 899.990 -1.41 40.93 39.52 46.00 6.48 100 235 Wertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor; Margin =

Limit - Level

Harmonics and Spurious Emissions

Frequency Range (9 kHz-30MHz)

Frequency (MHz)

Level@3m (dBuV/m)

Limit@3m (dBuV/m)

Note: 1. Emission Level=Reading+ Cable loss-Antenna factor-Amp factor

2. The emission levels are 20 dB below the limit value, which are not reported. It is deemed to comply with the requirement
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Above 1GHz Test Results
All the test modes completed for test. Only the worst result was reported as below:
For 1GHz to 5.725GHz

Antenna polarity: Horizontal

130 FCC PART 15 ECLASS B
FCC PART 15 E CLASS B-PK Limit
120
110
100

90

80

70

60

Level[dBuV/m]

50

4 f *», 5 o 4 Ll o .
i bl ) i~ Aociond, L uidisgulpe T
30 bl

20
10

0 I I I L ]
1G 2G 3G 4G 5.725G

Frequency[Hz]
— PK Limit — Horizontal PK

Suspected Data List
NO. Freq. Reading PK Level Factor PK Limit PK Margin Height Angle Polarity
[MHz] [dBpV/m] | [dBuVim] | [dB] [dBpVim] [dB] [em] ]

1 1199.887 h7.44 38.57 -18.87 68.20 2963 150 300 Horizontal
2 1346.850 53.08 34.84 -18.24 68.20 3336 150 60 Horizontal
3 1628.488 52.14 3363 -18.51 68.20 3457 150 50 Horizontal
4 2290.054 5273 3776 -14 .97 63.20 30.44 150 320 Horizontal
5 3449212 5299 40.99 -12.00 63.20 22 150 20 Horizontal
6 4049820 5220 42 49 -9.71 63.20 25T 150 220 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna polarity: Vertical

130 FCC PART 15 E CLASS B
FCC PART 15 E CLASS B-PK Limit
120
110
100
90
o 80
E
270
fin)
T 6
4 50 J
40 7 BRI g Therd perye po e T ramam i puditsgge o
a5 fn A.Lihf f._.L,__u_‘ L‘““:‘,‘Tfm;wm"'" " ‘5 T ) gl
20
10
0 I L i
1G 3G 4G 5.725G
Frequency[Hz]
—— PK Limit —— Vertical PK
1 1050.090 57.45 38.87 -18.58 68.20 2933 150 140 Vertical
2 1275.023 £9.48 40.96 -18.52 68.20 27.24 150 270 Vertical
3 1349.685 56.22 3799 -18.23 68.20 30.21 150 80 Vertical
4 1875.158 55.40 3776 -17.64 68.20 30.44 150 80 Vertical
5 2399.212 5416 39.82 -14.34 68.20 28.38 150 210 Vertical
6 3337691 52 86 40.44 -12.42 68.20 2776 150 20 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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For 5.85GHz to 18GHz

Antenna polarity: Horizontal

130 FCC PART 15 ECLASS B

120
110
100
90
80

70 FCC PART 15 E CLASS B-PK Limit

60
50 il
2 o Loy Lt

40 gty

Level[dBpV/m]

30
20
10

0 I H I I H )
5.85G G 8G 9G 10G 18G

et ek FrequencylHz]
1 8011.001 50.09 48.35 -1.74 68.20 19.85 150 346 Herizontal
2 9448 .845 50.03 50.24 0.21 68.20 17.96 150 204 Herizontal
3 10793.179 50.27 52.34 207 68.20 15.86 150 176 Horizontal
4 12368.637 4930 51.83 253 68.20 16.37 150 4 Herizontal
5 136876.788 48.53 5447 594 53.20 13.73 150 2 Herizontal
6 15107.811 48.01 54.31 6.30 68.20 13.89 150 273 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna polarity: Vertical

Level[dBpv/im]

130 FCC PART15E CLASS B

120
110
100

el]

80
70 FCC PART 15 E CLASS B-PK Limit

60
o WWWWWW
40

30

20
10

0 I I I L I ]
585G G 8G 9G 10G 18G

Frequency[Hz]

— PK Limit — Vertical PK

1 7405.941 50.55 47.48 -3.07 68.20 20.72 150 244 Vertical
2 7779.978 51.94 48.89 -3.05 68.20 19.31 150 49 Vertical
3 9319.032 50.68 50.37 -0.31 68.20 17.83 150 179 Vertical
4 10410.341 45.04 50.15 1.11 68.20 18.05 150 295 Vertical
5 11577.558 48.83 51.97 3.14 68.20 16.23 150 318 Vertical
6 13683.168 4321 54.98 57T 68.20 13.22 150 281 Vertical

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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For 18GHz to 40GHz

Antenna polarity: Horizontal

130 FCC PART 15 E CLASS B

120
110
100

Q0

80
70 FCC PART 15 E CLASS B -PK Limit

60

Level[dBuV/m]

50
i WWWMMMWWW
- MWWWWW
20
10

0 I . )
18G 20G 30G 40G

— PK Limit —— Horizontal PK  —— Horizontal AV el
1 19977.998 36.11 42.31 6.20 63.20 2589 150 260 Horizontal
2 21163.916 38.25 4355 5.30 63.20 24 65 150 200 Horizontal
3 21953.795 38.55 44 24 569 68.20 23.96 150 270 Horizontal
4 24462.046 36.89 42 58 5.69 63.20 2562 150 190 Horizontal
5 28248625 37.24 45 86 8.62 63.20 2234 150 220 Horizontal
] 29460.946 3737 46.29 5.92 63.20 21.91 150 300 Horizontal

Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;
Margin = Limit — Level
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Antenna

130
120
110
100
el]
80
70
60

Level[dBpv/im]

50
40
30
20
10

0

polarity: Vertical

FCC PART15E CLASS B

FCC PART 15 E CLASS B -PK Limit

18G 20G 30G 40G
—— PK Limit —— Vertical PK —— Vertical AV exzennlll
1 19491749 36.06 4215 .09 £8.20 26.05 150 140 Vertical
2 21269527 38.12 4340 528 68.20 24 80 150 120 Vertical
3 22492 849 38.23 43 87 564 68.20 2433 150 160 Vertical
4 26809661 35.66 43.00 7.34 68.20 2520 150 190 Vertical
5 29412 541 36.92 45 85 893 68.20 2235 150 300 Vertical
6 33837.1684 36.89 47 88 1099 68.20 2032 150 40 Vertical
Remark: Factor = Cable loss + Antenna factor + Attenuator — Preamplifier; Level = Reading + Factor;

Margin = Limit — Level
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