Shenzhen CTB Testing Technology Co., Ltd.

FCC ID: 2BWVP-SKYBUDS

Portable device

According to §15.247(e)(i) and 8§1.1307(b)(1), systems operating under the provisions of this
section shall be operated in a manner that ensures that the public is not exposed to radio
frequency energy level in excess of the Commission’s guidelines.

According to KDB447498 D01 General RF Exposure Guidance V06

The 1-g SAR and 10-g SAR test exclusion thresholds for 100 MHz to 6 GHz at test separation
distances < 50 mm are determined by:

[(max. power of channel, including tune-up tolerance, mW)/(min. test separation distance,
mm)]-[Vf(GHZ)] < 3.0 for 1-g SAR and < 7.5 for 10-g extremity SAR, where:

. f(GHZ) is the RF channel transmit frequency in GHz
. Power and distance are rounded to the nearest mW and mm before calculation
. The result is rounded to one decimal place for comparison

When the minimum test separation distance is < 5 mm, a distance of 5 mm is applied to
determine SAR test exclusion.

BLE:1M
Channel Conduet Conducte|T t ot t nox Result  [SAR
annel onducte [ Tune-up| tune-u une-u )
Modulatior] Freq. poevser d power powerIO powerp powel!o Dl(sr;?:)c € |calculatio |Exclusion eSQIE;eosrt]
(GH2) | (dBm) | (MW) | (dBm) [ (dBm) | (mW) n threshold
2.402 3.882 2.44 3+1 4.00 251 <5 0.77860 3.00 YES
GFSK 2.44 4.142 2.60 4+1 5.00 3.16 <5 0.98793 3.00 YES
2.480 4.473 2.80 4+1 5.00 3.16 <5 0.99599 3.00 YES
BLE:2M
Channel Conduct Conducte|Tune-u tu'r\f:ﬁ tulr\:lea); Result [SAR
Modulatior] Freq. p(?v\(jer d power powerp powerp powerp Distance calculatio |Exclusion SA? test
©H) | @em) | mw) | @Bm) | @8m) | mw) | ™ | threshold | &<"s°"
2.402 3.595 2.29 3+1 4.00 251 <5 0.77860 3.00 YES
GFSK 2.44 3.987 2.50 3+1 4.00 251 <5 0.78474 3.00 YES
2.480 4.274 2.68 4+1 5.00 3.16 <5 0.99599 3.00 YES
2.4GWIFI:
Channel Conduct Conducte|Tune-u tu'xl:); tu'::l:); Result SAR
Modulatior] Freq. p(f\/\c:er d power powerp powerp powerp Dl(snti:;: € |calculatio [Exclusion :)iﬁ;?:rt]
(GH2) | (@Bm) | (MW) | (dBm) | (dBm) | (mW) n threshold
2.412 7.971 6.27 71 8.00 6.31 <5 1.95983 3.00 YES
802.11b 2.437 7.477 5.59 71 8.00 6.31 <5 1.96996 3.00 YES
2.462 7.261 5.32 71 8.00 6.31 <5 1.98004 3.00 YES
2.412 7.576 5.72 71 8.00 6.31 <5 1.95983 3.00 YES
802.11g 2.437 7.147 5.18 71 8.00 6.31 <5 1.96996 3.00 YES
2.462 7.036 5.05 71 8.00 6.31 <5 1.98004 3.00 YES
2.412 7.3 5.37 7+1 8.00 6.31 <5 1.95983 3.00 YES
Ba%éé;]( 2.437 6.857 4.85 6+1 7.00 5.01 <5 1.56480 3.00 YES
2.462 6.722 4.70 6+1 7.00 5.01 <5 1.57280 3.00 YES
2.422 7.234 5.29 7+1 8.00 6.31 <5 1.96389 3.00 YES
8321_4113;1( 2.437 6.768 4.75 6+1 7.00 5.01 <5 1.56480 3.00 YES
2.452 7.414 5.51 71 8.00 6.31 <5 1.97601 3.00 YES
Conclusion:

For the max result : 1.98004< FCC Limit 3.0 for 1g SAR.



