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1. Product Overview

Parameter Value / Description

Antenna type+ FPC (Flexible Printed Circuit) adhesive sticker antenna+
Working frequency+ 2400 - 2500 MHz and 4900 - 5900 MHz (dual band)+
Antenna gaine 5 dBi (maximum)¢

VSWR# = 2.0¢

Nominal impedances 50 Qe

Polarization+ Linear+

Antenna element sizes A0 x 18 = 0.7 mm (Length = Width = Thickness)+
Cable length+ 5- 30 cm (coaxial cable, length configurable)«
Connectors IPEX 1st-generation (U.FL compatible) / solder type+s
Material+ FPC with self-adhesive backing+

Part marking+ 20801047A«
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2. Antenna Dimension Drawing

—BQI50-7 | ME150-7W — Exterhal Antenna Dimension Drawing

g: 2R801047A | Units: mm | Not to scale
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Thickness t = 0,7 mm (FPL substrate)
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3. Test Result

2.4G WIFI Antenna Gain/Efficiency/3D DATA

I:“(alfllltll-lezr;cy Eﬁ(i:l:lBeil;cy B (ELD, Effl(?/:;cy 2450, 0MHz HeV, B5F: 47.9% :
2400.0 -3.40 4.21 45.64
2410.0 -3.41 4.60 45.50
2420.0 -3.15 4.05 48.31
2430.0 -3.15 4.16 48.34
2440.0 -2.96 5.00 50.54
2450.0 -3.19 4.65 47.89
2460.0 -3.26 4.77 47.20
2470.0 -3.30 4.91 46.72
2480.0 -3.23 4.05 47.43
2490.0 -3.33 4.54 46.40
2500.0 -3.50 4.22 44.66
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