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1 TEST SUMMARY
1.1 Test Standards

The tests were performed according to following standards:

FCC Rules Part 15.247: Frequency Hopping, Direct Spread Spectrum and Hybrid Systems that are in
operation within the bands of 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024: American National

Standard for Testing Unlicensed Wireless Devices

KDB558074 D01 15.247 Meas Guidance v05r02: Guidance for Compliance Measurements on Digital
Transmission System, Frequency Hopping Spreda Spectrum System, and Hybrid System Devices

Operating Under Section 15.247 of the FCC Rules

1.2 Test Summary

Band edge

Test Item Section in 47 CFR Result

Antenna requirement §15.203 Pass

On Time and Duty Cycle / /

AC Power Line Conducted Emission §15.207(a) Pass
Conducted Peak Output Power §15.247 (b)(3) Pass
Channel Bandwidth §15.247 (a)(2) Pass

Power Spectral Density §15.247 (e) Pass
Transmitte:ERgdigted Spurious §15.205/15.209 Pass

mission

Restricted Bands §15.205/15.209 Pass
Conducted Unwanted emissions and §15.205, §15.247(d) Pass
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1.3 Test Facility

Test Laboratory: Dongguan Yaxu (AiT) Technology Limited
No.22, Jingianling 3rd Street, Jitigang, Huangjiang, Dongguan, Guangdong, China

The test facility is recognized, certified or accredited by the following organizations:
CNAS-Registration No: L6177

Dongguan Yaxu (AiT) technology Limited is accredited to ISO/IEC 17025:2017 general Requirements
for the competence of testing and calibration laboratories (CNAS-CL01 Accreditation Criteria for the
competence of testing and calibration laboratories) on April 18, 2022

FCC-Registration No.: 703111 Designation Number: CN1313

Dongguan Yaxu (AiT) Technology Limited has been registered and fully described in a report filed with
the (FCC) Federal Communications Commission. The acceptance letter from the FCC is maintained in
our files.

IC-Registration No.: 6819A CAB identifier: CN0122

The 3m Semi-anechoic chamber of Dongguan Yaxu (AiT) Technology Limited has been registered by
Certification and Engineering Bureau of Industry Canada for radio equipment testing with Registration
No.: 6819A

A2LA-Lab Cert. No.: 6317.01

Dongguan Yaxu (AiT) Technology Limited has been accredited by A2LA for technical competence in
the field of electrical testing, and proved to be in compliance with ISO/IEC 17025: 2017 General
Requirements for the Competence of Testing and Calibration Laboratories and any additional
program requirements in the identified field of testing.

1.4 Measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that
there may be errors within the calibration limits of the equipment and facilities. The measurement
uncertainty was calculated for all measurements listed in this test report according to CISPR 16 -
4“Specification for radio disturbance and immunity measuring apparatus and methods — Part 4:
Uncertainty in EMC Measurements” and is documented in the Dongguan Yaxu (AiT) Technology
Limited’s quality system according to DIN EN ISO/IEC 17025. Furthermore, component and process
variability of devices similar to that tested may result in additional deviation. The manufacturer has the
sole responsibility of continued compliance of the device.

Hereafter the best measurement capability for Yaxu (AiT) laboratory is reported:

Measurement

Test Uncertainty Notes
Power Line Conducted Emission 9KHz~30MHz +1.20 dB (1)
Radiated Emission 9KHz~30MHz +3.10dB (1)
Radiated Emission 30MHz~1GHz 13.75dB (1)
Radiated Emission 1GHz~18GHz +3.88 dB (1)
Radiated Emission 18GHz-40GHz 1-3.88dB (1)
RF power, conducted 30MHz~6GHz +0.16dB (1)
RF power density, conducted +0.24dB (1)
Spurious emissions, conducted +0.21dB (1)
Temperature +1C (1)
Humidity *+3% (1)
DC and low frequency voltages +1.5% (1)
Time +2% (1)
Duty cycle +2% (1)
Bandwidth +1.5 x10% (1)

The report uncertainty of measurement y + U, where expanded uncertainty U is based on a standard
uncertainty Multiplied by a coverage factor of k=2, providing a level of confidence of approximately
95%.
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2 GENERAL INFORMATION

2.1 Environmental conditions

During the measurement the environmental conditions were within the listed ranges:

Normal Temperature: 25°C
Relative Humidity: 55 %
Air Pressure: 101 kPa

2.2 General Description of EUT

Product Name:

Al Robot Plush Toy

Model/Type reference:

CU-MATE-8133-WX-Al

Serial Model:

CU-MATE-8211-WX-Al, CU-MATE-6501-WX-Al, CU-MATE-8118-WX-
Al, CU-MATE-8108-WX-Al

Model Difference

All the models are electrically identical, with the same mechanical
structure and design, except for differences in the appearance of the
fur.

Power Supply: DC 3.7V from battery or DC 5V from external circuit.
Hardware Version: VOC
Software Version: V1.0.3

Sample(s) Status:

AITDG-260713007-1(Normal sample)
AITDG-260713007-2(Engineer sample)

Bluetooth LE:

Supported type:

Bluetooth LE 1M

Modulation: GFSK

Operation frequency: 2402MHz~2480MHz
Channel number: 40

Channel separation: 2MHz

Antenna type:

PCB antenna

Antenna gain:

3.25dBi

Remark:

The above DUT's information was declared by manufacturer. For more detailed features
description, please refer to the manufacturer’s specifications or the User's Manual.
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2.3 Description of Test Modes and Test Frequency

There are 40 channels provided to the EUT and Channel 00/19/39 were selected to test.
Operation Frequency List:

Channel Frequency (MHz)
00 2402
02 2404
03 2406
19 2440
37 2476
38 2478
39 2480

Note: The line display in grey were the channel selected for testing

Exploratory testing was performed under each mode combination test channel; only the final
measurement of the worst combination was made and recorded in this report.

Final measurement

Exploratory measurement Recorded
Test case In Report
Mode Date rate Channel Mode Date rate Channel
Maximum output D] Lowest DJ Lowest
P GFSK LE 1M X Middle GFSK LE 1M X Middle
power X Highest X Highest
Power spectral ] ngest X quest
densit GFSK LE 1M X Middle GFSK LE 1M X Middle
y X Highest X Highest
X Lowest X Lowest
-6dB bandwidth GFSK LE 1M X Middle GFSK LE 1M X Middle
X Highest X Highest
X Lowest X Lowest
Clonlusize. GFSK LE1M | X Middle GFSK LE1M | X Middle
Spurious Emissions I Highest | Highest
Conducted Band X Lowest X Lowest
aroe GFSK LE M | & Hiohost GFSK LE M | & Highest
Radiated Band X Lowest X Lowest
2dge GFSK LEIM | & ighost GFSK LEIM | 5 Hiohost
Radiated X Lowest X Lowest
Emissions GFSK LE 1M X Middle GFSK LE 1M X Middle
Above 1GHz X] Highest X Highest
Radiated X Lowest
Emissions GFSK LE 1M X Middle GFSK LE 1M X Middle
Below 1GHz X Highest
Conducted X Lowest
Emissions GFSK LE 1M X Middle GFSK LE 1M X Middle
9KHz-30 MHz X Highest

Power setting during the test:

During testing, Channel & Power Controlling Software provided by the customer was used to control
the operating channel as well as the output power level. The RF output power selection is for the
setting of RF output power expected by the customer and is going to be fixed on the firmware of the

final end product.
Power Parameters:

Test Software Version

Engineering Mode

Frequency

2402MHz

2440MHz

2480MHz

BLE

default

default

default
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2.4 Special Accessories

Follow auxiliary equipment(s) test with EUT that provided by the manufacturer or laboratory is listed

as follow:
Description | Manufacturer Model Sﬁg‘.al Provided by Other
Adapter NOKIA AD-10WU N/A Test lab N/A
2.5 Equipment List for the Test

No Test Equipment Manufacturer Model No Serial No Cal. Date Cal. Due Date
1 Spectrum Analyzer R&S FSV40 101470 2025.09.26 | 2026.09.25
2 | EMI Measuring Receiver R&S ESPI 100773 2025.09.25 | 2026.09.24
3 | Low Noise Pre Amplifier HP HP8447E 1937A01855 | 2025.09.25 | 2026.09.24
4 | Low Noise Pre Amplifier Tsi MLA-OTZ20-A02 | 2648A04738 | 2025.0025 | 2026.09.24
5 Passive Loop ETS 6512 00165355 | 2024.09.04 | 2026.09.03
6 Broags;hg?eiuxst;nna SCHWARZBECK |  VULB-9160 9160-3206 | 2024.0829 | 2026.08.28
7 | Broadband Horn Antenna | SCHWARZBECK | BBHA 9120D 452 20240829 | 2026.08.28
g | SHR-EHE Hlom Antenna | SCHWARZBECK |  BBHA9170 | BBHA9170367 | 2023.09.12 | 2026.09.11
9 EMI Test Receiver R&S ESCI 100124 2025.09.25 | 2026.09.24
10 LISN R&S ESH3-25 892785016 | 2025.09.26 | 2026.09.25
11 LISN KYORITSU KNW-242 8-837-4 2025.09.26 | 2026.09.25
12 | Pro-Temp&Fumi.chambe MENTEK MHP-150-1C | MAAO8112501 | 2025.09.25 | 2026.09.24
13| FRF A“St%?:rt;c Test MW MW100-RFCB | 21033016 | 2025.09.26 | 2026.09.25
14 Signal Generator Agilent N5182A MY50143009 | 2025.09.26 | 2026.09.25
15 | ideband Radio R&S CMW500 135866 2025.09.23 | 2026.09.22
16 Pulse Limiter R&S ESH3-22 03578810.54 | 2025.09.25 | 2026.09.24
17 Switch MFJ Rhinos MFJ-2702 Cz3457 2025.09.25 | 2026.09.24
18 DC power supply ZHAOXIN RXN-305D-2 | 28070002559 N/A N/A

19 RE Software EZ EZEMC_RE | VerAIT-03A N/A N/A

20 CE Software EZ EZEMC_CE | VerAIT-03A N/A N/A

21 RF Software MW MTS 8310 2.0.0.0 N/A N/A
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22

temporary antenna
connector(Note)

NTS

R001

N/A

N/A

N/A

23

RF Automatic Test
system(Power meter)

MW

MW100-PSB

Frequency
range: 9kHz-
26.5GHz;
Power
measuring
Range:
10MHz~6GHz/
-40dBm~
+20dBm

2025.09.26

2026.09.25

temporary antenna connector is listed in the equipment list.

Note: The temporary antenna connector is soldered on the PCB board in order to perform conducted tests and this




R\

A‘I Page 10 of 31 Report No.: AiTDG-260713007W1

3 TEST CONDITIONS AND RESULTS

3.1 Conducted Emissions Test

LIMIT
Limit (dBuV)
Frequency range (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

* Decreases with the logarithm of the frequency.

TEST CONFIGURATION

Q Vert. reference plane
N
N
EMI Receiver

Q EUT & Auxiliary Equipment Ooo
N 38

o
Q  — 1 /T ]
N Lef
\\\ LISN
N Q\@/

S S
\ Reference ground plane

TEST PROCEDURE

1.

The equipment was set up as per the test configuration to simulate typical actual usage per the user’'s
manual. The EUT is a tabletop system; a wooden table with a height of 0.8 meters is used and is placed
on the ground plane as per ANSI C63.10.

Support equipment, if needed, was placed as per ANSI C63.10.

All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10.

The adapter received AC120V/60Hz power through a Line Impedance Stabilization Network (LISN) which
supplied power source and was grounded to the ground plane.

All support equipments received AC power from a second LISN, if any.

The EUT test program was started. Emissions were measured on each current carrying line of the EUT
using a spectrum Analyzer / Receiver connected to the LISN powering the EUT. The LISN has two
monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1
connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1
connected to a 50 ohm load and Line 2 connected to the Analyzer / Receiver.

Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.

During the above scans, the emissions were maximized by cable manipulation.
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TEST RESULTS

Remark: Both 120 VAC, 50/60 Hz and 240 VAC, 50/60 Hz power supply have been tested, only the
worst result of 120 VAC, 60 Hz was reported as below:

Test Mode BLE Line: L
100.0 dBuY
90
80
70
—
60 —
50 "
/] ﬁf‘. f 3 ﬂ%\ |
40 i l’\,l,{ w .
L
I AL T R TIA M W A
i T W
20 WV WMMWW '“;ﬁd.\.w S “M:ﬂ wm%w %f‘v \peak
WWWWMW /f\«f AVG
10 M‘«w
0.0

0.150

0.500

(MHz)

5.000

30.000

Remark: Correct Factor = Insertion loss of LISN + Cable loss + Insertion loss of Pulse Limiter;
Measurement Result = Reading Level + Correct Factor;

Margin = Measurement Result - Limit.

No. Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) (dB) (dBuV) (dBuV) (dB)
1 0.2040 33.97 11.06 45.03 63.45 -18.42 peak
2 0.2040 23.63 11.06 34.69 53.45 -18.76 AVG
3 0.3660 29.37 11.07 40.44 58.59 -18.15 peak
4 0.5910 32.11 11.05 43.16 56.00 -12.84 peak
5 0.5910 22.16 11.05 33.21 46.00 -12.79 AVG
6 1.0320 2514 11.07 36.21 56.00 -19.79 peak
7 1.0410 14.09 11.07 25.16 46.00 -20.84 AVG
8 1.3920 11.87 11.06 22.93 46.00 -23.07 AVG
9 1.5360 23.37 11.05 34.42 56.00 -21.58 peak
10 1.7655 12.29 11.05 23.34 46.00 -22.66 AVG
11 1.9635 22.45 11.04 33.49 56.00 -22.51 peak
12 26.8575 15.19 12.28 27.47 50.00 -22.53 AVG
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Test Mode

BLE

Line:

N

100.0

90

80

70

60

50

40

30

20

10

0.0

dBu¥Y

R

3W’“*ww4r
A

B

/|

L
£

M

J ‘\ peak

LT T Yave

0.150

0.500

(MHz)

5.000

30.000

Remark: Correct Factor = Insertion loss of LISN + Cable loss + Insertion loss of Pulse Limiter;
Measurement Result = Reading Level + Correct Factor;

Margin = Measurement Result — Limit.

No. Frequency Reading Correct Result Limit Margin Remark
(MHz) (dBuV) (dB) (dBuV) (dBuV) (dB)
1 0.1500 34.25 12.18 46.43 66.00 -19.57 peak
2 0.1995 32.31 10.98 43.29 63.63 -20.34 peak
3 0.2040 22.51 10.98 33.49 53.45 -19.96 AVG
4 0.4154 12.84 10.99 23.83 47.54 -23.71 AVG
5 0.5865 30.80 10.99 41.79 56.00 -14.21 peak
6 0.5955 19.05 10.99 30.04 46.00 -15.96 AVG
7 1.1354 25.97 11.00 36.97 56.00 -19.03 peak
8 1.2703 13.53 10.99 24.52 46.00 -21.48 AVG
9 1.5135 24.33 10.99 35.32 56.00 -20.68 peak
10 1.6034 10.78 10.99 21.77 46.00 -24.23 AVG
11 25.8900 24.47 12.19 36.66 60.00 -23.34 peak
12 27.2220 16.14 12.06 28.20 50.00 -21.80 AVG
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3.2 Radiated Emissions and Band Edge

Limit

For intentional device, according to § 15.209(a), the general requirement of field strength of radiated
emission out of authorized band shall not exceed the following table at a 3 meters measurement
distance.

In addition, radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also
comply with the radiated emission limits specified in §15.209(a)

Radiated emission limits

Frequenc Distance . Radiated
(I\chHz) y (Meters) Radiated (dBpV/m) vimy
0.009-0.49 3 20log(2400/F(KHz))+40log(300/3) 2400/F(KHz)

20log(24000/F(KHz))+
0.49-1.705 3 g£10|og(30/(3) ) 24000/F(KHz)
1.705-30 3 20log(30)+ 40log(30/3) 30
30-88 3 40.0 100
88-216 3 43.5 150
216-960 3 46.0 200
Above 960 3 54.0 500

TEST CONFIGURATION

(A) Radiated Emission Test Set-Up, Frequency Below 30MHz

‘—» 3m&1lm 17‘
RX Antenna

EUT

T

0.8m

T

im

SPA/Receive

[ 55
oo|
oo

Turntable »~

\ Reference Ground Plane

Below 30MHz

(B) Radiated Emission Test Set-Up, Frequency below 1000MHz

| I—

Antenna Tower

EUT

m

't

| ertos Antenna

alll—T
i

U

SPA/Receive

Turntable Pl

\Reference Ground Plane

Below 1GHz
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(C) Radiated Emission Test Set-Up, Frequency above 1000MHz

—=
Anterna (Baresight)
t1ower
o | &
f Haorr
4 (- .
4 \; —X antenna
U S
1 ~dm |
A pectrum
D anatyzer
Tuntable v 1
1.5n
an \ )
Dcm - 1
K Pre-amp |~ =
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Above 1GHz

Test Procedure

1. Below 1GHz measurement the EUT is placed on a turntable which is 0.8m above ground plane,
and above 1GHz measurement EUT was placed on a low permittivity and low loss tangent turn
table which is 1.5m above ground plane.

2. Maximum procedure was performed by raising the receiving antenna from 1m to 4m and rotating
the turn table from 0°C to 360°C to acquire the highest emissions from EUT

3. And also, each emission was to be maximized by changing the polarization of receiving antenna
both horizontal and vertical.

4. Repeat above procedures until all frequency measurements have been completed.
5. Radiated emission test frequency band from 9KHz to 26.5GHz.

6. The distance between test antenna and EUT as following table states:
Test Frequency range | Test Antenna Type Test Distance

9KHz-30MHz Active Loop Antenna 3
30MHz-1GHz Bilog Antenna 3
1GHz-26.5GHz Horn Antenna 3
26.5GHz-40GHz Horn Anternna 1
7. Setting test receiver/spectrum as following table states:
Test Frequency Test Receiver/Spectrum Setting Detector
range
9KHz-150KHz RBW=200Hz/VBW=3KHz,Sweep time=Auto QP
150KHZz-30MHz RBW=9KHz/VBW=100KHz,Sweep time=Auto QP
30MHz-1GHz RBW=1 20KHz{VB\£V=1 000KHz,Sweep QP
time=Auto
Peak Value: RBW=1MHz/VBW=3MHz,
Sweep time=Auto
1GHz-40GHz Average Value: RBW=1MHz/VBW=10Hz, Peak
Sweep time=Auto

TEST RESULTS

Remark:

1. For below 1GHz testing recorded worst at BLE 1M middle channel.

2. Radiated emission test from 9 KHz to 10th harmonic of fundamental was verified, and the
emission levels from 9kHz to 30MHz are attenuated 20dB below the limit and not recorded in
report.
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For 30MHz-1GHz
Test mode: BLE Polarization: Horizontal
80.0 dBu¥/m
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Remark:

Emission Level = Reading + Factor;
Factor = Antenna Factor + Cable Loss — Pre-amplifier;
Margin = Emission Level - Limit.

No. Frequency Reading Factor Level Limit Margin Det.
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
1 207.8501 45.77 -11.89 33.88 43.50 -9.62 peak
2 225.3080 45.29 -10.91 34.38 46.00 -11.62 peak
3 584.7895 37.49 -1.30 36.19 46.00 -9.81 peak
4 635.6345 35.25 0.44 35.69 46.00 -10.31 peak
5 798.9796 36.51 3.69 40.20 46.00 -5.80 peak
6 890.7278 34.87 4.87 39.74 46.00 -6.26 peak
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Test mode: BLE Polarization: Vertical
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Remark:

Emission Level = Reading + Factor;
Factor = Antenna Factor + Cable Loss — Pre-amplifier;
Margin = Emission Level - Limit.

No. Frequency Reading Factor Level Limit Margin Det.
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
1 526.6819 38.17 -1.90 36.27 46.00 -9.73 peak
2 567.2688 40.23 -2.24 37.99 46.00 -8.01 peak
3 567.5937 37.58 -2.21 35.37 46.00 -10.63 peak
4 679.5254 37.28 1.19 38.47 46.00 -7.53 peak
5 719.0896 32.35 1.92 34.27 46.00 -11.73 peak
6 894.6907 32.09 4.75 36.84 46.00 -9.16 peak
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For 1GHz to 25GHz
BLE 1M GFSK (above 1GHz)

Frequency(MHz): 2402 Polarity: Horizontal
Frequency Rhe/lae(;?;g Factor ETieSVSei?n Limits Margin Detector
(MHz) (dBuV) (dB/m) (dBuV/m) | (dBuV/m) (dB) Type
4804.00 53.77 -7.55 46.22 74 -27.78 PEAK

- - - - - - AVG
7206.20 45.88 -1.63 44.25 74 -29.75 PEAK
- - - - - - AVG
Frequency(MHz): 2402 Polarity: VERTICAL
Frequency R“g:é?r:g Factor ET;SVSei?n Limits Margin Detector
(MHz) (dBpV) (dB/m) (dBpV/m) | (dBuV/m) (dB) Type
4804.00 54.39 -7.55 46.84 74 -27.16 PEAK
- - - - - - AVG
7206.20 46.00 -1.63 44 .37 74 -29.63 PEAK
- - - - - - AVG
Frequency(MHz): 2440 Polarity: Horizontal
Frequency R'\eA:ctl?r:g Factor ETies\/s;?n Limits Margin Detector
(MHz) (dBuVv) (dB/m) (dBpV/m) (dBpV/m) (dB) Type
4881.95 52.26 -6.73 45.53 74 -28.47 PEAK
- - - - - - AVG
7323.05 46.33 -0.5 45.83 74 -28.17 PEAK
- - - - - - AVG
Frequency(MHz): 2440 Polarity: VERTICAL
Frequency Rhg:(;?r:g Factor ET(LSVS(;?n Limits Margin Detector
(MHz) (dBpV) (dB/m) (dBpV/m) | (dBuV/m) (dB) Type
4881.95 52.81 -6.73 46.08 74 -27.92 PEAK
- - - - - - AVG
7323.05 46.61 -0.5 46.11 74 -27.89 PEAK
- - - - - - AVG
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Frequency(MHz): 2480 Polarity: Horizontal
Meter Emission . :
Frequency Reading Factor Level Limits Margin Ditector
(MHz) (dBuV) (dB/m) (dBuV/m) | (dBuV/m) (dB) ype
4960.00 49.80 -5.77 44.03 74 -29.97 PEAK
-- -- -- -- -- -- AVG
7439.35 45.32 -0.5 44 .82 74 -29.18 PEAK
-- -- -- -- -- -- AVG
Frequency(MHz): 2480 Polarity: VERTICAL
Meter Emission . .
Frequency Reading Factor Level Limits Margin D_ertector
(MHz) (dBpV) (dB/m) (dBpV/m) (dBpV/m) (dB) ype
4960.00 49.90 -5.77 4413 74 -29.87 PEAK
-- -- -- -- -- -- AVG
7439.35 45.91 -0.5 45.41 74 -28.59 PEAK
-- -- -- -- -- -- AVG
REMARKS:
1. Emission level (dBuV/m) = Reading (dBuV) + Factor (dB/m).
2. Factor (dB/m) = Antenna Factor (dB/m) + Cable Factor (dB) - Pre-amplifier Factor.
3. Margin value = Emission level- Limit value.
4. -- Mean the PK detector measured value is below average limit.
5. Other emission levels are attenuated 20dB below the limit and not recorded in report.
6. RBW1MHz VBW3MHz Peak detector is for PK value; RBW 1MHz VBW10Hz AV detector

is for AV value.
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Radiation Restricted band
BLE 1M GFSK
Frequency(MHz): 2402 Polarity: Horizontal
Frequency R“g:é(iar:g Factor ETLSVS;?n Limits Margin Detector
(MHz) (dBpV) (dB/m) (dBpV/m) (dBpV/m) (dB) Type
2389.67 51.98 -4.09 47.89 74 -26.11 PEAK
-- -- -- -- -- -- AVG
2390.00 55.07 -4.10 50.97 74 -23.03 PEAK
2390.00 46.48 -4.10 42.38 54 -11.62 AVG
Frequency(MHz): 2402 Polarity: Vertical
Frequency R“g:é?r:g Factor ETLSVS;?n Limits Margin Detector
(MHz) (dBuV) (dB/m) (dBuV/m) | (dBuV/m) (dB) Type
2385.15 52.71 -4.03 48.68 74 -25.32 PEAK
2385.15 44.06 -4.03 40.03 54 -13.97 AVG
2390.00 55.29 -4.10 51.19 74 -22.81 PEAK
2390.00 46.40 -4.10 42.30 54 -11.70 AVG
Frequency(MHz): 2480 Polarity: Horizontal
Frequency R'Z':;?;g Factor ET(LSVS;?n Limits Margin Detector
(MHz) (dBpV) (dB/m) (dBpV/m) | (dBuV/m) (dB) Type
2483.50 53.14 -3.09 50.05 74 -23.95 PEAK
2483.50 44.68 -3.09 41.59 54 -12.41 AVG
2485.89 51.33 -3.06 48.27 74 -25.73 PEAK
2485.89 43.16 -3.06 40.10 54 -13.90 AVG
Frequency(MHz): 2480 Polarity: Vertical
Frequency R'Z':é?;g Factor ET;SVS;?n Limits Margin Detector
(MHz) (dBpV) (dB/m) (dBpV/m) (dBpV/m) (dB) Type
2483.50 53.71 -3.09 50.62 74 -23.38 PEAK
2483.50 45.06 -3.09 41.97 54 -12.03 AVG
2487.38 51.69 -3.04 48.65 74 -25.35 PEAK
2487.38 43.21 -3.04 40.17 54 -13.83 AVG
REMARKS:
1. Emission level (dBuV/m) = Reading (dBuV) + Factor (dB/m).
2. Factor (dB/m) = Antenna Factor (dB/m) + Cable Factor (dB) - Pre-amplifier Factor.
3. Margin value = Emission level - Limit value.
4. -- Mean the PK detector measured value is below average limit.
5. Other emission levels are attenuated 20dB below the limit and not recorded in report.
6. RBW1MHz VBW3MHz Peak detector is for PK value; RBW 1MHz VBW10Hz AV detector

is for AV value.
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3.3 Maximum Peak Conducted Output Power
Limit
The maximum peak conducted output power shall not exceed 1.0 W.

Test Procedure

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
Spectrum Analyzer. The following procedure shall be used when an instrument with a resolution
bandwidth that is greater than the DTS bandwidth is available to perform the measurement:

a) Setthe RBW = DTS bandwidth.

b) SetVBW 2 3XRBW

c) Setspan 23 XRBW

d) Sweep time = auto couple.

e) Detector = peak.

f) Trace mode = max hold.

g) Allow trace to fully stabilize.

h) Use peak marker function to determine the peak amplitude level.

Test Configuration

.‘\'|'||.'|.lr|.|:|:|.:\:|lu|1. T

}‘” [ E.U.T

Mon-Condudted Table

i

Ground Reference Plane

Test Results
X Pass [ ] Not Applicable

Note:
For test data, please refer to Appendix RF test data for BLE.
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3.4 Power Spectral Density

Limit

For digitally modulated systems, the power spectral density conducted from the intentional radiator to
the antenna shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous
transmission.

Test Procedure

1.

9.

© N O O~ N

Use this procedure when the maximum peak conducted output power in the fundamental
emission is used to demonstrate compliance.

Set the 3 kHz < RBW < 100 kHz.

Set the VBW = 3x RBW.

Set the span to 1.5 times the DTS channel bandwidth.

Detector = peak.

Sweep time = auto couple.

Trace mode = max hold.

Allow trace to fully stabilize.

Use the peak marker function to determine the maximum power level.

10. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

11. The resulting peak PSD level must be 8dBm.

Test Configuration

Spectrum Amnalvzer

}"‘ [ E.U.T

Non-UConducted Table

0

Ground Reference Plane

Test Results

X Pass [ ] Not Applicable

Note:
For test data, please refer to Appendix RF test data for BLE.
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3.5 6dB Bandwidth

Limit

For digital modulation systems, the minimum 6 dB bandwidth shall be at least 500 kHz

Test Procedure

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
Spectrum Analyzer. Set EUT in transmitting mode.

a)
b)
c)
d)
e)

f)

Set Spectrum Analyzer to OBW measurement mode and set bandwidth mode with X set to 6 dB.
Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100 kHz.

Set the VBW = [3 X RBW].

Detector = peak.

Sweep time = auto couple.

Trace mode = max hold.

Allow trace to fully stabilize

Test Configuration

Specirum Amnalyzer

}‘ | 1] E.U.T

Mon-Londucted |able

0

Ground Reference Plane

Test Results

X] Pass [ ] Not Applicable

Note:
For test data, please refer to Appendix RF test data for BLE.
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3.6 Out-of-band Emissions

Limit

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated device is operating, the RF power that is produced shall be at least 20 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the desired power, based on
either an RF conducted or a radiated measurement, provided that the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies with the conducted
power limits based on the use of root-mean-square averaging over a time interval, as permitted under
section 5.4(d), the attenuation required shall be30 dB instead of 20 dB. Attenuation below the general
field strength limits specified in RSS-Gen is not required.

Test Procedure

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
Spectrum Analyzer. Place the EUT on the table and set it in transmitting mode.

Step 1: Reference level measurement using the following procedure:

g) Setinstrument center frequency to DTS channel center frequency.
h) Set the span to =1.5 times the DTS bandwidth.

i) Setthe RBW =100 kHz.

i) Setthe VBW = [3 XRBW].

k) Detector = peak.

) Sweep time = auto couple.

m) Trace mode = max hold.

n) Allow trace to fully stabilize.

0) Use the peak marker function to determine the maximum PSD level.

Note that the channel found to contain the maximum PSD level can be used to establish the reference
level.

Step 2: Emission level measurement using the following procedure:

a) Set the center frequency and span to encompass frequency range to be measured.
b) Setthe RBW = 100 kHz.

c) Setthe VBW = [3 X RBW].

d) Detector = peak.

e) Sweep time = auto couple.

f)  Trace mode = max hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.

Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band
(excluding restricted frequency bands) is attenuated by at least the minimum requirements of PSD
level measured in step 1 Reference level measurement.
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Test Configuration

Spectrum Analvzer

o s e
A i s |
| ===
" o |

| oo E.U.T

Non-Conducted Table

Ground Reference Plane
Test Results
Passed
X] Pass [ ] Not Applicable
Note:

For test data, please refer to Appendix RF test data for BLE.
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3.7 Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit
so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or
electrical connector is prohibited

FCC CFR Title 47 Part 15 Subpart C Section 15.247(b) (4):

(4) The conducted output power limit specified in paragraph (b) of this section is based on the use of
antennas with directional gains that do not exceed 6 dBi. Except as shown in paragraph (c) of this
section, if transmitting antennas of directional gain greater than 6 dBi are used, the conducted output
power from the intentional radiator shall be reduced below the stated values in paragraphs (b)(1),
(b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the directional gain of the
antenna exceeds 6 dBi.

Test Result

The device used a PCB Antenna, the maximum gain of antenna is 3.25dBi with impedance 50Q.
The EUT antenna gain is provided by the applicant. This report is made solely on the basis of such
data and/or information. We accept no responsibility for the authenticity and completeness of the
above data and information and the validity of the results and or conclusions.
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4 Test Setup Photographs of EUT
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5 Photos of EUT

External Photos
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Internal Photos
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