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Appendix B

Detailed Test Results
1. GSM
GSM850 for Head& Body
GSM1900 for Head& Body
2. WCDMA
WCDMA Band II for Head& Body
WCDMA Band IV for Head& Body
WCDMA Band V for Head& Body
3. LTE
LTE Band 2 for Head& Body
LTE Band 7 for Head& Body
LTE Band 12 for Head& Body
LTE Band 26 for Head& Body
LTE Band 41 for Head& Body
LTE Band 66 for Head& Body
4. WIFI
WIFI 2.4GHz for Head& Body
WIFI 5.2GHz for Head& Body
WIFI 5.3GHz for Head& Body
WIFI 5.5GHz for Head& Body
WIFI 5.8GHz for Head& Body
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Date:2026/5/08
Test Laboratory: LCS-SAR Lab
GSM 850 128CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, GSM (0); Frequency: 824.2 MHz;Duty Cycle: 1: 1
Medium parameters used: f = 824.2 MHz; σ = 0.892 S/m; εr = 41.857; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.11, 9.11, 9.11); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.345 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.254 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.398 W/kg
SAR(1 g) = 0.241 W/kg; SAR(10 g) = 0.136 W/kg

Maximum value of SAR (measured) = 0.362 W/kg
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Date: 2026/5/08
Test Laboratory: LCS-SAR Lab
GSM 850 GPRS 2TX 251CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, GSM (0); Frequency: 848.8 MHz;Duty Cycle: 1: 4.15
Medium parameters used: f = 848.8 MHz; σ = 0.926 S/m; εr = 40.484; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.11, 9.11, 9.11); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x13x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.178 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value =2.685 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 0.206 W/kg
SAR(1 g) = 0.114 W/kg; SAR(10 g) = 0.084 W/kg

Maximum value of SAR (measured) = 0.198 W/kg
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Date: 2026/5/13
Test Laboratory: LCS-SAR Lab
GSM 1900 512CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, GSM (0); Frequency: 1850.2 MHz;Duty Cycle: 1: 1
Medium parameters used: f = 1850.2 MHz; σ = 1.352 S/m; εr = 41.485; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.75, 7.75, 7.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.318 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.268 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.502 W/kg
SAR(1 g) = 0.263 W/kg; SAR(10 g) = 0.171 W/kg

Maximum value of SAR (measured) = 0.332 W/kg
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Date: 2026/5/13
Test Laboratory: LCS-SAR Lab
GSM 1900 GPRS 4TX 512CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, GSM (0); Frequency: 1850.2 MHz;Duty Cycle: 1: 2.075
Medium parameters used: f = 1850.2 MHz; σ = 1.352 S/m; εr = 41.485; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.75, 7.75, 7.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x8x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.252 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value =7.245 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.421 W/kg
SAR(1 g) = 0.285 W/kg; SAR(10 g) = 0.159 W/kg

Maximum value of SAR (measured) = 0.365 W/kg
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Date: 2026/5/13
Test Laboratory: LCS-SAR Lab
WCDMA II RMC 9400CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1880 MHz; σ = 1.373 S/m; εr = 41.215; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.75, 7.75, 7.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.348 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.584 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 0.435 W/kg
SAR(1 g) = 0.285 W/kg; SAR(10 g) = 0.163 W/kg

Maximum value of SAR (measured) = 0.378 W/kg
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Date: 2026/5/13
Test Laboratory: LCS-SAR Lab
WCDMA II RMC 9400CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1880 MHz; σ = 1.373 S/m; εr = 41.215; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.75, 7.75, 7.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x8x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.507 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.748 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) =0.625 W/kg
SAR(1 g) = 0.364 W/kg; SAR(10 g) = 0.236 W/kg

Maximum value of SAR (measured) = 0.524 W/kg
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Date: 2026/5/11
Test Laboratory: LCS-SAR Lab
WCDMA IV RMC 1513CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1752.6 MHz; σ = 1.378 S/m; εr = 39.958; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(8.05, 8.05, 8.05); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.528 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.685 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.685 W/kg
SAR(1 g) = 0.362 W/kg; SAR(10 g) = 0.254 W/kg

Maximum value of SAR (measured) = 0.541 W/kg
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Date: 2026/5/11
Test Laboratory: LCS-SAR Lab
WCDMA IV RMC 1513CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium parameters used : f = 1752.6 MHz; σ = 1.378 S/m; εr = 39.958; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(8.05, 8.05, 8.05); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x8x1):Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (measured) = 0.902 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.21 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.25 W/kg
SAR(1 g) = 0.665 W/kg; SAR(10 g) = 0.389 W/kg

Maximum value of SAR (measured) = 0.965 W/kg
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Date: 2026/5/08
Test Laboratory: LCS-SAR Lab
WCDMA V RMC 4182CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium parameters used: f = 836.4 MHz; σ = 0.926 S/m; εr = 40.685; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.11, 9.11, 9.11); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.212 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.254 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.268 W/kg
SAR(1 g) = 0.165 W/kg; SAR(10 g) = 0.096 W/kg

Maximum value of SAR (measured) = 0.236 W/kg
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Date: 2026/5/08
Test Laboratory: LCS-SAR Lab
WCDMA V RMC 4182CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium parameters used : f = 836.4 MHz; σ = 0.926 S/m; εr = 40.685; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.11, 9.11, 9.11); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x13x1):Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (measured) = 0.165 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.287 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.236 W/kg
SAR(1 g) = 0.116 W/kg; SAR(10 g) = 0.059 W/kg

Maximum value of SAR (measured) = 0.214 W/kg
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Date: 2026/5/13
Test Laboratory: LCS-SAR Lab
LTE B2 20M QPSK 18700CH 1RB49 Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-FDD (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1860 MHz; σ = 1.341 S/m; εr =41.758; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.75, 7.75, 7.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.418 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.655 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.685 W/kg
SAR(1 g) = 0.336 W/kg; SAR(10 g) = 0.256 W/kg

Maximum value of SAR (measured) = 0.457 W/kg
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Date: 2026/5/13
Test Laboratory: LCS-SAR Lab
LTE B2 20M QPSK 18700CH 1RB49 Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-FDD (0); Frequency: 1860 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1860 MHz; σ = 1.341 S/m; εr =41.758; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.75, 7.75, 7.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x8x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.745 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.02 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.935 W/kg
SAR(1 g) = 0.514 W/kg; SAR(10 g) = 0.274 W/kg

Maximum value of SAR (measured) = 0.774 W/kg

mailto:webmaster@lcs-cert.com


Page 14 of 33 FCC ID: 2BX29-NOTE18 Report No.: LCSA05066200E

Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com

Date: 2026/5/15
Test Laboratory: LCS-SAR Lab
LTE B7 20M QPSK 20850CH 1RB49 Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-FDD (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2510 MHz; σ = 1.884 S/m; εr = 40.774; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.20, 7.20, 7.20); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (8x8x1):Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.358 W/kg

Configuration/Head /Zoom Scan (7x7x7)/Cube 0:Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.658 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.396 W/kg
SAR(1 g) = 0.285 W/kg; SAR(10 g) = 0.156 W/kg

Maximum value of SAR (measured) = 0.336 W/kg
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Date: 2026/5/15
Test Laboratory: LCS-SAR Lab
LTE B7 20M QPSK 20850CH 1RB49 Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-FDD (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2510 MHz; σ = 1.884 S/m; εr = 40.774; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.20, 7.20, 7.20); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (9x9x1):Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.532 W/kg

Configuration/ Body /Zoom Scan (7x7x7)/Cube 0:Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value =6.352V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.685 W/kg
SAR(1 g) = 0.365 W/kg; SAR(10 g) = 0.195 W/kg

Maximum value of SAR (measured) = 0.547 W/kg
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
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Date: 2026/5/06
Test Laboratory: LCS-SAR Lab
LTE B12 10M QPSK 23060CH 1RB24 Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-FDD (0); Frequency: 704 MHz;Duty Cycle: 1:1
Medium parameters used: f = 704 MHz; σ = 0.866 S/m; εr = 43.985; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.51, 9.51, 9.51); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.319 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.254 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.389 W/kg
SAR(1 g) = 0.223 W/kg; SAR(10 g) = 0.153 W/kg

Maximum value of SAR (measured) = 0.368 W/kg

mailto:webmaster@lcs-cert.com
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
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Date: 2026/5/06
Test Laboratory: LCS-SAR Lab
LTE B12 10M QPSK 23060CH 1RB24 Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-FDD (0); Frequency: 704 MHz;Duty Cycle: 1:1
Medium parameters used: f = 704 MHz; σ = 0.866 S/m; εr = 43.985; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.51, 9.51, 9.51); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x13x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.299 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value =3.658 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.378 W/kg
SAR(1 g) = 0.214 W/kg; SAR(10 g) = 0.136 W/kg

Maximum value of SAR (measured) = 0.324 W/kg
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Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com

Date: 2026/5/08
Test Laboratory: LCS-SAR Lab
LTE B26 10M QPSK 26740CH 1RB0 Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-TDD (0); Frequency: 819 MHz;Duty Cycle: 1:1
Medium parameters used: f = 819 MHz; σ = 0.884 S/m; εr = 42.384; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.11, 9.11, 9.11); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.223 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.265 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.332 W/kg
SAR(1 g) = 0.189 W/kg; SAR(10 g) = 0.105 W/kg

Maximum value of SAR (measured) = 0.254 W/kg
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
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Date: 2026/5/08
Test Laboratory: LCS-SAR Lab
LTE B26 10M QPSK 26740CH 1RB0 Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-TDD (0); Frequency: 819 MHz;Duty Cycle: 1:1
Medium parameters used: f = 819 MHz; σ = 0.884 S/m; εr = 42.384; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(9.11, 9.11, 9.11); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x13x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.246 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.898 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.281 W/kg
SAR(1 g) = 0.145 W/kg; SAR(10 g) = 0.085 W/kg

Maximum value of SAR (measured) = 0.255 W/kg
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Date: 2026/5/15
Test Laboratory: LCS-SAR Lab
LTE B41 20M QPSK 40640CH 1RB99 Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-TDD (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2595 MHz; σ = 1.892 S/m; εr = 40.545; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.20, 7.20, 7.20); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (8x8x1):Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.203 W/kg

Configuration/Head /Zoom Scan (7x7x7)/Cube 0:Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.871 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.277 W/kg
SAR(1 g) = 0.174 W/kg; SAR(10 g) = 0.117 W/kg

Maximum value of SAR (measured) = 0.247 W/kg
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
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Date: 2026/5/15
Test Laboratory: LCS-SAR Lab
LTE B41 20M QPSK 40640CH 1RB99 Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, LTE-TDD (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2595 MHz; σ = 1.892 S/m; εr = 40.545; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.20, 7.20, 7.20); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (9x16x1):Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.326 W/kg

Configuration/ Body /Zoom Scan (7x7x7)/Cube 0:Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.684 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.391 W/kg
SAR(1 g) = 0.232 W/kg; SAR(10 g) = 0.146 W/kg

Maximum value of SAR (measured) = 0.368 W/kg
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Date: 2026/5/11
Test Laboratory: LCS-SAR Lab
LTE B66 20M QPSK 132572CH 1RB99 Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium parameters used: f = 1770 MHz; σ = 1.418 S/m; εr = 39.685; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(8.05, 8.05, 8.05); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (7x7x1):Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.317 W/kg

Configuration/Head /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.935 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.422 W/kg
SAR(1 g) = 0.296 W/kg; SAR(10 g) = 0.178 W/kg

Maximum value of SAR (measured) = 0.352 W/kg
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com

Date: 2026/5/11
Test Laboratory: LCS-SAR Lab
LTE B66 20M QPSK 132572CH 1RB99 Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WCDMA (0); Frequency: 1770 MHz;Duty Cycle: 1:1
Medium parameters used : f = 1770 MHz; σ = 1.418 S/m; εr = 39.685; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(8.05, 8.05, 8.05); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (8x13x1):Measurement grid: dx=15mm, dy=15mm

Maximum value of SAR (measured) = 0.745 W/kg

Configuration/ Body /Zoom Scan (5x5x7)/Cube 0:Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.25 V/m; Power Drift = 0.17 dB
Peak SAR (extrapolated) = 0.994 W/kg
SAR(1 g) = 0.541 W/kg; SAR(10 g) = 0.333 W/kg

Maximum value of SAR (measured) = 0.775 W/kg

mailto:webmaster@lcs-cert.com


Page 24 of 33 FCC ID: 2BX29-NOTE18 Report No.: LCSA05066200E

Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com

Date: 2026/5/14
Test Laboratory: LCS-SAR Lab
WIFI 2.4G 802.11n20 6CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 2.4GHz (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; σ = 1.742 S/m; εr = 41.023; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.38, 7.38, 7.38); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (8x8x1):Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.554 W/kg

Configuration/Head /Zoom Scan (7x7x7)/Cube 0:Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.124 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.633 W/kg
SAR(1 g) = 0.369 W/kg; SAR(10 g) = 0.214W/kg

Maximum value of SAR (measured) = 0.568 W/kg
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Date: 2026/5/14
Test Laboratory: LCS-SAR Lab
WIFI 2.4G 802.11n20 6CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 2.4GHz (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; σ = 1.742 S/m; εr = 41.023; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(7.38, 7.38, 7.38); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (9x13x1):Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.555 W/kg

Configuration/ Body /Zoom Scan (7x7x7)/Cube 0:Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.955 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.696 W/kg
SAR(1 g) = 0.354 W/kg; SAR(10 g) = 0.258 W/kg

Maximum value of SAR (measured) = 0.587 W/kg
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Date: 2026/5/18
Test Laboratory: LCS-SAR Lab
WIFI 5.2G 802.11n20 36CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5180 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5180 MHz; σ = 4.526 S/m; εr = 36.854; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(5.35, 5.35, 5.35); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (10x10x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.147 W/kg

Configuration/Head /Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 2.658 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.236 W/kg
SAR(1 g) = 0.102 W/kg; SAR(10 g) = 0.071 W/kg

Maximum value of SAR (measured) = 0.187 W/kg
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: 101, 201 Bldg A & 301 Bldg C, Juji Industrial Park Yabianxueziwei, Shajing Street, Baoan District, Shenzhen, 518000, China.
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Date: 2026/5/18
Test Laboratory: LCS-SAR Lab
WIFI 5.2G 802.11n20 36CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5180 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5180 MHz; σ = 4.526 S/m; εr = 36.854; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(5.35, 5.35, 5.35); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x13x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.115 W/kg

Configuration/ Body /Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.032 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.152 W/kg
SAR(1 g) = 0.074 W/kg; SAR(10 g) = 0.047 W/kg

Maximum value of SAR (measured) = 0.132W/kg
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Date: 2026/5/18
Test Laboratory: LCS-SAR Lab
WIFI 5.3G 802.11n20 64CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5320 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5320 MHz; σ = 4.785 S/m; εr = 35.214; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(5.35, 5.35, 5.35); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head /Area Scan (10x10x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.105 W/kg

Configuration/Head /Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.035 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.145 W/kg
SAR(1 g) = 0.089 W/kg; SAR(10 g) = 0.051 W/kg
Maximum value of SAR (measured) = 0.126 W/kg
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Date: 2026/5/18
Test Laboratory: LCS-SAR Lab
WIFI 5.3G 802.11n20 64CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5320 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5320 MHz; σ = 4.785 S/m; εr = 35.214; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(5.35, 5.35, 5.35); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x11x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.098 W/kg

Configuration/ Body /Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.012 V/m; Power Drift = -0.18 dB
Peak SAR (extrapolated) = 0.133 W/kg
SAR(1 g) = 0.071 W/kg; SAR(10 g) = 0.039 W/kg
Maximum value of SAR (measured) = 0.112 W/kg
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Date: 2026/5/18
Test Laboratory: LCS-SAR Lab
WIFI 5.5G 802.11ac20 140CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5700 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5700 MHz; σ = 5.287 S/m; εr = 34.158; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(4.75, 4.75, 4.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Head /Area Scan (10x10x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.352 W/kg

Configuration/Head/Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 5.685 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.445 W/kg
SAR(1 g) = 0.298 W/kg; SAR(10 g) = 0.126 W/kg
Maximum value of SAR (measured) = 0.368 W/kg
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Date: 2026/5/18
Test Laboratory: LCS-SAR Lab
WIFI 5.5G 802.11ac20 140CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5700 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5700 MHz; σ = 5.287 S/m; εr = 34.158; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(4.75, 4.75, 4.75); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x11x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.345 W/kg

Configuration/Body/Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 4.854 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.468W/kg
SAR(1 g) = 0.235 W/kg; SAR(10 g) = 0.158 W/kg
Maximum value of SAR (measured) = 0.378 W/kg
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Date: 2026/5/19
Test Laboratory: LCS-SAR Lab
WIFI 5.8G 802.11a 149CH Left Cheek

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5745 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5745 MHz; σ = 5.178 S/m; εr = 35.774; ρ = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(4.87, 4.87, 4.87); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Head /Area Scan (10x10x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.488 W/kg

Configuration/Head/Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 7.635 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.598 W/kg
SAR(1 g) = 0.315 W/kg; SAR(10 g) = 0.241 W/kg

Maximum value of SAR (measured) = 0.526 W/kg
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Date: 2026/5/19
Test Laboratory: LCS-SAR Lab
WIFI 5.8G 802.11a 149CH Rear side 10mm

DUT: Smart Phone ; Type: NOTE 18 ; Serial: C05066018-1

Communication System: UID 0, WIFI 5GHz (0); Frequency: 5745 MHz;Duty Cycle: 1:1
Medium parameters used: f = 5745 MHz; σ = 5.178 S/m; εr = 35.774; ρ = 1000 kg/m3

Phantom section: Flat Section

DASY Configuration:

 Probe: EX3DV4 - SN3805; ConvF(4.87, 4.87, 4.87); Calibrated: 2026/3/2;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)
 Electronics: DAE3 Sn373; Calibrated: 2026/3/2
 Phantom: SAM v5.0; Type: SAM; Serial: 1850
 DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/ Body /Area Scan (11x11x1):Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.267 W/kg

Configuration/Body/Zoom Scan (7x7x12)/Cube 0:Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value =4.125 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.368 W/kg
SAR(1 g) = 0.274 W/kg; SAR(10 g) = 0.178 W/kg

Maximum value of SAR (measured) = 0.331 W/kg
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