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Guangdong China 515800

shantoushibolemaoyiyouxiangongsi

Address of Manufacturer: chenghaiqu chenghuajiedao guanshan xinxinghualuxice Shantou

Guangdong China 515800

Equipment Under Test (EUT):

EUT Name: Building Toys

Model No.: YT1007

FCC ID: 2BX2C-BL-YT1007
Standard(s) : 47 CFR Part 95, Subpart B
Date of Receipt: 2026-08-25

Date of Test: 2026-09-07 to 2026-09-20
Date of Issue: 2026-09-21

Test Result: Pass*

* In the configuration te

o RRRNERE S
2 Inspection & Testing Services

sted, the EUT complied with the standards specified above.
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E.U.T./EUT means Equipment Under Test.

Pass means the test result passed the test standard requirement, please find the detailed decision rule
in the report relative section.
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2 Test Summary
Radio Spectrum Technical Requirement
Item Standard Method Requirement Result
Antenna 47 CFR Part 95, N/A 47 CFR Part 95, Subpart Pass
Requirement Subpart B B 95.587(b)
Radio Spectrum Matter Part
Item Standard Method Requirement Result
Frequency Stabilit 47 CFR Part 95, ANSI/TIA-603- |47 CFR FCC Part95.565 Pass
quency y Subpart B E:2016 & FCC Part2.1055;
Effective Radiated 47 CFR Part 95, ANSI/TIA-603- |47 CFR FCC Part95.567 Pass
Power (ERP) Subpart B E:2016 & FCC Part2.1046;
47 CFR FCC Part
Occupied Bandwidth | *7 g:_t'? gﬁré%’ ANSE'( ;('ﬁ'g%' 95.573 & FCC Pass
P ' Part2.1049;
Modulation 47 CFRPart95, | ANSITIA-603- | 47 CFRFCC Part
characteristics Subpart B E:2016 95.575 & FCC Pass
: Part2.1047;
Radiated Spurious | 47 CFR Part 95, | ANSI/TIA-603- 42?25;8??&?‘” 5
Emissions Subpart B E:2016 y ass
Part2.1053;
Note:
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General Information

Details of E.U.T.

Power Supply:

4.5V DC(1.5V x 3 "AA" Size Batteries)

Cable Loss (for RF
conducted test):

0.5dB

Frequency Range:

462.5625MHz

Number of Channels: 1

Modulation Type: F3E

Rate output Power: <=0.5W

Operation mode: Push to talk

Antenna Type: Spiral Spring Antenna
Antenna Gain: 3dBi

Remark: The information in this section is provided by the applicant or manufacturer, CCS is not liable
to the accuracy, suitability, reliability or/and integrity of the information.

4.2 Description of Support Units

Description

Manufacturer Model No. Serial No.

The EUT has been tested as an independent unit.

4.3 Measurement Uncertainty

No. Item Measurement Uncertainty
1 Occupied Bandwidth 3%
2 Modulation characteristics 0.75dB
3 Frequency Stability +5.4x10-8
4 Effective Radiated Power (ERP) +5.7dB
+ 5.7dB (below 1GHz)
5 Radiated Spurious Emissions +4.7dB (1-18GHz); + 4.7dB (18-
40GHz)

% \nspectlon & Teshng Servu;es &
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4.4 Test Location

All tests were performed at:

Compliance Certification Services (Kunshan) Inc. Shenzhen branch.

Fuyong lab. Xinlong TechnoPark,Fengtang Road, Fuyong Subdistrict, Bao’an, Shenzhen, China
Tel: +86 755 8866 3988 Fax: +86 755 2671 0594

No tests were sub-contracted.

4.5 Test Facility

4.6

4.7

i \nspectlon & Teshng Servu;es &

The test facility is recognized, certified, or accredited by the following organizations:
* A2LA (Certificate No. 6606.01)

Compliance Certification Services (Kunshan) Inc. Shenzhen branch is accredited by the American
Association for Laboratory Accreditation(A2LA). Certificate No. 6606.01.

* FCC -Designation Number: CN1322

Compliance Certification Services (Kunshan) Inc. Shenzhen branch has been recognized as an
accredited testing laboratory.

Designation Number: CN1322. Test Firm Registration Number: 718073
* Innovation, Science and Economic Development Canada

Compliance Certification Services (Kunshan) Inc. Shenzhen branch has been recognized by ISED
as an accredited testing laboratory.

CAB identifier: CN0129.

IC#: 28189.

Deviation from Standards
None

Abnormalities from Standard Conditions
None
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5 Equipment List
RF Conducted Test
Equipment Manufacturer Model No. Inventory No. Cal Date | Cal Due Date
Shielding Room CRT N/A SEMO001-14 2025-10-13 | 2028-10-12
Power Sensor KEYSIGHT U2021XA SEMO009-16 2026-02-04 | 2027-02-03
MXA Signal KEYSIGHT
Analyzer(10Hz-50GHz) N9020B SEMO004-24 2026-02-03 | 2027-02-02
MXA Signal KEYSIGHT
Analyzer(20Hz- N9020A SEMO004-25 2026-02-03 | 2027-02-02
26.5GHz)
Measurement Software TST PASS TST PASS V2.0 N/A N/A N/A
Coaxial Cable SGS N/A SEM037-01 2026-05-12 | 2027-05-11
Manual Step Attenuator Agilent 8494B SEM021-05 2026-02-02 | 2027-02-01
Manual Step Attenuator Agilent 8496B SEMO021-06 2026-02-02 | 2027-02-01
A“e;gité’rgv?ﬁ'*z’ Huber+Suhner |6620_SMA-50-1| SEM021-09 | 2026-02-02 | 2027-02-01
CELL SITE TEST SET HP 8921A SEMO010-18 2025-12-16 | 2026-12-15
. LONGWEI
Audio Generator ELECTRIC TAG-101 SEMO008-08 2026-07-07 | 2027-07-06
Programmable Votsch
Temperature & Humidity | Industrietechnik VT 4002 SEMO002-15 2026-02-03 | 2027-02-02
Chamber GmbH
Signal G&”glﬂlazt;’r(gk'*z' Agilent N51738 SEMO006-05 | 2026-03-31 | 2027-03-30
Vector Signal
Generator(100kHz- |Rohde & Schwarz| SMW200A SEMO006-19 2026-07-06 | 2027-07-05
7.5GHz)
MXG Vector Signal
Generator(100kHz- Agilent N5182A SEMO006-21 2026-02-03 | 2027-02-02
6GHz)
Wideband Radio | de g Schwarz|  CMW 500 | SEMO010-08 | 2026-02-03 | 2027-02-02
Communication Tester
Radio Communication Anritsu MT8821C | SEMO10-04 | 2026-02-04 | 2027-02-03
Analyzer
Radio Communication Anritsu MT8000A | SZ-WRG-M-013 | 2026-04-28 | 2027-04-27
Test Station
DC Power Supply Chroma 62024P-80-60 SEMO011-09 2026-02-05 | 2027-02-04

SRS &
j Inspection & Testmg Services ;1,
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Effective Radiated Power (ERP)
Equipment Manufacturer Model No. [Inventory No.| Cal Date |Cal Due Date
3m Semi- Anechoic CRT N/A SEM001-13 | 2025-10-13 | 2028-10-12
Chambe
MXG Vector Signal
Generator(100kHz- Agilent N5182A SEMO006-21 2026-02-03 | 2027-02-02
6GHz)
MXE E'V's' fgﬁ';’)er(zo"'z' Agilent N90O38A | SEMO004-05 | 2026-07-03 | 2027-07-02
Trilog-Broadband
Antenna(25MHz-2GHz) Schwarzbeck VULB9168 SEMO003-26 | 2025-09-03 | 2027-09-02
Loop Ag(’;?\;l:;(QkHz- ETS-LINDGREN 6502 SEM003-43 2025-06-16 | 2027-06-15
Pre-Amplifier HP 8447D SEMO005-02 | 2026-07-07 | 2027-07-06
Measurement Software AUDIX e3 V8'227014'6' N/A N/A N/A
Coaxial Cable SGS N/A SEMO035-01 2026-05-12 | 2027-05-11
Radiated Emissions Below 1GHz
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
3m Semi- Anechoic CRT N/A SEMO001-13 | 2025-10-13 | 2028-10-12
Chambe
MXE E'Vg fgﬁ";’)er(zo"'z' Agilent N9O38A | SEMO004-05 | 2026-07-03 | 2027-07-02
Trilog-Broadband
Antenna(25MHz-2GHz) Schwarzbeck VULB9168 SEMO003-26 | 2025-09-03 | 2027-09-02
Loop Ag(’;(lavrlwﬂg(ngz- ETS-LINDGREN 6502 SEM003-43 2025-06-16 | 2027-06-15
Pre-Amplifier HP 8447D SEMO005-02 | 2026-07-07 | 2027-07-06
Measurement Software AUDIX o3 V6 2014-6- N/A N/A N/A
Coaxial Cable SGS N/A SEMO035-01 2026-05-12 | 2027-05-11
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Radiated Spurious Emissions Above 1GHz
Equipment Manufacturer Model No. Inventory No.| Cal Date |Cal Due Date
3m Fully-Anechoic CRT N/A SEMO01-13 | 2025-10-13 | 2028-10-12
Chamber
Signal Analyzer Rohde & Schwarz FSU43 SEMO004-08 | 2026-03-04 | 2027-03-03
MXA Signal Analyzer KEYSIGHT N9020A SEMO004-23 | 2026/2/5 2027/2/4
Horn Antenna Schwarzbeck BBHA 9120 D SEMO003-54 | 2025-05-24 | 2028-05-23
Broad-Band Horn
Antorna (1540GHz) Schwarzbeck BBHA 9170 | SEMO003-15 | 2025-07-29 | 2028-07-28
Pre'amggarz(?"‘GHz' TST LNA04080G30 | SEMO005-27 | 2026-02-05 | 2027-02-04
Pre'ar?ggﬁ;(; GHz- TST LNA10180G45 | SEMO005-28 | 2026-02-05 | 2027-02-04
Pre'a”;gg'lj;(; GHz- TST LNA10180G60 | SEMO005-32 | 2026-04-04 | 2027-04-03
Pre'amfégﬂg%“z' TST LNA180400G40 | SEMO005-39 | 2026-04-29 | 2027-04-28
Measurement Software AUDIX e3V8.2014-6-27 N/A N/A N/A
Coaxial Cable SGS N/A SEM035-02 | 2026-05-12 | 2027-05-11
Coaxial Cable SGS N/A SEM035-03 | 2026-05-12 | 2027-05-11
General used equipment
Equipment Manufacturer Model No. |Inventory No.| Cal Date |Cal Due Date
Humidity/ Temperature deli 8838 SEM002-52 | 2026-07-08 | 2027-07-07
Indicator
Humidity/ Temperature deli 8838 SEM002-53 | 2026-07-08 | 2027-07-07
Indicator
Barometer DUMAI DYM3 SEM002-24 | 2026-07-10 | 2027-07-09
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6 Radio Spectrum Matter Test Results

6.1 Antenna Requirement
6.1.1 Test Requirement:
47 CFR Part 95, Subpart B 95.587(b)

6.1.2 Conclusion
95.587(b) Requirement:
The antenna of each FRS transmitter type must meet the following requirements.
(1) The antenna must be a non-removable integral part of the FRS transmitter type.
(2) The gain of the antenna must not exceed that of a half-wave dipole antenna.
(3) The antenna must be designed such that the electric field of the emitted waves is vertically
polarized when the unit is operated in the normal orientation.

EUT Antenna:

The antenna is integrated on the main PCB and no consideration of replacement.
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7 Radio Spectrum Matter Test Results

7.1 Frequency Stability

Test Requirement 47 CFR FCC Part 95.565
Test Method: ANSI/TIA-603-E:2016
Test Engineer: Fly Yan

Limit: For FCC Part 95.565:

Each FRS transmitter type must be designed such that the carrier
frequencies remain within +2.5 parts-per-million of the channel center
frequencies

specified in §95.563 during normal operating conditions.

7.1.1 E.U.T. Operation
Operating Environment:
Temperature: 24.7 °C Humidity: 44.0 % RH Atmospheric Pressure: 1000 mbar

7.1.2 Test Mode Description

Pre-scan / | Mode

Final test Code Description

Final test 00 TX mode_Keep the EUT in transmitting mode

7.1.3 Test Setup Diagram

Spectrum Analyzer

i Y o EUT
Vd e EIETE]
EEE
[ o s |

=i - Base Station

Vi

Non-Conducted Table

Ground Reference Plane

7.1.4 Measurement Procedure and Data
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Assigned Frequency: 462.5625MHz

Voltage(V) Tempeerature Measured Fr.eq.uency FCC Limit Result
(C) Frequency(MHz) Deviation(ppm) (ppm)

-30 462.5630 1.08

-20 462.5635 2.16

-10 462.5635 2.16

0 462.5630 1.08

45 10 462.5630 1.08
20 462.5630 1.08 +2.5 Pass

30 462.5635 2.16

40 462.5630 1.08

50 462.5635 2.16

4.95 25 462.5630 1.08

4.05 25 462.5635 2.16

~ R

S Inspection & Testmg Sewlces {
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7.2 Effective Radiated Power (ERP)

Test Requirement 47 CFR FCC Part95.567 & FCC Part2.1046;
Test Method: ANSI/TIA-603-E:2016
Test Engineer: Fly Yan

Measurement Distance: 3m

Test instrumentation resolution bandwidth 100 kHz (30 MHz — 1000 MHz)
Limit:

For FCC Part 95.567:

Each FRS transmitter type must be designed such that the effective
radiated power (ERP) on channels 8 through 14 does not exceed 0.5 Watts
and the ERP on channels 1 through 7 and 15 through 22 does not exceed

2.0 Watts.
7.21 E.U.T. Operation
Operating Environment:
Temperature: 26.4 °C Humidity: 40.8 % RH Atmospheric Pressure: 1000 mbar

7.21 Test Mode Description

Pre-scan / | Mode

Final test Code Description

Final test 00 TX mode_Keep the EUT in transmitting mode

7.2.2 Test Setup Diagram

Antenna Tower Antenna Tower
Antenna Antenna

-

3

Test Receiver = | ? Test Receiver [|I= |‘
EUT Substiute Antenna+Signal Generator
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7.2.3 Measurement Procedure and Data

The technique used to find the output power of the transmitter was the antenna substitution method.
The following test procedure was followed:

1). The EUT was powered ON and placed on a 0.8m high table in the chamber. The antenna of the

transmitter was extended to its maximum length.

2). The disturbance of the transmitter was maximized on the test receiver display by lowering 1m the
receive antenna and by rotating through 360° the turntable. After the fundamental emission was

maximized, a field strength measurement was made.

3). Steps 1) and 2) were performed with the EUT and the receive antenna in both vertical and horizontal

polarization.

4). The transmitter was then removed and replaced with another antenna. The center of the antenna was

approximately at the same location as the center of the transmitter.

5). A signal at the disturbance was fed to the substitution antenna by means of a non-radiating cable. With
both the substitution and the receive antennas horizontally polarized, the receive antenna was raised
and lowered to obtain a maximum reading at the test receiver. The level of the signal generator was

adjusted until the measured field strength level in step 2) is obtained for this set of conditions.
6). The output power into the substitution antenna was then measured.
7). Steps 5) and 6) were repeated with both antennas polarized.
8). Calculate power in dBm by the following formula:
ERP [dBm] = SGP [dBm] - Cable Loss [dB] + Gain [dBd]
Where:

Pg is the generator output power into the substitution antenna.
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Test result:
Effective Radiated Power of Transmitter (ERP)
Polarizati o Cable Substitution | Substitution FCC
on (l;;eHi.) (ig;) Sg:;t(';ué'g; Loss | LevelERP) | Level(ERP) | Limit Result
(dB) / dBm /W (W)
H 7.786 2.23 0.5 9.516 0.00895 2.0 Pass
462.5625
Y 7.783 2.23 0.5 9.513 0.00894 2.0 Pass
Note:

a: For getting the ERP (Efficient Radiated Power) in substitution method, the following formula should be
taken to calculate it:

ERP [dBm] =

b: SGP=Signal Generator Level
¢: RBW > emission bandwidth, VBW > 3 x RBW, Detector: RMS
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7.3 Occupied Bandwidth
Test Requirement 47 CFR FCC Part 95.573 & FCC Part2.1049;
Test Method: ANSI/TIA-603-E:2016

Test Engineer:

Limit:

Fly Yan
For FCC Part 95.573:

Each FRS transmitter type must be designed such that the occupied
bandwidth does not exceed 12.5 kHz.

7.3.1 E.U.T. Operation
Operating Environment:
Temperature:

26.1°C Humidity: 39.9 % RH Atmospheric Pressure: 1000 mbar

7.3.2 Test Mode Description

Pre-scan / | Mode

Final test

Code

Description

Final test

00

TX mode_Keep the EUT in transmitting mode

7.3.3 Test Setup Diagram

Spectrum Analyzer

=

Vel | e [ |
i i

o | Attenuator i E.U Tt

B .

Non-Conducted Table

Ground Reference Plane

7.3.4 Measurement Procedure and Data

SES oK

Q:; Inspection & Testmg Senvices

&
&

& 5

&
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Test result:
The occupied Bandwidth is measured to be 4.291 kHz for Channel 1

[ Keysight Spectrum Analyzer - Occupied BW ==
0 RL RF 50 SENSE:INT] [ AaGn oFF [11:07:10 AMSep 20,2026
Span 15.000 kHz Celnter Freq: 462.562500 MHz Radio Std: None
—»— Trig: FreeRun Avg|Hold: 10/10
#IFGain:Low #Atten: 34 dB Radio Device: BTS

15.000 kHz
Ref 28.50 dBm

Center 462.6 MHz Span 15 kHz
#VBW 620 kHz Sweep FFT

Occupied Bandwidth Total Power 9.79 dBm
4.291 kHz

Transmit Freq Error 337 Hz % of OBW Power 99.00 %

x dB Bandwidth 6.287 kHz x dB -26.00 dB

MsG STATUS

[P s

50 Q SENSE:INT| | MALIGN OFF [11:07:10 AM Sep 20,2026
Span 15. ()0() kHz Center Freq: 462.562500 MHz Radio Std: None
s~ Trig: FreeRun Avg|Hold: 10/10
#IFGain:Low #Atten: 34 dB Radio Device: BTS

Span
16.000 kHz
Ref 28.50 dBm

Center 462.6 MHz Span 15 kHz

#Res BW 200 Hz #VBW 620 kHz Sweep FFT LastSpan

Occupied Bandwidth Total Power 9.79 dBm
4.291 kHz

Transmit Freq Error 337 Hz % of OBW Power 99.00 %

x dB Bandwidth 6.287 kHz x dB -26.00 dB
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7.4 Modulation characteristics
Test Requirement 47 CFR FCC Part 95.575 & FCC Part2.1047;
Test Method:

Test Engineer:
Limit:

ANSI/TIA-603-E:2016
Fly Yan
For FCC Part 95.575:

Each FRS transmitter type must be designed such that the peak frequency
deviation does not exceed 2.5 kHz, and the highest audio frequency
contributing substantially to modulation must not exceed 3.125 kHz.

7.41 E.U.T. Operation
Operating Environment:

Temperature:

226 °C Humidity: 50.3 % RH Atmospheric Pressure: 1000 mbar

7.4.2 Test Mode Description

Pre-scan / | Mode

Final test

Code

Description

Final test

00

TX mode_Keep the EUT in transmitting mode

7.4.3 Test Setup Diagram

Spectrum Analyzer

i Y ] |
A =i = i =

i Y ] |

o f ] | Attenuator ﬁj.—T[

O o

Non-Conducted Table

Ground Reference Plane

7.4.4 Measurement Procedure and Data
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Test result:
a. Frequency deviation:

Channel 1: 462.5625MHz FRS
Modulation Peak. F.requency Peak. F.requency Peak. F.requency Peak. F.requency Limit
Input(dB) Deviation(KHz) Deviation(KHz) Deviation(KHz) Deviation(KHz) (KHz)
at 300Hz at 1000Hz at 2500Hz at 3000Hz
-20 0.61 0.70 0.69 0.57 2.50
-15 0.84 0.63 0.89 0.92 2.50
-10 1.02 0.81 0.97 0.93 2.50
-5 0.70 0.70 1.16 0.90 2.50
0 1.13 1.23 1.39 1.06 2.50
5 1.03 1.27 1.24 1.15 2.50
10 0.95 1.00 1.23 1.26 2.50
15 1.35 1.29 1.69 1.39 2.50
20 1.85 1.71 1.90 1.66 2.50

Channel 1: 462.5625MHz FRS
30

25

r20

0s

oo

-20 -15 -10 %5 0 5 10 15 20
Modulation Input(dB)

—e— Peak Frequency Deviation(KHz) at 300Hz
~8— Peak Frequency Deviation(KHz) at 1000Hz
Peak Frequency Deviation(KHz) at 2500Hz

Peak Frequency Deviation(KHz) at 3000Hz
—&— Limit (KH2)
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b. Audio Frequency Response
Channel 1 for FRS

Modulation Peak Modulation Limit
Frequency(Hz) Deviation(KHz) (KHz)
100 0.69 3.125

200 0.99 3.125

300 0.95 3.125

400 1.37 3.125

500 1.27 3.125

600 1.35 3.125

700 1.37 3.125

800 1.68 3.125

900 1.54 3.125
1000 1.40 3.125
1250 1.50 3.125
1500 1.57 3.125
1750 1.63 3.125
2000 1.71 3.125
2250 1.53 3.125
2500 1.52 3.125
2750 1.80 3.125
3000 214 3.125
3125 1.77 3.125
3250 1.85 3.125
3500 2.55 3.125
4000 2.76 3.125
5000 2.68 3.125
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c. Audio Low Pass Filter Frequency Response

Channel 1 for FRS

Frequency(KHz) Response (dB) Limit (KHz)
1 0 0
0 0
3 -5.20 0
4 -10.94 -8.52
5 -15.81 -13.64
6 -19.32 -18.75
7 -24.35 -22.16
8 -28.67 -25.57
9 -31.73 -28.98
10 -33.51 -32.29
20 -54.76 -49.43
30 -55.25 -50.00
40 -55.54 -50.00
50 -54.78 -50.00
60 -55.20 -50.00
70 -55.30 -50.00
80 -55.13 -50.00
90 -55.27 -50.00
100 -55.04 -50.00
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Modulation Limiting
Channel 1 for FRS
Instantaneous Steady-state
Audio Deviation Deviation Deviation Deviation Limit
Frequency(Hz) (+20dB) (-20dB) (+20dB) (-20dB) (KHz)
(KHz) (KHz) (KHz) (KHz)
300 0.876 0.498 0.509 0.442 2.5
400 1.019 0.388 0.985 0.406 2.5
500 1.096 0.141 0.635 0.275 2.5
600 0.664 0.279 0.878 0.461 2.5
700 0.888 0.22 1.040 0.124 2.5
800 0.902 0.338 1.100 0.295 2.5
900 1.083 0.377 1.057 0.567 2.5
1000 1.296 0.168 1.089 0.204 2.5
1200 1.123 0.232 1.333 0.121 2.5
1400 1.380 0.303 1.649 0.283 2.5
1600 0.998 0.110 1.687 0.409 2.5
1800 0.275 0.568 0.705 0.127 2.5
2000 1.221 0.56 1.734 0.293 2.5
2200 1.841 0.314 1.767 0.585 2.5
2200 1.617 0.261 2.167 0.248 2.5
2300 1.685 0.344 1.644 0.471 2.5
2400 1.510 0.287 1.931 0.446 2.5
2500 1.178 0.216 1.603 0.269 2.5
2600 1.846 0.474 1.911 0.612 2.5
2700 1.154 0.518 1.832 0.454 2.5
2800 1.507 0.371 1.687 0.166 2.5
2900 1.507 0.255 1.720 0.223 2.5
3000 1.649 0.389 1.048 0.206 2.5

IR i 2
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7.5 Radiated Spurious Emissions

Test Requirement

Test Method:

Test Engineer:
Measurement Distance:

Limit:

7.5.1 E.U.T. Operation
Operating Environment:

Temperature:

47 CFR FCC Part 95.579 & FCC Part2.1053;

ANSI/TIA-603-E:2016

Rex Liu

3m

Resolution bandwidth =10 kHz for spurious emissions below 1 GHz, and 1
MHz for spurious emissions above 1GHz.

Video Bandwidth = 300 kHz for spurious emissions below 1 GHz, and 3 MHz
for spurious emissions above 1 GHz.

For FCC Part 95.579

Each FRS transmitter type must be designed to satisfy the applicable
unwanted emissions limits in this paragraph.

(a) Attenuation requirements. The power of unwanted emissions must be
attenuated below the carrier power output in Watts (P) by at least:

(1) 25 dB (decibels) in the frequency band 6.25 kHz to 12.5 kHz removed
from the channel center frequency.

(2) 35 dB in the frequency band 12.5 kHz to 31.25 kHz removed from the
channel center frequency.

(3) 43 + 10 log (P) dB in any frequency band removed from the channel
center frequency by more than 31.25 kHz.

(b) Measurement bandwidths. The power of unwanted emissions in the
frequency bands specified in paragraphs (a)(1) and (2) of this section is
measured with a reference bandwidth of 300 Hz. The power of unwanted
emissions in the frequency range specified in paragraph (a)(3) is measured
with a reference bandwidth of at least 30 kHz.

(c) Measurement conditions. The requirements in this section apply to each
FRS transmitter type both with and without the connection of permitted
attachments, such as an external speaker, microphone and/or power cord.

20.6 °C Humidity: 51.1 % RH Atmospheric Pressure: 1000 mbar

7.5.2 Test Mode Description

Pre-scan /
Final test

Mode
Code

Description

Final test

00

TX mode_Keep the EUT in transmitting mode

LS oK ;
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7.5.3 Test Setup Diagram

Antenna Tower Antenna Tower
Antenna Antenna

-

3 3

TestReceiver | = ? Test Receiver | - ?
EUT Substiute Antenna+Signal Generator

7.5.4 Measurement Procedure and Data

Test Procedure:

(1)On a test site, the EUT shall be placed on a turntable and in the position closest to the normal use as
declared by the user.

(2)The test antenna shall be oriented initially for vertical polarization located 3m from the EUT to correspond
to the transmitter.

(3)The output of the antenna shall be connected to the measuring receiver and either a peak or quasi-peak
detector was used for the measurement as indicated on the report. The detector selection is based on
how close the emission level was approaching the limit.

(4)The transmitter shall be switched on; if possible, without the modulation and the measurement receiver
shall be tuned to the frequency of the transmitter under test.

(5)The test antenna shall be raised and lowered through the specified range of height until the measuring
receiver detects a maximum signal level.

(86)The transmitter shall than be rotated through 360 ¢n the horizontal plane, until the maximum signal level is
detected by the measuring receiver.

(7)The test antenna shall be raised and lowered again through the specified range of height until the

measuring receiver detects a maximum signal level.

)The maximum signal level detected by the measuring receiver shall be noted.

)The measurement shall be repeated with the test antenna set to horizontal polarization.

0) Replace the antenna with a proper Antenna (substitution antenna).

1)The substitution antenna shall be oriented for vertical polarization and, if necessary, the length of the

substitution antenna shall be adjusted to correspond to the frequency of transmitting.

(12)The substitution antenna shall be connected to a calibrated signal generator.

(13)If necessary, the input attenuator setting of the measuring receiver shall be adjusted in order to increase
the sensitivity of the measuring receiver.

(14)The test antenna shall be raised and lowered through the specified range of the height to ensure that the
maximum signal is received.

(15)The input signal to substitution antenna shall be adjusted to the level that produces a level detected by
the measuring receiver, that is equal to the level noted while the transmitter radiated power was
measured, corrected for the change of input attenuation setting of the measuring receiver.

(16)The input level to the substitution antenna shall be recorded as power level in dBm, corrected for any
change of input attenuator setting of the measuring receiver.

(17)The measurement shall be repeated with the test antenna and the substitution antenna oriented for
horizontal polarization.

(8
(9
(1
(1
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Radiated Unwanted Emissions

Emission Mask
Channel 1

ww Keysight Spectrum Analyzer - Swept SA e ||
] RF [ SENSE:INT] [ /NALIGN OFF [11:02:06 AM Sep 20, 2026 Peak Search
Marker 1 462.563000000 MHz Avg Type: Log-Pwr 4

PNO: Close —»— 1Tig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 34 dB

Mkr1 462.563 0 MHz NextPeak
Ref Offset 10.5 dB
R:f 3??.%0 dBm 4.312 dBm I

Trace 1 Pass
Next Pk Right
I—
Next Pk Left
I
Marker Delta
I—
Mkr—CF
I

Mkr—RefLvI
A

-

Center 462.56250 MIHz Span 100.0 kHz
#Res BW 300 Hz #VBW 1.0 kHz s (1001 pts)

MSG

Unless otherwise agreed in writing, this document is issued by the Company subject to its General Conditions of Service printed
overleaf, available on request or accessible at hl!p:llwww.sg§.com/en/Terms-and-CondilionsAasg(x and, for electronic format documents,
subject to Terms and Conditions for Electronic Documents at http://www.sgs.com/en/Terms-and-Conditions/Terms-e-Document.aspx.
Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined therein. Any holder of this document is
advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of
Client's instructions, if any. The Company's sole responsibility is to its Client and this document does not exonerate parties to a
transaction from exercising all their rights and obligations under the transaction documents. This document cannot be reproduced
except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or
appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. Unless otherwise stated the
results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 30 days only.
ith ticity testir nspectio port & tificate, f as tact us at telephor

|} 1 -
g Inspection & Testing Services s

| Fuyong ab. Xinlong TechnoPark, Fengtang Road, Fuyong Subdistict Bao'an, Shenzhen, China 518103 t (86-755) 88663988  f (86-755) 26710594 www.sgsgroup.com.cn
FE - M - EREFAFEREAESENERBEAIEE W4 518103 t (86-755)88663988 f (86-755)26710594 sgs.china@sgs.com

|
|

Member of the SGS Group (SGS SA)



Compliance Certification Services (Kunshan) Inc. Shenzhen Branch

SZCCS-TRF-01 Rev. A/2

Report No.:FYCR260800047202

Page: 30 of 31
Below 1GHz
Channel 1: 462.5625MHz
Frequency Polarity Emission Level Limit Margin
MHz HNV dBm dBm dBm
38.212 H -74.51 -13 -61.51
59.859 H -77.92 -13 -64.92
170.195 H -75.17 -13 -62.17
339.589 H -55.94 -13 -42.94
801.786 H -64.05 -13 -51.05
925.756 H -39.78 -13 -26.78
30.745 \Y -69.56 -13 -56.56
40.702 \ -72.41 -13 -59.41
170.195 Vv -78.63 -13 -65.63
339.589 \ -64.88 -13 -51.88
590.974 \ -66.22 -13 -53.22
925.756 \% -48.27 -13 -35.27
Above 1G
Channel 1: 462.5625MHz
Frequency Polarity Emission Level Limit Margin
MHz HNV dBm dBm dBm
3240 H -17.99 -13 -4.99
4165 H -27.2 -13 -14.2
5090 H -35.18 -13 -22.18
3240 \ -24.5 -13 -11.5
4165 \% -27.04 -13 -14.04
5090 \Y, -33.11 -13 -20.11
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8 Test Setup Photo

Refer to Appendix - Test Setup Photo for FYCR2608000472AT

9 EUT Constructional Details (EUT Photos)

Refer to External and Internal Photos for FYCR2608000472AT

&

&

- End of the Report -
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