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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5210MHz (U-NII-1)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5150.000 5181.00 h212.00 5243.00 h274.00 [MHz] 5H336.00 H367.00 539800 5H429.00 H460.00
No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)
1 5350.000 44 .23 13.94 58.17 74.00 |-15.83| peak
2 5350.000 32.95 13.94 46.89 5400 |-7.11 | AVG
5405.750 45.60 14.08 59.68 74.00 |-14.32| peak
4 * | 5405.750 33.20 14.08 47.28 5400 |-6.72 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT80) Mode 5210MHz (U-NII-1)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit  [Margin
No. q y 9 g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

4765.600 44 66 12.53 57.19 7400 |-16.81| peak
4765.600 32.23 12.53 4476 5400 | -9.24 | AVG
5150.000 42.30 13.72 56.02 7400 |-17.98| peak
4 * | 5150.000 31.89 13.72 45.61 5400 | -8.39 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5210MHz (U-NII-1)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)
1 4754.400 | 4453 | 1254 | 57.07 | 74.00 |-16.93| peak
2 4754.400 | 3229 | 1254 | 4483 | 5400 [-917| AvG

5150.000 41.91 13.72 55.63 74.00 |-18.37| peak
4 * | 5150.000 31.81 13.72 4553 54.00 | -847 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net



Page 205 of 294 Report No.: HX260904R004

Ant. Pol.: Horizontal
Test Mode: 802.11a Mode 5260MHz (U-NII-2A)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y 9 g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/im)| (dB)

4936.050 44.07 12.76 56.83 74.00 |-17.17| peak

4936.050 31.89 12.76 4465 54.00 |-9.35 | AVG

5150.000 43.22 13.72 56.94 74.00 |-17.06| peak

4 * | 5150.000 31.66 13.72 45.38 54.00 | -8.62 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical
Test Mode: 802.11a Mode 5260MHz (U-NII-2A)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 4992.150 44.25 13.10 57.35 74.00 |-16.65| peak

2 4992.150 31.90 13.10 45.00 5400 |-9.00 | AVG

3 5150.000 42.00 13.72 55.72 7400 |-18.28| peak

4 * | 5150.000 32.05 13.72 45.77 54.00 | -8.23 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11a Mode 5320MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuv/m)|(dBuv/m)| (dB)

1 5350.000 4317 13.94 57.11 74.00 |[-16.89| peak
5350.000 32.91 13.94 46.85 54.00 |-7.15 | AVG
3 5421.780 44.88 14.05 58.93 74.00 |[-15.07| peak
4 * | 5421.780 33.05 14.05 47.10 54.00 |-6.90 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11a Mode 5320MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5250.000 5271.00 5292.00 h313.00 5334.00 [MHz) 5376.00 5397.00 5413.00 5439.00 5460.00
Frequenc Readin Factor Level Limit [Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5350.000 43.68 13.94 57.62 7400 |-16.38| peak
5350.000 32.89 13.94 46.83 5400 |-717 | AVG
5404.350 45.36 14.07 59.43 74.00 |-14.57| peak
4 * | 5404.350 33.16 14.07 47.23 5400 | -6.77 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal
Test Mode: 802.11n(HT20) Mode 5260MHz (U-NII-2A)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. g y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

4737.150 44 .57 12.48 57.05 74.00 |-16.95| peak

4737.150 32.44 12.48 44 .92 54.00 |-9.08 | AVG

5150.000 42.82 13.72 56.54 74.00 |-17.46| peak

4 * | 5150.000 31.79 13.72 45.51 54.00 | -8.49 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT20) Mode 5260MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) [(dBuVv/m)|(dBuv/im)| (dB)

4797.500 44 .54 12.53 57.07 7400 |-16.93| peak
2 4797.500 32.09 12.53 4462 5400 |-9.38 | AVG
3 5150.000 41.84 13.72 55.56 7400 |-18.44| peak
4 * | 5150.000 31.81 13.72 45.53 5400 |-847 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT20) Mode 5320MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5250000 5271.00  5292.00 5313.00 5334.00  [MHz) 5376.00 5397.00  5418.00 5439.00  5460.00

Frequenc Readin Factor Level Limit [Margin
No. q y 9 9N Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

1 5350.000 43.15 13.94 57.09 74.00 |-16.91| peak
2 5350.000 32.93 13.94 46.87 54.00 |-7.13 | AVG
3 5398.470 45.68 14.07 59.75 74.00 |-14.25| peak
4 * | 5398470 33.25 14.07 47.32 54.00 | -6.68 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT20) Mode 5320MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit  |Margin
No. q y 9 9N Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5350.000 43.06 13.94 57.00 74.00 |-17.00| peak
5350.000 32.68 13.94 46.62 5400 |-7.38 | AVG
5419.890 45.52 14.06 59.58 74.00 |-14.42| peak
4 * | 5419.890 33.32 14.06 47.38 54.00 | 6.62 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net



Page 213 of 294 Report No.: HX260904R004

Ant. Pol.: Horizontal
Test Mode: 802.11n(HT40) Mode 5270MHz (U-NII-2A)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. 9 y g g Detector

(MHz) (dBuV) | (@B/m) |(dBuv/im)|(dBuv/im)| (dB)

4881.650 4419 12.74 56.93 74.00 |[-17.07| peak

4881.650 31.73 12.74 44 47 5400 |-9.53 | AVG

5150.000 42.09 13.72 55.81 7400 |-18.19| peak

4 * | 5150.000 32.00 13.72 4572 5400 |-8.28 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical
Test Mode: 802.11n(HT40) Mode 5270MHz (U-NII-2A)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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No. Frequency | Reading | Factor Level Limit  [Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

4922.450 44 32 12.74 57.06 74.00 |-16.94| peak

2 4922.450 32.03 12.74 4477 5400 |[-9.23 | AVG

3 5150.000 43.34 13.72 57.06 7400 |-16.94| peak

4 * | 5150.000 31.84 13.72 45.56 5400 |-8.44 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT40) Mode 5310MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBwV) | (dB/m) |(dBuVv/m)|(dBuV/m)| (dB)

1 5350.000 43.74 13.94 57.68 74.00 |-16.32| peak
5350.000 32.89 13.94 46.83 54.00 | -717 | AVG
3 5406.870 45.23 14.08 59.31 74.00 |[-14.69| peak
4 * | 5406.870 33.09 14.08 4717 5400 |-6.83 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT40) Mode 5310MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5250000 5271.00 529200  5313.00  5334.00  (MHz) 5376.00 539700  5418.00 543900  5460.00

Frequenc Readin Factor Level Limit |Margin
No. y y J g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5350.000 43.60 13.94 57.54 7400 |-16.46| peak
2 5350.000 33.11 13.94 47.05 5400 |[-6.95 | AVG
3 5418.840 45.48 14.06 59.54 7400 |-14.46| peak
4 * | 5418.840 33.13 14.06 47.19 5400 |[-6.81 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT20) Mode 5260MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

4786.450 44 39 12.54 56.93 74.00 |-17.07| peak
2 4786.450 31.64 12.54 4418 54.00 |-9.82 | AVG
3 5150.000 42.53 13.72 56.25 74.00 |-17.75| peak
4 * | 5150.000 32.01 13.72 4573 54.00 | -8.27 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT20) Mode 5260MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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4500.000 4585.00 4670.00 475500 4840.00 [MHz) 5010.00 5095.00 5180.00 5265.00 5350.00
Frequenc Readin Factor Level Limit |Margin
No. q y 9 g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

1 4791.550 45.49 12.54 58.03 74.00 |-15.97| peak
2 4791.550 31.90 12.54 44 .44 54.00 |-9.56 | AVG
3 5150.000 41.33 13.72 55.05 74.00 |-18.95| peak
4 * | 5150.000 31.82 13.72 45.54 54.00 |-8.46 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT20) Mode 5320MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. y y J g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuvim)| (dB)

5350.000 43.54 13.94 57.48 74.00 |-16.52| peak
2 5350.000 32.87 13.94 46.81 5400 |[-7.19 | AVG
3 5418.420 45.26 14.06 59.32 7400 |-14.68| peak
4 * | 5418.420 33.19 14.06 47.25 54.00 | -6.75 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT20) Mode 5320MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5250.000 5271.00 5292.00 h313.00 5334.00 [MHz) 5376.00 5397.00 5413.00 5439.00 5460.00
No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

1 5350.000 43.19 13.94 57.13 7400 |-16.87| peak
2 5350.000 32.75 13.94 46.69 5400 | -7.31 | AVG
3 5415.900 44.59 14.07 58.66 7400 |-15.34| peak
4 * | 5415.900 33.13 14.07 47.20 5400 | -6.80 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT40) Mode 5270MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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4500.000 4585.00 4670.00 475500 4840.00 [MHz) 5010.00 5095.00 5180.00 5265.00 5350.00
Frequenc Readin Factor Level Limit |Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 4947.950 43.98 12.79 56.77 74.00 |-17.23| peak
2 4947.950 31.89 12.79 44 .68 5400 |-9.32 | AVG
3 5150.000 41.06 13.72 54.78 74.00 |-19.22| peak
4 * | 5150.000 31.99 13.72 45.71 54.00 |-8.29 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT40) Mode 5270MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

4988.750 45.43 13.08 58.51 7400 |-15.49| peak
2 4988.750 31.88 13.08 44.96 54.00 | -9.04 | AVG
5150.000 43.07 13.72 56.79 74.00 |-17.21| peak
4 * | 5150.000 31.80 13.72 4552 54.00 | -8.48 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT40) Mode 5310MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5250.000 5271.00 h292.00 5313.00 5h334.00 [MHz] 5H376.00 H397.00 541800 5H439.00 H460.00
No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

5350.000 44 .27 13.94 58.21 7400 |[-15.79| peak
2 5350.000 33.07 13.94 47.01 54.00 | -6.99 | AVG
3 5408.340 45.56 14.07 59.63 7400 |[-14.37| peak
4 * | 5408.340 33.26 14.07 47.33 54.00 | -6.67 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT40) Mode 5310MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5250.000 5271.00 5292.00 5313.00 5334.00 [(MHz]) 5376.00 5397.00 5418.00 5439.00 5460.00
No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/im)| (dB)

1 5350.000 42.93 13.94 56.87 74.00 [-17.13| peak
5350.000 32.89 13.94 46.83 54.00 |-7.17 | AVG
3 5419.050 45.05 14.06 59.11 74.00 |[-14.89| peak
4 * | 5419.050 32.98 14.06 47.04 54.00 |-6.96 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal
Test Mode: 802.11ac(VHT80) Mode 5290MHz (U-NII-2A)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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5200.000 5226.00 5h252.00 5278.00 5H304.00 [MHz] 5H356.00 h3sz.00 H408.00 5h434.00 H460.00
No Frequency | Reading | Factor Level Limit  |Margin Detector
' (MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuV/m)| (dB)

1 5350.000 43.90 13.94 57.84 74.00 |-16.16| peak

5350.000 32.78 13.94 46.72 54.00 | -7.28 | AVG

3 5409.820 46.20 14.07 60.27 74.00 |-13.73| peak

4 * | 5409.820 33.20 14.07 47.27 54.00 | -6.73 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net



/
Page 226 of 294 Report No.: HX260904R004

Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5290MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit [Margin
No. y y J 9 Detector

(MHz) (dBuV) | (dB/m) |(dBuVv/m)|(dBuv/m)| (dB)

1 5350.000 43.51 13.94 57.45 74.00 |-16.55| peak
5350.000 32.80 13.94 46.74 54.00 | -7.26 | AVG
3 5414.500 45.26 14.06 59.32 74.00 |-14.68| peak
4 * | 5414.500 33.18 14.06 47.24 54.00 | -6.76 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT80) Mode 5290MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. g y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
4888.960 44.22 12.74 56.96 7400 |-17.04| peak
2 4888.960 31.92 12.74 44 .66 54.00 |-9.34 | AVG
5150.000 42.08 13.72 55.80 74.00 |-18.20| peak
4 * | 5150.000 31.82 13.72 45.54 54.00 | -8.46 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5290MHz (U-NII-2A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuv/m)|(dBuvim)| (dB)

4904.800 44 .34 12.74 57.08 74.00 |[-16.92| peak
2 4904.800 31.77 12.74 44 .51 54.00 |-949 | AVG
3 5150.000 41.54 13.72 55.26 7400 |-18.74| peak
4 * | 5150.000 31.77 13.72 45.49 54.00 |-851 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11a Mode 5500MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5350.000 5369.00 5388.00 540700 5426.00 [MHz) 546400 5483.00 h502.00 5521.00 5540.00
Frequenc Readin Factor Level Limit |Margin
No. d y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(@Buv/m)| (dB)

5460.000 43.64 14.03 57.67 68.20 |-10.53| peak
2 * | 5460.000 32.54 14.03 46.57 54.00 |-7.43 | AVG
3 5470.000 42.68 14.04 56.72 68.20 |-11.48| peak
4 5470.000 32.34 14.04 46.38 54.00 |[-7.62 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11a Mode 5500MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5350.000 5369.00 5388.00 5407.00 5426.00 [MHz) 5464.00 5483.00 5502.00 5521.00 5540.00
No. Frequency | Reading | Factor Level Limit  (Margin| ..

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

1 5460.000 42.95 14.03 56.98 68.20 |-11.22| peak
2 * | 5460.000 32.71 14.03 46.74 54.00 |-7.26 | AVG
3 5470.000 44 41 14.04 58.45 68.20 | -9.75 | peak
4 5470.000 32.63 14.04 46.67 5400 |-7.33 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11a Mode 5700MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y 9 g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 5725.000 42.49 14.50 56.99 68.20 |-11.21| peak
2 5725.000 32.65 14.50 47.15 5400 |-6.85| AVG
5820.800 44 .98 14.99 59.97 68.20 | -8.23 | peak
4 * | 5820.800 32.97 14.99 47 .96 5400 |-6.04 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11a Mode 5700MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) [(dBuv/im)|(dBuv/m)| (dB)

5725.000 43.12 14.50 57.62 68.20 |-10.58| peak
2 5725.000 32.71 14.50 47.21 54.00 | -6.79 | AVG
5896.800 4478 15.29 60.07 68.20 | -8.13 | peak
4 * | 5896.800 32.58 15.29 47.87 54.00 |-6.13 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT20) Mode 5500MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5350.000 5369.00 5388.00 5407.00 5426.00 [(MHz]) 5464.00 5483.00 5502.00 5521.00 5540.00
No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuVv/m)|(dBuVv/m)| (dB)

1 5460.000 44 33 14.03 58.36 68.20 | -9.84 | peak
2 * | 5460.000 32.77 14.03 46.80 54.00 | -7.20 | AVG
3 5470.000 42.98 14.04 57.02 68.20 |-11.18| peak
4 5470.000 32.58 14.04 46.62 5400 |-7.38 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT20) Mode 5500MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 5460.000 42.69 14.03 56.72 68.20 |-11.48| peak
5460.000 32.31 14.03 46.34 54.00 | -7.66 | AVG
3 5470.000 42.54 14.04 56.58 68.20 |-11.62| peak
4 * | 5470.000 32.35 14.04 46.39 54.00 | -7.61 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT20) Mode 5700MHz (U-N11-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(@Buv/im)|(@Buvim)| (dB)

5725.000 42.69 14.50 57.19 68.20 |-11.01| peak
5725.000 32.57 14.50 47.07 5400 |-6.93 | AVG
3 5879.600 45.71 15.23 60.94 68.20 | -7.26 | peak
4 * | 5879.600 32.59 15.23 47.82 5400 |-6.18 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical
Test Mode: 802.11n(HT20) Mode 5700MHz (U-N11-2C)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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No Frequency | Reading Factor Level Limit |Margin Detector
. (MHz) (dBuV) (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
5725.000 43.00 14.50 57.50 6820 |-10.70| peak

5725.000 32.63 14.50 4713 5400 | -6.87 | AVG

5866.400 44 .57 15.19 59.76 68.20 | -8.44 | peak

4 * | 5866.400 32.70 15.19 47.89 54.00 |-6.11 | AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT40) Mode 5510MHz (U-N11-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.

110.0 dBu¥/m

100

90

80 W—/—-«-\r b,
70 L [f’m _?;‘TJ]m?‘g:m\.
1] 1 3 j J
b s AN A ATt s S A Aol S Kbttt | Band Edge|AVG | “-wpeak
50 | !
I &l x | AVE
40
30
20
10
[1N1]
5350.000 5369.00 5388.00 5407.00 5426.00 [MHz) 546400 5483 00 hh02_00 5521.00 554000
No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5460.000 43.49 14.03 57.52 68.20 |-10.68| peak
2 5460.000 32.41 14.03 46.44 54.00 |-7.56 | AVG
5470.000 43.42 14.04 57.46 68.20 [-10.74| peak
4 * | 5470.000 32.61 14.04 46.65 5400 |-7.35 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT40) Mode 5510MHz (U-N11-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y 9 9N petector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

5460.000 43.55 14.03 57.58 68.20 |-10.62| peak
2 * | 5460.000 32.59 14.03 46.62 54.00 | -7.38 | AVG
5470.000 44 20 14.04 58.24 68.20 | -9.96 | peak
5470.000 32.34 14.04 46.38 54.00 |-7.62 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT40) Mode 5670MHz (U-N11-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit  |Margin
No. q y 9 g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

5725.000 43.61 14.50 58.11 68.20 |-10.09| peak
5725.000 32.45 14.50 46.95 54.00 |-7.05 | AVG
5856.800 44 97 15.17 60.14 68.20 | -8.06 | peak
4 * | 5856.800 32.65 15.17 47.82 54.00 | -6.18 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT40) Mode 5670MHz (U-N11-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)

5725.000 42.35 14.50 56.85 68.20 |[-11.35| peak
2 5725.000 32.72 14.50 47.22 5400 | -6.78 | AVG
3 5839.200 45.09 15.09 60.18 68.20 | -8.02 | peak
4 * | 5839.200 32.59 15.09 47.68 54.00 |-6.32 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT20) Mode 5500MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5350.000 5369.00 5388.00 5407.00 5426.00 [(MHz]) 5464.00 5483.00 5502.00 5521.00 5540.00
No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 5460.000 43.27 14.03 57.30 68.20 |[-10.90| peak
2 * | 5460.000 32.59 14.03 46.62 54.00 |-7.38 | AVG
3 5470.000 42.57 14.04 56.61 68.20 |[-11.59| peak
4 5470.000 32.22 14.04 46.26 54.00 |-7.74 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT20) Mode 5500MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5350.000 5369.00 5388.00 5407.00 5426.00 [(MHz]) 5464.00 5483.00 5502.00 5521.00 5540.00
No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) [(dBuv/im)|(dBuv/im)| (dB)

1 5460.000 42.54 14.03 56.57 68.20 |-11.63| peak
5460.000 32.20 14.03 46.23 54.00 | -7.77 | AVG
5470.000 43.03 14.04 57.07 68.20 |-11.13| peak
4 * | 5470.000 32.27 14.04 46.31 54.00 |-7.69 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT20) Mode 5700MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5725.000 42 .41 14.50 56.91 68.20 |-11.29| peak
2 5725.000 32.36 14.50 46.86 5400 |-7.14 | AVG
3 5871.600 4512 15.21 60.33 68.20 | -7.87 | peak
4 * | 5871.600 32.70 15.21 47.91 5400 | -6.09 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical
Test Mode: 802.11ac(VHT20) Mode 5700MHz (U-NII-2C)
Remark: No report for the emission which more than 10 dB below the

Report No.: HX260904R004

prescribed limit.
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No Frequency | Reading Factor Level Limit |Margin Detector
: (MHz) (dBuV) (dB/m) [(dBuV/m)|(dBuV/m)| (dB)
1 5725.000 4278 14.50 57.28 68.20 |-10.92| peak

5725.000 32.30 14.50 46.80 54.00 |-7.20 | AVG
3 5927.200 44.05 15.55 59.60 68.20 | -8.60 | peak
4 * | 5927.200 32.42 15.55 47.97 54.00 |-6.03 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net



/
Page 245 of 294 Report No.: HX260904R004

Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT40) Mode 5510MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuwV) | (dB/m) |(dBuV/m)|(@Buvim)| (dB)

5460.000 42.16 14.03 56.19 68.20 |[-12.01| peak
2 * | 5460.000 32.68 14.03 46.71 5400 |-7.29 | AVG
3 5470.000 42.64 14.04 56.68 68.20 |[-11.52| peak
4 5470.000 32.20 14.04 46.24 5400 |-7.76 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT40) Mode 5510MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.

110.0 dBu¥/m

100
a0
80
- L Pl PN At
(1] 1 3 /(//’ T\{\
et g S A A bt A A il i | Band EdgelAVG | whlupeak
50 | [
Z 1 3 A o lave
40
30
20
10
oo
5350.000 5369.00 5388.00 540700 5426.00 [MHz) 546400 5483.00 h502.00 5521.00 5540.00
Frequenc Readin Factor Level Limit |Margin
No. ; y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5460.000 43.02 14.03 57.05 68.20 |-11.15]| peak
5460.000 32.37 14.03 46.40 54.00 | -7.60 | AVG
5470.000 43.99 14.04 58.03 68.20 |[-10.17| peak
4 * | 5470.000 32.61 14.04 46.65 54.00 | -7.35 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT40) Mode 5670MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No Frequency | Reading | Factor Level Limit |Margin

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB) | ="

5725.000 43.31 14.50 57.81 68.20 |-10.39| peak
5725.000 32.59 14.50 47.09 54.00 | -6.91 | AVG
5868.800 4471 15.20 59.91 68.20 | -8.29 | peak
4 * | 5868.800 32.60 15.20 47.80 54.00 | -6.20 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT40) Mode 5670MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y 9 9N petector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 5725.000 43.23 14.50 57.73 68.20 |-10.47| peak
5725.000 32.18 14.50 46.68 5400 |-7.32 | AVG
3 5873.600 44.85 15.21 60.06 68.20 | -8.14 | peak
4 * | 5873.600 32.63 15.21 47.84 5400 |-6.16 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT80) Mode 5530MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuvim)|@Buvim)| (dB)

5460.000 43.90 14.03 57.93 68.20 |-10.27 | peak
2 * | 5460.000 32.54 14.03 46.57 54.00 |-743 | AVG
5470.000 42.80 14.04 56.84 68.20 |-11.36| peak
4 5470.000 32.49 14.04 46.53 5400 | -7.47 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5530MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. ' y g g Detector

(MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuV/m)| (dB)
1 5460.000 42.40 14.03 56.43 68.20 |-11.77| peak
2 * | 5460.000 32.48 14.03 46.51 5400 |-749 | AVG
3 5470.000 41.91 14.04 55.95 68.20 |-12.25| peak
4 5470.000 32.20 14.04 46.24 5400 |-7.76 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT80) Mode 5610MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit [Margin
No. d y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 5725.000 42.07 14.50 56.57 68.20 |[-11.63| peak
2 5725.000 32.27 14.50 46.77 5400 |-7.23 | AVG
3 5819.500 45.41 14.99 60.40 68.20 | -7.80 | peak
4 * | 5819.500 32.65 14.99 47.64 5400 | -6.36 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5610MHz (U-NII-2C)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

5725.000 42.37 14.50 56.87 68.20 |-11.33| peak
2 5725.000 32.15 14.50 46.65 5400 |-7.35 | AVG
3 5876.500 44 .21 15.23 59.44 68.20 | -8.76 | peak
4 * | 5876.500 32.62 15.23 47.85 5400 |-6.15 | AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11a Mode 5745MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  [Margin Detector
(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)
1* 5644.000 44 10 14.09 58.19 68.20 |-10.01| peak
2 5644.000 32.23 14.09 46.32 68.20 |-21.88| AVG
3 5679.600 43.09 14.33 57.42 90.14 |-32.72| peak
4 5679.600 32.24 14.33 46.57 90.14 [-43.57| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical
Test Mode: 802.11a Mode 5745MHz (U-NII-3)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector
(MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuV/m)| (dB)

1 * | 5651.200 4271 1413 56.84 69.09 |-12.25| peak
2 5651.200 32.32 1413 46.45 69.09 |-2264| AVG
3 5690.800 42.77 14.40 57.17 98.42 |-41.25| peak
4 5690.800 32.58 14.40 46.98 98.42 |-51.44| AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11a Mode 5825MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5600.000 5640.00 5680.00 5720.00 5760.00 [(MHz]) 5840.00 5880.00 5920.00 5960.00 6000.00
No. Frequency | Reading | Factor Level Limit  [Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5920.800 44 .36 15.49 59.85 7130 |-11.45| peak
2 5920.800 32.50 15.49 47.99 7130 |[-23.31| AVG
3 * | 5944.000 44 .35 15.69 60.04 68.20 | -8.16 | peak
4 5944.000 32.49 15.69 48.18 68.20 |-20.02| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11a Mode 5825MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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5600.000 5640.00 5680.00 5720.00 5760.00 [(MHz]) 5840.00 5880.00 5920.00 5960.00 6000.00
No. Frequency | Reading | Factor Level Limit  |Margin Detector

(MHz) (dBuV) | (dB/m) |[(dBuV/m)|(dBuV/m)| (dB)
1 5883.600 44 .21 15.25 59.46 98.81 |-39.35| peak
5883.600 32.14 15.25 47.39 98.81 |-51.42| AVG
3 * | 5947.600 43.72 15.74 59.46 68.20 | -8.74 | peak
4 5947.600 32.40 15.74 48.14 68.20 |-20.06| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT20) Mode 5745MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No Frequency | Reading | Factor Level Limit |Margin Detector
' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 * | 5640.000 44 .44 14.08 58.52 68.20 | -9.68 | peak
2 5640.000 32.29 14.08 46.37 68.20 |-21.83| AVG
3 5684.400 43.51 14.36 57.87 93.69 [-35.82| peak
4 5684.400 32.35 14.36 46.71 93.69 |-46.98| AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT20) Mode 5745MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No Frequency | Reading | Factor Level Limit  |[Margin Detector
' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 * | 5641.600 43.95 14.08 58.03 68.20 |-10.17| peak
2 5641.600 32.28 14.08 46.36 68.20 |-21.84| AVG
3 5684.000 43.24 14.35 57.59 9340 |-35.81| peak
4 5684.000 32.31 14.35 46.66 9340 |-46.74| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT20) Mode 5825MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. ; y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/im)| (dB)

5893.200 42.78 15.27 58.05 91.70 |-33.65| peak
5893.200 32.34 15.27 47.61 91.70 |-44.09| AVG
3 * | 5925.200 43.41 15.52 58.93 68.20 | -9.27 | peak
5925.200 32.26 15.52 47.78 68.20 |-2042| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT20) Mode 5825MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5904.400 43.55 15.34 58.89 83.41 |-24.52| peak
2 5904.400 32.24 15.34 47.58 83.41 |-35.83| AVG
3 * | 5946.400 44 33 15.73 60.06 68.20 | -8.14 | peak
4 5946.400 32.23 15.73 47.96 68.20 |-20.24| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT40) Mode 5755MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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N Frequency | Reading | Factor Level Limit  |Margin Detector
O (MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)
17 5650.000 43.98 14.13 58.11 68.20 |-10.09| peak
2 5650.000 32.34 14.13 46 .47 68.20 |-21.73| AVG
3 5698.800 43.25 14.47 57.72 104.32 |-46.60| peak
4 5698.800 32.10 14.47 46.57 104.32 |-57.75| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT40) Mode 5755MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No Frequency | Reading | Factor Level Limit  |Margin Detector

' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

17 5648.000 43.51 1412 57.63 68.20 |-10.57| peak

2 5648.000 32.28 14.12 46.40 68.20 |-21.80| AVG

3 5690.800 43.38 14.40 57.78 98.42 |-40.64| peak

4 5690.800 32.46 14.40 46.86 9842 |-51.56| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11n(HT40) Mode 5795MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit |Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

5898.400 42.88 15.29 58.17 87.84 |-29.67| peak
2 5898.400 32.48 15.29 47.77 87.84 |-40.07| AVG
3 * | 5928.400 4476 15.56 60.32 68.20 | -7.88 | peak
4 5928.400 32.09 15.56 47.65 68.20 |[-20.55| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11n(HT40) Mode 5795MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No. Frequency | Reading | Factor Level Limit  [Margin Detector

(MHz) (dBuV) | (dB/m) |(dBuVv/m)|(dBuv/m)| (dB)

5902.800 42.99 15.33 58.32 84.59 |-26.27| peak
5902.800 32.07 15.33 47.40 8459 |-37.19| AVG
3 * | 5931.200 43.96 15.58 59.54 68.20 | -8.66 | peak
4 5931.200 32.35 15.58 47.93 68.20 |-20.27| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT20) Mode 5745MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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N Frequency | Reading | Factor Level Limit  |Margin Detector

O (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1* 5646.800 44 39 14.11 58.50 68.20 |[-9.70 | peak

2 5646.800 32.27 14.11 46.38 68.20 [-21.82| AVG

3 5701.600 43.73 14.47 58.20 105.65 |[-47.45| peak

4 5701.600 32.30 14.47 46.77 105.65 [-58.88| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT20) Mode 5745MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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No Frequency | Reading | Factor Level Limit [Margin Detector
' (MH2z) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)

1 * | 5638.400 4413 14.07 58.20 68.20 |-10.00| peak

2 5638.400 32.45 14.07 46.52 68.20 |-21.68| AVG

3 5685.200 43.94 14.37 58.31 9428 |-3597| peak
4 5685.200 32.33 14.37 46.70 9428 |-47.58| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT20) Mode 5825MHz (U-NII-3A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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Frequenc Readin Factor Level Limit |Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/im)| (dB)

1 5907.200 43.15 15.36 58.51 81.34 |-22.83| peak
2 5907.200 32.33 15.36 47.69 81.34 |-33.65| AVG
3 * | 5944400 4418 15.71 59.89 68.20 | -8.31 | peak
4 5944 .400 32.29 15.71 48.00 68.20 |-20.20| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT20) Mode 5825MHz (U-NII-3A)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.
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20 — % % AVG
40
30
2000
H600.000 5640.00 H680.00 h720.00 h760.00 [MHz] 5h840.00 h880.00 5320_00 5H960.00 G000.00
No Frequency | Reading | Factor Level Limit |Margin Detector
' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 5897.600 43.33 15.29 58.62 88.44 |-29.82| peak
2 5897.600 32.13 15.29 47 .42 88.44 |-41.02| AVG
3 * | 5949.600 43.83 15.75 59.58 68.20 | -8.62 | peak
4 5949.600 32.37 15.75 48.12 68.20 |[-20.08| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT40) Mode 5755MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.

120.0 dBu¥/m

J L
/ N
. / A\
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s / a N

# h__Band Edge-5.86
&0 A FO——— wamwmwww P L H PP e ak
> X ..-) . R R AVG
40
30
2000
H600.000 5640.00 H680.00 h720.00 h760.00 [MHz] 5h840.00 h880.00 5320_00 5H960.00 G000.00
No Frequency | Reading | Factor Level Limit |Margin Detector
' (MHz) (dBuV) | (dB/m) [|(dBuV/m)|(dBuV/m)| (dB)
1 * | 5640.400 43.71 14.08 57.79 68.20 |-10.41| peak
2 5640.400 32.48 14.08 46.56 68.20 |-21.64| AVG
3 5680.000 44.60 14.33 58.93 90.44 |-31.51| peak
4 5680.000 32.08 14.33 46.41 9044 |-44.03| AVG
Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Ant. Pol.: Vertical
Test Mode: 802.11ac(VHT40) Mode 5755MHz (U-NII-3)
Remark: No report for the emission which more than 10 dB below the

prescribed limit.

120.0 dBu¥/m
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40
30
2000
H600.000 5640.00 H680.00 h720.00 h760.00 [MHz] 5h840.00 h880.00 5320_00 5H960.00 G000.00
N Frequency | Reading | Factor Level Limit  |[Margin Detector
©- (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 * | 5630.400 43.71 14.05 57.76 68.20 |-10.44| peak
2 5630.400 32.13 14.05 46.18 68.20 |-22.02| AVG
3 5694.000 44.00 14.43 58.43 100.78 |-42.35| peak
4 5694.000 32.38 14 .43 46.81 100.78 |-53.97| AVG

Remarks:

1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT40) Mode 5795MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.

120.0 dBu¥/m

J L
/ ~
. / u \
; / i \
. / J | N isdss |

1 3
o WWWWMMWW') Lh‘N‘%MNNMMA,@MW~WMWWDCak
50 — o 2 4 AVG
40
30
200
5600.000 5640.00 5680.00 h720.00 5760.00 [MHz) 5840.00 H880.00 5920.00 5960.00 600000
Frequenc Readin Factor Level Limit |Margin
No. q y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuv/m)|(@Buv/im)| (dB)

1 5918.400 43.47 15.46 58.93 73.07 |-14.14| peak
2 5918.400 32.19 15.46 47.65 73.07 |-2542| AVG
3 * | 5969.200 43.71 15.81 59.52 68.20 | -8.68 | peak
4 5969.200 32.31 15.81 48.12 68.20 |-20.08| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Report No.: HX260904R004

Ant. Pol.: Vertical
Test Mode: 802.11ac(VHT40) Mode 5795MHz (U-NII-3)
Remark: No report for the emission which more than 10 dB below the
prescribed limit.
120.0 dBu¥/m
110 - \\
100 // \'\
=11}
80 / e, \
/ “ N
70 # A'r A Band Edge.5.86 |
° i et s ot wwwwmwmmpeak
50 ; — % N AVEG
40
30
200
5600.000 5640.00 5680.00 5720.00 5760.00 [(MHz]) 5840.00 5880.00 5920.00 5960.00 6000.00
No Frequency | Reading | Factor Level Limit |Margin Detector
' (MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)

1 5882.000 42.69 15.25 57.94 100.00 |-42.06| peak

2 5882.000 32.16 15.25 47.41 100.00 |-52.59| AVG

3 * 5918.400 43.95 15.46 59.41 73.07 |-13.66| peak

4 5918.400 32.22 15.46 47.68 73.07 |-25.39| AVG
Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd

101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Ant. Pol.: Horizontal

Test Mode: 802.11ac(VHT80) Mode 5775MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.

120.0 dBu¥/m
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40
30
200
5600.000 5640.00 5680.00 h720.00 5760.00 [MHz) 5840.00 H880.00 5920.00 5960.00 600000
Frequenc Readin Factor Level Limit |Margin
No. 9 y g g Detector

(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 5856.400 43.44 15.16 58.60 110.41 |-51.81| peak
2 5856.400 32.47 15.16 47.63 110.41 |-62.78| AVG
3 * | 5908.400 43.95 15.38 59.33 80.45 |-21.12| peak
4 5908.400 32.66 15.38 48.04 8045 |-3241| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Ant. Pol.: Vertical

Test Mode: 802.11ac(VHT80) Mode 5775MHz (U-NII-3)

Remark: No report for the emission which more than 10 dB below the
prescribed limit.

120.0 dBu¥/m
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40
30
200

5600.000 5640.00 5680.00 h720.00 5760.00 [MHz) 5840.00 H880.00 5920.00 5960.00 600000

Frequenc Readin Factor Level Limit |Margin
No. q y 9 9N betector

(MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuv/m)| (dB)

1 58569.200 43.62 15.17 58.79 109.62 |-50.83| peak
2 5859.200 32.44 15.17 47.61 109.62 |-62.01| AVG
3 * | 5915.600 43.14 15.44 58.58 7513 |-16.55| peak
4 5915.600 32.21 15.44 47.65 7513 |-27.48| AVG

Remarks:
1.Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor
2.Margin value = Level -Limit value

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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3.4. Bandwidth Test

Limit

FCC Part 15 Subpart C(15.407)/ RSS-247/ RSS-Gen

. Frequency Range
Test Item Limit (MH2)
5150~5250
26 Bandwidth N/A 5250~5350
5500~5700
6 dB Bandwidth >500kHz 5725~5850
Test Configuration
Test Procedure
Please refer to According to KDB789033 D02, for the measurement methods.
The setting of the spectrum analyser as below:
26dB Bandwidth Test
Spectrum Parameters Setting
Attenuation Auto
Span >26 dB Bandwidth
RBW Approximately 1% of the emission bandwidth
VBW VBW>RBW
Detector Peak
Trace Max Hold
Sweep Time Auto

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net
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Report No

.- HX260904R004

6dB Bandwidth Test

Spectrum Parameters Setting
Attenuation Auto
Span >6 dB Bandwidth
RBW 100 kHz
VBW VBW>=3*RBW
Detector Peak
Trace Max Hold
Sweep Time Auto
99% Occupied Bandwidth Test
Spectrum Parameters Setting
Attenuation Auto
RBW 1% to 5% of the OBW
VBW > 3RBW
Detector Peak
Trace Max Hold

Note: The EUT was set to continuously transmitting in each mode and low, Middle and high channel for the

test.

Test Mode

Please refer to the clause 2.4.

Test Results

Please see the Appendix.

Shenzhen Huaxin Information Technology Service Co., Ltd
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3.5. Output Power Test

Limit

Page 277 of 294

Report No.: HX260904R004

FCC Part 15 Subpart E (15.407)/ RSS-247

Test Item

Limit

Frequency Range(MHz)

Conducted Output Power

Fixed: 1 Watt (30dBm)

Mobile and Portable: 5150~5250

250mW (23.98dBm)

250mW (23.98dBm) 5250~5350

250mW (23.98dBm) 5500~5700
1 Watt (30dBm) 5725~5850

IC FowerdFPSD Limit

Frequency

Type of dewices

Maximum Conducted
Output Power

EIRF Output Power

Conducted Fower
Spectral Density

EIEF Fower
Spectral Density

5150MHz-5250MHz

in wehicles

30m¥ or 1.7TB + 10

logick dBm, whichewer

iz lezz (E=00% OBY in
MHz )

Other Dewices

200mY or 10 + 10 X
logick dBm, whichewver
iz less (E=99% OB in

MHz )

104dEm/MHz

SE50MHz-5350MHz

in wehicles

30m¥ or 1.76 + 10 X

logick dBm, whichewer

is less (BE=99% OB¥W in
MHz )

Z50mY or 11 + 10 X
logick dBm, whichewver

IW or 1T + 10 =1logicE

Other Dewices . . |dBm, whichewer iz le=s 11 dBm/Mhz
1 E=99% OF¥ :
is less Y rB=oaw% OBW in WHo)
MHz )}
250 or 11 + 10 X
S4TONHz-SE00MHz ML Devices  |LoEiE dBn, whichever ;; o 11171: 10 >§1°1gl“'ﬁ 11 2B /M
SE50MHz-5T25MHz iz less (B=90% OFf in|T o WHLGUEVEN 15 Less it
{E=99% OBY in MHz)
MHz )
STZSMHz-SG50MHz ALL Dewices 1% 30dBm/SO0KHz

Test Configuration

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Test Procedure

The measurement is according to section 3 of KDB 789033 D02 General UNII Test Procedures New Rules
V02r01.

Test Mode
Please refer to the clause 2.4.

Test Result

Please see the Appendix.

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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3.6. Power Spectral Density Test
Limit
FCC Part 15 Subpart E(15.407)/ RSS-247

For the 5.15~5.25GHz band:

® Outdoor AP

The peak power spectral density (PSD) shall not exceed the lesser of 17dBm/MHz.
If G1x>6dBi, then PSD =17-(G1x-6).

® [ndoor AP

The peak power spectral density (PSD) shall not exceed the lesser of 17dBm/MHz.
If Grx>6dBi, then PSD =17-(G1«-6).

® Point-to-point AP
The peak power spectral density (PSD) shall not exceed the lesser of 17dBm/MHz.
If G1x>23dBi, then PSD =17-(G1x-23).

® Client devices

The peak power spectral density (PSD) shall not exceed the lesser of 11dBm/MHz.
If Grx>6dBi, then PSD =11-(G1«-6).
For the 5.25~5.35GHz band:
The peak power spectral density (PSD) shall not exceed the lesser of 11dBm/MHz.
If Grx>6dBi, then PSD =11-(G1«-6).
For the 5.47~5.725GHz band:
The peak power spectral density (PSD) shall not exceed the lesser of 11dBm/MHz.
If Grx>6dBi, then PSD =11-(G1«-6).
For the 5.725~5.85GHz band:
® Point-to-multipoint systems (P2M)

The peak power spectral density (PSD) shall not exceed the lesser of 30dBm/500kHz.
If Grx>6dBi, then PSD =30-(G1x-6).

® Point-to-point systems (P2P)
The peak power spectral density (PSD) shall not exceed the lesser of 30dBm/500kHz.
Note: Grx: EUT Antenna gain.

IC Fower®PSD Limit

F Tvpe of dewices Maximum Conducted EIRF Cutpat P Conducted Fower EIEF Fower
requency E COutput Fower utpu oW er Spectral Density Spectral Denszity
S0m¥ or 1.76 + 10 X
. . logiock dBm, whichewer
in wehicles iz less {(B=09% OBY in
MHz )
S150MHz—SZS0MHz
200mW or 10 + 10 X
Other Devices logioB dBm, whichever 10 dBm,/MHz

is less {E=99% OBW in
MHz »

S0m¥ or 1.76 + 10 X

logiock dBm, whichewer

iz lesz (E=099% OBW in
MHz }

in wehicles

SESOMHz—5S350MHz

250mY or 11 + 10 =

logick dBm, whichewer

iz less (B=99% OBY in
MHz }

1% or 1T + 10 *1logich
dBm, whichewer iz less 11 4Em/Mhz
{E=99% OBW in MHz)

Other Devices

250mH 11 + 10 =
mer 1% or 1T + 10 *Xlogich

S4TOMHz-5S800MH = . logiock dBm, whichewer . .
AL D "
P —— ewvices iz less {B=99% OBY in dBm, whi chevex_’ iz less 11dBm/Mhz
MHz 3 {E=99% OBY in MHz)

STEZEMHz—S8S0MHz ALL Dewices 1% 304EmS00KHz

Test Configuration

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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Test Procedure

The EUT was directly connected to the Spectrum Analyzer and antenna output port as show in the block
diagram above. The measurement is according to KDB 789033 D02 General UNII Test Procedures New
Rules V02r01.
(1) The EUT was directly connected to the spectrum analyzer and antenna output port as show in the
block diagram above.
(2) Set analyzer center frequency to transmitting frequency.
(3) Set the span to encompass the entire emissions bandwidth (EBW)(alternatively, the entire 99% OBW)
of the signal.
(4) RBW=1MHz for devices operating in the bands 5.15-5.25 GHz, 5.25-5.35 GHz, and 5.47-5.725 GHz
RBW=500kHz for devices operating in the band 5.725-5.85 GHz
(5) Set the VBW to: > 3 RBW
(6) Detector: AVG
(7) Trace: Max Hold and View
(7) Sweep time: auto
(8) Trace average at least 100 traces in power averaging.
(9) User the peak marker function to determine the maximum amplitude level within the RBW. Apply
correction to the result if different RBW is used.
NOTE: The EUT was set to continuously transmitting in each mode and low, Middle and high channel for
the test.

Test Mode

Please refer to the clause 2.4.

Test Result

Please see the Appendix.

Shenzhen Huaxin Information Technology Service Co., Ltd
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3.7. Frequency Stability Measurement
Limit
Within Operation Band

Test Configuration

Temperature Chamber

Test Procedure

The EUT was directly connected to the Spectrum Analyzer and antenna output port as show in the block
diagram above.
(1) The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram above.
(2) Set analyzer center frequency to transmitting frequency.
(3) Set the span to encompass the entire emissions bandwidth (EBW) of the signal.
(4) Set the RBW to: 10MHz, VBW=10MHz with peak detector and maxhold settings.
(5) The test extreme voltage is to change the primary supply voltage from 10.8Vdc to 13.2Vdc percent of
the nominal value.

(6) Extreme temperature is -15°C~45°C
NOTE: The EUT was set to continuously transmitting in continuously un-modulation transmitting mode.

Test Mode

Please refer to the clause 2.4.

Test Result

Please see the Appendix.

Shenzhen Huaxin Information Technology Service Co., Ltd
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3.8. Dynamic Frequency Selection (DFS)

Requirement

Report No.: HX260904R004

Table 1: Applicability of DFS Requirements Prior to Use of a Channel

Operational Mode

Requirement P —— Client Without Client With Radar
Radar Detection Detection
Non-Occupancy Period Yes Not required Yes
DFS Detection Threshold Yes Not required Yes
Channel Availability Check Time Yes Not required Not required
U-NII Detection Bandwidth Yes Not required Yes

Table 2: Applicability of DFS requirements during normal operation

Requirement

Operational Mode

Master Device or Client with
Radar Detection

Client Without Radar
Detection

DFS Detection Threshold Yes Not required
C.hannel Closing Transmission Yes Yes
Time

Channel Move Time Yes Yes
U-NII Detection Bandwidth Yes Not required

Additional requirements for
devices with multiple bandwidth
modes

Master Device or Client with
Radar Detection

Client Without Radar Detection

U-NII Detection Bandwidth and
Statistical Performance Check

All BW modes must be tested

Not required

Channel Move Time and
Channel Closing Transmission
Time

Test using widest BW mode
available

Test using the widest BW mode
available for the link

All other tests

Any single BW mode

Not required

Note: Frequencies selected for statistical performance check (Section 7.8.4) should include several
frequencies within the radar detection bandwidth and frequencies near the edge of the radar detection
bandwidth. For 802.11 devices it is suggested to select frequencies in each of the bonded 20 MHz
channels and the channel center frequency.

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
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LIMIT

1. DFS Detection Thresholds
Table 3: DFS Detection Thresholds for Master Devices and Client Devices With Radar Detection

Maximum Transmit Power Value (See Notes 1, 2, and 3)

EIRP = 200 milliwatt -64 dBm

EIRP < 200 milliwatt and .62 dBm
power spectral density < 10 dBm/MHz

EIRP < 200 milliwatt that do not meet the power

spectral density requirement -64 dBm

Note 1: This is the level at the input of the receiver assuming a 0dBi receive antenna.

Note 2: Throughout these test procedures an additional 1 dB has been added to the amplitude of the test
transmission waveforms to account for variations in measurement equipment. This will ensure that
the test signal is at or above the detection threshold level to trigger a DFS response.

Note3: EIRP is based on the highest antenna gain. For devices refer to KDB Publication 662911 DO1.

2. DFS Response Requirements
Table 4. DFS Response Requirement Values

Parameter Value
Non-occupancy period Minimum 30 minutes
Channel Availability Check Time 60 seconds
Channel Move Time 10 seconds See Note 1.
200 milliseconds + an aggregate of 60 milliseconds
Channel Closing Transmission Time over remaining 10 second period. See Notes 1 and
2.

Minimum 100% of the U-NIl 99% transmission

U-NII Detection Bandwidth power bandwidth. See Note 3.

Note 1: Channel Move Time and the Channel Closing Transmission Time should be performed with
Radar Type 0. The measurement timing begins at the end of the Radar Type 0 burst.

Note 2: The Channel Closing Transmission Time is comprised of 200 milliseconds starting at the
beginning of the Channel Move Time plus any additional intermittent control signals required
facilitating a Channel move (an aggregate of 60 milliseconds) during the remainder of the 10
second period. The aggregate duration of control signals will not count quiet periods in between
transmissions.

Note 3: During the U-NII Detection Bandwidth detection test, radar type 0 should be used. For each
frequency step the minimum percentage of detection is 90 percent. Measurements are performed
with no data traffic.

RADAR TEST WAVEFORMS

This section provides the parameters for required test waveforms, minimum percentage of successful
detections, and the minimum number of trials that must be used for determining DFS conformance. Step
intervals of 0.1 microsecond for Pulse Width, 1 microsecond for PRI, 1 MHz for chirp width and 1 for the
number of pulses will be utilized for the random determination of specific test waveforms.

Shenzhen Huaxin Information Technology Service Co., Ltd
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Table 5 Short Pulse Radar Test Waveforms

Pulse Minimum Percentage| Minimum
Radar Type | Width PRI (usec) Number of Pulses of Successful Number of
(usec) Detection Trials
0 1 1428 18 See Note 1 See Note 1
Test A: 15 unique 5 X
PRI values l =]
randomly selected ke 60

from the list of 23
PRI values in Table
5a

Roundup ‘

Test B: 15 unique
1 1 PRI values 60% 30
randomly selected
within the range of
518-3066 usec,
with a minimum
increment of 1
psec, excluding
PRI values selected

in TestA
2 1-5 150-230 23-29 60% 30
3 6-10 200-500 16-18 60% 30
4 11-20 200-500 12-16 60% 30
Aggregate (Radar Types 1-4) 80% 120

Note 1: Short Pulse Radar Type 0 should be used for the detection bandwidth test, channel move time,
and channel closing time tests.

A minimum of 30 unique waveforms are required for each of the Short Pulse Radar Types 2 through 4. If
more than 30 waveforms are used for Short Pulse Radar Types 2 through 4, then each additional waveform
must also be unique and not repeated from the previous waveforms. If more than 30 waveforms are used
for Short Pulse Radar Type 1, then each additional waveform is generated with Test B and must also be
unique and not repeated from the previous waveforms in Tests A or B.

For example if in Short Pulse Radar Type 1 Test B a PRI of 3066 usec is selected, the number of pulses
(1 ] ‘f 19-10°
1360/ | 3066

} = Round up {17.2} = 18.

Table 5a - Pulse Repetition Intervals Values for Test A

would be Round up

Pulse Repetition Frequency Pulse Repetition Frequency Pulse Repetition Interval
Number (Pulses Per Second) (Microseconds)
1 1930.5 518
2 1858.7 538
3 1792.1 558
4 1730.1 578
5 1672.2 598
6 1618.1 618
7 1567.4 638
8 1519.8 658
9 1474.9 678
10 1432.7 698
11 1392.8 718
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N
12 1355 738
13 1319.3 758
14 1285.3 778
15 1253.1 798
16 1222.5 818
17 1193.3 838
18 1165.6 858
19 1139 878
20 1113.6 898
21 1089.3 918
22 1066.1 938
23 326.2 3066
Table 6 — Long Pulse Radar Test Waveform
. . . Number of ST Minimum
Radar |Pulse Width | Chirp Width R fEss) | PulEes e Number of | Percentage of Number of
Type (Hsec) (MHz) Burst Bursts Successful =L
Detection
5 50-100 5-20 1000-2000 1-3 8-20 80% 30

The parameters for this waveforms are randomly chosen. Thirty unique waveforms are required for the
Long Pulse Radar Type waveforms. If more than 30 waveforms are used for the Long Pulse Radar Type
wave forms, then each additional waveform must also be unique and not repeated from the previous

waveforms.
Table 7 — Frequency Hopping Radar Test Waveform
_ Hopping Minimum -

Radar | pylse Width Pulses per | Hopping | Sequence | Percentage of | mmum
T PRI (usec) Number of

ype (usec) Hop Rate (kHz) Length Successful Trials

(msec) Detection
6 1 333 9 0.333 300 70% 30

For the Frequency Hopping Radar Type, the same Burst parameters are used for each wave form. The

hopping sequence is different for each wave form and a 100-length segment is selected from the hopping
sequence defined by the following algorithm:
The first frequency in a hopping sequence is selected randomly from the group of 475 integer frequencies
from 5250-5724MHz.Next,the frequency that was just chosen is removed from the group and a frequency
is randomly selected from the remaining 474 frequencies in the group. This process continues until all 475
frequencies are chosen for the set. For selection of a random frequency, the frequencies remaining within
the group are always treated as equally likely.

Calibration of Radar Waveform

Radar Waveform Calibration Procedure

1) A50 ohm load is connected in place of the spectrum analyzer, and the spectrum analyzer is

connected to place of the master

2) The interference Radar Detection Threshold Level is -62dBm= -62dBm that had been taken into
account the output power range and antenna gain.

3) The following equipment setup was used to calibrate the conducted radar waveform. A vector signal
generator was utilized to establish the test signal level for radar type 0. During this process there
were no transmissions by either the master or client device. The spectrum analyzer was switched to
the zero spans (time domain) at the frequency of the radar waveform generator. Peak detection was
used. The spectrum analyzer resolution bandwidth (RBW) and video bandwidth (VBW) were set to 3

MHz. The spectrum analyzer had offset -1.0dB to compensate RF cable loss 1.0dB.
4) The vector signal generator amplitude was set so that the power level measured at the spectrum
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analyzer was - -62dBm = -62dBm. Capture the spectrum analyzer plots on short pulse radar
waveform.

Conducted Calibration Setup

Radar Test O
Signal Generator 4-Way -——[—r—-o Master
Splitter!
i ®) Combiner O

—l—-O Spectrum

2-Way 2-Way Analyzer

Spiitter/ Spiitter/ (with 10 dB internal

Combiner Combiner Attenuation)

O 10
uuT __
(Cheﬂt} 50 ohm Load
Test Configuration
Setup for Client with injection at the Master
Radar Test O
Signal Generator Master
Output E
Q
Lw 2-Way 2-Way
Splitter/ Splitter/
4|WI_ Combiner Combiner

O O  Spectrum
uut Analyzer
(Client) (with 10 dB internal
Attenuation)
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Radar Waveform Calibration Result

Reference DFS test signal

Radar Calibration
— Trace
— Ref Level
= 4
802.11 =
ac80 E
5290MHz E
—54-dBm
-100
Time (ms)
Radar Calibration
— Trace
= Ref Level
= 4
802.11ac8 5
0 E
5530MHz =
—54-dBm
Time (ms)

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China
Tel.: +86-755-21018313 Http: //www.tecovo.net




/
z Page 288 of 294 Report No.: HX260904R004

Radar Calibration

— Trace
— Ref Level

802.11ac8
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5610MHz
(EN
301893)
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.
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Test Procedure

1. The radar pulse generator is setup to provide a pulse at frequency that the master and client are
operating. A type O radar pulse with a 1us pulse width and a 1428us PRI is used for the testing.

2. The vector signal generator is adjusted to provide the radar burst (18 pulses) at the level of
approximately -61dBm at the antenna port of the master device

3. Atrigger is provided from the pulse generator to the DFS monitoring system in order to capture the
traffic and the occurrence of the radar pulse.

4. EUT will associate with the master at channel. The file “iperf.exe” specified by the FCC is streamed
from the PC 2 through the master and the client device to the PC 1 and played in full motion video
using Media Player Classic Ver. 6.4.8.6 in order to properly load the network for the entire period of
the test.

5. When radar burst with a level equal to the DFS Detection Threshold +1dB is generated on the
operating channel of the U-NII device. At time TO the radar waveform generator sends a burst of
pulse of the radar waveform at Detection Threshold +1dB.

6. Observe the transmissions of the EUT at the end of the radar Burst on the Operating Channel
Measure and record the transmissions from the UUT during the observation time (Channel Move
Time). One 15 seconds plot is reported for the Short Pulse Radar Type 0. The plot for the Short
Pulse Radar Types start at the end of the radar burst. The Channel Move Time will be calculated
based on the zoom in 600ms plot of the Short Pulse Radar Type

7. Measurement of the aggregate duration of the Channel Closed Transmission Time method. With the
spectrum analyzer set to zero span tuned to the center frequency of the EUT operating channel at the
radar simulated frequency, peak detection, and max hold, the dwell time per bin is given by: Dwell
(0.3ms) =S (12000ms) / B (4000); where Dwell is the dwell time per spectrum analyzer sampling bin,
S is sweep time and B is the number of spectrum analyzer sampling bins. An upper bound of the
aggregate duration of the intermittent control signals of Channel Closing Transmission Time is
calculated by: C (ms)= N X Dwell (0.3ms); where C is the Closing Time, N is the number of spectrum
analyzer sampling bins (intermittent control signals) showing a U-NII transmission and Dwell is the
dwell time per bin.

8. Measurement the EUT for more than 30 minutes following the channel move time to verify that no
transmission or beacons occur on this channel.

Test Mode

Please refer to the clause 2.4.
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BW/Channel Test Item Test Result Limit Result
Channel Move Time 0.9293s <10s Pass
802.11 ac80 Channel Closing Transmission
5200MHz Time 0.1108s <200+60ms Pass
Non-Occupancy Period See test graph >=1800s Pass
Channel Move Time 0.7945s <10s Pass
802.11 ac80 i issi
Channel Closmg Transmission 0.04965 < 200+60ms Pass
5530MHz Time
Non-Occupancy Period See test graph >=1800s Pass
Channel Move Time 0.883s <10s Pass
802.11 ac80 ' issi
Channel Closmg Transmission 0.0884s <1s Pass
5610MHz Time
Non-Occupancy Period See test graph >=1800s Pass

According to the RSS-247 standard, the 5610 MHz was tested in accordance with the EN 301893 standard.
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Channel Move Time & Channel Closing Transmission Time
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Channel Shutdown
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According to the RSS-247 standard, the 5610 MHz was tested in accordance with the EN 301893 standard.

Shenzhen Huaxin Information Technology Service Co., Ltd
101, R & D Building, No.3 guansheng 4th Road, Luhu Community, Guanhu Street, Longhua District, Shenzhen, Guangdong, China

Tel.: +86-755-21018313

Http: //www.tecovo.net




/
a Page 294 of 294 Report No.: HX260904R004

3.9. Antenna requirement

Requirement

FCC CFR Title 47 Part 15 Subpart C Section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of antenna
that uses a unique coupling to the intentional radiator, the manufacturer may design the unit so that a
broken antenna can be replaced by the user, but the use of a standard antenna jack or electrical connector
is prohibited.

FCC CFR Title 47 Part 15 Subpart C Section 15.247(c) (1)(i):

(i) Systems operating in the 2400~2483.5 MHz band that is used exclusively for fixed. Point-to-point
operations may employ transmitting antennas with directional gain greater than 6dBi provided the maximum
conducted output power of the intentional radiator is reduced by 1 dB for every 3 dB that the directional gain
of the antenna exceeds 6dBi.

According to RSS-GEN Issue 5, section 6.8, The applicant for equipment certification shall provide a list of
all antenna types that may be used with the transmitter, where applicable (i.e. for transmitters with
detachable antenna), indicating the maximum permissible antenna gain (in dBi) and the required
impedance for each antenna. The test report shall demonstrate the compliance of the transmitter with the
limit for maximum equivalent isotopically radiated power (e.i.r.p.) specified in the applicable RSS, when the
transmitter is equipped with any antenna type, selected from this list.

For expediting the testing, measurements may be performed using only the antenna with highest gain of
each combination of transmitter and antenna type, with the transmitter output power set at the maximum
level. However, the transmitter shall comply with the applicable requirements under all operational
conditions and when in combination with any type of antenna from the list provided in the test report (and in
the notice to be included in the user manual, provided below).

When measurements at the antenna port are used to determine the RF output power, the effective gain of
the device's antenna shall be stated, based on a measurement or on data from the antenna'’s manufacturer.
The test report shall state the RF power, output power setting and spurious emission measurements with
each antenna type that is used with the transmitter being tested.

Test Result

The directional gain of the antenna less than 6dBi, please refer to the EUT internal photographs antenna
photo.

**********************T H E E N D**********************
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