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FCC RF Exposure
EUTDescription: RC Cars
Model No.:Rofun Baha 10B
Series Model: Rofun Baha 5B, Rofun LT, Rofun ELT, Rofun XLT,Rofun EXLT,Rofun BLT,

Rofun EBLT, Rofun RF5,Rofun ERF5,Rofun F5,Rofun EF5, Rofun A5,
Rofun EA5,Rofun 5SC,Rofun 5T,Rofun T5,Rofun 5S, Rofun Q-Baha,
Rofun E-Baha, Rofun EQ6, Rofun D5,Rofun ED5,Rofun V5, Rofun EV5,
Rofun ES5,Rofun WLT,YK4107,YK4082,YK4083,YK4061,YK9071,8081,
8082,8083,8084,8085,8086,8087,8088,8089,7071,7072,7073,7074,7075,
7076,7077,7078,7079

FCC ID: 2BX7O-ROFUNBAHA10B
Equipment type: portable device

According to KDB 447498 D01 General RF Exposure Guidance v06 and part 2.1093, Unlessspecifically
required by the published RF exposure KDB procedures, standalone 1-g head or body and 10-g extremity
SAR evaluation for general population exposure conditions, by measurement or numenical simulation, is
not required when the corresponding SAR Test Exclusion Threshold condition(s), listed below, is (are)
satisfied.
For 100 MHz to 6 GHz and test separation distances < 50 mm, the 1-g and 10-g SAR test exclusion
thresholds are determined by the following:
f(GHz) is the RF channel transmit frequency in GHz. The result is rounded to one decimal place for
comparison
[(max. power of channel, including tune-up tolerance, mW)/ (min test separation
Distance,mm)][sqrt(f(GHz))]< 3.0 for 1-g SAR, and s 7.5 for 10-g extremity SAR, where
Power and distance are rounded to the nearest mW and mm before calculation

Limits for Maximum Permissible Exposure (MPE)

EIRP=EMeas+20log(dmeas)-104.7

EIRP is the equivalent isotropically radiated power,

EMeas in dBmis the field strength of the emission at the measurement distance, in dB u

V/m
dMeas is the measurement distance, in m

Field
strength(dBuV/m)

EIRP(dBm)
Max

tune-up(mW)
Frequency(MHz)

Min.
distance(mm)

Calc.
thresholds

limit

76.86 -18.37 0.0146 2402 5.00 0.0045 3.0000

77.72 -17.51 0.0177 2440 5.00 0.0055 3.0000

76.64 -18.59 0.0138 2480 5.00 0.044 3.0000

Conclusion: No SAR is required


