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1. STANDARD AND APPLICABLE TEST METHODS
The tests were performed according to following standards:
47 CFR Part 15.249: Operation within the bands 902-928 MHz, 2400-2483.5 MHz, 5725-5875 MHZ, and

24.0-24.25 GHz
ANSI C63.10-2020: American National Standard of Procedures for Compliance Testing of Unlicensed

Wireless Devices.

2. REPORT VERSION

Version No. Issue date Description

00 August 13, 2026 Original
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3. TEST DESCRIPTION

No. Test ltem Standard Requirement Result
1 20dB Occupied Bandwidth 47 CFR 15.215(c) Pass
: 47 CFR 15.249(a)
2 Field strength of fundamental 47 CFR 15.249(b)(1) Pass
3 Band edge emissions (Radiated) 47 CFR 15.249(d) Pass
. . 47 CFR 15.249(a)
4 I1E£;nl|_iszs)|ons in frequency bands (below 47 CFR 15.249(d) Pass
47 CFR 15.249(e)
o : 47 CFR 15.249(a)
5 I1E(r;n||_|szs)|ons in frequency bands (above 47 CFR 15.249(d) Pass
47 CFR 15.249(e)
Note:

—  The measurement uncertainty is not included in the test result.

Page 4 of 37




@ BANGCE

CERTIFICATION INSPECTION SERVICE

Report No.: CISRR26072252301

4. SUMMARY

4.1. Product Description *

Main unit information:

Product Name: Toy Drone
Trade mark: -
Model No.: RX122

Listed Model(s):

RX189,RX191,RX192,RX193,RX195,RX196,RX197,RX198,RX199,5187,
S198,AE51,G500

Model difference:

The series model is the same product,with only different model names

Power supply:

DC 4.5V (3* AAA size battery)

Hardware version:

Software version:

4.2. Radio Specification Description *

Modulation type: GFSK
Operation frequency: 2449-2480
Channel number: 3

Channel separation: 2

Antenna type:

Wire Antenna

Antenna gain:

0dBi

Note:

1) *: As the above information is provided by the applicant, all relevant results and conclusions of this report
are based solely on such information. Bangce lab shall not be liable for the authenticity, integrity, and
resulting outcomes of the information, and/or the validity of the conclusions herein.

4.3. Modification of EUT

No modifications are made to the EUT during all test items.

4.4. Deviation from standards

None

4.5. Testing Site

Laboratory Name

Shenzhen Bangce Testing Technology Co., Ltd.

Laboratory Location

101, building 10, Yunli Intelligent Park, Shutianpu community, Matian
Street, Guangming District, Shenzhen, Guangdong, China

Contact information

Tel: 86-755-2319 6848, email: service@cis-cn.net
Website: http://www.cis-cn.net/

FCC registration number

736346
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5. TEST CONFIGURATION

5.1. Test frequency list

Lowest Channel (LCH) Middle Channel (MCH) Highest Channel (HCH)
(MHz) (MHz) (MHz)
2449 2464 2480
5.2. Descriptions of test mode
No Test mode Description
Mode1 TX mode Keep the EUT in continuously transmitting mode
Mode2 Link mode Keep the EUT in normal link mode

5.3. Test sample information

Type

Sample No.

Engineer sample

CISR260722523-S01

Normal sample

CISR260722523-S02

5.4. Environmental conditions

Type

Requirement

Temperature:

15~35°C

Relative Humidity:

25~75%

Air Pressure:

860~1060mbar

5.5. Statement of the measurement uncertainty

No. Test ltems Measurement Uncertainty
1 Bandwidth 0.19%
2 Radiated Spurious Emission (Above 1GHz) 4.60dB
3 Radiated Spurious Emission (9kHz ~ 30MHz) 3.28dB
4 Radiated Spurious Emission (30MHz ~ 1000MHz) 4.46dB

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level

using a coverage factor of k=1.96.
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5.6. Equipment Used during the Test
Occupied Bandwidth
Item Equipment name Manufacturer Model Serial No. Calébarg[ ion Due date
1| Spectrum analyzer | ROMPESSCHWA | egv 40N | cis-EE076 | 2026-01-06 | 2027-01-05
2 Notch Filter WCs SMU- CIS-EE093 | 2026-01-06 | 2027-01-05
Assembly 1003
3 Vector Signal Agilent N5182A | CIS-RE012 | 2026-01-06 | 2027-01-05
Generator
4 Analog Signal Agilent N5181A | CIS-RE013 | 2026-01-06 | 2027-01-05
Generator
WCN-
5 Test software WCS Regulator CIS-EE103 / /
y
Field strength of fundamental
Band edge emissions (Radiated)
Emissions in frequency bands (below 1GHz)
Emissions in frequency bands (above 1GHz)
ltem Equipment name Manufacturer Model Serial No. Calébartaetlon Due date
1 9*6*6 Chamber SKET om gm 6| CIs-EE011 | 2024-09-02 | 2027-09-01
2 | EMI Test Receiver ROHDEs‘ZSCHWA ESCI CIS-EE016 | 2026-01-06 | 2027-01-05
3 | Broadband Antenna | SCHWARZBECK \9’)%3',3 CIS-EE018 | 2026-01-06 | 2029-01-05
Double Ridged BBHA
4 | Broadband Hom | SCHWARZBECK | oof | CISEEO19 | 2026-01-06 | 2029-01-05
Antennas
5 Preamplifier Tonscend TAPf(;<3G CIS-EE021 | 2026-01-06 | 2027-01-05
6 Preamplifier Tonscend TA8F(’)%10°1 CIS-EE022 | 2026-01-06 | 2027-01-05
7 Preamplifier WCs 2;’2‘;‘_‘;2{ CIS-EE081 | 2026-01-06 | 2027-01-05
8 RF Cable Tonscend ] CIS-EE024 | 2026-01-06 | 2027-01-05
9 RF Cable Tonscend ] CIS-EE025 | 2026-01-06 | 2027-01-05
10 Test software FARAD EZhEEMC CIS-EE097 / /
11| Thermohygrometer DeLi 8866 CIS-EE067 | 2026-01-06 | 2027-01-05
FMZB
12 Loop Antenna | SCHWARZBECK | 1513-60 | CIS-EE060 | 2026-01-06 | 2029-01-05
B
13 | BroadbandHomn | oo wyapspEck | BBHA | cisiEE020 | 2025-01-09 | 2028-01-08
Antenna 9170
14 Preamplifier Tonscend T‘})F(’)Lsgo“ CIS-EE023 | 2026-01-06 | 2027-01-05
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15

1GHz Highpass

COM-MW

ZHPF6-

M1000-

18000-
3910

CIS-EEA043

2026-01-06

2027-01-05

16

3GHz Highpass

COM-MW

ZHPF6-

M3000-

18000-
5254

CIS-EEA044

2026-01-06

2027-01-05

17

6GHz Highpass

COM-MW

ZHPF6-

M6500-

18000-
547

CIS-EEA045

2026-01-06

2027-01-05

18

Notch Filter
Assembly

Tonscend

06-F

TS@JS08

CIS-EE026

2026-01-06

2027-01-05

19

Spectrum analyzer

Agilent

N9020A

CIS-RE001

2026-01-06

2027-01-05
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6. TEST RESULTS

6.1. Radio Spectrum Matter Test Results (RF)
6.1.1. 20dB Occupied Bandwidth

Test Requirement:

47 CFR 15.215(c)

Test Limit:

Refer to 47 CFR 15.215(c), intentional radiators operating under the alternative
provisions to the general emission limits, as contained in §§ 15.217 through 15.257
and in subpart E of this part, must be designed to ensure that the 20 dB bandwidth
of the emission, or whatever bandwidth may otherwise be specified in the specific
rule section under which the equipment operates, is contained within the frequency
band designated in the rule section under which the equipment is operated.

Test Method:

ANSI| C63.10-2020, section 6.9.2

Procedure:

a) The spectrum analyzer center frequency is set to the nominal EUT channel
center frequency. The span range for the EMI receiver or spectrum analyzer shall
be between two times and five times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of
the OBW and video bandwidth (VBW) shall be approximately three times RBW,
unless otherwise specified by the applicable requirement.

c) Set the reference level of the instrument as required, keeping the signal from
exceeding the maximum input mixer level for linear operation. In general, the peak
of the spectral envelope shall be more than [10 log (OBW/RBW)] below the
reference level. Specific guidance is given in 4.1.5.2.

d) Steps a) through c¢) might require iteration to adjust within the specified
tolerances.

e) The dynamic range of the instrument at the selected RBW shall be more than 10
dB below the target “—xx dB down” requirement; that is, if the requirement calls for
measuring the —20 dB OBW, the instrument noise floor at the selected RBW shall
be at least 30 dB below the

reference value.

f) Set detection mode to peak and trace mode to max hold.

g) Determine the reference value: Set the EUT to transmit an unmodulated carrier
or modulated signal, as applicable. Allow the trace to stabilize. Set the spectrum
analyzer marker to the highest level of the displayed trace (this is the reference
value).

h) Determine the “~xx dB down amplitude” using [(reference value) — xx].
Alternatively, this calculation may be made by using the marker-delta function of the
instrument.

i) If the reference value is determined by an unmodulated carrier, then turn the EUT
modulation ON, and either clear the existing trace or start a new trace on the
spectrum analyzer and allow the new trace to stabilize. Otherwise, the trace from
step g) shall be used for step j).

j) Place two markers, one at the lowest frequency and the other at the highest
frequency of the envelope of the spectral display, such that each marker is at or
slightly below the “-xx dB down amplitude” determined in step h). If a marker is
below this “—xx dB down amplitude” value, then it shall be as close as possible to
this value. The occupied bandwidth is the frequency difference between the two
markers. Alternatively, set a marker at the lowest frequency of the envelope of the
spectral display, such that the marker is at or slightly below the “-xx dB down
amplitude” determined in step h). Reset the marker-delta function and move the
marker to the other side of the emission until the delta marker amplitude is at the
same level as the reference marker amplitude. The marker-delta frequency reading
at this point is the specified emission bandwidth.

k) The occupied bandwidth shall be reported by providing plot(s) of the measuring
instrument display; the plot axes and the scale units per division shall be clearly
labeled. Tabular data may be reported in addition to the plot(s).

6.1.1.1. E.U.T. Operation

Operating Environment:

Temperature: 224

°C Humidity: 56.1 % Atmospheric Pressure: 102.8 kPa
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Pre test mode:

Mode1

Final test mode:

Mode1

6.1.1.2. Test Setup Diagram

6.1.1.3. Test Result
Pass

6.1.1.4. Test Data

Test Frequency(MHz)

20dB Bandwidth(MHz)

2449

2.295

2464

2.284

2480

2.303

20dB Bandwidth

—
B Keysight Spectrum Analyze - Occupied BW
" %50 A

x dB -20.00 dB

ICenter 2.449 GHz
#Res BW 100 kHz

Transmit Freq Error
x dB Bandwidth

NALIGN OFF

[06:29:01 pitAug 07, 2026

50 Trig: Free Run
" #Atten: 10 dB

#FGain:Low

Occupied Bandwidth
2.0800 MHz

-25.293 kHz
2.295 MHz

H:
Avg|Hold:>10/10

#VBW 300 kHz

Total Power

% of OBW Power
x dB

Radio Std: None

Radio Device: BTS

2.32dBm

99.00 %

-20.00 dB

[
Meas Setup

oy

] &

B v
) SENSE:I! ALIGN OFF
Center Freq: 2.46400000(

06:30:23 P Aug 07, 2026

( R [s0a_ac |
0 GH: Radio Std: N
Center Fieg:2:464000000 GHz s Trig: Free Run Avg|N:Id:>1DI10 oo e

#FGainiLow ©_#Atten: 10 dB Radio Device: BTS

Ref 30.00 dBm

HRes BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power 2.01 dBm

2.0734 MHz
-33.695 kHz
2.284 MHz

99.00 %
-20.00 dB

% of OBW Power
xdB

Transmit Freq Error
x dB Bandwidth

usc Tgstatus|

2449MHz

2464MHz
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-
B Keysight Spectrum Anaiyzr - Occupied BW I
g E oo A

T T NALIGN OFF [06:33:08 PMAug 07,2026
x dB -20.00 dB 80000000 GHz Radio Std: None Meas Setup
G Trig: Free Run AvglHold:>10/10
#Atten: 10 dB Radio Device: BTS

% of OBW Power |

99.00 %,

- ) ) i i i i Span 3 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1ms Power Ref
Total Pow
Occupied Bandwidth Total Power 2.07 dBm

2.0920 MHz

xdB
Transmit Freq Error -15.808 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.303 MHz x dB -20.00 dB

sc gstatus

2480MHz
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6.1.2. Field strength of fundamental

Test Requirement:

Except as provided in paragraph (b)of this section, the field strength of emissions
from intentional radiators operated within these frequency bands shall comply with

the following:

Fundamental frequency

Field strength of
fundamental
(millivolts/meter)

Field strength of
harmonics
(microvolts/meter)

902-928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

The field strength of emissions in this band shall not exceed 2500 millivolts/meter.

Test Method:

ANSI C63.10-2020 section 6.6

Procedure:

ANSI C63.10-2020 section 6.6

6.1.2.1. E.U.T. Operation

Operating Environment:

Temperature: 23.4°C Humidity: 56.2 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.1.2.2. Test Setup Diagram

6.1.2.3. Test Result

Pass

Semi Anechoic Chamber

o360°

1.5m

T -

ALAAALAAML

Antenna Mount

pE,

| Cabinet |

—| Receiver

Position
Controller

Preamplifier

=

Above 1GHz Smmm =
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6.1.2.4. Test Data

Mode1 / Polarization: Horizontal / CH: L

120 dBu¥/m

110

100

90

80

70

60

50 .

40 - i o e peak

30 . s s i s S P SN Lt s M-u“, +.. e ? i s s b e AN

20

10

0

-10

-20

2400.000 (MHz) 2483.500

| BEP | w | B | e [ e | | ot
1 2449.0000 98.56 -17.21 81.35 114.00 32.65 peak
2" 2449.0000 96.02 -17.21 78.81 94.00 15.19 AVG
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Mode1 / Polarization: Vertical / CH: L

120 dBuV/m

110
100
90
80
70
60
50
40
30
20
10
0

-10

-20
2400.000 (MHz) 2483.500

peak
--{AYG

Frequency Reading Factor Level Limit Margin
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)

1 2448.0000 105.67 -17.21 88.46 114.00 25.54 peak
g 2449.0000 104.99 -17.21 87.78 94.00 6.22 AVG

No. Detector
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Mode1 / Polarization: Horizontal / CH: M

120 dBuV/m

110
100
90
80
70
60
50
40
30
20
10
0

-10

-20
2400.000 (MHz) 2483.500

Frequency Reading Factor Level Limit Margin
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)

1 2464.0000 100.70 -17.13 83.57 114.00 30.43 peak
g 2464.0000 100.46 -17.13 83.33 94.00 10.67 AVG

No. Detector
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Mode1 / Polarization: Vertical / CH: M

120 dBuV/m

110
100
90
80
70
60
50
40 ! !
20 . ol ¥ - peak
20 B

10
0

-10

-20
2400.000 (MHz) 2483.500

I b —————————ir——i—— A — TET—— Y .

Frequency Reading Factor Level Limit Margin
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)

1 2464.0000 104.29 -17.13 87.16 114.00 26.84 peak
g 2464.0000 104.01 -17.13 86.88 94.00 712 AVG

No. Detector

Page 17 of 37




@ BANGCE

CERTIFICATION INSPECTION SERVICE Report NO.: ClSRR26072252301

Mode1 / Polarization: Horizontal / CH: H

120 dBuV/m

110

100

90

80 A

70

0 I\

50 [ )

4l W \,\Peﬂk

W e e e i N

20

10

]

-10

-20

2400.000 [MHz) 2483.500

o, | P | Pei | B | o | b | oA | ostecor
1 2480.0000 98.60 -17.04 81.56 114.00 32.44 peak
2" 2480.0000 97.91 -17.04 80.87 94.00 13.13 AVG

Page 18 of 37




@ BANGCE

CERTIFICATION INSPECTION SERVICE Report NO.: ClSRR26072252301

Mode1 / Polarization: Vertical / CH: H

120 dBuV/m

110
100
90
80
70
60
50
40
30
20
10
0

-10

-20
2400.000 (MHz) 2483.500

Frequency Reading Factor Level Limit Margin
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)

1 2480.0000 104.84 -17.04 87.80 114.00 26.20 peak
g 2480.0000 104.13 -17.04 87.09 94.00 6.91 AVG

No. Detector
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6.1.3. Band edge emissions (Radiated)

Test Requirement:

Emissions radiated outside of the specified frequency bands, except for harmonics,
shall be attenuated by at least 50 dB below the level of the fundamental or to the
general radiated emission limits in § 15.209, whichever is the lesser attenuation.

Emissions radiated outside of the specified frequency bands, except for harmonics,
shall be attenuated by at least 50 dB below the level of the fundamental or to the
general radiated emission limits in § 15.209, whichever is the lesser attenuation.

Frequency (MHz) Field strength Measurement
(microvolts/meter) distance
(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 ** 3
Test Limit: 88-216 150 ™ 3
216-960 200 ** 3
Above 960 500 3
** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation within
these frequency bands is permitted under other sections of this part, e.g., §§
15.231 and 15.241.
In the emission table above, the tighter limit applies at the band edges.
The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90 kHz,
110—490 kHz and above 1000 MHz. Radiated emission limits in these three bands
are based on measurements employing an average detector.
Test Method: ANSI C63.10-2020 section 6.6.4
Procedure: ANSI C63.10-2020 section 6.6.4

6.1.3.1. E.U.T. Operation

Operating Environment:

Temperature: 22.2°C Humidity: 56.7 % Atmospheric Pressure: 102.2 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.1.3.2. Test Setup Diagram

6.1.3.3. Test Result
Pass

| Cabinet |

Semi Anechoic Chamber Antenna Mount

o

Receiver

Position
Controller

1.5m

TTHTIT

-

-

Preamplifier

—

=

Above 1GHz fem=ss —
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6.1.3.4. Test Data

Mode1 / Polarization: Horizontal / CH: L

110 dBu¥/m

100

90

80

70

60

50

40 peak

30 AVG

20

10

2300.000 [MHZz) 2455.000
Frequency Reading Factor Level Limit Margin

L (MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) Detector
1 2310.0000 52.26 -15.85 36.71 74.00 37.29 peak
2 2310.0000 42.40 -15.55 26.85 54.00 2715 AVG
3" 2324.0095 43.24 -15.64 27.60 54.00 26.40 AVG
4 2369.5330 52.89 -15.79 37.10 74.00 36.90 peak
5 2400.0000 51.08 -15.79 35.29 74.00 38.71 peak
6 2400.0000 41.50 -15.79 25.71 54.00 28.29 AVG

Page 22 of 37



@ BANGCE

CERTIFICATION INSPECTION SERVICE Report NO.: ClSRR26072252301

Mode1 / Polarization: Vertical / CH: L

110 dBuV/m

100
90
80

70
60

50

AN peak
40

20
10
2300.000 [MHz] 2455.000
o, | P | hets | op | ol | | [ e
1 2310.0000 51.34 -15.55 35.79 74.00 38.21 peak
2 2310.0000 41.50 -15.55 25.95 54.00 28.05 AVG
3 2355.0560 53.34 -15.79 37.55 74.00 36.45 peak
4 2362.9300 43.26 -15.79 27.47 54.00 26.53 AVG
5 2400.0000 51.56 -15.79 35.77 74.00 38.23 peak
6 2400.0000 42.36 -15.79 26.57 54.00 27.43 AVG
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Mode1 / Polarization: Horizontal / CH: M

110 dBuV¥/m
100
90
80
70
60
50
40 .
P # N s, eak
10 o ..z!-a-,-'e'-\,u‘u'-.&m,t F PR TR, " . -
SR AN U, WG
20
10
2475.000 [MHz) 2500.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 2483.5000 62.92 -16.25 46.67 74.00 27.33 peak
2 2483.5000 49.74 -16.25 33.49 54.00 20.51 AVG
3 2483.7874 63.72 -16.24 47.48 74.00 26.52 peak
4 " 2484.4875 53.34 -16.25 37.09 54.00 16.91 AVG
5 2500.0000 50.58 -16.29 34.29 74.00 39.71 peak
6 2500.0000 43.20 -16.29 26.91 54.00 27.09 AVG
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Mode1 / Polarization: Vertical / CH: M

110 dBuV¥/m
100
90
80
70
60
50 M J
o
P J - .
: Biihaad, " Aol eak
30 A A A el A e AV G
20
10
2475.000 [MHz) 2500.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 2483.5000 65.92 -16.25 49.67 74.00 24.33 peak
2 2483.5000 54.74 -16.25 38.49 54.00 15.51 AVG
3 2484.1550 66.58 -16.25 50.33 74.00 23.67 peak
4 " 2485.2024 56.25 -16.25 40.00 54.00 14.00 AVG
5 2500.0000 52.08 -16.29 35.79 74.00 38.21 peak
6 2500.0000 44,70 -16.29 28.41 54.00 25.59 AVG

Page 25 of 37




@ BANGCE

CERTIFICATION INSPECTION SERVICE

Report No.:
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6.1.4. Emissions in frequency bands (below 1GHz)

Test Requirement:

47 CFR 15.249(a)
47 CFR 15.249(d)
47 CFR 15.249(e)

Test Limit:

Except as provided in paragraph (b)of this section, the field strength of emissions
from intentional radiators operated within these frequency bands shall comply with

the following:

Fundamental frequency

Field strength of
fundamental
(millivolts/meter)

Field strength of
harmonics
(microvolts/meter)

902-928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

Emissions radiated outside of the specified frequency bands, except for harmonics,
shall be attenuated by at least 50 dB below the level of the fundamental or to the
general radiated emission limits in § 15.209, whichever is the lesser attenuation.

Frequency (MHz)

Field strength
(microvolts/meter)

Measurement
distance
(meters)

0.009-0.490

2400/F (kHz)

300

0.490-1.705

24000/F (kHz)

30

1.705-30.0

30

30

30-88

100 **

3

88-216

150 **

3

216-960

200 **

3

Above 960

500

3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation within
these frequency bands is permitted under other sections of this part, e.g., §§
15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90 kHz,
110-490 kHz and above 1000 MHz. Radiated emission limits in these three bands
are based on measurements employing an average detector.

As shown in § 15.35(b), for frequencies above 1000 MHz, the field strength limits in
paragraphs (a)and (b)of this section are based on average limits. However, the
peak field strength of any emission shall not exceed the maximum permitted
average limits specified above by more than 20 dB under any condition of
modulation. For point-to-point operation under paragraph (b)of this section, the
peak field strength shall not exceed 2500 millivolts/meter at 3 meters along the
antenna azimuth.

Test Method:

ANSI C63.10-2020 section 6.5

Procedure:

ANSI C63.10-2020 section 6.5

6.1.4.1. E.U.T. Operation

Operating Environment:
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CERTIFICATION INSPECTION SERVICE

Report No.: CISRR26072252301

Temperature:

23.2°C

Humidity:

56.4 %

Atmospheric Pressure:

102.2 kPa

Pre test mode:

Mode1, Mode2

Final test mode:

All of the listed pre-test mode were tested, only the data of the worst mode
(Mode2) is recorded in the report

6.1.4.2. Test Setup Diagram

Cabinet ’

Position
Controller

.| Preamplifier

||}-

=

Below 1 GHz and above 30 MHz

6.1.4.3. Test Result

Pass
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6.1.4.4. Test Data

Mode2 / Polarization: Horizontal

100 dBu¥/m

30

80

70

60

50

40

30

20

10

0

-10

-20

30.000 50 0 100 [MHz) 300 400 600 1000.000

v | e | e | mEm | o | | e | e
1 43.8120 44.70 -28.86 15.84 40.00 24.16 QP
2 103.4419 44 81 -30.36 14.45 43.50 29.05 QP
3 204.9550 44.27 -30.25 14.02 43.50 29.48 QP
4 336.0350 46.96 -26.33 20.63 46.00 25.37 QP
5 656.5300 50.27 -19.96 30.31 46.00 15.69 QP
6 " 721.7258 50.49 -19.02 31.47 46.00 14.53 QP
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Mode2 / Polarization: Vertical

100 dBuV¥/m

90

80

70

60

50

40

30

20

10

0

-10

-20

30.000 50 70 100 [MHz) 300 400 600 1000.000

| PREPE | R | R | ER | g | o | ek
1 55.2207 45.11 -29.29 15.82 40.00 2418 QP
2 85.8983 44.23 -33.41 10.82 40.00 29.18 QP
3 193.7727 44 .52 -30.73 13.79 43.50 29.71 QP
4 463.9696 43.86 -23.83 20.03 46.00 25.97 QP
5 656.5300 45.23 -19.96 25.27 46.00 20.73 QP
6~ 952.0937 44,57 -15.97 28.60 46.00 17.40 QP
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Report No.:

CISRR26072252301

6.1.5. Emissions in frequency bands (above 1GHz)

Test Requirement:

47 CFR 15.249(a)
47 CFR 15.249(d)
47 CFR 15.249(e)

Test Limit:

Except as provided in paragraph (b)of this section, the field strength of emissions
from intentional radiators operated within these frequency bands shall comply with

the following:

Fundamental frequency

Field strength of
fundamental
(millivolts/meter)

Field strength of
harmonics
(microvolts/meter)

902-928 MHz 50 500
2400-2483.5 MHz 50 500
5725-5875 MHz 50 500
24.0-24.25 GHz 250 2500

Emissions radiated outside of the specified frequency bands, except for harmonics,
shall be attenuated by at least 50 dB below the level of the fundamental or to the
general radiated emission limits in § 15.209, whichever is the lesser attenuation.

Frequency (MHz)

Field strength
(microvolts/meter)

Measurement
distance
(meters)

0.009-0.490

2400/F (kHz)

300

0.490-1.705

24000/F (kHz)

30

1.705-30.0

30

30

30-88

100 **

3

88-216

150 **

3

216-960

200 **

3

Above 960

500

3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency bands
54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However, operation within
these frequency bands is permitted under other sections of this part, e.g., §§
15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90 kHz,
110-490 kHz and above 1000 MHz. Radiated emission limits in these three bands
are based on measurements employing an average detector.

As shown in § 15.35(b), for frequencies above 1000 MHz, the field strength limits in
paragraphs (a)and (b)of this section are based on average limits. However, the
peak field strength of any emission shall not exceed the maximum permitted
average limits specified above by more than 20 dB under any condition of
modulation. For point-to-point operation under paragraph (b)of this section, the
peak field strength shall not exceed 2500 millivolts/meter at 3 meters along the
antenna azimuth.

Test Method:

ANSI C63.10-2020 section 6.6

Procedure:

ANSI C63.10-2020 section 6.6

6.1.5.1. E.U.T. Operation

Operating Environment:

Page 30 of 37




@ BANGC

E

CERTIFICATION INSPECTION SERVICE

Report No.: CISRR26072252301

Temperature:

23.3°C

Humidity: 56.3 %

Atmospheric Pressure:

102.2 kPa

Pre test mode:

Mode1, Mode2

Final test mode:

All of the listed pre-test mode were tested, only the data of the worst mode
(Mode1) is recorded in the report

6.1.5.2. Test Setup Diagram

Semi Anechoic Chamber

-360° M+

Antenna Mount

1.5m

i =

| Cabinet |

[

Position
Controller

Preamplifier

-

=

Above 1GHz feemss =

6.1.5.3. Test Result

Pass
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6.1.5.4. Test Data

Mode1 / Polarization: Horizontal / CH: L

90 dBu¥Y/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 [MHZz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

L (MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) Detector
1 1282.2000 52.88 -21.00 31.88 74.00 4212 peak
2 2230.8000 49.49 -15.03 34.46 74.00 39.54 peak
3 3699.6000 47.67 -16.18 31.49 74.00 42.51 peak
4 6703.5000 46.02 -6.91 39.11 74.00 34.89 peak
5 9323.2000 43.70 -3.16 40.54 74.00 33.46 peak
6 14033.9000 43.05 0.64 43.69 74.00 30.31 peak
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Mode1 / Polarization: Vertical / CH: L

90 dBu¥/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1221.0000 52.07 -21.66 30.41 74.00 43.59 peak
2 1663.0000 51.14 -18.48 32.66 74.00 41.34 peak
3 2193.4000 50.75 -14.78 35.97 74.00 38.03 peak
4 4840.3000 46.63 -12.69 33.94 74.00 40.06 peak
5 8454.5000 46.27 -4.47 41.80 74.00 32.20 peak
6~ 14669.7000 44,35 0.62 44,97 74.00 29.03 peak

Page 33 of 37




@ BANGCE

CERTIFICATION INSPECTION SERVICE Report NO.: ClSRR26072252301

Mode1 / Polarization: Horizontal / CH: M

90 dBu¥/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1396.1000 53.10 -20.24 32.86 74.00 41.14 peak
2 1725.9000 51.82 -18.05 33.77 74.00 40.23 peak
3 2176.4000 50.01 -14.73 35.28 74.00 38.72 peak
4 4921.9000 44.86 -12.36 32.50 74.00 41.50 peak
5 8648.3000 43.97 -3.87 40.10 74.00 33.90 peak
6~ 14226.0000 43.56 0.85 44.41 74.00 29.59 peak

Page 34 of 37




@ BANGCE

CERTIFICATION INSPECTION SERVICE Report NO.: ClSRR26072252301

Mode1 / Polarization: Vertical / CH: M

90 dBu¥/m
80
70
60
50
40
30
20
10
0
-10
1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1498.1000 51.69 -19.56 32.13 74.00 41.87 peak
2 1994.5000 46.89 -14.50 32.39 74.00 41.61 peak
3 3827.1000 49.50 -15.40 34.10 74.00 39.90 peak
4 4906.6000 48.58 -12.43 36.15 74.00 37.85 peak
5 7429.4000 46.37 -5.92 40.45 74.00 33.55 peak
6~ 13296.1000 46.30 -0.24 46.06 74.00 27.94 peak
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Mode1 / Polarization: Horizontal / CH: H

90 dBu¥/m

80

70

60

50

40

30

20

10

0

-10

1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin

g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1550.8000 50.15 -18.95 31.20 74.00 42.80 peak
2 2254.6000 50.43 -15.22 35.21 74.00 38.79 peak
3 3194.7000 50.76 -17.13 33.63 74.00 40.37 peak
4 4751.9000 45.30 -13.07 32.23 74.00 41.77 peak
5 8541.2000 45.31 -4.25 41.06 74.00 32.94 peak
6~ 14083.2000 44.45 0.75 45.20 74.00 28.80 peak
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Mode1 / Polarization: Vertical / CH: H

90 dBu¥/m
80
70
60
50
4 58
40
1 3
30
20
10
0
-10
1000.000 2000 3000 [MHz) 6000 8000 18000.000
Frequency Reading Factor Level Limit Margin
g (MHz) (dBuY) (dB/m) (dBuV/m) (dBuV/m) (dB) Melocier
1 1511.7000 51.52 -19.57 31.95 74.00 42.05 peak
2 2205.3000 48.13 -14.83 33.30 74.00 40.70 peak
3 4785.9000 47.50 -13.05 34.45 74.00 39.55 peak
4 8599.0000 47.34 -4.19 43.15 74.00 30.85 peak
5 12842.2000 46.34 -0.80 45.54 74.00 28.46 peak
6~ 14127.4000 45.06 0.80 45.86 74.00 28.14 peak
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