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1. Test Summary

Report No.: ET-26083914E01

Test Item Section Result Test by
Antenna requirement 47CFR Part 15.203 /247(b)(4) Pass /
AC Power Line Conducted Emission 47CFR part 15.207 Pass Jason Huang
Conducted Peak Output Power 47CFR part 15.247 (b)(3) Pass Oliver Wang
6dB Bandwidth 47CFR part 15.247 (a)(2) Pass Oliver Wang
Power Spectral Density 47CFR part 15.247 (e) Pass Oliver Wang
47CFR part 15.247(d) :
Band Edge 47CFR part 15.205/15.209 Pass Oliver Wang
. . 47CFR part 15.247(d)
Spurious Emission A7CFR part 15.205/15.209 Pass Leo Zhong

Remarks:

1. Pass: The EUT complies with the essential requirements in the standard.

2. Test according to ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024

and KDB558074 D01 15.247 Meas Guidance v05r02.

3. Note: Compliance determination rules

1).The Compliance determination of test results does not take into account measurement uncertainty.
Measurement results are determined based on regulatory limitations or requirements specified by the
applicant/manufacturer. If measurement uncertainty is taken into account, the applicant/manufacturer will

bear all possible risks of non-compliance.

2).The measurement uncertainty please refer to each test result in the "Measurement Uncertainty”

Measurement Uncertainty

Test Item Measurement Uncertainty Notes
Occupied Channel Bandwidth 0.72% Q)
RF output power, conducted +0.67 dB (1)
Power Spectral Density, conducted +0.51 dB Q)
Unwanted Emissions, conducted +0.64 dB Q)
AC Power Line Conducted Emission +3.38dB Q)
Radiated emissions 9K-30MHz +4.26 dB Q)
Radiated emissions 30M- 1GHz +4.88 dB Q)
Radiated emissions 1GHz-18GHz +4.16 dB Q)
Radiated emissions 18GHz-40GHz +4.14 dB Q)
Frequency error Uc=6X10-7 Q)
Duty Cycle 0.03 Q)

Note (1): The measurement uncertainty is for coverage factor of k=2 and a level of confidence of

95%.

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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2. General Information

2.1 General Description of EUT

Product Name: SMART WHITEBOARD
Model No.: S4G550F2
Difference of model(s) N/A
Test Model: S4G550F2
Hardware version: N/A
Software version: N/A
Power supply: AC 100-240V,50/60Hz 2A
Adapter information: N/A
Battery: N/A
Radio Technology: 2.4G WLAN
Operation Frequency: 2412MHz~2462MHz

802.11b/802.11g /802.11n20: 11
Channel Numbers:

802.11n40:7
Channel separation: 5MHz
Modulation technology: 802.11b: Direct Sequence Spread Spectrum (DSSS)

802.119/802.11n20/802.11n40:
Orthogonal Frequency Division Multiplexing (OFDM)

Antenna Type: FPC antenna

Antenna gain: 3.72dBi

Note:
1. Other information please Reference user manual.
2. Antenna information is provided by applicant, Testing lab is not responsible for the accuracy of the information.

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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Operation Frequency each of channel

Channel Frequency Channel Frequency | Channel Frequency | Channel Frequency
1 2412MHz 4 2427MHz 7 2442MHz 10 2457MHz
2 2417MHz 5 2432MHz 8 2447MHz 11 2462MHz
3 2422MHz 6 2437MHz 9 2452MHz
Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel

see below:

Test channel

Frequency (MHz)

802.11h/802.119/802.11n20 802.11n40
Lowest channel 2412MHz 2422MHz
Middle channel 2437MHz 2437MHz
Highest channel 2462MHz 2452MHz

Tel: +86 0755 85259392
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2.2 Test mode
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Transmitting mode

Keep the EUT in continuously transmitting mode

Remark: the test voltage was tuned from 85% to 115% of the nominal rated supply voltage, and found
that the worst case was under the nominal rated supply condition. So the report just shows that

condition’s data.

We have verified the construction and function in typical operation. All the test modes were carried out
with the EUT in transmitting operation, which was shown in this test report and defined as follows:

Pre-scan all kind of data rate in lowest channel, and found the follow list which it was worst case.

Mode 802.11b 802.11g 802.11n(HT20) 802.11n(HT40)
Data rate 1Mbps 6Mbps 6.5Mbps 13Mbps
2.3 Description of Support Units
No. Description Manufacturer Model Serial Number
1 Monitor SKYWORTH 2BU1 /
2 MOUSE DELL MS116 /

2.4 Test Facility

Test laboratory:

CNAS Registration Number:
A2LA Certificate Number:
FCC Designation Number:
FCC Test Firm Registration:
IC Company Number:

IC CAB identifier:

Shenzhen ETR Standard Technology Co., Ltd.

L11864
6640.01
CN1326
183064
28440

CNO0132

Laboratory location:

No0.103, No.10, Phase |, Zone 3, Xinxing Industrial Park, Xinhe,
Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

2.5 Additional Instructions

Test Software

Manufacturer's special serial port method

Power level setup

Default
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3. Test Instruments list

Report No.: ET-26083914E01

Item Equipment name Manufacturer Model Serial No. Cal;lg;tion Due date
1 EMI Test Receiver | Rohde&schwarz ESCI7 101214 2026.3.05 2027.3.04
2 EMI Test Receiver | Rohde&schwarz ESCI3 102696 2026.3.05 2027.3.04
3 Loop Antenna schwarabeck FMZB 1519 B 128 2026.3.08 2028.3.07
4 Broadband schwarabeck VULBO168 1064 2026311 | 2028.3.10
5 Horn antenna schwarabeck BBHA9120D 2288 2026.3.08 2028.3.07
6 amplifier EMtrace RPO1A 50117 2026.3.05 2027.3.04
7 AMN schwarabeck NSLK8127 8127483 2026.3.05 2027.3.04
8 AMN ETS 3186/2NM 1132 2026.3.05 2027.3.04
9 1008 attenuator | UBERFSUAN 10dB / 2026.3.05 | 2027.3.04
10 amplifier Space-Dironics | " 0, 0H8¢” 19113001 2026.3.05 | 2027.3.04
11 Filter Xingbo XBLBQ-GTA19 210410-3-1 2026.3.05 2027.3.04
12 Spectrum analyzer KEYSIGHT N9020A MY55370280 2026.3.05 2027.3.04
13 Power control box MWRFtest MW100-PSB MW201020JYT 2026.3.05 2027.3.04
14 Power Sensor Keysight U2021XA MY54111006 2026.3.05 2027.3.04
15 amplifier SKET L'\('fé*_zégﬁz'?o 19113001 2026.3.05 | 2027.3.04
16 Horn antenna schwarabeck BBHA 9170 946 2026.3.08 2028.3.07
17 | Temp. & rumidly heaheng QA-LP-80 20160705001 | 2026/3006 | 2027/3/05

Note: the calibration interval of the above test instruments is 12 or 24 months and the calibrations are traceable to
international system unit (SI).

Software Name Manufacturer Model Version
RF test software MWRFtest MTS 8310 VvV2.0.0.0
Conducted test software EZ-EMC Farad Ver.EMC-CON 3A1.1
Radiated test software EZ-EMC Farad Ver.FA-03A2 RE

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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4. Test results and Measurement Data

4.1 Antenna requirement

Standard requirement: ‘ 47CFR Part 15.203 /247(b)(4)

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit so
that a broken antenna can be replaced by the user, but the use of a standard antenna jack or electrical
connector is prohibited.

15.247(b) (4) requirement:

If transmitting antennas of directional gain greater than 6dBi are used, the conducted output power limit
shall be reduced by the amount in dB that the directional gain of the antenna exceeds 6dBi

EUT Antenna:

The antenna is FPC antenna, the best case gain of the antenna is 3.72 dBi, reference to the ET-
26083914IP for details.

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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4.2 Conducted Emissions
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Test Requirement:

47CFR part 15.207

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
§6.2

Test Frequency Range:

150KHz to 30MHz

Receiver setup:

RBW=9KHz, VBW=30KHz, Sweep time=auto

Limit: Limit (dBuV)
Frequency range (MHz) Quasi-peak Average
0.15-05 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
* Decreases with the logarithm of the frequency.
Test setup:

Reference Plane

40cm

LISN [AUX _| LISN
Equipment E.UT
80cm
[Filter |— Ac power

Test table/Insulation plane

EMI
Remark Receiver
EUT Eguipment Under Test

LISN L ine impedence Stabiization Network

Test table freight=0.6m

Test procedure:

1. The E.U.T and simulators are connected to the main power through a
line impedance stabilization network (L.I.S.N.). This provides a
500hm/50uH coupling impedance for the measuring equipment.

2. The peripheral devices are also connected to the main power through a
LISN that provides a 500hm/50uH coupling impedance with 50o0hm
termination. (Please refer to the block diagram of the test setup and
photographs).

3. Both sides of A.C. line are checked for maximum conducted
interference. In order to find the maximum emission, the relative
positions of equipment and all of the interface cables must be changed
according to ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata
to C63.10a-2024 on conducted measurement.

Test Instruments:

Refer to section 3.0 for details

Test mode: Refer to section 2.2 for details

Test environment: Temp.: 27.4°C Humid.: 66% Press.: 1012mbar
Test voltage: AC 120V, 60Hz

Test results: Pass

Remark:

1. Both high voltage and low voltage have been tested, and the report only shows the worst case data with

AC 120V/60Hz.

2. All mode have been tested, the report only shows the worst mode of 802.11n20 (2412MHz)

Tel: +86 0755 85259392

Email: etr800@etrtest.com Web: www.etrlab.cn
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Line:

g0.0

70

dBu¥

6 x‘*—\_‘_ FCCRart15 ClassB AC Conduction(QP)
.
60 . H:Ea rt15|ClassB (AL Conduction[AVG)
e ’ 9
40 \'\ ?:»w‘« A — .“..u.\wnrﬁrw u ]
\/\me‘ L A § ‘\u W‘
20 Wf’b IAL’\AF|1 Jh/ MWMM%WW \\. ) M Ave
[ i
10
0.0
0.150 {MHzZ] 30.000
No. | Tk | auvy | (ady | @ouv) | @suv) | (@ |
1 0.1500 38.26 997 48.23 6600 |-17.77| QP
2 0.1500 16.89 9497 26.86 o600 |-29.14 | AVG
3 0.5100 31.27 10.08 41.35 56.00 |[-1465| QP
4 0.5100 18.47 10.08 28.55 46.00 |(-1745| AVG
5 0.9012 29.93 10.09 40.02 56.00 |-1598| QP
B 0.9012 16.89 10.09 26.98 46.00 |-19.02| AVG
7 4.5240 39.47 10.03 49.50 56.00 -6.50 QP
8 4.5240 24 68 10.03 34.91 46.00 |-11.09| AVG
g 10.5629 34 .31 10.07 44 38 60.00 |[-1562| QP
10 10.5629 30.52 10.07 40.59 50.00 |-9.41 | AVG
11 293188 2965 977 39.42 G000 |-20.58| QP
12 283188 22862 977 32.59 5000 |-17.41) AVG

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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Neutral:
g0.0 dBuY
70
. x FCCRart1p Classk AC Conduction[QP)
"‘\..‘-‘-h‘__
50 RCCRart15|ClazsB (Al Conduction[AVG]
3 % al D
A0 U““? thw e g ﬁhﬁr’ﬂﬂ{{wm’q' LT YT \‘ﬂ
30 W.ﬁ hup,d v i “M peak
o
_ WL’ A\ JVJMW J‘W"\«\'. ﬁwmwwww \ 11« M e
Y \A}lem. v iy
10
0.0
0.150 (MHZ) 30.000
Frequency | Reading | Factor Level Limit |Margin Detecto
ol (MHZ) (dBuV) (dB) (dBuV) | (dBuV) | (dB) seeter
1 0.1500 40.34 9.97 2031 66.00 (-1369| QP
2 0.1500 19.99 9.97 2996 56.00 (-26.04| AVG
3 0.2580 30.70 9.99 4069 51.50 ([-20.81| QP
4 0.2580 16.92 9.99 26.91 51.50 (-24.59| AVG
5 0.4470 31.10 10.06 4116 5693 (-1577| 4P
B 0.4470 16.94 10.06 26.60 4693 |-20.33 | AVG
7 4.6230 39.55 10.03 43958 o6.00 | -6.42 QP
8 4 6230 2572 10.03 3575 46 00 (-10.25| AVG
9 10.5629 33.61 10.07 4368 50.00 ([-1632| QP
10 10.5629 2958 10.07 39.65 50.00 (-10.35| AVG
11 293414 28.04 9.77 37 .81 B0.00 (-2219| 4P
12 29.3414 2068 9.77 30.45 20.00 (-19.55| AVG
Notes:
1. Aninitial pre-scan was performed on the line and neutral lines with peak detector.

2.
3.
4.

Quasi-Peak and Average measurement were performed at the frequencies with maximized peak emission.
Final Level =Receiver Read level + LISN Factor + Cable Loss

If the average limit is met when using a quasi-peak detector receiver, the EUT shall be deemed to meet
both limits and measurement with the average detector receiver is unnecessary.

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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4.3 Duty cycle
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Test Method :

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-

2024811.6
Limit: /
Test setup: Spectrum Analyzer
o=
f"\\ o o
=T=7=
o=
" == E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test environment:

Temp.: 22.3°C Humid.: 59%RH

Test voltage:

AC 120V 60HZ

Test results:

Pass

Measurement Result

Mode Duty cycle (%) Correction Factor (dB)
802.11b 100 0
802.119g 100 0
802.11n(HT20) 100 0
802.11n(HT40) 100 0

Note: Duty cycle factor (dB) =10 * log (1/ Duty cycle)

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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Test plot as follows:
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802.11b

802.11g

[ Keymioht Spectrum Anaheer - Suvept
g r ot

Center Freq 2.437000000 GHz
PHO:Fast ~+-
1F Goin:Low

Ref Offset 1.93 dB
Ref 20.00 dBm

Center 2.437000000 GHz
#VBW 8.0 MHz

Trig: Fres Run
#Atten: 30 dB

Avg Type: Log-Pwr

Sweep 100.0 ms (10001 pts]

[ Voo Specinam Anatyes - Swept S
e

Center Freq 2.437000000 GHz

PNO:Fost ~+—
IFGainiLow

Ref Offset 1.93 dB
Ref 20.00 dBm

Center 2.437000000 GHz

Avg Type: Log-Pwr

Trig: Fres Run
#Atten: 30 dB

#VBW 8.0 MHz Sweep 100.0 ms (10001 pts]

SSomunmnnn

1I!lll 50.00 ms 10.03 dBm ___

\WIDTH

STatus

STatus

802.11n20

802.11n40

[ Keyioht Spectrum Ancheer - Suvept
g kLT

Center Freq 2.437000000 GHz
PHO:Fast ~+-
1F Goin:Low

Ref Offset 1.93 dB
Ref 20.00 dBm

Center 2.437000000 GHz
#VBW 8.0 MHz

Trig: Fres Run
#Atten: 30 dB

Avg Type: Log-Pwr

Sweep 100.0 ms (10001 pts]

[ Voo Specinam Anahyes - Swept S
RLT

Center Freq 2.437000000 GHz

Ref Offset 1.93 dB
Ref 20.00 dBm

Center 2.437000000 GHz

Avg Type: Log-Pwr
Trig: Fres Run

PNO:Fost ~+—
#Atten: 30 4B

IFGainiLow

Sweep 100.0 ms (10001 pts]

#VBW 8.0 MHz

STatus

STatus
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4.4 Peak Conducted Output Power
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Test Requirement :

FCC Partl5 C Section 15.247 (b)(3)

Test Method :

2024811.9.1.2

KDB558074 D01 15.247 Meas Guidance v05r02

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-

Limit:

30dBm for peak conducted output power

Test setup:

Power Sensor

E.U.T
PC
l |
Non-Conducted Table
Ground Reference Plane
Test Instruments: Refer to section 3.0 for details
Test mode: Refer to section 2.2 for details
Test environment: Temp.: 22.3°C Humid.: 59%RH
Test voltage: AC 120V 60HZ
Test results: Pass
Measurement Result
Peak Output Power (dBm) o
Test CH Limit(dBm) Result
802.11b 802.11g 802.11n(HT20) | 802.11n(HT40)
Lowest 14.14 14.51 14.68 13.06
Middle 14.08 14.35 14.44 13.23 30.00 Pass
Highest 14.06 14.20 14.56 13.48

Tel: +86 0755 85259392

Email: etr800@etrtest.com

Web: www.etrlab.cn
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4.5 6dB Bandwidth
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Test Requirement :

47CFR Part 15.247 (a)(2)

Test Method :

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-

2024811.8.2
Limit: >500KHz
Test setup: Spectrum Analyzer
o=
P S e o
=T=7=
= oo E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test environment:

Temp.: 22.3°C

Humid.: 59%RH

Test voltage:

AC 120V 60HZ

Test results:

Pass

Measurement Result

6dB Bandwidth (MHz) o
Test CH Limit(KHz) Result
802.11b 802.11g 802.11n(HT20) | 802.11n(HT40)
Lowest 8.294 15.25 17.46 35.69
Middle 7.579 16.12 17.30 31.46 >500 Pass
Highest 8.106 16.00 17.29 34.80

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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-6 Bandwidth dB Test plot as follows
-6dB Bandwidth NVNT b 2412MHz Antl

Report No.: ET-26083914E01

|== Keysight Spectrum Analyzer - Occupied BW

=R

0Q AC [

SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

05:35:30 PMAug 11, 2026

Center Freq: 2.412000000 GHz
Trig: Free Run Avg|Held: 100/100
#Atten: 30 dB

—-—
#IFGain:Low

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.94 dB

1LO dBldiv Ref 21.94 dBm

#/BW 620 kHz

Total Power 16.8 dBm

Occupied Bandwidth

12.546 MHz
114.55 kHz
8.294 MHz

% of OBW Power
xdB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr3 2.416262 GHz

Sweep 1.333ms

IMSG STATUS

-6dB Bandwidth NVNT b 2437MHz Antl

| Keysight Spectrum Analyzer - Occupied BW

=0 =

R T RF 500 AC | SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

05:38:49 PMAug 11, 2026

Center Freq: 2.437000000 GHz
—s—~ Trig: Free Run Avg|Hold: 100/100
#Atten: 30 dB

Center Freq 2.437000000 GHz

#IFGain:Low

Ref Offset 1.93 dB

0 dBidiv Ref 21.93 dBm

1
L

#V/BW 620 kHz

Total Power 16.8 dBm

Occupied Bandwidth

12.472 MHz
29.301 kHz
7.579 MHz

% of OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None

Radio Device: BTS

Mkr3 2.440819 GHz

Sweep 1.333 ms

Tel: +86 0755 85259392

Email: etr800@etrtest.com

Web: www.etrlab.cn
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-6dB Bandwidth NVNT b 2462MHz Antl

Report No.: ET-26083914E01

| Keysight Spectrum Analyzer - Occupied BW

=R

R T RF 500  AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

05:41:06 PMAug 11, 2026

Center Freq: 2.462000000 GHz
—p~ Trig: Free Run Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
Ref 21.90 dBm

#Res BW 200 kHz #VBW 620 kHz

Total Power 16.7 dBm

Occupied Bandwidth
12.524 MHz
-36.657 kHz
8.106 MHz

% of OBW Power
xdB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None

Radio Device: BTS
Mkr3 2.466016 GHz

Sweep 1.333 ms

-6dB Bandwidth NVNT g 2412MHz Antl

|~ Keysignt Spectrum Analyzer - Occupied BW

(=R

R T RF 500 AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [

05:45:04 PMAug 11, 2026

Center Freq: 2.412000000 GHz
—— Trig: FreeRun Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.94 dB

10 dBidiv Ref 21.94 dBm

Center 2.412 GHz

#Res BW 200 kHz #/BW 620 kHz

Total Power 15.5 dBm

Occupied Bandwidth

16.367 MHz
63.221 kHz
15.25 MHz

% of OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr3 2.419687 GHz
-4.5447 dBm

Sweep 1.333 ms

IMSG STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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-6dB Bandwidth NVNT g 2437MHz Antl

Report No.: ET-26083914E01

| Keysight Spectrum Analyzer - Occupied BW

=R

R T RF 500  AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

05:47:33 PMAug 11, 2026

Center Freq: 2.437000000 GHz
—p~ Trig: Free Run Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
Ref 21.93 dBm

#Res BW 200 kHz #VBW 620 kHz

Total Power 15.4 dBm

Occupied Bandwidth

16.373 MHz
32.955 kHz
16.12 MHz

% of OBW Power
xdB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None

Radio Device: BTS
Mkr3 2.445091 GHz

Sweep 1.333 ms

-6dB Bandwidth NVNT g 2462MHz Antl

|~ Keysignt Spectrum Analyzer - Occupied BW

(=R

0Q AC [

SENSE:PULSE] SOURCE OFF | ALIGN AUTO [

05:50:01 PMAug 11,2026

Center Freq: 2.462000000 GHz
—— Trig: FreeRun Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.9 dB

10 dBidiv Ref 21.90 dBm

Center 2.462 GHz

#Res BW 200 kHz #/BW 620 kHz

Total Power 15.2 dBm

Occupied Bandwidth

16.342 MHz
4.721 kHz
16.00 MHz

% of OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr3 2.470003 GHz
-6.5040 dBm

Sweep 1.333 ms

IMSG STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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-6dB Bandwidth NVNT n20 2412MHz Antl

Report No.: ET-26083914E01

| Keysight Spectrum Analyzer - Occupied BW

=R

RLT 0 AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

06:13:59 PMAug 11, 2026

Center Freq: 2.412000000 GHz
—p~ Trig: Free Run Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Ref Offset 1.94 dB
Ref 21.94 dBm

#Res BW 200 kHz #VBW 620 kHz

Total Power 15.8 dBm

Occupied Bandwidth

17.545 MHz
46.207 kHz
17.46 MHz

% of OBW Power
xdB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None

Radio Device: BTS
Mkr3 2.420775 GHz

Sweep 1.333 ms

-6dB Bandwidth NVNT n20 2437MHz Antl

|~ Keysignt Spectrum Analyzer - Occupied BW

(=R

0Q AC [

SENSE:PULSE] SOURCE OFF | ALIGN AUTO [

06:18:59 PMAug 11, 2026

Center Freq: 2.437000000 GHz
—— Trig: FreeRun Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.93 dB

10 dBidiv Ref 21.93 dBm

Center 2.437 GHz

#Res BW 200 kHz #/BW 620 kHz

Total Power 15.5 dBm

Occupied Bandwidth

17.532 MHz
35.467 kHz
17.30 MHz

% of OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr3 2.445687 GHz
-4.8843 dBm

Sweep 1.333 ms

IMSG STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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-6dB Bandwidth NVNT n20 2462MHz Antl

Report No.: ET-26083914E01

| Keysight Spectrum Analyzer - Occupied BW

=R

RLT 0 AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

06:20:45 PMAug 11, 2026

Center Freq: 2.462000000 GHz
—p~ Trig: Free Run Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
Ref 21.90 dBm

#Res BW 200 kHz #VBW 620 kHz

Total Power 15.6 dBm

Occupied Bandwidth

17.540 MHz
-2.767 kHz
17.29 MHz

% of OBW Power
xdB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None

Radio Device: BTS
Mkr3 2.470641 GHz

Sweep 1.333 ms

-6dB Bandwidth NVNT n40 2422MHz Antl

|~ Keysignt Spectrum Analyzer - Occupied BW

(=R

0Q AC [

SENSE:PULSE] SOURCE OFF | ALIGN AUTO [

06:25:27 PMAug 11, 2026

Center Freq: 2.422000000 GHz
—— Trig: FreeRun Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.95 dB

10 dBidiv Ref 21.95 dBm

Center 2.422 GHz

#Res BW 430 kHz #/BW 1.3 MHz

Total Power 14.2 dBm

Occupied Bandwidth

35.898 MHz
129.30 kHz
35.69 MHz

% of OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr3 2.439975 GHz

Sweep 1.333 ms

IMSG STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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-6dB Bandwidth NVNT n40 2437MHz Antl

Report No.: ET-26083914E01

| Keysight Spectrum Analyzer - Occupied BW

=R

RLT 0 AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

06:28:06 PMAug 11, 2026

Center Freq: 2.437000000 GHz
—p~ Trig: Free Run Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
Ref 21.93 dBm

#Res BW 430 kHz #VBW 1.3 MHz

Total Power 14.4 dBm

Occupied Bandwidth

35.732 MHz
14.170 kHz
31.46 MHz

% of OBW Power
xdB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

STATUS

Radio Std: None

Radio Device: BTS
Mkr3 2.452745 GHz

Sweep 1.333 ms

-6dB Bandwidth NVNT n40 2452MHz Antl

|~ Keysignt Spectrum Analyzer - Occupied BW

(=R

0Q AC [

SENSE:PULSE] SOURCE OFF | ALIGN AUTO [

06:30:30 PMAug 11, 2026

Center Freq: 2.452000000 GHz
—— Trig: FreeRun Avg|Hold: 100/100

#FGain:Low #Atten: 30 dB

Radio Std: Nene

Radio Device: BTS

Ref Offset 1.92 dB

10 dBidiv Ref 21.92 dBm

Center 2.452 GHz

#Res BW 430 kHz #/BW 1.3 MHz

Total Power 14.7 dBm

Occupied Bandwidth

35.973 MHz
1.093 kHz
34.80 MHz

% of OBW Power
x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

Mkr1 2.452 GHz

Sweep 1.333 ms

IMSG STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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4.6 Power Spectral Density
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Report No.: ET-26083914E01

Test Requirement:

47CFR Part 15.247 (e)

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-

2024 §11.10.2
KDB558074 D01 15.247 Meas Guidance v05r02

Limit:

8dBm/3kHz

Test setup:

Spectrum Analyzer

o o
Fd N e o

]
o o

o o
oo

E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test environment:

Temp.: 22.3°C Humid.: 59%RH

Test voltage:

AC 120V 60HZ

Test results:

Pass

Measurement Result

Power Spectral Density (dBm/3kHz) Limit
Test CH Result
802.11b 802.11g 802.11n20 802.11n40 (dBm/3kHz)
Lowest -12.429 -14.058 -14.115 -18.551
Middle -12.158 -14.927 -14.602 -18.027 8.00 Pass
Highest -12.477 -14.097 -14.547 -18.75

Tel: +86 0755 85259392

Email: etr800@etrtest.com
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Test plot as follows:

Report No.: ET-26083914E01

PSD NVNT b 2412MHz Antl

|== Keysight Spectrum Analyzer - Swept A

=R

500 AC

[ SENSE:PULSE[ SOURCE OFF |

ALIGN AUTO |

05:36:38 PMAug 11, 2026

2000000 GHz

IFGain:Low

PNO: Fast —»— 1rig: FreeRun
#Atten: 30 dB

Avg Type: Log-Pwr
Avg|Hold: 20/20

Ref Offset1.94 dB
Ref 20.00 dBm

#VBW 10 kHz

Sweep 3.163 s (1001 pts)

STATUS

PSD NVNT b 2437MHz Antl

| == Keysight Spectrum Analyzer - Swept SA

=0 =

R T RE AC | SENSE:PULSE] SOURCE OFF |

ALIGN AUTO |

05:39:26 PMAug 11, 2026

Center Freq 2.43

Ref Offset 1.93 dB
Ref 20.00 dBm

—s—~ Trig: Free Run
#Atten: 30 dB

#V/BW 10 kHz

Avg Type: Log-Pwr
Avg|Hold: 10110

Sweep 3.163 s (1001 pts)

STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com

Web: www.etrlab.cn
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PSD NVNT b 2462MHz Antl

Report No.: ET-26083914E01

|== Keysight Spectrum Analyzer - 5 eptSA

=R

R T RE [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [

05:42:14 PMAug 11,

Avg Type: Log-Pwr

Center Freq 2. 462000000 GHz
Avg|Hold: 20/20

ast -»—- Trig: Free Run
#Atten: 30 dB

Pl
IFGain:Low

Ref Offset 1.9 dB

1LO gBde Ref 20.00 dBm

#V/BW 10 kHz

Span 30.00 MHz
Sweep 3.163 s (1001 pts)

STATUS

PSD NVNT g 2412MHz Antl

(=R

[ SENSE:PULSE| SOURCE OFF |

ALIGN AUTO |

05:46:13 PMAug 11, 2026

Avg Type: Log-Pwr
—— Trig: FreeRun Avg|Hold: 20/20

#Atten: 30 dB

PNO: Fast
IFGain:Low

Ref Offset 1.94 dB
Ref 20.00 dBm

#VBW 10 kHz

Span 30.00 MHz
Sweep 3.163 s (1001 pts)

STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com

Web: www.etrlab.cn
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PSD NVNT g 2437MHz Antl

| == eysight Spectrum Anclyzer - eptSA ==
R_T RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [ 05:48:10 PMAug 11,
Center Freq 2. 437000000 GHz ) Avg Type: Log-Pwr
P ast -»—- Trig: Free Run Avg|Hold: 10110
IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 10 kHz Sweep 3.163 s (1001 pts)

MSG STATUS

PSD NVNT g 2462MHz Antl

===
[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [ 05:50:28 PMAug 11, 2026
Avg Type: Log-Pwr 4
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
Ref 20.00 dBm

Mn,nmn At

#VBW 10 kHz Sweep 3.163 s (1001 pts)

IMSG STATUS

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
No0.103, No.10, Phase I, Zone 3, Xinxing Industrial Park, Xinhe, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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PSD NVNT n20 2412MHz Antl

|== Keysight Spectrum Analyzer - 5 eptSA [ ]
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO | 06:15:08 PMAug 11,
Center Freq 2. 412000000 GHz ] Avg Type: Log-Pwr
P ast -»—- Trig: Free Run Avg|Hold: 20/20
IFGain:Low #Atten: 30 dB

Ref Offset 1.94 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 10 kHz Sweep 3.163 s (1001 pts)

MSG STATUS

PSD NVNT n20 2437MHz Antl

| Keysignt Spectrum Analyzer - Swept 5 ===

[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [ 06:19:26 PMAug 11, 2026
Avg Type: Log-Pwr 4

PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
Ref 20.00 dBm

I I

N OO B s
N

----mrmm

#VBW 10 kHz Sweep 3.163 s (1001 pts)

IMSG STATUS

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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PSD NVNT n20 2462MHz Antl

Report No.: ET-26083914E01

| Keysight Spectrum Analyz

=R

RLT RF AC

Center Freq 2.462000000 GHz

Ref Offset 1.9 dB
Ref 20.00 dBm

[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

06:21:22 PM Aug

Avg Type: Log-Pwr

P ast -»—- Trig: Free Run Avg|Hold:

IFGain:Low #Atten: 30 dB

#V/BW 10 kHz

10/10

Span 30.00 MHz
Sweep 3.163 s (1001 pts)

STATUS

PSD NVNT n40 2422MHz Antl

| Keysignt Spectrum Analyzer - Swept 5

(=R

[ 06:26:35 PMAug 11, 2026

[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO
PNO: Fast —+— 1rig: FreeRun Avg|Hold

IFGain:Low #Atten: 30 dB

Avg Type: Log-Pwr

: 10/10

Ref Offset 1.95 dB
Ref 20.00 dBm

#VBW 10 kHz

Mkr1 2.415 40 GHz
-18.551 dBm

Span 60.00 MHz
Sweep 6.326 s (1001 pts)

STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com

Web: www.etrlab.cn
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PSD NVNT n40 2437MHz Antl

Report No.: ET-26083914E01

B eptSA

| Keysight Spectrum Analyz

=R

RLT RE

Center Freq 2. 437000000 GHz

Ref Offset 1.93 dB

1LO gBde Ref 20.00 dBm

[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

06:29:14 PMAug 11,

Avg Type: Log-Pwr
P ast -»—- Trig: Free Run Avg|Hold: 10110

IFGain:Low #Atten: 30 dB

#V/BW 10 kHz

Span 60.00 MHz
Sweep 6.326 s (1001 pts)

STATUS

PSD NVNT n40 2452MHz Antl

| Keysignt Spectrum Analyzer - Swept 5

(=R

ALIGN AUTO |

[ SENSE:PULSE| SOURCE OFF |

06:31:39 PMAug 11, 2026

Avg Type: Log-Pwr
—— Trig: FreeRun Avg|Hold: 10/10

#Atten: 30 dB

PNO: Fast
IFGain:Low

Ref Offset 1.92 dB
Ref 20.00 dBm

#VBW 10 kHz

Span 60.00 MHz
Sweep 6.326 s (1001 pts)

STATUS

Tel: +86 0755 85259392

Email: etr800@etrtest.com

Web: www.etrlab.cn

No0.103, No.10, Phase I, Zone 3, Xinxing Industrial Park, Xinhe, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



4.7 Band edges
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Conducted Emission Method

Test Requirement:

47CFR Part 15.247 (d)

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-
2024 §6.10.2

Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that
is produced by the intentional radiator shall be at least 20 dB below that in
the 100 kHz bandwidth within the band that contains the highest level of
the desired power, based on either an RF conducted or a radiated
measurement.

Test setup:

Spectrum Analyzer

[ o |
dw ] oo

(===
— [ o |

(e E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test environment:

Temp.: 22.3°C Humid.: 59%RH

Test voltage:

AC 120V 60HZ

Test results: Pass
Band Edge
Condition Mode Fr?&li'ezr;cy Antenna Maég/?)lue Limit (dBc) Verdict
NVNT b 2412 Antl -58.07 -20 Pass
NVNT b 2462 Antl -58.01 -20 Pass
NVNT g 2412 Antl -47.3 -20 Pass
NVNT g 2462 Antl -52.52 -20 Pass
NVNT n20 2412 Antl -50.61 -20 Pass
NVNT n20 2462 Antl -52.77 -20 Pass
NVNT n40 2422 Antl -45.53 -20 Pass
NVNT n40 2452 Antl -47.1 -20 Pass
Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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Test plot as follows:

Band Edge NVNT b 2412MHz Antl Ref

|_ Keysight Spactrum Analyzar Swept SA =R
[ SENSE:PULSE[ SOURCE OFF | ALIGN AUTO |
Avg Type: Log-Pwr
PNO: Fast —»— 1rig: FreeRun Avg|Held: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset1.94 dB
Ref 20.00 dBm

#VBW 300 kHz Sweep 2.933 ms (1001 pts)

IMSG STATUS

Band Edge NVNT b 2412MHz Antl Emission

=0 =

05:36:46 PMAug 11, 2026

|== Keysight Spectrum Analyzer - 5weptSA
R T RF SENSE:PULSE| SOURCE OFF | ALIGN AUTO
Center Freq 2. 377000000 GHz ) Avg Type: Log-Pwr
PNO: Fast —»— Trig: FreeRun Avg|Hold: 100/100
w #Atten: 30 dB

Ref Offset 1.94 dB
1LU dBidiv  Ref 20.00 dBm
og

MKR| MODE TRC| SCL! FUNCTION FUNCTION WIDTH FUNCTION VALUE -

il N | l’]___
A N [41f]  24000GHz[ -60068dBm|[ [ [ |
&l N [417f]  23900GHz[ 67050dBm| [ [ ]
(A N [1[f]  23883GHz[ 66450dBm| | [ |
- ]
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5 I N -
6
7
8
8
11 - [ &
IMSG STATUS
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Band Edge NVNT b 2462MHz Antl Ref

|== Keysight Spectrum Analyzer - 5 eptSA ==
R_T RE [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 462000000 GHz Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Mkr1 2.461 49 GHz
Ref Offset 1.9 dB
1LOgB.'d|v Rfef zgeoo dBm 2.476 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)
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PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100
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Band Edge NVNT g 2412MHz Antl Ref

|== Keysight Spectrum Analyzer - 5 eptSA ==
R_T RE [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 412000000 GHz Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Mkr1 2.414 49 GHz
Ref Offset 1.94 dB
1LOgB.'d|v Rfef zgeoo dBm -2.966 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

Band Edge NVNT g 2412MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset1.94 dB
Ref 20.00 dBm
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Band Edge NVNT g 2462MHz Antl Ref

|== Keysight Spectrum Analyzer - 5 eptSA ==
R_T RE [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 462000000 GHz Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

Band Edge NVNT g 2462MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
Ref 20.00 dBm
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Band Edge NVNT n20 2412MHz Antl Ref

=R

|== Keysight Spectrum Analyzer - 5 eptSA

RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 412000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.94 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

Band Edge NVNT n20 2412MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
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Band Edge NVNT n20 2462MHz Antl Ref

|== Keysight Spectrum Analyzer - 5 eptSA =
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 462000000 GHz Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

Band Edge NVNT n20 2462MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
Ref 20.00 dBm
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Band Edge NVNT n40 2422MHz Antl Ref

|== Keysight Spectrum Analyzer - 5 eptSA =
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 422000000 GHz Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.95 dB
1LO dBidiv Ref 20.00 dBm
09

Span 60.00 MHz
#VBW 300 kHz Sweep 5.800 ms (1001 pts)

MSG STATUS

Band Edge NVNT n40 2422MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.95 dB
Ref 20.00 dBm
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Band Edge NVNT n40 2452MHz Antl Ref

= ==

Keysight Spectrum Analyzer - § eptSA
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 452000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Mkr1 2.450 80 GHz
Ref Offset 1.92 dB
10 gBde Rfef zgeoo dBm -6.342 dBm

Span 60.00 MHz
#VBW 300 kHz Sweep 5.800 ms (1001 pts)

MSG STATUS

Band Edge NVNT n40 2452MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset1.92 dB
Ref 20.00 dBm
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Radiated Emission Method
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Test Requirement:

47CFR Part 15.209 and 15.205

Test Method:

ANSI| C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-
2024 § 6.10.4&11.12.1

Test Frequency Range:

All of the restrict bands were tested, only the worst band’s (2310MHz to
2500MHz) data was showed.

Test site: Measurement Distance: 3m
Receiver setup: Frequency Detector RBW VBW Value
Peak 1MHz 3MHz Peak
Above 1GHz Average 1MHz 3MHz Average
Limit: Freguency Limit (dBuV/m @3m) Value
54.00 Average
Above 1GHz 22.00 Peak
Test setup:

-
Test Antenna.

<lm . 4m >}
= :

Tum Table« -

A

Test Procedure:

1. The EUT was placed on the top of a rotating table 1.5 meters above
the ground at a 3 meter camber. The table was rotated 360 degrees to
determine the position of the highest radiation.

2. The EUT was set 3 meters away from the interference-receiving
antenna, which was mounted on the top of a variable-height antenna
tower.

3. The antenna height is varied from one meter to four meters above the
ground to determine the maximum value of the field strength. Both
horizontal and vertical polarizations of the antenna are set to make the
measurement.

4. For each suspected emission, the EUT was arranged to its worst case
and then the antenna was tuned to heights from 1 meter to 4 meters
and the rota table was turned from O degrees to 360 degrees to find
the maximum reading.

5. The test-receiver system was set to Peak Detect Function and
Specified Bandwidth with Maximum Hold Mode.

6. If the emission level of the EUT in peak mode was 10dB lower than the
limit specified, then testing could be stopped and the peak values of
the EUT would be reported. Otherwise the emissions that did not have
10dB margin would be re-tested one by one using peak, quasi-peak or
average method as specified and then reported in a data sheet.

7. The radiation measurements are performed in X, Y, Z axis positioning.
And found the Y axis positioning which it is worse case, only the test
worst case mode is recorded in the report.

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test environment: Temp.: 22.3°C | Humid.: 59%RH
Test voltage: AC 120V 60Hz
Test results: Pass
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Measurement data:

‘ Test mode: | 802.11b ‘ Test channel: ‘ Lowest
Peak value:
Frequency Read Factor Level Limit Line Over Limit | pgjarization
(MHz) Level (dBuV) (dB/m) (dBuVv/m) (dBuVv/m) (dB)
2310.00 59.05 -13.36 45.69 74.00 -28.31 Horizontal
2390.00 60.53 -13.03 47.50 74.00 -26.50 Horizontal
2310.00 59.99 -13.36 46.63 74.00 -27.37 Vertical
2390.00 61.20 -13.03 48.17 74.00 -25.83 Vertical
Average value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuVv/m) (dBuVv/m) (dB)
2310.00 49.87 -13.36 36.51 54.00 -17.49 Horizontal
2390.00 52.06 -13.03 39.03 54.00 -14.97 Horizontal
2310.00 50.35 -13.36 36.99 54.00 -17.01 Vertical
2390.00 51.17 -13.03 38.14 54.00 -15.86 Vertical
‘ Test mode: | 802.11b ‘ Test channel. ‘ Highest
Peak value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
2483.50 59.98 -12.64 47.34 74.00 -26.66 Horizontal
2500.00 58.33 -12.57 45.76 74.00 -28.24 Horizontal
2483.50 61.23 -12.64 48.59 74.00 -25.41 Vertical
2500.00 58.93 -12.57 46.36 74.00 -27.64 Vertical
Average value:
Frequency Read Factor Level Limit Line Over Limit | pgjarization
(MHz) Level (dBuV) (dB/m) (dBuVv/m) (dBuVv/m) (dB)
2483.50 4951 -12.64 36.87 54.00 -17.13 Horizontal
2500.00 48.66 -12.57 36.09 54.00 -17.91 Horizontal
2483.50 50.68 -12.64 38.04 54.00 -15.96 Vertical
2500.00 49.67 -12.57 37.10 54.00 -16.90 Vertical
Remarks:

1. The pre-test were performed on lowest, middle and highest frequencies, only the worst case’s (lowest
and highest frequencies) data was showed.

Final Level =Receiver Read level + Factor

Factor =Antenna Factor + Cable Loss — Preamplifier Factor

4. Emissions more than 20 dB below the limit do not need to be reported.

wn

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
No0.103, No.10, Phase I, Zone 3, Xinxing Industrial Park, Xinhe, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



- Page 41 of 74 -

Report No.: ET-26083914E01

‘ Test mode: ‘ 802.11g ‘ Test channel: ‘ Lowest
Peak value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
2310.00 58.86 -13.36 45.50 74.00 -28.50 Horizontal
2390.00 61.01 -13.03 47.98 74.00 -26.03 Horizontal
2310.00 59.78 -13.36 46.42 74.00 -27.58 Vertical
2390.00 61.80 -13.03 48.77 74.00 -25.23 Vertical
Average value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
2310.00 49.65 -13.36 36.29 54.00 -17.71 Horizontal
2390.00 51.01 -13.03 37.98 54.00 -16.02 Horizontal
2310.00 49.74 -13.36 36.38 54.00 -17.63 Vertical
2390.00 51.32 -13.03 38.29 54.00 -15.71 Vertical
Test mode: 802.11g Test channel: Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit Polarization
(MHZ) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
2483.50 60.24 -12.64 47.60 74.00 -26.40 Horizontal
2500.00 58.83 -12.57 46.26 74.00 -27.74 Horizontal
2483.50 61.37 -12.64 48.73 74.00 -25.27 Vertical
2500.00 58.23 -12.57 45.66 74.00 -28.34 Vertical
Average value:
Frequency Read Level Factor Level Limit Line Over Limit Polarization
(MHZ) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
2483.50 49.97 -12.64 37.33 54.00 -16.67 Horizontal
2500.00 48.60 -12.57 36.03 54.00 -17.97 Horizontal
2483.50 50.66 -12.64 38.02 54.00 -15.98 Vertical
2500.00 47.85 -12.57 35.28 54.00 -18.72 Vertical
Remarks:

1. The pre-test were performed on lowest, middle and highest frequencies, only the worst case’s (lowest
and highest frequencies) data was showed.
2. Final Level =Receiver Read level + Factor

3. Factor =Antenna Factor + Cable Loss — Preamplifier Factor

4. Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: | 802.11n(HT20) ‘ Test channel: ‘ Lowest
Peak value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuVv/m) (dBuV/m) (dB)
2310.00 65.15 -13.36 51.79 74.00 -22.21 Horizontal
2390.00 67.71 -13.03 54.68 74.00 -19.32 Horizontal
2310.00 65.67 -13.36 52.31 74.00 -21.69 Vertical
2390.00 68.83 -13.03 55.80 74.00 -18.20 Vertical
Average value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuVv/m) (dBuVv/m) (dB)
2310.00 54.65 -13.36 41.29 54.00 -12.71 Horizontal
2390.00 56.20 -13.03 43.17 54.00 -10.83 Horizontal
2310.00 55.44 -13.36 42.08 54.00 -11.92 Vertical
2390.00 56.96 -13.03 43.93 54.00 -10.07 Vertical
‘ Test mode: ‘ 802.11n(HT20) ‘ Test channel: ‘ Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit Polarization
(MHzZ) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
2483.50 59.78 -12.64 47.14 74.00 -26.86 Horizontal
2500.00 57.59 -12.57 45.02 74.00 -28.98 Horizontal
2483.50 60.89 -12.64 48.25 74.00 -25.75 Vertical
2500.00 59.05 -12.57 46.48 74.00 -27.52 Vertical
Average value:
Frequency Read Level Factor Level Limit Line Over Limit Polarization
(MH2z) (dBuVv) (dB/m) (dBuVv/m) (dBuVv/m) (dB)
2483.50 50.61 -12.64 37.97 54.00 -16.03 Horizontal
2500.00 48.11 -12.57 35.54 54.00 -18.46 Horizontal
2483.50 50.45 -12.64 37.81 54.00 -16.19 Vertical
2500.00 47.96 -12.57 35.39 54.00 -18.61 Vertical
Remarks:

1. The pre-test were performed on lowest, middle and highest frequencies, only the worst case’s (lowest
and highest frequencies) data was showed.

2. Final Level =Receiver Read level + Factor

3. Factor =Antenna Factor + Cable Loss — Preamplifier Factor

4. Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n(HT40) ‘ Test channel: ‘ Lowest
Peak value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuv/m) (dBuV/m) (dB)
2310.00 58.91 -13.36 4555 74.00 -28.45 Horizontal
2390.00 60.84 -13.03 47.81 74.00 -26.19 Horizontal
2310.00 59.75 -13.36 46.39 74.00 -27.61 Vertical
2390.00 60.94 -13.03 47.91 74.00 -26.09 Vertical
Average value:
Frequency Read Factor Level Limit Line Over Limit Polarization
(MHz) Level (dBuV) (dB/m) (dBuVv/m) (dBuV/m) (dB)
2310.00 50.95 -13.36 37.59 54.00 -16.41 Horizontal
2390.00 49.83 -13.03 36.80 54.00 -17.20 Horizontal
2310.00 51.24 -13.36 37.88 54.00 -16.12 Vertical
2390.00 50.95 -13.36 37.59 54.00 -16.41 Vertical
Test mode: | 802.11n(HT40) ‘ Test channel: Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MH2) (dBuV) (dB/m) (dBuv/m) | (dBuv/m) (dB) Polarization
2483.50 63.27 -12.64 50.63 74.00 -23.37 Horizontal
2500.00 61.39 -12.57 48.82 74.00 -25.18 Horizontal
2483.50 63.37 -12.64 50.73 74.00 -23.27 Vertical
2500.00 61.97 -12.57 49.40 74.00 -24.60 Vertical
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MH2) (dBuV) (dB/m) | (dBuv/m) | (dBuV/m) (dB) Polarization
2483.50 52.39 -12.64 39.75 54.00 -14.25 Horizontal
2500.00 50.57 -12.57 38.00 54.00 -16.00 Horizontal
2483.50 53.00 -12.64 40.36 54.00 -13.64 Vertical
2500.00 51.09 -12.57 38.52 54.00 -15.48 Vertical
Remarks:

1. The pre-test were performed on lowest, middle and highest frequencies, only the worst case’s (lowest
and highest frequencies) data was showed.

2. Final Level =Receiver Read level + Factor
3. Factor =Antenna Factor + Cable Loss — Preamplifier Factor
4. Emissions more than 20 dB below the limit do not need to be reported.
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Conducted Emission Method

Test Requirement:

47CFR Part 15.247 (d), 47CFR Part 15.209

Test Method:

ANSI C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-
2024§11.12.2

Limit:

In any 100 kHz bandwidth outside the frequency band in which the spread
spectrum intentional radiator is operating, the radio frequency power that
is produced by the intentional radiator shall be at least 20 dB below that in
the 100 kHz bandwidth within the band that contains the highest level of
the desired power, based on either an RF conducted or a radiated
measurement.

Test setup:

Spectrum Analyzer

[ o |
dw ] oo

(===
— [ o |

(e E.U.T

Non-Conducted Table

Ground Reference Plane

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test environment:

Temp.: 22.3°C Humid.: 59%RH

Test voltage:

AC 120V 60HZ

Test results: Pass
Remark:
1. Cable loss data included in Offset.

Condition Mode Fr?&li'ezr;cy Antenna Maég/?)lue Limit (dBc) Verdict
NVNT b 2412 Antl -43.91 -20 Pass
NVNT b 2437 Antl -45.23 -20 Pass
NVNT b 2462 Antl -43.97 -20 Pass
NVNT g 2412 Antl -40.72 -20 Pass
NVNT g 2437 Antl -39.84 -20 Pass
NVNT g 2462 Antl -39.07 -20 Pass
NVNT n20 2412 Antl -40.19 -20 Pass
NVNT n20 2437 Antl -40.22 -20 Pass
NVNT n20 2462 Antl -40.14 -20 Pass
NVNT n40 2422 Antl -35.09 -20 Pass
NVNT n40 2437 Antl -35.89 -20 Pass
NVNT n40 2452 Antl -36.93 -20 Pass
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Test plot as follows:
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Tx. Spurious NVNT b 2412MHz Antl Ref

| Spactrum Analyzar Swept SA

=R

ALIGN AUTO |
Avg Type: Log-Pwr
Avg|Hold: 1001100

[ SENSE:PULSE[ SOURCE OFF |

Trig: Free Run
#Atten: 30 dB

PNO: Fast =+~
IFGain:Low

Ref Offset1.94 dB
Ref 20.00 dBm

Mkr1 2.411 97 GHz
1.049 dBm

#VBW 300 kHz

Sweep 2.933 ms (1001 pts)

STATUS

Tx. Spurious NVNT b 2412MHz Antl Emission

|== Keysight Spectrum Analyzer - 5weptSA

=0 =

R T

Center Freq 13 55000000 GHz

10 dBidiv
Log

ALIGN AUTO |
Avg Type: Log-Pwr
Avg|Hold: 10110

RF ‘ EEI‘JSE:PULEE‘ SOURCE OFF | 05:37:20 PMAug 11, 2026

PNO: Fast —»— Trig: FreeRun
IFG w #Atten: 30 dB

Ref Offset 2.86 dB
Ref 20.00 dBm

Stop 26.50 GHz

#VBW 300 kHz Sweep 2.530 s (1001 pts)

MKR| MODE TRC

1

FUNCTION FUNCTION VALUE

_BEEIE___
[f]  26071GHz[ 42863dBm| [ [ ]
[f]  4953GHz[ -65801dBm| [ [ ]
[f]  7477GHz| 66380dBm| | | |
[f|  9718GHz| -66962dBm| [ [ B

SCL| FUNCTION WIDTH

Web: www.etrlab.cn
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Tx. Spurious NVNT b 2437MHz Antl Ref

= ==

Keysight Spectrum Analyzer - § eptSA
R_T RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [
Center Freq 2. 437000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Mkr1 2.436 91 GHz
Ref Offset 1.93 dB
1LOgB.'d|v Rfef zgeoo dBm 2.329 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT b 2437MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE -~

1 “-ﬂm 1. 357 dBm| |

3 | s6057gBM| [ [ ]
4 l]——_
5 [f§]  ©0797GHz[ -64640dBm[ [ [ 8
g r - - ]
8
9
10
11 I A R N R -
IMSG STATUS
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Tx. Spurious NVNT b 2462MHz Antl Ref

= ==

Keysight Spectrum Analyzer - § eptSA
R_T RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [
Center Freq 2. 462000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT b 2462MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
1LD dBidiv. Ref 20.00 dBm
og

#VBW 300 kHz Sweep 2.530 s (1001 pts)

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE -~

1 “-ﬂm 1. 533 6em [ ! |
Pl N | | 24541GHz| 42425dBm[ [ | 0000000000 |

3 [§]  4927GHz[ 56674dBm| | | ]

4 [§]  7389GHz[ 56243dBm| | | "]

5 [§ 10009GHz[ -56.606dBm| [ [ 8

6 r - - ]

7

8

9

10

11 I A R N R -
IMSG STATUS
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Tx. Spurious NVNT g 2412MHz Antl Ref

| Keysight Spectrum Analyzer - Swept SA ==
R T RF AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2.412000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100

IFGain:Low #Atten: 30 dB

Ref Offset 1.94 dB
Ref 20.00 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

STATUS

TX. Spurious NVNT g 2412MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

#VBW 300 kHz Sweep 2.530 s (1001 pts)
MKR| MODE TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE -
el N [1[f] 0000 2412GHz[  -2679dBm| [ @ |
2 I | 24541 GHe| 43533dBm|[ [ ]
3 [ f] 4715 GHz 56738dBm|[ [ [
4 [ f] 7.203 GHz 55670dBm|[ [ [ """
5 [ f 9.480 GHz 66663dBm[ [ [
6 r - - ]
7
8
9
10
11 I A R N R -
IMSG STATUS
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Tx. Spurious NVNT g 2437MHz Antl Ref

| Keysight Spectrum Analyzer - Swept SA ==

R_T RF AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [
Center Freq 2.437000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
Ref 20.00 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT g 2437MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH

=
A N[4]f]  2439GHz| -2621dBm| |

3 1] 4747CHz|  bo6e3dBm [
3 1] 7309GHz|  66QbdBm| | | ]
5 f] 9744GHz|  B69%6dBm[ | [ 8
6 [ R B
7
8
9

10

11 I O S -

IMSG STATUS
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Tx. Spurious NVNT g 2462MHz Antl Ref

=R

|== Keysight Spectrum Analyzer - 5 eptSA

R_T RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO [
Center Freq 2. 462000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT g 2462MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

FUNCTION FUNCTION WIDTH

3. 191 dBm| |

-56456dBm|[ | [ ]
l] 7.256 GHz 65736dBm[ [ 0 00000 ]
9.744 GHz 56514dBm [ | I8
- ]
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Tx. Spurious NVNT n20 2412MHz Antl Ref

|== Keysight Spectrum Analyzer - 5 eptSA =
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 412000000 GHz Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.94 dB
1LO dBidiv Ref 20.00 dBm
09

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT n20 2412MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE -~

1 “-ﬂmﬂﬂm ER 242 dBm| |
55402dBm| | [ ]

3
4 ——_
5 | 09533GHz| _ 7058dBm| | | |8
6 [ B
7
8
5
11 I A R N R -
IMSG STATUS
Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn

No0.103, No.10, Phase I, Zone 3, Xinxing Industrial Park, Xinhe, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



- Page 52 of 74 - Report No.: ET-26083914E01

Tx. Spurious NVNT n20 2437MHz Antl Ref

| Keysight Spectrum Analyzer - Swept SA ==
RLT RF AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2.437000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100

IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
Ref 20.00 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

STATUS

TX. Spurious NVNT n20 2437MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

#VBW 300 kHz Sweep 2.530 s (1001 pts)
MKR| MODE TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE -
el N [1[f] 0 2439GHz[  -2303dBm| [ @ |
2 I | 25044GHz| -42683dBm| | [
3 [f§] 4900GHz[ 55478dBm| [ | ]
4 [§]  7362GHz[ 55889dBm| | | ]
6 [f§] 0824GHz[ 66202dBm[ [ [ 8
g r - @ ]
8
9
10
11 I A R N R -
IMSG STATUS
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Tx. Spurious NVNT n20 2462MHz Antl Ref

| Keysight Spectrum Analyzer - Swept SA ==
RLT RF AC [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2.462000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100

IFGain:Low #Atten: 30 dB

Ref Offset 1.9 dB
Ref 20.00 dBm

Span 30.00 MHz
#VBW 300 kHz Sweep 2.933 ms (1001 pts)

STATUS

TX. Spurious NVNT n20 2462MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

#VBW 300 kHz Sweep 2.530 s (1001 pts)
MKR| MODE TRC| SCL X Y FUNCTION FUNCTION WIDTH FUNCTION VALUE -
el N [1[f] = 2465GHz[  -2575dBm| [ @ |
2 I | 24541GHz| 42110dBm| [ [ ]
3 [§] 4742GHz[ 56473dBm| [ | "]
4 [§]  7468GHz[ 55828dBm| | | ]
6 [f§] 0B77GHz[ -56663dBm| [ [ 8
g r - - ]
8
9
10
11 I A R N R -
IMSG STATUS
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Tx. Spurious NVNT n40 2422MHz Antl Ref

' Keysight Spectrum Analyzer - 5 eptSA ==
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |

Center Freq 2. 422000000 GHz ) Avg Type: Log-Pwr

PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100

IFGain:Low #Atten: 30 dB

Ref Offset 1.95 dB
1LO dBidiv Ref 20.00 dBm
09

-“ 'l N Mm-

Span 60.00 MHz
#VBW 300 kHz Sweep 5.800 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT n40 2422MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

MKR| MODE TRC| SCL X FUNCTION FUNCTION WIDTH FUNCTION VALUE -

5. osn dBm| |

56420dBmMm | [ |
l] 7.097 GHz 54774dBm| [ 1
9.771 GHz| &680dBM| | [ "8
- ]
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Tx. Spurious NVNT n40 2437MHz Antl Ref

= ==

Keysight Spectrum Analyzer - § eptSA
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 437000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100
IFGain:Low #Atten: 30 dB

Ref Offset 1.93 dB
1LO dBidiv Ref 20.00 dBm
09

Span 60.00 MHz
#VBW 300 kHz Sweep 5.800 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT n40 2437MHz Antl Emission

| Keysignt Spectrum Analyzer - Swept 5

[ SENSE:PULSE| SOURCE OFF | ALIGN AUTO |

Avg Type: Log-Pwr
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 10/10
IFGain:Low #Atten: 30 dB

Ref Offset2.86 dB
Ref 20.00 dBm

#VBW 300 kHz Sweep 2.530 s (1001 pts)

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE -~

1 “-ﬂm -6, osn = Y
Pl N | | 24541GHz| 42099dBm[ [ | 00000 |

3 [§]  4848GHz[ 55749dBm| [ | "]
4 [§]  7442GHz[ 56210dBm| [ | "]
6 [f§  0744GHz[ 56860dBm| [ [ 8
g r - - ]
8
9
10
11 I A R N R -
IMSG STATUS
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Tx. Spurious NVNT n40 2452MHz Antl Ref

| == eysight Spectrum Anclyzer - eptSA ==
RLT RF [ SENSE:PULSE] SOURCE OFF | ALIGN AUTO |
Center Freq 2. 452000000 GHz ) Avg Type: Log-Pwr
PNO: Fast -+~ Trig: FreeRun Avg|Hold: 100/100

IFGain:Low #Atten: 30 dB

Ref Offset 1.92 dB
1LO dBidiv Ref 20.00 dBm
09

Span 60.00 MHz
#VBW 300 kHz Sweep 5.800 ms (1001 pts)

MSG STATUS

TX. Spurious NVNT n40 2452MHz Antl Emission

|- Keysight Spectrum Analyzer - Swept A ===

[ SENSE:PULSE] SOURCE OFF | ALIGN AUTO | 06:32:20 PMAug 11, 2026
Avg Type: Log-Pwr

PNO: Fast —»— 1rig: FreeRun Avg|Hold: 10/10

IFGain:Low #Atten: 30 dB

Ref Offset 2.86 dB
1LD dB/div_ Ref 20.00 dBm
og

#VBW 300 kHz Sweep 2.530 s (1001 pts)

MKR| MODE TRC| SCL FUNCTION FUNCTION WIDTH FUNCTION VALUE -

l]___
[f|  24621GHz| 42794dBm| | | 00000000000 |
[f[  5086GHz[ -66333dBm| [ [ ]
[§]  7283GHz[ -56400dBm[ [ [ ]
E___ =
I B
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Radiated Emission Method

Test Requirement: 47CFR part 15.247(d),47CFR Part 15.209 and 15.205
Test Method: ANSI| C63.10-2020 + Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-
202486.4&6.5&6.6
Test Frequency Range: 9kHz to 25GHz
Test site: Measurement Distance: 3m
Receiver setup: Frequency Detector RBW VBW Value
9KHz-150KHz Quasi-peak 200Hz 600Hz Quasi-peak
150KHz-30MHz Quasi-peak 9KHz 30KHz Quasi-peak
30MHz-1GHz Quasi-peak | 120KHz | 360KHz | Quasi-peak
Peak 1MHz 3MHz Peak
Above 1GHz
Peak 1MHz 10Hz Average
Limit: Frequency Limit (uv/m) Value Megizltj;ﬁg]eem
0.009MHz-0.490MHz 2400/F(KHz) QP 300m
0.490MHz-1.705MHz 24000/F(KHz) QP 300m
1.705MHz-30MHz 30 QP 30m
30MHz-88MHz 100 QP
88MHz-216MHz 150 QP
216MHz-960MHz 200 QP
960MHz-1GHz 500 QP 3m
Above 1GHz >00 Average
5000 Peak

Test setup: For radiated emissions from 9kHz to 30MHz

Test Antenna

Tum Table ..

< §0cm >+

Vi v

Receiver~ |

For radiated emissions from 30MHz to1GHz

il

Test Antenna.

i

< 3m >

A

<lm.. 4m >

Tum Table.

< $0em > Tum Table-

i J
| Receiver- H Preamplifier. }/

For radiated emissions above 1GHz

i
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b
Test Antenna.

<lm . 4m>}

Tum Tablev -

<150¢n >,

X

i

/
| Spectrum analyzer H Preamplifier- }/

Test Procedure:

1. The EUT was placed on the top of a rotating table (0.8m for below 1G
and 1.5m for above 1G) above the ground at a 3 meter camber. The
table was rotated 360 degrees to determine the position of the highest
radiation.

2. The EUT was set 3 meters away from the interference-receiving
antenna, which was mounted on the top of a variable-height antenna
tower.

3. The antenna height is varied from one meter to four meters above the
ground to determine the maximum value of the field strength. Both
horizontal and vertical polarizations of the antenna are set to make the
measurement.

4. For each suspected emission, the EUT was arranged to its worst case
and then the antenna was tuned to heights from 1 meter to 4 meters
and the rota table was turned from O degrees to 360 degrees to find the
maximum reading.

5. The test-receiver system was set to Peak Detect Function and Specified
Bandwidth with Maximum Hold Mode.

6. If the emission level of the EUT in peak mode was 10dB lower than the
limit specified, then testing could be stopped and the peak values of the
EUT would be reported. Otherwise the emissions that did not have 10dB
margin would be re-tested one by one using peak, quasi-peak or
average method as specified and then reported in a data sheet.

Test Instruments:

Refer to section 3.0 for details

Test mode:

Refer to section 2.2 for details

Test results:

Pass

Remarks:

1.
2.
3.

The report only shows the worst mode.

Pre-scan all kind of the place mode (X-axis, Y-(axis, Z-axis), and found the Y-axis which it is worse case.

All models and modes have been tested, and the report only displays the worst mode 802.11n20

(2412MHz) data.
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Measurement data:

B 9kHz~30MHz

The emission from 9 kHz to 30MHz was pre-tested and found the result was 20dB lower than the limit,
and according to 15.31(0), the test result no need to reported.

Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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Report No.: ET-26083914E01

Test polarization: | Vertical Test voltage: | AC 120V 60Hz
Temp.: 22.3°C Humid.: 59%RH
80.0 dBu¥/m
70
60
HCC Claz$ B 3M |Radiation
50 B !—
I
[
40 : 4 2 2 -
peak
30 1 MU‘I I \ | I “ ulL\JIJ' ubuL"“”FL“Q'J
s R
20 LN Mmm b
i N
10
0.0
30.000 60 100 (MHz] 500 1000.0
No. Frequency | Reading | Factor Level Limit |Margin Deteckr
(MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 150.0107 60.53 -20.86 39.67 43.50 -3.83 QP
2 199.9855 B2.15 -23.84 38.31 43.50 -5.19 QP
3 300.3672 60.78 -20.60 40.18 46.00 -5.82 QP
4 451.1349 55.22 -15.58 39.64 46.00 -6.36 QP
5 601.4265 50.48 -11.45 39.03 46.00 -6.97 QP
B 801.7862 47.59 -6.30 41.29 46.00 -4.71 QP
Remarks:
Level =Receiver Reading + Factor

Factor= Antenna Factor + Cable Factor — Preamplifier Factor
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Report No.: ET-26083914E01

Test polarization: Horizontal Test voltage: | AC 120V 60Hz
Temp.: 22.3°C Humid.: 59%RH
80.0 dBu¥/m
70
60
ACC Claz$ B 3M |Radiation
50 = !-
2 ! 1
40 1 a
L‘A‘Jpeak
30 MWMM MWW LTn by | | W[mlluﬁ WU’J}W ||
L
20 M ”
10
0.0
30,000 60 100 (MHz] 500 1000.0
No. Frequency | Reading | Factor Level Limit |Margin| ..
(MHz) (dBuVv) (dB/m) [(dBuV/m) [(dBuV/m)| (dB)
1 125.0065 61.35 -23.17 38.18 43.50 -5.32 QP
2 150.0107 61.02 -20.86 40.16 43.50 -3.34 QP
3 601.4265 52.38 -11.45 40.93 46.00 -5.07 QP
4 750.1082 48.53 -7.94 40.59 46.00 -5.41 QP
5 801.7862 47.47 -6.30 4117 46.00 -4.83 QP
6 851.0353 46.53 -6.02 40.51 46.00 -5.49 QP
Remarks:

Level =Receiver Reading + Factor
Factor= Antenna Factor + Cable Factor — Preamplifier Factor
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B 1GHz-25GHz

Temp.: 22.3°C | Humid.. | 59%RH
Test voltage: AC 120V 60Hz
Test mode: ‘ 802.11b ‘ Test channel: ‘ lowest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuVv) (dB/m) (dBuV/m) (dBuV/m) (dp) | Polarization
4824.00 55.00 -7.66 47.34 74.00 -26.66 Vertical
7236.00 50.19 -1.62 48.57 74.00 -25.43 Vertical
9648.00 51.06 1.27 52.33 74.00 -21.67 Vertical
12060.00 * -- -- 74.00 - Vertical
14472.00 * -- -- 74.00 - Vertical
16884.00 * -- -- 74.00 - Vertical
4824.00 55.55 -7.66 47.89 74.00 -26.11 Horizontal
7236.00 50.45 -1.62 48.83 74.00 -25.17 Horizontal
9648.00 50.22 1.27 51.49 74.00 -22.51 Horizontal
12060.00 * -- 74.00 Horizontal
14472.00 * -- 74.00 Horizontal
16884.00 * -- 74.00 Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4824.00 43.95 -7.66 36.29 54.00 -17.71 Vertical
7236.00 39.76 -1.62 38.14 54.00 -15.86 Vertical
9648.00 40.45 1.27 41.72 54.00 -12.28 Vertical
12060.00 * -- -- 54.00 - Vertical
14472.00 * -- -- 54.00 - Vertical
16884.00 * -- -- 54.00 - Vertical
4824.00 45.04 -7.66 37.38 54.00 -16.62 Horizontal
7236.00 40.84 -1.62 39.22 54.00 -14.78 Horizontal
9648.00 39.70 1.27 40.97 54.00 -13.03 Horizontal
12060.00 * -- 54.00 Horizontal
14472.00 * -- 54.00 Horizontal
16884.00 * -- 54.00 Horizontal
Remark:
1. Level = Read level + Factor
2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor
3. ™ means this data is the too weak instrument of signal is unable to test.
4. Emissions more than 20 dB below the limit do not need to be reported.
Tel: +86 0755 85259392 Email: etr800@etrtest.com Web: www.etrlab.cn
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‘ Test mode: ‘ 802.11b ‘ Test channel: | Middle
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 54.66 -7.58 47.08 74.00 -26.92 Vertical
7311.00 50.49 -1.40 49.09 74.00 -24.91 Vertical
9748.00 50.49 1.20 51.69 74.00 -22.31 Vertical
12185.00 * - - 74.00 - Vertical
14622.00 * - - 74.00 - Vertical
17059.00 * -- -- 74.00 -- Vertical
4874.00 54.44 -7.58 46.86 74.00 -27.14 Horizontal
7311.00 49.93 -1.40 48.53 74.00 -25.47 Horizontal
9748.00 50.53 1.20 51.73 74.00 -22.27 Horizontal
12185.00 * -- 74.00 Horizontal
14622.00 * -- 74.00 Horizontal
17059.00 * -- 74.00 Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 43.95 -7.58 36.37 54.00 -17.63 Vertical
7311.00 39.76 -1.40 38.36 54.00 -15.64 Vertical
9748.00 39.89 1.20 41.09 54.00 -12.91 Vertical
12185.00 * - -- 54.00 - Vertical
14622.00 * - -- 54.00 - Vertical
17059.00 * - -- 54.00 - Vertical
4874.00 44.69 -7.58 37.11 54.00 -16.89 Horizontal
7311.00 40.69 -1.40 39.29 54.00 -14.71 Horizontal
9748.00 40.13 1.20 41.33 54.00 -12.67 Horizontal
12185.00 * -- 54.00 Horizontal
14622.00 * -- 54.00 Horizontal
17059.00 * -- 54.00 Horizontal
Remark:

1. Level = Read level + Factor

2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor

3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11b | Test channel: | Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit N
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) | Polarization
4924.00 55.53 -7.49 48.04 74.00 -25.96 Vertical
7386.00 50.89 -1.18 49.71 74.00 -24.29 Vertical
9848.00 52.12 1.12 53.24 74.00 -20.76 Vertical
12310.00 * - - 74.00 - Vertical
14772.00 * - -- 74.00 - Vertical
17234.00 * - - 74.00 - Vertical
4924.00 54.99 -7.49 47.50 74.00 -26.50 Horizontal
7386.00 50.33 -1.18 49.15 74.00 -24.85 Horizontal
9848.00 51.22 1.12 52.34 74.00 -21.66 Horizontal
12310.00 * -- -- 74.00 -- Horizontal
14772.00 * -- -- 74.00 -- Horizontal
17234.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4924.00 46.78 -7.49 39.29 54.00 -14.71 Vertical
7386.00 42.47 -1.18 41.29 54.00 -12.71 Vertical
9848.00 42.65 1.12 43.77 54.00 -10.23 Vertical
12310.00 * - -- 54.00 - Vertical
14772.00 * -- -- 54.00 - Vertical
17234.00 * -- -- 54.00 - Vertical
4924.00 47.67 -7.49 40.18 54.00 -13.82 Horizontal
7386.00 43.40 -1.18 42.22 54.00 -11.78 Horizontal
9848.00 41.61 1.12 42.73 54.00 -11.27 Horizontal
12310.00 * -- -- 54.00 -- Horizontal
14772.00 * -- -- 54.00 -- Horizontal
17234.00 * -- -- 54.00 -- Horizontal
Remark:

1. Level = Read level + Factor

2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor

3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11g ‘ Test channel: | lowest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuVv) (dB/m) (dBuV/m) (dBuV/m) (dg) | Polarization
4824.00 58.16 -7.66 50.50 74.00 -23.50 Vertical
7236.00 52.63 -1.62 51.01 74.00 -22.99 Vertical
9648.00 54.47 1.27 55.74 74.00 -18.26 Vertical
12060.00 * -- -- 74.00 -- Vertical
14472.00 * - - 74.00 - Vertical
16884.00 * -- -- 74.00 -- Vertical
4824.00 57.71 -7.66 50.05 74.00 -23.95 Horizontal
7236.00 52.49 -1.62 50.87 74.00 -23.13 Horizontal
9648.00 53.42 1.27 54.69 74.00 -19.31 Horizontal
12060.00 * -- -- 74.00 -- Horizontal
14472.00 * -- -- 74.00 -- Horizontal
16884.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4824.00 46.96 -7.66 39.30 54.00 -14.70 Vertical
7236.00 42.42 -1.62 40.80 54.00 -13.20 Vertical
9648.00 42.86 1.27 44.13 54.00 -9.87 Vertical
12060.00 * -- -- 54.00 - Vertical
14472.00 * -- -- 54.00 - Vertical
16884.00 * -- -- 54.00 - Vertical
4824.00 47.77 -7.66 40.11 54.00 -13.89 Horizontal
7236.00 43.11 -1.62 41.49 54.00 -12.51 Horizontal
9648.00 42.12 1.27 43.39 54.00 -10.61 Horizontal
12060.00 * -- -- 54.00 -- Horizontal
14472.00 * -- -- 54.00 -- Horizontal
16884.00 * -- -- 54.00 -- Horizontal
Remark:

1. Level = Read level + Factor
Factor =Antenna Factor + Cable Loss — Preamplifier Factor

2
3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11g Test channel: Middle
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 57.32 -7.58 49.74 74.00 -24.26 Vertical
7311.00 56.52 -1.40 55.12 74.00 -18.88 Vertical
9748.00 53.51 1.20 54.71 74.00 -19.29 Vertical
12185.00 * - -- 74.00 - Vertical
14622.00 * - -- 74.00 - Vertical
17059.00 * -- -- 74.00 -- Vertical
4874.00 56.81 -7.58 49.23 74.00 -24.77 Horizontal
7311.00 52.63 -1.40 51.23 74.00 -22.77 Horizontal
9748.00 50.27 1.20 51.47 74.00 -22.53 Horizontal
12185.00 * -- -- 74.00 -- Horizontal
14622.00 * -- -- 74.00 -- Horizontal
17059.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 47.28 -7.58 39.70 54.00 -14.30 Vertical
7311.00 43.30 -1.40 41.90 54.00 -12.10 Vertical
9748.00 42.37 1.20 43.57 54.00 -10.43 Vertical
12185.00 * - -- 54.00 - Vertical
14622.00 * -- -- 54.00 - Vertical
17059.00 * - -- 54.00 - Vertical
4874.00 46.83 -7.58 39.25 54.00 -14.75 Horizontal
7311.00 41.57 -1.40 40.17 54.00 -13.83 Horizontal
9748.00 41.45 1.20 42.65 54.00 -11.35 Horizontal
12185.00 * -- -- 54.00 -- Horizontal
14622.00 * -- -- 54.00 -- Horizontal
17059.00 * -- -- 54.00 -- Horizontal
Remark:

1. Level = Read level + Factor

Factor =Antenna Factor + Cable Loss — Preamplifier Factor

2
3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.

Tel: +86 0755 85259392

Email: etr800@etrtest.com
No0.103, No.10, Phase I, Zone 3, Xinxing Industrial Park, Xinhe, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Web: www.etrlab.cn




- Page 67 of 74 -

Report No.: ET-26083914E01

‘ Test mode: ‘ 802.11¢g | Test channel: Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit N
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) | Polarization
4924.00 56.58 -7.49 49.09 74.00 -24.91 Vertical
7386.00 52.42 -1.18 51.24 74.00 -22.76 Vertical
9848.00 54.00 1.12 55.12 74.00 -18.88 Vertical
12310.00 * - -- 74.00 -- Vertical
14772.00 * -- -- 74.00 -- Vertical
17234.00 * -- -- 74.00 -- Vertical
4924.00 58.08 -7.49 50.59 74.00 -23.41 Horizontal
7386.00 55.18 -1.18 54.00 74.00 -20.00 Horizontal
9848.00 53.40 1.12 54.52 74.00 -19.48 Horizontal
12310.00 * -- -- 74.00 -- Horizontal
14772.00 * -- -- 74.00 -- Horizontal
17234.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit —
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4924.00 46.19 -7.49 38.70 54.00 -15.30 Vertical
7386.00 43.11 -1.18 41.93 54.00 -12.07 Vertical
9848.00 41.49 1.12 42.61 54.00 -11.39 Vertical
12310.00 * - -- 54.00 -- Vertical
14772.00 * - -- 54.00 - Vertical
17234.00 * - -- 54.00 - Vertical
4924.00 47.07 -7.49 39.58 54.00 -14.42 Horizontal
7386.00 42.82 -1.18 41.64 54.00 -12.36 Horizontal
9848.00 40.74 1.12 41.86 54.00 -12.14 Horizontal
12310.00 * -- -- 54.00 -- Horizontal
14772.00 * -- -- 54.00 -- Horizontal
17234.00 * -- -- 54.00 -- Horizontal
Remark:
1. Level = Read level + Factor
2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor
3. ™ means this data is the too weak instrument of signal is unable to test.
4. Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n20 ‘ Test channel: | Lowest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuVv) (dB/m) (dBuV/m) (dBuV/m) (dg) | Polarization
4824.00 56.44 -7.66 48.78 74.00 -25.22 Vertical
7236.00 50.60 -1.62 48.98 74.00 -25.02 Vertical
9648.00 51.44 1.27 52.71 74.00 -21.29 Vertical
12060.00 * -- -- 74.00 -- Vertical
14472.00 * - - 74.00 - Vertical
16884.00 * -- -- 74.00 -- Vertical
4824.00 54.90 -7.66 47.24 74.00 -26.76 Horizontal
7236.00 50.72 -1.62 49.10 74.00 -24.90 Horizontal
9648.00 50.03 1.27 51.30 74.00 -22.70 Horizontal
12060.00 * -- -- 74.00 -- Horizontal
14472.00 * -- -- 74.00 -- Horizontal
16884.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4824.00 44.48 -7.66 36.82 54.00 -17.18 Vertical
7236.00 40.03 -1.62 38.41 54.00 -15.59 Vertical
9648.00 39.36 1.27 40.63 54.00 -13.37 Vertical
12060.00 * -- -- 54.00 - Vertical
14472.00 * -- -- 54.00 - Vertical
16884.00 * -- -- 54.00 - Vertical
4824.00 45.35 -7.66 37.69 54.00 -16.31 Horizontal
7236.00 40.82 -1.62 39.20 54.00 -14.80 Horizontal
9648.00 39.15 1.27 40.42 54.00 -13.58 Horizontal
12060.00 * -- -- 54.00 -- Horizontal
14472.00 * -- -- 54.00 -- Horizontal
16884.00 * -- -- 54.00 -- Horizontal
Remark:

1. Level = Read level + Factor

2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor

3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n20 ‘ Test channel: | Middle
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 54.17 -7.58 46.59 74.00 -27.41 Vertical
7311.00 53.12 -1.40 51.72 74.00 -22.28 Vertical
9748.00 50.06 1.20 51.26 74.00 -22.74 Vertical
12185.00 * - -- 74.00 - Vertical
14622.00 * - -- 74.00 - Vertical
17059.00 * -- -- 74.00 -- Vertical
4874.00 55.34 -7.58 47.76 74.00 -26.24 Horizontal
7311.00 48.81 -1.40 47.41 74.00 -26.59 Horizontal
9748.00 50.54 1.20 51.74 74.00 -22.26 Horizontal
12185.00 -- -- 74.00 -- Horizontal
14622.00 * -- -- 74.00 -- Horizontal
17059.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 44.07 -7.58 36.49 54.00 -17.51 Vertical
7311.00 41.50 -1.40 40.10 54.00 -13.90 Vertical
9748.00 39.29 1.20 40.49 54.00 -13.51 Vertical
12185.00 * - -- 54.00 - Vertical
14622.00 * -- -- 54.00 - Vertical
17059.00 * - -- 54.00 - Vertical
4874.00 4451 -7.58 36.93 54.00 -17.07 Horizontal
7311.00 40.87 -1.40 39.47 54.00 -14.53 Horizontal
9748.00 38.85 1.20 40.05 54.00 -13.95 Horizontal
12185.00 * -- -- 54.00 -- Horizontal
14622.00 * -- -- 54.00 -- Horizontal
17059.00 * -- -- 54.00 -- Horizontal
Remark:

1. Level = Read level + Factor

2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor

3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n20 | Test channel: Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit N
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) | Polarization
4924.00 55.11 -7.49 47.62 74.00 -26.38 Vertical
7386.00 49.50 -1.18 48.32 74.00 -25.68 Vertical
9848.00 50.62 1.12 51.74 74.00 -22.26 Vertical
12310.00 * - -- 74.00 -- Vertical
14772.00 * -- -- 74.00 -- Vertical
17234.00 * -- -- 74.00 -- Vertical
4924.00 55.20 -7.49 47.71 74.00 -26.29 Horizontal
7386.00 53.65 -1.18 52.47 74.00 -21.53 Horizontal
9848.00 50.04 1.12 51.16 74.00 -22.84 Horizontal
12310.00 * -- -- 74.00 -- Horizontal
14772.00 * -- -- 74.00 -- Horizontal
17234.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit —
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4924.00 43.30 -7.49 35.81 54.00 -18.19 Vertical
7386.00 38.88 -1.18 37.70 54.00 -16.30 Vertical
9848.00 38.36 1.12 39.48 54.00 -14.52 Vertical
12310.00 * - -- 54.00 -- Vertical
14772.00 * - -- 54.00 - Vertical
17234.00 * - -- 54.00 - Vertical
4924.00 44.19 -7.49 36.70 54.00 -17.30 Horizontal
7386.00 41.49 -1.18 40.31 54.00 -13.69 Horizontal
9848.00 38.49 1.12 39.61 54.00 -14.39 Horizontal
12310.00 * -- -- 54.00 -- Horizontal
14772.00 * -- -- 54.00 -- Horizontal
17234.00 * -- -- 54.00 -- Horizontal
Remark:
1. Level = Read level + Factor
2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor
3. ™ means this data is the too weak instrument of signal is unable to test.
4. Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n40 ‘ Test channel: Lowest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit N
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) | Polarization
4844.00 52.96 -7.63 45.33 74.00 -28.67 Vertical
7266.00 48.78 -1.53 47.25 74.00 -26.75 Vertical
9688.00 46.86 1.24 48.10 74.00 -25.90 Vertical
12060.00 * -- -- 74.00 -- Vertical
14472.00 * -- -- 74.00 - Vertical
16884.00 * -- -- 74.00 -- Vertical
4844.00 51.07 -7.63 43.44 74.00 -30.56 Horizontal
7266.00 47.58 -1.53 46.05 74.00 -27.95 Horizontal
9688.00 55.99 1.24 57.23 74.00 -16.77 Horizontal
12060.00 * -- -- 74.00 -- Horizontal
14472.00 * -- -- 74.00 -- Horizontal
16884.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) () | Polarization
4844.00 41.82 -7.63 34.19 54.00 -19.81 Vertical
7266.00 38.33 -1.53 36.80 54.00 -17.20 Vertical
9688.00 36.64 1.24 37.88 54.00 -16.12 Vertical
12060.00 * -- 54.00 Vertical
14472.00 * -- 54.00 Vertical
16884.00 * -- 54.00 Vertical
4844.00 42.48 -7.63 34.85 54.00 -19.15 Horizontal
7266.00 38.94 -1.53 3741 54.00 -16.59 Horizontal
9688.00 38.53 1.24 39.77 54.00 -14.23 Horizontal
12060.00 * -- 54.00 Horizontal
14472.00 * -- 54.00 Horizontal
16884.00 * -- 54.00 Horizontal
Remark:

1. Level = Read level + Factor

Factor =Antenna Factor + Cable Loss — Preamplifier Factor

2
3. ™ means this data is the too weak instrument of signal is unable to test.
4

Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n40 | Test channel: Middle
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuVv) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 55.21 -7.58 47.63 74.00 -26.37 Vertical
7311.00 54.10 -1.40 52.70 74.00 -21.30 Vertical
9748.00 50.95 1.20 52.15 74.00 -21.85 Vertical
12185.00 * -- - 74.00 - Vertical
14622.00 * -- -- 74.00 -- Vertical
17059.00 * -- -- 74.00 -- Vertical
4874.00 56.54 -7.58 48.96 74.00 -25.04 Horizontal
7311.00 50.95 -1.40 49.55 74.00 -24.45 Horizontal
9748.00 50.79 1.20 51.99 74.00 -22.01 Horizontal
12185.00 * -- -- 74.00 -- Horizontal
14622.00 * -- -- 74.00 -- Horizontal
17059.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4874.00 45.47 -7.58 37.89 54.00 -16.11 Vertical
7311.00 42.73 -1.40 41.33 54.00 -12.67 Vertical
9748.00 40.17 1.20 41.37 54.00 -12.63 Vertical
12185.00 * -- - 54.00 - Vertical
14622.00 * -- - 54.00 - Vertical
17059.00 * -- - 54.00 - Vertical
4874.00 46.19 -7.58 38.61 54.00 -15.39 Horizontal
7311.00 42.37 -1.40 40.97 54.00 -13.03 Horizontal
9748.00 39.06 1.20 40.26 54.00 -13.74 Horizontal
12185.00 * -- -- 54.00 -- Horizontal
14622.00 * -- -- 54.00 -- Horizontal
17059.00 * -- -- 54.00 -- Horizontal
Remark:
1. Level = Read level + Factor
2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor
3. ™ means this data is the too weak instrument of signal is unable to test.
4. Emissions more than 20 dB below the limit do not need to be reported.
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‘ Test mode: ‘ 802.11n40 | Test channel: Highest
Peak value:
Frequency Read Level Factor Level Limit Line Over Limit N
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4904.00 54.44 -7.52 46.92 74.00 -27.08 Vertical
7356.00 49.73 -1.26 48.47 74.00 -25.53 Vertical
9808.00 51.75 1.16 52.91 74.00 -21.09 Vertical
12310.00 * -- -- 74.00 -- Vertical
14772.00 * -- -- 74.00 -- Vertical
17234.00 * -- -- 74.00 -- Vertical
4904.00 54.73 -7.52 47.21 74.00 -26.79 Horizontal
7356.00 53.19 -1.26 51.93 74.00 -22.07 Horizontal
9808.00 50.45 1.16 51.61 74.00 -22.39 Horizontal
12310.00 * -- -- 74.00 -- Horizontal
14772.00 * -- -- 74.00 -- Horizontal
17234.00 * -- -- 74.00 -- Horizontal
Average value:
Frequency Read Level Factor Level Limit Line Over Limit o
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB) polarization
4904.00 44.16 -7.52 36.64 54.00 -17.36 Vertical
7356.00 40.57 -1.26 39.31 54.00 -14.69 Vertical
9808.00 39.29 1.16 40.45 54.00 -13.55 Vertical
12310.00 * -- - 54.00 - Vertical
14772.00 * -- - 54.00 - Vertical
17234.00 * -- - 54.00 - Vertical
4904.00 45.07 -7.52 37.55 54.00 -16.45 Horizontal
7356.00 41.52 -1.26 40.26 54.00 -13.74 Horizontal
9808.00 39.41 1.16 40.57 54.00 -13.43 Horizontal
12310.00 * -- -- 54.00 -- Horizontal
14772.00 * -- -- 54.00 -- Horizontal
17234.00 * -- -- 54.00 -- Horizontal
Remark:
1. Level = Read level + Factor
2. Factor =Antenna Factor + Cable Loss — Preamplifier Factor
3. ™ means this data is the too weak instrument of signal is unable to test.
4. Emissions more than 20 dB below the limit do not need to be reported.
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5. Test Setup Photo
Reference to the file No.: ET-26083914SP for details.

6. EUT Constructional Details
Reference to the file No.: ET-26083914EP and ET-26083914IP for details.
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