EHP-001 Smart WI-FI Programmable Thermostat - User Manual
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Step 9 DIP switch

If you have connected both the RC-wire and the RH-wire to the wall plate, adjust the DIP on the

back of the thermostat to Disconnect, otherwise switch it to Connect.
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Step 10 Install the thermostat to the wall plate
First aim the two clips in upper part of the thermostat to the top of the wall plate, then gently push
and fit the wiring pole to the terminals on the wall plate.

Step 11 Power on and Enjoy

Turn on the switch that controls your heating and cooling system, the thermostat will be powered
on and prompt you to start the setup.

Breaker Box



EHP-001 Smart WI-FI Programmable Thermostat - User Manual

Important note:

If C-wire does not exist in your system:

The C-wire is used to provide power to the thermostat. If C-wire does not exist in your system,
you will need a power module to power your thermostat using the existing wires. There are 2
sides with connections. 4 terminals is for the thermostat, 5 terminals is for the control board
connection.

To thermostat To HVAC control board

Power module requires your system to have the following wires:

4 wires: W/W1, Y1/Y2, G, and R (or Rc or Rh)
Or 3 wires: Y1/Y2, G, and R (or Rc or Rh)
If you don’t have these wires, your system may not be compatible with the power module.

RC RH G Y1 v2 Wi w2 C om
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Check the instruction of power module below:

1. Find the HVAC terminals and take a picture of the wires connected to the terminals of your
old thermostat, you may need to reference this photo later;

2. Label the wires. Only label the wires from the control board to the old thermostat;

Before removing the wires from your old thermostat, use the wire labels

thermostat

1fyou don't have a C-wire, you will need the labels below. Label the wires.
atyour control board

To thermostat

3. Disconnect wires of W/W1, Y/Y1, R to thermostat from control board;

To thermostat
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4. Reconnect these wires to the 4-terminal side of the power module. The wires and
corresponding terminals are show as below;

. w—w
ot c—C
5t
2 G —G
3:

3:

@ Y =Y
2:

: R — R

5. 5-terminal connect to HVAC control board side;

HVAC control board

To thermostat

6. Position the wiring module.
The power module should be installed between your thermostat wiring and your control board.
Install it at the right position then close the HVAC cover panel securely and return to your

thermostat;
15
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APPLICATION
1.1 Download App

Scan the QR code or simply download the Edison App for your mobile direct from App Store or Google Play.
Remark: Tuya Smart/Smart Life App also works.

Available on the
D App Store

ANDROID APP ON
b C .
P> Google™ play

1.2 How to add the EHP-001 device to the APP

Preparation before installation:
1. Confirm that the 2.4G WiFi signal is good
2. Connect your smart phone to WiFi

Note: This is very important. The user must confirm that the connection is successful, such as: the Progress bar

16
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has been completed, or the prompt: connected the device. Otherwise, we cannot proceed to the next step.

Steps as following:

®  Open Edison ( Tuya Smart or Smart Life ) App, use your phone number or email address to register and
login.

® Tap + on the top right, Add the device.

Choose Small home appliance - Thermostat(WiFi).

®  Enter SSID and password, Click Next.

®  Confirm the indicator blinking(When the thermostat is in off state, press and hold ”’ key for 8 seconds

till symbol is blinking in pairing mode), Click.

Click “blink slowly” .

Click “Go to connect” .

Choose Smart Thermostat_ XXXXX.

Enter the password: 1234567890. Within 5-10 seconds, the device will be connected to the phone.

Note: The 2.4G routers must be used. Most routers on the market currently support the 2.4G and 5G dual-band.

When the two bands of the router are separated to use, the phone needs to be connected to the 2.4G network,

and then add the device. If the router is set to converge 2.4G and 5G, there will be a certain probability that the

device addition will fail.

®  Click the return button to return to the Edison/Tuya/Smart Life app interface. The device will
automatically connect to the Tuya cloud.

Note: Because different brands of phones have different ways of returning to the app, some phones require

reclicking on the Edison/Tuya/Smart Life app icon.

DEVICE INITIAL SETUP

1. Set clock to current day, time and week.

/7 A T’/“
1.1 Press the key till clock “Minute” is blinking, then press or U to set minute;
or . to set hour;

key till “Week” is blinking, then press or to select day of week;

o~
1.2 Press the key till clock “Hour” is blinking, then press

@

1.3 Press the IS

2. Preset energy-saving schedules

This thermostat is pre-set with energy-saving program settings for four time periods. Using the
default settings can reduce your heating/cooling expenses if used as directed. Savings may vary
depending on geographic region and usage. See the below.
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Default Heating settings | Default Cooling settings
BVZOA:rEn 70°F 78°F
';ESTOU;’: 70°F 78°F

-
To change the settings, tap the @ key for 4 times continuously, it will show “Mon” and “

N o~
press or to select current period of time. Tap the - key again to enter into the
7

. n) ) . . . .
temperature setting, tap or key to modulate the setting value for this period of time.

Repeat the same operation, you will be able to set time and temperature for the rest time periods
(LEAVE, RETURN and SLEEP).

MODE SETUP

Tap the System Mode icon “
Auto, Cool, Heat, Off or Emergency Heat(EMER).

Emergency Heat (EMER ) mode is only available if you have selected Heat Pump as your Heat
Type and enabled the Emergency Heat function in the setup menu.

" on the screen to select your system mode of thermostat between:

The HVAC system settings depends on the type of system you use, common options are shown
below:

Cool: Turn on cooling when the current temperature rises above the setpoint.

Heat: Turn on heating when the current temperature drops below the setpoint.

Auto: Activate the heating or cooling system as required to keep your home within the configured

range of setpoint.

EMER: Use ONLY the Emergency Heat or backup heat source to maintain the heat setpoint. This

option only appears if Emergency heat is configured in the Equipment menu. Compressor is off.
18
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Off: Turn the system off. When the system is off, only the current temperature will be displayed
on the home screen.

FAN SETUP
In the off state, press and hold and for 3 seconds to access the settings, select 01 Fan
setting by using or to change the fan setting, Auto or On (default in Auto).

Auto: Fan runs only when the heating or cooling system is on. Auto is the most commonly used
setting.
On: Fan is always on.

OVERRIDING SCHEDULES SETUP

Tap the key to select “Permanent Hold”, “Temporary Hold”, “Using Schedule” or
“Hold Until”.

Permanent Hold: Tap the &4 key to select “Permanent Hold”, this will permanently adjust the

temperature and turn off the program schedule. Tap or to adjust the temperature setting.

The temperature you set will be maintained 24 hours a day until you manually change it or cancel
to resume the program schedule.

Temporary Hold: Tap the key to select “Temporary Hold”, you can override the scheduled

temperature immediately by tapping or . The new temperature will be maintained only

until the next programmed time period begins.

Using Schedule: Tap the key to select “Using Schedule”, there are 4 period times per day can

be re-set, 7 days per week can be programmed.

Holiday mode(Hold Until): Tap the &

“Hold Until” and “Days” on the screen. The setpoint temperature can be modulated based on the

days you set by tapping or @

key to select “Hold Until”, it will be displayed with
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ADVANCED SETTING

In the off state, press and hold n and

to select the item numbers as below:

for 3 seconds to access the advanced setting, tap

Aut
system is on. Auto is the most commonly used

an runs only when the heating or cooling

01 Fan On/Auto O'IF:“A(';‘:" setting 0
. On: Fan is always on under Auto, Cooling or
Heating mode
02 Offset temperature _89F~8°F (-4°C~4°C) Calibrate the reading :zr;;fnerature of thermostat 0
Minimum downtime for the The imum time after the compressor is
03 0~5 minutes 1
heat pump compressor shutdown
0: Cooling O/B = 0;
Heating O/8 = 1 Only for heat pump control, not for air
04 ©/8 terminal output 1: Cooling O/8 = 1; conditioning control :
Heating O/B = 0
05 Low temperature limitation 41°F ~59°F (5°C~15°C) - 41°F (5°C)
06 High temperature limitation | 59°F ~113°F (15°C~45°C) - 113°F (45°C)
. 0: 12-hour clock
07 Time clock display 1 24-hour dlock - 1
Setpoint temperature =Indoor ambient
Determination value of AC and ‘emperam\;lts:g?::;:‘f:renm“:!:uw mode
08 | heating operation under heat 1C~5°C (2°F ~10°F ) 9 ' 3C
o auto mode Setpoint temperature < Indoor ambient
pump temperature-Switch differential, auto mode
works as cooling mode;
When the set value is 0, there is no filter
cleaning reminder;
And when the filter timing is greater than 0. In
09 Filter cleaning reminder time 0-5 months the unit of month, time the filter when the fan 3
turns on with filter icon displayed on screen. To
off the filter timing, press and hold the mode
key for 5 seconds, the filter icon will disappear.
0A Screen saver 1-99 Screen brightness in standby mode 20
o Celsius or Fahrenheit v - 1
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oc

Y2 Switch differential
(Deadband)

1°C~5°C (2°F ~10°F)

When Y2 is in off state, the temperature
difference between setpoint temperature and
indoor ambient temperature =switch
differential value, turn on the output of Y2;
When Y2 is in on state, the temperature
difference between setpoint temperature and
indoor ambient temperature <switch
differential value-1°C, turn off the output of Y2;
Under heating mode, when AUX. heating is off,
the temperature difference between setpoint
temperature and indoor ambient temperature
=switch differential value+1°C, turn on the
output of AUX heating;

When AUX. heating is on, the temperature
difference between setpoint temperature and
indoor ambient temperature <switch
differential value, turn off the output of AUX
heating.

0d

Fan control under heating
mode

0: Fan off
1: Fanon

OE

Changeover the heat pump
and air conditioning system

0: Heat pump
1: Air Conditioning

When engaged in air conditioning, there is no
output control to OB. Under heating mode,
there is no output control to Y1, Y2, only control

OF

Delay time on Y1 output

0~180s

Delay time to turn on Y1 output

10

Delay time on Y2 output

0~180s

Delay fime to turn on Y2 output if Y1 is on
working and Y2 is all set.

11

Fan delay

0~180s

When the fan is automatically controlled, the fan
closing time will be delayed as requested in case
of the closing condition s all set.

It will turn off the fan delay immediately if the
mode were changed or the thermostat were
switched off.

12

Factory reset

If it were set to 1, the thermostat will get all the
setting value, mode and program time reset in
default state

13

The output of Heat pump and
AUX heating is simultaneously
on

If it were set to 1, with heat pump model, y1,
y2 outputs are working, and w1, w2 as the
auxiliary heat outputs will also work when the
temperature difference between W1 and W2 is
large.

If it were set to 0, only y1, y 2 outputs are
working under the heat pump model.

Wiring Diagram

Below are the wiring diagrams for common HVAC equipment.

Conventional heating and cooling system
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Air conditioner Furnace

Y1 v2 C YI Y2 Wi W2 R C G
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For dual heat and cooling system,if applicable

Remove the jumper between Rh, Rc or R terminals, adjust the DIP switch on the back of the
thermostat to “Disconnect” if you have connected both RC-wire and RH-wire to the wallplate. If
not, switch it to the “Connect” side.

Heat pump (air or geothermal) with auxiliary heat
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Heat pump Air handler

OB Wiw2yl y2 ¢ R OBWI W2yl Yy2 6 R C
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For dual heat and cooling system,if applicable

Remove the jumper between Rh, Rc or R terminals, adjust the DIP switch on the back of the
thermostat to “Disconnect” if you have connected both RC-wire and RH-wire to the wallplate. If
not, switch it to the “Connect” side.

Boiler or radiant system with air handler and conventional cooling or heat pump
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Y1 Y2 C O/B

Air conditioner or @@@@ w1 R W2

Heat pump

Y1 Y2 R C G

Air handler @@@ @
|_
G
Y1

QDD
(][] [= ]| [a] ]| ]

[w]|[w] | [w] | [a] | ]| [m]
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For dual heat and cooling system,if applicable
For heat pump only.

Remove the jumper between Rh, Rc or R terminals, adjust the DIP switch on the back of the
thermostat to “Disconnect” if you have connected both RC-wire and RH-wire to the wallplate. If
not, switch it to the “Connect” side.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This
device may not cause harmful interference, and (2) this device must accept any interference received, including
interference that may cause undesired operation.
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to
Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference
in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the following
measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
Changes or modifications not expressly approved by the party responsible for compliance could void the user's
authority to operate the equipment.
This equipment complies with the FCC RF radiation exposure limits set forth for an uncontrolled environment. This
Eqalpmem should be installed and operated with a minimum distance of 20cm between the radiator and any part of your
ody. 24
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