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1 INTRODUCTION

TX-AH-R900PTR-V1.3D-S Module is an 802.11ah wireless transceiver module designed
by Zhuhai Taixin Semi-conductor Co.,LTD. The module is based on TXW83xx which
complies with Wi-Fi 802.11ah standard. It could be widely applied to IOT devices for smart
home, smart industry and healthcare.

1.1 Basic Parameters

Up to 32.5Mbps of PHY rate
Support 802.11ah
1/2/4/8 Channel bandwidth
Support AP, STA
Rich peripheral interfaces: RMII, USB, SDIO, SPI, I2C, UART, GPIO
Support security method: WPA2
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2 Specification

Item Parameter
Model TX-AH-R900PTR-V1.3D-S
Chipset TXW83xx
Temperature -20℃~70℃
Humidity Working:0~85%（noncondensing）

Storage:0~85%（noncondensing）
size (17.00±0.10)mm×(15.00±0.10)mm×(2.40±0.10)mm

3 ELECTRONICAL CHARACTERISTICS

3.1 Input voltage

Item Function Min
Voltage(V)

Typical
Voltage(V)

Max
Voltage(V
)

VCC Power of Module 3 3.3 3.6
VCC1/VCC2 Power of RF 3 3.3 3.6
SVCC Power of IOA6~11 3.3 or 1.8 (optional)
VDD1V3A/VDD1V3
D

Power of vdd of
TXW83xx

1.3 1.3 1.4

IO other than
IOA6~11

IO voltage 3 3.3 3.6

3.2 RF Performance

Common
Item Condition Min. Typ. Max. Unit

Frequency
Range

902 928 MHz

Transmit
Item Condition Min. Typ. Max. Unit

Tx Power Level 18 20 22 dBm
Frequency
Tolerance

-5 0 5 ppm

Spectral Mask
（8M）

+/-8M
offset

-28 dBc

Spectral Mask
（4M）

+/-4M
offset

-28 dBc
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Spectral Mask
（2M）

+/-2M
offset

-28 dBc

Spectral Mask
（1M）

+/-1M
offset

-28 dBc

Modulation
Accuracy

-27 dB

Receive
Item Condition Min. Typ. Max. Unit

802.11ah
Receive (8M)

MCS=0,
PER<10%

-95 dBm

MCS=2,
PER<10%

-93 dBm

MCS=7,
PER<10%

-81 dBm

802.11ah
Receive (4M)

MCS=0,
PER<10%

-98 dBm

MCS=2,
PER<10%

-96 dBm

MCS=7,
PER<10%

-84 dBm

802.11ah
Receive (2M)

MCS=0,
PER<10%

-101 dBm

MCS=2,
PER<10%

-99 dBm

MCS=7,
PER<10%

-87 dBm

802.11ah
Receive (1M)

MCS=10,
PER<10%

-107 dBm

MCS=0,
PER<10%

-104 dBm

MCS=2,
PER<10%

-102
dBm

MCS=7,
PER<10%

-90
dBm
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3.3 Module Pins Definition
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TX-AH-Rx00P has 38 pins (include 2 EPAD pins). Function description is listed in table
below.

Table TX-AH-Rx00P Pin Description

Index Name Function

1 GND Ground
2 ANT RF antenna
3 GND Ground
4 VCC2

RF power supply 2, nominal 3.3V, range 3.1-3.3V
5 VCC2

6 VCC1
RF power supply 1, nominal 3.3V, range 3.1-3.3V, use of ferrite bead is
recommended

7 VCC0
Main control VCC supply, nominal 3.3V, range 3.1-3.3V, use of ferrite
bead is recommended

8 IOA3 SPI0_MISO/GPIOA3, connects to MISO with external NorFlash
9 IOA0 SPI0_CS/I2C_SCL/GPIOA0, connects to CS with external NorFlash
10 IOA2 SPI0_MOSI/GPIOA2, connects to MOSI with external NorFlash
11 IOA1 SPI0_CLK/I2C_SDA/GPIOA1, connects to CLK with external NorFlash

12 IOA30
Default function: Debug IO pin, can be GPIO if debug is disabled in
firmware

13 IOA31
Default function: Debug Clock pin, can be GPIO if debug is disabled in
firmware

14 MCLR Reset/Wake-up
15 IOA10 SD_D2/SPI1_IO2/UART0_RX/RMII_MDIO/GPIOA10
16 IOA11 SD_D3/SPI1_IO3/SPI1_CS/UART0_TX/RMII_MDC/GPIOA11
17 IOA7 SD_CMD/SPI1_CLK/SPI1_MOSI/GPIOA7
18 IOA6 SD_CLK/SPI1_CS/SPI1_CLK/GPIOA6
19 IOA8 SD_D0/SPI1_IO0/SPI1_MISO/GPIOA8
20 IOA9 SD_D1/SPI1_IO1/SPI1_INTIO/GPIOA9

21 SVCC
SDIO power supply (1.8V/3.3V optional), connected to the SDIO Host's
power supply; if IOA6~IOA11 are used for other functions, SVCC also
needs to be powered, sharing the same power source with VCC0;

22 IOB0 RMII_REF_CLKIN/AH_WAKEUP_MCU/GPIOB0
23 IOB1 GPIOB1
24 IOB2 RMII_RXD0/GPIOB2
25 IOB3 RMII_RXD1/GPIOB3
26 IOB4 RMII_TXD0/GPIOB4
27 IOB5 RMII_TXD1/GPIOB5
28 IOB6 RMII_CRS_DV/GPIOB6
29 IOB7 RMII_TX_EN/GPIOB7
30 NC NC

31 NC
NC, keep floating; if an external PA is needed, it can be used as PA-EN,
active high;

32 IOA12 USB_DM/UART1_RX/ADKEY
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33 IOA13 USB_DP/UART1_TX

34 VDD1V3A
1.3V power supply input (recommended range 1.3-1.35V);

Note：By default, the module internally converts the 3.3V input to 1.3V
using an LDO. In this case, these two pins need to be left floating.

For energy-sensitive scenarios, 1.3V can be externally powered by DC-
DC to improve efficiency, in which case these two pins need to be
connected to the output of the 1.3V DC-DC; the output current is
recommended to be not less than 200mA.

35 VDD1V3D

36 GND Ground
37 EPAD1 Ground
38 EPAD2 Ground

Customer Support
Intel support is available online or by telephone. Available services include the most up-to-date product
information,d installation instructions about specific products, and troubleshooting tips.
Online Support
Technical Support: https://taixin-semi.com/en/contact/support
Network Product Support: https://taixin-semi.com/en/downloads
Corporate Web Site: https://taixin-semi.com/en

4 Regulation information

A. FCC Radiation Exposure Statement
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two

conditions:
(1)this device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.
Warning: changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.
This Module complies with FCC radiation exposure limits set forth for an uncontrolled

environment.
This equipment should be installed and operated with a minimum distance of 20cm between

the radiator and your body. This transmitter must not be co-located or operating in conjunction
with any other antenna or transmitter.

Labelling instruction for Host Product integrator
Please notice that if the FCC identification number is not visible when the module is installed

inside another device, then the outside of the device into which the module is installed must
also display a label referring to the enclosed module. This exterior label can use wording such
as the following: "Contains FCC ID: 2BXQ2-TXAH" any similar wording that expresses the
same meaning may be used. Installation Notice to Host Product Manufacturer
The OEM integrator is responsible for ensuring that the end-user has no manual instruction
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to remove or install module.
The module is limited to installation in mobile application, a separate approval is required for

all other operating configurations, including portable configurations with respect to §2.1093 and
difference antenna configurations.

Antenna configurations.
Antenna Change Notice to Host manufacturer
If you desire to increase antenna gain and either change antenna type or use same antenna

type certified, a Class II permissive change application is required to be filed by us, or you (host
manufacturer) can take responsibility through the change in FCC ID (new application)
procedure followed by a Class II permissive change application.
FCC other Parts, Part 15B Compliance Requirements for Host product manufacturer
This modular transmitter is only FCC authorized for the specific rule parts listed on our grant,
host product manufacturer is responsible for compliance to any other FCC rules that apply to
the host not covered by the modular transmitter grant of certification.
Host manufacturer in any case shall ensure host product which is installed and operating with
the module is in compliant with Part 15B requirements.
Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:
- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and receiver.
- Connect the equipment into an outlet on a circuit different from that to which the receiver
is connected
- Consult the dealer or an experienced radio/TV technician for help.

B. ISED Regulatory Compliance
This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation,

Science and Economic Development Canada's licence-exempt RSS(s). Operation is subject to
the following two conditions: (1) This device may not cause interference. (2) This device must
accept any interference, including interference that may cause undesired operation of the
device.
Cet appareil contient des émetteurs/récepteurs exempts de licence qui sont conformes aux

RSS exempts de licence d'Innovation, Sciences et Développement économique Canada. Son
fonctionnement est soumis aux deux conditions suivantes: (1) Cet appareil ne doit pas causer
d'interférences. (2) Cet appareil doit accepter toute interférence, y compris les interférences
susceptibles de provoquer un fonctionnement indésirable de l'appareil.
This equipment complies with lC RSS - 102 radiation exposure limits set forth for an



8 Copyright © 2026 by Taixin All rights reserved

uncontrolled environment. This equipment should be installed and operated with minimum
distance 20cm betweenthe radiator and your body.
Cet éauipement est conforme aux limites d'exposition aux radiations lC CNR - 102 établies

pour un environnement non contrólé, Cet équipement doit être installe et utilisé avec une
distance minimale de 20cm entre le radiateur et votre corps. Please notice that if the lC
identification number is not visible when the module is installed inside another device, then the
outside of the device into which the module is installed must also display a label referring to the
enclosed module. This exterior label can use wording such as the following: "Contains IC:
36130-TXAH " any similar wording that expresses the same meaning may be used.
L'étiquette d'homologation d'un module d'lnnovation, Sciences et Développement économique
Canadadevra être posée sur le produit hote à un endroit bien en vue, en tout temps. En
l'absence d'étiquette. le produit hote doit porter une
êtiquette sur laquelle figure le numéro d'homologation du module d'lnnovation, Sciences et

Développement économique Canada, précédé du mot « contient », ou d'une formulation
similaire allant dans le meme sens et qui va comme suit: Contient IC: 36130-TXAH est le
numéro d'homologation du module

Requirement per KDB996369 D03
2.2 List of applicable FCC rules
List the FCC rules that are applicable to the modular transmitter. These are the rules that
specifically establish the bands of operation, the power, spurious emissions, and operating
fundamental frequencies. DO NOT list compliance to unintentional-radiator rules (Part 15
Subpart
B) since that is not a condition of a module grant that is extended to a host manufacturer. See
also Section 2.10 below concerning the need to notify host manufacturers that further testing is
required.3
Explanation: This module meets the requirements of FCC part 15C(15.247).
2.3 Summarize the specific operational use conditions
Describe use conditions that are applicable to the modular transmitter, including for example
any limits on antennas, etc. For example, if point-to-point antennas are used that require
reduction in power or compensation for cable loss, then this information must be in the
instructions. If the use condition limitations extend to professional users, then instructions must
state that this information also extends to the host manufacturer' s instruction manual. In
addition, certain information may also be needed, such as peak gain per frequency band and
minimum gain. Explanation: The EUT has a Dipole Antenna, and the antenna use a
permanently attached antenna which is not replaceable.
2.4 Limited module procedures
If a modular transmitter is approved as a "limited module," then the module manufacturer is
responsible for approving the host environment that the limited module is used with. The
manufacturer of a limited module must describe, both in the filing and in the installation
instructions, the alternative means that the limited module manufacturer uses to verify that the
host meets the necessary requirements to satisfy the module limiting conditions.
A limited module manufacturer has the flexibility to define its alternative method to address the
conditions that limit the initial approval, such as: shielding, minimum signaling amplitude,
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buffered modulation/data inputs, or power supply regulation. The alternative method could
include that the limited module manufacturer reviews detailed test data or host designs prior to
giving the host manufacturer approval.
This limited module procedure is also applicable for RF exposure evaluation when it is
necessary to demonstrate compliance in a specific host. The module manufacturer must state
how control of the product into which the modular transmitter will be installed will be maintained
such that full compliance of the product is always ensured. For additional hosts other than the
specific host originally granted with a limited module, a Class II permissive change is required
on the module grant to register the additional host as a specific host also approved with the
module.
Explanation: The module is not a limited module.

2.5 Trace antenna designs

For a modular transmitter with trace antenna designs, see the guidance in Question 11 of KDB

Publication 996369 D02 FAQ - Modules for Micro-Strip Antennas and traces. The integration
information shall include for the TCB review the integration instructions for the following aspects:
layout of trace design, parts list (BOM), antenna, connectors, and isolation requirements.
a) Information that includes permitted variances (e.g, trace boundary limits, thickness, length,
width, shape(s), dielectric constant, and impedance as applicable for each type of antenna);
b) Each design shall be considered a different type (e.g., antenna length in multiple(s) of
frequency, the wavelength, and antenna shape (traces in phase) can affect antenna gain and
must be considered);
c) The parameters shall be provided in a manner permitting host manufacturers to design the
printed circuit (PC) board layout;
d) Appropriate parts by manufacturer and specifications;
e) Test procedures for design verification; and
f) Production test procedures for ensuring compliance.
The module grantee shall provide a notice that any deviation(s) from the defined parameters of
the antenna trace, as described by the instructions, require that the host product manufacturer
must notify the module grantee that they wish to change the antenna trace design. In this case,
a Class II permissive change application is required to be filed by the grantee, or the host
manufacturer can take responsibility through the change in FCC ID (new application) procedure
followed by a Class II permissive change application.
Explanation: Yes, The module with trace antenna designs, and This manual has been shown
the layout of trace design, antenna, connectors, and isolation requirements.
2.6 RF exposure considerations
It is essential for module grantees to clearly and explicitly state the RF exposure conditions that
permit a host product manufacturer to use the module. Two types of instructions are required
for RF exposure information:(1) to the host product manufacturer, to define the application
conditions (mobile, portable - xx cm from a person' s body); and (2) additional text needed for
the host product manufacturer to provide to end users in their end-product manuals. If RF
exposure statements and use conditions are not provided, then the host product manufacturer
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is required to take responsibility of the module through a change in FCC ID (new application).
Explanation: This module complies with FCC RF radiation exposure limits set forth for an
uncontrolled environment, This equipment should be installed and operated with a minimum
distance of 20 centimeters between the radiator and your body." This module is designed to
comply with the FCC statement, FCC ID is: 2BXQ2-TXAH.
2.7 Antennas
A list of antennas included in the application for certification must be provided in the instructions.
For modular transmitters approved as limited modules, all applicable professional installer
instructions must be included as part of the information to the host product manufacturer. The
antenna list shall also identify the antenna types (monopole, PIFA, dipole, etc. (note that for
example an "omni-directional antenna" is not considered to be a specific "antenna type" )).
For situations where the host product manufacturer is responsible for an external connector, for
example with an RF pin and antenna trace design, the integration instructions shall inform the
installer that unique antenna connector must be used on the Part 15 authorized transmitters
used in the host product. The module manufacturers shall provide a list of acceptable unique
connectors. Explanation: The EUT has FPC Antenna and Dipole Antenna, and the antenna use
a permanently attached antenna which is unique.
2.8 Label and compliance information
Grantees are responsible for the continued compliance of their modules to the FCC rules. This
includes advising host product manufacturers that they need to provide a physical or e-label
stating "Contains FCCID" with their finished product. See Guidelines for Labeling and User
Information for RF Devices – KDB Publication 784748.
Explanation: The host system using this module, should have label in a visible area indicated
the following texts: "Contains FCC ID: 2BXQ2-TXAH, Contains IC: 36130-TXAH ".
2.9 Information on test modes and additional testing requirements
Additional guidance for testing host products is given in KDB Publication 996369 D04 Module
Integration Guide. Test modes should take into consideration different operational conditions
for a stand-alone modular transmitter in a host, as well as for multiple simultaneously
transmitting modules or other transmitters in a host product.
The grantee should provide information on how to configure test modes for host product
evaluation for different operational conditions for a stand-alone modular transmitter in a host,
versus with multiple, simultaneously transmitting modules or other transmitters in a host.
Grantees can increase the utility of their modular transmitters by providing special means,
modes, or instructions that simulates or characterizes a connection by enabling a transmitter.
This can greatly simplify a host manufacturer' s determination that a module as installed in a
host complies with FCC requirements.
Explanation: Top band can increase the utility of our modular transmitters by providing
instructions that simulates or characterizes a connection by enabling a transmitter.
2.10Additional testing, Part 15 Subpart B disclaimer
The grantee should include a statement that the modular transmitter is only FCC authorized for
the specific rule parts (i.e,, FCC transmitter rules) listed on the grant, and that the host product
manufacturer is responsible for compliance to any other FCC rules that apply to the host not
covered by the modular transmitter grant of certification. If the grantee markets their product as
being Part 15 Subpart B compliant (when it also contains unintentional-radiator digital circuity),
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then the grantee shall provide a notice stating that the final host product still requires Part 15
Subpart B compliance testing with the modular transmitter installed.
Explanation: The module without unintentional-radiator digital circuity, so the module does not
require an evaluation by FCC Part 15 Subpart B. The host shoule be evaluated by the FCC
Subpart B.


	TX-AH-R900PTR-V1.3D-S User Manual
	1INTRODUCTION
	1.1Basic Parameters

	2Specification
	3ELECTRONICAL CHARACTERISTICS
	3.1Input voltage
	3.2RF Performance
	3.3Module Pins Definition

	4Regulation information

