
IKM03L （LED）
SMART CURTIAN MOTOR
USER MANUAL

Please read this manual carefully before using the product!

Channel displayer

Long press the setting
button for 3 seconds,
Release button when 
the indicator is bright

Long press the setting
button for 3 seconds,
Release button when 
the indicator is bright

Long press the setting
button once again for 
3 seconds, the indicator 
flashes 3 times, done!

Click the open button
on the remote once,
the indicator flashes
3 times, done!
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Rated voltage: AC100-240V 50/60Hz
Working temp：-5℃~45℃
Rated Power: 60W
Rated torque：1.8N·m
Noise: <35dB
Rated revolution : 62 r/min
Overtime protection: 3min
Protection grade: IP20
Insulation class: E
Remote: 433.92Mhz
Wi-Fi/Zigbee: 2.4GHz
APP: Tuya smart/Smartlife

Indicator

Power cable Power Plug

Setting button

Module cabin

Long press the setting
button for 3 seconds,
Release button when 
the indicator is bright

Click the stop button
on the remote once,
the indicator flashes
3 times, done!Learn Code

Learn Code

Soft start

Reverse Setting

Speed setting

Learn Code

Profile

Long press the setting
button for 3 seconds,
Release button when 
the indicator is bright

Click the close button
on the remote once,
the indicator flashes
3 times, done!

Quick click the setting 
button for 4 times

Click the setting  button 
one by one ,the flash count 
times show the current speed
level of motor



This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not 
cause harmful interference, and (2) this device must accept any interference received, including interference that may cause 
undesired operation.
 
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the
 FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not
 occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can 
be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of 
the following
measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
 
Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to 
operate the equipment.
 
The device has been evaluated to meet general RF exposure requirement. The device can be used in portable exposure condition
 without restriction.
This device contains licence-exempt transmitter(s) that comply with Innovation, Science and Economic 
Development Canada’s licence-exempt RSS(s). Operation is subject to the following two conditions: 1. This 
device may not cause interference. 2. This device must accept any interference, including interference that may 
cause undesired operation of the device. Cet appareil contient un ou des émetteurs exempts de licence 
conformes aux RSS exempts de licence d'Innovation, Sciences et Développement économique Canada. Le 
fonctionnement est soumis aux deux conditions suivantes : 1. Cet appareil ne doit pas causer d'interférences. 2. 
Cet appareil doit accepter toutes les interférences, y compris les interférences susceptibles d'entraîner un 
fonctionnement
 
The device has been evaluated to meet general RF exposure requirement. The device can be used in portable 
exposure condition without restriction. 
L'appareil a été évalué pour répondre aux exigences générales d'exposition aux RF. L'appareil peut être utilisé 
sans restriction dans des conditions d'exposition portables.


