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Quick Setup Guide
Scan QR Code to:
>> Access Interactive Setup Guides
>> Learn more about g-mee Play Pro 2
>> Access Hints and Tips
>> Connect with g-mee Customer Support
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Product and Brand

G-mee Play Pro 2

Type MP4 Player
Operating System Android ™ 16

Wi-Fi 2.4 GHz and 5.0 GHz
Bluetooth 5.0

Voltage 3.85v

Power Source

Li-ion 3000mAh

Battery Included Yes
Audio Jack 3.5mm
Internal Memory 64GB

External Memory

Micro SD(TF) card up to 1TB

RAM 4GB
SIM No cellular, no SIM card
Cable USB-C (10W Charging)

Product Dimension

138.41*78.8*10.75mm

Product Weight

155.9 grams

Screen Size

55"




FCC Statement

This device complies with Part 15 of the FCC rules. Operation is subject to the following
two conditions: 1) this device may not cause harmful interference, and 2) this device
must accept any interference received, including interference that may cause
undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class
B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not
occur in particular installation. If this equipment does cause harmful interference to
radio or television reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

--Reorient or relocate the receiving antenna.

--Increase the separation between the equipment and receiver.

--Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

--Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate the equipment.

RF Exposure Statement

SAR tests are conducted using standard operating positions according standards with
the device transmitting at its highest certified power level in all tested frequency bands,
although the SAR is determined at the highest certified power level, the actual SAR
level of the device while operating can be well below the maximum value.

This model product has been tested and meets the RF exposure limit 1.6W/Kg with
the test distance Omm for body worn. The highest SAR14 value is 0.578W/Kg for body
worn. The use of belt clips, holsters and similar accessories should not contain
metallic components in its assembly. The use of accessories that do not satisfy these
requirements may not comply with RF exposure requirements, and should be
avoided



