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1.Charge

Please use a charging cable with a TYPE-C port to
charge the product.

Charging Current: 150 mA

Charging Duration: Approximately 2 hours

After charging is complete, please cover the charging port with
the silicone dust cover. The charging port contacts are
gold-plated, but do not let dirt, dust or other debris enter the
charging port and keep it dry.

2.Indicator Light Description

activate a device =80% Flashes green three times
Indicator: <80%~=>10% Flashes blue three times
<10% Flashesred three times

When charging the red light remains steadily on.
Egr};f&ect}elargmg * the green light remains steadily on.
XXE;‘; Crtlgdde"lce 18 the white light flashes.

3P

TBIAIALT S 515 H IS R (R RE S UE RS
R TIR R

THIREASABHEFRE .
MEERUFES REHSE R HRITTENE,

ihilika 7 EHbE
SRAM 35T 5-6Nm
SRAM 8%] 4-5Nm
FASTON CINCH 40Nm
SHIMANO MTB 40-45Nm
ROTOR ALDHU 35-40Nm
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3.Product Installation

Please refer to the user manuals provided by the chainring
and crank manufacturers to ensure the product is
installed correctly.

The table below shows the recommended installation torque
for each specification. In case of any discrepancies, the
standards provided by the chainring and crank manufacturers
shall prevail.

Brand Interface Torque
SRAM 3 Bolts 5-6Nm
SRAM 8 Bolts 4-5Nm
EASTON CINCH 40Nm
SHIMANO MTB 40-45Nm
ROTOR ALDHU 35-40Nm

After installation is complete, be sure to calibrate using a

cycling computer or mini-program.
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Product
Commissioning

1.Pairing with a Cycling Computer

Before pairing with a cycling computer, please ensure there are
no other ANT+ power meters nearby as much as possible to
preventincorrect connection.

The following are the pairing steps for Garmin devices.

Steps for other brands are similar.

1. Keep the bicycle cycling computer and power meter as close

as possible, within 3 meters.

2. Rotate the crank (power meter) to wake it up.

3. Select Menu > Settings > Sensors > Add Sensor.

4. Choose your sensor ID from the list.

5. Click Add Sensor.) For Product Manual Scenarios
2.Calibration and Commissioning

earch for the mini-programs "Liesu" and "LEOSEEK" on
WeChat Mini Program, then open the one provided by Hangzhou
Liesu Sports Technology Co., Ltd.

After connecting to the cycling computer, use its built-in
calibration function to perform zero calibration.
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¥  EE: 1.5%(010,020,030); 1%(110,120,130)
T4 hiX: ant+/Bluetooth 5.0

IHERSEE: 0-2000W
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REAME: 2B

fERAEESERE: -20°C~50°C

FHIFIERE: IP6T

£t : 300h (010,020,030);  360h(110,120,130)

PRizBGRE: 3641 (AEALTR)

A product activation code is required for
first-time use.Please obtain the activation
code from your seller.

Do not apply any force to the crank before calibration is complete!

Product

Accuracy: 1.5% (010,020,030); 1%(110,120,130)
Wireless Protocols: ANT+/Bluetooth 5.0

Power Range: 0-2000W

Data Support: Power, Cadence, Left/Right Balance
Temperature Compensation: Real-Time

Operating Temperature Range: -20°C ~ 50°C
Protection Rating: IP67

Battery Life: 300h (010,020,030); 360h(110,120,130)

Warranty Policy: 36 Months (Non-human Damage)



FCC STATEMENT

1. This device complies with Part 15 of the FCC Rules. Operation
is subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including
interference that may cause undesired operation.

2. Changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to
operate the equipment.

NOTE: This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to Part 15 of the
FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential
installation.

This equipment generates uses and can radiate radio freq#ency
energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio
communications. However, there is no guarantee that
interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off
and on, the user is encouraged to try to correct the interference
by one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected.

Consult the dealer or an experienced radio/TV technician for help.

RF warning statement:

The device has been evaluated to meet general RF exposure
requirement. The device can be used in portable exposure
condition without restriction.
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