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802.11g 2412 - 2462 13.274 11.23 64.714 18.11
802.11n 2412 - 2462 12.942 11.12 69.024 18.39
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) I MEASUREMENT REPORT
e FCC Part 15.247 T

§ 2.1033 General Information
APPLICANT: Samsung Electronics, Co. Ltd.

APPLICANT ADDRESS: 18600 Broadwick St.

Rancho Dominguez, CA 90220, United States

TEST SITE: PCTEST ENGINEERING LABORATORY, INC.

TEST SITE ADDRESS: 6660-B Dobbin Road, Columbia, MD 21045 USA

FCC RULE PART(S): Part 15.247

IC SPECIFICATION(S): RSS-210 Issue 8

MODEL NAME: GT-19050

FCC ID: A3LGTI9050

Test Device Serial No.: FJ070D,FJ 070 C [ Production [X] Pre-Production [] Engineering
FCC CLASSIFICATION: Digital Transmission System (DTS)

DATE(S) OF TEST: 3/21/2012

TEST REPORT S/N: 0Y1203140298.A3L

Test Facility / Accreditations
Measurements were performed at PCTEST Engineering Lab located in Columbia, MD 21045, U.S.A.

e PCTEST facility is an FCC registered (PCTEST Reg. No. 90864) test facility with the site
description report on file and has met all the requirements specified in Section 2.948 of the
FCC Rules and Industry Canada (2451A-1).

e PCTEST Lab is accredited to 1SO 17025 by U.S. National Institute of Standards and
Technology (NIST) under the National Voluntary Laboratory Accreditation Program
(NVLAP Lab code: 100431-0) in EMC, FCC and Telecommunications.

e PCTEST Lab is accredited to ISO 17025-2005 by the American Association for Laboratory
Accreditation (A2LA) in Specific Absorption Rate (SAR) testing, Hearing Aid Compatibility
(HAC) testing, CTIA Test Plans, and wireless testing for FCC and Industry Canada Rules.

e PCTEST Lab is a recognized U.S. Conformity Assessment Body (CAB) in EMC and
R&TTE (n.b. 0982) under the U.S.-EU Mutual Recognition Agreement (MRA).

e PCTEST TCB is a Telecommunication Certification Body (TCB) accredited to ISO/IEC

8 Guide 65 by the American National Standards Institute (ANSI) in all scopes of FCC Rules

e and Industry Canada Standards (RSS).

e PCTEST facility is an IC registered (2451A-1) test laboratory with the site description on
file at Industry Canada.

e PCTEST is a CTIA Authorized Test Laboratory (CATL) for AMPS, CDMA, and EvDO

wireless devices and for Over-the-Air (OTA) Antenna Performance testing for AMPS,
CDMA, GSM, GPRS, EGPRS, UMTS (W-CDMA), CDMA 1xEVDO, and CDMA 1xRTT.
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PCTEST

1.0 INTRODUCTION ‘

1.1  Scope

Measurement and determination of electromagnetic emissions (EMC) of radio frequency devices including
intentional and/or unintentional radiators for compliance with the technical rules and regulations of the Federal
Communications Commission and the Industry Canada Certification and Engineering Bureau.

1.2 PCTEST Test Location

The map below shows the location of the PCTEST LABORATORY, its proximity to the FCC Laboratory, the
Columbia vicinity, the Baltimore-Washington Internt’l (BWI) airport, the city of Baltimore and the Washington,
DC area. (See Figure 1-1).

These measurement tests were conducted at the PCTEST Engineering Laboratory, Inc. facility in New
Concept Business Park, Guilford Industrial Park, Columbia, Maryland. The site address is 6660-B Dobbin
Road, Columbia, MD 21045. The test site is one of the highest points in the Columbia area with an elevation
of 390 feet above mean sea level. The site coordinates are 39° 11’15” N latitude and 76° 49'38” W longitude.
The facility is 1.5 miles North of the FCC laboratory, and the ambient signal and ambient signal strength are
approximately equal to those of the FCC laboratory. There are no FM or TV transmitters within 15 miles of the
site. The detailed description of the measurement facility was found to be in compliance with the requirements
of § 2.948 accoLdmg to ANSI C63 4-2003 on January 10 2012.

Arlingtan Govans

Milford Mill =‘ Locheam

s oy Granite
Mﬂ”a‘aﬁ % 140
|shon NMindsor Mill Mayfield
. Woodstock = £ 33rd St
() S (D, e M) Danisls b i Woodlawn L
N LCis ol : N
s @ & {595 Frankli £
i Frendsiip  Frace,, @ = 5 Baltimore
) Tl w - Flest S
! Patimeni River @ S cele  Catonsville 372
& 5 e Saint Paul ==
E State Park Glensig = Ellicott City Bl @)
avis Arbutus’ (2e5)
'i‘j"- lichester Lansdowne-Baltimore.
558 Dayton (ﬁ\ Highlands
Froa — e —am |
(128) Unity W 5 Mrougy, SR
(&50) Park
ftonsville (552) PCTEST (4 Linthicum 3
o Clarkville Columbia ('-:-:-) Elkridge | (255) Hengms O} gk Bewy
24) Q}% e & Ferndale
N Brookeville Highland = s
& & o Baltimare-\ 'a—l'l'\jt"
- & Internaticl hurgood
ery s Asms"';‘rf‘;"dlf FCC Lab 3 Marshall Airpord Glen Burnie
Rark % utton ﬁé” Jessup
1 Redland Sandy Ashton Savage-Guilford |
Spring e Severn
North Laurel $8vag= B
5 2
o Yo7 oy e RS Junction : %
Sk pa Ll Ear F Stillmeadows | T
Regional Park Dverly, West Laurs! Laurel waryland %
(z8) 4 — i
b (157) P
-1 North Tract
‘D) A?pen Hil = - Fairand South Tipton Odenton
e 185 Vs Laurel - o hirban - Gambris (32) gfhrden-Cn-The-Seve
G2 Calvertar Montpelier AP poTLeRarge
s G. Meade Millersville
Bethesda VWheaton-Glenmont :ael
Morth Kemp Mill  Whits Cak
e Kensington Hillandale Beltsville Crownsville
Forest Glen  Capiar g™ (aza)
Hollywood Bowie
| Sl = Greenbelt =
5 G Ghevy Silver. Adelphi 7]
= Chase r College Crofton
Spring Park A
Bethesda Goddard  Glenn Dale <& @0
= Takoma CHEnoley fwy
2 Park e mRE (3 L
bin Joh Uanha Anmand! L2)
3. e + Chillum #MMEM | anham-Seabrook G @ &
Lae7) 30
* Manor Park : Cadt John Hamsen VY Riva
2 Park : Riverdale VVOOUIEWN oo Hansan ik, i
irookmont ; Mt Rainier =5 T Les Airport
Bladensburg Ardmare  Mitchellville | [SEWaY
Bridge Colmar Airport —
srest Adams Manor SLagle Craster @2)
AR HEB] 01 jomr i Landoy el Woadmore
= 214 (]
o o i Lake Arbor y 214 &
2 (n)am.‘an Fal;?g\mgvt Seat o Sentre e k-”) P & irdsville
Ve (355 Pleasant %, |
B 2 Kettering £
Arlington 53 L (395) Walker Mill E Tared
| 1 h2°24 Coral Hills HEZ
)] Ro "“'d 'Eaga" i : Map dsts ©2012 Google - Edit in Google Map Maker

Figure 1-1. Map of the Greater Baltimore and Metropolitan Washington, D.C. area
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PCTEST

2.0 PRODUCT INFORMATION

2.1 Equipment Description
The Equipment Under Test (EUT) is the Samsung Electronics, Co. Ltd. Portable Handset

FCC ID: A3LGTI9050. The test data contained in this report pertains only to the emissions due to the EUT’s
WLAN transmitter.

2.2  Device Capabilities

This device contains the following capabilities:

1900 GSM/GPRS/EDGE, 802.11a/b/g/n WLAN, 802.11a/n UNII, Bluetooth (1x, EDR)

2.3  Test Configuration

The Samsung Electronics, Co. Ltd. Portable Handset FCC ID: A3LGTI9050 was tested per the guidance of
KDB 558074. See Sections 3.2, 3.3, and 6.1 of this test report for a description of the AC line conducted

emissions, radiated emissions, and antenna port conducted emissions test setups, respectively.

2.4  EMI Suppression Device(s)/Modifications

No EMI suppression device(s) were added and/or no modifications were made during testing.

2.5 Labeling Requirements

Per 2.1074 & 15.19; Docket 95-19

The label shall be permanently affixed at a conspicuous location on the device; instruction manual or pamphlet
supplied to the user and be readily visible to the purchaser at the time of purchase. However, when the device
is so small wherein placement of the label with specified statement is not practical, only the trade name and
FCC ID must be displayed on the device per Section 15.19(b)(2).

Please see attachment for FCC ID label and label location.
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PCTEST

3.0 DESCRIPTION OF TEST

3.1 Evaluation Procedure

The measurement procedures described in the American National Standard for Methods of Measurement of
Radio-Noise Emission from Low-Voltage Electrical and Electronic Equipment in the Range of 9kHz to 40GHz
(ANSI C63.4-2003), and the guidance provided in KDB 558074 were used in the measurement of the
Samsung Electronics, Co. Ltd. Portable Handset FCC ID: A3LGTI9050.

Deviation from MeasUremMeENt PrOCEAUIE . .. ..ottt et ee e e et e e et e e et rre e e e e e s e e s s rrrrrrrreaaaaeaanan None

3.2 AC Line Conducted Emissions

L |

Figure 3-1. Shielded
Enclosure Line-
Conducted Test

Facility

8l

Figure 3-2. Line
Conducted Emission
Test Set-Up

Figure 3-3. Wooden
Table & Bonded LISNs

Figure 3-4. LISN
Schematic Diagram

The line-conducted facility is located inside a 16'x20'x10’ shielded enclosure,
manufactured by Ray Proof Series 81 (see Figure 3-1). The shielding effectiveness of
the shielded room is in accordance with MIL-Std-285 or NSA 65-5. A 1m x 1.5m
wooden table 80cm high is placed 40cm away from the vertical wall and 1.5m away
from the sidewall of the shielded room (see Figure 3-2). Two 10kHz-30MHz,
50Q/50uH Line-Impedance Stabilization Networks (LISNs) are bonded to the shielded
room (see Figure 3-3). Power to the LISNs are filtered by a high-current high-insertion
loss Ray Proof power line filter (100dB 14Hz-10GHz). The purpose of the filter is to
attenuate ambient signal interference and this filter is also bonded to the shielded
enclosure. All electrical cables are shielded by braided tinned copper zipper tubing
with an inner diameter of %2".

The EUT is powered from one LISN and the support equipment is powered from the
second LISN. If the EUT is a DC-powered device, power will be derived from the
source power supply it normally will be powered from and this supply line(s) will be
connected to the Solar LISN. The LISN schematic diagram is shown (see Figure 3-4).
All interconnecting cables more than 1 meter were shortened to a 1 meter length by
non-inductive bundling (serpentine fashion) and draped over the back edge of the test
table. All cables were at least 40cm above the horizontal reference groundplane.
Power cables for support equipment were routed down to the second LISN while
ensuring that that cables were not draped over the second LISN.

Sufficient time for the EUT, support equipment, and test equipment was allowed in
order for them to warm up to their normal operating condition. The RF output of the
LISN was connected to the spectrum analyzer and exploratory measurements were
made to determine the frequencies producing the maximum emission from the EUT.
The spectrum was scanned from 150kHz to 30MHz with a spectrum analyzer. The
detector function was set to peak mode for exploratory measurements. The bandwidth
of the analyzer was set to 10kHz. The EUT, support equipment, and interconnecting
cables were arranged and manipulated to maximize each emission emission. Each
emission was maximized by varying: power lines, the mode of operation or resolution,
clock or data exchange speed, scrolling H pattern to the EUT and/or support
equipment, and powering the monitor from the floor mounted outlet box and the
computer aux AC outlet, if applicable; whichever determined the worst-case emission.
Once the worst case emissions have been identified, the one EUT cable
configuration/arrangement and mode of operation that produced these emissions is
used for final measurements on the same test site. The analyzer is set to CISPR
guasi-peak and average detectors with a 9kHz bandwidth for final measurements.
Each emission reported was calibrated using a signal generator.
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3.3

Figure 3-5. 3-Meter
Test Site
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Radiated Emissions

The radiated test facilities consisted of an indoor semi-anechoic chamber used for
exploratory measurements and an open area test site (OATS) used for final
measurements. For all measurements, the spectrum was scanned through all EUT
azimuths and from 1 to 4 meter receive antenna height using a broadband antenna from
30MHz up to the upper frequency shown in 15.33(b)(1) depending on the highest
frequency generated or used in the device or on which the device operates or tunes. For
frequencies higher than the upper frequency range of the broadband antenna used for
testing, linearly polarized double ridge horn antennas were used. For frequencies below
30MHz, a calibrated loop antenna was used.

Exploratory measurements were performed at 1 meter test distance inside the semi-
anechoic chamber using broadband antennas, broadband amplifiers, and spectrum
analyzers to determine the frequencies producing the maximum emissions. Sufficient time
for the EUT, support equipment, and test equipment was allowed in order for them to
warm up to their normal operating condition. The test set-up was placed on top of a 0.8
meter high non-metallic 1 x 1.5 meter table (see Figure 3-7). The EUT, support equipment,
and interconnecting cables were arranged and manipulated to maximize each emission.
Appropriate precaution was taken to ensure that all emissions from the EUT were
maximized and investigated. The system configuration, clock speed, mode of operation or
video resolution, turntable azimuth, and receive antenna height was noted for each
frequency found. To record the exploratory measurements, the analyzers’ detector
function was set to peak mode and the bandwidth was set to 100kHz.

Final measurements were made on the OATS at 3 meter test range using calibrated,
linearly polarized broadband or horn antennas (see Figure 3-5). The measurement area is
situated on an 18 meter x 20 meter galvanized 1/2" hardware cloth as the conducting
ground plane. This material is sewn together in sections 4 feet wide and 60 feet long. A
total of eighteen sections are required to cover the entire measurement area. Sections are

- laid across the width of the pad, overlapped 1" and sewn and soldered together at

intervals of 3" (7.6 cm.) The terrain of the test site is reasonably flat and level. Power and
cable to the test site are buried 18" deep into the ground outside the perimeter of the site.
An all-weather non-metallic housing is situated on a 2 x 3 meter area adjacent to the
measurement area to house the test equipment (see Figure 3-6). The test set-up was
again placed on top of the same a 0.8 meter high non-metallic 1 x 1.5 meter table on the
OATS as used for exploratory measurements in the indoor chamber. The test set-up was
re-configured to the same setup that was previously determined through exploratory
measurements to have produced the worst case emissions. The spectrum analyzer was
set to the frequencies found to have caused the highest radiated disturbances with respect
to the limit during preliminary radiated measurements. The turntable containing the system
was rotated through 360 degrees and the height of the receive antenna was varied 1 to 4
meters and stopped at the azimuth and height producing the maximum emission. Each
emission was re-maximized by varying: the mode of operation or resolution, clock or data
exchange speed, scrolling H pattern to the EUT and/or support equipment, powering the
monitor from the floor mounted outlet box and the computer aux AC outlet, if applicable,
and changing the polarity of the receive antenna, whichever produced the worst-case
emissions. To record the final measurements, the analyzer detector function was set to
CISPR quasi-peak mode and the bandwidth of the spectrum analyzer was set to 100kHz
for frequencies below 1GHz or 1MHz for frequencies above 1GHz. For average
measurements above 1GHz, the analyzer was set to peak detector with a reduced VBW
setting (RBW = 1MHz, VBW = 10Hz). Each emission reported was calibrated using a
signal generator. The Theoretical Normalized Site Attenuation Curves for both horizontal
and vertical polarization are shown in Figure 3-8.
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PCTEST

4.0 ANTENNA REQUIREMENTS

Excerpt from §15.203 of the FCC Rules/Regulations:

“An intentional radiator antenna shall be designed to ensure that no antenna other than that furnished by the
responsible party can be used with the device. The use of a permanently attached antenna or of an antenna
that uses a unique coupling to the intentional radiator shall be considered sufficient to comply with the
provisions of this section.”

e The antennas of the Portable Handset are permanently attached.

e There are no provisions for connection to an external antenna.

Conclusion:
The Samsung Electronics, Co. Ltd. Portable Handset FCC ID: A3LGTI9050 unit complies with the
requirement of §15.203.

Ch. Frequency (MHz) Ch. Frequency (MHz)
1 2412 7 2442
2 2417 8 2447
3 2422 9 2452
4 2427 10 2457
5 2432 11 2462
6 2437
Ch. Frequency (MHz) Ch. Frequency (MHz)
149 5745 159 5795
151 5755 161 5805
153 5765 163 5815
155 5775 165 5825
157 5785

Table 4-1. Frequency/ Channel Operations
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5.0

TEST EQUIPMENT CALIBRATION DATA

Test Equipment Calibration is traceable to the National Institute of Standards and Technology (NIST).

Manufacturer Model Description Cal Date |Cal Interval | Cal Due | Serial Number
Agilent 8449B (1-26.5GHz) Pre-Amplifier 2/15/2012 Annual 2/15/2013 | 3008A00985
Agilent E8257D (250kHz-20GHz) Signal Generator 4/8/2011 Annual 4/8/2012 MY45470194
Agilent N9020A MXA Signal Analyzer 10/10/2011 Annual 10/10/2012] US46470561
Agilent N9038A MXE EMI Receiver 8/5/2011 Annual 8/5/2012 | MY51210133
Anritsu MA2411B Pulse Sensor 10/13/2011] Annual 10/13/2012 1027293
Anritsu ML2495A Power Meter 10/13/2011 Annual 10/13/2012 1039008
Emco 3816/2 LISN 11/3/2010 Biennial 11/3/2012 9707-1079

ETS Lindgren 3117 1-18 GHz DRG Horn (Medium) 7/22/2011 Annual 7/22/2012 125518

ETS Lindgren 3160-09 18-26.5 GHz Standard Gain Horn 5/31/2011 Annual 5/31/2012 135427

Mini-Circuits VHF-3100+ High Pass Filter 2/7/2012 Annual 2/7/2013 31144
Rohde & Schwarz RS-PR18 1-18 GHz Pre-Amplifier 6/9/2011 Annual 6/9/2012 100071
Rohde & Schwarz RS-PR26 18-26.5 GHz Pre-Amplifier 6/9/2011 Annual 6/9/2012 100040
Rohde & Schwarz ESU26 EMI Test Receiver 4/27/2011 Annual 4/27/2012 100342

Sunol DRH-118 Horn Antenna (1 - 18GHz) 7/5/2011 Biennial 7/5/2013 A050307
Table 5-1. Annual Test Equipment Calibration Schedule
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6.0

6.1

PCTEST

TEST RESULTS

Summary

Company Name:

FCC ID:

FCC Classification:
Data Rate(s) Tested:

Samsung Electronics, Co. Ltd.

A3LGTI9050

Digital Transmission System (DTS)

1Mbps, 2Mbps, 5.5Mbps, 11Mbps (b)

6Mbps, 9Mbps, 12Mbps, 18Mbps, 24Mbps, 36Mbps, 48Mbps, 54Mbps (a/q)

6.5/7.2Mbps, 13/14.4Mbps, 19.5/21.7Mbps, 26/28.9Mbps, 39/43.3Mbps,

52/57.8Mbps, 58.5/65Mbps, 65/72.2Mbps (n — 20MHz)

PEE IPET e Test Description Test Limit s st Reference
Section(s) Section(s) P Condition Result
TRANSMITTER MODE (TX)
15.247(a)(2) | RSS-210 [A8.2] | 6dB Bandwidth > 500kHz PASS Section 6.2
15.247(b)(3) | RSS-210 [A8.4] | Transmitter Output Power <1 Watt PAss | Sections 6.3
CONDUCTED '
15.247(e) | RSS-210 [A8.2] Bf‘r:‘;?;'“er Power Spectral < 8dBm / 3kHz Band PASS | Section 6.5
Band Edge / Sections 6.6,
15.247(d) RSS-210 [A8.5] Out-of-Band Emissions Conducted < 20dBc PASS 6.7
. s Emissions in restricted
General Field Strength Limits .
15.205 RSS-210 [A8.5] | (Restricted Bands and bands must meet the RADIATED | PAss | Sections6s,
15.209 ; o s radiated limits detailed in 6.9
Radiated Emission Limits)
15.209
AC Conducted Emissions L LINE .
15.207 RSS-Gen [7.2.2]| Jcoiii — 30MHz < FCC 15.207 limits CONDUCTED PASS Section 6.10
RECEIVER MODE (RX) / DIGITAL EMISSIONS
RSS-Gen AC Conducted Emissions - LINE Part 15B Test
15.107 [7.2.2] 150kHzZ — 30MHz < FCC 15.107 limits conpucTep| PASS Report
General Field Strength Limits RADIATED
15.109 [F;SZSéGZ‘]E” (Restricted Bands and < FCC 15.109 limits (30MHz-1GHz)|  PASS ParthS%rIeSt
o Radiated Emissions Limits) (1-25 GHz) P
Table 6-1. Summary of Test Results
Notes:

1) All modes of operation and data rates were investigated. The test results shown in the following

sections represent the worst case emissions.

2) The analyzer plots shown in this section were all taken with a correction table loaded into the analyzer.
The correction table was used to account for the losses of the cables and attenuators used as part of
the system to connect the EUT to the analyzer at all frequencies of interest.

3) All antenna port conducted emissions testing was performed on a test bench with the antenna port of
the EUT connected to the spectrum analyzer through calibrated cables and attenuators.
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PCTEST

6.2 6dB Bandwidth Measurement — 802.11a/b/g/n
§15.247(a)(2); RSS-210 [A8.2]

The bandwidth at 6dB down from the highest in-band spectral density is measured with a spectrum analyzer
connected to the receive antenna while the EUT is operating in transmission mode at the appropriate
frequencies. The minimum permissible 6dB bandwidth is 500 kHz.

Frequency| Chamel | 80241 |Data Rate| 5.1 | sanduictn | pass /Fa
[MHZ] [MHZ]
2412 1 b 1 8.07 0.500 Pass
2437 6 b 1 8.07 0.500 Pass
2462 11 b 1 8.05 0.500 Pass
2412 1 g 6 15.95 0.500 Pass
2437 6 g 6 15.76 0.500 Pass
2462 11 g 6 15.73 0.500 Pass
2412 1 n &‘Z;g) 17.27 0.500 Pass
2437 6 n &‘Z;g) 17.33 0.500 Pass
2462 11 n (?\AEZ;(?) 17.43 0.500 Pass
5745 149 a 6 15.73 0.500 Pass
5785 157 a 6 16.09 0.500 Pass
5825 165 a 6 16.20 0.500 Pass
5745 149 n (?\AEZ;(?) 17.37 0.500 Pass
5785 157 n (EIS\/IEZ;;) 17.09 0.500 Pass
5825 165 n (?\AEZ;(?) 17.42 0.500 Pass

Table 6-2. Conducted Bandwidth Measurements

EUT Spectrum Analvzer
Coax cable

Figure 6-1. Test Instrument & Measurement Setup
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T Agilent Spectrum Analyzer - Occupied BW E]@
( AC SENSE:INT ALIGN AUTO 07:28:49 PM Mar 21, 2012
Center Freq: 2.412000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Held: 1010

Input: RF =
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref 30.00 dBm

Center Freq
2.412000000 GHz

center A3 soan 30 ita
#Res BW 270 kHz #VBW 2.7 MHz

Occupied Bandwidth Total Power . Freq Offset
13.158 MHz i

Transmit Freq Error 121.71 kHz OBW Power

x dB Bandwidth 8.065 MHz x dB

STATUS

Plot 6-1. 6dB Bandwidth Plot (802.11b — Ch. 1)

1 Agilent Spectrum Analyzer - Occupied BW g@
: AC SEMSE:INT] ALIGNAUTO  |07:30:14 PMMar 21, 2012
Center Freq: 2.437000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold>10M0

Input: RF s
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref 30.00 dBm

CenterFreq
2.437000000 GHz

#Res BW 270 kHz #VBW 2.7 MHz

Occupied Bandwidth Total Power 21.1 dBm FreqOffset

13.099 MHz 0 Hz

Transmit Freq Error 116.55 kHz OBW Power 99.00 %
x dB Bandwidth 8.067 MHz x dB -6.00 dB

STATUS

Plot 6-2. 6dB Bandwidth Plot (802.11b — Ch. 6)
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) Agilent Spectrum Analyzer - Occupied BW

SENSE!INT

Center Freq: 2.462000000 GHz

Input: RF
#IFGain:Low

Ref 30.00 dBm

H#Res BW 270 kHz

Occupied Bandwidth

13.089 MHz
92.340 kHz
8.052 MHz

Transmit Freq Error
x dB Bandwidth

MSG

—»— Trig:Free Run
#Atten: 30 dB

#VBW 2.7 MHz

Total Power

OBW Power
x dB

ALIGN AUTO

Avg|Held: 10/10

BB

07:32:27 PM Mar 21, 2012
Frequency

Radio Std: None

Radio Device: BTS

21.3dBm FreqOffset

0Hz

99.00 %
-6.00 dB

STATUS

Plot 6-3. 6dB Bandwidth Plot (802.11b — Ch. 11)

71 Agilent Spectrum Analyzer - Occupied BW

Input: RF G

Center?req. 2.412000000 GHz
Trig: Free Run

)
#IFGain:Low #Atten: 30 dB

Ref 30.00 dBm

Occupied Bandwidth

16.598 MHz
94.314 kHz
15.95 MHz

Transmit Freq Error
x dB Bandwidth

#VBW 2.7 MHz

Total Power

OBW Power
x dB

ALIGN AUTO

EEX

07:34:11 PM Mar 21, 2012
: - Frequency

Radio Std: None

Avg|Hold>10/10

Radio Device: BTS

21.0dBm Freq Offset

OHz

99.00 %
-6.00 dB

STATUS

Plot 6-4. 6dB Bandwidth Plot (802.11g — Ch. 1)
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I Agilent Spectrum Analyzer - Occupied BW

PCTEST

Input: RF

AC__ | SENSEINT _ALIGN AUTO
Center Freq: 2.437000000 GHz
—»— Trig:Free Run Avg|Held: 10/10
#Atten: 30 dB

Radio Std: None

#IFGain:Low

Ref 30.00 dBm

#Res BW 270 kHz

Occupied Bandwidth
16.488 MHz

Transmit Freq Error

x dB Bandwidth

PR — ,}a,,d-l-r-‘-""""“'\"'Jwi“n“"”"\-fd-'uuw-«w-w

#/BW 2.7 MHz
Total Power 19.9 dBm

99.00 %
-6.00 dB

OBW Power
x dB

94.139 kHz
15.76 MHz

STATUS

07:35:14 PM Mar 21, 2012

Radio Device: BTS

EBE&

Frequency

Freq Offset
0 Hz

7 Agilent Spectrum Analyzer - Occupied BW

Occupied Bandwidth

16.440 MHz
85.712 kHz
15.73 MHz

Transmit Freq Error

Input: RF

Plot 6-5. 6dB Bandwidth Plot (802.11g — Ch. 6)

SE INT) _ ALIGNAUTO
Center Freq: 2.462000000 GHz
Trig: Free Run Avg|Hold:>101M0
HAtten: 30 dB

AC

——
#IFGain:Low

Ref 30.00 dBm

x dB Bandwidth

MSG

R it Vlibanee. . S0

5

#/BW 2.7 MHz
Total Power 19.9 dBm

99.00 %
-6.00 dB

OBW Power
x dB

STATUS

07:35:40 PM Mar 21, 2012
Radio Std: None

Radio Device: BTS

B

Frequency

CenterFreq
2.462000000 GHz

Freq Offset
0 Hz

Plot 6-6. 6dB Bandwidth Plot (802.11g — Ch. 11)
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) Agilent Spectrum Analyzer - Occupied BW

Input: RF
#IFGain:Low

Ref 30.00 dBm

»,,Hl\.\’\*'f'M:-

Lty

H#Res BW 270 kHz

Occupied Bandwidth

—»— Trig:Free Run

EE

07:51:38 PM Mar 21, 2012
Frequency

Radio Std: None

SENSE:INT] ALIGN AUTO
Center Freq: 2.412000000 GHz
Avg|Hold: 10/10

#Atten: 30 dB Radio Device: BTS

#VBW 2.7 MHz

Total Power 18.2 dBm Freq Offset

17.486 MHz 0 Hz

Transmit Freq Error
x dB Bandwidth

MSG

93.248 kHz
17.27 MHz

99.00 %
-6.00 dB

OBW Power
x dB

STATUS

Plot 6-7. 6dB Bandwidth Plot (802.11n (2.4GHz) — Ch. 1)

T Agilent Spectrum Analyzer - Occupied BW

Input: RF

#IFGain:Low

Ref 30.00 dBm

/

n,,.,M-JLWJ

[y e

e Ty T E—
#Res BW 270 kHz

Occupied Bandwidth

AC SENSE:INT

EBEX

ALIGN AUTO
Frequency

& ¢ |07:52:19 PM Mar 21, 2012
Center Freq: 2.437000000 GHz Radio Std: None
Trig: Free Run Avg|Hold: 1010

#Atten: 30 dB Radio Device: BTS

#/BW 2.7 MHz

Total Power 18.0 dBm Freq Offset

17.468 MHz  om

Transmit Freq Error
x dB Bandwidth

98.732 kHz
17.33 MHz

99.00 %
-6.00 dB

OBW Power
x dB

STATUS

Plot 6-8. 6dB Bandwidth Plot (802.11n (2.4GHz) — Ch. 6)
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7 Agilent Spectrum Analyzer - Occupied BW

Input: RF
#IFGain:Low

Ref 30.00 dBm

rsahart et

Center 2462 GHz
#Res BW 270 kHz

Occupied Bandwidth

—»— Trig:Free Run

AC (INT

Center Ereq: 2.462000000 GHz

#Atten: 30 dB

#VBW 2.7 MHz

Total Power

17.478 MHz

Transmit Freq Error
x dB Bandwidth

74.589 kHz
17.43 MHz

OBW Power
x dB

EEX

ALIGN AUTO
- Frequency

07:55:09 PM Mar 21, 2012
Radio Std: None

Avg|Hold: 10M0

Radio Device: BTS

M&Mu&,&.‘ N

L

REL L Freq Offset

OHz

99.00 %
-6.00 dB

STATUS

Plot 6-9. 6dB Bandwidth Plot (802.11n (2.4GHz) — Ch. 11)

1 Agilent Spectrum Analyzer - Occupied BW

Input: RF
#IFGain:Low

Ref 30.00 dBm

¥
o
R Ttk il U

#Res BW 270 kHz

Occupied Bandwidth

{INT

CenterVFreq: 5.745000000 GHz
—%— Trig:Free Run

#Atten: 30 dB

#/BW 2.7 MHz

Total Power

16.447 MHz

Transmit Freq Error
x dB Bandwidth

125.43 kHz
15.73 MHz

OBW Power
x dB

EEX

ALIGN AUTO
Frequency

07:57:32 PM Mar 21, 2012
Radio Std: None

Avg|Hold: 10/10

Radio Device: BTS

" Span 30 MHz
Sweep 1ms

18.1 dBm Freq Offset

0 Hz
99.00 %
-6.00 dB

STATUS

Plot 6-10. 6dB Bandwidth Plot (802.11a — Ch. 149)
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1 Agilent Spectrum Analyzer - Occupied BW
i AC SHi :INT

Center Freq: §.785000000 GHz

—»— Trig:Free Run

Input: RF
#Atten: 30 dB

#IFGain:Low

Ref 30.00 dBm

ALIGN AUTO

Avg|Hold: 1010

EEX

07:59:06 PM Mar 21, 2012
3 Frequency

Radio Std: None

Radio Device: BTS

_ WM»MWW’”'W oY 'ﬁwww‘\mtm_ x

T

e

Phraeaal

Center 5.785 GHz

#Res BW 270 kHz #VBW 2.7 MHz

Occupied Bandwidth Total Power

16.449 MHz
141.35 kHz OBW Power
16.09 MHz x dB

Transmit Freq Error
x dB Bandwidth

~ Span 30 MHz
Sweep 1ms

18.4 dBm Freq Offset

OHz

99.00 %
-6.00 dB

STATUS

Plot 6-11. 6dB Bandwidth Plot (802.11a — Ch. 157)

I Agilent Spectrum Analyzer - Occupied BW

AC ENSE:INT

—w»— Trig:Free Run

Input: RF
#Atten: 30 dB

#IFGain:Low

Ref 30.00 dBm

#Res BW 270 kHz #/BW 2.7 MHz

Total Power

Occupied Bandwidth

16.484 MHz
120.24 kHz
16.20 MHz x dB

Transmit Freq Error OBW Power

x dB Bandwidth

MSG

ALIGNAUTO  |07:50:32 PM Mar 21, 2012

Center Freq: 5825000000 GHz _
Avg|Held: 10/10

EEX

Radio Std: None Frequency

Radio Device: BTS

18.0 dBm Freq Offset

0Hz

99.00 %
-6.00 dB

STATUS

Plot 6-12. 6dB Bandwidth Plot (802.11a — Ch. 165)
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7 Agilent Spectrum Analyzer - Occupied BW

Input: RF
#IFGain:Low

Ref 30.00 dBm

Center Freq: §.745000000 GHz
—»— Trig:Free Run
#Atten: 30 dB

EEX

ALIGN AUTO
Frequency

08:00:28 PM Mar 21, 2012
Radio Std: None

SENSE:INT

Avg|Held: 1010
Radio Device: BTS

-.v.\.ww“w"1ﬁm'.mﬁ-'*"~*ﬁ“"’“ rn,'l"n"h' %‘\.‘:‘im’\h

f

¢

#Res BW 270 kHz

Occupied Bandwidth

~ Span 30 MHz
#VBW 2.7 MHz Sweep 1ms

Total Power 16.0 dBm Freq Offset

17.487 MHz 0 Hz

Transmit Freq Error
x dB Bandwidth

122.13 kHz
17.37 MHz

99.00 %
-6.00 dB

OBW Power
x dB

STATUS

Plot 6-13. 6dB Bandwidth Plot (802.11n (5.8GHz) — Ch. 149)

1 Agilent Spectrum Analyzer - Occupied BW

Input: RF
#IFGain:Low

Ref 30.00 dBm

/

Lr
[, ;ﬁ,..q;.d,:wr“*'“\"""

Center 5.785 GHz
#Res BW 270 kHz

Occupied Bandwidth

SENSE:INT ALIGN AU 08:01:41 PM Mar 21, 2012
Center Freq: 5.785000000 GHz Radie Std: None

Trig: Free Run Avg|Held: 1010
#Atten: 30 dB

Frequency

Radie Device: BTS

#VBW 2.7 MHz

Total Power 16.1 dBm

17.490 MHz

Transmit Freq Error
x dB Bandwidth

126.56 kHz
17.09 MHz

99.00 %
-6.00 dB

OBW Power
x dB

STATUS

Plot 6-14. 6dB Bandwidth Plot (802.11n (5.8GHz) — Ch. 157)
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T Agilent Spectrum Analyzer - Occupied BW @@
7 E N ALIGNAUTO  |08:02:08 PM Mar 21, 2012
q: 5.825000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 1010

Input: RF e
#IFGain:Low #Atten: 30 dB Radio Device: BTS

Ref 30.00 dBm

¥
bbbl

Center 5.825 GHz
#Res BW 270 kHz #VBW 2.7 MHz
Occupied Bandwidth Total Power 16.3 dBm Freq Offset

17.520 MHz ahiz

Transmit Freq Error 124.23 kHz OBW Power 99.00 %
x dB Bandwidth 17.42 MHz x dB -6.00 dB

STATUS

Plot 6-15. 6dB Bandwidth Plot (802.11n (5.8GHz) — Ch. 165)
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6.3
§15.247(b)(3); RSS-210 [A8.4]

PCTEST

Output Power Measurement — 802.11b/g/n (2.4GHz)

A transmitter antenna terminal of EUT is connected to the input of an RF power sensor. Measurement is made
using a broadband power meter capable of making peak and average measurements while the EUT is
operating in transmission mode at the appropriate frequencies. The maximum permissible conducted
output power is 1 Watt.

802.11b Conducted Power [dBm]
Mode Freq Channel | Detector Data Rate [Mbps]
[MHZ] 1 2 5.5 11
802.11b 2412 1 AVG 16.70 16.60 16.60 16.69
PEAK 19.35 19.30 19.29 19.30
802.11b 2437 6 AVG 17.00 16.95 16.95 16.90
PEAK 19.61 19.60 19.60 19.56
802.11b 2462 11 AVG 17.25 17.30 17.25 17.23
PEAK 19.89 19.87 19.85 19.86
Table 6-3. 802.11b Conducted Output Power Measurements
Mode Freq | Channel | Detector 802.11g S;Zd;;t:?MPbopv;?r [dBm]
[MHZ] 6 9 12 18 24 36 48 54
802.11g | 2412 1 AVG 10.49 10.47 10.51 10.43 10.39 10.49 10.45 10.50
PEAK 17.37 17.27 17.27 17.27 17.22 17.42 7.37 17.22
802.11g | 2437 6 AVG 10.54 10.59 10.59 10.59 10.61 10.55 10.55 10.59
PEAK 17.40 17.47 17.57 17.57 17.55 17.57 17.47 17.59
802.11g | 2462 11 AVG 10.99 10.99 10.84 10.99 10.94 10.94 10.89 11.23
PEAK 17.87 17.91 18.03 18.11 18.02 17.82 17.87 18.07
Table 6-4. 802.11g Conducted Output Power Measurements
Mode Freq Channel | Detector 8020 (2'4%22 ggped[u'\;tbepdsrower e
[MHZz] 6.5/7.2 | 13/14.4 |19.5/21.7| 26/28.9 | 39/43.4 | 52/57.8 | 58.5/65 | 65/72.2
802.11n | 2412 1 AVG 10.17 10.12 10.07 10.22 10.13 10.13 10.12 10.12
PEAK 17.26 17.29 17.39 17.31 17.34 17.44 17.19 17.49
802.11n | 2437 6 AVG 10.57 10.65 10.62 10.67 10.52 10.57 10.57 10.54
PEAK 17.71 17.89 17.84 17.99 17.94 17.89 17.89 17.74
802.11n | 2462 11 AVG 11.02 11.10 11.07 11.05 10.90 11.03 11.12 11.12
PEAK 18.09 18.27 18.29 18.34 18.26 18.29 18.39 18.20
Table 6-5. 802.11n (2.4GHz) Conducted Output Power Measurements
FUT Power Power Meter
: Sensor
Coax cable
Figure 6-2. Test Instrument & Measurement Setup
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6.4  Output Power Measurement — 802.11a/n (5GHz)
§15.247(b)(3); RSS-210 [A8.4]

A transmitter antenna terminal of EUT is connected to the input of an RF power sensor. Measurement is made
using a broadband power meter capable of making peak and average power measurements while the EUT is
operating in transmission mode at the appropriate frequencies. The maximum permissible conducted
output power is 1 Watt.

802.11a Conducted Power [dBm]

Mode Freq Channel | Detector Data Rate [Mbps]
[MHZz] 6 9 12 18 24 36 48 54
802.11a | 5745 149 AVG 12.40 12.35 12.30 12.20 12.30 12.36 12.44 12.30
PEAK 19.23 19.18 19.22 19.20 19.22 19.24 19.23 19.33
802.11a | 5765 153 AVG 12.40 12.39 12.30 12.30 12.35 12.37 12.36 12.32
PEAK 19.20 19.18 19.17 19.30 19.40 19.26 19.48 19.20
802.11a | 5785 157 AVG 12.34 12.33 12.27 12.27 12.31 12.36 12.36 12.28
PEAK 19.21 19.17 19.19 19.22 19.16 19.38 19.45 19.22
802.11a 5805 161 AVG 12.35 12.26 12.21 12.36 12.41 12.27 12.27 12.45
PEAK 19.15 19.28 19.24 19.29 19.32 19.26 19.31 19.25
802.11a 5825 165 AVG 12.30 12.33 12.37 12.25 12.35 12.35 12.25 12.26
PEAK 19 19.17932| 19.23 19.29 19.38 19.42 19.36 19.51

Table 6-6. 802.11a Conducted Output Power Measurements

802.11n (5GHz) Conducted Power [dBm]

Mode Freq Channel | Detector Data Rate [Mbps]
[MHZz] 6.5/7.2 | 13/14.4 |119.5/21.7| 26/28.9 | 39/43.4 | 52/57.8 | 58.5/65 | 65/72.2
802.11n 5745 149 AVG 10.41 10.35 10.47 10.25 10.27 10.25 10.20 10.22
PEAK 17.50 17.55 17.61 17.65 17.70 17.65 18.05 17.55
802.11n 5765 153 AVG 10.32 10.25 10.40 10.32 10.10 10.30 10.49 10.40
PEAK 17.25 17.35 17.75 17.84 17.80 17.81 17.85 17.82
802.11n 5785 157 AVG 10.35 10.30 10.32 10.25 10.21 10.25 10.41 10.40
PEAK 17.45 17.50 17.60 17.65 17.76 17.75 17.65 17.60
802.11n 5805 161 AVG 10.40 10.42 10.30 10.25 10.27 10.25 10.30 10.22
PEAK 17.33 17.30 17.40 17.42 17.42 17.45 17.50 17.80
802.11n 5825 165 AVG 10.30 10.32 10.36 10.35 10.40 10.47 10.23 10.21
PEAK 17.4 17.36 17.75 17.80 17.63 17.60 17.42 17.45

Table 6-7. 802.11n (5GHz) Conducted Output Power Measurements

FUT F_'Ll'\“.':r Power Meter
! Sensor

Coax cable

Figure 6-3. Test Instrument & Measurement Setup
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6.5 Power Spectral Density (802.11a/b/g/n)
§15.247(e); RSS-210 [A8.2]

The peak power density is measured with a spectrum analyzer connected to the antenna terminal while the
EUT is operating in transmission mode at the appropriate frequencies. The maximum permissible power
spectral density is 8 dBm in any 3 kHz band.

Per the guidance on power spectral density measurements given in KDB 558074 Section 5.3.2, the resolution
bandwidth is set to 100kHz, the video bandwidth is set to 300kHz and a power average (RMS) detector is
used. The span is set to a value between 5% and 30% greater than the EBW. The number of measurement
points is greater than 2 x span/RBW (2 x (15MHz/100kHz) = 300). The largest transmission symbol period was
measured in 802.11b and found to be 8.6ms. This value is used to determine the sweep time, which is
required to be greater than 10 x (number of measurement points in sweep) x (transmission symbol period). In
this case the sweep needs to be greater than (10 x 1001 x 8.6ms) = 86s, and thus a sweep time of 100s in
used. A peak marker function is used over a single sweep to determine the maximum level. The measured
spectrum is compared to the 8dBm/3kHz limit given in 15.247(e) by applying a bandwidth correction factor
equal to 10log(3kHz/100kHz) = -15.23dB.

. Maximum
Frequency | Channel | 802.11 |Data Rate Measured BandW|_dth Corrected Permissible Margin
Power Spectral | Correction | Power Spectral .
[MHz] AL Llees Lilerp] Density [dBm] | Factor [dB] | Density [dBm] R [dB]
Y Y [dBm / 3kHz]
2412 1 b 1 0.303 -15.23 -14.926 8.0 -22.93
2437 6 b 1 0.513 -15.23 -14.716 8.0 -22.72
2462 11 b 1 0.622 -15.23 -14.607 8.0 -22.61
2412 1 g 6 -5.524 -15.23 -20.753 8.0 -28.75
2437 6 g 6 -5.411 -15.23 -20.640 8.0 -28.64
2462 11 g 6 -5.326 -15.23 -20.555 8.0 -28.55
6.5/7.2
2412 1 n (MCS0) -7.630 -15.23 -22.859 8.0 -30.86
6.5/7.2
2437 6 n (MCS0) -7.563 -15.23 -22.792 8.0 -30.79
6.5/7.2
2462 11 n (MCS0) -7.679 -15.23 -22.908 8.0 -30.91
5745 149 a 6 -7.029 -15.23 -22.258 8.0 -30.26
5785 157 a 6 -7.297 -15.23 -22.526 8.0 -30.53
5825 165 a 6 -7.295 -15.23 -22.524 8.0 -30.52
6.5/7.2
5745 149 n (MCS0) -9.354 -15.23 -24.583 8.0 -32.58
6.5/7.2
5785 157 n (MCS0) -9.368 -15.23 -24.597 8.0 -32.60
6.5/7.2
5825 165 n (MCS0) -9.372 -15.23 -24.601 8.0 -32.60

Table 6-8. Conducted Power Density Measurements

EUT Spectrum Analyzer
Coax cable

Figure 6-4. Test Instrument & Measurement Setup
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EEX

Frequency

" Agilent Spectrum Analyzer - Swept SA

50 @ G 5 ALIGN AUTO
#Avg Type: Pwr(RMS)
Avg|Held: 21100

08:31:30 PM Mar 21, 2012

PNO: Far —»— Ttig: Free Run

Input: RF
IFGain:Low Atten: 30 dB

Mkr1 2.412 735 GHz Auto Tune

Ref 20.00 dBm 0.303 dBm
Center Freq
2.412000000 GHz

StartFreq
2.404500000 GHz

StopFreq
2.419500000 GHz

CF Step
1.500000 MHz
Man

Auto

Freq Offset
0Hz

Center 2.412000 GHz
#Res BW 100 kHz #VBW 300 kHz*

Span 15.00 MHz

STATUS

Plot 6-16. Power Spectral Density Plot (802.11b — Ch. 1)

EEX

Frequency

T Agilent Spectrum Analyzer - Swept SA
{ SENSE:INT| ALIGN AUTO 08:36:03 PM Mar 21, 2012

" #Avg Type: Pwr(RMS) TRACE _S—
Trig: Free Run Avg|Hold: 21100 TVPE
Atten: 30 dB DET
Mkr1 2.436 370 GHz
0.513 dBm

Input: RF PNO: Far ()

IFGain:Low

Auto Tune
Ref 20.00 dBm

Center Freq
2.437000000 GHz

StartFreq
2.429500000 GHz

Stop Freq
2.444500000 GHz

CF Step
1.500000 MHz

Auto Man

Freq Offset
0 Hz

Center 2.437000 GHz Span 15.00 MHz

#VBW 300 kHz* #Sweep 100 s (1001 pts)

STATUS

Plot 6-17. Power Spectral Density Plot (802.11b — Ch. 6)

FCC ID: A3LGTI9050
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Quality Manager
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EEX

T Agilent Spectrum Analyzer - Swept SA
{ ALIGN AUTO 08:40:53 PM Mar 21, 2012

i ' #Avg Tjrpe: Pwr(RMS) TRACE“
Trig: Free Run Avg|Held: 2100 TYPE
Atten: 30 dB DET

Mkr1 2.462 750 GHz

0.622 dBm

Frequency

Input: RF PNO: Far ()

IFGain:Low

Auto Tune

Ref 20.00 dBm

CenterFreq
2.462000000 GHz

StartFreq
2.454500000 GHz

StopFreq
2.469500000 GHz

CF Step
1.500000 MHz
Auto Man

Freq Offset
OHz

Center 2.462000 GHz
#Res BW 100 kHz #VBW 300 kHz*

Span 15.00 MHz
#Sweep 100 s (1001 pts)

STATUS

Plot 6-18. Power Spectral Density Plot (802.11b — Ch. 11)

EE®

Frequency

1 Agilent Spectrum Analyzer - Swept SA
! | SENSE:INT)| ALIGN AUTO 08:46:42 PM Mar 21, 2012

~ #Avg Type: Pwr(RMS) mAcEm
Trig: Free Run Avg|Hold: 21100 TVPE
Atten: 30 dB DET
Mkr1 2.412 34 GHz
-5.524 dBm

Input: RF PNO: Far ()

IFGain:Low

Auto Tune
Ref 20.00 dBm

Center Freq
2.412000000 GHz

1

AAMAAAAAAAN m..N'M"'”'m/\L /\/\»""J\/\p\ ANAAAAAANAVIN \f“v‘"\l\f\ﬂ\ﬂ

StartFreq
2.402000000 GHz

Stop Freq
2.422000000 GHz

CF Step
2.000000 MHz
Auto Man

Freq Offset
0 Hz

Center 2.41200 GHz Span 20.00 MHz
#Res BW 100 kHz #VBW 300 kHz* #Sweep 100 s (1001 pts)

IMSG STATUS

Plot 6-19. Power Spectral Density Plot (802.11g — Ch. 1)

FCC ID: A3LGTI9050

s\ PCTEST

FCC Pt. 15.247 802.11a/b/g/in MEASUREMENT REPORT
(CERTIFICATION)

Plinsuntg

Reviewed by:
Quality Manager

Test Report S/N:
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Test Dates:
3/21/2012
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EEX

Frequency

1 Agilent Spectrum Analyzer - Swept SA

SENSE:INT ALIGN AUTO 10:35:49 PM Mar 21, 2012

#Avg Type: Pwr(RMS) TRACE“
Trig: Free Run Avg|Held: 2100 TYPE
Atten: 30 dB DET
Mkr1 2.436 72 GHz
-5.411 dBm

Input: RF PNO: Far ()

IFGain:Low

Auto Tune

Ref 20.00 dBm

Center Freq
2.437000000 GHz

1

StartFreq

APV AV PI\ MR 2.427000000 GHz

StopFreq
2.447000000 GHz

CF Step
2.000000 MHz
Man

Auto

Freq Offset
0Hz

Center 2.43700 GHz
#Res BW 100 kHz

IMSG

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

Plot 6-20. Power Spectral Density Plot (802.11g — Ch. 6)

#VBW 300 kHz*

EE®

Frequency

T Agilent Spectrum Analyzer - Swept SA
! SENSE:INT ALIGN AUTO
#Avg Type: Pwr(RMS)

Trig: Free Run Avg|Hold: 21100
Atten: 30 dB e

Mkr1 2.462 34 GHz
-5.326 dBm

Input: RF PNO: Far ()

IFGain:Low

Auto Tune

Ref 20.00 dBm

Center Freq
2.462000000 GHz

1
StartFreq

2.452000000 GHz

A AAAVVVAARANN Amm*/\f\ﬂl /\f\_a"".f\f\.f—‘__,f\, VATAYAYAVAYAYAVAVATATA! {\'ﬂ\f"u\fvvv\

Stop Freq
2.472000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
O Hz

Center 2.46200 GHz
#Res BW 100 kHz

MSG

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

Plot 6-21. Power Spectral Density Plot (802.11g — Ch. 11)

#VBW 300 kHz*

FCC ID: A3LGTI9050
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! Agilent Spectrum Analyzer - Swept SA

Center 2.41200 GHz
#Res BW 100 kHz

MSG

£

SENSE:INT]
Frequency

ALIGH AUTO
#Avg Type: Pwr(RMS)

Avg|Hold: 21100

Trig: Free Run

Input: RF
Atten: 30 dB

PHO: Far )
IFGain:Low

Auto Tune

Ref 20.00 dBm -7.630 dBm

CenterFreq
2.412000000 GHz

¢ StartFreq
2.402000000 GHz

ww-.,;w\r\s*uﬂlm.fv-lr-m-"-u\f\-"\f\f‘\"Wﬂ“w\ [\“W""W\'ﬁm-’\f‘-f\’V"f'-"’“"“'““\fv-\;w"'N\

Stop Freq
2.422000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
0Hz

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

#V/BW 300 kHz*

I Agilent Spectrum Analyzer - Swept SA

Center 2.43700 GHz
#Res BW 100 kHz

MSG

Plot 6-22. Power Spectral Density Plot (802.11n (2.4GHz) — Ch. 1)

EE

Frequency

SENSE:INT) _ALIGNAUTO
#Avg Type: Pwr(RMS)

Avg|Hold: 6/100

[10:57:19 P

Trig: Free Run

Input: RF
Atten: 30 dB

PNO: Far i)
IFGain:Low

Auto Tune

Ref 20.00 dBm -7.563 dBm

CenterFreq
2.437000000 GHz

¢ StartFreq
‘_‘J.VW..U,W\I\PW\-’\/‘mfxm"'lf\f\-"\f\f“/"‘ ""’ﬁfw\.. AAAAAANA AT 2.427000000 GHz

I

Stop Freq
2.447000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
0Hz

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

#V/BW 300 kHz*

Plot 6-23. Power Spectral Density Plot (802.11n (2.4GHz) — Ch. 6)
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Test Report S/N:
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I Agilent Spectrum Analyzer - Swept SA

/

Center 2.46200 GHz

#Res BW

El

Frequency

SENSE:INT ALIGH AUTO
#Avg Type: Pwr(RMS)

Avg|Hold: 51100

Trig: Free Run

Input: RF
Atten: 30 dB

PHO: Far )
IFGain:Low

Auto Tune
Ref 20.00 dBm -7.679 dBm

CenterFreq
2.462000000 GHz

¢! StartFreq

v SIPAVI u’\_{\.’\f\fv\"\f 'f‘J\‘"\ 2.452000000 GHz

XYY ;‘N‘”‘V‘"ﬂf\-”'m.mmfw".ﬁ.mfw\,«\,-v,u.wlJ,,v\

Stop Freq
2.472000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
0Hz

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

100 kHz #V/BW 300 kHz*

T Agilent Spectrum Analyzer - Swept SA

.

Center 5.74500 GHz
#Res BW 100 kHz

IMSG

Plot 6-24. Power Spectral Density Plot (802.11n (2.4GHz) — Ch. 11)

EE®

SENSE:INT| ALIGN AUTO
#Avg Type: Pwr(RMS)

Avg|Hold: 1100

11:16:07 PM Mar 21, 2012

TYPE

DET|
Mkr1 5.744 78 GHz
-7.029 dBm

Frequency

Trig: Free Run

Input: RF
Atten: 30 dB

PNO: Far ()
IFGain:Low

Auto Tune
Ref 20.00 dBm

Center Freq
5.745000000 GHz

1 StartFreq

5.735000000 GHz

...,"\.»'\/‘«f‘f\J""J'\-"\.*"‘.fV\fb"-ﬁf\,-"‘.f\"\f‘v'\f"‘j\"-”\'ﬂ PDARMAAA AN

{ d J

o _ Stop Freq
5.755000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
0 Hz

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

#VBW 300 kHz*

Plot 6-25. Power Spectral Density Plot (802.11a — Ch. 149)
. FCC Pt. 15.247 802.11a/b/g/n MEASUREMENT REPORT Reviewed by:
FCC ID: A3LGTI9050 NPETEST ’
x (CERT'F'CAT'ON) w Qua“ty Manager
Test Report S/N: Test Dates: EUT Type: Page 27 of 58
0Y1203140298.A3L 3/21/2012 Portable Handset

© 2012 PCTEST Engineering Laboratory, Inc.

REV 2.5WN
02/13/2012



PCTEST

! Agilent Spectrum Analyzer - Swept SA @

SENSE:INT ALIGHN AUTO
#Avg Type: Pwr(RMS)

Avg|Held: 17100

Frequency

Trig: Free Run

Input: RF
Atten: 30 dB

PHO: Far )
IFGain:Low

Auto Tune

Ref 20.00 dBm -7.297 dBm

CenterFreq
5.785000000 GHz

1

StartFreq

I,\',VV\N\ VAAAAAAVYVA A"\J'r'hfh 5.775000000 GHz

A AAAY \.'r\‘r‘-"n"f\‘n‘
AT L( AAA

Stop Freq
5.795000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
0 Hz

Center 5.78500 GHz
#Res BW 100 kHz

MSG

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

Plot 6-26. Power Spectral Density Plot (802.11a — Ch. 157)

#V/BW 300 kHz*

EE&

Frequency

T Agilent Spectrum Analyzer - Swept SA
( SENSE!INT ALIGN AUTO
#Avg Type: Pwr(RMS)
Avg|Hold: 17100

11:22:35 P

Trig: Free Run

Input: RF
Atten: 30 dB

PNO: Far i)
IFGain:Low

Auto Tune

Ref 20.00 dBm

CenterFreq
5825000000 GHz

1

StartFreq

ATPAARNAR AP LA A A AN 5815000000 GHz
WV \

(\f
o StopFreq
f 5.835000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
OHz

Center 5.82500 GHz
#Res BW 100 kHz

MSG

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

Plot 6-27. Power Spectral Density Plot (802.11a — Ch. 165)

#VBW 300 kHz*
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I Agilent Spectrum Analyzer - Swept SA

Center 5.74500 GHz
#Res BW 100 kHz

MSG

AV WAV

El

Frequency

SENSE:INT ALIGN AUTO
#Avg Type: Pwr(RMS)

Avg|Hold: 1100

Trig: Free Run

Input: RF
Atten: 30 dB

PNO: Far )
IFGain:Low

Auto Tune

Ref 20.00 dBm -9.354 dBm

CenterFreq
5745000000 GHz

1 StartFreq
ATATATAYY - 5.735000000 GHz
WAV A, A

Stop Freq
5.765000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
0Hz

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

#V/BW 300 kHz*

7! Agilent Spectrum Analyzer - Swept SA

Ref 20.00 dBm

Center 5.78500 GHz
#Res BW 100 kHz

IMSG

Plot 6-28. Power Spectral Density Plot (802.11n (5.8GHz) — Ch. 149)

£l

Frequency

SENSE:INT ALIGM AUTO
#Avg Type: Pwr(RMS)

Avg|Hold: 2/100

11:31:46 PM

" Trig: Free Run

PNO: Far
IFGain:Low " Atten: 30 dB

Input: RF
Mkr1 5.784 78 GHz
-9.368 dBm

Center Freq
5.785000000 GHz

StartFreq
5.7756000000 GHz

Stop Freq
5.795000000 GHz

CF Step
2.000000 MHz

Auto Man

Freq Offset
OHz

Span 20.00 MHz
#Sweep 100 s (1001 pts)

STATUS

#VBW 300 kHz*

Plot 6-29. Power Spectral Density Plot (802.11n (5.8GHz) — Ch. 157)
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1 Agilent Spectrum Analyzer - Swept SA @

7 SENSE:INT ALIGN AUTO 11:35:19 PM Mar 21, 2012
Center Freq 5.825000000 GHz . RAvg Type: Pwr(RMS)

Input: RF PNO: Far Ly Trig: Free Run Avg|Held: 11100
IFGain:Low Atten: 30 dB

Frequency

Mkr1 5.824 78 GHz
Ref 20.00 dBm -9.372 dBm

Center Freq
5.825000000 GHz

StartFreq
5.815000000 GHz

StopFreq
6.835000000 GHz

CF Step
2.000000 MHz
Auti Man

Freq Offset
0OHz

Center 5.82500 GHz Spﬁn 20.00 MHz
#Res BW 100 kHz #VBW 300 kHz* #Sweep 100 s (1001 pts)

MSG STATUS

Plot 6-30. Power Spectral Density Plot (802.11n (5.8GHz) — Ch. 165)
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6.6 Conducted Emissions at the Band Edge
§15.247(d); RSS-210 [A8.5]

For the following out of band conducted spurious emissions plots at the band edge, the EUT was set at a data
rate of 1Mbps for “b” mode, 6 Mbps for “g” mode, 6 Mbps for “a” mode, and 6.5/7.2Mbps for “n” mode. These
settings produced the worst-case emissions.

Per the guidance of KDB 558074, section 5.4.1.1, the reference level for out of band emissions is established
from the plots of this section since the band edge emissions are measured with a RBW of 100kHz. This
reference level is then used as the limit in subsequent plots for out of band spurious emissions shown in
Section 6.7.

By Agilent Spectrum Analyzer - Swept SA E]

ALIGN AUTO | Mar 21, 2012
#Avg Type: Pwr(RMS) . Frequency
Avg|Hold: 100/100 "

Input: RF PNO: Far —»— T1rig:Free Run
IFGain:Low Atten: 30 dB

Auto Tune
Ref 20.00 dBm

Center Freq
2.400000000 GHz

StartFreq
2.385000000 GHz

Stop Freq
2.415000000 GHz

CF Step
3.000000 MHz
Aut Man

Freq Offset
0 Hz

Center 2.40000 GHz Span 30.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.93 ms (1001 pts)

STATUS

Plot 6-31. Band Edge Plot (802.11b — Ch. 1)
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EEX

Frequency

71 Agilent Spectrum Analyzer - Swept SA

ALIGN AUTC
#Avg Type: Pwr(RMS)
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100

Input: RF
IFGain:Low Atten: 30 dB

Auto Tune

Ref 20,00 dBm -46.081 dB

CenterFreq
2.483500000 GHz

StartFreq
2.458500000 GHz

StopFreq
2.608500000 GHz

TN )
ARES tm_

May
\‘! ’LMW LV‘JMHJW \f"‘1J'"fl."\~rL;uH Auto

UM s ey

CF Step
5.000000 MHz
Man

Freq Offset
0 Hz

Center 2.48350 GHz
#Res BW 100 kHz

Span 50.00 MHz
Sweep 4.80 ms (1001 pts)

STATUS

Plot 6-32. Band Edge Plot (802.11b — Ch. 11)

#VBW 300 kHz

I Agilent Spectrum Analyzer - Swept SA @

ALIGH AUTO 11:54:48 P
TRACH
G

#Avg Type: Pwr(RMS) Frequency

Avg|Hold: 100/100

PNO: Far —»— 1rig:Free Run

Input: RF
Atten: 30 dB

IFGain:Low
AMEkr1 -13.47 MHz Auto Tune
Ref 20.00 dBm 31,123 dB

CenterFreq
2.400000000 GHz

X
,J.M-n-wﬂmmw-wuw Rl

StartFreq
2.385000000 GHz

Stop Freq
2.415000000 GHz

CF Step
3.000000 MHz
Man

Auto

Freq Offset
0Hz

Center 2.40000 GHz

#Res BW

MSG

100 kHz

Span 30.00 MHz
Sweep 2.93 ms (1001 pts)

STATUS

#V/BW 300 kHz

Plot 6-33. Band Edge Plot (802.11g— Ch. 1)

FCC ID: A3LGTI9050

s\ PCTEST

FCC Pt. 15.247 802.11a/b/g/in MEASUREMENT REPORT
(CERTIFICATION)

Plinsuntg

Reviewed by:
Quality Manager

Test Report S/N:
0Y1203140298.A3L

Test Dates:
3/21/2012

EUT Type:
Portable Handset

Page 32 of 58

© 2012 PCTEST Engineering Laboratory, Inc.

REV 2.5WN
02/13/2012



PCTEST

1 Agilent Spectrum Analyzer - Swept SA

LJMM%W\MM

Center 2.48350 GHz
#Res BW 100 kHz

MSG

Ref 20.00 dBm

EBEX

Frequency

| ALIGN AUTO
#Avg Type: Pwr(RMS)
Avg|Hold: 100/100

11:57:05 PM Mar 21, 2012

—»— Trig:Free Run

Input: RF
Atten: 30 dB

PHNO: Fast
IFGain:Low

AMkr1 22.86 MHz Auto Tune

-42.267 dB

Center Freq
2.483500000 GHz

StartFreq
j 2.453500000 GHz

StopFreq
2613500000 GHz

CF Step
6.000000 MHz

|| Auto Man

Freq Offset
OHz

Span 60.00 MHz
Sweep 5.80 ms (1001 pts)

STATUS

#VBW 300 kHz

7 Agilent Spectrum Analyzer - Swept SA

Center 2.40000 GHz
#Res BW 100 kHz

MSG

Plot 6-34. Band Edge Plot (802.11g — Ch. 11)
£l

Frequency

SENSE:INT| ALIGN AUTO
#Avg Type: Pwr(RMS)
Trig: Free Run Avg|Hold: 100,100

Atten: 30 dB "

AMkr1 -13.44 MHz
-33.585 dB

11:58:03 PM
TRACE [f

PNO: Fast =5 [

IFGain:Low

Input: RF

Auto Tune

Ref 20.00 dBm

Center Freq
2.400000000 GHz

StartFreq
2370000000 GHz

fvmwmm

R Stop Freq
‘ 2.430000000 GHz

%M'“MM
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Plot 6-36. Band Edge Plot (802.11n (2.4GHz) — Ch. 11)
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6.7 Conducted Spurious Emissions
§15.247(d); RSS-210 [A8.5]

For the following out of band conducted spurious emissions plots, the EUT was investigated in all available
data rates for “b”, “g”, “a”, and “n” modes. The worst case spurious emissions for the 2.4GHz band were found
while transmitting in “b” mode at 1 Mbps and are shown in the plots below. The worst case spurious emissions

for the 5.8GHz band were found while transmitting in “a” mode at 6 Mbps and are shown in the plots below.

The display line shown in the following plots denotes the limit at 30dB below the fundamental emission level
measured in a 100kHz bandwidth, as determined in Section 6.6 of this report. However, since the traces in the
following plots are measured with a 1IMHz RBW, the display line may not necessarily appear to be 30dB below
the level of the fundamental in a 1MHz bandwidth.

For plots showing conducted spurious emissions near the limit, the frequencies were investigated with a
reduced RBW to ensure that no emissions were present.
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Plot 6-41. Conducted Spurious Plot (802.11b — Ch. 1)
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Plot 6-42. Conducted Spurious Plot (802.11b — Ch. 1)
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Plot 6-43. Conducted Spurious Plot (802.11b — Ch. 6)
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Plot 6-44. Conducted Spurious Plot (802.11b — Ch. 6)
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Plot 6-46. Conducted Spurious Plot (802.11b — Ch. 11)
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Plot 6-47. Conducted Spurious Plot (802.11a — Ch. 149)
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ALIGN AUTO 12:10:49 AM Mar 22, 2012
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Plot 6-52. Conducted Spurious Plot (802.11a — Ch. 157)
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Plot 6-53. Conducted Spurious Plot (802.11a — Ch. 165)
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Plot 6-54. Conducted Spurious Plot (802.11a — Ch. 165)
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6.8 Radiated Spurious Emission Measurements
§15.247(d) / §15.205 & §15.209; RSS-210 [A8.5]

The EUT was tested from 9kHz up to the tenth harmonic of the fundamental frequency of the transmitter using
CISPR quasi peak detector below 1GHz. Above 1 GHz, average and peak measurements were taken using
linearly polarized horn antennas. All out of band emissions appearing in a restricted band as specified in
Section 15.205 of the Title 47 CFR must not exceed the limits shown in Table 6-9 per Section 15.209.

All data rates and modes were investigated for radiated spurious emissions. Only the radiated emissions of
the configuration that produced the worst case emissions are reported in this section. All measurements
shown in this section were obtained using traditional radiated test methods as defined in C63.10-2009. The
optional test procedures for antenna port conducted measurements of unwanted emissions per the guidance
of KDB 558074 were not used to evaluate this device.

Frequency Fielc[jj/t/:;:?gth MeaSL[J':AegteDrissitance
0.009 — 0.490 MHz 2400/F (kHz) 300
0.490 — 1.705 MHz 24000/F (kHz) 30
1.705 — 30.00 MHz 30 30
30.00 — 88.00 MHz 100 3
88.00 — 216.0 MHz 150 3
216.0 — 960.0 MHz 200 3
Above 960.0 MHz 500 3

Table 6-9. Radiated Limits

Sample Calculation

o Field Strength Level gg.vim = Analyzer Level jggm; + 107 + AFCL gg/m;
0 AFCL ggm = Antenna Factor gg/m) + Cable LoSS (g

(0] Margin [dB] = Field Strength Level [dBuv/im] — Limit [dBuV/m]
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Radiated Spurious Emission Measurements (Cont’d)
§15.247(d) / §15.205 & §15.209; RSS-210 [A8.5]

Worst Case Mode: 802.11b

Worst Case Transfer Rate: 1 Mbps

Distance of Measurements: 3 Meters
Operating Frequency: 2412MHz
Channel: 01
Frequency ArI]_zl\)//ezler Detector Pl AFCL Stlr:(i-:-?:gth Limit ALY
[MHz] [dBm] [HV] | [dB/m] [dB Vim] [dB V/m] [dB]
4824 .00 -98.35 Avg H 42.1 50.80 53.98 -3.18
4824.00 -91.69 Peak H 42.1 57.46 73.98 -16.52
12060.00 -135.00 Avg H 58.5 30.50 53.98 -23.48
12060.00 | -125.00 Peak H 58.5 40.50 73.98 -33.48

Table 6-10. Radiated Measurements @ 3 meters

NOTES:

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are
performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.
4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant

emissions were found beyond the fifth harmonic for this device.
6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 uV/m (54dBu/m) at 3 meters radiated.
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Radiated Spurious Emission Measurements (Cont’d)

PCTEST

8§15.247(d) / 815.205 & §15.209; RSS-210 [A8.5]

NOTES:

Worst Case Mode: 802.11b

Worst Case Transfer Rate: 1 Mbps

Distance of Measurements: 3 Meters

Operating Frequency: 2437MHz

Channel: 06

Frequency Afii'\)/’ezlef Detector 2ol AFCL St'r:(ia?:gth Limit D
[MHz] [dBm] [H/V] | [dB/m] [dB Vim] [dB V/m] [dB]

4874.00 -97.15 Avg H 42.21 52.06 53.98 -1.92
4874.00 -90.09 Peak H 42.21 59.12 73.98 -14.86
7311.00 -135.00 Avg H 48.81 20.81 53.98 -33.17
7311.00 -125.00 Peak H 48.81 30.81 73.98 -43.17
12185.00 | -135.00 Avg H 58.78 30.78 53.98 -23.20
12185.00 | -125.00 Peak H 58.78 40.78 73.98 -33.20

Table 6-11. Radiated Measurements @ 3 meters

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are

performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.

4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant

emissions were found beyond the fifth harmonic for this device.

6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 puV/m (54dBp/m) at 3 meters radiated.
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Radiated Spurious Emission Measurements (Cont’d)
§15.247(d) / §15.205 & §15.209; RSS-210 [A8.5]

Worst Case Mode:

802.11b

Worst Case Transfer Rate: 1 Mbps

Distance of Measurements: 3 Meters
Operating Frequency: 2462MHz
Channel: 11
Frequency Afii'\)/’ezlef Detector 2ol AFCL Stlr:(ia?:gth Limit LD
[MHz] [dBm] [H/V] | [dB/m] [dB Vim] [dB V/m] [dB]
4924.00 -97.83 Avg H 42.30 51.47 53.98 -251
4924.00 -90.97 Peak H 42.30 58.33 73.98 -15.64
7386.00 -135.00 Avg H 48.80 20.80 53.98 -33.18
7386.00 -125.00 Peak H 48.80 30.80 73.98 -43.18
12310.00 | -135.00 Avg H 58.82 30.82 53.98 -23.16
12310.00 | -125.00 Peak H 58.82 40.82 73.98 -33.16

NOTES:

Table 6-12. Radiated Measurements @ 3 meters

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are

performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.

4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant

emissions were found beyond the fifth harmonic for this device.

6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 pV/m (54dBu/m) at 3 meters radiated.
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Radiated Spurious Emission Measurements (Cont’d)
§15.247(d) / §15.205 & §15.209; RSS-210 [A8.5]

Worst Case Mode: 802.11a
Worst Case Transfer Rate: 6 Mbps
Distance of Measurements: 1 Meter
Operating Frequency: 5745MHz
Channel: 149
Distance .
Frequency Arlilslezler Detector Pol. AFCL | Correction Stlr:tlailgth Limit Margin
[MHZz] [dBm] [H/V] [dB/m] Factor [dBpV/m] [dBpV/m] [dB]
[dB]
11490.00 -108.57 Avg H 55.49 -9.54 44.4 53.98 -9.60
11490.00 -100.25 Peak H 55.49 -9.54 52.7 73.98 -21.28
22980.00 -135.00 Avg H 72.93 0.00 44.9 53.98 -9.05
22980.00 -125.00 Peak H 72.93 0.00 54.9 73.98 -19.05

NOTES:

Table 6-13. Radiated Measurements @ 1 meter

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are
performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.

4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant

emissions were found beyond the fifth harmonic for this device.

6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 pV/m (54dBu/m) at 3 meters radiated.
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Radiated Spurious Emission Measurements (Cont’d)
§15.247(d) / §15.205 & §15.209; RSS-210 [A8.5]

Worst Case Mode: 802.11a

Worst Case Transfer Rate: 6 Mbps

Distance of Measurements: 1 Meter
Operating Frequency: 5785MHz
Channel: 157
Distance .
Frequency Atil\i/ezler Detector Pol. AFCL | Correction Stlr:tlailgth Limit Margin
[MHZz] [dBm] [H/V] [dB/m] Factor [dBpV/m] [dBpV/m] [dB]
[dB]
11570.00 -107.85 Avg H 55.56 -9.54 45.2 53.98 -8.82
11570.00 -97.65 Peak H 55.56 -9.54 55.4 73.98 -18.62

Table 6-14. Radiated Measurements @ 1 meter

NOTES:

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are
performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.
4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant

emissions were found beyond the fifth harmonic for this device.
6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 uV/m (54dBu/m) at 3 meters radiated.

z . FCC Pt. 15.247 802.11a/b/g/n MEASUREMENT REPORT Reviewed by:
FCC ID: A3LGTI9050 NPETEST -
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Radiated Spurious Emission Measurements (Cont’d)
§15.247(d) / §15.205 & §15.209; RSS-210 [A8.5]

Worst Case Mode: 802.11a

Worst Case Transfer Rate: 6 Mbps

Distance of Measurements: 1 Meter

Operating Frequency: 5825MHz

Channel: 165

Distance .
Frequency Arlilslezler Detector Pol. AFCL | Correction Stlr:tlailgth Limit Margin
[MHZz] [dBm] [H/V] [dB/m] Factor [dBpV/m] [dBpV/m] [dB]
[dB]

11650.00 -110.09 Avg H 55.81 -9.54 43.2 53.98 -10.81
11650.00 -96.50 Peak H 55.81 -9.54 56.8 73.98 -17.22

Table 6-15. Radiated Measurements @ 1 meter

NOTES:

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are
performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.
4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant

emissions were found beyond the fifth harmonic for this device.
6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 uV/m (54dBu/m) at 3 meters radiated.

z . FCC Pt. 15.247 802.11a/b/g/n MEASUREMENT REPORT Reviewed by:
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6.9 Radiated Restricted Band Edge Measurements
§15.205 / §15.209; RSS-210 [A8.5]

Worst Case Mode: 802.11g

Worst Case Transfer Rate: 6Mbps

Distance of Measurements: 3 Meters

Operating Frequency: 2412MHz

Channel: 1

Frequency Arizblgler Detector Pol. AFCL Stlrztieilgth Limit Margin

[MHZz] [dBm] [H/NV] | [dB/m] [dBpuV/m] [dBuV/m] [dB]

2390.00 -90.35 Avg H 35.92 52.56 53.98 -1.42
2390.00 -71.13 Peak H 35.92 71.79 73.98 -2.19
2388.56 -91.87 Avg H 35.92 51.05 53.98 -2.93
2388.56 -73.10 Peak H 35.92 69.81 73.98 -4.17
2385.04 -93.31 Avg H 35.91 49.59 53.98 -4.39
2385.04 -73.76 Peak H 35.91 69.15 73.98 -4.83

Table 6-16. Radiated Restricted Band Measurements at 3-meters

NOTES:

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are
performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.
4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant
emissions were found beyond the fifth harmonic for this device.

6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 pV/m (54dBu/m) at 3 meters radiated.

- : FCC Pt. 15.247 802.11a/b/g/n MEASUREMENT REPORT Reviewed by:
FCC ID: A3LGTI9050 )\ PETEST Plnmsund
- (CERTIFICATION) Quality Manager
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PCTEST

Radiated Restricted Band Edge Measurements (Cont’d)
§15.205 / §15.209; RSS-210 [A8.5]

Worst Case Mode: 802.11g

Worst Case Transfer Rate: 6Mbps

Distance of Measurements: 3 Meters

Operating Frequency: 2462MHz

Channel: 11

Frequency Arizlalezler Detector Pol. AFCL Stlrzti-:‘ilgth Limit Margin
[MHZz] [dBm] [H/NV] | [dB/m] [dBpV/m] [dBuV/m] [dB]
2484.18 -95.27 Avg H 37.44 49.17 53.98 -4.81
2484.18 -74.90 Peak H 37.44 69.54 73.98 -4.43
2483.98 -95.02 Avg H 37.44 49.42 53.98 -4.56
2483.98 -75.67 Peak H 37.44 68.77 73.98 -5.20
2483.50 -94.42 Avg H 37.44 50.02 53.98 -3.96
2483.50 -73.83 Peak H 37.44 70.62 73.98 -3.36

Table 6-17. Radiated Restricted Band Measurements at 3-meters

NOTES:

1. All emissions shown lie in the restricted bands specified in §15.205 are below the limit shown in Table 6-9.

2. Average measurements > 1GHz are performed using RBW = 1MHz and VBW = 10Hz. Peak measurements > 1GHz are
performed using RBW = VBW = 1MHz.

3. The antenna is manipulated through typical positions, polarity and length during the tests. The EUT is manipulated

through three orthogonal planes.
4. The EUT is supplied with nominal AC voltage and/or a new/fully-recharged battery.

5. The spectrum is measured from 9kHz to the 10™ harmonic and the worst-case emissions are reported. No significant
emissions were found beyond the fifth harmonic for this device.

6. Levels at - 135 dBm represent the analyzer noise floor and signify that no emission was detected.

7. Above 960MHz the limit is 500 pV/m (54dBu/m) at 3 meters radiated.

- : FCC Pt. 15.247 802.11a/b/g/n MEASUREMENT REPORT Reviewed by:
FCC ID: A3LGTI9050 )\ PETEST Plnmsund
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6.10 Line-Conducted Test Data
§15.207; RSS-Gen [7.2.2]

PCTEST Engineering Laboratory Inc.

Company : Samsung Electronics, Co. Ltd. Power Source : AC120V/60Hz
Model Number : GT-19050 Tested Date : 03/21/2012
FCC ID Code : A3LGTI9050 Note : Tested with 802.11b ON
Standard : FCC Part 15C, 15.207
Conducted Emission Measurement
90.00 \ I B B \ I
——Line A Line B ——QP Limit ——Av Limit |
80.00
70.00 +
§ 60.00 + \
©
T 5000 | TN
g
1 w.‘\\“»il\/u‘\‘ ol
é 40.00 | ( * W f ‘ IL jﬁ Wm W Wr Ml I ,VyH\/\‘/\,,\/,b\ﬂj(\u\,_ﬂﬂ\\ /“\
DR I e s IO
£ 3000+ w0 JM M‘ ! ““W iy
L M l ‘ [{‘
2000 + I
10.00 +
0.00 1
0.1000 1.0000 10.0000 100.0000
Frequency [MHz]
Ver.1.1 ©PCTEST 2006.08
Plot 6-56. Line Conducted Plot with 802.11b
Notes:
1. All modes of operation, data rates, and test channels were investigated and the worst-case emissions are

reported in 802.11b mode using 1Mbps on Channel 6. The emissions found were not affected by the choice

of channel used during testing.

o M 0D

Line A = Phase; Line B = Neutral
Traces shown in plot are made using a peak detector.

Deviations to the Specifications: None.

The limit for Class B device(s) from 150kHz to 30MHz are specified in Section 15.207 of the Title 47 CFR.
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Line-Conducted Test Data (Cont’d)
§15.207; RSS-Gen [7.2.2]

1 A 0870 | 703 | 3131 | 5600 | -24.69 | 2104 | 4600 | -24.9
2 A 0972 | 704 | 3142 | 500 | -245 | 1760 | 4600 | -28.40
3 A 0974 | 704 | 3237 | 5600 | -23.63 | 2136 | 4600 | -24.64
4 A 1081 | 706 | 3071 | 5600 | -2529 | 2099 | 4600 | -25.01
5 A 1085 | 706 | 3029 | 5600 | -2571 | 2082 | 4600 | -25.18
6 A 4280 | 7.37 | 2937 | 500 | -26.63 | 2099 | 4600 | -25.01
7 A 4647 | 739 | 3149 | 5600 | -2451 | 2266 | 4600 | -23.34
8 A 4740 | 7.39 | 3170 | 500 | -24.30 | 2288 | 4600 | -23.12
9 A 480 | 740 | 3201 | 5600 | -8.99 | 2267 | 4600 | -23.33
10 A 5153 | 742 | 3131 | 6000 | -28.69 | 2258 | 5000 | -27.42
11 B 0158 | 68 | 2411 | 6555 | -41.44 | 1984 | 5555 | -35.71
12 B 0188 | 68 | 2339 | 6413 | -40.74 | 1903 | 5413 | -35.10
13 B 0247 | 68 | 2309 | 6185 | -38.7 | 17.32 | 5185 | -34.53
14 B 0328 | 68 | 2312 | 6184 | -38.72 | 1673 | 5184 | -3.11
15 B 0364 | 69 | 2105 | 5864 | -37.59 | 1582 | 4864 | -2.82
16 B 0393 | 694 | 2499 | 5800 | -33.0L | 1865 | 4800 | -29.35
17 B 0485 | 69 | 2256 | 5625 | -33.60 | 1470 | 4625 | -31.55
18 B 0496 | 697 | 3060 | 5606 | -25.46 | 2338 | 4606 | -22.68
19 B 0598 | 69 | 2715 | 500 | -28.85 | 2008 | 4600 | -25.%
| 20 B 0658 | 699 | 2745 | 5600 | -2855 | 1482 | 4600 | -31.18

Table 6-18. Line Conducted Data W-ith 802.11b

Notes:

1. All modes of operation, data rates, and test channels were investigated and the worst-case emissions are
reported in 802.11b mode using 1Mbps on Channel 6. The emissions found were not affected by the choice
of channel used during testing.

The limit for Class B device(s) from 150kHz to 30MHz are specified in Section 15.207 of the Title 47 CFR.
Line A = Phase; Line B = Neutral

Factor (dB) = Cable loss (dB) + LISN insertion factor (dB)

QP/AV Level (dBuV) = QP/AV Analyzer/Receiver Level (dBuV) + Factor (dB)

Margin (dB) = QP/AV Level (dBuV) — Limit (dBuV)

Traces shown in plot are made using a peak detector.

© N o 0k~ w DN

Deviations to the Specifications: None.
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Line-Conducted Test Data (Cont’d)
§15.207; RSS-Gen [7.2.2]

PCTEST Engineering Laboratory Inc.

Company : Samsung Electronics, Co. Ltd. Power Source : AC120V/60Hz
Model Number : GT-19050 Tested Date : 03/21/2012
FCC ID Code : A3LGTI9050 Note : Tested with 802.11a ON

Standard : FCC Part 15C, 15.207

Conducted Emission Measurement
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Plot 6-57. Line Conducted Plot with 802.11a
Notes:

1. All modes of operation, data rates, and test channels were investigated and the worst-case emissions are
reported in 802.11b mode using 1Mbps on Channel 6. The emissions found were not affected by the choice

of channel used during testing.

2. The limit for Class B device(s) from 150kHz to 30MHz are specified in Section 15.207 of the Title 47 CFR.
3. Line A = Phase; Line B = Neutral
4. Traces shown in plot are made using a peak detector.
5. Deviations to the Specifications: None.
= . Reviewed by:
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Line-Conducted Test Data (Cont’d)
§15.207; RSS-Gen [7.2.2]

1 A 0507 | 697 | 2733 | 5600 | -28.67 | 2150 | 4600 | -24.50
2 A 0918 | 703 | 2356 | 5600 | -32.44 | 1659 | 4600 | -29.41
3 A 3989 | 734 | 2487 | 5600 | -31.13 | 1867 | 4600 | -21.33
4 A 4580 | 7.3 | 2697 | 500 | -20.03 | 2000 | 4600 | -26.00
5 A 6126 | 747 | 2697 | 6000 | -33.03 | 2032 | 5000 | -29.68
6 A 7160 | 751 | 2711 | 6000 | -32.89 | 2036 | 5000 | -29.64
7 A 7929 | 754 | 2711 | 6000 | -32.89 | 2042 | 5000 | -29.58
8 A 8017 | 754 | 2747 | 6000 | -32.53 | 2041 | 5000 | -29.59
9 A 9891 | 7.60 | 2636 | 6000 | -33.64 | 2013 | 5000 | -29.87
10 A 10575 | 764 | 2634 | 6000 | -33.66 | 2007 | 5000 | -29.93
11 B 3908 | 7.3 | 2725 | 500 | -28.75 | 2019 | 4600 | -25.81
12 B 4795 | 741 | 3106 | 5600 | -24.94 | 2249 | 4600 | -2351
13 B 4882 | 742 | 3109 | 5600 | -2491 | 2275 | 4600 | -23.25
14 B 6566 | 751 | 3154 | 6000 | -2846 | 2331 | 5000 | -26.69
15 B 7116 | 753 | 3159 | 6000 | -2841 | 2308 | 5000 | -26.92
16 B 7510 | 755 | 3165 | 6000 | -28.35 | 2324 | 5000 | -26.76
17 B 8106 | 757 | 3160 | 6000 | -2840 | 2331 | 5000 | -26.69
18 B 8266 | 758 | 3189 | 6000 | -2811 | 2317 | 5000 | -26.83
19 B 10841 | 768 | 3101 | 6000 | -28.99 | 2261 | 5000 | -27.39
| 20 B 143 | 807 | 2074 | 6000 | -30.26 | 2142 | 5000 | -28.58

Table 6-19. Line Conducted Data With-802.11a

Notes:

1. All modes of operation, data rates, and test channels were investigated and the worst-case emissions are
reported in 802.11b mode using 1Mbps on Channel 6. The emissions found were not affected by the choice
of channel used during testing.

The limit for Class B device(s) from 150kHz to 30MHz are specified in Section 15.207 of the Title 47 CFR.
Line A = Phase; Line B = Neutral

Factor (dB) = Cable loss (dB) + LISN insertion factor (dB)

QP/AV Level (dBuV) = QP/AV Analyzer/Receiver Level (dBuV) + Factor (dB)

Margin (dB) = QP/AV Level (dBuV) — Limit (dBuV)

Traces shown in plot are made using a peak detector.
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Deviations to the Specifications: None.

PCTEST FCC Pt. 15.247 802.11a/b/g/n MEASUREMENT REPORT Reviewed by
FCC ID: A3LGTI9050 z '
R (CERTIFICATION) LT Quality Manager
Test Report S/N: Test Dates: EUT Type:
es epor es ates ype Page 57 of 58
0Y1203140298.A3L 3/21/2012 Portable Handset

© 2012 PCTEST Engineering Laboratory, Inc. REV 2.5WN
02/13/2012



PCTEST

7.0 CONCLUSION

The data collected relate only the item(s) tested and show that the Samsung Electronics, Co. Ltd. Portable
Handset FCC ID: A3LGTI9050 is in compliance with Part 15C of the FCC Rules and RSS-210 of the Industry

Canada Rules.
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