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FLEXI COMPONENTS PTE LTD MH29857

NO.1 BUKIT BATOK CRESCENT

#04-49 WCEGA PLAZA

SINGAPORE, 658064 SINGAPORE

Model

No.

Application

Surface

Max Temp

(°C)

Min Temp

(°C)

Indoor

Use

Outdoor

Use

Additional

Conditions

Pressure-sensitive printed labels.

FC-1, FC-2

Acrylonitrile butadiene styrene 80 - X - -

Epoxy 80 - X - -

Nylon - Polyamide 80 - X - -

Polycarbonate 80 - X - -

Polyphenylene oxide/ether 80 - X - -

Polyethylene terephthalate 40 - X - -

FC-L1

Acrylic paint 150 -40 X X -

Alkyd paint 150 -40 X X -

Aluminum 150 -40 X X -

Epoxy paint 150 -40 X X -

Galvanized steel 150 -40 X X -

Polyester paint 150 -40 X X -

Porcelain 150 -40 X X -

Stainless steel 150 -40 X X -

Nylon - Polyamide 100 - X - -

Phenolic - Phenol Formaldehyde 100 -40 X X -

Polycarbonate 100 - X - -

Acrylonitrile butadiene styrene 80 -40 X X -

Polyphenylene oxide/ether 80 -40 X X -

Polypropylene 80 - X - -

Polystyrene 80 -40 X X -
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Note: Application surfaces are smooth, flat, and rigid unless otherwise specified. Labels suitable for application to two or more plastic or painted

surfaces are considered suitable for blends of those plastics or paints, with Conditions of Acceptability common to the individual components in the

blend.

Marking: Company name and model designation.
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