
SAR Data Report 03120801

Start        :  8-Dec-03 09:29:32 am
End          :  8-Dec-03 09:34:25 am
Code Version : 4.08
Robot Version: 4.08

Product Data:
Type             : Verification
Model Number     : E-010
Serial Number    : PCT003
Frequency        : 835 MHz
Transmit Pwr     : 0.250 W
Antenna Type     : Dipole

Measurement Data:
Phantom Name        : SAM-FLAT-B
Phantom Type        : Uniphantom
Tissue Type         : Brain
Tissue Dielectric   : 40.210
Tissue Conductivity : 0.890
Tissue Density      : 1.000
Robot Name          : CRS 

Probe Data:
Probe Name              : PCT003
Probe Type              : E Fld Triangle
Frequency               : 835 MHz
Tissue Type             : Brain
Calibrated Dielectric   : 40.000
Calibrated Conductivity :  0.910
Calibrated Density      :  1.300
Probe Offset            :  2.400 mm
Conversion Factor       :  7.200
Probe Sensitivity :  2.439   2.706   2.822   mV/(mW/cm^2)
Amplifier Gains   :  20.00   20.00   20.00

Sample:
Rate:         6000 Samples/Sec
Count:        1000 Samples
NIDAQ Gain:   5

Comments:
System Verification

CF=1; Amb. Temp= 22.1 'C; Liq. Temp=20.4 'C

Area Scan - Max Peak SAR Value at x=-5.0 y=-3.0 = 2.20 W/kg

Zoom Scan - Max Peak SAR Value at x=-9.0 y=-3.0 z=0.0 = 3.53 W/kg

Max 1g SAR at x=-6.0 y=-2.0 z=0.0 = 2.37 W/kg

Max 10g SAR at x=-6.0 y=-2.0 z=0.0 = 1.52 W/kg

Validation Results at 0.25 W:
Peak Nominal = 3.5, Error:  0.17 %
1g Nominal   = 2.4, Error:  -0.26 %
10g Nominal  = 1.6, Error:  -1.97 %
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2.369
2.294
2.219
2.144
2.069
1.995
1.920
1.845
1.770
1.695
1.620





SAR Data Report 03120901

Start        :  9-Dec-03 09:05:56 am
End          :  9-Dec-03 09:11:01 am
Code Version : 4.08
Robot Version: 4.08

Product Data:
Type             : Dipole
Model Number     : E-010
Serial Number    : PCT003
Frequency        : 835 MHz
Transmit Pwr     : 0.250 W
Antenna Type     : Dipole
Antenna Posn.    : Validation

Measurement Data:
Phantom Name        : SAM-FLAT-B
Phantom Type        : Uniphantom
Tissue Type         : Brain
Tissue Dielectric   : 40.210
Tissue Conductivity : 0.890
Tissue Density      : 1.000
Robot Name          : CRS 

Probe Data:
Probe Name              : PCT003
Probe Type              : E Fld Triangle
Frequency               : 835 MHz
Tissue Type             : Brain
Calibrated Dielectric   : 40.000
Calibrated Conductivity :  0.910
Calibrated Density      :  1.300
Probe Offset            :  2.400 mm
Conversion Factor       :  7.200
Probe Sensitivity :  2.439   2.706   2.822   mV/(mW/cm^2)
Amplifier Gains   :  20.00   20.00   20.00

Sample:
Rate:         6000 Samples/Sec
Count:        1000 Samples
NIDAQ Gain:   5

Comments:
System Verification

CF=1; Amb. Temp= 22.1 'C; Liq. Temp=20.4 'C

Area Scan - Max Peak SAR Value at x=4.0 y=-2.0 = 2.50 W/kg

Zoom Scan - Max Peak SAR Value at x=9.0 y=-3.0 z=0.0 = 3.71 W/kg

Max 1g SAR at x=6.0 y=-2.0 z=0.0 = 2.56 W/kg

Max 10g SAR at x=4.0 y=-2.0 z=0.0 = 1.65 W/kg

Validation Results at 0.25 W:
Peak Nominal = 3.5, Error:  5.36 %
1g Nominal   = 2.4, Error:  7.97 %
10g Nominal  = 1.6, Error:  6.69 %
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2.564
2.496
2.427
2.358
2.289
2.220
2.152
2.083
2.014
1.945
1.877





SAR Data Report 03120902

Start        :  9-Dec-03 09:42:04 am
End          :  9-Dec-03 09:47:23 am
Code Version : 4.08
Robot Version: 4.08

Product Data:
Type             : Verification
Model Number     : E-010
Serial Number    : PCT003
Frequency        : 1900 MHz
Transmit Pwr     : 0.100 W
Antenna Type     : Dipole
Antenna Posn.    : Validation

Measurement Data:
Phantom Name        : SAM-FLAT-B
Phantom Type        : Uniphantom
Tissue Type         : Brain
Tissue Dielectric   : 40.210
Tissue Conductivity : 1.390
Tissue Density      : 1.000
Robot Name          : CRS 

Probe Data:
Probe Name              : PCT003
Probe Type              : E Fld Triangle
Frequency               : 1880 MHz
Tissue Type             : Brain
Calibrated Dielectric   : 40.200
Calibrated Conductivity :  1.410
Calibrated Density      :  1.000
Probe Offset            :  2.400 mm
Conversion Factor       :  4.050
Probe Sensitivity :  4.794   5.895   5.327   mV/(mW/cm^2)
Amplifier Gains   :  20.00   20.00   20.00

Sample:
Rate:         6000 Samples/Sec
Count:        1000 Samples
NIDAQ Gain:   5

Comments:
System Validation

CF=1; Amb. Temp= 22.1 'C; Liq. Temp=20.4 'C

Area Scan - Max Peak SAR Value at x=-4.0 y=-3.0 = 3.65 W/kg

Zoom Scan - Max Peak SAR Value at x=-5.0 y=-3.0 z=0.0 = 7.46 W/kg

Max 1g SAR at x=-4.0 y=-3.0 z=0.0 = 4.06 W/kg

Max 10g SAR at x=-4.0 y=-3.0 z=0.0 = 2.01 W/kg

Validation Results at 0.10 W:
Peak Nominal = 7.2, Error:  3.43 %
1g Nominal   = 4.0, Error:  2.34 %
10g Nominal  = 2.1, Error:  -1.85 %
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4.06
3.84
3.61
3.38
3.16
2.93
2.70
2.48
2.25
2.02
1.80





SAR Data Report 03121002

Start        : 10-Dec-03 09:59:27 am
End          : 10-Dec-03 10:04:14 am
Code Version : 4.08
Robot Version: 4.08

Product Data:
Type             : Verification
Model Number     : E-010
Serial Number    : PCT003
Frequency        : 1900 MHz
Transmit Pwr     : 0.100 W
Antenna Type     : Dipole

Measurement Data:
Phantom Name        : SAM-FLAT-B
Phantom Type        : Uniphantom
Tissue Type         : Brain
Tissue Dielectric   : 40.210
Tissue Conductivity : 1.390
Tissue Density      : 1.000
Robot Name          : CRS 

Probe Data:
Probe Name              : PCT003
Probe Type              : E Fld Triangle
Frequency               : 1880 MHz
Tissue Type             : Brain
Calibrated Dielectric   : 40.200
Calibrated Conductivity :  1.410
Calibrated Density      :  1.000
Probe Offset            :  2.400 mm
Conversion Factor       :  4.050
Probe Sensitivity :  4.794   5.895   5.327   mV/(mW/cm^2)
Amplifier Gains   :  20.00   20.00   20.00

Sample:
Rate:         6000 Samples/Sec
Count:        1000 Samples
NIDAQ Gain:   5

Comments:
System Verification

CF=1; Amb. Temp= 22.1 'C; Liq. Temp=20.4 'C

Area Scan - Max Peak SAR Value at x=-4.0 y=0.0 = 3.58 W/kg

Zoom Scan - Max Peak SAR Value at x=-4.0 y=0.0 z=0.0 = 7.06 W/kg

Max 1g SAR at x=-4.0 y=0.0 z=0.0 = 3.88 W/kg

Max 10g SAR at x=-4.0 y=0.0 z=0.0 = 1.91 W/kg

Validation Results at 0.10 W:
Peak Nominal = 7.2, Error:  -2.02 %
1g Nominal   = 4.0, Error:  -2.16 %
10g Nominal  = 2.1, Error:  -7.01 %
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1g SAR Values

3.88
3.66
3.43
3.20
2.97
2.74
2.51
2.28
2.05
1.82
1.60






