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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: GSM850; Frequency: 836.6 MHz; Duty Cycle: 1:8.3
Medium: 835 Head; Medium parameters used (interpolated):

f = 836.6 MHz; σ = 0.91 S/m; εr = 39.947; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-13-2013; Ambient Temp: 24.4°C; Tissue Temp: 23.4°C

Probe: ES3DV2 - SN3022; ConvF(6.03, 6.03, 6.03); Calibrated: 8/28/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1406

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: GSM 850, Left Head, Cheek, Mid.ch

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 11.758 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.147 W/kg

SAR(1 g) = 0.117 W/kg; SAR(10 g) = 0.089 W/kg

0 dB = 0.121 W/kg = -9.17 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: WCDMA850; Frequency: 836.6 MHz; Duty Cycle: 1:1
Medium: 835 Head; Medium parameters used (interpolated):

f = 836.6 MHz; σ = 0.91 S/m; εr = 39.947; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-13-2013; Ambient Temp: 24.4°C; Tissue Temp: 23.4°C

Probe: ES3DV2 - SN3022; ConvF(6.03, 6.03, 6.03); Calibrated: 8/28/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1406

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: UMTS 850, Left Head, Cheek, Mid.ch

Area Scan (7x10x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 10.507 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.121 W/kg

SAR(1 g) = 0.098 W/kg; SAR(10 g) = 0.074 W/kg

0 dB = 0.103 W/kg = -9.87 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: GSM; Frequency: 1880 MHz; Duty Cycle: 1:8.3
Medium: 1900 Head; Medium parameters used:

f = 1880 MHz; σ = 1.362 S/m; εr = 38.198; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-12-2013; Ambient Temp: 23.0°C; Tissue Temp: 21.1°C

Probe: ES3DV3 - SN3263; ConvF(5.09, 5.09, 5.09); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: GSM 1900, Left Head, Cheek, Mid.ch

Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 7.514 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.134 W/kg

SAR(1 g) = 0.085 W/kg

0 dB = 0.0901 W/kg = -10.45 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: UMTS; Frequency: 1880 MHz; Duty Cycle: 1:1
Medium: 1900 Head; Medium parameters used:

f = 1880 MHz; σ = 1.362 S/m; εr = 38.198; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-12-2013; Ambient Temp: 23.0°C; Tissue Temp: 21.1°C

Probe: ES3DV3 - SN3263; ConvF(5.09, 5.09, 5.09); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: UMTS 1900, Left Head, Cheek, Mid.ch

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 12.315 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.293 W/kg

SAR(1 g) = 0.182 W/kg

0 dB = 0.200 W/kg = -6.99 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FB2

Communication System: Cellular CDMA; Frequency: 836.52 MHz; Duty Cycle: 1:1
Medium: 835 Head; Medium parameters used (interpolated):

f = 836.52 MHz; σ = 0.933 S/m; εr = 42.38; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-16-2013; Ambient Temp: 23.7°C; Tissue Temp: 22.9°C

Probe: ES3DV2 - SN3022; ConvF(6.03, 6.03, 6.03); Calibrated: 8/28/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: Cellular EVDO Rev. A, Left Head, Cheek, Mid.ch

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 15.954 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.262 W/kg

SAR(1 g) = 0.213 W/kg; SAR(10 g) = 0.162 W/kg

0 dB = 0.220 W/kg = -6.58 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FB2

Communication System: CDMA; Frequency: 1880 MHz; Duty Cycle: 1:1
Medium: 1900 Head; Medium parameters used:

f = 1880 MHz; σ = 1.385 S/m; εr = 39.316; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-14-2013; Ambient Temp: 24.2°C; Tissue Temp: 22.8°C

Probe: ES3DV3 - SN3263; ConvF(5.09, 5.09, 5.09); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: PCS EVDO Rev. A, Left Head, Cheek, Mid.ch

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 10.691 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.226 W/kg

SAR(1 g) = 0.142 W/kg

0 dB = 0.154 W/kg = -8.12 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: LTE RF; Frequency: 782 MHz; Duty Cycle: 1:1
Medium: 740 Head; Medium parameters used (interpolated):

f = 782 MHz; σ = 0.932 S/m; εr = 40.186; ρ = 1000 kg/m3

Phantom section: Right Section

Test Date: 02-11-2013; Ambient Temp: 21.9°C; Tissue Temp: 22.0°C

Probe: ES3DV2 - SN3022; ConvF(6.3, 6.3, 6.3); Calibrated: 8/28/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: LTE Band 13, Right Head, Cheek, Mid.ch,
10 MHz Bandwidth, QPSK, 1 RB, 0 RB Offset

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 14.758 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.222 W/kg

SAR(1 g) = 0.176 W/kg; SAR(10 g) = 0.133 W/kg

0 dB = 0.184 W/kg = -7.35 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: LTE Band 4 (AWS); Frequency: 1732.5 MHz; Duty Cycle: 1:1
Medium: 1750 Head; Medium parameters used (interpolated):

f = 1732.5 MHz; σ = 1.349 S/m; εr = 40.37; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-12-2013; Ambient Temp: 23.9°C; Tissue Temp: 22.2°C

Probe: ES3DV3 - SN3288; ConvF(5.51, 5.51, 5.51); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 front; Type: QD000P40CD; Serial: TP-1646

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: LTE Band 4 (AWS), Left Head, Cheek, Mid.ch,
20 MHz Bandwidth, QPSK, 1 RB, 50 RB Offset

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 10.101 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.179 W/kg

SAR(1 g) = 0.116 W/kg; SAR(10 g) = 0.071 W/kg

0 dB = 0.125 W/kg = -9.03 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FB2

Communication System: IEEE 802.11b; Frequency: 2437 MHz; Duty Cycle: 1:1
Medium: 2450 Head; Medium parameters used (interpolated):

f = 2437 MHz; σ = 1.849 S/m; εr = 38.156; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-20-2013; Ambient Temp: 24.5°C; Tissue Temp: 23.5°C

Probe: ES3DV2 - SN3022; ConvF(4.23, 4.23, 4.23); Calibrated: 8/28/2012;
 Sensor-Surface: 3mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: IEEE 802.11b, Left Head, Cheek, Ch 06, 1 Mbps

Area Scan (10x15x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 16.092 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.994 W/kg

SAR(1 g) = 0.418 W/kg; SAR(10 g) = 0.182 W/kg

0 dB = 0.566 W/kg = -2.47 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: IEEE 802.11a 5.2-5.8 GHz Band; Frequency: 5745 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5745 MHz; σ = 5.315 S/m; εr = 35.953; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-18-2013; Ambient Temp: 23.7°C; Tissue Temp: 22.5°C

Probe: EX3DV4 - SN3589; ConvF(3.85, 3.85, 3.85); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: IEEE 802.11a, 5.8 GHz Left Head, Cheek, Ch 149, 6 Mbps

Area Scan (13x18x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Reference Value = 4.782 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.651 W/kg

SAR(1 g) = 0.154 W/kg; SAR(10 g) = 0.073 W/kg

0 dB = 0.360 W/kg = -4.44 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: IEEE 802.11a 5.2-5.8 GHz Band; Frequency: 5180 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5180 MHz; σ = 4.643 S/m; εr = 36.957; ρ = 1000 kg/m3

Phantom section: Left Section

Test Date: 02-18-2013; Ambient Temp: 23.4°C; Tissue Temp: 22.0°C

Probe: EX3DV4 - SN3589; ConvF(4.48, 4.48, 4.48); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: IEEE 802.11a, 5.2 GHz Left Head, Cheek, Ch 36, 6 Mbps

Area Scan (13x18x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Reference Value = 3.506 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 4.06 W/kg

SAR(1 g) = 0.423 W/kg; SAR(10 g) = 0.109 W/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60 

Communication System: GSM850; Frequency: 836.6 MHz; Duty Cycle: 1:8.3
Medium: 835 Body; Medium parameters used (interpolated):

f = 836.6 MHz; σ = 1.003 S/m; εr = 55.017; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-22-2013; Ambient Temp: 24.8°C; Tissue Temp: 23.2°C

Probe: ES3DV3 - SN3287; ConvF(6.06, 6.06, 6.06); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: GSM 850, Body SAR, Back side, Mid.ch

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 20.070 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.467 W/kg

SAR(1 g) = 0.373 W/kg; SAR(10 g) = 0.285 W/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: GSM850 GPRS; 3 Tx slots; Frequency: 836.6 MHz; Duty Cycle: 1:2.76
Medium: 835 Body; Medium parameters used (interpolated):

f = 836.6 MHz; σ = 1.003 S/m; εr = 55.017; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-22-2013; Ambient Temp: 24.8°C; Tissue Temp: 23.2°C

Probe: ES3DV3 - SN3287; ConvF(6.06, 6.06, 6.06); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: GPRS 850, Body SAR, Back side, Mid.ch, 3 Tx Slots

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 22.764 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.632 W/kg

SAR(1 g) = 0.508 W/kg; SAR(10 g) = 0.383 W/kg

A13



DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: UMTS; Frequency: 836.6 MHz; Duty Cycle: 1:1
Medium: 835 Body; Medium parameters used (interpolated):

f = 836.6 MHz; σ = 1 S/m; εr = 53.765; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-13-2013; Ambient Temp: 24.7°C; Tissue Temp: 24.2°C

Probe: ES3DV3 - SN3213; ConvF(6.07, 6.07, 6.07); Calibrated: 4/24/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn665; Calibrated: 4/19/2012
 Phantom: ELI v5.0 Door; Type: QDOVA002BB; Serial: TP-1158

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: UMTS 850, Body SAR, Back side, Mid.ch

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 19.008 V/m; Power Drift = 0.00 dB
Peak SAR (extrapolated) = 0.542 W/kg

SAR(1 g) = 0.322 W/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: GSM; Frequency: 1880 MHz; Duty Cycle: 1:8.3
Medium: 1900 Body; Medium parameters used:

f = 1880 MHz; σ = 1.507 S/m; εr = 52.045; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-13-2013; Ambient Temp: 24.1°C; Tissue Temp: 22.1°C

Probe: ES3DV3 - SN3263; ConvF(4.76, 4.76, 4.76); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: GSM 1900, Body SAR, Back side, Mid.ch

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 16.799 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.804 W/kg

SAR(1 g) = 0.442 W/kg

0 dB = 0.489 W/kg = -3.11 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: GSM GPRS; 2 Tx slots; Frequency: 1880 MHz; Duty Cycle: 1:4.15
Medium: 1900 Body; Medium parameters used:

f = 1880 MHz; σ = 1.507 S/m; εr = 52.045; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-13-2013; Ambient Temp: 24.1°C; Tissue Temp: 22.1°C

Probe: ES3DV3 - SN3263; ConvF(4.76, 4.76, 4.76); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: GPRS 1900, Body SAR, Back side, Mid.ch, 2 Tx Slots

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 17.843 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.910 W/kg

SAR(1 g) = 0.500 W/kg

0 dB = 0.550 W/kg = -2.60 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32F60

Communication System: UMTS; Frequency: 1907.6 MHz; Duty Cycle: 1:1
Medium: 1900 Body; Medium parameters used (interpolated):

f = 1907.6 MHz; σ = 1.542 S/m; εr = 50.943; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-25-2013; Ambient Temp: 22.3°C; Tissue Temp: 20.3°C

Probe: ES3DV3 - SN3288; ConvF(4.89, 4.89, 4.89); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 front; Type: QD000P40CD; Serial: TP-1646

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: UMTS 1900, Body SAR, Back side, High.ch

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 26.692 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.75 W/kg

SAR(1 g) = 0.948 W/kg

0 dB = 1.11 W/kg = 0.45 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FB2

Communication System: Cellular CDMA; Frequency: 836.52 MHz; Duty Cycle: 1:1
Medium: 835 Body; Medium parameters used (interpolated):

f = 836.52 MHz; σ = 0.99 S/m; εr = 53.986; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-16-2013; Ambient Temp: 23.3°C; Tissue Temp: 21.9°C

Probe: ES3DV3 - SN3287; ConvF(6.06, 6.06, 6.06); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: Cellular CDMA TDSO, Body SAR, Back side, Mid.ch

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 29.713 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.923 W/kg

SAR(1 g) = 0.743 W/kg; SAR(10 g) = 0.568 W/kg

0 dB = 0.776 W/kg = -1.10 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FB2

Communication System: Cellular CDMA; Frequency: 836.52 MHz; Duty Cycle: 1:1
Medium: 835 Body; Medium parameters used (interpolated):

f = 836.52 MHz; σ = 0.99 S/m; εr = 53.986; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-16-2013; Ambient Temp: 23.3°C; Tissue Temp: 21.9°C

Probe: ES3DV3 - SN3287; ConvF(6.06, 6.06, 6.06); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: Cellular EVDO Rev. 0, Body SAR, Back side, Mid.ch

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 32.577 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.09 W/kg

SAR(1 g) = 0.878 W/kg; SAR(10 g) = 0.673 W/kg

0 dB = 0.919 W/kg = -0.37 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FB2

Communication System: CDMA; Frequency: 1908.75 MHz; Duty Cycle: 1:1
Medium: 1900 Body; Medium parameters used (interpolated):

f = 1908.75 MHz; σ = 1.543 S/m; εr = 50.934; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-25-2013; Ambient Temp: 22.3°C; Tissue Temp: 20.3°C

Probe: ES3DV3 - SN3288; ConvF(4.89, 4.89, 4.89); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 front; Type: QD000P40CD; Serial: TP-1646

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: PCS CDMA TDSO, Body SAR, Back side, High.ch

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 19.009 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.35 W/kg

SAR(1 g) = 0.737 W/kg

0 dB = 0.521 W/kg = -2.83 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: LTE RF; Frequency: 782 MHz; Duty Cycle: 1:1
Medium: 740 Body; Medium parameters used (interpolated):

f = 782 MHz; σ = 1.01 S/m; εr = 52.818; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-12-2013; Ambient Temp: 23.9°C; Tissue Temp: 23.3°C

Probe: ES3DV3 - SN3287; ConvF(6.14, 6.14, 6.14); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: LTE Band 13, Body SAR, Back side, Mid.ch,
10 MHz Bandwidth, QPSK, 1 RB, 0 RB Offset

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 16.767 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.417 W/kg

SAR(1 g) = 0.271 W/kg; SAR(10 g) = 0.170 W/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: LTE RF; Frequency: 782 MHz; Duty Cycle: 1:1
Medium: 740 Body; Medium parameters used (interpolated):

f = 782 MHz; σ = 1.01 S/m; εr = 52.818; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-12-2013; Ambient Temp: 23.9°C; Tissue Temp: 23.3°C

Probe: ES3DV3 - SN3287; ConvF(6.14, 6.14, 6.14); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: LTE Band 13, Body SAR, Right Edge, Mid.ch,
10 MHz Bandwidth, QPSK, 1 RB, 0 RB Offset

Area Scan (11x13x1): Measurement grid: dx=5mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 18.737 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.437 W/kg

SAR(1 g) = 0.320 W/kg; SAR(10 g) = 0.224 W/kg

0 dB = 0.343 W/kg = -4.65 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: LTE Band 4 (AWS); Frequency: 1732.5 MHz; Duty Cycle: 1:1
Medium: 1750 Body; Medium parameters used (interpolated):

f = 1732.5 MHz; σ = 1.444 S/m; εr = 52.383; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-10-2013; Ambient Temp: 23.3°C; Tissue Temp: 22.3°C

Probe: ES3DV3 - SN3288; ConvF(5.18, 5.18, 5.18); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 Left; Type: QD000P40CD; Serial: TP: 1687

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: LTE Band 4 (AWS), Body SAR, Back side, Mid.ch,
20 MHz Bandwidth, QPSK, 1 RB, 50 RB Offset

Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 17.074 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.917 W/kg

SAR(1 g) = 0.506 W/kg

0 dB = 0.576 W/kg = -2.40 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: IEEE 802.11b; Frequency: 2437 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used (interpolated):

f = 2437 MHz; σ = 1.966 S/m; εr = 51.089; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-20-2013; Ambient Temp: 24.2°C; Tissue Temp: 22.9°C

Probe: ES3DV3 - SN3263; ConvF(4.35, 4.35, 4.35); Calibrated: 5/18/2012;
 Sensor-Surface: 3mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

Mode: IEEE 802.11b, Body SAR, Ch 06, 1 Mbps, Back Side

Area Scan (10x15x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 10.127 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.483 W/kg

SAR(1 g) = 0.241 W/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: IEEE 802.11a 5.2-5.8 GHz Band; Frequency: 5745 MHz; Duty Cycle: 1:1
Medium: 5 GHz Body; Medium parameters used:

f = 5745 MHz; σ = 5.895 S/m; εr = 47.497; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-19-2013; Ambient Temp: 24.0°C; Tissue Temp: 22.8°C

Probe: EX3DV4 - SN3589; ConvF(3.66, 3.66, 3.66); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: IEEE 802.11a, 5.8 GHz, Body SAR, Ch 149, 6 Mbps, Back Side

Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Reference Value = 4.071 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.521 W/kg

SAR(1 g) = 0.099 W/kg; SAR(10 g) = 0.028 W/kg

0 dB = 0.298 W/kg = -5.26 dBW/kg
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DUT: A3LSCHI545; Type: Portable Handset; Serial: 32FAF

Communication System: IEEE 802.11a 5.2-5.8 GHz Band; Frequency: 5180 MHz; Duty Cycle: 1:1
Medium: 5 GHz Body; Medium parameters used:

f = 5180 MHz; σ = 5.188 S/m; εr = 48.319; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-19-2013; Ambient Temp: 23.8°C; Tissue Temp: 22.6°C

Probe: EX3DV4 - SN3589; ConvF(3.99, 3.99, 3.99); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

Mode: IEEE 802.11a, 5.2 GHz, Body SAR, Ch 36, 6 Mbps, Back Side

Area Scan (11x17x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Reference Value = 8.351 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 1.85 W/kg

SAR(1 g) = 0.361 W/kg; SAR(10 g) = 0.100 W/kg

0 dB = 0.890 W/kg = -0.51 dBW/kg
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DUT: Dipole 750 MHz; Type: D750V3; Serial: 1003

Communication System: CW; Frequency: 750 MHz; Duty Cycle: 1:1
Medium: 740 Head; Medium parameters used (interpolated):

f = 750 MHz; σ = 0.904 S/m; εr = 40.604; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.5 cm

Test Date: 02-11-2013; Ambient Temp: 21.9°C; Tissue Temp: 22.0°C

Probe: ES3DV2 - SN3022; ConvF(6.3, 6.3, 6.3); Calibrated: 8/28/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

750MHz System Verification

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 22.3 dBm (170 mW)
Peak SAR (extrapolated) = 2.10 W/kg

SAR(1 g) = 1.43 W/kg; SAR(10 g) = 0.941 W/kg
Deviation = -0.57%

0 dB = 1.54 W/kg = 1.88 dBW/kg
B1



DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d119

Communication System: CW; Frequency: 835 MHz; Duty Cycle: 1:1
Medium: 835 Head; Medium parameters used:

f = 835 MHz; σ = 0.908 S/m; εr = 39.969; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.5 cm

Test Date: 02-13-2013; Ambient Temp: 24.4°C; Tissue Temp: 23.4°C

Probe: ES3DV2 - SN3022; ConvF(6.03, 6.03, 6.03); Calibrated: 8/28/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

835MHz System Verification

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 1.45 W/kg

SAR(1 g) = 0.984 W/kg; SAR(10 g) = 0.646 W/kg
Deviation = 4.46%

0 dB = 1.07 W/kg = 0.29 dBW/kg B2



DUT: Dipole 1750 MHz; Type: D1750V2; Serial: 1051

Communication System: CW; Frequency: 1750 MHz; Duty Cycle: 1:1
Medium: 1750 Head; Medium parameters used:

f = 1750 MHz; σ = 1.367 S/m; εr = 40.278; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-12-2013; Ambient Temp: 23.9°C; Tissue Temp: 22.2°C

Probe: ES3DV3 - SN3288; ConvF(5.51, 5.51, 5.51); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 front; Type: QD000P40CD; Serial: TP-1646

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

1750 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 6.23 W/kg

SAR(1 g) = 3.44 W/kg; SAR(10 g) = 1.82 W/kg
Deviation = -6.01%

0 dB = 3.78 W/kg = 5.77 dBW/kg
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DUT: SAR Dipole 1900 MHz; Type: D1900V2; Serial: 5d149

Communication System: CW; Frequency: 1900 MHz; Duty Cycle: 1:1
Medium: 1900 Head; Medium parameters used (interpolated):

f = 1900 MHz; σ = 1.406 S/m; εr = 39.206; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-14-2013; Ambient Temp: 24.2°C; Tissue Temp: 22.8°C

Probe: ES3DV3 - SN3263; ConvF(5.09, 5.09, 5.09); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

1900 MHz System Verification

Area Scan (7x10x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 7.46 W/kg

SAR(1 g) = 4.03 W/kg; SAR(10 g) = 2.1 W/kg
Deviation = 2.54%

0 dB = 4.50 W/kg = 6.53 dBW/kg
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DUT: SAR Dipole 2450 MHz; Type: D2450V2; Serial: 719

Communication System: CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 Head; Medium parameters used:

f = 2450 MHz; σ = 1.862 S/m; εr = 38.106; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-20-2013; Ambient Temp: 24.5°C; Tissue Temp: 23.5°C

Probe: ES3DV2 - SN3022; ConvF(4.23, 4.23, 4.23); Calibrated: 8/28/2012;
 Sensor-Surface: 3mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1322; Calibrated: 8/24/2012
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

2450MHz System Verification

Area Scan (6x8x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 11.1 W/kg

SAR(1 g) = 5.38 W/kg; SAR(10 g) = 2.49 W/kg
Deviation = 2.09%

0 dB = 7.08 W/kg = 8.50 dBW/kg
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DUT: Dipole 5200 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5200 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5200 MHz; σ = 4.618 S/m; εr = 37.176; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-18-2013; Ambient Temp: 23.4°C; Tissue Temp: 22.0°C

Probe: EX3DV4 - SN3589; ConvF(4.48, 4.48, 4.48); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5200MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 32.1 W/kg

SAR(1 g) = 7.01 W/kg; SAR(10 g) = 1.96 W/kg
Deviation = -7.64%

0 dB = 15.0 W/kg = 11.76 dBW/kg
B6



DUT: Dipole 5300 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5300 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5300 MHz; σ = 4.815 S/m; εr = 36.609; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-18-2013; Ambient Temp: 23.3°C; Tissue Temp: 22.1°C

Probe: EX3DV4 - SN3589; ConvF(4.27, 4.27, 4.27); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5300MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 34.1 W/kg

SAR(1 g) = 7.32 W/kg; SAR(10 g) = 2.02 W/kg
Deviation = -4.81%

0 dB = 19.2 W/kg = 12.83 dBW/kg
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DUT: Dipole 5500 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5500 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5500 MHz; σ = 4.916 S/m; εr = 36.374; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-18-2013; Ambient Temp: 23.5°C; Tissue Temp: 22.3°C

Probe: EX3DV4 - SN3589; ConvF(4.14, 4.14, 4.14); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5500MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 36.1 W/kg

SAR(1 g) = 7.58 W/kg; SAR(10 g) = 2.08 W/kg
Deviation = -5.37%

0 dB = 20.3 W/kg = 13.07 dBW/kg
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DUT: Dipole 5800 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5800 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5800 MHz; σ = 5.39 S/m; εr = 35.299; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-18-2013; Ambient Temp: 23.7°C; Tissue Temp: 22.5°C

Probe: EX3DV4 - SN3589; ConvF(3.85, 3.85, 3.85); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5800MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 37.3 W/kg

SAR(1 g) = 7.75 W/kg; SAR(10 g) = 2.14 W/kg
Deviation = 1.84%

0 dB = 18.7 W/kg = 12.72 dBW/kg
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DUT: Dipole 750 MHz; Type: D750V3; Serial: 1003

Communication System: CW; Frequency: 750 MHz; Duty Cycle: 1:1
Medium: 740 Body; Medium parameters used (interpolated):

f = 750 MHz; σ = 0.978 S/m; εr = 53.151; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.5 cm

Test Date: 02-12-2013; Ambient Temp: 23.9°C; Tissue Temp: 23.3°C

Probe: ES3DV3 - SN3287; ConvF(6.14, 6.14, 6.14); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

750MHz System Verification

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 1.27 W/kg

SAR(1 g) = 0.887 W/kg; SAR(10 g) = 0.590 W/kg
Deviation = 0.45%

0 dB = 0.961 W/kg = -0.17 dBW/kg
B10



DUT: SAR Dipole 835 MHz; Type: D835V2; Serial: 4d133

Communication System: CW; Frequency: 835 MHz; Duty Cycle: 1:1
Medium: 835 Body; Medium parameters used:

f = 835 MHz; σ = 0.998 S/m; εr = 53.789; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.5 cm

Test Date: 02-13-2013; Ambient Temp: 24.7°C; Tissue Temp: 24.2°C

Probe: ES3DV3 - SN3213; ConvF(6.07, 6.07, 6.07); Calibrated: 4/24/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn665; Calibrated: 4/19/2012
 Phantom: ELI v5.0 Door; Type: QDOVA002BB; Serial: TP-1158

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

835 MHz System Verification

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 1.38 W/kg

SAR(1 g) = 0.957 W/kg; SAR(10 g) = 0.631 W/kg
Deviation = -0.31%

0 dB = 1.04 W/kg = 0.17 dBW/kg
B11



DUT: 835MHz SAR Validation Dipole; Type: D835V2; Serial: 4d026

Communication System: CW; Frequency: 835 MHz; Duty Cycle: 1:1
Medium: 835 Body; Medium parameters used:

f = 835 MHz; σ = 0.988 S/m; εr = 53.996; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.5 cm

Test Date: 02-16-2013; Ambient Temp: 23.3°C; Tissue Temp: 21.9°C

Probe: ES3DV3 - SN3287; ConvF(6.06, 6.06, 6.06); Calibrated: 11/15/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/13/2012
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

835MHz System Verification

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 1.47 W/kg

SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.666 W/kg
Deviation = 5.43%

0 dB = 1.10 W/kg = 0.41 dBW/kg
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DUT: Dipole 1750 MHz; Type: D1750V2; Serial: 1051

Communication System: CW; Frequency: 1750 MHz; Duty Cycle: 1:1
Medium: 1750 Body; Medium parameters used:

f = 1750 MHz; σ = 1.461 S/m; εr = 52.3; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-10-2013; Ambient Temp: 23.3°C; Tissue Temp: 22.3°C

Probe: ES3DV3 - SN3288; ConvF(5.18, 5.18, 5.18); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 Left; Type: QD000P40CD; Serial: TP: 1687

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

1750 MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 7.23 W/kg

SAR(1 g) = 4.04 W/kg; SAR(10 g) = 2.13 W/kg
Deviation = 7.45%

0 dB = 4.52 W/kg = 6.55 dBW/kg

B13



DUT: SAR Dipole 1900 MHz; Type: D1900V2; Serial: 5d149

Communication System: CW; Frequency: 1900 MHz; Duty Cycle: 1:1
Medium: 1900 Body; Medium parameters used (interpolated):

f = 1900 MHz; σ = 1.529 S/m; εr = 51.96; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-13-2013; Ambient Temp: 24.1°C; Tissue Temp: 22.1°C

Probe: ES3DV3 - SN3263; ConvF(4.76, 4.76, 4.76); Calibrated: 5/18/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

1900 MHz System Verification

Area Scan (7x10x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 7.33 W/kg

SAR(1 g) = 4.04 W/kg; SAR(10 g) = 2.11 W/kg
Deviation = 2.80%

0 dB = 4.49 W/kg = 6.52 dBW/kg

B14



DUT: SAR Dipole 1900 MHz; Type: D1900V2; Serial: 5d148

Communication System: CW; Frequency: 1900 MHz; Duty Cycle: 1:1
Medium: 1900 Body; Medium parameters used (interpolated):

f = 1900 MHz; σ = 1.536 S/m; εr = 51.007; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-25-2013; Ambient Temp: 22.3°C; Tissue Temp: 20.3°C

Probe: ES3DV3 - SN3288; ConvF(4.89, 4.89, 4.89); Calibrated: 9/20/2012;
 Sensor-Surface: 4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1323; Calibrated: 9/19/2012
 Phantom: SAM v5.0 front; Type: QD000P40CD; Serial: TP-1646

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

1900MHz System Verification

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm
Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 7.15 W/kg

SAR(1 g) = 3.93 W/kg; SAR(10 g) = 2.04 W/kg
Deviation = -3.68%

0 dB = 4.37 W/kg = 6.40 dBW/kg
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DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 797

Communication System: CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:

f = 2450 MHz; σ = 1.982 S/m; εr = 51.037; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-20-2013; Ambient Temp: 24.2°C; Tissue Temp: 22.9°C

Probe: ES3DV3 - SN3263; ConvF(4.35, 4.35, 4.35); Calibrated: 5/18/2012;
 Sensor-Surface: 3mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1334; Calibrated: 5/7/2012
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648

Measurement SW: DASY52, Version 52.8 (5);SEMCAD X Version 14.6.8 (7028)

2450 MHz System Verification

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm

Input Power = 16.0 dBm (40 mW)
Peak SAR (extrapolated) = 4.06 W/kg

SAR(1 g) = 1.98 W/kg; SAR(10 g) = 0.929 W/kg
Deviation = -0.20%

0 dB = 2.58 W/kg = 4.12 dBW/kg B16



DUT: Dipole 5200 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5200 MHz; Duty Cycle: 1:1
Medium: 5 GHz Body; Medium parameters used:

f = 5200 MHz; σ = 5.224 S/m; εr = 48.368; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-19-2013; Ambient Temp: 23.8°C; Tissue Temp: 22.6°C

Probe: EX3DV4 - SN3589; ConvF(3.99, 3.99, 3.99); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5200MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 31.4 W/kg

SAR(1 g) = 6.98 W/kg; SAR(10 g) = 1.94 W/kg
Deviation = -7.55%

0 dB = 15.7 W/kg = 11.96 dBW/kg
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DUT: Dipole 5300 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5300 MHz; Duty Cycle: 1:1
Medium: 5 GHz Body; Medium parameters used:

f = 5300 MHz; σ = 5.362 S/m; εr = 48.203; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-19-2013; Ambient Temp: 23.8°C; Tissue Temp: 22.7°C

Probe: EX3DV4 - SN3589; ConvF(3.81, 3.81, 3.81); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5300MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 33.3 W/kg

SAR(1 g) = 7.19 W/kg; SAR(10 g) = 1.98 W/kg
Deviation = -4.52%

0 dB = 16.6 W/kg = 12.20 dBW/kg
B18



DUT: Dipole 5500 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5500 MHz; Duty Cycle: 1:1
Medium: 5 GHz Body; Medium parameters used:

f = 5500 MHz; σ = 5.603 S/m; εr = 47.923; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-19-2013; Ambient Temp: 23.9°C; Tissue Temp: 22.7°C

Probe: EX3DV4 - SN3589; ConvF(3.52, 3.52, 3.52); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5500MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 34.5 W/kg

SAR(1 g) = 7.6 W/kg; SAR(10 g) = 2.09 W/kg
Deviation = -5.94%

0 dB = 17.6 W/kg = 12.46 dBW/kg

B19



DUT: Dipole 5800 MHz; Type: D5GHzV2; Serial: 1057

Communication System: CW; Frequency: 5800 MHz; Duty Cycle: 1:1
Medium: 5 GHz Body; Medium parameters used:

f = 5800 MHz; σ = 5.992 S/m; εr = 47.43; ρ = 1000 kg/m3

Phantom section: Flat Section; Space: 1.0 cm

Test Date: 02-19-2013; Ambient Temp: 24.0°C; Tissue Temp: 22.8°C

Probe: EX3DV4 - SN3589; ConvF(3.66, 3.66, 3.66); Calibrated: 1/17/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1272; Calibrated: 1/17/2013
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357

Measurement SW: DASY4, Version 4.7 (80);SEMCAD X Version 14.6.8 (7028)

5800MHz System Verification

Area Scan (7x9x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 36.0 W/kg

SAR(1 g) = 7.12 W/kg; SAR(10 g) = 1.94 W/kg
Deviation = -5.19%

0 dB = 17.6 W/kg = 12.46 dBW/kg

B20
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A P P E N D I X  D :  S A R  T I S S U E  S P E C I F I C A T I O N S  

Measurement Procedure for Tissue verification: 

1) The network analyzer and probe system was configured and calibrated. 
2) The probe was immersed in the tissue. The tissue was placed in a nonmetallic container. 

Trapped air bubbles beneath the flange were minimized by placing the probe at a slight 
angle. 

3) The complex admittance with respect to the probe aperture was measured 
4) The complex relative permittivity ε’

 can be calculated from the below equation 
(Pournaropoulos and Misra): 
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where Y is the admittance of the probe in contact with the sample, the primed and unprimed coordinates 

refer to source and observation points, respectively,   cos2222r ,  is the angular frequency, 

and 1j . 

 
 

Table D-I  
Composition of the Tissue Equivalent Matter 

Frequency (MHz) 750 750 835 835 1750 1750 1900 1900 2450 2450
5200-
5800

5200-
5800

Tissue Head Body Head Body Head Body Head Body Head Body Head Body

Ingredients (% by weight)

Bactericide 0.1 0.1

DGBE 47 31 44.92 29.44 26.7

HEC 1 1

NaCl 1.45 0.94 0.4 0.2 0.18 0.39 0.1

Sucrose 57 44.9
Polysorbate (Tween) 80 20
Water 40.45 53.06 52.6 68.8 54.9 70.17 73.2 80

See Page 3
See Page 

2
See Page 

5
See Page 4
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Figure D-1 

Composition of 750 MHz Head and Body Tissue Equivalent Matter 
 

Note: 750MHz liquid recipes are proprietary SPEAG. Since the composition is approximate to the actual 
liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.  
 

 
Figure D-2 

750MHz Body Tissue Equivalent Matter 
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Figure D-3 

750MHz Head Tissue Equivalent Matter 
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Figure D-4 

Composition of 2.4 GHz Head Tissue Equivalent Matter 
 

Note: 2.4 GHz head liquid recipes are proprietary SPEAG. Since the composition is approximate to the 
actual liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.  

 

 
  Figure D-5 

2.4 GHz Head Tissue Equivalent Matter 
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Figure D-6 

Composition of 5 GHz Head Tissue Equivalent Matter 
 

Note: 5GHz head liquid recipes are proprietary SPEAG. Since the composition is approximate to the 
actual liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.  

 

 
Figure D-7 

5GHz Head Tissue Equivalent Matter 
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A P P E N D I X  E :  S A R  S Y S T E M  V A L I D A T I O N  

Per FCC KDB 865664 D02v01, SAR system validation status should be documented to confirm 
measurement accuracy. The SAR systems (including SAR probes, system components and software 
versions) used for this device were validated against its performance specifications prior to the SAR 
measurements. Reference dipoles were used with the required tissue- equivalent media for system 
validation, according to the procedures outlined in IEEE 1528-2003 and FCC KDB 865664 D01 v01. 
Since SAR probe calibrations are frequency dependent, each probe calibration point was validated at a 
frequency within the valid frequency range of the probe calibration point, using the system that normally 
operates with the probe for routine SAR measurements and according to the required tissue-equivalent 
media.  
 
A tabulated summary of the system validation status including the validation date(s), measurement 
frequencies, SAR probes and tissue dielectric parameters has been included.  
 

Table E-I 
SAR System Validation Summary 

COND. PERM.

(σ) (εr)
SENSI- 
TIVITY

PROBE 
LINEARITY

PROBE  
ISOTROPY

MOD. TYPE
DUTY 

FACTOR
PAR

C 750 10/24/2012 3022 ES3DV2 750 Head 0.865 40.53 PASS PASS PASS N/A N/A N/A

C 835 10/15/2012 3022 ES3DV2 835 Head 0.927 41.81 PASS PASS PASS GMSK PASS N/A

D 1750 10/16/2012 3288 ES3DV3 1750 Head 1.386 38.47 PASS PASS PASS N/A N/A N/A

E 1900 10/17/2012 3263 ES3DV3 1900 Head 1.446 40.76 PASS PASS PASS GMSK PASS N/A

C 2450 11/9/2012 3022 ES3DV2 2450 Head 1.874 38.230 PASS PASS PASS OFDM N/A PASS

A 5200 1/24/2013 3589 EX3DV4 5200 Head 4.530 36.240 PASS PASS PASS OFDM N/A PASS

A 5300 1/24/2013 3589 EX3DV4 5300 Head 4.612 36.000 PASS PASS PASS OFDM N/A PASS

A 5500 1/24/2013 3589 EX3DV4 5500 Head 4.822 35.940 PASS PASS PASS OFDM N/A PASS

A 5800 1/24/2013 3589 EX3DV4 5800 Head 5.117 35.360 PASS PASS PASS OFDM N/A PASS

B 750 1/30/2013 3287 ES3DV3 750 Body 0.981 54.40 PASS PASS PASS N/A N/A N/A

G 835 10/17/2012 3213 ES3DV3 835 Body 0.865 41.59 PASS PASS PASS GMSK PASS N/A

B 835 1/22/2013 3287 ES3DV3 835 Body 1.005 53.89 PASS PASS PASS GMSK PASS N/A

D 1750 10/16/2012 3288 ES3DV3 1750 Body 1.524 52.04 PASS PASS PASS N/A N/A N/A

D 1900 10/17/2012 3288 ES3DV3 1900 Body 1.562 52.56 PASS PASS PASS GMSK PASS N/A

E 1900 10/18/2012 3263 ES3DV3 1900 Body 1.578 52.61 PASS PASS PASS GMSK PASS N/A

E 2450 11/1/2012 3263 ES3DV3 2450 Body 2.032 50.78 PASS PASS PASS OFDM N/A PASS

A 5200 1/23/2013 3589 EX3DV4 5200 Body 5.344 48.480 PASS PASS PASS OFDM N/A PASS

A 5300 1/23/2013 3589 EX3DV4 5300 Body 5.498 48.160 PASS PASS PASS OFDM N/A PASS

A 5500 1/23/2013 3589 EX3DV4 5500 Body 5.770 47.710 PASS PASS PASS OFDM N/A PASS

A 5800 1/23/2013 3589 EX3DV4 5800 Body 6.260 46.930 PASS PASS PASS OFDM N/A PASS

MOD. VALIDATIONCW VALIDATION
SAR 

SYSTEM 
#

FREQ. 
[MHz]

DATE
PROBE 

SN
PROBE 
TYPE

PROBE CAL. POINT

 
 
NOTE: All measurements were performed using probes calibrated for CW signals only. Modulations in the 
table above represent test configurations for which the measurement system has been validated per FCC 
KDB Publication 865664 D01v01. SAR systems were validated for modulated signals with a periodic duty 
cycle, such as GMSK, or with a high peak to average ratio (>5 dB), such as OFDM according to KDB 
865664. 
  
 
 




