Test Laboratory: UL CCS SAR Lab F Date: 2/6/2013
WiFi 2.4 GHz

Frequency: 2437 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0° C; Liquid Temperature: 23.0 C

Medium parameters used (interpolat ed) : f = 2437 MHz: 89=6488 6,63 mhd0a® Kg/ m
DASY5 Configuration:

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn1352; Calibrated: 10/8/2012

- Probe: EX3DV4 - SN3885; ConvF(6.97, 6.97, 6.97); Calibrated: 10/9/2012;

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: SAM with CRP; Type: SAM; 1740

RHS/Touch_802.11b_ch 6/Area Scan (11x16x1): Measurement grid: dx=12mm, dy=12mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.0826 W/kg

RHS/Touch_802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.460 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 0.141 W/kg

SAR(1 g) = 0.061 W/kg; SAR(10 g) = 0.029 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 0.0869 W/kg
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Plot No. 1



Test Laboratory: UL CCS SAR Lab F Date: 2/5/2013
WiFi 2.4GHz

Frequency: 2437 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0° C; Liquid Temperature: 23.0 C

Medi um parameters used (interpolat=dj1l. ISO@kgﬂnﬁ@?l(MHz; a =
DASY5 Configuration:

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg

- Electronics: DAE4 Sn1352; Calibrated: 10/8/2012

- Probe: EX3DV4 - SN3885; ConvF(6.8, 6.8, 6.8); Calibrated: 10/9/2012;

- Sensor-Surface: 2.5mm (Mechanical Surface Detection)

- Phantom: ELI v5.0 (B); Type: QDOVA001BB; Serial: 1185

Rear/802.11b_ch 6/Area Scan (10x13x1): Measurement grid: dx=12mm, dy=12mm
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.121 W/kg

Rear/802.11b_ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.775 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.219 W/kg
SAR(1 g) = 0.107 W/kg; SAR(10 g) = 0.051 W/kg
Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.150 W/kg
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