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Client

Object

Calibration procedure(s)

Calibration date:

This calibration certificate documents the traceability to national standards, which reatize the physical units of measurements (St).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cortificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Catibration
Power meler EPM-442A GB37480704 05-Oct-11 {No. 217-01451) Qct-12

Powear sensor HP 8481A 1837202783 05-Oct-11 {No. 217-01451) Qot-12

Reference 20 dB Altenuator SiN: 5086 (209) 29-Mar-11 {(No. 217-01368) Apr-12

Type-N mismaitch combination SN: 5047.2/ 06327 29-Mar-11 (No. 217-01371} Apr-12

Reterence Probe EX3DV4 SN: 3503 30-Dec-11 {No. EX3-3503_Decl11) Dec-12

DAE4 SN: 601 04-Jdul-11 {No. DAE4-601_Juli 1) Jul-12

Secondary Standards 1B # Check Date {in houseg} Scheduled Check
Power sensor HP 8481A MY41092317 18-0Oc¢t-02 {in house check Oct-11) tn house check: Oct-13
RF generator R&S SMT-06 100005 04-Aug-99 {in house check Oct-11) tn house check: Oct-13
Network Analyzer HP 8753k US37390585 $4206 18-Oct-01 (in house check Oct-11}) tn house check: Oct-12

S_i_gnalure

Calibrated by:

Approved by:

Issued: February 6, 2012

This calibration certificate shall nof be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simuiating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2003, “[EEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, December 2003

by IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

¢) Federal Communications Commission Office of Engineering & Technology (FCC OET),
“Evaluating Compliance with FCC Guidelines for Human Exposure to Radiofrequency
Electromagnetic Fields; Additional Information for Evaluating Compliance of Mobile and
Portable Devices with FCC Limits for Human Exposure to Radiofrequency Emissions”,
Supplement C (Edition 01-01} to Bulletin 65

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:
e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

o Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

o Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

o  SAR measured: SAR measured at the stated antenna input power.

o  SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

o SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominat SAR result.
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Measurement Conditions

DASY system configuration, as far as not given on

page 1.

DASY Version DASY5 V52.8.0
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy = 4.0 mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

5200 MHz = 1 MHz
5600 MBz = 1 MHz
5800 MHz + 1 MHz

Head TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 36.0 4.66 mho/m
Measured Head TSL parameters (22.0+£0.2)°C 36.3+£6% 4.60 mho/m+6 %
Head TSL temperature change during test <0.5°C
SAR result with Head TSL at 5200 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 7.95mW/g

SAR for nominal Head TSL parameters

normalized to 1W

79.6 mW /g = 17.0 % (k=2)

SAR averaged over 10 ¢cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

228mWi/g

SAR for nominal Head TSL parameters

normalized to 1W

22.8 mW /g = 16.5 % (k=2)

Head TSL parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.6 4.96 mho/m
Measured Head TSL parameters (22.0+£0.2)°C 358x6% 480 mho/m =6 %
Head TSL temperature change during test <0.5°C
SAR result with Head TSL at 5500 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 849 mW/g

SAR for nominal Head TSL parameters

normalized to 1W

84.9 MW / g = 17.0 % (K=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

242mW /g

SAR for nominal Head TSL. parameters

normalized to 1W

24.2 mW / g = 16.5 % (k=2)
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Head TSL parameters at 5800 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.3 5.27 mho/m
Measured Head TSl parameters (22.0x£0.2)°C 35.3x6% 5.22 mho/m 6%
Head TSL temperature change during test <0.5°C
SAR result with Head TSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 788mW /g

SAR for nominal Head TSL parameters

normalized to 1W

78.8 MW / g = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

224mW /g

SAR for nominal Head TSL parameters

normalized to 1W

22.4 mW / g £ 16.5 % (k=2)

Centificate No: D5GHzV2-1120_Febi2
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Body TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 49.0 5.30 mho/m
Measured Body TSL parameters (22.0x£0.2)°C 492 +6% 546 mho/m +6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL at 5200 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition

SAR measured

100 mW input power

721mW/g

SAR for nominal Body TSL parameters

normalized to 1W

72.2mW /g x18.1 % (k=2)

SAR averaged over 10 em® (10 g) of Body TSL

condition

SAR measured

100 mW input power

203mW/g

SAR for nominal Body TSL paramsters

normalized to 1W

20.4 MW/ g = 17.6 % (k=2)

Body TSL parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductlvity
Nominal Body TSL parameters 22.0°C 48.6 5.65 mho/m
Measured Body TSL parameters (22.0+0.2)°C 487 £ 6 % 5.86 mho/m £ 6 %
Body TSL temperature change during test <0.5°C -
SAR resuit with Body TSL at 5500 MHz
SAR averaged over 1 cm® (1 ¢) of Body TSL Condition
SAR measured 100 mW input power 7.98mW /g

SAR for nominal Body TSL parameters

normalized to 1W

80.0 mW /g x18.1 % (k=2)

SAR averaged over 10 cm® (10 ¢) of Body TSL

condition

SAR measured

100 mW input power

222mW /g

SAR for nominal Body TSL parameters

normalized to 1W

222 MW/ g = 17.6 % (k=2)
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Body TSL parameters at 5800 MHz

The following parameters and calculalions were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.2 6.00 mho/m
Measured Body TSL parameters (22.0z0.2)°C 482 £6% 6.28 mho/m+6 %
Body TSL temperature change during test <0.5°C
SAR result with Body TSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 737 mW /g

SAR for nominal Body TSL parameters

normalized to 1W

73.8 mW /g +18.1 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

204mW/a

SAR for nominal Body TSL parameters

normalized to 1W

20.4 mW /g x 17.6 % (k=2)
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Appendix

Antenna Parameters with Head TSL at 5200 MHz

Impedance, transformed to feed point 5440Q-51jQ

Return Loss -23.8dB
Antenna Parameters with Head TSL at 5500 MHz

Impedance, transformed fo feed point 51.80-3.1jQ

Return Loss -28.9dB
Antenna Parameters with Head TSL at 5800 MHz

impadance, transformed to feed point 5290 +23jQ

Return Loss -28.9 dB
Antenna Parameters with Body TSL at 5200 MHz

Impedance, transformed to feed point 53.8Q-27|Q

Return Loss -27.0dB
Antenna Parameters with Body TSL at 5500 MHz

impedance, transformed to feed point 5330+ 1.1jQ

Return Loss -29.4dB
Antenna Parameters with Body TSL at 5800 MHz

Impedance, transformed to feed point 552 Q + 3.9}

Return Loss -24.1 dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.207 ns

After long term use with 100W radiated power, only a slight warming of the dipote near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is direclly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR dala are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Manufactured on

September 08, 2011

Cerlificate No: D5GHzV2-1120_Feb12
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DASY5 Validation Report for Head TSL

Date: 01.02.2012
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 5GHz; Type: DSGHzV2; Serial: DSGHzV2 - SN: 1120

Communication System: CW; Frequency: 5200 MHz, Frequency: 5500 MHz, Frequency: 5800 MHz
Medium parameters used: f = 5200 MHz; ¢ = 4.6 mho/m; &, = 36.3; p = 1000 kg/m3 , Medium parameters
used: f = 5500 MHz; o = 4.9 mho/m; &, = 35.8; p = 1000 kg/m’ , Medium parameters used: f = 5800 MHz; o
= 5.22 mho/m; & = 35.3; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.,19-2007)

DASYS52 Configuration:

s Probe:; EX3DV4 - SN3503; ConvF(5.41, 5.41, 5.41), ConvF(4.91, 491, 4.91), ConvF(4.81, 4.81,
4.81); Calibrated: 30.12.2011

» Sensor-Surface: 1.4mm (Mechanical Surface Detection)

s Electronics: DAE4 Sn601; Calibrated: 04.07.2011

+ Phantom: Flat Phantom 5.0 (front); Type: QDOOOPSOAA; Serial: 1001
« DASYS52 52.8.0(692); SEMCAD X 14.6.4(4989)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.814 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 29.5200

SAR(1 g) = 7.95 mW/g; SAR(10 g) = 2.28 mW/g

Maximum value of SAR (measured) = 17.959 mW/g

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 65.007 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 33.8120

SAR(1 g) = 8.49 mW/g; SAR(10 g) = 2.42 mW/g

Maximum value of SAR (measured) = 19.722 mW/g

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 61.595 V/m; Power Drift = 0,04 dB

Peak SAR (extrapolated) = 32,9250

SAR(1 g) = 7.88 mW/g; SAR(10 g) = 2.24 mW/g

Maximum value of SAR (measured) = 18.643 mW/g

Cettificate No: D5GH2zV2-1120_Febi2 Page 8 of 13



0 dB = 18.640mW/g = 25.41 dB mW/g
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impedance Measurement Plot for Head TSi.
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DASYS5 Validation Report for Body TSL

Date: 31.01.2012
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 5GHz; Type: DSGHzV2; Serial: DSGHzV2 - SN: 1120

Communication System: CW; Frequency: 5200 MHz, Frequency: 5500 MHz, Frequency: 5800 MHz
Medium parameters used: f = 5200 MHz; 6 = 5.46 mho/m; &, = 49.2; p = 1000 kg/m3 , Medium parameters
used: f = 5500 MHz; ¢ = 5.86 mho/m; g = 48.7; p = 1000 kg/m3 , Medium parameters used: f = 5800 MHz,
¢ = 6.28 mho/m; g, = 48.2; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:

¢ Probe: EX3DV4 - SN3503; ConvF(4.91, 4.91, 4.91), ConvF(4.43, 4.43, 4.43), ConvF(4.38, 4.38,
4.38); Calibrated: 30.12.2011

¢ Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 04.07.2011

+ Phantom: Flat Phantom 5.0 (back); Type: QDOO0OP50AA; Serial: 1002
» DASYS52 52.8.0(692); SEMCAD X 14.6.4(4989)

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 57.518 V/m; Power Drift = -0.008 dB

Peak SAR (extrapolated) = 28.3990

SAR(1 g) = 7.21 mW/g; SAR(10 g) = 2.03 mW/g

Maximum value of SAR (measured) = 16.537 mW/g

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.605 V/m; Power Drift = -(.0017 dB

Peak SAR (extrapolated) = 34.4630

SAR(1 g) = 7.98 mW/g; SAR(10 g) = 2.22 mW/g

Maximum value of SAR (measured) = 19.105 mW/g

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.dmm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4dmm, dz=1.4mm

Reference Value = 54.867 V/m; Power Drift = 0.0057 dB

Peak SAR (extrapolated) = 34.2880

SAR(1 g) = 7.37 mW/g; SAR(10 g) = 2.04 mW/g

Maximum value of SAR (measured) = 17.882 mW/g

Cedrlificate No: DBGHzV2-1120_Feb12 Page 11 of 13



-36.60

-48.00

| -60.00 ; e
0 dB = 17.880mW/g = 25.05 dB mW/g
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Impedance Measurement Plot for Body TSL
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cient ~ PCTest _ - Certificate No: D5GHzV2-1007_Oct12

CALIBRATION CERTIFICATE |

Object D5GHzV2 - SN: 1007

Calibration procedure(s) QA CAL-22.v1
Calibration procedure for dipole validation kits between 3-6 GHz

Calibration date: October 30, 2012 / 0\{/

\

This calibration certificate documents the traceability 1o national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperaiure (22 = 3)°C and humidity < 70%.
Calibration Equipment used (M&TE critical for calibration)

Primary Standards iD# Cal Date (Certificate No.) -Scheduled Calibration

Power meter EPM-442A, (GB37480704 05-Oct-11 (No. 217-01451) Oct-12

Power sensor HP 8481A US37292783 05-Oct-11 (No. 217-01451} Oct-12

Reference 20 dB Attenuator SN: 5058 (20K} 27-Mar-12 (No. 217-01530) Apr-13

Type-N mismatch combination SN: 5047.2 / 06327 27-Mar-12 (No. 217-01533) Apr-13

Reference Probe EX3DV4 SN: 3503 30-Dec-11 (No. EX3-3503_Dec11) Dec-12

DAE4 SN: 601 27-Jun-12 (No. DAE4-601_Jun12) Jun-13

Secondary Standards 1D # Check Date (in house) Scheduled Check

Power sensor HP B481A MY41092317 18-Oct-02 {in house check Oct-11) In house check: Oct-13

RF generator R&S SMT-06 100005 04-Aug-99 (in house chack Oct-11) In house check: Oct-13

Network Analyzer HP 8753k US37390585 54206 18-0c1-01] '(in house check Oct-12} In house check: Oct-13
Name Function Signature

Calibrated by: Israe El-Naoug Laboratory Technician (/\

Approved by: Katja Pokovic Technical Manager e

Issued: October 31, 2012

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL

ConvF

N/A

tissue simulating liquid
sensitivity in TSL / NORM x,y,z
not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

IEC 62209-2, “Evaluation of Human Exposure to Radio Frequency Fields from Handheld
and Body-Mounted Wireless Communication Devices in the Frequency Range of 30 MHz to
6 GHz: Human models, Instrumentation; and Procedures”; Part 2: “Procedure to determine
the Specific Absorption Rate {SAR) for including accessories and muitiple transmitters”,
March 2010 ‘

Federal Communications Commission Office of Engineering & Technology (FCC OET),
“Evaluating Compliance with FCC Guidelines for Human Exposure to Radiofrequency
Electromagnetic Fields; Additional Information for Evaluating Compliance of Mobile and
Partable Devices with FCC Limits for Human Exposure to Radiofrequency Emissions”,
Supplement C (Edition 01-01) to Bulletin 65

Additional Documentation:

c)

DASY4/5 System Handbook

Methods Applied and Interpretatioh of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel o the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not given on page

1.

DASY Version DASY5 V52.8.3
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy = 4.0 mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

5200 MHz + 1 MHz
5300 MHz =1 MHz
5500 MHz =1 MHz
5600 MHz + 1 MHz
5800 MHz + 1 MHz

Head TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 36.0 4.66 mho/m
Measured Head TSL parameters (22.0x0.2)°C 348+6% 453 mho/m 6 %
Head TSL temperature change during test <0.5°C - e
SAR result with Head TSL at 5200 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.04 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

79.8 Wkg + 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Hedd TSL

condition

SAR measured

100 mW input power

2.31 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

22,9 W/kg + 19.5 % (k=2)

Head TSL parameters at 5300 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.76 mho/m
Measured Head TSL parameters (22.0+0.2)°C 34.7+6% 4.63 mho/m+6 %
Head TSL temperature change during test <0.5°C ---- nre= ‘
SAR result with Head TSL at 5300 MHz !
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.38 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

83.1 Wikg +19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

congdition

SAR measured

100 mW input power

2.41 W/kg

SAR for nominal Head TSL parameters

normalized to W

23.9 Wikg = 19.5 % (k=2)

Cartifinato MMa: DELH=A/I 41007 Oyt D
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Head TSL parameters at 5500 MHz

The following parameters and calgulations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.6 4.96 mho/m
Measured Head TSL parameters (22.0+0.2) °C 344+£6% 4.83 mho/m + 6 %
Head TSL temperature change during test <05°C - ——en
SAR result with Head TSL at 5500 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.56 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

84.9 W / kg = 19.9 % (k=2)

SAR averaged over 10 cm’ ('iO g) of Head TSL

conditiocn

SAR measured

100 mW input power

2.44 W/kg

SAHR for nominai Head TSL parameters

normalized to 1W

24.1 Wikg = 19.5 % (k=2)

Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.5 5.07 mho/m
Measured Head TSL parameters (22.0+0.2) °C 342+6% 4.93 mho/m +6 %
Head TSL témperaturé change during test <0.5°C - -
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 cm® {1 g) of Head TSL Condition
SAR measured 100 mW input power 8.53 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

84.5 W/ kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.43 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

24.0 Wikg = 19.5 % (k=2)
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Head TSL parameters at 5800 MHz

The following parameters and calculations were applied.

Temperature Permiitivity Conductivity
Nominal Head TSL parameters 22.0°C 35.3 5.27 mho/m
Measured Head TSL parameters (22.0+£0.2) °C 34.0+6 % 515 mho/m £ 6 %
Head TSL temperature change during test <05°C - mem
SAR result with Head TSL at 5800 MHz
SAR averaged over 1 em® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.05 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

79.8 Wikg = 19.9 % (k=2)

SAR averaged over 10 em® (10 g) of Head TSL

condition

SAR measured

1 00 mW input power

2.29 W/ikg

SAR for nominal Head TSL parameters

normalized to 1W

22.7 Wikg + 19.5 % (k=2)
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Body TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 49.0 5.30 mho/m
Measured Body TSL parameters (22.0£0.2)°C 468 +6 % 5.41 mho/m £6 %
Body TSL temperature change during test <Q0.5°C
SAR result with Body TSL at 5200 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.40 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

73.3 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.08 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

20.6 Wikg = 19.5 % (k=2)

Body TSL parameters at 5300 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.9 5.42 mho/m
Measured Body TSL parameters (22.0£0.2)°C 46.7 6 % 5.52 mho/m+6 %
Body TSL témperaturé change during test <Q.5°C - -
SAR result with Body TSL at 5300 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.863 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

75.6 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.14 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

21.2 Wikg = 19.5 % (k=2)
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Body TSL parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.6 5.65 mho/m
Measured Body TSI parameters {22.0+0.2)°C 46.3+£86% 5.78 mho/m +8 %
Body TSL temperature change during test <Q05°C -—-- -
SAR result with Body TSL at 5500 MHz
SAR averaged over 1 cm’ (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.92 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

78.5 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® {10 g) of Body TSL

condition

SAR measured

100 mW input power

2.21 Wikg

SAR for nominal Bedy TSL parameters

normatized to 1W

21.8 Wikg = 19.5 % (k=2)

Body TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.5 5.77 mho/m
Measured Body TSl parameters (22.0+0.2)°C 462+6 % 5.90 mho/m =6 %
Body TSL temperature change during test <0.5°C -—-- -
SAR result with Body TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 8.07 W/kg

SAR for nominal Bedy TSI parameters

normalized to 1W

80.0 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.25 Wikg

SAR for nominal Body TSL parameters

normalized o 1W

22.2 Wikg = 19.5 % (k=2)
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Body TSL parameters at 5800 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.2 6.00 mho/m
Measured Body TSL parameters (22.0+0.2)°C 459 +6 % 6.18 mho/m +6 %
Body TSL temperature change during test <0.5°C e -
SAR result with Body TSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.49 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

74.3 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mwW input power

2.08 Wkg

SAR for nominal Body TSL parameters

normalized to 1W

20.6 Wikg = 19.5 % (k=2)
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Appendix

Antenna Parameters with Head TSL at 5200 MHz

Impedance, transformed to feed point 551 Q-11.2jQ

Return Loss -18.7 dB
Antenna Parameters with Head TSL at 5300 MHz

Impedance, transformed to feed point 56.8Q-1.2j0

Return Loss -23.8dB
Antenna Parameters with Head TSL at 5500 MHz

Impedance, transformed to feed point 4950 -43j0

Return Loss -27.3dB
Antenna Parameters with Head TSL at 5600 MHz

Impedance, transformed to feed point 5930 -74iQ

Retum Loss -12.3dB
Antenna Parameters with Head TSL at 5800 MHz

Impedance, transformed to feed point 5720 +54iQ

Return Loss' ‘ -21.6dB

Antenna Parameters with Body TSL at 5200 MHz

Impedance, transformed to feed point

52.1 2 -10.0jQ

Return Loss -20.1dB
Antenna Parameters with Body TSL at 5300 MHz

Impedance, transformed to feed point 556 Q-3.0jQ

Return Loss -24.4dB
Antenna Parameters with Body TSL at 5500 MHz

4

Impedance, transformed to feed point 50.1Q-3.3iQ

Return Loss -29.5dB
Antenna Parameters with Body TSL at 5600 MHz

Impedance, transformed to feed point 5760-62[Q

Return Loss -208dB
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Antenna Parameters with Body TSL at 5800 MHz

Impedance, transformed to feed point 5970 +45jQ

Return Loss -20.2 dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.201 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signais. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on August 28, 2003
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DASY5 Validation Report for Head TSL

Date: 30.10.2012
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 5GHz; Type: DSGHzV2; Serial: DSGHzV2 - SN: 1007

Communication System: CW; Frequency: 5200 Mllz, Frequency: 5300 MHz, Frequency: 5500 MHz,
Frequency: 5600 MHz, Frequency: 5800 MHz

Medium parameters used: f = 5200 MHz; ¢ = 4.53 mho/m; &, = 34.8; p = 1000 kg/m® , Medium parameers
used: f = 5300 MHz; ¢ = 4.63 mho/m; & = 34.7; p = 1000 kg/m’ , Medium parameters used: f = 5500 MHz;
o = 4.83 mho/m; ¢, = 34.4; p = 1000 kg/m’ , Medium parameters used: f = 5600 MHz; ¢ = 4.93 mho/m; sr
34.2; p = 1000 kg/m Medium parameters used: f = 5800 MHz; ¢ = 5.15 mho/m; & = 34; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASYS (JEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:

e Probe: EX3DV4 - SN3503; ConvF(5.41, 5.41, 5.41); Calibrated: 30.12.2011, ConvF(5.1, 5.1, 5.1);
Calibrated: 30.12.2011, ConvF(4.91, 4.91, 4.91); Calibrated: 30.12.2011, ConvF(4.76, 4.76, 4.76);
Calibrated: 30.12.2011, ConvF(4.81, 4.81, 4.81); Calibrated: 30.12.2011;

s Sensor-Surface: 1.4mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn601; Calibrated: 27.06.2012

+ Phantom: Flat Phantom 5.0 (front); Type: QDOOOPS0AA; Serial: 1001

DASYS52 52.8.3(988); SEMCAD X 14.6.7(6848)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, £=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.518 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 29.8 W/kg

SAR(1 g) = 8.04 W/kg; SAR(10 g) = 2.31 W/kg

Maximum value of SAR (measured) = 18.7 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5300 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.964 V/m; Power Drift = 0.05 dB

Peak SAR (extrapolated) = 31.8 W/kg r

SAR(1 g) = 8.38 W/kg; SAR(10 g) = 2.41 W/kg

Maximum value of SAR (measured) = 19.8 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.435 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 33.8 W/kg

SAR( g) = 8.56 W/kg; SAR(10 g) = 2.44 W/kg

Maximum value of SAR (measured) = 20.5 W/kg
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Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.179 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 33.9 W/kg

SAR(1 g) = 8.53 W/kg; SAR(10 g) = 2.43 W/kg

Maximum value of SAR (measured) = 20.4 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,

dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 61.223 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 33.5 W/kg

SAR(1 g) = 8.05 W/kg; SAR(10 g) = 2.29 W/kg

Maximum value of SAR (measured) = 19.6 W/kg

-26.00
(-30.00

-40.00

-60.04

0dB = 19.6 W/kg = 12.92 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 30.10.2012
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 5GHz; Type: D5GHzV2; Serial: DSGHzV2 - SN: 1007

Communication System: CW; Frequency: 5200 MHz, Frequency: 5300 MHz, Frequency: 5500 MHz,
Frequency: 5600 MHz, Frequency: 5800 MHz

Medium parameters used: f = 5200 MHz; ¢ = 5.41 mho/m; g, = 46.8; p = 1000 kg/m® , Medium parameters
used: f = 5300 MHz; 6 = 5.52 mho/m; & = 46.7; p = 1000 kg/m’ , Medium parameters used: £ = 5500 MHz;
o =5.78 mho/m; &, = 46.3; p = 1000 kg/m Medium parameters used: f = 5600 MHz; ¢ = 5.9 mho/m; &, =
46.2; p = 1000 kg/m Medium parameters used: f = 5800 MHz; ¢ = 6.18 mho/m; &; =45.9; p = 1000 I<;gf’m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:

s Probe: EX3DV4 - SN3503; ConvF(4.91, 4.91, 4.91); Calibrated: 30.12.2011, ConvF(4.67, 4.67,
4.67); Calibrated: 30.12.2011, ConvF(4.43, 4.43, 4.43); Calibrated: 30.12.2011, ConvF(4.22, 4.22,
4.22); Calibrated: 30.12.2011, ConvF(4.38, 4.38, 4.38); Calibrated: 30.12.2011,

s Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn601; Calibrated: 27.06.2012

¢ Phantom: Flat Phantom 5.0 (back); Type: QDOOOP5S0AA; Serial: 1002
» DASYS52 52.8.3(988); SEMCAD X 14.6.7(6848)

K

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.536 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 29.4 W/kg

SAR(1 g) = 7.4 W/kg; SAR(10 g) = 2.08 W/kg

Maximum value of SAR (measured) = 17.6 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5300 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube {: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.637 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 31.3 W/kg S

SAR(1 g) = 7.63 W/kg; SAR(10 g) = 2.14 W/kg

Maximum value of SAR {measured} = 18§.4 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Mecasurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.216 V/m; Power Drift = -0.00 dB

Peak SAR (extrapolated) = 34.4 W/kg

SAR(1 g) =7.92 W/kg; SAR(10 g) = 2.21 W/kg

Maximum value of SAR (measured) = 19.4 W/kg
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Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.347 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 35.9 W/kg

SAR(1 g) = 8.07 W/kg; SAR(10 g) = 2.25 W/kg

Maximum value of SAR (measured) = 19.9 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 55.261 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 35.4 W/kg

SAR(1 g) = 7.49 W/kg; SAR(10 g) = 2.08 W/kg

Maximum value of SAR (measured) = 18.9 W/kg

-20.00
-30.80

-49.08

-h0.0d

0dB = 18.9 W/kg = 12.76 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, §004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Calibration procedure(s)

Calibration date: March16,20 .

This calibration cerlificate documents the traceability to national standards, which realize the physical units of measurements (31). \}‘\\
The measurements and the uncertainties with confidence probatility are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laberatory facility: environment temperature (22  2)°C and humidity < 70%.

Calibration Equipment used {(M&TE critical for catibration)

Primary Standards IC Cal Date (Certificate No.) Scheduled Calibration

Power meter 44198 GB41293874 31-Mar-11 (No. 217-01372) Apr-12

Power sensor E4412A MY41498087 31-Mar-11 (No. 217-01372) Apr-12

Reference 3 dB Attenuator SN: 55054 (3c) 29-Mar-11 (No. 217-01369) Apr-12

Reference 20 dB Attenuator SN;: S5086 (20b) 29-Mar-11 (No. 217-01367) Apr-12

Reference 30 dB Aftenuator SN: 85129 (30b) 29-Mar-11 {No. 217-01370) Apr-12

Reference Probe ES3DV2 S8N: 3013 29-Dec-11 (No. ES3-3013_Dec11) Dec-12

DAE4 SN: 654 3-May-11 (No. DAE4-654_May11)} May-12

Secondary Standards 1D Check Date (in house) Scheduled Check

RF generator HP 8648C U33642U01700 4-Aug-29 {in house check Apr-11) In house check: Apr-13

Network Analyzer HP 8753E US37390585 18-Oct-01 {in house check Oct-11) In house check: Oct-12
Name _ Fung:tiq_n

Signature

Calibrated by: “Jeton Kastrat |aboratory Tet

Approved by:

Issued: March 19, 2012

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

GCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

A B, C modulation dependent linearization parameters

Polarization ¢ o rotation around probe axis

Polarization § 3 rotation around an axis that is in the plane normal to probe axis (at measurement center),

i.e., 8 = 0is normal to probe axis

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2003, “|IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measuremeni
Technigues®, December 2003

b) IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:

»  NORMXx,y,z: Assessed for E-field polarization § = 0 {f <900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx.y,z are only intermediate values, i.e., the uncertainties of NORMzx,y,z does not affect the E-field
uncertainty inside TSL (see below ConvF).

*  NORM(f)x.y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is

implemented in DASY4 software versions [ater than 4.2, The uncertainty of the frequency response is included
in the stated uncertainty of ConvE.

* DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal {no uncertainty required). DCP does not depend on frequency nor media.

* PAR:PARis the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

*  AXy,z Bx,y,z; Cx,y,z, VRx,y,Z: A, B, C are numerical linearization parameters assessed based on the data of
power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR is the
maximum calibration range expressed in RMS voltage across the diode.

» ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation {alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent

ConvF is used in DASY version 4.4 and higher which allows extending the validity from + 50 MHz to £ 100
MHz.

*  Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

» Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required.
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ES3DV3 — SN:320¢ March 16, 2012

Probe ES3DV3

SN:3209

Manufactured: October 14, 2008
Calibrated: March 16, 2012

Calibrated for DASY/EASY Systems

{Note: non-compatible with DASY2 system!)
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ES3DV3- SN:320¢

March 18, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unc (k=2)
Norm (uV/(V/my*y* 1.36 1.34 1.15 +10.1 %
BCP (mV)® 98.2 97.4 08.7
Modulation Calibration Parameters
(T]T) Communication System Name PAR A B c VR Unct
dB dB dB my (k=2)
10000 cw 0.00 X 0.00 0.00 1.00 119.2 +3.5%
Y 0.00 0.00 1.00 89.3
pa 0.00 0.00 1.00 111.5

The reported uncertainty of measurement is stated a
multiplied by the coverage factor k=
probability of approximately 95%.

s the standard uncertainty of measurement
2, which for a normal distribution corresponds to a coverage

B

field value.

2 The uncertainties of NormX,Y,Z do not affect the E2field uncertainty inside TSL
Numerical linearization parameter; uncertainty not required.
Uncertainty is determinad usin

(see Pages 5 and 6).

g the max. deviation from linear response applying rectangular distribution and is expressed for the square of the

Certificate No: ES3-3209_Mar12
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ES3DV3- 8N:320¢2 March 186, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth Unct.

f(MHZ)® | Permittivity" {8/m)" ConvF X | ConvFY | ConvFZ | Alpha {mm) (k=2)
750 41.9 0.89 6.47 6.47 6.47 0.37 1.61 £12.0%
835 415 0.90 6.22 6.22 6.22 0.24 2.24 +12.0 %
1640 40.3 1.29 5.38 5.38 5.38 0.41 1.56 +12.0 %
1750 40.1 1.37 5.26 5.26 5.26 0.41 1.60 +12.0%
1900 40.0 1.40 5.15 5.15 5.15 0.80 1.16 +12.0 %
2450 39.2 1.80 4.46 4.46 4.46 0.64 1.39 +12.0 %
2600 39.0 1.96 4.30 4.30 4.30 0.69 1.42 +12.0%

¢ Frequency validity of + 100 MHz only applies for DASY v4.4 and higher (see Page 2), else i{ is restricted to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.
F At frequencies below 3 GHz, the validity of tissue parameters (£ and ) can be relaxed to + 10% if liquid compensation formula is applied to

measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (e and o) is restricted to + 5%. The uncertainty is the R$S of
the ConvF uncertainty for indicated target tissue parameters.
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ES3DV3- SN:3209 March 16, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth Unct.

f(MH2)® | Permittivity” {Sim)F ConvFX | ConvFY | ConvFZ | Alpha | (mm) {k=2)
450 56.7 0.94 7.11 7.11 7.11 0.07 1.00 +13.4 %
750 55.5 0.96 6.23 6.23 6.23 0.54 1.40 +12.0%
835 55.2 0.97 6.13 6.13 6.13 0.24 2.27 +12.0%
1640 53.8 1.40 5.21 5.21 5.21 0.72 1.29 +12.0 %
1750 53.4 1.49 4.83 4.83 4.83 0.59 1.44 +12.0 %
1900 53.3 1.52 4.63 4.63 4.63 0.57 1.50 +12.0 %
2450 52.7 1.95 4.23 4.23 4.23 0.80 1.00 +12.0 %
2600 52.5 2.16 4.02 4.02 4.02 0.62 0.90 +12.0 %

¢ Frequency validity of & 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.
FAL frequencies below 3 GHz, the validity of tissue parameters (e and o) can be relaxed to + 10% if liquid compensation formula is applied to

measured SAR values, At frequencies above 3 GHz, the validity of tissue parameters (e and o) is restricted to  5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.
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ES3DV3— SN:3209

1.5

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)

March 16, 2012
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Uncertainty of Frequency Response of E-field: £ 6.3% (k=2)
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ES3DV3- SN:3202 March 16, 2012

Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM =1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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ES3DV3- 8N:3209 March 16, 2012

Dynamic Range f(SARc.q)
(TEM cell , f = 900 MHz)
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Uncertainty of Linearity Assessment: £ 0.6% (k=2}
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ES3DV3-- SN:3209 March 16, 2012

Conversion Factor Assessment

f= 835 MHz, WGLS RS (H_convF) f= 1800 MHz WGLS R22 (H_convF)
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Uncertainty of Spherical Isotropy Assessment: * 2.6% (k=2)
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ES3DV3- 8N:3209

March 16, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Other Probe Parameters

Sensor Arrangement

Triangular

Connector Angle (°)

Not applicable

Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Paint 2 mm
Probe Tip to Sensor Y Calibration Point 2mm
Probe Tip to Sensor Z Calibration Point 2 mm
Recommended Measurement Distance from Surface 3 mm

Certificate No: ES3-3209_Mar12
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Calibration Laboratory of

Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service {SAS)

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of callbration certificates

Client

Schweizerischer Kalibrierdienst

Service suisse d'étalonnage
Servizlo svizzero di taratura
Swiss Callbration Service

Calibration procedure(s)

Calibraticn date:

Calibration Equipment used (M&TE critical for calibration)

This calibration certificate documents the traceability to national standards, which realize the physicat units of measurements (S).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cerdificate.

All calibrations have been conducled in the closed laboratory facilily: environment temperature {22 % 3)°C and humidity < 70%.

Primary Standards ID Cal Date {Certificale No.) Scheduled Calibration
Power meter 44198 (3B41293874 29-Mar-12 {No. 217-01508) Apr-13

Power sensor E4412A MY 41498087 29-Mar-12 (No. 217-01508) Apr-13

Reference 3 dB Atlenuator SN: 55054 (3c) 27-Mar-12 (No. 217-01531) Apr-13

Reference 20 dB Atlenuator SN: 35086 (20b) 27-Mar-12 (No. 217-01529) Apr-13

Reference 30 dB Allenuator SN: 85129 (30b) 27-Mar-12 (No. 217-01532} Apr-13

Reference Probe ES3DV2 SN: 3013 29-Dec-11 (No. ES3-3013 Dectt) Dec-12

DAE4 SN: 660 10-Jan-12 {(No. DAE4-660 Jani2) Jan-13

Secondary Standards D Check Dale {in house) Scheduled Check

RF generator HP 8648C US3842001700 4-Aug-99 {in house check Apr-11) In hause check: Apr-13
Network Analyzer HP 8753E US37390585 18-Qct-01 (in house check Oct-11) In house check: Oct-12

Calibrated by:

Approved by:

Name _
. lo i

Function

This calibralion cerlificate shall not be reproduced except in full without written approval of the laboratory.

Sig_nature

Issued: May 21, 2012

Certificate No: ES3-3263_May1t2
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Calibration Laboratory of
Schmid & Partner
Engineering AG

1]
s,

., Schweizerischer Kalibrierdienst
Service suisse d'étalonnage

Servizio svizzero di taratura

“,

P

et

1S

Zeughausstrasse 43, 8004 Zurich, Switzerland ’fz,’/’;\\\\‘ Swiss Calibration Service
Iy
Accredited by the Swiss Accreditation Service (SAS) Accreditation No,, SCS 108

The Swiss Accreditation Service Is one of the signatories to the EA
Muttilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating ifquid

NORMzx,y,z sensitivily in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

A B, C modulation dependent linearization parameters

Polarization ¢ o rotation around probe axis

Polarization 9 9 rotation around an axis that is in the plane normal to probe axis {(af measurement center),

i.e., 3 = 0 is normal to probe axis

Calibration is Performed According to the Following Standards:

a)

b}

[EEE Std 1528-2003, "IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, December 2003

IEC 82209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear {frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:

NORMx,y,z: Assessed for E-field polarization § = 0 (f <900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMX,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E*-field
uncertainty inside TSL {see below ConvF),

NORM(Ox.y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
imptemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal {no uncertainty required). DCP does not depend on frequency nor media.

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

Ax.y.z; Bx,y,z; Cxy,z, VRx,y,z: A, B, C are numerical linearization parameters assessed based on the data of
power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR is the
maximum calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Paramelers: Assessed in flat phantom using E-field {or Temperature Transfer
Standard for f £ 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
houndary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds fo that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from & 50 MHz to + 100
MHz.

Spherical isotropy (3D deviation from isofropy): In a fleld of low gradients realized using a flat phantom
exposed by a patch anienna.

Sensor Offsel: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required.

Certificate No: £53-3263_May12 Page 2 of 11



ES3DV3 - SN:3263 May 18, 2012

Probe ES3DV3

SN:3263

Manufactured:  January 25, 2010
Calibrated: May 18, 2012

Calibrated for DASY/EASY Systems

{Note: non-compatible with BASY2 systemt)
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ES3DV3- SNi3263 May 18, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Une (k=2}
Norm {pVAVIm®)* 1,21 1.23 1.12 £101%
DCP (mV)® 100.1 99.6 104.5

Modulation Calibration Parameters

uip Communication System Name PAR A B o4 VR Une®
dB dB dB mv (k=2)
0 cw 000 | X | o0.00 0.00 1.00 1539 | 244 %
Y 0.00 0.00 1.00 159.2
Z 0.00 0.00 1.00 150.3

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncertainties of NormX,Y,Z do not affect the E*-field uncertalnty inside TSL (see Pages 5 and 6),
® Numerical linearization parameter: uncertainty not raquired.

Uncertainty is determined using the max. devialion from linear response applying rectangular distribution and is expressed for the square of the
field vatue.

Cerlificate No: ES3-3263_May12 Page 4 of 11



ES3DV3- SN:3263 May 18, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth Unct.

f(MHz)® | Permittivity” (sfm”© ConvF X | ConvFY | ConvFZ | Alpha {mm) {k=2)
750 41.9 (.82 6.40 6.40 6.40 0.32 1.73 +12.0%
835 41.5 .20 8.16 6.16 6.16 0.40 1.54 £12.0%
1640 40.3 1.29 5.46 5.46 5.46 0.53 1.37 +12.0%
1750 40.1 1.37 5.30 5.30 5.30 0.47 1.50 £120%
1900 40.0 1.40 5.09 5.09 5.09 0.55 1.35 +12.0 %
2450 38.2 1.80 4.45 4.45 4.45 0.77 1.27 +12.0%
2600 39.0 1.96 4.34 4.34 4.34 0.76 1.34 +12.0%

© Frequency validity of + 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is resiricted to + 50 MHz. The unceriainty is tha RSS
of the ConwF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies befow 3 GHz, the validity of tissue parameters (e and o) can be relaxed to + 10% if liguid compensation formula is applied to
measured SAR values. At fraquencies above 3 GHz, the validity of tissue parameters (e and o) is restricted to + 5%. The uncertainty is the RSS of
the ConvF uncerfainty for indicated target tissue parameters.

Certificate No: ES3-3263_May12 Page 5 of 11



ES3DV3- SN:3263 May 18, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth Unct.

f{MHz)}® | Permittivity " (stm* ConvFX | ConvEFY | ConvFZ | Alpha {mm) (k=2)
450 56.7 0.94 7.05 7.05 7.05 0.08 1.15 +13.4 %
750 55.5 0.96 6.26 6.26 6.26 0.68 1.24 +12.0%
835 55.2 0.97 6.15 6.15 6.15 0.40 1.85 +12.0%
1640 53.8 1.40 5.33 5.33 5.33 0.74 1.27 +12.0%
1750 53.4 1.49 4.96 4.96 4.96 0.62 1.41 +12.0%
1900 53.3 1.52 4.76 4.76 4.76 0.54 1.48 +12.0%
2450 52.7 1.95 4.35 4.35 4.35 0.80 1.15 +120%
2600 52.5 2.16 4.16 4.16 4.16 0.80 1.00 +12.0%

¢ Frequency validity of 100 MHz only applies for DASY v4.4 and higher (see Page 2}, else it is restricted to £ 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validily of tissue parameters {¢ and o} can be relaxed to £ 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validily of tissue parameters (¢ and o) Is restricted to £ 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.
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ES3DV3- SN:3263 May 18, 2012

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveduide: R22)
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Uncertainty of Frequency Response of E-field: £ 6.3% (k=2)
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ES3DV3- GN:3263 May 18, 2012

Receiving Pattern (¢), 8 = 0°

=600 MHz, TEM f=1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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ES3DV3- SN:3263 May 18, 2012

Dynamic Range f(SARc.q)
(TEM cell , f = 900 MHz)

input Signal [uV3
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SAR [mW/cm3)
4]
not compensated compensated

Error [dB]
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B SAR [mW/em3] B
¢ (@]
not compensated compensated

Uncertainty of Linearity Assessment: * 0.6% (k=2)
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ES3DV3- SN:3263 May 18, 2012

Conversion Factor Assessment

f = 835 MHz, WGLS R9 (H_convF) f= 1900 MHz, WGLS R22 (H_convF)
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Uncertainty of Spherical Isotropy Assessment: t 2.6% (k=2)
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ES3DV3- SN:3263

May 18, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Other Probe Parameters

Sensor Arrangement Triangular
Ceonnector Angle (°) 639
Mechanical Surface Detection Made enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2mm
Probe Tip to Sensor Y Calibration Point 2mm
Probe Tip to Sensor Z Calibration Point 2 mm
Recommended Measurement Distance from Surface 3mm
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accreditation No.: SCS 108

Accredited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client  PCTest -

Certificate No: ES3-3288_Sep12

Object

Calibration procedure(s)

Calibration date:

September20, 2012

Calibration Equipment used (M&TE critical for calibration)

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

I

’E{ )
N

Primary Standards 1D Cal Date (Certificate No.) Scheduled Calibration
Power meter E4419B GB41293874 29-Mar-12 {No. 217-01508) Apr-13

Power sensor E4412A MY41498087 29-Mar-12 (No. 217-01508) Apr-13

Reference 3 dB Attenuator SN: 85054 (3c) 27-Mar-12 (No. 217-01531) Apr-13

Reference 20 dB Attenuator SN: 85086 (20b) 27-Mar-12 (No. 217-01529) Apr-13

Reference 30 ¢B Attenuator SN: $5129 (3Cb) 27-Mar-12 (No. 217-01532) Apr-13

Reference Probe ES3DV2 SN: 3013 29-Dec-11 (No. ES3-3013_Dec11) Dec-12

DAE4 SN: 660 20-Jun-~12 (No. DAE4-660_Juni2) Jun-13

Secondary Standards 1D Check Date {in house) Scheduled Check

RF generator HP 8648C US3642U01700 4-Aug-99 (in house check Apr-11) In house check: Apr-13
Network Analyzer HP 8753E US37390585 18-Cct-01 (in house check Oct-11) In house check: Oct-12

Calibrated by:

Approved by:

Katja Pokavic

FUI']thOI"I

This calibration certificate shail not be reproduced except in full without written approval of the laboratory.

Signature

Issued: September 20, 2012

Certificate No: ES3-3288_Sepi2

Page 1 of 11




Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

A B C modulation dependent linearization parameters

Polarization o ¢ rotation around probe axis

Polarization & 9 rotation around an axis that is in the plane normal to probe axis (at measurement center),

i.e., 3 =0 is normal fo probe axis

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2003, “|EEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR} in the Human Head from Wireless Communications Devices: Measurement
Techniques”, December 2003

b} IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
s NORMx,y,z: Assessed for E-field polarization 8 = 0 {f £ 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMXx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E -field
uncertainty inside TSL (see below ConvF).

e NORM(fx,y.z = NORMx,y,z * frequency_response (see Frequency Response Chart}. This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

« DCPxy.z: DCP are numerical linearization parameters assessed hased on the data of power sweep with CW
signal {no uncertainty required). DCP does not depend on frequency nor media.

¢ PAR:PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

e Axyz Bxy,z; Cxy.z, VRxyz: A, B, C are numerical linearization parameters assessed based on the data of
power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR is the
maximum calibration range expressed in RMS voltage across the diode.

=  ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f £ 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for { > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from + 50 MHz to £ 100
MHz.

« Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

e Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required.
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SN:3288

Manufactured:  July 6, 2010
Calibrated: September 20, 2012

Calibrated for DASY/EASY Systems

(Note: non-compatible with DASYZ2 system!)
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ES3DV3- SN:3288 Septernber 20, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3288

Basic Calibration Parameters

Sensor X SensorY Sensor Z Unc (k=2)
Norm (uV/(V/m)Z)A 0.87 0.97 0.75 +101 %
DCP (mV)® 101.3 102.4 103.9

Modulation Calibration Parameters

uID Communication System Name PAR A B c VR Unct
dB dB dB my (k=2)
0 cw 000 | x| o0.00 0.00 100 | 1686 | 33 %
Y 0.00 0.00 1.00 132.2
Z 0.00 0.00 1.00 156.8

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

* The uncertainties of NormX,Y,Z do not affect the E*-field uncertainty inside TSL {see Pages 5 and 6).

8 Numerical linearization parameter: uncertainty not required.

E Uncertainty is determined using the max. deviation: from linear response applying rectangular distribution and is expressed for the square of the
field value.
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ES3DV3- SN:3288 September 20, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3288

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth Unct.

f(MHZ}® | Permittivity " (S/m)F ConvF X | ConvFY | ConvFZ | Alpha (mm) {k=2)
750 41.9 0.89 6.67 6.67 6.67 0.80 1.14 +12.0%
835 4.5 0.90 6.41 6.41 B.41 0.76 1.18 +12.0%
1750 40.1 1.37 5.51 5.51 5.51 0.70 1.28 +12.0%
1900 40.0 1.40 5.28 5.28 5.28 0.80 1.22 +12.0 %
2450 39.2 1.80 4.61 4.61 4.61 0.80 1.26 +12.0%
2600 39.0 1.96 4.45 4.45 4.45 0.80 1.31 +12.0 %

° Frequency validity of + 100 MKz only applies for DASY v4.4 and higher (see Page 2}, else it is restricted to x 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of fissue parameters (¢ and o) can be relaxed to % 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (£ and o) is restricted to + 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.
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ES3DV3- SN:3288 September 20, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3288

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth Unct.

f (MHz) ¢ PermittivityF (simF© ConvFX | ConvFY | ConvFZ | Alpha (mm) (k=2)
750 55.5 0.96 6.44 6.44 6.44 0.62 1.31 +12.0%
835 55.2 0.97 8.31 6.31 6.31 0.38 1.78 +12.0%
1750 53.4 1.49 5.18 5.18 5.18 0.64 1.43 +12.0%
1900 53.3 1.52 4.89 4.89 4.88 0.50 1.64 £12.0 %
2450 52.7 1.95 4.35 4.35 4.35 0.74 1.23 +12.0%
2600 52.5 2.16 4.09 4.09 4.09 0.80 1.07 +12.0%

¢ Frequency validity of = 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters {e and o) can be relaxed to + 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 Gz, the validity of tissue parameters (e and o) is restricted to + 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.

Certificate No: ES3-3288_Sep12 Page 6 of 11




ES3DV3- SN:3288 September 20, 2012

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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Uncertainty of Frequency Response of E-field: * 6.3% (k=2)}
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ES30V3- SN:3288 September 20, 2012

Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM f=1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: * 0.5% (k=2)
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ES3DV3- SN:3288 September 20, 2012

Dynamic Range f(SARaq)
(TEM cell , f = 900 MHz}
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Uncertainty of Linearity Assessment: % 0.6% (k=2)
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ES3DV3- SN:3288

Conversion Factor Assessment

f = 835 MHz, WGLS RS (H_convF)

September 20, 2012

f= 1750 MHz WGLS R22 (H_convF)
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ES3DV3- 8N:3288

September 20, 2012

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3288

Other Probe Parameters

Sensar Arrangement Triangular
Connector Angle (%) 54.3
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2mm
Probe Tip to Sensor Y Calibration Point 2mm
Probe Tip to Sensor Z Calibration Point 2 mm
Recommended Measurement Distance from Surface 3 mm
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CALIBRATION CERTIFICAT

Client

ic &z’ﬁ;étes d-‘:’:!-_E_XS"-BSGT Ju!

Object EX3DV4 - SN:3561

Calibration procedure(s)

duly26,2012

Calibration date:

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI). %
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 £ 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration}

Calibrated by:

Approved by:

Primary Standards D Cal Date {Certificate No.) Scheduled Calibration

Power meter £4419B8 cB41293874 29-Mar-12 (No. 217-01508) Apr-13

Power sensor E4412A MY41498087 29-Mar-12 (No. 217-01508) Apr-13

Reference 3 dB Attenuator SN: 55054 (3¢) 27-Mar-12 {Na. 217-01531) Apr-13

Reference 20 dB Aftenuator 3N: 85086 (20b) 27-Mar-12 (No. 217-01529) Apr-13

Reference 30 dB Attenuator SN; $5129 (30b) 27-Mar-12 {No. 217-01532) Apr-13

Reference Probe ES3DV2 SN: 3013 29-Dec-11 (No. ES3-3013_Dec11) Dec-12

DAE4 SN: 680 20-Jun-12 (No. DAE4-660_Jun12} Jun-13

Secondary Standards 1z Check Date (in house) Scheduled Check

RF generator HP 8648C US3642001700 4-Aug-99 (in house check Apr-11) In house check: Apr-13

Network Analyzer HP 8753k US37390585 18-Oct-01 {in house check Qgt-11} In house check: Oct-12
Name “ISignature .

Joton Kastrat

Issued: Juiy 26, 2012

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

NORMx.y,z sensitivity in free space

ConvF sensitivity in TSL/ NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

ABC modulation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization & 9 rotation around an axis that is in the plane normal to probe axis {at measurement center),

i.e., & = 0 is normal to probe axis

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2003, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, December 2003

b) IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
»  NORMx,y,z: Assessed for E-field polarization 8 = 0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 wavegunde)
NORMYX,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E % field
uncertainty inside TSL (see below ConvF).

o NORM(Nx,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

»  DCPx,y,z: DCP are numerical finearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

e PAR:PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

«  Axy.z Bx,y.z Cxy,z VRxyz A, B, C are numerical linearization parameters assessed based on the data of
power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR is the
maximum calibration range expressed in RMS voltage across the diode.

s ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation {alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from + 50 MHz to + 100
MHz.

e Spherical isotropy (3D deviation from fsotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

s Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
(on probe axis}. No tolerance required.
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EX3DV4 — SN:3561 July 26, 2012

Brobe

SN:3561

Manufactured:  February 14, 2005
Calibrated: July 26, 2012

Calibrated for DASY/EASY Systems

(Note: non-compatible with DASY2 system!)
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EX3DV4— SN:3561 July 28, 2012

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3561

Basic Calibration Parameters

Sensor X SensorY Sensor Z Unc (k=2)
Norm (uV/(V/m)z)A 0.43 0.48 0.43 +10.1 %
DCP (mV)® 95.3 100.0 98.1

Modulation Calibration Parameters

uiD Communication System Name PAR A B c VR Unct
dB dB dB mv (k=2)
¢ cw 0.00 X 0.00 0.00 1.00 147.3 1.7 %
Y 0.00 0.00 1.00 112.4
Z 0.00 0.00 1.00 100.9

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncertainties of NormX,Y,Z do not affect the E*-field uncertainty inside TSL (see Pages 5 and 6).

® Numerical linearization parameter: uncertainty not required.

E Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value.
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EX3DV4— SN:3561 July 26, 2012

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3561

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth Unct.

f(MHz)© | Permittivity ™ (srmf ConvF X | ConvFY | ConvFZ | Alpha (mm) (k=2)
750 41.9 0.89 8.41 8.41 8.41 0.65 0.69 £12.0%
835 41.5 0.90 7.98 7.98 7.98 0.22 1.34 £12.0%
1750 40.1 1.37 7.27 7.27 7.27 0.60 0.73 +12.0 %
1900 40.0 1.40 6.95 6.95 6.95 0.47 0.81 +12.0 %
2450 39.2 1.80 8.23 6.23 6.23 0.50 0.81 +12.0 %
2600 39.0 1.96 6.12 6.12 6.12 0.54 0.79 £12.0%
4950 36.3 4.40 4.66 4.66 4.66 0.35 1.80 +13.1%
5200 36.0 4.66 4.45 4.45 4.45 0.35 1.80 £13.1%
5300 35.9 4.76 4.16 4.16 4.16 040 -| 1.80 +131%
5500 35.6 4.96 418 4.18 4.18 0.43 1.80 +13.1 %
5600 35.5 5.07 4.00 4.00 4.00 0.40 1.80 £13.1%
5800 35.3 5.27 3.92 3.92 3.92 0.45 1.80 +131%

© Frequency validity of 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is restricted to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration: frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters (e and ) can be relaxed to = 10% if liquid cornpensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters {z and ) is restricted to 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.
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EX3DV4- SN:3561 July 26, 2012

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3561

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conducfivity Depth Unct.

f {(MHz) ¢ Permittivity "~ (Sim) F ConvFX | ConvFY | ConvFZ | Alpha {(mm) (k=2)
750 B5.5 0.96 8.18 8.18 8.18 0.37 0.97 +12.0%
835 55.2 0.97 8.11 8.11 8.11 0.48 0.81 +120%
1750 534 1.49 6.78 6.78 6.78 0.35 0.98 +12.0 %
1900 53.3 1.52 6.51 8.51 6.51 0.31 1.01 +12.0 %

2450 52.7 1.95 8.22 6.22 6.22 0.80 0.60 +12.0 %
2600 52.5 2.16 6.09 6.09 6.09 0.80 0.50 +12.0%
4950 49.4 5.01 3.91 3.9 3.9 0.45 1.90 £131%
5200 49.0 5.30 3.76 3.78 3.76 0.50 1.0 £13.1 %
5300 48.9 5.42 3.54 3.54 3.54 0.52 1.80 +£13.1 %
5500 48.6 5.65 3.33 3.33 3.33 0.55 1.90 131 %
5600 48.5 577 3.7 3.17 3.17 0.50 1.90 +13.1%
5800 48.2 6.00 3.42 3.42 3.42 0.55 1.90 +13.1%

© Frequency validity of = 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is restricted to = 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 Ghiz, the validity of tissue parameters (e and &} can be relaxed to & 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (¢ and o) is restricted te = 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.
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EX3DV4— SN:3561 July 26, 2012

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)

Frequency response (normalized)
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Uncertainty of Frequency Response of E-field: % 6.3% (k=2)
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EX3DV4- SN:3561

Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM

=1800 MHz R22

July 26, 2012
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Uncertainty of Axial Isotropy Assessment: % 0.5% (k=2)
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EX3DV4— SN:3561 July 26, 2012

Dynamic Range f(SARpead)
(TEM cell , f= 900 MHz}
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Uncertainty of Linearity Assessment: + 0.6% (k=2)
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EX3DV4- SN:3561

July 26, 2012

Conversion Factor Assessment

f= 835 MHz, WGLS R9 (H_convF) f = 1900 MHz, WGLS R22 (H_convF)
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EX3DV4— SN:3561

July 26, 2012

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3561

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (°) 774
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 9 mm
Tip Diameter 2.5 mm
Probe Tip to Sensor X Calibration Point 1mm
Probe Tip to Sensor Y Calibration Point 1 mm
Probe Tip to Sensor Z Calibration Point 1 mm
Recommended Measurement Distance from Surface 2mm
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APPENDIX D:SAR TISSUE SPECIFICATIONS

Measurement Procedure for Tissue verification:

1) The network analyzer and probe system was configured and calibrated.

2) The probe was immersed in the tissue. The tissue was placed in a nonmetallic container.
Trapped air bubbles beneath the flange were minimized by placing the probe at a slight
angle.

3) The complex admittance with respect to the probe aperture was measured

4) The complex relative permittivity € can be calculated from the below equation
(Pournaropoulos and Misra):

Jwe £, ¢bpbr ,exp[—jwr(ﬂog}go)m] 11y
y = =% %0 dg'dp’d
[in(b/a)f L1 Jyeoss r r

where Yis the admittance of the probe in contact with the sample, the primed and unprimed coordinates
refer to source and observation points, respectively, r* = p>+ p”* —2pp’cos¢’, wis the angular frequency,

and j:\/—_l.

Table D-I
Composition of the Tissue Equivalent Matter
Frequency (MHz) 750 835 1750 1900 2450 5200-5800
Tissue Body Body Body Body Body Body
Ingredients (% by weight)
Bactericide 0.1
DGBE 31 29.44 26.7
HEC See Next L
NaCl Page 0.94 0.2 0.39 0.1
Sucrose 449
Polysorbate (Tween) 80 20
Water 53.06 68.8 70.17 732 80
’ " Reviewed by:
FCC ID: A3LSCHI925U ENECTEST SAR EVALUATION REPORT Priamsuncd crieweay
Quality Manager
Test Dates: DUT Type: APPENDIX D:
11/29/12 - 12/06/12 Portable Tablet Computer Page 1 of 2
© 2012 PCTEST Engineering Laboratory, Inc. REV 11.3M

04/23/2012



2 Composition / Information on ingredients
The ltem is composed of the following ingredients:

H.O Water, 35 — 58%
Sucrose Sugar, white, refined, 40 — 60%
NaCl Sodium Chleride, 0 — 6%

Hydroxyethyl-cellulose  Medium Viscosity (CAS# 9004-62-0), <0.3%

Preventol-D7

0.1-07%

Preservative: aqueous preparation, (CAS# 55965-84-9), containing
5-chloro-2-methyl-3(2H)-isothiazolone and 2-methyyl-3(2H}-isothiazolone,

Relevant for safety; Refer to the respective Safety Data Sheet”.

Figure D-1

Composition of 750 MHz Body Tissue Equivalent Matter

Note: 750MHz liquid recipes are proprietary SPEAG. Since the composition is approximate to the actual

liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.
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Figure D-2

750MHz Body Tissue Equivalent Matter
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APPENDIX E: SAR SYSTEM VALIDATION

Per FCC KDB 865664 D02v01, SAR system validation status should be documented to confirm
measurement accuracy. The SAR systems (including SAR probes, system components and software
versions) used for this device were validated against its performance specifications prior to the SAR
measurements. Reference dipoles were used with the required tissue- equivalent media for system
validation, according to the procedures outlined in IEEE 1528-2003 and FCC KDB 865664 D01 vO1.
Since SAR probe calibrations are frequency dependent, each probe calibration point was validated at a
frequency within the valid frequency range of the probe calibration point, using the system that normally
operates with the probe for routine SAR measurements and according to the required tissue-equivalent
media.

A tabulated summary of the system validation status including the validation date(s), measurement
frequencies, SAR probes and tissue dielectric parameters has been included.

Table E-I
SAR System Validation Summary
COND. | PERM. CW VALIDATION MOD. VALIDATION
SAR
FREQ. PROBE | PROBE
SYSJEM [MHz] RAIE SN TYPE IFRIEI= EAL [Pl © ©) SENSI- PROBE PROBE MOD. TYPE DUTY PAR
" TIVITY LINEARITY ISOTROPY : FACTOR
D 750 10/18/2012 3288 ES3DV3 750 Body 0.947 55.34 PASS PASS PASS N/A N/A N/A
B 835 10/15/2012 3209 ES3DV3 835 Body 0.984 55.43 PASS PASS PASS GMSK PASS N/A
E 835 10/22/2012 3263 ES3DV3 835 Body 0.980 53.82 PASS PASS PASS GMSK PASS N/A
B 1750 10/23/2012 3209 ES3DV3 1750 Body 1.541 55.14 PASS PASS PASS N/A N/A N/A
E 1900 10/18/2012 3263 ES3DV3 1900 Body 1.578 52.61 PASS PASS PASS GMSK PASS N/A
B 2450 10/31/2012 3209 ES3DV3 2450 Body 2.044 51.82 PASS PASS PASS OFDM N/A PASS
C 5200 11/9/2012 3561 EX3DV4 5200 Body 5.344 48.480 PASS PASS PASS OFDM N/A PASS
C 5300 11/10/2012 3561 EX3DV4 5300 Body 5.498 48.160 PASS PASS PASS OFDM N/A PASS
C 5500 11/10/2012 3561 EX3DV4 5500 Body 5.770 47.710 PASS PASS PASS OFDM N/A PASS
C 5600 11/12/2012 3561 EX3DV4 5600 Body 5.955 47.470 PASS PASS PASS OFDM N/A PASS
C 5800 11/10/2012 3561 EX3DV4 5800 Body 6.260 46.930 PASS PASS PASS OFDM N/A PASS
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APPENDIX G: SENSOR TRIGGERING DATA SUMMARY
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A3LSCHI925U Sensor Triggering Data Summary

Per FCC KDB Publication 616217 D01, this device was tested by the manufacturer to determine the proximity
sensor triggering distances for the back and top edge of the device. The measured output power within £ 5 mm of
the triggering points (or until touching the phantom) is included for back side and each applicable edge.

To ensure all production units are compliant it is necessary to test SAR at a distance 1mm less than the smallest
distance from the device and SAR phantom (determined from these triggering tests according to the KDB 616217
DO01) with the device at maximum output power without power reduction. These additional SAR Tests are included

additionally to the SAR tests for the device touching the SAR phantom, with reduced power.
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Back Side

Moving Towards the Phantom

KDB 616217 6.2.9
Measured Power [dBm]

Distance[mm] 8 7 16 13 “ 3 2 1 10 9 8

CellCDMA 24.69 24.71 2490 24.71 24.70 19.01 18.99 18.96 19.04 19.03 19.00

PCSCDMA 24.73 2469 24.71 24.70 24.72 14.04 13.97 14.01 4.01 14.03 14.03

AWS CDMA 24.71 24.71 24.73 24.71 24.70 14.52 14.51 %49 14.48 14.48 14.50

LTE B2 23.1 23.10 23.10 23.13 23.12 2.1 12.01 2’4 12.08 12.08 122.02
LTE B4 23.20 23.20 23.21 23.22 23.22 .21 213 211 12.09 2.1 .12
LTE B5 23.21 23.20 23.20 23.22 23.20 15.00 15.00 15.01 15.01 15.02 15.00
LTE B12 23.00 23.03 23.00 23.01 23.01 14.70 u.72 u.74 4.73 4.73 4.74

Moving Away from the Phantom

KDB 616217 6.2.9
Measured Power [dBm]

Distance[mm] 18 17 1] 15 “ 13 12 1 10 9 8

CellCDMA 24.69 24.71 24.90 24.71 24.70 19.01 18.99 18.96 19.04 9.03 19.00

PCSCDMA 24.73 24.69 24.71 24.70 24.72 #4.04 13.97 14.01 14.01 #4.03 14.03

AWS CDMA 24.71 24.71 24.73 24.71 24.70 %.52 #.51 14.49 14.48 %4.48 14.50

LTE B2 23.1 23.10 23.10 23.13 23.2 2.1 12.01 12.00 12.03 2.04 12.02
LTE B4 23.20 23.20 23.21 23.22 23.22 2.1 2.8 2.1 12.09 212 212
LTE B5 221 23.20 23.20 23.22 23.20 15.00 15.00 15.01 15.01 15.02 15.00
LTE B12 23.00 23.03 23.00 23.01 23.01 %70 u.72 “.74 473 %73 14.74

Based on the most conservative measured triggering distance of 13 mm, additional SAR measurements were
required at 12 mm from the back side.
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Top Edge

Moving Towards the Phantom

KDB 616217 6.2.9
Measured Power [dBm]

Distance[mm] 13 13 # B 1 1 10 9 8 7 6
CellCDMA 2469 | 2471 | 2490 | 2471 | 2470 | 001 | B899 | 1896 | 1904 | 1903 | 19.00
PCSCDMA 2473 | 2469 | 2471 | 2470 | 2472 | #04 | B97 | #o0i #01 | %03 | #.03
AWS CDMA 2471 | 2471 | 2473 | 2471 | 2470 | #52 | #51 | 1449 | 448 | #48 | w50

LTE B2 23t | 230 | 2310 | 2383 | 232 [ 1201 ©01 | 1203 | 1209 | 108 | 1202
LTE B4 2320 | 2320 | 2321 | 2322 | 2322 | 1211 213 2.1 2.1 213 2.1
LTE B5 221 | 2320 | 2320 | 2322 | 2320 | %00 | 500 | 15.01 501 | 502 | .00
LTE B12 2300 | 2303 | 2300 | 2301 | 2301 | #70 | #72 | #74 | w73 | u73 | u74
Moving Away from the Phantom
KDB 616217 6.2.9
Measured Power [dBm]

Distance[mm] 16 15 “ 13 12 il 10 9 8 7 6
CellCDMA 2469 | 2471 | 2490 | 2471 | 2470 | w01 | 899 | B9 | 104 | 903 | 19.00
PCSCDMA 2473 | 2469 | 2471 | 2470 | 2472 | w04 | B97 | w01 1401 | 403 | 1.03
AWS CDMA 2471 | 2471 | 2473 | 2471 | 2470 | u52 | w51 | 149 | #48 | w48 | us0

LTE B2 231 | 23100 | 2310 | 238 | 232 [ 1201 201 | 1203 | 209 | 208 | ©02
LTE B4 2320 | 2320 | 2321 | 2322 | 2322 | 1211 213 2.1 2.1 2.8 2.1
LTE B5 221 | 2320 | 2320 | 2322 | 2320 | .00 | 15.00 | 15.01 501 | 602 | 15.00
LTE B12 2300 | 2303 | 2300 | 2301 | 2301 | #70 | #72 | #74 | w73 | u73 | u74

Based on the most conservative measured triggering distance of 11 mm, additional SAR measurements were

required at 10 mm from the top edge.
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