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A P P E N D I X  A :  S A R  T E S T  D A T A  



PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: Cellular CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used (interpolated):  

f = 836.52 MHz; σ = 0.894 mho/m; ε
r
 = 40.8; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-04-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 20.9 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.18, 6.18, 6.18); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1403 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: Cellular CDMA, Right Head, Touch, Mid.ch 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.3 V/m; Power Drift = 0.201 dB 
Peak SAR (extrapolated) = 0.203 W/kg 

SAR(1 g) = 0.168 mW/g; SAR(10 g) = 0.129 mW/g 

0 dB = 0.176mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: # 6 

Communication System: Cellular CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used (interpolated):  

f = 836.52 MHz; σ = 0.894 mho/m; ε
r
 = 40.8; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-04-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 20.9 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.18, 6.18, 6.18); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1403 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: Cellular CDMA, Right Head, Tilt, Mid.ch 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.1 V/m; Power Drift = 0.130 dB 
Peak SAR (extrapolated) = 0.141 W/kg 

SAR(1 g) = 0.115 mW/g; SAR(10 g) = 0.090 mW/g 

0 dB = 0.120mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: Cellular CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used (interpolated):  

f = 836.52 MHz; σ = 0.894 mho/m; ε
r
 = 40.8; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-04-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 20.9 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.18, 6.18, 6.18); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1403 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: Cellular CDMA, Left Head, Touch, Mid.ch 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.3 V/m; Power Drift = 0.009 dB 
Peak SAR (extrapolated) = 0.222 W/kg 

SAR(1 g) = 0.182 mW/g; SAR(10 g) = 0.139 mW/g 

0 dB = 0.190mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: Cellular CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used (interpolated):  

f = 836.52 MHz; σ = 0.894 mho/m; ε
r
 = 40.8; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-04-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 20.9 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.18, 6.18, 6.18); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1403 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: Cellular CDMA, Left Head, Tilt, Mid.ch 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.7 V/m; Power Drift = -0.065 dB 
Peak SAR (extrapolated) = 0.130 W/kg 

SAR(1 g) = 0.107 mW/g; SAR(10 g) = 0.084 mW/g 

0 dB = 0.111mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: AWS CDMA; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: AWS CDMA, Right Head, Touch, Mid.ch 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.3 V/m; Power Drift = 0.044 dB 
Peak SAR (extrapolated) = 0.513 W/kg 

SAR(1 g) = 0.321 mW/g; SAR(10 g) = 0.196 mW/g 

0 dB = 0.339mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: AWS CDMA; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: AWS CDMA, Right Head, Tilt, Mid.ch 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.4 V/m; Power Drift = -0.001 dB 
Peak SAR (extrapolated) = 0.261 W/kg 

SAR(1 g) = 0.163 mW/g; SAR(10 g) = 0.099 mW/g 

0 dB = 0.179mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: AWS CDMA; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: AWS CDMA, Left Head, Touch, Mid.ch 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.1 V/m; Power Drift = 0.126 dB 
Peak SAR (extrapolated) = 0.376 W/kg 

SAR(1 g) = 0.247 mW/g; SAR(10 g) = 0.156 mW/g 

0 dB = 0.267mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: AWS CDMA; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: AWS CDMA, Left Head, Tilt, Mid.ch 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.4 V/m; Power Drift = -0.080 dB 
Peak SAR (extrapolated) = 0.285 W/kg 

SAR(1 g) = 0.173 mW/g; SAR(10 g) = 0.100 mW/g 

0 dB = 0.191mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #1 

Communication System: LTE RF; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 4 (AWS), Right Head, Touch, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.2 V/m; Power Drift = 0.014 dB 
Peak SAR (extrapolated) = 0.888 W/kg 

SAR(1 g) = 0.511 mW/g; SAR(10 g) = 0.299 mW/g 

0 dB = 0.552mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #1 

Communication System: LTE RF; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 4 (AWS), Right Head, Tilt, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 24.5 V/m; Power Drift = 0.006 dB 
Peak SAR (extrapolated) = 1.20 W/kg 

SAR(1 g) = 0.684 mW/g; SAR(10 g) = 0.388 mW/g 

0 dB = 0.731mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #1  

Communication System: LTE RF; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 4 (AWS), Left Head, Touch, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 25.6 V/m; Power Drift = 0.039 dB 
Peak SAR (extrapolated) = 1.36 W/kg 

SAR(1 g) = 0.699 mW/g; SAR(10 g) = 0.360 mW/g 

0 dB = 0.792mW/g

A11



PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #1  

Communication System: LTE RF; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.37 mho/m; ε
r
 = 38.6; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 22.3 °C  

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 

Mode: LTE Band 4 (AWS), Left Head, Tilt, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (7x14x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 27.0 V/m; Power Drift = -0.044 dB 
Peak SAR (extrapolated) = 1.42 W/kg 

SAR(1 g) = 0.723 mW/g; SAR(10 g) = 0.372 mW/g 

0 dB = 0.776mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: PCS CDMA; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: PCS CDMA, Right Head, Touch, Mid.ch 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 15.9 V/m; Power Drift = 0.091 dB 
Peak SAR (extrapolated) = 0.477 W/kg 

SAR(1 g) = 0.296 mW/g; SAR(10 g) = 0.180 mW/g 

0 dB = 0.324mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: PCS CDMA; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: PCS CDMA, Right Head, Tilt, Mid.ch 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.41 V/m; Power Drift = 0.057 dB 
Peak SAR (extrapolated) = 0.169 W/kg 

SAR(1 g) = 0.101 mW/g; SAR(10 g) = 0.059 mW/g 

0 dB = 0.106mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: PCS CDMA; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: PCS CDMA, Left Head, Touch, Mid.ch 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 12.6 V/m; Power Drift = 0.029 dB 
Peak SAR (extrapolated) = 0.361 W/kg 

SAR(1 g) = 0.218 mW/g; SAR(10 g) = 0.128 mW/g 

0 dB = 0.237mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: PCS CDMA; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: PCS CDMA, Left Head, Tilt, Mid.ch 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.2 V/m; Power Drift = -0.207 dB 
Peak SAR (extrapolated) = 0.190 W/kg 

SAR(1 g) = 0.110 mW/g; SAR(10 g) = 0.061 mW/g 

0 dB = 0.120mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #2  

Communication System: LTE PCS 5 Mhz; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 2 (PCS), Right Head, Touch, Mid.ch 

QPSK, 5 MHz BW, 1 RBs, 0 RB Offset 

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.5 V/m; Power Drift = 0.031 dB 
Peak SAR (extrapolated) = 0.741 W/kg 

SAR(1 g) = 0.413 mW/g; SAR(10 g) = 0.228 mW/g 

0 dB = 0.448mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #2  

Communication System: LTE PCS 5 Mhz; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 2 (PCS), Right Head, Tilt, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.6 V/m; Power Drift = 0.125 dB 
Peak SAR (extrapolated) = 0.760 W/kg 

SAR(1 g) = 0.431 mW/g; SAR(10 g) = 0.238 mW/g 

0 dB = 0.474mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #2 

Communication System: LTE PCS 5 Mhz; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 2 (PCS), Left Head, Touch, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 23.2 V/m; Power Drift = 0.046 dB 
Peak SAR (extrapolated) = 1.03 W/kg 

SAR(1 g) = 0.518 mW/g; SAR(10 g) = 0.269 mW/g 

0 dB = 0.591mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #2 

Communication System: LTE PCS 5 Mhz; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used:  

f = 1880 MHz; σ = 1.37 mho/m; ε
r
 = 41.4; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-03-2012; Ambient Temp: 24.8 °C ; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 5.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 2 (PCS),  Left Head, Tilt, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 22.4 V/m; Power Drift = -0.065 dB 
Peak SAR (extrapolated) = 0.972 W/kg 

SAR(1 g) = 0.494 mW/g; SAR(10 g) = 0.249 mW/g 

0 dB = 0.567mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: IEEE 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: 2450 Head Medium parameters used (interpolated):  

f = 2412 MHz; σ = 1.84 mho/m; ε
r
 = 38.5; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-05-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 21.4 °C 

 Probe: EX3DV4 - SN3561; ConvF(6.42, 6.42, 6.42); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: IEEE 802.11b, Right Head, Touch, Ch 01, 1 Mbps 

Area Scan (9x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.21 V/m; Power Drift = -0.139 dB 
Peak SAR (extrapolated) = 0.128 W/kg 

SAR(1 g) = 0.067 mW/g; SAR(10 g) = 0.038 mW/g 

0 dB = 0.083mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: IEEE 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: 2450 Head Medium parameters used (interpolated):  

f = 2412 MHz; σ = 1.84 mho/m; ε
r
 = 38.5; ρ = 1000 kg/m3  

Phantom section: Right Section  

Test Date: 01-05-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 21.4 °C 

 Probe: EX3DV4 - SN3561; ConvF(6.42, 6.42, 6.42); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: IEEE 802.11b, Right Head, Tilt, Ch 01, 1 Mbps 

Area Scan (9x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.22 V/m; Power Drift = 0.200 dB 
Peak SAR (extrapolated) = 0.061 W/kg 

SAR(1 g) = 0.033 mW/g; SAR(10 g) = 0.019 mW/g 

0 dB = 0.041mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: IEEE 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: 2450 Head Medium parameters used (interpolated):  

f = 2412 MHz; σ = 1.84 mho/m; ε
r
 = 38.5; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-05-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 21.4 °C 

 Probe: EX3DV4 - SN3561; ConvF(6.42, 6.42, 6.42); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: IEEE 802.11b, Left Head, Touch, Ch 01, 1 Mbps 

Area Scan (9x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.80 V/m; Power Drift = 0.028 dB 
Peak SAR (extrapolated) = 0.223 W/kg 

SAR(1 g) = 0.119 mW/g; SAR(10 g) = 0.065 mW/g 

0 dB = 0.142mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: IEEE 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: 2450 Head Medium parameters used (interpolated):  

f = 2412 MHz; σ = 1.84 mho/m; ε
r
 = 38.5; ρ = 1000 kg/m3  

Phantom section: Left Section  

Test Date: 01-05-2012; Ambient Temp: 22.6 °C ; Tissue Temp: 21.4 °C 

 Probe: EX3DV4 - SN3561; ConvF(6.42, 6.42, 6.42); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: IEEE 802.11b, Left Head, Tilt, Ch 01, 1 Mbps 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.58 V/m; Power Drift = 0.026 dB 
Peak SAR (extrapolated) = 0.040 W/kg 

SAR(1 g) = 0.023 mW/g; SAR(10 g) = 0.013 mW/g 

0 dB = 0.028mW/g

A24



PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: Cellular CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium: 835 Body Medium parameters used (interpolated):  

f = 836.52 MHz; σ = 0.985 mho/m; ε
r
 = 55; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 01-03-2012; Ambient Temp: 21.4 °C ; Tissue Temp: 20.0 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.12, 6.12, 6.12); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1406 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: Cellular CDMA, Body SAR, Back side, Mid.ch 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 22.8 V/m; Power Drift = 0.010 dB 
Peak SAR (extrapolated) = 0.585 W/kg 

SAR(1 g) = 0.449 mW/g; SAR(10 g) = 0.332 mW/g 

0 dB = 0.474mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: AWS CDMA; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Body Medium parameters used (interpolated): 

f = 1732.5 MHz; σ = 1.52 mho/m; ε
r
 = 50.8; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-03-2012; Ambient Temp: 23.1 °C ; Tissue Temp: 22.5 °C 

 Probe: EX3DV4 - SN3561; ConvF(7.14, 7.14, 7.14); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: AWS CDMA, Body SAR, Back side, Mid.ch 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 14.3 V/m; Power Drift = -0.001 dB 
Peak SAR (extrapolated) = 0.411 W/kg 

SAR(1 g) = 0.257 mW/g; SAR(10 g) = 0.162 mW/g 

0 dB = 0.273mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #1 

Communication System: LTE RF; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: 1750 Body Medium parameters used (interpolated):  

f = 1732.5 MHz; σ = 1.52 mho/m; ε
r
 = 52.83; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-03-2012; Ambient Temp: 23.1 °C ; Tissue Temp: 22.5 °C 

 Probe: EX3DV4 - SN3561; ConvF(7.14, 7.14, 7.14); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: LTE Band 4 (AWS) Body SAR, Back side, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offest 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 16.0 V/m; Power Drift = -0.059 dB 
Peak SAR (extrapolated) = 0.593 W/kg 

SAR(1 g) = 0.369 mW/g; SAR(10 g) = 0.229 mW/g 

0 dB = 0.387mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #6 

Communication System: PCS CDMA; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Body Medium parameters used:  

f = 1880 MHz; σ = 1.49 mho/m; ε
r
 = 52.83; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-05-2012; Ambient Temp: 24.3 °C; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(4.48, 4.48, 4.48); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM Sub Dasy B; Type: SAM 5.0; Serial: TP-1626 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: PCS CDMA, Body SAR, Back side, Mid.ch 

Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.9 V/m; Power Drift = -0.027 dB 
Peak SAR (extrapolated) = 0.268 W/kg 

SAR(1 g) = 0.171 mW/g; SAR(10 g) = 0.109 mW/g 

0 dB = 0.187mW/g

A28



PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #2 

Communication System: LTE RF; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: 1900 Body Medium parameters used:  

f = 1880 MHz; σ = 1.49 mho/m; ε
r
 = 52.83; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-05-2012; Ambient Temp: 24.3 °C; Tissue Temp: 23.1 °C 

 Probe: ES3DV3 - SN3209; ConvF(4.48, 4.48, 4.48); Calibrated: 4/18/2011 

 Sensor-Surface: 4mm (Mechanical Surface Detection) 
 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 

 Phantom: SAM Sub Dasy B; Type: SAM 5.0; Serial: TP-1626 
 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 

Mode: LTE Band 2 (PCS), Body SAR, Back side, Mid.ch 

QPSK, 5 MHz BW, 1 RB, 0 RB Offset 

Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.9 V/m; Power Drift = -0.060 dB 
Peak SAR (extrapolated) = 0.234 W/kg 

SAR(1 g) = 0.152 mW/g; SAR(10 g) = 0.095 mW/g 

0 dB = 0.166mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: A3LSCHR940; Type: Portable Handset; Serial: #7 

Communication System: IEEE 802.11b; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: 2450 Body Medium parameters used (interpolated):  

f = 2412 MHz; σ = 1.91 mho/m; ε
r
 = 51.3; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-05-2012; Ambient Temp: 22.8 °C ; Tissue Temp: 21.7 °C  

 Probe: EX3DV4 - SN3561; ConvF(6.26, 6.26, 6.26); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

Mode: IEEE 802.11b, Body SAR, Ch 01, 1 Mbps, Back Side 

Area Scan (9x12x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.80 V/m; Power Drift = 0.21 dB 
Peak SAR (extrapolated) = 0.228 W/kg 

SAR(1 g) = 0.117 mW/g; SAR(10 g) = 0.061 mW/g 

0 dB = 0.150mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d047 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used: 

f = 835 MHz; σ = 0.893 mho/m; εr = 40.8; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 01-04-2012; Ambient Temp: 22.6°C; Tissue Temp: 20.9°C 

 Probe: ES3DV3 - SN3258; ConvF(6.18, 6.18, 6.18); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1403 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

835MHz System Verification 

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Input Power = 20.0 dBm (100 mW) 

SAR(1 g) = 1.01 mW/g; SAR(10 g) = 0.653 mW/g 
Deviation = 5.98 % 

0 dB = 1.09mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d047 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1 
Medium: 835 Head Medium parameters used: 

f = 835 MHz; σ = 0.893 mho/m; εr = 40.8; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm 

Test Date: 01-04-2012; Ambient Temp: 22.6°C; Tissue Temp: 20.9°C 

 Probe: ES3DV3 - SN3258; ConvF(6.18, 6.18, 6.18); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1403 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

835MHz System Verification 

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Input Power = 20.0 dBm (100 mW) 

SAR(1 g) = 1.01 mW/g; SAR(10 g) = 0.653 mW/g 
Deviation = 5.98 % 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1750 MHz; Type: D1750V2; Serial: 1051 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used:  

f = 1750 MHz; σ = 1.39 mho/m; ε
r
 = 38.5; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm  

Test Date: 01-03-2012; Ambient Temp: 22.8°C; Tissue Temp: 22.3°C 

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

1750 MHz System Verification 

Area Scan (6x6x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 16 dBm (40 mW) 
SAR(1 g) = 1.38 mW/g; SAR(10 g) = 0.710 mW/g 

Deviation = -6.76 % 

0 dB = 1.56mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1750 MHz; Type: D1750V2; Serial: 1051 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1 
Medium: 1750 Head Medium parameters used:  

f = 1750 MHz; σ = 1.39 mho/m; ε
r
 = 38.5; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm  

Test Date: 01-03-2012; Ambient Temp: 22.8°C; Tissue Temp: 22.3°C 

 Probe: EX3DV4 - SN3561; ConvF(7.37, 7.37, 7.37); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

1750 MHz System Verification 

Area Scan (6x6x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 16 dBm (40 mW) 
SAR(1 g) = 1.38 mW/g; SAR(10 g) = 0.710 mW/g 

Deviation = -6.76 % 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: 502 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used (interpolated):  

f = 1900 MHz; σ = 1.39 mho/m; ε
r
 = 41.37; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-03-2012; Ambient Temp: 24.8°C; Tissue Temp: 23.1°C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

1900MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 20 dBm (100 mW) 
SAR(1 g) = 3.81 mW/g; SAR(10 g) = 1.94 mW/g 

Deviation = -5.22% 

0 dB = 4.18mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: 502 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1 
Medium: 1900 Head Medium parameters used (interpolated):  

f = 1900 MHz; σ = 1.39 mho/m; ε
r
 = 41.37; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-03-2012; Ambient Temp: 24.8°C; Tissue Temp: 23.1°C 

 Probe: ES3DV3 - SN3209; ConvF(5.11, 5.11, 5.11); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM with CRP; Type: SAM 4.0; Serial: TP1375 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

1900MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 20 dBm (100 mW) 
SAR(1 g) = 3.81 mW/g; SAR(10 g) = 1.94 mW/g 

Deviation = -5.22% 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: SAR Dipole 2450 MHz; Type: D2450V2; Serial: 719 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: 2450 Head Medium parameters used:  

f = 2450 MHz; σ = 1.88 mho/m; ε
r
 = 38.3; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-05-2012; Ambient Temp: 22.6°C; Tissue Temp: 21.4°C 

 Probe: EX3DV4 - SN3561; ConvF(6.42, 6.42, 6.42); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

2450MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 16 dBm (40 mW) 
SAR(1 g) = 2.2 mW/g; SAR(10 g) = 0.962 mW/g 

Deviation = 2.23% 

0 dB = 2.88mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: SAR Dipole 2450 MHz; Type: D2450V2; Serial: 719 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: 2450 Head Medium parameters used:  

f = 2450 MHz; σ = 1.88 mho/m; ε
r
 = 38.3; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-05-2012; Ambient Temp: 22.6°C; Tissue Temp: 21.4°C 

 Probe: EX3DV4 - SN3561; ConvF(6.42, 6.42, 6.42); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1114 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

2450MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 16 dBm (40 mW) 
SAR(1 g) = 2.2 mW/g; SAR(10 g) = 0.962 mW/g 

Deviation = 2.23% 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d047 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1 
Medium: 835 Body Medium parameters used:  

f = 835 MHz; σ = 0.984 mho/m; εr = 55; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-03-2012; Ambient Temp: 21.4 °C; Tissue Temp: 20.0 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.12, 6.12, 6.12); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1406 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 172 

835MHz System Verification 

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 20.0 dBm (100 mW) 
SAR(1 g) = 1.03 mW/g; SAR(10 g) = 0.678 mW/g 

Deviation = 4.57 % 

0 dB = 1.11mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 835 MHz; Type: D835V2; Serial: 4d047 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1 
Medium: 835 Body Medium parameters used:  

f = 835 MHz; σ = 0.984 mho/m; εr = 55; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.5 cm  

Test Date: 01-03-2012; Ambient Temp: 21.4 °C; Tissue Temp: 20.0 °C 

 Probe: ES3DV3 - SN3258; ConvF(6.12, 6.12, 6.12); Calibrated: 4/8/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn649; Calibrated: 2/21/2011 
 Phantom: SAM Main; Type: SAM 4.0; Serial: TP-1406 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 172 

835MHz System Verification 

Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 20.0 dBm (100 mW) 
SAR(1 g) = 1.03 mW/g; SAR(10 g) = 0.678 mW/g 

Deviation = 4.57 % 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1750 MHz; Type: D1750V2; Serial: 1051 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1 
Medium: 1750 Body Medium parameters used: 

f = 1750 MHz; σ = 1.54 mho/m; εr = 50.8; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-03-2012; Ambient Temp: 23.1°C; Tissue Temp: 22.5°C 

 Probe: EX3DV4 - SN3561; ConvF(7.14, 7.14, 7.14); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

1750 MHz System Verification 

Area Scan (6x6x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Input Power = 16.0 dBm (40 mW) 

SAR(1 g) = 1.48 mW/g; SAR(10 g) = 0.757 mW/g 
Deviation = 0.00 % 

0 dB = 1.67mW/g

B11



PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1750 MHz; Type: D1750V2; Serial: 1051 

Communication System: CW; Frequency: 1750 MHz;Duty Cycle: 1:1 
Medium: 1750 Body Medium parameters used: 

f = 1750 MHz; σ = 1.54 mho/m; εr = 50.8; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-03-2012; Ambient Temp: 23.1°C; Tissue Temp: 22.5°C 

 Probe: EX3DV4 - SN3561; ConvF(7.14, 7.14, 7.14); Calibrated: 7/27/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

1750 MHz System Verification 

Area Scan (6x6x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Input Power = 16.0 dBm (40 mW) 

SAR(1 g) = 1.48 mW/g; SAR(10 g) = 0.757 mW/g 
Deviation = 0.00 % 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: 502 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1 
Medium: 1900 Body Medium parameters used (interpolated):  

f = 1900 MHz; σ = 1.51 mho/m; εr = 52.82; ρ = 1000 kg/m 

3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-05-2012; Ambient Temp: 24.3°C; Tissue Temp: 23.1°C 

 Probe: ES3DV3 - SN3209; ConvF(4.48, 4.48, 4.48); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM Sub Dasy B; Type: SAM 5.0; Serial: TP-1626 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

1900MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Input Power: 20.0 dBm (100 mW) 

SAR(1 g) = 4.24 mW/g; SAR(10 g) = 2.24 mW/g 
Deviation: 3.16% 

0 dB = 4.69mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: 502 

Communication System: CW; Frequency: 1900 MHz;Duty Cycle: 1:1 
Medium: 1900 Body Medium parameters used (interpolated):  

f = 1900 MHz; σ = 1.51 mho/m; εr = 52.82; ρ = 1000 kg/m 

3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-05-2012; Ambient Temp: 24.3°C; Tissue Temp: 23.1°C 

 Probe: ES3DV3 - SN3209; ConvF(4.48, 4.48, 4.48); Calibrated: 4/18/2011 
 Sensor-Surface: 4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn859; Calibrated: 5/19/2011 
 Phantom: SAM Sub Dasy B; Type: SAM 5.0; Serial: TP-1626 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

1900MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Input Power: 20.0 dBm (100 mW) 

SAR(1 g) = 4.24 mW/g; SAR(10 g) = 2.24 mW/g 
Deviation: 3.16% 
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: SAR Dipole 2450 MHz; Type: D2450V2; Serial: 719 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: 2450 Body Medium parameters used:  

f = 2450 MHz; σ = 1.96 mho/m; ε
r
 = 51.2; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-05-2012; Ambient Temp: 22.8°C; Tissue Temp: 21.7°C 

 Probe: EX3DV4 - SN3561; ConvF(6.26, 6.26, 6.26); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

2450MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 16 dBm (40 mW) 
SAR(1 g) = 2.15 mW/g; SAR(10 g) = 0.960 mW/g 

Deviation = 4.78% 

0 dB = 2.84mW/g
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PCTEST ENGINEERING LABORATORY, INC. 

DUT: SAR Dipole 2450 MHz; Type: D2450V2; Serial: 719 

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: 2450 Body Medium parameters used:  

f = 2450 MHz; σ = 1.96 mho/m; ε
r
 = 51.2; ρ = 1000 kg/m3  

Phantom section: Flat Section; Space: 1.0 cm 

Test Date: 01-05-2012; Ambient Temp: 22.8°C; Tissue Temp: 21.7°C 

 Probe: EX3DV4 - SN3561; ConvF(6.26, 6.26, 6.26); Calibrated: 7/27/2011 
 Sensor-Surface: 3mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn665; Calibrated: 4/20/2011 
 Phantom: SAM Sub; Type: SAM 4.0; Serial: TP-1357 

 Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 

2450MHz System Verification 

Area Scan (5x7x1): Measurement grid: dx=15mm, dy=15mm 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Input Power = 16 dBm (40 mW) 
SAR(1 g) = 2.15 mW/g; SAR(10 g) = 0.960 mW/g 

Deviation = 4.78% 
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