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Glossary:
TSL tissue simulating liquid
NORMx,y,z sensitivity in free space
ConvF sensitivity in TSL / NORMx,y,z
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
A B C,D modulation dependent linearization parameters
Polarization ¢ ¢ rotation around probe axis
Polarization 3 9 rotation around an axis that is in the plane normal o probe axis {(at measurement center),
i.e., 8 =0 is normal to probe axis
Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, "|IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

b) 1EC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-hetd devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
«  NORMXx,y,z: Assessed for E-field polarization 8 = 0 {f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMXx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y.z does not affect the E2-field
uncertainty inside TSL (see below ConvF).

o NORM(fx,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

e DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

» PAR:PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

e Axyz; Bxy,z; Cx,v.z; Dx,y,z; VRx,y,z: A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

o ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMXx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from £ 50 MHz to + 100
MHz.

o Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

e Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required.

o Connector Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3318

Basic Calibration Parameters

Sensor X Sensor Y Sensor 2 Unc (k=2)
Norm (pV/A(V/im)*)* 1.15 0.92 1.28 +10.1 %
DCP (mV)® 106.4 109.2 103.4
Modulation Calibration Parameters
Uib Communication System Name A B c D VR Unc™
dB dBvuV dB mv (k=2)

0 cw X 0.0 0.0 1.0 0.00 2006 | #35%

M 0.0 0.0 1.0 185.3

Z 0.0 0.0 1.0 207.7
10010- SAR Validation (Square, 100ms, 10ms) X 3.26 66.4 14.0 10.00 41.4 +1.2%
CAA

Y 1.76 59.6 9.8 36.1

Z 1.82 57.7 9.6 43.6
10011- UMTS-FDD (WCDMA) X 3.48 68.9 19.9 2.91 120.2 +0.5 %
CAB

Y 3.76 70.1 19.9 146.0

Z 3.1 66.0 17.9 124.4
10012- [EEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.71 742 217 1.87 121.7 +0.7 %
CAB Mbps)

¥ 3.65 73.3 20.7 147.5

z 2.77 67.4 17.8 126.6
10013~ IEEE 802.11g WiFi 2.4 GHz (DSSS- X 10.68 69.5 227 9.46 114.7 +2.5 %
CAB OFDM, 6 Mbps)

Y | 10.82 704 23.0 139.8

z 11.22 71.1 23.7 122.2
10021- GSM-FDD {TDMA, GMSK) X | 16.13 95.0 26.6 9.39 122.7 2.2 %
DAB

Y 4.61 73.1 17.2 130.8

z 15.10 92.0 254 135.9
10023- GPRS-FDD (TDMA, GMSK, TN 0) X | 17.03 96.8 275 9.57 1130 | +1.9%
DAB

Y 4,15 71.7 16.8 119.9

Z 21.50 98.0 275 130.9
10024- GPRS-FDD (TDMA, GMSK, TN 0-1) X | 3551 995 24.5 6.56 1476 | 27 %
DAB

Y 6.12 77.2 17.1 118.1

Z | 38.50 99.7 24.7 114.0
10027- GPRS-FDD (TDMA, GMSK, TN 0-1-2} X | 4557 99.9 23.2 4.80 113.3 1.7 %
DAB

Y 2.73 68.4 12.6 133.3

Z | 54.59 99.9 22.9 131.0
10028- GPRS-FDD (TDMA, GMSK, TN 0-1-2-3) | X | 53.68 99.5 21.9 3.55 123.0 3.0 %
DAB

Y | 60.05 99.8 21.1 144.9

Z | 66.60 99.6 21.6 140.7
10032- iEEE 802.15.1 Bluetooth (GFSK, DH5) X | 2092 99.4 21.8 1.16 136.6 22 %
CAA

Y | 9540 88.3 13.8 117.6

Z | 100.00 99.5 187 110.1
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.50 68.1 20.2 5.67 130.5 +1.2 %
CAB MHz, QPSK)

Y 6.11 66.7 19.2 107.2

z 6.55 68.2 20.1 142.7
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10103~ LTE-TDD (SC-FDMA, 100% RB, 20 X 9.76 74.8 259 9.29 116.0 +2.5 %
CAB MHz, QPSK)

Y 8.85 72.2 241 134.9

Z 10.83 77.4 27.2 131.5
10108- | LTE-FDD (SC-FDMA, 100% RB, 10 X | s.36 67.7 20.1 580 | 1287 | 212%
CAC MHz, QPSK)

Y 5.92 66.1 19.0 106.6

Z 6.42 67.7 20.0 140.4
10147~ IEEE 802.11n (HT Mixed, 13.5 Mbps, X 10.20 69.1 21.6 8.07 118.1 +25%
CAB BPSK)

Y 10.27 69.3 21.4 143.9

Z 10.43 69.7 21.8 131.0
10151~ LTE-TDD (SC-FDMA, 50% RB, 20 MHz, X 9.09 737 25.5 9.28 112.0 2.7 %
CAB QPSK)

Y 8.35 71.5 23.9 131.1

Z 9.58 74.4 25.6 126.8
10154- LTE-FDD (SC-FDMA, 50% RB, 10 MHz, X 6.01 67.0 19.8 575 126.4 +1.2 %
CAC QPSK)

Y 6.17 67.7 19.9 148.9

Z 6.07 67.1 19.7 137.2
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, X 6.41 674 19.9 5.82 130.9 0.9 %
CAB QPSK)}

Y 6.06 66.2 19.0 109.1

z 6.54 67.7 20.0 142.6
10169- LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X 4.79 66.5 19.8 573 109.4 0.9 %
CAB QPSK)

Y 4.82 67.1 19.8 128.8

Z 4.85 66.4 19.5 119.0
10172- LTE-TDD {SC-FDMA, 1 RB, 20 MHz, X 8.44 79.3 28.7 9.21 1251 25%
CAB QPSK)

Y 7.15 75.0 26.0 144.0

zZ 10.13 83.8 30.8 141.9
10175- LTE-FDD {SC-FDMA, 1 RB, 10 MHz, X 513 68.2 20.8 5.72 146.5 +0.9 %
CAC QPSK)

Y 4.77 66.8 19.6 126.2

zZ 4.81 66.2 19.4 118.5
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 5.11 68.1 20.7 572 146.4 .9 %
CAB QPSK)

Y 4.79 67.0 19.7 126.0

Z 4.88 66.6 19.7 118.9
10196- IEEE 802.11n (HT Mixed, 6.5 Mbps, X 953 68.3 21.2 8.10 108.2 25 %
CAB BPSK)

Y 9.84 68.9 213 1355

Z 9.99 69.2 21.7 124.0
10225- | UMTS-FDD (HSPA+) X | 699 67.3 19.7 597 | 1348 | $09%
CAB

Y 6.73 66.8 19.2 116.9

Z 6.71 66.2 19.0 106.3
10237- LTE-TDD {SC-FDMA, 1 RB, 10 MHz, X 7.79 76.4 27.0 9.21 126.4 2.5 %
CAB QPSK)

Y 7.19 75.1 26.1 144.7

Z 10.12 839 30.9 142.0
10252- LTE-TDD {SC-FDMA, 50% RB, 10 MHz, X 8.19 718 247 924 103.3 +2.2%
CAB QPSK}

Y 7.76 70.8 23.6 122.0

Z 9.31 75.2 26.4 119.1
10267- LTE-TDD (SC-FDMA, 100% RB, 10 X 8.90 73.0 25.1 9.30 108.7 2.2 %
CAB MHz, QPSK)

Y 8.38 71.6 24.0 129.7

z 10.15 76.5 26.9 126.1

Certificate No: ES3-3318_.Jan15 Page 5 of 13




ES3DV3- SN:3318 January 23, 2015

10275- UMTS-FDD {(HSUPA, Subtest 5, 3GPP X 4.42 67.2 9.2 3.96 119.1 +0.7 %
CAB Rel8.4)

Y 471 68.5 19.5 143.8

Z 4,39 66.7 18.6 131.7
10291- CDMAZ000, RC3, SO55, Full Rate X 3.65 67.5 19.3 3.46 111.3 .5 %
AAB

Y 3.89 69.0 19.6 130.9

zZ 3.49 66.1 18.2 1224
10292- CDMAZ2000, RC3, S032, Full Rate X 3.60 67.6 19.3 3.39 114.4 +01.5 %
AAB

Y 3.85 69.1 19.7 1334

Z 3.45 66.2 18.2 123.7
102097- LTE-FDD {SC-FDMA, 50% RB, 20 MHz, X 6.36 67.6 20.1 5.81 128.7 +1.2 %
AAA QPSK)

Y 5.95 66.1 i9.0 106.5

p 6.39 67.6 19.9 140.7
10311- LTE-FDD {SC-FDMA, 100% RB, 15 X 6.98 68.4 20.6 6.06 134.9 1.2 %
AAA MHz, QPSK}

Y 6.52 66.7 19.3 114.3

Z 7.06 68.6 20.5 146.2
10403- CDMAZ000 (1xEV-DO, Rev. 0) X 4,97 69.7 19.7 3.76 122.2 +0.5 %
AAB

Y 5.31 71.6 20,2 143.6

Z 4.54 67.3 18.2 133.0
10404~ CDMA2000 (1xEV-DO, Rev. A) X 477 69.4 19.6 3.77 120.8 0.5 %
AAB

Y 5.40 72.4 20.6 141.3

Z 4,71 68.5 18.9 1315
10415~ IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.07 717 20.7 1.54 120.5 +0.7 %
AAA Mbps, 99pc duty cycle)

Y 3.52 73.8 21.0 142.0

zZ 2.38 66.1 17.4 129.6
10416- IEEE 802.11g WiFi 2.4 GHz (ERP- X 9.73 68.3 21.2 8.23 1147 #2.5%
AAA OFDM, 6 Mbps, 99pc duty cycle)

Y 9.99 69.2 21.5 138.0

Z | 10.10 69.4 21.9 125.3

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncertainties of NormX,Y,Z do not affect the E>field uncertainty inside TSL (see Pages 7 and 8).

® Numerical linearization parameter; uncertainty not required.

F Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3318

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth Unct.

f(MHz)€ | Permittivity " (sim" ConvFX | ConvEY | ConvFZ | Alpha® | (mm) (k=2)
750 41.9 0.89 6.58 6.58 6.58 0.36 1.73 +12.0%
835 41.5 0.90 6.39 6.39 6.39 0.80 1.14 £12.0%
1750 40.1 1.37 5.27 5.27 5.27 0.76 1.19 +12.0 %
1900 40.0 1.40 5.05 5.05 5.05 0.44 1.55 +12.0%
2300 39.5 1.67 4.78 4.78 4.78 0.80 1.23 +12.0%
2450 39.2 1.80 4.50 4.50 4.50 0.55 1.49 +12.0 %
2600 39.0 1.96 4.34 4.34 4,34 0.76 1.32 +12.0 %

€ Frequency validity above 300 MHz of + 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to + 50 MHz. The
uncertainty is the RSS of the GonvF uncertainty at calibration frequency and the uncertainty for the indicated frequency hand. Frequency validity
below 300 MHz is + 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respectively. Above 5 GHz frequency
validity can be extended to + 110 MHz,

¥ At frequencies below 3 GHz, the validity of tissue parameters (e and &) can be relaxed to £ 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (& and a) is restricted to + 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.

S alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than = 1% for frequencies below 3 GHz and below * 2% for frequencies between 3-6 GHz at any distance targer than half the probe tip
diameter from the boundary.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3318

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MHz) € | Permittivity " (Sim)© ConvF X | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
750 55.5 0.96 6.22 6.22 6.22 0.67 1.28 +12.0%
835 55.2 0.97 6.23 6.23 6.23 0.80 1.19 £120%
1750 53.4 1.49 4.95 4.95 4.95 0.40 1.77 £120%
1900 53.3 1.52 4.76 478 4.76 0.60 1.48 £120%
2300 52.9 1.81 4,52 4.52 4.52 0.80 1.19 +12.0%
2450 527 1.95 4.37 4.37 4.37 0.72 1.23 +120%
2600 52.5 2.16 417 417 417 0.80 1.00 +12.0%

© Frequenoy validity above 300 MHz of + 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to + 50 MHz. The
uncertainty is the RSS of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band. Frequency validity
below 300 MHz is + 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respectively. Above 5 GHz frequency
vaiidity can be extended to £ 110 MHz,

F At frequencies below 3 GHz, the validity of issue parameters (= and o) can be relaxed to + 10% if liquid compensation formuta is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (s and o) is restricted to  5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.

6 Alpha/Degth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and below 2% for frequencies hefween 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.
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Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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Uncertainty of Frequency Response of E-field:  6.3% (k=2)
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=600 MHz, TEM

January 23, 2015

Receiving Pattern (¢), 3 = 0°

f=1800 MHz,R22
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Uncertainty of Axial isotropy Assessment: * 0.5% (k=2)
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