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1. Attestation of Test Results

Applicant Name SAMSUNG ELECTRONICS CO.,LTD.
FCCID A3LSMA710Y

Model Name SM-A710Y/DS

Applicable Standards FCC 47 CFR § 2.1093

Published RF exposure KDB procedures
IEEE Std 1528-2013

SAR Limits (W/Kg)

Peak spatial-average(1g of tissue) Extremities (hands, wrists, ankles, etc.)
Exposure Category T
General population /
Uncontrolled exposure 1.6 4.0

The Highest Reported SAR (W/kQg)

Equipment Class

RF Exposure Conditions

Licensed DTS U-NII DSS (BT)

Head 0.189 0.250 0.894
Body-worn*
Hotspot/Wi-Fi Direct 1073 0.052 0195
Extremity(Hands) N/A 0.692 N/A
Simultaneous TX | Head 1.083 0.439 1.083

Body-worn*

Hotspot/ 1.268 1.125 1.268

Wi-Fi Direct

*Note: 1) The Body-worn minimum separation distance is 15 mm. To cover both body-worn and hotspot RF exposure
conditions testing was performed at a separation distance of 10 mm.

2) The WLAN (DTS, U-NII) SAR measurement results from the original filling can be found in SAR test report 15K22125-S1V1,
FCC ID A3LSMA710F. The WLAN (DTS, U-NIl) antennas and surrounding circuitry is the same between these two units, and
tune up power targets are identical for WLAN operations. Therefore, SAR data for WLAN from the original filling was used for
this model. Spot checks for WLAN, were performed to ensure that the SAR measurements for both devices are the same.

Date Tested 11/11/2015 to 12/17/2015

Test Results Pass

UL Korea, Ltd. tested the above equipment in accordance with the requirements set forth in the above standards. All indications
of Pass/Fail in this report are opinions expressed by UL Korea, Ltd. based on interpretations and/or observations of test results.
Measurement Uncertainties were not taken into account and are published for informational purposes only. The test results
show that the equipment tested is capable of demonstrating compliance with the requirements as documented in this report.
Note: The results documented in this report apply only to the tested sample, under the conditions and modes of operation as
described herein. This document may not be altered or revised in any way unless done so by UL Korea, Ltd. and all revisions
are duly noted in the revisions section. Any alteration of this document not carried out by UL Korea, Ltd. will constitute fraud and
shall nullify the document. This report must not be used by the client to claim product certification, approval, or endorsement by
IAS, any agency of the Federal Government, or any agency of any government.

Approved & Released By: Prepared By:
I
g Caa

JiHo Choi Sunghoon Kim
Operations Manager Laboratory Engineer
UL Korea, Ltd Suwon Laboratory UL Korea, Ltd Suwon Laboratory
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2. Test Specification, Methods and Procedures

The tests documented in this report were performed in accordance with FCC 47 CFR § 2.1093, IEEE STD 1528-
2013, the following FCC Published RF exposure KDB procedures:

248227 D01 802.11 Wi-Fi SAR v02r02

447498 D01 General RF Exposure Guidance v06

648474 D04 Handset SAR v01r03

690783 D01 SAR Listings on Grants v01r03

865664 D01 SAR measurement 100 MHz to 6 GHz v01r04
865664 D02 RF Exposure Reporting v01r02

941225 D01 3G SAR Procedures v03r01

941225 D05 SAR for LTE Devices v02r04

941225 D06 Hotspot Mode v02r01

o

O O0OO0OO0OO0OO0OO0Oo

3. Facilities and Accreditation

The test sites and measurement facilities used to collect data are located at

Suwon

SAR 1 Room
SAR 2 Room
SAR 3 Room

UL Korea, Ltd. is accredited by IAS, Laboratory Code TL-637.
The full scope of accreditation can be viewed at http://www.iasonline.org/PDF/TL/TL-637.pdf.
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4. SAR Measurement System & Test Equipment

4.1. SAR Measurement System

The DASY5 system used for performing compliance tests consists of the following items:

1 A standard high precision 6-axis robot with controller, teach pendant and software. An arm extension for
accommodating the data acquisition electronics (DAE).

1 Anisotropic Field probe optimized and calibrated for the targeted measurement.

1 A data acquisition electronics (DAE) which performs the signal amplification, signal multiplexing, AD-
conversion, offset measurements, mechanical surface detection, collision detection, etc. The unit is battery
powered with standard or rechargeable batteries. The signal is optically transmitted to the EOC.

1 The Electro-optical converter (EOC) performs the conversion from optical to electrical signals for the digital
communication to the DAE. To use optical surface detection, a special version of the EOC is required. The
EOC signal is transmitted to the measurement server.

1 The function of the measurement server is to perform the time critical tasks such as signal filtering, control of
the robot operation and fast movement interrupts.

1 The Light Beam used is for probe alignment. This improves the (absolute) accuracy of the probe positioning.

1 A computer running WinXP or Win7 and the DASY5 software.

1 Remote control and teach pendant as well as additional circuitry for robot safety such as warning lamps, etc.

1 The phantom, the device holder and other accessories according to the targeted measurement.
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4.2. SAR Scan Procedures

Step 1. Power Reference Measurement

The Power Reference Measurement and Power Drift Measurements are for monitoring the power drift of the device
under test in the batch process. The minimum distance of probe sensors to surface determines the closest
measurement point to phantom surface. The minimum distance of probe sensors to surface is 2.1 mm. This
distance cannot be smaller than the distance of sensor calibration points to probe tip as defined in the probe
properties.

Step 2: Area Scan

The Area Scan is used as a fast scan in two dimensions to find the area of high field values, before doing a fine
measurement around the hot spot. The sophisticated interpolation routines implemented in DASY software can find
the maximum locations even in relatively coarse grids. When an Area Scan has measured all reachable points, it
computes the field maximal found in the scanned area, within a range of the global maximum. The range (in dB) is
specified in the standards for compliance testing. For example, a 2 dB range is required in IEEE Standard 1528
and IEC 62209 standards, whereby 3 dB is a requirement when compliance is assessed in accordance with the
ARIB standard (Japan). If only one Zoom Scan follows the Area Scan, then only the absolute maximum will be
taken as reference. For cases where multiple maximums are detected, the number of Zoom Scans has to be
increased accordingly.

Area Scan Parameters extracted from KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz
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Step 3: Zoom Scan

Zoom Scans are used to assess the peak spatial SAR values within a cubic averaging volume containing 1 g and
10 g of simulated tissue. The Zoom Scan measures points (refer to table below) within a cube whose base faces
are centered on the maxima found in a preceding area scan job within the same procedure. When the
measurement is done, the Zoom Scan evaluates the averaged SAR for 1 g and 10 g and displays these values
next to the jobis label.

Zoom Scan Parameters extracted from KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz

Step 4: Power drift measurement

The Power Drift Measurement measures the field at the same location as the most recent power reference
measurement within the same procedure, and with the same settings. The Power Drift Measurement gives the field
difference in dB from the reading conducted within the last Power Reference Measurement. This allows a user to
monitor the power drift of the device under test within a batch process. The measurement procedure is the same as
Step 1.

Step 5: Z-Scan (FCC only)

The Z Scan measures points along a vertical straight line. The line runs along the Z-axis of a one-dimensional grid.
In order to get a reasonable extrapolation the extrapolated distance should not be larger than the step size in Z-
direction.
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4.3. Test Equipment

The measuring equipment used to perform the tests documented in this report has been calibrated in accordance

with the manufacturersi recommendations, and is traceable to recognized national standards.

Dielectric Property Measurements

Name of Equipment Manufacturer Type/Model Serial No. Cal. Due Date
Network Analyzer Agilent E5071C MY46522054 8-18-2016
Dielectric Assessment Kit SPEAG DAK-3.5 1196 8-4-2016
Shorting block SPEAG DAK-3.5 Short SM DAK 200 BA N/A
Thermometer LKM DTM3000 3424 8-19-2016
Thermometer Lutron MHB-382SD AH.91478 8-12-2016
System Check

Name of Equipment Manufacturer Type/Model Serial No. Cal. Due Date
MXG Analog Signal Generator Agilent N5181A MY50145882 8-18-2016
Power Sensor Agilent U2000A MY54260010 8-18-2016
Power Sensor Agilent U2000A MY54260007 8-18-2016
Power Amplifier EXODUS 1410025-AMP2027-10003 10003 8-18-2016
Directional Coupler Agilent 772D MY52180193 8-18-2016
Directional Coupler Agilent 778D MY52180432 8-18-2016
Low Pass Filter MICROLAB LA-15N 03943 8-18-2016
Low Pass Filter FILTRON L14012FL 1410003S 8-18-2016
Low Pass Filter MICROLAB LA-60N 03942 8-18-2016
Attenuator Agilent 8491B/003 MY39269292 8-18-2016
Attenuator Agilent 8491B/010 MY39269315 8-18-2016
Attenuator Agilent 8491B/020 MY39269298 8-18-2016
E-Field Probe (SAR1) SPEAG EX3DV4 7314 9-25-2016
E-Field Probe (SAR2) SPEAG EX3DV4 7376 9-2-2016
E-Field Probe (SAR3) SPEAG EX3DV4 7330 2-12-2016
Data Acquisition Electronics (SAR1) SPEAG DAE4 1447 9-23-2016
Data Acquisition Electronics (SAR2) SPEAG DAE4 1468 9-15-2016
Data Acquisition Electronics (SAR3) SPEAG DAE4 1494 11-11-2016
System Validation Dipole SPEAG D835Vv2 4d194 9-17-2016
System Validation Dipole SPEAG D1900V2 5d199 2-6-2016
System Validation Dipole SPEAG D2450V2 960 2-5-2016
System Validation Dipole SPEAG D5GHzV2 1184 8-26-2016
Thermometer (SAR1) Lutron MHB-382SD AH.91463 8-12-2016
Thermometer (SAR2) Lutron MHB-382SD AH.50215 8-19-2016
Thermometer (SAR3) Lutron MHB-382SD AH.50213 8-24-2016
Others

Name of Equipment Manufacturer Type/Model Serial No. Cal. Due Date
Base Station Simulator R&S CMW500 150313 8-18-2016
Base Station Simulator R&S CMW500 150314 8-18-2016

5. Measurement Uncertainty
Per KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz, when the highest measured 1-g SAR within a

frequency band is < 1.5 W/kg, the extensive SAR measurement uncertainty analysis described in IEEE Std 1528-

2013 is not required in SAR reports submitted for equipment approval.
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