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REVISION HISTORY

The revision history for this test report is shown in table.

Revision No. Date of Issue Description

0 April 22,2025 Initial Release

Revised the Power Supply Voltage.

1 May 23, 2025
(DC 3.88V— DC3.90V)

Notice

Content

The measurements shown in this report were made in accordance with the procedures specified in
CFRA47 section §2.947. | assume full responsibility for the accuracy and completeness of these
measurements, and for the qualifications of all persons taking them.

HCT CO., LTD. Certifies that no party to this application has subject to a denial of Federal benefits
that includes FCC benefits pursuant to section 5301 of the Anti-Drug Abuse Act of 1998,21 U.S.
C.853(a)

The results shown in this test report only apply to the sample(s), as received, provided by the applicant,
unless otherwise stated.
The test results have only been applied with the test methods required by the standard(s).

The laboratory is not accredited for the test results marked *.
Information provided by the applicant is marked **.

Test results provided by external providers are marked ***.

When confirmation of authenticity of this test report is required, please contact www.hct.co.kr

The test results in this test report are not associated with the ((KS Q) ISO/IEC 17025) accreditation by
KOLAS (Korea Laboratory Accreditation Scheme) / A2LA (American Association for Laboratory
Accreditation) that are under the ILAC (International Laboratory Accreditation Cooperation) Mutual

Recognition Agreement (MRA).
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MEASUREMENT REPORT
1. GENERAL INFORMATION
Applicant Name: SAMSUNG Electronics Co., Ltd.
Address: 129, Samsung-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16677, Rep.
of Korea
FCCID: A3LSMF766U
Application Type: Certification
FCC Classification: Licensed Non-Broadcast Station Transmitter (TNB)
FCC Rule Part(s): §25
EUT Type: Mobile phone
Model(s): SM-F766U
Additional Model(s): SM-F766U1
Band Mobile Satellite Service (MSS)
Modulation: BPSK, QPSK
Peak antenna gain: 4.0 dBi
Authorized bandwidth: 230 kHz
Sub carrier spacing; 3.75 kHz, 15 kHz
Frequency range: 1626.5MHz ~ 1660.5MHz
Test frequency: 1626.6 MHz, 1643.5 MHz, 1660.4 MHz
Date(s) of Tests: February 24,2025 ~ April 21, 2025

Radiated: R3CY207MAGN
Conducted : R3CY30SC51D

Antenna Information Please refer to the Antenna Specification document.

Serial number:
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1.1 MAXIMUM OUTPUT POWER

Report No. HCT-RF-2504-FC002-R1

. EIRP
(il(-:;) T F(rsl?_lli()ency Diglsrf;c')cgr Modulation Max. Power Max. Power
& (W) (dBm)
3.75 1626.6 - 1660.4 44K9G7D BPSK 0.106 20.25
64K3G7D BPSK 0.121 20.84
15 1626.6 - 1660.4
186KG7D QPSK 0.106 20.26
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2. INTRODUCTION

2.1. DESCRIPTION OF EUT

Please refer to the [2G3G] Test Report.

2.2. MEASURING INSTRUMENT CALIBRATION

The measuring equipment, which was utilized in performing the tests documented herein, has been
calibrated in accordance with the manufacturer's recommendations for utilizing calibration

equipment, which is traceable to recognized national standards.

2.3. TEST FACILITY

The Fully-anechoic chamber and conducted measurement facility used to collect the radiated data
are located at the 74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, Gyeonggi-do,

Republic of Korea
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3. DESCRIPTION OF TESTS

3.1 TEST PROCEDURE
Test Description Test Procedure Used
Conducted Output Power - N/A (See SAR Report)

-KDB 971168 D01 v03r01 - Section 4.3

Occupied Bandwidth
- ANSI C63.26-2015 - Section 5.4.4

-KDB 971168 D01 v03r01 - Section 6.0
- ANSI C63.26-2015 - Section 5.7

Conducted Emission Mask

Spurious and Harmonic Emissionsat - KDB 971168 D01 v03r01 - Section 6.0

Antenna Terminal - ANSI C63.26-2015 - Section 5.7
Emission limits for protection of -KDB 971168 D01 v03r01 - Section 6.0
aeronautical service - ANSI C63.26-2015 - Section 5.7
Frequency stability - ANSI C63.26-2015 - Section 5.6

- ANSI C63.26-2015 - Section 5.2.4.4

Effective Isotropic Radiated Power
- KDB 971168 D01 v03r01 - Section 5.8

Radiated Spurious and - ANSI C63.26-2015 - Section 5.5.3
Harmonic Emissions - KDB 971168 D01 v03r01 - Section 5.8
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3.2 RF OUTPUT POWER

Test Overview

Radiated tests are performed in the Fully-anechoic chamber.

The equipment under test is placed on a non-conductive table 3-meters away from the receive
antenna.

Test Settings

1. Radiated power measurements are performed using the signal analyzer’s “channel power”
measurement capability for signals with continuous operation.

2.RBW =1 - 5% of the expected OBW, not to exceed 1 MHz

3.VBW = 3xRBW

4. Span = 1.5 times the OBW

5. No. of sweep points >2 x span / RBW

6. Detector = RMS

7. Triggeris setto “free run” for signals with continuous operation with the sweep times set to

“auto”.

8. The integration bandwidth was roughly set equal to the measured OBW of the signal for signals

with continuous operation.

9. Trace mode = trace averaging (RMS) over 100 sweeps

10. The trace was allowed to stabilize

Test Note

1. The turntable is rotated through 360 degrees, and the receiving antenna scans in order to

determine the level of the maximized emission.

2. A half wave dipole is then substituted in place of the EUT. For emissions above 1 GHz, a horn
antenna is substituted in place of the EUT. The substitute antenna is driven by a signal generator
and the previously recorded signal was duplicated.

The power is calculated by the following formula;
P4 (d8m)=Pg @em) — cable loss (s + antenna gain (4g)
Where: Pqis the dipole equivalent power and Pgis the generator output power into the substitution
antenna.
3. The maximum value is calculated by adding the forward power to the calibrated source plus its
appropriate gain value.
These steps are repeated with the receiving antenna in both vertical and horizontal polarization.
the difference between the gain of the horn and an isotropic antenna are taken into consideration

4. The EUT was tested in three orthogonal planes(X, Y, Z) and in all possible test configurations and
positioning.

5. All measurements are performed as RMS average measurements while the EUT is operating at its
maximum duty cycle, at maximum power, and at the appropriate frequencies.
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3.3 RADIATED SPURIOUS EMISSIONS

Test Overview
Radiated tests are performed in the Fully-anechoic chamber.

Radiated Spurious Emission Measurements at 3 meters by Substitution Method.

Test Settings

1. RBW =100 kHz for emissions below 1 GHz and 1 MHz for emissions above 1 GHz
2.VBW = 3xRBW

3.Span = 1.5 times the OBW

4. No. of sweep points > 2 x span / RBW

5. Detector = Peak

6. Trace mode = Max Hold

7. The trace was allowed to stabilize

8. Test channel : Low/ Middle/ High

9. Frequency range : We are performed all frequency to 10t harmonics from 9 kHz.

Test Note

1. Measurements value show only up to 3 maximum emissions noted, or would be lesser
if no specific emissions from the EUT are recorded (ie: margin > 20 dB from the applicable limit)
and considered that's already beyond the background noise floor.

2. The EUT was tested in three orthogonal planes(X, Y, Z) and in all possible test configurations and
positioning.
The worst case emissions are reported with the EUT positioning, modulations, RB sizes and offsets,
and channel bandwidth configurations shown in the test data

3. For spurious emissions above 1 GHz, a horn antenna is substituted in place of the EUT. The
substitute antenna is driven by a signal generator and the previously recorded signal was
duplicated.
The spurious emissions is calculated by the following formula;

Result gsm)= Pg sm) — cable loss s+ antenna gain (s

Where: Pgis the generator output power into the substitution antenna.

If the fundamental frequency is below 1 GHz, RF output power has been converted to EIRP.
EIRP (48m)= ERP (gBm)+ 2.15
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3.4 CONDUCTED EMISSION MASK

Temperature & Humidity
Chamber

Spectrum | .

Test setup

Test Procedure
The conducted emission mask was connected to a calibrated Splitter and Communication Test
equipment, the other end of which was connected to a spectrum analyzer.

The communication simulator station system controlled a EUT to export maximum output power
under transmission mode and specific channel frequency.
The mean power of the emissions shall be attenuated below the mean output power.

Test Settings
1.RBW = 4 kHz

2.VBW = 3xRBW

3. Detector = RMS

4. Trace mode = Average

5. Sweep = auto couple

6. The trace was allowed to stabilize

Test Note

1. Mean output power = Conducted Output Power
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3.5 OCCUPIED BANDWIDTH.

Temperature & Humidity
Chamber

Anatyzer I EUT

Test setup

Test Overview

The width of a frequency band such that, below the lower and above the upper frequency limits, the
mean powers emitted are each equal to a specified percentage 0.5 % of the total mean power of a
given emission.

The EUT makes a call to the communication simulator.

The conducted occupied bandwidth used the power splitter via EUT RF power connector between
simulation base station and spectrum analyzer.

The communication simulator station system controlled a EUT to export maximum output power
under transmission mode and specific channel frequency.

Use OBW measurement function of Spectrum analyzer to measure 99 % occupied bandwidth

Test Settings
1. The signal analyzer’s automatic bandwidth measurement capability was used to perform the 99 %

occupied bandwidth and the 26 dB bandwidth. The bandwidth measurement was not influenced
by any intermediate power nulls in the fundamental emission.

2.RBW =1 - 5% of the expected OBW

3.VBW = 3xRBW

4. Detector = Peak

5. Trace mode = Max hold

6. Sweep = auto couple

7. The trace was allowed to stabilize
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3.6 SPURIOUS AND HARMONIC EMISSIONS AT ANTENNA TERMINAL

Temperature & Humidity
Chamber

Anatyzer I EUT

Test setup

Test Overview

The level of the carrier and the various conducted spurious and harmonic frequencies is measured by
means of a calibrated spectrum analyzer. The spectrum is scanned from the lowest frequency
generated in the equipment up to a frequency including its 10th harmonic. All out of band emissions
are measured with a spectrum analyzer connected to the antenna terminal of the EUT while the EUT
is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All
data rates were investigated to determine the worst case configuration. All modes of operation were

investigated and the worst case configuration results are reported in this section.

Test Settings
1.RBW=1MHz

2.VBW = 3 MHz

3. Detector = Peak

4. Trace Mode = Max Hold

5. Sweep time = auto couple

6. Number of pointsin sweep = 2 x Span /RBW

Test Note
1. Mean output power = Conducted Power

2. Ref. offset of spectrum analyzer (s = Path loss (g + Duty Cycle Factor s
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3.7 FREQUENCY STABILITY / VARIATION OF AMBIENT TEMPERATURE

Temperature & Humidity

Chamber
Communication
Test Sat
i, EUT ‘
Spectrum
Analyzer
Test setup

Test Overview
Frequency stability testing is performed in accordance with the guidelines of ANSI C63.26-2015.
The frequency stability of the transmitter is measured by:
1. Temperature: The temperature is varied from -30 °Cto +50 °Cin 10 °C increments using an
environmental chamber.
2. Primary Supply Voltage:
.- Unless otherwise specified, vary primary supply voltage from 85 % to 115 % of the nominal value
for other than hand carried battery equipment.
.- For hand carried, battery powered equipment, reduce the primary ac or dc supply voltage to the
battery operating end point, which shall be specified by the manufacturer.

Test Settings
1. The carrier frequency of the transmitter is measured at room temperature
(20 °C to provide a reference).

2. The equipmentisturned onina “standby” condition for fifteen minutes before applying power to
the transmitter.

Measurement of the carrier frequency of the transmitter is made within one minute after applying
power to the transmitter.

3. Frequency measurements are made at 10 °C intervals ranging from -30 °C to +50 °C. A period of at

least one half-hour is provided to allow stabilization of the equipment at each temperature level.
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3.8 EMISSION LIMITS FOR PROTECTION OF AERONAUTICAL SERVICE

Temperature & Humidity
Chamber

Anatyzer I EUT

Test setup

Test Overview
Additional Limits on emissions from mobile earth stations for protection of aeronautical radionavigation-

satellite service and Special requirements for ancillary terrestrial components operating in the 1626.5-
1660.5 MHz band.

Test Procedure

The testing follows ANSI C63.26 section 5.7

The conducted emission mask was connected to a calibrated Splitter and Communication Test
equipment, the other end of which was connected to a spectrum analyzer.

The communication simulator station system controlled a EUT to export maximum output power

under transmission mode and specific channel frequency.

Test Settings

1. RBW = 1MHz (Narrow Band: 10kHz)
2.VBW = 3 MHz

3. Detector = RMS

4. Trace Mode = Average

Test Note

1. Narrow Band should be measured with an RBW=700Hz, but for testing convenience,
it was measured with 10kHz.
2. Carrier-off state = Idle mode
3. Ref. offset of spectrum analyzer 4g)= Path loss (s + Peak.antenna gain (4sj) + Duty Cycle Factor (s

4. Result @em)= Ref. Offset (4s)+ Measured value dem)

F-TP22-03 (Rev. 06) Page 15 of 89

The report shall not be (partly) reproduced except in full without approval of the laboratory.



-
h—a- Report No. HCT-RF-2504-FC002-R1

3.9 WORST CASE(RADIATED TEST)

- The EUT was tested in three orthogonal planes(X, Y, Z) and in all possible test configurations and
positioning.
- All test were measured with FTM software used to allow 100 % duty cycle transmission.
(Frequency stability testing was completed using the call equipment.)
- All modes of operation were investigated and the worst case configuration results are reported.
Mode : Stand alone, Stand alone + External accessories (Earphone, AC adapter, etc)
Worst case : Stand alone
- All SCS & SC size of operation were investigated and the worst case bandwidth results are reported.
- The worst case is reported with the EUT positioning, modulations, and paging service configurations
shown in the test data.
- SM-F766U & additional models were tested and the worst case results are reported.
(Worst case : SM-F766U)

[Worst case ]

SCS
Test Description Modulation SCsize Axis
(kHz)
BPSK, 3.75,
Effective Isotropic Radiated Power 1SCOo z
QPSK 15
Radiated Spurious and
QPSK 15 1SCO VA
Harmonic Emissions
F-TP22-03 (Rev. 06) Page 16 of 89
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3.10 WORST CASE(CONDUCTED TEST)

- All modes of operation were investigated and the worst case configuration results are reported
- All test were measured with FTM software used to allow 100 % duty cycle transmission.
(Frequency stability testing was completed using the call equipment.)
- SM-F766U & additional models were tested and the worst case results are reported.
(Worst case : SM-F766U)

[ Worst case |

Test Description Modulation (kH2) Frequency SCsize
BPSK 3.75 1SC23
Occupied Bandwidth Mid
BPSK, 1SC5,
15
QPSK 125C0
Low,
1SCo,
3.75 Mid,
1SC47
High
Emission Mask BPSK
Low, 1SCo,
15 Mid, 1SC11,
High 12SC0
BPSK 3.75 Low 1SCO0
Emission limits for protection of aeronautical service
(1559 MHz — 1610 MHz) BPSK, 1SCo,
15 Low
QPSK 125C0
Low,
Emission limits for protection of aeronautical service 3.75,
BPSK Mid, 1SCO0
(Carrier-off state) 15 )
High
BPSK 3.75 1SCOo
Low,
Spurious and Harmonic Emissions at Antenna Terminal Mid,
BPSK, . 1SCo,
15 High
QPSK 12SC0
F-TP22-03 (Rev. 06) Page 17 of 89
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4. LIST OF TEST EQUIPMENT

Report No. HCT-RF-2504-FC002-R1

- . Due to Calibration

Equipment Model Manufacture Serial No. Calibration Interval

RF Switching System Switch box(1 G HPF+LNA) HCT CO.,LTD., F2L2 12/12/2025 Annual

RF Switching System Switch box(3 G HPF+LNA) HCT CO.,LTD., F2L3 12/12/2025 Annual

RF Switching System Switch box(LNA) HCT CO.,LTD., F2L5 12/12/2025 Annual

RF Switching System Switch box(6 G HPF+LNA) HCT CO.,LTD., F2L14 12/12/2025 Annual
Power Amplifier CBL18265035 CERNEX 22966 11/07/2025 Annual

Power Amplifier CBL26405040 CERNEX 25956 02/19/2026 Annual

Power Splitter(DC ~ 26.5 GHz) 11667B Hewlett Packard 5001 04/10/2026 Annual
DC Power Supply E3632A Agilent MY40010147 08/06/2025 Annual

Dipole Antenna UHAP Schwarzbeck 01274 03/10/2026 Biennial

Dipole Antenna UHAP Schwarzbeck 01288 08/07/2026 Biennial
Chamber SU-642 ESPEC 93008124 02/11/2026 Annual

Horn Antenna(l ~ 18 GHz) BBHA 9120D Schwarzbeck 03197 11/28/2025 Biennial
Horn Antenna(l ~ 18 GHz) BBHA 9120D Schwarzbeck 03201 11/28/2025 Biennial
Horn Antenna(15 ~ 40 GHz) BBHA 9170 Schwarzbeck BBHA9170342 09/20/2026 Biennial
Horn Antenna(15 ~ 40 GHz) BBHA 9170 Schwarzbeck BBHA9170124 03/23/2027 Biennial
Signal Analyzer(10 Hz ~ 26.5 GHz) N9020A Agilent MY52090906 04/14/2026 Annual
ATTENUATOR(20 dB) 8493C Hewlett Packard 17280 04/10/2026 Annual

ROHDE
Spectrum Analyzer(10 Hz ~ 40 GHz) FSV40 SCOHWAR‘g; 101733 09/19/2025 Annual
Radio Communication Test Station MT8821C Anritsu Corp. 6262287702 05/16/2025 Annual
Loop Antenna(9 kHz ~ 30 MHz) FMZB1513 Schwarzbeck 1513-333 03/07/2026 Biennial
Trilog Broadband Antenna VULB9168 Schwarzbeck 895 08/28/2026 Biennial
Trilog Broadband Antenna VULB9168 Schwarzbeck 1135 08/19/2026 Biennial
Radio Communication Test Station MT8000A Anritsu Corp. 6272613402 08/28/2025 Annual
SIGAL GENETATOR swe100n EOHDEE iy ornepnes Al
Signal Analyzer(5 Hz ~ 40.0 GHz) N9030B KEYSIGHT MY55480167 05/17/2025 Annual
Signal Analyzer(2 Hz ~ 50.0 GHz) N9040B KEYSIGHT US55230216 12/09/2025 Annual
Signal f;sHpZefet;an:Snalyzer FSW67 :EzHWiii‘ 101736 05/23/2025 Annual
FCC LTE Mobile Conducted RF i HCT CO., LTD., ] i i

Automation Test Software

Note:

1. Equipment listed above that has a calibration due date during the testing period, the testing is

completed before equipment expiration date.
2. Especially, all antenna for measurement is calibrated in accordance with the requirements of C63.5

(Version : 2017).

F-TP22-03 (Rev. 06)

The report shall not be (partly) reproduced except in full without approval of the laboratory.

Page 18 of 89



aCT

5. MEASUREMENT UNCERTAINTY

Report No. HCT-RF-2504-FC002-R1

The measurement uncertainties shown below were calculated in accordance with the requirements

of ANSI C63.4:2014.

All measurement uncertainty values are shown with a coverage factor of 4=2 to indicate a 95 % level

of confidence. The measurement data shown herein meets or exceeds the Uqser measurement

uncertainty values specified in CISPR 16-4-2 and, thus, can be compared directly to specified limits to

determine compliance.

Parameter

Expanded Uncertainty (xtkHz)

Occupied Bandwidth

95 (Confidence level about 95 %, 4=2)

Frequency stability

28 (Confidence level about 95 %, 4=2)

Parameter

Expanded Uncertainty (+dB)

Block Edge

0.70 (Confidence level about 95 %, 4=2)

Conducted Spurious Emissions

1.18 (Confidence level about 95 %, 4=2)

Peak- to- Average Ratio

0.68 (Confidence level about 95 %, 4=2)

Radiated Power

4.74 (Confidence level about 95 %, 4=2)

Radiated Disturbance (9 kHz ~ 30 MHz)

4.36 (Confidence level about 95 %, 4=2)

Radiated Disturbance (30 MHz ~ 1 GHz)

5.68 (Confidence level about 95 %, 4=2)

Radiated Disturbance (1 GHz ~ 18 GHz)

5.75 (Confidence level about 95 %, 4=2)

Radiated Disturbance (18 GHz ~ 40 GHz)

5.82 (Confidence level about 95 %, 4=2)

Radiated Disturbance (Above 40 GHz)

5.58 (Confidence level about 95 %, 4=2)

F-TP22-03 (Rev. 06)
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6. SUMMARY OF TEST RESULTS

-. The decision rule applies ‘simple acceptance’

6.1 Test Condition : Conducted Test

o FCC Part .
Test Description . Test Limit Test Result
Section(s)
Occupied Bandwidth §2.1049 N/A PASS
Emissions Mask §25.202(f) Note 1 PASS
Conducted Output Power §2.1046 N/A See Note4

Emission limits for protection of
aeronautical service §25.216(c)(h) Note 2,3 PASS
(1559 MHz — 1610 MHz)

Emission limits for protection of ) .
. . ) e.i.r.p. density
aeronautical service §25.216(i) PASS
< —80 dBW/MHz(= -50 dBm)
(Carrier-off state)

Conducted Spurious Emissions  §25.202(f)(3) <43+10log (P) dB (=-13dBm) PASS

Frequency stability / variation of
i §25.202(d) 0.001 % or 10 ppm PASS
ambient temperature

Note
1. (1) In any 4 kHz band, the center frequency of which is removed from the assigned frequency by
more than 50 percent up to and including 100 percent of the authorized bandwidth: 25 dB
(2) In any 4 kHz band, the center frequency of which is removed from the assigned frequency by
more than 100 percent up to and including 250 percent of the authorized bandwidth: 35 dB;
(3) In any 4 kHz band, the center frequency of which is removed from the assigned frequency by
more than 250 percent of the authorized bandwidth: An amount equal to 43 dB plus 10 times
the logarithm (to the base 10) of the transmitter power in watts;
2. Wide Band(e.i.r.p. density): Linear interpolation from —70 dBW/MHz(=-40dBm/MHz) at 1605 MHz to
—46dBW/MHz(= -16 dBm/MHz) at 1610 MHz.
3. NarrowBand(e.i.r.p.): Linear interpolation from —80 dBW(=-50dBm) at 1605 MHz to
—56 dBW(=-26 dBm) at 1610 MHz.
4. See SAR Report
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The report shall not be (partly) reproduced except in full without approval of the laboratory.



-
h—a- Report No. HCT-RF-2504-FC002-R1

6.2 Test Condition : Radiated Test

FCC Part
Test Description Test Limit Test Result
Section(s)
Equivalent Isotropic
§25.204 (a) Note 1 PASS
Radiated Power
Radiated Spurious and

§25.202(f)(3) <43+10 log (P) dB (=-13dBm) PASS

Harmonic Emissions

Note
1.+40 dBW in any 4 kHz band fore <0°
+40+36 dBW in any 4 kHz band for 0° <@ <5°
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7. SAMPLE CALCULATION

7.1 ERP Sample Calculation

Measured
Ch./ Fregq. Substitute = Ant. Gain ERP
Level Level (dBm) (dBd) C.L Pol.
eve m
channel Freq.(MHz) (dBm) w dBm
128 824.20 -21.37 38.40 -10.61 0.95 H 0.483 26.84

ERP = Substitute LEVEL(dBm) + Ant. Gain - CL(Cable Loss)

1) The EUT mounted on a non-conductive turntable is 2.5 meter above test site ground level.
2) During the test, the turn table is rotated until the maximum signal is found.

3) Record the field strength meter’s level.

4) Replace the EUT with dipole/Horn antenna that is connected to a calibrated signal generator.

5) Increase the signal generator output till the field strength meter’s level is equal to the item (3).

6) The signal generator output level with Ant. Gain and cable loss are the rating of effective radiated

power.

7.2 EIRP Sample Calculation

Measured
Ch./Freq. Substitute = Ant. Gain EIRP
Level Level (dBm) (dBi) C.L Pol.
eve m i
channel Freq.(MHz) (dBm) w dBm
20175 1,732.50 -15.75 18.45 9.90 1.76 H 0.456 26.59

EIRP = Substitute LEVEL(dBm) + Ant. Gain - CL(Cable Loss)

1) The EUT mounted on a non-conductive turntable is 2.5 meter above test site ground level.
2) During the test, the turn table is rotated until the maximum signal is found.

3
4

)
)
) Record the field strength meter’s level.

) Replace the EUT with dipole/Horn antenna that is connected to a calibrated signal generator.
5) Increase the signal generator output till the field strength meter’s level is equal to the item (3).
6) The signal generator output level with Ant. Gain and cable loss are the rating of equivalent

isotropic radiated power.
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7.3. Emission Designator

GSM Emission Designator

Emission Designator = 249KGXW
GSM BW =249 kHz

G =Phase Modulation

X = Cases not otherwise covered

W = Combination (Audio/Data)

WCDMA Emission Designator

Emission Designator = 4M17FOW
WCDMA BW =4.17 MHz

F = Frequency Modulation

9 = Composite Digital Info

W = Combination (Audio/Data)

QAM Modulation

Emission Designator = 4M48W7D
LTE BW =4.48 MHz

W = Amplitude/Angle Modulated
7= Quantized/Digital Info

Report No. HCT-RF-2504-FC002-R1

EDGE Emission Designator

Emission Designator = 249KGTW
GSM BW =249 kHz

G = Phase Modulation

7 = Quantized/Digital Info

W = Combination (Audio/Data)

QPSK Modulation

Emission Designator =4M48G7D
LTE BW =4.48 MHz

G =Phase Modulation

7 = Quantized/Digital Info

D = Data transmission; telemetry; telecommand

D = Data transmission; telemetry; telecommand
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8. TEST DATA

8.1 EQUIVALENT ISOTROPIC RADIATED POWER

Report No. HCT-RF-2504-FC002-R1

Measured Substitut Ant. EIRP
Freq SCS . . o
. Modulation Level elevel Gain CL Pol Limit
(MHz) /SC Size . w dBm
(dBm) (dBm)  (dBi)
1626.6 BPSK -23.74 11.36 9.18 1.98 0.072 18.56
3.75kHz
1643.5 /15C0 BPSK -22.89 12.19 9.39 2.00 Notel 0.091 19.58
1643.5 BPSK -22.21 12.77 9.51 2.03 0.106  20.25
Measured Substitut Ant. EIRP
Freq SCS
. Modulation Level elevel Gain CL Pol Limit
(MHz) /SC Size . w dBm
(dBm) (dBm)  (dBi)
1626.6 BPSK -21.62 13.48 9.18 198 V 0.117  20.68
' QPSK -22.10 13.00 9.18 198 V 0.105  20.20
15 kHz BPSK -21.74 13.34 939 2.00 V 0.118 20.73
1643.5 Notel
/1SCO QPSK -22.21 12.87 939 200 V 0.106  20.26
16604 BPSK -21.62 13.36 951 203 V 0.121 20.84
. QPSK -22.36 12.62 951 203 'V 0.102  20.10
Note:
1.+40dBW in any 4 kHz band for8 <0°
+40+ 306 dBW in any 4 kHz band for 0° <6 <5°
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8.2 RADIATED SPURIOUS EMISSIONS

(=] Modulation: QPSK
(=] Distance: 3 meters
(=] SC Size: 1sCo
(=] Limit: -13dBm
Freguency | Uy el Antan ST oy gy Rea
(MHz) (dBm) (dBm)
3253.20 -49.88 10.77 -57.09 2.96 H -49.28
1626.6 4.879.80 -36.50 11.36 -38.18 3.69 H -30.51
6 506.40 -55.89 11.33 -52.57 4.25 v -45.50
3287.00 -51.97 11.02 -59.34 2.94 H -51.26
1643.5 4930.50 -43.14 11.31 -43.89 3.64 H -36.22
6574.00 -56.18 11.06 -52.01 4.35 H -45.31
3320.80 -52.24 11.10 -60.19 3.00 H -52.09
1660.4 4981.20 -34.23 11.20 -35.13 3.69 v -27.62
6641.60 -56.28 10.90 -51.96 4.33 H -45.39
F-TP22-03 (Rev. 06) Page 25 of 89
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8.3 OCCUPIED BANDWIDTH

SCS Frequncy SC Result
Modulation
(kHz) (MHz) Size (kHz)
3.75 BPSK 1SC23 4494
BPSK 1SC5 64.29
1643.5
15 QPSK 1SC5 66.58
QPSK 125C0 186.03
Note:

1. Plots of the EUT’s Occupied Bandwidth are shown Page 33 ~ 36.
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8.4 CONDUCTED SPURIOUS EMISSIONS

Frequency of Measurement
SCS sC Frequency Maximum Factor Maximum Result Limit
(kHz) Size (MHz) Harmonic (dB) Data (dBm) (dBm)
(GHz) (dBm)
1SC0 1626.6 3.25031 27.9760 -63.736 -35.760
3.75 1SCO 1643.5 3.29019 27.9760 -65.202 -37.226
1SC0 1660.4 4.77572 27.9760 -66.412 -38.436
1SCO 1626.6 3.25031 27.9760 -59.004 -31.028
15 1SCO 1643.5 3.29019 27.9760 -63.605 -35.629 -13.00
1SCO 1660.4 4.76575 27.9760 -65.735 -37.759
125C0 1626.6 3.25031 27.9760 -60.403 -32.427
15 125C0 1643.5 3.68899 27.9760 -65.889 -37.913
125C0 1660.4 4.78569 27.9760 -65.840 -37.864

Note:
1. Plots of the EUT’s Conducted Spurious Emissions are shown Page 37 ~ 54.

2. Duty Cycle factor already applied on the factor.
- Factor(dB) = Cable Loss + Ext. Attenuator + Duty Cycle Factor
- Result(dBm) = Reading + Factor

Frequency Range (GHz) Factor [dB]
0.03-1 20.409
1-5 22.115
5-10 22.730
10 - 15 23.255
15 - 20 23.628
Above 20 24.270

8.5 Emission Mask

- Plots of the EUT’s Emission Mask are shown Page 55 ~ 70.
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Report No. HCT-RF-2504-FC002-R1
8.6 Emission limits for protection of aeronautical service
Wide Band
Test. Mea.
SCS ) SC Result Limit
Frequncy Modulation Frequency
(kHz) Size (dBm) (dBm/MHz)
(MHz) (MHz)
1559 — 1605 -66.823 -40
3.75 1626.6 BPSK 1SCO
1605 — 1610 -66.781 -40~-16
1559 — 1605 -66.861 -40
BPSK 1SCO
1605 — 1610 -66.736 -40 ~-16
15 1626.6
1559 — 1605 -67.056 -40
QPSK 12SC0
1605 — 1610 -67.058 -40 ~ -16
Note:

1. Plots of the EUT’s Emission limits for protection of aeronautical service(Wide Band) are shown

Page 71~ 76.

Narrow Band

Test. Mea.
SCS SC Result Limit
Frequncy Modulation Frequency
(kHz) Size (dBm) (dBm/MHz)
(MHz) (MHz)
1559 — 1605 -82.203 -50
3.75 1626.6 BPSK 1SCO
1605 — 1610 -82.272 -50 ~-26
1559 — 1605 -82.302 -50
BPSK 1SC0
1605 — 1610 -81.849 -50 ~-26
15 1626.6
1559 — 1605 -82.257 -50
QPSK 125C0
1605 — 1610 -82.451 -50 ~-26
Note:

1. Plots of the EUT’s Emission limits for protection of aeronautical service(Narrow Band) are shown

Page 77 ~ 82.
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8.7 Emission limits for protection of aeronautical service - Carrier-off state

Mea. Test.
SCS Result Limit
Modulation Frequency Frequncy
(kHz) (dBm) (dBm/MHz)
(MHz) (MHz)
1626.600 -71.006 -50
3.75 Carrier-off 1559 — 1610 1643.500 -71.041 -50
1660.400 -71.335 -50
1626.600 -68.997 -50
15 Carrier-off 1559 — 1610 1643.500 -69.573 -50
1660.400 -79.372 -50

Note:

1. Plots of the EUT’s Emission limits for protection of aeronautical service - Carrier-off state are shown
Page 83 ~ 88.
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8.8 FREQUENCY STABILITY / VARIATION OF AMBIENT TEMPERATURE

[=] Mode: NTN 255
(=] SCS: 3.75kHz
[=] Voltage(100 %): 3.90VDC
[=] Batt. Endpoint: 3.30VDC
[=] Limit: 0.001 % or 10 ppm
Test. Voltage Temp. Frequency Frequency Deviation
Fre(allj_'ir;cy (%) (°C) (Hz) Error (Hz) (%) ppm
100 % +20(Ref) 1626 596 613 0.0 0.000000  0.000
100 % -30 1626 596 421 -192.6 -0.000012 -0.118
100 % -20 1626 596 476 -137.2 -0.000008 -0.084
100 % -10 1626 596 522 -91.8 -0.000006 -0.056
1626.600 100 % 0 1626 596 569 -44.5 -0.000003  -0.027
100 % +10 1626 596 632 18.2 0.000 001 0.011
100 % +30 1626 596 624 10.6 0.000 001 0.007
100 % +40 1626 596 665 51.2 0.000003  0.031
100 % +50 1626 596 733 119.5 0.000007  0.073
Batt. Endpoint +20 1626 596 766 153.0 0.000009  0.094
100 % +20(Ref) 1643 649 574 0.0 0.000 000  0.000
100 % -30 1643 649 387 -187.2 -0.000011 -0.114
100 % -20 1643 649 439 -134.8 -0.000008 -0.082
100 % -10 1643 649 481 -93.5 -0.000 006 -0.057
1643.500 100 % 0 1643 649 526 -47.8 -0.000003 -0.029
100 % +10 1643 649 575 0.9 0.000 000  0.001
100 % +30 1643 649 590 15.4 0.000 001 0.009
100 % +40 1643 649 630 55.8 0.000003  0.034
100 % +50 1643 649 679 105.0 0.000006  0.064
Batt. Endpoint +20 1643 649 732 158.0 0.000010  0.096
100 % +20(Ref) 1660 536 813 0.0 0.000 000  0.000
100 % -30 1660 536 625 -188.2 -0.000011 -0.113
100 % -20 1660 536 673 -140.6 -0.000008 -0.085
100 % -10 1660 536 730 -83.2 -0.000005 -0.050
1660.400 100 % 0 1660 536 765 -48.1 -0.000003 -0.029
100 % +10 1660 536 826 12.8 0.000 001 0.008
100 % +30 1660 536 821 8.0 0.000 000  0.005
100 % +40 1660 536 872 58.3 0.000004  0.035
100 % +50 1660 536 923 109.5 0.000 007  0.066
Batt. Endpoint +20 1660 536 972 158.4 0.000010  0.095
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[=] Mode: NTN 255
[=] SCS: 15 kHz
[=] Voltage(100 %): 3.90VvDC
[=] Batt. Endpoint: 3.30VDC
[=] Limit: 0.001 % or 10 ppm
Test. o
Frequency Voltage Teomp. Frequency Frequency Deviation ppm
(MH2) (%) (°C) (Hz) Error (Hz) (%)
100 % +20(Ref) 1626 592 917 0.0 0.000000  0.000
100 % -30 1626 592 732 -185.6 -0.000011 -0.114
100 % -20 1626 592 780 -137.4 -0.000008 -0.084
100 % -10 1626 592 829 -88.4 -0.000005 -0.054
1626.600 100 % 0 1626 592 871 -45.9 -0.000003 -0.028
100 % +10 1626 592 934 17.0 0.000001  0.010
100 % +30 1626 592 936 18.9 0.000001  0.012
100 % +40 1626 592 972 54.4 0.000003  0.033
100 % +50 1626 593 023 105.6 0.000 006  0.065
Batt. Endpoint +20 1626 593 073 155.3 0.000 010  0.095
100 % +20(Ref) 1643490 075 0.0 0.000 000  0.000
100 % -30 1643489 893 -181.5 -0.000011 -0.110
100 % -20 1643 489 930 -145.1 -0.000009 -0.088
100 % -10 1643489983 -92.0 -0.000006 -0.056
1643.500 100 % 0 1643 490 028 -47.4 -0.000003 -0.029
100 % +10 1643 490 082 6.6 0.000 000  0.004
100 % +30 1643490 077 2.1 0.000 000  0.001
100 % +40 1643490 134 58.9 0.000004  0.036
100 % +50 1643490 186 110.8 0.000007  0.067
Batt. Endpoint +20 1643490228 153.0 0.000009  0.093
100 % +20(Ref) 1660 482 644 0.0 0.000 000  0.000
100 % -30 1660 482 453 -190.7 -0.000011 -0.115
100 % -20 1660 482 495 -149.2 -0.000009  -0.090
100 % -10 1660 482 550 -93.9 -0.000006 -0.057
1660.400 100 % 0 1660 482 602 -42.0 -0.000003  -0.025
100 % +10 1660 482 652 8.3 0.000000  0.005
100 % +30 1660 482 644 0.3 0.000 000  0.000
100 % +40 1660 482 698 53.8 0.000003  0.032
100 % +50 1660482 755 110.9 0.000 007  0.067
Batt. Endpoint +20 1660482 811 166.7 0.000010 0.100
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9. TEST PLOTS

F-TP22-03 (Rev. 06) Page 32 of 89

The report shall not be (partly) reproduced except in full without approval of the laboratory.



Report No. HCT-RF-2504-FC002-R1

3.75K_OBW_Mid_1643.5MHz_BPSK_1SC23

KEYSIGHT |nput: RF Input Z: 50 Q Atten: 12 dB Trig: Free Run Center Freq: 1.643500000 GHz
i Coupling: DC Cor CCont Preamp: Off Gate: OF AvgHold: 200/200
Align: Auto req Ref: Int (3) uW Path: Standard #r Gain: Low Radio Std: None
NFE: Adaptive

Ref Lvl Offset 20.60 dB
Scale/Div10.0 dB Ref Value 40.00 dBm

e
Lod?

o e sl

Center 1.6435000 GHz #Video BW 18.000 kHz
#Res BW 4.7000 kHz Sweap 19.7 ms (1001 pts)

Occupied Bandwidth
44.944 kHz Total Power

Transmit Freq Error -1.788 kHz % of OEW Power
x dB Bandwidth 58.84 kHz xdB

@acm?

F-TP22-03 (Rev. 06) Page 33 of 89

The report shall not be (partly) reproduced except in full without approval of the laboratory.



Report No. HCT-RF-2504-FC002-R1

15K_OBW_Mid_1643.5MHz_BPSK_1SC5

KEYSIGHT |nput: RF Input Z: 50 Q Atten: 12 dB Trig: Free Run Center Freq: 1.643500000 GHz
i Coupling: DC Cor CCont Preamp: Off Gate: OF AvgHold: 200/200
Align: Auto req Ref: Int (3) uW Path: Standard #r Gain: Low Radio Std: None
NFE: Adaptive

Ref Lvl Offset 20.60 dB
Scale/Div10.0 dB Ref Value 40.00 dBm

Fe

Center 1.6435000 GHz #Video BW 18.000 kHz
#Res BW 4.7000 kHz Sweap 19.7 ms (1001 pts)

Occupied Bandwidth
€4.295 kHz Total Power

Transmit Freq Error z % of OEW Power
x dB Bandwidth 33. z xdB

Hi sl kdle
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15K_OBW_Mid_1643.5MHz_QPSK_1SC5

KEYSIGHT |nput: RF Input Z: 50 Q Atten: 12 dB Trig: Free Run Center Freq: 1.643500000 GHz
i Coupling: DC Cor CCont Preamp: Off Gate: OF AvgHold: 200/200
Align: Auto req Ref: Int (3) uW Path: Standard #r Gain: Low Radio Std: None
NFE: Adaptive

Ref Lvl Offset 20.60 dB
Scale/Div10.0 dB Ref Value 40.00 dBm

Y

i

»—

Center 1.6435000 GHz #Video BW 18.000 kHz
#Res BW 4.7000 kHz Sweap 19.7 ms (1001 pts)

Occupied Bandwidth
€6.578 kHz Total Power

Transmit Freq Error -7.530 kHz % of OEW Power
x dB Bandwidth 79.75 kHz xdB
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RL Gt RS

Center 1.6435000 GHz
#Res BW 4.7000 kHz

Occupied Bandwidth
186.03 kHz

Transmit Freq Error
x dB Bandwidth

F-TP22-03 (Rev. 06)

Coupling: DC

15K_OBW_Mid_1643.5MHz_QPSK_12SC0

Input Z: 50 O
Corr CCort
req Ref: Int (3)
NFE: Adaptive

Atten: 12 dB
Preamp: Off
uW Path: Standard

Trig: Free Run
Gate: Off
#I Gain: Low

Center Freq: 1.643500000 GHz
Avg|Hold: 200/200
Radio Std: None

Ref Lvl Offset 20.60 dB
Ref Value 40.00 dBm

#Video BW 18.000 kHz

Report No. HCT-RF-2504-FC002-R1

Frequency v

Center Frequency
1.643500000 G

. Span
460.00 kHz

Span 460 kHz

Sweap 19.7 ms (1001 pts)

Total Power 26.3dBm
% of OEW Power

xdB
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3.75K_CSE(30M-10G)_Low_1626.6MHz_BPSK_1SC0

- S.CPI ﬁ Frequency
Input: RF Input Z: 50 O #Atten” 12 dB ENO: Fast #Avg Type: Pawer (RMS) p .
RTEYSIG_T- Coupling Corr CCort Preamp: Off Gate: Off Trig: Free Run SR Settings
Align: Auto req Ref: Int (3) uW Path: Standard IT Gai 5.015000000 G
NFE: Adative Sig Track: Off
= Span
Mkr1 3.250 31 GHz||g gr0000 Gris

Scale/Div 10 dB ) Ref Level 2.00 dBm -63.74 dBm

Swept Span

Zero Span
Full Span
| I start Freq
30.000000 MHz

. | | | Pl ey
1 10.000000000 G

. | r il | ) - AUTO TUNE
Mﬁ,t_umﬁﬁgjLJNP"N‘*ﬂ!’“N\Jl"'#ﬁ?!L'“"’“-’- A AT i P g gl iy P ‘ \

[T CF Slep
997.000000 MHz
L Auto

Start 30 MHz #Video BW 3.0 NHz Stop 10.000 GHz,

#ResBWIOMMz _  swsep7.8ms(1001pty

5 Marker Teble ¥
Modc Tracc Scale X Function Function Width Function Valuc
N 1 f 250 3 -63.74 dBm
N 1 f 2 z 153 dBm
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Coupling: DC
Aign: Auta

Scale/Div10 dB

PORETELY T

Start 30 MHz
#Res BW 1.0 MHz

5 Marker Teble ¥

Modc Tracc Scalc
N 1 f
N 1 f

@M ?

F-TP22-03 (Rev. 06)

"wgﬂsﬂwmmlwﬁ-tw-jﬁ‘wwﬁ#r

Report No. HCT-RF-2504-FC002-R1

3.75K_CSE(30M-10G)_Mid_1643.5MHz_BPSK_1SC0

#Atten: 12 dB
Preamp: Off
uW Path: Standard

Input Z: 50 O
Corr CCort
req Ref: Int (3)
NFE: Adaptive

Ref Level 2.00 dBm

01

#Video BW 3.0 NHz

Y Function

-65.20 dBm
1.82 dBm

Apr 10, 20
10:59:56 AM

Function Width

SCPI
#Avg Type: Power (RMS)
Trig: Free Run

Mkr1 3.290 19 GHz
-65.20 dBm

ﬁ Frequency v

Center Frequency Settings l
5.015000000 GHz .
Span
9.97000000 GHz

Swept Span

Zero Span

Full Span

| I start Freq

P T AT ot O AR A (R i

Stop 10.000 GHz,

Sweep~17.8 ms (1001 pts)

Function Valuc

Stop Freq
10.000000000

" AUTO TUNE

CF Slep
997.000000 MHz

Auto
Man

Freq Cffset
DI1L

30.000000 MHz
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Coupling: DC
Aign: Auta

Scale/Div10 dB

e Al AN

Start 30 MHz
#Res BW 1.0 MHz

5 Marker Teble ¥

Modc Tracc Scalc
N 1 f
N 1 f

@M ?

F-TP22-03 (Rev. 06)

Report No. HCT-RF-2504-FC002-R1

3.75K_CSE(30M-10G)_High_1660.4MHz_BPSK_1SCO0

Input Z: 50 O
Corr CCort
req Ref: Int (3)
NFE: Adaptive

Apr 10, 20
11:1510 AM

#Atten: 12 dB
Preamp: Off
uW Path: Standard

FNO: Fast
Gate: Off

IT Gain: Low
Sig Track: Off

Ref Level 2.00 dBm

SCPI

#Avg Type: Power (RMS)
Trig: Free Run

Mkr1 4.775 72 GHz
-66.41 dBm

o ,,~ijj‘ﬂ“~*f\ L '-Aﬂv’wa,{qu‘wr_u"w'hkﬂmﬂ Sl

#Video BW 3.0 NHz

i Function
-66.41 dBm
2.16 dBm

Function Width

Stop 10.000 GHz|
Sweep~17.8 ms (1001 pts)

Function Valuc

ﬁ Frequency v

Center Frequency Settings l
5.015000000 GHz :
Span
9.97000000 GHz

Swept Span

Zero Span

Full Span

Stop Freq
10.000000000

AUTO TUNE

CF Slep
997.000000 MHz

Auto
Man

Freq Cffset
DI1L

| I start Freq
30.000000 MHz

Page 39 of 89

The report shall not be (partly) reproduced except in full without approval of the laboratory.



Coupling: DC
Aign: Auta

Scale/Div10 dB

e b dAn

Start 30 MHz
#Res BW 1.0 MHz

Report No. HCT-RF-2504-FC002-R1

15K_CSE(30M-10G)_Low_1626.6MHz_BPSK_1SC0

Input Z: 50 O
Corr CCort
req Ref: Int (3)
NFE: Adaptive

#Atten: 12 dB
Preamp: Off
uW Path: Standard

Ref Level 2.00 dBm

¢

Lh"tyfiq'!p\ﬂllp"mvg\u’llﬁ.u"hJ![,.M‘Wi"._ﬁ‘.“F‘ﬂjr"ii“t‘"‘y’hm'* PRI Y T TR T VL TV Y T e

#Video BW 3.0 NHz

SCPI
#Avg Type: Power (RMS)
Trig: Free Run

Mkr1 3.250 31 GHz
-59.00 dBm

ﬁ Frequency v

Center Frequency Settings l
5.015000000 GHz .
Span
9.97000000 GHz

Swept Span

Zero Span

Full Span

| I start Freq

Stop 10.000 GHz|
Sweep~17.8 ms (1001 pts)

5 Marker Teble ¥

Modc Tracc Scalc
N 1 f
N 1 f

F-TP22-03 (Rev. 06)

Function

Apr 10, 20
11:39:10 AM

Function Width Function Valuc

30.000000 MHz

Stop Freq

10.000000000

" AUTO TUNE

CF Slep
997.000000 MHz

Auto
Man

Freq Cffset
DI1L

Page 40 of 89

The report shall not be (partly) reproduced except in full without approval of the laboratory.



-
h—a- Report No. HCT-RF-2504-FC002-R1

15K_CSE(30M-10G)_Mid_1643.5MHz_BPSK_1SC0

S.CPI ﬁ Frequency L

B Input Z: 50 O #Atten: 12 dB FNO: Fast #Avg Type: Power (RMS) 4 re— .
Coupling: DC Cor CCont Preamp: Off Gate: OF Trig: Free Run e reaLency Settings
Align: Auto Treq Ref: Int (5) uW Path: Standard IT Gain: Low 5.015000000 GHz

NFE: Adaftive Sig Track: Off

Span
9.97000000 GHz

Swept Span

Zero Span

Mkr1 3.290 19 GHz
Ref Level 2.00 dBm -63.60 dBm

Full Span

Stop Freq
10.000000000

| I start Freq
30.000000 MHz

A by e

997.000000 MHz
L Auto
Start 30 MHz #Video BW 3.0 NHz Stop 10.000 GHz,
#Res BW 1.0 MHz Sweep ~17.8 ms (1001 pes)
5 Marker Teble v

Modc Tracc Scalc

X
N 1 f -63.60 dBm
N 1 f 645 z 3.42 dBm

Function Function Width Function Valuc
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-
h—a- Report No. HCT-RF-2504-FC002-R1

15K_CSE(30M-10G)_High_1660.4MHz_BPSK_1SC0

- S.CPI ﬁ Frequency
Input: RF Input Z: 50 O #Atten” 12 dB ENO: Fast #Avg Type: Pawer (RMS) .

leEYSIG HT Coupling Corr CCort Preamp: Off Gate: Off Trig: Free Run SR Settings

o B req Ref: Int (3) uW Path: Standard IT Gai £.015000000 G

NFE: Adative Sig Track: Off
= Span
Mkr1 4.765 75 GHz||g or00000 Gris
Scale/Div 10 dB Ref Level 2.00 dBm -65.74 dBm SewphSpein
! ) Zero Span

Full Span

Stop Freq
10.000000000 G

| I start Freq
30.000000 MHz

§ T S — .l | AUTOTUNE
oUW O A TRV NI SRR T T YL R b ‘Q

R e S km-é-':.*w‘-# sl

997.000000 MHz
L Auto

Start 30 MHz #Video BW 3.0 NHz

#ResBWIOMN: o sweep~7Ems (1001 pts)

5 Marker Teble ¥
Modc Tracc Scale X Function Function Width Function Valuc
N 1 f -63.74 dBm
N 1 f 0.86 dBm
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-
h—a- Report No. HCT-RF-2504-FC002-R1

15K_CSE(30M-10G)_Low_1626.6MHz_QPSK_12SC0

- S.CPI ﬁ Frequency
KEVSIGHT fmefr | fmezme — weos pene g [ o p—m
e req Ref: Int (3) uW Path- Standard Il Gai £.015000000 G
NFE: Adaptive Sig Track: Off
e Span
Mkr1 3.250 31 GHz|fgamon0000 6
Scale/Div 10 dB Ref Level 2.00 dBm -60.40 dBm SewphSpein

Zero Span
Full Span
Start Freq

30.000000 MHz

Stop Freq

1 10.000000000 Gl
" B | AUTOTUNE
[q‘%,,iw\tﬂ'ﬂl't»l.«fﬁ' U*\"‘“-r{‘ujw'n' '*-ml""n‘ﬂh,N- i!'-uw.'m‘-,-,f‘ﬂﬂvh;‘N&W.Ll’lhm_#wlnr’l;.i.“'\r.bﬂ‘h.waMrn'h*ﬁanl“N ‘ ’

—
lrlil.lLu‘-JL’!"I“M"""ﬂi"‘!*w"w o CF Siep

997.000000 MHz
L Auto
Start 30 MHz #Video BW 3.0 NHz Stop 10.000 GHz,
#ResBWIOMN: o sweep~7Ems (1001 pts)
5 Marker Teble v
Mode Tracc Scale i Function Function Width Function Valuc
N 1 f 250 3 -60.40 dBm
N 1 f 2 z 458 dBm
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-
h—a- Report No. HCT-RF-2504-FC002-R1

15K_CSE(30M-10G)_Mid_1643.5MHz_QPSK_12SC0

- S.CPI ﬁ Frequency
KEYSIGHT Input:RF Input Z: 50 O #Atten” 12 dB ENO: Fast #Avg Type: Pawer (RMS) p .

RL Coupling Corr CCort Preamp: Off Gate: Off Trig: Free Run SR Settings

o B req Ref: Int (3) uW Path: Standard IT Gai 5.015000000 G

NFE: Adative Sig Track: Off
pro = Span
Mkr1 3.688 99 GHz||q orni000 Gris

Scale/Div 10 dB Ref Level 2.00 dBm -65.89 dBm SewphSpein

Zero Span
Full Span
| I start Freq
30.000000 MHz

Stop Freq
10.000000000 G

| | | | AUTO TUNE
M!‘ bohn b w,{r",,w. Lo N T T TR A L "4!*"’&#"“!]%‘ pllagod L I"Q.J\-Mﬂmﬂﬁr‘f“‘f’nrﬁ,{ld i ‘Q

CF Slep
997.000000 MHz

Auto

‘_‘4111\-1 '-F‘W 4

Start 30 MHz #Video BW 3.0 NHz Stop 10.000 GHz|
#ResBWIOMMz _ sweep~Thms (1001pts)

5 Marker Teble ¥
Modc Tracc Scale X Function Function Width Function Valuc

N 1 f -65.89 dBm
N 1 f

Apr 10,
=y ™ (il ? +41:49 P
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-
h—a- Report No. HCT-RF-2504-FC002-R1

15K_CSE(30M-10G)_High_1660.4MHz_QPSK_12SC0

- S.CPI ﬁ Frequency
Input: RF Input Z: 50 O #Atten” 12 dB ENO: Fast #Avg Type: Pawer (RMS) p .
RTEYSIG_ET Coupling Corr CCort Preamp: Off Gate: Off Trig: Free Run SR Settings
Align: Auto req Ref: Int (3) uW Path: Standard IT Gai 5.015000000 G
NFE: Adative Sig Track: Off
Span
Mkr1 4.785 69 GHz(} 4 97000000 GHz

Scale/Div 10 dB N Ref Level 2.00 dBm -65.84 dBm

Swept Span

Zero Span
Full Span
| I start Freq
30.000000 MHz

Stop Freq
10.000000000 G

i i 1 | :
‘ ) I AUTO TUNE
,m,,nﬂ_',,l\,,mluwﬂ-"” "‘"W!MJL Uy 'lax"""ﬁlﬂwrld%‘;-‘]f.li"‘uf“'l ’mw..-‘J»q-ﬂ"'-r‘l‘fhi_JJHM-’p?J“"v!L!ylsJ?1“‘»1 O P ‘Q

w’lﬂ»u‘i'rf‘“-""ﬂ“”f-"}"‘“ﬁ"‘ll4' ol CF Siep
997.000000 MHz
| Auto

Start 30 MHz #Video BW 3.0 NHz Stop 10.000 GHz

#ResBW1OMHz 0000000000000 Sweep~17.8ms (1001pts)

5 Marker Teble ¥
Modc Tracc Scale Function Function Width Function Valuc

N 1 f -63.84 dBm
N 1 f 0.96 dBm
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-
ha- Report No. HCT-RF-2504-FC002-R1

3.75K_CSE(Abovel0G)_Low_1626.6MHz_BPSK_1SCO

i
Frequency i i

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
C Corr CCorr Preamp: Off Gate: Off Trig: Free Run
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Settings

Mkr1 18.40 GHz
Scale/Div10 dB Ref Level -20.00 dBm -75.73 dBm

10.0000000 GHz
Swept Span

Zero Span

I Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz

Auto
Man

1 —

o NW" I Y %vﬂw””rw jlml‘ﬂI'l'“hl-"‘"!*h'**f‘}"f’"’hmj\!W\m"f‘}“ i _ﬁmﬁlﬁh"ﬁ’%ﬁﬁﬂWuffﬂ!iﬂ‘thﬁMNMﬁhﬂW#\iﬂw

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)
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-
ha- Report No. HCT-RF-2504-FC002-R1

3.75K_CSE(Abovel0G)_Mid_1643.5MHz_BPSK_1SC0

KEYSIGHT Input:RF Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
RL e Coupling: DC Corr CCorr Preamp: Off Gate: Off Trig: Free Run
Align: Auto req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Mkr1 19.87 GHz{} 45 5000000 GHz

ScalelDiv 10 dB Ref Level -20.00 dBm -75.82 dBm SewphiSpein
! Zero Span

Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

AUTO TUNE 1

CF Slep
1.000000000 GHz
Auto

ﬂp’ﬂ@}h“ﬂ[\ jﬂ\,"ngmkhﬂfvnumh.y,ilfw!,\aﬂﬁx\!w JJ;W&;f»l‘*w\ﬂi}'v‘imﬁ*f* l.!ﬂiﬁﬂ,:l"!glﬁ’iLil”’l“uﬁﬁ,‘ﬂw_m"{h~,l}iﬂ'iﬂ'ﬁ | ffﬂﬂh}ﬁﬂ-ﬂwV\a@!.‘JﬂVLkMH‘WMWhﬁM\.

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

M Apr 10, 2025
=5~ [ | ? 110041 A
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-
ha- Report No. HCT-RF-2504-FC002-R1

3.75K_CSE(Abovel0G)_High_1660.4MHz_BPSK_1SC0
Frequency v ':'

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Power (RMS) 23 4 ———
C Corr CCorr Preamp: Off Gate: Off Trig: Free Run Settings
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off
Mkri1 17.28 GHz

10.0000000 GHz
Scale/Div10 dB Ref Level -20.00 dBm -76.32 dBm

Swept Span

Zero Span

10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz
Auto

R
WA Pl P s A

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

M Apr 10, 2025
=5~ [ | ? 11595 A
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-
ha- Report No. HCT-RF-2504-FC002-R1

15K_CSE(Abovel0G)_Low_1626.6MHz_BPSK_1SC0

i
Frequency i i

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
2 Corr CCort Preamp: Off Gate: Off Trig: Free Run Settings
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Mkr1 18.79 GHz{} 15 5000000 GHz

ScalelDiv 10 dB Ref Level -20.00 dBm -74.13 dBm SewphiSpein
! Zero Span

I Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz

Auto

“Jliﬂikﬁ*‘-iijuiwﬂiMW'I'LWM‘*U'{\JT’%'!"'"“’x!“\"-i’"hﬂrr‘ﬁWI‘If'ﬁ‘""J'f”u"ﬁ*ﬁmI"l"‘WuMrJIr.fwfa‘"ﬂf“lﬁ‘"uur'ﬂﬁilvt’ﬂwfM L'“’LWHW'MW’"L ‘

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

M Apr 10, 2025
=5~ [ | ? 113995 A
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-
ha- Report No. HCT-RF-2504-FC002-R1

15K_CSE(Abovel0G)_Mid_1643.5MHz_BPSK_1SC0

Frequency i i

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
C Corr CCorr Preamp: Off Gate: Off Trig: Free Run
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Mkr1 19.21 GHz{} 44 5000000 GHz

ScalelDiv 10 dB Ref Level -20.00 dBm -74.34 dBm SewphiSpein
! Zero Span

10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz

—— 1
’ Auto

| ) ; f‘l '\I| ! | Man
A A Jmﬁ,ﬂwﬁwmmwﬁr.rfuurm,wuwawﬂwwfmﬂﬁ%FWH‘}WINWW il

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

F-TP22-03 (Rev. 06)
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-
ha- Report No. HCT-RF-2504-FC002-R1

15K_CSE(Abovel0G)_High_1660.4MHz_BPSK_1SC0

Frequency

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Power (RMS) 2
C Corr CCorr Preamp: Off Gate: Off Trig: Free Run
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off
Mkr1 19.37 GHz

Scale/Div10 dB Ref Level -20.00 dBm -76.48 dBm

10.0000000 GHz
Swept Span

Zero Span

I Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

‘ AUTO TUNE l
CF Slep
1.000000000 GHz

Auto
Man

;,11qgmrm,wmmHay,»mmmlrm.’hd'r.'w‘ﬂWﬁffwqﬂu“'i'%ﬂ”l'"ﬁ“wﬁ*ILIIMM{MHWWM'-"HUWM‘”**’*"”mﬂﬂh iyt

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

o Apr 10, 2025
CHied (e [ | ? 4410 P

F-TP22-03 (Rev. 06)
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-
ha- Report No. HCT-RF-2504-FC002-R1

15K_CSE(Abovel0G)_Low_1626.6MHz_QPSK_12SC0

i
Frequency i i

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
C Corr CCorr Preamp: Off Gate: Off Trig: Free Run
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Settings

Mkr1 19.16 GHz
Scale/Div10 dB Ref Level -20.00 dBm -75.59 dBm

10.0000000 GHz
Swept Span

Zero Span

I Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz

B R e
T G e Tr‘m-Irm.uM.l T AT R wmwf'lﬂ**ﬁ*' f

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

M Apr 10, 2025
=5~ [ | ? 114551 A
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-
ha- Report No. HCT-RF-2504-FC002-R1

15K_CSE(Abovel0G)_Mid_1643.5MHz_QPSK_12SC0

i
Frequency i i

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
C Corr CCorr Preamp: Off Gate: Off Trig: Free Run
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Settings

Mkr1 17.65 GHz
Scale/Div10 dB Ref Level -20.00 dBm -74.45 dBm

10.0000000 GHz

Swept Span

Zero Span

I Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz

‘1 . . i Auto

WA

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
Sweep ~18.2 ms (1001 pts)
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-
ha- Report No. HCT-RF-2504-FC002-R1

15K_CSE(Abovel0G)_High_1660.4MHz_QPSK_12SC0

i
Frequency i i

KEYSIGHT nput: Input Z: 50 O #Atten: 0 dB ENO: Fast #Avg Type: Pawer (RMS) 2
2 Corr CCort Preamp: Off Gate: Off Trig: Free Run Settings
req Ref: Int (3) uW Path: Standard IT Gain: Iligh
NFE: Adative Sig Track: Off

Mkr1 19.92 GHz{} 15 5000000 GHz

ScalelDiv 10 dB Ref Level -20.00 dBm -74.54 dBm SewphiSpein
! Zero Span

I Full Span

Start Freq
10.000000000 GHz

Stop Freq
~1 | 20.000000000 GHz

" AUTO TUNE 1

CF Slep
1.000000000 GHz

4
E H‘ Auto

) . ) - A i ”:‘ ] Man
s b A e A

Start 10.000 GHz #Video BW 3.0 NHz Stop 20.000 GHz
#Res BW 1.0 MHz Sweep ~18.2 ms (1001 pts)

F-TP22-03 (Rev. 06)
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Report No. HCT-RF-2504-FC002-R1

3.75K_Mask_Low_1626.6MHz_BPSK_1SCO0

Frequency

KEYSIGHT Input:RF Input Z: 50 O #Atten” 12 dB FNO: Balanced #Avg Type: Pawer (RMS) 12 .
RL Coupling Corr CCort Preamp: Off Gate: Off Trig: Free Run SR Settings
== aiin: Ao req Ref: Int (3) uW Path: Standard IT Gai “ | 1.626600000 G
NFE: Adative Sig Track: Off

Ref Lvl Offset 20.60 dB 1.38000000 MHz
Scale/Div10 dB Ref Level 22.60 dBm :

Swept Span

Trace 1 Pass A

Full Span

Start Freq
1.625910000 GHz

Stop Freq
i1 0000 GHz

" AUTO TUNE 1

CF Slep
138.000 kHz

Auto

n " e “‘--..ﬁ' J 1
om0 i L]
Apsi™ Lot Jw\,{\w\‘,“_“k,\’hj\"\‘

\
S

Center 1.6266000 GHz #Video BW 13 kHz Span 1.380 NHz
#Res BW 4.3 kHz #Sweep 4.00 s (1001 pts)

= w oA
.:'LA% LY
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Report No. HCT-RF-2504-FC002-R1

3.75K_Mask_Mid_1643.5MHz_BPSK_1SCO0

KEYSIGHT Input:RF Input Z: 50 O #Atten” 12 dB FNO: Balanced #Avg Type: Pawer (RMS) 2
RL e Coupling Corr CCorr Preamp: Off = Trig: Free Run
Align: Auto req Ref: Int (3) uW Path: Standard i
NFE: Adaptive

Ref Lvl Offset 20.60 dB 1.38000000 MHz
Sga!e.'Dlv 10dB Ref_ Level 22.60 dBm ) Frarie

Trace 1 Pass A

Full Span

Start Freq
1.642810000 GHz

Stop Freq
1.644190000 GHz

" AUTO TUNE 1

CF Slep
138.000 kHz

Auto

it I
St ML .fl‘m..-r“m_,-‘ﬁ‘u
o e

Center 1.6435000 GHz #Video BW 13 kHz Span 1.380 NHz
#Res BW 4.3 kHz #Sweep 4.00 s (1001 pts)
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Report No. HCT-RF-2504-FC002-R1

3.75K_Mask_High_1660.4MHz_BPSK_1SCO

- S.CPI ﬁ Frequency
KEYSIG '|' Input: RF Input Z: 50 O #Atten” 12 dB FNO: Balanced #Avg Type: Pawer (RMS) 12 .

RL Coupling Corr CCort Preamp: Off 3 Trig: Free Run SR Settings

S W A req Ref: Int (3) uW Path: Standard i | 1660400000 G

NFE: Adaptive AADAAA
Span
Ref Lvl Offset 20.60 dB 1.38000000 MHz

Sga!e.'Dlv 10dB Ref Level 22.60 dBm . Swept Span

Trace 1 Pass A
Full Span

Start Freq
1.659710000 GHz

Stop Freq
1.661090000 GHz

‘ AUTO TUNE l

CF Slep
138.000 kHz

Auto

[ !

N, :

A P S

o e ) b .
pede (L NP

A I 1»«,:’."”'\-1.
"r‘r\‘“wr\-,ﬂ..m“.

Phtgentyene

Center 1.6604000 GHz #Video BW 13 kHz Span 1.380 NHz
#Res BW 4.3 kHz #Sweep 4.00 s (1001 pts)

=1 Apr 10, I *
CHied (e [ ] ? 111450 am |0 s L% Ay
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Report No. HCT-RF-2504-FC002-R1

3.75K_Mask_Low_1626.6MHz_BPSK_1SC47

Frequency

KEYSIGHT Input:RF Input Z: 50 O #Atten” 12 dB FNO: Balanced #Avg Type: Pawer (RMS) 12 .
RL Coupling Corr CCort Preamp: Off Gate: Off Trig: Free Run SR Settings
== aiin: Ao req Ref: Int (3) uW Path: Standard IT Gai “ | 1.626600000 G
NFE: Adative Sig Track: Off

Ref Lvl Offset 20.60 dB 1.38000000 MHz
Scale/Div10 dB Ref Level 22.60 dBm :

Trace 1 Rass

Swept Span

Zero Span

Full Span

Start Freq

f
|
I
|
|

I ‘ 1.625910000 GHz
11

kAT Stop Freq
L - L - i1 0000 GHz

" AUTO TUNE 1

CF Slep
138.000 kHz

Auto

7
I A
1 inl Y L
N
: \.-Arﬂﬁ\..'"u\u'ﬂw"‘ o M

Center 1.6266000 GHz #Video BW 13 kHz Span 1.380 NHz
#Res BW 4.3 kHz #Sweep 4.00 s (1001 pts)
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ha- Report No. HCT-RF-2504-FC002-R1

3.75K_Mask_Mid_1643.5MHz_BPSK_1SC47

KEYSIGHT Input:RF Input Z: 50 O #Atten” 12 dB FNO: Balanced #Avg Type: Pawer (RMS) 2
RL e Coupling Corr CCorr Preamp: Off Gate: Off Trig: Free Run
Align: Auto req Ref: Int (3) uW Path: Standard IT Gai
NFE: Adative Sig Track: Off

Ref Lvl Offset 20.60 dB 1.38000000 MHZ
Sga!e.'Dlv 10dB Ret Level 22.60 dBm ) Frarie
Trace 1 Pass A

Full Span

Start Freq
1.642810000 GHz

Stop Freq
1.644190000 GHz

" AUTO TUNE 1

CF Slep
138.000 kHz

Auto

il

Center 1.6435000 GHz #Video BW 13 kHz Span 1.380 NHz
#Sweep 4.00 s (1001 pts)
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