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Plot 7-83. Radiated Spurious Plot 26.5GHz - 40GHz (802.11a) — Ch. 45
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Plot 7-84. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11be 80MHz BW (20MHz Puncture — UNII Band 5 Ch. 45)
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MIMO Radiated Spurious Emission Measurements — UNIl Band 5

FCC ID: ABLSMF776JPN

(CERTIFICATION)

2/24/2026 - 5/18/2026

Portable Handset

Worst Case Mode: 802.11a
Worst Case Transfer Rate: 6Mbps
Distance of Measurements: 1 & 3 Meters
Test
Turntable Distance P
Mode Antenna | UNIIBand [ Channel Cheane] Restricted Rrecency Detector  |Ant. Pol. [H/V] A.ntenna Azimuth janaiyze ARCE Correction EisldStangth it Margin [dB]
Freq. [MHz] Height [cm] Level [dBm] [dB/m] [dBpV/m] [dBpV/m]
[degree] Factor [dB]
[MHZz]
* 11870.00 Average \% 309 40 -76.10 9.61 0.00 40.51 53.98 -13.47
* 11870.00 Peak \% 309 40 -65.40 9.61 0.00 51.21 73.98 -22.77
* 17805.00 Average \ - - -77.41 15.94 0.00 45.53 53.98 -8.45
2 5935 * 17805.00 Peak \% - - -65.48 15.94 0.00 57.46 73.98 -16.52
* 23740.00 Average \ -62.16 3.52 -9.54 38.82 53.98 -15.16
* 23740.00 Peak \ -51.15 3.52 -9.54 49.84 73.98 -24.14
29675.00 Peak ) - - -48.93 549 -9.54 54.02 68.20 -14.18
* 12350.00 Average \% 398 52 -77.74 9.39 0.00 38.65 53.98 -15.33
* 12350.00 Peak \% 398 52 -66.24 9.39 0.00 50.15 73.98 -23.83
802.11a MIMO 5
* 18525.00 Average \ - - -64.05 122 -9.54 34.63 53.98 -19.35
45 6175
* 18525.00 Peak \% - - -53.20 122 -9.54 45.48 73.98 -28.50
24700.00 Peak \ -51.88 3.70 -9.54 49.27 68.20 -18.93
30875.00 Peak \ -48.97 6.39 -9.54 54.88 68.20 -13.32
12830.00 Peak \% - - -65.91 9.58 0.00 50.67 68.20 -17.53
* 19245.00 Average \% - - -63.37 1.95 -9.54 36.05 53.98 -17.93
93 6415 * 19245.00 Peak \% -53.16 1.95 -9.54 46.25 73.98 -27.73
25660.00 Peak \ - - -51.60 3.70 -9.54 49.55 68.20 -18.65
32075.00 Peak \% - - -47.83 7.33 -9.54 56.96 68.20 -11.24
Table 7-29. Radiated Measurements MIMO — VLP
Test Turntable Distance q P
Mode Antenna | UNIIBand | Channel | Channel Fr([e;l::zricy Detector |Ant. Pol. [H/V] H;nt':r}:?“] Azimuth L::;'ly;:':'l [dABFIcnI;] Correction FI?:LS:;Z:‘?" I d; "\';?m] Margin [dB]
Freq. [MHz] 9 [degree] Factor [dB] " "
802.11a ANT1 5 2 5935 390.00 Quasi-Peak \ - - -90.08 23.04 0.00 39.96 46.02 -6.06
Table 7-30. Radiated Measurements MIMO below 1GHz
jlect Turntable Distance
Mode Antenna | UNIIBand [ Channel Cheanel Restricted preency Detector  |Ant. Pol. [H/V] A.menna Azimuth s zex ARCE Correction HieldStepsth (o3 Margin [dB]
Freq. [MHZz] Height [cm] Level [dBm] [dB/m] [dBpV/m] [dBpV/m]
[MHz] [degree] Factor [dB]
11870.00 Average \ 322 255 -77.03 9.61 0.00 39.58 53.98 -14.40
11870.00 Peak \% 322 255 -65.60 9.61 0.00 51.01 73.98 -22.97
802.11a MIMO 5 2 5935
17805.00 Average \ -77.43 15.94 0.00 45.51 53.98 -8.47
17805.00 Peak \ - -65.84 15.94 -9.54 47.56 73.98 -26.42
Table 7-31. Radiated Measurements MIMO - with WCP
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MIMO Radiated Spurious Emission Measurements — UNIl Band 6

FCC ID: ABLSMF776JPN

(CERTIFICATION)

2/24/2026 - 5/18/2026

Portable Handset

Worst Case Mode: 802.11a
Worst Case Transfer Rate: 6Mbps
Distance of Measurements: 1 & 3 Meters
Test
Turntable Distance L
Mode Antenna | UNIIBand [ Channel iz Restricted Rrecency Detector  |Ant. Pol. [H/V] A.ntenna Azimuth janay 2o ARCE Correction EisldStangth it Margin [dB]
Freq. [MHZz] Height [cm] Level [dBm] [dB/m] [dBpV/m] [dBpV/m]
[MHz] [degree] Factor [dB]
12870.00 Peak v -66.13 989 0.00 50.76 68.20 17.44
* 19305.00 Average v -63.47 178 -9.54 3577 53.98 1821
97 6435 * 19305.00 Peak v -53.29 178 954 4595 73.98 -28.03
25740.00 Peak v -51.49 363 -9.54 49.60 68.20 -18.60
32175.00 Peak v -47.75 735 -9.54 57.06 68.20 1114
12950.00 Peak v -65.89 983 000 50.94 68.20 -17.26
* 19425.00 Average v -63.56 1.96 -9.54 3586 53.98 -18.12
80211a | MIMO 6 105 6475 * 19425.00 Peak v -53.21 1.96 -9.54 46.21 73.98 27.77
25900.00 Peak v -50.94 393 -9.54 50.45 68.20 17.75
32375.00 Peak v -48.83 687 -9.54 55.50 68.20 1270
13030.00 Peak v -65.70 10.09 0.00 51.39 68.20 -16.81
* 19545.00 Average v -63.04 206 -9.54 36.48 53.98 -17.50
113 6515 * 19545.00 Peak v -52.56 206 954 46.95 7398 -27.03
26060.00 Peak v -50.99 393 -9.54 50.41 68.20 17.79
32575.00 Peak v - - -47.66 673 -9.54 56.54 68.20 -11.66
Table 7-32. Radiated Measurements MIMO - VLP
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MIMO Radiated Spurious Emission Measurements — UNIl Band 7

FCC ID: ABLSMF776JPN

(CERTIFICATION)

2/24/2026 - 5/18/2026

Portable Handset

Worst Case Mode: 802.11a
Worst Case Transfer Rate: 6Mbps
Distance of Measurements: 1 & 3 Meters
Test
Turntable Distance P
Mode Antenna | UNIIBand [ Channel Coeane] Restricted Rrecency Detector  |Ant. Pol. [H/V] A.ntenna Azimuth janayzey ARCE Correction EisldStapath Qi Margin [dB]
Freq. [MHZz] Height [cm] Level [dBm] [dB/m] [dBpV/m] [dBpV/m]
[MHz] [degree] Factor [dB]
13070.00 Peak \ -65.94 10.22 0.00 51.28 68.20 -16.92
* 19605.00 Average \% -63.03 236 -9.54 36.79 53.98 -17.19
117 6535 * 19605.00 Peak \ -52.55 2.36 -9.54 47.27 73.98 -26.71
26140.00 Peak \% -51.26 4.01 -9.54 50.22 68.20 -17.98
32675.00 Peak \% -47.94 6.84 -9.54 56.36 68.20 -11.84
* 13390.00 Average \ -77.52 11.02 0.00 40.50 53.98 -13.48
* 13390.00 Peak \% -65.40 11.02 0.00 52.62 73.98 -21.36
* 20085.00 Average \% -62.57 260 -9.54 37.49 53.98 -16.48
802.11a MIMO 7 149 6695
* 20085.00 Peak \ -52.17 2.60 -9.54 47.89 73.98 -26.09
26780.00 Peak \% -50.58 413 -9.54 51.01 68.20 -17.19
33475.00 Peak \ -47.60 7.38 -9.54 57.23 68.20 -10.97
13750.00 Peak \% -65.10 11.87 0.00 5377 68.20 -14.43
* 20625.00 Average \% -63.01 3.08 -9.54 37.53 53.98 -16.45
185 6875 * 20625.00 Peak \ -52.30 3.08 -9.54 48.24 73.98 -25.74
27500.00 Peak \ -50.87 4.02 -9.54 50.61 68.20 -17.59
34375.00 Peak \% - - -47.55 7.66 -9.54 57.57 68.20 -10.63
Table 7-33. Radiated Measurements MIMO — VLP
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MIMO Radiated Spurious Emission Measurements — UNIl Band 8

FCC ID: ABLSMF776JPN

(CERTIFICATION)

2/24/2026 - 5/18/2026

Portable Handset

Worst Case Mode: 802.11a
Worst Case Transfer Rate: 6Mbps
Distance of Measurements: 1 & 3 Meters
Test
Turntable Distance .
Mode Antenna | UNIIBand [ Channel Cheanel Restricted preency Detector  |Ant. Pol. [H/V] A.ntenna Azimuth e zex ARCE Correction pieldStopgth ot Margin [dB]
Freq. [MHZz] Height [cm] Level [dBm] [dB/m] [dBpV/m] [dBpV/m]
[MHz] [degree] Factor [dB]
13790.00 Peak \ -65.79 11.58 0.00 5279 68.20 -15.41
* 20685.00 Average v -62.58 3.16 -9.54 38.05 53.98 -15.93
189 6895 * 20685.00 Peak \ -52.31 3.16 -9.54 48.31 7398 -25.67
27580.00 Peak ' -50.67 4.05 -9.54 50.85 68.20 -17.35
34475.00 Peak \ -47.95 7.56 -9.54 57.07 68.20 -11.13
13990.00 Peak \ -66.11 11.69 0.00 52.58 68.20 -15.62
* 20985.00 Average \ -62.45 348 -9.54 38.49 53.98 -15.49
802.11a MIMO 8 209 6995 * 20985.00 Peak ' -52.42 348 -9.54 48.52 73.98 -25.46
27980.00 Peak v -51.47 431 -9.54 50.31 68.20 -17.89
34975.00 Peak \ -46.35 7.83 -9.54 58.94 68.20 -9.26
14230.00 Peak \ -65.29 1270 0.00 54.41 68.20 -13.79
* 21345.00 Average \ -62.13 3.69 -9.54 39.03 53.98 -14.95
233 7115 * 21345.00 Peak \ -52.18 3.69 -9.54 48.98 7398 -25.00
28460.00 Peak ' -50.47 4.65 -9.54 51.65 68.20 -16.55
35575.00 Peak \ - - -46.98 799 -9.54 58.47 68.20 -9.73
Table 7-34. Radiated Measurements MIMO - VLP
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7.8.2 MIMO Radiated Band Edge Measurements (20MHz BW)

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:

Channel:

Field Strength (dBpVv/m)
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Plot 7-85. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)

Worst Case Mode:

802.11be

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
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Field Strength (dBuv/m)
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Plot 7-86. Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:

Channel:

Field Strength (dBpV/m)
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Plot 7-87. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5) - WCP
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7.8.3 MIMO Radiated Band Edge Measurements (40MHz BW)

Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5965MHz
Channel: 3

RBW: 1 MHz - Ayg: 5923.72 MHz, 49.25 dBuV/m

Peak Trace .
PASS Wis' ofset 190an VBW: 3MH2 L 2L 7250 7.04 Mz, 60.35 dBLV/M
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Plot 7-88. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters

Operating Frequency: 7085MHz
Channel: 227
: RBW: 1 MHzZ  Avq: 7193.48 MHz, 49.89 dBuv/m
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Plot 7-89. Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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7.8.4 MIMO Radiated Band Edge Measurements (80MHz BW)

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
Channel:

Worst Case Mode:

Field Strength (dBuVv/m)
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Plot 7-90. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)
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Plot 7-91. Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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7.8.5 MIMO Radiated Band Edge Measurements (80MHz BW - Punctured)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5985MHz
Channel: 7

RBW:1 MHz  Ayqg: 5924.36 MHz, 48.23 dBpV/m

Peak Trace_ VBW: 3 MH
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Plot 7-92. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 7025MHz
Channel: 215

RBW: 1 MHz  Ayqg: 7282.12 MHz, 49.95 dBuV/m

Peak Trace X
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Plot 7-93. Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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7.8.6 MIMO Radiated Band Edge Measurements (160MHz BW)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 6025MHz
Channel: 15

: RBW: 1 MHz = pyq: 5917.96 MHz, 47.51 dBpV/
Peak Trace . g: . Z, . HV/m
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Plot 7-94. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 6985MHz
Channel: 207

RBW: 1 MHz  Ayqg: 7334.92 MHz, 50.32 dBpV/m

Peak Trace .
PASS Wig offser 2psam VBW: 3 MHz o L 306 60 Mz, 62.01 dBuV/m
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Plot 7-95. Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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7.8.7 MIMO Radiated Band Edge Measurements (160MHz BW - Punctured)

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
Channel:

Worst Case Mode:

Field Strength (dBuV/m)

802.11be
MCSO0
3 Meters
6025MHz
15
RBW: 1 MHz  Ayqg: 5912.20 MHz, 47.49 dBpV/m
Peak T'aco_ VBW: 3 MH g: ’
PASS pig dfsci 100 BN 2MH2 b ok 5786.12 MHz, 59.29 dBuV/m
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Plot 7-96. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
Channel:

Plot 7-97.

Field Strength (dBpV/m)
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Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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7.8.8 MIMO Radiated Band Edge Measurements (320MHz BW)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 6105MHz
Channel: 31

RBW: 1 MHz = Ayg: 5920.20 MHz, 47.49 dBuV/m
Peak Trace VBW: 3 MHz 9 . ! . H
PASS &g offser: 1008 VBW: 3MHz o L "o 7 48 MHz, 59.63 dBuV/m
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Plot 7-98. Radiated Lower Band Edge Plot MIMO (Average & Peak — UNII Band 5)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 6905MHz
Channel: 191

RBW: 1 MHz = Ayg: 7395.72 MHz, 50.27 dBuV/m

Peak Trace_ VBW: 3 MHz
PASS &5, dfisi 2% S0 2 otws Peak: 7178.76 MHz, 61.87 dBLV/m
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Plot 7-99. Radiated Upper Band Edge Plot MIMO (Average & Peak — UNII Band 8)
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7.8.9 MIMO Radiated Band Edge Measurements (320MHz BW - Punctured)

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
Channel:

Plot 7-100.

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
Channel:

Plot 7-101.
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Field Strength (dBuv/m)
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7.9 Line Conducted Test Data

Test Overview and Limit

All AC line conducted spurious emissions are measured with a receiver connected to a grounded LISN while the
EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All data rates
and modes were investigated for conducted spurious emissions. Only the conducted emissions of the configuration
that produced the worst-case emissions are reported in this section.

All conducted emissions must not exceed the limits shown in the table below, per Section 15.207.

Frequency of emission Conducted Limit (dBpnV)
(MHz) Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

Table 7-35. Conducted Limits
*Decreases with the logarithm of the frequency.

Test Procedures Used

ANSI C63.10:2020, Section 6.2

Test Settings

Quasi-Peak Field Strength Measurements

Analyzer center frequency was set to the frequency of the spurious emission of interest.
RBW = 9kHz (for emissions from 150kHz — 30MHz)

Detector = quasi-peak

Sweep time = auto couple

Trace mode = max hold

o g bk 0w N =

Trace was allowed to stabilize.

Average Field Strength Measurements

Analyzer center frequency was set to the frequency of the spurious emission of interest.
RBW = 9kHz (for emissions from 150kHz — 30MHz)

Detector = RMS

Sweep time = auto couple

Trace mode = max hold

o g~ 0w N =

Trace was allowed to stabilize.
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Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

trawel
adapter

Tmx15m 10 cm
nonconducting platform

1m
extender cable

80 crm
LISM
LISMN
- reference ground plane
Figure 7-10. Test Instrument & Measurement Setup
Test Notes
1. All modes of operation were investigated, and the worst-case emissions are reported using mid channel. The

emissions found were not affected by the choice of channel used during testing.
The limit for an intentional radiator from 150kHz to 30MHz is specified in 15.207.
Corr. (dB) = Cable loss (dB) + LISN insertion factor (dB)

QP/AV Level (dBuV) = QP/AV Analyzer/Receiver Level (dBuV) + Corr. (dB)
Margin (dB) = QP/AV Limit (dBuV) - QP/AV Level (dBuV)

Traces shown in plot are made using a peak detector.

N o ok~ Db

Deviations to the Specifications: None.
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e Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL | 50 0/,DC_| CORREC [ SENSE:INT] I ALIGN AUTO | 05:29:33 PM May 12, 2026
FREQUENCY SCAN Scan TRACE
CISPR NFE Discrete () 5/5 TYRE IR
Scan-Search-Meas Atten: 10 dB Free Run oET i

NI
DA A o L s
I N I Y O

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF

COMPOSITEAMPCOR  ~

[1 W1 [174.00kHz [50.676 dBuV [35.310dBpV |-~  [-14.092dB [-19457dB [--  [9.535dB
[2 W1 [541.97kHz [35.634dBuV  [30.972dByV |-~  |-20.366dB [-15028dB [--  [0.538dB

3 |W[1 [561.97kHz [48.451dBuV [36737dBuV [—  [7.549dB [40263dB [—  |95636dB |

W1 |686.97 kHz [33.409dBuV [28.876dBwV |- |-22591dB [47426dB [—  [9660dB |
5 |W[1 [673.96kHz [48.190dBuV [31.380dBwV [~  [7.810dB [14620dB [~ |9586dB |
6 [W[1 [14.616 MHz [32.368dBuV [28.056dBuV [--  [-27.632dB [21.944dB [~  |o778dB M

< >

MSG sTaTus| t DC Coupled

Plot 7-102. Line Conducted Plot with 802.11a UNII Band 5 (L1)

— Keysight EMI Receiver - Frequency Scan

RL RF PRESEL /M DC CORREC [ sEmsE:INT] | ALIGN AUTO |
FREQUENCY SCAN Scan
CISPR NFE Discrete () 5I5
Scan-Search-Meas Atten: 10 dB Free Run

N
L N AP ATT
“_WWWWMWWW

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ys (4 kHz)

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF

COMPOSITEAMPCOR  ~

1 |W|1 |160.00kHz |42.776dBuV |37.273dBuV |-  |.23226dB |18727dB |- [9528dB |
2 |W|1 [16841MHz |33.328dBuV  |20022dBWV |- | -26672dB |-20078dB |-  [10.094dB |

3 |W|1 [16.3265MHz |33.62dBuV  |20420dBWV |- |-26738dB |-20880dB |-  [o960dB |

4 _|W|1 [16.365MHz |33.320dBuV  |20607dBWV |-  |-26680dB |-20303dB |-  [101480B |
W|1 [16433MHz [33.402dBuV  [29710dBwV |~ [ 26598dB |20200dB [—  [10.411dB |
|1 [16.529 MHz [33.408dBuV _[30697dBW [— [ 26592dB |19.303dB [—  [10.122¢B M

>

<

MSG STATUS 1t DC Coupled

Plot 7-103. Line Conducted Plot with 802.11a UNII Band 5 (N)

. MEASUREMENT REPORT Test Dates: EUT Type: Approved by:
FCC ID: ASLSMF776JPN (CERTIFICATION) 2/24/2026 - 5/18/2026 Portable Handset Technical Manager
Test Report S/N: 95508 | This report is Blockchain Verified. To verify the report authenticity, please visit P 108 of 122
1M2604240033-14-R1.A3L %7 | HTTPS://WWW.BLOCKCHAIN-VERIFIED.COM or by clicking on the Blockchain logo. age 0
© 2026 ELEMENT

V 11.3 5/14/2025

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.inffo@element.com.



https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

e Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL | 50 0/,DC_| CORREC [ SENSE:INT] I ALIGN AUTO | 05:31:11 PMMay 12,2026
FREQUENCY SCAN Scan TRACE
CISPR NFE Discrete () 5/5 TYRE IR
Scan-Search-Meas Atten: 10 dB Free Run oET i

L] L [
ol
N A
I

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 W1 [150.00 kHz [44.209dBuV [38.393dBwV |-~  [-21.791dB [-17607dB [--  [0528dB |
[2 [m]1 [601.97 kHz [35.393dBuV |28415dByV |-  |-20607dB [-17.585dB [~  [0.610dB

3 |W[1 [677.96kHz [37.027dBuV [32412dBuV [—  [18973dB [43688dB [~  |9678dB |

W1 |3.8218 MHz [32.202dBuV  [28.169dBWV |- |-23.798dB [47.831dB [—  [9328dB |
5 [W[1 [12.005MHz [32.270dBuV [28.046dBwV [~  [-27.730dB [-21.964dB [~ [9903dB |
6 [W[1 [14.281MHz [32.802dBuV [28427dBuV [--  [-27.198dB [21573dB [-  [10.193dB M
< >

MSG sTaTus| t DC Coupled

Plot 7-104. Line Conducted Plot with 802.11a UNII Band 6 (L1)

— Keysight EMI Receiver - Frequency Scan

RL RF PRESEL /M DC CORREC [ sEmsE:INT] | ALIGN AUTO |
FREQUENCY SCAN Scan
CISPR NFE Discrete () 5I5
Scan-Search-Meas Atten: 10 dB Free Run

T e [
St et s
| M-WWNMNWMW

VBW 90 kHz

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 [m[1 [154.00kHz [40.700dBpV [36.993dByV |-  |-25.082dB |-18788dB |-  |9.536dB
|2 [m[1 [629.97 kHz [33.331dBuV_ [29.006dByV |-  |-22.669dB |-16.995dB

.- |9.565dB

W1 [14.281 MHz |32.067 dBuV  [28.645dBwV |-~ |-27.933dB |-21.355dB [~ |
|4 |W[1 [14.620 MHz [32.484dBuV  [28.652dBwV |-  |-27516dB |21448dB [~ o
|5 |Wm[1 [15.448 MHz [32.954dByV  [29.247dBwV |-  |-27.046dB |-20753dB |-  [10.237dB
- |2 B [— |

W1 [16.721 MHz [33.126 dBuV | 29.313 dBuV -26874dB_|-20687d 10.047 dB .

>

6 |
<

MSG STATUS 1t DC Coupled

Plot 7-105. Line Conducted Plot with 802.11a UNII Band 6 (N)
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' Keysight EMI Receiver - Frequency Scan = ER
RL RF PRESEL | 50 0/ DC_| _ CORREC [ SeNSEaNT] [ AlNAUTo | 05:45:26 PMMay 12,2026
FREQUENCY SCAN Scan TrRACE [
CISPR NFE Discrete () 515 TYPE

Scan-Search Meas " Atten: 10 dB Free Run oET I

e [ ]
el A s A

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 W1 [161.01 kHz |41.245 dBuV 35.751 dBwV |-  [24167dB [19661dB |-  [9.544dB
(2 |m1 [206.25 kHz [3

[39.099dBuV  [34739dBwV [  [-24.066dB [18616dB [—  [9669dB |
EIEI[I__
(4 |W[1 [11.269 MHz [31.304dBuV  [26.870dBuV [—  [-28696dB [-23130dB [— 9621dB |
5 |W[1 [12.186MHz [31.644dBuV [27.998dBuV [~  [-28.366dB [-22002dB [~  [9823dB |
[Bm[1 [13.655 MHz [32.268dBuV [27.678dBuV [--  [-27.732dB [22322dB [~  [9972dB M

>

<

MSG staTus t DC Coupled

Plot 7-106. Line Conducted Plot with 802.11a UNII Band 7 (L1)

' Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL A\DC | CORREC [ SENSE:INT] [ amnauTo | 05:46:24 PM May 12,2026
FREQUENCY SCAN Scan
CISPR NFE Discrate (0 5/6
Scan-Search-Meas Atten: 10 dB Free Run

1LO dBidiv Ref 96.99 dBpV

T

S i
BB i M o
I N

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)
SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVGLL2A OFF COMPOSITEAMPCOR  ~

[1 [m|1 [150.00 kHz [41.807dBuV [37.395dBuV |-  [-24193dB [-18605dB [--  [0.528dB
[2 |m[1 [16.009 MHz [33.088dBuV [29.170dBwV |-  |-26.912dB [-20.830dB |-~  [10.072dB
[3 W1 [16.361 MHz [33.4656dBuV [30.734dByV |-  |-26.535dB |-19.266dB |-~  [10.161dB

[4 [m[1 [16.561 MHz [33.086dBuV__ [29.472dBwV |-  |-26.916dB |-20528dB |-  [9.908dB
(5 [m[1 [16.909 MHz [32.785dBuV__ [28.896dBuV |-  |-27.216dB_[-21104dB |-  [9.980dB
m[1 [17.669 MHz [31.995dBuV__ [27.670dBuV |-~  |-28.006dB [-22.330dB [~  [10.215dB .
>

<

MSG sTaTUs t DC Coupled

Plot 7-107. Line Conducted Plot with 802.11a UNII Band 7 (N)
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' Keysight EMI Receiver - Frequency Scan = ER
RL RF PRESEL | 50 0/ DC_| _ CORREC [ SeNSEaNT] [ AlNAUTo | 05:49:22 PMMay 12,2026
FREQUENCY SCAN Scan TrRACE [
CISPR NFE Discrete () 515 TYPE

Scan-Search Meas " Atten: 10 dB Free Run oET I

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)
SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVGLL2A OFF COMPOSITEAMPCOR  ~

[1 W1 [166.44kHz [39.018dBuV [33.902dBuV |-~  [-26.118dB [-21234dB [--  [9.540dB
[2 [m]1 [681.96kHz [38.364dBuV |32647dByV |-~  |-17.636dB [-13.363dB [~  [0.571dB
EX

(W1 ]1.1099 MHz [32.052dBuV [27.943dBwV |-  |-23.048dB [18.057dB [—  [9601dB |

(4 |W[1 [14373MHz [32.216dBuV [27.616dBuV [—  [-27.784dB [22384dB [~  [9.809dB |

5 |W[1 [16.145MHz [33.057dBuV [20156dBuV [  [-26043dB [-20844dB [~ [9722dB |

B [1 [17.257 MHz [32.114dBuV_ [27.644dBuV [--  [-27.886dB [22356dB |- [9874dB M
>

MSG staTus t DC Coupled

Plot 7-108. Line Conducted Plot with 802.11a UNII Band 8 (L1)

' Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL A\DC | CORREC [ SENSE:INT] [ amnauTo | 05:48:05 PM May 12,2026
FREQUENCY SCAN Scan
CISPR NFE Discrate (0 5/6
Scan-Search-Meas Atten: 10 dB Free Run

1LO dBidiv Ref 96.99 dBpV

HERI
Pt vsomanbmmpsaos it
IS I o o A
IR

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)
SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVGLL2A OFF COMPOSITEAMPCOR  ~

(1 [m[1 [162.00kHz [40.326 dBuV [34494dBuV [—  [-26.035dB [-20866dB |-  [9544dB |
(2 |W[1 [233.99kHz [36.680dBuV [32074dBuV [~ [-26627dB [-20233dB [~  |9674dB |
W1 [15.005MHz [33.183dBuV  [20471dBwV |-  |.26817dB [-20620dB [~  [10.061dB |
|4 |W[1 [15.501 MHz [32.695dBuV [20.006dBwv [  [-27.305dB [-20994dB [~  [10.045dB |
(5 |W[1 [16.001 MHz [33.440dBuV [30.169dBwv [--  [-26560dB [-19831dB [~  [10.068dB |
6 [W[1 [17.711MHz [31.949dBuV _[27.968dBuv [--  [-28.061dB [22032dB [- 99198 M
< >

MSG sTaTUs t DC Coupled

Plot 7-109. Line Conducted Plot with 802.11a UNII Band 8 (N)
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' Keysight EMI Receiver - Frequency Scan = ER
RL RF PRESEL | 50 0/ DC_| _ CORREC [ SeNSEaNT] [ AlNAUTo | 05:25:52 PMMay 12,2026
FREQUENCY SCAN Scan TrRACE [
CISPR NFE Discrete (5 5/5 TEE

Scan-Search-Meas Atten: 10 dB Free Run DET L

Stop 30 MHz
Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

[1 W1 [187.43kHz [37.979dBuV [32114dBwV |-~ [-26171dB [-22036dB [--  [9.526dB
[2 W1 [369.99kHz [36.135dBuV  [31.176dBuwV |-~  |-22366dB [-17.325dB [~  |0.569dB

(3 |W[1 [441.98KkHz [34.662dBuV [20956dBuV [ [-22462dB [47070dB |- |9588dB |

(4 |W[1 [720.23kHz [34410dBuV [33651dBuV [—  [-21590dB [42349dB [~ |9685dB |

5 |W[1 [1.1019MHz [32.721dBuV [27.757dBwV [  [-23.279dB [-18243dB [~  [9616dB |

W1 [15.225 MHz [33.126 dBuV _[26.462dBuV |-  |-26.874dB [-23538dB [-  [0046dB M
>

<

MSG staTus t DC Coupled

Plot 7-110. Line Conducted Plot with 802.11a UNIl Band 5 (L1) with WCP

' Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL A\DC | CORREC [ SENSE:INT] [ amnauTo | 05:27:01 PM May 12,2026
FREQUENCY SCAN Scan
CISPR NFE Discrate (0 5/6
Scan-Search-Meas Atten: 10 dB Free Run

1LO dBidiv Ref 96.99 dBpV

NN
T s vorem
B it i

N N I O

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)

eiled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1 A AVG LL2A OFF COMPOSITEAMPCOR ™

1 [m|1 [154.00 kHz [40.540dBuV [35.620dBuV |~  [-25241dB [-20162dB [--  [0.536dB
[2 [m]1 [166.00kHz [39.294dBuV  [33.278dByV |-~  |-25.865dB [-21.880dB [--  [0.541dB
[3 [m[1 [705.96 kHz [34.607dBuV [33.019dBwV |-  [-21.393dB [-12981dB [--  |0.547dB

[m[1 [14.376 MHz [40.827 dBuV__ [25.493dBwV |-~  [-19.173dB [-24507dB |-  [9.849dB
|5 [m[1 [14717 MHz [32.693dBuV__ [28.107dBwV |-  |-27.407dB [-21893dB |-  [9.988dB
6 [m[1 [16.317 MHz [31.636 dBuV__ [22.757dBuV |-  |-28.364dB |-27.243dB |-  [9.783dB .
< >

MSG sTaTUs t DC Coupled

Plot 7-111. Line Conducted Plot with 802.11a UNII Band 5 (N) with WCP
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e Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL | 50 0/,DC_| CORREC [ SENSE:INT] I ALIGN AUTO | 05:40:28 PM May 12, 2026
FREQUENCY SCAN Scan TRACE
CISPR NFE Discrete () 5/5 TYRE IR
Scan-Search-Meas Atten: 10 dB Free Run oET i

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 [m|1 [16241kHz [42.124dBuV  [37.355dBuV |-~  [-23.216dB [-17.985dB [--  [0.543dB
[2 |m]1 [377.98kHz [36.262dBuV [31.156dByV |-~  |-22.062dB [-17167dB [~  |0.567 dB

(3 |W[1 [307.98KkHz [36.074dBuV [30.704dBuV [—  [-21.822dB [47191dB [~ |9661dB |
(4 |W[1 [15.609 MHz [34.022dBuV [32.056dBuV [—  [-26078dB [47.045dB [~  [9.884dB |
5 |W[1 [16.325MHz [37.026dBuV [36611dBuV [  [-22074dB [14389dB [~ [9908dB |
B [1 [17.5617 MHz [37.356 dBuV [36.073dBuV [--  [-22644dB [14927dB [~  [10061dB M

< >

MSG sTaTus| t DC Coupled

Plot 7-112. Line Conducted Plot with 802.11a UNIl Band 6 (L1) with WCP

— Keysight EMI Receiver - Frequency Scan

RL RF PRESEL /M DC CORREC [ sEmsE:INT] | ALIGN AUTO |
FREQUENCY SCAN Scan
CISPR NFE Discrete () 5I5
Scan-Search-Meas Atten: 10 dB Free Run

HERI
T e e
Il o sl s
] I

VBW 90 kHz

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 [m[1 [166.00 kHz [41.339dBpyV  [37.196dBpyV |-  [-23.819dB |-17.962dB |-  |9.541dB
|2 [m[1 [237.99kHz [38.051dByV |[34.056dByV |-  |-24115dB |-18110dB |-  [9.577dB

9.975dB

3 |W|1 [16.327 MHz |37.408dBuV  |36427dBuV |- | -22802dB |14673dB [— |
4_|W|1 |16566 MHz |37.479dBuV  |36.062dBuV |- | -22821dB |13948dB [— |
W |1 [16.685 MHz [35766dBuV  [33714dBWV [~ [24.245dB |16286dB [— |
w1 [1 35. - | - N

7.037 MHz |35.830 dBpV 2.801 dBuV -24170dB |-17.199dB 10.107 dB v

< >

MSG STATUS 1t DC Coupled

Plot 7-113. Line Conducted Plot with 802.11a UNII Band 6 (N) with WCP
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' Keysight EMI Receiver - Frequency Scan = ER
RL RF PRESEL | 50 0/ DC_| _ CORREC [ SeNSEaNT] [ AlNAUTo | 05:43:41 PMMay 12,2026
FREQUENCY SCAN Scan TrRACE [
CISPR NFE Discrete (5 5/5 TEE

Scan-Search Meas Atten: 10 dB Free Run oeT [l

| RN
T Y TR YT ey
P e s i
I

Stop 30 MHz
Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

[1 W1 [158.00 kHz [44.513dBuV [36.832dByV |-~  [-21.055dB [-18737dB [~  [9.544dB
[2 [m]1 [694.04kHz [37.828dBuV [31.060dBuV |-~  [-18172dB [-14940dB [~  [0.551dB

(3 [W[1 [13.721MHz [36.013dBuV [32281dBuV [—  [-23.087dB [47.719dB [~ [9983dB |

(4 |W[1 [13.801MHz [34.306dBuV [26628dBuV [—  [-26695dB [24372dB [~ [9.961dB |

5 |W[1 [17.573MHz [36.657 dBuV [34.653dBuv [  [-23.443dB [45347dB [~ [9744dB |

[Bm[1 [18.297 MHz [36.402dBuV [34475dBuV [--  [-23598dB [15526dB |- [10.193dB M
>

<

MSG sTaTus| t DC Coupled

Plot 7-114. Line Conducted Plot with 802.11a UNIl Band 7 (L1) with WCP

— Keysight EMI Receiver - Frequency Scan

RL RF PRESEL /M DC CORREC [ sEmsE:INT] | ALIGN AUTO |
FREQUENCY SCAN Scan
CISPR NFE Discrete () 5I5
Scan-Search-Meas Atten: 10 dB Free Run

]

AN b o et
RN R it e ot
I I

VBW 90 kHz

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 [m[1 [182.00kHz [40.767dByV |34.563dBpyV |-  |-23.627dB |-19.831dB |-  [9.530dB
|2 [m[1 [289.99kHz [39.364dByV  [33.957dByV |-  |-21161dB |-16568dB |-  |9.542dB

3 |W|1 |461.98kHz |35.430 dBUV |30.608dBuV |
4 |W|1 |14.895MHz |20.041dBuV  |26.084dBuV |
5 w1 | ! )

T |- |9.563dB
26. . =
|16.553 MHz [30.981dBuV  |27.172dBwV |-~  [-290.019dB |-22828dB |- |
26. ET T

-29.302dB |-23.617 dB 10.088 dB v

W1 [17.296 MHz [30.698 dBuV | 26.383 dBuV

< >

MSG STATUS 1t DC Coupled

Plot 7-115. Line Conducted Plot with 802.11a UNII Band 7 (N) with WCP
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' Keysight EMI Receiver - Frequency Scan = ER
RL RF PRESEL | 50 0/ DC_| _ CORREC [ SeNSEaNT] [ AlNAUTo | 05:51:15 PMMay 12,2026
FREQUENCY SCAN Scan TRACE
CISPR NFE Discrete (5 5/5 TEE

Scan-Search-Meas Atten: 10 dB Free Run DET L

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps (# 4 kHz)

iled TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 W1 [183.77 kHz [39.875dBuV  [39.345dBuV |-~  [-24438dB [-14969dB [--  [0.528dB
m[1 [13.876 MHz [35.039dByV  |33.127dBwV |-  |-24961dB |16873dB |—  |9.968dB

|3 |W[1 [16473MHz [36.870dBuV [36.989dBuV [—  [-23.130dB [44011dB [—  [9751dB |
(4 |W[1 [16.621 MHz [39.164dBuV [36.992dBuV [—  [-20836dB [43008dB [~ |9778dB |
(5 [W[1 [16.925MHz [39.202dByV [37.614dBuv [  [-20708dB [42386dB [~  [9.906dB |
6 [W[1 [17.077 MHz [38.190dBuV [36636dBuV [--  [-21.810dB [14465dB [-  [10.130dB M
< >

MSG staTus t DC Coupled
Plot 7-116. Line Conducted Plot with 802.11a UNIl Band 8 (L1) with WCP
' Keysight EMI Receiver - Frequency Scan ===
0 [ seEnsE:NT] | ALIGN AUTO | 05:52:35 PMMay 12, 2026
FREQUENCY SCAN Scan
CISPR NFE Discrete 50 5/5
Scan-Search-Meas Atten: 10 dB Free Run

NN
A SN R TR AP YRVIN VA 70" (Y
Sty e O
Y

VBW 90 kHz

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LL2A OFF COMPOSITEAMPCOR  ~

1 |W|1 |166.00 kHz |43.476 dBuV |36116dBuV |
2 |1 |273.99kHz |38.934dBuV  |33.841dBuV |
W1 [305.99 kHz |

- - |-21.982dB [-20043dB |

3s. =  |-22062dB [47.155dB |

37.783dBwV  [33673dBwV |-  |-22.206dB [-16406dB |

4 |W|1 [14945MHz |30.830dBuV  [36755dBuV |-  |-20470dB | 1324548 |
- = )

N

|m[1 [17.078 MHz [38.950 dBuV _ |37.172 dBuV 21.050 dB_|-12.828 dB 0.187 dB
|m[1 [17.384 MHz [38.273 dBuV | 38.028 dBuV

-21.727dB |-11.972dB 10.228 dB v
< >
MSG STATUS| t DC Coupled

Plot 7-117. Line Conducted Plot with 802.11a UNII Band 8 (N) with WCP
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The data collected relate only the item(s) tested and show that the Samsung Portable Handset
FCC ID: A3LSMF776JPN is in compliance with FCC Part Subpart E (15.407) of the FCC rules for operation as
a Very Low Power Device. The data referenced from FCC ID: ABLSMF776U (Model SM-F776U) included in this
report have been reviewed and are deemed acceptable to support the compliance of FCC ID: ASLSMF776JPN.
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9.0 APPENDIX A — DATA REFERENCING SPOT-CHECKS

Overview

The spot-check data presented in this section was measured on the variant model following the guidance of the
FCC’s Data Referencing guidance in KDB 484596 D01 v03. Each spot-check test on the EUT was performed using
the same procedure and setting that were used to perform the test on the corresponding reference device. For the
worst-case RSE data, the measurement is determined by an actual emission and not by noise floor.

All test cases were performed to verify the variant EUT is still in compliance with the spot-checked results to the
reference device and was performed using the guidance of ANSI C63.10:2020.

Notes

Each spot check test on the EUT was performed using the same procedure and setting that were used to perform
the test on the corresponding reference device.

Conducted Spot-Checks — Model: SC-55G

6GHz WIFI (20MHz 802.11be MIMO) Directional | Lt e Marc
. axe.i.rp | e.i.rpLimit |e.i.r.p Margin
Band :nr:q Channel Avg. Conducted Powers [dBm] Ant. G.aln [dBm] [dBm] [dB]
[MHZ] ANT1 ANT2 MIMO [dBi]

UNII-5 6175 45 5.61 5.58 8.61 -6.87 1.74 14.00 -12.26
UNII-6 6475 105 4.75 5.99 8.42 -7.32 1.10 14.00 -12.90
UNII-7 6675 145 4.01 5.02 7.55 -7.27 0.28 14.00 -13.72
UNII-8 6995 209 4.16 5.57 7.93 -7.29 0.64 14.00 -13.36

Table 9-1. Conducted Output Power Measurements (Spot-check) — VLP
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Contention Based Protocol Detection Spot-check — Model: SC-55G
Channel Injected | Antenna Adjusted .
Band Channel Freq Channel BW | Incumbent (AJWGN) Gain Path Loss PowJerLeveI Detection Margin [dB]
[MHz] Freq [MHz] ) (dB) Limit [dBm]
[MHz] [dBm] [dBi] [dBm]
149 6695 20 6695 -76.25 -11.80 0.50 -63.95 -62.0 -1.95
UNII 6590 -76.36 -11.80 0.50 -64.06 -62.0 -2.06
Band 7 159 6745 320 6745 -74.72 -11.80 0.50 -62.42 -62.0 -0.42
6900 -77.23 -11.80 0.50 -64.93 -62.0 -2.93

Table 9-2. Contention Based Protocol — Incumbent Detection — Spot-check

Ref Level
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Plot 9-1. Contention Based Protocol Timing Plot (20MHz (UNII Band 7) — Ch. 149)

Spectrum

(=)

Ref Level 10.00 dBm @ RBW 3 MHz
|& Att 20de @ SWT 30s  VBW 3 MHz
SGL
@ 1Pk Max
D2[1] -23.73 dB
10.0000 s
0 dem mM1[1] -25.06 dBm|
10.6957 5|
-10 dBm
-20 dBm
et AL AT A LWIMJMD
o IIEIHHMHHHPHWJMI
50 dbm . ol -
-60 dBm
-70 dBm
-80 dBm
CF 6.59 GHz 691 pts 3.0 s/
05/11/2026
][ Sk snEERERN O 12:39:08PM
Date: 11.MAY.2026 12:39:08

Plot 9-2. Contention Based Protocol Timing Plot (320MHz (UNIl Band 7) — Ch. 159 Low)
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Plot 9-3.
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Contention Based Protocol Timing Plot (320MHz (UNII Band 7) — Ch. 159 Mid)
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Plot 9-4. Contention Based Protocol Timing Plot (320MHz (UNII Band 7) — Ch. 159 High)
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@ clement

Contention Based Protocol Incumbent Avoidance Spot-Check

e When a 10 MHz AWGN signal centered at 6590 MHz (lower edge of channel) is injected, the channel
completely stops transmitting.

e When a 10 MHz AWGN signal centered at 6745 MHz (middle of channel) is injected, the channel did not
completely cease transmission; however, a reduction in the transmission bandwidth was observed.

e When a 10 MHz AWGN signal centered at 6900 MHz (upper edge of channel) is injected, the channel did
not completely cease transmission; however, a reduction in the transmission bandwidth was observed.
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Radiated Spot-Checks — Model: SC-55G

Test
Turntable Distance 5 e
Mode Antenna |UNIIBand | Channel Clise) Restricted (R ey Detector  |Ant. Pol. [H/V] A.ntenna Azimuth s vzeg ALCE Correction REASHEED L Margin [dB]
Freq. [MHZz] Height [em] Level [dBm] [dB/m] [dBpV/m] [dBpV/m]
[MHz] [degree] Factor [dB]
802.11a MIMO 5 2 5935 * 11870.00 Average \ - -78.14 9.78 0.00 38.64 53.98 -15.34
Table 9-3. RSE Measurements (Spot-check)
Worst Case Mode: 802.11a
Worst Case Transfer Rate: 6Mbps
Distance of Measurements: 3 Meters
Operating Frequency: 5935MHz
Channel: 2
Trace: Average RBW: 100 kHz Channel Power
Detector: RMS VBW: 300 kHz
PASS Offset: 19.1 dB SWT: 1.01 ms 64.79 dBuVv/m
1204
E
>
a 100 4
A
=
o
g 80 -
)
o
2 60 ﬂ
[
40 1
5885.0 5893.9 5902.8 5911.7 5920.6 59294 5938.3 5947.2 5956.1 5965.0
Frequency (MHz)
Plot 9-8. Radiated Lower Band Edge Plot MIMO (Average — UNII Band 5)
Results
. . Reference Model: Variant Model: Deviation N_Ia’f .
FCC Rules Test Item Test Case Units Limit A3LSMEF776U A3LSMF776)PN (d8) Deviation Pass/Fail
(dB)
8.6 8.61 0.01 1 PASS
2.1046, 15.407(a)(8) Conducted Output Power Mid Channel Each UNII Band - 802.11be 20MHz - VLP dBm N/A 8&174 3:2 :gzz i ::z:
7.94 7.93 -0.01 1 PASS
15.407()(9) Contention Based Protocol Ch.149 - 20MHz dBm -62 -62.07 -63.95 -1.88 2 PASS
Ch.159 - 320MHz dBm -62 -62.15 -62.42 -0.27 2 PASS
15.209 Radiated Spurious Emissions 802.11a MIMO Ch.2 - Average - 11870 MHz dBuV/m 53.98 40.51 38.64 -1.87 3 PASS
15.209 Radiated Band Edge 802.11a MIMO Ch.2 - Average dBuv/m | 682 63.81 64.79 0.98 3 PASS

Table 9-4. Summary of Spot-checks

- END OF TEST REPORT -
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