@ clement

Radiated Spurious Emission Measurements
15.205 §15.209 §15.247 (d); RSS-Gen [8.9

Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 1.21ms
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Plot 7-173. Radiated Spurious Plot above 1GHz (BT - Ch. 0) — Dual
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 1.21ms
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Plot 7-174. Radiated Spurious Plot above 1GHz (BT — Ch. 39) — Dual
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 1.21ms
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Plot 7-175. Radiated Spurious Plot above 1GHz (BT — Ch. 78) — Dual
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element

Radiated Spurious Emissions Measurements (Above 18GHz)

§15.209; RSS-Gen [8.9]

Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizonta SWT: 14.7ms
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Plot 7-176. Radiated Spurious Plot above 18GHz — Dual
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@ element

Radiated Spurious Emission Measurements
15.205 §15.209 §15.247 (d); RSS-Gen [8.9

Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2402MHz
Channel: 0
Eraqueney Ant. Antc_enna Tur-ntable Analyzer AFCL Duty Cy_cle Field Limit Margin
[MHz] Detector | Pol. Height | Azimuth Level [dB/m] Correction | Strength [dBuV/m] [dB]
[HV] | [cm] | [degree] | [dBm] [dB]  |[dBpV/m] |9
4804.00 Avg \Y 141 39 -68.41 9.36 -22.50 25.45 53.98 -28.53
4804.00 Peak \Y 141 39 -61.97 9.36 0.00 54.39 73.98 -19.59
12010.00 Avg V - - -83.38 22.39 0.00 46.01 53.98 -7.97
12010.00 Peak \ - - -72.45 22.39 0.00 56.94 73.98 -17.04
Table 7-23. Radiated Measurements — Dual
Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2441MHz
Channel: 39
Erren Ant. Ant(_anna Tur_ntable Analyzer AFCL Duty Cy_cle Field Limit Margin
[MHz] Detector | Pol. Height | Azimuth Level [dB/m] Correction | Strength [dBuV/m] [dB]
[HV] | [em] | [degree] | [dBm] [dB]  [[dBuV/m][l%°H
4882.00 Avg \ 128 30 -69.66 9.79 -22.50 24.63 53.98 -29.35
4882.00 Peak \% 128 30 -62.72 9.79 0.00 54.07 73.98 -19.91
7323.00 Avg \% 128 33 -69.85 15.17 -22.50 29.82 53.98 -24.16
7323.00 Peak \% 128 33 -64.07 15.17 0.00 58.10 73.98 -15.88
12205.00 Avg \Y - - -84.03 22.95 0.00 45.92 53.98 -8.06
12205.00 Peak \% - - -73.55 22.95 0.00 56.40 73.98 -17.58
Table 7-24. Radiated Measurements — Dual
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@ element

Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2480MHz
Channel: 78
e Ant. Ant_enna Tur_ntable Analyzer AFCL Duty Cy_cle Field Limit Margin
[MHz] Detector | Pol. Height | Azimuth Level [dB/m] Correction | Strength [dBuVim]| [dB]
[HV] | [ecm] | [degree] | [dBm] [dB]  [[dBuV/m][l%°H
4960.00 Avg \Y 123 21 -66.69 9.74 -22.50 27.55 53.98 -26.43
4960.00 Peak \ 123 21 -62.56 9.74 0.00 54.18 73.98 -19.80
7440.00 Avg \ 118 12 -59.14 15.40 -22.50 40.76 53.98 -13.21
7440.00 Peak \% 118 12 -62.82 15.40 0.00 59.58 73.98 -14.40
12400.00 Avg \Y - - -83.72 23.06 0.00 46.34 53.98 -7.64
12400.00 Peak \ - - -72.51 23.06 0.00 57.55 73.98 -16.43
Table 7-25. Radiated Measurements — Dual
Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2480MHz
Channel: 78
Ant. | Antenna |Turntable | Analyzer Duty Cycle s Field
Fre[:\:|nllj-lezr]1cy Detector | Pol. Height | Azimuth | Level [:;Ic:;] Correction FCo:r.r Strength [ d;ITIIItm] M[a;rg]m
[HV] | [cm] |[degree]| [dBm] [dB] ?ch‘i" [dBuV/m] | "M
4960.00 Avg \% 315 181 -73.22 3.05 -22.50 0.00 14.33 53.98 -39.65
4960.00 Peak v 315 181 -64.07 3.05 0.00 0.00 45.98 73.98 -28.00
7440.00 Avg \% 249 81 -77.08 9.19 -22.50 0.00 16.61 53.98 -37.37
7440.00 Peak \% 249 81 -66.34 9.19 0.00 0.00 49.85 73.98 -24.13
12400.00 Avwg v - - -80.87 13.27 0.00 0.00 39.40 53.98 -14.58
12400.00 Peak \% - - -68.26 13.27 0.00 0.00 52.01 73.98 -21.97
Table 7-26. Radiated Measurements with WCP — Dual
. MEASUREMENT REPORT Approved by:
FCC ID: A3LSMF966JPN (CERTIFICATION) Teshnical Manager
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@ element

7.10 Radiated Restricted Band Edge Measurements
15.205 §15.209 §15.247 (d); RSS-Gen [8.9

Test Overview and Limit

All out of band radiated emissions at the band edge are measured with a spectrum analyzer connected to a receive
antenna while the EUT is operating at maximum power, at the appropriate frequencies, and with hopping disabled.
Only the radiated emissions of the configuration that produced the worst-case emissions are reported in this section.

All out of band emissions appearing in a restricted band as specified in Section 15.205 of the Title 47 CFR
and Table 6 of RSS-Gen (8.10) must not exceed the limits shown below per Section 15.209 and RSS-Gen
(8.9).

Frequenc Field Strength Measured Distance
arency [LV/m] [Meters]
Above 960.0 MHz 500 3

Table 7-27. Radiated Limits

Test Procedure Used

ANSI C63.10-2020 — Section 6.10.5.2

Test Settings

1. Span is set large enough to capture the peak level of the emission operating on the channel closest to
the band edge
Reference level offset is set with the appropriate corrections for the frequencies shown in the plots
Reference level is set to provide the appropriate amount of “head room” above the signal as specified
in ANSI C63.10-2020 Section 4.1.5.2

4. Attenuation is set to a low enough level to maintain enough dynamic range between the noise floor and

the radiated limit

Sweep time = Auto coupled

RBW = 1MHz

VBW = 3 x RBW for peak measurements and 1kHz for RMS measurements

Detector = RMS and peak

Trace = Max Hold

= © © N o -

0. Trace was allowed to stabilize
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@ clement

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

bore sight
antenna mast

./ EUT
turntable

1.5m & styrofoam block

IR T

; s |

Figure 7-9. Radiated Test Setup >1GHz

Test Notes

1 to 4m

1. All emissions lying in restricted bands specified in §15.205 and Section 8.10 of RSS-Gen are below the limits

shown in §15.209.

No significant radiated emissions were found in the 2310 - 2390MHz restricted band.

The antenna is manipulated through typical positions, polarity, and length during the tests. The EUT is

manipulated through three orthogonal planes.
This unit was tested with its standard battery.

The spectrum is measured from 9kHz to the 10" harmonic and the worst-case emissions are reported.

Two different amplitude offsets were used depending on whether peak or average measurements were

measured. The average measurements use a duty cycle correction factor (DCCF).

The amplitude offset shown in the following plots for average measurements was calculated using the formula:

Offset (dB) = (Antenna Factor + Cable Loss + Attenuator) — Preamplifier Gain + DCCF

7. The "-" shown in the following RSE tables is used to denote a noise floor measurement.
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Radiated Restricted Band Edge Measurements — Ant 1

15.205 §15.209 §15.247 (d); RSS-Gen [8.9

Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2480MHz
Channel: 78

Trace: MaxHold RBW: 1 MHz
PASS oetector: Peak VBW: 1 kHz
Offset: -16.9 B SWT: 50 ms

2483.57 MHz
43.57 dBuV/m PAS

Trace: MaxHold RBW: 1 MHz 248357 MHz
Detector: Peak VBW: 3 MHz .
Offset: 5.6 dB_ SWT. 2.5 ms 68.55 dBpV/m
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Plot 7-177. Radiated Restricted Upper Band Edge

Frequency (MHz)

Measurement (Average)

2450.0 2455.6 2461.1 2466.7 2472.2 2477.8 2483.3 2488.9 2494.4 2500.0

Frequency (MHz)

Measurement (Pe

Plot 7-178. Radiated Restricted Upper Band Edge

ak)
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Radiated Restricted Band Edge Measurements — Ant 2

15.205 §15.209 §15.247 (d); RSS-Gen [8.9

Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2480MHz
Channel: 78

axHold RBW: 1 MHz

Trace: M
PASS oetector: Peak VBW: 1 kHz
Offset: -10.4 dB_SWT: 50 ms

2483.57 MHz
37.03 dBuV/m PAS
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Plot 7-179. Radiated Restricted Upper Band Edge

Frequency (MHz)

Measurement (Average)

2450.0 2455.6 2461.1 2466.7 2472.2 2477.8 2483.3 2488.9 2494.4 2500.0
Frequency (MHz)

Plot 7-180. Radiated Restricted Upper Band Edge

Measurement (Peak)
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@ element

Radiated Restricted Band Edge Measurements — Dual

15.205 §15.209 §15.247 (d); RSS-Gen [8.9

Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2480MHz
Channel: 78

axHold RBW: 1 MHz

Trace: M
PASS oetector: Peak VBW: 1 kHz
Offset: -10.4 dB_SWT: 50 ms

2483.57 MHz
40.47 dBpuV/m PAS
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Plot 7-181. Radiated Restricted Upper Band Edge

Frequency (MHz)

Measurement (Average)
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Plot 7-182. Radiated Restricted Upper Band Edge

Measurement (Peak)
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@ element

7.11 Radiated Spurious Emissions Measurements — Below 1GHz
§15.209; RSS-Gen [8.9]

Test Overview and Limit

All out of band radiated spurious emissions are measured with a spectrum analyzer connected to a receive antenna
while the EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All
data rates and modes were investigated for radiated spurious emissions. Only the radiated emissions of the
configuration that produced the worst case emissions are reported in this section.

All out of band emissions must not exceed the limits shown below per Section 15.209 and RSS-Gen (8.9).

Frequency Field Strength Measured Distance
[uV/m] [Meters]
0.009 — 0.490 MHz 2400/F (kHz) 300
0.490 — 1.705 MHz 24000/F (kHz) 30
1.705 — 30.00 MHz 30 30
30.00 — 88.00 MHz 100 3
88.00 — 216.0 MHz 150 3
216.0 — 960.0 MHz 200 3
Above 960.0 MHz 500 3

Table 7-28. Radiated Limits

Test Procedures Used

ANSI C63.10-2020

Test Settings

Quasi-Peak Field Strength Measurements

Analyzer center frequency was set to the frequency of the radiated spurious emission of interest
RBW = 120kHz (for emissions from 30MHz — 1GHz)

Detector = quasi-peak

Sweep time = auto couple

Trace mode = max hold

o g kM w2

Trace was allowed to stabilize
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Test Setup

The EUT and measurement equipment were set up as shown in the diagrams below.

B Q

turntable
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#

antenna mast

’,

3m |
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Figure 7-10. Radiated Test Setup < 30Mhz

Imto 4m
EUT
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turntable
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1
| |
| am \
Figure 7-11. Radiated Test Setup < 1GHz
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Test Notes

All emissions lying in restricted bands specified in §15.205 and RSS-Gen (8.10) are below the limits shown
in §15.209.

The broadband receive antenna is manipulated through vertical and horizontal polarizations during the tests.
The EUT is manipulated through three orthogonal planes.

This unit was tested with its standard battery.

The spectrum is investigated using a peak detector and final measurements are recorded using CISPR quasi
peak detector. The worst-case emissions are reported however emissions whose levels were not within
20dB of the respective limits were not reported.

Emissions were measured at a 3 meter test distance.

Emissions are investigated while operating on the center channel of the mode, band, and modulation that
produced the worst case results during the transmitter spurious emissions testing.

No spurious emissions were detected within 20dB of the limit below 30MHz.

The results recorded using the broadband antenna is known to correlate with the results obtained by using
a tuned dipole with an acceptable degree of accuracy. The VSWR for the measurement antenna was found
to be less than 2:1.

The wide spectrum spurious emissions plots shown on the following pages are used only for the purpose of
emission identification. There were no emissions detected in the 30MHz — 1GHz frequency range, as shown

in the subsequent plots.

MEASUREMENT REPORT Approved by:
FCC ID: A3LSMF966JPN
(CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
Page 134 of 143
1M2504070040-14.A3L 02/24/2025 - 05/05/2025 | Portable Handset

© 2025 ELEMENT

V 11.2 9/11/2024

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without written
permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.
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Radiated Spurious Emissions Measurements (Below 1GHz)
§15.209; RSS-Gen [8.9]

Trace: MaxHold RBW: 100 kHz
Detector: Peak VBW: 300 kHz
20 Horizonte SWT: 19.5ms
70
;E; 60
S 501 r
f- I
2 40
o
£ 30
o 20 i
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30 5‘0 160 360 5(30 I 1000
Frequency (MHz)
Plot 7-183. Radiated Spurious Plot below 1GHz — Ant 1
Frequency Ant. Antc:znna Tur_ntable Analyzer AFCL Field Limit Margin
[MHz] Detector | Pol. Height | Azimuth | Level [dB/m] Strength [dBuV/m] [dB]
[H/V] [ecm] [degree] | [dBm] [dBuV/m] H
423.30 |Quasi-Peak| V - - -96.31 24.08 34.77 46.02 -11.25
Table 7-29. Radiated Spurious Emissions Below 1GHz — Ant 1
Trace: MaxHold RBW: 100 kHz
Detector: Peak VBW: 300 kHz
80 Horizonte SWT: 19.5ms
70
§ 60
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S 50 |
£ I
g 40
f 30 A
& 50
10
30 5‘0 160 360 5(30 1000
Frequency (MHz)
Plot 7-184. Radiated Spurious Plot below 1GHz — Ant 2
Frequency Ant. Ant(_enna Tur_ntable Analyzer AFCL Field Limit Margin
[MHz] Detector | Pol. | Height | Azimuth | Level [dB/m] Strength [dBuVim]| [dB]
[H/V] [cm] [degree] | [dBm] [dBuV/m]
105.30 |Quasi-Peak| V - - -95.46 18.69 30.23 43.52 -13.29
Table 7-30. Radiated Spurious Emissions Below 1GHz — Ant 2
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Trace: MaxHold RBW: 100 kHz
Detector: Peak VBW: 300 kHz
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Plot 7-185. Radiated Spurious Plot below 1GHz — Dual
Frequency Ant. Antc.anna Turptable Analyzer AFCL Field Limit Margin
[MHz] Detector | Pol. | Height | Azimuth | Level [dB/m] Strength [@BuV/m]| [dB]
[H/V] [ecm] [degree] | [dBm] [dBuV/m]
248.70 |Quasi-Peak| V - - -97.04 18.90 28.86 46.02 -17.17
Table 7-31. Radiated Spurious Emissions Below 1GHz — Dual
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7.12 Line Conducted Measurement Data
§15.207; RSS-Gen [8.8]

Test Overview and Limit

All AC line conducted spurious emissions are measured with a receiver connected to a grounded LISN while the
EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All data rates
and modes were investigated for conducted spurious emissions. Only the conducted emissions of the configuration
that produced the worst case emissions are reported in this section.

All conducted emissions must not exceed the limits shown in the table below per Section 15.207 and RSS-
Gen (8.8).

Frequency of emission Conducted Limit (dBpuV)
(MHz) Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

Table 7-32. Conducted Limits
*Decreases with the logarithm of the frequency.

Test Procedures Used

ANSI C63.10-2020, Section 6.2

Test Settings

Quasi-Peak Field Strength Measurements

Analyzer center frequency was set to the frequency of the spurious emission of interest
RBW = 9kHz (for emissions from 150kHz — 30MHz)

Detector = quasi-peak

Sweep time = auto couple

Trace mode = max hold

o gk w0 Db

Trace was allowed to stabilize

Average Field Strength Measurements

1. Analyzer center frequency was set to the frequency of the spurious emission of interest

2. RBW = 9kHz (for emissions from 150kHz — 30MHz)

3. Detector = RMS

4. Sweep time = auto couple

5. Trace mode = max hold

6. Trace was allowed to stabilize
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Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

tranel
adapter

Tmx15m 10em
nonconducting platform

1m
extender cakle

80 cm
LISk
LISH
- reference ground plane
Figure 7-12. Test Instrument & Measurement Setup
Test Notes
1. All modes of operation were investigated, and the worst-case emissions are reported using mid channel. The
emissions found were not affected by the choice of channel used during testing.
2. The limit for an intentional radiator from 150kHz to 30MHz are specified in 15.207 and RSS-Gen (8.8).
3. Corr. (dB) = Cable loss (dB) + LISN insertion factor (dB)
4. QP/AV Level (dBuV) = QP/AV Analyzer/Receiver Level (dBuV) + Corr. (dB)
5. Margin (dB) = QP/AV Limit (dBuV) - QP/AV Level (dBuV)
6. Traces shown in plot are made using a peak detector.
7. Deviations to the Specifications: None.
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s Keysight EMI Receiver - Frequency Scan (=R =R
RL RF PRESEL | 50 Q/hDC [ CORREC [ SENSE:NT] | ALIGN AUTO | 12:31:20 PM Apr01, 2025
FREQUENCY SCAN Scan
CISPR NFE Discrete (5 55
Scan-Search-Meas Atten: 10 dB Free Run

N T T
TTTTY FVU OV TV I N PO o
M e i bl

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 s (# 4 kHz)

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LLZ A OFF COMPOSITEAMPCOR  *

1 [m[1 [150.00 kHz [44.383dByV [33.036dBuV |-~  [-21.617dB [-22964dB |-  [0.019dB
2 [m[1 [198.65kHz |38.896 dBuV [33.262dBpV |-  |-24775dB [-20419dB |-  [0.003dB

'3 [m[1 [265.06kHz [40153dByV [25.085dByV [-— [ 21.11BdB [-26.186dB |-  [.0.022dB |
4 |W[1 [30599kHz [31.304dBuV [23924dBwV [~ [ 28775dB [-26.155dB |-  [.0.007dB |
5 |M|1 [341.99kHz [27.619dByV [22.285dByV |-  [31.536dB |-26.870dB |-  [0.030dB |
G0 [1 [395.71kHz [26.407dByV [21.538dBWV [-—  [-31.536dB [26404dB |-  [-0.006aB M

<

>

MSG status| t DC Coupled

Plot 7-186. Line-Conducted Test Plot (L1)

' Keysight EMI Receiver - Frequency Scan [E=E
RL RF PRESEL | 50 0/l DC CORREC | sEnsE:INT] | ALIGN AUTO | 12:17:19 PM Apr01, 2025
FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

sIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITE AMPCOR

1 [m[1 [170.00kHz [36.407 dBuV [29.492dBuV |-  [-28554dB [-25468dB |-  [0.014dB
[m[1 [1.1816 MHz [20.823dByV [16.358dBuyV |-~  [-35177dB |-29.642dB |-  |0.006 dB

|3 [m[1 [6.5229 MHz [17.210dBuwV _ [13.574dBpV |-  [-42790dB [-36426dB |-  [0.152dB
w7 ! 7 ]l [ [ [ [ |

MSG status| t DC Coupled

Table 7-33. Line-Conducted Test Data (N)
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s Keysight EMI Receiver - Frequency Scan (=R =R
RL RF PRESEL | 50 Q/hDC [ CORREC [ SENSE:NT] | ALIGN AUTO | 12:32:12 PM Apr01, 2025
FREQUENCY SCAN Scan
CISPR NFE Discrete (5 55
Scan-Search-Meas Atten: 10 dB Free Run

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 s (# 4 kHz)

SIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AVG LLZ A OFF COMPOSITEAMPCOR  *

1 [m[1 [150.00kHz [36.884dByV [32659dBuyV [~  [-20116dB [-23.341dB |-  [0.019dB
2 |m[1 [228.77 kHz [31.083dBuV _ [26.576dBuV |-  |-31412dB [-26918dB |-  |-0.020dB

3 [m]1 [466.43kHz |24738dBuV |21.610dBuV |- [31.839dB [-24967dB [—  [0.026dB |
4 |W[1 [4.2137MHz [18847dByV [16697dBwV [~  [37.153dB [-20.303dB |-  [0.322dB |
[W|1 |6.8376 MHz [20220dByV [17.376dBuV |-  |-39.771dB [32624dB |-  [0332dB |

6 [W[1 [10.821MHz [19.374dBuV [16424dBuv |- [ 40626dB [-33676dB |—  [0.099dB M
>

<

MSG sTATUS| 1 DC Coupled

Plot 7-187. Line-Conducted Test Plot (L1) - WCP

' Keysight EMI Receiver - Frequency Scan [E=E
RL RF PRESEL | 50 0/l DC CORREC | sEnsE:INT] | ALIGN AUTO | 12:33:07 PM Apr01, 2025
FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

sIG TRC FREQ QPD AMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  *

1 [m[1 [191.38kHz [33.463dBuV [30.109dBuV |-  [-30.513dB [-23867dB |-  [0.015dB
[2 [m[1 [601.97kHz [27614dByV [18.764dBuyV |-  [-28.386dB |-27.236dB |-  |-0.009dB

'3 W1 68696 kHz |24689dBuV [21.009dBwV |-  [31311dB [-24991dB |- [0038dB |
W11 [1.0539 MHz [21.976dBuV  [17.633dBuV [~  [-34.024dB [-26367dB |-  [0036dB |
6 W1 [66174MHz [22.410dByV  [14841dBuV [ [ 37690dB [-36.169dB |- [0217dB |
6 (W1 [6.0638 MHz [22.049dBuV [20.325dBuV |- [-37.051dB |-20675dB |- [0207¢B M
< >

MSG status| t DC Coupled

Table 7-34. Line-Conducted Test Data (N) - WCP
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8.0 CONCLUSION

The data collected relate only to the item(s) tested and show that the Samsung Portable Handset
FCC ID: A3LSMF966JPN is in compliance with Part 15 Subpart C (15.247) of the FCC Rules.
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9.0 APPENDIX A - DATA REFERENCING RESULTS

Overview

The spot-check data presented in this section was measured on the variant model following the guidance of the
FCC’s Data Referencing guidance in KDB 484596 D01 v03. Each spot-check test on the EUT was performed using
the same procedure and setting that were used to perform the test on the corresponding reference device. For the
worst-case RSE data, the measurement is determined by an actual emission and not by noise floor.

All test cases were performed to verify the variant EUT is still in compliance with the spot-checked results to the
reference device and was performed using the guidance of ANSI C63.10-2020.

Notes

1. Each spot check test on the EUT was performed using the same procedure and setting that were used to
perform the test on the corresponding reference device.

Conducted Spot-Checks — SC-56F

Peak Conducted
Power
Frequency Data Channel
[MHz] Rate No
[Mbps] : [dBm] [mW]
2441 1.0 39 19.71 93.541

Table 9-1. Conducted Output Power Measurements (Spot-check) — SISO Ant2

Radiated Spot-Checks — SC-56F

Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2441MHz
Channel: 39

Ant. | Antenna | Turntable | Analyzer AFCL Duty Cycle| Field
Detector | Pol. Height | Azimuth Level [dB/m] Correction | Strength
[H/V] [cm] [degree] | [dBm] [dB] [dBuV/m]

Frequency
[MHz]

Limit Margin
[dBuV/im]| [dB]

4882.00 Avg \ 140 349 -53.60 9.79 -22.50 40.69 53.98 -13.29

4882.00 Peak \% 140 349 -50.49 9.79 0.00 66.30 73.98 -7.68
Table 9-2. RSE Measurements (Spot-check)
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Worst Case Mode: Bluetooth
Worst Case Data Rate: 1 Mbps
Measurement Distance: 3 Meters
Operating Frequency: 2480MHz
Channel: 78

Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 1 kHz
Offset: -16.9 dB SWT: 50 ms

2483.57 MHz
44.98 dBpV/m

PAS

120 4

100 4

80

60 4

40 1

Field Strength (dBuv/m)

204

2450.0 2455.6 2461.1 2466.7 2472.2 2477.8 2483.3 2488.9 2494.4 2500.0
Frequency (MHz)

Plot 9-1. Radiated Restricted Upper Band Edge
Measurement (Average)

Results
Reference Model: | Variant Model: | Deviation Max
FCC Rules Test Item Test Case Units Limit : b : viati Deviation Pass/Fail
SM-5966U SC-56F (dB) (dB)
15.247(b)(1) Conducted Output Power SISO Ant 1 Ch.39 - Peak dBm N/A 19.56 19.71 0.15 1 PASS
15.209 Radiated Spurious Emissions Dual Ch.39 - Average dBm 53.98 42.77 40.69 -2.08 3 PASS
15.209 Radiated Band Edge Emissions SISO Antl Ch.78 - Average dBm 53.98 43.57 44.98 1.41 3 PASS
Table 9-3. Summary of Spot-checks
Conclusion

The spot-check data presented in this section was measured on the variant model following the guidance of the
FCC’s Data Referencing guidance in KDB 484596 D01 v03 demonstrates that the use of referenced data from

A3LSMF966U for the certification of ASLSMF966JPN is acceptable.
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