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1. INTRODUCTION

On July 10, 2003, the Federal Communications Commission (FCC) adopted new rules requiring wireless
manufacturers and service providers to provide digital wireless phones that are compatible with hearing
aids. The FCC has modified the exemption for wireless phones under the Hearing Aid Compatibility Act of
1998 (HAC Act) in WT Docket 01-309 RM-8658" to extend the benefits of wireless telecommunications to
individuals with hearing disabilities. These benefits encompass business, social and emergency
communications, which increase the value of the wireless network for everyone. An estimated more than
10% of the population in the United States show signs of hearing impairment and of that fraction, almost
80% use hearing aids. Approximately 500 million people worldwide and 30 million people in the United
States suffer from hearing loss.

Ambient Conditions

e Ambient temperature: 23 °C £ 5 °C
¢ Relative humidity (RH): 0% < RH < 80%
e Baseband magnetic ambient noise: >10 dB below the measurement level, where applicable

Compatibility Tests Involved:

The standard calls for wireless communications devices to be measured for:

RF Electric-field emissions

T-coil mode, magnetic-signal strength in the audio band

T-coil mode, magnetic-signal frequency response through the audio band
T-coil mode, magnetic-signal and noise articulation index

Volume Control, receive volume control performance

Volume Control, receive distortion and noise performance

Volume Control, receive acoustic frequency response performance

The hearing aid must be measured for:
= RF immunity in microphone mode
= RF immunity in T-coil mode

In the following tests and results, this report includes the evaluation for a wireless communications
device.

REEEERET—————n—r|
Figure 1-1 Hearing Aid in-vitu

" FCC Rule & Order, WT Docket 01-309 RM-8658
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2. DUT DESCRIPTION

FCC ID: A3LSMF966U

Applicant: Samsung Electronics Co., Ltd.
129, Samsung-ro, Maetan dong,
Yeongtong-gu, Suwon-si
Gyeonggi-do 16677, Korea

Model: SM-F966U
Additional Model(s): SM-F966U1
Serial Number: 1744M

HW Version: REV1.0

SW Version: F966U.001
Antenna: Internal Antenna
DUT Type: Portable Handset

l. Band Selection

This device supports LTE/NR capabilities with overlapping transmission frequency ranges. When the
supported frequency range of a band falls completely within a band with a larger transmission frequency
range, both bands have the same target power (or the band with the larger transmission frequency range
has a higher target power), and both bands share the same transmission path and signal characteristics,
hearing-aid compatibility compliance was only assessed for the band with the larger transmission frequency
range. However, overlapped LTE bands which are anchor bands for dual connectivity (EN-DC) scenarios
between LTE and NR were evaluated as independent LTE bands.

ll. Device Configuration

Please note the two device configurations evaluated with the DUT are referred to as ‘FOLDER — OPEN’
for the unfolded configuration and ‘FOLDER - CLOSED’ for the folded configuration of the device.
‘FOLDER - Closed’ configuration is considered by the manufacturer to be the default usage scenario of
the device for held-to-ear calling. There is only one earpiece located on the front side of the device with
the smaller LED screen. The side of the device with the larger LED screen in unfolded configuration does
not have an earpiece and is not evaluated as a held-to-ear configuration. The ‘FOLDER - CLOSED’
configuration evaluates the device as a typical bar phone while the ‘FOLDER - OPEN’ configuration
evaluates the device in the larger unfolded configuration with earpiece held to ear.
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Table 2-1

A3LSMF966U HAC Air Interfaces

q Band Simultaneous q 9 .
Air-Interface (MHz) Type Transport | HAC Tested But Not Tested Name of Voice Service Audio Codec Evaluated
850
Vo Yes® Yes: WIFI or BT CMRS Voice' EFR
GSM 1900
GPRS/EDGE VD Yes® Yes: WIFl or BT Google Meet? OPUS
850
UMTS 1700 VD Yes® Yes: WIFI or BT CMRS Voice' NB AMR, WB AMR
1900
HSPA VD Yes' Yes: WIFl or BT Google Meet? OPUS
680 (B71)
700 (B12)
700 (B17)
780 (B13) Yes
790 (B14)
850 (B5)
LTE (FDD) 850 (B26) VD Yes: NR, WIFI or BT VoLTE', Google Meet? VOLTE: NB AMR, WB AMR, EVS
Google Meet: OPUS
1700 (B4)
1700 (B66)
1900 (B2)
Yes
1900 (B25)
2300 (B30)
2500 (B7)
2600 (B41) v
es VoLTE: NB AMR, WB AMR, EVS
LTE (TDD] 2600 (B38, VD Yes: NR, WIFl or BT VolTE", G le Meet? ’ Y
(T00) (838) esi R or OLTE, Boogle Mee Google Meet: OPUS
3600 (B48) Yes®
LTE NTN 1640 (B255) DT No N/A N/A N/A
680 (n71)
700 (n12)
Yes
790 (n14)
850 (n5)
1700 (n70) VoNR: NB AMR, WB AMR, EVS
NR (FDD) VD Yes: LTE, WIFI or BT VoNR', Google Meet?
1700 (n66) Google Meet: OPUS
1900 (n2)
Yes
1900 (n25)
2300 (n30)
2500 (n7)
2600 (n41)
Yes
2600 (n38)
3500 (n77, DoD)
3500 (n78, DoD)
3600 (n78) s
Yes VoNR: NB AMR, WB AMR, EVS
. 1 2 , ,
NR (TDD) 3600 (n48) VD Yes: LTE, WIFI or BT VoNR', Google Meet Google Meet: OPUS
3700 (n77)
3700 (n78)
24500 (n258)
28000 (n261) No’®
39000 (n260)
2450
5200 (U-NIl 1)
5300 (U-NII 2A) s
Yes’
5500 (U-NII 2C)
5800 (U-NII 3) VoWIFI: NB AMR, WB AMR, EVS
WIFI VD Yes: GSM, UMTS, LTE, or NR VoWIFI', Google Meet?
5900 (U-NII 4) Google Meet: OPUS
6175 (U-NII 5) Yes®®
6475 (U-NII 6)
6700 (U-NII 7) No*®
7000 (U-NII 8)
BT 2450 DT No Yes: GSM, UMTS, LTE, or NR N/A N/A
Type Transport Notes:
VO = Voice Only 1. Reference level in accordance with 6.4.3.2 of ANSI C63.19-2019
DT = Digital Data - Not intended for Voice Services 2.n258, n260, and n261 are currently outside the scope of ANSI C63.19 and FCC HAC regulations therefore they were not evaluated.
VD = CMRS and/or IP Voice over Data Transport 3. WIFI U-NIl band 5 was evaluated for operations which are entirely below 6 GHz. Operations partially or entierly above 6 GHz were
not tested due to being outside the scope of ANSI C63.19 and FCC HAC regulations.
4. WIFI U-NIl bands 6 through 8 were not evaluated due to equipment limitations and being outside the scope of ANSI C63.19 and
FCC HAC regulations.
5. This report only pertain to antenna G of this wireless portable device. Antenna G includes LTE Bands 66/4/25/2/30/7/38/41(PC3),
and NR band n70/66/25/2/30/7/41(PC2) modes. For full data, please refer to the Original Certification Test Report (Report S/N:
1M2502210015-32.A3L).

FCC ID: A3LSMF966U

@ clement

HAC (T-COIL) TEST REPORT

Approved by:
Technical Manager

Filename: Test Dates: DUT Type: P 5073
age 50
1M2504220043-02.A3L 05/06/2025 — 05/12/2025 Portable Handset 9
REV 4.2.M
11/29/2022

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without permission
in writing from Element. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

CT.INFO@ELEMENT.COM.




3. ANSI C63.19-2019 COMPLIANCE REQUIREMENTS

The ANSI Standard provides guidance on measuring the baseband (audio frequency)
magnetic T-Coil signal from a wireless device (WD) when coupled with a hearing aid's
telecoil. This report will cover the measurement and evaluation of the field strength of the
desired signal at the center of the audio band (desired ABM signal), the frequency
response of the desired signal measured across the audio band and the field strength of
the undesired audio band magnetic field.

l. MAGNETIC COUPLING

Qualifying Field Strengths
Per C63.19-2019 §6.6.2, there are two groups of qualifying measurement points:

Primary group: A qualifying measurement point shall have magnetic field strength (desired ABM
signal, = -18 dB(A/m) at 1 kHz, in a 1/3 octave band filter. Additionally, the qualifying measurement
point shall have weighted magnetic noise, undesired ABM field, < -38 dB(A/m)).

Secondary group: A qualifying measurement point shall have weighted magnetic noise < -38
dB(A/m). This group inherently includes all the members of the primary group.

Desired ABM Signal, undesired ABM field Qualification Requirements
The below requirements ensure an adequate area where desired ABM signal is sufficiently strong to
be heard and a larger area where undesired ABM field is sufficiently low as to avoid undue
annoyance.

Non-2G GSM Operating Modes
Both the primary and secondary group requirements shall be met:

- The primary group shall include at least 75 measurement points.

- The secondary group shall include at least 300 contiguous measurement points.
Additionally, the secondary group shall include at least one longitudinal column of at least 10

contiguous qualifying points and at least one transverse row containing at least 15 contiguous
qualifying points.

2G GSM Operating Modes Requirements
Both the primary and secondary group requirements shall be met:

- The primary group shall include at least 25 measurement points.
- The secondary group shall include at least 125 contiguous measurement points.
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Frequency Response

The frequency response of the magnetic field shall follow the response curve specified in EIA RS-

504-1983, over the frequency range 300 Hz — 3000 Hz per §6.6.3.

MAGNETIC FIELD STRENGTH RELATIVE TO 1000 Hz
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Magnetic field frequency response for Wireless Devices with a maximum field strength
<-15 dB(A/m) at 1 kHz
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Magnetic Field frequency response for wireless devices with a maximum field strength that
exceeds-15 dB(A/m) at 1 kHz
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4. METHOD OF MEASUREMENT

. Test Setup

The equipment was connected as shown in an RF-shielded chamber:
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T-Coil Test Setup
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Il. ITU-T P.50 Artificial Voice
Manufacturer: ITU-T
Active Frequency Range: 100 Hz — 8 kHz
Stimulus Type: Male and Female, no spaces

Single Sample Duration: 20.96 seconds
Activity Level: 100%

Spectral Characteristic of full P.50

S LA T
N Figure 4-4
Temporal Characteristic of full P.50

lll. Test Procedure

1. Ambient Noise Check per C63.19-2019 §6.3.2

a. Ambient interference was monitored using a Real-Time Analyzer between 100-10,000 Hz
with 1/3 octave filtering.

b. Spectral/temporal weighting per C63.19-2019 Annex D.4 to D.6 was applied.

c. Since this measurement was measured using the same method as undesired ABM field
measurements, this level was verified to be more than 10 dB below the lowest
measurement signal (which is the highest undesired ABM field measurement for a
compliant WD). Therefore the maximum noise level for a compliant WD is:

-38 - 10=-48 dB (A/m)

2. Measurement System Validation (See Figure 4-1)
a. The measurement system including the probe, pre-amplifier and acquisition system were
validated as an entire system to ensure the reliability of test measurements.
b. Desired ABM Signal Validation
The magnetic field at the center of the Helmholtz coil is given by the equation (per
C63.19-2019 Annex D.10.1):

125 125
Where Hc = magnetic field strength in amperes per meter
N = number of turns per coil
Therefore, a pure tone of 1kHz was applied into the coils such that was observed across
the resistor. The voltmeter used for measurement was verified to be capable of
measurements in the audio band range. This theoretically generates an expected field of
-10 dB(A/m) in the center of the Helmholtz coil which was used to validate the probe
measurement at -10dB(A/m). This was verified to be within + 0.5 dB of the -10dB(A/m)
value (see Page 33).

c. Frequency Response Validation
The frequency response through the Helmholtz Coil was verified to be within 0.5 dB
relative to 1kHz, between 300 — 3000 Hz using the Normal signal as shown below:
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d. Undesired ABM Field Strength Measurement Validation
WD noise measurements are filtered with spectral/temporal weighting over a frequency
range of 100Hz — 10kHz to process undesired ABM field strength measurements.

3. Point Measurement Test Setup
a. Fine scan above the WD

i. A multitone signal was applied to the handset such that the phone acoustic
output was stable within 1dB over the probe settling time and with the acoustic
output level at the C63.19 specified levels (below). The measurement step size
was in 2 mm increments at a distance of 10 mm between the surface of the
wireless device as shown below (note that in Figure 4-6, the grid is not to scale
but merely a graphical representation of the coordinate system in use):

YeAmis

T-Coil Probe — T 5 (B0, E0)

T-Coil Element
S mm g
& k4
E
]
T |

(0,0
Figure 4-5 Figure 4-6
Measurement Distance Measurement Grid

ii. After scanning, the planar field maximum point was determined. The position of
the probe was moved to this location to setup the test using the SoundCheck
system.

b. Speech Signal Setup to Base Station Simulator
i. C63.19 Table 6-1 states audio reference input levels for various technologies:

Standard Technology In?;érl;l%‘)'el
J-STD-007 GSM (217) -16
T1/T1P1/3GPP UMTS (WCDMA) -16
iDEN™ TDMA (22 and 11 Hz) -16
VolP Voice over Internet Protocol -16

i. See Section 5 for more information regarding CMWS500 audio level settings for
Voice Over LTE (VoLTE).
ii. See Section 6 for more information regarding CMW500 and CMX500 audio level
settings for Voice Over NR (VoNR) testing.
iii. See Section 7 for more information regarding audio level settings for Over-The-
Top (OTT) Voice Over IP (VolP) Testing.
b. Real-Time Analyzer (RTA)
i. The Real-Time Analyzer was configured to analyze measurements using 1/3
Octave band weighted filtering.
c. WD Radio Configuration Selection
i. The device was chosen to be tested in the condition resulting in the worst-case
undesired ABM field (LTE configuration information can be found in Section 5 and
7. NR configuration information can be found in Section 6 and 7.)
4. Signal Quality Data Analysis
a. Narrow-band Magnetic Intensity
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The standard specifies a 1kHz 1/3 octave band minimum field intensity for a sine
tone. The desired ABM signal measurements were evaluated at 1kHz with 1/3
octave band filtering over an averaged period of 10 seconds.

b. Frequency Response

The appropriate frequency response curve was measured to curves in Figure 3-1
or Figure 3-2 between 300 — 3000 Hz using digital linear averaging (limit lines
chosen according to measurement found in step 4a). A linear average over 3x the
length of the artificial voice signal (3x sampling) was performed. A 10 second delay
was configured in the measurement process of the stimulus to ensure handset
vocoder latency effects and echo cancellation devices (if any) were appropriately
stabilized during measurements.

The appropriate post-processing was applied according to the system processing
chain described in C63.19-2019. All R10 frequencies were plotted with respect to
0dB at 1kHz value and aligned with respect to the EIA-504 mask.

c. Signal Quality Index

Ensuring the WD was at maximum RF power, maximum volume, backlight off,
display on, maximum contrast setting, keypad lights on (when possible) with no
audio signal through the vocoder, the WD was measured over at least 100 Hz —
10,000 Hz, maximized over 5 seconds with a 50ms sample time for the undesired
ABM field measurement (5 second time period is used in noise measurements
under standards such as IEEE 269, etc.).

Measure the broadband undesired T-Coil noise at the locations where desired
ABM signal strength was just measured. The measurement shall be made using
the specified spectral and temporal weighted filter, applied to the half-band
integrated probe coil signal (T-Coil response), as described in C63.19-2019 Annex
D.9.2. Any additional bandwidth-limiting filtering that might be applied shall not
affect frequencies within the range of at least 100 Hz to 10 kHz. Set the
measurement system averaging interval duration to be long enough so as to
enable an accurate steady state reading. The resulting reading represents the “1
kHz equivalent” value of the broadband weighted T-Coil response magnetic noise
(undesired ABM field) for each measurement position. All results should be
reported in dB(A/m).

This result was subtracted from the desired ABM signal result in step a, to obtain
the Signal Quality.

5. Signal Compliance Analysis
a. Fine scan above the WD

The worst-case signal quality index configuration for each wireless communication
technology was used to evaluate the respective qualifying measurement points
over a 50 mm square measurement area. The measurement step size was in 4
mm increments at 10 mm from the surface of the wireless device.

At each step, a multitone signal was applied to the handset such that the phone
acoustic output was stable within 1 dB over the probe settling time and with the
acoustic output level at the C63.19 specified level. The desired ABM signal was
measured, and the multitone signal was subsequently disabled before measuring
the weighted magnitude of the undesired ABM field.

The above steps were repeated for all supported wireless communication
technologies.
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IV. Test Setup
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Figure 4-7
Audio Magnetic Field Test Setup

Environmental conditions such as temperature and relative humidity are monitored to ensure there are no
impacts on system specifications. Proper voltage and power line frequency conditions are maintained

with three phase power sources. Environmental noise and reflections are monitored through system
checks.

V. Deviation from C63.19 Test Procedure
Non-conducted RF connection due to inaccessible RF ports.
V1. Air Interface Technologies Tested

All air interfaces which support voice capabilities over a managed CMRS or pre-installed OTT VolP
applications were tested for T-coil unless otherwise noted. See Table 2-1 for more details regarding which
modes were tested.
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VIl. Wireless Device Channels and Frequencies

1. 4G (LTE) Modes
The middle channel for every band and maximum bandwidth combination was tested at the planar
field maximum point. The middle channels and supported bandwidths from the worst-case band
according to Tables 7-3 and 7-4 was additionally evaluated with OTT VolP. See Tables 8-2 to 8-6,
8-8, 8-23 and 8-25 for LTE bandwidths and channels. The scan results are in Tables 8-7, 8-9, 8-
24 and 8-26.

2. 5G (NR) Modes
The middle channel for every band and maximum bandwidth combination was tested at the planar
field maximum point. The middle channel and supported bandwidths from the worst-case NR band
according to Tables 7-5 to 7-7 were evaluated with OTT VolP. See Tables 8-10 to 8-15, 8-17, 8-27
and 8-29 for NR bandwidths and channels. The scan results are in Tables 8-16, 8-18, 8-20, 8-22,
8-28, 8-30, 8-32, and 8-34.
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VIIl. Test Flow
The flow diagram below was followed (From C63.19):
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Figure 4-8
C63.19 T-Coil Signal Test Process
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VOLTE TEST SYSTEM SETUP AND DUT CONFIGURATION

. Test System Setup for VOLTE over IMS T-coil Testing

1. Equipment Setup

The general test setup used for VoLTE over IMS is shown below. The callbox used when
performing VOLTE over IMS T-coil measurements is a CMW500. The Data Application Unit (DAU)
of the CMW500 was used to simulate the IP Multimedia Subsystem (IMS) server.

Probe Measurement Signal

IP Multimedia Subsystem

T coil Magnetic Probe -

Call Signaling packets

L Voice packets SIP/IP | Tost Audio
== Analog
< IP/Nelwork Audio
a
) A Adapter Acoustic Test System

Air Interface Simulator

Figure 5-1
Test Setup for VOLTE over IMS T-Coil Measurements

2. Audio Level Settings

Per C63.19 Table 6-1, -16dBm0 shall be used as the normal speech input level for VOLTE over
IMS T-coil testing. The CMW500 base station simulator was manually configured to ensure that
the settings for speech input and full scale levels resulted in the -16dBm0 speech input level to the
DUT for the VoLTE over IMS connection.
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DUT Configuration for VOLTE over IMS T-coil Testing

Radio Configuration

An investigation was performed to determine the modulation and RB configuration to be used for
testing. The effects of modulation and RB configuration were found to be independent of band and
bandwidth; therefore, only one band and bandwidth were used for this investigation. 16QAM, 1RB,
ORB offset was used for the testing as the worst-case configuration for the handset. See below
table for SNNR comparison between different radio configurations:

Table 5-1
VoLTE over IMS SNNR by Radio Configuration

Frequen Bandwidth g 5 Desired Undesired SNNR
Band &Hz]"y Channel T Modulation | RBSize | RBOffset | oo/ TR .
66 1745.0 132322 20 QPSK 1 0 12.97 -50.20 63.17
66 1745.0 132322 20 16QAM 1 0 12.68 -44.70 57.38
66 1745.0 132322 20 16QAM 1 50 12.74 -46.30 59.04
66 1745.0 132322 20 16QAM 1 99 12.73 -45.10 57.83
66 1745.0 132322 20 16QAM 50 0 12.63 -46.80 59.43
66 1745.0 132322 20 16QAM 50 25 13.08 -47.10 60.18
66 1745.0 132322 20 16QAM 50 50 12.72 -47.20 59.92
66 1745.0 132322 20 16QAM 100 0 12,63 -46.90 59.53
66 1745.0 132322 20 640AM 1 0 12.85 -45.30 58.15
66 1745.0 132322 20 256QAM 1 0 12.83 -46.30 59.13

Codec Configuration

An investigation was performed to determine the audio codec configuration to be used for testing.
The effects of codec configuration were found to be independent of radio configuration; therefore,
only one radio configuration was used for this investigation. The WB AMR 6.60kbps setting was
used for the audio codec on the CMW500 for VoLTE over IMS T-coil testing. See below table for
comparisons between different codecs and codec data rates:

Table 5-2
AMR Codec Investigation — VOLTE over IMS
Codec Setting: WoMMR | WBAMR | NSANR | NBAWR | Gignigion | Band/BW |  Channe
Desired (dBA/m) 14.17 12.78 13.41 13.63
Undesired (dBA/m) -45.60 -45.40 -45.80 -45.30 o LTE B66 15522
20MHz
Frequency Response| Pass Pass Pass Pass
S+N/N (dB) 59.77 58.18 59.21 58.93
Table 5-3

EVS Codec Investigation - VOLTE over IMS

EVS Primary | EVS Primary | EVS Primary | EVS Primary | EVS Primary | EVS Primary

Codec Setting: SWB 128kbps | SWB 9.6kbps | WB 128kbps | WB 5.9kbps | NB 24.4kbps | NB 5.9kbps | Orientation Emelf ELT @)
Desired (dBA/m)| 1426 13.58 14.22 13.89 13.19 12.94
i -45.00 -45.10 -45.90 -45.10 -45.70 -45.30
Undesired (dBA/m) ol LTE B66 \s2522
20MHz
Frequency Response| Pass Pass Pass Pass Pass Pass
S+NIN (@B)|  59.26 58.68 60.12 58.99 58.89 58.24

Mute on; Backlight off; Max Volume; Max Contrast
TPC = “Max Power”

40dB
S 40 Probe > pregain  f—3  curve
dB Sensitivity factor

Figure 5-2
Audio Band Magnetic Curve Measurement Block Diagram
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3. LTE TDD Uplink-Downlink Configuration Investigation for VOLTE over IMS

An investigation was performed to determine the worst-case Uplink-Downlink configuration for
VoLTE over IMS T-Coil testing.

Per 3GPP TS 36.211, the total frame length for each TDD radio frame of length Ts = 307200 - Ts =
10 ms, where Ts is a number of time units equal to 1/(15000 x 2048) seconds. Additionally, each
radio frame consists of 10 subframes, each of length 30720 - Ts = 1 ms, and subframes can be
designated as uplink (U), downlink (D), or special subframe (S), depending on the Uplink-Downlink
configuration as indicated in Table 4.2-2 of 3GPP TS 36.211. In the transmission duty factor
calculation, the special subframe configuration with the shortest UpPTS duration within the special
subframe is used and will be applied for measurement. From 3GPP TS 36.211 Table 4.2-1, the
shortest UpPTS is 2192 - Ts which occurs in the normal cyclic prefix and special subframe
configuration 4.

See table below outlining the calculated transmission duty cycles for each Uplink-Downlink

configuration:
Table 5-4
Uplink-Downlink Configurations for Type 2 Frame Structures
Uplink-downlink Downlink-to-Uplink Subframe number Calcullate.d

configuration Switch-point periodicity Transmission
0 1 2 3 4 5 6 7 8 9 Duty Cycle (%)

0 5ms D S U U U D S U U U 61.4%

1 5ms D S U U D D S U U D 41.4%

2 5 ms D S U D D D S U D D 21.4%

3 10 ms D S U U U D D D D D 30.7%

4 10 ms D S U U D D D D D D 20.7%

5 10 ms D S U D D D D D D D 10.7%

6 5 ms D S U U U D S U U D 51.4%

a. Power Class 3 Uplink-Downlink Configuration Investigation

Power Class 3 was evaluated with the following radio configuration: channel 40620, 20MHz
BW, 16QAM, 1RB, 99%RB offset. For Power Class 3, all configurations (0-6) are supported.
The configuration which resulted in the worst SNNR was used for full testing. Uplink-Downlink
configuration 1 was used as the worst-case configuration for Power Class 3 VoLTE over IMS
T-Coil testing. See table below for the SNNR comparison between each Uplink-Downlink

configuration:
Table 5-5
Power Class 3 VoLTE over IMS SNNR by UL-DL Configuration
F’eq“ez';cy Channel Bamf‘h Modulation | RB Size |RB Offset | UL-DL Configuration IDESi'ed it SHAR
2593.0 40620 20 16QAM 1 0 0 12.75 -33.30 46.05
2593.0 40620 20 16QAM 1 0 1 13.18 -34.00 47.18
2593.0 40620 20 16QAM 1 0 2 12.74 -33.80 46.54
2593.0 40620 20 16QAM 1 0 3 13.12 -37.00 50.12
2593.0 40620 20 16QAM 1 0 4 12.69 -37.00 49.69
2593.0 40620 20 16QAM 1 0 5 12.72 -37.10 49.82
2593.0 40620 20 16QAM 1 0 6 12.67 -33.90 46.57

b. Conclusion

Per the investigations above, UL-DL Configuration 0 was used to evaluate Power Class 3
VOLTE over IMS.
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VONR TEST SYSTEM SETUP AND DUT CONFIGURATION

. Test System Setup for VONR over IMS T-coil Testing

1. Equipment Setup

The general test setup used for VONR over IMS is shown below. The callbox used when
performing VoNR over IMS T-coil measurements is CMX500. The Data Application Unit (DAU) of
the CMX500 was used to simulate the IP Multimedia Subsystem (IMS) server and provided the
baseband signal to perform NR signaling. An external USB audio interface is used to perform the
A/D conversion and ensure proper speech input level to the DUT.

Probe Measurement Signal

IP Multimedia Subsystem

T coil Magnetic Probe

Call Signaling packets

TV P T Aol
g 1P/Network Audio
. 4

Voice packets SIPfiP Test Audio
oA Adapter Acoustic Test System

Air Interface Simulator

Figure 6-1
Test Setup for VONR over IMS T-Coil Measurements

2. Audio Level Settings

Per C63.19 Table 6-1, -16dBm0 was used as the normal speech input level for VONR over IMS T-
coil testing. The acoustic test system was manually configured to ensure that the settings for
speech input and full scale levels resulted in the -16dBmO0 speech input level to the DUT for the
VoNR over IMS connection.
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Il. DUT Configuration for VONR over IMS T-coil Testing

1. Radio Configuration

An investigation was performed to determine the waveform, modulation, and RB configuration to
be used for testing. The effects of waveform, modulation, and RB configuration were found to be
independent of band and bandwidth; therefore, only one band and bandwidth were used for this
investigation. DFT-s-OFDM, 64QAM, 1RB, 50%RB offset was used for the testing as the worst-
case configuration for the handset. See below table for SNNR comparison between different radio

configurations:
Table 6-1
VoNR over IMS SNNR by Radio Configuration (CP-OFDM)

Frequency Bandwidth N 0 Desired Undesired SNNR

Band [MHz] Channel MHz] Waveform Modulation RB Size | RB Offset [dB(A/m)] [dB(A/m)] [dB
n25 1880.0 376500 40 CP-OFDM QPSK 1 1 12.55 -42.50 55.05
n25 1880.0 376500 40 CP-OFDM 16QAM 1 1 12.79 -42.50 55.29
n25 1880.0 376500 40 CP-OFDM 64QAM 1 1 12.74 -41.90 54.64
n25 1880.0 376500 40 CP-OFDM 256QAM 1 1 13.00 -43.40 56.40

Table 6-2
VoNR over IMS SNNR by Radio Configuration (DFT-s-OFDM)

Frequency Bandwidth N 0 Desired Undesired SNNR

Band [MHz] Channel MHz] Waveform Modulation RB Size | RB Offset [dB(A/m)] [dB(A/m)] [dB
n25 1880.0 376500 40 DFT-s-OFDM 1/2-BPSK 1 1 12.67 -41.10 53.77
n25 1880.0 376500 40 DFT-s-OFDM QPSK 1 1 12.87 -41.60 54.47
n25 1880.0 376500 40 DFT-s-OFDM 16QAM 1 1 12.75 -41.00 53.75
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 1 1 12.78 -40.60 53.38
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 1 108 12.66 -40.30 52.96
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 1 214 12.71 -40.30 53.01
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 108 0 12.89 -41.20 54.09
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 108 54 12.57 -41.00 53.57
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 108 108 12.52 -41.30 53.82
n25 1880.0 376500 40 DFT-s-OFDM 64QAM 216 0 12.88 -44.50 57.38
n25 1880.0 376500 40 DFT-s-OFDM 256QAM 1 1 12.64 -41.20 53.84
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2. Codec Configuration

An investigation was performed to determine the audio codec configuration to be used for testing.
The effects of codec configuration were found to be independent of radio configuration; therefore,
only one radio configuration was used for this investigation. The WB AMR 6.60kbps setting was
used for the audio codec on the CMX500 for VoNR over IMS T-coil testing. See below table for
comparisons between different codecs and codec data rates:

Table 6-3
AMR Codec Investigation — VONR over IMS

— WB AMR WB AMR NB AMR NB AMR . .
Codec Setting: 23.85kbps 6.60kbps 12.2kbps 4.75kbps Orientation Band / BW Channel
Desired (dBA/m) 13.49 12.50 13.14 13.12
i -41.80 -42.10 -43.00 -43.00
Undesired (dBA/m) ol NRn25 249000
40MHz.
Frequency Response| Pass Pass Pass Pass
S+NIN (dB)) 55.29 54.60 56.14 56.12

EVS Codec Investigation - VONR over IMS

comosans. | EizTioen | Eister | o e | rame | ey | o | orension | swnarow | cron
Desired (dBA/m) 13.67 12.99 13.62 13.23 12.75 12.90
Undesired (dBA/m) -44.40 -44.40 -42.30 -41.80 -42.00 -42.10
e i Radial fg‘;‘s 349000
Frequency Response| Pass Pass Pass Pass Pass Pass
S+N/N (dB) 58.07 57.39 56.92 55.03 54.75 55.00
- Mute on; Backlight off; Max Volume; Max Contrast
- TPC = “Max Power”
40dB
WD noise PTDbE : pre-gain é curve
Sensitivity o
Figure 6-2
Audio Band Magnetic Curve Measurement Block Diagram
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OTT VOIP TEST SYSTEM AND DUT CONFIGURATION

. Test System Setup for OTT VolP T-Coil Testing

1. OTT VolP Application

Google Meet is a pre-installed application on the DUT which allows for VolP calls in a held-to-ear
scenario. Meet uses the OPUS audio codec and supports a bitrate range of 6kb/s to 75kb/s. All air
interfaces capable of a data connection were evaluated with Google Meet.

2. Equipment Setup

A CMW500 callbox was used to perform OTT VolP T-coil measurements. The Data Application
Unit (DAU) of the CMW500 was connected to the internet and allowed for an IP data connection
on the DUT. An auxiliary VolP unit was used to initiate an OTT VolP call to the DUT. The auxiliary
VolIP unit allowed for the configuration and monitoring of the OTT VoIP codec bitrate during a call.
Both high and low bitrate settings were evaluated in to determine the worst-case configuration.

3. Audio Level Settings

Per C63.19 Table 6-1, an average speech level of -16dBm0 shall be used for VolIP testing. The
auxiliary VolP unit allowed for monitoring the signal input level to ensure that the settings for speech
input and full scale levels resulted in the -16dBmO0 speech input level to the DUT for the OTT VolP
call.

Il. DUT Configuration for OTT VolP T-Coil Testing

1. Codec Configuration

An investigation was performed for each applicable data mode to determine the audio codec
configuration to be used for testing. The effects of codec configuration were found to be
independent of radio configuration; therefore, only one radio configuration for each applicable data
mode was used for these investigations. The 6kbps codec setting was used for the audio codec on
the auxiliary VolP unit for OTT VolP T-Coil testing. See below tables for comparisons between
codec data rates on all applicable data modes:

Table 7-1
Codec Investigation — OTT VolP (LTE)
Codec Setting: 75kbps 6kbps Orientation Band / BW Channel
Desired (dBA/m) 13.26 12.97
Undesired (dBA/m) -43.99 -43.92 LTE B25
Radial 20MHz 26365
Frequency Response Pass Pass
S+N/N (dB) 57.25 56.89
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Table 7-2
Codec Investigation — OTT VoIP (NR)

Codec Setting: 75kbps 6kbps Orientation Band / BW Channel
Desired (dBA/m) 13.08 12.84
Undesired (dBA/m) -42.60 -42.60 NR n25
Radial 40MHz 349000
Frequency Response Pass Pass
S+N/N (dB) 55.68 55.44
- Mute on; Backlight off; Max Volume; Max Contrast
- Radio Configurations can be found in Section 8.11.D
- Probe st_
‘WD noise Probe i - curve
: Frobe Sensitivity —> pfr:cE::n g
Figure 7-1
Audio Band Magnetic Curve Measurement Block Diagram
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2. Radio Configuration for OTT VolIP (LTE)

An investigation was performed to determine the worst-case LTE band to be used for OTT VolP
testing. LTE TDD Band 41 (PC3, ANT G) was used for the testing as the worst-case LTE
configuration for the handset. See below table for SNNR comparison between different LTE

bands:
Table 7-3
OTT VolIP (LTE FDD) SNNR by LTE Band
Frequency Bandwidth . . Desired Undesired SNNR
Band [MHz] Channel [MHz] Modulation RB Size | RB Offset [dB(A/m)] [dB(A/m)] [dB]
66 1745.0 132322 20 16QAM 1 0 13.11 -43.90 57.01
25 1882.5 26365 20 16QAM 1 0 12.83 -43.83 56.66
30 2310.0 27710 10 16QAM 1 0 12.83 -42.51 55.34
7 2535.0 21100 20 16QAM 1 0 12.90 -41.83 54.73
Table 7-4
OTT VolIP (LTE TDD) SNNR by LTE Band
Frequency Bandwidth . 5 Desired Undesired SNNR
Band [MHz] Channel [MHz] Modulation RB Size | RB Offset [dB(AIm)] [dB(AIm)] [dB]
41 (PC3) 2593.0 40620 20 16QAM 1 0 12.93 -28.87 41.80
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3. Radio Configuration for OTT VoIP (NR) Radio Configuration for OTT VoIP (NR)

An investigation was performed to determine the worst-case NR band to be used for OTT VolP
testing. NR TDD n41 (PC2) ANT G and NR TDD n41 (PC2) PC 1.5 UL-MIMO were used for the

testing as the worst-case configuration for the handset. See below table for SNNR comparison
between different NR bands:

Table 7-5
OTT VolIP (NR FDD) SNNR by NR Band
Frequency Bandwidth N n Desired Undesired SNNR
Band [MHz] Channel [MHz] Waveform Modulation RB Size | RB Offset [dB(A/m)] [dB(A/m)] [dB
n66 1745.0 349000 45 DFT-s-OFDM 64QAM 1 121 13.26 -42.90 56.16
n25 1882.5 376500 40 DFT-s-OFDM 64QAM 1 108 12.90 -42.30 55.20
n30 2310.0 462000 10 DFT-s-OFDM 64QAM 1 26 13.04 -42.60 55.64
n7 2535.0 507000 50 DFT-s-OFDM 64QAM 1 135 13.10 -42.20 55.30
Table 7-6
OTT VolIP (NR TDD) SNNR by NR Band
Frequency Bandwidth . 0 Desired Undesired SNNR
Band [MHz] Channel [MHz] Waveform Modulation RB Size | RB Offset [dB(A/m)] [dB(A/m)] [dB]
n41 (PC2) 2592.99 518598 100 DFT-s-OFDM 64QAM 1 137 12.86 -28.30 41.16
Table 7-7
OTT VolIP (NR TDD) SNNR by NR Band — PC 1.5 UL-MIMO
Frequency Bandwidth . 0 Desired Undesired SNNR
Band [MHz] Channel [MHz] Waveform Modulation RB Size | RB Offset [dB(A/m)] [dB(A/m)] [dB]
n41 ('\:ICJ(;).5 UL 2592.99 518598 100 DFT-s-OFDM 64Q0AM 1 137 12.84 -30.00 42.87
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8. T-COIL TEST SUMMARY

Table 8-1
Consolidated Tabled Results
. . Freq.
. Contiguous Contiguous 9 C63.19
Primary Pts |Secondary Pts o Response .
Longitudinal Transverse . Compliance
Margin
LTE FDD Pass
LTE TDD Pass
NR FDD Pass
NR TDD Pass
1. Raw Handset Data
Table 8-2
Raw Data Results for LTE B66 - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Mods Oichtationiy(IEBandwidiy Chappel Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
LTE Band 66 Radial 20MHz 132322 G 12.73 -43.92 -65.20 56.65 1.2,3.2
Table 8-3
Raw Data Results for LTE B25 - Folder Closed
. . . Antenna Desired Undesired [Ambient Noise S+N/N Test
pcds) Otisntztionly(JBandwidin Channel | ¢ figuration | [dB(A/m)] | [dB(A/m)] | [dB(A/m)] (dB) Coordinates
LTE Band 25 Radial 20MHz 26365 G 12.83 -45.15 -65.20 57.98 1.2,3.2
Table 8-4
Raw Data Results for LTE B30 - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
foce Ofisntationi (e sadwid Chanre! Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
LTE Band 30 Radial 10MHz 27710 G 12.51 -43.72 -65.20 56.23 12,32
Table 8-5
Raw Data Results for LTE B7 - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Mods Olicntaicnj[EBanduict Chamnel Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
LTE Band 7 Radial 20MHz 21100 G 12.60 -42.34 -65.20 54.94 12,32
A d by:
FCC ID: A3LSMF966U @ element HAC (T-COIL) TEST REPORT pproved by
Technical Manager
Filename: Test Dates: DUT Type:
Page 25 of 73
1M2504220043-02.A3L 05/06/2025 — 05/12/2025 Portable Handset

REV 4.2.M
11/29/2022
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without permission
in writing from Element. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

CT.INFO@ELEMENT.COM.



Table 8-6
Raw Data Results for LTE B41 Power Class 3 - Folder Closed

. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Mo CHGENED || CECE Chamnel Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
20MHz 41490 12.66 -30.87 43.53
20MHz 41055 12.83 -31.77 44.60
20MHz 40620 12.56 -31.54 44.10
LTE Band 41 Radial 20MHz 40185 G 12.80 -32.79 IRo0 45.59 12,32
(PC3) 20MHz 39750 12.52 -31.94 44.46
15MHz 40620 12.82 -31.35 4417
10MHz 40620 12.49 -32.37 44.86
5MHz 40620 12.76 -32.29 45.05
Table 8-7
Worst-Case Scan Results for LTE - Folder Closed
o " " Frequency Frequency
" . " Antenna " y Ci [¢] Ci . "
Mode Orientation Bandwidth Channel et Primary Pts Pts Longitudinal T Se——— P Verdict CResponse
= Margin (dB) oordinates
€63.19-2019 T-Coil Scan
LTE(g‘a:r:)i 41| Radial | 20MHz | 41490 | G | 237 ‘ 400 ‘ 22 ‘ 26 ‘ 1.5 | PASS | 1.2,3.2
Table 8-8
Raw Data Results for LTE B41 - Folder Open
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
LD OrSntationy(EBsn i Chenrss Configuration | [dB(A/m)] | [dB(A/m)] [dB(A/m)] (dB) Coordinates
LTE“E;;;’ 41 Radial 20MHz 41490 G 12.60 -43.21 -63.33 55.81 1.2,3.2
Table 8-9
Worst-Case Scan Results for LTE - Folder Open
. " " Frequency Frequency
" . " Antenna " y Ci [¢] Ci g "
Mode Orientation Bandwidth Channel et Primary Pts Pts Longitudinal T S — Response Verdict CResponse
= Margin (dB) oordinates
C€63.19-2019 T-Coil Scan
LTE(g‘a:r;;! 41| Radial | 20MHz | 41490 | G | 274 ‘ 437 ‘ 23 ‘ 26 ‘ 1.5 | PASS | 1.2,3.2
Table 8-10
Raw Data Results for NR n70 - Folder Closed
. . . Antenna Desired Undesired | Ambient Noise S+N/N Test
el Oricntaticn iy EBandnicth Channel | ¢ figuration | [dB(A/m)] | [dB(Am)] [dB(A/m)] (dB) Coordinates
NR n70 Radial 15MHz 340500 G 12.86 -40.77 -65.20 53.63 1.2,3.2
Table 8-11
Raw Data Results for NR n66 - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Mcds) DOlicniatenji Encw it Chepnel Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
NR n66 Radial 45MHz 349000 G 12.70 -40.72 -65.20 53.42 1.2,32
Table 8-12
Raw Data Results for NR n25 - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Moce SLLLLEEIH [FEELL LY Crenss Configuration | [dB(A/m)] | [dB(A/m)] [dB(A/m)] (dB) Coordinates
NR n25 Radial 40MHz 376500 G 12.74 -40.67 -65.20 53.41 1.2,3.2
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Table 8-13

Raw Data Results for NR n30 - Folder Closed

. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Moce OticntatichiyQREndwidin Chapnel Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
NR n30 Radial 10MHz 462000 G 12.65 -40.65 -65.20 53.30 1.2,3.2
Table 8-14
Raw Data Results for NR n7 - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Mods Olichtationiy(IEEBandwidiy Chappel Configuration | [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
NR n7 Radial 50MHz 507000 G 12.61 -40.04 -65.20 52.65 1.2,3.2
Table 8-15
Raw Data Results for NR n41 (PC2) - Folder Closed
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
foce CHDEEED || B Chaneel Configuration | [dB(A/m)] | [dB(A/m)] [dB(A/m)] (dB) Coordinates
100MHz 518598 12.65 -31.40 44.05
90MHz 518598 12.60 -31.04 43.64
80MHz 518598 12.54 -31.07 43.61
70MHz 531000 12.96 -31.40 44.36
70MHz 524802 12.98 -31.67 44.65
70MHz 518598 12.49 -29.26 41.75
70MHz 512400 12.58 -30.45 43.03
70MHz 506202 12.97 -29.46 42.43
NR n41 Radial 60MHz 518598 G 12.93 -29.31 -65.20 42.24 12,32
(PC2) 50MHz 518598 12.51 -29.38 41.89
45MHz 518598 13.03 -29.39 42.42
40MHz 518598 12.99 -31.56 44.55
35MHz 518598 13.00 -31.66 44.66
30MHz 518598 12.53 -31.45 43.98
25MHz 518598 12.55 -30.67 43.22
20MHz 518598 12.97 -31.61 44.58
15MHz 518598 12.55 -31.79 44.34
10MHz 518598 12.99 -31.70 44.69
Table 8-16
Worst-Case Scan Results for NR - Folder Closed
A q o Frequency Frequency
Mode Orientation Bandwidth Channel () Primary Pts Y Contig Contig Response Verdict Response
Configuration Pts Longitudinal Transverse Mar ?n dB COordpinates
€63.19-2019 T-Coil Scan
NR n41 )
(PC2) Radial 70MHz 518598 257 432 20 26 PASS 12,32
Table 8-17
Raw Data Results for NR n41 (PC2, ANT G) - Folder Open
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
joce Olispttoniy|EBsndwit Channel | ¢ figuration | [dB(A/m)] | [dB(AIM)] | [dB(A/m)] (dB) Coordinates
N(gcn:; Radial 70MHz 518598 G 12.76 -23.62 -63.33 36.38 1.2,3.2
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Table 8-18

Worst-Case Scan Results for NR - Folder Open

Rt c C Frequency Frequency
Mode Orientation Bandwidth Channel G Primary Pts Pts Y Longi:udinal Trans?/erse Response Verdict Response
Margin (dB) Coordinates
€63.19-2019 T-Coil Scan
NR n41 .
(PC2) Radial 70MHz 518598 G 221 396 21 26 1.5 PASS 12,32
Table 8-19
Raw Data Results for NR n41 (PC2, PC 1.5 UL-MIMO) - Folder Closed
. . . Antenna Desired Undesired |[Ambient Noise S+N/N Test
LD Cricniatoniyf Resndiiay Channel | ¢ nfiguration | [dB(A/m)] | [dB(A/m)] |  [dB(A/m)] (dB) Coordinates
100MHz 518598 13.01 -29.36 42.37
90MHz 518598 12.64 -29.04 41.68
80MHz 518598 12.72 -29.42 42.14
70MHz 518598 12.70 -28.94 41.64
60MHz 531996 12.81 -29.20 42.01
60MHz 525300 12.72 -29.40 42.12
60MHz 518598 12.61 -28.63 41.24
e 60MHz 511902 12.90 -28.12 41.02
n
60MHz 2 13.00 -26.84 39.84
(PC1.5 UL Radial 505200 PC1.5 UL -63.33 1.2,3.2
MIMO) 50MHz 518598 MIMO 12.70 -28.90 41.60
45MHz 518598 12.70 -28.87 41.57
40MHz 518598 12.68 -28.94 41.62
35MHz 518598 12.78 -29.01 41.79
30MHz 518598 12.98 -28.97 41.95
25MHz 518598 13.01 -29.79 42.80
20MHz 518598 12.77 -29.93 42.70
15MHz 518598 12.67 -29.01 41.68
10MHz 518598 12.76 -29.10 41.86
Table 8-20
Worst-Case Scan Results for NR PC 1.5 UL-MIMO - Folder Closed
P . o Conti Conti Frequency Frequency
Mode Orientation Bandwidth Channel Configuration Primary Pts Pts Y L Tr R Verdict Response
Margin (dB) Coordinates
€63.19-2019 T-Coil Scan
NR n41
(PC1.5 UL Radial 60MHz 505200 PCM:';/?OUL 283 458 21 26 1.5 PASS 12,32
MIMO)
Table 8-21
Raw Data Results for NR n41 (PC2, PC 1.5 UL-MIMO) - Folder Open
. . . Antenna Desired Undesired |[Ambient Noise S+N/N Test
gloce Ocntatinp[ES niche Channel | o figuration | [dB(A/m)] | [dB(A/m)] | [dB(A/m)] (dB) Coordinates
NR nd1 PC 1.5 UL
(PC1.5 UL Radial 60MHz 505200 MIMO 12.65 -22.76 -63.33 35.41 1.2,3.2
MIMO)
Table 8-22
Worst-Case Scan Results for NR PC 1.5 UL-MIMO - Folder Open
Antenna & " Conti. Conti. Frequency Frequency
Mode Orientation Bandwidth Channel Configuration Primary Pts Pts Y L T R Verdict Response
g ’ Margin (dB) Coordinates
€63.19-2019 T-Coil Scan
NR n41
(PC1.5 UL Radial 60MHz 505200 PC1.5 UL 215 390 21 2 15 PASS 12,32
MIMO
MIMO)
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Table 8-23
Raw Data Results for LTE TDD B41 (PC3, ANT G) MAIN (OTT VolP) - Folder Closed

. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
Lk DOlientatenji EancL Channel | ¢ figuration | [dB(A/m)] | [dB(AIm)] | [dB(A/m)] (dB) Coordinates
20MHz 40620 12.90 -33.25 46.15
15MHz 41490 12.78 -33.86 46.64
15MHz 41055 12.91 -33.44 46.35
15MHz 40620 12.74 -32.94 45.68
LTEBand 41| o dial G -65.20 12,32
(PC3) 15MHz 40185 12.80 -33.01 45.81
15MHz 39750 12.68 -33.16 45.84
10MHz 40620 12.73 -33.30 46.03
S5MHz 40620 12.84 -33.66 46.50
Table 8-24
Worst-Case Scan Results for LTE TDD B41 PC3, ANT G (OTT VolP) - Folder Closed
At . o o fr— fr— Frequency Frequency
Mode Orientation Bandwidth Channel Configuration Primary Pts Pts 4 L it T =, R Verdict Response
9 i Margin (dB) Coordinates
€63.19-2019 T-Coil Scan
S5 R 4'1| Radial | 15MHz | 40620 | G | 211 ‘ 394 ‘ 21 ‘ 26 ‘ 2.0 | PASS | 12,32
(PC3)
Table 8-25
Raw Data Results for LTE TDD B41 (PC3, ANT G) MAIN (OTT VolP) - Folder Open
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
LEED Cricniatoniyf EEssdiay Channel | ¢ figuration | [dB(A/m)] | [dB(AIm)] | [dB(A/m)] (dB) Coordinates
LTE(ggg)d 41 Radial 15MHz 40620 G 13.03 -40.97 -63.33 54.00 1.2,3.2
Table 8-26
Worst-Case Scan Results for LTE TDD B41 PC3, ANT G (OTT VolIP) - Folder Open
& e . " Frequency Frequency
o q o Antenna A y [of [of o
Mode Orientation Bandwidth Channel G e Primary Pts Pts Longitudinal ] N ’:espon:;) Verdict cReszonse
argin ( oordinates
€63.19-2019 T-Coil Scan
LTE;:;‘; 41| Radial | 15MHz | 40620 | G | 219 ‘ 403 ‘ 22 ‘ 26 ‘ 2.0 | PASS | 12,32
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Table 8-27

Raw Data Results for NR TDD n41 PC2, ANT G (OTT VolP) - Folder Closed

. . . Desired Undesired |Ambient Noise S+N/N Test
Mode Orientation Bandwidth Channel [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
100MHz 518598 12.90 -28.44 41.34
90MHz 518598 12.90 -27.49 40.39
80MHz 518598 13.04 -27.21 40.25
70MHz 518598 13.01 -27.28 40.29
60MHz 531996 13.30 -27.33 40.63
60MHz 525300 12.84 -27.46 40.30
60MHz 518598 13.13 -27.08 40.21
60MHz 511902 13.05 -30.52 43.57
60MHz 505200 12.92 -29.34 42.26
NR ndd Radial -65.20 12,32
(PC2) 50MHz 518598 12.99 -27.35 40.34
45MHz 518598 13.01 -27.30 40.31
40MHz 518598 13.09 -27.34 40.43
35MHz 518598 13.19 -27.33 40.52
30MHz 518598 13.03 -27.27 40.30
25MHz 518598 12.94 -27.36 40.30
20MHz 518598 12.99 -27.23 40.22
15MHz 518598 12.99 -27.28 40.27
10MHz 518598 13.04 -27.24 40.28
Table 8-28
Worst-Case Scan Results for NR TDD n41 PC2, ANT G (OTT VolIP) - Folder Closed
_ _ _ ., _ < o Contig Contig irequency _ Frequency
Mode Orientation Bandwidth Channel Configuration Primary Pts Pts L N T Hdiied Verdict cl::gi(:‘r::s
€63.19-2019 T-Coil Scan
RIna Radial 60MHz 518598 G 258 448 21 26 2.0 PASS 1.2,3.2
(PC2) ) B
Table 8-29
Raw Data Results for NR TDD n41 PC2, ANT G (OTT VolIP) - Folder Open
. . . Antenna Desired Undesired |Ambient Noise S+N/N Test
jeas Orentatichiy B ananidth Channel | ¢ figuration | [dB(A/m)] | [dB(Am)] [dB(A/m)] (dB) Coordinates
NR ndt Radial 60MHz 518598 G 13.24 -23.60 -63.33 36.84 1.2,3.2
(PC2)
Table 8-30
Worst-Case Scan Results for NR TDD n41 PC2, ANT G (OTT VolIP) - Folder Open
ORI = o Conti Conti Frequency Frequency
Mode Orientation Bandwidth Channel Configuration Primary Pts Pts J i T Resp Verdict Response
onfig Margin (dB) Coordinates
€63.19-2019 T-Coil Scan
B33 Radial 60MHz 518598 G 203 393 21 26 2.0 PASS 1.2,3.2
(PC2) ) B
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Table 8-31

Raw Data Results for NR TDD n41 PC2, PC 1.5 UL-MIMO (OTT VolIP) - Folder Closed

. . . Desired Undesired |Ambient Noise S+N/N Test
Mode Orientation Bandwidth Channel [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
100MHz 518598 13.01 -29.75 42.76
90MHz 518598 13.13 -29.32 42.45
80MHz 518598 12.82 -29.75 42.57
70MHz 518598 12.83 -30.09 42.92
60MHz 531996 12.87 -29.50 42.37
60MHz 525300 12.85 -29.71 42.56
60MHz 518598 13.07 -28.50 41.57
R 60MHz 511902 12.82 -28.45 41.27
n
60MHz 505200 12.81 -26.81 39.62
(PC1.5 UL Radial -63.33 1.2,3.2
MIMO) 50MHz 518598 12.88 -29.41 42.29
45MHz 518598 12.95 -29.26 42.21
40MHz 518598 12.87 -29.36 42.23
35MHz 518598 13.02 -29.83 42.85
30MHz 518598 13.07 -29.11 42.18
25MHz 518598 12.83 -29.81 42.64
20MHz 518598 12.99 -29.37 42.36
15MHz 518598 12.70 -29.82 42.52
10MHz 518598 13.04 -28.88 41.92
Table 8-32
Worst-Case Scan Results for NR TDD n41 PC2, PC 1.5 UL-MIMO (OTT VolP) - Folder Closed
M . . . . Secondary Contiguous Contiguous eency . heiency
lode Orientation Bandwidth Channel Primary Pts Pts | S T Response Verdict Response
s ! Margin (dB) Coordinates
C63.19-2019 T-Coil Scan
NR n41
(PC1.5 UL Radial 60MHz 505200 253 443 20 26 2.0 PASS 1.2,3.2
MIMO)
Table 8-33
Raw Data Results for NR TDD n41 (PC2, PC 1.5 UL-MIMO) (OTT VolP) - Folder Open
. . . Desired Undesired |Ambient Noise S+N/N Test
Mode Orientation Bandwidth Channel [dB(A/m)] [dB(A/m)] [dB(A/m)] (dB) Coordinates
NR n41
(PC1.5 UL Radial 60MHz 505200 13.26 -20.14 -63.33 33.40 1.2,3.2
MIMO)
Table 8-34
Worst-Case Scan Results for NR TDD n41 PC2, PC 1.5 UL-MIMO (OTT VolIP) - Folder Closed
M . . . . Secondary Contiguous Contiguous Eiedency . hediency
lode Orientation Bandwidth Channel Primary Pts Pts | B T Response Verdict Response
= ! Margin (dB) Coordinates
C63.19-2019 T-Coil Scan
NR n41
(PC1.5 UL Radial 60MHz 505200 197 387 20 26 2.0 PASS 1.2,32
MIMO)
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Test Notes

A. General
1. Phone Condition: Mute on; Backlight off; Max Volume; Max Contrast
2. 'Radial' orientation refers to radial transverse.
3. Hearing Aid Mode (Phone > Call settings > Other Call Settings > Hearing aid compatibility) was

set to ON for Frequency Response compliance

4. Speech Signal: ITU-T P.50 Artificial Voice
5. Bluetooth and WIF| were disabled while testing 4G/5G modes.
6. The number of passing points and frequency response value shown in the scan result table
satisfy the limit for compliance.
B. LTE
1. Power Configuration: TPC = “Max Power”
2. Radio Configuration: 16QAM, 1RB, ORB offset
3. Power Class 3 Uplink-Downlink configuration: 0
4. Vocoder Configuration: WB AMR 6.60kbps
5. LTE Band 41 (Power Class 3) Ant G at 20MHz is the worst-case LTE configuration.
C. NR
1. Power Configuration: TPC = “Max Power”
2. Radio Configuration: DFT-s-OFDM, 64QAM, 1RB, 50%RB offset
3. Vocoder Configuration: WB AMR 6.60kbps
4. NR n41 (Power Class 2, Ant G) at 70MHz is the worst-case NR 1 Tx configuration.
5. NR n41 (Power Class 2, PC 1.5 UL-MIMO) at 60MHz is the worst-case NR PC 1.5 UL-MIMO
configuration.
D. OTT VolP
1. Vocoder Configuration: 6kbps
2. LTE Configuration:

a. Power Configuration: TPC = “Max Power”

b. Radio Configuration: 16QAM, 1RB, ORB offset

c. LTE Band 41 (Power Class 3) ANT G was the worst-case band from Tables 7-3 and 7-4.

d. The worst-case band and bandwidth combination is additionally investigated on the low,
low-mid, high-mid, and high channels for those combinations. LTE Band 41 (Power Class
3) at 15MHz is the worst-case LTE configuration.

3. NR Configuration

a. Power Configuration: TXAGC is set such that the DUT operates at max power.

b. Radio Configuration: DFT-s-OFDM, 64QAM, 1RB, 50%RB offset

c. NRn41 (Power Class 2, ANT G) and NR n41 (Power Class 2, PC 1.5 UL-MIMO) was the
worst-case NR band configurations from Tables 7-5 to 7-7.

d. The worst-case band and bandwidth combination is additionally investigated on the low
and high channels for those combinations. NR n41 (Power Class 2, ANT G) at 60MHz is
the worst-case NR TDD 1Tx configuration.

e. The worst-case band and bandwidth combination is additionally investigated on the low
and high channels for those combinations. NR n41 (Power Class 2, PC 1.5 UL-MIMO) at
60MHz is the worst-case NR PC 1.5 UL-MIMO configuration.
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lll. 1 kHz Vocoder Application Check

1kHz Tone Pass Through Check for LTE

1KkHz Tone Pass-through for OTT VolP

) 1kHz Tone Pass-through for VONR
/ B —— P
/ : i g
n / o )
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Audio Input Level (48m0)
AT —

This model was verified to be within the linear region for Desired ABM measurements at -16 dBmO for
VoLTE/VoNR over IMS as well as OTT VolP. This measurement was taken in the Radial configuration
above the maximum location.

IV. T-Coil Validation Test Results

Table 8-35
Helmholtz Coil Verification Table of Results - TEM

Orientation Verdict

Magnetic Intensity, -10 dBA/m -10+£0.5dB -10.127 PASS

05/06/25 Radial Environmental Noise < -48 dBA/m -65.20 PASS
Frequency Response, from limits >0dB 0.80 PASS

Magnetic Intensity, -10 dBA/m -10+£0.5dB -10.123 PASS

05/12/25 Radial Environmental Noise < -48 dBA/m -63.33 PASS
Frequency Response, from limits >0dB 0.80 PASS

Table 8-36

Helmholtz Coil Verification Table of Results - SPEAG
Probe Sensitivity  Calibrated angle

AMD Probe Coil Channel [V] Probe Channel [V]

[mV/(A/m)] [deg]
5/12/2025 3079 2.38 1.34 7.49 -43.83
Approved by:
FCC ID: A3LSMF966U @ element HAC (T-COIL) TEST REPORT .
Technical Manager
Filename: Test Dates: DUT Type:
Page 33 of 73
1M2504220043-02.A3L 05/06/2025 — 05/12/2025 Portable Handset
REV 4.2.M
11/29/2022

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without permission
in writing from Element. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
CT.INFO@ELEMENT.COM.



V. ABM1 Magnetic Field Distribution Scan Overlays

Radial (Transverse)
Figure 8-1
T-Coil Scan Overlay Magnetic Field Distributions — Folder Closed

Notes:
1. Final measurement locations are indicated by a cursor on the contour plots.
2. See Test Setup Photographs for actual WD overlay.
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Radial (Transverse)
Figure 8-2
T-Coil Scan Overlay Magnetic Field Distributions — Folder Open

Notes:

1. Final measurement locations are indicated by a cursor on the contour plots.
2. See Test Setup Photographs for actual WD overlay.
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9. MEASUREMENT UNCERTAINTY

Table 9-1
Uncertainty Estimation Table
. Standard
Contribution Datoa i 0 (R e Type HIOSERIN | ooy | SIETIEER Uncertainty

% dB distribution uncertainty (dB)
ABM Noise 7.0% 0.29 Std. Dev. Normal k=1 1.00 7.0%
RF Reflections 4.7% 0.20 Specification Rectangular | 1.73 2.7%
Reference Signal Level 12.2% | 0.50 Specification Rectangular | 1.73 7.0%
Positioning Accuracy 10.0% | 0.41 Uncertainty Rectangular | 1.73 5.8%
Probe Coil Sensitivity 12.2% 0.50 Specification Rectangular | 1.73 7.0%
Probe Linearity 2.4% 0.10 Std. Dev. Normal k=1 1.00 2.4%
Cable Loss 2.8% 0.12 Specification Rectangular | 1.73 1.6%
Frequency Analyzer 5.0% 0.21 Specification Rectangular | 1.73 2.9%
System Repeatability 5.0% 0.21 Std. Dev. Normal k=1 1.00 5.0%
WD Repeatability 9.0% 0.37 Std. Dev. Normal k=1 1.00 9.0%
Positioner Accuracy 1.0% 0.04 Specification Rectangular | 1.73 0.6%
Combined standard uncertainty, uc (k=1) 17.7% 0.71
Expanded uncertainty (k=2), 95% confidence level 35.3% 1.31

Notes:

1. Test equipments are calibrated according to techniques outlined in NIS81, NIS3003 and NIST Tech Note 1297.

2. All equipments have traceability according to NIST. Measurement Uncertainties are defined in further detail in
NIS 81 and NIST Tech Note 1297 and UKAS M3003.

Measurement uncertainty reflects the quality and accuracy of a measured result as compared to the true
value. Such statements are generally required when stating results of measurements so that it is clear to
the intended audience that the results may differ when reproduced by different facilities. Measurement
results vary due to the measurement uncertainty of the instrumentation, measurement technique, and test
engineer. Most uncertainties are calculated using the tolerances of the instrumentation used in the
measurement, the measurement setup variability, and the technique used in performing the test. While
not generally included, the variability of the equipment under test also figures into the overall
measurement uncertainty. Another component of the overall uncertainty is based on the variability of
repeated measurements (so-called Type A uncertainty). This may mean that the Hearing Aid
compatibility tests may have to be repeated by taking down the test setup and resetting it up so that there
are a statistically significant number of repeat measurements to identify the measurement uncertainty. By
combining the repeat measurement results with that of the instrumentation chain using the technique
contained in NIS 81 and NIS 3003, the overall measurement uncertainty was estimated.
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10. EQUIPMENT LIST

Table 10-1
Equipment List
Manufacturer Model Description Cal Date |CalInterval | Cal Due Serial Number
SPEAG DAE4 Dasy Data Acquisition Electronics 12/10/2024 Annual 12/10/2025 1450
SPEAG AM1DV3 Audio Magnetic Field Probe 1/10/2025 Annual 1/10/2026 3079
Listen SoundConnect Microphone Power Supply 8/6/2024 Biennial 8/6/2026 PS2612
RME Fireface UC Soundcheck Acoustic Analyzer External Audio Interface 8/8/2024 Biennial 8/8/2026 23528889
Rohde & Schwarz CMW500 Radio Communication Tester 8/10/2024 Annual 8/10/2025 140144
Rohde & Schwarz CMW500 Radio Communication Tester 10/15/2024 Annual 10/15/2025 162125
Rohde & Schwarz CMX OBT Radio Communication Tester 11/11/2024 Annual 11/11/2025 100298
Rosenberger 32W 006-016 Torque Wrench 4/2/2024 Biennial 4/2/2026 NA
TEM Radial T-Coil Probe Radial T-Coil Probe 1/8/2025 Biennial 1/8/2027 TEM-1129
TEM Radial T-Coil Probe Radial T-Coil Probe 8/6/2024 Biennial 8/6/2026 TEM-1128
TEM HAC Positioner N/A NA N/A
TEM HAC System Controller with Software N/A N/A N/A
TEM Helmholtz Coil Helmholtz Coil 8/6/2024 Biennial 8/6/2026 SBI 1052
YellowTec YT4211 USB Audio Interface N/A N/A 20000365
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11. TEST DATA

FCC ID: A3LSMF966U

@ clement

HAC (T-COIL) TEST REPORT

Approved by:

Technical Manager
Filename: Test Dates: DUT Type:
Page 38 of 73
1M2504220043-02.A3L 05/06/2025 — 05/12/2025 Portable Handset
REV 4.2.M

11/29/2022

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without permission
in writing from Element. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
CT.INFO@ELEMENT.COM.




@ clement

Element Hearing-Aid Compatibility Facility

DUT: HH Coil — SN: SBI 1052

Type: HH Coil
Serial: SBI 1052

Measurement Standard: ANSI C63.19

+« Probe: Radial T-Coil Prabe — SN: TEM-1129; Calibrated: 1/8/2025
« Helmholtz Coil — SN: SBI 1052; Calibrated: 8/6/2024

Noise Spectrum

5/6/2025
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@ clement

Element Hearing-Aid Compatibility Facility

DUT: HH Coil — SN: SBI 1052

Measurement Standard: ANSI C63.19

Type: HH Coil
Serial: SBI 1052

Probe: Radial T-Coil Prabe — SN: TEM-1129,; Calibrated. 1/8/2025

= Helmholtz Coil — SN: SBI 1052; Calibrated: 8/6/2024

Noise Spectrum

51212025
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Measurement Standard: ANS| C83.19

@ element

Element Hearing-Aid Compatibility Facility

DUT: ASLSMF966U

Equipment:

Probe: Radial T-Coil Probe — SN: TEM-1129; Calibrated: 1/8/2025

Test Configuration:

Mode: LTE TDD Band 41 (PC3}

Bandwidth: 20MHz
Channel: 41490

Type: Portabie Handset

Serial: 1744M

Speech Signal; ITU-T P.S0 Artificial Voice

Device Config.: Felder Closed

Noise Spectrum
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@ element

Element Hearing-Aid Compatibility Facility
DUT: ASLSMF966U

Type: Portabie Handset

Measurement Standard: ANS| C83.19

Equipment:
Probe: Radial T-Coil Probe — SN: TEM-1129; Calibrated: 1/8/2025

Test Configuration:

Mode: LTE TDD Band 41 (PC3)
Bandwidth: 20MHz
Channel: 41490

Serial: 1744M

Speech Signal; ITU-T P.S0 Artificial Voice

Device Config.: Felder Open

Noise Spectrum
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@ element

Element Hearing-Aid Compatibility Facility
DUT: ASLSMF966U

Type: Portabie Handset
Serial: 1744M

Measurement Standard: ANS| C83.19

Probe: Radial T-Coil Probe — SN: TEM-1129; Calibrated: 1/8/2025

Equipment:
L]
Test Configuration:
» Mode: NR TOD Band 41 (PC2)
+ Bandwidth: 70MHz
¢ Channel: 518698
+ Speeach Signal, ITU-T P.50 Arificial Voice
+ Device Config.: Folder Closed

Noise Spectrum
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@ clement

Element Hearing-Aid Compatibility Facility

DUT: ASLSMF966U
Type: Portabie Handset
Serial: 1744M

Measurement Standard: ANS| C83.19

Equipment:

« Prcbe: Radial T-Coil Probe — SN: TEM-1128; Calibrated: 1/8/2025

Test Configuration:

« Mode: NR TDD Band 41 (PC2)

Bandwidth: 70MHz
Channel: 518588

.- 4 & 9

Neolse Spectrum

Speech Signal: ITU-T P.50 Adificial Voice
Device Config.. Folder Open
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51212025
@ element

Element Hearing-Aid Compatibility Facility
DUT: ASLSMF966U

Type: Portabie Handset
Serial: 1744M

Measurement Standard: ANS| C83.19

Equipment:
» FProbe: Radial T-Coil Probe — SN: TEM-1129; Calibrated: 1/8/2025

Test Configuration:
+ Mode: NR TDD Band 41 (PC1.5 UL MIMO)

+ Bandwidth: 60MHz
¢ Channel: 505200
+ Speeach Signal, ITU-T P.50 Arificial Voice
+ Device Config.: Folder Closed
Noise Spectrum
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@ clement

Element Hearing-Aid Compatibility Facility
DUT: A3LSMF966U

Type: Portabie Handset
Serial: 1744M

Measurement Standard: ANS| C83.19

Equipment:
Frobe: Radial T-Caoil Probe — SN: TEM-1128; Calibrated: 1/8/2025

Test Configuration:
Mode: NR TDD Band 41 (FC1.5 UL MIMO?}

511242025

+ Bandwidth: 60MHz
+ Channel: 505200
*  Speech Signal: ITU-T P.50 Artificial Voice
« Device Config.. Folder Open
Neolse Spectrum
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@ clement

Element Hearing-Aid Compatibility Facility

DUT: A3LSMF966U

Type: Portabie Handset
Serial: 1744M

Measurement Standard: ANS| C83.19

Equipment:
Frobe: Radial T-Caoil Probe — SN: TEM-1128; Calibrated: 1/8/2025

Test Configuration:
VolPF Application: Google Meet
Mode: LTE TDD Band 41 (PC3}

.- 4 & 9

Bandwidth: 15MHz

Channel: 40620

Speech Signal: ITU-T P.50 Artificial Voice
Device Config.: Folder Closad

Noise Spectrum
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511242025

@ clement

Element Hearing-Aid Compatibility Facility
DUT: A3LSMF966U

Type: Portabie Handset

Measurement Standard: ANS| C83.19

Equipment:
Frobe: Radial T-Caoil Probe — SN: TEM-1128; Calibrated: 1/8/2025

Test Configuration:

.- 4 & 9

VolPF Application: Google Meet
Mode: LTE TDD Band 41 (PC3}
Bandwidth: 15MHz

Channel: 40620

Serial: 1744M

Speech Signal: ITU-T P.50 Artificial Voice

Device Config.: Folder Open
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5942025

@ element

Element Hearing-Aid Compatibility Facility
DUT: ASLSMF966U

Type: Portabie Handset
Serial: 1744M

Measurement Standard: ANS| C83.19

Equipment:

Probe: Radial T-Coil Probe —

Test Configuration:
YolP Application: Google Meet
Mode: NR TOD Band 41 (PC2)

Bandwicdth: 60MHz
Channel: 518598

SN: TEM-1129; Calibrated: 1/8/2025

Speech Signal: ITU-T P.50 Artificial Voice
Device Config.: Folder Closed
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Measurement Standard: ANS| C83.19

Equipment:
Frobe: Radial T-Caoil Probe — SN: TEM-1128; Calibrated: 1/8/2025

Test Configuration:

.- 4 & 9

VolPF Application: Google Meet
Mode: NR TDD Band 41 (PC2)

Bandwidth: 60MHz
Channel: 518598

@ clement

Element Hearing-Aid Compatibility Facility
DUT: A3LSMF966U

Type: Portabie Handset

Serial: 1744M

Speech Signal: ITU-T P.50 Artificial Voice
Device Config.: Folder Open

Noise Spectrum
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Measurement Standard: ANS| C83.19

511242025

@ element

Element Hearing-Aid Compatibility Facility
DUT: ASLSMF966U

Type: Portabie Handset

Equipment:
Probe: Radial T-Coil Probe — SN: TEM-1129; Calibrated: 1/8/2025

Test Configuration:

YolP Application: Google Meet

Serial: 1744M

Mode: NR TDD Band 41 (PC1.5 UL MIMO})

Bandwicdth: 60MHz
Channel: 505200

Speech Signal: ITU-T P.50 Artificial Voice

Device Config.: Folder Closed
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Measurement Standard: ANS| C83.19

@ element

Element Hearing-Aid Compatibility Facility

DUT: ASLSMF966U

Equipment:
Probe: Radial T-Coil Probe — SN: TEM-1129; Calibrated: 1/8/2025

Test Configuration:

YolP Application: Google Meet

Type: Portabie Handset
Serial: 1744M

Mode: NR TDD Band 41 (PC1.5 UL MIMO}

Bandwidth: 60MHz
Channel: 505200

Device Config.: Folder Open
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12. SCAN DATA
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T-Coil Coupling Mode Test Report
Results

Swarty G Wi g

Table 12-1
Worst-Case Scan Results for VOLTE - Folder Closed
LTE Band 41, ANT G, 20MHz, CH.41490, AMR WB 6.60KBPS

T-Coil Coupling Mode Test Report

Results
([ )
Table 12-2
Worst-Case Scan Results for VOLTE — Folder Open
LTE Band 41, ANT G, 20MHz, CH.41490, AMR WB 6.60KBPS
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T-Coil Coupling Mode Test Report
Results

Qualifying Paoints

Primary

Secondary

Table 12-3
Worst-Case Scan Results for VoONR - Folder Closed
NR Band n41, ANT G, 70MHz, CH.518598, AMR WB 6.60KBPS

T-Coil Coupling Mode Test Report

Results
E e ET
Qualifying Points
Table 12-4
Worst-Case Scan Results for VONR - Folder Open
NR Band n41, ANT G, 70MHz, CH.518598, AMR WB 6.60KBPS
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T-Coil Coupling Mode Test Report

Results

| £ 1 £t | 3 *

Qualifying Points

Table 12-5
Worst-Case Scan Results for VoNR (PC 1.5 UL MIMO) - Folder Closed
NR Band n41, PC 1.5 UL MIMO, 60MHz, CH.505200, AMR WB 6.60KBPS

T-Coil Coupling Mode Test Report

Results

CQuualifying Points

Table 12-6
Worst-Case Scan Results for VONR (PC 1.5 UL MIMO) — Folder Open
NR Band n41, PC 1.5 UL MIMO, 60MHz, CH.505200, AMR WB 6.60KBPS
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T-Coil Coupling Mode Test Report

Results

Py i P (it

Qualifying Points

Table 12-7

Worst-Case Scan Results for OTT VolP over LTE - Folder Closed
LTE Band 41, 15MHz, CH.40620, OPUS 6kbps

T-Coil Coupling Mode Test Report

Results

CQuualifying Points

Table 12-8
Worst-Case Scan Results for OTT VolP over LTE - Folder Open
LTE Band 41, 15MHz, CH.40620, OPUS 6kbps
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T-Coil Coupling Mode Test Report
Results

Table 12-9
Worst-Case Scan Results for OTT VolP over NR — Folder Closed
NR Band n41 PC2, 60MHz, CH.518598, OPUS 6kbps

T-Coil Coupling Mode Test Report

Results
Qualifying Points
Table 12-10
Worst-Case Scan Results for OTT VolP over NR — Folder Open
NR Band n41 PC2, 60MHz, CH.518598, OPUS 6kbps
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T-Coil Coupling Mode Test Report
Results

Table 12-11
Worst-Case Scan Results for OTT VolP over NR (PC 1.5 UL MIMO) - Folder Closed
NR Band n41 (PC 1.5 UL MIMO), 60MHz, CH.505200, OPUS 6kbps

T-Coil Coupling Mode Test Report

Results
Qualifying Points
Table 12-12
Worst-Case Scan Results for OTT VolP over NR (PC 1.5 UL MIMO) - Folder Open
NR Band n41 (PC 1.5 UL MIMO), 60MHz, CH.505200, OPUS 6kbps
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13. CALIBRATION CERTIFICATES
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Calibration Laboratory of S,
Schmid & Partner =

Engineering AG m

G Schweizerischer Kalibrierdienst
Service sulsse d'étalonnage

B Lo Servizin svizzero di taratura
Zeughaussirasse 43, 8004 Zurich, Switzertand 5,4!/;:\\“\\\? Swiss Galibration Service
Herf [
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accredilation Service is one of the aignatories to the EA
Multilateral Agresmant for tha racognition of calibration certificates

cient Element o o Certificate No. : AM1DV3-3079_Jan25
 Columbig, USA

[CALIBRATION CERTIFICATE

Orjeot AMIDVS - SN: 3079

Calibralion pracedure (=) QA CAL-24V4 .
_Calibration procedure for AM1D magnetic field probes and TMFS in the -
Aaudio range

Calibration date: ‘January 10,2025

of 27

This cafibration certificate documents the raceaiility fo national standards, which realize the physical units of measurements (Sl).
The measurements and tha unceraintias wilh confidence prabablllty are given an the following pages and are part of the ceriflcate.

All calibrations have been conducted in the closed laboratery facility: envirenment temperature (22 = 3)°C and hurmidity < 70%.

Calibration Equipment used (MATE critical for calibration)

Primary Standasds 1D # i Cal Date {Ceddificale No.) Scheduled Calibration
Keithley Multimeter Type 2001 SM: 010278 27-Aug-24 (Mo, 40547} Aug-25

Refarence Probe ANMiDY3 £N: 3000 25-Sep-24 {No. AM1DV3-3000_Seop24) Sep-25

DAE4 SN 16-Fab-24 (No. DAE4-781_Fab24} Feh-25

Secondary Standards 1D # | Check Date (in house) Srheduled Chack
AMCC SN: 1050 (1-Oct-18 (in house check Sep-24) Sap-25

AMMI Audio Measurdng Instrment | SN: 1062 28-Sep-12 {in house check Sep-24) Sep-25

Mame o B _Funciian _Signatum

{Calibrated by: Laif Xlvsner Lahoratory Technician W %‘/

Approved by: . Bvan Kikn ’ Technica! Manager %\ ’

Issuad: January 10, 2025

This calibration certificate shall not be reproduced axeept in full without writtan approval of ihe labortary.
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[Reierences

1

2

[3]

ANSI-C63.19-2007

American Mational Standard for Methods of Measurement of Compatibility between Wireless
Communications Devices and Hearing Aids.

ANSI[-C63.19-2019 (ANSI-CE3.18-2011)

American National Standard, Methods of Measurement of Compatibility betwsen Wireless
Communications Devices and Hearing Aids.

DASY System Handbook

Descripticn of the AM1D probe

The AM1D Audio Magnetic Field Probe is a fully shielded magnstic fisld probe for the frequency
range from 100 Hz to 20 kHz. The pickup coil is compliant with the dimensional requiremants of
[1+2]. The probe includes a symmetric low noise amplifier for the signal available at the shielded
3 pin connecter at the side. Power is supplied via the same connector (phantom power supply)
and monitored via the LED near the connector. The 7 pin connector at the end of the probe does
not carry any signals, but determines the angle of the sensor when mounted on the DAE, The
probe supports mechanical detection of the surface.

The single sensor in the probe is arranged in 2 tiltt angle allowing measurement of 3 orthogonal
field componants when rotating the probe by 120° around its axis. It is aligned with the
perpendicular component of the field, if the probe axis is titted nominally 35.3° above the
measurement plane, using the connector rotation and sensor angle stated below,

The probe is fully RF shielded when operated with the matching signal cable (shielded) and
allows measurement of audio magnatic fields in the close vicinity of RF emitting wireless devices
according to [1+2] without additional shielding.

Handling of the item

The probe is manufactured from stainless steel. In order 1o maintain the performance and
calibration of the probe, it must not be opened. The probe is designed for operation in air and
shall not be exposed to humidity or liquids. For proper operatien of the surface detection and
emergancy stop functions in a DASY system, the probe must be operated with the special probe
cup provided (larger diameter).

Methods Applied and Interpretation of Parameters

Coordinate Systent The AM1D probe is mounted in the DASY systern for operaiion with a HAC Test
Arch phantom with AMCC Helmholtz calibration coil according to [3], with the tip pointing to
“southwest” erientation.

Functional Test: The functional test preceding calibration includes test of

Noise level

RF immunity (TkHz AM modulated signal). The shield of the probe cable must be well connected.
Frequency response verification from 100 Hz to 10 kHz.

Connector Aotation: The connector at the end of the probe does noi carry any signals and is used
for fixation ta the DAE enly. The probe is operated in the center of the AMCC Helmholtz coil using a
1 kHz magnetic field signal. lts angte is delermined from the twao minima at nominally +120° and —
1207 rotation, so the sensor in the tip of the probe is aligned to the vertical plane in z-direction,
corresponding to the field maximum in the AMGGC Helmholtz calibration coil.

Sensor Angle: The sensor ilting in the vertical ptane from the ideal vertical direction is determined
from the two minima at nominally +120° and —120°. DASY systern uses this angle to align the
sensor for radial measutements to the x and y axis in the horizontal plane.

Sensitivity: With the probe sensor aligned to the z-ield in the AMCC, the output of the probe is

compared to the magnetic fisld in the AMCG at 1 kHz. The field in the AMCC Helmholtz coil is
given by the geometry and the current through the ¢oil, which is monitored on the precision
shunt resistor of the coil,
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AM1D probe identification and cenfiguration data

tem AM1DV3 Audic Magnetic 1D Field Probe |
Type Mo 5P AM1 001 BA |
Serial No 3079 |
Overall length 296 mm

Tip diameter 5.0 mm {at the tip}

Sensor offset 3.0 mm (centre of sengor from tip)

Intarnal Amplifier 20 dB

| Manufacturer / Origin__ | Schmid & Partner Engineering AG, Zurich, Switzerland

Calibration data

Connector rotation angle {in DASY system) 141.9° +- 3.6 ° (k=2)
Sensor angle {in DASY system) 0.65° +-0.5° (k=2)
Sensitivity ai 1 kHz {in DASY system) 0.00740 V/(Afm) +/-2.2 % (k=2)

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a narmal distribution corresponds 1o a coverage
probability of approximately 95%.
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14. CONCLUSION

The measurements indicate that the wireless communications device COMPLIES with the HAC limits
specified in accordance with the ANSI C63.19 Standard and FCC WT Docket No. 01-309 RM-8658. Precise
laboratory measures were taken to assure repeatability of the tests. The tested device complies with the

requirements in respect to all parameters specific to the test. The test results and statements relate only to
the item(s) tested.

The measurement system and techniques presented in this evaluation are proposed in the ANSI standard
as a means of best approximating wireless device compatibility with a hearing-aid. The literature is under
continual re-construction.
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