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1. ATTESTATION OF TEST RESULTS

COMPANY NAME: SAMSUNG ELECTRONICS CO., LTD.
EUT DESCRIPTION: GSM/WCDMAJ/LTE/5G NR Phone + BT/BLE, DTS/UNII a/b/g/n/ac/ax/be,
NFC, WPT, and UWB
MODEL NUMBER: SM-F968U1
SERIAL NUMBER: R3CY20KCFYM (RADIATED);
DATE TESTED: 2025-11-05 — 2025-11-18
APPLICABLE STANDARDS
STANDARD TEST RESULTS
47 CFR Part 15 Subpart C Complies

UL KOREA LTD. tested the above equipment in accordance with the requirements set forth in
the above standards. All indications of Pass/Fail in this report are opinions expressed by UL
KOREA LTD. based on interpretations and/or observations of test results. Measurement
Uncertainties were not taken into account and are published for informational purposes only.
The test results show that the equipment tested is capable of demonstrating compliance with
the requirements as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document may not be altered or
revised in any way unless done so by UL KOREA LTD. and all revisions are duly noted in the
revisions section. Any alteration of this document not carried out by UL KOREA LTD. will
constitute fraud and shall nullify the document. This report must not be used by the client to
claim product certification, approval, or endorsement by IAS, any agency of the Federal
Government, or any agency of any government.

Approved & Released For

UL KOREA LTD. By: Tested By:
Seokhwan Hong Yeonhee Lim
Suwon Lab Engineer Suwon Lab Engineer
UL KOREA LTD. UL KOREA LTD.
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2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with following methods.

1. FCC 47 CFR Part 2.

2. FCC 47 CFR Part 15.

3. ANSI C63.10-2020.

4. KDB 414788 D01 Radiated Test Site vO1r01

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 218 Maeyeong-ro,
Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675, Korea. Line conducted emissions are measured
only at the 218 address. The following table identifies which facilities were utilized for radiated
emission measurements documented in this report. Specific facilities are also identified in the test
results sections.

218 Maeyeong-ro
X] Chamber 1(3m semi-anechoic chamber)
X] Chamber 2(3m semi-anechoic chamber)
[ ] Chamber 3(3m semi-anechoic chamber)
[ ] Chamber 4(3m Full-anechoic chamber)
[ ] Chamber 5(3m Full-anechoic chamber)

UL KOREA LTD. is accredited by IAS, Laboratory Code TL-637. The full scope of accreditation
can be viewed at https://www.iasonline.org/wp-content/uploads/2017/05/TL-637-cert-New.pdf.
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4. CALIBRATION AND UNCERTAINTY
4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m

Corrected Reading (dBuV) = Meter Reading (dBuV) + External Cable (dB) +

Cabileloss (dB)
46.62 dBuV + 9.8 dB + 0.1 dB = 56.52 dBuV

4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
Occupied Bandwidth 0.04 %
Frequency Stability 5.3 x10-8 Hz
Conducted Disturbance, 0.15 to 30 MHz 1.84 dB
Radiated Disturbance, 9 kHz to 30 MHz 2.41 dB
Radiated Disturbance, 30 MHz to 1 GHz 3.69 dB

Uncertainty figures are valid to a confidence level of 95%.

4.4, DECISION RULE

Decision rule for statement(s) of conformity is based on Clause 4.4.3 in IEC Guide 115:2023.
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5. EQUIPMENT UNDER TEST

5.1. DESCRIPTION OF EUT

The EUT is a GSM/WCDMA/LTE/5G NR Phone + BT/BLE, DTS/UNII a/b/g/n/ac/ax/be, NFC,
WPT and UWB. This test report addresses the DXX (NFC) operational mode.
5.2. MAXIMUM E-FIELD STRENGTH

The testing was performed at 3 meter. The transmitter maximum E-field at 30m distance is
11.19 dBuV/m which convert from 3 meter data.

5.3. WORST-CASE CONFIGURATION AND MODE

The NFC function was tested at its’ fundamental and only operational frequency of 13.56 MHz.

Worst case of antenna axis:

”
~
//
Full-folded Open

NFC with tag mode NFC without tag mode

releELE EUT axis TR EUT axis
condition condition
Full Y Full Y

The fundamental level of the EUT was investigated each type and bitrate.
All test was performed worst case condition.

- ISO/IEC 14443-A(Type A) and bit rate 106 kbps

Radiated(fundamental level and spurious emissions) tests were performed both without reading
a passive tag condition[test mode] and with reading a passive tag condition.
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5.4. DESCRIPTION OF TEST SETUP

SUPPORT EQUIPMENT

Charger SAMSUNG EP-T2510 N/A N/A
Data Cable SAMSUNG EP-DN980 N/A N/A
/10 CABLE

1 DC Power 1 C Type Shielded 1.0m N/A
The EUT is a stand-alone device configured and tested in a worst-case setup.

SETUP DIAGRAM FOR TESTS (RADIATED TEST SETUP)

Adaptor

AC Main

\—[ 3m SAC
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DATE: 2025-11-18

6. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this
report:

Test Equipment List
Description Manufacturer Model S/N Cal Due
Antenna, Bilog, 30MHz-1GHz | SCHWARZBECK VULB 9163 845 2026-07-30
Antenna, Bilog, 30MHz-1GHz | SCHWARZBECK VULB 9163 749 2026-08-12
Preamplifier, 1000 MHz Sonoma 310N 341282 2026-07-21
Preampilifier, 1000 MHz Sonoma 310N 351741 2026-07-21
Spectrum Analyzer, 7 GHz Agilent / HP N9010A MY54200580 | 2026-07-21
Spectrum Analyzer, 44 GHz KEYSIGHT N9030A MY54170614 | 2026-07-21
EMI Test Receiver, 40 GHz R&S ESU40 100439 2026-07-21
EMI Test Receiver, 40 GHz R&S ESU40 100457 2026-07-21
EMI Test Receive R&S ESW 8 101227 2026-07-17
DC Power Supply Agilent / HP E3640A MY54226395 | 2026-07-23
Temperature Chamber ESPEC SH-642 93001109 2026-07-21
LISN R&S ENV216 101836 2026-07-22
LISN R&S ENV216 101837 2026-07-22
Antenna, Loop, 9kHz-30MHz R&S HFH2-22E 100900 2027-07-24
UL Software
Description Manufacturer Model Version
Radiated software uL UL EMC Ver 9.5
AC Line Conducted software UL UL EMC Ver 9.5
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DATE: 2025-11-18

7. 20dB BANDWIDTH

LIMITS

§15.215

(c) Intentional radiators operating under the alternative provisions to the general emission limits,
as contained in §§15.217 through 15.257 and in subpart E of this part, must be designed to
ensure that the 20 dB bandwidth of the emission, or whatever bandwidth may otherwise be
specified in the specific rule section under which the equipment operates, is contained within the
frequency band designated in the rule section under which the equipment is operated

§15.225

Operation within the band 13.110 — 14.010MHz

TEST PROCEDURE

The spectrum analyzer connected receive antenna and the EUT placed on near the receive
antenna. The RBW is set to 1-5% of emission BW. The VBW is set to 3 times the RBW. The

sweep time is coupled.

RESULTS
Frequency 20 dB Bandwidth
[MHZz] [kHZz]
13.56 439
20dB Bandwidth Plot
g&ics{usrxwwm” ¥ +| |Q Frequency v
KEYSIGHT [nput RF input Z. 50 O .étr(::m(;dgﬂ z:g gs:fle\de :)::ﬁ;vlgs{mgémms B 3456 |[Conter Frequeney | eemrce |

RL
™ INFE. Adaplive Sig Track. Off
1 Spectrum

Scale/Div 10 dB . Ref Level -20.00 dBm

Log v

= Align: Auto Freq Ref: Int(S)  uW Path: Standard [IF Gain: Low Trig: Free Run VWU 13 560000 MHZ

Settings

p

Span

1.00000000 MHZ
Swept Span
Zero Span

| Full Span

Center 13.5600 MHz #Video BW 30 kHz
#Res BW 10 kHz

5 Marker Table

Start Freq
13.060000 MHz

Stop Freq
14.060000 MHz

| AUTOTUNE
Span 1.000 MHz

Sweep 3.13 ms (1001 pts)|| GF Step
100.000 kHz

Auto

v
Mode | Trace  Scale X Y Function Function Width Function Value Man
1 N f 13.560 MHz, -57.90 aBm Freq ¢
3 F 1 13.341 MHz| _ -78.80 dBm| 0Hz
7} | Local
5 X Axis Scale

6l

=/ C (PR

M Log

—— Lin
* A

Lo S

Signal Track ‘
(Span Zoom)
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8. RADIATED EMISSION TEST RESULTS
8.1. LIMITS AND PROCEDURE

LIMIT

§15.225

(a) The field strength of any emissions within the band 13.553—-13.567 MHz shall not exceed
15,848 microvolts/ meter at 30 meters.

(b) Within the bands 13.410-13.553 MHz and 13.567-13.710 MHz, the field strength of any
emissions shall not exceed 334 microvolts/meter at 30 meters.

(c) Within the bands 13.110-13.410 MHz and 13.710-14.010 MHz the field strength of any
emissions shall not exceed 106 microvolts/meter at 30 meters.

(d) The field strength of any emissions appearing outside of the 13.110- 14.010 MHz and shall
not exceed the general radiated emission limits in § 15.209 as follows:

§15.209 (a) Except as provided elsewhere in this subpart, the emissions from an intentional
radiator shall not exceed the field strength levels specified in the following table:

Limits for radiated disturbance of an intentional radiator
Frequency range (MHz) Limits (uV/m) Measurement Distance (m)

0.009 — 0.490 2400/ F (kHz) 300
0.490 -1.705 24000/ F (kHz) 30
1.705-30.0 30 30
30-88 100** 3
88 - 216 150** 3
216 — 960 200** 3
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional radiators
operating under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz,
174-216 MHz or 470-806 MHz. However, operation within these frequency bands is permitted
under other sections of this part, e.g. §§ 15.231 and 15.241.

§15.209 (b) In the emission table above, the tighter limit applies at the band edges.

Formula for converting the filed strength from uV/m to dBuV/m is:
Limit (dBuV/m) = 20 log limit (uV/m)
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In addition:

§15.209 (d) The emission limits shown the above table are based on measurements employing
a CISPR quasi-peak detector except for the frequency bands 9-90 kHz, 110-490 kHz and above
1000 MHz. Radiated emissions limits in these three bands are based on measurements
employing an average detector.

§15.209 (d) The provisions in §§ 15.225, measuring emissions at distances other than the
distances specified in the above table, determining the frequency range over which radiated
emissions are to be measured, and limiting peak emissions apply to all devices operated under
this part.

TEST PROCEDURE

ANSI| C63.10-2020

The EUT is an intentional radiator that incorporates a digital device. The highest fundamental
frequency generated or used in the device is 13.56 MHz. The frequency range was investigated
from 0.15 MHz to the 10" harmonic of the highest fundamental frequency, or 1000 MHz,
whichever is greater (1000MHz)

a) Setthe RBW = 100 Hz for the emissions below 150kHz
9 kHz for the emissions between 150kHz and 30MHz
(The minimum RBW setting value for the Spectrum analyzer is 10 kHz)
100 kHz for the emissions between 30MHz and 1GHz
(The minimum RBW setting value for the Spectrum analyzer is 120 kHz)
) Set VBW =3 x RBW;
c) Sweep time = Auto;
) Detector = Peak;
)

Trace mode = Max Hold;
RESULTS

No non-compliance noted:
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8.1.1. FUNDAMENTAL AND SPURIOUS EMISSIONS [EUT with passive TAG

mode]
I’JL)LI, SUWON Lab Chamber 2 2825 Nov 5 11:28: 34
RF Emissions
e C i g 7107
Config:EUT
Mode :NFC_FUND_Card Tag Y position
95 Tested by:28775
ap
I &5
@
7 5@ |
2
__': 5 - cC ':‘,g:-Luw-.I
o
28
4
1
5 M
8 qé"i.“. T2e) 3 714
1 ettt Mot ot i ban 8 e e AR s St Do T ten e ML R hisicnomiesufrstiadinmily e Sttt S b
11,56 15.56
o W EE R T TR P e R e WS~ =~ = e
117.56-15.56 18k (-34B)/ 3k B7/0 PEAK. Ivfm-”nlrr Bmsec(Auto) 16k HASH
Trace Markers
Face on
Meter Antenna ) Corrected FCC 15.225 ) .
Marker Frt(ehfjll;'er;cy Reading Det Factor 3D(I)?rt1 C(:;g) Cab(IdeBlsoss Reading Limit M(zré;)ln Aggwst)h
z (dBuv) (dB/m) (dBuV/m) (dBuV/m) 9
1 12.78513 11.39 Pk 20.1 -40 5 -8.01 29.54 -37.55 0-360
2 13.34888 12.59 Pk 20.1 -40 5 -6.81 40.51 -47.32 0-360
3 13.44325 14.38 Pk 20.1 -40 .5 -5.02 50.5 -55.52 0-360
**4 13.55988 30.59 Pk 20.1 -40 5 11.19 84 -72.81 0-360
5 13.65763 14.01 Pk 20.1 -40 .6 -5.29 50.5 -55.79 0-360
6 13.75163 12.06 Pk 20.1 -40 .6 -7.24 40.51 -47.75 0-360
7 14.19738 12.62 Pk 20.1 -40 .6 -6.68 29.54 -36.22 0-360
Face off
Meter Antenna . Corrected FCC 15.225 . .
Marker Fre&‘fncy Reading | Det Factor 3D(')S‘ C;ér Cabe"oss Reading Limit MZ’g'” Aé'm‘“h
(MHz) (dBuv) (dB/m) m (dB) (d8) (dBuV/m) (dBuV/m) (d8) (Degs)
8 12.66313 12.66 Pk 20.1 -40 5 -6.74 29.54 -36.28 0-360
9 13.30388 12.14 Pk 20.1 -40 5 -7.26 40.51 -47.77 0-360
10 13.43575 11.19 Pk 20.1 -40 5 -8.21 50.5 -58.71 0-360
11 13.56063 26.73 Pk 20.1 -40 5 7.33 84 -76.67 0-360
12 13.67463 13.35 Pk 20.1 -40 .6 -5.95 50.5 -56.45 0-360
13 13.81713 11.52 Pk 20.1 -40 .6 -7.78 40.51 -48.29 0-360
14 14.27613 12.31 Pk 20.1 -40 .6 -6.99 29.54 -36.53 0-360
Pk - Peak detector
**Fundamental

Note 1 : Although these tests were performed other than open filed test site, adequate comparison measurements
were confirmed against 30 m open are test site.

Therefore sufficient tests were made to demonstrate that the alternative site produces results that correlate with the
ones of tests made in an open field based on KDB 414788.

Note 2: Radiated test were investigated with three receiving antenna axes: Face-on, Face-off and horizontal (parallel
to the ground plane) and the worse orientations of Face-on and Face-off were set for final test.
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8.1.2. SPURIOUS EMISSION 0.009 TO 30 MHz [EUT with passive TAG mode]

HHUT SUWON Lab Chamber 2 - ‘ . - 20825 Nav 5  13:51:59
RF Emissions
. Project Number:4791963822
- Peak Limit (dBul/m)
50 S
5 T
3 1 | SR T TP TR O 00| TN P SRR Mt: st S i
@ ———
= T——— |
18 B — ;
st niian B st
S e praent.
58]
BB 1 = 38
Frequency (MHz)
gy = Rarge (Hz) RBW/UBN ReffBLin  Del/fvg Tupe Susep Pis  #SpsiMode  Position
: 5
Trace Markers
Face on
. Correcte
Meter Antenna Cable Dist Corr o . .
Marker Fr?&'f_g;cy Reading Det Factor Loss 30m Reading 8&'}}%‘5 I\/I(zg;;n ?gg’gp
(dBuV) (dB/m) (dB) (dB) (dBuV/m)
1 .65678 19.47 Pk 19.9 A -40 -.53 31.26 -31.79 0-360
2 .99046 19.57 Pk 19.9 2 -40 -.33 27.7 -28.03 0-360
3 1.60374 20.03 Pk 20 2 -40 .23 23.53 -23.3 0-360
4 2.59095 19.58 Pk 20.1 .3 -40 -.02 29.5 -29.52 0-360
5 4.99904 18.85 Pk 20.1 .3 -40 -75 29.5 -30.25 0-360
6 10.78128 20.19 Pk 20 5 -40 .69 29.5 -28.81 0-360
7 13.56165 31.85 Pk 20 .5 -40 12.35 29.5 -17.15 0-360
Face off
. Correcte
Frequency Metgr Antenna Cable Dist Corr d QP Limit Margin Azimuth
Marker (MHz) Reading Det Factor Loss 30m Reading (dBuV/m) (dB) (Degs)
(dBuV) (dB/m) (dB) (dB) (dBuV/m)
8 .59488 21.14 Pk 19.9 1 -40 1.14 32.12 -30.98 0-360
9 .96245 2047 Pk 19.9 2 -40 .57 27.95 -27.38 0-360
10 1.38931 18.8 Pk 19.9 2 -40 -1.1 24.77 -25.87 0-360
11 2.10085 19.77 Pk 20 2 -40 -.03 29.5 -29.53 0-360
12 6.8322 21.67 Pk 20.1 4 -40 217 29.5 -27.33 0-360
13 10.8284 20.11 Pk 20 5 -40 .61 29.5 -28.89 0-360
**14 13.56165 29.58 Pk 20 5 -40 10.08 29.5 -19.42 0-360
Pk - Peak detector
**Fundamental

Note 1: The data for marker number 7 and 14 are the fundamental signal.

Please refer to section 8.1.1 about the fundamental level.

Frequency range 0.009MHz ~ 0.490MHz, only noise floor level and more than 20dB margin.
Note 2: Radiated test were investigated with three receiving antenna axes: Face-on, Face-off and horizontal (parallel
to the ground plane) and the worse orientations of Face-on and Face-off were set for final test.
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REPORT NO: S-4791963822-E11V1

FCC ID: ABLSMF968U

DATE: 2025-11-18

8.1.3. TX SPURIOUS EMISSION 30 TO 1000 MHz [EUT with passive TAG

mode]
qsUL SUWDN Lab Chamber 2 2825 Oct 39 2B:15:48
o i |Rodioted Emissions - 3 Meters
- | |Project Mumber:4701063822
85 |Client:Semsung
iConfigiEUT / AC Adopter
i i |Mode:Below 16Hz_NFC_Card Tag
73 | Tested by 27889 / AC 120 U, 6B Hz
&5
E
¥ 55 =
i
5 a5
E
3
Y w.\ww*'wﬂw)uwwwﬁ‘wu,d;
15p# : T
38 (L] (L]
Frequancy (MHz)
e BHE Wi Dotk Sep o Wi ot forge Ve FURL i b ek Gy o Papofod Pt
1 12006 0ITANE PEM/LogPer-Video  MBnmec(Buted T8k MAKH -3kdege H
qsUL SUWDN Lab Chamber 2 2825 Oct 39 2B:15:48
o i i i|Rodiated Emissions - 3 Meters
85 i |Project Humber:4791563822
85 : F|€ fant : Somsung
1 H ConfigiEUT / AC Adk ar
_ i i |Mode Below |BHz_NFC_Cord Tag
75 : “|Teated by 27883 / AC 128 U, 6B Hz
65
S i _
i f
> 45 :
] 5o i
P o T, b, A
i5 ! Nt J:‘ﬂm;w“hmv’f i
38 [EL] (L]
Frequency (MHz)
pe—y T Y S e R PR o o R B BRg e Gy P Wapehoh Pt
Trace Markers
Meter Corrected L . . .
Frequency : Antenna_Factor Below_1G_Path . QPk Limit Margin Azimuth Height "
Marker (MHz) F:ggﬂg)g Det (dBim) Loss(dB) (Egi‘\’,'/”nf) (dBuv/m) (dB) (Degs) (em) Polarity
1 71.71 38.3 Pk 14.8 -31.5 21.6 40 -18.4 0-360 100 H
2 32.425 46.46 Pk 15.7 -31.9 30.26 40 -9.74 0-360 100 \
3 96.93 41.6 Pk 16.9 -31.4 271 43.52 -16.42 0-360 100 H
4 196.452 36.2 Pk 17.4 -30.8 22.8 43.52 -20.72 0-360 100 \
5 658.172 33.13 Pk 251 -29.4 28.83 46.02 -17.19 0-360 200 H
6 881.854 31.08 Pk 27.6 -28.2 30.48 46.02 -15.54 0-360 100 \

Pk - Peak detector
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REPORT NO: S-4791963822-E11V1 DATE: 2025-11-18
FCC ID: ABLSMF968U

8.1.4. FUNDAMENTAL AND SPURIOUS EMISSIONS) [EUT without passive

12500 SUWDN Leb Chanber 2 2825 Nov & 11:29:82
L
RF Emissions
Project Number:4791953822
e Client:Samsung
Config:EUT
_ Mode :NFC_FUND_Y position
95} Tested by:28775
aat
85
o
i s | —
2
E T CcC 'I‘,gZ-LH\'.l ‘
g 77 |
28
5l L
, 23 |l o f
8 w&w‘ ,,.%K%j . 714
1 it nito stk obiodigh, MM ot ettt i ol et W O Tt O O A e LR P P,

Frequency (MHz)
Ronge (MHz) FEUABU Raf/Attn hrr-'-’\; T-‘y= Sweep Pts  #5ups/Mode Position =ﬂrr':r (Mz) RES/ VB Ref/Rttn .‘M.'ﬂ.g Twr Cwenp Pis  #Swpa/Mode Position
VTS5 lek(-3E)/Hk BI/E PERK/Ligfirideo  Bmaec(uto) 16k HAGH B-3bdeg
Trace Markers
Face on
Meter Antenna . Corrected FCC 15.225 . .
Marker Fre’aL'J_'ency Reading Det Factor ?(l)s' C;ér Cabl((jaBLoss Reading Limit M?jrgln Agmuth
(MRz) (dBuv) (dB/m) m (d8) (48) (@Buvim) | (dBuvim) (dB) (Degs)
1 13.03163 11.7 Pk 20.1 -40 5 -7.7 29.54 -37.24 0-360
2 13.34963 16.24 Pk 20.1 -40 .5 -3.16 40.51 -43.67 0-360
3 13.45538 18.16 Pk 20.1 -40 5 -1.24 50.5 -51.74 0-360
**4 13.56025 29.28 Pk 20.1 -40 .5 9.88 84 -74.12 0-360
5 13.66838 18.14 Pk 20.1 -40 .6 -1.16 50.5 -51.66 0-360
6 13.77238 15.99 Pk 20.1 -40 .6 -3.31 40.51 -43.82 0-360
7 14.25588 12.25 Pk 20.1 -40 6 7.05 29.54 -36.59 0-360
Face off
Meter Antenna . Corrected FCC 15.225 . .
Marker Fre'\qllllj_'ency Reading Det Factor :?(;S' C;ér Cabl((jaBLoss Reading Limit Mzré;ln Agmuth
(MHz) (dBuV) (dB/m) m (dB) (dB) (dBuV/im) (dBuVim) (dB) (Degs)
8 12.97938 12.8 Pk 20.1 -40 5 -6.6 29.54 -36.14 0-360
9 13.35138 14.52 Pk 20.1 -40 5 -4.88 40.51 -45.39 0-360
10 13.45388 15.36 Pk 20.1 -40 5 -4.04 50.5 -54.54 0-360
**11 13.56025 25.51 Pk 20.1 -40 5 6.11 84 -77.89 0-360
12 13.68213 14.9 Pk 20.1 -40 .6 -4.4 50.5 -54.9 0-360
13 13.77288 14.46 Pk 20.1 -40 .6 -4.84 40.51 -45.35 0-360
14 14.36563 12.51 Pk 20.1 -40 .6 -6.79 29.54 -36.33 0-360
Pk - Peak detector
**Fundamental

Note 1: Although these tests were performed other than open filed test site, adequate comparison measurements
were confirmed against 30 m open are test site.

Therefore sufficient tests were made to demonstrate that the alternative site produces results that correlate with the
ones of tests made in an open field based on KDB 414788.

Note 2: Radiated test were investigated with three receiving antenna axes: Face-on, Face-off and horizontal (parallel
to the ground plane) and the worse orientations of Face-on and Face-off were set for final test.
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REPORT NO: S-4791963822-E11V1
FCC ID: ABLSMF968U

DATE: 2025-11-18

8.1.5. SPURIOUS EMISSION 0.09 TO 30 MHz [EUT without passive TAG

mode]
| 3pHL SULON Leb Chamber 2 2025 Nov 5  13:24:54
RF Emissiaons
18 ct Number : 4791963822
AC Adopter
| | RSE_Y position_FF
Bl - : i Tested by:28775 / AC 128 U, 68 Hz
70 Peok Limit fdBull/m
50 i
< \“-\__i
5 36
= e
= T —— !
B 14
= EEETS Ty IR
.-g'».&'eﬂr}‘.\m SO TENPIPPREIN L PR - s S TPRR T R A Y 1) Bttt i
R
58
| AEET ) S T T S 18 3P
Frequency (MHz)
Rarge (Wiz) RE4/UBM Ref/Atin  Del/ivg Tupe Susep Pts  ESps/Hods  Position
.
18k (- 34B) /38
Trace Markers
Face on
. Correcte
Frequency Metgr Antenna Cable Dist Corr QP Limit Margin Azimuth
Marker (MHz) Reading Det Factor Loss 30m Reading (dBuV/m) (dB) (Degs)
(dBuV) (dB/m) (dB) (dB) (dBuV/m)
1 .53644 19.83 Pk 19.9 A -40 -17 33.02 -33.19 0-360
2 73179 20.66 Pk 19.9 A -40 .66 30.33 -29.67 0-360
3 1.08474 19.28 Pk 19.9 2 -40 -.62 26.92 -27.54 0-360
4 2.59095 19.45 Pk 20.1 .3 -40 -.15 29.5 -29.65 0-360
5 6.4552 20.54 Pk 20.1 4 -40 1.04 29.5 -28.46 0-360
6 11.11115 21.02 Pk 20 5 -40 1.52 29.5 -27.98 0-360
7 13.56165 30.06 Pk 20 5 -40 10.56 29.5 -18.94 0-360
Face off
. Correcte
Frequency Metgr Antenna Cable Dist Corr d QP Limit Margin Azimuth
Marker (MHz) Reading Det Factor Loss 30m Reading (dBuV/m) (dB) (Degs)
(dBuVv) (dB/m) (dB) (dB) (dBuV/m)
8 .63463 21.06 Pk 19.9 A -40 1.06 31.56 -30.5 0-360
9 .83797 21.13 Pk 19.9 2 -40 1.23 29.15 -27.92 0-360
10 1.81339 20.96 Pk 20 2 -40 1.16 29.5 -28.34 0-360
11 29114 20.27 Pk 20.1 .3 -40 .67 29.5 -28.83 0-360
12 5.7389 20.32 Pk 20.1 4 -40 .82 29.5 -28.68 0-360
13 8.84915 20.85 Pk 20 4 -40 1.25 29.5 -28.25 0-360
**14 13.56165 28.09 Pk 20 5 -40 8.59 29.5 -20.91 0-360

Pk - Peak detector
**Fundamental

Note 1: The data for marker number 7 and 14 are the fundamental signal. Please refer to section 8.1.4 about the
fundamental level. Frequency range 0.009MHz ~ 0.490MHz, only noise floor level and more than 20dB margin.

Note 2: Radiated test were investigated with three receiving antenna axes: Face-on, Face-off and horizontal (parallel
to the ground plane) and the worse orientations of Face-on and Face-off were set for final test.
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REPORT NO: S-4791963822-E11V1
FCC ID: ABLSMF968U

DATE: 2025-11-18

8.1.6. TX SPURIOUS EMISSION 30 TO 1000 MHz [EUT without passive TAG

mode]
HORIZONTAL
gs UL JWON Lk i~ _ o ] _ _ 252k
Rodiated Emissions - 3 Meters
. raject Number:4791963822
=2 |Client:Samsung
\‘ fig:EU AC Adopter
73 Tested \:3“2'-8&2 AC 120 U, BB Hz
65
z; 2]
i
5 a5
£
E 3
}

1 3 :
f=] i &

g . ™
RS “\\"W ;

BREL - B B8R
Fregusncy (MHz
e FUE e/t Doty Fode = Pl W iade Fonition Horge OVE1 PRI FefTitin ot ok = Fio Vapafds Position
EaE) T GEIITND PERCLafbidee  Gfnsea(Rutod 186 NI -3degs b
Elfll \‘\_\1 Lak = - e ) - - A25 Oc 5] P s) |.|:|;
Rodicted Emissions - 3 Meters
75 ST/ RC 128 U, 6B Hz
65
i 95 =
E 45
3 -
T > &
=1
25 :11
- - we - - - 1868
Freguency (MHz
T I Tef /At Detiog Fiode = Ve ade Ponition forge i Tal7in et P = Fis Vapalfuds Fosilion
Trace Markers
Meter Corrected - . . .
Frequency y Antenna_Factor Below_1G_Path " QPk Limit Margin Azimuth Height N
Marker (MHz) '?gg‘j'\'))g Det (dB/m) Loss(dB) (Egi‘\’/'/”lﬁ) (dBuV/m) (dB) (Degs) (cm) Polarity
1 40.67 34.29 Pk 18.7 -31.7 21.29 40 -18.71 0-360 200 H
2 32.619 44.46 Pk 15.7 -31.9 28.26 40 -11.74 0-360 100 \
3 97.9 40.2 Pk 171 -31.5 25.8 43.52 -17.72 0-360 200 H
4 196.064 35.73 Pk 17.4 -30.8 22.33 43.52 -21.19 0-360 100 \
5 870.99 30.27 Pk 27.7 -28.3 29.67 46.02 -16.35 0-360 200 H
6 883.794 31.56 Pk 27.6 -28.2 30.96 46.02 -15.06 0-360 200 \

Pk - Peak detector
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REPORT NO: S-4791963822-E11V1 DATE: 2025-11-18
FCC ID: ABLSMF968U

9. AC MAINS LINE CONDUCTED EMISSIONS

LIMITS

§15.207

(a) Except as shown in paragraphs (b) and (c) of this section, for an intentional radiator that is
designed to be connected to the public utility (AC) power line, the radio frequency voltage that is
conducted back onto the AC power line on any frequency or frequencies, within the band 150 kHz
to 30 MHz, shall not exceed the limits in the following table, as measured using a 50uH/50 ohms
line impedance stabilization network (LISN). Compliance with the provisions of this paragraph shall
be based on the measurement of the radio frequency voltage between each power line and ground
at the power terminal. The lower limit applies at the band edges.

Frequency range Limits (dBuV)
(MHz) Quasi-peak Average
0.15t0 0.50 66 to 56 56 to 46
0.50t0 5 56 46
5to 30 60 50
Notes:
1. The lower limit shall apply at the transition frequencies
2. The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to
0.50 MHz.

TEST PROCEDURE

The EUT is placed on a non-conducting table 40 cm from the vertical ground plane and 80 cm
above the horizontal ground plane. The EUT is configured in accordance with ANSI C63.10.

The receiver is set to a resolution bandwidth of 9 kHz. Peak detection is used unless otherwise
noted as quasi-peak or average.

Line conducted data is recorded for both NEUTRAL and HOT lines.

RESULTS

No non-compliance noted:
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REPORT NO: S-4791963822-E11V1 DATE: 2025-11-18
FCC ID: ABLSMF968U

WORST EMISSIONS
| gl SUMOW Leb AC Shicld Reom ) 2825 Oct 3| @3:58:47
o ondusted RFI Usltaoge
99
88 J, 68 H.
_ 78}
5 -
I 687 3 B
;'; SR :3 1
° 4 A i
E 46| 7 a : : e A
T 3 A o !
i LI A Wid " "
28| i i b A I‘N"_ I “"h ™
18} ‘ i t
5 1] B

quency (MHz

Fonge (i3 PR Fetiinta  Detsavg Hode T Fia Hpeius Lobal

LINE 1 RESULTS
Trace Markers

Range 1: Phase L1 .15 - 30MHz

Frequency Metgr 101836_Wit Cable Loss Corregted FCC 15 Margin FCC 15 Margin
Marker (MHz) Reading Det h EX_L1 (dB) Reading Class B QP (dB) Class B AV (dB)
(dBuV) (dB) (dBuVv) (dBuVv) (dBuV)
1 162 52.02 Pk 9.9 A 62.02 65.36 -3.34 - -
2 162 37.62 Av 9.9 A 47.62 - - 55.36 -7.74
3 21 48.99 Pk 9.8 A 58.89 63.21 -4.32 - -
4 219 32.38 Av 9.8 A 42.28 - - 52.86 -10.58
5 255 44.96 Pk 9.6 A 54.66 61.59 -6.93 - -
6 273 30.09 Av 9.6 A 39.79 - - 51.03 -11.24
7 624 38.97 Pk 9.8 A 48.87 56 713 - -
8 624 25.9 Av 9.8 A 35.8 - - 46 -10.2
9 13.56 30.62 Pk 10 3 40.92 60 -19.08 - -
10 13.56 28.48 Av 10 3 38.78 - - 50 -11.22
11 22.458 36 Pk 10.3 3 46.6 60 -134 - -
12 22.422 26.47 Av 10.3 3 37.07 - - 50 -12.93
Pk - Peak detector
Av - Average detection
Quasi-Peak Emissions
Range 1: Phase L1 .15 - 30MHz
Meter 101836_Wit Corrected FCC 15 . FCC 15 )
Fr‘?&‘l{f‘z")"y Reading Det h EX_L1 Cab('fB'fss Reading Class B QP M(‘ZE)'“ Class B AV M(Zré’)'”
(dBuV) (dB) (dBuv) (dBuv) (dBuV)
16125 48.56 Qp 9.9 A 58.56 65.4 -6.84 - -
.21075 44.78 Qp 9.8 A 54.68 63.18 -8.5 - -
.25515 37.66 Qp 9.6 A 47.36 61.59 -14.23 - -
.62475 33.63 Qp 9.8 A 43.53 56 -12.47 - -

Quasi-Peak detector
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REPORT NO: S-4791963822-E11V1 DATE: 2025-11-18
FCC ID: ABLSMF968U

'\:llcl“ SUWON Lak AC Shield Room 2825 Oct 31 B808:568:47
) | i | P : : Conducted RFI Uoltoge
Praject No:4791963822
98 “|Client Name:Samsung
Config:EUT / AC Adapter
Mode:AC Line NFC
80 Test by:27883 / AC 128 U, 68 Hz
76 T
z ) ;
] 13—
o 68FF-15 :
e q . !
- . b7 (23
2 opldy T
ER T . A
o ‘1% I 21 :
= \ 1’@ | |L 2p 249
o A8 T i = 3
3 R s )l W‘ \‘u
- | i ‘ l \
30 JM ( W i I‘ M : 'm N m
} / r | p i
f | i ;
28 I‘-wL,r k \ "‘ ....... w“k i
I Tl
! 'l.vll
18- e e S S e
15 1 1@ B
Frequency (MHz)
Range (M) REW VN Ref/fttn  Det/Avg hode Sueep Ptz d5ips/Mode  Lobel Range (M) REW/ U6 Ref/@tin  Det/fvg Hode Susep Pts  faups/Mode Lobel
2:.15-38 d-6B)/- BB Pl 1B/ 3k 9560 1/RL Fhase N

Trace Markers
Range 2: Phase N .15 - 30MHz

Frequency Mett?r 101836_Wit Cable Loss Correc_ted FCC 15 Margin FCC 15 Margin
Marker (MHz) Reading Det h EX_L1 (dB) Reading Class B QP (dB) Class B AV (dB)
(dBuv) (dB) (dBuv) (dBuv) (dBuv)
13 162 51.57 Pk 9.9 K 61.57 65.36 -3.79 - -
14 153 40.38 Av 9.8 A 50.28 - - 55.84 -5.56
15 198 48.24 Pk 9.9 A 58.24 63.69 -5.45 - -
16 198 29.73 Av 9.9 A 39.73 - - 53.69 -13.96
17 .261 42.97 Pk 9.6 A 52.67 61.4 -8.73 - -
18 273 25.91 Av 9.7 A 35.71 - - 51.03 -15.32
19 63 38.59 Pk 9.8 A 48.49 56 -7.51 - -
20 63 25.46 Av 9.8 A 35.36 - - 46 -10.64
21 13.56 34.4 Pk 10 3 44.7 60 -15.3 - -
22 13.56 28.38 Av 10 3 38.68 - - 50 -11.32
23 22.179 42.61 Pk 10.4 3 53.31 60 -6.69 - -
24 22.482 28.81 Av 10.4 3 39.51 - - 50 -10.49
Pk - Peak detector
Av - Average detection
Quasi-Peak Emissions
Range 2: Phase N .15 - 30MHz
Meter 101836_Wit Corrected FCC 15 . FCC 15 )
Frequency  poading  Det hEx L1~ Cdbleloss  ‘poading  ClassBaop  MA9N  clagspav  Margin
(MHz) (dBuY) (dB) (dB) (dBuY) (dBuY) (dB) (dBuV) (dB)
.16125 48.37 Qp 9.9 A 58.37 65.4 -7.03 - -
.15315 48.14 Qp 9.8 A 58.04 65.83 -7.79 - -
.19875 41.33 Qp 9.9 A 51.33 63.66 -12.33 - -
.26115 40.05 Qp 9.6 A 49.75 61.39 -11.64 - -
.63075 32.14 Qp 9.8 A 42.04 56 -13.96 - -
22.1792 34.87 Qp 104 3 4557 60 -14.43 - -

Qp - Quasi-Peak detector
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REPORT NO: S-4791963822-E11V1 DATE: 2025-11-18
FCC ID: ABLSMF968U

10. FREQUENCY STABILITY

LIMIT

§15.225 (e) The frequency tolerance of the carrier signal shall be maintained within £0.01% of the
operating frequency, over a temperature variation of -20 degrees to +50 degrees C at normal
supply voltage, and for a variation in the primary supply voltage from 85% to 115% of the rated
supply voltage at a temperature of 20 degrees C. For battery operated equipment, the equipment
tests shall be performed using a new battery.

TEST PROCEDURE

ANSI C63.10 §6.8

RESULTS
Test Date 2025-11-17
Test Engineer 51078
Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £ 100 ppm = 1.356 kHz
g::;:; Envir. Frequency Deviation Measureed with Time Elapse

Start up Delta @ 2mins Delta @ 5mins Delta @ 10 mins Delta Limit
(Vde) | Temp (°C) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
3.90 50 13.559956604 -4.483 13.559949077 -5.038 13.559943919 -5.419 13.559938488 -5.819 100
3.90 40 13.559996753 -1.522 13.559986804 -2.256 13.559972143 -3.337 13.559965310 -3.841 100
3.90 30 13.560062654 3.338 13.560050363 2.431 13.560028122 0.791 13.560008784 -0.635 100
3.90 20 13.560017397 0.000 13.560015579 -0.134 13.560014808 -0.191 13.560013664 -0.275 100
3.90 10 13.560080004 4.617 13.560081757 4.746 13.560081893 4.756 13.560081818 4.751 100
3.90 0 13.560138577 8.937 13.560134171 8.612 13.560129468 8.265 13.560126187 8.023 100
3.90 -10 13.560137287 8.841 13.560139341 8.993 13.560140742 9.096 13.560140356 9.068 100
3.90 -20 13.560124375 7.889 13.560127978 8.155 13.560132959 8.522 13.560134280 8.620 100
3.90 -30 13.560127656 8.131 13.560129759 8.286 13.560127930 8.151 13.560121733 7.694 100

Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £ 100 ppm = 1.356 kHz

;:;:fl; Envir. Frequency Deviation Measureed with Time Elapse
Start up Delta @ 2mins Delta @ 5mins Delta @ 10 mins Delta Limit
(Vdc) | Temp (°C) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
3.70 20 13.560017202 -0.014 13.560015483 -0.141 13.560014767 -0.180 13.560013620 -0.279 100
3.90 20 13.560017397 0.000 13.560015579 -0.134 13.560014808 -0.191 13.560013664 -0.275 100
4.50 20 13.560017131 -0.020 13.560015388 -0.148 13.560014730 -0.197 13.560013580 -0.281 100

No non-compliance noted.
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