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1. GENERAL INFORMATION

Applicant: SAMSUNG Electronics Co., Ltd.
Address: 129, Samsung-ro, Yeongtong-gu Suwon-si, Gyeonggi-do, 443-742 Rep. of Korea
FCC ID: A3LSMG130BT
EUT Type: Mobile Phone
Model name(s): SM-G130BT
Date(s) of Tests: October 02, 2014 ~ October 15, 2014
HCT Co., Ltd.

Pl f Tests:
ace ot fests 74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, Gyeonggi-do, Korea

(IC Recognition No. : 5944A-3)

2. EUT DESCRIPTION

FCC Model Name SM-G130BT
EUT Type Mobile Phone
Power Supply DC 3.7V
Battery type Li-ion Battery(Standard)
Frequency Range 2402 MHz - 2480 MHz (Bluetooth)
Transmit Power 10.14 dBm (10.33 mW)
BT Operating Mode Normal, EDR, AFH
Modulation Type GFSK(Normal), m/4DQPSK and 8DPSK(EDR)
Modulation Technique FHSS
Number of Channels 79Channels, Minimum 20 Channels(AFH)
Antenna Specification Manufacturer: Partron
Antenna type: SUS Antenna
Peak Gain : -1.26 dBi

15.247 Requirements for Bluetooth transmitter
= This Bluetooth module has been tested by a Bluetooth Qualification Lab, and we confirm the following:

1) This system is hopping pseudo-randomly.

2) Each frequency is used equally on the average by each transmitter.

3) The receiver input bandwidths that match the hopping channel bandwidths of their corresponding transmitters
)

4) The receiver shifts frequencies in synchronization with the transmitted signals.

= 15.247(g): The system, consisting of both the transmitter and the receiver, must be designed to comply with all of the
regulations in this Section 15.247 should the transmitter be presented with a continuous data (or information) stream.
= 15.247(h): The coordination of frequency hopping systems in any other manner for the express purpose of avoiding the

simultaneous occupancy of individual hopping frequencies by multiple transmitters is not permitted.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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3. TEST METHODOLOGY

The measurement procedure described in the American National Standard for Testing Unlicensed
Wireless Devices(ANSI C63.4-2003) and FCC Public Notice DA 00-705 dated March 30, 2000
entitled “Filing and Measurement Guidelines for Frequency Hopping Spread Spectrum Systems”
were used in the measurement of the SAMSUNG Electronics Co., Ltd.

Mobile Phone FCC ID: A3LSMG130BT

3.1 EUT CONFIGURATION

The EUT configuration for testing is installed on RF field strength measurement to meet the
Commissions requirement and operating in a manner that intends to maximize its emission
characteristics in a continuous normal application.

3.2 EUT EXERCISE

The EUT was operated in the engineering mode to fix the Tx frequency that was for the purpose of
the measurements. According to its specifications, the EUT must comply with the requirements of
the Section 15.207, 15.209 and 15.247 under the FCC Rules Part 15 Subpart C.

3.3 GENERAL TEST PROCEDURES

Conducted Emissions

The EUT is placed on the turntable, which is 0.8 m above ground plane. According to the
requirements in Section 13.1.4.1 of ANSI C63.4. (Version :2003) Conducted emissions from the
EUT measured in the frequency range between 0.15 MHz and 30MHz using CISPR Quasi-peak
and average detector modes.

Radiated Emissions

The EUT is placed on a turn table, which is 0.8 m above ground plane. The turntable shall rotate
360 degrees to determine the position of maximum emission level. EUT is set 3 m away from the
receiving antenna, which varied from 1 m to 4 m to find out the highest emission. And also, each
emission was to be maximized by changing the polarization of receiving antenna both horizontal
and vertical. In order to find out the max. emission, the relative positions of this hand-held
transmitter (EUT) was rotated through three orthogonal axes according to the requirements in
Section 13.1.4.1 of ANSI C63.4. (Version: 2003). To record the final measurements, the analyzer
detector function was set to CISPR quasi-peak mode and the bandwidth of the spectrum analyzer
was set to 120 kHz for frequencies below 1 GHz or 1 MHz for frequencies above 1 GHz. For
average measurements above 1 GHz, the analyzer was set to peak detector with a reduced VBW
setting(RBW = 1 MHz, VBW = 1/T Hz, where T = Pulse width).

Conducted Antenna Terminal
See Section from 8.1 to 8.6.1.(DA 00-705)

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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3.4 DESCRIPTION OF TEST MODES
The EUT has been tested under operating condition. Test program used to control the EUT for
staying in continuous transmitting and receiving mode is programmed.

Channel low, mid and high with highest data rate (worst case) is chosen for full testing.

4. INSTRUMENT CALIBRATION

The measuring equipment, which was utilized in performing the tests documented herein, has
been calibrated in accordance with the manufacturer's recommendations for utilizing calibration
equipments, which is traceable to recognized national standards.

5. FACILITIES AND ACCREDITATIONS

5.1 FACILITIES

The SAC(Semi-Anechoic Chamber) and conducted measurement facility used to collect the
radiated data are located at the 74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si,
Gyeonggi-do, Korea. The site is constructed in conformance with the requirements of ANSI C63.4.
(Version :2003) and CISPR Publication 22. Detailed description of test facility was submitted to the
Commission and accepted dated February 28, 2014 (Registration Number: 90661)

5.2 EQUIPMENT

Radiated emissions are measured with one or more of the following types of Linearly polarized
antennas: tuned dipole, bi-conical, log periodic, bi-log, and/or ridged waveguide, horn. Spectrum
analyzers with pre-selectors and quasi-peak detectors are used to perform radiated measurements.
Conducted emissions are measured with Line Impedance Stabilization Networks and EMI Test
Receivers. Calibrated wideband preamplifiers, coaxial cables, and coaxial attenuators are also
used for making measurements.

All receiving equipment conforms to CISPR Publication 16-1, “Radio Interference Measuring
Apparatus and Measurement Methods.”

6. ANTENNA REQUIREMENTS
According to FCC 47 CFR §15.203:

“An intentional radiator antenna shall be designed to ensure that no antenna other than that
furnished by the responsible party can be used with the device. The use of a permanently attached
antenna or of an antenna that uses a unique coupling to the intentional radiator shall be
considered sufficient to comply with the provisions of this section.”

* The antennas of this E.U.T are permanently attached.
*The E.U.T Complies with the requirement of §15.203

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test
Test Description FCC Part Section(s) Test Limit Test Condition
Result
20 dB Bandwidth §15.247(a)(1)(ii) or (iii) NA PASS
Occupied Bandwidth NA NA NA
Conducted Maximum Peak < 1 Watts for 1Mbps
§15.247(b)(1) PASS
Output Power < 125 Milliwatts for 2, 3Mbps
>25 kHz or
Carrier Frequency Separation §15.247(a)(1) PASS
>2/3 of the 20dB BW
Number of Hopping
§15.247(a)(1)(iii) >15 CONDUCTED PASS
Frequencies
Time of Occupancy §15.247(a)(1)(iii) <400 ms PASS
Conducted Spurious > 20 dB for
§15.247(d) PASS
Emissions all out-of band emissions
Band Edge(Out of Band > 20 dB for
§15.247(d) PASS
Emissions) all out-of band emissions
AC Power line Conducted
§15.207(a) cf. Section 8.7 PASS
Emissions
§15.247(d), 15.205,
Radiated Spurious Emissions cf. Section 8.6.2 PASS
15.209
RADIATED
Radiated Restricted Band §15.247(d), 15.205,
cf. Section 8.6.3 PASS
Edge 15.209

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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8. FCC PART 15.247 REQUIREMENTS

8.1 PEAK POWER

LIMIT

The maximum peak output power of the intentional radiator shall not exceed the following:

1. For frequency hopping systems operating in the 2400-2483.5 MHz band employing at least 75
non-overlapping hopping channels, and all frequency hopping systems in the 5725-5850 MHz
band: 1 W for hopping mode, 125 mW for AFH mode

2. The conducted output power limit specified in paragraph (b) of this section is based on the use

of antennas with directional gains that do not exceed 6 dBi.

Test Configuration

Bluetooth Tester
(@]0) OSpectrum Analyzer

EUT | Power Splitter

TEST PROCEDURE
The transmitter output is connected to the Spectrum Analyzer. The Spectrum Analyzer is set to the
peak detector mode. This test is performed with hopping off.

The Spectrum Analyzer is set to ( DA 00-705)
Span = approximately 5 times the 20 dB bandwidth, centered on a hopping channel
RBW > the 20 dB bandwidth of the emission being measured
VBW = RBW
Sweep = Auto
Detector = Peak
Trace = Max hold

SAMPLE CALCULATION
Output Power = Spectrum Reading Power + Power Splitter loss + Cable loss(2 ea)
=10dBm+6dB +1.5dB =17.5 dBm
Note :
1. Spectrum reading values are not plot data. The power results in plot is already including the actual values
of loss for the splitter and cable combination.

2. Spectrum offset = Power Splitter loss + Cable loss

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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3. We apply to the offset in the 2.4 GHz range that was rounded off to the closest tenth dB. Actual value of
loss for the splitter and cable combination is 6.81 dB at 2402 MHz and is 6.85 dB at 2480 MHz.
So, 6.85 dB is offset. And the offset gap in the 2.4 GHz range do not affect the conducted peak power final

result

TEST RESULTS

No non-compliance noted

Test Data
Output Power
Frequency Limit
Channel (GFSK) Result
(MHz) (mW)
(dBm) (mW)
Low 2402 8.25 6.68 PASS
Mid 2441 9.67 9.27 125 PASS
High 2480 10.14 10.33 PASS
Output Power Output Power
Frequency Limit
Channel (8DPSK) (r/4DQPSK) Result
(MHz) (mW)
(dBm) (mW) (dBm) (mW)
Low 2402 6.30 4.27 5.79 3.79 PASS
Mid 2441 8.46 7.01 8.10 6.46 125 PASS
High 2480 9.10 8.13 8.91 7.78 PASS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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Test Plots (GFSK)
Peak Power (Low-CH)
% Agilent R T |Freq/Channel

Center Freq
240200000 GHz

Start Freq
2.39700800 GHz

Stop Freq
248700800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

| 3 3 MHz Sweep ] g
Test Plots (GFSK)
Peak Power (Mid-CH)
% Agilent R T |Freq/Channel

Center Freq
244100800 GHz

Start Freq
243600800 GHz

Stop Freq
244600800 GHz

. CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)
Peak Power (High-CH)
% Agilent R T |Freq/Channel

Center Freq
245000800 GHz

Start Freq
247500800 GHz

Stop Freq
245500800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

| 3 3 MHz Sweepn ] g
Test Plots (8DPSK)
Peak Power (Low-CH)
% Agilent R T |Freq/Channel

Center Freq
240200000 GHz

Start Freq
2.39700800 GHz

Stop Freq
248700800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (8DPSK)
Peak Power (Mid-CH)
% Agilent R T |Freq/Channel

Center Freq
244100800 GHz

Start Freq
243600800 GHz

Stop Freq
244600800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

! :_'” 3 MHz Sweepn ] g
Test Plots (8DPSK)
Peak Power (High-CH)
% Agilent R T |Freq/Channel

Center Freq
245000800 GHz

Start Freq
247500800 GHz

Stop Freq
| 248500088 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

;; J.-: . #\JBH 5@ = 1

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (1/4DQPSK)
Peak Power (Low-CH)
% Agilent R T |Freq/Channel

Center Freq
240200000 GHz

Start Freq
2.39700800 GHz

Stop Freq
248700800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

| 3 3 MHz Sweep ] g
Test Plots (1/4DQPSK)
Peak Power (Mid-CH)
% Agilent R T |Freq/Channel

Center Freq
244100800 GHz

Start Freq
243600800 GHz

Stop Freq
244600800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (1/4DQPSK)
Peak Power (High-CH)

4 Agilent R T |Freq/thanne|

Center Freq
2. 48000000 GHz

Start Freq
247500880 GHz

StopFreq
2 48500080 GHz

CF Step
1.000000680 MHz
Auta Man

Freq Offset
B.a0aaRaaa Hz

Signal Track
On 0ff

#UEH 5@ MHz
File Operation Status. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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8.2 BAND EDGES

LIMIT

According to §15.247(d), in any 100 kHz bandwidth outside the frequency band in which the
spread spectrum or digitally modulated intentional radiator is operating, the radio frequency power
that is produced by the intentional radiator shall be at least 20 dB below that in the 100 kHz
bandwidth within the band that contains the highest level of the desired power, based on either an
RF conducted or a radiated measurement, provided the transmitter demonstrates compliance with
the peak conducted power limits.

Test Configuration

Bluetooth Tester
(@]0) OSpectrum Analyzer

EUT | Power Splitter

TEST PROCEDURE
This test is performed with hopping off and hopping on.
The Spectrum Analyzer is set to ( DA 00-705)

Span = wide enough to capture the peak level of the emission operating on the channel closest
to the band edge, as well as any modulation products which fall outside of the authorized band of
operation

RBW = 1% of the span

VBW = RBW

Sweep = Auto

Detector = Peak

Trace = Max hold

TEST RESULTS
See attached.

Note :

1. The results in plot is already including the actual values of loss for the splitter and cable combination.

2. Spectrum offset = Power Splitter loss + Cable loss

3. We apply to the offset in the 2.4 GHz range that was rounded off to the closest tenth dB. Actual value of
loss for the splitter and cable combination is 6.81 dB at 2402 MHz and is 6.85 dB at 2480 MHz. So, 6.85

dB is offset. And the offset gap in the 2.4 GHz range do not affect the band edge measurement final result.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Data

- Without hopping

GFSK 8DPSK w/4DQPSK Margin
Outside Frequency Limit
GFSK 8DPSK | m/4DQPSK | Result
Band (dB) (dB) (dB) (dBc)
(dBc) (dBc) (dBc)
Lower 61.28 59.42 61.19 41.28 39.42 41.19 PASS
20
Upper 58.07 54.60 54.57 38.07 34.60 34.57 PASS
- With hopping
GFSK 8DPSK mw/4DQPSK Margin
Outside Frequency Limit
GFSK 8DPSK m/4DQPSK | Result
Band (dB) (dB) (dB) (dBc)
(dBc) (dBc) (dBc)
Lower 62.799 61.424 59.447 42.799 41.424 39.447 PASS
20
Upper 61.784 62.758 54.145 41.784 42.758 34.145 PASS

HCT CO.,LTD.

F-01P-02-014 (Rev.00)

FCC ID: A3LSMG130BT
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Test Plots without hopping (GFSK)
Band Edges (Low-CH)
% Agilent R T |Freq/Channel
a Mkrl

Center Freq
240000800 GHz

Start Freq
2.39600800 GHz

Stop Freq
248400800 GHz

CF Step
S0R.PAARAA kHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

Test Plots without hopping (GFSK)
Band Edges (High-CH)
. Agilent R T |Freg/Channel

Center Freq
245350000 GHz

Start Freq
247350800 GHz

Stop Freq
245750800 GHz

|u
e CF Step
LI 'If 800.000080 kHz
| "' e o e
"l F
I }|J| ||"| ] Freq Offset
: “| ™ -,...,uﬂ,” 0.00000060 Hz

Ly I 1. |II.“ |f|_|r |||1 ||“_“.I.

Signal Track
On 0Ff

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots without hopping (8DPSK)
Band Edges (Low-CH)
# Agilent R T |Freg/Channel

Center Freq
240000800 GHz

Start Freq
2.39600800 GHz

Stop Freq
248400800 GHz

CF Step
S0R.PAARAA kHz
Auto fan

Freq Offset
N 0.00000000 Hz
l.I“_.-*.-ﬂl__.iq‘m_ﬂ "'-',,r.7,__.-.\._..L-.f"""""lur ,.-F g

Signal Track
On 0Ff

Test Plots without hopping (8DPSK)
Band Edges (High-CH)
. Agilent R T |Freg/Channel

Center Freq
245350000 GHz

Start Freq
247350800 GHz

Stop Freq
245750800 GHz

CF Step
S0R.PAARAA kHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots without hopping (T1/4DQPSK)
Band Edges (Low-CH)
% Agilent R T |Freg/Channel
a Mkrl 2

Center Freq
240000800 GHz

Start Freq
2.39600800 GHz

Stop Freq
248400800 GHz

CF Step
S0R.PAARAA kHz
Auto fan

/ Freq Offset
§ ; N 0.90000000 Hz

o IQ n e e T
. e A e
ool

1

Signal Track
On 0Ff

Test Plots without hopping (T/4DQPSK)
Band Edges (High-CH)
. Agilent R T |Freg/Channel

Center Freq
245350000 GHz

Start Freq
247350800 GHz

Stop Freq
245750800 GHz

CF Step
S0R.PAARAA kHz
Auto fan

Freq Offset
B.eaaREEAA Hz

3
T A T P
Y

Signal Track
On 0Ff

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots with hopping (GFSK)
Band Edges (Low-CH)

dggibent Spectrim Anatyoer - Seepl Sh

i Rl

FAvg Typa: PwrlRMS)
RO Tar e Trig: Fres Run Aueg|Hobd: 11
W ik ow Aazan: 20 4B

Rl Ofeet 5.75 08
Rel 15.00 dBm

Center 2400000 GHz ' Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.07 ms (1000 pts)

s b Points changed, all traces cheared STATLS
Test Plots with hopping (GFSK)
Band Edges (High-CH)

dggibent Spectrim Anatyoer - Seepl Sh
: Bhvg Type: PwiTAMS)
PHO: Tar ter Trig:Frea Run Aueg|Motd: 11
W ik ow Aazan: 20 4B

Rl Ofeet 5.75 08
Rel 15.00 dBm

§1a2

Center 2483500 GHz ' Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.07 ms (1000 pts)

s b Points changed, all traces cheared STATLS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots with hopping (8DPSK)
Band Edges (Low-CH)

dggibent Spectrim Anatyoer - Seepl Sh

FRvg Typa: Pwr(RMS)
PR Far === 170G Fres Run Awg|Halkd: 11
W Eain:Low Atvan: 20 48

Rl Ofeet 5.75 08
Rel 15.00 dBm

Center 2400000 GHz ' Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.07 ms (1000 pts)

s b Points changed, all traces cheared STATUS
Test Plots with hopping (8DPSK)
Band Edges (High-CH)

dggibent Spectrim Anatyoer - Seepl Sh

i Rl

FRvg Typa: Pwr(RMS)
PR Far === 170G Fres Run Awg|Halkd: 11
W Eain:Low Atvan: 20 48

Rl Ofeet 5.75 08
Rel 15.00 dBm

Center 2483500 GHz ' Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.07 ms (1000 pts)

s b Points changed, all traces cheared STATUS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots with hopping (1T1/4DQPSK)
Band Edges (Low-CH)

dggibent Spectrim Anatyoer - Seepl Sh

i Rl

FRvg Typa: Pwr(RMS)
PR Far === 170G Fres Run Awg|Halkd: 11
W Eain:Low Atvan: 20 48

Rl Ofeet 5.75 08
Rel 15.00 dBm

Center 2400000 GHz ' Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.07 ms (1000 pts)

s b Points changed, all traces cheared STATUS
Test Plots with hopping (1T1/4DQPSK)
Band Edges (High-CH)

dggilenl Spectrim knatyrer - Swepl SA
i FRvg Typa: Pwr(RMS)

PR Far === 170G Fres Run Awg|Halkd: 11
W Eain:Low Atvan: 20 48

Rl Ofeet 5.75 08
Rel 15.00 dBm

Center 2483500 GHz ' Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 1.07 ms (1000 pts)

s b Points changed, all traces cheared STATUS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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8.3 FREQUENCY SEPARATION / OCCUPIED BANDWIDTH (99% BW)

LIMIT

According to §15.247(a)(1), Frequency hopping systems operating in the 2400-2483.5 MHz band
may have hopping channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20
dB bandwidth of the hopping channel, whichever is greater.

Test Configuration

Bluetooth Tester
(@]0) OSpectrum Analyzer

EUT | Power Splitter

TEST PROCEDURE
The Channel Separation test is performed with hopping on. And the 20 dB Bandwidth test is
performed with hopping off.
The Spectrum Analyzer is set to ( DA 00-705)

Span = wide enough to capture the peaks of two adjacent channels

RBW = 1% of the span

VBW = RBW

Sweep = Auto

Detector = Peak

Trace = Max hold
The trace was allowed to stabilize. The marker-delta function was used to determine the
separation between the peaks of the adjacent channels.

TEST RESULTS
No non-compliance noted

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Data
Channel Separation
20dB Bandwidth (kHz) Limit
(kHz) (KH2) Result
GFSK | 8DPSK | m/4DQPSK | Channel GFSK 8DPSK m/4DQPSK
Low CH 947.7 1310.0 1343.0 >25 or
990 955 1000 Middle CH 944.2 1313.0 1348.0 >2/3 of the | Pass
High CH 946.2 1320.0 1352.0 20dB BW
Occupied Bandwidth (99% BW )
99% BW (kHz)
Channel GFSK 8DPSK m/4DQPSK
Low CH 897.5 1202.9 1202.1
Middle CH 900.7 1213.5 1210.8
High CH 902.4 1263.6 1274 .4

Note : We can not know what use channel in AFH mode. So, we can not test in AFH mode. Also, if the test

performs some channel in AFH mode, the test result is not different with normal mode.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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Test Plots (GFSK)
Channel Separation
% Agilent R T |Freg/Channel

Center Freq
2.44108086 GHz

Start Freq
b 2.43950000 GHz

Stop Freq
2.44250006 GHz

CF Step
388.006008 kHz
Autn Man

Freq Offset

#\EH 0.00000088 Hz

Type
Frag 2.44 3 .68 dBEm
rea 5 aa tee b 8.48 d8 Signal Track

Ao B o i o 0 Off

File Operation Status. C:\HCT.GIF file saved

Test Plots (8DPSK)
Channel Separation

# Agilent RL Freq/Channel

Center Freq
2441000088 GHz

Start Freq
243950008 GHz

Stop Freq
244250008 GHz

CF Step
300.000008 kHz
Auta fan

Freq Offset
B.ApaREeAA Hz

Type
Freg 3
Freq D Signal Track

Fra:
F:'l'-_-; .6 ] On m

Copyright 2000-2007 Agilent Technologies

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (1/4DQPSK)
Channel Separation
e Agilent

Type
F['Eq
Frag
Frgq
Freg

Model: SM-G130BT

2.44

|Freq!thanne|

Center Freq
244100800 GHz

Start Freq
243950800 GHz

Stop Freq
244250800 GHz

CF Step
300900008 kHz
Auto fan

Freq Offset

ms (601 pts) Ay

Signal Track
S O Off

Page 26 of 72

Copyright 2000-2007 Agilent Technologies

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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Test Plots (GFSK)
20 dB Bandwidth & Occupied Bandwidth (Low-CH)
% Agilent R T |Freg/Channel

Center Freq
2.40200006 GHz

Ch Freq 2.482 GHz Trig Free
Occupied Bandwidth

Start Freq
2.40056006 GHz

Stop Freq
2.40350006 GHz

CF Step
388.006008 kHz
Autn Man

Freq Offset
000000008 Hz

# ||_|I E: H

: : - Signal Track
Occupied Bandvidth Occ BH % Pur & o Off

8397.4921 kHz % dB

Transmit Freq Error
% dB Bandwidth

Copyright 2000-2007 Agilent Technologies

Test Plots (GFSK)
20 dB Bandwidth & Occupied Bandwidth (Mid-CH)
% Agilent R T |Freg/Channel

Center Freq
2.44108086 GHz

Ch Freq 2.441 GHz Trig Free
Occupied Bandwidth

Start Freq
2.43950006 GHz

Stop Freq
2.44250006 GHz

CF Step
388.006008 kHz
Autn Man

Freq Offset
000000008 Hz

# ||_|I E: H

. . . Signal Track
Occupied Bandwidth Occ BH % Pur A O Off

900.7216 kHz % dB

Transmit Freq Error
% dB Bandwidth

File Operation Status. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.



C T

L O L

Report No.: HCT-R-1410-F004 Model: SM-G130BT Page 28 of 72

Test Plots (GFSK)
20 dB Bandwidth & Occupied Bandwidth (High-CH)
# Agilent R T |Freg/Channel

]
Ch Freq 2.48 GH=z Trig Free

Occupied Bandwidth I e

Center Freq
245000800 GHz

Start Freq
247850800 GHz

Stop Freq
248150880 GHz

CF Step
300900008 kHz
Auto fan

Freq Offset
B.eaaREEAA Hz

] ] - Signal Track
Occupied Bandwidth N4 0 Off

902.3547 kHz

Transmit Freq Error -4
¥ dB Bandwidth

File Operation $tatus. C:\HCT.GIF file saved

Test Plots (8DPSK)
20 dB Bandwidth & Occupied Bandwidth (Low-CH)
# Agilent R T |Freq/Channel

Center Freq

Ch Freq 2.482 GH=z Trig Free > AG2HOARA GH=

Dceupied Bandwidth

Start Freq
2. 48058008 GHz

Stop Freq
2. 48350008 GHz

CF Step
300.000008 kHz
Auta fan

Freq Offset
B.ApaREeAA Hz

#\BH 180 kHz

. . . Signal Track
Occupied Bandwidth Occ BH % Pwr On Off

1.2029 MHz x dB

Transmit Fregq Error Hz
x dB Bandwuidth ) z

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (8DPSK)
20 dB Bandwidth & Occupied Bandwidth (Mid-CH)
% Agilent R T |Freg/Channel

A
Ch Freq 2.441 GH=z Trig Free

Occupied Bandwidth B

Center Freq
2441000088 GHz

Start Freq
243950008 GHz

Stop Freq
244250008 GHz

CF Step
300.000008 kHz
Auta fan

Freq Offset
B.ApaREeAA Hz

#\BH 180 kHz

. . . Signal Track
Occupied Bandwidth Occ BH % Pwr On Off

1.2135 MHz x dB

Transmit Fregq Error
% dB Bandwidth

File Operation Status, C:AHCT.GIF file saved
Test Plots (8DPSK)
20 dB Bandwidth & Occupied Bandwidth (High-CH)
# Agilent R T |Freq/Channel

Center Freq

Ch Freq 2.48 GHz Trig Fres| 5 1e000000 CHz

Dceupied Bandwidth

Start Freq
247550008 GHz

Stop Freq
248150008 GHz

CF Step
300.000008 kHz
Auta fan

Freq Offset
B.ApaREeAA Hz

SHz
BH 30 k #YEH 100 kHz .
: ; . Signal Track
Occupied Bandwidth Occ BH % Pwr ¢ On 0Ff
1.2636 MHz K dB

Transmit Fregq Error
% dB Bandwidth

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (1/4DQPSK)
20 dB Bandwidth & Occupied Bandwidth (Low-CH)
% Agilent R T |Freg/Channel

A
Ch Freq 2.482 GH=z Trig Free

Occupied Bandwidth B

Center Freq
248200008 GHz

Start Freq
T 2. 48858808 GHz
5 D LK

Atten
. Stop Freq
248350008 GHz

CF Step
300.000008 kHz
Auta fan

Freq Offset
B.ApaREeAA Hz

. . . Signal Track
Occupied Bandwidth Occ BH % Pwr On Off

1.2021 MHz x dB

Transmit Fregq Error 774.351 Hz
% dB Bandwidth ) -

File Operation $tatus. C:\HCT.GIF file saved

Test Plots (1/4DQPSK)
20 dB Bandwidth & Occupied Bandwidth (Mid-CH)
# Agilent R T |Freq/Channel

Center Freq

Ch Freq 2.441 GH=z Trig Free 2 441 BOAGA GH=

Dceupied Bandwidth

Start Freq
243950008 GHz

Stop Freq
244250008 GHz

CF Step
300.000008 kHz
Auta fan

Freq Offset
B.ApaREeAA Hz

#\BH 180 kHz

. . . Signal Track
Occupied Bandwidth Occ BH % Pwr On Off

1.2108 MHz x dB

Transmit Fregq Error 1.144 kHz
% dB Bandwidth ) ; -

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (1/4DQPSK)
20 dB Bandwidth & Occupied Bandwidth (High-CH)

Ch Freq 2.48 GH=z Trig Free

Deceupied Bandwidth

Occupied Bandwidth
1.2744 MHz

Transmit Freq Error
% dB Bandwidth

2.48000000 GHz

247650800 GHz

2.48150800 GHz

% Agilent R T |Freq!thanne|

Center Freq

Start Freq

Stop Freq

CF Step

300.000080 kHz

On

Auto fan

Freq Offset

e 009000088 Hz

Signal Track
Dff

File Operation $tatus. C:\HCT.GIF file saved

Page 31 of 72

F-01P-02-014 (Rev.00)
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8.4 NUMBER OF HOPPING FREQUENCY

LIMIT

Page 32 of 72

According to §15.247(a)(1)(iii), Frequency hopping systems operating in the 2400 MHz ~ 2483.5
MHz bands shall use at least 15 hopping frequencies.

Test Configuration

Bluetooth Tester

©)@)

OSpectrum Analyzer

[

EUT | Power Splitter

TEST PROCEDURE

The Bluetooth frequency hopping function of the EUT was enabled.

The Spectrum Analyzer is set to ( DA 00-705)
Span = the frequency band of operation
RBW = 1% of the span

VBW = RBW
Sweep = Auto
Detector = Peak

Trace = Max hold

The trace was allowed to stabilize.

TEST RESULTS

No non-compliance noted

Test Data
Result (No. of CH)
Limit Result
GFSK 8DPSK m/4DQPSK
79 79 79 >15 Pass

Note : In case of AFH mode, minimum number of hopping channels is 20.
F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)
Number of Channels (2.4 GHz - 2.441 GHz)

% Agilent R T |Freg/Channel
th Hopping

15 dBm Atten Center Freq

15 dBm Atten 242050000 GHz

|1[| I|'||I||

il U TR

i/ "I|'
I||l|||”|||||| I|||||II |||||||||||||

Hist

Start Freq
2. 48008008 GHz

HYRTTIETT

Stop Freq
244108008 GHz

CF Step
4.10000008 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

Signal Track
On 0

File Operation $tatus. C:\HCT.GIF file saved

Test Plots (GFSK)
Number of Channels (2.441 GHz - 2.4835 GHz)

% Agilent R T |Freq/Channel
th Hopping

i rten ;: Center Freq

15 dBm Htten 5 5 AB2OSaRE GHz

\l ﬂll N | ||J| I'Jl |“| LI| '||"|I|F|”r.| ||ﬁ.u~“r IL|| || Iu“r.hl ||’|Tl| | |L|I '||' 1|"‘|'n |||| |III Il. Iill |L|| ||| Start Freq
2.44100008 GHz

Stop Freq
2. 48350008 GHz

CF Step
4.25000008 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

Signal Track
On 0

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (8DPSK)
Number of Channels (2.4 GHz - 2.441 GHz)
# Agilent R T |Freg/Channel
tooth Hopping
1

Center Freq
242050800 GHz

Start Freq
248000800 GHz

Stop Freq
244100880 GHz

CF Step
4.10000000 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

| 3 I #\/B kHz Sweep ] ;
Test Plots (8DPSK)
Number of Channels (2.441 GHz - 2.4835 GHz)
. Agilent R T |Freg/Channel

Center Freq
246225800 GHz

Aty I{n‘,-"‘.‘. af

Start Freq
244100880 GHz

Stop Freq
245350800 GHz

CF Step
4. 25000880 MHz
| Auto Man

Freq Offset
B.eaaREEAA Hz

Signal Track
On 0Ff

#Res BH 3 ' #UB . Sween 1

File Operation $tatus. C:\HCT.GIF saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (1/4DQPSK)
Number of Channels (2.4 GHz - 2.441 GHz)
% Agilent R T |Freg/Channel

Center Freq
242050008 GHz

Ty N L L [ L P
Ir“.-'-{f,‘I_..-.I.r.—-.‘.r-,-Lr-'-c__.-.-.‘.-.-|'A‘.‘rp"-.'-‘-.llnﬂl‘,:1_lll|"u."-"1"\" LY T '.{'--"l"n’l."-' T P T P stal’t Fr o

q
2. 48808888 GHz

Stop Freq
244108008 GHz

CF Step
4.10000008 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

Signal Track
On 0

Test Plots (1T1/4DQPSK)
Number of Channels (2.441 GHz - 2.4835 GHz)
2 Agilent R T |Freg/Channel

B Center Freq
: 246225008 GHz

W J".-"llr..ﬂ’f‘-'h‘r'- J|"a,'~A‘h""'ll|"""-""1-1"'"lh"\-""\'p“'-'lll""-i"f -|,."""-"""'.'a"-u'ﬂ.-""-""'l'"'fr s tart F re q
244108008 GHz

Stop Freq
2. 48350008 GHz

CF Step
4.25000008 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

Signal Track
On 0

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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8.5 TIME OF OCCUPANCY (DWELL TIME)

LIMIT

According to §15.247(a)(1)(iii), Frequency hopping systems operating in the 2400 MHz ~ 2483.5
MHz bands. The average time of occupancy on any channels shall not greater than 0.4 s within a
period 0.4 s multiplied by the number of hopping channels employed.

Test Configuration

Bluetooth Tester
(@]0) OSpectrum Analyzer

EUT | Power Splitter

TEST PROCEDURE
This test is performed with hopping off.

EUT was set to transmit the longest packet type (DH5)
The Spectrum Analyzer is set to ( DA 00-705)
Span = Zero span, Centered on a hopping channel
RBW =1 MHz
VBW = RBW
Sweep = as necessary to capture the entire dwell time per hopping channel
Detector = Peak
Trace = Max hold
The marker-delta function was used to determine the dwell time.

Normal Mode / EDR Mode
DH 5(The longest packet type for GFSK)

CH Mid : 2.892 * (1600/6)/79 * 31.6 = 308.48 (ms)
2-DH 5(The longest packet type for /4DQPSK)

CH Mid : 2.883 * (1600/6)/79 * 31.6 = 307.52 (ms)
3-DH 5(The longest packet type for 8DPSK)

CH Mid : 2.892 * (1600/6)/79 * 31.6 = 308.48 (ms)
AFH Mode

DH 5(The longest packet type for GFSK)

CH Mid : 2.892 * (800/6)/20 * 8.0 = 154.24 (ms)

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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2-DH 5(The longest packet type for m/4DQPSK)

CH Mid :

CH Mid :
Note :

Model: SM-G130BT

2.883 * (800/6)/20 * 8.0 = 153.76 (ms)
3-DH 5(The longest packet type for 8DPSK)
2.892 * (800/6)/20 * 8.0 = 154.24 (ms)

Page 37 of 72

A DH5 Packet need 5 time slot for transmitting and 1 time slot for receiving. Then the system

makes worst case 1600/6 hops per second with 79 channels. So the system have each channel

3.3755 times per second and so for 31.6 seconds the system have 106.7 times of appearance.

Each tx-time per appearance of DH5 is 2.892 ms.
Dwell time = Tx-time * 106.7

TEST RESULTS
See the table.

Channel GFSK 8DPSK m/4DQPSK
Low 2.892 2.892 2.892
Pulse
Time Mid 2.892 2.892 2.883
(ms)
High 2.883 2.892 2.883
Period Time Limit
Channel GFSK 8DPSK mw/4DQPSK Result
(s) (ms)
Low 308.48 308.48 308.48 31.6 PASS
Total of
Dwell Mid 308.48 308.48 307.52 31.6 400 PASS
(ms)
High 307.52 308.48 307.52 31.6 PASS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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Test Plots (GFSK)

Dwell Time (Low-CH)

% Agilent R T |Freq/Channel
' .0 a Mkrl 2,892 ms

Center Freq
240200000 GHz

i

Start Freq
248200800 GHz

Stop Freq
248200800 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

Lhru‘f’m'm*-1fvw,n.

i #WBH 1 MHz Sweep ! : ,
Test Plots (GFSK)
Dwell Time (Mid-CH)
# Agilent R T |Freq/Channel
C a Mirl

Center Freq
2441000088 GHz

Start Freq
244108008 GHz

Stop Freq
244108008 GHz

CF Step
1.00008088 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

#WEH 1 MHz

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)

Dwell Time (High-CH)

% Agilent R T |Freg/Channel
: 78 a Mkrl 2,883 ms

Center Freq
2. 48000008 GHz

Start Freq
2. 48000008 GHz

Stop Freq
2. 48000008 GHz

CF Step
1.00008088 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

"Il”#%lﬂn*'»‘r"l r'.*|ff|'|'||hrJ+flﬂ'h'ﬁ'l'*f,hlJf".'-ﬁfl‘ulhh.

i #\/BH 1 MHz 5 1 )
File Operation $tatus. C:\HCT.GIF file saved
Test Plots (8DPSK)
Dwell Time (Low-CH)

# Agilent R T |Freq/Channel
a Mkrl

Center Freq
248200008 GHz

iR 1

T e g e P R e e s tart F re q
248208008 GHz

Stop Freq
2. 48200008 GHz

CF Step
1.00008088 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

o ' |&p'qbﬂrﬂw.lu.,.\vﬂ.wm, Ji 'l,.’ffr*\**upﬁm'r'Wt!v
FTun

#WEH 1 MHz

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
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Test Plots (8DPSK)

Dwell Time (Mid-CH)

% Agilent R T |Freq/Channel
' a Mkrl 2,892 ms

Center Freq

Atten 26 dB 2.44100068 GHz

: 1
. _,-H;..\'-.-—;rw'-u,r.\'-q_.,-p.,;.,\\ s e e Tt PO BT

Start Freq

244100880 GHz

Stop Freq
244100880 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

ri"||'|'r-,'.-'-J,'|'||I1.I;l,',ﬂ,u"||‘|Ir'|.bf\l||l,ﬂg'(!,l'hr.ﬂjde'w"hi‘

#YBH 1 MHz Sweep | : )
File Operation Status. C:AHCT.GIF file saved
Test Plots (8DPSK)
Dwell Time (High-CH)
# Agilent R T |Freq/Channel

& Mkrl Center Freq

Atten 1B 2. 48000000 GHz

ik 1

B e T e P S

Start Freq
2. 48000008 GHz

Stop Freq
2. 48000008 GHz

CF Step
1.00008088 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

n--4'-h"rilrt"ﬂ‘Li'TilunfW'*,ralnr'H"*"ﬁwhWk

#WEH 1 MHz

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (/4DQPSK)
Dwell Time (Low-CH)
% Agilent R T |Freg/Channel
-' & Mhri Center Freq
248200008 GHz

Atten 20

e e s e i = o

Start Freq
2. 48200008 GHz

Stop Freq
2. 48200008 GHz

CF Step
1.00008088 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

,L'||hI'l'hl"u'ﬂlff‘fll-{-.lll"!,.r‘l ‘J'J f-"ﬂ'h'qu'{ I"'"l;'lﬁ"*

5 ) #JBH 1 MH=z Sweep ;
Test Plots (1T1/4DQPSK)
Dwell Time (Mid-CH)

% Agilent R T |Freq/Channel
| Time Ch ) a Mkrl

Center Freq
244100800 GHz

Start Freq
244100880 GHz

Stop Freq
244100880 GHz

CF Step
1.000000800 MHz
Auto fan

Freq Offset
B.eaaREEAA Hz

."‘\'l'|'|)."Ir‘T‘||‘f|I{i1"plu,1||l‘|".\l\|'1,i'iL'l‘lI||;'f\i.ﬁiruhuh'u"nﬁfl"\l‘

#WBH 1 MHz

e Operation Status. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
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Test Plots (1/4DQPSK)
Dwell Time (High-CH)

% Agilent R T |Freq/thanne|

a Mkrl

Center Freq

Atten 1B 2. 48000000 GHz

1

I B e e
.

Start Freq
2. 48000008 GHz

Stop Freq
2. 48000008 GHz

CF Step
1.00008088 MHz
Auta fan

Freq Offset
B.ApaREeAA Hz

a11ﬂ,|Ih‘h,ihv'!’l;u,l,fw.\’ﬁ.f'y#p Jlll'fhl.‘qful{, J

Signal Track
On 0

#\EH 1 MHz 5

File Operation $tatus. C:\HCT.GIF file saved

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.



IC T

L O L

Report No.: HCT-R-1410-F004 Model: SM-G130BT Page 43 of 72

8.6 SPURIOUS EMISSIONS
8.6.1 CONDUCTED SPURIOUS EMISSIONS
Test Requirements and limit, §15.247(d)

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF conducted or a radiated
measurement, provided the transmitter demonstrates compliance with the peak conducted power
limits. If the transmitter complies with the conducted power limits based on the use of RMS
averaging over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation
required under this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits
specified in § 15.209(a) is not required. In addition, radiated emissions which fall in the restricted
bands, as defined in § 15.205(a), must also comply with the radiated emission limits specified in §
15.209(a) (see § 15.205(c)).

Limit : 20 dBc
Test Configuration

Bluetooth Tester

Test Set 'oJe) OSpectrum Analyzer

EUT | Power Splitter

TEST PROCEDURE
Conducted RF measurements of the transmitter output were made to confirm that the EUT
antenna port conducted emissions meet the specified limit and to identify any spurious signals that

require further investigation or measurements on the radiated emissions site.

The transmitter output is connected to the spectrum analyzer.

The Spectrum Analyzer is set to ( DA 00-705)

1. Span = wide enough to capture the peak level of the in-band emission and all spurious
emissions(e.g.,harmonics) from the lowest frequency generated in the EUT up through
the 10™ harmonic.

2. RBW =100 kHz

3. VBW 2 300 kHz

4. Sweep = auto

5. Sweep point = 2*span/RBW

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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5. Detector function = peak

6. Trace = max hold

Measurements are made over the 30 MHz to 26 GHz range with the transmitter set to the lowest,
middle, and highest channels.

This test is performed with hopping off.

TEST RESULTS

No non-compliance noted.

Note : In order to simplify the report, attached plots were only the worst case channel and data rate.
FACTORS FOR FREQUENCY

Freq(MHz) Factor(dB)
30 10.01
100 10.02
200 10.10
300 10.09
400 10.13
500 10.21
600 10.13
700 10.31
800 10.18
900 10.30

1000 10.17
2000 8.53
2400* 6.81
2500* 6.85
3000 8.59
4000 10.02
5000 9.88
6000 5.70
7000 10.21
8000 6.13
9000 8.79
10000 12.46
11000 8.11
12000 9.52
13000 8.98
14000 8.13
15000 11.82
16000 6.92
17000 13.23
18000 10.25
19000 10.28
20000 9.10
21000 10.94
22000 11.54
23000 8.81
24000 11.71
25000 9.37
26000 9.34

Note : 1. * is fundamental frequency range.
2. Factor = Cable loss + Splitter loss
L

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)- 30 MHz - 1 GHz
Spurious Emission (High-CH)

it Spsecir i Amalyper - Sewpl 54

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 30.0 MHz ' Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 93.3 ms (20000 pis)

uss LiPoints changed., ol traces chearad sTATLS

Test Plots (GFSK)- 1 GHz — 3 GHz
Spurious Emission (High-CH)
.-?hl:i:llllrmhl'r:w Sl SA

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 1,000 GHz ' Stop 3.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)- 3 GHz - 5 GHz
Spurious Emission (High-CH)

it Spsecir i Amalyper - Sewpl 54

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 3.000 GHz ' Stop 5.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

Test Plots (GFSK)- 5 GHz - 7 GHz
Spurious Emission (High-CH)

it Spsecir i Amalyper - Sewpl 54

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 5,000 GHz ' Stop 7.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)- 7 GHz - 9 GHz
Spurious Emission (High-CH)

it Spsecir i Amalyper - Sewpl 54

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 7.000 GHz ' Stop 9.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

Test Plots (GFSK)- 9 GHz - 11 GHz
Spurious Emission (High-CH)

dggibent Spectrim Anatyoer - Seepl Sh

i Rl

FRvg Typa: Pwr(RMS)
MO Famn w170 Fres Run AwgHolkd: 11
W Gain:Low Attan: 24 48

Rl Ofeet 6.75 98
Rel 20.00 dBm

Start 0,000 GHz ' Stop 11,000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pts)

s b Points changed, all traces cheared STATUS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)- 11 GHz - 13 GHz
Spurious Emission (High-CH)

dggibent Spectrim Anatyoer - Seepl Sh

i Rl

FRvg Typa: Pwr(RMS)
MO Famn w170 Fres Run AwgHolkd: 11
W Gain:Low Attan: 24 48

Rl Ofeet 6.75 98
Rel 20.00 dBm

Start 11,000 GHz ' Stop 13.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pts)

s b Points changed, all traces cheared STATUS

Test Plots (GFSK)- 13 GHz — 15 GHz
Spurious Emission (High-CH)
.-?hl:i:llllrmhl'r:w Sl SA

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 13.000 GHz ' Stop 15.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)—- 15 GHz - 17 GHz
Spurious Emission (High-CH)

dggibent Spectrim Anatyoer - Seepl Sh

i Rl

FRvg Typa: Pwr(RMS)
FHI: Fast === 109 Frea Run Aorg|Hald: 171 T
W Gain:Low Attan: 24 48

Rl Ofeet 6.75 98
Rel 20.00 dBm

Start 15,000 GHz ' Stop 17.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pts)

s b Points changed, all traces cheared STATUS

Test Plots (GFSK)- 17 GHz - 19 GHz
Spurious Emission (High-CH)
.-?hl:i:llllrmhl'r:w Sl SA

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 17,000 GHz ' Stop 19.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)- 19 GHz - 21 GHz
Spurious Emission (High-CH)

it Spsecir i Amalyper - Sewpl 54

BAvg Type: Pwr{RMS)
PHO: Fasa =w= 11i: Fras Run Aog|Hold: 11
IF Gein;L v Amten: 24 48

Rel OMeel .75 dB
Ref 20,00 dBm

Start 10,000 GHz ' Stop 21.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pis)

uss LiPoints changed., ol traces chearad sTATLS

Test Plots (GFSK)- 21 GHz - 23 GHz
Spurious Emission (High-CH)

dggileent Spectrim Knalyoee - Seepl 54
AL
FRvg Typa: Pwr(RMS)
MO Famn w170 Fres Run AwgHolkd: 11
W Gain:Low Attan: 24 48

Rl Ofeet 6.75 98
Rel 20.00 dBm

Start 21,000 GHz ' Stop 23.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pts)

s b Points changed, all traces cheared STATUS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Test Plots (GFSK)- 23 GHz - 25 GHz
Spurious Emission (High-CH)

dggibeent Spettrim Anhrrer - Sl 54
| AL
BAwg Typa: Pwr(RMS)
M Fam e 1000 Fres Run AwgHokd: 11
W eain:L ow Attan: 24 48

Rl Ofeet 6.75 98
Rel 20.00 dBm

Start 23.000 GHz Stop 25,000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 192 ms (40001 pts)

s i Points changed, all traces cheared STATLS

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Model: SM-G130BT

8.6.2 RADIATED SPURIOUS EMISSIONS

LIMIT : §15.247(d), §15.205, §15.209

Page 52 of 72

1. 20dBc in any 100kHz bandwidth outside the operating frequency band. In case the emission fall
within the restricted band specified on 15.205(a), then the 15.209(a) limit in the table below has to

be followed.
Frequency (MHz) Field Strength (uV/m) Measurement Distance (m)
0.009 — 0.490 2400/F (kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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Test Configuration

Below 30 MHz
RX Antenna
EUT
_-f_-l | 1 T
80cm :*— o '-i 1m
]

Metal Full Soldered Ground Plane

Spectrum Analyzer

! Receiver elv.

30 MHz -1 GHz
RX Antenna
Ant.feed | T

point Y

_____ EUT : 1-4m
I |
T | — 3m >
80cm X !

Metal Full Soldered Ground Plane
Spectrum Analyzer

! Receiver

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Above 1 GHz
] Antenna
-~ Tower
........... > 3 {l_ Hom

.f’l'—

=1 -
EUT W anténna
\ 4m
il

M b Specmun
A ﬁ &
‘ W : analyzer

Turntable

0.8m L \
A LA

1]
WAL

- Pre-amp QD
1 ] 1 |

TEST PROCEDURE

1. The EUT is placed on a turntable, which is 0.8 m above ground plane.

2. The turntable shall be rotated for 360 degrees to determine the position of maximum emission
level.

3. EUT is set 3 m away from the receiving antenna, which is varied from 1m to 4m to find out
the highest emissions.

4. Maximum procedure was performed on the six highest emissions to ensure EUT compliance.

5. And also, each emission was to be maximized by changing the polarization of receiving
antenna both horizontal and vertical.

6. Repeat above procedures until the measurements for all frequencies are complete.

7. Spectrum Setting
a. Peak Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 MHz.
b. AV Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 kHz = 1/t Hz, where T = pulse width in seconds.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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TEST RESULTS
9 kHz — 30MHz
Operation Mode: Normal Mode

Frequency | Reading | Ant. factor | Cable loss | Ant. POL Total Limit Margin
dB dB /m dB (H/V) dB /m dB /m dB

No Critical peaks found

Notes:
1. Measuring frequencies from 9 kHz to the 30MHz.
2. The reading of emissions are attenuated more than 20 dB below the permissible
limits or the field strength is too small to be measured.
3. Distance extrapolation factor = 40 log (specific distance / test distance) (dB)
4. Limit line = specific Limits (dBuV) + Distance extrapolation factor
5. This test is performed with hopping off.
6. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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TEST RESULTS
Below 1 GHz
Operation Mode: Normal Mode

Frequency | Reading | Ant. factor | Cable loss | Ant. POL Total Limit Margin
dB dB /m dB (H/V) dB /m dB /m dB

No Critical peaks found

Notes:
1. Measuring frequencies from 30 MHz to the 1 GHz.
2. Radiated emissions measured in frequency range from 30 MHz to 1000 MHz were made
with an instrument using Quasi peak detector mode.
3. This test is performed with hopping off.
4. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Above 1 GHz
Operation Mode: CH Low(GFSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin W
Correction e
[MHz] DBuV [dB] [HV] [dB] |[dBuv/m]| [dBuV/m] [dB]
4804 54.88 -4.32 \Y, 0.00 50.56 73.98 23.42 PK
4804 45.94 -4.32 \Y, -24.73 16.88 53.98 37.10 AV
7206 55.21 5.18 \Y, 0.00 60.39 73.98 13.59 PK
7206 47.35 5.18 V -24.73 | 27.80 53.98 26.18 AV
4804 55.76 -4.32 H 0.00 51.44 73.98 22.54 PK
4804 45.91 -4.32 H -24.73 16.85 53.98 37.13 AV
7206 55.37 5.18 H 0.00 60.55 73.98 13.43 PK
7206 47.25 5.18 H -24.73 | 27.70 53.98 26.28 AV
Operation Mode: CH Low(8DPSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin Measurement
Correction e
[MHz] DBuV [dB] [HV] [dB] |[dBuv/m]| [dBuV/m] [dB]
4804 53.42 -4.32 \Y, 0.00 49.10 73.98 24.88 PK
4804 40.12 -4.32 \Y, -24.73 11.06 53.98 42.92 AV
7206 51.79 5.18 \Y, 0.00 56.97 73.98 17.01 PK
7206 37.34 5.18 V -24.73 17.79 53.98 36.19 AV
4804 53.25 -4.32 H 0.00 48.93 73.98 25.05 PK
4804 40.06 -4.32 H -24.73 11.00 53.98 42.98 AV
7206 51.88 5.18 H 0.00 57.06 73.98 16.92 PK
7206 37.28 5.18 H -24.73 17.73 53.98 36.25 AV
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Operation Mode: CH Low(11/4DQPSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin W
Correction e

[MHz] DBuV [dB] [HV] [dB] |[dBuv/m]| [dBuV/m] [dB]
4804 53.29 -4.32 \Y, 0.00 48.97 73.98 25.01 PK
4804 40.24 -4.32 \Y, -24.73 11.18 53.98 42.80 AV
7206 50.94 5.18 \Y, 0.00 56.12 73.98 17.86 PK
7206 37.55 5.18 \Y, -24.73 18.00 53.98 35.98 AV
4804 53.57 -4.32 H 0.00 49.25 73.98 2473 PK
4804 40.11 -4.32 H -24.73 11.05 53.98 42.93 AV
7206 51.13 5.18 H 0.00 56.31 73.98 17.67 PK
7206 38.12 5.18 H -24.73 18.57 53.98 35.41 AV

A-F: ANTENNA FACTOR

C-L: CABLE LOSS
AMP GAIN: AMPLIFIER GAIN

Notes:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental frequency.

2. Measurements above show only up to 6 maximum emissions noted, or would be lesser if

no specific emissions from the EUT are recorded (ie: margin > 20 dB from the applicable

limit) and considered that's already beyond the background noise floor.

3. Radiated emissions measured in frequency above 1000 MHz were made with an

instrument using Peak detector mode and average detector mode of the emission shown

in Actual FS column.

4. Total = Reading Value + Antenna Factor + Cable Loss - Amp Gain

5. Spectrum setting:

a. Peak Setting 1 GHz — 26 GHz, RBW =1 MHz, VBW = 1 MHz.
b. AV Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 kHz = 1/1 Hz, where T = pulse width in seconds.
We performed using a reduced video BW method was done with the analyzer in linear mode.

6. We have done Normal Mode and EDR Mode test.
7. This test is performed with hopping off.

8. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.

F-01P-02-014 (Rev.00)
FCC ID: A3LSMG130BT

HCT CO.,LTD.
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Operation Mode: CH Mid(GFSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin W
Correction e
[MHz] DBuV [dB] [HV] [dB] | [dBuV/m]| [dBuV/m] | [dB]
4882 54.09 -3.95 \Y 0.00 50.14 73.98 23.84 PK
4882 46.15 -3.95 \Y -24.79 17.42 53.98 36.56 AV
7323 55.67 5.46 \Y, 0.00 61.13 73.98 12.86 PK
7323 48.32 5.46 V -24.79 28.99 53.98 24.99 AV
4882 54.24 -3.95 H 0.00 50.29 73.98 23.69 PK
4882 45.87 -3.95 H -24.79 17.14 53.98 36.84 AV
7323 55.24 5.46 H 0.00 60.70 73.98 13.29 PK
7323 48.13 5.46 H -24.79 28.80 53.98 25.18 AV
Operation Mode: CH Mid(8DPSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin S
Correction e
[MHz] DBuV [dB] [HV] [dB] |[dBuv/m]| [dBuV/m] [dB]
4882 52.72 -3.95 V 0.00 48.77 73.98 25.21 PK
4882 40.21 -3.95 V -24.79 11.48 53.98 42.50 AV
7323 52.19 5.46 \Y 0.00 57.65 73.98 16.34 PK
7323 38.08 5.46 \Y -24.79 18.75 53.98 35.23 AV
4882 52.59 -3.95 H 0.00 48.64 73.98 25.34 PK
4882 40.13 -3.95 H -24.79 11.40 53.98 42.58 AV
7323 52.04 5.46 H 0.00 57.50 73.98 16.49 PK
7323 37.82 5.46 H -24.79 18.49 53.98 35.49 AV
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Operation Mode: CH Mid(11/4DQPSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin W
Correction e

[MHz] DBuV [dB] [HV] [dB] | [dBuV/m]| [dBuV/m] [dB]
4882 52.45 -3.95 \Y 0.00 48.50 73.98 25.48 PK
4882 40.31 -3.95 \Y -24.79 11.58 53.98 42.40 AV
7323 51.62 5.46 \Y, 0.00 57.08 73.98 16.91 PK
7323 37.99 5.46 \Y, -24.79 18.66 53.98 35.32 AV
4882 52.68 -3.95 H 0.00 48.73 73.98 25.25 PK
4882 40.24 -3.95 H -24.79 11.51 53.98 42.47 AV
7323 51.94 5.46 H 0.00 57.40 73.98 16.59 PK
7323 38.09 5.46 H -24.79 18.76 53.98 35.22 AV

A-F: ANTENNA FACTOR

C-L: CABLE LOSS
AMP GAIN: AMPLIFIER GAIN

Notes:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental frequency.

2. Measurements above show only up to 6 maximum emissions noted, or would be lesser if

no specific emissions from the EUT are recorded (ie: margin > 20 dB from the applicable

limit) and considered that's already beyond the background noise floor.

3. Radiated emissions measured in frequency above 1000 MHz were made with an

instrument using Peak detector mode and average detector mode of the emission shown

in Actual FS column.

4. Total = Reading Value + Antenna Factor + Cable Loss - Amp Gain

5. Spectrum setting:

a. Peak Setting 1 GHz — 26 GHz, RBW =1 MHz, VBW = 1 MHz.
b. AV Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 kHz = 1/1 Hz, where T = pulse width in seconds.
We performed using a reduced video BW method was done with the analyzer in linear mode.

6. We have done Normal Mode and EDR Mode test.
7. This test is performed with hopping off.

8. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.
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Operation Mode: CH High(GFSK)

Model: SM-G130BT
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Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin
Measurement
Correction e
[MHZz] DBuV [dB] [HV] [dB] [dBuV/m] | [dBuV/m] [dB]
4960 55.06 -3.49 \% 0.00 51.57 73.98 22.41 PK
4960 47 .81 -3.49 \% -24.73 19.59 53.98 34.39 AV
7440 55.62 5.10 V 0.00 60.72 73.98 13.26 PK
7440 48.05 5.10 \% -24.73 28.42 53.98 25.56 AV
4960 55.12 -3.49 H 0.00 51.63 73.98 22.35 PK
4960 47.05 -3.49 H -24.73 18.83 53.98 35.15 AV
7440 55.16 5.10 H 0.00 60.26 73.98 13.72 PK
7440 47.92 5.10 H -24.73 28.29 53.98 25.69 AV
Operation Mode: CH High(8DPSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin
Measurement
Correction e
[MHZz] DBuV [dB] [HV] [dB] [dBuV/m] | [dBuV/m] [dB]
4960 53.18 -3.49 \% 0.00 49.69 73.98 24.29 PK
4960 41.56 -3.49 \% -24.73 13.34 53.98 40.64 AV
7440 52.19 5.10 V 0.00 57.29 73.98 16.69 PK
7440 38.59 5.10 \% -24.73 18.96 53.98 35.02 AV
4960 53.03 -3.49 H 0.00 49.54 73.98 24 .44 PK
4960 40.84 -3.49 H -24.73 12.62 53.98 41.36 AV
7440 52.08 5.10 H 0.00 57.18 73.98 16.80 PK
7440 38.34 5.10 H -24.73 18.71 53.98 35.27 AV
F-01P-02-014 (Rev.00)
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Operation Mode: CH High (/4DQPSK)
Frequency Reading A.F+CL-AMP GAIN | ANT. POL (Duty Cycle Total Limit Margin W
Correction e

[MHz] DBuV [dB] [HV] [dB] | [dBuV/m]| [dBuV/m] [dB]
4960 53.53 -3.49 \Y, 0.00 50.04 73.98 23.94 PK
4960 41.74 -3.49 \Y, -24.73 13.52 53.98 40.46 AV
7440 53.07 5.10 \Y, 0.00 58.17 73.98 15.81 PK
7440 38.52 5.10 V -24.73 18.89 53.98 35.09 AV
4960 53.18 -3.49 H 0.00 49.69 73.98 24 .29 PK
4960 40.58 -3.49 H -24.73 12.36 53.98 41.62 AV
7440 53.29 5.10 H 0.00 58.39 73.98 15.59 PK
7440 38.28 5.10 H -24.73 18.65 53.98 35.33 AV

A-F: ANTENNA FACTOR

C-L: CABLE LOSS
AMP GAIN: AMPLIFIER GAIN

Notes:

1. Measuring frequencies from 1 GHz to the 10th harmonic of highest fundamental frequency.

2. Measurements above show only up to 6 maximum emissions noted, or would be lesser if

no specific emissions from the EUT are recorded (ie: margin > 20 dB from the applicable

limit) and considered that's already beyond the background noise floor.

3. Radiated emissions measured in frequency above 1000 MHz were made with an

instrument using Peak detector mode and average detector mode of the emission shown

in Actual FS column.

4. Total = Reading Value + Antenna Factor + Cable Loss - Amp Gain

5. Spectrum setting:

a. Peak Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 MHz.
b. AV Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 kHz = 1/1 Hz, where T = pulse width in seconds.

We performed using a reduced video BW method was done with the analyzer in linear mode.
6. We have done Normal Mode and EDR Mode test.
7. This test is performed with hopping off.

8. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.
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8.6.3 RADIATED RESTRICTED BAND EDGES

Test Requirements and limit, §15.247(d), §15.205, §15.209
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In any 100 kHz bandwidth outside the frequency band in which the spread spectrum is operating, the radio

frequency power that is produced by the intentional radiator shall be at least 20 dB below that in the 100 kHz

bandwidth within the band that contains the highest level of the desired power, based on either an RF

conducted or a radiated measurement. Attenuation below the general limits specified in Section 15.209(a) is

not required. In addition, radiated emissions which fall in the restricted bands, as defined in Section

15.205(a), must also comply with the radiated emission limits specified in section 15.209(a) (See section

15.205(c).

Operation Mode Normal(GFSK)

Operating Frequency 2402 MHz, 2480 MHz

Channel No CHO,CH 78
Frequency Reading AF4CL | Ant.Pol. | b Gydle Correction Total Limit Margin | Measurement

[MHz] dBuv [dB] [HV] (dB] [dBuV/m] [dBuV/m] [dB] Type

2390.0 25.54 33.90 H 0 59.44 73.98 14.54 PK
2390.0 12.83 33.90 H -24.73 22.00 53.98 31.98 AV
2390.0 25.27 33.90 V 0 59.17 73.98 14.81 PK
2390.0 12.91 33.90 \% -24.73 22.08 53.98 31.90 AV
2483.5 34.12 33.99 H 0 68.11 73.98 5.87 PK
2483.5 31.31 33.99 H -24.73 40.57 53.98 13.41 AV
2483.5 32.35 33.99 \Y 0 66.34 73.98 7.64 PK
2483.5 29.21 33.99 \Y, -24.73 38.47 53.98 15.51 AV
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Operation Mode EDR(8DPSK)

Operating Frequency 2402 MHz , 2480 MHz

Channel No CHO,CH 78
Frequency Reading AFACL [ Ant.Pol. |54 cyeie Correction Total Limit Margin | Measurement

[MHz] dBuv [dB] [HV] (dB] [dBuV/m] [dBuV/m] [dB] Type

2390.0 2511 33.90 H 0 59.01 73.98 14.97 PK
2390.0 12.93 33.90 H -24.73 22.10 53.98 31.88 AV
2390.0 25.37 33.90 \% 0 59.27 73.98 14.71 PK
2390.0 12.95 33.90 V -24.73 2212 53.98 31.86 AV
2483.5 33.52 33.99 H 0 67.51 73.98 6.47 PK
2483.5 28.71 33.99 H -24.73 37.97 53.98 16.01 AV
2483.5 32.13 33.99 \Y, 0 66.12 73.98 7.86 PK
2483.5 26.76 33.99 \Y, -24.73 36.02 53.98 17.96 AV

Operation Mode EDR(1/4DQPSK)

Operating Frequency 2402 MHz , 2480 MHz

Channel No CHO,CH 78
Frequency Reading AF+CL | Ant.Pol. |54 Gycle Correction Total Limit Margin | Measurement

[MHz] dBuV [dB] [HV] (dB] [dBuV/m] [dBuV/m] [dB] Type
2390.0 24.67 33.90 H 0 58.57 73.98 15.41 PK
2390.0 12.90 33.90 H -24.73 22.07 53.98 31.91 AV
2390.0 24.94 33.90 V 0 58.84 73.98 15.14 PK
2390.0 12.87 33.90 \% -24.73 22.04 53.98 31.94 AV
2483.5 33.11 33.99 H 0 67.10 73.98 6.88 PK
2483.5 28.65 33.99 H -24.73 37.91 53.98 16.07 AV
2483.5 31.69 33.99 \% 0 65.68 73.98 8.30 PK
2483.5 26.81 33.99 V -24.73 36.07 53.98 17.91 AV
AF: ANTENNA FACTOR
C-L: CABLE LOSS
AMP GAIN: AMPLIFIER GAIN
FCC ID: A3LSMG130BT HCT CO.,LTD.
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Notes:
1. Frequency range of measurement = 2483.5 MHz ~ 2500 MHz

2. Total = Fundamental Reading Value + Antenna Factor + Cable Loss + Duty Cycle Correction Factor
3. Spectrum setting:
a. Peak Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 MHz.
b. AV Setting 1 GHz — 26 GHz, RBW = 1 MHz, VBW = 1 kHz = 1/1 Hz, where T = pulse width in seconds.
We performed using a reduced video BW method was done with the analyzer in linear mode.
4. FYI : Duty Cycle Correction Factor (79 channel hopping)
a. Time to cycle through all channels= A t= 1 [ms] x 79 channels = 229.100 ms, where T = pulse width
b. 100 ms/ At [ms] = H — Round up to next highest integer, H ‘ =1
c. Worst Case Dwell Time = 1[ms] x H * = 2.900 ms
d. Duty Cycle Correction = 20log (Worst Case Dwell Time/ 100ms) dB = -30.752 dB
5. Duty Cycle Correction Factor(AFH mode — minimum channel number case - 20 channels)
a. Time to cycle through all channels= A t= 1 [ms] x 20 channels = 58.00 ms, where T = pulse width
b. 100 ms/ At [ms] = H — Round up to next highest integer, H ‘ = 2
c. Worst Case Dwell Time =1 [ms] xH ‘= 5.800 ms
d. Duty Cycle Correction(AFH) = 20log (Worst Case Dwell Time/ 100ms) dB = -24.7314 dB
e. We applied DCCF in the test result which hopping channel number is 20.
6. We have done Normal Mode, EDR Mode.
7. This test is performed with hopping off.

8. We have done x, y, z planes in EUT and horizontal and vertical polarization in detecting antenna.
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8.7 POWERLINE CONDUCTED EMISSIONS

LIMIT
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For an intentional radiator which is designed to be connected to the public utility (AC) power line,

the radio frequency voltage that is conducted back onto the AC power line on any frequency or
frequencies within the band 150 kHz to 30 MHz shall not exceed 250 microvolt (The limit
decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 MHz). The
limits at specific frequency range is listed as follows:

Frequency Range (MHz)

Limits (dBuV)

Quasi-peak Average

0.15t0 0.50 66 to 56 56 to 46
0.50to 5 56 46
5to 30 60 50

Compliance with this provision shall be based on the measurement of the radio frequency

voltage between each power line (LINE and NEUTRAL) and ground at the power terminals.

Test Configuration

See test photographs attached in Appendix 1 for the actual connections between EUT and support

equipment.

TEST PROCEDURE

1. The EUT is placed on a wooden table 80 cm above the reference ground plane.

2. The EUT is connected via LISN to a test power supply.

3. The measurement results are obtained as described below:

4. Detectors — Quasi Peak and Average Detector.

5. This test is performed with hopping off and 1 Mbps (GFSK) data rate of No.78 channel.
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RESULT PLOTS

Model: SM-G130BT

Conducted Emissions (Line 1)
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EMI Auto Test(2) 172
HCT TEST Report
Common Information
EUT SM-G130BT
Manufactures: SAMSUNG
Test Site: SHIELD ROOM
Operating Conditions: BT
Operator Name: SKLEE
FCC CLASS B
]
==
@ I
=
E
|-
|
: § —+— . bt f {
160K 300 400500 2001M M 3M AMSME & 10M 20M  30M
Frequency in Hz
—_—CCCLASY E_GF FOCCLASS E._ Y Preves et 15 H
Frovigw Resat 7400 X Final Resaill 1-0PK ® Firusd Fasall J-CAW
Final Result 1
Frequency am] Bandwidth Flllr i J_uuglnL |
| {MHz) {dBpY) IiH# - _..__I_|_5i (B} I@“J
| 0.296000 | 36.1 008 “’” L1
0.308000 | 36.0 | 'i goo [onm | L1 zn w. |
0.332000 | M7 5,000 |-:m_ %] ”E_'_ 24| 584 |
| 0.336000 | 365 9.000 (O |L1 7] 833 |
0.340000 3.2 5000 (O | L1 (5l 58.2 |
0.34E000 354 | 8000 Off L1 87| 36| 83.0)
. 1.098000 | 35 | 8.000 Off L1 97| 55, n
| 1.B54000 | D 8000 | Off  [L1 98| 222| 560
| 1874000 | 38 9,000 [Off L1 LER ¥ 860
| 1982000 | 347 | 2.000 O L1 88| 13 560/
| 2.000000 | 34 f.000 O (L1 88 129 56.0
[ 344 9,000 O | L1 88| 216 56.0 |
! M5 | 8000 (O [L1 | 108 265 600
[ 324 0000 Off | L1 105 76| 800
6o | 318 8p00 OM L1 | 105 28.5| 600
22.7B0000 | 285 | 5000 |OM (L1 | 05| 305 600
10/M15/2014 54956
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EMI Auto Test(2)
Frequency | QuasiPeak | Bandwidih ‘ Filler | Line I Margin
N S o) | (d)
12.922000 | 0.8 jom L1 | 105 =
25 AB4D00 | 7T | _:__u_qp jon L1 1u_|_s | az :

Final Result 2

| Frequency | CAverage | Bandwidih

[ T TS P
0.152000 |
0.302000 | .E.Er.! | 5.'4’.1”'
0.308000 | 264 | 8.000 |
0344000 | 273 | 9,000
0348000 | 2.5 | 9.000
0.804000 | 225 | 8,000
1.098000 | 24.0 | 9,000
1.814000 | 234 9,000
1.854000 | 738 | 5.000
1.574000 233 8.900
1.552000 | 238 | 9.000 |
1.886000 | PR 5.000
21518000 | 25.1 | 8.000 |
[ Z1674000 | 223 5.000 |
[ 21862000 | 206 | 5.000
22.922000 | 178 | 8.000
23868000 | 172 9,000 |
25484000 | 152 9.000
10152014

nrr

off
Lo
jon
[on
lon

off

|off

|on
on
L
on
on
L
[on
on
on

| ‘3 ? : 2. ' :
u [ 87| 248
L 97| 213
(L | e7| 225
[t [ ey 24
i [ 87 | 220
[ [ o4 22.6 |
L [ e8| 3222]
[ 1 s8] =4
(L1 | e8| @23
Ly | s8] 221
[L 105, 249
LA | 1085| 278
flLa [ dos| 784
Tt | 18] 2321
Ly | s 328
[Li [ 106 368

Limit

| {dBpv)
60.0
B0.0 |

{liﬂ_fli"ﬂ_

:II 2
50. IJ
491
48,0 |
46.0
46.0
45.0 |
45.0 |
48.0 |
46.0 |
46.0
§0.0
50.0
§0.0
50.0
50.0
50.0

Limit |
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Conducted Emissions (Line 2)

EMI Auto Test(2) 1/2
HCT TEST Report
Common Information
EUT: SM-G130BT
Manufacturer; SAMSUNG
Test Site! SHIELD ROOM
Operating Conditions: BT
Dperator Mamaea: SK LEE
FCC CLASS B
=
g
L=
=
B
&
|
f—pi—+ 4 —t—t——— _
150k 300 400500  BOOIM 2M  3M AMSME 8 10M 20M  30M
Frequency in Hz
s FCCCLASSE OP FCOCLASS B AY = Proview Resull 17K
— Proview Fesl 7-AV0 X Fannl Rk 1 -0P% X Final Fesult 7-CAY
Final Result 1 B
Frequency _I:T-Eu'lm'| a:mluﬂh""" Filler | Line | _[ ‘
(Miz) @epv) | (kHz) Lﬂi iﬁll'-_l'}
0.156000 | 327 | 5.000 cm I :
| 0188000 | 340 o000 [OH N IE 3.1 ¢51
0.174000 323 s.000 Ol [N 97| 28| 643
0.266000 | 333 9.000 O N 97| ms| 612
0334000 | 330 9.000 [OfF | N 9.7 264 534
0.350000 | M5 | 5,000 (O [N 97| 244 590
285  s.000 Om [N 87| 75| s6.0
294 5000 OH N ¥ ] 266 860
2.002000 | 29.0 s.000 Of (N !-t.l 27.0| 560
| 3612000 | 7.0 9.000 [Of [N 98| 290 560
| 4474000 | e 9.000 (O |N_ 95| 204 560
4642000 248  s000[O0 [N 83| 3tz 560
2156 | 5000 [ OF [N 98| 384 600
1.7 .?.-".W.Uﬁ IN 89| 83| 600
216  sooojom [N | 103] 385|600
220 9000 ON (N | te.3| 380 600
101572014 0:58:33
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EMI Auto Test(2) 242
[ Frequency | l;luull'u ak | Bandwidih | Filter | Line | Corr. : Iuhrqln
___IMH) fuHz) | | (d8) | I BV
20.382000 | 14.2 | 8000 O [N 103 35.1 [
“21.4E0000 | zﬁ.;l_: 9000 [ON [N 104 341 r.n.u

FinalResult2 ...

| Frequency | CAwerage | Bandwidih | “Filter | Line’ I “Corr, | Margin | Limit |

[ {MHz) | (dBgV [Hﬁ} (48] | (dB) lﬂil'-ﬂ
0.166000 | 181 oo IN 85| 374
0.170000 | 8.0 9 B00 mr N[ 87| 3ia| 5s.u
0.174000 | 173 8000 0N (W | 87| 376 4B |
0264000 | 25.6 | agoo (on (N 87| 257 513
0.344000 | 205 8000 O [N 9.7 188 49.1
0.348000 | 286 | 8000 (G |N 97| 204 490
1.080000 | 21.0 | 8,000 [OW [N a7 260 | 480
1172000 | 220 | 8000 [ON [N 97| 40| 480
| 1384000 | 2T | so00 On (N 98| 743 460
1.980000 | 208 | 9000 | Off [N 98| 282 480
3612000 | 18.1 a000 O | N 88| 268 | 480
4.642000 178 spo0 O N 59| 282 | 460
£.302000 | 154 a.000 (O (N 88| 348 500
18,182000 | 13.0 | 8000 (O [N 03] 30| 500
19.262000 | 140 8.000 O [N 03] 0| 500
20.378000 | 5.1 8000 | ON | N 03] 48| 500
20382000 8.2 | s.000 O (N 03] 343 500
21480000 | 17.8] 9.000 O [N 104 322 50.0
10/152014 9:58:33
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9. LIST OF TEST EQUIPMENT
9.1 LIST OF TEST EQUIPMENT(Conducted Test)

Model: SM-G130BT
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Calibration | Calibration | Calibration
Manufacturer Model / Equipment Serial No.
Date Interval Due
Rohde & Schwarz ENV216/ LISN 01/29/2014 Annual 01/29/2015 100073
Agilent E4440A/ Spectrum Analyzer 04/09/2014 Annual 04/09/2015 US45303008
Agilent N9020A/ SIGNAL ANALYZER 05/23/2014 Annual 05/23/2015 MY51110063
Agilent N1911A/Power Meter 01/24/2014 Annual 01/24/2015 MY45100523
Agilent N1921A /POWER SENSOR 07/09/2014 Annual 07/09/2015 MY45241059
Hewlett Packard 11636B/Power Divider 10/22/2013 Annual 10/22/2014 11377
Agilent 87300B/Directional Coupler 12/18/2013 Annual 12/18/2014 3116A03621
Hewlett Packard 11667B / Power Splitter 01/27/2014 Annual 01/27/2015 10545
DIGITAL EP-3010 /DC POWER SUPPLY 10/29/2013 Annual 10/29/2014 3110117
0100021562870011

ITECH IT6720 / DC POWER SUPPLY 11/05/2013 Annual 11/05/2014 o
TESCOM TC-3000C / BLUETOOTH TESTER 04/11/2014 Annual 04/11/2015 3000C000276
Rohde & Schwarz CBT/BLUETOOTH TESTER 05/07/2014 Annual 05/07/2015 100422
Agilent 8493C / Attenuator(10 dB) 07/21/2014 Annual 07/21/2015 76649
WEINSCHEL 2-3 / Attenuator(3 dB) 10/28/2013 Annual 10/28/2014 BR0617

F-01P-02-014 (Rev.00)
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9.2 LIST OF TEST EQUIPMENT(Radiated Test)

Calibration Calibration Calibration
Manufacturer Model / Equipment Serial No.
Date Interval Due

Schwarzbeck VULB 9160/ TRILOG Antenna 12/17/2012 Biennial 12/17/2014 3150
Rohde & Schwarz ESCI/EMI TEST RECEIVER 01/24/2014 Annual 01/24/2015 100584
HD MA240/ Antenna Position Tower N/A N/A N/A 556
EMCO 1050/ Turn Table N/A N/A N/A 114
HD GmbH HD 100/ Controller N/A N/A N/A 13
HD GmbH KMS 560/ SlideBar N/A N/A N/A 12
Rohde & Schwarz SCU-18/ Signal Conditioning Unit 09/04/2014 Annual 09/04/2015 10094
CERNEX CBL18265035 / POWER AMP 07/23/2014 Annual 07/23/2015 22966
CERNEX CBL26405040 / POWER AMP 04/04/2014 Annual 04/04/2015 19660
Schwarzbeck BBHA 9120D/ Horn Antenna 07/05/2013 Biennial 07/05/2015 1151

BBHA9170 / Horn Antenna(15 GHz ~ 40
Schwarzbeck 10/30/2012 Biennial 10/30/2014 BBHA9170124

GHz)
Rohde & Schwarz FSP / Spectrum Analyzer 01/24/2014 Annual 01/24/2015 839117/011
Wainwright

WHF3.0/18G-10EF / High Pass Filter 02/03/2014 Annual 02/03/2015 F6
Instrument
Wainwright

WHNX6.0/26.5G-6SS / High Pass Filter 04/09/2014 Annual 04/09/2015 1
Instrument
Wainwright

WHNX?7.0/18G-8SS / High Pass Filter 04/04/2014 Annual 04/04/2015 29
Instrument
Wainwright WRCJ2400/2483 5-2370/2520-60/14SS

. - 06/17/2014 Annual 06/17/2015 1

| / Band Reject Filter
nstrument
TESCOM TC-3000C / BLUETOOTH TESTER 04/11/2014 Annual 04/11/2015 3000C000276
Rohde & Schwarz CBT /BLUETOOTH TESTER 05/07/2014 Annual 05/07/2015 100422
Rohde & Schwarz LOOP ANTENNA 09/03/2014 Biennial 09/03/2016 1513-175
CERNEX CBL06185030 / POWER AMP 07/21/2014 Annual 07/21/2015 22965
CERNEX CBLU1183540 / POWER AMP 07/21/2014 Annual 07/21/2015 22964
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