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1. GENERAL INFORMATION

Applicant:
Address:

FCC ID:

Model name(s):
EUT Type:
Date(s) of Tests:

Place of Tests:

2. EUT DESCRIPTION

SAMSUNG Electronics Co., Ltd.

129, Samsung-ro, Yeongtong-gu Suwon-si, Gyeonggi-do, 443-742 Rep. of Korea
A3LSMG313F
SM-G313F

Mobile Phone

May 03, 2014 ~ June 05, 2014

HCT Co., Ltd.
74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, Gyeonggi-do, Korea

(IC Recognition No. : 5944A-3)

FCC Model Name SM-G313F

EUT Type Mobile Phone

Power Supply DC38V

Battery Type Li-ion Battery(Standard)

Frequency of Operation

13.560013 MHz

Transmit Power

0.90 dBuV/m

Modulation Type

ASK

Antenna Specification

Manufacturer: AQ Corporation

Antenna type: FPCB Antenna
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3. TEST METHODOLOGY

The measurement procedure described in the American National Standard for Testing Unlicensed
Wireless Devices(ANSI C63.10-2009).

3.1 EUT CONFIGURATION

The EUT configuration for testing is installed on RF field strength measurement to meet the
Commissions requirement and operating in a manner that intends to maximize its emission
characteristics in a continuous normal application.

3.2 EUT EXERCISE

The EUT was operated in the engineering mode to fix the Tx frequency that was for the purpose of
the measurements. According to its specifications, the EUT must comply with the requirements of
the Section 15.207, 15.209 and 15.225 under the FCC Rules Part 15 Subpart C.

3.3 GENERAL TEST PROCEDURES

Conducted Emissions

The EUT is placed on the turntable, which is 0.8 m above ground plane. According to the
requirements in Section 6.2 of ANSI C63.10. (Version :2009) Conducted emissions from the EUT
measured in the frequency range between 0.15 MHz and 30MHz using CISPR Quasi-peak and
average detector modes.

Radiated Emissions

The EUT is placed on a turn table, which is 0.8 m above ground plane. The turntable shall rotate
360 degrees to determine the position of maximum emission level. EUT is set 3 m away from the
receiving antenna, which varied from 1 m to 4 m to find out the highest emission. And also, each
emission was to be maximized by changing the polarization of receiving antenna both horizontal
and vertical. In order to find out the max. emission, the relative positions of this hand-held
transmitter (EUT) was rotated through three orthogonal axes according to the requirements in
Section 6.3 of ANSI C63.10. (Version: 2009).

3.4 DESCRIPTION OF TEST MODES
The EUT has been tested under operating condition. Test program used to control the EUT for
staying in continuous transmitting and receiving mode is programmed.
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3.5 STANDARDS

The following tests were conducted on a sample of the equipment for the purpose of demonstrating

compliance With
FCC Part 15.Subpart C

Regulation

Measurement standard

Range

Title 47 of the CFR:2012, Part 15
Subpart (¢), Clause 15.225(a)

ANSI C63.10:2009

13.553MHz to 13.567MHz

Title 47 of the CFR:2012, Part 15
Subpart (c), Clause 15.225(d)

ANSI C63.10:2009

outside of the 13.110-14.010 MHz band

Title 47 of the CFR:2012, Part 15
Subpart (c), Clause 15.209

ANSI C63.10:2009

9kHz to 30MHz

Title 47 of the CFR:2012, Part 15
Subpart (c), Clause 15.209

ANSI C63.10:2009

30MHz to 1GHz

Title 47 of the CFR:2012, Part 15
Subpart (c), Clause 15.207

ANSI C63.10:2009

150kHz to 30MHz

Title 47 of the CFR:2012, Part 15
Subpart (c), Clause 15.225(e)

ANSI C63.10:2009

0.01% of nominal

Title 47 of the CFR:2012, Part 15
Subpart (c), Clause 15.215(c)

ANSI C63.10:2009
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4. INSTRUMENT CALIBRATION

The measuring equipment, which was utilized in performing the tests documented herein, has
been calibrated in accordance with the manufacturer's recommendations for utilizing calibration
equipments, which is traceable to recognized national standards.

5. FACILITIES AND ACCREDITATIONS

5.1 FACILITIES
The 10 m semi anechoic chamber used to collect the Conducted and Radiated data is located at
the 74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, Gyeonggi-do, Korea. Those
measurement facilities are constructed in conformance with the requirements of ANSI C63.4.
Detailed description of test facilities was submitted to the Commission and accepted dated
February 28, 2014 (Registration Number: 90661)

5.2 EQUIPMENT

Radiated emissions are measured with one or more of the following types of Linearly polarized
antennas: tuned loop, dipole, bi-conical, log periodic, bi-log, and/or ridged waveguide, horn.
Spectrum analyzers with pre-selectors and quasi-peak detectors are used to perform radiated
measurements.

Conducted emissions are measured with Line Impedance Stabilization Networks and EMI Test
Receivers. Calibrated wideband preamplifiers, coaxial cables, and coaxial attenuators are also
used for making measurements.

All receiving equipment conforms to CISPR Publication 16-1, “Radio Interference Measuring
Apparatus and Measurement Methods.”

6. ANTENNA REQUIREMENTS

According to FCC 47 CFR §15.203:
“An intentional radiator antenna shall be designed to ensure that no antenna other than that

furnished by the responsible party can be used with the device. The use of a permanently attached

antenna or of an antenna that uses a unique coupling to the intentional radiator shall be
considered sufficient to comply with the provisions of this section.”

* The antennas of this E.U.T are permanently attached.

*The E.U.T Complies with the requirement of §15.203
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7. TEST SUMMARY

The results in this report apply only to sample tested

Regulation Test Type Range Result

Radiated Electric Field
Title 47 of the CFR:2012, Part 15

Emissions 13.553MHz to 13.567MHz Pass
Subpart (¢), Clause 15.225(a)

Radiated Electric Field
Title 47 of the CFR:2012, Part 15 13.410MHz to 13.553MHz and

Emissions Pass
Subpart (c), Clause 15.225(b) 13.567MHz to 13.710MHz

Radiated Electric Field
Title 47 of the CFR:2012, Part 15 13.110 MHz to 13.410 MHz and

Emissions Pass
Subpart (c), Clause 15.225(c) 13.710 MHz to 14.010 MHz

Radiated Electric Field
Title 47 of the CFR:2012, Part 15

Emissions 9kHz to 30MHz Pass
Subpart (c), Clause 15.209 (d)

Radiated Electric Field
Title 47 of the CFR:2012, Part 15

Emissions 30MHz to 1GHz Pass
Subpart (c), Clause 15.209
Title 47 of the CFR:2012, Part 15 AC power conducted

150kHz to 30MHz Pass

Subpart (c), Clause 15.207 emissions
Title 47 of the CFR:2012, Part 15

Frequency Stability 0.01% of nominal Pass
Subpart (c), Clause 15.225(e)
Title 47 of the CFR:2012, Part 15

20 dB Bandwidth - Pass
Subpart (c), Clause 15.215(c)
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8. RADIATED EMISSION MEASUREMENT
Requirement(s): 15.209, 15.225

Except as provided elsewhere in this paragraph the emissions from an intentional radiator shall not exceed

the field strength levels specified in the following table:

Minimum Standard: FCC Part 15.225 / 15.209

Rule Part Frequency (MHz) Limit
0.009 ~ 0.490 2400/F(kHz)uV/m@300
0.490 ~1.705 24000/F(kHz)uV/im@30
1.705 ~ 30 30 uV/m@30
Part 15.209 30~ 88 100 ** uv/Im@3m
88 ~ 216 150 ** uvV/Im@3m
216 ~ 960 200 ** uV/m@3m
Above 960 500 uvV/im@3m

** Except as provided in 15.209(g), fundamental emissions from intentional radiators operating under this Section shall
not be located in the frequency bands 54-72 MHz, 76-88MHz, 174-216MHz or470-806MHz. However, operation

within these frequency bands is permitted under other sections of this Part, e.g. 15.231 and 15.241.

15.225 Operation within the band 13.110 — 14.010 MHz.
(a) The field strength of any emissions within the band 13.553-13.567 MHz shall not exceed 15,848 microvolts/meter (=

84 dBuV/m) at 30 meters.

(b) Within the bands 13.410-13.553 MHz and 13.567-13.710 MHz, the field strength of any emissions shall not exceed
334 microvolts/meter (=50.5dBuV/m) at 30 meters.

(c) Within the bands 13.110-13.410 MHz and 13.710-14.010 MHz the field strength of any emissions shall not exceed
106 microvolts/meter (=40.5 dBuV/m) at 30 meters.

(d) The field strength of any emissions appearing outside of the 13.110-14.010 MHz band shall not exceed the general
radiated emission limits in § 15.209.

(e) The frequency tolerance of the carrier signal shall be maintained within +/- 0.01% of the operating frequency over a
temperature variation of —20 degrees to +50 degrees C at normal supply voltage, and for a variation in the primary
supply voltage from 85% to 115% of the rated supply voltage at a temperature of 20 degrees C. For battery operated
equipment, the equipment tests shall be performed using a new battery.

(f) In the case of radio frequency powered tags designed to operate with a device authorized under this section, the tag
may be approved with the device or be considered as a separate device subject to its own authorization. Powered tags

approved with a device under a single application shall be labeled with the same identification number as the device.
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8.1. RADIATED EMISSION 9 kHz - 30 MHz

3 meters

Test Set-up
—
ry
I |
I‘H_ ,
Spectrum
analyzer

Test Procedure

L

EUT.

AC-DC AC mains

The EUT was placed on a non-conductive table located on a large open test site.
The loop antenna was placed at a location 3m from the EUT. Radiated emissions were measured with the
loop antenna both parallel and perpendicular to the plane of the EUT loop antenna and with X, y, z planes in

EUT.

The limit is converted from microvolts/meter to decibel microvolts/meter. Sample Calculation:

Corrected Amplitude = Raw Amplitude(dBuVv/m) + ACF(dB) + Cable Loss(dB) — Distance Correction Factor

The spectrum analyzer is set to:
Frequency Range = 9 kHz ~ 1GHz

RBW =9 kHz (9 kHz ~ 30MHz)
=120 kHz (30 MHz ~ 1 GH2)
Trace Mode = max hold

Detector Mode = peak / Quasi-peak
Sweep time = auto
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Test Results

13.553 MHz-13.567 MHz

Frequency Read Level | Ant.Factor+Cable | Distance Result Level Limit Margin
Loss Correction
(MHz) (dBuV)@3m (dB/m) (dB) (dBuV/m)@30m | (dBuV/m)@30m | (dB)
13.560013 21.32(H)* 19.58 -40 0.90 84 83.10
13.560013 18.62(V)* 19.58 -40 -1.80 84 85.80
13.410 MHz-13.553 MHz and 13.567 MHz-13.710 MHz
Frequency Read Level || Ant.Factor+Cable | Distance Result Level Limit Margin
Loss Correction
(MHz) (dBuV)@3m (dB/m) (dB) (dBuV/m)@30m || (dBuV/m)@30m | (dB)
13.4148 12.30 19.58 -40 -8.12 50.47 58.59
13.5670 12.00 19.58 -40 -8.42 50.47 58.89
13.110 MHz - 13.410 MHz and 13.710 MHz-14.010 MHz
Frequency Read Level || Ant.Factor+Cable | Distance Result Level Limit Margin
Loss Correction
(MHz) (dBuV)@3m (dB/m) (dB) (dBuV/m)@30m || (dBuV/m)@30m | (dB)
13.2384 11.73 19.58 -40 -8.69 40.51 49.20
13.8858 11.64 19.58 -40 -8.78 40.51 49.29
9 kHz -30 MHz
Frequency Read Level || Ant.Factor+Cable | Distance Result Level Limit Margin
Loss Correction
(MHz) (dBuV)@3m (dB/m) (dB) (dBuV/m)@30m || (dBuV/m)@30m | (dB)
10.3325 10.59 19.58 -40 -9.83 29.54 39.37
10.7897 10.33 18.58 -40 -11.09 29.54 40.63
27.1359 10.59 18.58 -40 -10.83 29.54 40.37
27.3817 10.77 18.58 -40 -10.65 29.54 40.19
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Note :

o o M 0w N

Distance Correction Below 30MHz = 40log(3m/30m) = - 40 dB

Measurement Distance : 3 m (Below 30 MHz)

Factor = Antenna Factor + Cable Loss

Result Level = Read Level + Factor + Distance Correction

Margin = Limit — Result Level

We have done X, y, z planes in EUT

Antenna rotated about its vertical/horizontal axis for maximum response at each
azimuth position around the EUT.

Worst case of operating mode is type A, analog mode and 106 kbps.
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8.2. RADIATED EMISSION 30 MHz - 1000 MHz

Test Set-up

N

J
i

r

Antenna mast

Ground plane

=

.-"-
s -
S
§
f o 3 mzebers

J ——

toniable, laptop compier

Test Procedures: Radiated emissions were measured according to ANSI C63.10.

The EUT was set to transmit at the highest output power.

The EUT was set 3 meter away from the measuring antenna.

spectrume analyzer

Frequency | Reading | Ant. factor | Cable loss | Ant. POL Total Limit Margin
dB dB /m dB (H/V) dB /m dB /m dB
36.74 20.34 12.01 0.97 H 33.32 40.0 6.68
43.55 18.45 12.79 1.08 H 32.32 40.0 7.68
51.22 22.47 13.25 1.17 Vv 36.89 40.0 3.11
79.24 23.94 9.16 1.46 H 34.56 40.0 5.44
142.55 23.28 12.01 1.89 H 37.18 43.5 6.32
154.32 21.37 13.26 212 Vv 36.75 43.5 6.75
Remark

1. Result Level = Read Level + (Antenna Factor+ Cable Loss)

2. Margin = Limit — Result Level
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9. EMISSION BANDWIDTH PLOT.
Requirement(s):

Test Set-up: The EUT was connected to a spectrum analyzer.

Test Procedure: The 20 dB bandwidth was measured by using a spectrum analyzer.

il Spectoum Asalyzer - Decupiod BW
L ¢ T 3 A 10 iR e S, L
Center Frea 13.560000 MHz Canter Frag: 12,560000 MHz Radis S Nene

=  Trig: Free Run AvgiHald=11

HIFGaincl o #arten: 10 dB Radio Device: BTS

Rel Difeet 10.2 48
Ref 10.20 dBm

VEW 91 kHz

Occuplied Bandwidth Total Power -30.2 dBm
629.98 kHz

Transmit Freq Error 8.548 kHz OBW Power 89.00 %

x dB Bandwidth 433.3 kHz x dB -20.00 dB

=it STATUS
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10. FREQUENCY TOLERANCE

Procedure: Part 15.225, ANSI 63.10

If required, the operating or transmitting frequency of an intentional radiator should be measured in

accordance with the following procedure to ensure that the device operates outside certain precluded

frequency bands and within the frequency range. No modulation needs to be supplied to the intentional

radiator during these tests, unless modulation is required to produce an output, e.g., single-sideband

suppressed carrier transmitters.

The frequency stability of the transmitter is measured by:

a) Temperature: The temperature is varied from -20°C to + 50°C using an environmental chamber.

b) For battery operated equipment, the equipment tests shall be performed using a new battery.

The frequency tolerance of the carrier signal shall be maintained within +/- 0.01% of the operating frequency.

Measurement Result:

VOLTAGE POWER | Temperature | Frequency || Frequency
Error
(%) (°C) (MHz) (Hz)
100% -20 13.560035 22
100% -10 13.560031 18
100% 0 13.560026 13
100% 10 13.560022 9
100% 38V 20 13.560013 0
100% 30 13.560010 -3
100% 40 13.560001 -12
100% 50 13.559998 -15
115% 4.37 20 13.560025 12
Batt. Endpoint 3.23 20 13.560029 16
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11. POWERLINE CONDUCTE EMISSIONS

LIMIT

For an intentional radiator which is designed to be connected to the public utility (AC) power line,
the radio frequency voltage that is conducted back onto the AC power line on any frequency or
frequencies within the band 150 kHz to 30 MHz shall not exceed 250 microvolt (The limit
decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.50 MHz). The

limits at specific frequency range is listed as follows:

Limits (dBpV)
Frequency Range (MHz)
Quasi-peak Average
0.15t0 0.50 66 to 56 56 to 46
0.50to 5 56 46
5to0 30 60 50

Compliance with this provision shall be based on the measurement of the radio frequency
voltage between each power line (LINE and NEUTRAL) and ground at the power terminals.

Test Configuration

See test photographs attached in Appendix 1 for the actual connections between EUT and support

equipment.

TEST PROCEDURE

1. The EUT is placed on a wooden table 80 cm above the reference ground plane.

ga b~ W N

. The EUT is connected via LISN to a test power supply.

. The measurement results are obtained as described below:
. Detectors — Quasi Peak and Average Detector.

. The EUT is the device with a detachable antenna operating below 30 MHz.

- For unterminated the Antenna, the AC line conducted tests are performed with the antenna

connected

- For terminated the Antenna, the AC line conducted tests are performed with a dummy load

connected to the EUT antenna output terminal.
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Test Plots
Unterminate the Antenna
Conducted Emissions (Line 1)

EMI Auto Test(2) 1/2
HCT TEST Report

Common Information

EUT: SM-G313F
Manufacturer: SAMSUNG
Test Site: SHIELD ROOM
Operating Conditions: NFC (UNTERMINATED)
Operator Name: KH-SEQ

FCC CLASS B

Level in dBuv

10— f 1 t —t—t—t—tt—t f—
150k 300 400500 2 BOO1M ZM  3M AM5SME 8 10M 20M  30M
Frequency in Hz

— i CLASS B OP — FCCCLASS . AV Frivvies Resll 15 s
——  Preview Resull 2AV0 X Fenal Fasul 1-0P% x Firaad Possudt 2 Ty

Final Result 1

|_Fr|qum1r | QuasiPeak | Bmﬂldﬂl Filter | Llru—[ Com. | Margin. unT|
| (dBpv) (dB) | (dB) | (dBuV) |
0.406500 | 44.0 | : 87| 17| 817
0663500 | w2 _l m t:m |_1 [ 87| 188 560
0.702500 395 | 5, L | 87| 164 560
0.720500 | FEX)| (L1 87| 128 66O
| 0729500 | EikH 00 [On (L1 | 97| 48| 560
0.801500 | 415 5000 |OF L1 | 87| 15| §64
2741000 | 450 | s000 [Of (L1 | 98 1.0 560
2.826500 | 4338 | spo0 (O L1 | ®8| 122 560
~ 2.353500 | .7 8000 [OF (L1 | 88| 113 56d
2.503000 | 5| 9000 (ON (L1 | 98| 108] 660
3.245000 | 442 w000 oM (L1 | 100 118 560
| 3482800 | "y so00om L1 | 108] 113] 860)
| sasson|  aer|  soeolom (L1 | 104 213|600
5.414000 | aTE | 5000 [OM (L1 | 10| 223 60D
13.482500 45.5 | ‘soooion L1 | 08| 136 600
13481600 | 270 | ‘sgoojon fL1 | 106] 3300 800
5/31/2014 3.52:18
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EMI Auto Test(2) 212
Freguency |nﬁ'iwht-mmiﬂiﬁ]mluurciﬁ |Hl|1|i'|| Limit
{MHz) (dBpV) | (kHz) {dB) | (4B} |
[ 13559000 | 271 | 9.000 jON  [L1 | 108 32.& 0.0 |
13.635500 | i so00 [on (L1 | 106 328| 60D
Final Result 2
ITuqmm Ll:lm-ql u-ndmm Filter | I.lml u-rgm Limbt |
(MHz) | Eﬂiﬂl . lﬂ.IH_J JEIL\‘J
0.402000 | 49 | 1
0.693500 | zu 'I' m off |.1 [ s '.r . 15 Al
0.702500 | 275 | 9.000 on G [ &1 188]
| ®.720800 | 35| 2000 Of (L1 | 97| 145|460
0729500 | 317 so00 O (L1 | 87| 143 I 46.0
0.801500 | 322 | s000 | On | L1 87| 138|468
2.322500 ET 5000 [ON L1 | 99 113|460
[ 2412500 | 3650 | soopjom (L1 | 98| 416 460
| 2745500 | 36.1 | g000 Of L1 | 88| 108 46D
[ 2813000 | 35.1 8000 Off (L1 | 88| 108 480
[ 2822000 | 350 | so00on (L1 | s8] 10 | 460 |
| 37sz500 | 345 | gp00 | ON (L1 | 00| 115 480
5.319500 | 288 | Bo00 |om (L1 | e 244 500
5414000 | 284 | soop om (L1 | 104 26| 508
12.478000 | 134 S000 OM (L1 | 106 366 500
| 13491500 224 | ago0 |off (L1 06] 276 500
| 13.550000 | 553 | 9000 O (L1 | 10.6| 5.3 500 |
13.640000 344 9.000 Of L1 105 156 | 500
5312014 35218
FCC PT.15.225
TEST REPORT FCC CERTIFICATION REPORT www.hct.co.kr
Test Report No. Date of Issue: EUT Type: FCC ID:
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Conducted Emissions (Line 2)

EMI Auto Test2) 1/2
HCT TEST Report
Common Information
EUT: SM-G313F
Manufacturer: SAMSUNG
Test Site: SHIELD ROOM
Operating Conditions: NFC (UNTERMINATED)
Operator Name: KH-SEO
FCC CLASS B
-
=1
i
=
£
=
§
A—t ————t——— - ———————+ . |
150k 300 400500  BOO 1M ZM  3IM AMS5ME B 10M 20M  20M
Frequency in Hz
FOC CLASS B GP — FOCCTLIAGSE AV Franvim Pl 1571
Praview Resull 243 ¥ Firal Fout 1-CF¥ X Final Fesult 3-58
Final Rasult 1 _
[’ | GuasiPeak | Bandwidih fiiiil'th- | Corr. Humgk:l |
Mz | (B | () (dB) )
0.159000 428 | 9.000 | | 87| 28|
0408500 | 413 | 3.000 | [ 83 I 164 | 1 _s'; _r_ |
0.4338500 | 439 | 0| [ 87| N3] &2
| 0451500 | 38.3 | 90 | | 87| 185 568
| 0787000 | = a0 | [ 164 560
[ narsen | 00 | | [ | 8Bl 186 560
| 109500 _ [N | e8| 7| 660
| 2.840000 | 4 N | s8l 28| 880
328500 | 427 | 8000 O (N | 100 133 86D
_ 3348500 _43.0 | 5000 O (N | 00| 130 660
3.425000 | 44| spo0 [Off N | 10| 115 580
“4.068500 | T 8000 ON (N | 10| 1137 560
| 5256500 | 307 sgog on [N | 104 213 £0.0 |
12392800 | 244 sg00 (ot | N 105 356 0.0
13.478000 | 433 9000 O N | 05| 62| 600
13.558000 | 223 ‘so000 oM (N | 108 38| 0.0
53172014 #4:04:43
FCC PT.15.225
TEST REPORT FCC CERTIFICATION REPORT www.hct.co.kr
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HCT

HETE R
EMI Auto Test(2) 212
" Frequency J OuasiPeak B-lnd'u'idﬂi | Filter ] Line [ Margin | Limit
(MHz) | [dBpV) ;un; (48) | (dBpy) |
13.640000 | 441 _a D00 O N | 105 158 600
13707500 | 325 9000 oM (N | 108| 215  60d|

Final Result 2

Frequency | r.:mmqu | Bandwidih | Filter | Line [ Corr. | Margin | Lﬁl—l
] (dBpv)

| iMHz} {dﬂlﬂﬂ_l_ kHz) ' —Edﬂl L 48}
0.36 1m 8.000 | ON |N | 236 | 48T
| 0408500 | :a r s.000 [on ([N | u '.r 180 417
| 0433500 | 259 | 9000 ON N | 87| 213 473
| na4To00 | vz ] [ fW | &7 187 458
| 504500 | 248 | 8000 OF (W | 87| 212 460
| 037800 | 263 | s.000 [ Off N 98| 197 460
| 1.m08500 | 306 | 2000 O N 88| 154 | 460
| 3348800 | 14| 9.000 O N 00| 126 | 480 |
3.429500 | 335 | 8000 [OH | N 100 125| 480
4.068500 | 334 s.000 (O (N 104 123 468
4361000 | 134 | s.000 (O [N 104 126 460
4563500 123 5000 (O [N 104 137 480
5360000 | 28.1 | s.000 [OFF [N 104 218  s00 |
| 13.387000 | 20.1 sopo|ON (N | 05| 298| 50
13.478000 12.1 | 9000 O (W | 10.5| ar8 500
13555000 | 298 | 9000 Of N | 105 202 500
13.644500 | 5D spo0 [om (N 1.6 378| 500
13.707600 | 153 ] 8.000 Off  |N 105 37| 500
53172014 4:04:43
FCC PT.15.225
TEST REPORT FCC CERTIFICATION REPORT www.hct.co.kr
Test Report No. Date of Issue: EUT Type: FCC ID:
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Terminate the Antenna

Conducted Emissions (Line 1)

EMI Auto Test2) 112
HCT TEST Report
Common Information
EUT: EM-G313F
Manufacturer; SAMSUNG
Test Site: SHIELD ROOM
Operating Conditions: NFC (TERMINATED)
Operator Name: KH-SED
FCCCLASS B
=
=N
ui]
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=
]
&
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A0 —— { —t— i {
150k 300 400500  BOO1M ZIM 3M AMSME B 10M 200 30M
Frequency in Hz
— COASS B OF FCCOLASS W A Pravvies Feiaill 15K
Prirveew Fisst 744G X Final Remift 1-0PK X Fanal Rl 3-CA
Final Result 1
lr%‘qu-ucx QuasiPeak | Bandwidth ianrl Lina | Corr. nﬂn l X
__ImH, tﬂl!'-".ll .._.lllH_?-I_ {d lﬁﬂﬂ_
| 0387500 | 433 oog n:.m | ;
0.406500 | TR A s o ] 13._ n sr r
0438000 | a1z 2,000 |0I’I IL]_ _: ;r 159  81.1|
0.716000 | ana | 8000 (O | L1 97| 156 560 |
1.728500 420 9000 O (L1 | 97 0| 880
| os1es00 | 380 | 8000 Of (L1 | &7 0| 564
| 2457500 52 | 8000 | OF (L1 | 88| 104 l 56.0
[ zmsmo000 | 433 | sopp o (L1 | 88| 127 8. 0
| 3092000 | 435 8000 OH (L1 10.0 128 560
3.398000 | 448 s.000 O (L1 00|  11.1] 560
4.289000 | 42z 9,000 |Off | L1 0.9 126 580
4.468000 | 439 | 8,000 ;nn [T 03] 121 B&D
5.355500 | 385 | 2.000 [ON L1 wa| 21| &0
5373500 | wae | B.000 (O | L1 4] =224 600
5396000 | 39.0 | s.000 [off L1 4] 210 808
5.432000 | 3.5 | spoo0 Off (L1 wil 21.5] 600
67272014 926:32
FCC PT.15.225
TEST REPORT FCC CERTIFICATION REPORT www.hct.co.kr
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HCT

EMI Auto Test(2) 272

n | Limit

“Frequency | QuasiPeak | Bandwidth | Filler | Line | Corr. | Marg
| R B R
. 9000 [On (L1 | 0.4 222 600
i.ﬂﬂw S " soeolom L1 | 14| 27| 600
Final Result 2 .
it s | e e | L | |
VR {dﬁlsllﬂlﬂl

138 | :.'i* | 473 |
33 L 1 a7l T
30.1 | 9000 O (L1 | 87 7.0
0.725500 04 sooo|om (L1 | 9.7 46.0
| o.747500 | 254 | sgoo (oW (L1 | 87| 46.0
| 2578600 | 353 | sg00 on L1 | 84] 46.0 |
| 3731600 | 352 | s000 |[of (L1 | 100 460
[ 3272000 | 35.2 | sooolon L1 | 104 480
| 3.39m000 355 | spoo |Off (L1 | 100 450
| aaT2000 | 385 | 2000 O (L1 | 101 460
| 4.zen000 | 343 soo0 (of (L1 | 10.7] 6.0
5.234000 | 0.5 8000 (O (L1 | 10.1] 50.0
5.355500 | 0.z 8000 oW (L1 | 104 50.0
5363000 FL 9000 oM (L1 | 101 0.0
5396000 | 0.2 | [Ltr | 10a] 50.0
5432000 | 288 | [tr | 104 50.0
5445500 | 2983 | L1 10.1] 50.0
6212014 89:26:32
$ggTP|Iiz1P562r§$ FCC CERTIFICATION REPORT www.hct.co.kr
Test Report No. Date of Issue: EUT Type: FCC ID:
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Conducted Emissions (Line 2)

EMI Auto Test(2) 112
HCT TEST Report
Common Information
EUT: SM-G313F
Manufacturer; SAMSUNG
Test Site: SHIELD ROOM
Operating Conditions: NFC (TERMINATED)
Operator Mame:; KH-SED
FCC CLASS B
>
=3
m
-
=
T
L
. P . fmef——+——— - i
150k 300 400500  BOOIM 2M  3IM AMEME & 10M 200 30M
Frequency in Hz
— FCCOLASS BLOP FOCOLASS B av Provers Resull 15K
Proview Beault 3 AVG 4 Final Fesi 1-0P% x Firasl Foeaiskt 2.08%
Final Result 1
Froquency | QuasiPeak m ’ Filter | Line |
___|MHz) (dBpv) | | ll!lﬂ _H_H_I_IBE!L
37.1 mm ol [N | ,
' T 8.000 Of (N | zu rr'.-
' 384 s.000 Off (N _ai_r-_ 187 611
[ 8000 O |N 97| 186 560
[ 8000 O |N 97| 200 660
L 5.000 | O [.'.“__ | o 23] 860
| 5000 OW [N | 88| 165 560
! 8000 OM (N | 100 164 560
[ 5.000 O [N 100 174 560
s000 O N 100 166 560
s.000 On (N 0.1, 154 56.0 |
¥ X 8,000 [ON (N 10.4]  165| 880
5.139500 | 368 8000 (on (N | 104 3] 600
5162000 | 285 | 8000 [Off (N | 10| 235 608
5.175500 | 382 B000 | Off (N | 104 248 800
5315000 387 soo0 Off (N | 104 243] 600
6/2/2014 9:33:12
FCC PT.15.225
TEST REPORT FCC CERTIFICATION REPORT www.hct.co.kr
Test Report No. Date of Issue: EUT Type: FCC ID:
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HETER, OB
EMI Auto Test(2) 212
| Frequency | QuasiPeak | Bandwidih [ FllnTTl;ﬁ_u Corr. | Margin | Limit |
(MHz) | (dByV) feHz} | £ | (dB) | ey |
5355500 338 | 9.000 | OH | N 04 264[ 800
5.387000 | 351 | sooejon [N | 4] 243] 600
Final Result 2
['Frlquln:y GA.'III'IHI Bandwidih | Fillter | Line |_HII'III'I
(MHz) _IHH!L ...... (lﬂll'iﬂ_
0158000 ,1 jon__|w L3
0402000 295 | a m:m lom [N BT 1#2 ﬂ.n
| o43m000 | 72| | N s.rr 195 471 !
| D.EB2000 | FEES N 97| 725|460
| __o7as000| 273 | [N 9.7 18T 460
DEERNOD | 263 | o N S8 67| 460
2.313800 | 32.5 | 8000 o (N 98] 136] 460
| 2574500 | 322 | sgoo [OW (N | 98| 138 460
[ 3411500 | 23] s000 oM (M| 100 137l 468
| 3aToson 3T | s000 (O (M | 100 43 460
| 4172000 | :ul 5000 O N 104 146 460
| 4577000 | EL sooo|on (N 100 146 480
| 8337500 | 269 | 8000 ON N 01| 234 S0
[ sa7isoo | 26.3 | 8,000 |ON [N Wi 27| 500
[ s3sT000 | 264 | 9.000 [on [N 10.4] 218 s00|
5.751500 | 241 s.000 [Oon [N 02| 283 500
_5.783000 | 245 so00 on N 102 254 800
5758500 22| soo0 jom [N 03| 58| 600
622014 9:33:12
FCC PT.15.225
TEST REPORT FCC CERTIFICATION REPORT www.hct.co.kr
Test Report No. Date of Issue: EUT Type: FCC ID:
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12. LIST OF TEST EQUIPMENT
12.1 LIST OF TEST EQUIPMENT(Conducted Test)

Calibration | Calibration | Calibration
Manufacturer Model / Equipment Serial No.
Date Interval Due
Rohde & Schwarz ENV216/ LISN 01/29/2014 Annual 01/29/2015 100073
Agilent E4440A/ Spectrum Analyzer 04/09/2014 Annual 04/25/2014 US45303008
Agilent N9020A/ SIGNAL ANALYZER 05/23/2013 Annual 05/23/2014 MY51110063
Agilent N1911A/Power Meter 01/24/2014 Annual 01/24/2015 MY45100523
Agilent N1921A /POWER SENSOR 07/11/2013 Annual 07/11/2014 MY45241059
Hewlett Packard 11636B/Power Divider 10/22/2013 Annual 10/22/2014 11377
Agilent 87300B/Directional Coupler 12/18/2013 Annual 12/18/2014 3116A03621
Hewlett Packard 11667B / Power Splitter 01/27/2014 Annual 01/27/2015 10545
DIGITAL EP-3010 /DC POWER SUPPLY 10/29/2013 Annual 10/29/2014 3110117
ITECH IT6720 / DC POWER SUPPLY 11/05/2013 Annual 11/05/2014 | 010002156287001199
TESCOM TC-3000C / BLUETOOTH TESTER 04/24/2014 Annual 04/24/2015 3000C000276
Rohde & Schwarz CBT/BLUETOOTH TESTER 05/07/2014 Annual 05/07/2015 100422
Agilent 8493C / Attenuator(10 dB) 07/24/2013 Annual 07/24/2014 76649
WEINSCHEL 2-3 / Attenuator(3 dB) 10/28/2013 Annual 10/28/2014 BR0617
NAENG YEOL CO.LTD NY-THR18750/ Temp & Humidity Chamber 10/30/2013 Annual 10/30/2014 NY-200912201A
Note: This equipment ( N9020A/ SIGNAL ANALYZER) is used after 05/23/2014 and actual calibration date is 05/23/2014
This equipment ( CBT / BLUETOOTH TESTER ) is used after 05/07/2014 and actual calibration date is 05/07/2014

FCC PT.15.225
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FCC CERTIFICATION REPORT
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Date of Issue:
June 05, 2014

EUT Type:
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A3LSMG313F

Page

of 26




HCT

TR

12.2 LIST OF TEST EQUIPMENT(Radiated Test)

Calibration Calibration Calibration
Manufacturer Model / Equipment Serial No.
Date Interval Due

Schwarzbeck VULB 9160/ TRILOG Antenna 12/17/2012 Biennial 12/17/2014 3150
Rohde & Schwarz ESCI/ EMI TEST RECEIVER 01/24/2014 Annual 01/24/2015 100584
HD MA240/ Antenna Position Tower N/A N/A N/A 556
EMCO 1050/ Turn Table N/A N/A N/A 114
HD GmbH HD 100/ Controller N/A N/A N/A 13
HD GmbH KMS 560/ SlideBar N/A N/A N/A 12
Rohde & Schwarz SCU-18/ Signal Conditioning Unit 09/10/2013 Annual 09/10/2014 10094
CERNEX CBL18265035 / POWER AMP 07/24/2013 Annual 07/24/2014 22966
CERNEX CBL26405040 / POWER AMP 04/04/2014 Annual 04/04/2015 19660
Schwarzbeck BBHA 9120D/ Horn Antenna 07/05/2013 Biennial 07/05/2015 1151
Schwarzbeck BBHA9170 / Horn Antenna(15 GHz ~ 40 GHz) 10/30/2012 Biennial 10/30/2014 BBHA9170124
Rohde & Schwarz FSP / Spectrum Analyzer 01/24/2014 Annual 01/24/2015 839117/011
Wainwright

WHF3.0/18G-10EF / High Pass Filter 02/03/2014 Annual 02/03/2015 F6
Instrument
Wainwright

WHNX6.0/26.5G-6SS / High Pass Filter 04/09/2014 Annual 04/09/2015 1
Instrument
Wainwright

WHNX7.0/18G-8SS / High Pass Filter 04/04/2014 Annual 04/04/2015 29
Instrument
Wainwright WRCJ2400/2483.5-2370/2520-60/14SS

Band Reiect Filte.r 06/24/2013 Annual 06/24/2014 1
Instrument !
TESCOM TC-3000C / BLUETOOTH TESTER 04/24/2014 Annual 04/24/2015 3000C000276
Rohde & Schwarz CBT/BLUETOOTH TESTER 05/07/2014 Annual 05/07/2015 100422
Rohde & Schwarz LOOP ANTENNA 08/14/2012 Biennial 08/14/2014 100179
CERNEX CBL06185030 / POWER AMP 07/24/2013 Annual 07/24/2014 22965
CERNEX CBLU1183540 / POWER AMP 07/24/2013 Annual 07/24/2014 22964
Note: This equipment (CBT / BLUETOOTH TESTER ) is used after 05/07/2014 and actual calibration date is 05/07/2014
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