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Table 1-2 
Simultaneous Transmission Scenarios 

 
 

1. 2.4 GHz WLAN, and 2.4 GHz Bluetooth share the same antenna path and cannot transmit 
simultaneously. 

2. All licensed modes share the same antenna path and cannot transmit simultaneously. 
3. Per the manufacturer, WIFI Direct is not expected to be used in conjunction with a held-to-ear or 

body-worn accessory voice call. Therefore, there are no simultaneous transmission scenarios 
involving WIFI direct beyond that listed in the above table. 

4.  This device supports VoLTE. 

1.5 SAR Test Exclusions Applied 
(A) WIFI/BT 

 
Per FCC KDB 447498 D01v05, the 1g SAR exclusion threshold for distances <50mm is defined by 
the following equation:   

  
Based on the maximum conducted power of Bluetooth (rounded to the nearest mW) and the antenna 
to user separation distance, body-worn Bluetooth SAR was not required; [(16/10)* ã2.480] = 2.5 < 
3.0.  Per KDB Publication 447498 D01v05, the maximum power of the channel was rounded to the 
nearest mW before calculation. 

 
(B) Licensed Transmitter(s) 

 
LTE SAR for the higher modulations and lower bandwidths were not tested since the maximum 
average output power of all required channels and configurations was not more than 0.5 dB higher 
than the highest bandwidth; and the reported LTE SAR for the highest bandwidth was less than 1.45 
W/kg for all configurations according to FCC KDB 941225 D05v02. 
 
CDMA 1X Advanced technology was not required for SAR since the maximum output powers for 1x 
Advanced was not more than 0.25 dB higher than the maximum measured powers for 1x and the 
measured SAR in any 1x mode exposure conditions was not greater than 1.2 W/kg.  

1.6 Power Reduction for SAR 
There is no power reduction used for any band/mode implemented in this device for SAR purposes. 

1.7 Guidance Applied 
¶ IEEE 1528-2003 
¶ FCC KDB Publication 941225 D01v03, D05v02r03, D06v01r01 (2G/3G/4G and Hotspot) 
¶ FCC KDB Publication 248227 D01v01r02 (SAR Considerations for 802.11 Devices) 

No. Capable Transmit Configuration Head Body-Worn
Accessory

Wireless
Router Notes

1 1x CDMA voice + 2.4 GHz WI-FI Yes Yes N/A  
2 1x CDMA voice + 2.4 GHz Bluetooth N/A Yes N/A  
3 LTE + 2.4 GHz WI-FI Yes Yes Yes
4 LTE + 2.4 GHz Bluetooth N/A Yes N/A
5 CDMA/EVDO data + 2.4 GHz WI-FI Yes* Yes* Yes *-Pre-installed VOIP applications are considered.
6 CDMA/EVDO data + 2.4 GHz Bluetooth N/A Yes* N/A *-Pre-installed VOIP applications are considered.
7 1x CDMA voice + CDMA/EVDO data N/A N/A N/A Not supported by HW
8 CDMA/EVDO data + LTE N/A N/A N/A Not supported by HW
9 1x CDMA voice + LTE N/A N/A N/A Not supported by HW
10 1x CDMA voice + LTE + 2.4 GHz WI-FI N/A N/A N/A Not supported by HW


















































































































































