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Accreditation No.: SCS 108

client  PCTest

Certificate No: D750V3-1054_Mar14

Object D750V3 - SN: 1054
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Callbration procedure(s) QA CAL-05.v9 R R S m\ﬁ”

Cal;bratlon procedure for dlpole valldatlon klts above 700 IVIHz

Calibration date:

March 17, 2014

This calibration certificate documents the traceability to national standards, which realize the physical units of measurernents (Sh).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature {22 x 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration})

Approved by:

Katja Pokovic . -

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibration

Power meter EPM-442A GB37480704 09-Cct-13 {No. 217-01827) Cct-14

Power sensor HP B481A Us37292783 09-QOct-13 {No. 217-01827) Oct-14

Power sensor HP 8481A MY41092317 09-Oct-13 (No. 217-01828) Oct-14

Reference 20 dB Attenuator SN: 5058 {20%) 04-Apr-13 (No. 217-01736) Apr-14

Type-N mismatch combination SN: 5047.3 /06327 04-Apr-13 (No. 217-01739) Apr-14

Referance Probe ES3DV3 SN: 3205 30-Dec-13 (No. ES3-3205_Dec13)} Dec-14

DAE4 SN: 601 25-Apr-13 (No. DAE4-601_Apr13) Apr-14

Secondary Standards 1D # Check Date (in housg) Scheduled Check

RF generator R&S SMT-06 100005 04-Aug-99 (in house check Oct-13} in house check: Oct-16

Network Analyzer HP 8753E US37390585 S4206 18-Oct-01 (in house check Oct-13) in house check: Oct-14
Name _ Function Signature

Calibrated by: Israe El-Naouq

. Laboratory Technician

" Technical Manager

O)me @V,‘Q cuugq

Issued: March 17, 2014

This calibration certificate shalf not be reproduced exceap! in full without written approval of the laboratory.
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstirasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accraditation Service (SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “lIEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Technigues”, June 2013

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHZ"

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, hormalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASY5 V52.8.7
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 15 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 750 MHz £ 1 MHz

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 41.9 0.89 mho/m

Measured Head TSL parameters (22.0+0.2)°C 40.6 6 % 0.92 mho/m £ 6 %

Head TSL temperature change during test <05°C e -
SAR result with Head TSL

SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured 250 mW input power 2.15 W/kg

SAR for nominal Head TSL parameters normalized to 1W 8.33 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured 250 mW input power 1.39 W/kg

SAR for nominal Head TSL parameters normalized to 1W 5.42 W/kg = 16.5 % (k=2)
Body TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Body TSL parameters 22.0°C 55.5 0.96 mho/m

Measured Body TSL parameters {22.0+0.2) °C 556.2+6 % 1.00 mho/m + 6 %

Body TSL temperature change during test <0.5°C - -
SAR resuit with Body TSL

SAR averaged over 1 cm® (1 g) of Body TSL Condition

SAR measured 250 mW input power 2.23W/kg

SAR for nominal Body TSL parameters normalized to 1W 8.64 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured 250 mW input power 1.46 W/kg

SAR for nominal Body TSL parameters normalized to 1W 5.69 W/kg =+ 16.5 % (k=2)
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Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed point 55.10+0.7Q

Return Loss -26.2dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 4850 -2.8i0
Return Loss -29.8 dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.035ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overali dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on November 08, 2011
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DASY5 Validation Report for Head TSL

Date: 17.03.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 750 MHz; Type: D750V 3; Serial: D750V3 - SN: 1054

Communication System: UID 0 - CW; Frequency: 750 MHz

Medium parameters used: f =750 MHz; ¢ = 0.92 S/m; ¢, = 40.6; p = 1000 kgf’m3
Phantom section: Flat Section

Measurement Standard: DASY3 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:
e Probe: ES3DV3 - SN3205; Convl(6.37, 6.37, 6.37); Calibrated: 30.12.2013;
e Sensor-Surface: 3mm (Mechanical Surface Detection)
e FElectronics: DAE4 Sn601; Calibrated: 25.04.2013
e Phantom: Flat Phantom 4.9L; Type: QDOO0P49AA; Serial: 1001
o DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid; dx=5mm, dy=5mm, dz=5mm

Reference Value = 53.851 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 3.25 W/kg

SAR(1 g) = 2.15 W/kg; SAR(10 g) = 1.39 W/kg

Maximum value of SAR (measured) = 2.51 W/kg

0dB =251 Wikg = 4.00 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 14.03.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 750 MHz; Type: D750V3; Serial: D750V3 - SN: 1054

Communication System: UID 0 - CW; Frequency: 750 MHz

Medium parameters used: f = 750 MHz; ¢ = 1 $/m; & = 55.2; p = 1000 kg!m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:
e Probe: ES3DV3 - SN3205; ConvF(6.13, 6.13, 6.13); Calibrated: 30.12.2013;
e Sensor-Surface: 3mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn601; Calibrated: 25.04.2013
e Phantom: Flat Phantom 4.91; Type: QDO00P49AA; Serial: 1001
e DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 52.788 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 3.27 W/kg

SAR(1 g) = 2.23 W/kg; SAR(10 g) = 1.46 W/kg

Maximum value of SAR (measured) = 2.5% W/kg

-6.34

-0.45

-10.,56

0dB =259 W/kg=4.13 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schwelzerlscher Kallbriordionst
c Service stiless d'étalonnage

Servizio svizzero dl taratura

Swiss Callbration Service

Accredited by lhe Swiss Accredilation Service (SAS}) Accraditation No.: SCS 108
The Swiss Accreditation Service Is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

ciont  PCTest oo ool :Cortitionte No; D835V2-4d119_Apr14
CALIBRATION CERTIFICATE

Object 'DB35V2 - SN: 4d119 -

Calibration procedurs(s) QA CAL—OS V9 . S RO R SR O&‘/
-Caﬂbration proceclure for dipole va|idatmn kits above 700 MHz B i /j}..} M

Calibration date: April 07,2014

This calibration cenlificate documents the iracsabiliy to national slandards, which realize the physical units of measurements (SI).
The miaasuraments and the uncertainlles with conlidence probabllily are given on the fallowing pages and are part of the certificale.

All callbrallens have been conducted in the closed laboratory taclity: envirenmenl temparature (22 + 3)°C and humidily < 70%.

Catibration Equipment used {M&TE crilical for calibration)

Primary Standards D i Cal Date (Cerlllicate No.) Scheduled Calibration

Power meter EPM-442A GB37480704 09-Cct-13 (No. 217-01827) Ocl-14

Power sensor HP. 8481A US37292783 09-0ct-13 (No. 217-01827) Qcl-14

Power sensor HP 8481A MY41092317 08-Oct-13 (No. 217-01828) Qct-14

Roference 20 dB Altenuator SN: 5058 (20k) 03-Apr-14 (No. 217-01618) Apr-15

Type-N mismalch combination SN: 5047.2 /06327 03-Apr-14 (No. 217-01921) Apr-16

Reference Probe ES3DV3 SN: 3205 30-Dec-13 (No. ES3-3205_Dec13) Dé c-14

DAE4 SN: 601 25-Ape-13 {No. DAE4-601_Apri3) Apri4

Secondary Standards 1D # Check Date (in housé) Scheduled Chisck

RF generator R&S SMT-06 100005 04-Aug-99 (in house chack Oct- 13) in hoyse cheek: Oct-16

Nelwork Analyzer HP B753E US37390585 54206  18-Oct-01 (in house check Oct-13) in house check: Oct-14
Name o Funclion ) signa__tq_r'g_ B

Calibrated by: LolfKiysner =\ .. " i ‘Laboralory Tachniclan- “

Approved by: Kalja Pokovio . _-.__'.'ZzTgchp_lcci_l 'Méha_g'ler

tssued: April 9, 2014

This callbration cerlificate shall not be feproduced except In full without wiitlan approval of tha laboratory.
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Accredited by the Swiss Accreditalion Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service Is one of the signatories to the EA
Multitateral Agreement for the recognition of cafilration certificates

Glossary:

TSL tissue simulating liquid

ConvFk sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Technigues”, June 2013

b) IEC 62209-1, “Procedure to measure the Specific Absorption Rate {SAR) for hand-held
devices used in close proximity to the ear (fraquency range of 300 MHz to 3 GHz)",
February 2005

¢) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are availabie from the Validation Report at the end
of the certificate. Al figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms otiented
parallel to the body axis.

o Feed Point Impedance and Return Loss: These parametets are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncerainty required.

o Elpctrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

o SAR measured: SAR measured at the stated antenna input powetr.

o SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to caiculate the
nominal SAR resulit.

The reported uncertainty of measutement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY systern configuralion, as far as not given on page 1.

DASY Version DASY5 V52.8,7

Extrapolation Advanced Extrapolalion

Phantem Modular Flat Phantom

Distance Dipole Center - TSL 15 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 835 MHz + 1 MHz
Head TSL parameters

The following parameters and calculations wera applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 1.5 0.90 mho/m

Measured Head TSL parameters {22.0£0.2) °C 416x6% 0.94 mho/m =6 %

Head TSL temperature change during test <0.,5°C
SAR result with Head TSL

SAR averaged over 1 ¢cm® (1 g) of Head TSL Condition

SAR measured 250 mW Input power 2.38 Wiy

SAR for nominal Head TSL paramsters normalized to 1W

9.22 Wkg +17.0 % (k=2)

SAR averaged over 10 em” (10 g) of Head TSL condition

SAR measurad 250 mW input power

1.53 Wikg

SAR for nominal Head TSL parameters normalized to TW

5.97 Wikg  16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 55.2 0.97 mho/m
Measured Body TSL parameters {22.0 £ 0.2} °C 53.6+6% 1.02 mho/m =6 %
Body TSL temperature change during test <05°C —een
SAR result with Body TSL.
SAR averaged over 1 ¢m® (1 g) of Body TSL Condition
SAR measured 250 mW input power 2.44 Wikg
SAR for nominal Bady TSL. parameters normalized ¢ 1W 9,34 Wikg . 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Body TSL condition
SAR measured 250 mW input power 1.59 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

6.15 Wikg  16.5 % (k=2)

Certiflcate No: D835V2-4d119_Apr14
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Appendix

Antenna Parameters with Head TSL

Impedance, transformed to fead point 51.20-1.6jQ
Return Loss - 34.0dB
Antenna Parameters with Body TSL
impedance, transformed 1o feed point 4630-45]Q
Return Loss -24.4 dB
General Antenna Parameters and Design
Electrical Delay {one direction} 1.386 ns _]

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipote Is made of standard semirigld coaxial cable. The center conductor of the feeding line is directly connacted 1o the
second arm of the dipole. The antenna is therefore short-circuited for DG-signals. On some of the dipoles, smalt end caps

are added to the dipole arms in order to improve matching when loaded according to the position as explained In the
"Measurement Conditions® paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

Mo excessive force must be applied to the dipole arms, because they might bend or the soldered conneclions near the

feedpoint may be damaged,

Additional EUT Data

Manufactured by

SPEAG

Manufactured on

June 29, 2010

Certificate No: D835V2-4d119_Apri4
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DASY5 Valldation Report for Head TSL

Date: 07,04.2014
Test Laboratory: SPEAG, Zurich, Switzetland
DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN: 4d119

Communication System: UID 0 - CW; Frequency: 835 MHz
Medium parameters used: f = 835 MHz; 6 = 0,94 S/my; & =41.6;p = 1000 kg/m®

Phantom section; Flat Section
Measurement Standard: DASYS5 (IBEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:
» Probe: ES3DV3 - SN3205; ConvF(6.22, 6.22, 6.22); Calibrated: 30.12.2013;
¢ Sensor-Surface: 3mm (Mechanical Swiface Detection)
o Blectronics: DAE4 Sn601; Calibrated: 25.04.2013
o Phantom: Flat Phantom 4.9L; Type: QDOO0P49AA; Serial: 1001
o DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mn/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5tm

Reference Value = 56,289 V/m; Power Drift = 0. 01 dB

Peak SAR (extrapolated) = 3.59 W/kg

SAR(1 g) = 2.38 W/kg; SAR(10 g) = 1.53 Wikg

Maximum value of SAR (measuied) = 2.80 W/kg

4.00
7.20

9.60

-12.00

0 dB =2.80 W/kg = 4.47 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 07.04,2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 835 MHz; Type: D835V2; Seriak: D835V2 - SN: 4d119

Communication System: UID 0 - CW; Frequency: 835 MHz
Medium parameters used: { = 835 MHz; ¢ = 1.02 $/m; & = 53.6; p = 1000 kglm

Phantom section: Flat Section
Measurement Standard: DASYS (IEEE/TEC/ANSI C63.19-2007)

DASY52 Configuration:
o Probe: BS3DV3 - SN3205; ConvF(6.09, 6.09, 6.09); Calibrated: 30.12.2013;
s Sensor-Suiface; 3mm (Mechanical Surface Detection)

Electronics; DAE4 $11601; Calibrated; 25.04.2013

¢ Phantom: Flat Phantom 4.9L; Type: QDO00P49AA; Sexial: 1001
» DASY52 52.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=250 mW, =15mnyYZoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 54.594 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 3.61 W/kg

SAR( g) = 2.44 Wikg; SAR(10 g) = 1.59 W/kg

Maximum value of SAR (ineasured) = 2.85 W/kg

’ "11n["]

0 dB = 2.85 W/kg = 4.55 dBW/kg
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Impedance Measurement Plot for Body TSL
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a . R LU P2
Calibration Laboratory of S, Schweizerischer Kalibrierdienst

. SN
Schmid & Partner iﬁ‘ \\://E/«E‘: Service suisse d'étalonnage
Engin eering AG NS Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland "41/ R Swiss Calibration Service
IR
Accredited by the Swiss Accreditation Service {SAS) Accreditation No.. SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |IEEE Std 1528-2013, “lEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) 1EC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHZ”

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

o Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
paralle! to the body axis.

o Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

o Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

o SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resulit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version

DASY5 V5287
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy, dz =5 mm

Frequency

1750 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 40.1 1.37 mho/m
Measured Head TSL parameters {22.0 £0.2) °C 39.1+6% 1.35 mho/m+6 %
Head TSL temperature change during test <0.5°C -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 250 mW input power 9.02 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

36.2 W/kg £ 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

4.79 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

19.2 W/kg = 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.4 1.49 mho/m
Measured Body TSL parameters (22.0+0.2)°C 52.0+6 % 1.48 mho/m +6 %
Body TSL temperature change during test <05°C ----
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 my input power §.37 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

37.4 Wikg = 17.0 % (k=2)

SAR averaged over 10 ¢cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

5.04 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

20.1 W/kg £ 16.5 % (k=2)

Certificate No; D1750V2-1051_Apri4
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Appendix

Antenna Parameters with Head TSL

impedance, transformed to feed point 50,70+ 0.4iQ

Return Loss -41.5dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 46.8 Q + 0.8 jQ

Return Loss -29.3dB

General Antenna Parameters and Design

Electrical Detay (one direction) 1.222 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore shorl-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on February 19, 2010
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CALIBRATION CERTIFICATE

Object D1900V2 - 8N: 5d141

Calibration procedura(s)

QA CAL-05.v0 .
Cahbratlon procedure for dzpole vat:daiion kits above 700 MHz

Catibration date:

April 09; 2014 IR ~/\k0 \\

This calibration cerificate decuimants the irageability to nationat standards, which realize the physical units of measurements (St).
The measurements and the uncerainties wilh contidénce probabllity are given on the following pages and are part of tha certificate.

All calibrations have been conducled in the closed laboratory facllity; environment temperature (22 + 3)°C and humidiy < 70%.

Calibration Equipment used (MATE crllical for calibration}

Primary Standards Io# Cal Dat¢ {Cerlificale No.) Scheduled Calibration

Power meler EPM-442A GB37480704 09-Cct-13 {No. 217-01827) Oct-14

Power sensor HP 8481A US37202703 09-Oct-13 (No. 217-03627) Qcl-14

Power sensor HP 84B1A MY41092317 09-Oct-13 (No. 217-01828) Oct-14

Reference 20 dB Altsnuator SN: 5058 (20%) 03-Apr-14 (No. 217-01918). Apr-15

Type-N mismatch combination SN: 5047.2 / 06327 03-Apr-i4 (No. 217-01921) Apr-15

Refgrance Probe ES3DV3 SN: 3205 30-Dec-13 {No. ES3-3205_Dec13) Dec-14

DAE4 SN: 801 25-Apr-13 (No, DAE4-801_Apr13) Apr-14

Secondary Standards D# Check Bate (in houge) Schaduled Chack

AF genaratoi R&S SMT.06 100005 04-Aug-99 {{n house chack Oct-13) In house check: Oct-16

Network Analyzer HP 8763E US37390585 4206  18-Oct-01 {in house check Ocl-13) In house check: Oct-14
N'al_‘ne Function

Calibrated by: Claudiokeubler - - 77 Laboratary Techniéian

Approved by: Katla _F’_quﬂt_) - ' : '[_'ec_:hnlca_i Mariager .

Issuad:; April 9, 2014

This calibration ceriificate shall not be reproduced except In full without wiitten approval of the laboratory.
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Zeughausstrasse 43, 8004 Zurich, Switzerland
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The Swiss Accreditation Service is one of the signatories to the EA
Muttilateral Agreament for the racegnlition of callbration certlficates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or hot measured

Calibration is Performed According to the Following Standards:

S Schwelzerischer Katibrierdienat

Service suisse d'étalonnage
Servizio svizzero di taratura

S swiss Calibration Service

Accreditation No.: SCS 108

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peal Spatial-
Averaged Specific Absorption Rate (SAR} in the Human Head from Wireless
Communications Devices: Measurement Technigues”, June 2013

by IEC 62209-1, "Procedure to measure the Specific Absorption Rate {(SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",

February 2005

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Repoit at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenha Parametors with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented

parallel to the body axis.

o Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point, The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.

No uncertainty required.

»  SAR measured: SAR measured at the stated antenna input power.
¢ SAR normalized; SAR as measured, normalized to an input power of 1 W at the antenna

connector.

« SAR for nominal TSL paramelers: The measured TSL parameters are used to calculate the

nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage

probability of approximately 95%.

Certificate No: D1900V2-5d141_Apri14
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Measurement Conditions
DASY system configuration, as far as not

iven on page 1.

DASY Version DASY5 V52.8.7

Extrapolation Advanced Extrapolation

Phantom Modutar Flat Phaniom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Freguency 1900 MHz =1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominat Head TSL parameters 22.0°C 40,0 1.40 mho/m

Measured Head TSL parameters {220 +0.2) °C 39.1x6% 1.36 mho/m £ 6 %

Head TSL temperature change during test <05°C
SAR result with Head TSL

SAR averaged over 1 em® (1 g) of Head TSL Conditfon

SAR measured 250 mW input power 9.91 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

40.1 Wika = 17.0 % {k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured

250 mW input power

517 Wiy

SAR for nominal Head TSL parameters

normatized fo 1W

20.8 Wikg = 16.5 % (k=2)

Body TSL parameters
‘The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 220°C 53.3 1.52 mho/m
Measured Body TSL parameters {22.0+0.2)°C 52,4 +6 % 1.52 mho/m = 6 %
Body TSL temperature change during test <05°C e
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 10.2 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

40.6 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured

250 mW input power

5.41 Wikg

SAR for nominal Body TSL paramelers

normalized to 1W

21,6 Wikg £ 16.5 % (k=2)

Cenlificate No: D1900V2-5d141_Apri4
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Appendix

Antenna Parameters with Head TSL

Impedance, fransformed to feed point 5280 +5.5§Q
Hetumn Loss -245dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 488 Q + 630
Return Loss - 23.7d8

General Antenna Parameters and Design

Electrical Delay {one direction) 1.199 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feadpoint can be measured.

The dipele is made of standard semirigid coaxial cable. The center conductor of the feeding ling Is diractly connoected to the
second asm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because thay might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data
Manufactured by SPEAG
Manufactured on March 11, 2011

Cenlificate No: D1800V2-5d141_Apri4 Page 4 of 8




DASYS5 Validation Report for Head TS1.

Date: 09.04.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN: 5d141

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium patameters used: £ = 1900 MHz; o = 136 S/m; &, = 39.1; p = 1000 kg/m*
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:
o Probe: ES3DV3 - SN3205; ConvF(5.06, 5.06, 5.06); Calibrated: 30.12.2013;
o  Sensor-Surface: 3umm (Mechanical Surface Detection)
o Electronics: DAE4 Sn601; Calibrated: 25.04.2013
o Phanfom: Flat Phantom 5.0 (front); Type: QDO00PS0AA; Serial: 1001
o DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cnbe 0:
Measurement grid: dx=5mm, dy=5mnm, dz=5mm

Reference Value = 99.080 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 18.2 Wikg

SAR(1 g) = 9.91 W/kg; SAR(10 g) = 5.17 W/kg

Maximum value of SAR (ineasured) = 12.5 W/kg

Certificale No: D1900V2-5d141_Apri4 Page 5 of 8




impedance Measurement Plot for Head TSL

9 Apr 2014 11:93:32
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DASY5 Validation Report for Body TSL

Date: 09.04.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN: 5d141

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: £ = 1900 MHz; 6 = 1.52 S/m; & = 52.4; p = 1000 kglm
Phantom section: Flat Section

Measuremeit Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:
o Probe: BS3DV3 - SN3205; ConvE{4.76, 4.76, 4.76); Calibrated: 30.12.2013;
o Sensor-Strface: 3mni (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 25.04.2013

o Phantom; Flat Phantom 5.0 (back); Type: QDOOOP50AA; Serial: 1002
o DASY52 52.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 95,820 V/m; Power Drift =-0,01 dB

Peak SAR (extrapolated) = 17.9 Wikg

SAR(1 g) = 10.2 W/kg; SAR(10 g) = 541 W/kg

Maximum value of SAR (measured) = 12.9 Wikg

0dB = 12,9 Wkg = 11.11 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service {SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Muitilateral Agreement for the recognition of calibration certificates

client  PCTest = " it Certificate No: D2450V2-797_Jan14

Object D2450V2 - SN: 797 -

Callbration procedure(s) QA CAL -05.v9 : L SRR
Callbratlon procedure for dlpole valldatlon klts above 700 MHz

Calibration date: January 21, 2014

u: v
Z\elle

This calibration certificate documents the traceabillity to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probability are given on the following pages and are parl of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature {22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibraticn

Power meter EPM-442A GB37480704 09-Qct-13 {No. 217-01827) Oct-14

Power sensor HP 8481A US37292783 09-Oct-13 {No. 217-01827) Oct-14

Power sensor HP 8481A MY41092317 09-Oct-13 {No. 217-01828) Oct-14

Reference 20 dB Attenuator SN: 5058 (20k) 04-Api-13 (No. 217-01736) Api-14

Type-N mismatch combination SN: 5047.3 / 06327 04-Apr-13 {(No. 217-01739) Apr-14

Reference Probe ES3DV3 SN: 3205 30-Dec-13 (No. ES3-3205_Dec13} Dec-14

DAE4 SN: 601 25-Apr-13 (No. DAE4-601_Apri3) Apr-14

Secondary Standards 1D # Check Date {in house} Scheduled Check

RF generator R&S SMT-06 100005 04-Aug-99 {in house check Oct-13) In house check: Oct-16

Network Analyzer HP 8753E US37390585 54206 18-Qct-01 (in house check Oct-13) In house check: Oct-14
Name Function Signature

Calibrated by: lsrao EFNRoug .~ -~ =" ° “Laboratory Technician .. - -

Approved by: Katja Pokovie . e ‘Technical M_anager: SR /é%% S

Issued: January 21, 2014

This calibration centificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerfand

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by tho Swiss Accreditation Service {SAS) Accreditation No.; SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices; Measurement Technigues”, June 2013

b) |IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

o Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
paralie! to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

o Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

o SAR measured: SAR measured at the stated antenna input power.

o SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not g

iven on page 1.

DASY Version

DASY5 V52.8.7
Extrapolation Advanced Exirapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy, dz =5 mm

Frequency

2450 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22,0°C 39.2 1.80 mho/m
Measured Head TSL parameters (22.0+£0.2) °C 38.7+6 % 1.86 mho/m = 6 %
Head TSL temperature change during test <0.56°C - -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 250 mW input power 13.2 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

51.8 W/kg + 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.13 W/kg

SAR for nominal Head TSL parameters

normalized to 1\W

24.3 W/kg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 52.7 1.95 mho/m
Measured Body TSL parameters {22.0+£0.2) °C 513+6% 2.04 mho/m £ 6 %
Body TSL temperature change during test <05°C e -
SAR resuit with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 12.7 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

49.4 Wikg + 17.0 % (k=2)

SAR averaged over 10 cm® {10 g) of Body TSL

condition

SAR measured

250 mW input power

5.86 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

23.1 W/kg = 16.5 % (k=2)

Certificate No: D2450V2-797_Jan14
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Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed point 53.560Q+32|Q
Return Loss - 26.7 dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 50.0Q+49|Q
Return Loss -26.2dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.151 ns

Atfter long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on January 24, 2006
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DASY5 Validation Report for Head TSL

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 797

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; o = 1.86 S/m; ¢, = 38.7; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:

Probe: ES3DV3 - SN3205; ConvF(4.53, 4.53, 4.53); Calibrated: 30.12.2013;
Sensor-Surface: 3mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated:; 25.04.2013

Phantom: Flat Phantom 5.0 (front); Type: QDOOOPS0AA; Serial: 1001
DASY52 52.8.7(1137); SEMCAD X 14.6.10(7164)

Date: 21.01.2014

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=Smm, dz=5mm
Reference Value = 99.151 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 27.5 W/kg

SAR(1 g) = 13.2 W/kg; SAR(10 g) = 6.13 W/kg
Maximum value of SAR (measured) = 16.9 W/kg

0dB =16.9 W/kg = 12.28 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 21.01.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 797

Communication System: UID O - CW; Frequency: 2450 MHz

Medium parameters used: [ = 2450 MHz; ¢ = 2.04 S/m; & = 51.3; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANST C63.19-2007)

DASY52 Configuration:
» Probe: ES3DV3 - SN3205; ConvF(4.35, 4.35, 4,35); Calibrated: 30.12.2013;

Sensor-Surface: 3mm (Mechanical Surface Detection)

Flectronics: DAE4 Sn601; Calibrated: 25.04.2013

Phantom: Flat Phantom 5.0 (back); Type: QDOOOPS0AA; Serial; 1002

DASY52 52.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.709 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 26.4 W/kg

SAR(1 g) = 12.7 W/kg; SAR(10 g) = 5.86 W/kg

Maximum value of SAR (measured) = 16.8 W/kg

9.60

1440

9.20

-24.00

0dB = 16.8 W/kg = 12.25 dBW/kg
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Impedance Measurement Plot for Body TSL
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Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

PC Test

CALIBRATION CERTIFICATE_

Client Ceriificate No: D1765V2-1008_May14

Object D1765V2 - SN: 1008

Calibration procedure(s) QA CAL-05.v9 - e B o IR A
Callbratlon procedure for dipole valldatlon klts above 700 MHz S C{fJ
Calibration date: May 07, 2014

This calibration certificate documents the traceabilily to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncerlainties with confidence probability are given on the following pages and are parl of the cerlificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Calibrated by: Jeton Kastrati

Approved by: Katja Pokovic .

Primary Standards ID # Cal Date {Certificate No.) Scheduled Calibration

Power meter EPM-442A GB37480704 09-Oct-13 {No. 217-01827} Oct-14

Power sensor HP 8481A 537292783 08-Oct-13 {No. 217-01827} Oct-14

Power sensor HP 8481A MY41092317 09-Oct-13 {No. 217-01828}) Oct-14

Reference 20 dB Attenuator SN: 5058 (20k) 03-Apr-14 (No. 217-01918) Apr-15

Type-N mismateh combination SN: 5047.2 /06327 03-Apr-14 (No. 217-01921) Apr-15

Reference Probe ES3DV3 SN: 3205 30-Dec-13 (No, ES3-3205_Dec13} Dec-14

DAE4 SN: e 30-Apr-14 {(No. DAE4-601_Apr14) Apr-15

Secondary Standards 1D # Check Date (in house} Scheduled Check

RF generator R&S SMT-06 100005 04-Aug-99 (in house check Oct-13) In house check: Oct-16

Network Analyzer HP 8753E US37390585 54206 18-Oct-01 (in house check Oct-13} In house check: Oct-14
Name _Funclion

Signature

:"Ifechnicel Manager o

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Issued: May 12, 2014
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Enginee ring AG s Servizio svizzero di taratura
Zeughaussirasse 43, 8004 Zurich, Switzeriand é/,, ///—\q\\\\\\} S Swiss Calibration Service
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Accradited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

o Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e [Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

o SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 85%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASYS5 V52.8.8
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy,dz =5 mm
Frequency 1750 MHz =1 MHz

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 40.1 1.37 mho/m
Measured Head TSL parameters (22.0+0.2)°C 39.0+6% 1.36 mho/m = 6 %
Head TSL temperature change during test <0.5°C -—-- -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 250 mW input power 9.23 W/kg
SAR for nominal Head TSL parameters normalized to 1W 36.9 Wikg £ 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Head TSL condition
SAR measured 250 mW input power 4.87 Wikg
SAR for nominal Head TSL parameters normalized to 1W 19.5 Wikg = 16.5 % (k=2)
Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Neminal Body TSL parameters 22.0°C 53.4 1.49 mho/m
Measured Body TSL parameters (22.0x0.2)°C 522+6% 1.48 mho/m = 6 %
Body TSL temperature change during test <05°C - -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g} of Body TSL Conditiocn
SAR measured 250 mW input power 9.41 W/kg
SAR for nominal Body TSL parameters normalized to 1W 37.6 Wikg + 17.0 % (k=2})
SAR averaged over 10 cm® (10 g) of Body TSL condition
SAR measured 250 mW input power 5.02 W/kg
SAR for nominal Body TSL parameters normalized to 1W 20.1 W/kg = 16.5 % (k=2)
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Appendix

Antenna Parameters with Head TSL

impedance, transformed to feed point 47.7Q-6.1jQ
Return Loss -23.6dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 43.7Q-64iQ

Return Loss -20.4dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.211 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on QOctober 06, 2005
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DASYS5 Validation Report for Head TSL

Date: 07.05.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1765 MHz; Type: D1765V2; Serial: D1765V2 - SN: 1008

Communication System: UID 0 - CW; Frequency: 1750 MHz

Medium parameters used: £ = 1750 MHz,; o = 1.36 S/m; &, = 39; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:
e Probe: ES3DV3 - SN3205; ConvF(5.23, 5.23, 5.23); Calibrated: 30.12.2013;

Sensor-Surface: 3mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 30.04.2014

Phantom: Flat Phantom 5.0 (front); Type: QDO00OPS0AA; Serial: 1001

DASYS52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 96.06 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 16.7 W/kg

SAR(1 g) = 9.23 W/kg; SAR(10 g) = 4.87 W/kg

Maximum value of SAR (measured) = 11.7 W/kg

.00
2.00

6.00

~20.00

0dB=11.7W/kg = 10.68 dBW/kg
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impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 07.05.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1765 MHz; Type: D1765V2; Serial: D1765V2 - SN: 1008

Communication System: UID 0 - CW; Frequency: 1750 MHz

Medium parameters used: f = 1750 MHz; ¢ = 1.48 S/m; g = 52.2; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:
e Probe: ES3DV3 - SN3205; ConvF(4.89, 4.89, 4.89); Calibrated: 30.12.2013;
o Sensor-Surface: 3mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn601; Calibrated: 30.04.2014
» Phantom: Flat Phantom 5.0 (back); Type: QDO0O0PS0AA; Serial: 1002
o DASYS5252.8.8(1222); SEMCAD X 14.6.10(7331)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 93.01 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 16.3 W/kg

SAR(1 g) = 9.41 W/kg; SAR(10 g) = 5.02 W/kg

Maximum value of SAR (measured) = 11.8 W/kg
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Impedance Measurement Plot for Body TSL

7 May 2814 B9:21:55
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Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Muitilateral Agreement for the recognition of calibration certificates

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Object

Calibration procedure(s)

Calibration date:

Calibration Equipment used (M&TE critical for calibration}

This calibration cerlificate documents the traceability to national standards, which reatize the physical units of measurements (S1}.
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facikity: environment temperature (22 + 3)°C and humidity < 70%.

Primary Standards D Cal Datg (Certificate No.) Scheduled Calibration
Power meter E4419B GB41293874 03-Apr-14 {No. 217-01911) Apr-15

Power sensor E4412A MY41498087 03-Apr-14 (No. 217-01911) Apr-15

Reference 3 dB Attenuator SN: 85054 (3c) (3-Apr-14 (Ne. 217-01915) Apr-15

Reference 20 dB Attenuator SN: 85277 (20x) 03-Apr-14 (Neo. 217-01919) Apr-15

Reference 30 dB Aftenuator SN: 55129 (30b) 03-Apr-14 (No. 217-01920) Apr-15

Reference Probe ES3DV2 SN: 3013 30-Dec-13 {No. EB3-3013_Dec13) Dec-14

DAE4 SN: 660 13-Dec-13 (No. DAE4-660_Deci3d) Dec-14

Secondary Standards D Check Date (in house}) Scheduled Check

RF generator HP 8648C US3642U01700 4-Aug-99 {in house check Apr-13) In house check: Apr-16
Network Analyzer HP 8753E US37390585 18-0Oct-01 {in house check Oct-13) In house check: Oct-14

Calibrated by:

Approved by:

Name

Function

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Signature

Issued: May 15, 2014
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Calibration Laboratory of

. S Schweizerischer Kalibrierdienst
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Zeughausstrasse 43, 8004 Zurich, Switzerland Swiss Calibration Service
Accredited by the Swiss Accreditation Service {SAS} Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatorles to the EA
Multilateral Agreement for the recognition of calibration certificates
Glossary:
TSL tissue simulating liquid
NORMx,y,z sensitivity in free space
ConvF sensitivity in TSL / NORMx,y,z
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
AB CD modulation dependent linearization parameters
Polarization ¢ ¢ rotation around probe axis
Polarization 3 8 rotation around an axis that is in the plane normal to probe axis (at measurement center),
i.e., 8 =0is normal to probe axis
Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Technigques”, June 2013

b} IEC 62209-1, “Procedure to measure the Specific Absorption Rate {(SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
«  NORMx,y,z: Assessed for E-field polarization 8 = 0 (f < 200 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMXx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the EZ-field
uncertainty inside TSL {see below ConvF).

s NORM(Ax,y,z = NORMx,y,z * frequency_response {see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

s DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with C\W
signal (no uncertainty required). DCP does not depend on frequency nor media.

* PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

s Axy.z Bx,yz; Cxyz; Dxy,z VRXy,z. A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

e ConvF and Boundary Effect Farameters: Assessed in flat phantom using E-field {or Temperature Transfer
Standard for f < BO0 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz, The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for Convi. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from * 50 MHz to £ 100
MHz.

e Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

s Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance requirad.

« Connector Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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ES3DV3 — SN:3263 May 15, 2014

SN:3263

Manufactured:  January 25, 2010
Calibrated: May 15, 2014

Calibrated for DASY/EASY Systems

{Note: non-compatible with DASY2 system!)
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ES30V3- SN:3263

May 15, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Basic Calibration Parameters

Sensor X SensorY Sensor Z Unc (k=2)
Norm (uV/(Vim)H)™ 1.21 1.24 113 +101%
DCP (mV)" 103.8 102.3 104.7
Modulation Calibration Parameters
D Communication System Name A B c D VR Unc™
dB dBvuv dB my (k=2)

0 cw X 0.0 0.0 1.0 000 | 1563 | #35%

Y 0.0 0.0 1.0 203.1

z 0.0 0.0 1.0 197.2
10010- SAR Validation {Square, 100ms, 10ms) X 2.33 59.4 10.8 10.00 46.4 1.4 %
CAA

Y 4.39 63.4 13.6 50.8

Z 1.35 55.5 7.8 39.6
10011- UMTS-FDD (WCDMA) X 3.49 68.2 19.1 2.91 1267 | 0.7 %
CAB

Y 3.28 66.9 18.5 120.7

Z 2.74 63.1 15.1 113.5
10012- |EEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.51 72.0 20.3 1.87 127.9 | 0.7 %
CAA Mbps)

Y 3.21 69.4 18.8 124.1

Z 1.93 60.6 12.6 113.3
10013~ |EEE 802.11g WiFi 2.4 GHz (DS5S- X | 11.30 70.8 23.3 9.48 1252 | £5%
CAA OFDM, 6 Mbps)

Y | 1242 72.7 24.4 129.4

Z | 1008 67.8 21.1 105.5
10021- GSM-FDD (TDMA, GMSK) X | 2445 99.1 27.6 9.39 1414 | #1.4%
DAB

Y | 29.93 99.5 29.0 124.5

z 4.53 73.0 18.1 111.6
10023- GPRS-FDD (TDMA, GMSK, TN 0) X | 2510 99.7 27.9 9.57 1342 | £1.9%
DAB

Y | 2485 96.1 28.0 120.2

Z 5.99 76.5 19.1 142.5
10024- GPRS-FDD {TDMA, GMSK, TN 0-1) X | 2434 93.0 23.0 6.56 117.1 +.4%
DAB

Y | 26.49 92.6 24,2 148.7

Y4 4.00 69.6 13.8 136.6
10027- GPRS-FDD {TDMA, GMSK, TN 0-1-2) X | 51.24 99.9 23.5 4.80 131.1 +#1.9%
DAB

Y | 56.83 99.5 24.3 101.8

Z 1.70 61.4 9.1 107.7
10028- GPRS-FDD {TDMA, GMSK, TN0-1-2-3) | X | 60.12 99.6 22.2 3.55 138.7 | +1.9%
DAB

Y | 64.73 99.9 23.4 105.5

z 1.13 58.4 6.0 116.0
10032- |EEE 802.15.1 Bluetooth (GFSK, DH5) x | 77.27 99.6 10.6 118 1495 | 125%
CAA

Y | 6044 99,7 21.0 109.4

z 0.34 55.9 29 131.4
10039- CDMA2000 {1xRTT, RC1) X 4.79 66.8 19.0 4.57 1245 | +0.9%
CAB

Y 4.85 66.4 18.8 125.6

Z 4.06 63.4 16.1 108.1
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ES3DV3— SN:3263 May 15, 2014
23\031’ CDMA2000 (1xRTT, RC3) X 3.93 66.1 18.5 3.97 1198 | 107 %
B

Y 3.90 65.5 18.2 120.1

Z 3.29 62.4 15.3 108.5
g: (3\098- UMTS-FDD {HSUPA, Subtest 2) X 4.68 66.9 187 3.98 131.2 *0.7 %

B

Y 4.64 66.6 18.6 130.5

Z 415 64.5 16.5 118.8
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.61 68.1 200 5.67 137.5 1.7 %
CAB MHz, QPSK)

Y 6.70 68.4 20.2 137.7

Z 5,90 65.6 17.9 124.0
10108- LTE-FDD (SC-FDMA, 100% RB, 10 X 6.44 67.5 19.8 5.80 135.1 +1.7 %
CAB MHz, QPSK)

Y 6.60 68.0 20.1 135.4

z 575 64.9 17.6 121.8
10110- LTE-FDD (SC-FDMA, 100% RB, 5 MHz, | X 6.14 67.1 19.7 575 131.6 1.2 %
CAB QPSK)

Y 6.28 67.4 19.9 132.7

z 5.62 65.5 18.2 118.4
10114- IEEE 802.11n (HT Greenfield, 13.5 X 10.18 68.8 21.2 8.10 124.3 1.9 %
CAA Mbps, BPSK)

Y 10.60 69.7 21.8 126.2

Z 9.38 67.0 19.8 108.4
10117- IEEE 802.11n (HT Mixed, 13.5 Mbps, X 10.23 68.9 21.3 8.07 125.0 +1.9%
CAA BPSK)

Y 10.56 69.6 21.7 127.1

Z 9.37 67.1 19.8 109.1
10151- LTE-TDD {SC-FDMA, 50% RB, 20 MHz, X 10.23 75.7 26.0 9.28 125.0 2.7 %
CAB QPSK)

Y 14.60 83.3 29.5 147.3

Z 8.05 69.7 22.3 106.3
10154- LTE-FDD (SC-FOMA, 50% RB, 10 MHz, | x 6.12 67.0 19.6 575 131.8 +1.4 %
CAB QPSK)

Y 6.28 67.4 19.9 132.4

zZ 5.49 64.7 17.4 117.9
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, | X 6.57 67.5 19.8 5.82 136.0 +1.4 %
CAB QPSK)

Y 6.71 67.9 20.1 137.1

Z 5.89 65.2 17.8 1224
10169- LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X 4.82 66.0 19.3 573 113.5 +1.4 %
CAB QPSK)

Y 5.12 66.3 19.4 116.6

Z 475 65.9 18.3 142.7
10172- LTE-TDD (SC-FDMA, 1 RB, 20 MHz, X 9.53 80.6 28.6 9.21 136.5 2.2 %
CAB QPSK)

Y 11.32 81.6 28.8 109.2

z 6.84 72.0 23.8 117.3
10175- LTE-FDD (SC-FDMA, 1 RB, 10 MHz, X 4.86 66.2 104 5.72 112.9 +1.2 %
CAB QPSK)

Y 5.10 66.2 19.4 115.9

z 4,55 64.9 17.8 137.7
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 4.81 66.0 19.2 5.72 111.6 +1.2 %
CAB QPSK)

Y 5,13 66.4 19.5 116.1

Z 4,70 65.7 18.3 137.1
10193- [EEE 802.11n (HT Greenfield, 6.5 Mbps, | X 9.80 68.3 21.0 8.09 117.2 22 %
CAA BPSK)

Y 10.23 69.1 216 121.5

z 9.85 68.9 20.8 148.4
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ES3DV3- SN:3263 May 15, 2014
10196~ {EEE 802.11n (HT Mixed, 6.5 Mbps, X 9.81 68.4 211 8.10 M7.7 2.2 %
CAA BPSK)

Y 10.23 69.2 21.6 121.7

Z 9.87 69.0 20.9 149.9
10219- IEEE 802.11n (HT Mixed, 7.2 Mbps, X 9.71 68.3 21.0 8.03 117.8 £2.2 %
CAA BPSK)

Y 10.12 69.1 21.6 121.0

Z 8.90 66.6 19.6 104.1
10222- IEEE 802.11n (T Mixed, 15 Mbps, X 10.14 68.7 21.2 8.06 122.3 1.9 %
CAA BPSK)

Y 10.52 69.5 21.7 125.4

Z 9.28 66.8 19.6 108.5
10225- UMTS-FDD (HSPA+) X 7.25 67.8 19.9 5.97 146.3 1.7 %
CAB

Y 7.32 67.5 19.8 149.3

Z 6.52 65.7 18.0 130.7
10237- LTE-TDD (SC-FDMA, 1 RB, 10 MHz, X 9.55 80.7 287 9,21 137.2 2.5 %
CAB QPSK)

Y i1.34 81.7 28.9 109.9

Z 6.98 72.5 24.0 119.5
10252- LTE-TDD (SC-FDMA, 50% RB, 10 MHz, X 9.26 741 253 9.24 1156 +3.3 %
CAB QPSK)

Y 13.72 82.5 28.3 137.9

Z 8.83 73.3 244 1441
10267- LTE-TDD (SC-FDMA, 100% RB, 10 X 10.06 75.2 258 9.30 122.9 2.7 %
CAB MHz, QPSK)

Y 14.69 83.4 29.6 147.6

z 8.02 69.6 223 1034
10274- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 6.08 87.2 19.0 4.87 140.2 31.2%
CAB Rel8.10)

Y 6.23 67.5 19.2 143.5

Z 5.52 65.4 17.4 125.1
10275- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 4.44 66.7 187 3.96 122.1 +0.7 %
CAB Rel8.4}

Y 4,39 66.3 18.5 124.4

Z 3.83 63.7 16.0 114.0
10291- CDMAZ2000, RC3, S0O55, Full Rate X 3.64 66.7 18.6 3.46 116.7 0.7 %
AAB

Y 3.60 66.0 18.2 118.0

Z 3.17 64.2 16.3 108.4
10292- CDMAZ2000, RC3, S0O32, Full Rate X 3.62 67.0 18.8 3.39 116.9 0.9 %
AAB

Y 3.54 66.1 18.2 119.1

Z 3.24 64.2 15.8 145.6
10297- LTE-FDD (SC-FDMA, 50% RB, 20 MHz, X 6.43 67.5 19.8 5.81 132.0 +1.4 %
AAA QPSK)

Y 6.60 68.0 20.1 134.9

i 5.81 65.4 18.0 115.0
10311- LTE-FDD {SC-FDMA, 100% RB, 15 X 7.04 68.1 20.2 6.06 137.5 1.4 %
AAA MHz, QPSK)

Y 7.19 68.6 205 140.3

z 6.26 65.7 18.2 119.6
10315- IEEE 802.11b WiFi 2.4 GHz {DSSS, 1 X 3.05 70.0 194 1.71 121.7 0.7 %
AAA Mbps, 96pc duty cycle)

Y 2.91 68.7 18.7 123.4

z 1.83 60.2 12.3 108.4
10316- IEEE 802.11g WiFi 2.4 GHz (ERP- X 10.05 68.7 21.4 8.36 117.3 +1.9%
AAA QFDM, 6 Mbps, 96pc duty cycle)

Y 10.57 69.7 22.0 122.8

z 9.11 66.5 19.7 103.1
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10403- CDMAZ000 (1xEV-DO, Rev. 0} X 4.81 68.3 18.8 3.76 125.8 0.7 %
AAB

Y 4.65 66.5 18.1 130.8

Z 3.98 64.7 16.0 114.7
10404- CDMAZ2000 (1xEV-DO, Rev. A) X 4.91 £9.1 19.2 377 123.3 0.7 %
AAB

Y 4,60 66.6 18.1 128.5

Z 3.73 64.0 15.4 112.0
10415- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 2.78 69.0 19.0 1.54 121.9 0.7 %
AAA Mbps, 99pc duty cycle}

Y 2.46 66.8 17.9 122,56

Z 1.83 60.9 13.0 112.4
10416- IEEE 802.11g WiFi 2.4 GHz (ERP- X 9.88 68.4 21.2 8.23 116.6 1.7 %
AAA QFDM, 8 Mbps, 99pc duty cycle)

Y 10.29 69.2 217 121.5

Z 9.25 67.3 20.2 103.4

The reported
multiplied by the coverage

probability of approximately 95%.

uncertainty of measurement is stated as the standard uncertainty of measurement
factor k=2, which for a normal distribution corresponds to a coverage

A The uncerlainties of NormX,Y,Z do not affect the EX-field uncerlainty inside TSL (see Pages 8 and 9}.

8 Numerical linearization parameter: uncertainty not required.

E Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the

field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MHz) © Permittivity " (sim)* ConvF X | ConvFY | ConvFZ | Alpha® (mm}) (k=2)
750 41.9 0.89 6.42 6.42 6.42 0.72 1.18 +12.0%
835 41.5 0.90 6.23 6.23 6.23 0.27 2.02 £12.0 %
1750 40.1 1.37 5.41 5.41 5.41 0.74 1.23 +12.0 %
1900 40.0 1.40 5.08 5.08 5.08 0.80 1.16 +12.0%
2450 39.2 1.80 4.47 4.47 4.47 0.80 1.22 £12.0%
2600 39.0 1.96 4.33 4.33 4.33 0.66 1.41 +12.0%

© Frequency validity of + 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to * 50 MHz. The uncertainty is the RSS

of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

¥ At frequencies below 3 GHz, the validity of tissue parameters (¢ and &) can be relaxed to & 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (g and o) is restricted to * 5%. The uncertainty is the RSS of

the ConvF uncertainty for indicated target tissue parameters.

& AlphafDepth are detenmined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than £ 1% for frequencles below 3 GHz and below % 2% for frequencies between 3-6 GHz at any distance larger than half the probe fip
diameter from the boundary.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MHz)® | Permittivity " (stmyF ConvFX | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
750 55.5 0.96 6.19 6.19 6.19 0.52 1.41 +12.0%
835 55.2 0.97 6.16 6.16 6.16 0.68 1.28 +12.0%
1750 53.4 1.49 4.98 4.98 4.98 0.38 1.91 £12.0%
1900 53.3 1.52 4.78 4.78 4,78 0.66 1.35 +12.0 %
2450 52.7 1.95 4.27 4.27 4.27 0.72 1.13 +12.0 %
2600 52.5 2.16 4.11 4.11 4.11 0.74 1.07 +12.0 %

¢ Frequency validity of + 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is restricted to £ 50 MHz. The uncertainty is the RSS

of the ConvF uncertainty at cafibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters {z and o) can be relaxed to + 10% if liquid compensation farmula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters {e and a} is restricted o £ 5%. The uncertainty is the RSS of

the ConvF uncertainty for indicated {arget tissue parameters.

S AjphaiDepth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and below % 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.

Cerlificate No: ES3-3263_May14

Page 9 of 14




ES3DV3- SN:3263

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)

May 15, 2014

Frequency response {normalized)
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Uncertainty of Frequency Response of E-field: * 6.3% (k=2)
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Receiving Pattern (¢), 3 = 0°

=600 MHz, TEM

f=1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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Dynamic Range f(SARcad)
(TEM cell , feyai= 1900 MHz)
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Uncertainty of Linearity Assessment: £ 0.6% (k=2)
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Conversion Factor Assessment

f= 835 MHz, WGLS R9 (H_convF) f = 1750 MHz,WGLS R22 (H_convF)
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Uncertainty of Spherical Isotropy Assessment: * 2.6% (k=2)
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3263

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (%) -111.2
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2mm
Probe Tip to Sensor Y Calibration Point 2mm
Probe Tip to Sensor Z Calibration Point 2 mm
Recommended Measurement Distance from Surface 3 mm
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CALIBRATION CERTIF

Accreditation No.: SCS 108

HES3:3333 Oetd.

Objoct ESSDV3-SN:3333

Calibralion procedura(s)

CcC

iz

Celibration date;

This calibration certificate documents the traceabilily lo nafional standards, which realize the physical units of measurements (SI).
The measuremenis and the uncerlainties with confidance probabliily are given on the follpwing pages and are part of tha cerlificate.

Alt calibrations have been conducted in the closed Yaboratory facilily: environment temparature (22 + 3)°C and humidily < 70%.

Calibration Equipment used {M&TE critical for calibration)

Primary Standards D Cal Date (Certilicate No.) Scheduled Calibration
Power mater E4419B GB41203874 03-Apr-14 (No.247-01911) Apr-15

Powbr sensor E4412A MY41498087 Oa—Apr;M (No. 217-019_11) Apr-15

Reference 3 d8 Alleriuator SN: 55054 (3c) 03-Apr-14 (No._217-ﬂ1_915_) Apr-15

Reference 20 dB Attenuator SN: 85277 (20%) 03-Apr-14 (No. 217—0191;9) | Ape-i5

Referance 30 dB Attenuator SN: 85129 (30b) 03-Apr-14 (No. 217-01920) | Apr-15

Reference Probe ES3DV2 SN: 3013 30-Dec-13 {No. ES3-3013_Dec13) Dec-14

DAE4 SN: 680 13-Dac-13 (No. DAE4-660_Daci3) Dec-14

Secondary Standards ID. Check Date (in houss) Scheduled Check

RF generalor HP 8648C US2642U01700 4:Aug-89 {in house check Apr-13) in house check: Apr-16_
Network Analyzer HP 8753E 18-Cct-01 (in house check (f)ct-"ld) In house check: Ocl-15

U337390585

Calibrated by:

Approved by:

| This calibration certificate shall not ha reproduced extept in full without writlen approval of the faboratery.

Signature

Issued: Octobar 24, 2014
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Glossary:

TSL tissue simulating liquid

NORMx,v,Z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode comprassion point

CF crest factor (1/duty_cycle) of the RF signal

A, B,GCD modulation dependent linearization parameters

Polarization ¢ « rotation around probe axis

Polarization 8 8 rotation around an axis that Is in the plane normal o probe axis {at measurement center},
l.e,, 8 =0 Is normal to proba axls

Connector Angle inforration used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) |EEE Sid 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wiraless Communications Devices: Measurement
Technigues”, June 2013 _ o

b) |IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proxirnity to the ear (freuency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters: _

s NORMx,y,z: Assessed for E-field pofarization 8 =0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx,v,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E*fisld
unceitainty instde TSL (ses below ConvF).

e NORM(Nx,y.z = NORMxy,z * frequency_response (see Frequency Response Chart), This linearization is
implemented in DASY4 software versions [ater than 4,2. The uncertainty of the frequency response is included
in the stated uncerainty of ConvF,

s DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no unceriainty required). DCP does not depend on frequency nor media.

e PAR:PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

o Axy.z; Bx,y.Z; Cxy,z; Dx,y,z; VRX,Y,Z: A, B, C, D are numerical Iineari_zaﬁon parameters assessed based on
the data of power sweep for specific modulation signal. The paramsters do not depend on fraquency nor
media. VIR Is the maximum calibration range expressed in RMS voltage across the dicde.

»  ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytica! field distributions basad on power
measurements for f > 800 MHz. The same selups are Used for assessment of the parameters applied for
boundary coinpensation {alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity In TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A fraquency dependent
ConvF Is used in DASY version 4.4 and higher which allows extending the validity from £ 50 MHz to £ 100
MHz.

o Spherical Isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna,

s Sensor Offset: The sensor offset corresponds to the offset of viriual measurement center from the probe tip
{on probe axis}. No tolerance required.

s Connector Angle: The angle Is assessed using the information gained by determining the NORMXx (no
unicertalnty required}.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3333

Basic Calibration Parameters

Sensor X, SensorY Sensor Z Unc (k=2)
Norm (pvi(Vimy*)* 1.08 090 0.88 +10.1 %
DCP {mVY" 102,7 107.7 106.3
Modulation Calibration Parameters _
uib Communication System Name A B c D JR Unct
dg dBVpY dB my {=2)
0 oW X 0.0 0.0 1.0 000 | 1807 | +25%
Y 0.0 0.0 1,0 183.3
Fd 0.0 0.0 1.0 | 197.9
2;(:\(20- SAR Validation {Square, 100ms, 10ms) | X | 3,47 61.7 122 | 1000 | 424 +19%
v | ais 63.7 12.4 38,0
_ Z | 184 59.2 10.5 39.9
1C (AO; - UMTS-FDD (WCDMA) X 3,92 65.9 i7.6 291 128.5 0.5 %
Y | 360 69.3 19.8 146.7
‘Z | 351 68.1 18.8 133.7
10012- | IEEE 802,11b WiFi 2.4 GHz (DESS, 1 x| 314 68,6 18.2 1.87 | 1326 | 07 %
GAA _| Mbps) _ . .
Y | 364 733 | 21.1 _ 1275
_ ‘ Z | 350 71.4 19.6 136.4
10013- [ IEEE 802.11g WiFl 2.4 GHz (DSSS- X | 1156 70.8 23.0 9.46 | 1358 | +35%
CAA OFDM, 6 Mbps) _ ‘
Y | 1093 702 | 230 122.3
. 2z | 1093 70.0 22.6 T 1328
11) ('})\0;1- GSM-FDD (TOMA, GMSK) X | 2480 06.9 27.6 9.39 147.6 1,9%
Y | 1944 94.3 26.1 148.8
_ Z | 958 82.7 219 | 138.2
'é%ﬂé& GPRS-FDD (TDMA, GMSK, TN 0) X | 2000 93.0 28.4 | 967 | 1447 | 27 %
' Y | 2486 | 990 | 279 1435
lz ]| 1174 | 864 23,4 134.4
1D(j_\082_4- GPRS-FDD (TDMA, GMSK, TN 0-1) X | 2378 91.2 231 6.56 147.8 25 %
Y | 3740 99.8 25,3 140.9
. _ . Z | 1601 | 881 21,8 128.0
3)%0827- GPRS-FDD (TDMA, GMSK, TN 0-1:2) X | 3624 94.6 29 6 480 | 1286 | 225%
y | 4787 99,9 237 1335
_ _ Zz | a4a7 99,7 23.6 14041
g}\oaz& 'GPRS-FDD (TDMA, GMSK; TN 0-1-2-3) | x | e5.86 99.7 2.7 355 | 1334 | 27%
' Y | 6592 | 1000 | 226 1420
7 | 5941 100.0 22.2 125.1 _
étﬁs_z- IEEE 802.15.1 Bluetooth (GFSK, DH5) X 85.87 100,0 20.1 1.16 138.3 2.2 %
Y | 1441 99.2 233 1 1305
- _ Z | 8582 99.8 19.3 | 1359
10100- | LTE-FDD (SC-FDMA, 100% RB, 20 X | 6.49 67.4 104 567 | 1448 | 7%
CAB MHz, QPSK)
Y | 64e 68.0 20.1 1399
z 6.54 67.9 19.7 147.3
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10103- LTE-TDD (SC-FDMA, 100% RB, 20 10.8% 747 24.9 9.29 122.0 3.0 %

X
CAB MHz, QPSK) o
¥y .| 1050 75.9 26.1 1316
Z 9.76 735 24.5 1388
10108- | LTE-FDD (SCFMA, 100% RB, 10 X | 643 67.2 104 6.B0 | 1433 | #£1.7%
CAB MHz, QPSK) o
y | sa7 67.7 20.0 1380
z 6.43 67.6 19.7 148.7
10147- | IEEE 802.11n (HT Mixed, 13.5 Mbps, X | 4049 | 686 20.9 807 | 1362 | 225%
CAA BPSK)
Y | 1045 68.9 21.4 128.3
|z ] 1042 68,7 21,0 137.9
i0161- | LTE-TDD (SC-FDMA, 60% RB, 20MHz, | X | 11.48 77.0 26.1 g.28 1 1475 | 33%
CAB QPSK)
Yy | 81 74.9 26.8 125.7
7 8,22 72.8 243 1332
10154- | LTE-FDD (SC-FDMA, 50% RB, 10MHz, | X | 6.10 66.5 10.1 575 | 1400 | 1.7%
CAB QPSK) _
Y 604 | 671 19.8 134.8
_ Z | s12 67.1 19.6 143.3
10160- | LTE-EDD (SC-FDMA, 50% RB, 15MHz, | X | 6.57 67.2 19.4 582 | 1463 | 21.7%
CAB QPSK)
Y | 647 67.6 20,0 139.6
Z 1 6.66 67,6 19.7 1485
10169- | L1E-FDD (SC-FDMA, 1 RB, 20 MHz, X | 516 66.7 19.4 573 | 1458 | +14%
CAB QPSK) _
Y 502 I 675 20,2 1375
. z | s07 67.2 18.7 | 147
10172- | L1E-TDD (SC-FDMA, 1 RB, 20 MHz, X | 1007 792 27.3 921 | 1365 | 0%
CAB . | GPSK) . . _ _ .
Y ] 870 81.5 29.3 1 1425
Z | 763 74.3 25.3 | 125.0
10175~ | LTE-FDD (3G-FDMA, 1 RB, 10 MHz, X | 543 66.6 193 672 1 1458 | 4%
CAB QPSK) _
Y 5.01 67.4 20.1 137.5
Z 1 504 67.1 19.7 1 1463
10181~ | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X | 514 66.8 10.3 572 | 1457 | +14%
CAB QPSK)
vy | 503 | 675 20.3 1374
: z 8.06 | . 67.2 19.7 1466 _
10196- |EEE 802.11n (HT Mixed, 6.5 Mbps, X | 9.88 68,3 20.8 8.10 | 1308 | #25%
| CAA BPSK) . _
v | 10413 696 | 218 | 148.0
z | eqt 668.4 20.9 1318
é 2('2825" UMTS-FDD (HSPA+) X 8.08 66.5 19.0 5,97 1329 | +.7%
Y| 7144 | 678 200 | T 149.7
_ Z 7.02 67.2 194 1 1343
10237- | LTE-TDD (SC-FDMA, 1 RB, 10 MHZ, X | 1013 79.4 274 | 821 | 1375 | £30%
CAB QPSK) . e
v | 973 81.6 25.3 143.3
. 1zt 750 ] 741 25.1 125.6
10262- | LTE-TDD (SC-FDMA, 50% RB, 10MHz, | X | 10.80 764 95.9 924 | 1400 | #3.3%
CAB QpPsK) _ _ - .
vy | 10419 77.2 274 147.2
_ _ Z 1 885 | 718 23.9 124.9
10267- | LTE-TDD (SC-FDMA, 100% RB, 10 X | 1159 77.3 26.3 9.30 | 1484 | #35%
CAB MHz, .QPSK)
Y | 087 75.1 26.9 ' 126.0
z | a2 72.7 24.2 1336
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10275- UMTS-FDD (HSUPA, Subtest 5, 3GPP 4.40 66.1 i8.1 3.96 1341 0.7 %

CAB. Rel8.4) x
Y 4.48 67.4 19.2 129.7
Z 4.54 67.2 18.7 137.4
;&291- CDMA2000, RC3, SO55, Fult Rale ¥ 3.69 65.7 17.7 3.46 1275 0.7 %
8
Y | 385 68.4 19.7 1434
Z | 378 67.6 18.8 129.7
10292- | CDMAZ000, RC3, S032, Full Rate X 3.56 65.9 17.8 3.30 | 1279 | *0.7%
AAB
Y 3.81 68.6 19.8 1442
zZ 3.71 67.5 18.8 130.7
10297- | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, | X 6.44 67.1 19.4 581 1430 | +1.7%
AAA QPSK) _
Y 6.37 87.6 20.0 137.9
_ z 6.43 67.5 19.7 - 146,5
10314- | LTE-FDD (SC-FDMA, 100% RE, 16 X 7.02 67.8 19.8 606 | 1487 | #18%
AAA MHz, QPSK)
¥ 5.96 68.2 204 143.6
z 6,72 67.1 10,5 126.9
10403- | CDOMA2000 (1xEV-DO, Rev. ) X | a7 67.0 1706 | 376 | 1402 | 20.7%
AAB _
Y 4,96 69.4 19.5 130.7
Z | 5.05 69.3 19.1 ' 1408
10404- CDMA2000 (1XEV-00, Rev, A) X 4.70 67.2 181 377 | 1381 | 07 %
AAB
Y | 485 89.5 19.6 129.6
Z 5.4 70.1 19,5 139.3
10415- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 2.47 66.1 171 164 | 4332 | 20.7%
AAA Mbps, 99pc duly cycle) .
Y 3.15 722 | 209 127.9
. . Z 3.32 72.0 20.1 137.2
10416- IEEE 802,11g WiFi 2.4 GHz (ERP- X 509 66.4 21.0 823 | 1316 | +25%
AAA OFDM, 6 Mbps, 99pc duty ¢ycle)
Y 9.84 68.6 214 ' 123.3
z .69 686 | 211 133.4

The reported uncertainty of measurement is stated s the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncerlainties of NormX,Y,Z do not affect the Eleld uncerlalnty insida TSL {see Pages 7 and 8).

' Numerical linearization parameter: uncerainty nol required. ]

E.Uncertainty is detemined using the max. deviation from lingar respanse applying rettangular distribution and is expressed for the square of the
field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3333

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth® Unct.

fFH2)® | Permittivity” {sim)© ConvEX | ConvFY | ConvFZ | Alpha®| (mm) (k=2)
750 41.9 0.89 6.55 6.55 6.55 0.34 174 | +120%
835 41.5 0.90 6.33 6.33 6.33 0.44 1.48 +£12.0 %
1750 40.1 1.37 5.26 5.26 526 0.73 1.21 +12.0%
1900 40.0 1.40 5.11 5.11 511 0.66 1.32 £12.0 %
2450 39.2 _1.80 4.53 4.53 4.53 0.62 140 | £120%
2600 39.0 1.96 4.40 4.40 4.40 0.68 138 | +120%

¢ Frequency validity above 300 MHz of £ 100 MHz only applles for DASY v4.4 and higher (see Page 2), else it is restricted to + 50 MHz. The
uncertainty is the RSS of the ConvF uncertainty at calibration frequency and the uncertainty for the indicaled frequency band. Frequency validity
below 300 MHz is £ 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respeclively, Above 6 GHz frequency
validily can be extended to + 110 MHz, '

¥ At frequencles below 3 GHz, the validity of lissue parametars {c and o) can be relaxed to +10% if liquid compensation formula is applied to
messured SAR values. At frequencles above 3 GHz, the validily of tissua parameters (c end o) Is restricled fo + 5%. The uncertalnty is the RSS of
the ConvF unceriainly for indicated ferget {issue paramelers.

S Alpha/Doplh are detesmined during callbeation. SPEAG warrants that the remaining devialion due to the boundary affect afler compensation is
always less than 2 1% for frequsncies below 3 GHz and below + 2% for {requencies between 3-6 GHz al any distance [argar than half the probs fip
diametér from the boundary. ’
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3333

Calibration Parameter Determined In Body Tissue Simulating Media

Relative Conductivity | Depth® Unct.

f(MHz)® | Permittivity" (Sim)* | ConvFX | ConvFY | ConvFZ | Alpha? | (mm) (=2}
750 55.5 0.96 6,14 6.14 6.14 035 | 176 | +120%
835 55.2 097 6.12 6.12 6.12 057 | 137 | %120%
1760 534 149 4.89 4.89 4.89 080 | 124 | x120%
1900 63.3 1.52 4,67 4.67 4.67 075 | 129 | £120%
2450 52.7 1.95 4.26 4.26 4,26 080 | 101 | +120%
2600 52.5 216 413 4.13 4.13 080 | 089 ! +120%

€ Frequency valldity above 300 MHz of £ 100 MHz only applies for DASY v4.4 and higher {sge Pago 2), else it Is restrictad to £ 50 MHz. The
uncertainty is the RSS of the ConvF uncertalrity &t calibration frequency arid the uncertainty for the indicated frequency band. Fragueéncy validily
below 300 MHz is 2 10, 25, 40, 50 and 70 MHz for ConvE essessments at 30, B4, 124, 150 and 220 MHz respectively. Above & GHz frequency
validily can be extended to + 110 MHz. )

F At frequencfes below 3 GHz, the validity of lissue paramelers (e and g} can be relaxed to + 10% If liquid compensation formuta is applied to )
meastred SAR values. Al fraquencies abiove 3 GHz, lhe validity of tissus paramelers (£ and o) Is restricled to + 5%. The uncarlainly s the RSS of
the ConvF unceralnty for indicated targat lissue paramaters. )

9 Alpha/Dapth ere delermingd during calibration. SPEAG warrants that the remalning deviation due 1o the boindayy effect alter compensation is
always less than 1 1% for fréquencies betow 3 GHz and below + 2% for frequencies between 3-6 GHz al any distance larger than half tha probe tip’
diameter from the boundary.
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Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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H > i == 0
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Uncertainty of Axlial Isotropy Assessment:  0.5% (k=2)
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Dynamic Range f(SAReaq)
(TEM cell , fovar= 1900 MHz)
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Uncertainty of Linearity Assessment: % 0.6% (k=2)
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Conversion Factor Assessment

f = 835 MHz, WGLS R9 (H_convF)
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ES3DV3- SN:3333

Other Probe Parameters

Qclober 24, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3333

Recommandad Measurement Distance from Surface

Sensor Arrangement Triangular
Connactor Angle () -34.9
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2mm
Probe Tip to Sensor Y Calibration Point 2mm
Probe Tip to Sensor Z Calibration Point 2mm
3mm
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Accredited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multitateral Agreement for the recognition of calibration certificates

Client

Accreditation No.: SCS 108

ficate No: E83-3258 Feb14

Calibration procedure(s)

Calibration date:

Calibration Equipment used (M&TE critical for calibration)

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the foltowing pages and are part of the certificate.

Alt calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humnidity < 70%.

Primary Standards D Cal Date (Certificate No.) Scheduled Calibration
Power meter E4419B (5B41293874 04-Apr-13 (No. 217-01733) Apr-14

Power sensor E4412A MY41488087 04-Apr-13 (No. 217-01733) Apr-14

Reference 3 dB Aftenualor SN: 55054 (3c) 04-Apr-13 (No. 217-01737) Apr-14

Reference 20 dB Aftenuator SN: 85277 (20x%) 04-Apr-13 (No. 217-01735) Apr-14

Reference 30 dB Altenuator SN: 55128 (30b) 04-Apr-13 (No. 217-01738) Apr-14

Reference Probe ES3DV2 SN: 3013 30-Dec-13 {No. ES3-3013_Deci3) Dec-14

DAE4 SN: 660 13-Dec-13 {No. DAE4-660_Dec13) Dec-14

Secondary Standards D Check Date (in house) Scheduled Check

RF generator HP 8648C US3642001700 4-Aug-99 (in house check Apr-13} In house check: Apr-16
Network Analyzer HP 8753E 1JS37390585 18-0ct-01 {in house check Oct-13) In house check: Oct-14

Calibrated by:

Approved by:

N

Function

This calibration certificate shali not be reproduced except in full without written approval of the faboratory.

Signature

|ssued: February 27, 2014
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Zeughausstrasse 43, 8004 Zurich, Switzeriand
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Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

ABCD modulation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 9 8 rotation around an axis that is in the plane normal to probe axis (at measurement center),
i.e., § = 0is normal to probe axis

Connector Angle information used in DASY system to afign probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “lEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

b) IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear {frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
e NORMz,y,z: Assessed for E-field polarization 8 = 0 {f < 800 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E*-field
uncertainty inside TSL (see below ConvF).

o NORM(Dx,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

s DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal {no uncertainty required). DCP does not depend on frequency nor media.

o PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

o Axy.z; Bx,y.z; Cx,y,z; Dx,y,z; VRx,y,z: A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

« ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMXx,y,z * Convl- whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from % 50 MHz to + 100
MHz.

s  Spherical isotropy (3D deviation from isotropy}: in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

s  Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required.

s Connecior Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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Probe ES3DV3

SN:3258

Manufactured:  January 25, 2010
Calibrated: February 25, 2014

Calibrated for DASY/EASY Systems

{Note: non-compatible with DASY2 system!)

Cerlificate No: ES3-3258_Feb14 Page 3 of 14




ES3DV3- SN:3258

February 25, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unc (k=2)
Norm (uvi(vim)™* 1.29 1.19 1.23 +101%
DCP (mV)® 104.5 107.0 103.0
Modulation Calibration Parameters
UiD Communication System Name A B c D VR Unc"™
dB dBv/pV dB my k=2)

0 CwW X 0.0 0.0 1.0 0.00 222.4 +3.8 %

Y 0.0 0.0 1.0 202.2

Z 0.0 0.0 1.0 207.1
10010- SAR Validation (Square, 100ms, 10ms) X 5.09 65.6 14.1 10.00 | 44.8 1.9 %
CAA

Y 1.68 57.4 9.3 40.7

4 4.01 62.4 13.0 51.1
10011- | UMTS-FDD (WCDMA) X | 3.34 67.5 18.9 291 1312 | 205%
CAB

Y 3.43 67.9 18.7 137.1

Z 3.42 67.8 19.0 146.0
10012- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.40 70.9 198 187 1342 | 0.7 %
CAA Mbps)

Y 319 70.2 19,2 137.9

Z 3.46 70.8 19.6 149.6
10021- GSM-FDD (TDMA, GMSK) X | 30.24 99.7 287 9.39 1312 | +1.4%
DAB

Y | 1291 88.5 23.9 1475

Z | 3037 99.5 28.9 128.0
10023- GPRS-FDD {TDMA, GMSK, TN 0) X | 2088 100.0 29.0 9.57 1230 | +1.9%
DAB

Y | 16.02 92.5 25.4 140.7

Z | 3001 100.0 294 125.8
10024- GPRS-FDD (TDMA, GMSK, TN 0-1) X 44 57 99.7 25.9 6.56 119.6 +1.7 %
DAR

Y | 28.97 95.3 232 127.6

Z | 4372 99.8 26.3 120.1
10027- GPRS-FDD {TDMA, GMSK, TN 0-1-2) X | 5352 99.7 244 4.80 1294 | £22%
DAB

¥ | 5455 99,9 22,9 1433

Z | 5163 99.7 24.8 1275
10028- GPRS-FDD (TDMA, GMSK, TN 0-1-2-3) | X | 58.93 99.8 234 3.55 1334 | +2.2%
DAB

Y | 7754 99.7 21.3 125.3

Z | 56.64 99.8 238 130.8
10032 IEEE 802.15.1 Bluetooth {GFSK, DH5) X 47.03 99.5 213 116 136.3 +1.7 %
CAA

Y | 9586 95.2 17.1 1382

Z | 3968 100.0 22,2 132.3
10039- CDMAZ000 (1xRTT, RC1) X 4.84 66.8 19.1 4.57 1313 | 09%
CAB

Y 4.75 67.0 18.9 135.2

z 4.86 66.7 19.0 127.2

Ceriificate No: ES3-3258_Feb14
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ES3DV3- SN:3258 February 25, 2014

10081- CDMA2000 (1xRTT, RC3)

X 4.06 66.8 19.0 3.97 1484 1 +0.7%
CAB

Y 3.96 66.6 18.6 1347

Z 413 66.9 19.1 143.4
10098- UMTS-FDD (HSUPA, Subtest 2) X 4.63 66.8 18.7 3.98 1373 | 07 %
CAB

Y 4.75 67.5 18.8 148.4

z 4.65 66.7 18.7 133.2
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.56 68.5 20.3 5.67 144.0 +1.2%
CAB MHz, QPSK)

Y 6.27 67.1 19.3 130.6

Z 6.62 68.2 20.1 1405
10108- LTE-FDD (SC-FDMA, 100% RB, 10 X 6.53 68.0 20.2 5.80 1426 | 1.4 %
CAB MHz, QPSK)

Y 6.17 66.8 19.3 129.2

Z 6.52 67.8 20.1 139.0
10110- LTE-FDD (SC-FDMA, 100% RB, 5 MHz, | X 6.19 67.3 19.9 5.75 137.9 | +1.4%
CAB QPSK)

Y 6.12 67.3 19.6 1495

z 6.19 67.1 19.8 136.1
10114- IEEE 802.11n (HT Greenfieid, 13.5 X | 10.49 69.5 217 8.10 1324 | #25%
CAA Mbps, BPSK)

Y | 10.23 69.1 21.3 144.3

Z | 1045 69.3 21.6 1295
10117~ |EEE 802.11n (HT Mixed, 13.5 Mbps, X | 10.46 60.5 21.7 8.07 1339 | +25%
CAA BPSK)

Y | 10.26 69.2 21.3 147.4

zZ | 1047 69.4 21.7 130.5
10151- LTE-TDD (SC-FDMA, 50% RB, 20 MHz, | X | 11.61 77 4 26.8 9.28 1188 | +3.0%
CAB QPSK)

Y 9.89 75.2 257 144.9

Z 1 1201 77.8 26.9 119.6
10154- LTE-FDD (SC-FDMA, 50% RB, 10 MHz, | X 6.20 67.3 19.9 575 1392 | #1.2%
CAB QPSK)

Y 5.86 66.2 19.0 128.5

Z 6.22 67.3 19.9 136.3
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, | X 6.63 67.8 20.1 5.82 144.1 +1.4 %
CAB QPSK)

Y 6.31 6.8 19.3 1331

Z 6.66 67.7 20.0 140.9
10169- LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X 525 67.5 20.2 5.73 1436 | 2%
CAB QPSK)

Y 492 66.7 19.5 131.0

Z 5.29 67.4 20.2 1407
10172- LTE-TDD {SC-FDMA, 1 RB, 20 MHz, X | 13.49 875 31.6 9.21 139.0 | 2.7 %
CAB QPSK)

Y 7.83 75.5 26.0 124.9

Z | 1347 6.5 31.1 137.8
10175~ LTE-FDD {SC-FOMA, 1 RB, 10 MHz, X 5.22 67.4 20.1 5.72 1443 | #14%
CAB QPSK)

Y 5.08 67.5 19.9 147.9

z 5.26 67.2 20.0 139.6
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 524 67.5 20.1 5.72 1445 | #12%
CAB QPSK)

Y 5.06 67.4 19.8 147.0

z 5.29 67.3 20.1 139.2
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10193- IEEE 802.11n (HT Greenfield, 6.5 Mbps, h'e 10.12 69.1 21.6 8.09 128.8 +2.2 %
CAA BPSK)

Y 9.76 68.4 21.0 132.8

Z 10.08 68.9 21.5 123.4
10196- IEEE 802.11n (HT Mixed, 6.5 Mbps, X 10.15 69.2 21.7 8.10 130.2 2.2 %
CAA BPSK)

Y 9.77 68.5 21.0 134.1

Z 10.10 69.0 21.5 124.0
10219 {EEE 802.11n (HT Mixed, 7.2 Mbps, X 10.02 69.0 215 8.03 198.7 +2.0 9
CAA BPSK)}

Y 9.67 68.5 21.0 133.3

z 10.02 68.9 21.5 123.9
10222- {EEE 802.11n (HT Mixed, 15 Mbps, X 10.46 69.6 21.7 8.06 134.0 +2.2 %
CAA BPSK)

Y 10.09 68.8 211 139.7

z 10,40 69.3 21.6 128.7
10225- | UMTS-FDD (HSPA+) X | 7.09 67.1 196 | 597 | 1312 [ £14%
CAB

Y 6.98 67.2 19.4 138.0

Z 7.06 66.5 19.4 127.2
10237~ LTE-TDD (SC-FDMA, 1 RB, 10 MHz, X 13.63 87.8 317 9,21 141.6 +3.0 %
CAB QPSK}

Y 7.85 755 26.0 126.5

Z 13.99 87.7 31.6 141.4
10252- LTE-TDD (SC-FDMA, 50% RB, 10 MHz, X 12.86 81.4 289 9.24 142.1 3.0 %
CAB QPSK)

Y 8.91 73.4 24.8 129.9

z 13.15 81.4 28.8 142.0
10267- LTE-TDD (SC-FDMA, 100% RB, 10 X 11.63 77.5 26.8 9.30 118.7 +3.0%
CAB MHz, QPSK)

Y 9.62 74.3 25.2 138.4

Z 11.96 77.7 26.9 119.3
10274- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 6.14 67.4 19.3 4.87 149.9 0.9 %
CAB Rel8.10)

Y 5.90 66.9 18,7 132.8

Z 6.20 67.5 19.3 146.6
10275- UMTS-FDD (HSUPA, Sublest 5, 3GPP X 4.45 66.9 18.9 3.96 130.1 0.7 %
CAB Rel8.4)

Y 4.50 67.2 18.8 137.9

Z 4.64 67.6 19.3 149.2
10291- CDMAZ2000, RC3, S055, Full Rate X 3.79 87.5 19,2 3.46 145.3 +0.7 %
AAB

Y 3.74 67.5 18.9 128.2

Z 3.78 67.3 19.1 1391
10292- CDMAZ2000, RC3, 5032, Full Rate X 3.77 67.8 193 3.32 147.0 0.5 %
AAB

Y 3.69 e7.7 18.9 130.1

z 3.73 67.3 19.0 141.3
10297 - LTE-FDD (SC-FDMA, 50% RB, 20 MHz, X 6.52 67.9 20.1 5.81 141.4 +1.4 %
AAA QPSK)

Y 6.41 67.6 19.7 147.4

Z 6.51 67.7 201 135.4
10311- LTE-FDD (SC-FDMA, 100% RB, 15 X 717 68.7 20.7 6.06 147.7 1.4 %
AAA MHz, QPSK)

Y 6.69 67.2 19.6 128.6

Z 7.12 68.4 20.5 142.0
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10315- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.04 70.0 19.6 1.71 129.8 0.5 %
AAA Mbps, 96pc duty cycle)

Y 3.25 71.3 19.7 136.9

Z 3.09 69.9 19.5 148.7
10403- CDMA2000 (1xEV-DO, Rev. 0) X 473 67.3 18.6 3.76 135.7 | #05%
AAB

Y 4.93 69.1 19.0 141.5

z 4.73 67.1 18.4 132.7
10404- CDMAZ000 (MixEV-DO, Rev. A} X 4,67 67.5 18.6 3.77 134.0 0.5 %
AAB

Y 4.92 69.4 19.1 139.8

z 4.65 67.1 18.5 130.7

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncertainties of NormX,Y,Z do not affect the E%-field uncertainty inside TSL (see Pages 8 and 9).
® Numerical linearization parameter: uncertainty not required.

Uncerainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MH2)® | Permittivity" (sim)© ConvF X | ConvFY | ConvFZ | Alpha®! (mm) (k=2)
750 41.9 0.89 6.53 6.53 .53 0.40 1.60 +120%
835 41.5 0.90 6.27 6.27 6.27 0.80 1.17 +120%
1750 40.1 1.37 5.19 5.19 5.19 0.80 1.10 £12.0%
1900 40.0 1.40 5.04 5.04 5.04 0.68 1.27 +£12.0%
2450 39.2 1.80 4.52 4.52 4.52 0.78 1.23 +12.0%
2600 39.0 1.96 4.34 4.34 4.34 0.76 1.33 +12.0 %

¢ Frequency validity of + 100 MHz anly applies for DASY v4.4 and higher (see Page 2}, else it is restricted to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters (= and o) can be relaxed to + 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (e and ) is restricted to £ 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target fissue parameters.

G Alpha/Depth are determined during calibration, SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and below £ 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.

Cerlificate No: ES3-3258_Feb14 Page 8 of 14




ES3DV3— SN:3258 February 25, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © unct.

f(MH2)® | Permittivity " (sfm) " ConvF X | ConvFY | ConvFZ | Alpha® | (mm) {k=2)
750 55.5 0.96 6.15 6.15 6.15 0.61 1.32 +12.0%
835 55.2 0.97 6.11 6.11 6.11 0.80 1.15 £120%
1750 53.4 1.49 4.83 4.83 4.83 0.47 1.74 +12.0 %
1900 53.3 1.52 4.61 4.61 4.61 0.55 1.59 +120%
2450 52.7 1.95 4.14 4.14 4.14 0.80 1.1 +12.0 %
2600 52.5 2.16 3.91 3.91 3.91 0.80 1.00 £120%

© Frequency validity of + 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricled to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters (s and o) can be relaxed to + 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (& and o) is restricted to + 5%. The uncertainty is the RSS of
the ConvF unceriainty for indicated target tissue parameters.

S Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than & 1% for frequencies betow 3 GHz and below £ 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.

Cerlificate No: ES3-3258_Feb14 Page 9 of 14



ES3DV3- SN:3258 February 25, 2014

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)

12 A— AR S— S ——

Frequency response {normalized)

Uncertainty of Frequency Response of E-field: * 6.3% (k=2)
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Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM =1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: + 0.5% (k=2)
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Dynamic Range f(SARpeaq)
(TEM cell , foya= 1900 MHz)
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2
1
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Uncertainty of Linearity Assessment:  0.6% (k=2)
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Conversion Factor Assessment

f = 835 MHz, WGLS R9 (H_canvF) f= 1750 MHz WGLS R22 (H_convF}
C an. :
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Deviation from Isotropy in Liquid
Error (¢, 3), f = 900 MHz

Deviation

-0 -08 -06 -04 -02 00 0.2 04 0.6 08 1.0
Uncertainty of Spherical Isotropy Assessment: X 2.6% (k=2)
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February 25, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (°) ~123.1
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Praobe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2mm
Probe Tip to Sensor Y Calibration Point 2 mm
Probe Tip to Sensor Z Calibration Point 2mm
Recommended Measurement Distance from Surface 3 mm
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Glossary:

TSL tissus simulating liquid

NORMX,y,z sensitivity in free space

ConvF sensitivity in TSL/ NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle} of the RF signal

ABC, D modulation dependent linearization parameters

Polarization ¢ i rotation around probe axis

Polarization § 8 rotation drouind an axis that is In the ptana normal to probe axis (at measurement center),
_ 1.e., 8 =0 Is normal to probe axis

Connectlor Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a)

b)

IEEE Std 1528-2013, “/EEE Recommended Practice for Determining the Peak Spatial-Averaged Speckfic
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

I[EC 62209-1, “Procedure to measure the Specific Absorplion Rate (SAR) for hand-held devices used in close
proximity to the ear (frequency rangé of 300 MHz to 3 GHz)", February 2005

Methods Appfied and Interpretation of Parameters:

NORMYx,y,z: Assessed for E-field polarization & = 0 {f £ 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide)
NORMx,y,2 are only intermediate values, i.e., the uncertainties of NORMKx,y,z does not affect the E*-field
uncertainty inside TSL (see below ConvF).

NORM(Dx,y,z = NORMX,y,z * frequency._response (see Frequency Response Chart). This linearization Is
implemented in DASY4 sofiware versions later than 4.2. The uncertainty of the frequency response is included
in the stated unceriainty.of ConvF.

DCPx,y,z: DCP are numaerical linearizalion parameters assessed based on the data of power sweep with CW

sighat {no uncertainty required), DCP does not depend on frequency nor media.

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

Ax.y,z; Bx,y,z; Cxy,z: Dx,y,z; VRx,y,z: A, B, C, D are numerica! linearization parameters assesséd based on
the data of power swéep for speclfic modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and Inside waveguide using analyticat field distributions based on power
measurements for f > 800 MHz, The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
Lised in DASY4 software to improve probe accuracy close to the bou ndary The sensitivity In TSL corresponds
to NORMx,y,z * ConvF whereby the Lincertainty corregponds to that given for ConvF. A frequancy dependent
ConvF is used in DASY version 4.4 and higher which aflows extending the vatidity from £ 50 MHz to & 100
MHz.

Spherical isotropy (3D deviation from isofropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna,

Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance requlred.

Connector Angle: The angle is assesséd using the information gained by determining the NORMx (no
uncertainty required).
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Manufactured:  April 15, 2003
Calibrated: August 19, 2014

Calibrated for DASY/EASY Systems

{Note! non-compatible wilh DASY2 system!}
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DASY/EASY - Parameters of Probe: ES3DV2 - SN:3022

Basic Calibration Parameters

_ Sensor X Sensor Y SensorZ Ung (=2}
Norm (uVi(VIimy4* 1,00 1,04 0,98 £10.1 %
DCP (mV)® 103.0 96.3 101.6
Modulation Callbration Parameéters
uiD Communication System Name A B c D VR Unc”
dB dBvuv dB v {&=2)
) cw X 0.0 0.0 1.0 0.00 | 1818 | £27%
Y 0.0 0.0 1.0 183.0
Z 0.0 0.0 1.0 192.3
‘13%0‘:0- SAR Validation (Square, 100ms, 10ms) | X | 2.51 63.1 127 | 1000 | 4286 +1,9%
Y 2.62 63,1 12,9 42,7
Z 3.12 65.7 13.6 404
23%0;’ UMTS-FDD (WCDMA) X 3.33 67.8 19.2 291 | 1469 | 09%
¥y | 313 64,9 16.9 147.4
z 3.20 686.4 18,2 139.6
1002~ | {EEE 802,11b WiFi 2.4 GHz (DSSS, 1 X 3.08 70.1 19.8 1.87 | 1472 | 209%
CAA Mbps) ) ..
Y 2.62 65,1 16.2 147.4
z | 285 68.2 18.4 141.7
10013- | IEEE 802,11g WiFl 2.4 GHz (DS58 X | 1140 70,9 236 946 | 1439 | #3.0%
CAA OFDM, & Mbps) . N .
¥ | 11.04 70.2 22.9 144.2
Z | 1077 70,2 23.1 134.7
"!3108.?1- GSM-FDD (TDMA, GMSK) X 10.66 997 28.6 9.39 1260 | #1.9%
¥ | 11.04 89.6 25.5 138.9
Z | 1045 88.8 24,9 137.6
,133\053" GPRS-FDD (TDMA, GMSK, TN 0) x | 20149 096 28.5 957 | 1420 | #25%
Y | 1063 B8B.4 25.0 _ 145.5
_ Z 1 1552 | 965 27.8 147.6
Ig(;\()ézz;- GPRS-FDD {TDMA, GMSI, TN 0-1) X | 31.03 99.6 25.2 656 | 1495 | +1.9%
Y | 1270 87.9 222 148.0
Z 1 2100 99.8 25.7 135.3
113%05?7" GPRS-FDD {TDMA, GMSK; TN 0-1-2) X | 38.32 99.8 23.8 380 | 1481 | ¥2%
Y| 980 | 832 10.8 138.8
_ _ Z 1 395 99.9 24.2 128.9
E)c:)gza- GPRS-FDD (TDMA, GMSK, TN 0-3-2-3) | X | 40.03 99.5 228 365 | 1306 | #22%
' Y | 4027 99.6 23.0 1481
_ . _ . Z | 4800 99.7 225 140.1 _
;I)E}!&ESZ- IEEE 802,15.1 Bluetooth {(GFSK, DH5) X | 3803 | 994 20.4 1.16 1467 | £1.8%
Yy | 3283 92.5 17.8 139.2
z 1 319 99.5 20.8 133.1
1003g- | COMA2000 (iXRTT, RC1) X | 466 66.8 19,3 457 1§ 1445 | £1.2%
CAB
' Y | 456 65.3 17.9 137.2
Z | 452 661 | 187 131.7
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é%om- CDMAZ00D {1xRTT, RC3) X 3.82 '66.0 18.7 397 | 1403 | 09%
B
¥y | 877 64.5 17.3 "133.6
_ zZ 3.79 65.7 18.4 128,2
(13%0598- UMTS-FDD {HSUPA, Subtest 2) X 4.40 6.2 18.5 308 | 1309 | #1.2%
Y 4.39 65.0 17.4 131.1
Z | 4av 66.3 18.4 140,0
107100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.30 67.3 19.8 567 | 1374 | #1.7%
CAB MHz, QPSK) _
Y | 625 66.3 18.9 135.9
z 6.36 67.4 19.7 1475
10108- I.TE-FDD {SC-FDMA, 100% RB, 10 x| 614 66.8 19.6 580 | 1346 | +0.7%
CAB MHz, QPSK) _
Y | 617 66. 1 18.9 133.9
_ _ Z 6.24 87.0 19,7 1445
10110- LTE-FDD {SC-FDMA, 100% RB, 6 MHz, | X 5.82 66.3 19.4 575 | 1312 | 7%
CAB QPSK)
Y 5,82 65.4 8.6 130.3
: . Z 5.91 66.5 10.4 1 1404
10144+ IEEE 802,11n (HT Greenfield, 13.5 X 10.00 B8.5 21.2 8.10 124.3 2.5%
CAA . Mbps, BPSK)
Yy | o289 67.9 20.6 | 1240
Z | 1005 68.6 21.2 [ 1832
0117 IEEE 802.11n (HT Mixed, 13.5 Mbps, X 10,01 68.6 21.2 8.07 125.8 $25%
CAA BPSK) 7
Y 9.91 67.9 20.7 126.8
Z t 1009 68.8 21.3 134.7
10151- | LTE-TDD (SG-FDMA, 50% RB, 20MHz, | X | 969 75.5 26.4 928 | 1447 | 33 %
CAB QPSK)
Y I bop | 727 24.6 143.2
zZ 8.54 72.0 24.5 124.8
10154- LTE-FDD (SG-FDMA, 50% RB, 10 MHz. X | 682 66.2 19.4 576 | 1313 | #1.9%
CAB | @PSK) _ _ ‘
- v | s.06 66.3 19.1 1482
zZ | sot1 66,5 19.4 140.7
10160- LTE-FDD (SC-FDMA, 50% RB, 16 MHz, | X | 6.27 66.9 19.7 582 | 1365 | 1.4 %
CAB QPSK)
Y 619 65.8 18.7 128.4
Z 1 633 67.0 19.6 145.4
10169- LTE-FDD {SC-FDMA, 1 RB, 20 MHz, X 1 481 66.4 197 B73 | 1348 | #1.7%
CAB QPSK)
' Y| 492 66.1 19.4 1498
z | 478 £6.4 19.6 _ 1412
10172- LTE-TDD (SC-FDMA 1 RB, 20 MHz, X 7.83 76.6 272 9.21 1314 | *35%
CAB QPsk)
' vy | 7.54 745 | 258 _ 147,8
Z 7.71 76.7 274 1453
10175- | L1E-FDD (SC-FDMA, 1 RB, 10 MHz, X 490 869 | 20.0 672 | 1476 | x14%
CAB QPsK) .
y | 480 66.0 19,1 148.0
Z | 4rs 66.4 19.6 1416
10181- | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X | 490 66.9 20.0 572 | 1484 | #14%
CAB QPSK) _
Y| 489 65.9 19.0 146.9
z 4,80 66.5 187 142,
10193< [ IEEE 802.11n (HT Greenfield, 6.5 Mbps X | 980 68.7 214 | 809 | 13581 § 27 %
CAA BPSK) _ _
Y 9,78 68.2 20,9 135.5
Z 9.70 68.5 212 150.2
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10186- IEEE 802.11n (HT Mixed, 6.5 Mbps, 9.79 66.7 214 8.10 136.4 +2.7 %

CAA BPSK) X _
Y 9.81 68.3 209 138.0
. ? 972 | 688 21.3 1328
10219- | IEEE 802.11n (HT Mixed, 7.2 Mbps, X 9.68 68.6 2%.3 803 | 13860 | 127%
CAA BPSK) _
Y 9.74 68.3 210 137.4
Z 9.62 68.5 24.2 132.6
10222 IEEE 802.11n (HT Mixed, 15 Mbps, X | 1020 691 245 BO6 | 1434 | 125%
CAA BPSK)
Y 9,91 £0.0 20.7 126.8
z | 1027 £9.4 21.86 148.4
?3%2;54 UMTS-FDD (HSPA+) X | ea7 660 196 | 597 | 1395 | +19%
Y 7.04 86.9 10,3 149.3
Z | e89 §7.0 19.5 1435
10237- | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, X 7.66 75.9 26.9 9.21 1261 | 13.0%
GAB QPSK) '
Y 7.17 73.1 25.1 1321
Z 7.18 74.6 26.3 128.0
10252~ | LTE-TDD (SC-FOMA, 60% RB, 10 MHz, | X 8.58 73.1 25.3 924 | 1276 | #33%
CAB QPSK)
Yy | 822 71.0 23.7 126.9
. z | 883 74,3 26.0 149.8
10267- | LTE-TDD (SC-FDMA, 100% RB, 10 x | o980 75.5 26.5 630 | 1438 | z3.3%
CAB MHz, GPSK) _
Y 8.88 72.0 24.2 135.2
Z 8.83 72.9 25.1 1313
10274- | UMTS-FDD {HSUPA, Subtest 5, 3GPP X | 687 87.0 19.2 | 487 | 12 | x4%
CAB Reld.10)
Yy | &7 85.8 18.1 136.0
Z| 571 56.3 18.6 1327
10275- UMTS-FDD {HSUPA, Sublest 5, 3GPP P 4.44 67.2 19.2 3.96 147.3 9%
CAB Rels.4)
Y 4,29 85.3 17.6 1392
_ Z 4.31 66,3 18.5 1396
1&%591- CDMA2000, RC3, S055, Full Rate X 3.60 674 | 19.1 346 | 1378 | 207 %
Yy | 344 64.8 17.2 129.6
F4 3.48 66.2 184 1305
10202- | CDMAZ000, RC3, S032, Full Rate X 3,50 66.9 18.9 330 | 1396 | 207 %
AAB
Y | 338 64.8 17.2 . 132.0
_ . Z | 348 66.5 18,5 1331
10297- | LTE-FDD {SC-FDMA, 50% RB, 20 MHz, | X 512 68.7 19.6 5.81 1333 | +1.9%
AAA QPSK) _ _
Y 6.35 66.7 19.3 1493
_ z 6.17 66.8 19.5 132.7
10311~ | LTE-FDD (SC-FDMA, 100% RB, 15 X 6.72 87.4 20,0 6.06 | 1387 | £1.7%
AAA MHz, QPSK) L ' ' _ _
Yy | 663 66.3 18.1 1314
z 672 | 67.3 19.9 138.7 _
10315- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 2,90 69.9 19.8 1,71 1464 | #05%
AAA Mbps, 96pc duly cycle) .
' Y| 254 652 | 165 1393
z 275 | 68.1 185 146.4
10316- IEEE 802.11g WIFl 2.4 GHz (ERP- % | 10412 69.3 910 | 836 | 1429 | #3.0%
AAA OFDM, 6 Mbps, 96pc duty cycle)
Y. 10.01 68,5 21,3 135.2
z | 1041 §9.3 21.9 1417
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10403- CDMA2000 (1XxEV-DO, Rev. 0} X 450 68,2 19.0 3.76 126.7 0.7 %
AAB
Y | 459 67.2 18.0 1424
FA I 68.5 19.0 143.0
2&404— CDMA2000 (1XxEV-DO, Rev. A) X 484 68.8 19.3 3.77 147.1 0.9 %
B
Y 447 67.1 17.8 139.6
) z 4.54 68.4 18.9 147.2
10415- | IERE 802.11b WiFi 2.4 GHz (DSSS, 1 X | 286 69.0 194 | 164 | 1458 | 205%
AAA Mbps, 99pc duly cyclel .
Y 240 | 648 16.2 140.0
Z | 282 67.8 18.4 147.2
10416- IEEE 802.11g WiFi 2.4 GHz (ERP- X 9,97 691 | 21.7 8.23 1420 | $3.0%
AAA CFDM, 6 Mbps, 99pc duly cycle)
Y 106.08 68.9 21.4 145.8
Z 10,01 69.2 21.8 143.3

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncertainties of NormX,Y.Z do not affect tha E>field unicertainly irside TSL (see Pages 8 and D).

Numerical linearization parameter: uncerainty fiot required,
® Uncertainly Is detormined using the max, deviation from linear response applying reclangular distribution and is expressed for the square of the
field valua,

Corlificate No: ES3-3022_Aug14/2 Page 7of 14




ES3DV2- 5N:3022

DASY/EASY - Parameters of Probe: ES3DV2 - SN:3022

Calibration Parameter Determined in Head Tissue Simulating Media

August 19, 2014

Relative Conductlvity Depth© Unct,

F(MHZ)® | Permittivity" {8/im)* ConvFX | ConvFY | ConvFZ | Alpha® | {mm) (l=2)
750 41.9 0.89 6.39 6.39 6.39 0.20 2.24 +12.0%
835 41.5 0.90 6.18 6.18 6.18 0.23 1.98 £12.0 %
1750 40.1 1.37 5.04 5.04 5.04 0.51 135 | £12.0%
1900 40.0 140 4.85 4.85 4.85 0.38 1.66 +12.0 %
2450 39.2 1.80 4.31 4.31 4.31 0.66 1.28 | +120%
2600 39.0 1.96 4.13 413 4.13 0.76 1.28 +12.0%

© Frequency vatidity above 300 MHz of + 100 MHz anly applias for DASY v4.4 and higher (sae Page 2}, alse it Is restricled to £ 50 MHz. The
uncertainly is the RSS of the ConvF uncerlainly et calibration frequency and the uncertainty for the Indicated frequency band. Frequency validily
below 300 MHz Is £ 10, 25, 40, 50 and 70 MHz fof ConvF assessments ai 30, 64, 128, 150 end 220 MHz respectively, Above 5 GHz fraquency

validily can be extended to & 110 MHz,

F At frequencies balow 3 GHz, the validity of fissue parameters (¢ and o) can be relaxed to £ 10% If liquid compensation formula is applied to

‘measured SAR values. Al frequencles above 3 GHz, the validity of lissue parameters (¢ and o) is restricled to + 5%. The uncerlainty is the RSS of
the ConvF uncertainty for indicated target tissue paremeters.

¢ Alpha/Dapth are determined during calibration, SPEAG warants that the remaining devialion due to the boundary effect after compensation is

always less lhan 1% for frequencies betow 3 GHz and below £ 2% for frequentles batween 3-6 GHz al any distance larger than half the probe tip

diamater from lhe boundary.

Cerlificate No: ES3-3022_Aug14/2
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ES3DV2- SN:3022 August 19, 2014

DASY/EASY - Parameters of Probe: ES3DV2 - SN:3022

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth® Unct.

f(MHR)® | Permittivity” (stm) " ConvF X | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
450 56.7 0.94 6.78 6.78 6.78 0.12 1.30 £133%
600 561 0.95 6.72 8.72 6.72 0.05 1.20 £13.3 %
750 55,6 0.96 .02 6.02 6.02 0.23 2.05 %120 %
836 55,2 0.97 5.98 5.98 5.98 0,29 1.85 +120%
1750 53.4 1.49 4.70 4.70 4.70 0.66 1.25 +12.0 %
1900 53.3 1.52 4.49 4.49 4.49 0.33 2,02 £12.0%
2450 52.7 1,95 405 | 405 4.05 0.80 1.01 £12.0%
2600 52.5 2,16 3.94 3.94 3,94 0.68 1,03 +12.0%

© Frequency validily above 300 MHz of £ 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is resiricted {0 & 50 MHz. The
uncertainty is the RSS of the ConvF uncartalnty at call!»rallun fraquency and the uncertainty for the indicated fraquency band. Frequency validity
below 300 MHz s 1 10, 25, 40, 50 and 70 MHz for ConvF essessmenls af 30, 64, 128, 150 and 220 MHz respeclively. Above 5 GHz frequency
vafidity can be extendad to + 110 MHz.

F A frequancies below 3 GHz, the validity of tissua parameters {r and o} can be ralaxad to & 10% if liquld compensalion formula is applied 1o
measured SAR values, M fraquencies abova 3 GHz, the validily of tissue paramelers (¢ and o) is reslricted {o + 5%. The uncertainly is the RSS of
the ConvF uncertainty for indicated larget issus parameters. .

G Alpha/Depth are determined during calfbration, SPEAG warrants that the remaining devialion duse to tha boundary effec! after compensation Is
always tess than + 1% for frequencies below 3 GHz and below £ 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
‘diamsler fram the boundary.
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ES3DV2- SN:3022
Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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ES3DV2- SN:3022 August 19, 2014

Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM =1800 MHz,R22
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ES3DV2- SN;3022

Dynamic

Range f(SARpcaq)

(TEM cell , foya= 1900 MHz)
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August 19, 2014
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ES3DV2- SN:3022 August 19, 2014

- Conversion Factor Assessment

f= 835 MHz,WGLS Rg (H_convF) f= 1900 MHz WGLS R22 (H_convF)
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ES3DV2- SN:3022

August 19, 2014

DASYIEASY - Parameters of Probe: ES3DV2 - SN:3022

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (°) -80.3
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Prabe Overall Léngtﬁ 337 mm
Probe Body Diameter 16 mm
Tip Length ' 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2 mm
Probe Tip to Sensor Y Calibration Point 2 mm
Probe Tip to Sensor Z Calibration Point 2 mm
Recommended Measuremant Distance from Surface 3mm

Cerlificate No: ES3-3022_Aug14/2
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APPENDIX D: SAR TISSUE SPECIFICATIONS

Measurement Procedure for Tissue verification:

1) The network analyzer and probe system was configured and calibrated.
2) The probe was immersed in the tissue. The tissue was placed in a nonmetallic container.
Trapped air bubbles beneath the flange were minimized by placing the probe at a slight

angle.
3) The complex admittance with respect to the probe aperture was measured
4) The complex relative permittivity € can be calculated from the below equation
(Pournaropoulos and Misra):

2085, (broprexpl- jor(uee)?] |
y = JE@EE d#do'd
(in(o/a)f ja L .[0 cosg ; $dpdp

where Y is the admittance of the probe in contact with the sample, the primed and unprimed coordinates
refer to source and observation points, respectively, r? = p*> + p'* —2pp'cos¢’ , wis the angular frequency,

and sz—_l.

Table D-I
Composition of the Tissue Equivalent Matter
Frequency (MHz) 750 750 835 835 1750 1750 1900 1900 2450 2450
Tissue Head Body Head Body Head Body Head Body Head Body
Ingredients (% by weight)
Bactericide 0.1 0.1
DGBE 47 31 44.92 29.44 26.7
HEC See page| See page 1 1
See page 4

NaCl 2-3 2 1.45 0.94 0.4 0.2 0.18 0.39 0.1
Sucrose 57 44.9
Water 40.45 53.06 52.6 68.8 54.9 70.17 73.2
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Figure D-1

Composition of 750 MHz Head and Body Tissue Equivalent Matter

Note: 750MHz liquid recipes are proprietary SPEAG. Since the composition is approximate to the actual

liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.

Measurement Certificate / Material Test

lterm Name Body Tissue Simulating Liquid (MSL750v2)
Product No. SL AAM 075 AA {Charge: 130313-1)
Manufacturer SPEAG .

Measurement Method

[TSL dielectric parameters measured using calibrated OGP probe.

Setup Validation

|Validation resulis were within + 2.5% towards ihe target values of Mathanol,

Target Parameters

[Target parameters as defined in the [EEE 1528 and IEC 62208 compliance standards.

Test Condition

Ambient Environmant temparatur (22 + 3)°C and humidity < 70%.
TSL Temperature 22°G

Tast Date 13-Mar-13

Operator IEN

Additional Information

TSL Density 1212 glem”
TSL Heat-capacity 3.006 kl(ka"K)

TOO FE0  BO0  B&D
Fraguency MHz

800 95D 1000

Measurod |Target Diff 4 Targe! [%

1 [MHz]| HP-e’ | MP-2" |sigma| eps _sigma| A-gigma

800 | 575 [2484| 082 [ 561 o088 | 28 a8 ;

625 | 572 |2431 | 0Ba | 880 o085 | 20 414 E

850 | 570 |2300| cav [ 558 ose | s €2 £

675 | e67 |2360| 0en | 558 ose | 18 71 g

700 | 564 |2a39| o9 | 557 o0ss | 12 51 i

726 | 662 |2a18| 09g | sse o096 | 10 28 7.5 1

750 [ =ss | 2947|096 555 09| 07 05 1 o

rrs | ey 2278 o6 | 854 007 | oa 17

800 | 554 2260|001 | 553 097 | 01 a0

#2s | 552 |2244) 108 | 552 oow| 02 53

aas | 650 |2zs6| sod [ 552 oo | 00 59

BE) | 549 | 2228|105 | 552 o088 | -04 L L

076 | 847 |2216| 108 | 551 102 | 07 58 ® 16

900 | 545 l2zes| 110550 ios| o &i £ 5o

o928 | 842 |21e3| 103|880 106| 40 e2 321

950 | 540 2182 | 145) 549 0B | -7 72 [§ ‘2_'5 .

ors | 6as (2174|118 | 549 108 | 20 as S 50

1000 | 536 (2186 | 121 546 140 | -23 87 8 75 /
160

o0 es0

N 7E00 800 850
Fraguarcy MHz

00 950 1000

Figure D-2

750MHz Body Tissue Equivalent Matter
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Measurement Certificate / Material Test

Item Mame Head Tissue Simulating Liquid (HSL750V2)
Product Mo, SL AAH 075 AA [Charge: 130212-4)
Manufacturer SPEAG "

Measurement Method

[TSL diglectric paramelers measured using calibrated QP probe.

Selup Validation

[Validation results ware within = 2.5% towards ihe target values of Meihanol.

Target Parameters

[Target parameters as defined in the IEEE 1528 and IEC 62200 compliance standards, |
Test Condition

Ambient Environment temperatur (22 + 3)°C and humidity < 70%,

TSL Temperature 22°C

Test Date 13-Mar-13

Operaior IEN

Additional Information

TSL Density 1.284 glom”
TSL Heat-capacity 2701 kJikg K}
[Measured [ Target |0t 4o Targst [%1 ]
|1 [z]| HP-o' |HP-e"[sigmal eps sigmal Aeps  A-sigma .
600 | 446 |2a25|ava| any cms | 43 20 =
625 | 442 |2300| 080 | 426 o088 | 28 45 £
850 | 438 | 2276|082 | 425 o8 | 52 71 E
675 | 434 2250 084 | 423 080 | 28 440 i
700 | 431 [220s | 0BT [ 422 o080 | 24 2.8 z
725 | 427 |2o06]| oes | 424 oma | 18 02 -
A ol A0 RS W LR SRR B0 BS0 700 750 800 B850 800 850 1000
i7To 421 (2172 ) 0894 F HB 080 [R5 4.6 Frequency MHz |
BOD 417 | 2166 ) 086 [ 417 020 o1 %] —
B2 | 414|240 088 | 18 001 04 LX)
#3a | 418 (2132 | o8 | .15 o= | 08 9.0
aal A1 | 2124 ) 100 | a1 o8 0.8 N ] oo
875 | 408 | 211|103 | 415 o84 | -1.8 2.0 #7587 /h""
800 | 406 2090 | 105] 415 ocor| 23 8.3 £ s
ges | 403 |2087|1.07] 415 ome| 20 9.4 g g*g; o
550 | 400 | 2078 | 110 414 ooe | as 10.3 5 5.
075 | 397 (2086|142 14 100 | 40 115 S 50
1000 | 305 | 2057 114 | 413 1o1 | 45 127 E 35
| -1 - "
| M&m 850 7DD FHD O ADD BRS040 S50 1000
| Friequency MHz
Figure D-3
750MHz Head Tissue Equivalent Matter
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Figure D-4

Composition of 2.4 GHz Head Tissue Equivalent Matter

Note: 2.4 GHz head liquid recipes are proprietary SPEAG. Since the composition is approximate to the
actual liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.

Measurement Certificate / Materlal Test

Head Tissue Simulating Liguid (HESL2450V2)

Itam Mame
Product Mo. SL AAH 245 BA (Charge: 130212-2)
Marulaciurer SPEAG .

Maasurement Method

[TSL diekectic paramatars measded using calibraind CGF proba,

Setup Validathen
‘Validation results were within = 2 5% {owards the targed values of Mathanol.

Targel Parameters

Targel pyrmmatars as defined in the IEEE 1526 and IEC G220 compliance standards.

Tast Condition

Amilent Envirenmen tempearatur (22 + 37°C and humidity < 705,
TSL Temperature 23°C

Test Date 13-Feb-13
Operator u]]
Additional Inf

TSL Diensity 0988 glom’

TSL Heat-capacity 3.680 kg k)

Maazsured Targm _ [oMaTageps] |
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0 | S | 265 nas | g 148 | 07 v
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Figure D-5
2.4 GHz Head Tissue Equivalent Matter
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APPENDIX E: SAR SYSTEM VALIDATION

Per FCC KDB 865664 D02v01, SAR system validation status should be documented to confirm
measurement accuracy. The SAR systems (including SAR probes, system components and software
versions) used for this device were validated against its performance specifications prior to the SAR
measurements. Reference dipoles were used with the required tissue- equivalent media for system
validation, according to the procedures outlined in FCC KDB 865664 D01 v01 and IEEE 1528-2013.
Since SAR probe calibrations are frequency dependent, each probe calibration point was validated at a
frequency within the valid frequency range of the probe calibration point, using the system that normally
operates with the probe for routine SAR measurements and according to the required tissue-equivalent
media.

A tabulated summary of the system validation status including the validation date(s), measurement
frequencies, SAR probes and tissue dielectric parameters has been included.

Table E-I
SAR System Validation Summary

oan COND. | PERM. CW VALIDATION MOD. VALIDATION

SYSTEM F[SE?] DATE PRS?\JBE PTF:(%BEE PROBE CAL. POINT o e — o
# © ) vty | uNeariTY | isorropy | MOP-TYPE| pactor R
D 750 | 8/28/2014 | 3263 | ES3DV3| 750 | Head | 0.911 | 40.71 PASS PASS PASS NA NA NA
K 835 | 10/13/2014 | 3288 | ES3DV3| 835 | Head | 0.926 | 4194 PASS PASS PASS GMSK PASS NA
c 1750 | 11/12/2014 | 3333 | ES3DV3| 1750 | Head | 1332 | 39.43 PASS PASS PASS NA NA NA
G 1900 | 6/27/2014 | 3258 | ES3DV3| 1900 | Head | 1.400 | 39.22 PASS PASS PASS GMsK PASS NA
G 2450 | 3/6/2014 | 3258 | ES3DV3| 2450 | Head | 1.736 | 38.36 PASS PASS PASS | OFDM/TDD | _ PASS PASS
D 750 | 10/20/2014 | 3263 | ES3DV3| 750 | Body | 0971 | 5555 PASS PASS PASS NA NA NA
K 835 | 10/13/2014 | 3288 | ES3DV3| 835 | Body | 0998 | 5295 PASS PASS PASS GMSK PASS NA
c 1750 | 11/17/2014 | 3333 | ES3DV3| 1750 | Body | 1525 | 52.44 PASS PASS PASS NA NA NA
D 1750 | 8/7/2014 | 3263 | ES3DV3| 1750 | Body | 1438 | 52.96 PASS PASS PASS NA NA NA
G 1000 | 6/252014 | 3258 | ES3DV3| 1900 | Body | 1534 | 51.23 PASS PASS PASS GMSK PASS NA
J 1000 | 9/4/2014 | 3022 | ES3DV2| 1900 | Body | 1555 | 52.66 PASS PASS PASS GMSK PASS NA
G 2450 | 3/5/2014 | 3258 | ES3DV3| 2450 | Body | 2.044 | 51.30 PASS PASS PASS | OFDM/TDD | _ PASS PASS

NOTE: While the probes have been calibrated for both CW and modulated signals, all measurements
were performed using communication systems calibrated for CW signals only. Modulations in the table
above represent test configurations for which the measurement system has been validated per FCC KDB
Publication 865664 D01v01 for scenarios when CW probe calibrations are used with other signal types.
SAR systems were validated for modulated signals with a periodic duty cycle, such as GMSK, or with a
high peak to average ratio (>5 dB), such as OFDM according to KDB 865664.
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