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1. ATTESTATION OF TEST RESULTS

COMPANY NAME: SAMSUNG ELECTRONICS CO., LTD.

EUT DESCRIPTION: GSM/WCDMA/LTE Phone + BT/BLE, DTS b/g/n and ANT+
MODEL NUMBER: SM-G611F/DS

SERIAL NUMBER: 5203a883e8304309, R38H70DHYVE (Criginal, RADIATED);

R38H60EJBGD (Original, CONDUCTED)
R38JA06J7SM (Spot check, RADIATED);

DATE TESTED: JUL 18, 2016 - AUG 05, 2016 (Original Test)
NOV 13, 2017 (Spot check Test)

APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Pass

UL Korea, Ltd. tested the above equipment in accordance with the requirements set forth in the
above standards. All indications of Pass/Fail in this report are opinions expressed by UL Korea,
Ltd. based on interpretations and/or observations of test results. Measurement Uncertainties
were not taken into account and are published for informational purposes only. The test results
show that the equipment tested is capable of demonstrating compliance with the requirements
as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document may not be altered or
revised in any way unless done so by UL Korea, Ltd. and all revisions are duly noted in the
revisions section. Any alteration of this document not carried out by UL Korea, Ltd. will
constitute fraud and shall nullify the document. This report must not be used by the client to
claim product certification, approval, or endorsement by IAS, any agency of the Federal
Government, or any agency of any government.

Approved & Released For

UL Korea, Ltd. By: Tested By:
SungGil Park Junwhan Lee
Suwon Lab Engineer Suwon Lab Engineer
UL Korea, Ltd. UL Korea, Ltd.
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DATE: NOV 29, 2017

1.1.

INTRODUCTION OF TEST DATA REUSE

This report referenced from the FCC ID: ABLSMG610F, DTS BLE(FCC CFR 47 Part 15C).
And the applicant takes full responsibility that the test data as referenced in this report represent

compliance for this FCC ID.

1.2.

DIFFERENCE

The FCC ID: ASLSMG611F shares the same enclosure and circuit board as FCC ID:
A3LSMGG610F. The BLE circuitry and layout are identical between these two units.
The BLE antennas and surrounding circuitry are the same between these two units.

After confirming through preliminary radiated emissions that the performance of the FCC ID:
A3LSMG610F remains representative of FCC ID: ASLSMG611F. The test data of FCC ID:
A3LSMGG610F being submitted for this application to cover BLE features.

1.3. SPOT CHECK VERIFICATION DATA
Original model Spot check model
Band Test Item Frequency Test Limit SM-G610F/DD Results | SM-G611F/DS Results Deviation Remark
FCCID : A3LSMG610F | FCCID : A3LSMG611F
DTS BLE Band Edge | 2480 MHz 54 dBuV/m 42.39 dBuV/m 42.59 dBuV/m 0.2dB
(2.4GHz)
RSE 7439 MHz 54 dBuV/m 40.3 dBuV/m 42.54 dBuV/m 2.24 dB 3rd Harmonic

Comparison of two models, deviation is within 3dB range and test results are under FCC

Technical Limits.
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1.4. REFERENCE DETAIL

Reference application that contains the reused reference data.

Equipment | Reference ipe . Reference ] . :
Grant/Permissive L Test/RF | Report Tittle / Section
Class FCCID Application
Change Exposure
16K23775- FCC Report BLE /
DTS A3LSMG610F Grant EoV1 Test All sections
16K23775- FCC Report BT /
DSS A3LSMG610F Grant E3V1 Test Al sections
16K23775- FCC Report ANT+ /
DXX A3LSMG610F Grant EAV1 Test All sections
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FCC ID: ASLSMG611F

3. TEST METHODOLOGY

The tests documented in this report were performed in accordance with following methods.

FCC CFR 47 Part 2.

FCC CFR 47 Part 15.

KDB 558074 D01 DTS Meas Guidance v04.
ANSI C63.10-2013.

PwbhE

4. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 218 Maeyeong-ro,
Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675, Korea. Line conducted emissions are measured
only at the 218 address. The following table identifies which facilities were utilized for radiated
emission measurements documented in this report. Specific facilities are also identified in the
test results sections.

218 Maeyeong-ro
X] Chamber 1
X] Chamber 2

UL Korea, Ltd. is accredited by IAS, Laboratory Code TL-637. The full scope of accreditation
can be viewed at http://www.iasonline.org/PDF/TL/TL-637.pdf.

5. CALIBRATION AND UNCERTAINTY
5.1. MEASURING INSTRUMENT CALIBRATION
The measuring equipment utilized to perform the tests documented in this report has been

calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

5.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m
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5.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
Conducted Disturbance, 0.15 to 30 MHz 2.32 dB
Radiated Disturbance, Below 1GHz 3.86 dB
Radiated Disturbance, Above 1 GHz 5.97 dB

Uncertainty figures are valid to a confidence level of 95%.
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FCC ID: ASLSMG611F

DATE: NOV 29, 2017

6. EQUIPMENT UNDER TEST

6.1.

DESCRIPTION OF EUT

The EUT is a GSM/WCDMA/LTE Phone + BT/BLE, DTS b/g/n and ANT+.
This test report addresses the DTS (BLE) operational mode.

6.2.

MAXIMUM OUTPUT POWER

The transmitter has a maximum total conducted output power as follows:

Fr:quency Vo Power Output Power| Output Power
ange ode Mode
[MHz] [dBm] [mw]
2402 - 2480 BLE Peak 9.15 8.22
Average 8.42 6.95
6.3. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes an internal antenna, with a maximum gain of -2.1 dBi

6.4. WORST-CASE CONFIGURATION AND MODE

Radiated emission and power line conducted emission were performed with the EUT set to
transmit at the channel with highest output power as worst-case scenario.

The fundamental of the EUT was investigated in three orthogonal orientations X, Y and Z it was

determined that X orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in X orientation.
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DATE: NOV 29, 2017

6.5. DESCRIPTION OF TEST SETUP

SUPPORT EQUIPMENT

Charger SAMSUNG EP-TA50IWE DK2H418VS/A-E N/A
Data Cable SAMSUNG EP-DG915UWE N/A N/A
Earphone SAMSUNG EHS61ASFWE N/A N/A

/O CABLES

1 DC Power 1 Mini-USB Shielded 0.8m N/A
2 Audio 1 Mini-Jack | Unshielded 1.0m N/A
TEST SETUP

The EUT is a stand-alone unit during the tests.
Test software in hidden menu exercised the EUT to enable BLE mode.
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SETUP DIAGRAM FOR TESTS

HEADSET

AC ADAPTER

MAIN POWER SOURCE
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FCC ID: ASLSMG611F

DATE: NOV 29, 2017

7. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:
Test Equipment List
Description Manufacturer Model S/N Cal Due
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 750 08-31-19
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 749 04-14-19
Antenna, Horn, 18 GHz ETS 3115 00167211 10-14-18
Antenna, Horn, 18 GHz ETS 3115 00161451 03-10-19
Antenna, Horn, 18 GHz ETS 3117 00168724 05-31-19
Antenna, Horn, 18 GHz ETS 3117 00168717 05-31-19
Antenna, Horn, 40 GHz ETS 3116C 00166155 11-30-17
Antenna, Horn, 40 GHz ETS 3116C-PA 00168841 12-15-17
Attenuator / Switch driver HP 11713A 3748A04272 N/A
Preamplifier, 1000 MHz Sonoma 310N 341282 08-09-18
Preamplifier, 1000 MHz Sonoma 310N 351741 08-07-18
Preamplifier ETS 3115-PA 00167475 08-09-18
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 1896138 08-08-18
Spectrum Analyzer, 44 GHz Agilent/HP N9030A MY54170614 08-08-18
Spectrum Analyzer, 44 GHz Agilent/HP N9030A MY54490312 08-08-18
Average Power Sensor Agilent/HP U2000 MY54270007 08-08-18
EMI Test Receive, 40 GHz R&S ESU40 100439 08-08-18
EMI Test Receive, 40 GHz R&S ESU40 100457 08-08-18
EMI Test Receive, 3 GHz R&S ESR3 101832 08-07-18
Low Pass Filter 5GHz Micro-Tronics LPS17541 009 08-08-18
Low Pass Filter 5GHz Micro-Tronics LPS17541 015 08-08-18
High Pass Filter 3GHz Micro-Tronics HPM17543 010 08-08-18
ATTENUATOR PASTERNACK PE7087-10 A009 08-08-18
High Pass Filter 3GHz Micro-Tronics HPM17543 015 08-08-18
High Pass Filter 6GHz Micro-Tronics HPM17542 009 08-08-18
High Pass Filter 6GHz Micro-Tronics HPM17542 016 08-08-18
LISN R&S ENV-216 101837 08-09-18
Antenna, Loop, 9kHz-30MHz R&S HFH2-Z2 100418 10-26-19
UL Software

Description Manufacturer Model Version

Radiated software UL UL EMC Ver 9.5

AC Line Conducted software UL UL EMC Ver 9.5
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8. MEASUREMENT METHODS

KDB 558074 D01 DTS Meas Guidance v04: Measurement Procedure §89.1.1 is used for peak
power and §10.2 PKPSD is used for power spectral density.

Unwanted emissions within Restricted Bands are measured using traditional radiated
procedures.

Band edge emissions within Restricted Bands are measured using RMS with duty cycle factor
offset method.

9. ON TIME, DUTY CYCLE AND MEASUREMENT METHODS

LIMITS

None: for reporting purposes only.

9.1. ON TIME AND DUTY CYCLE RESULTS
ON Time| Period |Duty Cycle| Duty Duty Cycle 1/T
Mode B X Cycle [Correction Factor|Minimum VBW
[msec] | [msec] | [linear] [%] [dB] [kHz]
2400MHz Bands
BLE | 0389 [ 0625 | 0622 | 62.2% | 2.06 | 257,
E Keysight Spectrum Analyzer 779w=p¢s.\ . . (= =R
RL | RE [soa DC | CORREC | ‘ | sErJ;i!lQABEIay-ZDD-D'LS qL[Gr;:JVT;TYP\E:RMS 125115’;:§§u\19,2n15
TG, ™ aven 5008 =

10 ¢Bldiv__ Ref 20.00 dBm
Log

10,0

000
-10.0

-200

-30.0 —

-40.0

-50.0

00 -

-f0.0

Center 2.440000000 GHz Span 0 Hz
Res BW 8 MHz #VBW 50 MHz Sweep 1.500 ms (10001 pts)
3

1 t 4304 us 9.14dBm

2 A1 t (4) 388.8 us (A) -0.29 dB

3 A1 t (L) 625.1us (A) -0.02 dB

msa STATUS
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10. SUMMARY TABLE

FCC Part Test Description Test Limit Test Test Worst Case
Section Condition Result
15.247 . .
@Q) Occupied Band width (6dB) >500KHz Pass 686.6 kHz
2.1051, |Band Edge / Conducted -20dBc Pass | -42.044 dBm
15.247 (d) |Spurious Emission
Conducted 9.15dB
15.247 |[TX conducted output power <30dBm Pass ’ m
(Peak)
15.247 |PSD <8dBm Pass -5.62 dBm
(Peak)
15.207 (a) AC_quer Line conducted Section 10 Power Line Pass 51.76 dBuVv
emissions conducted (Qp)
15.205, . . . . 40.3 dBuV/m
<
15.209 Radiated Spurious Emission 54dBuVvV/m Radiated Pass (Av)
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11. ANTENNA PORT TEST RESULTS

11.1. 6 dB BANDWIDTH

LIMITS

FCC §15.247 (a) (2)

The minimum 6 dB bandwidth shall be at least 500 kHz.

TEST PROCEDURE

The transmitter output is connected to a spectrum analyzer. The RBW is set to 100 kHz and the
VBW is set to 300 kHz. The sweep time is coupled.

RESULTS
Channel Frequency 6 dB Bandwidth Minimum Limit
[MHz] [kHz] [kHz]
Low 2402 691.2 500.0
Mid 2440 695.2 500.0
High 2480 686.6 500.0
Worst 686.6 500.0
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6 dB BANDWIDTH PLOTS

Keysight Spectrum Analyzer - Swept SA o [l
AL [ 502 DOC | CORRE SENSEINT] ALIGH AUTO 07:32:14 PMul 19, 2016
#Avg Type: RMS TRACE] o
PN Wide -»- Trig: FreeRun AvglHold: 100100 TYPE(M
IFGain:Low Atten: 30 dB peT|P
Mkr1 2.401 995 575 GHz
10 deidiv_ Ref 20.00 dBm 7.741 dBm|
og
-6.00(dB
— —
- T T G T4 kHz
Low CH
Center 2.4020000 GHz Span 1.500 MHz
|#Res BW 100 kHz #VBW 300 kHz Sweep 1.333 ms (20001 pts;
Keysight Spectrum Analyzer - Swept SA o [l
AL [ 502 DOC | CORRE SENSEINT] ALIGH AUTO 07:32:41 PMul 19, 2016
#Avg Type: RMS TRACE] o
PN Wide -»- Trig: FreeRun AvglHold: 100100 TYPE(M
IFGain:Low Atten: 30 dB peT|P
Mkr1 2.440 001 500 GHz
10 deidiv_ Ref 20.00 dBm 8.335 dBm|
og
. B 00 dB
695240 kHz
Center 2.4400000 GHz Span 1.500 MHz
|#Res BW 100 kHz #VBW 300 kHz Sweep 1.333 ms (20001 pts
Ifr, sTATUS
Keysight Spectrum Anakyzer - Swept 5A =2
AL [ 00 bC | CoRee SENSE INT] ALIGN AUTO 07:33:04 PMul 19, 2016
#Avg Type: RMS 4 56
PNO: Wide ~+- Trig: FreeRun AvglHold: 1001100 TYPE(M
IFGain:Low Atten: 30 dB. oerlP
Mkr1 2.480 003 300 GHz
10 gsiciv_Ref 20.00 dBm 7.228 dBm|
-6.00 dB
— -—
GBES7TKHZ
High CH
Center 2.4800000 GHz Span 1.500 MHz
|#Res BW 100 kHz #VBW 300 kHz Sweep 1.333 ms (20001 pts
[ sTamus
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DATE: NOV 29, 2017

11.2.

LIMITS

None; for reporting purposes only.

99% BANDWIDTH

TEST PROCEDURE

The transmitter output is connected to the spectrum analyzer. The RBW is set to 1% to 3% of
the 99 % bandwidth and to 1% of the span. The VBW is set to 3 times the RBW. The sweep
time is coupled. The spectrum analyzer internal 99% bandwidth function is utilized.

RESULTS
Channel Frequency 99% Bandwidth
[MHz] [MHz]
Low 2402 1.059
Mid 2440 1.059
High 2480 1.064
Worst 1.064
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99% BANDWIDTH PLOTS

Low CH

—
Keysight Spectrum Analyzer - Occupied BW
AL [ 502 D ORRE SENSE:INT Al

s Trig: FreeRun

N AUTO
Center Freq: 2.402000000 GHz

o ||
07:35:23 PMul 15, 2016
Radio Std: Nane

#FGain:Low #Atten: 30 dB Radio Device: BTS

10 dBidiv Ref 20.00 dBm
Log
Center 2.402 GHz Span 3 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms

Occupied Bandwidth Total Power 6.13 dBm

1.0593 MHz
Transmit Freq Error 25.236 kHz OBW Power 99.00 %
x dB Bandwidth 1.090 MHz x dB -20.00 dB

STATUS

Middle CH

Keysight Spectrum Analyzer - Occupied BW
AL [ 502 D

ORRE SENSE:INT

s Trig: FreeRun

#IFGainLow #Atten: 30 dB

ALIGN AUTO
Center Freq: 2.440000000 GHz

o ||
07:34:38 PMul 15, 2016
Radio Std: Nane

Radio Device: BTS

10 dBidiv Ref 20.00 dBm

Log

Center 244 GHz

Span 3 MHz

#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms
Occupied Bandwidth Total Power 6.76 dBm
1.0590 MHz
Transmit Freq Error 29.181 kHz OBW Power 99.00 %
x dB Bandwidth 1.090 MHz x dB -20.00 dB
hisG sTATUS
E Keysight Spectrm Anakyzer - i =2
RL [3 500 D ORRE SENSE:INT| ALIGN AUTO 07:34:02 PMJul 15, 2016
Center Freq: 2.480000000 GHz Radio Std: None
- Trig: FreeRun
AFGain:Low #Atten: 30 dB Radio Device: BTS
10 dBidiv Ref 20.00 dBm
og
il
High CH
\
Center 248 GHz Span 3 MHz
#Res BW 30 kHz VBW 300 kHz #Sweep 100 ms

Occupied Bandwidth Total Power

1.0640 MHz
Transmit Freq Error 31.163 kHz OBW Power
x dB Bandwidth 1.090 MHz x dB

5.48 dBm

99.00 %
-20.00 dB

STATUS

Page 19 of 53

UL Korea, Ltd. Suwon Laboratory

FORM ID: FCC_15C

218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433

UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788217835-E2V1

FCC ID: ASLSMG611F

DATE: NOV 29, 2017

11.38.

LIMITS

OUTPUT POWER

FCC §15.247 (b)

The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

TEST PROCEDURE

Peak power is measured using KDB558074 D01 DTS Meas Guidance v04 under section 9.1.1

utilizing spectrum analyzer.

RESULTS
Channel Frequency Peak Power Reading Limit Margin
[MHz] [dBm] [dBm] [dB]
Low 2402 8.374 30.000 -21.626
Mid 2440 9.150 30.000 -20.850
High 2480 8.071 30.000 -21.929
Worst 9.150 -20.850
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OUTPUT POWER PLOTS

Keysight Spectrum Analyzer - Swept SA o [l
AL [ 502 DC | CORRE SENSE:INT ALIGH AUTO 1254:21 PMIul 19,2016
TRACE] 5%

arker 12.402049000000 GHz #Avg Type: RMS

PHG:Tast ~»- Trig: FreeRun Avg|Hold: 10000 TYE(M

IFGain:Low Atten: 30 dB peT|P
Mkr1 2.402 049 GHz
10 dBidiv Ref 20.00 dBm 8.374 dBm
og
Low CH
Center 2.402000 GHz Span 10.00 MHz
|#Res BW 3.0 MHz #VBW 50 MHz Sweep 1.333 ms (10001 pts;
Keysight Spectrum Analyzer - Swept SA o [l
RL 502 DOC | CORRE SENSE:INT ALIGH AUTO 1253:50 PMIul 19,2016
#Avg Type: RMS TRACE] 0
PN Fast ~»- Trig: FreeRun AvglHold: 100100
IFGain:Low Atten: 30 dB
Mkr1 2.440 025 G
10 dBidiv Ref 20.00 dBm 9.150 dBm)
og

Middle CH

Center 2.440000 GHz Span 10.00 MHz
|#Res BW 1.0 MHz #VBW 50 MHz Sweep 1.333 ms (10001 pts
Ifa i Alignment Completed sTATUS

Keysight Spectrum Analyzer - sA =
AL RE 500 D CORRE SEMSE:INT] ALIGN AUTO 12:54:46 PMul 19, 2016
#Avg Type: RMS A 56
PHO: Fast ~+- Trig: FreeRun AvglHold: 1001100 TYPE(M
IFGain:Low Aften: 30 dB. per|P
Mkr1 2.480 020 GHz
E%E:me Ref 20.00 dBm 8.071 dBm)|

High CH

Center 2.480000 GHz Span 10.00 MHz
|#Res BW 1.0 MHz #VBW 50 MHz Sweep 1.333 ms (10001 pts]
[ sTamus
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DATE: NOV 29, 2017

11.4. AVERAGE POWER

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

The transmitter output is connected to a power meter.

RESULTS

The cable assembly insertion loss was entered as an offset in the power meter to allow for
direct reading of power.

Channel Frequency AV power AV power
[MHz] [dBm] [mW]
Low 2402 8.19 6.60
Middle 2440 8.42 6.95
High 2480 7.29 5.36
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FCC ID: ASLSMG611F

11.5. PSD

LIMITS

FCC 8§815.247

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

TEST PROCEDURE

Power Spectral Density was performed utilizing the “Method PKPSD (Peak PSD)” under
KDB558074 D01 DTS Meas Guidance v04

RESULTS
Frequency PSD Limit Margin
Channel
[MHz] [dBm] [dBm] [dB]
Low 2402 -5.62 8.00 -13.62
Mid 2440 -6.01 8.00 -14.01
High 2480 -6.40 8.00 -14.40
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POWER SPECTRAL DENSITY PLOTS

Keysight Spectrum Analyzer - Swept SA o [l
RL [3 S0o OC | CORRE SENSE:INT ALIGH AUTO 07:36:06 PMul 19, 2016
#Avg Type: RMS RAC 0
PN Wide -»- Trig: FreeRun AvglHold: 100100 TYPE(M
IFGain:Low Atten: 30 dB peT|P
Mkr1 2.401 992 85 GHz
10 dBidiv Ref 20.00 dBm -5.624 dBm
og

Low CH

Center 2.4020000 GHz Span 1.589 MHz
|#Res BW 3.0 kHz #VBW 10 kHz Sweep 50.67 ms (20001 pts,
= m—

Keysight Spectrum Analyzer - Swept SA o [l
RL (3 502 OC | CORRE SENSE:INT ALIGN AUTO 07:36:35 PMJul 19, 2016
#Avg Type: RMS TRACE 0
PN Wide -»- Trig: FreeRun AvglHold: 100100 TYPE(M
IFGain:Low Atten: 30 dB peT|P

Mkr1 2.439 997 93 GHz

10 dBidiv Ref 20.00 dBm -6.011 dBm
og
. ! I | ] 1 | !
Middle CH
Center 2.4400000 GHz Span 1.589 MHz
|#Res BW 3.0 kHz #VBW 10 kHz Sweep 50.67 ms (20001 pts
Ifr, sTATUS
Keysight Spectrum Analyzer - Swept SA =
RL [3 500 DC CORRE! SENSE:INT] ALIGN AUTO 07:37:06 PMJul 15, 2016
#Avg Type: RMS 4 56
PNO: Wide ~+- Trig: FreeRun AvglHold: 1001100 TYPE(M
IFGain:Low Aften: 30 dB. per|P
Mkr1 2.480 002 074 8 GHz
E%E:me Ref 20.00 dBm -6.402 dBm

High CH

Center 2.4800000 GHz Span 1.596 MHz
|#Res BW 3.0 kHz #VBW 10 kHz Sweep 350.67 ms (20001 pts]
[ sTamus
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FCC ID: ASLSMG611F

11.6. CONDUCTED SPURIOUS EMISSIONS

LIMITS

FCC §15.247 (d)

Output power was measured based on the use of a peak measurement, therefore the required
attenuation is 20 dB.

TEST PROCEDURE

The transmitter output is connected to a spectrum analyzer. The resolution bandwidth is set to
100 kHz. The video bandwidth is set to 300 kHz.

The spectrum from 30 MHz to 26 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels.
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RESULTS

BANDEDGE & SPURIOUS EMISSIONS, LOW CHANNEL

B Keysight Spectrum Analyzer - Swept SA \i/\il@_
RL | RF [s0q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO | 07:23:22 PMJul 19, 2016
#Avg Type: RMS TRAGE 3456
PNO: Wide —+— Trig: FreeRun Avg|Hold: 100/100 TVPE] g‘!vv—wr—w
IFGain:Low Atten: 30 dB DETi
MKr1 2.399 986 0 GHz
19,geidiv__Ref 20.00 dBm -50.965 dBm
100
0.00
100 e,
Low CH 200
BandEdge .
-40.0
500 |
600 bbbt b e
700
Center 2.400000 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 35.333 ms (20001 pts)
IMSG STATUS
SRR
RL | RF [s0q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO | 07:31:23 PMJul 19, 2016
r #Avg Type: RMS TRACE] 3456
PNO: Fast —+— 1rig: FreeRun Avg|Hold: 100/100 TVPE| g‘!vv—wr—w
IFGain:Low Atten: 30 dB DET
Mkr2 4.803 2 GHz
10 gy Ref 20.00 dBm -42.044 dBm
100
0.00
Bl 11 E7 oA
200
300
-40.0 ’
Low CH *
. 600
Spurious a
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
WelmobETRglscll X ] v | FUNcron | Funcronwom UNCTION VAL -
1 N f 2.4017 GHz 7.546 dBm
N f 4.803 2 GHz -42.044 dBm
3 N f 7.206 7 GHz -51.860 dBm
4 N f 9.606 8 GHz -52.769 dBm
5 =
6
7
8
9
10 M
1 =
<[ i | ’
IMSG STATUS
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DATE: NOV 29, 2017

SPURIOUS EMISSIONS, MID CHANNEL

B Keysight Spectrum Analyzer - Swept SA \i/\il@_
RL RF [s0q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO | 07:22:37 PMJul 19, 2016
r #Avg Type: RMS TRACE] 3456
PNO: Wide —w— Trig: Free Run Avg|Hold: 100/100 TVPE] g‘!vv—wr—w
IFGain:Low Atten: 30 dB DET|
Mkr1 2.440 003 00 GHz
19,geidiv__Ref 20.00 dBm 8.330 dBm
100 L
0.00
100 e,
Middle CH 00
BandEdge .
-40.0
500
600
700
Center 2.440000 GHz Span 5.000 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (20001 pts)
IMSG STATUS
BE Keysight Spectrum Analyzer - Swept SA
RL | RF [s0q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO |
r #Avg Type: RMS
PNO: Fast —w— Trig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 4.879 3 GHz
10gicu__Ref 20.00 dBm -45.014 dBm
100
0.00
Bl 11 E7 oA
200
300
400 O ‘
Middle CH o \ o
. 600 ot
Spurious a
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
[MKRIMODE[TRCISCLL x| ¥ ] FUNCTION ] FUNCTIONWDTH
1 N f 2.4401 GHz 8.097 dBm
N f 4.879 3 GHz -45.014 dBm
N f 7.320 5 GHz -51.982 dBm
N f 9.761 0 GHz -51.501 dBm
i ] ’ :
IMSG STATUS
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SPURIOUS EMISSIONS, HIGH CHANNEL
B Keysight Spectrum Analyzer - Swept SA \i/\il@_
RL RF [s0q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO | 07:24:28 PMJul 19, 2016
r #Avg Type: RMS TRACE] 3456
PNO: Wide —w— Trig: Free Run Avg|Hold: 100/100 TVPE| MR
IFGain:Low Atten: 30 dB DET|P
Mkr1 2.483 566 0 GHz
19,geidiv__Ref 20.00 dBm -50.910 dBm
100
0.00
100 e,
High CH
BandEdge ol
-40.0
500 p
600
700
Center 2.483500 GHz Span 10.00 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts)
IMSG STATUS
BE Keysight Spectrum Analyzer - Swept SA
RL | RF [s0q DC | CORREC | [ SENSE:INT] [ ALIGN AUTO |
r #Avg Type: RMS
PNO: Fast —w— Trig: FreeRun Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr2 4.960 7 GHz
10gieu__Ref 20.00 dBm -44.994 dBm
100
0.00
Bl 11 E7 oA
200
300
400 "
High CH e \ = o
. 600 e,
Spurious o
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
[MKRIMODE[TRCISCLL x| ¥ ] FUNCTION ] FUNCTIONWDTH
1 N f 2.479 8 GHz 6.902 dBm
N f 4.960 7 GHz -44.994 dBm
N f 7.440 9 GHz -51.719 dBm
i ] ’ :
IMSG STATUS
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12. RADIATED TEST RESULTS

12.1. LIMITS AND PROCEDURE

LIMITS

FCC §15.205 and §15.209

Limits for radiated disturbance of an intentional radiator
Frequency range (MHz) Limits (uV/m) Measurement Distance (m)

0.009 — 0.490 2400/ F (kHz) 300
0.490 — 1.705 24000/ F (kHz) 30
1.705-30.0 30 30
30-88 100** 3
88 - 216 150** 3
216 — 960 200** 3
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional radiators
operating under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz,
174-216 MHz or 470-806 MHz. However, operation within these frequency bands is permitted
under other sections of this part, e.g. 88 15.231 and 15.241.
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TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for below 1GHz
and 150 cm for above 1GHz. The antenna to EUT distance is 3 meters. The EUT is configured in
accordance with ANSI C63.10. The EUT is set to transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For measurements above 1 GHz the resolution bandwidth is set to 1 MHz, then the video
bandwidth is set to 3 MHz for peak measurements and add duty cycle factor for average
measurements. Duty cycle factor = 10 log (1/x). For this sample: DCF = 10log(1/0.622)=2.06dB
(Spectrum Analyzer round it up to 2.06dB)

The spectrum from 30 MHz to 26 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in the 2.4 GHz band.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.

Note : Emission was pre-scanned from 9KHz to 30MHz; No emissions were detected which was
at least 20dB below the specification limit (consider distance correction factor).
Per FCC part 15.31(0), test results were not reported.

Although these tests were performed other than open area test site, adequate comparison
measurements were confirmed against 30 m open are test site.

Therefore sufficient tests were made to demonstrate that the alternative site produces results
that correlate with the one of tests made in an open field based on KDB 414788.

Page 30 of 53

UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C
218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

12.2. TRANSMITTER ABOVE 1 GHz
RESTRICTED BANDEDGE (LOW CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

126 UL SUWON Lok Chomber f 4 Aug 2816 282747
: i Restricted Bandedge

\ Project Number:16K23775
15 Clisnt: Somsung

Config:EUT / Adepter / Earphone
Macle BLE_BE_H_2482
185 . Tested by:TH Lim
g5
T B85
o
N
275
3 3 Ot O SO SO SO SIS
T
Y eel Avercge Limit (dBul/m)

2.31 ] IEREEETS ] Z.415

Frequency (GHz)

Range (6tiz) REU/ VB Ref/Atin  Det/fvg Hode Garep Pls  #5ups/Mode Pesition Rongs (GHiz) TBUARU Ref/Atin  Det/fug Mods Sueep Pls  d5mpsilieds  Posilion
1:2.31-2.415 M-8/ 3 H2/5  PEA/AocPur-Uiden  omsecifute) 2081 HAKH 175 degs 3 1=2.41 H 3 R ! I 175 degs 39

HORIZONTAL DATA

Trace Markers

Meter Corrected Average

Fre n 117(001687 Margin Peak Limif PK Margin Azimuth Height
Marker ‘}2‘;;” T : : :i\;\)g Det 317'_(105%;89 Path_2 DC Corr (dB) (:;zs-‘/nni' « BLLT,i;m) (Z BE) ( S;uwm; (d :)8 . gus ) ; : 't Polarity
1 *2.39 44.57 Pk 31.8 -29 0 47.37 - - 74 -26.63 175 380 H
2 *2.389 48.62 Pk 31.8 -29 0 51.42 - - 74 -22.58 175 380 H
3 *2.39 35.59 RMS 318 -29 2.06 40.45 54 -13.55 - - 175 380 H
4 *2.352 36.61 RMS 317 -29 2.06 41.37 54 -12.63 - - 175 380 H

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
Pk - Peak detector

RMS - RMS detection
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VERTICAL PEAK AND AVERAGE PLOT

125 UL SUWDN Lab Chomber 1 4 Aug Z2H16 28 37:a7
Restricted Bondedge
_ Project Number:16K23775
1186 ; e e aeneeneenseenaneens ¢ Tent: Somoung
Comfig:EUT / Adepter / Earphons
Mode :BLE_BE U_2482
185 1 i Tested by:TH Lim
85
T < T OSSO UOROROOHS OB OORA OSSR S
L |
= 75 !
~ i
i
g 65 - bovs . e . -
= ; H
sel  Pvercge Limit (dBubf/my 3 77777 ) B o
. = 1 f
i i [ 1 i
" AR A 1 A i P o
45 : i R - : . ! |
o H ; H ] ; d
B o
35 : i :
2.31 18.5MHz/ 2.415
Frequency (GHz)
Fange (6Fz) REL/UBL  Ref/Abtn  Det/fug Node Geoop o ToupoModo  Position Ronge (o) TR Fof/Attn  Dot/fvg Mode Sucep Pts  Someilocde  Position
I f |
Trace Markers
: Meter a117(001687 Corrected Average Margi peak Limit oK Margi Agimuth Height
Marker 'e(g:ez')'cy Reading Det 17) 150619 Path_2 DC Corr (dB) Reading Limit (:’:}'" (j: v}:) ( d:;g'" (Z[')'"”) (e'i' Polarity
(dBuv) - (dBuv/m) (dBuV/m) ! e8e ¢
1 *2.39 46.24 Pk 318 29 0 49.04 - - 74 -24.96 207 335 v
2 *2.363 48.49 Pk 318 29 0 51.29 - - 74 2271 207 335 v
3 *2.39 35.76 RMS 31.8 -29 2.06 40.62 54 -13.38 - - 207 335 \
4 *2.333 36.72 RMS 317 29 2.06 41.48 54 -12.52 - - 207 335 v

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
Pk - Peak detector

RMS - RMS detection
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AUTHORIZED BANDEDGE (HIGH CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

12kUL SULION Lo?: Chomber |‘ 5 Aug 2B16 19:26: 22
; ; Restricted Bandedge
Project Number:16K23775
15 Client: Somsun
Config:EUT / Adepter / Earphone
Mode BLE_BE_H_2488
185 Tested hy:YH Lim
95 i
in
I
© Il
T 85— Ly
b - ’ il
N i ’
2 75 i
-~ I
\E
3
T
= age Limit CdBul/m3
; ; s g :
nd

8. 3MH=z/
Frequency (GHz)

2.563

Range (GHz) REU/VBU Ref/Attn  Det/fvg Mode Susap Pls  4SpsMode  Position Ronge (GHz) REUAVR Ref/Abtn  Det/fvg Hode Sweap P #Swps/Node  Position
1:2,96-2.563 IM(-68)/IM 112/5 PEAKLogPur-lideo  JSmsecifuto) BERE  HAKH 178 degs H i 6 Hi-6dB) /3 1 R/Pur Aug(RK aet 16 178 degs H
Trace Markers
Meter Corrected Average ) - . ] )
Marker F'eg:e“y Reading Det 311717(105%1:1897 Path_2 DC Corr (dB) Reading Limit MZE'" Ps:k\;m" Pr ':';rgm Az;muth Height Polarity
(GHz) (dBuv) ) (dBuV/m) (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (em)
1 *2.484 53.32 Pk 32 -28.3 0 57.02 - 74 -16.98 178 400 H
2 *2.484 54.92 Pk 32 -28.3 0 58.62 - 74 -15.38 178 400 H
3 *2.484 36.18 RMS 32 -28.3 2.06 41.94 54 -12.06 - 178 400 H
4 2.546 36.53 RMS 32 -28.2 2.06 42.39 54 -11.61 178 400 H

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band

Pk - Peak detector

RMS - RMS detection
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FCC ID: ASLSMG611F

VERTICAL PEAK AND AVERAGE PLOT

'Z’UL SULIDN Labk Chomker 1 5 Aug ZH16 19:34:44
i Restricted Bondedge
o Project Number:16K23775
[ Ot SOt SO SRS S el iont : Somsung
Config:EUT / Adopter / Earphone
Made:BLE_BE_U_2488
185 1 + Tested by:TH Lim
95
e S S s
;aj
> 73
2 s ‘ .....
|
Average Limit (dBul/md
LY U | | /. e s Ot S S
hwvm TR eT (W] TSPy Il.JrAl Mo A A P b VPRI Ve TPy T v .l‘.lum‘ ” dinad i .m_uu_r
45 I E P R
or fw]
35
2.36 : IERELEEYd ‘ ‘ Z.563
Frequency (GHz)
Rangs (Gt REUVEL Ref/8ttn  Det/heg Hode Sueep Pis  35ups/Hode  Position Renge (GHz) FEUABU Ref/ALln  Det/Rvg Mods Susep Ps  45msiMede  PosiLion
VERTICAL DATA
Trace Markers
Marker Frequency R’Z':;i‘: Det 3117(001687 Path 2 B¢ Corr (d8) c:e:::fd Aﬁ:tge Margin Peak Limit PK Margin Azimuth Height Polarits
(GHz) (dBqu 17)_150619 - oo /mg] (ot (dB) (dBuV/m) (dB) (Degs) (cm) v
1 *2.484 46 Pk 32 -28.3 0 49.7 - - 74 -24.3 208 358 \
2 *2.484 52.77 Pk 32 -28.3 0 56.47 - - 74 -17.53 208 358 \
3 *2.484 36.01 RMS 32 -28.3 2.06 41.77 54 -12.23 - - 208 358 \
4 2.532 36.5 RMS 32 -28.3 2.06 42.26 54 -11.74 - - 208 358 \
* - indicates frequency in CFR15.205/1C7.2.2 Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788217835-E2V1
FCC ID: ASLSMG611F

DATE: NOV 29, 2017

HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL HORIZONTAL

/‘UL SULDM Leb Chamber 1 4 Aug Z2H16 28:39.:58
Rodioted Emissions 3-Meters
- Project Number:16K23775
1ea Client:Semsung
Config:EUT / Adopter / Earphone
Mode :ELE_HARM_2482
ol .| Tested bg:YH Cim
Al
T
t 7a
0
N
2 6a-
- fvg Limit (dBul/m)
£
= [~ S s S S S S-S S
3 5H
@
2 = 5
. i 4
" " ....m.i1 ,WMWM
MM
30
23 U SSNENUPORNNNOOUURSISUIS AR SSSSEREUUOPPURERPEININS SUINISUSSERRUURIININ SOUUNSRIINUNIPOOON NUNNNODOSRNESRINE NSRRI NSSSERO: 38
I SR —_— — - —_— S
Frequency (GHz)
R () FBUABL  Ref/Atin  Det/fvg Hode Sueep Plo F5wpoifiods  Position Fonae (6He) BUABL  Ref/Atin  Det/Avg Mode Saeep Pto dopalfode Position
1:1-3 Wi-6dB)/ 38k 12/18  PERK/LogPwr-Uiden  SBnsecifuta) BABT  MAKH B-Ffdegs | 3:3-18 IHI-62i8)/ 3% FEGK/Logfwr-ides  SBEnzac(Auto) 16k MAKH B-36Adege H
1,‘/IUL SUWON Lok Chomber 1 4 Aug 2816 Z8: 3958
Radioted Emissions 3-Meters
. Pro ject Number:16K23775
189 Client: Samsun
Config EUT / Adupter / Eamphone
Mode :ELE_HARM_2482
oal- | Tested by:YH Cim
Bd I SUSNENSUPORNNNOOURNURSISUIS ARRSSISN SUOOPUERRENIN: AASNINIUSIERRIURININ SOUUNSRIINSNIPPOPN NUNNOPOSINESREN INNNSRRIN NOSSERR: 38
o 78
2
5
> 6ol
z fvg Limit (dBul/m)
=
T . e T T S
@
]
. 3 =)
4e g ; (%) o
30t
23 U SSNENUPORNNNOOUURSISUIS AR SSSSEREUUOPPURERPEININS SUINISUSSERRUURIININ SOUUNSRIINUNIPOOON NUNNNODOSRNESRINE NSRRI NSSSERO: 38
I SR —_— — - —_— S
Frequency (GHz)
R () FBUABL  Ref/Atin  Det/fvg Hode = Plo #5wpoiiods  Position Fonae (6He) BUABI  Ref/Atin  Det/Avg Mode Saeep Pto dopalfode  Positio

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

LOW CHANNEL DATA

Trace Markers

Frequency Meter 3117(001687 Corrected Avg Limit Margin Peak Limit Margin Azimuth Height
Marker (GHz) Reading Det 17 150619 Path_3 DC Corr (dB) Reading (dBuV/m) (d8) (dBuV/m) (aB) (Degs) (cm) Polarity
(dBuV) (dBuv/m)
1 *4.804 38.74 Pk 34 -33.8 0 38.94 - - 74 -35.06 0-360 150 H
4 7.206 35.03 Pk 357 -30.8 0 39.93 - - 74 -34.07 0-360 150 H
5 9.608 30.56 Pk 37 -27.3 0 40.26 - - 74 -33.74 0-360 250 H
2 *4.805 38.21 Pk 34 -33.8 0 38.41 - - 74 -35.59 0-360 250 \
3 7.205 34.43 Pk 35.7 -30.8 0 39.33 - - 74 -34.67 0-360 150 \
6 9.608 30.36 Pk 37 -27.3 0 40.06 - - 74 -33.94 0-360 150 \
* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
Pk — Peak detector
Radiated Emissions
Meter 3117(001 Corrected - . o . . .
Frequency ) DC Corr ) Avg Limit Margin Peak Limit Margin Azimuth Height B
(GHa) Reading Det 68717)_1 Path_3 (dB) Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm) Polarity
(dBuv) 50619 (dBuv/m)
*4.804 49.37 PK2 34 -33.8 0 49.57 - - 74 -24.43 360 130 H
*4.804 29.51 MAv1 34 -33.8 2.06 31.77 54 -22.23 - - 360 130 H
*4.805 48.05 PK2 34 -33.8 0 48.25 - - 74 -25.75 360 120 \
*4.804 36.81 MAv1 34 -33.8 2.06 39.07 54 -14.93 - - 360 120 \

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788217835-E2V1
FCC ID: ASLSMG611F

DATE: NOV 29, 2017

MID CHANNEL HORIZONTAL

IHUIJL SUWON Lab Chamber | 4 fAug 2816 21:84:208
Radioted Emissions J-Meters
Project Number:|8K23775
L Client :Semsung
Config:EUT / Adupter / Earphaone
Made :BLE_HARM 2448
LG Tested by:YH Lim
s N HEN -
]
t 78
o
M
5
2 6B
~ Avg Limit CdBul/m)
<
> L | Y S L S SN S SN S
3 S1|
m
=z
I | 1 gk
i g M
36 |
e 0 e
1 18 18
Frequency (GHz)
Range (@) FUBL  Ref/Atin  Det/fug Fods S Pta  dupa/tade Fosition |  Fage (G0 REWEW  Ref/Attn Det/fvg Mode Susep Pts  Fga/fods Position
-3 NC-6E)IB 11218 PEAK/Logfur—Vide  Auto §81 M B-edegs H | 3:3-1 NG/ Bk 878 PEA/Logfur-Uideo  Aste B MR B-36Rdegs ¢
HUIJL SUWON Lob Chamber | 4 Aug 2816 21:84: 28
Rodicted Emissions 3-Meters
Project Number:|8K23775
L Cl et : Sameung
Canfig:EUT / Adopter / Earphane
Mods : BLE_HARM_244B
O SO Tested by:YH Lim
5] OOt OO oOO OO SUSSOOO O NOSOUO OO OSSO POOO SOOI OOOSSSOU SOTRRNNOOS OO SO
T . I T e B .- dh It I - i
2
L
]
=15
2 fivg Limit (dBulsm)
~
2 =
2 e
T | |
| 6i
A A 5 2 -
Q :
3@
] OO OO OO OSSO OO0 SOUOOUOOSTOUOO SUOSOOSSO. SOOI SO SN
1 5] 18
Frequency (GHz)
Farge (@12 WAUUDL  Rel/Atin  Det/fvg Fode Sucep Pts  fups/fbde  Fosition Rorge (G REWW  Fef/Attn Det/fivg Mode Sueep Pts  Faps/Mode Position

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor

which was at least 20dB below the specification limit.
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

MID CHANNEL DATA

Trace Markers

Meter Corrected
Frequency N 3117(001687 o Avg Limit Margin Peak Limit Margin Azimuth Height
Marker (GHz) Reading Det 17). 150619 Path_3 DC Corr (dB) Reading (dBuV/m) (d8) (dBuV/m) (aB) (Degs) (cm) Polarity
(dBuV) (dBuv/m)
1 *4.88 39.14 Pk 34 -34 0 39.14 - - 74 -34.86 0-360 150 H
4 *7.32 34.81 Pk 35.8 -30.9 0 39.71 - - 74 -34.29 0-360 250 H
5 9.758 30.75 Pk 37.2 -26.7 0 41.25 - - 74 -32.75 0-360 250 H
2 *4.88 36.57 Pk 34 -34 0 36.57 - - 74 -37.43 0-360 250 \
3 *7.321 34.18 Pk 35.8 -30.9 0 39.08 - - 74 -34.92 0-360 250 \
6 9.752 30.32 Pk 37.2 -26.7 0 40.82 - - 74 -33.18 0-360 150 \
* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
Pk — Peak detector
Radiated Emissions
Meter 3117(001 Corrected - . o . . .
Frequency Reading Det 68717)_1 path 3 DC Corr Reading Avg Limit Margin Peak Limit Margin Azimuth Height Polarity
GH N - dB| dBuVv, dB| dBuVv, dB; Di
(GHz) (dBuv) 50619 (dB) (dBuV/m) (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
*4.88 48.56 PK2 34 -34 0 48.56 - - 74 -25.44 270 120 H
*4.88 35.38 MAv1 34 -34 2.06 37.44 54 -16.56 - - 270 120 H
*4.88 47.28 PK2 34 -34 0 47.28 - - 74 -26.72 151 100 \
*4.88 34.85 MAv1 34 -34 2.06 36.91 54 -17.09 - - 151 100 \

* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

HIGH CHANNEL HORIZONTAL

,‘/‘UL SULDM Leb Chamber 1 5 Aug ZHI16 1704712
Rodioted Emissions 3-Meters
- Project Number:16K23775
1ea : Client:Semsung
Config:EUT / Adepter / Earphone
Mode :ELE_HARM_2480
ag|- + | Tested bg:YH Cim
., - - — GG ..
T
¢t 70
g
N
0000000000000 0000 0 O OO PSSR RS
- Avg Limit CcdBul/m)
2 S
E 1| OO OsoOOOssoPP OO S SSSSOPPOUOS SSSSSSNUSERRN SOPPUUUSOOUsPPPUR SOOOSFSSSROOOOSSPPPSTINN SUOPSSUSOOIOS SOUSPPPPSSSSOOOs OPTSSSSSTOOS SO O
3 e ] H
g : ‘
= _ . 4 5
N M '
_«Mﬁw,.wm& ‘
L 1 S
| SO SO SN S
- T - - S
Frequency (GHz)
Farge (67 REUUB]  Wef/Aten  Detifvg Mode B Fis  TowpsiMiods  Foaltion Forge (6F FUARI  Ref/ftin  Detifvg Fode ) Fir Topsiode Position
1-3 WBAE) 1218 PEFKAoPur-Uideo SBmeectiuto) BB MAdh g | 3318 IM-6aB)/30%  67/8  PES/Logfar-Uides  Sencectiuto) I8k MAXH 8-6idege.
,‘/‘UL SULDM Leb Chamber 1 5 Aug ZHI16 1704712
Rodioted Emissions 3-Meters
- Project Number:16K23775
1ea : Client:Semsung
Config:EUT / Adepter / Earphone
Mode :ELE_HARM_2480
ag|- | Tested bg:YH Cim
Bl
5 78
2
5
> gol
T Avg Limit (dBulUim)
=
T e o T
m
]
3
E} =4
49 = a
4 Z
!
R
Ea .................
I SR —_— — - —_— S
Frequency (GHz)
R () FBUABL  Ref/Atin  Det/fvg Hode = Plo #5wpoiiods  Position Fonae (6He) BUABI  Ref/Atin  Det/Avg Mode Saeep Pto dopalfode  Positio

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.

Page 39 of 53

UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C
218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

HIGH CHANNEL DATA

Trace Markers

Meter Corrected
Frequency N 3117(001687 - Avg Limit Margin Peak Limit Margin Azimuth Height
Marker (GHa) Reading Det 17). 150619 Path_3 DC Corr (dB) Reading (dBuv/m) (dB) (dBuv/m) (d8) (Degs) (em) Polarity
(dBuV) (dBuv/m)
1 *4.959 37.09 PK 34 -34 0 37.09 - - 74 -36.91 0-360 250 H
4 *7.439 35.54 PK 35.8 -30.7 0 40.64 - - 74 -33.36 0-360 250 H
5 9.921 30.37 PK 374 -27.2 0 40.57 - - 74 -33.43 0-360 150 H
2 *4.959 36.17 PK 34 -34 0 36.17 - - 74 -37.83 0-360 250 \
3 *7.441 35.78 PK 35.8 -30.7 0 40.88 - - 74 -33.12 0-360 250 \
6 9.923 30.05 PK 37.4 -27.1 0 40.35 - - 74 -33.65 0-360 150 \
* - indicates frequency in CFR15.205/IC7.2.2 Restricted Band
PK — Peak detector
Radiated Emissions
Meter 3117(0016 Corrected - . - . . .
Frequency ) DC Corr N Avg Limit Margin Peak Limit Margin Azimuth Height B
(GH2) Reading Det 8717)_150 Path_3 (dB) Reading (dBuv/m) (dB) (dBuv/m) (dB) (Degs) (cm) Polarity
(dBuv) 619 (dBuV/m)
*7.44 45.46 PK2 35.8 -30.7 0 50.56 - - 74 -23.44 283 370 H
*7.439 33.14 MAv1 35.8 -30.7 2.06 40.3 54 -13.7 - - 283 370 H
*7.435 44.78 PK2 35.8 -30.7 0 49.88 - - 74 -24.12 360 299 H
*7.447 29.74 MAv1 35.8 -30.6 2.06 37 54 -17 - - 360 299 H

* - indicates frequency in CFR15.205/1C7.2.2 Restricted Band
PK2 - KDB558074 Method: Maximum Peak

MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO: 4788217835-E2V1
FCC ID: ASLSMG611F

DATE: NOV 29, 2017

12.3.

WORST-CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)

HORIZONTAL PLOT

95L|L SUWON Lab Chamber 2 25 Jul 2816 18:12:52
| |Radioted Emissions - 3 Meters
. | |Project Number: 16K23775_SM_G&18F_DD
85 Client: Somsun
Config!EUT / odopter / earphane
Mode e low_1G_BLE
75 Tested by:Chan Park
65
E
£ 55 o]
o
N
C
£ ASpgPR-tR e TES
:
=] 35
3
@
2
34 =L 180a
Frequency (MHz)
Fange 0¥z AU Ref/Attn  Det/vg Mo Sp s Tops/fode  Poaition Fange (M) T Fef/Attn  Detfivg Made Taeep Fts $oupe/fod  Fosition
13200 12k(-6E)/IN G118 PEAK/LogPur-lideo  uto w0 U-3E0degs H | 3:206-1000 128k (6dB)/IN 10T/1D PEHGLoPar—Viden  Auto wol 8-60degs 1
95L|L SUWON Lab Chamber 2 25 Jul 2816 18:12:52
| |Radioted Emissions - 3 Meters
. | |Project Number: 16K23775_SM_G&18F_DD
85 Clicnt :Samsung
Config!EUT / odopter / earphane
Mode e low_1G_BLE
75 Tested by:Chan Park
65
5 55 -
"
4
L
- 45 ] o S N W A
:
2 35
v :
FiiaY
25 \ é',
Brg?
e i
LT L1
5 sl WY "1' Gl Wil
L (- S B Y Y R T ™ RPN . 71 L e "
¢ y
5
34 =L 180a
Frequency (MHz)
Farge 0fi2) RO Fefbin Dt/ ok Sp Pz Tops/fode Position Fange (M) WU Rel/Attn  Detivg Mode Tueep Ptz $oupe/fok  Fosition
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

BELOW 1 GHz TABLE

Trace Markers

Marker Frequency Meter Det VULB9163-749 Below_1G Corrected QPk Limit Margin Azimuth Height Polarity
(MHz) Reading Reading (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 192.8175 39.08 Pk 10.7 -30.4 19.38 43.52 -24.14 0-360 100 H
2 50.145 46.78 Pk 14.1 -30.7 30.18 40 -9.82 0-360 100 \
3 64.3825 42.93 Pk 11.4 -30.7 23.63 40 -16.37 0-360 100 \
4 93.1125 43.35 Pk 10.2 -30.6 22.95 43.52 -20.57 0-360 100 \
5 208 39.84 Pk 11.6 -30.3 21.14 43.52 -22.38 0-360 200 H
6 416 40.21 Pk 15.4 -29.7 25.91 46.02 -20.11 0-360 100 H

Pk - Peak detector
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

13. AC POWER LINE CONDUCTED EMISSIONS

LIMITS

FCC §15.207 (a)

Frequency of Emission (MHz) Conducted Limit {dBuV)
Quasi-peak Average
0.15-0.5 B tor 56 50 to 46
0.5-5 56 46
5-30 i) 50
" Decreases with the logarithm of the frequency.

TEST PROCEDURE

The EUT is placed on a non-conducting table 40 cm from the vertical ground plane and 80 cm
above the horizontal ground plane. The EUT is configured in accordance with ANSI C63.10.

The receiver is set to a resolution bandwidth of 9 kHz. Peak detection is used unless otherwise
noted as quasi-peak or average.

Line conducted data is recorded for both NEUTRAL and HOT lines.
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

RESULTS

6 WORST EMISSIONS

LINE 1 PLOT

UL SUWON Lab AC Shield Room 18 Jul 2816 16:37:31

Conducted RFI Uoltage

i i Lo i Project No:16K23775(SH-G610F_DD)
L Clint Name:Samsung
Config:EUT / Adapter / Eorphone
Mode :AC_L ine_BLE
o T S S Test by Chan Park

(dBluVolts)) Phasze L1
ol
(]
Q

I
=
org
IR ST
et
]
= 5
@
b=
=
=

Freguency (MHz)

[ Dot R W g T Saeop Pts  Toupssods  Label Ronge (hFz) [ Rl B g T Susep Fis  Wopeitode  Lebel ‘
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

LINE 1 RESULTS
Trace Markers

Phase L1 .15 - 30MHz

Marker Frequency Meter Det 101837_w CE Shield Corrected CISPR 22 Margin CISPR 22 Margin

(MHz) Reading ith ex- Room Reading Class B ITE (dB) Class B ITE (dB)
(dBuV) cord_L1 (dB(uVolts QP AV
))
1 .159 39.77 Pk 10 0 49.77 65.52 -15.75 - -
2 .159 21.02 Av 10 0 31.02 - - 55.52 -24.5
3 447 31.65 Pk 10.1 0 41.75 56.93 -15.18 - -
4 447 24.54 Av 10.1 0 34.64 - - 46.93 -12.29
5 .708 23.64 Pk 10 0 33.64 56 -22.36 - -
6 717 11.45 Av 10 0 21.45 - - 46 -24.55
7 933 23.6 Pk 9.9 0 33.5 56 -22.5 - -
8 .942 12.83 Av 9.9 0 22.73 - - 46 -23.27
9 7.242 35.88 Pk 9.9 1 45.88 60 -14.12 - -
10 7.269 22.06 Av 9.9 1 32.06 - - 50 -17.94
11 8.529 34.81 Pk 9.9 1 44.81 60 -15.19 - -
12 8.511 18.92 Av 9.9 1 28.92 - - 50 -21.08

Pk - Peak detector

Av - Average detection
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REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
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LINE 2 PLOT

1O@LIL SUWOMN Lab AC Shield Reoam 18 Jul 2816 16:37:31
i i i i i P Conducted RFI Uoltage
Project Mo:1BK23775(SM-GE18F_DD)
N S S S B St S St E e S Client Hame:Samsun
ConfigiEUT / Adapter / Earphone
Mode (AC_Line BLE
[2]5] SNSRI NSRRRRRRUISS SRRSO SSSSRMS WOSRUNN NSNSO SUNOS SUU NS USSR SO Test byiChan Park
78
=
b T
5 6@ TSR B T § T O
£
i @13
E 2 15
3 - !
2 4B 3 1y
% J" L‘r; | ng 2
\ b ;
Sail4 ‘—ﬁ" NI . ,q"u f Y ;
5| i 1 Ml i | g |
Ay A /” \. ' L BV PPL R\ B v Moy
L v oo s
2B \W\ A } i e ’P‘J.h f"qaq‘ My P . N WW\"_——
= ¥ W VA Wy /
| | ’ﬂ" [l VY ')UN\ J’ Ul'L( l.rJJ nuk,f M LAY WA ‘
L i/ A !
18 :
.15 1 [IE] 38
Frequency (MHz)
Rorge W) Dat R U fwg T Swep  Pis Toupeilade  Label Range (a1 ot R WL feg T Sueep  Plo  WupcMode  Libel ‘
2:.15-38 Pl Ok (68 - - 15/ %Hz e 1LRIT Phose N

Page 46 of 53

UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C
218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.




REPORT NO: 4788217835-E2V1 DATE: NOV 29, 2017
FCC ID: ASLSMG611F

LINE 2 RESULTS
Trace Markers

Phase N .15 - 30MHz

Marker Frequency Meter Det 101837_w CE Shield Corrected CISPR 22 Margin CISPR 22 Margin

(MHz) Reading ith ex- Room Reading Class B ITE (dB) Class B ITE (dB)
(dBuVv) cord_N (dB(uVolts QP AV
))
13 .168 38.6 Pk 10.2 0 48.8 65.06 -16.26 - -
14 .159 19.48 Av 10 0 29.48 - - 55.52 -26.04
15 456 35.04 Pk 10.1 0 45.14 56.77 -11.63 - -
16 456 27.91 Av 10.1 0 38.01 - - 46.77 -8.76
17 .6 26.77 Pk 10.1 0 36.87 56 -19.13 - -
18 .582 16.19 Av 10.1 0 26.29 - - 46 -19.71
19 1.716 249 Pk 9.8 1 34.8 56 -21.2 - -
20 1.725 13.54 Av 9.8 1 23.44 - - 46 -22.56
21 2.139 25.56 Pk 9.8 1 35.46 56 -20.54 - -
22 2.184 14.58 Av 9.8 1 24.48 - - 46 -21.52
23 7.143 37.54 Pk 9.9 1 47.54 60 -12.46 - -
24 7.116 20.54 Av 9.9 1 30.54 - - 50 -19.46

Pk - Peak detector

Av - Average detection
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