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DUT: SAR Dipole 5200 MHz; Type: D5GHzV2; Serial: 1120

Communication System: UID 0, CW; Frequency: 5200 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5200 MHz; ů = 4.566 S/m; Ůr = 37.509; ɟ = 1000 kg/m3

Phantom section: Flat Section; Space = 1.0 cm

Test Date: 02-06-2014; Ambient Temp: 24.5ÁC; Tissue Temp: 23.5ÁC

Probe: EX3DV4 - SN3914; ConvF(4.99, 4.99, 4.99); Calibrated: 10/23/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164)

5200 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 32.8 W/kg

SAR(1 g) = 7.84 W/kg
Deviation = 3.16%

0 dB = 19.8 W/kg = 12.97 dBW/kg
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DUT: SAR Dipole 5300 MHz; Type: D5GHzV2; Serial: 1120

Communication System: UID 0, CW; Frequency: 5300 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5300 MHz; ů = 4.651 S/m; Ůr = 37.509; ɟ = 1000 kg/m3

Phantom section: Flat Section; Space = 1.0 cm

Test Date: 02-06-2014; Ambient Temp: 24.1ÁC; Tissue Temp: 23.5ÁC

Probe: EX3DV4 - SN3914; ConvF(4.82, 4.82, 4.82); Calibrated: 10/23/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164)

5300 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 34.5 W/kg

SAR(1 g) = 7.96 W/kg
Deviation =1.14%

0 dB = 20.4 W/kg = 13.10 dBW/kg
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DUT: SAR Dipole 5500 MHz; Type: D5GHzV2; Serial: 1120

Communication System: UID 0, CW; Frequency: 5500 MHz;Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5500 MHz; ů = 4.925 S/m; Ůr = 37.305; ɟ = 1000 kg/m3

Phantom section: Flat Section; Space = 1.0 cm

Test Date: 02-06-2014; Ambient Temp: 23.9ÁC; Tissue Temp: 23.5ÁC

Probe: EX3DV4 - SN3914; ConvF(4.55, 4.55, 4.55); Calibrated: 10/23/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164)

5500 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 34.0 W/kg

SAR(1 g) = 7.91 W/kg
Deviation = -1.25%

0 dB = 20.3 W/kg = 13.07 dBW/kg
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DUT: SAR Dipole 5600 MHz; Type: D5GHzV2; Serial: 1120

Communication System: UID 0, CW; Frequency: 5600 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5600 MHz; ů = 5.017 S/m; Ůr = 37.024; ɟ = 1000 kg/m3

Phantom section: Flat Section; Space = 1.0 cm

Test Date: 02-06-2014; Ambient Temp: 24.0ÁC; Tissue Temp: 23.4ÁC

Probe: EX3DV4 - SN3914; ConvF(4.37, 4.37, 4.37); Calibrated: 10/23/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164)

5600 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 36.1 W/kg

SAR(1 g) = 7.97 W/kg
Deviation = -0.25%

0 dB = 20.9 W/kg = 13.20 dBW/kg
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DUT: SAR Dipole 5800 MHz; Type: D5GHzV2; Serial: 1120

Communication System: UID 0, CW; Frequency: 5800 MHz; Duty Cycle: 1:1
Medium: 5 GHz Head; Medium parameters used:

f = 5800 MHz; ů = 5.176 S/m; Ůr = 36.885; ɟ = 1000 kg/m3

Phantom section: Flat Section; Space = 1.0 cm

Test Date: 02-06-2014; Ambient Temp: 24.1ÁC; Tissue Temp: 23.5ÁC

Probe: EX3DV4 - SN3914; ConvF(4.52, 4.52, 4.52); Calibrated: 10/23/2013;
 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013
 Phantom: SAM V5.0 Right; Type: QD000P40CD; Serial: 1647

Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164)

5800 MHz System Verification

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4

Input Power = 20.0 dBm (100 mW)
Peak SAR (extrapolated) = 34.8 W/kg

SAR(1 g) = 7.4 W/kg
Deviation = -1.20%

0 dB = 19.5 W/kg = 12.90 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC. 
DUT: Dipole 5200 MHz; Type: D5GHzV2; Serial: 1120 

Communication System: UID 0, CW; Frequency: 5200 MHz; Duty Cycle: 1:1 
Medium: 5 GHz Body, Medium parameters used: 

f = 5200 MHz; ů = 5.168 S/m; Ůr = 47.598; ɟ = 1000 kg/m3  

Phantom section: Flat Section; Space = 1.0 cm 

Test Date: 02-03-2014; Ambient Temp: 24.5¯C; Tissue Temp: 22.6¯C 

 Probe: EX3DV4 - SN3914; ConvF(4.52, 4.52, 4.52); Calibrated: 10/23/2013;  
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648 

 Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164)  

5200 MHz System Verification 
 

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm 
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4 

Input Power = 16.0 dBm (40 mW) 
Peak SAR (extrapolated) = 13.2 W/kg 

SAR(1 g) = 3.11 W/kg 
Deviation = 1.50% 

0 dB = 7.88 W/kg = 8.97 dBW/kg 
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PCTEST ENGINEERING LABORATORY, INC. 
DUT: Dipole 5300 MHz; Type: D5GHzV2; Serial: 1120 

Communication System: UID 0, CW; Frequency: 5300 MHz; Duty Cycle: 1:1 
Medium: 5 GHz Body, Medium parameters used:  

f = 5300 MHz; ů = 5.352 S/m; Ůr = 47.314; ɟ = 1000 kg/m3  

Phantom section: Flat Section; Space = 1.0 cm 

Test Date: 02-03-2014; Ambient Temp: 24.4¯C; Tissue Temp: 22.6¯C 

 Probe: EX3DV4 - SN3914; ConvF(4.32, 4.32, 4.32); Calibrated: 10/23/2013;  
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648 

 Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164)  

5300 MHz System Verification 
 

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm 
Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4 

Input Power = 16.0 dBm (40 mW) 
Peak SAR (extrapolated) = 14.4 W/kg 

SAR(1 g) = 3.26 W/kg 
Deviation = 6.12% 

0 dB = 8.34 W/kg = 9.21 dBW/kg 
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PCTEST ENGINEERING LABORATORY, INC. 
DUT: Dipole 5500 MHz; Type: D5GHzV2; Serial: 1120 

Communication System: UID 0, CW; Frequency: 5500 MHz; Duty Cycle: 1:1 
Medium: 5 GHz Body, Medium parameters used:  

f = 5500 MHz; ů = 5.579 S/m; Ůr = 46.639; ɟ = 1000 kg/m3  

Phantom section: Flat Section; Space = 1.0 cm 

Test Date: 02-03-2014; Ambient Temp: 24.3¯C; Tissue Temp: 22.6¯C 

 Probe: EX3DV4 - SN3914; ConvF(4.07, 4.07, 4.07); Calibrated: 10/23/2013;  
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648 

 Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164)  

5500 MHz System Verification 
 

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm 
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4 

Input Power = 16.0 dBm (40 mW) 
Peak SAR (extrapolated) = 15.3 W/kg 

SAR(1 g) = 3.27 W/kg 
Deviation = 2.44% 

0 dB = 8.61 W/kg = 9.35 dBW/kg 
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PCTEST ENGINEERING LABORATORY, INC. 
DUT: Dipole 5800 MHz; Type: D5GHzV2; Serial: 1120 

Communication System: UID 0, CW; Frequency: 5800 MHz; Duty Cycle: 1:1 
Medium: 5 GHz Body, Medium parameters used: 

f = 5800 MHz; ů = 6.172 S/m; Ůr = 46.231; ɟ = 1000 kg/m3  

Phantom section: Flat Section; Space = 1.0 cm 

Test Date: 02-09-2014; Ambient Temp: 24.5¯C; Tissue Temp: 23.3¯C 

 Probe: EX3DV4 - SN3914; ConvF(4.14, 4.14, 4.14); Calibrated: 10/23/2013;  
 Sensor-Surface: 1.4mm (Mechanical Surface Detection) 

 Electronics: DAE4 Sn1333; Calibrated: 11/19/2013 
 Phantom: SAM 5.0 front; Type: QD000P40CD; Serial: TP:-1648 

 Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164)  

5800 MHz System Verification 
 

Area Scan (7x8x1): Measurement grid: dx=10mm, dy=10mm 
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4 

Input Power = 20.0 dBm (100 mW) 
Peak SAR (extrapolated) = 34.4 W/kg 

SAR(1 g) = 6.94 W/kg 
Deviation = -8.08% 

0 dB = 18.7 W/kg = 12.72 dBW/kg 
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