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Certification of Calibration 
 

Object         D835V2 – SN: 4d047 
 
Calibration procedure(s)  Procedure for Calibration Extension for SAR Dipoles. 
 
Calibration date:   July 13, 2017 
 
Description:    SAR Validation Dipole at  835 MHz. 
 
 
Calibration Equipment used: 

 

Measurement Uncertainty = ±23% (k=2) 

 Name  Function  Signature  

Calibrated By:  Brodie Halbfoster Test Engineer  
 

Approved By: Kaitlin O’Keefe Senior Technical 

Manager 
 

 

 

  

Manufacturer Model Description Cal Date Cal Interval Cal Due Serial Number 

Control Company 4040 Therm./Clock/Humidity Monitor 3/31/2017 Biennial 3/31/2019 170232394
Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 Biennial 5/2/2019 170330156

Amplifier Research 15S1G6 Amplifier CBT N/A CBT 433971
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406

Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/1/2017 Annual 6/1/2018 MY53401181 
Agilent 8753ES S-Parameter Network Analyzer 10/26/2016 Annual 10/26/2017 US39170118 

Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A 
SPEAG DAE4 Dasy Data Acquisition Electronics 3/8/2017 Annual 3/8/2018 1368
SPEAG DAE4 Dasy Data Acquisition Electronics 3/13/2017 Annual 3/13/2018 1415
SPEAG DAK-3.5 Dielectric Assessment Kit 5/10/2017 Annual 5/10/2018 1070
SPEAG ES3DV3 SAR Probe 3/14/2017 Annual 3/14/2018 3209
SPEAG ES3DV3 SAR Probe 3/14/2017 Annual 3/14/2018 3319
Anritsu MA2411B Pulse Power Sensor 2/10/2017 Annual 2/10/2018 1207364
Anritsu MA2411B Pulse Power Sensor 2/10/2017 Annual 2/10/2018 1339018
Anritsu ML2495A Power Meter 10/16/2015 Biennial 10/16/2017 941001
Agilent N5182A MXG Vector Signal Generator 2/28/2017 Annual 2/28/2018 MY47420800 

Seekonk NC-100 Torque Wrench 11/6/2015 Biennial 11/6/2017 N/A 
Mini-Circuits NLP-2950+ Low Pass Filter DC to 2700 MHz CBT N/A CBT N/A 
Pasternack PE2208-6 Bidirectional Coupler CBT N/A CBT N/A 
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DIPOLE CALIBRATION EXTENSION 

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles 
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained 
stable according to the following requirements: 

1. The measured SAR does not deviate more than 10% from the target on the calibration 
certificate. 

2. The return-loss does not deviate more than 20% from the previous measurement and meets the 
required 20dB minimum return-loss requirement. 

3. The measurement of real or imaginary parts of impedance does not deviate more than 5Ω from 
the previous measurement. 

The following dipole was checked to pass the above 3 requirements to have 2-year calibration period 
from the calibration date: 

 

 

 

 

  

Calibration 

Date

Extension 

Date

Certificate 

Electrical 

Delay (ns)

Certificate 

SAR Target 

Head (1g) 

W/kg @ 23.0 

dBm

Measured 

Head SAR (1g) 

W/kg @ 23.0 

dBm

Deviation 1g 

(%)

Certificate 

SAR Target 

Head (10g) 

W/kg @ 23.0 

dBm

Measured 

Head SAR 

(10g) W/kg @ 

23.0 dBm

Deviation 10g 

(%)

Certificate 

Impedance 

Head (Ohm) 

Real

Measured 

Impedance 

Head (Ohm) 

Real

Difference 

(Ohm) Real

Certificate 

Impedance 

Head (Ohm) 

Imaginary

Measured 

Impedance 

Head (Ohm) 

Imaginary

Difference 

(Ohm) 

Imaginary

Certificate 

Return Loss 

Head (dB)

Measured 

Return Loss 

Head (dB)

Deviation (%) PASS/FAIL

7/13/2016 7/13/2017 0 1.83 1.95 6.79% 1.19 1.28 7.56% 49.8 50.8 1 -5.9 -2.3 3.6 -24.5 -28.2 -15.10% PASS

Calibration 

Date

Extension 

Date

Certificate 

Electrical 

Delay (ns)

Certificate 

SAR Target 

Body (1g) 

W/kg @ 23.0 

dBm

Measured 

Body SAR (1g) 

W/kg @ 23.0 

dBm

Deviation 1g 

(%)

Certificate 

SAR Target 

Body (10g) 

W/kg @ 23.0 

dBm

Measured 

Body SAR 

(10g) W/kg @ 

23.0 dBm

Deviation 10g 

(%)

Certificate 

Impedance 

Body (Ohm) 

Real

Measured 

Impedance 

Body (Ohm) 

Real

Difference 

(Ohm) Real

Certificate 

Impedance 

Body (Ohm) 

Imaginary

Measured 

Impedance 

Body (Ohm) 

Imaginary

Difference 

(Ohm) 

Imaginary

Certificate 

Return Loss 

Body (dB)

Measured 

Return Loss 

Body (dB)

Deviation (%) PASS/FAIL

7/13/2016 7/13/2017 0 1.91 1.99 3.97% 1.25 1.31 4.97% 45.8 46.3 0.5 -8.2 -6.7 1.5 -20.3 -22.5 -10.80% PASS
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Impedance & Return-Loss Measurement Plot for Head TSL  
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Impedance & Return-Loss Measurement Plot for Body TSL  
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Certification of Calibration 
 

Object         D2450V2 – SN: 981 
 
Calibration procedure(s)  Procedure for Calibration Extension for SAR Dipoles. 
 
Calibration date:   July 24, 2017 
 
Description:    SAR Validation Dipole at 2450 MHz. 
 
 
Calibration Equipment used: 

 

Measurement Uncertainty = ±23% (k=2) 

 Name  Function  Signature  

Calibrated By:  Brodie Halbfoster Test Engineer  
 

Approved By: Kaitlin O’Keefe Senior Technical 

Manager 
 

 

 

  

Manufacturer Model Description Cal Date Cal Interval Cal Due Serial Number 

Control Company 4040 Therm./Clock/Humidity Monitor 3/31/2017 Biennial 3/31/2019 170232394
Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 Biennial 5/2/2019 170330156

Amplifier Research 15S1G6 Amplifier CBT N/A CBT 433971
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406

Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215 
Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/1/2017 Annual 6/1/2018 MY53401181 

Agilent 8753ES S-Parameter Network Analyzer 10/26/2016 Annual 10/26/2017 US39170118 
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A 

SPEAG DAE4 Dasy Data Acquisition Electronics 9/14/2016 Annual 9/14/2017 1408
SPEAG DAE4 Dasy Data Acquisition Electronics 2/9/2017 Annual 2/9/2018 1272
SPEAG DAK-3.5 Dielectric Assessment Kit 5/10/2017 Annual 5/10/2018 1070
SPEAG ES3DV3 SAR Probe 9/19/2016 Annual 9/19/2017 3287
SPEAG ES3DV3 SAR Probe 2/10/2017 Annual 2/10/2018 3213
Anritsu MA2411B Pulse Power Sensor 2/10/2017 Annual 2/10/2018 1207364
Anritsu MA2411B Pulse Power Sensor 2/10/2017 Annual 2/10/2018 1339018
Anritsu ML2495A Power Meter 10/16/2015 Biennial 10/16/2017 941001
Agilent N5182A MXG Vector Signal Generator 2/28/2017 Annual 2/28/2018 MY47420800 

Seekonk NC-100 Torque Wrench 11/6/2015 Biennial 11/6/2017 N/A 
Mini-Circuits NLP-2950+ Low Pass Filter DC to 2700 MHz CBT N/A CBT N/A 
Pasternack PE2209-10 Bidirectional Coupler CBT N/A CBT N/A 
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DIPOLE CALIBRATION EXTENSION 

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles 
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained 
stable according to the following requirements: 

1. The measured SAR does not deviate more than 10% from the target on the calibration 
certificate. 

2. The return-loss does not deviate more than 20% from the previous measurement and meets the 
required 20dB minimum return-loss requirement. 

3. The measurement of real or imaginary parts of impedance does not deviate more than 5Ω from 
the previous measurement. 

The following dipole was checked to pass the above 3 requirements to have 2-year calibration period 
from the calibration date: 

 

 

 

  

Calibration 

Date

Extension 

Date

Certificate 

Electrical 

Delay (ns)

Certificate 

SAR Target 

Head (1g) 

W/kg @ 20.0 

dBm

Measured 

Head SAR (1g) 

W/kg @ 20.0 

dBm

Deviation 1g 

(%)

Certificate 

SAR Target 

Head (10g) 

W/kg @ 20.0 

dBm

Measured 

Head SAR 

(10g) W/kg @ 

20.0 dBm

Deviation 10g 

(%)

Certificate 

Impedance 

Head (Ohm) 

Real

Measured 

Impedance 

Head (Ohm) 

Real

Difference 

(Ohm) Real

Certificate 

Impedance 

Head (Ohm) 

Imaginary

Measured 

Impedance 

Head (Ohm) 

Imaginary

Difference 

(Ohm) 

Imaginary

Certificate 

Return Loss 

Head (dB)

Measured 

Return Loss 

Head (dB)

Deviation (%) PASS/FAIL

7/25/2016 7/24/2017 1.162 5.28 5.57 5.49% 2.47 2.56 3.64% 53.2 53.5 0.3 3.4 1.1 2.3 -26.9 -27.6 -2.60% PASS

Calibration 

Date

Extension 

Date

Certificate 

Electrical 

Delay (ns)

Certificate 

SAR Target 

Body (1g) 

W/kg @ 20.0 

dBm

Measured 

Body SAR (1g) 

W/kg @ 20.0 

dBm

Deviation 1g 

(%)

Certificate 

SAR Target 

Body (10g) 

W/kg @ 20.0 

dBm

Measured 

Body SAR 

(10g) W/kg @ 

20.0 dBm

Deviation 10g 

(%)

Certificate 

Impedance 

Body (Ohm) 

Real

Measured 

Impedance 

Body (Ohm) 

Real

Difference 

(Ohm) Real

Certificate 

Impedance 

Body (Ohm) 

Imaginary

Measured 

Impedance 

Body (Ohm) 

Imaginary

Difference 

(Ohm) 

Imaginary

Certificate 

Return Loss 

Body (dB)

Measured 

Return Loss 

Body (dB)

Deviation (%) PASS/FAIL

7/25/2016 7/24/2017 1.162 5.08 5.34 5.12% 2.38 2.39 0.42% 50.2 47.7 2.5 4.5 3.4 1.1 -27.0 -27.6 -2.20% PASS
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Impedance & Return-Loss Measurement Plot for Head TSL  
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Impedance & Return-Loss Measurement Plot for Body TSL  
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A P P E N D I X  D :  S A R  T I S S U E  S P E C I F I C A T I O N S  

Measurement Procedure for Tissue verification: 

1) The network analyzer and probe system was configured and calibrated. 
2) The probe was immersed in the tissue. The tissue was placed in a nonmetallic container. 

Trapped air bubbles beneath the flange were minimized by placing the probe at a slight angle. 
3) The complex admittance with respect to the probe aperture was measured 
4) The complex relative permittivity ε’

 can be calculated from the below equation (Pournaropoulos 
and Misra): 
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where Y is the admittance of the probe in contact with the sample, the primed and unprimed coordinates refer to 

source and observation points, respectively,   cos2222r ,  is the angular frequency, and 1j . 

 
 

Table D-I  
Composition of the Tissue Equivalent Matter 

 
 

Frequency (MHz) 835 835 2450-2600 2450-2600

Tissue Head Body Head Body

Ingredients (% by weight)

Bactericide 0.1 0.1

DGBE 26.7

HEC 1 1

NaCl 1.45 0.94 0.1

Sucrose 57 44.9

Water 40.45 53.06 73.2

See page 2
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Figure D-1 

Composition of 2.4 GHz Head Tissue Equivalent Matter 
 

Note: 2.4 GHz head liquid recipes are proprietary SPEAG. Since the composition is approximate to the actual 
liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.  

 

 
  Figure D-2 

2.4 GHz Head Tissue Equivalent Matter 
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A P P E N D I X  E :  S A R  S Y S T E M  V A L I D A T I O N  

Per FCC KDB Publication 865664 D02v01r02, SAR system validation status should be documented to confirm 
measurement accuracy. The SAR systems (including SAR probes, system components and software versions) 
used for this device were validated against its performance specifications prior to the SAR measurements. 
Reference dipoles were used with the required tissue- equivalent media for system validation, according to the 
procedures outlined in FCC KDB Publication 865664 D01v01r04 and IEEE 1528-2013. Since SAR probe 
calibrations are frequency dependent, each probe calibration point was validated at a frequency within the valid 
frequency range of the probe calibration point, using the system that normally operates with the probe for routine 
SAR measurements and according to the required tissue-equivalent media.  
 
A tabulated summary of the system validation status including the validation date(s), measurement frequencies, 
SAR probes and tissue dielectric parameters has been included.  
 

Table E-I 
SAR System Validation Summary 

 
 
NOTE: While the probes have been calibrated for both CW and modulated signals, all measurements were 
performed using communication systems calibrated for CW signals only. Modulations in the table above represent 
test configurations for which the measurement system has been validated per FCC KDB Publication 865664 
D01v01r04 for scenarios when CW probe calibrations are used with other signal types. SAR systems were 
validated for modulated signals with a periodic duty cycle, such as GMSK, or with a high peak to average ratio (>5 
dB), such as OFDM according to FCC KDB Publication 865664 D01v01r04.

COND. PERM.

(σ) (εr) SENSITIVITY
PROBE

 LINEARITY

PROBE 

 ISOTROPY

MOD. 

TYPE
DUTY FACTOR PAR

I 835 4/25/2017 3213 ES3DV3 835 Head 0.891 40.147 PASS PASS PASS GMSK PASS N/A

E 2450 4/3/2017 3319 ES3DV3 2450 Head 1.869 38.994 PASS PASS PASS OFDM/TDD PASS PASS

I 2450 6/1/2017 3213 ES3DV3 2450 Head 1.876 40.253 PASS PASS PASS OFDM/TDD PASS PASS

G 2450 10/16/2017 3332 ES3DV3 2450 Head 1.880 38.615 PASS PASS PASS OFDM/TDD PASS PASS

E 2600 4/3/2017 3319 ES3DV3 2600 Head 2.038 38.360 PASS PASS PASS TDD PASS N/A

E 835 4/4/2017 3319 ES3DV3 835 Body 0.954 53.125 PASS PASS PASS GMSK PASS N/A

H 835 8/31/2017 7410 EX3DV4 835 Body 0.992 53.254 PASS PASS PASS GMSK PASS N/A

G 835 10/11/2017 3332 ES3DV3 835 Body 0.999 53.254 PASS PASS PASS GMSK PASS N/A

K 2450 5/3/2017 7406 EX3DV4 2450 Body 1.995 50.521 PASS PASS PASS OFDM/TDD PASS PASS

E 2450 4/3/2017 3319 ES3DV3 2450 Body 1.979 51.563 PASS PASS PASS OFDM/TDD PASS PASS

K 2600 5/3/2017 7406 EX3DV4 2600 Body 2.203 49.895 PASS PASS PASS TDD PASS N/A

CW VALIDATION MOD. VALIDATIONSAR 

SYSTEM 

#

FREQ. [MHz] DATE PROBE SN PROBE TYPE PROBE CAL. POINT




