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1. ATTESTATION OF TEST RESULT OF DEVICE UNDER TEST

Test Laboratory

Company Name: HCT Co., LTD
Address: 74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, Gyeonggi-do,
17383, Rep. of Korea
Telephone: +82 31 645 6300
Fax.: +82 31 645 6401
Applicant Name: SAMSUNG Electronics Co., Ltd.
FCC ID: A3LSMJ260F
Model: SM-J260F/DS
Additional FCC Model(s): | SM-J260F
EUT Type: Mobile Phone
Application Type: Certification
The Highest Reported SAR
S EU/))
ZEI e quilgrsnsent Bod1-§\’Norn Ho:.?ot
(MHz) (W/Kg) (W/Kg)
GSM/GPRS/EDGE 850 824.2 ~ 848.8 TNE 0.22 0.44 0.72
UMTS 850 826.4 ~ 846.6 TNE 0.30 0.60 0.70
LTE 5 (Cell) 824.7 ~ 848.3 TNE 0.26 0.42 0.60
802.11b 2412 ~2 462 DTS 0.75 0.12 0.24
Bluetooth 2402 ~2480 DSS/DTS 0.10 <0.10 <0.10
Simultaneous SAR per KDB 690783 D01v01r03 1.05 0.71 0.96
Date(s) of Tests: 06/29/2018 ~ 07/12/2018

F-TP22-03 (Rev.00) 4/131 HCT CO.,LTD.



o
‘—rC'- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO,,LTD.

2. DEVICE UNDER TEST DESCRIPTION
2.1 DUT specification

Device Wireless specification overview

' Band&Mode @ OperatingMode @~ | TxFrequency |
GSM850 Voice / Data 824.2 ~ 848.8 MHz
UMTS 850 Voice / Data 826.4 ~ 846.6 MHz
LTE Band 5 (Cell) Voice / Data 824.7 ~ 848.3 MHz
2.4GHz WLAN Voice / Data 2412 ~ 2462 MHz
Bluetooth / LE 4.2 Data 2402 ~ 2480 MHz

Device Description

Overall (Length x Width): 143.4 mm x 72.1 mm
Device Dimension Overall Diagonal: 153 mm
Display Diagonal: 127 mm

Standard (Li-ion Polymer Battery)
Battery Options Battery Model Name: EB-BG530CBE
Manufacturer: BYD

Mode Serial Number
GSM850/ UMTS 850/ LTE Band 5 R38K50MV9SA
WLAN 2.4GHz/ Bluetooth R38K50MVKSV

SM-J260F/DS and SM-J260F are same Hardware.only SIM Tray is differnt .
SAR test were evaluated for All US Bands using SM-J260F/DS.

Device Serial Numbers

The manufacturer has confirmed that the devices tested have the same physical,
mechanical and thermal characteristics are within operational tolerances expected
for production units.

F-TP22-03 (Rev.00) 5/131 HCT CO.,LTD.
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FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

2.3 Nominal and Maximum Output Power Specifications

This device operates using the following maximum output power specifications. SAR values were scaled to
the maximum allowed power to determine compliance per KDB publication 447498 D01v06.

2.3.1 Maximum PCE Output Power

" (\(/;)Bi(:) Burst Average GMSK (dBm) Burst Average 8-PSK (dBm)
S 1Tx | 1Tx 2Tx 3Tx 4Tx 1Tx 2Tx 3Tx 4Tx
Slot Slot Slot Slot Slot Slot Slot Slot Slot
GSM/GPRS/ Maximum | 33.5 | 33,5 | 31.0 | 30.5 | 285 | 28.0 | 26.0 | 24.0 | 23.0
EDGE 850 Nominal | 32.5 | 325 | 30.0 | 29.5 | 27.5 | 27.0 | 25.0 | 23.0 | 22.0

Modulated Average (dBm)

R e 3GPP 3GPP 3GPP
HSDPA HSUPA DC-HSDPA
UMTS Band 5 Maximum 245 24.0 245 23.5 245
(850 MHz) Nominal 23.5 23.0 23.5 225 23.5
Mode / Band Modulated Average (dBm)
Maximum 23.5
LTE Band 5 (Cell) -

Nominal 22.5

2.3.2 Maximum WLAN/ Bluetooth Power

Mode / Band Modulated Average (dBm)
channel g
Maximum 17.5 15.0 15.0
24CHz | o 4 - ch :
WIFI Nominal 16.5 14.0 14.0
Mode / Band Modulated Average (dBm)
Maximum 8.5
Bluetooth
Nominal 7.5
Maximum 55
Bluetooth LE
Nominal 4.5
F-TP22-03 (Rev.00) 6/131 HCT CO.,LTD.
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2.4 LTE information

Item.

Frequency Range

LTE Band 5 (Cell)

824.7 ~ 848.3 MHz

Description

Channel Bandwidths

LTE Band 5 (Cell)

1.4 MHz, 3 MHz, 5 MHz, 10 MHz

Channel & Freq.(MHz) Low Middle High
1.4 MHz 824.7 (20407) 836.5 (20525) 848.3 (20643)
LTE Band 5 3 MHz 825.5 (20415) 836.5 (20525) 847.5 (20635)
(Cell) 5 MHz 826.5 (20425) 836.5 (20525) 846.5 (20625)
10 MHz 829.0 (20450) 836.5 (20525) 844.0 (20600)

UE Category LTE Rel. 10, Category 4

Modulations Supported in UL QPSK, 16QAM
LTE MPR Permanently implemented Yes

per 3GPP TS 36.101 section 6.2.3

A-MPR disabled for SAR Testing. Yes

This device does not support downlink and uplink Carrier

LTE Carrier Aggregation Aggregation for US region.

This device does not support full CA features on 3GPP Release 10.
The following LTE Release 10 features are not supported. Uplink
and Downlink Carrier aggregations, Relay, HetNet, Enhanced
MIMO, elCl, WiFi offloading, MDH, eMBMA, Cross-Carrier
Scheduling, Enhanced SC-FDMA.

LTE Release 10 information

F-TP22-03 (Rev.00) 7/131 HCT CO.,LTD.
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2.5 Test Methodology and Procedures

The tests documented in this report were performed in accordance with IEEE Standard 1528-2013 and the
following published KDB procedures.

- FCC KDB Publication 941225 D01 3G SAR Procedures v03r01

- FCC KDB Publication 941225 D06 Hot Spot SAR v02r01

- FCC KDB Publication 941225 D05 SAR for LTE Devices v02r05

- FCC KDB Publication 941225 DO5A LTE Rel.10 KDB Inquiry sheet v01r02

- FCC KDB Publication 248227 D01 802.11 Wi-Fi SAR v02r02

- FCC KDB Publication 447498 D01 General SAR Guidance v06

- FCC KDB Publication 648474 D04 Handset SAR v01r03

- FCC KDB Publication 865664 D01 SAR measurement 100 MHz to 6 GHz v01r04
- FCC KDB Publication 865664 D02 SAR Reporting v01r02

- October 2013 TCB Workshop Notes (GPRS testing criteria)

- April 2015 TCB Workshop Notes (Simultaneous transmission summation clarified)

F-TP22-03 (Rev.00) 8/131 HCT CO.,LTD.
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2.6 DUT Antenna Locations
The overall dimensions of this device are > 9 X 5 cm. The overall diagonal dimension of the device is < 160
mm and the diagonal display is < 150 mm.

This model allows users to exchange data or media files with other Bluetooth enabled devices using Bluetooth,
which means they can connect to other Bluetooth enabled devices via Bluetooth tethering. Therefore, SAR
test was performed for additional simultaneous transmissions.

Head and Bluetooth Tethering SAR were evaluated for BT BR tethering applications.

Right Bottom

GSM/GPRS/EDGE 850 Yes Yes Yes Yes Yes No
UMTS 850 Yes Yes Yes Yes Yes No

LTE Band 5 Yes Yes Yes Yes Yes No

2.4 GHz WLAN Yes Yes No Yes No Yes
Bluetooth Yes Yes No Yes No Yes

Particular EUT edges were not required to be evaluated for Bluetooth Tethering and Hotspot SAR if the edges
were > 25 mm from the transmitting antenna according to FCC KDB 941225 D06v02r01 on page 2. The
distance between the transmit antennas and the edges of the device are included in the filing.

* Note: All test configurations are based on front view position.

F-TP22-03 (Rev.00) 9/131 HCT CO.,LTD.
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2.7 SAR Summation Scenario

According to FCC KDB 447498 D01v06, transmitters are considered to be transmitting simultaneously when
there is overlapping transmission, with the exception of transmissions during network hand-offs with maximum
hand-off duration less than 30 seconds. Possible transmission paths for the EUT are shown below paths and
are mode in same rectangle to indicate communication modes which share the same path. Modes which share
the same transmission path cannot transmit simultaneously with one another.

Path 1 Path 2

| | |

| GSM/GPRS/EDGE : | :
UMTS BT/WiFi

I LTE I I I

wll

e e e e e e e e e e e o e mm mm =l R —

Simultaneous transmission paths

This device contains multiple transmitters that may operate simultaneously, and therefore requires a
simultaneous transmission analysis according to FCC KDB 447498 D01v06.

Simultaneous Transmission Scenarios

Applicable Combination Head Body-Worn Hotspot
GSM Voice + 2.4 GHz WiFi Yes Yes N/A
GSM Voice + 2.4 GHz Bluetooth Yes” Yes N/A
GPRS + 2.4 GHz WiFi N/A N/A Yes
GPRS + Bluetooth N/A N/A YesA
UMTS + 2.4 GHz WiFi Yes Yes Yes
UMTS + 2.4 GHz Bluetooth Yes” Yes Yes”
LTE + 2.4 GHz WiFi Yes Yes Yes
LTE+ 2.4 GHz Bluetooth Yes” Yes Yes”

1. WLAN 2.4 GHz and Bluetooth share antenna path and cannot transmit simultaneously.

2. All licensed modes share the same antenna path and cannot transmit simultaneously.

3. UMTS +WLAN scenario also represents the UMTS Voice/DATA + WLAN 2.4GHz hotspot scenario.
4. GPRS/EDGE does not support pre-installed VOIP applications.

5. The highest reported SAR for each exposure condition is used for SAR summation purpose.

6. Wi-Fi Hotspot and WiFi Direct are supported for WLAN 2.4GHz

7. " Bluetooth tethering is considered.

8. This device supports VOLTE and VoWIFI.

F-TP22-03 (Rev.00) 10/131 HCT CO.,LTD.
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2.8 SAR Test Considerations

2.8.1 Bluetooth LE

Per FCC KDB 447498 D01v06, The SAR exclusion threshold for distance < 50mm is defined by the following
equation:

MaxPowerofChannel(mW
f (mW) * \/Frequency(GHZ) < 3.0(1g SAR)

TestSeparationDistance(mm)

Frequency Maximum Separation
Allowed Power Distance
[MHz] [mW]  [mm]
Head SAR 2480 4.0 5 1.3
Bluetooth LE | Body Worn SAR 2480 4.0 15 0.4
Tethering SAR 2480 4.0 10 0.6

Based on the maximum conducted power of Bluetooth LE and antenna to use separation distance, Bluetooth
LE SAR was not required [(4/5)*\2.480] = 1.3 < 3.0, (4/15)*\2.480] = 0.4 < 3.0, [(4/10)*\2.480] = 0.6 <
3.0, for 1-g SAR.

This device contains transmitters that may operate simultaneously. Therefore simultaneous transmission
analysis is required. Per FCC KDB 447498 D01v06 IV.C.1iii, simultaneous transmission SAR test exclusion
may be applied when the sum of the 1-g SAR for all the simultaneous transmitting antennas in a specific a
physical test configuration is < 1.6 W/kg. When standalone SAR is not required to be measured per FCC KDB
447498 DO1v06 4.3.22, the following equation must be used to estimate the standalone 1-g SAR for
simultaneous transmission assessment involving that transmitter.

Estimated SAR = Jf(GHZ) " (Max Power of channel mW).
x Min Seperation Distance
where x = 7.5 for 1-g SAR .

Maximum . . Estimated SAR
Separation Distance

Frequency

Allowed Power (1-g SAR)
[MHZz] [mW] [mm] [Wikg]
Head SAR 2480 4.0 5 0.168
Bluetooth LE Body Worn 2480 4.0 15 0.056
Tethering SAR 2480 4.0 10 0.084

Note:

1) The Estimated SAR results were determined according to FCC KDB447498 D01v06.

2) The frequency of Bluetooth LE using for estimated SAR was selected highest channel of Bluetooth LE for
highest estimated SAR.

F-TP22-03 (Rev.00) 117131 HCT CO.,LTD.
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2.8.2 Licensed Transmitter(s)

GSM/GPRS/EDGE DTM is not supported for US bands. Therefore, the GSM Voice modes in this report do not
transmit simultaneously with GPRS/EDGE Data.

This device is only capable of QPSK HSUPA in the uplink. Therefore, no additional SAR tests are required
beyond that described for devices with HSUPA in KDB 941225 D01v03r01.

LTE SAR for the higher modulations and lower bandwidths were not tested since the maximum average output
power of all required channels and configurations was not more than 0.5 dB higher than the highest bandwidth;
and the reported LTE SAR for the highest bandwidth was less than 1.45 W/kg for all configurations according
to FCC KDB 941225 D05v02r05.

Per FCC KDB 941225 D01v03r01, 12.2 kbps RMC is the primary mode and HSPA (HSUPA/HSDPA with RMC)
is the secondary mode.

Per FCC KDB 941225 D01v03r01, The SAR test exclusion is applied to the secondary mode by the following
equation.

Adjusted SAR = Highest Reported SAR « —ccondary Max tune —up (mW) _. ,
= * : .
juste tghest Reporte Primary Max tune tune —up(mW) — /ke

Based on the highest Reported SAR, the secondary mode is not required.

Adjusted SAR =[0.697 * (282/282)] = 0.697 W/kg < 1.2 W/kg

F-TP22-03 (Rev.00) 127131 HCT CO.,LTD.
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3. INTRODUCTION

The FCC has adopted the guidelines for evaluating the environmental effects of radio frequency radiation in
ET Docket 93-62 on Aug. 6, 1996 to protect the public and workers from the potential hazards of RF emissions
due to FCC-regulated portable devices.

The safety limits used for the environmental evaluation measurements are based on the criteria published by
the American National Standards Institute (ANSI) for localized specific absorption rate (SAR) in IEEE/ANSI
C95.1-1992 Standard for Safety Levels with Respect to Human Exposure to Radio Frequency Electromagnetic
Fields, 3 kHz to 300 GHz. 1992 by the Institute of Electrical and Electronics Engineers, Inc., New York 10017.
The measurement procedure described in IEEE/ANSI C95.3-1992 Recommended Practice for the
Measurement of Potentially Hazardous Electromagnetic Fields - RF and Microwave is used for guidance in
measuring SAR due to the RF radiation exposure from the Equipment Under Test (EUT). These criteria for
SAR evaluation are similar to those recommended by the National Council on Radiation Protection and
Measurements (NCRP) in Biological Effects and Exposure Criteria for Radio Frequency Electromagnetic
Fields,” NCRP Report No. 86 NCRP, 1986, Bethesda, MD 20814. SAR is a measure of the rate of energy
absorption due to exposure to an RF transmitting source. SAR values have been related to threshold levels
for potential biological hazards.

SAR Definition

Specific Absorption Rate (SAR) is defined as the time derivative of the incremental electromagnetic energy
(dW) absorbed by (dissipated in) an incremental mass (dm) contained in a volume element (dV) of a given
density (r). It is also defined as the rate of RF energy absorption per unit mass at a point in an absorbing body.

SAR = d (dU)
T oodt d m

Figure 1. SAR Mathematical Equation
SAR is expressed in units of Watts per Kilogram (W/kg)
SAR = o E*/ p

Where:
o = conductivity of the tissue-simulant material (S/m)
p = mass density of the tissue-simulant material (kg/m’)
E = Total RMS electric field strength (V/m)

NOTE: The primary factors that control rate of energy absorption were found to be the wavelength of the
incident field in relations to the dimensions and geometry of the irradiated organism, the orientation of the
organism in relation to the polarity of field vectors, the presence of reflecting surfaces, and whether conductive
contact is made by the organism with a ground plane.

F-TP22-03 (Rev.00) 137131 HCT CO.,LTD.
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4. DESCRIPTION OF TEST EQUIPMENT
4.1 SAR MEASUREMENT SETUP

These measurements are performed using the DASY4 automated dosimetric assessment system. It is made
by Schmid & Partner Engineering AG (SPEAG) in Zurich, Switzerland. It consists of high precision robotics
system (Staubli), robot controller, Pentium Il computer, near-field probe, probe alignment sensor, and the
generic twin phantom containing the brain equivalent material. The robot is a six-axis industrial robot
performing precise movements to position the probe to the location (points) of maximum electromagnetic field
(EMF) (see Figure.2).

A cell controller system contains the power supply, robot controller, teach pendant (Joystick), and remote
control, is used to drive the robot motors. The PC with Windows XP or Windows 7 is working with SAR
Measurement system DASY4 & DASY5, A/D interface card, monitor, mouse, and keyboard. The Staubli Robot
is connected to the cell controller to allow software manipulation of the robot. A data acquisition electronic
(DAE) circuit performs the signal amplification, signal multiplexing, AD-conversion, offset measurements,
mechanical surface detection, collision detection, etc. is connected to the Electro-optical coupler (EOC). The
EOC performs the conversion from the optical into digital electric signal of the DAE and transfers data to the
PC plug-in card.

=
T I——=\t

LControber )

Figure 2. HCT SAR Lab. Test Measurement Set-up

The DAE consists of a highly sensitive electrometer-grade preamplifier with auto-zeroing, a channel and gain-
switching multiplexer, a fast 16 bit AD-converter and a command decoder and control logic unit. Transmission
to the PC-card is accomplished through an optical downlink for data and status information and an optical
uplink for commands and clock lines. The mechanical probe mounting device includes two different sensor
systems for frontal and sidewise probe contacts. They are also used for mechanical surface detection and
probe collision detection. The robot uses its own controller with a built in VME-bus computer. The system is
described in detail in.

F-TP22-03 (Rev.00) 147131 HCT CO.,LTD.
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5. SAR MEASUREMENT PROCEDURE

The evaluation was performed using the following procedure compliant to FCC KDB Publication 865664
D01v01r04 and IEEE 1528-2013

1. The SAR distribution at the exposed side of the head or body was measured at a distance no more than
5.0 mm from the inner surface of the shell. The area covered the entire dimension of the DUT’s head and
body area and the horizontal grid resolution was depending on the FCC KDB 865664 D01v01r04 table 4-
1 & IEEE 1528-2013.

2. Based on step, the area of the maximum absorption was determined by sophisticated interpolations
routines implemented in DASY software. When an Area Scan has measured all reachable point. DASY
system computes the field maximal found in the scanned are, within a range of the maximum. SAR at this
fixed point was measured and used as a reference value.

3. Around this point, a volume was assessed according to the measurement resolution and volume size
requirements of FCC KDB 865664 D01v01r04 table 4-1 and IEEE 1528-2013. On the basis of this data
set, the spatial peak SAR value was evaluated with the following procedure (reference from the DASY
manual.)

a. The data at the surface were extrapolated, since the center of the dipoles is no more than 2.7 mm away
from the tip of the probe (it is different from the probe type) and the distance between the surface and the
lowest measuring point is 1.2 mm. The extrapolation was based on a least square algorithm. A polynomial
of the fourth order was calculated through the points in z-axes. This polynomial was then used to evaluate
the points between the surface and the probe tip.

b. The maximum interpolated value was searched with a straight-forward algorithm. Around this maximum
the SAR values averaged over the spatial volumes (1 g or 10 g) were computed using the 3D-Spline
interpolation algorithm. The 3D-spline is composed of three one-dimensional splines with the “Not a knot”
condition (in x, y, and z directions. The volume was integrated with the trapezoidal algorithm. One thousand
points (10 x 10 x 10) were interpolated to calculate the average.

c. All neighboring volumes were evaluated until no neighboring volume with a higher average value was
found.

4. The SAR reference value, at the same location as step 2, was re-measured after the zoom scan. If the
value changed by more than 5 %, the SAR evaluation and drift measurements were repeated.

F-TP22-03 (Rev.00) 157131 HCT CO.,LTD.
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Area scan and zoom scan resolution setting follow KDB 865664 D01v01r04 quoted below.

normal at the measurement location

<3 GHz >3 GHz
Maximur? distance from closest measurement point 541 mm 1,5 In(2)£0.5 mm
(geometric center of probe sensors) to phantom surface
Maxi le fi is to phant fi
aximum probe angle from probe axis to phantom surface 30°41° 209410

Maximum area scan Spatial resolution: AXarea, AyArea

<2 GHz: <15 mm
2-3 GHz: <12 mm

3-4 GHz: <12 mm
4-6 GHz: <10 mm

When the x or y dimension of the test device, in the
measurement plane orientation, is smaller than the above, the
measurement resolution must be < the corresponding x or y
dimension of the test device with at least one measurement

point on the test device.

Maximum zoom scan Spatial resolution: Axzoom, Ayzoom

<2 GHz: <8mm
2-3 GHz: <5mm*

3-4 GHz: <5 mm*
4-6 GHz: <4 mm*

uniform grid: Azzoom(n)

3-4 GHz: <4 mm

<5mm 4-5 GHz: <3 mm
5-6 GHz: <2 mm
Maximum zoom scan AZzoom(1): between 1 b 4 GE: <3 mm
Spalgisolution two Points closest to <4 mm 4-5 GHz: <2.5 mm
normal to phantom surface aradsa phantom surface e <25 m
grid
AZzoom(n>1): between sl
subsequent Points =L zoom
3-4 GHz: >28 mm
Minimum zoom scan volume | x,y, z > 30 mm 15 Gty 25w

5-6 GHz: >22 mm

2011 for details.

Note: 6 is the penetration depth of a plane-wave at normal incidence to the tissue medium; see draft standard IEEE P1528-

* When zoom scan is required and the reported SAR from the area scan based 1-g SAR estimation procedures of KDB
447498 is < 1.4 W/kg, <8 mm, <7 mm and < 5 mm zoom scan resolution may be applied, respectively, for 2 GHz to 3
GHz, 3 GHz to 4 GHz and 4 GHz to 6 GHz.

F-TP22-03 (Rev.00)
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6. DESCRIPTION OF TEST POSITION
6.1 EAR REFERENCE POINT

Figure 6-2 shows the front, back and side views of the SAM phantom. The center-of-
mouth reference point is labeled “M”, the left ear reference point (ERP) is marked “LE”,
and the right ERP is marked “RE.” Each ERP is on the B-M (back-mouth) line located
15 mm behind the entrance-to-ear-canal (EEC) point, as shown in Figure 6-1. The
Reference Plane is defined as passing through the two ear reference point and point
M. The line N-F (Neck-Front), also called the Reference Pivoting Line, is not
perpendicular to the reference plane (See Figure 5-1), Line B-M is perpendicular to
the N-F line. Both N-F and B-M lines are marked on the external phantom shell to
facilitate handset positioning.

Figure 6-1
Close-up side view of ERP

6.2 HANDSET REFERENCE POINTS

Two imaginary lines on the handset were established: the vertical centerline and the horizontal line. The device
under test was placed in a normal operating position with the acoustic output located along the “vertical
centerline” on the front of the device aligned to the “ear reference point”’(see Figure 6-3). The acoustic output
was than located at the same level as the center of the ear reference point. The device under test was
positioned so that the “vertical centerline” was bisecting the front surface of the handset at its top and bottom
edges, positioning the “ear reference point” on the outer surface of the both the left and right head phantoms
on the ear reference point.

Figure 6-2
Front, back and side views of SAM Twin Phantom
vertical vertical
center line center line
w,/2 Wr?-

horizental i
line ?‘”ﬂ

harizontal / L \

line A i acoustic
A - output

acoustic

B bottom of
output

bottom of hadael B
/ handset :
oI 1

i e
w2 | w2
|

Figure 6-3. Handset vertical and horizontal reference lines
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6.3 Device Holder

The device holder is made out of low-loss POM material having the following dielectric parameter; relative
permittivity =3 and loss tangent o =0.02.

6.4 Position for cheek

Figure 6.4. shows cheek or touch position. The reference points for the right ear (RE), left ear (LE), and mouth
(M), which establish the Reference Plane for handset positioning, are indicated.

RE

Figure 6.4 Cheek/ Touch position of the wireless device

6.5 Definition of the “tilted” position

Figure 6.5. shows tilted position. Place the device in the cheek position. Then while maintaining the orientation
of the device, retract the device parallel to the reference plane far enough away from the phantom to enable a
rotation of the device by 15°

Figure 6.5. Tilt 15° position of the wireless device

6.6 Body-Worn Accessory Configurations
Body-worn operating configurations are tested with the belt-dips and holsters attached
to the device and positioned against a flat phantom in a normal use configuration (see

Figure 6-6). Per FCC KDB Publication 648474 D04v01r03 Body-worn accessory ,:::..

exposure is typically related to voice mode operations when handsets are carried in { e

Body-worn accessories. The Body-worn accessory procedures in FCC KDB '?.i = !

Publication 447498 D01v06 should be used to test for Body-worn accessory SAR ~ $

compliance, without a headset connected to it.. When the reported SAR for a body- 4

worn accessory, measured without a headset connected to the handset, is > 1.2 W/kg,

the highest reported SAR configuration for that wireless mode and frequency band

should be repeated for that body- worn accessory with a headset attached to the o 66
igure 6-

handset. Sample Body-Worn Diagram

Accessories for Body-worn operation configurations are divided into two categories: those that do not contain
metallic components and those that do contain metallic components. When multiple accessories that do not
contain metallic components are supplied with the device, the device is tested with only the accessory that
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dictates the closest spacing to the body. Then multiple accessories that contain metallic components are tested
with the device with each accessory. If multiple accessories share an identical metallic component (i.e. the
same metallic belt-dip used with different holsters with no other metallic components) only the accessory that
dictates the closest spacing to the body is tested.

6.7 Wireless Router Configurations

Some battery-operated handsets have the capability to transmit and receive user data through simultaneous
transmission of WIFI simultaneously with a separate licensed transmitter. The FCC has provided guidance in
FCC KDB Publication 941225 D06v02r01 where SAR test considerations for handsets (L x W>9cmx5 cm) are
based on a composite test separation distance of 10 mm from the front back and edges of the device containing
transmitting antennas within 2.5 cm of their edges, determined from general mixed use conditions for this type
of devices. Since the hotspot SAR results may overlap with the Body-worn accessory SAR requirements, the
more conservative configurations can be considered, thus excluding some Body-worn accessory SAR tests.

When the user enables the personal wireless router functions for the handset actual operations include
simultaneous transmission of both the WIFI transmitter and another licensed transmitter. Both transmitters
often do not transmit at the same transmitting frequency and thus cannot be evaluated for SAR under actual
use conditions due to the limitations of the SAR assessment probes. Therefore, SAR must be evaluated for
each frequency transmission and mode separately and spatially summed with the WIFI transmitter according
to FCC KDB Publication 447498 DO01v06 publication procedures. The "Portable Hotspot* feature on the
handset was NOT activated during SAR assessments, to ensure the SAR measurements were evaluated for
a single transmission frequency RF signal at a time.

6.8 Bluetooth tethering Configurations

Per May 2017 TCBC Workshop documents When Bluetooth tethering applies ,simultaneous transmission
SAR needs consideration

This model allows users to exchange data or media files with other Bluetooth enabled devices using Bluetooth,
which means they can connect to other Bluetooth enabled devices via Bluetooth tethering.

Therefore, SAR test was performed for additional simultaneous transmissions.

Head and Bluetooth tethering SAR were evaluated for BT BR tethering applications
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/. RF EXPOSURE LIMITS

UNCONTROLLED CONTROLLED
ENVIRONMENT ENVIRONMENT
HUMAN EXPOSURE General Population Occupational
(W/kg) or (mWi/qg) (W/kg) or (mWi/qg)
*
SPATIAI(_HZESK SAR 1.60 8.00
SPATIAL AVERAGE SAR **
(Whole Body) 0.08 0.40
SPATIAL PEAK SAR ***
(Hands / Feet / Ankle / Wrist) 4.00 20.00

NOTES:

* The Spatial Peak value of the SAR averaged over any 1 g of tissue (defined as a tissue volume in
the shape of a cube) and over the appropriate averaging time.

** The Spatial Average value of the SAR averaged over the whole-body.

*** The Spatial Peak value of the SAR averaged over any 10 g of tissue (defined as a tissue volume
in the shape of a cube) and over the appropriate averaging time.

Uncontrolled Environments are defined as locations where there is the exposure of individuals who have no
knowledge or control of their exposure. The general population/uncontrolled exposure limits are applicable to
situations in which the general public may be exposed or in which persons who are exposed as a consequence
of their employment may not be mad fully aware of the potential for exposure or cannot exercise control over
their exposure. Members of the general public would come under this category when exposure is not
employment-related; for example, in the case of a wireless transmitter that exposes persons in its vicinity.

Controlled Environments are defined as locations where there is exposure that may be incurred by persons
who are aware of the potential for exposure, (i.e.as a result of employment or occupation). In general,
occupational/controlled exposure limits are applicable to situations in which persons are exposed as a
consequence of their employment, who have been made fully aware of the potential for exposure and can
exercise control over their exposure. This exposure category is also applicable when the exposure is of a
transient nature due to incidental passage through a location where the exposure levels may be higher than
the general population/uncontrolled limits, but the exposed person is fully aware of the potential for exposure
and can exercise control over his or her exposure by leaving the area or by some other appropriate means.
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8. FCC SAR GENERAL MEASUREMENT PROCEDURES

Power Measurements for licensed transmitters are performed using a base simulator under digital average
power

8.1 Measured and Reported SAR

Per FCC KDB Publication 447498 D01v06, when SAR is not measured at the maximum power level allowed
for production units, the results must be scaled to the maximum tune-up tolerance limit according to the power
applied to the individual channels tested to determine compliance. For simultaneous transmission, the
measured aggregate SAR must be scaled according to the sum of the differences between the maximum tune-
up tolerance and actual power used to test each transmitter. When SAR is measured at or scaled to the
maximum tune-up tolerance limit, the results are referred to as Reported SAR. The highest reported SAR
results are identified on the grant of equipment authorization according to procedures in KDB 690783
D01v01r03.

8.2 3G SAR Test Reduction Procedure

8.2.1 GSM, GPRS AND EDGE

The following procedures may be considered for each frequency band to determine SAR test reduction for
devices operating in GSM/GPRS/EDGE modes to demonstrate RF exposure compliance. GSM voice mode
transmits with 1 time-slot. GPRS and EDGE may transmit up to 4 time slots in the 8 time-slot frame according
to the multi-slot class implemented in a device.

8.2.2 SAR Test Reduction

In FCC KDB 941225 D01v03r01, certain transmission modes within a frequency band and wireless mode
evaluated for SAR are defined as primary modes. The equivalent modes considered for SAR test reduction
are denoted as secondary modes. When the maximum output power including tune-up tolerance specified for
production units in a secondary mode is < 0.25 dB higher than the primary mode or when the highest reported
SAR of the primary mode, scaled by the ratio of specified maximum output power and tune-up tolerance of
secondary to primary mode, is < 1.2 W/kg, SAR measurements are not required for the secondary mode.
These criteria are referred to as the 3G SAR test reduction procedure. When the 3G SAR test reduction
procedure is not satisfied, SAR measurements are additionally required for the secondary mode.

SAR test reduction for GPRS and EDGE modes is determined by the source-based time-averaged output
power specified for production units, including tune-up tolerance. The data mode with highest specified time-
averaged output power should be tested for SAR compliance in the applicable exposure conditions. For modes
with the same specified maximum output power and tolerance, the higher number time-slot configuration
should be tested

8.3 Procedures Used to Establish RF Signal for SAR

The following procedures are according to FCC KDB 941225 D01v03r01 - 3G SAR Measurement Procedures
The handset was placed into a simulated call using a base station simulator in a shielded chamber. Such test
signals offer a consistent means for testing SAR and are recommended for evaluation SAR measurements
were taken with a fully charged battery. In order to verify that the device was tested and maintained at full
power, this was configured with the base station simulator. The SAR measurement Software calculates a
reference point at the start and end of the test to Cheek for power drifts. If conducted Power deviations of more
than 5 % occurred, the tests were repeated.
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8.4 SAR Measurement Conditions for UMTS

8.4.1 Output Power Verification

Maximum output power is verified on the High, Middle and Low channels according to the general descriptions
in sec. 5.2 of 3GPP TS 34.121, using the appropriate RMC with TPC (transmit power control) set to all “1s” or
applying the required inner loop power control procedures to maintain maximum output power while HSUPA
is active. Results for all applicable physical channel configurations (DPCCH, DPDCHn and spreading codes,
HS-DPCCH etc) are tabulated in this test report. All configurations that are not supported by the DUT or cannot
be measured due to technical or equipment limitations are identified.

8.4.2 Head SAR Measurements

SAR for next to the ear head exposure is measured using a 12.2 kbps RMC with TPC bits configured to all
“1’s”. The 3G SAR test reduction procedure is applied to AMR configurations with 12.2 kbps RMC as the
primary mode. Otherwise, SAR is measured for 12.2 kbps AMR in 3.4 kbps SRB (signaling radio bearer) using
the highest reported SAR configuration in 12.2 kbps RMC for head exposure.

8.4.3 Body SAR measurements

SAR for body exposure configurations is measured using the 12.2kbps RMC with the TPC bits all “1s”. the 3G
SAR test reduction procedure is applied to other spreading codes and multiple DPDCHn configurations
supported by the handset with 12.2 kbps RMC as the primary mode. Otherwise, SAR is measured using and
applicable RMC configuration with the corresponding spreading code or DPDCHn, for the highest reported
SAR configuration in 12.2kbps RMC.

8.4.4 SAR Measurements with Rel. 5 HSDPA

The 3G SAR test reduction procedure is applied to HSDPA body configurations with 12.2 kbps RMC as the
primary mode. Otherwise, Body SAR for HSDPA is measured using and FRC with H-SET 1 in Sub-test and a
12.2 kbps RMC without HSDPA. Handsets with both HSDPA and HSUPA are tested according to release 6
HSPA test procedures. 8.4.5 SAR Measurement with Rel.6 HSUPA The 3G SAR test Reduction Procedure is
applied to HSPA (HSUPA/HSDPA with RMC) body configurations with 12.2 kbps RMC as the primary mode.
Otherwise, Body SAR for HSPA is measured with E-DCH Sub-test 5, Using H-Set 1 and QPSK for FRC and a
12.2kbps RMC configured in Test Loop Mode 1 and Power Control algorithm 2, according to the highest
reported body SAR configuration in 12.2 kbps RMC without HSPA. When VOIP applies to head exposure, the
3G SAR test reduction procedure is applied with 12.2 kbps RMC as the primary mode; otherwise, the same
HSPA configuration used for body SAR measurements are applied to head exposure testing.

8.4.5 SAR Measurements with Rel. 6 HSUPA

The 3G SAR test reduction procedure is applied to HSPA (HSUPA/HSDPA with RMC) body configurations with
12.2 kbps RMC as the primary mode. Otherwise, Body SAR for HSPA is measured with E-DCH Sub-test 5,
using H-Set1 and QPSK for FRC and a 12.2 kbps RMC configured in Test Loop Mode 1 and power control
algorithm 2, according to the highest reported body SAR configuration in 12.2 kbps RMC without HSPA.

8.4.6 DC-HSDPA

SAR is required for Rel.8 DC-HSDPA when SAR is required for Rel.5 HSDPA,; otherwise, the 3G SAR test
reduction procedure is applied to DC-HSDPA with 12.2 kbps RMC as the primary mode. Power is measured
for DC-HSDPA according to the H-Set 12, FRC configuration in table C.8.1.12 of 3GPP TS34.121-1to
determine SAR test reduction. Primary and secondary serving HS-DSCH Cell are required to perform the
power measurement and for the results to be acceptable.

y
A 4

Base Station Simulator Wireless Devise DUT

RF Connector
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8.5 SAR Measurement Conditions for LTE

LTE modes are tested according to FCC KDB 941225 D05v02r05 publication. Establishing connections with
base station simulators ensure a consistent means for testing SAR and are recommended for evaluation SAR
[4]. The R&S CMW500 or Anritsu MT8820C simulators are used for LTE output power measurements and
SAR testing. Closed loop power control was used so the UE transmits with maximum output power during
SAR testing. SAR tests were performed with the same number of RB and RB offsets transmitting on all TTI
frames (maximum TTI).

8.5.1 Spectrum Plots for RB Configurations
A properly configured base station simulator was used for SAR tests and power measurements. Therefore,
spectrum plots for RB configurations were not required to be included in this report.

8.5.2 MPR

MPR is permanently implemented for this device by the manufacturer. The specific manufacturer target MPR
is indicated alongside the SAR results. MPR is enabled for this device, according to 3GPP TS36. 101 Section
6.2.3 — 6.2.5 under Table 6.2.3-1.

8.5.3 A-MPR
A-MPR (Additional MPR) has been disabled for all SAR tests by setting NS=01 on the base station simulator.

8.5.4 Required RB Size and RB offsets for SAR testing
According to FCC KDB 941225 D05v02r05
a. Persec4.2.1, SAR is required for QPSK 1 RB Allocation for the largest bandwidth

i. The required channel and offset combination with the highest maximum output power is required
for SAR.

ii. When the reported SAR is < 0.8 W/Kg, testing of the remaining RB offset configurations and
required test channels is not required. Otherwise, SAR is required for the remaining required test
channels using the RB offset configuration with highest output power for that channel.

iii. When the reported SAR for a required test channel is > 1.45 W/kg, SAR is required for all RB
offset configurations for that channel.

b. Per Sec 4.2.2, SAR is required for 50% RB allocation using the largest bandwidth following the same

procedures outlined in Sec 4.2.1.

c. Per Sec. 4.2.3, QPSK SAR is not required for the 100% allOcation when the highest maximum output
power for the 100% allocation is less than the highest maximum output power of the 1 RB and 50% RB
allocations and the reported SAR for the 1 RB and 50% RB allocations is < 0.8 W/kg.

d. Per Sec. 4.2.4 and 4.3, SAR test for higher order modulations and lower bandwidths configurations are
not required when the conducted power of the required test configurations determined by Sec. 4.2.1
through 4.2.3 is less than or equal to 1/2 dB higher than the equivalent configuration using QPSK
modulation and when the QPSK SAR for those configurations is < 1.45 W/Kg.
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8.6 SAR Testing with 802.11 Transmitters

The normal network operating configurations of 802.11 transmitters are not suitable for SAR measurements.
Unpredictable fluctuations in network traffic and antenna diversity conditions can introduce undesirable
variations in SAR results. The SAR for these devices should be measured using chipset based test mode
software to ensure the results are consistent and reliable. See KDB Publication 248227 D01v02r02 for more
details.

8.6.1 General Device Setup

Chipset based test mode software is hardware dependent and generally varies among manufacturers. The
device operating parameters established in test mode for SAR measurements must be identical to those
programmed in production units, including output power levels, amplifier gain settings and other RF
performance tuning parameters.

A periodic duty factor is required for current generation SAR system to measure SAR. When 802.11 frame
gaps are accounted for in the transmission, a maximum transmission duty factor of 92-96% is typically
achievable in most test mode configurations. A minimum transmission duty factor of 85% is required to avoid
certain hardware and device implementation issues related to wide range SAR scaling. The reported SAR is
scaled to 100% transmission duty factor to determine compliance at the maximum tune-up tolerance limit.

8.6.2 Initial Test Position Procedure

For exposure conditions with multiple test positions, such as handset operating nest to the ear, devices with
hotspot mode or UMPC mini-tablet, procedures for initial test position can be applied. Using the transmission
mode determined by the DSSS procedure or initial test configuration, area scans are measured for all positions
in an exposure condition. The test position with the highest extrapolated (peak) SAR is used as the initial test
position. When reported SAR for the initial test position is < 0.4 W/kg for 1g SAR and < 1.0 W/kg for 10g SAR,
no additional testing for the remaining test position is required. Otherwise, SAR is evaluated at the subsequent
highest peak SAR positions until the reported SAR result is < 0.8 W/kg for 1g SAR and < 2.0 W/kg for 10g
SAR or all test positions are measured.

8.6.3 2.4 GHz SAR test Requirements

SAR is measured for 2.4 GHz 802.11b DSSS using either the fixed test position or, when applicable, the initial
test position procedure. SAR test reduction is determined according to the following:

1) When the reported SAR of the highest measured maximum output power channel for the exposure
configuration is < 0.8 W/kg, no further SAR testing is required for 802.11b DSSS is that exposure
configuration.

2) When the reported SAR is > 0.8 W/kg, SAR is required for that position using the next highest
measured output power channel. When any reported SAR is > 1.2 W/kg, SAR is required for the third
channel; i.e., all channels require testing.

2.4 GHz 802.11 g/n OFDM are additionally evaluated for SAR if the highest reported SAR for 802.11b, adjusted
by the ratio of the OFDM to DSSS specified maximum output power, is > 1.2 W/kg. When SAR is required for
OFDM modes in 2.4 GHz band, the Initial Test Configuration Procedures should be followed.

8.6.4 OFDM Transmission Mode and SAR Test Channel Selection

For the 2.4 GHz, when the same maximum output power was specified for multiple OFDM transmission mode
configurations in a frequency band or aggregated band, SAR is measured using the configuration with the
largest channel bandwidth, lowest order modulation and lowest data rate and lowest order 802.11 g/n mode.
When the maximum output power of a channel is the same for equivalent OFDM configurations; for example,
802.11g and 802.11n with the same channel bandwidth, modulation and data rate etc., the lower order 802.11
mode i.e., 802.11g then 802.11n, is used for SAR measurement. When the maximum output power are the
same for multiple test channels, either according to the default or additional power measurement requirements,
SAR is measured using the channel closest to the middle of the frequency band or aggregated band. When
there are multiple channels with the same maximum output power, SAR is measured using the higher number
channel.
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8.6.5 Initial Test Configuration Procedure

For OFDM, in both 2.4 GHz, an initial test configuration is determined for each frequency band and aggregated
band, according to the transmission mode with the highest maximum output power specified for SAR
measurements. When the same maximum output power is specified for multiple OFDM transmission mode
configurations in a frequency band or aggregated band, SAR is measured using the configuration(s) with the
largest channel bandwidth, lowest order modulation, and lowest data rate. If the average RF output powers of
the highest identical transmission modes are within 0.25 dB of each other, mid channel of the transmission
mode with highest average RF output power is the initial test channel. Otherwise, the channel of the
transmission mode with the highest average RF output conducted power will be the initial test configuration.

When the reported SAR is < 0.8 W/kg, no additional measurements on other test channels are required.
Otherwise, SAR is evaluated using the subsequent highest average RF output channel until the reported SAR
result is 1.2 W/kg or all channels are measured. When there are multiple untested channels having the same
subsequent highest average RF output power, the channel with higher frequency from the lowest 802.11 mode
is considered for SAR measurements.

8.6.6 Subsequent Test Configuration Procedures

For OFDM configurations in each frequency band and aggregated band, SAR is evaluated for initial test
configuration using the fixed test position or the initial test position on procedure. When the highest reported
SAR (for the initial test configuration), adjusted by the ratio of the specified maximum output power of the
subsequent test configuration to initial test configuration, is < 1.2 W/kg for 1g SAR and < 3.0 W/kg for 10g
SAR, no additional SAR tests for the subsequent test configurations are required.
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9. OUTPUT POWER SPECIFICATIONS

This device operates using the following maximum output power specifications. SAR values were scaled to
the maximum allowed power to determine compliance per KDB publication 447498 D01v06.

9.1 GSM

9.1.1 Maximum Conducted Output Power

GSM Conducted output
Voice \

powers (Burst-Average

GPRS(GMSK) Data — CS1

EDGE Data

GPRS GPRS GPRS GPRS EDGE EDGE EDGE EDGE

GSM 1TX 2TX 3TX 4TX 1TX 2TX 3TX 4TX

(dBm) Slot Slot Slot Slot Slot Slot Slot Slot

(dBm) | (dBm) (dBm) (dBm) (dBm) (dBm) (dBm) (dBm)

Maximum Power 33.50 33.50 31.00 30.50 | 28.50 28.00 26.00 24.00 23.00
Nominal Power 32.50 32.50 30.00 | 29.50 | 27.50 27.00 25.00 23.00 22.00
GSM 128 32.59 32.59 | 29.66 | 28.72 26.95 26.51 24.88 23.1 2212
850 190 32.64 32.64 | 29.80 | 28.82 27.09 26.62 25.02 23.26 22.21
251 32.90 32.90 30.07 | 28.92 | 27.15 26.84 25.06 23.31 22.29

Band Channel

Voice

GSM
(dBm)

GSM Conducted output

powers (Frame-Average

GPRS(GMSK) Data — CS1

GPRS
1TX
Slot

GPRS

2TX
Slot

GPRS
3TX
Slot

GPRS
4TX
Slot

EDGE
1TX
Slot

EDGE Data

EDGE
2TX
Slot

EDGE
3TX
Slot

EDGE
4TX
Slot

(dBm) (dBm) (dBm) (dBm) (dBm) (dBm) (dBm) (dBm)

Maximum Power 24.47 24.47 24.98 26.24 25.49 18.97 19.98 19.74 19.99
Nominal Power 23.47 23.47 23.98 25.24 24.49 17.97 18.98 18.74 18.99
GSM 128 23.56 23.56 23.64 24.46 23.94 17.48 18.86 18.85 19.11
850 190 23.61 23.61 23.78 24.56 24.08 17.59 19.00 19.00 19.20
251 23.87 23.87 24.05 24.66 2414 17.81 19.04 19.05 19.28
Note:
Time slot average factor is as follows:
1 Tx slot = 9.03 dB, Frame-Average output power = Burst-Average output power — 9.03 dB
2 Tx slot = 6.02 dB, Frame-Average output power = Burst-Average output power — 6.02 dB
3 Tx slot = 4.26 dB, Frame-Average output power = Burst-Average output power — 4.26 dB
4 Tx slot = 3.01 dB, Frame-Average output power = Burst-Average output power — 3.01 dB
GSM Class : B
GSM voice: Head SAR , Body worn SAR
GPRS/EDGE Multi-slots 33 : Hotspot SAR with GPRS/EDGE
Multi-slot Class 33 with CS 1 (GMSK)
Base Station Simulator EUT
RF Connector
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9.2 UMTS

9.2.1 Maximum Conducted Output Power

WCDMA Band 5

3GPP 3GPP 34.121 WCDMA Band 5[dBm]

Release UL 4132 UL 4183 UL4233  3GPP MPR
Version SIS DL 4357 DL 4408 DL 4458 [dB]
99 12.2 kbps RMC 23.58 23.54 23.52 :
99 WEDMA =3 2 kbps AMR 23.37 21.55 23.05 :

5 Subtest 1 23.32 23.35 23.34 0
5 Subtest 2 22.85 22.83 22.89 0
5 HSDPA Subtest 3 22.83 22.87 22.88 05
5 Subtest 4 21.85 21.83 21.86 05
6 Subtest 1 22.30 2233 22.31 0
6 Subtest 2 20.42 20.44 20.47 2
6 HSUPA Subtest 3 21.38 21.36 21.41 1
6 Subtest 4 20.42 20.43 20.46 2
6 Subtest 5 22.34 2233 22.32 0
8 Subtest 1 23.45 23.40 23.21 0
8 Subtest 2 22.96 2293 22.71 0
8 DC-HSDPA ™3 btest 3 22.02 2201 21.76 05
8 Subtest 4 22.04 21.97 21.73 05

WCDMA Average Conducted output powers
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9.3LTE
9.3.1 Maximum Conducted Output Power
-LTEBand 5
MPR
Max. Average Power (dBm) Allowed @ MPR
Bandwidth Modulation RB Size ‘ Per 3GPP
20407 20525 20643
824.7 MHz 836.5 MHz 848.3 MHz | [dB] [dB]
1 0 22.48 22.33 22.28 0 0
1 3 22.36 22.33 22.31 0 0
1 5 22.40 22.25 22.30 0 0
QPSK 3 0 22.31 22.29 22.21 0 0
3 1 22.39 22.30 22.24 0 0
3 3 22.32 22.23 22.20 0 0
6 0 21.25 21.23 21.22 0-1 1
1.4 MHz 1 0 21.14 21.19 20.82 0-1 1
1 3 21.10 21.02 21.03 0-1 1
1 5 20.95 20.97 20.96 0-1 1
16QAM 3 0 21.14 21.09 21.12 0-1 1
3 1 21.17 21.23 21.10 0-1 1
3 3 21.18 21.19 21.18 0-1 1
6 0 20.28 20.33 20.15 0-2 2

Allowed MPR

Max. Average Power (dBm)

Bandwidth Modulation RB Size Per 3GPP
20415 20525 | 20635
825.5 MHz 836.5 MHz 847.5 MHz | [dB] [dB]

1 0 22.30 22.30 22.26 0 0

1 7 22.37 22.28 22.16 0 0

1 14 22.36 22.19 22.23 0 0

QPSK 8 0 21.24 21.24 21.21 0-1 1

8 3 21.34 21.25 21.26 0-1 1

8 7 21.30 21.25 21.15 0-1 1

15 0 21.35 21.28 21.18 0-1 1

3 MHz 1 0 21.15 21.17 21.05 0-1 1

1 7 21.08 21.04 20.93 0-1 1

1 14 21.20 20.91 21.03 0-1 1

16QAM 8 0 20.38 20.28 20.26 0-2 2

8 3 20.40 20.30 20.23 0-2 2

8 7 20.32 20.29 20.24 0-2 2

15 0 20.27 20.20 20.26 0-2 2
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MPR
_ _ _ Max. Average Power (dBm) PAeIrIo3v(v;(|aDdP 'E/(;IET
Bandwidth = Modulation | RB Size [dB]
20425 20525 20625 (dB] (dB]
826.5 MHz 836.5MHz 846.5 MHz
1 0 22.33 22.36 22.30 0 0
1 12 22.36 22.31 22.24 0 0
1 24 22.29 22.28 22.22 0 0
QPSK 12 0 21.35 21.24 21.19 0-1 1
12 6 21.26 21.23 21.23 0-1 1
12 11 21.24 21.28 21.21 0-1 1
25 0 21.20 21.28 21.29 0-1 1
> MHz 1 0 21.23 2117 21.12 01 1
1 12 21.02 21.14 21.07 0-1 1
1 24 21.12 20.98 20.97 0-1 1
16QAM 12 0 20.27 20.16 20.10 0-2 2
12 6 20.29 20.17 20.16 0-2 2
12 11 20.20 20.12 20.13 0-2 2
25 0 20.25 20.21 20.18 0-2 2
MPR
Max. Average Power (dBm) Allowed MPR
Bandwidth Modulation RB Size _1° Per 3GPP
Offset 20525
[dB] [dB]
836.5 MHz
1 0 22.46 0 0
1 24 22.28 0 0
1 49 22.31 0 0
QPSK 25 0 21.27 0-1 1
25 12 21.25 0-1 1
25 24 21.18 0-1 1
10 MHz 50 0 21.21 0-1 1
1 0 21.20 0-1 1
1 24 21.04 0-1 1
1 49 20.97 0-1 1
16QAM 25 0 20.20 0-2 2
25 12 20.19 0-2 2
25 24 20.18 0-2 2
50 0 20.22 0-2 2

Note: LTE Band 5 at 10 MHz Bandwidth does not support three non-overlapping channels. Per KDB 941225
D05v02r04, when a device supports overlapping channel assignment in a channel bandwidth configuration,
the mid channel of the group of overlapping channels should be selected for testing.
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9.4 WiFi

9.4.1 Maximum conducted Power

IEEE 802.11 Average RF Power (Maximum Conducted Power)
IEEE 802.11 (2.4 GHz)

Freq. ‘ Channel Conducted Power
[MHZ] | [dBm]
2412 1 16.57
802.11b 2 437 6 15.77
2 462 11 16.43
2412 1 14.40
802.11g 2437 6 14.21
2 462 11 13.04
2412 1 14.06
?ﬂ%gg;‘ 2 437 6 13.87
2 462 1 12.74

Justification for test configurations for WLAN per KDB Publication 248227 D01v02r02:
= Power measurements were performed for the transmission mode configuration with the highest maximum
output power specified for production units.
= For transmission mode with the same maximum output power specification, powers were measured for
the largest channel bandwidth, lowest order modulation and lowest data rate.
= For transmission modes with identical maximum specified output power, channel bandwidth, modulation
and data rates, power measurements were required for all identical configurations.
= For each transmission mode configuration, powers were measured for the highest and lowest channels;
and at the mid-band channel(s) when there were at least 3 channels supported. For configurations with
multiple mid-band channels, due to an even number of channels, both channels were measured.

Test Configuration

EUT Spectrum Analyzer
Coax Cable
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9.5 Bluetooth

The Burst averaged-conducted Power

Bluetooth Power

Channel

[dBm]

0 7.64

DH5 39 8.35
78 7.68

0 7.58

2-DH5 39 8.33
78 7.65

0 7.64

3-DH5 39 8.33
78 7.65

Per October 2016 TCB Workshop Notes:

When call box and Bluetooth protocol are used for BT SAR measurement, time-domain plot is required to
identify duty factor for supporting the test setup and result.

Bluetooth duty cycle was measured using Bluetooth tester equipment (CBT / R&S) with Bluetooth protocol.
DH5 mode is the highest duty cycle and conducted power. SAR test were performed at DH5 mode.

Agilent Spectrum Anabyzer - Swept SA

Marker 3 A 2.88000 ms Avg Type: Log-Pwr TRACE
PNO: Fam ~»— Trig:Free Run VS

|
|
|
|

|

E,Center 2.402000000 GHz ' Span 0 Hz
iRes BW 3.0 MHz

Ref Offset 79 dB
Ref 30.00 dBm

OELS0:48 AM M 13, 201E

IFGain-Low Arten: 34 48

Al

VBW 3.0 MHz Sweep 8.000 ms (1001 pts)

-
Tooo~aos @~

-

-~

MER MOCE TRC

uschon FUNETIDN WD TH FUNCTION VaLLE

-~

3752 ms!{a) 017 g8/
6450 us| 6.98 dBm,
2,880 ms|({A) 0.714d8|
6480 us| 6,98 dBm|

MG

Duty Cycle

= (BT-On time /BT-Full time) =(2.880/3.752)*100 = 77 %(DH5)

Duty factor= 1/Duty cycle : 1.30
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10. SYSTEM VERIFICATION

10.1 Tissue Verification

The Head /body simulating material is calibrated by HCT using the DAKS 3.5 to determine the conductivity
and permittivity.

Table for Head Tissue Verification

Freq. Measur.e(.j M.easuréd Targgt ' ?I'arget'
(MH2) Conductivity| Dielectric |Conductivity| Dielectric % dev o % dev &
o (S/m) Constant, € o (S/m) Constant, €

820 0.893 41.534 0.899 41.577 -0.67% -0.10%
07/02/2018| 21.4 835H 835 0.911 41.312 0.900 41.500 1.22% -0.45%

850 0.927 41.108 0.916 41.500 1.20% -0.94%

820 0.900 41.766 0.899 41.577 0.11% 0.45%
07/03/2018| 22.6 835H 835 0.917 41.501 0.900 41.500 1.89% 0.00%

850 0.931 41.303 0.916 41.500 1.64% -0.47%

2400 1.766 38.756 1.756 39.290 0.57% -1.36%
07/12/2018| 21.2 2450H 2450 1.826 38.452 1.800 39.200 1.44% -1.91%

2500 1.882 38.182 1.855 39.140 1.46% -2.45%

Table for Body Tissue Verification

Date of fissue Tissue Freq. Measur.e(.j M.easure.d Targeﬁ . .Target.
Tests Temp. Type (MH2) Conductivity| Dielectric |Conductivity| Dielectric % dev o % dev &
(°C) o (S/m) Constant, e | o (S/m) Constant, €
820 0.977 53.508 0.969 55.260 0.83% -3.17%
06/29/2018| 20.8 835B 835 0.994 53.380 0.970 55.200 2.47% -3.30%
850 1.004 53.148 0.988 55.150 1.62% -3.63%
820 0.979 53.483 0.969 55.260 1.03% -3.22%
07/03/2018| 22.6 835B 835 0.994 53.320 0.970 55.200 2.47% -3.41%
850 1.006 53.130 0.988 55.150 1.82% -3.66%
2400 1.870 52.511 1.902 52.770 -1.68% | -0.49%
07/11/2018| 20.4 2450B 2450 1.936 52.424 1.950 52.700 -0.72% | -0.52%
2500 1.992 52.351 2.021 52.640 -1.43% | -0.55%
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10.2 System Verification
Prior to assessment, the system is verified to the + 10 % of the specifications at 835 MHz / 2 450 MHz by
using the system Verification kit. (Graphic Plots Attached)

System Verification Results * Input Power: 50 mW

.. 1W Target 1W .

F(’;(;g)e D(isplill)e Liquid %Tnbﬁ_ -Il_-gnlilpd (SSI;AE?E;) Mgis;lrged Norsn;glligzed Deviation L[IJ/:]”

[°Cl [°C]  [Wikg] [W/kg] [W/kg] (%] (%]

835 07/02/2018 | 3863 441 Head| 21.6 | 21.4 9.38 0.468 9.36 -0.21 |10
835 06/29/2018 | 3863 Body | 21.0 | 20.8 9.41 0.464 9.28 -1.38 |10
835 07/03/2018 | 3863 vy Head | 22.8 | 22.6 9.38 0.474 9.48 +1.07 [+£10
835 07/03/2018 | 3863 Body | 22.8 | 22.6 9.41 0.468 9.36 -0.53 |10
2450 | 07/12/2018 | 3863 965 Head | 214 | 21.2 51.1 2.55 51.0 -0.20 |10
2450 | 07/11/2018 | 3863 Body | 20.6 | 20.4 50.2 2.62 52.4 +438 |+x10

10.3 System Verification Procedure

SAR measurement was prior to assessment, the system is verified to the + 10 % of the specifications at each

frequency band by using the system Verification kit. (Graphic Plots Attached)

- Cabling the system, using the Verification kit equipments.

- Generate about 50 mW Input Level from the Signal generator to the Dipole Antenna.

- Dipole Antenna was placed below the Flat phantom.

- The measured one-gram SAR at the surface of the phantom above the dipole feed-point should be within
10 % of the target reference value.

- The results are normalized to 1 W input power.

NOTE;
SAR Verification was performed according to the FCC KDB 865664 D01v01r04.
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11. SAR TEST DATA SUMMARY

11.1 HEAD SAR Measurement Results
GSM 850 Head SAR

Tune- Meas. Power Scaled

Frequency Mode  UpLimit Power | Drift Test Position CD”;}; R sAR | ot
MHz ch. | @)  (B) | (@B) | 4 (Wikg) |
836.6 190 GSM 33,5 | 32.64 | -0.15 Left Cheek 1:8.3 | 0.178 | 1.219 | 0.217 | 1
8366 | 190 | GSM | 335 | 32.64 | 0.01 Left Tilt 1:83 | 0105 | 1.219 | 0.128 | -

836.6 190 GSM 33.5 | 32.64 | -0.01 Right Cheek | 1:8.3 | 0.165 | 1.219 | 0.201 | -
836.6 190 GSM 33.5 | 32.64 | -0.10 Right Tilt 1:8.3 | 0.096 | 1.219 | 0.117 | -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Head
Spatial Peak 1.6 Wikg
Uncontrolled Exposure/ General Population Averaged over 1 gram

UMTS 850 Head SAR

Fre Tune- Meas. Power Dut Meas Scali
SR Up Limit | Power Drift Test Position L SAR caling
Cycle Factor
MHz | ch | @) @) | @) | |
836.6 4183 RMC 245 | 23.54 | -0.19 Left Cheek 11 0.241 1.247 | 0.301 | 2
836.6 4183 RMC 245 | 23.54 | -0.10 Left Tilt 11 0.133 | 1.247 | 0.166 | -
836.6 4183 RMC 245 | 23.54 | 0.09 Right Cheek 11 0.228 | 1.247 | 0.284 | -
836.6 4183 RMC 245 | 23.54 | -0.06 Right Tilt 11 0.133 | 1.247 | 0.166 | -
ANSI/ IEEE C95.1 - 2005 — Safety Limit Head
Spatial Peak 1.6 W/kg (mW/qg)
Uncontrolled Exposure/ General Population Averaged over 1 gram

LTE Band 5 (Cell) Head SAR

F Band | Tune- | Meas. | Power MPR Meas.
feqaency Mode  Width | Up Limit | Power | Drift Test RB RB Duty gar | Scaling
‘ ‘ ‘ ‘ Position Size offset Cycle Factor
Ch. (MHz)| (dBm) | (dBm) | (dB) (dB) (W/kg) ‘
836.5| 20525 |QPSK | 10 | 23.5 |22.46|-0.02| Left Cheek | O 1 0 |1:1]0.201 1271 |0.255 | 3
836.5| 20525 |QPSK | 10 | 22.5 |21.27|0.16 | LeftCheek | 1 | 25 | O | 1:1 | 0.147 | 1.327 | 0.195 | -
836.5| 20525 |QPSK| 10 | 23.5 |22.46| 0.02 Left Tilt 0 1 0 | 1110121 | 1.271 | 0.154 | -
836.5| 20525 |QPSK| 10 | 22.5 |21.27|-0.11 Left Tilt 1 |25| 0 | 11 |0.08 | 1.327 | 0.114 | -
836.5| 20525 |QPSK | 10 | 23.5 |22.46| 0.17 |Right Cheek| O 1 0 | 1:1 | 0.193 | 1.271 | 0.245 | -
836.5| 20525 |QPSK | 10 | 22.5 |21.27|0.04 |RightCheek| 1 | 25 | O | 1:1 | 0.142 | 1.327 | 0.188 | -
836.5| 20525 |QPSK| 10 | 23.5 |22.46| 0.05 | Right Tilt 0 1 0 | 111|012 | 1271 | 0.142 | -
836.5| 20525 |QPSK| 10 | 22.5 |21.27| 0.04 | Right Tilt 1 ]25| 0 |11 |0.083 | 1327 | 0.110 | -
ANSI/ IEEE C95.1 - 2005 — Safety Limit Head
Spatial Peak 1.6 W/kg
Uncontrolled Exposure/ General Population Averaged over 1 gram
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DTS Head SAR

Band| Data Tune-J Meas. | Power Area Scan| Meas. . Scaling | Scaled

Di Scalin
Power | Drift | TestPosiion  — ¥ Peak SAR| SAR "9 Factor | SAR
Cycle Factor

Plot
No.

Frequenc
UENY Mode  width| Rate Up Limi

MHz _Ch. | (MH2)(Mbps) (dBm) | (dBm) | (dB) | (Wikg) | (Wikg) (Duty) | (Wikg) |
2412 1 (802.11b| 22 1 17.5 |16.57| -0.04 | Left Cheek [98.85| 1.02 |0.597|1.239|1.012|0.749 | 4

2412\ 1 |802.11b|22 | 1 |17.5(16.57|-0.19 | LeftTilt [98.85 0.763 [0.477|1.239|1.012|0.598 | -
2412\ 1 |802.11b| 22 | 1 |17.5 |16.57| 0.07 Right Cheek/98.85| 0.603 |0.404 |1.239|1.012|0.507 | -
2412\ 1 |802.11b| 22| 1 |17.5(16.57| 0.10 | Right Tilt |98.85| 0.588 |0.379|1.239|1.012|0.475| -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Head
Spatial Peak 1.6 W/kg
Uncontrolled Exposure/ General Population Averaged over 1 gram

DSS Head SAR

Tune- Meas. Power S. . Scaling | Scaled
Frequency o . " Scaling [0}
Up Limit | Power Drift Test Position R Factor SAR N
T [0}

Factor

MHz  Ch. @m) | @Bm) | @) | (Wikg) | (uty) | (Wikg) |
2441 | 39 |BluetoothDH5 | 8.5 8.35 | -0.16 Left Cheek 0.076 | 1.035 | 1.300 | 0.102 | 5
2441 | 39 |BluetoothDH5| 8.5 8.35 | -0.12 Left Tilt 0.066 | 1.035 | 1.300 | 0.089 | -
2441 | 39 |BluetoothDH5 | 8.5 8.35 | -0.15 Right Cheek 0.056 | 1.035 | 1.300 | 0.075 | -
2441 | 39 |BluetoothDH5 | 8.5 8.35 0.15 Right Tilt 0.050 | 1.035 | 1.300 | 0.067 | -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Head
Spatial Peak 1.6 W/kg (mWw/q)
Uncontrolled Exposure/ General Population Averaged over 1 gram
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11.2 Body-worn SAR Measurement Results
GSM/UMTS Body-Worn SAR

F Tune- | Meas. | Power T Dist. [\ CECH Scali
requency Up Limit| Power| Drit 'S Duty Cycle "¢ sar | 2¢2IN9
Position Factor
MHz _ ch. | @) | @8) | @) (mm) | Wikg) |
836.6 190 GSM Voice 33.5 (32.64|-0.01| Rear 1:8.3 15 0.362 (1.2190.441 | 6
836.6 190 GSM Voice 33.5 |32.64|-0.03| Front | 1:8.3 15 (0.303|1.219|0.369 | -

836.6 | 4183 | UMTS 850 RMC | 24.5 |23.54|0.01 | Rear 11 15 [0.478 |1.247 | 0.596 | 7
836.6 | 4183 | UMTS 850 RMC | 24.5 |23.54|-0.06 | Front 11 15 [0.418 |1.247|0.521 | -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg
Uncontrolled Exposure/ General Population Averaged over 1 gram

LTE Body-Worn SAR

Er o Band Tune- Meas. Power MPR Distan Meas. _
=ty Mode Width Up Limit Power Drift Test RB RB Duty “'SW@M® g g Scaling
Position Size offset Cycle Factor
MHz Ch. (MHz) (dBm) ‘(dBm) ((s]=)) (dB) (mm)  (W/kg)
836.5 | 20525 10 | 23.5 |22.46/-0.01| Rear | O 1 0 | 1.1 15 ]0.329|1.271(0.418 | 8
836.5 | 20525 | _LTe5| 10 | 225 |21.27/ 011 | Rear | 1 | 25 | O | 11 15 |0.268|1.327(0.356 | -
836.5 | 20525 | QPSK| 10 | 23.5 [22.46/-0.04| Front | 0 | 1 | O | 1:1 | 15 |0.295|1.271(0.375]| -
836.5 | 20525 10 | 225 |21.27/016 | Front | 1 | 25| O | 11 15 |0.241)1.327(0.320| -
ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg
Uncontrolled Exposure/ General Population Averaged over 1 gram

DTS Body-Worn SAR

une
Band Data Meas. | Power Area Scan| Meas. Scaling | Scaled

Frequenc ) U ) Test Du Distance Scalin
. 4 Mode width Rate . p. Power| Drift v vy Peak SAR| SAR 9 Factor | SAR
Limit Position Cycle Factor

MHz _ Ch. | (MHz) (Mbps) (dBm) (dBm)| (dB) | (mm)  (Wikg) | (Wikg) | (Duty) (Wik)
2412 | 1 |802.11b | 22 1 17.5 [16.57|-0.11| Rear |98.85| 15 0.140 |0.093(1.239|1.012|0.117 | 9

2412 | 1 |802.11b | 22 1 |17.5 [16.57|-0.17|Front (98.85| 15 | 0.0824 [0.056 | 1.239|1.012|0.070 | -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/ General Population Averaged over 1 gram

DSS Body-Worn SAR

Tune- Meas. Power . . Scaling Scaled
Frequency n ) Test Distance | Meas. SAR | Scaling Plot
Up Limit | Power Drift v Factor SAR
Position Factor
ch. | (@Bm) | (dBm) | (B) | (mm) | (Wkg) | (Duty)  (Wikg) |
2441 | 39 |Bluetooth DH5 | 8.5 8.35 0.18 Rear 15 0.011 1.035 | 1.300 | 0.015 | 10
2441 | 39 |Bluetooth DH5 | 8.5 8.35 0.01 Front 15 0.00609 | 1.035 | 1.300 | 0.008 -
ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg (mW/qg)
Uncontrolled Exposure/ General Population Averaged over 1 gram
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11.3 Hotspot SAR Measurement Results
GSM 850 Hotspot SAR

Tune- Meas. Power Meas. Scaled
Mode Up Limit Power Drift " SAR SAR
Position Cycle Factor
MHz ch. @B) (@B)  (dB) (mm)  (Wikg) (Wkg)

836.6 | 190 | GPRS 3Tx | 30.5 | 28.82 | -0.02 Rear 1:2.77 10 | 0.487 | 1.472 | 0.717 | 11
836.6 | 190 | GPRS 3Tx | 30.5 |28.82 | -0.02 | Front 1:2.77 10 | 0.356 | 1.472 | 0.524 | -
836.6 | 190 | GPRS3Tx | 30.5 |28.82 | 0.15 Left 1:2.77 10 | 0.209 | 1.472 | 0.308 | -
836.6 | 190 | GPRS 3Tx | 30.5 |28.82 | 0.17 Right 1:2.77 10 | 0.251 | 1.472 | 0.369 | -
836.6 | 190 | GPRS 3Tx | 30.5 |28.82 | -0.09 | Bottom | 1:2.77 10 | 0.083 | 1.472 | 0.122 | -

Frequency Test Duty Distance Scaling

ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg
Uncontrolled Exposure/ General Population Averaged over 1 gram

UMTS 850 Hotspot SAR

= Tune- | Meas. | Power - 5 Dist Scali Scaled
equency Up Limit| Power Drift e.s.t uty SIACE caling SAR
Position Cycle Factor

MHz  Ch_| @) (@) | (@B) | (mm) | (Wikg)
836.6 | 4183 RMC 245 | 23.54 | -0.04 Rear 1:1 10 | 0.559 | 1.247 | 0.697 | 12
836.6 | 4183 RMC 245 | 23.54 | -0.04 Front 1:1 10 | 0.424 | 1.247 | 0.529 | -
836.6 | 4183 RMC 245 | 23.54 | 0.01 Left 1:1 10 | 0.266 | 1.247 | 0.332 | -
836.6 | 4183 RMC 24.5 | 23.54 | -0.01 Right 1:1 10 | 0.336 | 1.247 | 0.419 | -
836.6 | 4183 RMC 245 | 23.54 | -0.05 | Bottom 1:1 10 | 0.107 | 1.247 | 0.133 | -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg (mW/qg)
Uncontrolled Exposure/ General Population Averaged over 1 gram

LTE Band 5 Hotspot SAR

Band | Tune- | Meas. | Power MPR Distance Meas.
Mode Width |Up Limit| Power | Drift Test RB RB  Duty SAR | Scaling

o - MH2) | (dBm) ’ (dBm) ’ (@B) ’ Position Size | offset Cycle Factor
836.5 [20525 | QPSK | 10 | 23.5 |22.46|-0.17 | Rear
836.5 [20525 | QPSK | 10 | 22.5 |21.27 |-0.04 | Rear
836.5 | 20525 | QPSK | 10 | 23.5 |22.46 |-0.05 | Front
836.5 [20525 |QPSK | 10 | 22.5 |21.27 |-0.19 | Front
836.5 20525 | QPSK | 10 | 23.5 |22.46| 0.02 | Left
836.5 20525 | QPSK | 10 | 22.5 |21.27|-0.01 | Left

Frequency

(dB)

(mm) ‘ (Wrkg) ‘
11 10 (0.473|1.271|0.601 |13
11 10 |0.354|1.327 |0.470 | -
11 10 |0.337|1.271|0.428 | -
11 10 (0.249|1.327 |0.330 | -
11 10 |0.207 |1.271|0.263 | -

o
=

11 10 |0.154|1.327 |0.204 | -

Rr|lOo|lRr|lO|lRr|O|R|O|F
)
o |-
o|lo|o|lo|lo|lo|jo|o|o|o

836.5 | 20525 |QPSK | 10 | 23.5 |22.46|-0.01 | Right 1 11 10 |0.248 ({1.271]0.315 | -
836.5 | 20525 |QPSK | 10 | 22.5 |21.27 | 0.01 | Right 25 1:1 10 |0.186 | 1.327 | 0.247 | -
836.5 [ 20525 |QPSK | 10 | 23.5 |22.46| 0.03 |Bottom 1 11 10 |0.088 (1.271]0.112 | -
836.5 [20525 | QPSK | 10 | 22.5 |21.27 | 0.03 |Bottom 25 11 10 |0.067 |1.327 |0.089 | -
ANSI/ IEEE C95.1 - 2005 — S25.0afety Limit Body
Spatial Peak 1.6 Wikg
Uncontrolled Exposure/ General Population Averaged over 1 gram
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DTS Hotspot SAR

une
Band | Data Meas. |Power Distan| Area Scan | Meas. . Scaling|Scaled

Frequenc U Test Di Scal
dUeNSY  Mode  width | Rate | " | Power | Drift | o> U e | peak sAR| sAR M acior| sAR
Limit Position  Cycle Factor

MHz  Ch. (MH2) | (Mbps)| (dBm) | (dBm) | (dB) | (mm) | (Wikg) | (Wikg)|
802.11b| 22 17.5 |16.57 [0.18 Rear

2412 | 1 |802.11b| 22 1 [17.5|16.57

2412 | 1 |802.11b| 22 1 [17.5|16.57

2412 | 1 |802.11b| 22 1 [17.5|16.57

ANSI/ IEEE C95.1 - 2005 — Safety Limit
Spatial Peak

Uncontrolled Exposure/ General Population Averaged over 1 gram

DSS Tethering SAR

Tune- | Meas. | Power . . Scaling
Frequency Test Distance| Meas. SAR| Scaling Scaled SAR| Plot

Mode Up Limit| Power Drift Factor

Cwmiz cn]  em | @m | @ | T am wikg | M oy wkg

2441 | 39 |Bluetooth DH5| 85 | 8.35 | 0.10 Rear 10 0.028 1.035 1.300 0.038 | 15

2441 | 39 |BluetoothDH5| 8.5 | 8.35 | -0.13 | Front 10 0.015 1.035 1.300 0.020 -

2441 | 39 |Bluetooth DH5| 8.5 8.35 | -0.09 | Right 10 |0.000811| 1.035 1.300 0.001 -

2441 | 39 |Bluetooth DH5| 8.5 8.35 | -0.17 Top 10 0.016 1.035 1.300 0.022 -

ANSI/ IEEE C95.1 - 2005 — Safety Limit Body
Spatial Peak 1.6 W/kg (mWw/g)
Uncontrolled Exposure/ General Population Averaged over 1 gram
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11.4 SAR Test Notes

General Notes:

1. The test data reported are the worst-case SAR values according to test procedures specified in IEEE
1528-2013, FCC KDB Procedure.

2. Batteries are fully charged at the beginning of the SAR measurements. A standard battery was used
for all SAR measurements.

3. Liquid tissue depth was at least 15.0 cm for all frequencies.

4. The manufacturer has confirmed that the device(s) tested have the same physical, mechanical and
thermal characteristics and are within operational tolerances expected for production units.

5. SAR results were scaled to the maximum allowed power to demonstrate compliance per FCC KDB
447498 D0O1v06.

6. Device was tested using a fixed spacing for body-worn accessory testing. A separation distance of 15
mm was considered because the manufacturer has determined that there will be body-worn
accessories available in the marketplace for users to support this separation distance.

7. Per FCC KDB 648474 D04v01r03, SAR was evaluated without a headset connected to the device.
Since the standalone reported SAR was < 1.2 W/kg, no additional SAR evaluation using a headset
cable were required.

8. Per FCC KDB 865664 D01v01r04, variability SAR tests were not performed since the measured SAR
results for all frequency bands were less than 0.8 W/kg. Please see Section 13 for variability analysis
information.

GSM/GPRS Test Notes:

1. This EUT’'S GSM and GPRS device class is B.

2. Body-Worn accessory testing is typically associated with voice operations. Therefore, GSM voice was
evaluated for body-worn SAR.

3. Justification for reduced test configurations per KDB 941225 D01v03r01: The source-based time-
averaged output power was evaluated for all multi-slot operations. The multi-slot configuration with
the highest frame averaged output power including tolerance was evaluated for SAR.

4. Per FCC KDB 447498 D01v06, if the reported (scaled) SAR measured at the middle channel or
highest output power channel for each test configuration is < 0.8 W/kg then testing at the other
channels is not required for such test configuration(s). When the maximum output power variation
across the required test channels is 1/2 dB, instead of the middle channel, the highest output power
channel must be used.

5. Justification for reduced test configurations per KDB Publication 941225 D01v03r01 and October
2013 TCB Workshop Notes: The source-based frame-averaged output power was evaluated for all
GPRS/EDGE slot configurations. The configuration with the highest target frame averaged output
power was evaluated for hotspot SAR. When the maximum frame-averaged powers are equivalent
across two or more slots (within 0.25 dB), the configuration with the most number of time slots was
tested.
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UMTS Notes:

1. The 12.2 kbps RMC mode is the primary mode per KDB 941225 D01v03r01.

2. UMTS mode in Body SAR was tested under RMC 12.2 kbps with HSPA inactive per KDB 941225
D01v03r01. HSPA SAR was not required since the average output power of the HSPA subtests was
not more than 0.25 dB higher than the RMC level and Adjusted SAR value was less than 1.2 W/kg.

3. Per FCC KDB 447498 D01v06, if the reported (scaled) SAR measured at the middle channel or highest
output power channel for each test configuration is < 0.8 W/kg then testing at the other channels is
not required for such test configuration(s). When the maximum output power variation across the
channel highest output power channel was used.

4, UMTS SAR was tested under RMC 12.2 kbps with HSPA inactive per KDB publication 941225
D01v03r01. HSPA SAR was not required since the average output power of the HSPA subtests was
not more than 0.25 dB higher than the RMC level and SAR was less than 1.2 W/kg.

LTE Notes:

1. LTE Considerations: LTE test configurations are determined according to SAR Evaluation
Consideration for LTE Devices in FCC KDB 941225 D05v02r05.
2. According to FCC KDB 941225 D05v02r05:
When the reported SAR is < 0.8 W/kg, testing of the 100% RB allocation and required test channels
is not required. Otherwise, SAR is required for the remaining required test channels using the 1RB,
50%RB and 100%RB allocation with highest output power for that channel.
Only one channel, and as reported SAR values for 1RB allocation and 50%RB allocation were less
than 1.45W/Kg only the highest power RB offset for each allocation was required.
3. MPR is permanently implemented for this device by the manufacturer. The specific manufacturer
target MPR is indicated alongside the SAR results. MPR is enabled for this device, according to target
MPR is indicated alongside the SAR results.
A-MPR was disabled for all SAR tests by setting NS=01 on the base station simulator.
SAR test reduction is applied using the following criteria:
Start with the largest channel bandwidth and measure SAR for QPSK with 1 RB, and 50% RB
allocation, using the RB offset and required test channel combination with the highest maximum output
power among RB offsets at the upper edge, middle and lower edge of each required test channel.
When the reported SAR is >0.8 W/kg, testing for other Channels is performed at the highest output
power level for 1RB, and 50% RB configuration for that channel. Testing for 100% RB configuration is
performed at the highest output power level for 100% RB configuration across the Low, Mid and High
Channel when the highest reported SAR for 1 RB and 50% RB are >0.8 W/kg, testing for the remaining
required channels is not needed because the reported SAR for 100% RB Allocation <1.45 W/kg.
Testing for 16-QAM modulation is not required because the reported SAR for QPSK is <1.45 W/kg
and its output power is not more than 0.5 dB higher than that a QPSK. Testing for the other channel
bandwidths is not required because the reported SAR for the highest channel bandwidth is <1.45
W/kg and its output power is not more than 0.5 dB higher than that of the highest channel bandwidth.

o &
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WLAN Notes:

1. For held-to-ear and hotspot operations, the initial test position procedures were applied. For initial test
position, the highest extrapolated peak SAR will be used. When reported SAR for the initial test
position is < 0.4 W/kg for 1g SAR and < 1.0 W/kg for 10g SAR, no additional testing for the
remaining test positions was required. Otherwise, SAR is evaluated at the subsequent highest peak
SAR positions until the reported SAR results is < 0.8 W/kg for 1 SAR and < 2.0 W/kg for 10g SAR
or all test position are measured.

2. Per KDB 248227 D01v02r02 justification for test configurations of 2.4 GHz WiFi Single transmission
chain operations, the highest measured maximum output power channel for DSSS was selected for
SAR measurement. SAR for OFDM modes (2.4 GHz 802.11 g/n) was not required due to the
maximum allowed powers and the highest reported DSSS SAR.

3. When the maximum reported 1g averaged SAR is < 0.8 W/kg, SAR testing on additional channels
was not required. Otherwise, SAR for the next highest output power channel was required until the
reported SAR result was < 1.20 W/kg or all test channels were measured.

4. The device was configured to transmit continuously at the required data rated, channel bandwidth and
signal modulation, using the highest transmission duty factor supported by the test mode tools. The
reported SAR was scaled to the 100% transmission duty factor to determine compliance. Procedures
used to measure the duty factor are identical to that in the associated WLAN test reports.

Bluetooth Notes:

1. Bluetooth SAR was measured with the device connected to a call box with hopping disabled with DHS
operation and Tx Tests mode type. Per October 2016 TCBC Workshop Notes, the reported SAR was
scaled to 100% transmission duty factor to determine compliance. Please see sec.9.6 for the time-
domain plot and calculation for duty factor of the device.

2. Head and Bluetooth tethering SAR were evaluated for BT BR tethering applications.
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12. SIMULTANEOUS SAR ANALYSIS

12.1 Simultaneous Transmission Summation for Head

Simultaneous Transmission Summation Scenario with 2.4 GHz WLAN

e o WWAN SAR 2.4 GHz WLAN SAR ¥ 1-g SAR
condition (W/kg) (W/kg) (W/kg)
GSM 850 0.217 0.749 0.966
Head SAR UMTS 850 0.301 0.749 1.050
LTE Band 5 0.255 0.749 1.004

Simultaneous Transmission Summation Scenario with Bluetooth

Exposure WWAN SAR Bluetooth > 1-g SAR
condition (W/kg) (W/kg) (W/kg)
GSM 850 0.217 0.102 0.319
Head SAR UMTS 850 0.301 0.102 0.403
LTE Band 5 0.255 0.102 0.357

12.2 Simultaneous Transmission Summation for Body-Worn

Simultaneous Transmission Summation Scenario with 2.4 GHz WLAN

Exposure Distance ‘ B WWAN SAR \2.4 GHz WLAN SAR‘ Y 1-g SAR
) (mm) (Wrkg) (Wrkg) (Wikg)
GSM 850 0.441 0.117 0.558
Body-worn 15 UMTS 850 0.596 0.117 0.713
LTE Band 5 0.418 0.117 0.535

Exposure

Simultaneous Transmission Summation Scenario with Bluetooth

Distance ‘

WWAN SAR

‘ Bluetooth SAR ‘

Y 1-g SAR
" Band
condition (mm) ] (W/kg) \ (W/kg) \ (W/kg)
GSM 850 0.441 0.015 0.456
Body-worn 15 UMTS 850 0.596 0.015 0.611
LTE Band 5 0.418 0.015 0.433
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12.3 Simultaneous Transmission Summation for Hotspot

Simultaneous Transmission Summation Scenario with 2.4 GHz WLAN

Exposure
condition

Distance ‘

(mm)

Hotspot

10

- WWAN SAR ‘ 2.4 GHz WLAN SAR ‘ > 1-g SAR
i Wkg)  (Wky)  (Wko)
GSM 850 0.717 0.239 0.956
UMTS 850 0.697 0.239 0.936
LTE Band 5 0.601 0.239 0.840

Exposure
condition

Simultaneous Transmission Summation Scenario with Bluetooth

Distance ‘

Bluetooth
Tethering

(mm)

10

Band WWAN SAR ‘ Bluetooth SAR ‘ > 1-g SAR
Wko)  (Wikg) (Wikg)
GSM 850 0.717 0.038 0.755
UMTS 850 0.697 0.038 0.735
LTE Band 5 0.601 0.038 0.639

12.4 Simultaneous Transmission Conclusion

The above numerical summed SAR Results and SPLSR analysis are sufficient to determine that simultaneous
transmission cases will not exceed the SAR Limit and therefore no measured volumetric simultaneous SAR
summation is required per FCC KDB Publication 447498 D01v06 and IEEE1528-2013.
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13. SAR MEASUREMENT VARIABILITY AND UNCERTAINTY

In accordance with KDB procedure 865664 D01v01r04 SAR measurement 100 MHz to 6 GHz, SAR additional
measurements are repeated after the completion of all measurements requiring the same head or body tissue-
equivalent medium in a frequency band. The test device should be returned to ambient conditions (normal
room temperature) with the battery fully charged before it is re-mounted on the device holder for the repeated
measurement(s) to minimize any unexpected variations in the repeated results.

SAR Measurement variability was assessed using the following procedures for each frequency band:

1) Repeated measurement is not required when the original highest measured SAR is < 0.80 W/kg for 1g SAR
or < 2.0 W/kg for 10g SAR; steps 2) through 4) do not apply.

2) When the original highest measured 1g SAR is =2 0.80 W/kg or 10g SAR = 2.0W/kg, repeat that measurement
once.

3) Perform a second repeated measurement only if the ratio of largest to smallest SAR for the original and first
repeated measurements is > 1.20 or when the original or repeated measurement is = 1.45 W/kg for 1g SAR
or = 3.625 W/kg for 10g SAR (~ 10% from the 1-g SAR limit).

4) Perform a third repeated measurement only if the original, first or second repeated measurement is 21.5
W/kg for 1g SAR or 23.75 W/kg for 10g SAR and the ratio of largest to smallest SAR for the original, first and
second repeated measurements is > 1.20.
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14. MEASUREMENT UNCERTAINTY

The measured SAR was <1.5 W/Kg for 1g SAR and <3.75 W/KgFor 10g SAR for all frequency bands.
Therefore,per KDB Publication 865664 D01v01r04,the extended measurement uncertainty analysis per
IEEE1528-2013 was not required.
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15. SAR TEST EQUIPMENT

Manufacturer Type / Model

Calib. Date ‘Calib.lnterval Calib.Due

SPEAG SAM Phantom - N/A N/A N/A
SPEAG Triple Modular Phantom - N/A N/A N/A
HP SAR System Control PC - N/A N/A N/A
Staubli TX90 XLspeag F13/5R4XF1/A/01 N/A N/A N/A
Staubli TX90 XLspeag F17/59CHA1/A/01 N/A N/A N/A
Staubli CS8Cspeag-TX90 F13/5R4XF1/C/01 N/A N/A N/A
Staubli CS8Cspeag-TX90 F17/59CHA1/C/01 N/A N/A N/A
Staubli Teach Pendant (Joystick) S-1338 1332 N/A N/A N/A
Staubli Teach Pendant (Joystick) S-1203 0309 N/A N/A N/A
SPEAG DAE4 652 04/20/2018 Annual 04/20/2019
SPEAG E-Field Probe EX3DV4 3863 04/25/2018 Annual 04/25/2019
SPEAG Dipole D835V2 441 09/21/2017 Annual 09/21/2018
SPEAG Dipole D2450V2 965 02/16/2018 Annual 02/16/2019
Agilent Power Meter N1911A MY45101406 09/15/2017 Annual 09/15/2018
HP Power Sensor N1921A MY55220026 09/01/2017 Annual 09/01/2018
SPEAG DAKS 3.5 1038 05/29/2018 Annual 05/29/2019
SPEAG VNA-R140 0141013 05/29/2018 Annual 05/29/2019
Agilent Base Station E5515C GB44400269 02/02/2018 Annual 02/02/2019
Agilent Signal Generator N5182A MY47070230 05/10/2018 Annual 05/10/2019
HP 11636B/Power Divider 58698 03/06/2018 Annual 03/06/2019
TESTO 175-H1/Thermometer 40332651310 02/06/2018 Annual 02/06/2019
TESTO 175-H1/Thermometer 40331949309 02/06/2018 Annual 02/06/2019
EMPOWER RF Power Amplifier 1084 06/11/2018 Annual 06/11/2019
MICRO LAB LP Filter / LA-15N 10453 10/12/2017 Annual 10/12/2018
MICRO LAB LP Filter / LA-30N - 10/12/2017 Annual 10/12/2018
Apitech Attenuator (3dB) 18B-03 1 06/07/2018 Annual 06/07/2019
Agilent Attenuator (20dB) 33340C 13311 05/10/2018 Annual 05/10/2019
HP Dielectric Probe Kit 85070C 00721521 N/A N/A N/A
Agilent Directional Bridge 3140A03878 06/11/2018 Annual 06/11/2019
R&S tyicehand Radio Communication Tester | 45 11/16/2017 | Annual 11/16/2018
Anritsu Radio Communication Tester MT8820C 6201274373 08/16/2017 Annual 08/16/2018
Anritsu Radio Communication Tester MT8821C 6201502997 08/10/2017 Annual 08/10/2018

1. The E-field probe was calibrated by SPEAG, by the waveguide technique procedure. Dipole Verification measurement is performed by
HCT Lab. before each test. The brain/body simulating material is calibrated by HCT using the DAKS 3.5 to determine the conductivity and
permittivity (dielectric constant) of the brain/body-equivalent material.
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16. CONCLUSION

The SAR measurement indicates that the EUT complies with the RF radiation exposure limits of the ANSI/
IEEE C95.1 - 2005.

These measurements were taken to simulate the RF effects exposure under worst-case conditions. Precise
laboratory measures were taken to assure repeatability of the tests. The results and statements relate only to
the item(s) tested.

Please note that the abortion and distribution of electromagnetic energy in the body are very complex
phenomena the depend on the mass, shape, and size of the body, the orientation of the body with respect to
the field vectors, and the electrical properties of both the body and the environment. Other variables that may
play a substantial role in possible biological effects are those that characterize the environment (e.g. ambient
temperature, air velocity, relative humidity, and body insulation) and those that characterize the individual (e.g.
age, gender, activity level, debilitation, or disease). Because various factors may interact with one another to
vary the specific biological outcome of an exposure to electromagnetic fields, any protection guide should
consider maximal amplification of biological effects as a result of field-body interactions, environmental
conditions, and physiological variables.
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Attachment 1. — SAR Test Plots
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Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 214 C
Ambient Temperature:  21.6 C

Test Date: 07/02/2018
Plot No.: 1

Communication System: UID 0, GSM 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:8.30042
Medium parameters used (interpolated): f = 836.6 MHz; o0 = 0.912 S/m; & = 41.301; p = 1000 kg/m3
Phantom section: Left Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.95, 9.95, 9.95); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

GSM850 Head Left Touch 190ch/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.199 W/kg

GSMB850 Head Left Touch 190ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 6.283 V/m; Power Drift = -0.15 dB

Peak SAR (extrapolated) = 0.223 W/kg

SAR(1 g) =0.178 W/kg; SAR(10 g) = 0.134 W/kg
Maximum value of SAR (measured) = 0.208 W/kg

-1.92

-3.85

-h77

-F.70

-9.62

0 dB = 0.208 W/kg = —6.82 dBW/kg
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Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 214 C
Ambient Temperature:  21.6 C

Test Date: 07/02/2018
Plot No.: 2

Communication System: UID 0, WCDMAB850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.6 MHz; o0 = 0.912 S/m; & = 41.301; p = 1000 kg/m3
Phantom section: Left Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.95, 9.95, 9.95); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

WCDMAS850 Head Left Touch 4183ch/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.285 W/kg

WCDMAS850 Head Left Touch 4183ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 6.106 V/m; Power Drift = -0.19 dB

Peak SAR (extrapolated) = 0.303 W/kg

SAR(1 g) = 0.241 W/kg; SAR(10 g) = 0.179 W/kg
Maximum value of SAR (measured) = 0.282 W/kg

-1.99

-3.98

-h.97

-f.96

-9.9%

0 dB = 0.282 W/kg = -5.50 dBW/kg
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Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 226 C
Ambient Temperature:  22.8 C

Test Date: 07/03/2018
Plot No.: 3

Communication System: UID 0, LTE Band 5 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.5 MHz; o = 0.919 S/m; & = 41.478; p = 1000 kg/m3
Phantom section: Left Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.95, 9.95, 9.95); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

LTE Band 5 Head Left Touch QPSK 10MHz 1RB Ooffset 20525ch/Area Scan (8x12x1): Measurement
grid: dx=15mm, dy=15mm

Maximum value of SAR (measured) = 0.230 W/kg

LTE Band 5 Head Left Touch QPSK 10MHz 1RB Ooffset 20525ch/Zoom Scan (5x5x7)/Cube O:
Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 4.982 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 0.247 W/kg

SAR(1 g) = 0.201 W/kg; SAR(10 g) = 0.155 W/kg
Maximum value of SAR (measured) = 0.232 W/kg

-1.64

-3.28

-4.91

-6.55

-8.19

0 dB = 0.232 W/kg = —6.35 dBW/kg
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HCTCO, LTD.
Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 212 C
Ambient Temperature:  21.4 C

Test Date: 07/12/2018
Plot No.: 4

Communication System: UID 0, 2450MHz FCC (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2412 MHz; o = 1.782 S/m; & = 38.692; p = 1000 kg/m3
Phantom section: Left Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.62, 7.62, 7.62); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM w

Measurement SW: DASY52, Version 52.8 (8);

802.11b Head Left Touch 1Mbps 1ch/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200
mm.
Maximum value of SAR (interpolated) = 1.02 W/kg

802.11b Head Left Touch 1Mbps 1ch/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 17.64 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 1.35 W/kg

SAR(1 g) = 0.597 W/kg; SAR(10 g) = 0.245 W/kg
Maximum value of SAR (measured) = 0.970 W/kg

-h.3b

-10.73

-16.09

-21.46

-2b6.82

0 dB =0.970 W/kg = -0.13 dBW/kg
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HCTCO, LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 212 C
Ambient Temperature:  21.4 C

Test Date: 07/12/2018
Plot No.: 5

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.3
Medium parameters used (interpolated): f = 2441 MHz; o = 1.819 S/m; & = 38.507; p = 1000 kg/m3
Phantom section: Left Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.62, 7.62, 7.62); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

Bluetooth Head Left Touch DH5 39ch/Area Scan (9x15x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.0993 W/kg

Bluetooth Head Left Touch DH5 39ch/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm,
dy=5mm, dz=5mm

Reference Value = 6.709 V/m; Power Drift = -0.16 dB

Peak SAR (extrapolated) = 0.173 W/kg

SAR(1 g) = 0.076 W/kg; SAR(10 g) = 0.028 W/kg

Maximum value of SAR (measured) = 0.136 W/kg

(=9
S m

-h.00

-10.00

-15.00

-20.00

-25.00

0 dB =0.136 W/kg = —-8.66 dBW/kg
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HCTCO, LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 208 C
Ambient Temperature:  21.0 C

Test Date: 06/29/2018
Plot No.: 6

Communication System: UID 0, GSM 850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:8.30042
Medium parameters used (interpolated): f = 836.6 MHz; o = 0.995 S/m; & = 53.359; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

GSM850 Body-worn Rear Voice 190ch/Area Scan (13x8x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.424 W/kg

GSM850 Body-worn Rear Voice 190ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 20.98 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 0.457 W/kg

SAR(1 g) = 0.362 W/kg; SAR(10 g) = 0.276 W/kg

Maximum value of SAR (measured) = 0.428 W/kg

(=9
S m

-1.52

-3.03

-4.5h4%

-6.06

-f.hE

0 dB = 0.428 W/kg = -3.69 dBW/kg
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HCTCO, LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 208 C
Ambient Temperature:  21.0 C

Test Date: 06/29/2018
Plot No.: 7

Communication System: UID 0, WCDMAB850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.6 MHz; o = 0.995 S/m; & = 53.359; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

WCDMAS850 Body-worn Rear 4183ch/Area Scan (13x7x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.555 W/kg

WCDMAS850 Body-worn Rear 4183ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 24.59 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 0.608 W/kg

SAR(1 g) =0.478 W/kg; SAR(10 g) = 0.362 W/kg

Maximum value of SAR (measured) = 0.566 W/kg

(=9
S m

-1.54

-3.09

-4.63

-6.18
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0 dB = 0.566 W/kg = -2.47 dBW/kg
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HCTCO, LTD.
Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 226 C
Ambient Temperature:  22.8 C

Test Date: 07/03/2018
Plot No.: 8

Communication System: UID 0, LTE Band 5 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.5 MHz; o = 0.996 S/m; & = 53.302; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

LTE Band 5 Body-worn Rear QPSK 10MHz 1RB Ooffset 20525ch/Area Scan (12x8x1): Measurement
grid: dx=15mm, dy=15mm

Maximum value of SAR (measured) = 0.379 W/kg

LTE Band 5 Body-worn Rear QPSK 10MHz 1RB Ooffset 20525ch/Zoom Scan (5x5x7)/Cube O:
Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 19.70 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 0.419 W/kg

SAR(1 g) = 0.329 W/kg; SAR(10 g) = 0.250 W/kg
Maximum value of SAR (measured) = 0.390 W/kg

-1.58

-3.16

-4.7%

-6.33

-f.91

0 dB = 0.390 W/kg = —4.09 dBW/kg
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HCTCO, LTD.
Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 204 C
Ambient Temperature:  20.6 C
Test Date: 07/11/2018
Plot No.: 9

Communication System: UID 0, 2450MHz FCC (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2412 MHz; o = 1.891 S/m; & = 52.411; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.48, 7.48, 7.48); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: Triple Flat Phantom 5.1C

Measurement SW: DASY52, Version 52.8 (8);

802.11b Body-worn Rear 1Mbps 1ch/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200
mm
Maximum value of SAR (interpolated) = 0.140 W/kg

802.11b Body-worn Rear 1Mbps 1ch/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 1.396 V/m; Power Drift = -0.11 dB

Peak SAR (extrapolated) = 0.172 W/kg

SAR(1 g) = 0.093 W/kg; SAR(10 g) = 0.047 W/kg
Maximum value of SAR (measured) = 0.140 W/kg

-h.00

-10.00

-15.00

-20.00

-2b.00

0 dB =0.140 W/kg = —-8.54 dBW/kg
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HCTCO, LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 204 C
Ambient Temperature:  20.6 C

Test Date: 07/11/2018
Plot No.: 10

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.3
Medium parameters used (interpolated): f = 2441 MHz; 0 = 1.922 S/m; & = 52.428; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.48, 7.48, 7.48); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: Triple Flat Phantom 5.1C

Measurement SW: DASY52, Version 52.8 (8);

Bluetooth Body-worn Rear DH5 39ch/Area Scan (9x15x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.0195 W/kg

Bluetooth Body-worn Rear DH5 39ch/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm,
dy=5mm, dz=5mm

Reference Value = 0.3990 V/m; Power Drift = 0.18 dB

Peak SAR (extrapolated) = 0.0400 W/kg

SAR(1 g) = 0.011 W/kg; SAR(10 g) = 0.00522 W/kg
Maximum value of SAR (measured) = 0.0173 W/kg

-h.00

-10.00

-15.00

-20.00

-2b.00

0dB=0.0173 W/kg = -17.62 dBW/kg
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HCTCO,,LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 208 C
Ambient Temperature:  21.0 C

Test Date: 06/29/2018
Plot No.: 11

Communication System: UID 0, GSM850 GPRS 3TX (0); Frequency: 836.6 MHz;Duty Cycle: 1:2.77013
Medium parameters used (interpolated): f = 836.6 MHz; o = 0.995 S/m; & = 53.359; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

GSM850 Body Rear GPRS 3Tx 190ch/Area Scan (13x8x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.578 W/kg

GSMB850 Body Rear GPRS 3Tx 190ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm,
dy=8mm, dz=5mm

Reference Value = 24.94 VV/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 0.610 W/kg

SAR(1 g) = 0.487 W/kg; SAR(10 g) = 0.375 W/kg

Maximum value of SAR (measured) = 0.571 W/kg

(=9
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-14.44
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0 dB =0.571 W/kg = -2.43 dBW/kg

F-TP22-03 (Rev.00) 61/131 HCT CO.,LTD.



o
hC'- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO, LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 208 C
Ambient Temperature:  21.0 C

Test Date: 06/29/2018
Plot No.: 12

Communication System: UID 0, WCDMAB850 (0); Frequency: 836.6 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.6 MHz; o = 0.995 S/m; & = 53.359; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

WCDMAS850 Body Rear 4183ch/Area Scan (13x7x1): Measurement grid: dx=15mm, dy=15mm.
Maximum value of SAR (measured) = 0.639 W/kg

WCDMAS850 Body Rear 4183ch/Zoom Scan (5x5x7)/Cube 0. Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 26.67 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 0.695 W/kg

SAR(1 g) = 0.559 W/kg; SAR(10 g) = 0.430 W/kg

Maximum value of SAR (measured) = 0.652 W/kg

(=9
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0 dB = 0.652 W/kg = —1.86 dBW/kg

F-TP22-03 (Rev.00) 62 /131 HCT CO.,LTD.



o
ha- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO, LTD.
Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 226 C
Ambient Temperature:  22.8 C

Test Date: 07/03/2018
Plot No.: 13

Communication System: UID 0, LTE Band 5 (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 836.5 MHz; o = 0.996 S/m; & = 53.302; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

LTE Band 5 Body Rear QPSK 10MHz 1RB Ooffset 20525ch/Area Scan (12x8x1): Measurement grid:
dx=15mm, dy=15mm

Maximum value of SAR (measured) = 0.544 W/kg

LTE Band 5 Body Rear QPSK 10MHz 1RB 0Ooffset 20525ch/Zoom Scan (5x5x7)/Cube 0: Measurement
grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 25.48 V/m; Power Drift = -0.17 dB

Peak SAR (extrapolated) = 0.589 W/kg

SAR(1 g) =0.473 W/kg; SAR(10 g) = 0.363 W/kg
Maximum value of SAR (measured) = 0.554 W/kg

-1.60

-3.20

-4.81

-6.41

-8.01

0 dB = 0.554 W/kg = -2.56 dBW/kg
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HCTCO, LTD.
Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 204 C
Ambient Temperature:  20.6 C
Test Date: 07/11/2018
Plot No.: 14

Communication System: UID 0, 2450MHz FCC (0); Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 2412 MHz; o = 1.891 S/m; & = 52.411; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.48, 7.48, 7.48); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: Triple Flat Phantom 5.1C

Measurement SW: DASY52, Version 52.8 (8);

802.11b Body Rear 1Mbps 1ch/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.258 W/kg

802.11b Body Rear 1Mbps 1ch/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 4.694 V/m; Power Drift = -0.18 dB

Peak SAR (extrapolated) = 0.367 W/kg

SAR(1 g) = 0.191 W/kg; SAR(10 g) = 0.087 W/kg
Maximum value of SAR (measured) = 0.295 W/kg

-h.95

-11.90

-17.86

-23.81

-29.76

0 dB = 0.295 W/kg = -5.30 dBW/kg
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HCTCO, LTD.

Test Laboratory: HCT CO., LTD
EUT Type: Mobile Phone
Liquid Temperature: 204 C
Ambient Temperature:  20.6 C

Test Date: 07/11/2018
Plot No.: 15

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.3
Medium parameters used (interpolated): f = 2441 MHz; o = 1.922 S/m; & = 52.428; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.48, 7.48, 7.48); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: Triple Flat Phantom 5.1C

Measurement SW: DASY52, Version 52.8 (8);

Bluetooth Body Rear DH5 39ch/Area Scan (9x15x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.0366 W/kg

Bluetooth Body Rear DH5 39ch/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 0 V/m; Power Drift = 0.10 dB

Peak SAR (extrapolated) = 0.0870 W/kg

SAR(1 g) = 0.028 W/kg; SAR(10 g) = 0.011 W/kg
Maximum value of SAR (measured) = 0.0865 W/kg

-h.00
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0 dB =0.0865 W/kg = —=10.63 dBW/kg
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HCTCO,,LTD.

Attachment 2. — Dipole Verification Plots
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HCTCO,,LTD.

B Verification Data (835 MHz Head)

Test Laboratory: HCT CO., LTD

Input Power 0.05W
Liquid Temp: 21.4 °C
Test Date: 07/02/2018

DUT: Dipole 835 MHz D835V2; Type: D835V2

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 835 MHz; o = 0.911 S/m; & = 41.312; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.95, 9.95, 9.95); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

Dipole/835MHz Head Verification/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.615 W/kg

Dipole/835MHz Head Verification/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 27.34 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 0.708 W/kg

SAR(1 g) = 0.468 W/kg; SAR(10 g) = 0.305 W/kg
Maximum value of SAR (measured) = 0.623 W/kg

2.7

-4.34

-6.51

-8.68

-10.85

0 dB = 0.623 W/kg = -2.06 dBW/kg
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HCTCO,,LTD.

B Verification Data (835 MHz Body)

Test Laboratory: HCT CO., LTD

Input Power 0.05W
Liquid Temp: 20.8 °C
Test Date: 06/29/2018

DUT: Dipole 835 MHz D835V2; Type: D835V2

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 835 MHz; o = 0.994 S/m; & = 53.38; p = 1000 kg/m?
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

Dipole/835MHz Body Verification/Area Scan (13x7x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.510 W/kg

Dipole/835MHz Body Verification/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 23.71 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 0.678 W/kg

SAR(1 g) = 0.464 W/kg; SAR(10 g) = 0.308 W/kg
Maximum value of SAR (measured) = 0.609 W/kg

-2.04

-4.08

-6.11

-8.15
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0 dB =0.609 W/kg = -2.15 dBW/kg
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HCTCO,,LTD.

B Verification Data (835 MHz Head)

Test Laboratory: HCT CO., LTD

Input Power 0.05W
Liquid Temp: 226 T
Test Date: 07/03/2018

DUT: Dipole 835 MHz D835V2; Type: D835V2

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 835 MHz; o = 0.917 S/m; & = 41.501; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.95, 9.95, 9.95); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

Dipole/835MHz Head Verification/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.624 W/kg

Dipole/835MHz Head Verification/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 27.20 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 0.720 W/kg

SAR(1 g) = 0.474 W/kg; SAR(10 g) = 0.309 W/kg
Maximum value of SAR (measured) = 0.634 W/kg

-2.15

-4.30

-6.45

-8.60

-10.75

0 dB = 0.634 W/kg = —1.98 dBW/kg
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B Verification Data (835 MHz Body)

Test Laboratory: HCT CO., LTD

Input Power 0.05W
Liquid Temp: 226 T
Test Date: 07/03/2018

DUT: Dipole 835 MHz D835V2; Type: D835V2

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f = 835 MHz; o = 0.994 S/m; & = 53.32; p = 1000 kg/m?
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(9.66, 9.66, 9.66); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: MFP

Measurement SW: DASY52, Version 52.8 (8);

Dipole/835MHz Body Verification/Area Scan (13x7x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.541 W/kg

Dipole/835MHz Body Verification/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 23.09 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 0.686 W/kg

SAR(1 g) = 0.468 W/kg; SAR(10 g) = 0.310 W/kg
Maximum value of SAR (measured) = 0.616 W/kg

-2.04

-4.08

-6.11

-8.15

-10.19

0 dB=0.616 W/kg = -2.10 dBW/kg
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I Verification Data (2 450 MHz Head)

Test Laboratory: HCT CO., LTD

Input Power 0.05W
Liquid Temp: 21.2 °C
Test Date: 06/22/2018

DUT: Dipole 2450 MHz D2450V2; Type: D2450V2

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; o = 1.826 S/m; & = 38.452; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.62, 7.62, 7.62); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: SAM

Measurement SW: DASY52, Version 52.8 (8);

Dipole/2 450 MHz Head Verification/Area Scan (8x8x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 3.82 W/kg

Dipole/2 450 MHz Head Verification/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 47.93 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 5.47 W/kg

SAR(1 g) = 2.55 W/kg; SAR(10g) = 1.17 W/kg
Maximum value of SAR (measured) = 4.36 W/kg

-4.40

-8.80

-13.20

-17.60

-22.00

0 dB = 4.36 W/kg = 6.39 dBW/kg
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Il Verification Data (2 450 MHz Body)

Test Laboratory: HCT CO., LTD

Input Power 0.05W
Liquid Temp: 204 C
Test Date: 06/27/2018

DUT: Dipole 2450 MHz D2450V2; Type: D2450V2

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; o = 1.936 S/m; & = 52.424; p = 1000 kg/m3
Phantom section: Center Section

DASY Configuration:

Probe: EX3DV4 - SN3863; ConvF(7.48, 7.48, 7.48); Calibrated: 2018-04-25;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn652; Calibrated: 2018-04-20

Phantom: Triple Flat Phantom 5.1C

Measurement SW: DASY52, Version 52.8 (8);

Dipole/2 450 MHz Body Verification/Area Scan (8x8x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 4.29 W/kg

Dipole/2 450 MHz Body Verification/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 43.44 VV/m; Power Drift = 0.09 dB

Peak SAR (extrapolated) = 5.59 W/kg

SAR(1 g) = 2.62 W/kg; SAR(10 g) = 1.21 W/kg
Maximum value of SAR (measured) = 4.46 W/kg

-4.44

-8.88

-13.31

-17.75

-22.19

0 dB = 4.46 W/kg = 6.49 dBW/kg
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Attachment 3. = SAR Tissue Characterization

The brain and muscle mixtures consist of a viscous gel using hydrox-ethyl cellulose (HEC) gelling agent and
saline solution (see Table 3.1). Preservation with a bacteriacide is added and visual inspection is made to
make sure air bubbles are not trapped during the mixing process. The mixture is calibrated to obtain proper
dielectric constant (permittivity) and conductivity of the desired tissue. The mixture characterizations used for
the brain and muscle tissue simulating liquids are according to the data by C. Gabriel and G. Harts grove.

Ingredients Frequency (MHz)
(% by weight) 2450-2700
Tissue Type Head Body Head Body
Water 40.45 53.06 71.88 73.2
Salt (NaCl) 1.45 0.94 0.16 0.1
Sugar 57.0 44.9 0.0 0.0
HEC 1.0 1.0 0.0 0.0
Bactericide 0.1 0.1 0.0 0.0
Triton X-100 0.0 0.0 19.97 0.0
DGBE 0.0 0.0 7.99 26.7
Diethylene glycol
hexyl ether
Salt: 99 % Pure Sodium Chloride Sugar: 98 % Pure Sucrose
Water: De-ionized, 16M resistivity HEC: Hydroxyethyl Cellulose
DGBE: 99 % Di(ethylene glycol) butyl ether,[2-(2-butoxyethoxy) ethanol]
Triton X-100(ultra-pure): Polyethylene glycol mono[4-(1,1,3,3-tetramethylbutyl)phenyl] ether

Composition of the Tissue Equivalent Matter
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Attachment 4. — SAR SYSTEM VALIDATION

Per FCC KCB 865664 D02v01r02, SAR system validation status should be document to confirm measurement
accuracy. The SAR systems (including SAR probes, system components and software versions) used for this
device were validated against its performance specifications prior to the SAR measurements. Reference
dipoles were used with the required tissue- equivalent media for system validation, according to the procedures
outlined in IEEE 1528-2013 and FCC KDB 865664 D01v01r04. Since SAR probe calibrations are frequency
dependent, each probe calibration point was validated at a frequency within the valid frequency range of the
probe calibration point, using the system that normally operates with the probe for routine SAR measurements
and according to the required tissue-equivalent media.

Atabulated summary of the system validation status including the validation date(s), measurement frequencies,
SAR probes and tissue dielectric parameters has been included.

SAR brobe Probe Dlelectrlc Parameters CW Validation Modulation Validation
System Probe Type Ca:ljt())riﬁttlon Ligel Rat Measured ~Measured Sensitivit Probe | Probe | MOD. | Duty
. Permlttlwty Conductivity Linearity | Isotropy| Type | Factor

1 3863 |[EX3DV4 | Head | 835 2018-05-14 41.6 .92 PASS | PASS | PASS

1 3863 |[EX3DV4 | Head | 835 | 441 | 2018-05-14 41.6 0.92 PASS | PASS | PASS |[GMSK| PASS | N/A

1 3863 |EX3DV4 | Body | 835 | 441 | 2018-05-14 55.3 0.96 PASS | PASS | PASS | N/A | N/A | N/A

1 3863 |EX3DV4 | Body | 835 | 441 | 2018-05-14 55.3 0.96 PASS | PASS | PASS |[GMSK| PASS | N/A

1 3863 |EX3DV4 | Head | 2450 | 965 | 2018-05-15 39.4 1.81 PASS | PASS | PASS [OFDM| N/A | PASS
1 3863 |EX3DV4| Body | 2450 | 965 | 2018-05-15 52.6 1.96 PASS | PASS | PASS |OFDM| N/A | PASS

SAR System Validation Summary 1g

Note;

All measurement were performed using probes calibrated for CW signal only. Modulations in the table above
represent test configurations for which the measurement system has been validated per FCC KDB Publication
865664 D01v01r04. SAR system were validated for modulated signals with a periodic duty cycle, such as
GMSK, or with a high peak to average ratio (>5 dB), such as OFDM according to KDB 865664 D01v01r04.
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Attachment 5. — Probe Calibration Data
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Calibration Laboratory of W Schwelzarischer Kallbriardienst
Schmid & Partner &J/‘ g Sarvice sulsse d'dtalonnage
Engineering AG ey g Servimo sviezao o taratura
Zeughausstrasse 41, 1004 Zurich, Switzedland ?%@ Swiss Calitration Service

Mccredited by the Saiss Accrediation Senvice (SAS)
The Swiss Accraditation Service is one of the signatories 1o the EA
Mudtitaternl Agreement for the recognition of calibration cenlificates

Accreditation No.: SCS 0108

Calibraton procedure(s)

Calbeation date:

This calbention cemfcats cocumenly the kacaataiiy to autonil stundards. which raalis (hs physical units of messursmenty (S1)

The mensurenents ood the 1 with coed probabiity ure grven an the folowng poges and are part of the cestificate.

Al calteations have baan corductad o the clased & y faciity: P (22 2 3)°C and numidity < TO%

Cuixration Equipment used (MRTE crifical for cafiration)

Primary Star D C Date (Certificaie No ) S Calibration

Power muter NRP SN 104778 -8 297026720257 Ape-18

Powar sensor NRP-281 SN: 103244 O4-Apr 18 (No. 217.02672) Apr19

Power sensor NRP-281 SN: 105245 Od-Apr-18 (No. 217.02873) Ape-19

Rat 2008 A SN: S5277 (200) D4-Apr-18 (Mo 217-02682| Ape-19

Rt Probe ES30V2 SN: 3013 30.Dec. 17 (N0 £53.3013_Dec17) Dec. 18

DAES SN: 660 21-Dac-17 (No. DAES-660_Dect7) Dec-18

Secondary Ssandard 0 Check Date {Iin hoasa) Scheduled Creck

Power meter E44 130 SN: GB4 1293874 08-Apr-18 (in housa chedd Jun-16) In house check: Jun-16

Pawsr snsur E441724 SN, MY 41498087 D6-Age-16 (In house chack Jun-16) In howuse check: Jun-18

Pawer sensor E4312A SN 000110210 06-Agr-16 (in house check Jun-16) In housa chodk: Jun-18

RF generator 142 HB45C SN: US3642001700 04-Aug-88 {in house chadh Jun-16) In houss chwck. Jur-18
rk Analyzar HF BTS3E | SN: US37350585 18-Oct44 (in bouse check Oct17) in house chock: Oct-18

Callbrated by:

Approved by

Name

Function

This caiibration cerificate shall 0ot be réproduced srcagt n (Ul without written spgroval of the sboratory

bssued Aptl 26, 2010

Page 10of 39 a_

Certificate No, EX3-2863_Apri8
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Calibration Laboratory of PR . tod Ktk

Schmid & Partner A g Service suisss TMslonnags
Engineering AG o g Servitio svizzero di taraturn

Zoughuussirasso 42, 8004 Zunich, Switzorland "m‘\‘y Swiss Callbeation Service

Accreditod ty the Swiss Acorediaton Serave [SAS) Acereditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories o the EA

Muttilstorsl Agr for the gniticn of calibration certificates

Glossary:

TSL tssua simulating fiquid

NORMx,y.z sansitivity in free space

ConvF sensitivity In TSL / NORMx,y,2

pee dicde compression point

CF crest factor (1/duty_cycle) of the RF signal

A B,C,D moedulation dependent linearzation paramaeters

Polarization ¢ @ rotation around probe axis

Polarization 9 8 rotation around an axis that is in the plane normal to probe axis {al measurement center),

e, & =0 is normal to probe axis
Connector Angle information used in DASY system 10 align peobe sensor X 1o the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Sid 1528-2013, "|IEEE Recommented Practice for Determining the Peak Spatial-Averaged Spacific
Ausorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Technigues®, June 2013

b} IEC 82209-1, ", “Measuroment procedure for the assessment of Specific Absorption Rate (SAR) from hand-
heid and body-mounted devices used next to the ear (frequency range of 300 MHz to & GHz)", Juty 2016

¢) IEC 62208-2, "Procedure to determine the Spacific Absorption Rate (SAR) for wireless communication devices
used In close proximity to the human body (frequency range of 30 MHz to 6 GHz)", March 2010

d) KDB 865664, "SAR Measurermnan! Requirements for 100 MHz to 6 GH2"

Methods Applied and Interpretation of Parameters:

o  NORMx,y,z: Assessed for E-field polanzation § = 0 (f < 900 MHz In TEM-cell; f > 1800 MHz R22 waveguide).
NORMY,y.z are only intermediate values, ie., the uncertainties of NORMx,y.z does not affect the E*.field
uncertainty inside TSL (see below ConvF),

«  NORM{f)x,y.z = NORMx.y.z * frequency. response (see Frequency Response Chart), This linearization is
implemented in DASY4 software versions later than 2.2, The uncerainty of (he frequency response i included
In the stated uncertainty of ConvF

« DCPxy.z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncentainty required). DCP does not depend on frequency nor media.

* PAR:PAR is tha Peak to Average Ratio that is not calibrated but determined based on the signal
characleristcs

* Axyz Bxyz Cxyz Dxyz VReyz A B C, D are numerical linearization parameters assessed based on
the data of power sweap for specific modulation signal, The parameters do not depend on frequency nor
media, VR is the maximum calibration range expressed in RMS voltage across the diode.

« ConvF and Boundary Effect Parameters: Assessed in fiat phantom using E-field (or Temperature Transfer
Standard for [ < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given, These pardmeters are
used In DASY4 software o Improve probe accuracy close to the boundary, The sensitivity in TSL corresponds
1o NORMx.y.z * ConvF whereby the uncertainty corresponds to that given for ConvF. A froquency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from = 50 MHz to = 100
MHz,

» Spharical isctropy (30 deviation from isofropy). In a fiekd of low gradients realized using a Nlat phantom
expased by a paich antenna.,

» Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the peobe lip
(on probe axis). No talerance required,

» Connector Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required),

Canificate No: EX3-2863_Apri8 Page 2 of 39
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EX3DV4 - SN-3863 April 28, 2018

Probe EX3DV4

SN:3863

Manufactured:  February 2, 2012
Calibrated: April 25, 2018

Calibrated for DASY/EASY Systems

(Note: non-compatible with DASY2 system!)

Cartificate No,: EX3-3863_Apr1d Page Jof 29
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FCC ID: A3LSMJ260F

Report No: HCT-SR-1807-FC004

EX30V4- 5N:3863

April 25, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3863

Basic Calibration Parameters

Sensor X Sensor ¥ Sensor Z Unc (k=2)
Norm (u\Vi(Vim)" 0.35 0.34 0.45 | £101 %
L DCP (mV)® 987 103.9 103.3 |
Modulation Calibration Parameters
LU Communication System Name A B c D VR Unc
uB dBVuv | e | mv (k=2)
[0 oW | X 0.0 0.0 10 | 000 | 1611 | #95% |
_ | Y 0.0 0.0 1.0 153.4
== z| 00 0.0 10 1466
Note: For details on UID parameters see Appendix.
Sensor Model Parameters
c1t | c2 a T1 T2 T3 T4 T5 6
P fF_| v | . meV? ms.V* ms \a v
X 35.70 266.3 35.57 18.74 0.500 5000 | 0445 0.515 1.000
Y 23.67 174.6 34.99 6.322 0.441 5000 | 1481 0.043 1.003
Z 4162 3173 3581 8.754 0,711 5047 | 0518 0,469 1.008

The reported uncertainty of measurement Is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

* The uncertartes of Norm X.Y.2 do nat affect the £ ek uncertairty inside TSL (see Pages 4 amd 4)
¥ Numerical inesrization parmeter; uncersinty not requined.

* Uncertainty & determined using the max. deviation from Inear resp RpofyIng gul
field value

dstrbution and s exprassed for the squane of the

Certificte No: EX3-3863_Apria Page Lol 39
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EX30V4- 5N:3863 Apnit 25, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3863

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity | Depth® Une
f(MHz)® | Permittivity” | (Stm)" | ConvFX | ConvFY | ConvFZ | Aipha® (mm) (k=2)
150 523 0.76 12.22 1222 12.22 0,00 1.00 £133%
450 435 0.87 1082 | 1092 1092 | 014 | 120 | £133%
750 419 0.80 1020 | 1020 10.20 061 | 080 £ 120%
835 41.6 090 | 995 9.95 9.95 0,50 080 | 2120%
900 a1.5 097 | 987 9.67 2,67 0.32 1.07 £120%
1450 40,5 1.20 8.78 8.78 8.78 0.34 0.50 £120%
1750 40.1 1.37 B.45 8.45 8.45 0.42 0.80 £ 12.0 %
1500 40.0 1.40 8.19 519 8.19 0.36 0.50 +12.0%
2300 305 1.87 777 7.77 7.77 0.34 0.86 +12.0 %
2450 39.2 1.80 7.62 762 | 762 0.36 0.85 21120%
2600 38.0 1.96 7.19 7.18 7.18 0.36 093 | +120%
5250 3549 471 5.04 5.04 5.04 0.40 180 | $131%
5600 355 5.07 468 468 468 0.40 1.80 +131%
5750 35.4 522 5.08 5.08 508 040 | 180 | +131% |

* Frequency valdity above 300 Mz of £ 100 Mz oréy applies for DASY w4 4 and higher {see Page 2). oise I is resiricted 1o = 50 Mz Tha
uncenainty is the RSS of the ConviF unoartainty af calibraton freguenty and the uncantainty for the indcaled Feguency band. Frequency validiy
Balow 300 MHz & = 10, 25, 40, 50 and 70 MH2 for Comd™ assessments a1 20 64, 122, 150 and 220 MHz mspectively. Aboye 5 GHz trequancy
valdity can be extanded ta £ 110 Mz
'thunoubdowJG!u.mhumfvdnmpmmunnnn)cmmmmz10\nlwwmlmmuamapplmto
maarred SAR values, At frequencies above 3 GHz, the validiy of tssue parametan (¢ and o) ks restricied to + 5% The uncertainty & the RSS of
the Cornf uncectainty for svdcated torget tissus caramelers.

" Algha/Depth ars determined durng calbvation. SPEAG warrants that the remaining deviation due 10 1ho boundary oftes! after Compansation (s
miways less thon £ 1% for freguancies below 3 Gz and below £ 2% for frequences between 3-6 GHz at any distance lmger than haif the probe tip
damotar Vom the boundary

Cenficale No: EX3-3863_Apri8 Page 5 of 39
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EX3DV4.- SN:IG6) Agril 25, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3863

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth ™ Unc

1 (MHZ)® | Permittivity” (8im)" ConvF X | ConvFY | ConvEZ | Alpha® | (mm) |  (k=2)
150 61.0 0.80 1186 | 1186 | 1186 | ooo | 100 | +133%
450 56.7 0.94 1078 | 1078 | 1078 | 008 | 120 | +133%
750 555 0.98 1002 | 1002 | w02 | 037 | 089 | x120%

835 56.2 0.97 9.66 9.66 9.66 042 | 091 | $120%

1750 534 149 8.18 8.18 .18 040 | 080 | £120%
1900 534 1.52 7.84 7.84 7.84 034 | 080 | £120%
2300 52.9 1.81 768 | 768 7.68 0.29 ‘ 0980 | 2120%
2450 52.7 1.95 7.48 7.48 7.48 027 | 097 | 2120%
| 2800 525 2.16 7.27 7.27 7.27 017 | 105 | =120%
5250 | 489 536 441 4.41 4.41 050 | 100 | £131%
5800 48.5 5.77 3.88 3.88 3.88 050 | 180 | £131%
5750 483 5.04 421 4.21 421 | 050 | 190 | £131%

“ Fraquency veluity sbovi 300 MHz of + 100 MHz only applies for DASY vé.4 and higher (s0u Page 2), &6 It is 7estrcted 1o + 50 MHz The
uncertaty & the RSS of the Convf uncertainty al caltration Fequency and Ihe uncertainty foc the indicaled frequency band. Frequency vaidity
velow 300 MHZ s £ 10, 26, 40, 50 and T0 MHz tor ComnF aassssments at 30, 64, 128 150 and 220 MHz respectivaly. Above 5 GHr fmguanty
valldity can be estanded ta £ 110 MHz,

" Al froquencias balow 3 GHz, the valldity of tssue paramatirs (& and o) can be relased 10 = 10% # iguid compensaton formuta is appled to
messwred SAR values. Al frequencies above 3 GHz, the validty of bss00 Pramesars (s and o) & resvricied 1o = 5% The uncertarnty s the RSS of
the Canvf* uncertairdy for indicaled tanget tssue paramedars.

= AlphDapth are detarmnad during caibration. SPEAD warranms thal the remaning deviason due to he boundary efoc after compansation is
iways less an = 1'% for frequencies below 3 GHz and belkow £ 2% for frequencies between 3.6 Gz at any distance larger than half the probe fip
diameser from the boondary

Certificate No. EX3-3863_Apr1g Page 6 of 39
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EX30DV4- SN:3863 April 25, 2018
Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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Uncertainty of Fraquency Response of E-field: £ 6.3% (k=2)
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ha- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO, LTD.

EX30V4- SN:2863

Apeil 26, 2018
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Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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Report No: HCT-SR-1807-FC004
HCTCO, LTD.

EX3DV4- SN:3863 Apri 25, 2018
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Uncertainty of Linearity Assessment: £ 0.6% (k=2)
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h’C,- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004
HCTCO.,LTD.

EX30VA-SN3663 April 25, 2018
Conversion Factor Assessment

= B35 MHz WGLS RS (H_convF) f= 1800 MHz WGL S R22 (H_comF)

Deviation from Isotropy in Liquid
Error (¢, 8), f =900 MHz
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Uncertainty of Spherical Isotropy Assessmont: £ 2.6% (k=2)

Ceniflicate No: EX3-3863 Aper1B Page 10 of 39

F-TP22-03 (Rev.00)

85/131 HCT CO.,LTD.



[ |
ha- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO,LTD.

EX3IDV4- SN:3B6I Apri 25, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3863

Other Probe Parameters

Sensor Arrangemant l Tranguiar
| Conneclor Angle () . [ 106.5
Mechasnical Surface Delection Mode I enablad
Optical Surface Detection Mode | ~ disabied |
“Probe Overail Langth 337 mm
‘Probe Body Diameter 10 mm
Tip Length i Smm |
Tip Dismeter 25mm
[ Probe Tip to Sensor X Calibration Pont | 1 mm
Probe Tip to Sensor Y Calibration Point 1Tmm
Probe Tip to Sensor Z Calibration Point T ;Hnm"
Recommended Measurement Distance from Surface 14 mm l

Centificate Na EX3-3863_Ap18 Page 110l 39
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hC'- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO.,,LTD.
EX30V4- SN:363 Apri 25, 2018
éhggondlx: Modulation Calibration Parameters
Communication System Name A 8 c 2] Max
dB BV a8 mv Unc®
(k=2)
0 cwW 0,00 [¥ 1.00 000 | 3511 | +35%
0.00 0.00 .00 1534
0,00 0.00 100 1496
g&m SAR Valdation (Squore, 100ms, 10ms) 1100 70.00 | 3000 [ 1000 | 200 +96%
74 6266 | 809 20.0
2.07 6428 | 038 20.0
::o:‘; 1= | UMTS.FDD (WCOMA) 092 6696 | 1468 | 00D | 1500 | 2696%
1.23 7372 | V172 150.0
0.82 6481 | 13.15 150.0
10012~ | IEEE 80Z.11b WIF( 2.4 GHz (DSSS, 1 113 5396 | 1500 | D4 | 1500 | 296 %
CAB Mops)
112 6521 | 1597 150.0
1.04 6264 | 14.13 150.0

10013- | [EEE 802.11g WiFi 2.4 GHz (DSSS-

466 66.70 16.a7 146 1500 | +96%
CaB OFDOM, 6 Mbps)

441 67.26 17.07 150.0
470 £68.40 16 80
909 79.86 16.40 9.39

10021+ GSM-FDO (TDMA, GMSK) +t96%

1500
50.0
4523 | 9788 | 2117 50.0
0000 | 110.54 | 2587 50.0
B78 | 7649 | 1524 | 957 | 500 | £96%
50
50
[
0
[
50.0

10023 | GPRS-FOD [TOMA, GMEX, TN 0)

944 | B0 | 16.39
6736 | 10550 | 2450

vl XN|<] x| xinai<] i<l XINI] O XINI| XINI<] O XIN|CE NI XN

10074- | GPRG-FOD (TDMA, GIMSK, TH 0-1) 190 | B188 | 1587 | 656 F9a%
DAC
100.00 | 10367 | 2085
100.00 | 10828 | 23.45
10025~ | EDGE-FOD (TOMA, 8PSK, TN 0) 331 | 63a7 | 2137 | 1247 zaa%
DAC
823 | 7181 | 2001 50.0
377 | 6674 | 23.69 500
10026- | EDGE-FDD (TOMA, BPSK. TN 0-1) 984 | 9228 | 3106 | 956 | 600 | £96%
DAC
595 | 8309 | 2974 50.0
719 | 8620 | 3024 0.0 |
10027- | GPRS-FDD |TOMA, GMSK, TN 0-1-2) 0000 | 10103 | 19.83 | 480 | 800 | t96%
DAC
10000 | 10358 | 2013 80.0
10000 | 10691 | 2202 800 |
10028 | GPRS-FDD (TDMA. GMSK, TN 0-12-9) 10000 | 10043 | 1906 | 355 | 1000 | +96%
DAC
Y | 10000 | 10467 | 1982 100.0
Z | 10000 | 10533 | 2085 100.0
10029- | EDGE-FDO (TDMA, BPSK, TN 0-1-2) X | 641 | B279 | 2710 | 780 | 800 | =96%
DAC
Y | 405 | 7566 | 2513 B0
Z | 475 | 7136 | 2580 80.0
10030- | IEEE 802 151 Bluslooth (GFSK. OH1) | X | 528 | 7488 | 1308 | 530 | 700 | 296%
CAA
Y | 10000 | 10023 | 18.93 0.0
- Z | 10000 | 10572 | 21.80 70.0
10031~ | IEEE 802,15 1 Bunioolh (GFSK, DM3) | X | 488 | 7631 | 11.58 | 188 | 1000 | £96%
CAA
Y | 028 | 6123 | 516 100.0
Z | o33 | 6206 | e.02 100.0
Cartificate No: EX3-3863_Apr18 Page 12 af 29
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hC'- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO,,LTD.

EXIDV4- SN:3863 Apeil 26, 2018

10032- IEEE £02.15.1 BRietooth (GFSK; DHS)
CTAA

99.99 93.80 14.65 197 100.0 | 6.6 %

0.14 60.00 364 100}
0.18 60.00 383 1000
6.63 80.80 1662 530 700 $96%

o

10033~ IEEE 802.15.1 Buelooth {PL4-DOPSK,
DH1)

3580 | 7426 | 1610 700
650 | 8464 | 2135 70.0 )
235 | 71.30 | 1376 | 183 | 1000 | £66% |

10034~ | IEEE 802.15.1 Bhuelnoth (PYA-DOPSK,
CAA OH3)

0681 | 6327 | 838 100.0
179 | 7018 | 1428 100.0
170 | 6993 | 1272 | 147 | 1000 | £6.6%

10035~ IEEE 802.15.1 Bluetooth (PL4-DOPSK,
DHS)

.67 1.91 T34 1000
129 7.25 12 66 1000
829 33.07 18,70 530 700 296%

10035~ IEEE 802.15.1 Buelooth {8-0PSK, DH1)

428 76.54 16.01 700
a.57 856.84 2282 700
217 70.51 1542 188 0oo [ 296%

10037- | IEEE £02.15.1 Buetooth (8-0PSK, DH3)

085 | G276 | 813 100.0
168 | 60.50 | 1308 100.0
173 | 6853 | 13.00 | 1.47 | 1000 | 290 %

10038~ IEEE B02.15,1 Buetooth (8-0PSK. DHS)

0.68 62 14 759 100.0
128 67.51 12.69 00.0
1.20 68.00 1232 0.00 500 | £86%

10038 CDMA2000 (*xRTT, RCY)

10042 | 1554 1 15-136 FOD (TOMAFOM, PUa- 7993 | 1228 | 798 | 500 | t96% |
GPSK, Halfrsle)

a4

433 | 7340 | 1283 50.0
2063 | 808z | 1882 50.0 —
003 | 11844 | 1148 | 0G0 | 1500 | £86%

10048~ | ISGIEINTIA-S553 FDO (FDMA, FM)

003 | 12341 | 047 1500
010 | $21.86 | 6.26 150.0 T
453 | 7004 | 1407 | 1380 | 250 | t96%

10048~ DECT (TDD, TOMAFDM, GFSX, Ful
CAA Siot, 24)

10045- | DECT (10D, TOMAFDM, GFSK. Dolbie 500 | 7238 87 | 1078 | 400 | £66% |

Siot, 12)

NI RINI=C] XINI<] XN XIN(<S] XIN[<€] XIN[<]  X|N|<] X|N|<€| X< XNl RN XN XN XN XN X
8

CAA
495 7218 13.60 40.0
10.49 82.35 18.31 40.0
gfﬁ— UMTS-TDD (TC-SCDMA, 1.28 Mcps) 938 838 18.96 203 50.0 +£06%
7.80 7D.96 18.01 S0.0
13.55 9017 23.38 50.0
&Sﬁ— EDGE-FDD (TOMA, BPSK, TN 0+1-2-3) 4496 77.96 2446 655 1000 +96%
333 | 7213 | 2283 100
3.78 7324 2295 100
10059 IEEE 802,110 WiFi 2.4 Gz (DSSS, 2 1,19 65.20 15.58 0.6t 110, L96%
GAB Mbps)
1.14 66,22 16.48 110.0
1.08 6347 14.60 110.0
10060- IEEE B02.116 WiFi 2.4 GHz (DS8S, 5.5 18.28 108.21 26,40 1.30 10,0 +96%
CAB Mbips)
10000 | 14243 | 36.78 110,0 ]
288 8470 20.89 1100
Certificate No: EX3-3863_Apr18 Page 130l 39
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hC'- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO,,LTD.
EX3DV4-- SN:38683 Agril 25, 2018
10061~ | IEEE BOZ 110 WiFI 2.4 GHz (DSSS. 11 | X | 345 8146 | 2138 | 204 | 1100 | £96%
| Ca8 | Mbps)
Y 25 81.17 22.36 1100
- Z 1 197 74, 19,49 110.0
10062- | IEEE BO2. 114 WiFi 5 GHz [OFDM. 6 X | ¢45 6668 | 1634 | 04D | 1000 | +96%
CAC Mops)
Y 422 67.27 16.64 100.0
Z | 449 §6.34 | 18.21 100.0
10063~ | [EEE BO2 11am WiFi 5 GHz (OFOM, 9 X | aa7 6676 | 1642 | 072 | 1000 | £96%
CAC Mops)
. 4,27 87,37 16.64 100.0
Z 4.5 66.43 16,31 100.0
10064- | IEEE 802 11am WiFl 5 GHz (OFOM, 12 | X | &7 6695 | 1661 | 086 | 1000 | +96%
CAC Mops)
Y. 442 G749 16.78 100.0
Z 4.77 66.68 16.54 100.0
é:pcas IEEE 802 11ah WiFl 5 GHz (OFOM, 16 | X | 459 6682 | 1668 | 121 || 1000 | +96%
Y | &30 87.26 | 16.81 100.0
Z | 486 6656 | 1662 100.0
10066- | IEEE B2 11am WiFi & GHz (OFOM. 24 | X | 460 6682 | 1682 | 146 | 1000 | +96%
CAC Mops)
Y | 429 67.17_| 1689 00.0
Z | 466 6658 | 16.78 00.0
10067- | IEEE 802 11am WiFi 5 GHz (OFDM, 36 | X | 449 67.08 | 17.27 | 204 000 | =96%
CAC Mbps)
Y | 452 67.20 | 17.20 100.0
Z | 496 6683 | 1727 100.0
10066- | IEEE 802 11am WiFi 5 GHz (OFDM, 48 | X | 493 67.0 1742 | 2556 | 1000 | 296%
CAC Mipe)
Y 1 a6 67.41 7.54 100.0
Z | 500 66.81 7.45 100.0
10069 | IEEE 802 11ah WiFI 5 GHz (OFOM, 54 | X | 499 67.04 761 | 267 | 1000 | t96%
cAC Mbps)
Y | a6 6731 | 17.64 100.0
Z 507 66.84 17.65 100.0
X | 4.76 66,78 | 1745 | 199 | 1000 | =06%

10071- | \EEE B02.11g WiFI 2.4 GHE
CAB (DSSS/OFDM, 8 Mbps}

4.5% 7.3 1734 100.0
478 8648 17.11 100.0
472 67.04 17.33 230 1000 | =96%

10072- | IEEE BU2.11g WIFi 2.4 GHz
 CAB (DSSSIOFOM, 12 Mbps)

443 67.41 1746 100.0
4.76 B66.75 7.30 100.0
480 67.25 785 283 1000 | =96%

10073 | IEEE BO2.11g WiFi 2.4 GHx
CAB {DSSSIOFDM, 18 Mbps)

4,51 67.66 17.62 100.0
4.82 66.92 17.62 100.0
481 67.22 17,80 3.30 1000 | =08%

10074~ | IEEE 802.11g WIF) 2.4 GHz
CAB {DSSSIOFDM, 24 Mbps)

: 67.77_| 18.04 00.0
481 | 6683 | 17.77 100.0
484 | 6727 | 1605 | 382 | 900 | z9&8%

10075- | IEEE 802.11g WiFi 2.4 Gz
CAB (DSSSIOFOM, 36 Mbps)

460 67.82 1820 90.0
485 66,90 18.05 890.0
483 67.16 1822 415 20.0 198 %

10076- IEEE 802,119 WiFi 24 GHz
cap (DSSSIOFOM, 48 Mbps)

4.64 87 .67 18.44 90.0
488 86.75 18.20 0.0
492 67 26 18 33 430 0.0 =96 %

10077- IEEE B02 11g WIFi 2.4 GHz
cAB (DSSSIOFDM, 54 Migs)

468 67.80 18 58 80.0
4.90 66.83 18.30 20.0

Ni=<|  xINE=<| XINI<] XIN(<]| XIN(<| XIN[<]| XIN|<
-
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HCTCO, LTD.

EXIOVA- SN:3863 Apdl 25, 2014
10081- | COMAZO0D (1xR 1T, RC3) X | 0a7 6324 | 945 | 000 | 1500 | £66%
CAB

¥ 28 8000 | 508 160.0
z 55 8168 | 586 1500
10082- 1S-54 / 19-136 FDD (TOMAFDM, P14~ X as &0.00 439 477 800 +06%
CAB DOPSK, Fullrate)
Y | 0861 60.00 329 80.0
Z | 085 8110 443 80.0
10080- | GPRSFOD (TOMA, GMSK. TN 0-4) X | 1101 | 8180 | 1686 | 656 | 600 | £06%
DAC
Y 100.00 103.71 -20.68 60,0
Z 100.00 108.37 23 51 €00
10087 . UMTS-FDD (HSDPA) X 1.756 6814 1541 000 1500 £86%
cap
Y |_2.15 7338 | 17.10 1504
Z| 16 6621 | 14.35 150.
(l:%na- UMTS-FDD (HSUPA. Sublast 2) X | 1.71 6807 | 1547 | 000 | 150 00 %
Y1 211 7i35 712 150.0
Z | _1s7 5613 | 14.41 150.0
10099- | EDGE-FDD (TDMA. BPSK. TN 0-4) X | aa G240 | 3180 | 056 | 600 | £06%
DAC
Y | @00 8412 | 20.79 0.0
Z | T24 8638 | 30.27 600
10100- | LYE-FOD (SC-FDMA_ 100% RB, 20 X | 291 6992 | 1652 | 000 | 1500 | £06%
CAD MHz. QPSK)
Y | 294 7166 | 17.64 150
- Z 1 279 6874 | 1572 150,
10101- | LYE-FOD (SC-FDMA. 100% RB, 20 X | a0 67.27 | 1675 | 000 | 150 0.6 %
CAD MHz. 16-0AM)
Y | 296 6614 6.42 50.0
= Z | 302 8865 | 1591 50.0
10102- LTE-FOD (SC-FDMA. 100% RB, 20 X 316 673 588 0.00 500 +D6%
CAD MHz._ 64-QAM)
¥ 06 66.19 A1 1600
Z | 31 66 63 A4 150.0
10103- | LTE-TOD (SC-FOMA. 100% RB, 20 X | 817 7527 83 | 308 | 650 | s06%
CAD MHz. QPSK)
¥ 1 502 7456 | 20,07 65.0
Z | 558 7423 | 19.78 650
10104~ LTE-TDD (SC-FDMA, 100% RB, 20 X 638 7405 2008 308 650 tB6%
CAD MHz. 16-0AM)
Y 4,96 7185 19 45 65.0
Z | 55 71.85 | 19.54 £5.0
10105~ | LTE-TDD (SCFDMA. 100% RB, 20 X | 567 TI78 | 1942 | 368 50 | =06%
CAD MHz. 84-QAM)
Y 448 70.50 1912 650
Z | 540 7134 | 1960 650
10108 | LTE-FDD (SC-FDMA, 100% RB, 10 X | 250 6027 | 1635 | 000 | 1500 | £6.6%
CAE Mz, OPSK)
Y 253 T1.57 17.63 150.0
Z 241 68.02 15.51 1500
10105~ | LTE-FDD (SC-FOMA, 100% RB, 10 X | 270 6724 | 1561 | 000 | 1500 | +96%
CAE MHz, 16-QAM)
Y| 283 6868 | 1624 150.0
F4 266 66.45 1511 150.0
10110- | LTE-FDD (SC-FOMA, 100% RSB, 5 MHz, | X | 1.93 6844 | 1579 | 000 | 1500 | 196%
CAE QPSK)
Y| 206 7155 | 17.08 150.0
Z 182 67.04 14 62 150.0
10113- | LTE-FOD (SC-FDMA, 100% RB, 5 MHz, | X | 245 8857 | 1580 | 000 | 1500 | 196 %
CAE 16-0AM)
Y | 257 7153 | 16.67 150.0
4 2.35 67.12 1516 1500
Centificate No; EX3-3863 Apr1f Page 15 of 39
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hC'- FCC ID: A3LSMJ260F Report No: HCT-SR-1807-FC004

HCTCO,LTD.

EXADY4- SN:3863 Apel 25, 2018
101120 [ LTEFDD (SCFDMA_ 100% RB, 10 283 | 6733 | 1571 | 000 | 1500 | 296 %
CAE MHz,_64-GAM)

276 | ©8.82 | 16.33 1500

279 | 6853 | 1522 1500
10113 | LTEFDD (SCFOMA_ T00% RB, 5 Wiz, 260 | 6879 | 1607 | 0.00 | 1%00 | £96%
CAE 64-QAM)

2.70 71,55 18.71 1800

250 | 87.98 | 1535 150.C
10114- | [EEE BOZ.11n (HT Graenfield, 135 481 | 6708 | 10635 | 000 | 1500 | t96%

CAC Mbps, BPSK)

4.70 &7.41 16.861 1500

496 | ©6.85 | 16.19 150.0
10115- | IEEE B02.11n (HT Graenhisd, 61 Mbps, 516 | 6716 | 1639 | 000 | 1500 | 65 %
CAC 16-QAM)

453 | 6753 | 1663 150.0

= 521 | 6693 | 1624 150.0

10116- | FEEE 02110 (HT Groenfink, 135 Mbps, 500 | 6728 | 1638 | 000 | 1500 | £06%
CAC 654-QAM)

476 | 6761 | 1663 1500

504 | 6703 | 1621 150.0
10117- | 1EEE 802110 (HT Mixad, 13.5 Mbps, 491 | 67.04 | 1635 | 000 | 1500 | £8.6%
CAC 8PSK)

466 | o732 | 1658 150.0

483 | 6673 | 1615 150.0 ]
0118 | EEE 602110 (HT Mixad, 81 Mbps, 16- 523 | 6734 | 1649 | 000 | 1500 | £6.8%
CAC QAAMy

494 | 6752 | 1663 160.0

530 | 6714 | 1635 150.0
10115~ | IEEE 802 11n (HT Mixed, 136 Mbps, 64- 498 | 6727 | 1630 | 000 | 1500 | £0.6%
CAC QAM)

477 | 6761 | 1664 150.0

503 | 6700 | 1620 150.0

10140- LTE-FDD {SC-FOMA, 100% RB, 15 318 El7:31 15.78 0.00 1500 | =98%

CAD Mz, 18-QAM)

306_| 6622 | 16.30 160.0

316 | 66.70 | 1536 1500
10141- | LTE-FOO (SC-FOMA. 100% R, 15 331 | 6751 | 1600 | 000 | 1500 | £96%
CAD MHz. B4-QAM)

320 | 6853 | 1645 150.0

329 | 6688 | 1557 150.0
10142- | LTE-FDD (SC-FOMA. 100% RE, 3 Mz, 175 | 68.36 | 1508 | 000 | 1500 | 96 %
CAD CPSK)

178 | 7106 | 1542 1500

166 | 6887 | 1420 150.0 |
10143- | LTEFDD (SC-FOMA, 100% RS, 3 MHz, 225 | 6896 | 1503 | 000 | 1500 | +86%
CAD 16-0AM)

T84 | ©881 | 1351 500

212 | o721 | 1432 1500
10144- | LTEFDD (SC-FOMA, 100% RS, 3 MHz, 180 | 6574 | 1289 | 000 | 1500 | =896%
CAD 64-0AM)

138 | 6360 | 1043 150

182 | 6505 | 1271 500 | |
10145. | LTE-FDD (SC-FOMA, 100% R8. 14 D74 | 6113 | 780 | 000 | 1500 | =46%

| GAE MHz, QPSK)
D44 | 6000 | 449 1500
583 | 6147 | 848 50.0

10146- | LTE-FDD (SC-FDMA, 100% RS, 1.4
CAE MHz, 16-QAM)

0.98 60.10 833 0.00 600 [ £86%

i<l xinj<t xInf] xinf ] xinl<e] M) XIN|<]  XIN|<] XN XIN(=<]  XINp=<|  X[Nf=<] XINTC] O XENC] XN XN X

083 | 6000 | 377 50.0
132 | 623 | 856 50.0 =
10147- | LTE-FDO (SC-FDMA, 100% RB, 1.4 102 | 6037 | 656 | 000 | 1500 | *+4.6%
CAE MHz. B4-QAM)
063 | 6000 | 382 150.0
141 | 6209 | @03 1500
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HCTCO, LTD.

EX30V4- SN 3863 Aptll 25. 2018
10149 | LTE-FDD (SC-FDMA, 50% RB. 20 MHz, | X | 271 6732 | 1567 | 000 | 1500 | t06%
CAD 16-OAM)

Y 264 6479 16.3 150.0

— Z 267 66.51 15.16 150.0

10150 | LTE-FDD (SC-FOMA, 50% RB. 20 MHz. | X | 2.64 6740 | 1578 | 000 | 1500 | 06 %
CAD £4-0AM)

Y| 277 6a9f | 1839 150.0

Z | 280 | 859 | 1526 150.0
10187 | LTE-TDD (SC-FOMA, 50% RB, 20MHz. | X | 7.05 7901 | 2128 | 398 | 650 | 96 %
CAD QPSK)

Y 545 78.07 21.33 65.0

Z 561 7601 | 2056 65.0
10152- | LTE-TDD (SC-FOMA, 50% RB, 20 MHz, | X | 5.87 7386 | 1952 | 388 | 650 | t96%
CAD 16-0AM)

Y | 445 7166 | 18.62 65.0

Z 502 71.71 19.09 65.0
10153 LTE-TDD (SC-FOMA, 50% RB. 20 MH2, X 63g 753 2054 398 65.0 +06%
CAD 64-0AM)

Y | 483 | 7320 | @71 65.0

Z | 539 7279 | 19.96 65.0
10164- | LTE-FDD (SC-FOMA, 50% RB_ 10 MHz, | X | 204 63880 | 1807 | 00D | 1500 | 206%
CAE QPSK) =

Y| 213 7217 | 1739 1500

Z | 185 6730 | 1515 150.0
10165 | LTE-FDD (SO-FDMA, 50% RB_ 10 MHz, | X | 246 6881 | 1594 | DOD | 1500 | 206%
CAE 16-0AM)

Y | 25 7166 | 1674 150.0

Z | 235 6714 | 1518 150.0
10156- | LTE-FDD (SC-FOMA, 50% RB_ S MHz, | X | 1.56 68.06 | 1448 | 00D | 1500 | 206%
CAE QPSK) %Y

Y 139 68.73 13,43 150.0

Z | 143 6630 | 1382 150.0
10167 | LTE-FDD (SC-FDMA, 50% RB. 5 MHz, | X | 170 6586 | 1252 | 000 | 1500 | 206%
CAE 18-0AM)

¥ | 107 6255 | 6.87 150.0

Z | 171 6508 | 12.35 150.0
10168~ | LTE-FDD (SO-FDMA, 50% RB. 10 MHz, | X | 262 6890 | 1614 | 000 | 1500 | 206%
CAE 64-0AM)

¥ | 273 77 16.82 150.0

Z | 251 67.4 16.40 150.0 ]
10158 | LTE-FDD (SC-FOMA, 50% R8, 5 MHz, | X | 178 662 1274 | 000 | 1500 | 49.6%
CAE 64-0AM)

Y 1.10 62.56 B.87 150.0

Z | 178 6542 | 1258 150.0
10160- | LIE-FDD (SC-FOMA. 50% R, 15 MHz, | X | 255 6864 | 1616 | 000 | 150.0 | 296 %
CAD QPSK)

¥ 51 70,60 | 17.08 150.0

Z 49 67.55 1547 150.0
10161- | LTE-FDD (SC-FOMA, 50% KB, 15 MHz, | X | 273 6738 | 15564 | 000 | 1500 | +8.6%
CAD 16-QAM)

¥ 66 6898 | 16.16 150.0

Z | 269 6651 | 1514 150.0
10162- | LTE-FDD (SC-FDMA, 60% RB, 15 M-z, | X | 284 G762 | 1578 | 00D | 1500 | =0.6%
CaD 84-04M)

Y | 277 €932 | 16.34 1500

fd 2.80 66.72 15.29 150.0
10166~ | LTE-FDD (SG-FOMA, 50% RD, 14 MHz, | X | 317 6843 | 1818 | 301 | 1500 | 296%
CAE QPSK)

Y 274 6867 | 18.97 150.0

Z .37 6916 | 18.82 130.0
10167- | LTEFDD (SG-FOMA, 50% RB. 14 MHz. | X ) 7082 | 98,38 | 301 | 1500 | 206%
CAE 16-0ANM)

Y | 337 72,46 | 19.76 150.0

Zz 4.11 71.94 19.16 150.0
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CAE 84-0AM)

3.01 732 20.07 150.0

34 7163 19.02 150.0
10180- LTE-FDOD (SC-FOMA, 1 RB, 5 MHZ, 64- 282 68.36 16.75 301 1500 | 206%
CAE QAM)

263 7042 18.31 150.0

3.08 69.53 17.84 150.0
10181- LTE-FDO (SC-FDMA, 1 RB, 15 MHz, 267 6713 1740 30 1500 | 296%
CAD QPSK)

2.40 67.8% 18.39 150.0

2.78 67.97 18.16 150.0

10182- LTE-FDOD (SC-FDMA, 1 RB, 15 MHz,
CAD 16-QAM)

357 72.37 18.57 inm 1500 | £96%

HCTCO, LTD.

EX3DV4.- SN:3863 April 25, 2018
10168~ | LTE-FOD (SC-FOMA, 50% RB, 14 MHz, | X | 433 7372 | 2004 | 301 | 1500 | +96%
CAE 64-0AM)

Y | 363 76.62 | 22.01 150.0
e Z | 408 7475 | 2078 150.0
10168- | LTE-FDD (SC-FOMA, 1 RB, 20 MHz. X | 269 6732 | 1758 | 3.01 | 1500 | +96%
CAD QPSK)
Y | 243 6805 | 1861 150.0
Z | 279 6816 | 1834 1500
10170- | LTE-FOD (SC-FDMA, 1 RB, 20 MHz, X | 849 7254 | 1967 | 3.01 | 1500 | +96%
CAD 168-CAM)
Y | 35 7645 | 22.16 1500
Z | 383 740 _| 2071 150.0
10171- | LTE-FDD (SC-FDMA, 1 RB. 20 MHz X | 283 8640 | 1678 | 3.01 | 1500 | +9.6 %
AAD £4-0AM)
Y | 263 7044 | 1633 150.0
Z | 308 60.50 | 17.60 150.0 |
10172- | LTE-TDD (SC-FDMA, 1 RB, 20 MHz. X | 462 7865 | 2260 | 6.02 650 | ta0%
CAD QPSK)
Y | 294 7624 | 2312 85.0
Z | 604 8562 | 2643 85.0
10173- | LTE-TDO (SC-FDMA_ 1 RB, 20 MHZ X | 773 8408 | 2265 | 602 | 650 | +96%
cAD 16-QAM)
Y | 663 8925 | 2564 85.0
e Z | 882 | 9106 | 2634 5.0
10974- | LTE-TOD (SCFDMA, 1 RB, 20 MHz, X | 38 7333 | 1834 | 002 | 650 | +t06%
CAD B4-CIAM)
Y | 535 B4.73 | 2341 85,0
Z | 655 3.3 2320 650
10176- | LTE-FDOD (SCFDMA, 1 RB, 10 MHz, X | 266 702 | 1732 | 301 | 1500 | £96 %
| CAE QPskK)
Y| 23 772 | 1833 04
Z | 276 7.84 | 1807 0.0
10176- | LIEF0D (SCEDMA, 1 BB, 10 MHz, F3 0 266 | 1968 | 301 500 | £96%
| CAE 16-0AM)
Y | 351 7648 | 22.17 150.0
Z | 384 7412 | 2072 15%0.0
10177 | LIE-FDD (SC-FDMA, 1 RB, 5 MHz, X | 2867 6716 | 1741 | 301 | 1500 | 96 %
CAG QPSK)
Y 41 6782 | 1840 150.0
Z | 218 6799 | 1817 150.0
10178- | LTE-FDD (SC-FDMA, 1 RB, 5 MHz. 16- | X 57 239 | 1058 | 301 | 1500 | =06%
CAE QAM])
Y 349 7632 | 2209 150.0
Z | 380 7391 | 2061 150.0
10178- | LTE-FDD (SC-FDMA, 1 RB. 10 MHz, X | 321 7022 | 18.03 | 301 | 1500 | =06%
Y
Z
X
Y
z
X
Y
Z
X
Y
Z
X
¥
Z

348 | 7620 | 22.07 150.0
379 | 7388 | 2060 150.0
10183 | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, 292 | 6834 | 1674 | 301 | 1500 | £96%
AAC 64-QAM)
263 | 7048 | 1840 150.0
307 | 8951 | 17.63 150.0
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10184 LTE-FDD (SC-FOMA. Y RB. 3 MHZ 266 67.17 17.42 am 1500 | £B6%
CAD QPSsK)
241 | 6784 a1 150
78 | 8801 3 18 150
10186- | LTE-FOD (SC-FOMA. 1 RB, 3 MHZ 16- 56 | 7244 61 | 301 | 1500 | £06%

CAD GAM)

3.50 7638 | 2212
.81 73,86 20,64 50
.93 68.39 1677 am 50 £H6%

10186- | LTE-FOD (SC-FOMA. 1 RB. 3 MHz. 64-
AAD QAM)

264__| 7048 .
308 | 6957 | 17
289 | 61.25 | 17.

10187- | LTE-FOD (SC-FDMA_ 1 RB, 1.4 MHz, 301 | 1500 | £96% |

CAE QPSK)

.34
7.67
7.61
243 | ©788 | 1653
16.26
308

X
Y
z
X
¥
z
X
Y
F3
X
¥
= Z | 280 | 6808
10188- | LTE-FOD (SC-FDMA_ 1 RB, 1.4 MHz, X'| 389 | 7308 | 18 301 | 150 0.6 %
CAE 16-QAM)
¥ B4 | 77.24_| 2258 50.0
Z | 384 | 7487 | 2106 50.0
10189 | LTE-FOD (SC-FDMA. 1 RB, 1.6 M¥iz, X | 298 | 6875 | 17.02 | 301 | 1500 | =0.6%
AAE B4-QaM) =
Y | 271 | 7085 | 1868 50.0
Z | 315 | 6888 | 1788 50.0
10163~ | [EEE 802.11n (HT Geeenteld, 6.5 Mops, | X | 432 | 6674 | 1606 | 000 | 1500 | £0.6%
CAC BPSK)] —
Y1 _&1a | 6768 .37 50.0
Z | &34 | @629 | 1583 50,0
10154~ IEEE 802.11n (HT GreenSeld, 30 Mbps, | X 448 66.58 A9 | 000 500 | £H.6%
CAC 16-QAM)
Y | 424 | 6767 | 1648 50,
Z | 450 | 6657 | 1588 50
10166~ | [EEE 802.11n (T Geeentwid, 65 Mbpa, | X | 450 | 6693 | 1621 | 000 | 1500 | <B6%
CAC
Y1 435 | &tet 46 150.0
Z | a5 | 6661 95 150.0
10186- | [EEE BOZ.11n (HT Mixed, 6.5 Mbps, X | 431 | 614 05 | 000 | 1500 | £0.6%
CAC BPSK)
Y1 411 | ars1 | 642 150.0
Z | a3 | G632 | 1583 150.0
10197- | [EEE 802.11n (T Mixed. 30 Mbps. 16- | X | 447 | 6688 | 1820 | 000 | 1500 | 206%
CaC QAM)
¥ | 424 | Gree | 1648 150.0
Z | &51 | 6669 | 1597 150.0
10188~ | [EEE B02.11n (HT Mixpd. 65 Mbps. 64- | X | #49 | 6699 | 1621 | 000 | 150.0 | 06%
CAC QAM)
Y | 328 | 6760 | 1648 150.0
- Z | 4% | 6862 | 1599 150.0
10218 | [EEE BO2.11n (HT Mixnd, 7.2 Mbps, X | 226 | 6677 | 1602 | 000 | 150.0 | =66%
CAC BPSK)
Y | #07 | 6r62 | 1634 150.0
Z | 428 | 6634 | 1570 150.0 |
10220- | IEEE B0Z11n (HT Mixed, 43 3 Mbps. 16- | X | 447 | 6694 | 16.18 | 000 | 1500 | +8.6%
CAC QaAM)
Y | 423 | 6762 | 1646 150.0
Z | 450 | 8655 | 1506 150.0
10221 | IEEE BOZ 11n (HT Mixed, 722 Mbps, 64- | X | 451 | 6694 | 1620 | 000 | 1500 | +9.6%
CAC QAM}
Y | 426 | o756 | 1645 150.0
Z | 455 | 6656 | 1598 1500
10222- | IEEE BOZ 110 (HT Mixad, 15 Mbps, X | 4Ba | 6702 | 16.33 | 000 | 1500 | 29.4%
CAC 8PSK)
Y | 467 | 6732 | 1657 150.0
Z | 480 | €872 | 1813 150.0
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10223- IEEE 802.11n {(HT Mixed, 90 Mbps, 16-
CAC OAM)

515 B721 | 1644 | 000 | 1500 | £8.6% |

4 85 6737 1857 150.0
5.20 97 1628 1500
49 6713 16.32 0.00 1500 | £86%

10224- | [EEE BOZ.11n (HT Mixad, 150 Mbps, 64-
QAM)

4.70 67,49 16.58 1800
4.54 6683 1611 1500
260 05,16 1483 0.00 1500 886 %N

10225- | UMTS-FOD (HSPAY)

241 67.00 1435 1500
259 6542 14 54 150.0
L¥=) 8519 2312 8.02 65.0 L96 %

10226- | LTE-TDD (SC-FDMA. 1 RB, 1.4 MHz,
CAA 16QAM)

742 | 5137 | 2644 650
1058 | 9251 | 2601 65, =
7.55 | 8284 | 2172 | 602 | 650 | £86%

(=}

10227- LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz,
CAA 64-QAM)

X
Y
pd
X
Y
Z
X
Y.
z
X
v
Z
X
Y | 651 | B787 | 2449 85
Z | 1025 | s062 | 2565 85, |
10228- | LTE-TDO (SC-FDMA, 1RB, 14 MHz | X | 667 | 8548 | 2512 | 802 | 650 | £86%
CAA QPSK)
Y | 568 | 6081 | 2489 50
Z | 644 | B727 | 27.13 5.0
10225 | LTE-TDD (SC-FOMA, 1 RB. 3MHz, 16- | X | 7.76 | B&18 | 2269 | 602 | 650 | £86%
cAg QAM)
Y | 668 | 8939 | 25.70 &
Z | 890 | Biia | 2639 85,
10250~ | LTE-7D0 (SC-FOMA, 1 RB. A MHZ, 64- | X | 7.4 | 8192 | 21.34 | 602 | 650 | £66%
| GAB QAM)
Y | 585 | 8604 | 2380 850
Z | 954 | B932 | 2515 65.0
10231 | LTE-100 (SC-FOMA, 1 RB, 3 MHz, X | 636 | B4BO | 2469 | 602 | 650 | 96%
CAB OPSKj =
Y | 353 | 7982 | 24.59 B5(
Z | 616 | 8630 | 26.70 650
10232- | LTE-TD0 (SC-FOMA, 1 RB, 5 MMz, 16- | X | 7.77 | B4.16 | 2280 | 602 | 650 | 266%
CAD QAM)
Y | 668 | #a37 | 2569 850
Z | 986 | 9116 | 2608 65.0
10233 | LTE-TOD (SC-FOMA, 1 RB, 5MHz, 64- | X | 713 | 8180 | 2133 | 60z | 650 | 296%
CAD OAM)
Y | 583 | 8563 | 2078 850
Z | 951 | 8920 | 2514 5.0
10234~ | LTE-TOD (SG-FOMA. 1 RB, & Wiz, X | 609 | 8361 | 2426 | 602 | 650 | 296%
CAD QPSK}
Y | 342 | 7943 | 2611 5.0
Z | 593 | 8547 | 2828 65.0
10235 | LTE-TDD (SC-FOMA, 1 RB, 10 MHz, X | 778 | 8419 | 2269 | 602 | 650 | £06%
CAD 16-QAM)
Y | G668 | 8941 | 2571 5.0
Z | 66e | 9119 | 2639 5.0
10236 | LTE-TDD (SC-FOMA, 1 A8, 10 Mz, X | 718 | 8188 | 2135 | 602 | 650 | £06%
CAD 64-0AM)
Y | 601 | 8616 | 2364 6.0
Z | 062 | 8944 | 2518 65.0
10237- | LTE-TDD {SC-FOMA, 1 RB. 10 MHz, X | 636 | 8453 | 2470 | 602 | €50 | z86%
GAD QPSK)
Y | 362 | 7eB1 | 2462 50
Z | 616 | b6 | 2672 65.0
10238 | LTE-TDD (SC-FOMA, 1 RB, 15 MHz, X | 775 | 6414 | 2267 | 602 | 650 | =06 %
CAD 16-QAM)
Y | G666 | 8935 | 2568 B5.0
Z | 985 | 9113 | 2637 5.0
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10238 | LTE-TDD (SC-FDMA, 1 RB, 16 MHz, X[ 741 | 8187 | 2132 | 602 | 650 | 206%
CAD B4-QAM)
Y | 581 | 8505 | 2378 5.0
Z | 948 | 8926 | 2513 650
1040~ | LTE-TDD (SCFDMA, 1 RB, 15 MHzZ, X | 634 | 8451 | 2469 | 602 | 650 | =06%

CAD QPSK)

Y | 362 7881 | 2452 65.0
Z | 614 8630 | 2h.70 65.0
10Z41- | LTE-TDD (SCFDMA, 50% HB, 14 MHz, | X | 798 8100 | 2433 | 698 | 650 | =06%

CAA 16-QAM}

g

16-QAM)

Y 6.14 81.54 2553 65.0
= Z 726 7971 24 64 650
10242- LTE-TDD (SCFDMA. 50% RS, 1.4 MH:, | X 6.47 7689 | 2266 | 688 65.0 £06%
CAA 64-QAM)
499 7745 | 2383 85.0)
Z 691 78.72 2415 650
10243 LYE-TDD (SCFDMA_50% HB, 1.4 MHz, | X 5.40 7434 )2 44 698 65.0 =06%
CAA QPSK)
Y| a2 7388 | 2307 65.0
pd 561 76534 | 2362 65.0
10244 LYE-TDD (SC-FDMA, 50% RS, 3 MHz, x 378 a7y 1285 308 650 206 %
CAB 18-QAM} =
Y 187 62,25 B840 65.0
Z 441 71.62 16.01 65.0 1
10245~ LYE-TDD (SCFDMA. 50% HB, 3 MHz, x N 6743 12.64 a08 65.0 =06%
64-QAM)
1.87 62.05 8.24 65,
4.30 70.98 16.67 65,
10246- LTE-TDD (SC-FDMA, 50% RB, 3 Mz, 405 22 1544 388 65, +06%
CAB QPSK)
1.80 64 42 10,44 85.0
380 73.10 16.90 65.0
10247~ LTE-TOD (SC-FOMA. 50% RB, 5 Mz, 444 7115 15.84 398 6850 +H6%
65,

400 | 7077 | 1663 5.0 ]
10248- | LTE-TOD (SC-FOMA. 50% RB, 5 W, 438 | 7057/ | 1558 | 398 | 650 | $9B%

CAD 64-QAM)

250 | 6ho08 | 1162 5.0
- 400 | 7027 | 1638 65.0
10245 | LTE-TOD (SC-FOMA, 50% RB, & Mz, 622 | 7894 | 19.39 | 398 | 650 | $00%
CAD GPSK)
343 | 7263 | 16.18 650
502 | 7761 | 19,84 85.0
10250- | LTE-TDD (SC-FOMA. 50% RB, 10 MHzZ. 614 | 7663 | 20.38 | 388 | 650 | 286%
CAD 16-QAM)
351 | 7408 | 1897 650
500 | 73.05 | 1997 650
10251- | LTE-TDD (SC-FDMA. G0% RB, 10 Wz, 556 | 7372 | 1877 | 396 | 650 | =06%

CAD | 64-QnM)

10252- LTE-TDD (SC-FDMA, 50% RB, 10 Mz, 745 a81.83 21.96 ase 65‘0 £06%

QPSK)

CAD
554 | 8065 | 2160 5.0
555 | 7823 | 2133 65.0
10253 | LIE-TDD (SC-FDMA, 50% RB, 15 Wiz, 577 | 7344 | 1825 | a86 | 650 | z06%
CAD 16-QAM)
237 | 7135 | 1816 G50
4094 71.30 18.85 65.0
10254~

LTE-TDD (SC-FDOMA, 50% RB, 15 MHz, 622 74.67 2011 386 850 +96%
64-0AM

)

A3 T72.48 19.03 65.0
527 7227 19.61 65.0

NIl XN =] XN XN XN XN XENT€] XN XN
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10256+ LTE-TDD (SC-FDMA 50% RB, 15 MHz, | X 676 7848 2118 398 65.0 +96%
CAD QPSK)

Y 5.16 77.256 2399 65.0

z 537 | 7538 20.49 65.0
10256- LTE-TDD (SC-FDMA, 100% RB, 1.4 x 278 63,16 992 3.98 65.0 G6% |
CAA MHz. 16-0AM)

Y| 136 | 6000 | 6583 65.0

z 318 67.02 12.70 65.0
10257 LTE-TDD (SC-FDMA. 100% RB, 1.4 X 275 6384 969 398 65.0 L96%
CcAA MHz, 64-0AM)

\ '/ 1.38 £0.00 5.78 65.0

Zz 311 66.43 123 65.0
10258- LTE-TDD (SC-FOMA_ 100% RB, 1.4 X 263 6645 1" 348 65.0 £96%
CaA MHz, QPSK)

Y 125 60.72 7.00 65.0

z 270 67.95 13.57 65.0 =}
10258 LTE-TOD (SCFDMA, 100% R, A MHz, | X 509 732¢ 1752 3498 65.0 £96%
CAB 16-QAM)

Y 320 6861 | 1438 85.0

Fd 4.40 72.05 17.89 650
10260~ LTE-TDD (SC-FDMA 100% RB, AMHz, | X 509 7294 1739 398 65.0 +56%
caB 64-QAM)

Y 3.20 €3.30 14.22 85.0

Fd 444 71.81 17.78 65.0
10281 LTE-TDD (SC-FDMA, 100% R8, 3MHz. | X 643 79.43 2017 398 65.0 £96%
CAB QPSK)

Y 4.14 75.58 18.12 85,

z 5.00 17.05 20.16 65, ]
10262- LTE-TDD (SC-FDMA, 100% R8. S MHz. | X 6.1 76.51 2031 498 65, L96%
CAD 16-0AM)

4.48 7385 1888 65.0
4.88 7388 | 1982 65.0 ]

10263~ LTE-TDD (SC-FOMA, 100% RB, 5 MHx 555 7370 1877 kK- 65.0 £96%

CAD B4-DAM)

594 | 7068 | 1685 850

476 | 7184 | 1684 850
10264- | LTE-TDO (SC-FOMA. 100% RB, 5 MHz. 733 | 6155 | 2185 | 088 | 650 | 98%
CAD QPSK)

545 | 8022 | 2144 850
= 549 | 78.02 | 21.23 650
10265. | LTE-TDO (SC-FDOMA. 100% RB, 10 587 | 7386 | 1953 | 388 | 650 | +96%
CAD MHz_16-0AM)

446 | 7166 | 18.63 65.0

502 | 7171 | 19.09 65.0
10266- | LTE-TDD (SC-FOMA. 100% RB, 10 633 | 7528 | 2053 | 388 | 650 | +96%
CAD MHz_64-QAM)

483 | 7318 | 18.70 65.0

538 | 7278 | 1995 65.0
10267- | LTE-TDD (SC-FDMA. 100% RB, 10 704 | 7896 | 2122 | 398 | 650 | +96%
CAD MHz, QPSK)

543 | 7799 | 2130 65.0

560 | 7597 | 20564 5.0

10268~ LTE-TDD (SC-FOMA, 100% RSB, 15
CAD Mz, 16-QAM)

6,56 Ta07 2020 3,98 650 £90%

(<] NI xiN|=€|  iN=]  XINI] O XIN[€| X{N<€| MiNI<] XINj<

515 72.08 1358 65.0
568 7186 18.63 5.0
10269- LTE-TDD (SC-FOMA, 100% RB8. 15 655 Tarn 20,08 398 65.0 $56%
CAD MHz,
618 7184 1247 65.0
5.68 71.51 18.62 650
10270- LTE-TDO (SC-FDMA, 100% RB, 15 677 .24 2042 308 650 £08%
can MHz, QPSK)
540 7525 | 2050 65.0
566 7375 19.70 650
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10274- | UMTS-FDD (HSUPA, Sublesi 5, 3GPP | X | 243 | ©671 | 1485 | 000 | 1500 | +86%
CAf Ralfl 10}

s Y | 233 | e85 | 1474 1500

= Z | 238 | 6572 | 1440 150.0
10275 | UMTS-FOD (HSUPA, Sublesi 5, 3GPP | X | 147 | 67.75 | 1540 | 000 | 1500 | *96%
CAB Reifi4)
Y | 172 | 7243 | 1690 1500
Z | 136 | 6594 | 1397 1500
0277~ | PHS (OPSK) X | 192 | 6008 | 561 | 9,03 | 500 | +86%
CAA
Y | 138 | sa77 | 368 50.
= | Z | 1% | 6078 | 641 50.
10276~ | PHS (QGPSK. BW BBAMHZ ROIGAG.3) | X | 08 | 6519 | 1056 | 603 | 500 | 2096%
CAA
Y | 237 | eiae_ | 7.67 50.0
— |z | 383 | eres | 1276 50.0
10279~ | PHS (QPSK. BW B6AMHZ RoIGNG.38) | X | 415 | 8540 | 1071 | 803 | 500 | 206%
CAA
Y | 220 | ©208 | 7.7 50.0
Z | 361 | 6812 | 1294 50.0
10280- | COMAZ000, RC1, SO55, Full Rate X | 082 | 6486 | 1052 | 000 | 1500 | +96%
AsE
Y| 038 | 6000 | 542 150.0
Z | 08z | 6392 | 1028 1500
10281- | COMA200D, RC3, SO55, Fub Rotn X | 056 | 6307 | 8.3¢ | 000 | 1500 | +96%
AAS
078 | 60.00 | 508 15G.0
0.54 | 6187 | 6.98 150.0
10282~ | COMAZO0D, RCA, S052. Full Rotn 078 | 6726 | 1160 | 000 | 1500 | £96%
A28
026 | 6000 | 538 150.0
081 | 6379 | 10.15 150.0 ]
10293- | COMAZODD, RC3, SOB, Full Rate 207 | 1882 | 1686 | 000 | 1500 | £96%
AAB
036 | G228 | 7.9 1500
082 | 6712 | 1227 1500
xz:s- COMAZO0E, RCT, 803, 1/81h Rate 25 1077 | 8393 | 2120 | 603 | S00 | t96%
2151 | o017 | 21 50.0
956 | 8at7 | 2247 50.0
10297. | LTE-FOD (SC-FOMA, 50% RB, 20 MHz, 252 | 6039 | 1843 | 000 | 1500 | £9.6%
AAC OPSK)
285 | 7195 | 1703 50.0
242 | B8i2 | 1568 1500
10298- | LTE-FDO (SC-FOMA. 50% RB, 3 Wz, 111 | 6483 | 11.35 | 000 | 1500 | t86%
AAC OPSK)
56 652 1500
1.13 B4.17 11,22 150.0

10299 LTE-FDD {SC-FOMA_ 50% RB, 3 MHz,
AAC 16-QAM)

142 62.60 908 000 1600 | £96%

NIl XINI<] XINI=] XN XN XIN|<| XIN|<| XiN|<] XiN|<| CiN|<
o
2
o

0.76 50.00 528 50.0

1.91 8564 11,56 50.0
10300- LTE-FOD (SC-FDMA, 50% RB, 3 MHz, 1.21 60,93 740 0.00 500 | £96%
AAC 64-QAM)

0.73 50,00 472 150.0

1.52 8272 928 150.0
10301- | IEEEE B02.16& WIMAX (29 18, 5ms, 438 65,24 1703 | 417 50 | 296%
AAA 10MHz, QPSK. PUSC)

4,10 6608 | 16.99 50.0

- 453 6517 17.06 50.0

10302- | iEEE B02.16e WIMAX (29:18, 5ms, 387 65,67 1774 | 496 5040 £96%
AAA 10MHz, QPSK. PUSC, 3 OTRL symbols)

452 6638 | 17.67 0.0

5.00 6570 | 17N 50.0
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16303~ | IEEE 802 168 WIMAX [31.15, 5ms. X | a484 | 6586 | 1766 | 496 | 500 | £98%
AAA 10MHz. B4QAM, PUSC)

Y | &40 | &671 | 17.70 50.0
. . Z | 476 | 6534 | 1152 50.0
10304- | IEEE 802,166 WIMAX (29,18, 5, X | a7 | 8553 | 1712 | 417 | 500 | t96%
AAA 10MHzZ, 64QAM, PUSC)
Y1 417 24 | 170 50,0

________ [ Z | 458 | 8618 | 170 0.0
10305, | [EEE 802,166 WIMAX (31-15, 10ms, X | a8 | 8769 | 1877 | 602 | 350 | 196%
ARA 10MHz, 640AM, PUSC. 15 symbois)

¥ | 383 | 6796 | 176 35,0
Z | 431 | 6773 | 19.13 35.0
10308- | IEEE 802, 160 WIMAX (29:18, 10ms, X | 444 | 6640 | 1862 | 602 | 350 | 206%
| AAA 10MHZ, B40AM, PUSC. 18 symbiols)
Y _|_4.10 67.24 | 17.98 350
Z | _a& 6659 | 1878 36.0
10307~ | TEEE B02 160 WIMAX (29-18. 0ms. X | 434 6659 | 1845 | 602 | 350 | £t96%
AAA 10MHz, OPSK, PUSC. 18 symbois}
Y | _a05 | 6723 | 178a 350
Z | 4% | 6672 | 1872 35.0
10308- | IEEE BO02. 168 WIMAX (29.18. 10ms, X | 432 | ©682 | 1880 | 602 | 350 | £95%
AAA 10MHz, 16QAM. PUSC)
406 | 6754 | 1808 350
448 | 6595 | 1867 5.0
10308 | IEEE B02 166 WIMAX (26,18, 10ms, a46 | 68656 | 1861 | 602 | 350 | £95%
AAA 10MHz, 16QAM, AMC 2x3, 18 symbols}
417 _| 6731 | 1810 350
454 | 6674 | 1850 350
10310- | [EEE B02. 166 WIMAX (28,18, 10, 440 | 8658 | 1852 | 602 | 350 | £96%

AAA 10MHz. GPSK. AMC 243, 18 symbals)

414 67.40 18.05 350
4.55 66.67 18.76 35.0
288 6863 15,10 0.00 150.0 £96%

10311~ LTE-FDD {SC-FOMA, 100% RB, 15
AAC MHz, QPSK)

2.88 70.38_| 17.20_ 150.0
277 | 6746 | 1532 150.0
355 7103 | 1437 | 688 | 700 | £95%

10313 iDEN 1.3

276 72,05 15,47 700
249 89.17 47 700
6.09 21,23 2099 | 1000 300 296%

10314 IDEN 18

778 | 8837 | 2407 30.0
7620 | 1981 30.0 |
04 | 6385 | 1498 | 017 | 1500 | £96%

10315- | IEEE B02. 110 WiFi 2.4 GHz (DSSS 1
AAB Mbips, S6pc duly cyce)

105 | 6558 | 16.18 150.0
D96 | 6252 | 1400 150.0
435 | ©666 | 1611 | 017 | 1500 | £96%

10316- IEEE BO2 11g WIFi 2.4 GHz (ERP-
AB OFDM, 6 Mbps, S6pc duty cycle)

412 | 6727 | 1633 150
439 | 8631 | 1568 150
435 | 6668 | 1611 | 017 | 150.

10317- IEEE BOZ 118 WIFI 5 GHz (OFDM, &
AAC Mbps, S6pc duly cycie)

£96%

412 67.27 16.33 150.0
4.39 66.31 15.96 150.0
442 5696 1615 0.00 1500 | =96%

10400~ | [EEE 802 11ac WiFi (20MHz, 64-0AM,
AAD #dpc duty cyde)

413 67.43 16,54 150.0

10401~ | IEEE 802 1180 WiFi (A0MHZ. 61-CAM. 506 | 6677 | 1617 | 000 | 1500 | 296%
e duly cycdo)

502 67.76 16.71 150.0
522 66.85 16.19 150.0

(<] Nl =<|  ximl<|  dimf=€]  eini|  XINI] O XN XINI<C) XN XN XN <
8
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10402~ IEEE BO2.11ac WIFI (B0MHzZ, 64-QAM, X 543 67.35 16.36 0.00 1500 £96%
AAD | 99pe duty oycle)

y 5.23 67.61 5.50 150.0
Z 5465 67.08 6.18 1500
10403- | COMAZ000 (1xEV-DO, Rav. 0) X 0.92 64.86 D52 | 00D | 1150 | £96%
AAB
X 0.39 60.00 542 115.0
4 0.92 63.02 10.28 1150
10404- COMAZI0 (1xEV-DO, Rav. A) X | o082 6486 | 1052 | DOD | 1150 | 296%
AAB
Y 0.39 60.00 542 115.0
Z | 0% 6382 | 1028 1160
10408~ COMA2000, RC3, S032, SGHO, Full X 661 8228 18.19 0.00 100.0 +86%
AAB Rats
Y | 10000 | 99985 | 18:83 100.0
Z | 4578 | 10843 | 2625 100.0
10410~ LTE-TDD (SC-FDMA, 1 RB, 10 MHz, X 330 7441 1515 2 800 £96%
AAD QPSK, UL Sublrame=23 4789,
Subtrame Confsd)
Y | 161t | 9820 | 2253 80.0
Z | 2308 | 10283 | 2532 B80.0
10415 IEEE B02.11b WiH 2.4 GHz (DBSS, 1 X 0.96 62.96 14.43 0.00 1600 | 286%
LYY Mbps, 98pc duty oycle)
Y | 099 64.96 | 1577 150.0
Zz 0.90 61,01 13.52 150.0
10438 IEEE B02 11g WiFi 2.4 GHz (ERP- X 432 66,73 1813 000 1600 | 290%
AAA QFDM, & Mbgs, 88pc duty cycie)
Y 411 6743 16.38 50.0
Z | 434 6632 | 1501 50.0
10417 IEEE B02.11am WIFI 5 GHz (OFDM, 6 * 432 66,73 18.13 0.00 600 | 298
AAB o)
Y | &1 6743 | 16.38 50.0
Zz 4 34 66.32 1501 50.0 o]
10438 IEEE B02 11g WiFi 2.4 GHz (DBSS- x 431 66.93 1818 0.00 600 | £96%
AAA OFDM, 6 Mg, 99pc duty cycle, Long
preambuie)
Y 410 67.68 16.50 150.0
s Z | a3 6649 | 1593 150.0 sl
10419 IEEE B02.11g WiF1 2.4 GHz (DSSS- X 433 66.86 16.17 0.00 1500 | =298%
AAA OFDM, & Mbxps, 98pc duty cycie. Short
proambuso)
Y 41 a7.58 16.46 150.0
Z 435 66,43 15,93 150.0
10422~ IEEE B02.11n (HT Greenfieid, 7.2 Mbps, | X 443 6684 1618 0.00 1500 | =88%
_AAB BPFSK)
Y 421 67.51 16.45 150.0
Z 446 6643 15.85 150.0
10423~ IEEE 802.11n [HT Greenfield, 43.3 X 456 67.0% 16.27 0.00 150.0 =868%
AAB Mbos, 16-QAM)
¥ 230 6773 | 1652 150.0
2 461 66.71 16.06 150.0
10424~ IEEE B02.111n (HT Greenfield, 72.2 X 449 67.05 16.24 0.00 1500 =88%
AAB . 54-0AM)
Y | 423 67.65 | 1849 1500 |
Z 1 453 66,66 | 16.03 150.0
10425- IEEE 802.17n [HT Gresnfield, 15 Mbps, X s1 67.24 16.4. 0.00 1500 £06%
AAB BPSK)
Y 485 6748 16.62 150.0
Z 1 516 66.08 | 16.26 150.0
10426 IEEE 802.11n (HT Graenfieid, 80 Mbps, | X | 513 6732 | 1847 | 00D | 1500 | 296%
AAB 16-0AM)
Y 490 | 8767 18,71 150.0
Z | 518 87.07 | 1630 1500
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10427~ IEEE 802 11n (HT Greenfield, 150 Mbps, | X 510 871 16.36 0,00 1500 +£9069%
AAB H4-0AM)

N 447 6747 16,61 150,

Z 5.17 66.96 16.24 150.
10430- LTE-FDD ({OFDMA, 5 MHz E-TM 3.1) X 440 7318 1878 0,00 150, +96%
AAB

Y 518 pAR L] 19.68 150.0

F4 4.07 70.86 17.81 1500
10431 LTE-FDD (OFDMA, 10 MHz, E-TM 1Y) X 3483 67.31 16.00 000 150.0 +96%

| AAB

Y 367 68.2 16.08 150,

Z 397 66.78 15.76 50.(
10432 LTE-FDD (OFDMA, 15 MHz, E-TM 1Y) X 4325 87.14 1617 0.00 50 +96%
AAB

Y 4.00 67.91 16.40 150.0

P4 4.29 66.70 15.93 150.0
mas- LTE-FOD (OFDMA. 20 MHZ, E-TM 3.7) x 451 67.068 1827 0.00 1500 | 49¢%

Y 4.26 §7.71 1652 1500

2z 455 66,70 18.05 150.0
10434 W-COMA (BS Test Model 1, 64 DPCH) X 457 7823 1862 0.00 1500 £06%
AAA

Y 4.6 77.01 18.39 1500

Z 413 71.55 17.59 150.0 ]
10435 LYE-TDD (SC-FDMA, 1 RB, 20 MHz, x 322 7405 1467 323 800 H6%
AAC QPSK, UL Sublrane=2.3 4,78 9)

Y 12.58 9513 2165 80.0

Zz 20.50 10113 | 2483 800 ]
10447 LTE-FDD (OFDMA, 5§ MHz, E-TM 3.1, X 316 6707 4 B3 000 1500 | =56%
AAB Clipping 44%)

Y 272 66.94 13.70 150.0

Z 3.20 06 45 14 68 150.0
10448 LTE-FDD (OFDMA, 10 MHz E-TM3 1, X 380 6710 1587 0.00 1600 | =688%
AAB Clippin 44'%)

Y 157 6805 598 150.0

Z .82 66 56 562 150.0
10440- LTE-FDO (OFDMA, 15 MMz E-TM 3 1, X 409 66,58 6,07 0.00 150.0 £90%
AAB Cliping 44%)

Y 388 67.77 16.3 150.0

Zz 412 66,51 158 150.0
10450 LTE-FDO (OFDMA, 20 MHz, E-TM 3.1, X AN 66.86 16.1 0.00 1500 +96%
AAB Clipping 44%)

Y 410 87 50 16.40 150.0

4 4.33 66 45 1589 150.0
10451 W-COMA (BS Test Maded 1, 54 DPCH, x 2.96 66.79 14.05 0.00 500 +06%
AAA_ | Clipping 44%)

Y 228 £5.25 1164 150,

¥4 3.03 66.33 14 08 150,
10456 iEEE B2 11ac WiFi {(160MHz, 84-0AM, | X 6.03 6773 16.57 Q00 1500 | =96%
AAB duty cycle)

Y 6.14 6864 17.23 150.0

Z 6.09 67.66 16.51 150.0
104467 UMTS-FDD (DC-HSDPA) X 367 6547 15.85 0.00 1500 | =96%
AAA

Y 357 B6.44 6.21 150.0

Z 3.66 65.00 5.81 150.0
10458 COMAZ000 ($xEV-DO. Rev. 8. 2 X 382 abed 694 0.00 1500 | =296%
AAA cariers)

¥ 233 66.01 12.18 150.0

Z 366 70.24 16.55 150.0
10459- COMAZ2000 (1xEV-DO, Rey. B. 3 X 504 70.06 1838 0.00 1500 | £986%
AAN carners)

Y 433 §9.08 16.37 150.0

4 453 68.74 17.97 150.0
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10460- | UMTS-FOD (WCDMA, AMR) 082 | ©6.06 | 1667 | 000 | 1500 | +06%
AAA
52| 8043 | 21.00 160.0
070 | 651 13.61 150.0
10461- | LTE-TDD (SC-FDMA, 1 AB, 1.4 MHz, 71 6846 | 1376 | 320 | 800 | 206%

AAA QPSK, UL Subframe=2.34.7.8.9)

1873 10414 | 2537 80.0
16,72 101.23 | 2584 80.0
0.95 60.00 725 323 80.0 +96%

10462- LTE-TODD (SC-FOMA, 1 RS, 1.4 MHz,
AdA 16-0AM, UL Subframa=2.34.7.8.9)

0.26 5518 | 300 80.0
1.02 61,47 B.87 80.0
10463- LTE-TDD (SC-FOMA, 1 RB, 1.4 MHz 0.86 60.00 679 a2y 800 490%
AAN 84-0AM, UL Subframe=2.34.7.8.9)
383 85.07 6,10 80.0
0.88 60.00 7.58 80.0
10464 LTE-TDD {SC-FDMA, 1 RB, 3 MMz, 1.35 6572 12.06 aas 80.0 +296%
AAA QPSK, UL Subframe=2.3.4.7.8.9)
3.75 82.77 1852 80.0
2.51 9226 22.65 80.0
10465 LTE-TDD {SC-FOMA, 1 R8, 3 MHz. 16- 055 60.00 720 323 800 196%
AAA QAM, UL Subframa=2.3.4.7,8.0)
).25 55.06 287 80.0
k) 60,91 8.63 80.0
10466~ LTE-TDD (SC-FDMA, 1 RE, 3 MHz, 84 57 60.00 6,75 323 80.0 +06%
AAA QAM, UL Subframe=2.3,4.7,8.0)
3.08 64.36 5.91 80.0
0.88 60.00 754 80.0
10467~ LTE-TDD (SC-FOMA, 1 RS, 5 MHzx, 38 88.05 1223 an 800 +96%
AAC QPSK, UL Subframse=234.7.8.9) S
497 86.13 19.58 80.0
1148 94.80 2339 80.0
10468~ LTE-TOD (SC-FDMA, 1 R8, 5 MHz, 16- 085 60.00 T22 323 80.0 186%
AAC QAM, UL Sublrame=2.34.7,8.9)
).26 55.12 295 80.0
97 61.07 863 80.0
10460 LTE-TDD (SC-FOMA, 1 R8, & MHz. 64 56 60.00 575 323 80.0 +96%
AAC QAM, UL Subtrame=2.3 4,7,8.0)
an 065.04 6.11 80.0
0.88 60.00 7.54 80,0

10470- LTETDO {SC-FOMA, 1 R8, 10 MHz, 138 86.03 n2n 323 80,0 196%

AAC QPSK. UL Subiframev2.3 4.7 8 9)

504 86.32 19.63 80.0

1156 M 2342 80.0
10471 LTE-TDD [SC-FDMA, 1 R8, 10 MHz, 16- 0.65 0.00 ™ 323 80.0 196%
AAC QAM, UL Sublrames2.34.7.8.9)

025 5511 292 80.0

0.97 61.03 B.58 80.0
10472~ LTE-TDD {SC-FDMA, 1 R8, 10 MHz, 64- 0.06 60.00 6.74 3.23 80.0 296 %
AAC QAM, UL Sublrames2.3 4.7 8.9)

884 67.69 6.73 0.0

0.88 60.00 7.53 80.0
10473- LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 137 5.0 12.20 323 80.0 +96%
AAC QPSK, UL Subframe=2.34.74.9)

494 86.08 19.55 80,0

1145 .77 23.37 80.0

10474 LTE-TDD {SC-FOMA, 1 RS, 15 MHz, 16- 084 £0.00 .21 323 aufo 196 %

QAM, UL Subfrisme=2,3.4 7,8.9)

N i) XIN=C|  invl=C) XNl XINf=c]  XIN=C) XNl XIN(C] O MONIC]  XIN(C]  XIN=C XIN(=C] XN XINI=C]  XINIC) X

025 | 5500 | 281 80.0
095 | 6101 | 858 80.0
10476 | LTE-TDD (SC-FOMA, 1 RS, 15 MHz, 64 085 | 6000 | 674 | 323 | 800 | 196%
AAC QAM, UL Sublrame=2,3.4.7,8.9)
548 | 6571 | 611 80.0
083 | €000 | 7.53 80.0
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10477- LTE-TDD {SC-FDMA, 1 RE. 20 MHz, 16- | X 0.94 60.00 719 3z3 BO.O 206 %
AAC QAM. UL Subframe=2.3.4,7,.8.9)

Y 0.25 55.02 282 500
Z | 095 | 6087 | 849 8OO
10478 LTE-TDD {SC-FDMA, 1 RS, 20 MHz, 684- | X 0.96 60.00 873 3123 BO.O £968%
AAC QAM, UL Subframe=2.3.4.7,8.9)
Y 0.28 53.97 1.35 BO.0
Z | 088 | 6000 | 752 B0.0
10479- LTE-TDD {SC-FDMA, 50% REB, 1.4 M2, | X i 7274 16.33 3z BR.O £98%
AAA QPSK, UL Subtrame=23.4.7 8 9)
Y | 3960 | 11075 | 27.52 B0.0
Z 6.66 B84.68 21.96 BO.O
10480- LTE-TDD {SC-FOMA, 50% RB, 1.4 MMz, | X 2.08 04.62 124 323 BO.O +96%
AAA | 16-0AM, UL Sublrame=234.7.85)
Y | 103 6183 | 8B0 B0.O
Z 436 7413 16.27 BO.D
10481- LTE-TDD (SC-FDMA,  50% RB, 1.4 MHz, | X 178 6275 10,02 a2 B0.O +96%
AAA B4-QAM, UL Subly 2347 89)
Y 0.84 60.00 7.33 80.0
Z 324 70.04 “n 80.0
10482~ LTE-TDD (SC-FOMA. 50% RB, 3 MHz, X '3 64,95 12.00 223 80,0 196 %
AAA QPSK, UL Subframe=2,34,7.8.9)
Y 0.8+ 60.00 7.70 80.0
z 1.75 65,57 13.08 80.0
10483- LTE-TDD (SC-FOMA, 50% RB. 3 MHz, x 167 61.02 9.15 223 80.0 +05%
AAA 16-0AM, UL Subframe=2,34.7.8.9)
Y 1.08 £0.00 6.49 80.0
Z 256 66,79 13.19 80.0
10454 LTE-TDD {SC-FDMA, 50% RB, 3 MHz. x 161 60.82 a02 223 80.0 =06 %
AAA 64-0AM, UL Subframe=2.34.7.8.9)
Y 111 60.00 548 80.0
Z | 245 | 6604 | 1285 800
10485 LTE-TDD {SC-EBm. 50% RB, 5 MMz, X 262 70.06 15.66 223 B80.0 =06%
AAC QPSK, UL Subframe=2.3.4.7 8.6)
Y 1.92 68.50 13.94 80.0
Z 2.29 66.71 1573 80.0
10286~ LTE-TDD {SC-FOMA, 50% RB, 5 MHz, X 237 65.68 13.03 223 B0.0 206%
AAC 16-0AM, UL Subframe=2.3.4.7.8.9)
Y 1.24 60.58 856 800
r4 233 6568 13.73 800
10487 LTE-TRO (SC-FDMA, 50% RB8, § MMz, < 237 65.34 12,86 223 B0 86%
AAC 64-QAM. UL Sitizames234,7.6,8)
Y 24 60.26 B.75 80.0
Z | 235 | 6541 | 1358 0.0
10488- LTYE-TDD (SC-FDMA_ &0% R8, 10088z, | X 119 71,23 1745 223 80.0 296 %
AAC QPSK, UL Subframe=2.3 4,7 8,9)
Y 291 7305 18.24 80.0
Z | 217 | €332 | 17.00 0.0
10489 LTE-TDD {SC-FDMA, 50% RB, 10 MHz, x 321 63,38 1816 223 80,0 296%
AAC 16-QAM, UL Subframe=2.3.4.7,8.9)
Y .80 68,83 15684 80.0
Z 91 66.98 15.94 80.0
10490- LTE-TDD {SC-FOMA, 50% RB, 10MHz. | X 28 6824 161 223 800 296%
AAC 84-0AM, UL Subfi 234789)
Y | 281 | 8647 | 1572 B0.0
Zz 00 66.92 5.92 80.0
10491~ LTE-TDO {SC-FDMA. 50% RB, 156 MHz, X Xij 7014 7.04 223 800 296 %
AAC QPSK, UL Subframe=2.34,7 8.9)
Y | 303 | 7080 | 17.92 80.0
Z 3.12 88.57 16.90 B0.0
10492- LTE-TDD (SCFDMA_ B0% RB, 15MHz, | X 3.59 67.96 16.53 2.23 80,0 £96%
AAC 16-QAM, UL Sutframe=2,3.4.7.8.9)
Y 313 68.20 18.56 80.0
P 332 66.68 16.23 0.0
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10493- LTE-TDO (SC-FOMA, 50% RB, 15 MHz, | X 3.65 67 84 1648 223 0.0 +96%
ANG B84-QAM, UL Subframe=2.34.789)

Y 317 6805 16.4. 80.0

Z 338 56.61 16.2 80.0
10494- LTE-TDO (SC-FOMA, 50% RB, 20 MHz, | X 372 7132 T 223 80.0 +96%
ANC QPSK. UL Subfame=2.34.789)

Y | 326 | 7217 | 1850 800

4 3.30 6267 17.25 80.0
10496 LTE-TDO (SC-FOMA, 50% RB, 20 MHz, | X 362 6825 1675 223 80.0 +96%
AAC 16-QAM, UL Subframe=234.78.9)

Y 18 88.50 1654 800

4 3.33 66.95 18.42 80.0
10496- LTE-TOD (SC-FOMA, 50% RB, 20 MHz, | X amn 8307 1% 223 80.0 t96%

| AAC B4.0AM, UL Subframe=2.3478.0)

Y 3.25 68.28 1685 80.0

Z 343 65.81 16.39 80.0
10497 LTE-TDO (SC-FDMA, 100% R8, 1.4 X 0 60.00 819 223 80.0 +96%
ARA MMz, QPSK. UL Subirame=234.780)

Y 0.87 60.00 566 80.0

2 1.16 61.00 964 80,0
10498- LTE-TDD (SC-FOMA, 100% RE, 1.4 X 124 60.00 m 223 a0.0 +296%
ARA MHz, 16.0AM, UL

Subframes2 34 7.8.9)

Y| 181 6000 | 412 80.0

Z 124 80.00 797 800
10499- LTE-TDO (SC-FOMA, 100% RH. 1.4 X 126 60.00 0697 223 800 $06%
AAA MHz, 84-0AM, UL

Subframe=2.34.7.89)
1,84 060.00 385 80.0
1.26 80.00 782 80.0

10500- LTE-TDD [SC-FOMA, 100% RE, 3 MHz, 286 0.5 1641 223 0.0 196%

ARA OPSK, UL Sublrame=2.34 7,8 9)

247 11.37 18.06 _800

247 68390 | 1623 80.0
10501- LTE-TDD {SC-FDMA, 100% RE, 3 MHz, 21 67.13 1441 223 80.0 196%
AAA 16-0AM, UL Subframes2.3.4.7,3,9)

1.82 G4.08 177 80.0

261 £6.45 1470 80.0
10502- LTE-TDD {SC-FOMA, 100% RS, 3 MHz, 280 66.92 1424 223 80.0 296%
AAA £4-QAM, UL Sublrames2.34.7,8,9)

1.80 6362 11.44 80.0

265 £5.33 14.58 80.0

10503- LTE-TDD {SC-FDMA, 100% RS, 5 MHz,
AAC QPSX, UL Sublrame=2,3.4,7 8.9)

315 m 1734 223 800 +96%

XNl MINC]  MINIC]  MiNGC] XN XNI=C]  XINI€] XN

2.85 7273 18.098 80.0

274 89.14 16.80 40.0
10504- LTE-TDD {SC-FOMA, 100% RB, 5 MHz, 3.18 6325 16.08 223 80.0 +96%
AAC 16-0AM, UL Subframe=2.34.7.8.9)

277 68.71 15.84 80.0

2,85 65.89 15.87 80.0
10505- LTE-TDD (SC-FDMA, 100% RE, 5 MHz, 3.26 68.13 1604 223 80.0 +96%
AAC E4-0AM, UL Sabframe=2,34.78.9)

278 £48.3 1563 80.0

299 66.83 15.88 80.0
10506 LTE-TDD {SC-FOMA, 100% R8, 10 3.68 AR 1764 223 80.0 296%
AAC Miz, QPSK, UL Subframe=2.34.7.8.9)

323 71.98 18 40 80.0

328 £69.54 17.18 80.0
10607- LTE-TDD {SC-FOMA, 1D0% RS, 10 s 6817 1871 223 80.0 +96%
AAC Mitz, 16-QAM, UL

Sublrame=2,3.4,7,8,9)
Y 316 63.41 18.38 80.0
2 3.32 66.89 16.38 80.0
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70506 | LTE-TDD (SC-FOMA. 100% RB, 10 X | 388 6798 | 667 | 223 800 | :96%
AAC MHz, 64.0AM, UL
Subframes2.3 4 7.8 9)
o Y | 323 G818 | 16,79 80.0
Z 342 66.74 16.35 80.0
10508 | LTE- TDQ (SC-FOMA_ 100% RB, 15 X | 408 7027 | 1738 | 223 | 800 | +96%
AAC MHz, QPSK. UL Subh 2,34.7.89)
Y | 357 7054 | 1794 80.0
Z | 372 @0.92 | 16.97 80.0
10510- | LTE-TDOD (SC-FOMA, 100% RB, 15 X | 408 6797 | 1686 | 223 | 800 | +06%
AAT MHz, 16-QAM. UL
Subframes2,34.7 8.5}
Y | 35 67.74 | 1696 80.0
Z | 38 86,86 | 1659 80.0
10511 LTE-TDD (SC-FDMA_ 100% RB, 15 X 417 6701 1683 223 a0.0 £86%
AC MHz, 64-QAM. UL
Subf =2.34.7 89)
Y 3.64 67,61 16.92 80.0
Z | 3g0 66,70 | 16.51 80.0
10512 | LTE-TDOD (SC-FOMA, 100% RB, 20 X | 418 7135 | 9768 | 223 | 800 | t906%
AAC MHz. OPSK. UL Subframe=2,34.7.8.9) -
Y | 366 7162 | 1828 B0.0
Z | 377 6995 | 1726 80.0
10543- LTE-TDD (SC-FDMA, 100% RB, 20 X 388 €8.10 R X 223 800 96 %
AAC MHz. 16-QAM, UL
Subh 234789
Y | 347 67.76_| 17.03 80.0
2z 3.70 £5.98 16.58 800
10574~ | LTE-TDD (SC-FDMA, 100% RB, 20 X | 402 6780 | 1684 | 223 | 800 | +96%
AAC MHz, B4-QAM, UL
Sublrames2,3,4,7,8,9)
Y | 362 6749 | 1653 80.0
Z | 3718 6669 | 1651 80.0
10515 | IEEE BOZ 11b WiFi 2.4 GHz [0SSS, 2 X | 08z 6312 | 1448 | 000 | 1500 | =96%

AAA Mbps, $9pc duty cycla)

2 4 0.96 65.32 15.94 150.0
Z 0.86 62.01 13.50 150.0
10516- IEEE 802 11b WIFI 2.4 GHz (DSSS, 5.5 X 0.54 70.00 16.71 000 1500 | 296%

ANA Mops, S8pc duly cydla)

24C 85.33 | 2861 150.0
0.4 8569 13.40 150.0
10517- IEEE 802 11b WIFI 2.4 GHz (DSSS, 11 0.76 64,84 14,98 0.00 150.0 296 %
AAA Mbgs. 98pc duty cycle)
0.86 66.99 17.56 150.0
0.68 83.15 13.53 150.0
105186- [EEE 802 11amh Wi 5 Gz (OFDM, 9 a1 86.83 168.12 0.00 150.0 2986%
AAB | Mbgs, 93pc duty cycle)
4.10 67.60 16.42 150.0
4.33 66.40 15.88 150.0
10519. IEEE 802 11am WiFi 5 Gz (DFDM, 12 445 86.99 B.21 0.00 150.0 2986 %
67.71 16.48 1500
449 ©6.60 15.99 150.0

IEEE BOZ 11ah WIFi 6 GHz (OFDM, 18 ) 8693 | 1612 | 000 | 1500 | 296% |
Mb )

4.08 67.63 16541 1500
435 56.53 1520 156.0
424 66.89 16.10 0.00 1500 | =96%

N

IEEE 802 11a’h WIFi 5 GHz (OFDM, 24
M| d )

4D | 6752 | 1635 150.0
426 | 6650 | 1587 1500 =
420 | G701 | 1619 | 000 | 1500 | +96%

10622 |EEE 802 11ah WIFi § GHz (OFDM, 38
ANB_ | Wops, SBpc duty cycle)

40z | 6752 | 16,36 150.0
234 | 6664 | 1598 150.0

i<l XN XNl XN XN XN X|N|<
&
~
-
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10523 IEEE 802 11ah WiFI § GHz (OFOM. 48 X 4.22 67.02 1812 0.00 100 | +98%
|LAAS | Miups, S9pc duly cyde)
Y | 402 | o785 | 1648 150.0
Z | 424 | e853 | 158¢ 150.0
10524 IEEE 802 11ah WIF| 5 GHz (OFDM, 5¢ X 4.25 €898 168.19 0.00 180.0 296%
AAB Mups. B3pc duty cyce)
Y | 400 | o765 | 1847 150.0
Z | 428 | @856 | 1595 150.0
10525- IEEE 802 11ac WiF| (20MHz, MCS0. X 428 88.08 1582 0.00 150.0 296 %
AAS | 59pc duly cycln)
Y 409 £6.89 16.17 150.0
Z | 429 | 6563 | 1558 150.0
10526+ IEEE B02 1 1ac WIF| (20MHz, MCS1. X 4.40 66.37 1593 0.00 150.0 +06%
| AAB | S9pc duty eycle)
Y| 416 67.06 | 1624 150.0
Z | A43 | 6594 | 1569 150.0
10527~ IEEE BO2 1 1ac WIFi (20MHz, MCS2. X 433 68.34 1587 0.00 100 | $06%
AMB | 98pc duty cycle)
Y 412 &7.09 168.20 1500
F4 4.35 6589 1562 150.0
10528- 1EEE B02 11ac WIF| (20MHz, MCS3, X 435 86 35 1590 0.00 150.0 286%
ARB 99pe duty cycle)
Y 412 &7.05 16.21 150.0
Z 437 65.91 15.68 1500
10529 IEEE 802.11ac WIF) (200MHz, MCS4, x 435 6635 1550 0.00 150.0 198%
| AAS | 9pc duty cycin)
< 4 412 67.05 16.21 150.
Z 437 65.91 1565 150,
10631- IEEE 802 118c WiF| (20MHz, MCS6, x 4 66,37 1588 0.00 150, 190%
AAB . S9pc didty cycln)
Y 4907 6703 1617 150.0
L Z 435 65,06 1564 150.0
10532~ IEEE BO2.11ac WiF| (20MHz, MCST, X 419 66.23 1581 0.00 150.0 106%
AAB . 88pa duty cycle)
o4 188 66,94 16,12 150.0
Z 422 65.8 15.56 150.0
10533~ IEEE B02,11ac WIF) (20MHz, MCSE. X 435 66 43 1591 0.00 150.0 £068%
_AAB | 9o duly cycle)
Y 413 67.21 .24 150.0
z 438 65.58 .65 150.0
1&583‘. IEEE 802,11ac WIFI (40MHZ, MCS0, X 4M 6634 .97 .00 150.0 295 %
| 880 duty cycle)
Y 4.88 66.74 .24 150.0
Z | 494 | Bb04 577 150.0 =8
10535~ IEEE 802.11ac WiFi (A0MHz MCS?, X 4495 6647 5.03 000 150.0 *586%
AAB B8pc duty cydie)
Y 47 6681 16.28 150.0
Z 4.99 66.21 15.85 1500
;25536- IEEE 802.11ac WiFi (40MHz, MCS2. X 484 6647 1601 Q.00 150.0 £956%
| 28pc duty cyda)
Y 462 656.64 16.27 1500
Z 4.87 66,18 15.80 150.0
A:??- IEEE 802.11ac WiFi (40MHz, MCS3, X 4.90 6647 16.01 Q.00 1500 06%
| 98pc duly cyde)
Y. 4.7 66.83 186.32 1504
Z 4.93 66.12 1579 150.0
}&:38- |IEEE 802.11ac Wi {4DMHz, MCS4. X 497 6542 1603 0.00 150.0 *986%
LAAB | 99pc duty cycle)
Y 4.73 68.75 16.26 150.0
Z 5.00 68.13 15.84 150.0
10540 IEEE 8021 1ac WiFi (40MHz, MCSE, X 4.90 66,38 1803 0.00 150.0 +96%
AAS 99pc d
Y 467 86,70 16.26 150.0
y 4 463 66.11 15.84 150.0
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10541 IEEE 802,11ac WiFi (40MHz, MCS7, X 483 86.31 1597 0.00 1500 | £96%
| AAB S8pc duty cyce)
Y 467 66.70 1623 50X
Z | a3 8801 | 1577 150.0
10542- |IEEE 802,11ac WIF (40MHz, MCSB, X 504 66.41 16.04 0.00 150 +96%
AAB S%pc duty cycie)
Y 4.80 66.76 16.28 150.0
Z 507 68.11 1585 1500
10543- IEEE 802.11ac WIFI (40MHz, MCS9, x 5n 8649 18N 0.00 500 +96%
AAB 99pc duty cycie)
Y | 485 | e580 | 18633 150.0
P4 514 65.14 15.89 800
1%5844- IEEE B02.118c WiFi (B0M2, MCSO, X 525 6642 15.96 0.00 500 +H6%
| 99pc dusy cycle)
Y .07 68,85 16.1 500
2 27 5815 15.7¢ 50.0
10545- IEEE 202, 11ac WiFi (B0MMHz, MCS1, X 42 66,84 16.12 Q.00 500 [ =86%
JAAB | 98pc duty cycle)
Y 5.21 67 .04 16.34 50.0
P4 545 66.60 15.66 50.0
10546- IEEE 802 11ac WIFi (B0MHz, MCS2, x 5.28 66.54 1559 (.00 50.0 =96%
 AAB 98pc duty cycle)
Y 808 6574 6.19 500
Z 6.31 6630 5.82 $0.0
10547 IEEE 802, 11ac WIFI (B0MHz, MCS3, x 6.36 68.65 6.04 Q.00 500 [ =98%
AAB 99pc duty Gycle)
Y 522 6707 6.36 150.0
F4 5.38 66.38 5.66 150.0
10546 IEEE 802 11ac WiFi {80MHz, MCSE, X 3.50 6724 6.31 Q.00 150.0 =06%
AAB 99pc duty cycle)
Y 518 6711 16.36 150.0
y 4 5.58 67.16 16.22 150.0
10550 |EEE 802 11ac Wi (ROMHz. MCSS, x .24 66,72 16.10 0.00 150.0 296%
AAS 2apc duly cyce)
Y| 522 67.23 | 1645 150.0
Z 5.38 66.42 15.90 150.0
10551 IEEE 802 11ac WiFi (B0MMHz, MCS7, X 528 6850 15985 0.00 150.0 296 %
AAB BBpe duty cycle)
Y 508 66.66 16.14 150.0
Z 5.33 66.34 1582 150.0
10652- IEEE 802 11ac WIFI (BOMHz, MCSH, « 5.26 68 54 1597 0.00 150.0 +96%
AAB | B9pc duty cycle]
Y 07 66.82 16.2 150.0
Zz .27 68.23 15.76 150.0
10653 IEEE 802 11ac WiF| (80MHz, MCS9, X KH] 6643 15.97 0.00 150.0 =286%
AAB 8Gpc duly cycle)
Y 511 66.71 16.17 150.0
z 534 | 6623 15.80 150.0
10554~ IEEE 802 %1ac WIF (160MHz, MCSD, X 567 6675 16.04 0.00 150.0 =86%
AAC $9pc duty cycle)
Y 5,52 66.80 16.21 1500
Fd 5.69 66.52 15.68 150.0
10555- |EEE 802 118c WiFi (160MHz, MCS1, x 576 66.97 1613 0.00 150.0 296%
AAC SSpc duly cycie)
Y 5,68 87.08 16.28 150.0
(Lo 2 580 66.78 16.00 150.0
10556- |EEE 802.1%8c WiF| (160MHz, MCS2. x 580 67.08 16,18 0.00 1500 196%
AAC 9Bpc duty cycle)
Y 563 67,23 16.36 150.0
Z 583 66 86 16.03 150.0
10557~ IEEE B02 11ac WIFI (180MHz. MCS3, X 576 86.95 16813 0,00 1500 +t86%
AAC 99pc duty cycle)
Y 567 6706 16.28 1580.0
Z 578 66.73 15.98 150.0
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10568- | IEEE 802.11ac Wi (160MIz, MCS4, 577 6700 | 1618 | 000 | 1500 | z86%
AAC Fipc duly cycie)

54 6698 | 16.27 1500
.82 6687 | 16.07 150.0
10560- | IEEE 802.11ac Wikt (160MHz, MCSE, 78 8693 | 1618 | 000 | 1500 | +86%
AAC Fipc duty cyce)
57 6697 | 1630 150.0
BZ 66.74 | 16.04 150.0
10561- | [EEE 802.11ac Wirt (360MHz, MCST, 72 5602 | 1620 | 000 | 1500 | +96%
AAC Spc duty cyca)
5.51 6625 16.32 150.0
575 66.73 18.07 150.0
10862~ IEEE 802.1%ac WiFi (160MHz, MCSS, BI7 67.08 16.28 000 1500 t86%
AAC #9pc duty cyde)
5.56 67.09 639 1500
5.83 56,58 5,19 150.0
10563 | IEEE 802.11ac Wiri [100Mitz, MCSA, 587 671,06 624 | 000 | 1500 | £96%

AAC pc duly cyds)

577 6747 | 1655 150,
592 65.80 16.12 150 ¢
10564- | IEEE B02.11g WiFi 2.4 GHz (DSSS- 462 5682 | 1622 | 046 | 1500 | £96%
AAA OFDM, 9 Mips. 99pc duty cytle)
438 6743 | 1646 150.0
466 647 | 1604 150.0
10866~ | IEEE 802.11g WiFi 2.4 GHz [0S5S- 482 ©7,25 | 1656 | D46 | 1500 | +96%
AAA OFDM, 12 Mbos. 98pc duty cydle]
4 56 67.87 16.81 150.0
4.86 Lkl 16.38 1500
10566- IEEE 802.11g WiFi 2.4 GHz {0SSS- 4.65 8705 1634 0.46 150.0 £96%
AMA OFDM, 18 Mbgs, 98pc duty cycie)
440 6763 | 1658 150.0
4.70 8872 16.17 150.0
10567 IEEE 502‘"5 WIFi 2 4 GHz (0SSS- 470 67,52 16.78 0.46 150.0 £496%
AAA OFDM, 24 Mbge, 88pc suty cyde)
445 6813 | 17.04 150.0
473 6713 16.55 1800
10568- | IEEE 802.11g WiFi 2,4 GHz (085S~ 451 66.72 G604 | 046 | 1500 | 96 %
AAA OFDM, 36 Mbps, 98pc duty cycie)
423 6704 | 1612 150.0
______ 4.60 8847 | 1581 150.0
10569- | |EEE 802.11g WIF| 2.4 GHz (DSSS- 462 B7.76 | 1691 | 046 | 1500 | +96%
AMA OFOM, 48 Mbp=, 99pc duty cycle)
448 6853 | 17.28 150.0
470 | 6729 | 1665 150.0
10570- | IEEE BOZ 11g WiF| 2.4 GHz (DSSS- 468 6752 | 10.79 | D46 | 1500 | 296%

A%A | OFDM. 54 Mbps, 99pc duty cyce)

HiN{=Cl  XINI=C|  XiN[=C| XN XN (N[ XN MINCE XINECE XN XINE<$E XINI<] X

4.43 63.13 1707 150.0
4.72 6710 16488 150.0
10671 IEEE 802 11b WIF| 2.4 GHz (DSSS, 1 1.13 6443 1518 046 130.0 296 %
AMA | Mbps, B0pc duty cycie)
Y 1.08 65.61 16.13 130.0
Z 1.02 829 1424 130.0
10672- IEEE 802 t1b WIF| 2.4 GHz (DSSS, 2 X 114 85,04 1556 046 130.0 2968%

AAA Mbps, S0pc duly cyde)

Y 1.1% 85,40 16.63 130.0

4 1.02 63.36 14.54 130.0
10673 IEEE B02. 11b WiFi 2.4 GHz (DSSS, 5.5 x 2m 84,38 21.80 0.46 130.0 +06%
AA Mbps, Wpcduty cycle)

Y | 3615 | 13874 | 3820 130.0

Z 0.85 7257 16.97 130.0
w& IEEE B02 11b WiFi 2.4 GMz (DSSS, 11 x 120 7129 ALE 046 1300 198 %

Mops. 90pc duly eyde)
Y 14 75.83 2140 130.0
Z 1.02 8748 16.65 130.0
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10575- IEEE B02 11g WIFI 2.4 GHz (DSSS- X 440 66,50 10.20 D46 1300 296 %
AAA OFDM. 8 Mbps, $0pc duty cycle)
Y 4.1E 67.14 16.39 130.0
o Z | 444 6624 | 18.07 130.0
10676- IEEE B0Z2.11g WIFi 2.4 GHz (OSSS- X 4.4° 66.78 16.30 D46 1300 296%
AAA OFDM. § Mbps. $0pa duty cycle)
Y | 420 | 6745 | 1666 130.0
Z 448 6642 16.14 1300
10577~ {EEE B02.11g WiFi 2.4 GHz {D5SS- X 459 67.02 16.46 D46 1300 2968%
AAA OFOM. 12 Mbps, 90pc duty cycle)
Y | 433 | 67.64 B 130.0
o Z | 464 | 6669 A 130.0
10578 {EEE 802 11g WiFi 2.4 GHz (DSSS- X 450 6720 .59 D4 130.0 2096%
AAA OFOM. 185 Mbgs, 90pc duty cycle)
Y 426 67.87 16.85 130.0
Z 454 66,83 16.41 130.0
10575 IEEE 802.11g WiFi 2.4 GHz (D555 X 424 .27 15.75 D46 1300 296%
AAL OF DM, 24 Mbps, 90pc duty cycle)
Y 3.96 66,67 15.85 130.
Z 1 &30 66.02 | 1585 130,
10580- IEEE 802,119 WIF| 2.4 GHz (DSS5- X 27 656.31 1576 D46 130, 496%
AR OFDM, 36 Mbps, 90pc duty cycle)
Y 395 66.55 15.77 130.0
r4 434 66.08 15.68 130.0
10581 IEEE 802,119 WiFI 2.4 GHz (DSSS- X 41 a8r.27 16.55 D40 1300 £96%
A OFDM, 48 Mbps, 90pc duty cycle)
Y 4.1¢ 68.04 16.88 130.0
PR Y 66.86_| 16.3a 1300
10582- IEEE 802.11g WiFi 24 GHz (DSSS- X 4.1E 66,00 15.50 D48 1300 +96%
ARA OFDM, 54 Mbps, 90pc duty cycle)
Y 386 66.35 15,50 130.0
Z 423 85.78 15.42 130.0
10583- IEEE 802 11ah WiFi 5 GHz (OFDM. 6 X £40 86.56 16.20 D48 1300 296%
AM8 | Mbps. BOpa duty cycle)
Y 416 67,14 16.39 1300
Z £.44 66.24 18,07 130.0
10534~ IEEE 802.11am WiFi 5 Gz (OFDA, 9 X 443 686.78 16,30 D48 1300 +96%
AAB  Mbgs, 80pa duty cycle]
Y 420 67 .45 16.55 130.0
Z | 446 66.42 16.14 1300
10885 | IEEE 802.17ah WiFi 5 GHz (OFDM, 12 | X | 459 | 67.02 | 1646 | 046 | 1200 | 96 %
AAB M d cle)
Y 433 67.84 18.68 1300
Z 404 66,69 16.31 130.0
105886- IEEE 802.17aM WiFi 5 GMz (OFDM, 18 X 45 67.20 16.59 046 1300 206%
_AAB Mbs, 90pc duty cycle)
Y 426 67.87 16.85 120.0
Z | 458 | 6883 | 1641 130.0
10587+ IEEE 802 11a/h WIFi & GHz (OFDM, 24 X 424 6627 1575 0.486 130.4 +96%
AAB Mbps, 90pc duty cycle)
Y 396 06.87 15.85 130.0
Z 4.30 65.02 1565 130.0
10588- IEEE 802 11a/m WIF! 8 GHz (OFDM, 36 X 427 8631 15.76 0486 1300 +86%
AAB Mbps, S0pc duly cyde)
Y 3.9% 85.55 15.77 130.0
Z 434 65.00 1588 130.0
10589 IEEE 802 11a/h WIiF! 5 GHz (OFDM, 48 X 44t 67.27 16.55 046 130.0 206%
AAB Mbps, $0pc duty cyde)
Y 4.1% 6804 16.88 30.0
Z 444 66.88 1535 300
105%)- IEEE 802 11ah WIFI 5 GHz (OFDM, 54 X 416 B5.00 1550 048 1300 =2086%
AAB Mbps, 90pc duly cyde)
Y | 386 | 6635 | 1558 130.0
2 4.23 6573 15.42 1300
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10891~ 'ISEE 802110 (HT Mixed, 200z, X | as8 G667 | 1634 | 046 | 1300 | =06%
AAR CS0, 90pe duty cycie]
Y | 432 67.28 657 1300
Z | 4% 66,33 6.20 1300
10562- | IEEE 802,110 [HT Mixod, 200z, X | 467 66 95 647 | 046 | 1300 | +96%
AAR | MCS1, 90pc duty cycie} i
Y | 440 6750 | 1668 130.0
Z 273 66.64 16.33 1300
10503~ | IEEE 802.11n (HT Mixed, 20Mz. X | 458 6681 | 1631 | 046 | 1300 | =06.6%
AAB MCS2, 90pe duty cycle}
Y | 433 67.38 | 1652 130.0
. Z | 484 6652 | 16.18 130.0
10504~ | IEEE B02.11n (HT Mixed, 20Miiz, X | 488 6701 | 1649 | 046 | 1300 | =06%
ANB MCS3, 90pc duty cydle}
¥ | 43a 87 16.71 130.0
Z | 470 6670 | 16.35 130.0
10585 | IEEE BO2.11n (HT Mixed, 200MHz, X | a6 6608 | 1630 | 046 | 1300 | =06%
AAB MCS4, 90ps duty cycle}
Y | 434 67.63 561 130.0
Z | 466 6665 | 16.24 130.0
10586~ | IEEE B02.11n (HT Mixod, 200z, X | 454 6693 | 1637 | 046 | 1300 | +96%

AAB | MCSS, 90pc duty cydle)

Y | 326 6738 | 16.55 130.0
2| 460 6662 | 16.23 130.0 l
10587~ | IEEE BOZ.11n (HT Mixod. 20MHz, x| 448 66.70 | 16822 | 046 | 1200 | 296%
(AAB | MCS6. 90pc duty cycle)
Y| a2 6727 | 1639 1300
Z | 455 66.50 | 16.08 130.0
10568- | IEEE 802.11n (HT Mixed. 20MHz, X | 449 6708 | 1653 | 046 | 1300 | =96%
_AnB MCS?. 90pc duty cyclel »
Y | 428 67.70 578 1300
Z | 4853 66.74 6.37 1300 sl
10508 | IEEE 802.11n {HT Miied. 40MHz, X| 523 6711 656 | 0456 | 1300 | :86%
LAAB | MCSD, 90pc duty cyce)
Y 12 6788 | 17.03 130.0
2z ¥ 6686 | 16.4¢€ 1300 il
10600- | IEEE 802.11n (HT Mixedt. 400z, 3 a2 6743 | 1672 | 046 | 1300 | 266%
L AAB | MCS1, 90pc duty cyce)
Y | 506 67.70 | 16.91 1300
Z | 540 6728 | 16.64 130.0
10601~ | IEEE BO2.11n (HT Mixed, 408Hz, X 23 6724 | 1884 | 046 | 1300 | £98%
AAB | MCS2, 80pc duty cycle]
Y| 501 6764 | 16.90 1300
Z ] 529 67.02_| 16.53 130.0
10602 | IEEE 802.11n (HT Mixod. 40MHz, X | saz 6724 | 1655 | 046 | 1300 | 06 %
_AAB MCS3, 90pc duty cysle)
Y 1 504 67.46 6.7; 30.0
Z | 542 67.18_| 165 30.0
10603- | IEEE 802.11n (HT Mixnd, 40MHz, X | s38 67.57 68 048 300 | 296%
AAB MCS4, 90pc duty cycle)
Y1 505 5760 | 1685 130.0
Z | 548 748 | 1680 130.0
10604 | IEEE 802.11n {HT Mixed. 40MHz, X | 628 798 | 1665 | 045 | 1300 | =98%
AAB | MCSS, 90pe duty cyclo)
Y | 500 6736 | 1679 130.0
Z | sar 6714 | 1662 130.0 =il
10605- | IEEE 802.11n {HT Mixed, 40MH2, X| an B730 | 1670 | 046 | 1300 | *96%
LAAS | MCSE, 90pc duty cycle)
Y 01 67 43 6.83 130.0
. P4 .39 67 1§ 6.65 130.0 =t
10606- | IEEE 802.11n (HT Muxed, J0MMZ, X 10 [EE 626 | 046 | 1300 | =96%
AAB MCS7,
Y| 443 6727 | 1658 130.0 i
Z| 513 6648 | 16.14 130.0
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10607- | IEEE 802.1%ac WiFi (20MHz, MCST.
| AAS 1 B0pc duly cyde)

440 66.00 15.99 046 1300 | £96%

419 66.71 16.28 130.0
443 85.63 15.81 130.0
454 66.32 1613 046 100 | +96%

10608- | IEEE 802.11ac WiFI (20MHz, MGS1,
[ AAB | 90pc duly cycle)

428 66,94 | 16.39 130.0
459 6590 | 1597 130.0
443 66.14 1593 | 046 100 | +96%

10009 | [EEE 802.11ac WiFl (20MHz, MCS2,
LANS S0po duly oycle)

418 86.77 16.18 130.0
444 £5.81 15.78 130.0
10610- IEEE 202.11ac WIFI (20MHz, MCS3, 448 £6.33 16.12 046 1300 +96%
AAB | 90pc duty cycie)
424 £6.96 16.39 30.0
453 6598 15.6858 30.0
x%"- IEEE B02.11ac WIFi (20MHz, MCS4, 440 6.1 1585 0.48 30.0 t896%
| AAB | abpe outy cycle)
4.14 65.70 16.20 130.0
444 85.77 15.79 130.0

10812- | IEEE BOZ.118c WIFi (20Miez, MCSS,
AAB 90pe duty cytie)

438 &2 1587 048 1300 | £96%

408 6668 16.16
444 B85.90 156,83 1300
437 56.02 158 046 300 | =96%

10613- | IEEE 802 11ac WIFI {20MHz, MCS6,
80pc duty cycle)

ANB
4.10 66.52 16.00 130.0
444 65.75 15.68 130.0
10614- |EEE 802 11ac WiFi (20MHz, MCS7. 4,36 66.31 1611 048 1300 | =296%

AAB #pc duty cyda)

412 66.94 16.38 130.0
440 65.96 .94 130.0
10615- |IEEE 802 11ac Wi (20MHz. MCSH, 438 65.89 5.68 0486 1300 | +968%

AN Bpe duty cyde)

4 66.48 16.80 130.0
444 65.60 15.55 130.0
10616- |IEEE 802,11ac WFi (A0MHz. MCS0, 5.04 66.30 1617 046 1300 | +96%

AAB Bpc duty cyde)

xIN[=]| N X Nj<] XN XIN[<]  Xinj<<) i) XN XN XN XIN(<]

48 66.63 16.40 1300

5.08 6607 | 16.04 130.0
10617- IEEE 802,11ac WiFi (A0MHZz. NCS1, 507 6641 16.20 046 1300 +96%
AAB | Blpc duty cycla)

482 6667 | 16,40 130.0

5.15 66.26 16.12 130.0

489 6640 1626 046 1300 +96%

10618 IEEE 842, 118c WiFi (40MHz, MCS2,
| B0pc duty cycls)

AAB
Y | 475 | 6678 | 648 1300
Z | 504 | 6628 | 1614 130.0
m& IEEE 502 113c WiFi (40MHz, MCS3, X | 501 | 6629 | 1600 | 046 | 1300 | £96%
| 90pc duty cycle)
Y | _a7s | 6670 | 1634 1304
Z | 505 | 6606 | 1596 1300 ||
10620- | IEEE B0Z 11ac WiF) (40MHz, WICSA, X | 607 1614 | 048 | 1300 | 96%

AAB___| 80pc duty cycle)

Y 4.80 66.49 16.28 130.0
Z 513 66,09 16.03 130.0
10621- IEEE B02 11ac WiFi (40MHz, MCSS, X 5.08 66.45 16,35 048 30.0 =86%
| AAB___| 30pe duly cyde)
Y 4.85 66.75 16.57 130.0
F4 6.15 6625 16.23 130.0
10622- IEEE 802 11ac WiFi [40MHz, MCSE, X 5,08 6653 16.38 048 130.0 £86%
AAB 90pc duly cyde)
Y 283 66,78 18,58 130.0
Z 514 66.36 16.28 130.0
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EX30V4- SN.3883 April 28, 2018
10623 | IEEE 802 11ac WiFi {40MHz, MCS7, X[ 488 66505 | 1589 | 046 | 1300 | 196%
AAB $0pc duty cycle)

Y | 474 6639 | 1622 130.0
zZ | 802 6588 | 1580 130.0
10624- | |EEE 802.11ac WiF) (40MHz, MCS8S, X 536 8632 | 1620 | 046 | 1300 | +96%
AAB 90pc duty cycie)
Y | a0t 6660 | 1640 130.0
Z| 522 6513 | 1610 130.9 i}
10625- | IEEE 802 V1ac WiFi (40MHz, MCSS, X 525 66546 | 1534 | 046 | 1300 | +96%
| AAB | 90pc duly cycle)
Y 01 €887 | 16861 130.0
Z 543 6560 | 1642 1300
10626 |EEE 802 11ac WiFI {80MHz, CSO0, X .37 6632 | 1613 | 045 | 1300 | +96%
AAB S0pc duty cycle)
Y 18 6652 | 1632 130.0
Z At 6514 | 1602 13G.0
10827~ IEEE 802 11ac WiFi (80MHz, }CS1, X .50 6590 | 1639 | 046 | 1300 | +96%
AAB S0pce duly cycle)
Y| 536 6708 | 1658 130.0
Z | 584 8675 | 1630 130.0
1062B- | IEEE 802 1tac WiFl (80MHz, MCS2, X | 536 6627 | 1600 | 048 | 1300 | +96%
ARE | S0pc duty cycie)
Y 15 6643 | 1617 1300
3 41 66.15 | 1582 130.0
10629- | IEEE 802 11ac Wi (BOMHz, MCS3, x 4B 6645 | 1608 | 048 | 1300 | t96%
AAS S0pc duly cycle)
Y .33 65 43 1300
Z 50 66.20 .68 130.0
10630- | IEEE 802 11ac Wil (J0MHz, MCSA, X 66 6733 53 | 048 | 1300 | t96%
AR S0pc duly cycie)
Y | 530 57.01 6,44 130
Z | 583 57.48 £.50 9
10631- | |EEE 802.11ac W& (BOMHz, MCSS, X | 5868 37.48 680 | 046 00 | £96%
ArS Spc duly cycie)
Y 38 57.48 | 16.81 30.
Z 77 5738 | 1674 130,
10632- |EEE 802.11ac WiFl (80MHz, MCSE, x &0 B7.13 | 1665 | 046 | 1200 | £96%
AAS S0pc duly cyde)
Y| 550 67.73 7.08 130.0
Z | 563 6587 6.50 130.0
10633- | |EEE 802 11ac WiF| (80MHz, MCS7, X | 539 66.24 610 | 046 W00 | t96%
ArB 0pc duty cyce)
Y| 516 6654 | 1627 0.0
- Z | 548 66.37 | 1607 300
10634- | |EEE 802 11ac Wi (B0MHz, 1ACSE, X | 542 66459 | 1625 | 046 00 | t96%
Ann 90pc duty cyce)
Y | 6522 6682 | 1648 1200
Z | 548 6638 | 16.13 130.0
10635- | IEEE 802.11ac W (80MHz, MCSS, X | 826 6575 | 1553 | 046 | 1300 | +96%
AAB S0pc duty cycie)
Y | 603 6588 | 1588 1300
Z 5.33 6586 | 1549 130.0
10636- | IEEE 802.1Tac Wi (16DMHz, MCS0, X | a8o Bo6E | 1621 | 040 | 1300 | t96%
AAC 90pc duty cycia)
Y | 6564 6680 | 16.37 1300
Z | 684 66.53 | 16.13 130.0
10637- | IEEE 802.1Tac Wil | 160MHz, MCS1, x| s;m 6686 | 1604 | 040 | 1300 | +96%
AAC pc duty cyce)
Y| 872 6705 | 1649 130
. 2| 688 6589 | 16.30 130
10638- IEEE 802 1Tac WiFl | 160MHz, MCS2, X | so4 67.02 | 1635 | 046 | 130, +96%
AAC Hpc duty cycle)
Y | 577 67.21 | 1655 130.0
2 5.08 8886 | 16.20 1300
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;&%39- |EEE 3021 1ac WiF (180MMz, MCS3, 590 56.90 1034 046 1300 196%
90pc duty cycle)
570 66.99 16.48 130.0
595 | 6678 | 1620 130.0
10640- IEEE B02.11ac Wi (160MHz, MCS4, 585 86,77 19,21 0.46 1300 196%
AAC 90pe duly cydle)
5.60 6670 | 18.28 130.0
5.94 66,77 16.19 130.0
10641- | [EEE 802 11ac W (160MHz, MCSS, 595 G685 | 1627 | 046 | 1300 | 296 %
AAC S0pc duty cyde)
573 B66.68 16.38 130.0
8.01 6677 | 1622 130.0
10642- IEEE 802 11ac WiFi (160MMHz2, MCSS, 598 &7.10 168.57 0.46 130.0 +296%

AAC $0pc duly cycle)

76 67.11 16.68 1300
04 66.98 16.50 1300
10643- IEEE 802.11ac Wi (160MHz, MCS7, LF 66.74 168.27 0.46 1300 | 2986%

AAC $0pc duty cyde)

559 66.71 16.35 130,
588 66.67 16.23 130,
10642 |IEEE B02,11ac WiFi [180MHz, MCSS, 588 66.93 16.39 0.46 130. 2986%

ARG 80pc duty cycle)

565 | 6602 | 16.48 130.0
—_ 597 | 6696 | 16.39 130.0
10625- | IEEE 802 11ac Wik (160MHz, MCSY, 600 | 6695 | 1638 | 046 | 1300 | 496 %

AAC | B0pc duty cycio)

5.89 67.36 16.67 130.0
611 87.04 16.40 130.0
1064 9554 22 930 60,0 £96%

10846~ LYE-TDD (SC-FDMA, 1 RB, 5 MHz,
AAD QPSK, UL Subframe=2.7)

478 84.10 28.78 €0.0
1044 97.20 33.10 60.0
10647~ LTE-TDD (SC-FOMA, 1 RE, 20 Mz, 2.38 83.52 368 930 €0.0 £86%

AAC QPSK, UL Subframe=2,7)

424 | 8179 | 2787 €00

923 | 9506 | 3251 0.0
10648- | COMAZ000 {1x Advanced) 045 | 6096 | 758 | 000 | 1500 | =98
ANA

027 | 68000 | 448 150.0

046 | 6051 | 745 150.0

10652- LTE-TDD {OFDMA, 5 MHz, E-TM 3.1, 344 66.86 15".‘% 223 B0.0 +96%

A% | Clioping 44%)

i<l xlmal<l  xINl|  xinl=| xinl=<] xiINj<| xini<] xinj<]  xinfe| x| XNl xINf<| XN XINI<| O XIN[<] XIN|<] X

311_| 6755 KL 0.
323 | 6563 & B0
10653- | LTE-TDO (OFDMA. 10 MHz, E-TM 3.1, 400 | 66.30 33 | 223 | B0.O | t98%
ANB Clipging 44%)
363 | 6657 | 1636 80.0
380 | €527 | 1802 80.0
10654- | LTE-TDD (OFDMA_ 15 MHzZ E-TM 3.1, 402 | 6585 | 1640 | 223 | BOO | +46%
AAB Clipping 44%)
368 | 6802 | 1644 800
382 | 6496 | 1607 0.0 ]
10655- | LTE-TDD (OFOMA, 20 MHZ. E-TM 5.1, 410 | 6587 | 1644 | 223 | 800 | +86%
| ANB Clipping 44%)
377 _| 6578 | 1647 80.0
)89 | 6483 | 1612 80.0
0656- | Pulse Wavetonn (200Hz. 10%) 396 | G040 | 1241 | 1000 | 500 | +86%
AAA
354 | 6864 | 1188 500
160 | 7650 | 1595 500
10650- | Pulse Waveform (200Hz, 20%) 336 | 69.24 | 1138 | 688 | 60O | +9.6%
ARA
254 | 6841 | jo0e7 60.0
1562 | 8685 | 17.81 6.0
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10860- | Pulse Wavelorm (200Hz, 40%) X 313 70.75 | 1082 | 398 | 800 | 2G6% |
AAA | A | ==

EY 2.65 71.33 1038 | | 800 |
Z | 10000 | 10070 | 1887 | | _80.0_|
10861- | Pulse Wavelorm (200Hz. 60%) X a.01 7221 1050 222 100.0

[ AAA I 1. | | N

[ 1 Y| 047 { |
= | | Z ] 086 d = .

10662- Pulse Wavelorm (200Hz. BO%) X 0.23 097 120
] AAA - — o - - . 4
L oY 053 | 68044 & 225 | 1 1200 | |
[ Z 027 | 60.00 259 120.0

. Lncanainty is detsrminsd uming the max. deaation from linaar responss Appiyng rectanguiar crdnbulion amd 15 epeassed for INe squarns of ke
fiold vaiua
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Calibration Laboratory of i\-“\\"‘:‘//\_}"’% S Schweizerischer Kalibriordianst
Schmid & Partner m Service suisse d'étalonnage
Engineen'ng AG T c Servizio svizzero dl taratura
Zeughsusstrasse 43, B004 Zurich, Switzeriand N S swiss Calibration Service

el

Accracted by the Swiss Accredtation Service (SAS)

Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the £A

Multilateral Agr for the gnition of calibration certificates
ciient  HCT (Dymstec) Cartiticate No: DB35V2-441_Sep17
CALIBRATION CERTIFICATE
Cbjsct D835V2 - SN:441
Calisraton procadure(s) QA CAL-05.v9 r
Calibration procedure for dipole validation kits above 700 MHz
Calbrafion dite September 21, 2017

This calbration certificale documents the raceabiity 1o rafional standards, which realize the physical units of measurements (SI).
The measurements and the uncaranlies with confidence probability ara given on the fellowing pages and are parn of he cerificale.

Calbration Equipment usad (MATE critical for calibration)

All caiibrations have been conducied in the clased laboratory facility: environment femnpecaatirs (22 + 31°C and humidity < 70%.

This calibraton cedificale shall not be reproduced excapt In full withou! wiltten approval of the laboratoey

Primary Standards D4 Cai Date (Cenilicate No.) Schaduled Calibzation

Power meater NRP SN: 104778 Da-Apr-17 (No, 217-0252102522) Ape-18

Fower sensor NAP-291 SN 103244 D4-Apr-17 (No. 217-02521) Ape-18

Power sensor NRP-291 SN: 103245 D4-Apr-17 (No. 217-02522) Ape-18

Refarenco 20 dB Alenuator SN: 5068 {20k) 07-Apr17 (Neo. #17-02528) Ape-18

Type-N mismatch combination SN: 50472 / (6327 O7-Apr-17 (No. 217-02528) Ape-18

Referance Probe EX30VA SN: 7348 31-May-17 (No. EX3-7349_May17) May18

DAE4 SN: 601 28-Mar-17 (No. DAE4-601_Man7) Mar-18

Secondery Standards 0 ¢ Check Cate (In house) Schaculed Check

Power matar EPM-4424 SN: GB37480704 07-0ct-15 (In housa chack Oct-16) In house chack: Oct-18

Power sonsor HP BAB1A SN US37202783 07-Qct-15 (In housa chack Ogt-16) In house check: Oct 18

Power sansor HP B4B1A SN: MYA1092317 07-0ct-15 (In housa chack Oot-16) In house chack: Oct-18

HF generator AAS SMT-06 SN 100872 15Jun15 (In housa check Oct-16) In house check: Oct-18

Netwark Anatyzer HP B753E SN: US37350585% 18-0¢t-01 (In nouse chack Oct-18) In house chack: Oct-17
Nama Function Signature

Cafbrated by Michaal Wotier Laboratary Technician M__

Approved by, Katji Pokovic Tochnical Managar m

lasued: Seplember 21, 2017

Centificate No: DB35V2-441_Sep17
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Calibration Laboratory of N izeri
. + 7, Schweizerischer Kalibrierdi
Schmid & Partner SN = S chbowbucthlonnlg:n“
Engineering AG Tt C senisiosvizzero ai taratura
Zeughsusstrasse 43, 3004 Zurich, Switzerland % ,'f;'\\h“_.\? S swiss Cafibration Setvice
Accredited by the Swiss Accreditation Senvics (SAS) Accreditation No.: SCS 0108
The Swiss Accredltation Service is one of the signatories to the EA
Muitiloteral Agr for the recognition of calibration certificates
Glossary:
TSL tissue simulating liquid
ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, "Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate, All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

= Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector,

* SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Cerificate No: DB35V2-441_Sep17 Page 2ol 8
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FCC ID: A3LSMJ260F

Report No: HCT-SR-1807-FC004

Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASYS V52.10.0
Extrapolation Advanced Extrapolation
Phantom Modutar Flat Phantom
Distance Dipole Center - TSL 15 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 835 MHz £ 1 MH2z
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 220'C 415 0.90 mho/m
Measured Head TSL parameters (22.020.2)°C 409 +6% 0.93 mho/m £ 6 %
Head TSL temperature change during test <05°C -
SAR result with Head TSL
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 250 mW input power 241 Wikg
SAR for nominal Head TSL parameters normalized to 1W 9.38 Wikg = 17.0 % (k=2)
SAR averaged over 10 em? (10 g) of Head TSL condition
SAR measured 250 mW input power 1.55 Wikg
SAR for nominal Head TSL paramelers normakized to 1W 6.07 Wikg = 16.5 % (k=2)
Body TSL parameters
The following parameters and calculations were applied,
Temperature Pearmittivity Conductivity
Nominal Body TSL parameters 22.0"C 552 0.97 mho'/m
Measured Body TSL parameters (220+02)°C 553+6% 0.98 mha/m £ 6 %
Body TSL temperature change during test «05°C -
SAR result with Body TSL
SAR averaged aver 1 em® (1 g) of Body TSL Candition
SAR measured 250 mW input power 2.37 Wikg
SAR for nominal Body TSL parameters normaiized to 1W 9.41 W/kg = 17.0 % (k=2)
SAR averaged over 10 cm’ (10 g) of Body TSL condition
SAR measured 250 mW input power 1.55 Wikg
SAR for nominal Body TSL parameters nomalized to 1W 6.16 W/kg = 18.5 % (k=2)

Certificate No: D835V2-441_Sep17
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Appendix (Additional assessments outside the scope of SCS 01 08)
Antenna Parameters with Head TSL

Impedance, transformed to feed point 51.1Q-230

Retum Loss -321dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 47680-50102

Retum Loss -245dB

General Antenna Parameters and Design

| Etectrical Delay (one direction) | 1.371 ns

Alter long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measurad.

The dipole is made of standard semirigid coaxial cable. The canter conductor of the feeding line is directly connected ta the
second arm of the dipole. The antenna is therefore shon-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipcle arms in order to improve matching whan loaded aceording to the position as explained in the
“Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length Is still
according to the Standard.

No excessive lorce must be applied to the dipole arms, because they might band or the soldered connections near the
feedpoint may be damaged,

Additional EUT Data

Manulactured by SPEAG

Manufactured on March 09, 2001

Centificate No: DB35V2-441_Sep17 Page 4 of 8
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DASYS5 Validation Report for Head TSL

Date: 21.09.2017
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:441

Communication System: UID 0 - CW: Frequency: 835 MHz

Medium parameters used: [ = 835 MHz; o = 0.93 S/m; & = 40.9; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY352 Configuration:
» Probe; EX3DV4 - SN7349: ConvF(10.07, 10.07, 10.07); Calibrated: 31.05.2017:
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
« Electronics: DAE4 Sn601; Calibrated: 28.03.2017
= Phantom: Flat Phantom 4.9 (front); Type: QD 00L P49 AA; Serial: 1001

« DASYS2 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=3mm, dz=5mm

Reference Value = 62.34 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 3,75 W/kg

SAR(1 g) = 2.41 W/kg; SAR(10 g) = 1.55 Wikg

Maximum value of SAR (measured) = 3.28 Wikg

dB
0

-2.40
-4.80
-1.20
-9.60
-12.00

0dB =3.28 Wikg =5.16 dBW/kg

Certificate No; D&35V2-441_Sep17 Pege 5ol 8
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Impedance Measurement Plot for Head TSL
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DASYS Validation Report for Body TSL

Date: 21.09.2017

Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:441

Communication System: UID () - CW; Freguency: 835 MHz

Medium parameters used: = 835 MHz; o = 0.98 S/m; & = 55.3: p = 1000 ke/m’
Phantom section; Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANST C63,19-2011)

DASY352 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(10.2, 10.2, 10.2); Calibrated: 31.05.2017:
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
= Electronics: DAE4 Sn601; Calibrated: 28.03.2017
» Phantom: Flat Phantom 4.9 (Back); Type: QD 00R P49 AA; Serial: 1005
« DASY5252.10.001446) SEMCAD X 14.6.10(7417)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 59,66 Vim; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 3.57 Wikg

SAR(1 g) = 2.37 W/kg; SAR(10 g) = 1.55 W/kg

Maximum value of SAR (measured) = 3.12 W/kg

dB
0

2.40
-4.80
-1.20
-9.60
-12.00

0dB =3.12 Wkg =494 dBW/kg

Certificate No: D835V2-441_Sept7 Page 7 of 8
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Impedance Measurement Plot for Body TSL

21 Sep 2047 12197: 29
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Schmid & Partner M c Service sulsse ¢ étalonnage
Engineering AG o Servizio svizzero 6l taraturs
Zeughausstrasae 43, 5004 Zurich, Switzerland % ,/\‘\,.\? S Swiss Calibration Service
it

Accredited by the Swiss Accrediation Service (SAS)
The Swiss Accreditation Service Is one of the signatories to the EA
Muitilateral Agreemant for the recognition of calibration certificates

cient  HCT (Dymstec)
CALIBRATION CERTIFICATE

Otjocr D2450V2 - SN:965

Accreditation No.: SCS 0108

Certificate No: D2450V2-965 Feb18

Calbration procedure(s)

QUOALOSN. o
Calibration procedure for dipole validation kits above 700 MHz

Cafbration date

February 16, 2018

This cadbration cenilicate documents the traceability to national standards, which realize the physical units of measurements {Sl).
The meesurements and the uncartainties with confidence probabilty are given on the following papes and 78 par of the cenmiticate.
Al calitvtions have baen conducted In the closed laboemtory facility; emircnment temperature (22 = 3)"C and humidity < 70%

Cadbration Equipment used (MATE critical lor calitration)

[ID#

Primary Standards Cal Data (Ceetilicale No} Schaduled Calbration
Powes meter NAP | s 104778 O4-Apr-17 (No. 217-02521/02522) Apr-18 |
Powes sersoe NRP-Z9) | 83 103244 D4-Ape-17 (Na, 217-07521) Apr-18
Power sansor NRP-Z81 | SN 105245 04-Ape-17 (No. 217.-02522) Apr-18
Reteronco 20 dB Attenusioe | SN: 5058 (20K) 07-Apr-17 (No. 21702528 Apr-18
Type-N mismatch combination | SN: 5047.2/06327  O7-Ape-17 (No. 217-02529) Apr-10
Aoterence Probe EX3I0DVA | 8N 7340 30-Doc-17 (No. EX3-7349_Deci7) Déc-18
DAE4 | she 801 2600117 (No. DAE4-801_Cet17) Det-18
Secondary Slandards lioe Check Date {In house) Scheduled Chuck ,
Power mator EPM-442A | 5N: GB37480704 07-Oct-15 (in house check Oct-16) in house check: Oct-18
Power sensor HP B451A SN; 837202763 07-Oc1-15 (i house eheck Oct-16) In houss check: Oct-18 ‘
Power sensoc HP BAB1A | SN MY41082317 07-Oct-15 (in house check Oct-16) in howsa check; Ot-18
FF generator AAS SMT-06 SN: 100972 15-2un-15 {in house check Oct-16) In houss check: Oct-18 }
Networek Anatyzar HP §753E SN /537390585 18-Oct-01 (in house check Oct+17) In housa check: Oct-18
Name Function Signaturn
Cadbrated by: Machas| Vieber Laboentory Techniian lw
Aproved by: Katja Pokovc ‘Technical Maneger

s

Issued. February 19, 2018

This cadbration ceriificate shall not ba reproducad exceapt in full without written approval of the labaratory.
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Calibration Laboratory of S, Schwaizecischer Kalibriordionst

Schmid & Partner e = Service suisse d'étalonnage
Engineering AG % C  survirto svizzero o taruturs

Zeughausstrasse 43, 8004 Zurich, Switzerland % ,‘ﬁ\\_\? S swiss Calibration Service

Accrodited by the Swiss Accreditation Sanice (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA

Muttitaternt Agr for the recognition of cafibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z

N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, "Measurement procedure for the assessment of Specific Absorption Rate
{(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 20186

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

» Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantorn. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflacted power. No uncertainty required.

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power,
SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

= SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Cenificate No; D2450V2-865_Feb18 Page 20l 8
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Measurement Conditions
DASY system configuration, as ar as not given on page 1.
DASY Version DASYS V52.10.0
Extrapolation Advanced Extrapolation
Phantom Modular Fiat Phantom
Distance Dipole Center - TSL 10 mm with Spacar
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 2450 MHz + 1 MHz
Head TSL parameters
The following parameters and caloulations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 382 1.80 mho/m
Measured Head TSL parameters (220+02;“C 379+6% 1,87 mho/m =6 2%
Head TSL temperature change during test <05°C - —
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measurad 250 mW input power 13.1 Wikg
SAR for nominal Head TSL parameters normalized to 1W 51.1 W/kg = 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Head TSL condition
SAR measured 250 mW input power 6.07 Wikg
SAR for nominal Head TSL parameters nomalized to 1W 23.9 Wikg = 16.5 % (k=2)
Body TSL parameters
The following parameters and caiculations were applied,
Temperature Permittivity Conductivity
Nominal Baody TSL parameters 220°C 82.7 1.95 mho/m
Measured Body TSL parameters {220=202)°C 514+6% 2.04 mho/m =6 %
Body TSL temperature change during test <05°C e -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 12.9 Wikg
SAR for nominal Body TSL parameters normalized to 1W 50.2 W/kg = 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Body TSL condition
SAR measured 250 mW input power 5.98 Wkg
SAR for nominal Body TSL parametars normalized to 1W 23.6 W/kg = 16,5 % (k=2)

Certificate No: D2450V2-985_Feb18
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL

Impedance, transiormed to feed point 5490+42102

Retum Loss -242d8

Antenna Parameters with Body TSL

Impedance, transformed 1o feed point 5090+63|Q

Return Loss -240d8

General Antenna Parameters and Design

Iiedncal Delay (one direction) l 1.183 ns j

After long term use with 100W radiated power, only & shight warming of the dipole near the feedpoint can be measured,

The dipole is made of standard seminigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipofe. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added 10 the dipole arms in order to improve matching when loaded according to the position as explainad in the
"Measurement Conditions® paragraph, The SAR data are not alfected by this change. The overall dipola length is still
according to the Standard,

No excessive force must be applied to the dipole arms, because thay might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on November 19, 2014
Certificate No: D2450V2-265_Feb18 Page 4 of 8
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DASYS Validation Report for Head TSL

Date: 16.02.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 965

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; o = 1.87 S/m; & = 37.9; p = 1000 ke/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
« Probe: EX3DV4 - SN7349; ConvF(7.88, 7.88, 7.88): Calibrated: 30.12.2017;
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
* Electronics: DAE4 Sn601; Calibrated: 26.10.2017
« Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

« DASY52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 112.7 V/im: Power Drift = -0.05 dB

Peak SAR (extrapolated) = 26.2 W/kg

SAR(1 g) = 13.1 W/kg: SAR(10 g) = 6.07 W/kg

Maximum value of SAR (mesasured) = 20.7 Wikg

-5.00
-10.00
-15.00

-20.00

-25.00

0dB =20.7 W/kg = 13.16 dBW/kg

Certificate No: D2450V2-965_Feb18 Page 50t 8
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Impedance Measurement Plot for Head TSL

16 Feb 2048 14:08:17
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DASYS5 Validation Report for Body TSL

Date: 16.02.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 965

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: = 2450 MHz; o = 2.04 S$/m; g, = 51.4; p = 1000 kg/m’
Phantom section: Flat Section

Measuremen! Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration;
« Probe: EX3DV4 - SN7349; ConvF(8.01, 8.01, 8.,01); Calibrated: 30.12.2017;
= Scnsor-Surface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601: Calibrated: 26.10.2017
» Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA: Serial: 1002
= DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grnid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 104.7 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 258 W/kg

SAR(1 g) = 12,9 W/kg; SAR(10 g) = 5.98 W/kg

Maximum value of SAR (measured) = 20.0 W/kg

dB
6

-5.00

-10.00
-15.00
-20.00

-25.00

0dB =20.0 W/kg =13.01 dBW/kg
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Impedance Measurement Plot for Body TSL

16 Feb 2018
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