
Plot No. 1 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-21 

GSM 850 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.905 S/m; εr = 40.998; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.43, 10.43, 10.43); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1846 
 

RHS/Touch_GPRS_4 slots_ch 190/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.206 W/kg 
 

RHS/Touch_GPRS_4 slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.38 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.232 W/kg 
SAR(1 g) = 0.184 W/kg; SAR(10 g) = 0.141 W/kg 
Maximum value of SAR (measured) = 0.204 W/kg 

 

  

 
0 dB = 0.204 W/kg = -6.90 dBW/kg 

 

  



Plot No. 2 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-20 

GSM 850 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.999 S/m; εr = 52.947; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.09, 10.09, 10.09); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/GPRS_4 slots_ ch 190/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.332 W/kg 
 

Rear/GPRS_4 slots_ ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.52 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.374 W/kg 
SAR(1 g) = 0.299 W/kg; SAR(10 g) = 0.229 W/kg 
Maximum value of SAR (measured) = 0.334 W/kg 

 

  

 
0 dB = 0.334 W/kg = -4.76 dBW/kg 

 

  



Plot No. 3 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-20 

GSM 850 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.999 S/m; εr = 52.947; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.09, 10.09, 10.09); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/GPRS_4 slots_ ch 190/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.452 W/kg 
 

Rear/GPRS_4 slots_ ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.26 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 0.663 W/kg 
SAR(1 g) = 0.353 W/kg; SAR(10 g) = 0.217 W/kg 
Maximum value of SAR (measured) = 0.461 W/kg 

 

  

 
0 dB = 0.461 W/kg = -3.36 dBW/kg 

 

  



Plot No. 4 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-22 

GSM 1900 

 

Frequency: 1880 MHz; Duty Cycle: 1:2.60016;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.416 S/m; εr = 38.63; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(8.31, 8.31, 8.31); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1854 
 

LHS/Touch_GPRS 3 slots_ch 661/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.248 W/kg 
 

LHS/Touch_GPRS 3 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 13.38 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.333 W/kg 
SAR(1 g) = 0.207 W/kg; SAR(10 g) = 0.123 W/kg 
Maximum value of SAR (measured) = 0.259 W/kg 

 

  

 
0 dB = 0.259 W/kg = -5.87 dBW/kg 

 

  



Plot No. 5 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-27 

GSM 1900 

 

Frequency: 1880 MHz; Duty Cycle: 1:2.60016;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.564 S/m; εr = 53.365; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.05, 8.05, 8.05); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/GPRS_3 slots_ch 661/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.174 W/kg 
 

Rear/GPRS_3 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 11.50 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.325 W/kg 
SAR(1 g) = 0.177 W/kg; SAR(10 g) = 0.091 W/kg 
Maximum value of SAR (measured) = 0.237 W/kg 

 

  

 
0 dB = 0.237 W/kg = -6.25 dBW/kg 

 

  



Plot No. 6 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-27 

GSM 1900 

 

Frequency: 1880 MHz; Duty Cycle: 1:2.60016;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.564 S/m; εr = 53.365; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.05, 8.05, 8.05); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Edge 3/GPRS 3 slots_ch 661/Area Scan (9x5x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.362 W/kg 
 

Edge 3/GPRS 3 slots_ch 661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.68 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.620 W/kg 
SAR(1 g) = 0.318 W/kg; SAR(10 g) = 0.152 W/kg 
Maximum value of SAR (measured) = 0.427 W/kg 

 

  

 
0 dB = 0.427 W/kg = -3.70 dBW/kg 

 

  



Plot No. 7 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-04-09 

W-CDMA Band II 

 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.432 S/m; εr = 38.174; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(8.31, 8.31, 8.31); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1854 
 

LHS/Touch_Rel.99 ch 9400/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.653 W/kg 
 

LHS/Touch_Rel.99 ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.84 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.869 W/kg 
SAR(1 g) = 0.548 W/kg; SAR(10 g) = 0.330 W/kg 
Maximum value of SAR (measured) = 0.682 W/kg 

 

  

 
0 dB = 0.682 W/kg = -1.66 dBW/kg 

 

  



Plot No. 8 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-26 

W-CDMA Band II 

 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1880 MHz; σ = 1.564 S/m; εr = 53.365; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.05, 8.05, 8.05); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/Rel.99_ch 9400/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.576 W/kg 
 

Rear/Rel.99_ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.79 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.05 W/kg 
SAR(1 g) = 0.573 W/kg; SAR(10 g) = 0.290 W/kg 
Maximum value of SAR (measured) = 0.766 W/kg 

 

  

 
0 dB = 0.766 W/kg = -1.16 dBW/kg 

 

  



Plot No. 9 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-04-09 

W-CDMA Band II 

 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.575 S/m; εr = 50.906; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.05, 8.05, 8.05); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI V6.0 (20deg); Type: QD OVA 003 AA; Serial: 2013 
 

Edge 3/Rel.99_ch 9538/Area Scan (9x5x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.25 W/kg 
 

Edge 3/Rel.99_ch 9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 28.49 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.81 W/kg 
SAR(1 g) = 0.945 W/kg; SAR(10 g) = 0.453 W/kg 

 

  

 
0 dB = 1.25 W/kg = 0.97 dBW/kg 

 

  



Plot No. 10 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-29 

W-CDMA Band IV 

 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.302 S/m; εr = 39.531; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(8.65, 8.65, 8.65); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1854 
 

LHS/Touch_Rel.99 ch 1413/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.499 W/kg 
 

LHS/Touch_Rel.99 ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.03 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.645 W/kg 
SAR(1 g) = 0.431 W/kg; SAR(10 g) = 0.273 W/kg 
Maximum value of SAR (measured) = 0.524 W/kg 

 

  

 
0 dB = 0.524 W/kg = -2.81 dBW/kg 

 

  



Plot No. 11 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-27 

W-CDMA Band IV 

 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.427 S/m; εr = 53.645; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.41, 8.41, 8.41); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/Rel.99_ch 1413/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.527 W/kg 
 

Rear/Rel.99_ch 1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 17.52 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 0.996 W/kg 
SAR(1 g) = 0.563 W/kg; SAR(10 g) = 0.294 W/kg 
Maximum value of SAR (measured) = 0.750 W/kg 

 

  

 
0 dB = 0.750 W/kg = -1.25 dBW/kg 

 

  



Plot No. 12 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-26 

W-CDMA Band IV 

 

Frequency: 1752.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 1752.6 MHz; σ = 1.441 S/m; εr = 53.563; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.41, 8.41, 8.41); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/Rel.99_ch 1513/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.849 W/kg 
 

Rear/Rel.99_ch 1513/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 21.54 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.56 W/kg 
SAR(1 g) = 0.816 W/kg; SAR(10 g) = 0.392 W/kg 
Maximum value of SAR (measured) = 1.10 W/kg 

 

  

 
0 dB = 1.10 W/kg = 0.41 dBW/kg 

  



Plot No. 13 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-21 

W-CDMA Band V 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.905 S/m; εr = 40.998; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.43, 10.43, 10.43); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1846 
 

RHS/Touch_Rel.99_ch 4183/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.239 W/kg 
 

RHS/Touch_Rel.99_ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.47 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.269 W/kg 
SAR(1 g) = 0.214 W/kg; SAR(10 g) = 0.163 W/kg 

 

  

 
0 dB = 0.239 W/kg = -6.22 dBW/kg 

 

  



Plot No. 14 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-20 

W-CDMA Band V 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.999 S/m; εr = 52.947; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.09, 10.09, 10.09); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/Rel.99_ch 4183/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm. 

Maximum value of SAR (measured) = 0.368 W/kg 
 

Rear/Rel.99_ch 4183/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 19.52 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.420 W/kg 
SAR(1 g) = 0.334 W/kg; SAR(10 g) = 0.256 W/kg 
Maximum value of SAR (measured) = 0.375 W/kg 

 

  

 
0 dB = 0.375 W/kg = -4.26 dBW/kg 

 

  



Plot No. 15 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-20 

W-CDMA Band V 

 

Frequency: 836.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.999 S/m; εr = 52.947; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.09, 10.09, 10.09); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/Rel.99_ch 4183/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.537 W/kg 
 

Rear/Rel.99_ch 4183/Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 23.43 V/m; Power Drift = 0.00 dB 
Peak SAR (extrapolated) = 0.744 W/kg 
SAR(1 g) = 0.402 W/kg; SAR(10 g) = 0.286 W/kg 
Maximum value of SAR (measured) = 0.516 W/kg 

 

  

 
0 dB = 0.516 W/kg = -2.87 dBW/kg 

 

  



Plot No. 16 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-22 

LTE Band 2 

 

Frequency: 1860 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1860 MHz; σ = 1.399 S/m; εr = 38.707; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(8.31, 8.31, 8.31); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1854 
 

LHS/Touch_QPSK RB 1/0 ch 18700/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.578 W/kg 
 

LHS/Touch_QPSK RB 1/0 ch 18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 20.60 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.768 W/kg 
SAR(1 g) = 0.477 W/kg; SAR(10 g) = 0.286 W/kg 
Maximum value of SAR (measured) = 0.583 W/kg 

 

  

 
0 dB = 0.583 W/kg = -2.34 dBW/kg 

 

  



Plot No. 17 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-22 

LTE Band 2 

 

Frequency: 1860 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1860 MHz; σ = 1.544 S/m; εr = 51.954; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.05, 8.05, 8.05); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/QPSK RB 1/0 Ch 18700/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.500 W/kg 
 

Rear/QPSK RB 1/0 Ch 18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.55 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.701 W/kg 
SAR(1 g) = 0.389 W/kg; SAR(10 g) = 0.201 W/kg 
Maximum value of SAR (measured) = 0.518 W/kg 

 

  

 
0 dB = 0.518 W/kg = -2.86 dBW/kg 

 

  



Plot No. 18 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-26 

LTE Band 2 

 

Frequency: 1860 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1860 MHz; σ = 1.543 S/m; εr = 53.429; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.05, 8.05, 8.05); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Edge 3/QPSK RB 1/0 Ch 18700/Area Scan (5x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.785 W/kg 
 

Edge 3/QPSK RB 1/0 Ch 18700/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 24.06 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.22 W/kg 
SAR(1 g) = 0.634 W/kg; SAR(10 g) = 0.305 W/kg 
Maximum value of SAR (measured) = 0.871 W/kg 

 

  

 
0 dB = 0.871 W/kg = -0.60 dBW/kg 

 

  



Plot No. 19 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-21 

LTE Band 5 

 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.905 S/m; εr = 40.999; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.43, 10.43, 10.43); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1846 
 

RHS/Touch_QPSK RB 1/0_ch 20525/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.201 W/kg 
 

RHS/Touch_QPSK RB 1/0_ch 20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.67 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.231 W/kg 
SAR(1 g) = 0.183 W/kg; SAR(10 g) = 0.139 W/kg 
Maximum value of SAR (measured) = 0.206 W/kg 

 

  

 
0 dB = 0.206 W/kg = -6.86 dBW/kg 

 

  



Plot No. 20 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-20 

LTE Band 5 

 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.999 S/m; εr = 52.948; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.09, 10.09, 10.09); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/QPSK RB 1/0 ch 20525/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.317 W/kg 
 

Rear/QPSK RB 1/0 ch 20525/Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.02 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.361 W/kg 
SAR(1 g) = 0.286 W/kg; SAR(10 g) = 0.218 W/kg 
Maximum value of SAR (measured) = 0.320 W/kg 

 

  

 
0 dB = 0.320 W/kg = -4.95 dBW/kg 

 

  



Plot No. 21 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-20 

LTE Band 5 

 

Frequency: 836.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 836.5 MHz; σ = 0.999 S/m; εr = 52.948; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(10.09, 10.09, 10.09); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Rear/QPSK RB 1/0 ch 20525/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.426 W/kg 
 

Rear/QPSK RB 1/0 ch 20525/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.90 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.589 W/kg 
SAR(1 g) = 0.331 W/kg; SAR(10 g) = 0.238 W/kg 
Maximum value of SAR (measured) = 0.415 W/kg 

 

  

 
0 dB = 0.415 W/kg = -3.82 dBW/kg 

 

  



Plot No. 22 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-24 

LTE Band 12 

 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.859 S/m; εr = 42.541; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(10.55, 10.55, 10.55); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Right); Type: QD000P40CD; Serial: TP:1855 
 

LHS/Touch_QPSK RB 1/25 ch 23095/Area Scan (7x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0860 W/kg 
 

LHS/Touch_QPSK RB 1/25 ch 23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 10.11 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.0960 W/kg 
SAR(1 g) = 0.078 W/kg; SAR(10 g) = 0.060 W/kg 

 

  

 
0 dB = 0.0860 W/kg = -10.66 dBW/kg 

 

  



Plot No. 23 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-21 

LTE Band 12 

 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.922 S/m; εr = 55.046; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(10.3, 10.3, 10.3); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/QPSK RB 1/25 ch 23095/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.123 W/kg 
 

Rear/QPSK RB 1/25 ch 23095/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 11.64 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 0.142 W/kg 
SAR(1 g) = 0.110 W/kg; SAR(10 g) = 0.084 W/kg 
Maximum value of SAR (measured) = 0.124 W/kg 

 

  

 
0 dB = 0.124 W/kg = -9.07 dBW/kg 

  



Plot No. 24 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-21 

LTE Band 12 

 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.922 S/m; εr = 55.046; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(10.3, 10.3, 10.3); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/QPSK RB 1/25 ch 23095/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.176 W/kg 
 

Rear/QPSK RB 1/25 ch 23095/Zoom Scan (6x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 14.03 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.224 W/kg 
SAR(1 g) = 0.158 W/kg; SAR(10 g) = 0.117 W/kg 
Maximum value of SAR (measured) = 0.181 W/kg 

 

  

 
0 dB = 0.181 W/kg = -7.42 dBW/kg 

 

  



Plot No. 25 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-29 

LTE Band 66 

 

Frequency: 1720 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1720 MHz; σ = 1.291 S/m; εr = 39.583; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(8.65, 8.65, 8.65); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM Phantom CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1854 
 

LHS/Touch_QPSK RB 1/0 ch 132072/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.432 W/kg 
 

LHS/Touch_QPSK RB 1/0 ch 132072/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 18.58 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.559 W/kg 
SAR(1 g) = 0.373 W/kg; SAR(10 g) = 0.238 W/kg 
Maximum value of SAR (measured) = 0.453 W/kg 

 

  

 
0 dB = 0.453 W/kg = -3.44 dBW/kg 

  



Plot No. 26 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-26 

LTE Band 66 

 

Frequency: 1720 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1720 MHz; σ = 1.416 S/m; εr = 53.684; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.41, 8.41, 8.41); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/QPSK RB 1/0 Ch 132072/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.389 W/kg 
 

Rear/QPSK RB 1/0 Ch 132072/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 18.16 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.578 W/kg 
SAR(1 g) = 0.352 W/kg; SAR(10 g) = 0.192 W/kg 
Maximum value of SAR (measured) = 0.448 W/kg 

 

  

 
0 dB = 0.448 W/kg = -3.49 dBW/kg 

 

  



Plot No. 27 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-03-26 

LTE Band 66 

 

Frequency: 1770 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used: f = 1770 MHz; σ = 1.457 S/m; εr = 53.54; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7376; ConvF(8.41, 8.41, 8.41); Calibrated: 2017-08-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Edge 3/QPSK RB 50/0 Ch 132572/Area Scan (5x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.13 W/kg 
 

Edge 3/QPSK RB 50/0 Ch 132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 28.74 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 1.71 W/kg 
SAR(1 g) = 0.895 W/kg; SAR(10 g) = 0.430 W/kg 
Maximum value of SAR (measured) = 1.20 W/kg 

 

  

 
0 dB = 1.20 W/kg = 0.79 dBW/kg 

 

  



Plot No. 28 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-04-04 

Wi-Fi 2.4 GHz 

 

Frequency: 2437 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2437 MHz; σ = 1.827 S/m; εr = 37.81; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(7.71, 7.71, 7.71); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1847 
 

RHS/Touch_802.11 b mode ch 6/Area Scan (9x16x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.646 W/kg 
 

RHS/Touch_802.11 b mode ch 6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 18.34 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 1.33 W/kg 
SAR(1 g) = 0.514 W/kg; SAR(10 g) = 0.232 W/kg 
Maximum value of SAR (measured) = 0.763 W/kg 

 

  

 
0 dB = 0.763 W/kg = -1.17 dBW/kg 

 

  



Plot No. 29 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-04-05 

Wi-Fi 2.4 GHz 

 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 2.014 S/m; εr = 51.984; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(7.59, 7.59, 7.59); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Rear/802.11b_ch 11/Area Scan (10x17x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.218 W/kg 
 

Rear/802.11b_ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 11.42 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.337 W/kg 
SAR(1 g) = 0.180 W/kg; SAR(10 g) = 0.095 W/kg 
Maximum value of SAR (measured) = 0.239 W/kg 

 

  

 
0 dB = 0.239 W/kg = -6.22 dBW/kg 

 

  



Plot No. 30 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-04-05 

Wi-Fi 2.4 GHz 

 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 2.014 S/m; εr = 51.984; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(7.59, 7.59, 7.59); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Triple Flat Phantom 5.1C; Type: QD 000 P51 CA; Serial: 1166 
 

Edge 1/802.11b_ch 11/Area Scan (6x11x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.464 W/kg 
 

Edge 1/802.11b_ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 16.55 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.714 W/kg 
SAR(1 g) = 0.364 W/kg; SAR(10 g) = 0.181 W/kg 
Maximum value of SAR (measured) = 0.497 W/kg 

 

  

 
0 dB = 0.497 W/kg = -3.04 dBW/kg 

 

  



Plot No. 31 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-04-05 

Bluetooth 

 

Frequency: 2402 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2402 MHz; σ = 1.788 S/m; εr = 37.901; ρ = 1000 kg/m3  
DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn479; Calibrated: 2017-10-23 
- Probe: EX3DV4 - SN7330; ConvF(7.71, 7.71, 7.71); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0(Middle); Type: QD000P40CD; Serial: TP:1847 
 

RHS/Tilt_Bluetooth_GFSK_ch 0/Area Scan (9x16x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.233 W/kg 
 

RHS/Tilt_Bluetooth_GFSK_ch 0/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 12.09 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.465 W/kg 
SAR(1 g) = 0.176 W/kg; SAR(10 g) = 0.080 W/kg 
Maximum value of SAR (measured) = 0.264 W/kg 

 

  

 
0 dB = 0.264 W/kg = -5.78 dBW/kg 

 

 


