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Applicant Name: Date of Testing: 
Samsung Electronics, Co. Ltd. 07/22/13 - 08/12/13 
129, Samsung-ro, Maetan dong, Test Site/Location: 
Yeongtong-gu, Suwon-si PCTEST Lab, Columbia, MD, USA 
Gyeonggi-do 443-742, Korea Document Serial No.: 
 0Y1307251436.A3L 

 

FCC ID: A3LSMN9008 

APPLICANT: SAMSUNG ELECTRONICS, CO. LTD 

 
DUT Type: Portable Handset 
Application Type: Certification 
FCC Rule Part(s): CFR §2.1093 
Model(s): SM-N9008 

 

1 gm Head 
(W/kg)

1 gm Body-
Worn (W/kg)

1 gm Hotspot 
(W/kg)

10 gm Extremity 
(W/kg)

PCE GSM/GPRS/EDGE 850 824.20 - 848.80 MHz 32.72 < 0.1 0.16 0.25 < 0.1
PCE UMTS 850 826.40 - 846.60 MHz 24.97 0.12 0.21 0.21 < 0.1
PCE GSM/GPRS/EDGE 1900 1850.20 - 1909.80 MHz 30.20 0.13 0.34 0.80 < 0.1
PCE UMTS 1900 1852.4 - 1907.6 MHz 24.26 0.28 0.80 1.10 < 0.1
DTS 2.4 GHz WLAN 2412 - 2462 MHz 16.81 0.26 0.18 0.18 < 0.1
DTS 5.8 GHz WLAN 5745 - 5825 MHz 13.17 0.71 < 0.1 -1.00 0.32
NII 5.2 GHz WLAN 5180 - 5240 MHz 13.27 0.17 0.11 -1.00 0.39
NII 5.3 GHz WLAN 5260 - 5320 MHz 13.24 0.26 0.10 -1.00 0.47
NII 5.5 GHz WLAN 5500 - 5700 MHz 13.17 0.70 < 0.1 -1.00 0.44

DSS/DTS Bluetooth 2402 - 2480 MHz 8.39
0.99 1.03 1.13 0.47

SAR

N/A

Band & Mode Tx Frequency
Measured 
Conducted 

Power [dBm]

Simultaneous SAR per KDB 690783 D01v01r02:

Equipment 
Class

 
Note: Powers in the above table represent output powers for the SAR test configurations and may not represent the highest output 
powers for all configurations for each mode.  
 
This wireless portable device has been shown to be capable of compliance for localized specific absorption rate (SAR) for 
uncontrolled environment/general population exposure limits specified in ANSI/IEEE C95.1-1992 and has been tested in accordance 
with the measurement procedures specified in Section 1.8 of this report; for North American frequency bands only. 
  
I attest to the accuracy of data.  All measurements reported herein were performed by me or were made under my supervision and 
are correct to the best of my knowledge and belief.  I assume full responsibility for the completeness of these measurements and 
vouch for the qualifications of all persons taking them. Test results reported herein relate only to the item(s) tested. 
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4 D E F I N I T I O N  O F  R E F E R E N C E  P O I N T S  

4.1 EAR REFERENCE POINT 
Figure 4-2 shows the front, back and side views of the SAM Twin Phantom.  The 
point “M” is the reference point for the center of the mouth, “LE” is the left ear 
reference point (ERP), and “RE” is the right ERP.  The ERP is 15mm posterior to 
the entrance to the ear canal (EEC) along the B-M line (Back-Mouth), as shown in 
Figure 4-1.  The plane passing through the two ear canals and M is defined as the 
Reference Plane.  The line N-F (Neck-Front) is perpendicular to the reference 
plane and passing through the RE (or LE) is called the Reference Pivoting Line 
(see Figure 4-1).  Line B-M is perpendicular to the N-F line.  Both N-F and B-M 
lines are marked on the external phantom shell to facilitate handset positioning [5].   
 

4.2 HANDSET REFERENCE POINTS 
Two imaginary lines on the handset were established: the vertical centerline and 
the horizontal line.  The test device was placed in a normal operating position with the “test device 
reference point” located along the “vertical centerline” on the front of the device aligned to the “ear 
reference point”  (See Figure 4-3).  The “test device reference point” was than located at the same level 
as the center of the ear reference point.  The test device was positioned so that the “vertical centerline” 
was bisecting the front surface of the handset at its top and bottom edges, positioning the “ear reference 
point” on the outer surface of the both the left and right head phantoms on the ear reference point.   

 
Figure 4-2  

Front, back and side view of SAM Twin Phantom 

 
Figure 4-3  

Handset Vertical Center & Horizontal Line Reference Points 

Figure 4-1  
Close-Up Side view 

of ERP
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Figure 5-2 Front, Side and Top View of Ear/15º Tilt 

Position   
 

  
Figure 5-3  

Side view w/ relevant markings 

5.4 SAR Evaluations near the Mouth/Jaw Regions of the SAM Phantom 
Antennas located near the bottom of a phone may require SAR measurements around the mouth and jaw 
regions of the SAM head phantom. This typically applies to clam-shell style phones that are generally 
longer in the unfolded normal use positions or to certain older style long rectangular phones.  
 

Under these circumstances, the following procedures apply, adopted from the FCC guidance on SAR 
handsets document FCC KDB Publication 648474 D04v01r01. The SAR required in these regions of 
SAM should be measured using a flat phantom. The phone should be positioned with a separation 
distance of 4 mm between the ear reference point (ERP) and the outer surface of the flat phantom shell. 
While maintaining this distance at the ERP location, the low (bottom) edge of the phone should be 
lowered from the phantom to establish the same separation distance between the peak SAR location 
identified by the truncated partial SAR distribution measured with the SAM phantom. The distance from 
the peak SAR location to the phone is determined by the straight line passing perpendicularly through the 
phantom surface. When it is not feasible to maintain 4 mm separation at the ERP while also establishing 
the required separation at the peak SAR location, the top edge of the phone will be allowed to touch the 
phantom with a separation < 4 mm at the ERP. The phone should not be tilted to the left or right while 
placed in this inclined position to the flat phantom. 
 
The latest IEEE 1528 committee developments propose the usage of a 
tilted phantom when the antenna of the phone is mounted at the bottom or 
in all cases the peak absorption is in the chin region. Both SAM heads of 
the TwinSAM-Chin20 are rotated 20 degrees around the NF line. Each 
head can be removed individually from the table for emptying and 
cleaning.  

5.5 Body-Worn Accessory Configurations 
Body-worn operating configurations are tested with the belt-clips and 
holsters attached to the device and positioned against a flat phantom 
in a normal use configuration (see Figure 5-5). Per FCC KDB 
Publication 648474 D04v01r01, Body-worn accessory exposure is 
typically related to voice mode operations when handsets are carried 
in body-worn accessories. The body-worn accessory procedures in 
FCC KDB Publication 447498 D01v05 should be used to test for 
body-worn accessory SAR compliance, without a headset connected 
to it.  This enables the test results for such configuration to be compatible with that required for hotspot 
mode when the body-worn accessory test separation distance is greater than or equal to that required for 
hotspot mode, when applicable.  When the reported SAR for a body-worn accessory, measured without a 
headset connected to the handset, is > 1.2 W/kg, the highest reported SAR configuration for that wireless 
mode and frequency band should be repeated for that body-worn accessory with a headset attached to 
the handset. 

Figure 5-4 Twin SAM 
Chin20 

 
Figure 5-5 

Sample Body-Worn Diagram 
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 A P P E N D I X  B :  S Y S T E M  V E R I F I C A T I O N  
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 A P P E N D I X  C :  P R O B E  C A L I B R A T I O N  
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Figure D-1 

Composition of 2.4 GHz Head Tissue Equivalent Matter 
 

Note: 2.4 GHz head liquid recipes are proprietary SPEAG. Since the composition is approximate to the 
actual liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.  

 

 
  Figure D-2 

2.4 GHz Head Tissue Equivalent Matter 
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Figure D-3 

Composition of 5 GHz Head Tissue Equivalent Matter 
 

Note: 5GHz head liquid recipes are proprietary SPEAG. Since the composition is approximate to the 
actual liquids utilized, the manufacturer tissue-equivalent liquid data sheets are provided below.  

 

 
Figure D-4 

5GHz Head Tissue Equivalent Matter 
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