PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 719

Communication System: UID 0, CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2450 MHz; 6 = 2.031 S/m; & = 50.774; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-20-2019; Ambient Temp: 23.5°C; Tissue Temp: 22.5°C

Probe: EX3DV4 - SN7417; ConvF(7.51, 7.51, 7.51) @ 2450 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2450 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 10.8 W/kg
SAR(1 g) =5.09 W/kg
Deviation(1 g) = 1.60%

— -4.52

-9.05
-13.57
-18.10

-22.62
0 dB = 8.60 W/kg = 9.34 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 981

Communication System: UID 0, CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 MHz Body; Medium parameters used:
f=2450 MHz; 6 = 2.028 S/m; & = 53.361; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-24-2019; Ambient Temp: 21.3°C; Tissue Temp: 20.3°C

Probe: EX3DV4 - SN7308; ConvF(7.57, 7.57, 7.57) @ 2450 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7450)

2450 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 10.8 W/kg
SAR(1 g) =5.09 W/kg
Deviation(1 g) = 0.00%

dB

—-4.54

-9.08

-13.63 L

-18.17

z

L

-22.71

0 dB = 8.61 W/kg = 9.35 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 719

Communication System: UID 0, CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2450 MHz; 6 = 2.035 S/m; & = 50.873; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-25-2019; Ambient Temp: 23.2°C; Tissue Temp: 22.3°C

Probe: EX3DV4 - SN7417; ConvF(7.51, 7.51, 7.51) @ 2450 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2450 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 10.5 W/kg
SAR(1 g) =5.06 W/kg
Deviation(1 g) = 1.00%

—-4.51

-9.02

-13.53

-18.04

z

L

0 dB =8.39 W/kg = 9.24 dBW/kg

-22.55
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 981

Communication System: UID 0, CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 MHz Body; Medium parameters used:
f=2450 MHz; 6 = 2.031 S/m; & = 53.083; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-26-2019; Ambient Temp: 22.2°C; Tissue Temp: 21.1°C

Probe: EX3DV4 - SN7308; ConvF(7.57, 7.57, 7.57) @ 2450 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2450 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 11.1 W/kg
SAR(L g) = 5.25 W/kg
Deviation(1 g) = 3.14%

dB

—-4.52

-9.03
-13.55
-18.06

-22.58
0 dB =8.81 W/kg = 9.45 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 719

Communication System: UID 0, CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2450 MHz; 6 = 2.006 S/m; & = 51.261; p = 1000 kg/m3
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-27-2019; Ambient Temp: 23.9°C; Tissue Temp: 21.8°C

Probe: EX3DV4 - SN7417; ConvF(7.51, 7.51, 7.51) @ 2450 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2450 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 10.3 W/kg
SAR(10 g) = 2.28 W/kg
Deviation(10 g) = -3.80%

— 0

— -4.65

-9.30

-13.95%

-18.60

L
0 dB = 8.27 W/kg = 9.18 dBW/kg

-23.25
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1004

Communication System: UID 0, CW; Frequency: 2600 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2600 MHz; 6 = 2.217 S/m; & = 50.527; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-14-2019; Ambient Temp: 23.2°C; Tissue Temp: 22.6°C

Probe: EX3DV4 - SN7417; ConvF(7.37, 7.37, 7.37) @ 2600 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2600 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 11.8 W/kg
SAR(1 g) = 5.4 W/kg; SAR(10 g) = 2.37 W/kg
Deviation(1 g) = -1.46%; Deviation(10 g) = -4.05%

—-4.96

-9.92
-14.87
-19.83

-24.79
0 dB = 9.32 W/kg = 9.69 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1004

Communication System: UID 0, CW; Frequency: 2600 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2600 MHz; 6 = 2.203 S/m; & = 50.323; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-20-2019; Ambient Temp: 23.9°C; Tissue Temp: 22.5°C

Probe: EX3DV4 - SN7417; ConvF(7.37, 7.37, 7.37) @ 2600 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2600 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 11.8 W/kg
SAR(1 g) = 5.42 W/kg
Deviation(1 g) =-1.09%

dB

— -4.81

-9.62

-14.44

-19.25

F4

L

0 dB = 9.30 W/kg = 9.68 dBW/Kg

-24.06
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1004

Communication System: UID 0, CW; Frequency: 2600 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2600 MHz; 6 = 2.221 S/m; & = 50.392; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-25-2019; Ambient Temp: 23.2°C; Tissue Temp: 22.3°C

Probe: EX3DV4 - SN7417; ConvF(7.37, 7.37, 7.37) @ 2600 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2600 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 11.8 W/kg
SAR(1 g) = 5.48 W/kg
Deviation(1 g) = 0.00%

—-4.74

-9.48

-14.21

-18.95

z

L

0 dB = 9.40 W/kg = 9.73 dBW/kg

-23.69
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1004

Communication System: UID 0, CW; Frequency: 2600 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2600 MHz; 6 = 2.18 S/m; & = 50.817; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-27-2019; Ambient Temp: 23.9°C; Tissue Temp: 21.8°C

Probe: EX3DV4 - SN7417; ConvF(7.37, 7.37, 7.37) @ 2600 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019
Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2600 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 11.2 W/Kkg
SAR(10 g) = 2.29 W/kg
Deviation(10 g) = -7.29%

— -4.81

-9.63

-14.44

-19.26

L

-24.07

0 dB = 8.86 W/kg = 9.47 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 2600 MHz; Type: D2600V2; Serial: 1004

Communication System: UID 0, CW; Frequency: 2600 MHz; Duty Cycle: 1:1
Medium: 2450 Body; Medium parameters used:
f=2600 MHz; 6 = 2.235 S/m; & = 51.166; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 07-01-2019; Ambient Temp: 23.2°C; Tissue Temp: 22.6°C
Probe: EX3DV4 - SN7417; ConvF(7.37, 7.37, 7.37) @ 2600 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn665; Calibrated: 2/13/2019

Phantom: LeftTwin-SAM V5.0; Type: QD 000 P40 CD; Serial: TP1375
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

2600 MHz System Verification at 20.0 dBm (100 mW)
Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Peak SAR (extrapolated) = 11.9 W/kg

SAR(1 g) = 5.44 W/kg
Deviation(1 g) =-0.73%

-4.83
-9.67
-14.50
-19.34

2417
0 dB = 9.24 W/kg = 9.66 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 3500 MHz; Type: D3500V2; Serial: 1055

Communication System: UID 0, CW; Frequency: 3500 MHz; Duty Cycle: 1:1
Medium: 3500-3700 Body Medium parameters used:
f=3500 MHz; 6 = 3.369 S/m; & = 50.694; p = 1000 kg/m3
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-25-2019; Ambient Temp: 22.3°C; Tissue Temp: 21.9°C
Probe: EX3DV4 - SN3914; ConvF(6.88, 6.88, 6.88) @ 3500 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1272; Calibrated: 2/14/2019
Phantom: SAM with CRP v5.0 Front; Type: QD0O00P40CD; Serial: 1646
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

3500 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 18.3 W/kg
SAR(1 g) =6.27 W/kg
Deviation(1 g) = -2.94%

-7.24

-14.48
-21.73
-28.97

-36.21
0 dB = 12.7 W/kg = 11.04 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 3700 MHz; Type: D3700V2; Serial: 1002

Communication System: UID 0, CW; Frequency: 3700 MHz; Duty Cycle: 1:1
Medium: 3500-3700 Body Medium parameters used (interpolated):
f=3700 MHz; 6 = 3.582 S/m; & = 50.399; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-25-2019; Ambient Temp: 22.3°C; Tissue Temp: 21.9°C
Probe: EX3DV4 - SN3914; ConvF(6.58, 6.58, 6.58) @ 3700 MHz; Calibrated: 2/19/2019
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1272; Calibrated: 2/14/2019
Phantom: SAM with CRP v5.0 Front; Type: QD0O00P40CD; Serial: 1646
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)
3700 MHz System Verification at 20.0 dBm (100 mW)

Area Scan (8x9x1): Measurement grid: dx=12mm, dy=12mm
Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 19.3 W/kg
SAR(1 g) =6.35 W/kg
Deviation(1 g) =-2.31%

-f.64

-15.28
-22.93
-30.57

-38.21
0 dB = 13.3 W/kg = 11.24 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 5 GHz; Type: D5GHzV?2; Serial: 1237

Probe: EX3DV4 - SN7308; ConvF(4.48, 4.48, 4.48) @ 5250 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

dB

—{-10.00

-20.00

-30.00

-40.00

-50.00

Communication System: UID 0, CW; Frequency: 5250 MHz; Duty Cycle: 1:1
Medium: 5GHz Body Medium parameters used (interpolated):
f=15250 MHz; 6 = 5.443 S/m; & = 47.672; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-14-2019; Ambient Temp: 22.8°C; Tissue Temp: 20.9°C

5250 MHz System Verification at 17.0 dBm (50 mW)

Area Scan (7x7x1): Measurement grid: dx=10mm, dy=10mm

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 15.0 W/kg

SAR(1 g) = 3.6 W/kg
Deviation(1 g) = -4.76%

|

0 dB =8.58 W/kg = 9.33 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 5 GHz; Type: D5GHzV?2; Serial: 1191

Communication System: UID 0, CW; Frequency: 5250 MHz; Duty Cycle: 1:1
Medium: 5GHz Body; Medium parameters used (interpolated):
f=15250 MHz; 6 = 5.453 S/m; & = 48.55; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-27-2019; Ambient Temp: 23.5°C; Tissue Temp: 21.1°C

Probe: EX3DV4 - SN7308; ConvF(4.48, 4.48, 4.48) @ 5250 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

5250 MHz System Verification at 17.0 dBm (50 mW)

Area Scan (7x7x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 14.9 W/kg
SAR(L g) = 3.71 W/kg; SAR(10 g) = 1.03 W/kg
Deviation(1 g) = -3.64%; Deviation(10 g) = -4.63%

Wikg
— 8.594

— b.876

h.57

3.439

1.720

0.00132
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 5 GHz; Type: D5GHzV?2; Serial: 1237

dB

— -10.00

-20.00

-30.00

-40.00

-50.00

Test Date: 06-14-2019; Ambient Temp: 22.8°C; Tissue Temp: 20.9°C

5600 MHz System Verification at 17.0 dBm (50 mW)

Area Scan (7x7x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 18.4 W/kg
SAR(1 g) = 4.1 W/kg
Deviation(1 g) = 4.46%

Communication System: UID 0, CW; Frequency: 5600 MHz; Duty Cycle: 1:1
Medium: 5GHz Body Medium parameters used:
f=5600 MHz; 6 = 5.95 S/m; & = 47.025; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Probe: EX3DV4 - SN7308; ConvF(4, 4, 4) @ 5600 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7450)

z

L

b

e

0 dB = 10.6 W/kg = 10.25 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 5 GHz; Type: D5GHzV?2; Serial: 1191

Communication System: UID 0, CW; Frequency: 5600 MHz; Duty Cycle: 1:1
Medium: 5GHz Body; Medium parameters used:
f= 5600 MHz; 6 = 5.972 S/m; & = 47.912; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-27-2019; Ambient Temp: 23.5°C; Tissue Temp: 21.1°C

Probe: EX3DV4 - SN7308; ConvF(4, 4, 4) @ 5600 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

5600 MHz System Verification at 17.0 dBm (50 mW)

Area Scan (7x7x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 17.3 W/kg
SAR(1 g) = 3.89 W/kg; SAR(10 g) = 1.07 W/kg
Deviation(1 g) = -1.77%; Deviation(10 g) = -3.60%

Wikg
— 9.273

— f.418

h.hb4

3.709

1.855
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 5 GHz; Type: D5GHzV?2; Serial: 1237

Communication System: UID 0, CW; Frequency: 5750 MHz; Duty Cycle: 1:1
Medium: 5GHz Body Medium parameters used (interpolated):
f=5750 MHz; 6 = 6.177 S/m; & = 46.742; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-14-2019; Ambient Temp: 22.8°C; Tissue Temp: 20.9°C

Probe: EX3DV4 - SN7308; ConvF(4.18, 4.18, 4.18) @ 5750 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

5750 MHz System Verification at 17.0 dBm (50 mW)

Area Scan (7x7x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 17.5 W/kg
SAR(L g) = 3.75 W/kg
Deviation(1 g) =-1.19%

dB

— -10.00

-20.00
-30.00
-40.00

-50.00
0 dB = 9.16 W/kg = 9.62 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

DUT: Dipole 5 GHz; Type: D5GHzV?2; Serial: 1191

Communication System: UID 0, CW; Frequency: 5750 MHz; Duty Cycle: 1:1
Medium: 5GHz Body; Medium parameters used (interpolated):
f=5750 MHz; 6 = 6.205 S/m; & = 47.593; p = 1000 kg/m®
Phantom section: Flat Section; Space: 1.0 cm

Test Date: 06-27-2019; Ambient Temp: 23.5°C; Tissue Temp: 21.1°C

Probe: EX3DV4 - SN7308; ConvF(4.18, 4.18, 4.18) @ 5750 MHz; Calibrated: 8/23/2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1558; Calibrated: 10/3/2018
Phantom: Twin-SAM V5.0; Type: QD 000 P40 CD; Serial: 1630
Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

5750 MHz System Verification at 17.0 dBm (50 mW)

Area Scan (7x7x1): Measurement grid: dx=10mm, dy=10mm
Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm; Graded Ratio: 1.4
Peak SAR (extrapolated) = 16.7 W/kg
SAR(1 g) = 3.58 W/kg; SAR(10 g) = 1 W/kg
Deviation(1 g) = -5.91%; Deviation(10 g) = -5.66%

Wikg
— 8.833

— f.066

h.300

3.533

1.767

B52
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Calibration Laboratory of
Schmid & Partner
Engineering AG
--Zeughausstrasse 43,8004 Zurich, Switzedand - --- - -

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura

~ Swiss Callbration Seivige =~

Accredilad by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of callbration certificates

Client PC Test ' Certificate No: D750V3-1003_Jan18
CALIBRATION CERTIFICATE )

Object D750V3 - SN:1003

Calibration procedure(s) QA CAL-05.v9

Calibration procedure for dipole validation kits above 700 MHz

Calibration date; January 15, 2018 N ol
01-25-21
This callbration certificate decuments the fraceabllity io national standards, which realize the physical units of measurements {S1). %N v/
The measurements and the unecertaintias with confidence probabilily are given on 1he following pages and are part of the cerificate. .
WPALTYER
All calibrations have baen conducted In the closed faboratory facility: environment temperalure (22 + 3}°C and humidity < 70%.
Calibration Equipment used (MATE eitical for calitration)
Primary Standards 1D # Cal Date (Cerfificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-17 (No. 217-02521/02522) Apr-18
Power sensor NRP-Z91 SN: 103244 04-Apr-17 {No. 247-02521) Apr-18
Power sensor NRP-Z91 SN: 103245 04-Apr-17 {No. 217-02522) Apr-18
Reference 20 dB Attenuator SN: 5058 (20K) 07-Apr-17 (No. 217-02528) Apr-18
Type-N mismatch combination SN: 50472/ 06327 07-Apr-17 (No. 217-02529) Apr-18
Reference Probe EX3DV4 SN: 7349 30-Dec-17 {No. EX3-7349_Dec17) Dec-18
DAE4 SN: 601 26-0ct-17 (No. DAE4-601_Oct17} Oct-18
Secondary Standards 1D # Check Date {in house) Schaduled Check
Power meter EPM-442A SN: GB37480704 07-Oct~15 (in house check Oct-16) In house check: Gct-18
Power sensor HP B481A SN: US37292783 07-0c1-15 (in house check Oct-16) In house check: Oct-18
Peower sensor HP 8481A SN: MY41092317 07-Oct-15 {in house chack Oct-16) in house check: Get-18
BF generator R&S SMT-06 SN; 100972 15-Jun-15 {in house check Oct-16) In house check: Qci-18
Nelwork Analyzer HP 8753E SN: US37390585 18-0Oct-01 (jn house check Oct-17) In house check: Oct-18
MName Function Signalure

Calibrated by, Leff Klysner Laboratory Techniclan ﬁf” %
Approved by: Kalja Pokovic Technlcal Manager /Z/ /g

Issued: January 15, 2048

This calibration certilicate shall nol be reproduced except in fult withoul writlen approval of lhe laboratory.

Cerlificate No: D750v3-1003_Jan18 Page 1 of 11
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Accredited by the Swiss Accreditalion Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is ohe of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SARY) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c} IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e} DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

» Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D750v3-1003_Jan18 Page 2 of 11




Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS V52.10.0
Extrapolaton  Advanced Extrapolaton |
Phantom Modular Flat Phantom

Distance Dipole Center - TSL 15 mm with Spacer

Zoom Scan Resolution

dx, dy, dz =5.0 mm

Frequency

750 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 41.9 0.89 mho/m
Measured Head TSL parameters (22.0+0.2)°C 409+6 % 0.90 mho/m + 6 %
Head TSL temperature change during test <0.5°C e -
SAR result with Head TSL
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 250 mW input power 2.10 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

8.28 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm? (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.37 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

5.42 W/kg + 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 55.5 0.96 mho/m
Measured Body TSL parameters (22.0x0.2) °C 55.0 +6 % 0.96 mho/m +6 %
Body TSL temperature change during test <0.5°C
SAR result with Body TSL
SAR averaged over 1 cm? (1 g) of Body TSL Condition
SAR measured 250 mW input power 2.15 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

8.58 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm? (10 g) of Body TSL

condition

SAR measured

250 mW input power

1.43 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

5.71 W/kg £ 16.5 % (k=2)

Certiticate No: D750V3-1003_Jan18

Page 3 of 11




Appendix (Additional assessments outside the scope of SCS 01 08)

Antenna Parameters with Head TSL

Impedance, transformed 1o feed point

53.8Q-21iQ

Return Loss -27.6dB
Antenna Parameters with Body TSL

Impedance, transformed to feed point 4920Q-6.2jQ

Return Loss -24.0dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.043 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, smali end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Manufactured on

January 21, 2009

Certificate No: D750V3-1003_Jan18
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Measurement Conditions

DASY system configuration, as far-as not

iven on page 1 and-3. -

Appendix (Additional assessments outside the scope of SCS 01 08)

Phantom

SAM Head Phantom

For usage with ¢cSAR3DV2-F/L

SAR resuit with SAM Head (Top)

SAR averaged over 1 em® {1 g) of Head TSL

Condition

SAR measured

250 m\W input power

1.98 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

7.94 Wikg £17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.33 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

5.32 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Mouth)

SAR averaged over 1 em? {1 g) of Head TSL

Condition

SAR measured

250 mW input power

2.05 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

8.22 W/kg +17.5 % (k=2)

SAR averaged over 10 cm* (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.38 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

5.52 Wikg + 16.9 % (k=2)

SAR result with SAM Head (Neck)

SAR averaged over 1 cm® (1 g) of Head TSL

Condition

SAR measured

250 mW input power

2.01 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

8.06 W/ka = 17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.38 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

5.52 Wkg + 16.9 % (k=2)

SAR result with SAM Head (Ear)

SAR averaged over 1 cm? (1 g) of Head TSL

Condition

SAR measured

250 mW input power

1.67 Wikg

SAR for nominal Head TSL parameters

nomalized to 1W

6.70 W/kg £ 17.5 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAH measured

250 mW input power

1.15 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

4.60 Wikg + 16.9 % (k=2)

Certificate No: D750V3-1003_Jan18
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DASYS5 Validation Report for Head TSL

Date: 12.01.2018
Test Labotatmy:'iSI;EAG, iu[‘ich, Sﬁtzérlarid -
DUT: Dipole 750 MHz; Type: D750V3; Serial: D750V3 - SN:1003

Communication System: UID 0 - CW; Frequency: 750 MHz

Medium parameters used: f = 750 MHz; ¢ = 0.9 S/m; & = 40.9; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/TEC/ANSI C63.19-201 1)

DASYS52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(10.22, 10.22, 10.22); Calibrated: 30.12.2017;
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
« Electronics: DAE4 Sn601; Calibrated: 26.10.2017
« Phantom: Flat Phantom 4.9 (front); Type: QD 00L P49 AA; Serial: 1001
+ DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 59.11 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 3.15 W/kg

SAR(1 g) =2.1 W/kg; SAR(10 g) = 1.37 W/kg

Maximum value of SAR (measured) = 2.80 W/kg

-2.40
-4.80
-F.20

-9.60

-12.00

0 dB = 2.80 W/kg = 4.47 dBW/kg

Certificate No: D750V3-1003_Jani8 Page 6 of 11




Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 12.01.2018

Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 750 MHz; Type: D750V3; Serial: D750V3 - SN:1003

Communication System: UID 0 - CW, Frequency: 750 MHz

Medium parameters used: f = 750 MHz; o = 0.96 S/m, & = 55; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (JEEE/IEC/ANST C63.19-2011)

DASYS52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(10.19, 10.19, 10.19); Calibrated: 30.12.2017;
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn601; Calibrated: 26.10.2017
» Phantom: Flat Phantom 4.9 (Back); Type: QD 00R P49 AA; Serial: 1005
« DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x8x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 57.31 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 3.17 W/kg

SAR(1 g) = 2.15 W/kg; SAR(10 g) = 1.43 W/kg

Maximum value of SAR (measured) = 2.83 Wrkg

-4.80
-7.20

-9.60

-12.00

0dB =283 W/kg =4.52 dBW/kg

Cerlificate No: D750V3-1003_Jan18 Page 8 of 11




Impedance Measurement Plot for Body TSL
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DASY5 Validation Report for SAM Head

Test Laboi'ét(;l'y:isPEAG, zufic:h, éw}tiéi‘lénd

DUT: Dipole 750 MHz; Type: D750V3; Serial: D750V3 - SN:1003

Communication System: UID 0 - CW; Frequency: 750 MHz
Medium parameters used: f =750 MHz; 6 = 0.9 S/m; & = 44.2; p = 1000 kg/m>
Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-201 1)

DASY52 Configuration:
 Probe: EX3DV4 - SN7349; ConvF(10.22, 10.22, 10.22); Calibrated: 30.12.2017;
* Sensor-Surface: 1.4mm (Mechanical Surface Detection)
+ Electronics: DAE4 Sn601; Calibrated: 26.10.2017
+ Phantom: SAM Head

» DASY52 52.10.0(1446); SEMCAD X 14.6.10(7417)

SAM Head/Top/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 56.79 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 2.89 W/kg

SAR(1 g) = 1.98 W/kg; SAR(10 g) = 1.33 W/kg

Maximum value of SAR (measured) = 2.58 W/kg

SAM Head/Mouth/Zoom Scan (7x7x7)/Cube 0: Mcasurement grid: dx=5mm, dy=Smm, dz=5mm
Reference Value = 56.85 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 2.94 W/kg

SAR(1 g) = 2.05 W/kg; SAR(10 g) = 1.38 W/kg

Maximum value of SAR (measured) = 2.62 W/kg

SAM Head/Neck/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 56.29 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 2.78 W/kg

SAR( g) =2.01 W/kg; SAR(10 g) = 1.38 W/kg

Maximum value of SAR (measured) = 2.56 W/kg

SAM Head/Ear/Zoom Scan (7x7x7)/Cube 0: Mecasurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 51.01 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 2.31 W/kg

SAR(1 g) = 1.67 W/kg; SAR(10 g) = 1.15 W/kg

Maximum value of SAR (measured) = 2.11 W/kg

Certificate No: D750V3-1003_Jan18 Page 10 of 11
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-1.00

-2.00

-3.00

-4.00

-5.00

0dB =258 W/kg =4.12 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.
7185 Oakland Mills Road, Columbia, MD 21046 USA
Tel. +1.410.290.6652 / Fax +1.410.290.6654
http://www.pctest.com

Certification of Calibration

Object D750V3 — SN: 1003

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extension Calibration date: 1/15/2019

Description: SAR Validation Dipole at 750 MHz.

Calibration Equipment used:

Manufacturer Model Description Cal Date | Cal Interval | Cal Due | Serial Number
Agilent 8753ES S-Parameter Network Analyzer 2/8/2018 Annual 2/8/2019 US39170122
Agilent N5182A MXG Vector Signal Generator 4/18/2018 Annual 4/18/2019 | MY47420800

Amplifier Research 1551G6 Amplifier CBT N/A CBT 433971
Anritsu MA2411B Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1207364
Anritsu MA2411B Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1339018
Anritsu ML2495A Power Meter 10/21/2018 Annual 10/21/2019 941001

Control Company 4040 Therm./Clock/Humidity Monitor 3/31/2017 Biennial 3/31/2019 170232394

Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 Biennial 5/2/2019 170330156
Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215

Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/4/2018 Annual 6/4/2019 MY53401181

MiniCircuits VLF-6000+ Low Pass Filter CBT N/A CBT N/A
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406
Pasternack PE2208-6 Bidirectional Coupler CBT N/A CBT N/A
Seekonk NC-100 Torque Wrench 7/11/2018 Annual 7/11/2019 N/A
SPEAG DAE4 Dasy Data Acquisition Electronics 10/3/2018 Annual 10/3/2019 1558
SPEAG DAE4 Dasy Data Acquisition Electronics 6/18/2018 Annual 6/18/2019 1334
SPEAG DAK-3.5 Dielectric Assessment Kit 9/11/2018 Annual 9/11/2019 1091
SPEAG EX3DV4 SAR Probe 8/23/2018 Annual 8/23/2019 7308
SPEAG EX3DV4 SAR Probe 6/25/2018 Annual 6/25/2019 7409

Measurement Uncertainty = £23% (k=2)

Name Function Signature
Calibrated By: Brodie Halbfoster | Test Engineer _BROPTE [{al proSTER.
Approved By: Kaitlin O’Keefe Senior Technical MM"
Manager
Object: Date Issued:
Page 1 of 4
D750V3 — SN: 1003 01/15/2019




DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

1/15/2018

1/15/2018 1/15/2019

Object: Date Issued:
Page 2 of 4
D750V3 — SN: 1003 01/15/2019




Impedance & Return-Loss Measurement Plot for Head TSL

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Body TSL

Object: Date Issued:

Page 4 of 4
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client PCTest i

CALIBRATION CERTIFICATE

Certificate No: D835V2-4d133_Oct18

Object DB35V2-SNi4d133

Calibration procedure(s) Q '_ AL 05. V10 : G L s G sl
.Canbratlo proced "re fo dlpoie'vahdation' klts above 700 .'MHz = &N \/
| jo)30) 2018

Calibration date: October 19,2018 s

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE ctitical for calibration)

Primary Standards ID # Cal Date (Certificate No.) Scheduled Callbration

Power meter NRP SN: 104778 04-Apr-18 (No, 217-02672/02673) Apr-19

Power sensor NRP-Z291 SN: 103244 04-Apr-18 (No, 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 30-Dec-17 (No. EX3-7349_Dec17) Dec-18

DAE4 SN: 601 04-Oct-18 (No. DAE4-601_Oct18) QOct-19

Secondary Standards ID# Check Date (in house) Scheduled Check
Power meter EPM-442A SN: GB37480704 07-0ct-15 (in house check Oct-18) In house check: Oct-20
Power sensor HP 84B1A SN: US37292783 07-Oct-15 {in house check Oct-18) In house check: Oct-20
Power sensor HP 8481A SN: MY41092317 07-Oct-15 {in house check Oct-18) In house check: Oct-20
RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-18} In house check: Oct-20
Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Cct-18) in house check: Oct-19

Name _ - Function Signature
Calibrated by: ‘Manu Seitz e 'aboratory Techmclan e

Approved by: _Ka.tl_'."lf"‘-.dl's'"t_ivicf.' L

Issued: Qctober 22, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: D835V2-4d133_0ct18 Page 1 of 8
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories 1o the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |[EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e} DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

s Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

o Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

o SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resuit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multipiied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not

iven on page 1.

DASY Version DASY5 V52.10.2
Extrapotation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 15 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 835 MHz + 1 MHz
Head TSL parameters
The tollowing parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 415 0.90 mho/m

Measured Head TSL parameters

(22.0 + 0.2) °C

406+6% 0.91 mho/m+6 %

Head TSL temperature change during test <05°C

SAR resuit with Head TSL

SAR averaged over 1 cm?® (1 g) of Head TSL Condition

SAHR measured

250 mW input power

2.39 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

9.43 W/kg + 17.0 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL condition

SAR measured

250 mW input power

1.54 W/kg

SAR tor nominal Head TSL parameters

normalized to 1W

6.10 W/kg = 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 55.2 0.97 mho/m
Measured Body TSL parameters (22.0 £0.2) °C 549x6% 0.98 mho/m £ 6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 2.46 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

9.75 W/kg + 17.0 % (k=2)-

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured

250 mW input power

1.61 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

6.40 W/kg + 16.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 506 2-2.4jQ

Return Loss -32.2 dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 45.0Q-6.7 jQ

Return Loss -211dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.397 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, smail end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is stii}
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on July 22, 2011
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DASY5 Validation Report for Head TSL

Date: 19.10.2018
Test Laboratory: The name of your organization
DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:4d133

Communication System: UID 0 - CW; Frequency: 835 MHz.

Medium parameters used: f = 835 MHz; 6 = 0.91 S/m; & = 40.6; p = 1000 kg/m>
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(9.9, 9.9, 9.9) @ 835 MHz; Calibrated: 30.12.2017
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601; Calibrated: 04.10.2018
e Phantom: Flat Phantom 4.9 {front); Type: QD O0L P49 AA; Serial: 1001
« DASYS5252.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 63.02 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 3.68 W/kg

SAR(1 g) = 2.39 W/kg; SAR(10 g) = 1.54 W/kg

Maximum value of SAR (measured) = 3.24 W/kg

0dB =3.24 W/kg=5.11 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 19.10.2018

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 -~ SN:4d133

Communication System: UID 0 - CW; Frequency: 835 MHz

Medium parameters used: f = 835 MHz; o = 0.98 S/m; & = 54.9; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(10.05, 10,05, 10.05) @ 835 MHz; Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 4.9 (Back); Type: QD O0R P49 AA; Serial: 1005

DASY52 52,10.2(1495), SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 61.61 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 3.69 W/kg

SAR( g) = 2.46 W/kg; SAR(10 g) = 1.61 W/kg

Maximum value of SAR (measured) = 3.28 Wrkg

-4.00

-10.,00

0dB =3.28 W/kg = 5.16 dBW/kg
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impedance Measurement Plot for Body TSL
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CALIBRATION CERTIFICATE

Certiticate No: D835V2-4d132_Jan19.

Object DB35V2 - SN:4d132 S /

pN
(}uoc[mq

or SAR ValidatlonSSources between 0_7 -3 GHz_ :

Calibration procedure(s) QA CAL-05.v1 1
_Callbratlon Procedur

Calibration date: January 22,2019,
This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Sh.
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed [aboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE critical for calibration)

Primary Standards iD # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-291 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-291 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 31-Dec-18 {No. EX3-7349_Deac18) Dec-19

DAE4 8N: 601 04-Oct-18 (No. DAE4-601_Oct18) QOct-19

Secondary Standards 1D # Check Date {in house) Scheduled Check

Power meter EPM-442A SN: GB37480704 07-Oct-15 (in house check Oct-18) In house check: Oct-20

Power sensor HP 8481A SN: US37292783 07-Oct-15 (in house check Oct-18) In house check: Oct-20

Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Cct-18) In house check: Oct-20

RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-18) In house check: Oct-20

Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Oct-18) In house check: Oct-19
Name Funetion Sign?ture

Calibrated by: Leif-Klysner -

. Laboratory Techniclan. W%
=

Issuad: January 22, 2019

Approved by: Kauapq@*c _.:s_

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of s\,

‘ B Ny 3 Schweizerischer Kalibrierdienst
Schmid & Partner % Service suisse d'étalonnage
Engineering AG N Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland s //{'_‘\T\\\\"\ Swiss Calibration Service
Eunmy
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z

N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:

e)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the fiat phantom section, with the arms oriented
parailel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.2

Extrapolation Advanced Extrapolation

Phantom Medular Ftat Phantom

Distance Dipole Center - TSL 15 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5.0 mm

Frequency 835 MHz + 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 41.5 0.90 mho/m

Measured Head TSL parameters {22.0+0.2) °C 41.3+6 % 0.92 mho/m+ 6 %

Head TSL temperature change during test <05°C — e
SAR result with Head TSL

SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured 250 mW input power 2.44 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

9.59 Wika = 17.0 % (k=2)

SAR averaged over 10 cm? (10 g} of Head TSL

condition

SAR measured

250 mW input power

1.58 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

6.23 W/kg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 55.2 0.97 mho/m
Measured Body TSL parameters (22.0+0.2) °C 546+6 % 0.99 mho/m + 6 %
Body TSL temperature change during test <0.5°C - -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 2.46 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

9.67 Wikg £ 17.0 % (k=2)

SAR averaged over 10 cm® (10 g} of Body TSL

condition

SAR measured

250 mW input power

1.61 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

6.35 W/kg = 16.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 496 Q-3.6Q

Return Loss - 28.7 dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 47.40-6.2jQ

Return Loss -23.2dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.387 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding fine is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the scldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
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Appendix (Additional assessments outside the scope of SCS 0108)

Measurement Conditions
DASY system configuration, as far as not given on page 1 and 3.

Phantom

SAM Head Phantom

For usage with cSAR3DV2-R/L

SAR result with SAM Head (Top)

SAR averaged over 1 em?® {1 g) of Head TSL

Condition

SAR measured

250 mW input power

2.35 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

9.38 W/kg = 17.5 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.57 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

6.26 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Mouth)

SAR averaged over 1 cm? (1 g} of Head TSL

Condition

SAR measured

250 mW input power

2.47 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

9.86 Wikg & 17.5 % (k=2)

SAR averaged over 10 cm? (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.65 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

6.58 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Neck)

SAR averaged over 1 cm® (1 g} of Head TSL

Condition

SAR measured

250 mW input power

2.36 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

9.42 W/kg = 17.5 % (k=2)

SAR averaged over 10 cm?® {10 g) of Head TSL

condition

SAR measured

250 mW input power

1.60 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

6.38 Wkg = 16.9 % (k=2)

SAR result with SAM Head (Ear)

SAR averaged over 1 cm?® {1 g) of Head TSL

Condition

SAR measured

250 mW input power

2.02 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

8.06 W/kg + 17.5 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.36 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

5.42 Wikg + 16.9 % (k=2)

Certificate No: D835V2-4d132_Jan19
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DASY5 Validation Report for Head TSL

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:4d132

Communication System: UID 0 - CW; Frequency: 835 MHz

Medium parameters used: T =835 MHz; ¢ = 0.92 S/m; & = 41.3; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASY 5 (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(10, 10, 10) @ 835 MHz, Calibrated: 31.12.2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 4.9 (front); Type: QD 00L P49 AA,; Serial: 1001

DASYS52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Date: 17.01.2019

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 34.24 V/m; Power Drift = -0.00 dB
Peak SAR (extrapolated) = 3.73 W/kg

SAR(1 g) = 2.44 W/kg; SAR(10 g) = 1.58 W/kg
Maximum value of SAR (measured) = 3,28 W/kg

0 dB =3.28 W/kg = 5.16 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 17.01.2019

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:4d132

Communication System: UID 0 - CW; Frequency: 835 MHz

Medium parameters used: f = 835 MHz; ¢ = 0.99 S/m; & = 54.6; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/TEC/ANSI C63.19-2011)

DASYS52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(10.15, 10.15, 10.15) @ 835 MHz; Calibrated: 31.12.2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 4.9 (Back); Type: QD 00R P49 AA; Serial: 1005

DASY52 52.10.2(1495), SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 63.32 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 3.64 W/kg

SAR(1 g) = 2.46 W/kg; SAR(10 g) = 1.61 W/kg

Maximum value of SAR (measured) = 3.26 W/kg

0 dB = 3.26 Wrkg = 5.13 dBW/kg
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Impedance Measurement Plot for Body TSL
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DASY5 Validation Report for SAM Head

Date: 22.01.2019
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN:4d132

Communication System: UID 0 - CW; Frequency: 835 MHz
Medium parameters used: f = 835 MHz; 6 = 0.92 S/m; & = 44.4; p = 1000 kg/m?
Measurement Standard: DASYS (IEEE/TIEC/ANSI C63.19-2011)

DASY52 Configuration:
« Probe: EX3DV4 - SN7349; ConvF(10, 10, 10) @ 835 MHz; Calibrated: 31.12.2018
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn601; Calibrated: 04.10.2018
» Phantom: SAM Head
+ DASYS52 52.10.2(1495); SEMCAD X 14.6.12(7450)

SAM/Head/Top/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 61.32 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 3.51 W/kg

SAR(1 g) = 2.35 W/kg; SAR(10 g) = 1.57 W/kg

Maximum value of SAR (measured) = 3.12 W/kg

SAM/Head/Mouth/Zoom Scan (7x7x7)/Cube (: Mcasurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 62.25 V/m; Power Drift =0.01 dB

Peak SAR (extrapolated) = 3.67 W/kg

SAR(1 g) =2.47 W/kg; SAR(10 g) = 1.65 W/kg

Maximum value of SAR (measured) = 3.24 W/kg

SAM/Head/Neck/Zoom Scan (7x7x7)/Cube 0; Measurement grid; dx=5mm, dy=5mm, dz=5mm
Reference Value = 60.69 V/m; Power Drift = 0.05 dB

Peak SAR (extrapolated) = 3.43 W/kg

SAR(1 g) = 2.36 W/kg; SAR(10 g) = 1.6 W/kg

Maximum value of SAR (measured) = 3.08 W/kg

SAM/Head/Ear/Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 55.79 V/m; Power Drift = 0.05 dB

Peak SAR (extrapolated) = 2,94 W/kg

SAR(1 g) = 2,02 W/kg; SAR(10 g) = 1.36 W/kg

Maximum value of SAR (measured) = 2.62 W/kg
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0dB =2.62 W/kg =4.18 dBW/kg
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Accredited by the Swiss Accraditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multiateral Agreament for the recognition of calibration certificates

Client

Chject

Calibraticn procedure(s)

oiq

Calibration date:

This calibration certificate documents the traceability to national standards, which realize the physical unils of measurements (S1).
The measuramanits and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed taboratory facility: envirenment temperaturs (22 + 3)°C and humidity < 76%.

Calibration Equipfnenl used (M&TE critica! for calibration}

Primary Standards D # Cal Date (Certificats No.) Scheduled Calibration ‘
Power meter NAP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19 :
Power sensor NRP-Z91 SN: 103244 04-Apr-18 {No, 217-02672) Apr-13
Power sensor NRP-Z91 SN: 103245 04-Apr-18 (No. 217-02673) Api~15
Reference 20 dB Aftenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02602) Apr-1S
Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 {No, 217-02683) Apr-18
Reference Probe EX3DV4 SN: 7348 30-Dec-17 {No. EX3-7349_Deci7) Dee-18
DAE4 SN: 601 26-Oct-17 {No, DAE4-601_Oct17) CQct-18
Secendary Standards ID# Check Date (in house) Scheduled Check |
Power mater EPM-4424A SN: GB37480704 07-Qct-15 (in houss check Ocl-16) in house check: Oct-18
Power sensor HP 8481A SN: US37252783 07-0Oct-15 {in house check Qal-16) fn house check: Qot-18 ‘
Power sensor HP 8481A SN: MY410825817 07-Oct-15 (in house check Oct-18) In house check: Qct-18
AF generator R&S SMT-06 SN: 100972 15-Jun~15 {in house check Oct-16} In house check: Oct-18
Network Analyzer HP 8753E SN: US37350585 18-0ct-01 (in housa chack Oct-17) In hause check: Qct-18
i
Nay Functicn Signature ;

o

Calibrated by:

Approved by:

Issued: May 23, 2018

This calibration certificate shall not be reproduced except in full without written approval of the labeoratory.

Cerificate No: D1765V2-1008_May18 Page 1 of 11




Calibration Laboratory of S,
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Zeughausstrasse 43, 8004 Zurich, Switzerland ?/,, ///-\\\\\\:‘\ Swiss Calibration Service
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

c)

d)

|IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:

e)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to caiculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D1765V2-1008_May18 Page 2 of 11




Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.1

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz = 5.0 mm

Frequency 1750 MHz £ 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 40.1 1.37 mho/m

Measured Head TSL parameters (22.0+0.2)°C 39.0+x6% 1.34 mho/m + 6 %

Head TSL temperature change during test <0,5°C - -
SAR result with Head TSL

SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured 250 mW input power 8.94 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

36.2 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm?® {10 g) of Head TSL

condition

SAR measured

250 mW input power

4.71 Wkg

SAR for nominal Head TSL parameters

normalized to 1W

19.0 Wikg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.4 1.49 mho/m
Measured Body TSL parameters (22.0 £0.2) °C B3.2+6% 1.46 mho/m += 6 %
Body TSL temperature change during test <05°C s uee-
SAR result with Body TSL
SAR averaged over 1 cm® {1 g) of Body TSL Condition
SAR measured 250 mW input power 9.21 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

37.4 Wikg + 17.0 % (k=2)

SAR averaged over 10 cm?® (10 g) of Body TSL condition

SAR measured

250 mW input power

4.92 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

19.9 W/kg = 16.5 % (k=2)

Certificate No: D1765V2-1008_May18
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 4770Q-65iQ

Return Loss -23.0dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 433 Q-6.0jQ

Return Loss -20.3dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.210 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on October 06, 2005

Certificate No: D1765V2-1008_May18 Page 4 of 11



Appendix (Additional assessments outside the scope of SCS 0108)

Measurement Conditions
DASY system configuration, as far as not g

iven on page 1 and 3.

Phantom

SAM Head Phantom

For usage with cSAR3DV2-R/L

SAR result with SAM Head (Top)

SAR averaged over 1 cm?® (1 g) of Head TSL

Condition

SAR measured

250 mW input power

9.26 W/kg

SAR for nominal Head TSL parameters

normalized fo 1W

37.4 Wikg 2 17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

4.95 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

19,9 W/kg + 16.9 % (k=2)

SAR result with SAM Head (Mouth)

SAR averaged over 1 cm? (1 g) of Head TSL

Condition

SAR measured

250 mW input power

9.47 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

38.2 W/kg £17.5 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

250 mW input power

5.06 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

20.4 W/kg * 16.9 % (k=2)

SAR resuit with SAM Head (Neck)

SAR averaged over 1 cm?® (1 g) of Head TSL

Condition

SAR measured

250 mW input power

9.26 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

37.4 Wikg = 17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

5.02 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

20.2 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Ear)

SAR averaged over 1 em® (1 g) of Head TSL

Condition

SAR measured

250 mW input power

7.12 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

28.7 W/kg x 17.5 % (k=2)

SAR averaged over 10 em? (10 g} of Head TSL

condition

SAR measured

250 mW input power

4.01 Wkg

SAR for nominal Head TSL parameters

normalized to 1W

16.1 Wikg x 16.9 % (k=2)

Certificate No: D1765V2-1008_May18
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DASY5 Validation Report for Head TSL

Date: 15.05.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1765 MHz; Type: D1765V2; Serial: D1765V2 - SN:1008

Communication System: UID 0 - CW; Frequency: 1750 MHz

Medium parameters used: f = 1750 MHz; ¢ = 1.34 S/m; & = 39; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration;
e Probe: EX3DV4 - SN7349; ConvE(8.5, 8.5, 8.5) @ 1750 MHz; Calibrated: 30.12.2017
* Sensor-Surface: 1.4mm (Mechanical Surface Detection)
s Electronics: DAE4 Sn601; Calibrated: 26.10.2017
¢ Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
« DASYS52 52.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 106.6 V/m; Power Drift = -0,02 B

Peak SAR (extrapolated) = 16.4 W/kg

SAR(1 g) = 8.94 W/kg; SAR(10 g) = 4.71 W/kg

Maximum value of SAR (measured) = 13.8 W/kg

0dB =13.8 W/kg = 11.40 dBW/kg

Certificate No: D1765V2-1008_May18 Page 6 of 11




Impedance Measurement Plot for Head TSL
15 May 26818 11:19:28
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DASY5 Validation Report for Body TSL

Date: 15.05.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1765 MHz; Type: D1765V2; Serial: D1765V2 - SN:1008

Communication System: UID 0 - CW; Frequency: 1750 MHz

Medium parameters used: f = 1750 MHz; ¢ = 1.46 S/m; & = 53.2; p = 1000 kg/m*
Phantom section: Flat Section

Measurement Standard; DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

» Probe: EX3DV4 - SN7349; ConvF(8.35, 8.35, 8.35) @ 1750 MHz; Calibrated: 30.12.2017

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 26.10.2017

Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

DASYS52 52.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 102.4 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 16.1 W/kg

SAR(1 g) = 9.21 W/kg; SAR(10 g) = 4.92 W/kg

Maximum value of SAR (measured) = 13.7 W/kg

0 dB = 13.7 W/kg = 11,37 dBW/kg
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Impedance Measurement Plot for Body TSL
15 May 2018 11:18:17
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DASY5 Validation Report for SAM Head

Date: 23.05.2018
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 1765 MHz; Type: D1765V2; Serial: D1765V2 - SN:1008

Communication System: UID 0 - CW; Frequency: 1750 MHz
Medium parameters used: f = 1750 MHz, 6 = 1.37 S/m; & = 41.8; p = 1000 kg/m*
Measurement Standard: DASYS (IEEE/TEC/ANSI C63.19-2011)

DASYS52 Configuration:
e Probe: EX3DV4 - SN7349; ConvF(8.5, 8.5, 8.5) @ 1750 MHz; Calibrated; 30.12.2017
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
¢ Electronics: DAE4 Sn601; Calibrated: 26.10.2017
¢ Phantom: SAM Head

o DASYS52 52.10.1(1476); SEMCAD X 14.6.11(7439)

SAM/Head/Top/Zoom Scan (7x7x7)/Cube 0: Mcasurement grid; dx=5mm, dy=5mm, dz=5mm
Reference Value = 105.8 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 16.4 W/kg

SAR(1 g) = 9.26 W/kg; SAR(10 g) = 4.95 W/kg

Maximum value of SAR (measured) = 13.9 W/kg

SAM/Head/Mouth/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=3mm, dz=5mm
Reference Value = 104.2 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 16.6 W/kg

SAR(1 g) =9.47 W/kg; SAR(10 g) = 5.06 W/kg

Maximum value of SAR {(measured) = 13.7 W/kg

SAM/Head/Neck/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 104.7 V/m; Power Drift = 0.02 dB

Peak SAR (extrapolated) = 15.8 W/kg

SAR(1 g) =9.26 W/kg; SAR(10 g) = 5.02 W/kg

Maximum value of SAR (measured) = 13.8 W/kg

SAM/Head/Ear/Zoom Scan (7x7x7)/Cube 0: Mecasurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 90.46 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 11.8 W/kg

SAR(1 g) =7.12 W/kg; SAR(10 g) = 4.01 W/kg

Maximum value of SAR (measured) = 10.3 W/kg

Certificate No: D1765V2-1008_May18 Page 10 of 11
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0dB = 10.3 W/kg = 10.13 dBW/kg
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PCTEST ENGINEERING LABORATORY, INC.

7185 Oakland Mills Road, Columbia, MD 21046 USA
Tel. +1.410.290.6652 / Fax +1.410.290.6654
http://www.pctest.com

Certification of Calibration

Object D1765V2 — SN: 1008

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extension Calibration date: 5/17/2019
Description: SAR Validation Dipole at 1750 MHz.

Calibration Equipment used:

Manufacturer Model Description Cal Date | CalInterval | Cal Due | Serial Number
Agilent 8753ES S-Parameter Network Analyzer 3/11/2019 Annual 3/11/2020 US39170122
Agilent N5182A MXG Vector Signal Generator 11/28/2018 Annual 11/28/2019| MY47420603

Amplifier Research 1551G6 Amplifier CBT N/A CBT 433971
Anritsu MA2411B Pulse Power Sensor 11/20/2018 Annual 11/20/2019 1027293
Anritsu MA2411B Pulse Power Sensor 10/30/2018 Annual 10/30/2019 1126066
Anritsu ML2495A Power Meter 10/21/2018 Annual 10/21/2019 941001

Control Company 4040 Therm./ Clock/ Humidity Monitor 10/9/2018 Biennial 10/9/2020 181647811
Control Company 4352 Ultra Long Stem Thermometer 6/6/2018 Biennial 6/6/2020 181334678
Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215
Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/4/2018 Annual 6/4/2019 MY53401181
MiniCircuits VLF-6000+ Low Pass Filter CBT N/A CBT N/A
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406
Pasternack PE2209-10 Bidirectional Coupler CBT N/A CBT N/A
Seekonk NC-100 Torque Wrench 7/11/2018 Annual 7/11/2019 N/A
SPEAG EX3DV4 SAR Probe 6/25/2018 Annual 6/25/2019 7409
SPEAG DAE4 Dasy Data Acquisition Electronics 6/18/2018 Annual 6/18/2019 1334
SPEAG EX3DV4 SAR Probe 2/19/2019 Annual 2/19/2020 3914
SPEAG DAE4 Dasy Data Acquisition Electronics 2/14/2019 Annual 2/14/2020 1272
SPEAG DAK-3.5 Dielectric Assessment Kit 9/11/2018 Annual 9/11/2019 1091

Measurement Uncertainty = +23% (k=2)

Name Function Signature

Calibrated By: Brodie Halbfoster Test Engineer BROPIE {ALBFOSTER.

Approved By: Kaitlin O’Keefe Senior Technical ML_
Manager

Object: Date Issued:
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

5232019 | 5/17/2019 028% | 19 | 192 | 105% | 477 [ 47 | o7 | 65 | 6 | o5 | 23 | 23 | -120% PASS

5/23/2019 5/17/2019

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Head TSL

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Body TSL
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Accredited by the Swiss Accraditation Sarvice (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

ficate No: D1900V2-5d080_Oct18

Caliibration procedure(s})

Calibration date;

This calibration cerificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facitity: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE critical for calibration}

Primary Standards 1D # Cal Date (Cerificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Pawer sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 {(No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k} 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 /06327 04-Apr-18 {No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 30-Dec-17 (No. EX3-7349_Dect17) Dec-18

DAE4 SN: 601 04-Cct-18 (No. DAE4-601_Cct18) Qct-19

Secondary Standards 1D # Check Date (in house) Scheduled Check
Power meter EPM-442A SN: GB37480704 07-Cet-15 (in house check Oct-18) In house check: Oct-20
Power sensor HP B481A SN: US37292783 07-Oct-15 (in house check Oct-18) In house check: Oct-20
Power sensor HP B4B1A SN: MY41092317 07-Cct-15 (in house check Oct-18) In house check: Oct-20
RF generator R&S SMT-06 SN: 100972 15-Jun-15 {in house check Cct-18) tn house check: Oct-20
Network Analyzer Agilent EB35BA | SN: US41080477 31-Mar-14 (in house check Cct-18) In house check: Oct-19

) o B Eunction_ S Signature

Approved by:

lssued: October 23, 2018

This calibration certificate shall not he reproduced except in full without written approval of the laboratory.
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Accraditad by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) 1EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

o Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resulit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version

DASY5 V52.10.2
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 1900 MHz + 1 MHz

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 40.0 1.40 mho/m
Measured Head TSL parameters (22.0+x0.2)°C 40.3+£6% 1.40 mho/m £ 6 %
Head TSL temperature change during test <0.5°C e -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 250 mW input power 9.93 W/kg

SAR for nominal Head TSL parameters normalized to 1W

39.8 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured 250 mW input power

5.18 W/kg

SAR for nominal Head TSL parameters normalized to 1W

20.7 W/kg £ 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.3 1.52 mho/m
Measured Body TSL parameters (22.0+0.2)°C 529+6% 1.47 mho/m £ 6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL
SAR averaged over 1 cm’ (1 g) of Body TSL Condition
SAR measured 250 mW input power 9.62 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

39,2 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

5.09 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

20.6 W/kg + 16.5 % (k=2)

Certificate No: D1900V2-5d080_Qcti8
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Appendix {Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

impedance, transformed to feed point 525Q+79jQ

Return Loss -21.8dB
Antenna Parameters with Body TSL

Impedance, transformed to feed point 48.1Q+81iQ

Return Loss -215dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.193 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when joaded according to the position as explained in the
"Measurement Cenditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Manufactured on

June 28, 2006

Certificate No: D1900v2-5d080_0cti18
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DASY5 Validation Report for Head TSL

Date: 23.10.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MIIz; Type: D1900V2; Serial: D1900V2 - SN:5d080

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: f = 1900 MHz; ¢ = 1.4 S/m; g, = 40.3; p = 1000 kglm3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(8.18, 8.18, 8.18) @ 1900 MHz; Calibrated: 30.12.2017
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601; Calibrated: 04.10.2018
« Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
o« DASY5252.10.2(1495); SEMCAD X 14.6.12(7450})

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 110.0 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 18.7 W/kg

SAR(1 g) =9.93 W/kg; SAR(10 g) =5.18 W/kg

Maximum value of SAR (measured) = 15.6 W/kg

-8.00
2.0

-16.00

-20.00

0dB = 15.6 W/kg = 11.93 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 23.10.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:5d080

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: f = 1900 MHz; ¢ = 1.47 S/m; & = 52.9; p = 1000 kg:’m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

Probe; EX3DV4 - SN7349, ConvF(8.15, 8.15, 8.15) @ 1900 MHz, Calibrated: 30.12.2017
« Sensor-Surface: 1.4mm (Mechanical Surface Detection)

s Electronics: DAE4 Sn601; Calibrated; 04.10.2018

« Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

o« DASYS5252.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mim, dy=5mm, dz=5mm

Reference Value = 99.86 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 17.3 W/kg

SAR(1 g) = 9.62 W/kg; SAR(10 g) = 5.09 W/kg

Maximum value of SAR (measured) = 14.1 W/kg

{ -9.00

-12.00

-15.00

0dB = 14.1 W/kg = 11.49 dBW/kg
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Impedance Measurement Plot for Body TSL
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Accreditation No.: SCS 0108
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Object

Calibration procedure(s)

Calibration date:

This calibration certificats documents the traceability to national standards, which realize the physical units of measurements (5.
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate. /1 «’f ! jﬂ_

All calibrations have been conducted in the closed laboratory faciiity: environment temperature {22 + 3)°C and humidity < 70%,

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration

FPower meter NRP SN: 104778 04-Apr-17 {No. 217-02521/02522) Apr-18

Power sensor NRP-Z91 SN: 103244 04-Apr-17 (No. 217-02521) Apr-18

Power sensor NRP-Z91 SN: 103245 04-Apr-17 (No. 217-02522) Apr-18

Reference 20 dB Attenuator SN: 5058 (20K} 07-Apr-17 (No. 217-02528) Apr-18

Type-N mismatch combination SN: 5047.2 7 06327 07-Apr-17 (No. 217-02523) Apr18

Reference Probe EX3DV4 SN: 7349 31-May-17 (No. EX3-7349_May17) May-13

DAE4 SN: 601 26-0ct-17 (No. DAE4-601_Qct17) Oct-18

Secendary Standards D § Check Date (in house) Scheduled Check

Power meter EPM-4424 SN: GB37480704 07-Qct-15 (in house check Oot-16) In house check: Oct-18

Power sensor HP 8481A SN: US37292783 07-Oct-15 (in house check Oct-16) In house check: Qct-18

Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-18) In house check: QOct-18

RAF generator R&S SMT-06 SN: 100972 15-Jun-15 {in house check Oct-16} In house check: Oct-18

Network Analyzer HP 8753E SM: US37390585 18-0ct-01 (in house chack Qct-17) In house check: Oct-18
Nam Signature,

Calibrated by: ;

Approved by:

This calibration certificate shall not be reproduced excent in full withoui written approval of the laberatory.

Issued: November 8, 2017

Certificatg No: D230QV2-1064_Nov17
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

c)

d)

IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:

e)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the fiat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Retum Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to caiculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.0

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy,dz =5 mm

Frequency 2300 MHz = 1 MH=z
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 39.5 1.67 mho/m

Measured Head TSL parameters (22.0+0.2) °C 383+6% 1.70 mho/m £ 6 %

Head TS1. temperature change during test <05°C - —
SAR result with Head TSL

SAR averaged over 1 cm® (1 g} of Head TSL Condition

SAR measured 250 mW input power 12.1 Wikg

SAR for nominal Head TSL parameters normalized to 1W 47.6 W/kg £ 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured 250 mW input power 5.84 W/kg

SAR for nominal Head TSL parameters normalized to 1W 23.1 W/kg = 16.5 % (k=2)
Body TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Body TSL parameters 22.0°C 52.9 1.81 mho/m

Measured Body TSL parameters (22.0+£02)°C 519+x6% 1.85 mho/m=6 %

Body TSL temperature change during test <0.5°C - e
SAR result with Body TSL

SAR averaged over 1 cm® (1 g) of Body TSL Condition

SAR measured 250 mW input power 11.8 Wikg

SAR for nominal Body TSL parameters normalized to 1W 46.5 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured 250 mW input power 5.69 W/kg

SAR for nominal Body TSL parameters normalized to 1W 22.6 W/kg + 16.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 4840 -52jQ

Return Loss -251dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 451 Q-41jQ

Return Loss -235dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.168 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected 1o the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on August 20, 2015
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DASY5 Validation Report for Head TSL

Date: 08.11.2017
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2300 MHz; Type: D2300V2; Serial: D2300V2 - SN:1064

Communication System: UID O - CW; Frequency: 2300 MHz

Medium parameters used: f = 2300 MHz; ¢ = 1.7 S/m; &; = 38.3; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(8.31, 8.31, 8.31); Calibrated: 31.05.2017;
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn601; Calibrated: 26.10.2017
» Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
e DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 112.6 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 23.8 W/kg

SAR(1 g) =12.1 W/kg; SAR(10 g) = 5.84 W/kg

Maximum value of SAR (measured) = 19.5 W/kg

0dB =19.5 W/kg = 12.90 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 08.11.2017
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2300 MHz; Type: D2300V2; Serial: D2300V2 - SN:1064

Communication System: UID 0 - CW; Frequency: 2300 MHz
Medium parameters used: f = 2300 MHz; 6 = 1.85 $/m; & = 51.9; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)
DASYS52 Configuration:

e Probe: EX3DV4 - SN7349; ConvF(8.22, 8.22, 8.22); Calibrated: 31.05.2017;
* Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 26.10.2017

e Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

o DASY52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 105.6 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 22.6 W/kg

SAR(1 g) = 11.8 W/kg; SAR(10 g) = 5.69 W/kg

Maximum value of SAR (measured) = 18.4 W/kg
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Impedance Measurement Plot for Body TSL
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PCTEST ENGINEERING LABORATORY, INC

18855 Adams Ct, Morgan Hill, CA 95037 USA
Tel. +1.410.290.6652 / Fax +1.410.290.6654
http://www.pctest.com

Object

Calibration procedure(s)

Certification of Calibration

D2300V2 — SN: 1064

Extended Calibration date: November 20, 2018

Description:

SAR Validation Dipole at 2300 MHz.

Calibration Equipment used:

Procedure for Calibration Extension for SAR Dipoles.

Manufacturer Model Description Cal Date | CalInterval | Cal Due | Serial Number
Agilent 8753ES S-Parameter Vector Network Analyzer 8/30/2018 Annual 8/30/2019 | MY40003841
Agilent N5182A MXG Vector Signal Generator 4/18/2018 Annual 4/18/2019 | MY47420800
Amplifier Research 1551G6 Amplifier CBT N/A CBT 433971
Anritsu MA2411B Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1207364
Anritsu MA2411B Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1339018
Anritsu ML2495A Power Meter 10/22/2017 Annual 10/22/2018 1328004
Control Company 4040 Therm./Clock/Humidity Monitor 3/31/2017 Biennial 3/31/2019 170232394
Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 Biennial 5/2/2019 170330156
Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215
Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/4/2018 Annual 6/4/2019 MY53401181
MiniCircuits VLF-6000+ Low Pass Filter CBT N/A CBT N/A
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406
Seekonk NC-100 Torque Wrench 7/11/2018 Annual 7/11/2019 N/A
SPEAG DAE4 Dasy Data Acquisition Electronics 6/18/2018 Annual 6/18/2019 1334
SPEAG DAE4 Dasy Data Acquisition Electronics 7/11/2018 Annual 7/11/2019 1322
SPEAG DAK-3.5 Dielectric Assessment Kit 5/15/2018 Annual 5/15/2019 1070
SPEAG EX3DV4 SAR Probe 6/25/2018 Annual 6/25/2019 7409
SPEAG EX3DV4 SAR Probe 7/20/2018 Annual 7/20/2019 7410
Measurement Uncertainty = +23% (k=2)
Name Function Signature
Calibrated By: Brodie SAR Test Engineer
_BROPEE [{ALBFOSTER
Halbfoster
Approved By: Kaitlin O’Keefe | Senior Technical N]L._
Manager
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11/8/2017

DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

11/20/2018

11/8/2017

11/20/2018
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Impedance & Return-Loss Measurement Plot for Head TSL
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Impedance & Return-Loss Measurement Plot for Body TSL
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Accradited by the Swiss Aceraditation Service (SAS) Accredifation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Muiltilateral Agreement for the recognition of callbration certificates

cient  PC Test S Certificate No: D2450V2-797_Sep17
CALIBRATION CERTIFICATE _ |
Object D2450V2 ~SN:797
Calibraffon procedura(s) QA CAL-05.v9 . . . ' é ¢ '\/
Calibration procedure for dipole validation kits above 700 MHz
0 l']
: : [o[o‘sl
Galibration date: Septermber 11,2017 | k F chmc&ct P 1/

f\ ) /4 N 4
9 J26/4048
This calibration certificate documents the traceabllity to national standards, which realize the physlcal unlts of measurements (Si}.
The measurements and the uncertainties with confidence probability are given an the fotlowing pages and are par of the certificate.

All calibrations have been canducted in the closed laboratory facllity: environment temperature (22 + 3)°C and humidity < 70%,

Calibration Equipment usad (M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration
Power metot NRP SN: 104778 04-Apr-17 {No. 217-02521/02522) Apr-18
Power sensor NRP-291 SN: 103244 04-Apr-17 (No. 217-02521) Apr-18
Powsr sensor NAP-Z91 SN: 103245 04-Apr-17 (No. 217-02522) Apr-18
Reference 20 dB Attenuator SN: 6058 (20k) 07-Apr-17 (No. 217-02528) Apr-18
Type-N mismatch combination SN: 5047.2 / 08327 07-Apr-17 (No. 217-02529} Apr-18
Refarence Probe EX3DV4 SN: 7349 31-May-17 (No. EX3-7349 May17) May-18 -
DAE4 SN: 601 28-Mar-17 (No. DAE4-601_Mari7) Mar-18 '
Secondary Standards D 4 Check Date {in house) Scheduled Check
Power mater EPM-442A SN: GBa7480704 07-Oct-15 {in house check Oct-16) In house check: Oct-18
Fower sensor HP 8481A SN; USay292783 07-Q¢t-15 (in house check Oct-16) In house check: Oct-18
Power sensar HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-16} in houss check: Oct-18
RF generator R&S SMT-08 SN: 100972 15-Jun-15 {in house check Oct-16} in house check: Qct-18
Network Analyzer HP 8753E SN: US37390585 18-0¢t-01 (in house check Oct-16) {n house check: Qct-17
Name ' Functlan _ ~ Signature
Calibrated by: Michael Weber : Laboratory Techniclan

o

Approved by: Kalja Pokavie . Technical Maﬁégar . /Z(%é

Issued: September 11, 2017

This callbrafion certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: D2450V2-797_Sep17 Page 1 of 8




Calibration Laboratory of S,

',

Schwelzerlscher Kalibrierdienst

N\

. SN S
Schmid & Partner ilaﬂ\;\“f—%ﬁé C Service sulsse d'Stalonnage
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service Is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

c)

d)

IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

|EC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body {frequency range of 30
MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:

e)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected pawer. No uncertainty required.

Electrical Defay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters; The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normai distribution corresponds to a coverage
probability of approximately 95%. ‘

Cetlificate No: D2450V2-797_Sepi7 Page 2 of 8




Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASYS V52.10.0
Extrapolation Advanced Extrapoiation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spager
Zoom Scan Resolution dx, dy, dz =5 mm
Frequency 2450 MHz + 1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.2 1.80 mho/m
Measured Head TSL parameters (22.0£0.2)°C 378+6% 1.86 mho/m + 6 %
Head TSL temperature change during test <05°C - -—--
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 250 mW input power 13.5 W/kg
SAR for nominal Head TSL parameters normalized to 1W 52.7 Wikg £ 17.0 % (k=2)
SAR averaged over 10 em® (10 g) of Head TSL condition
SAR measured 250 mW input power 6.28 W/kg
SAR for nominal Head TSL parameters nomaglized to 1W 24.8 Wikg *16.5 % (k=2)

Body TSL parameters 5
The following parameters and calculations were applied,
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 52.7 1.95 mho/m
Measured Body TSL parameters (22.0 +0.2) °C 519+6% 2.04 mho/m =6 %
Body TSL temperature change during test <05°C e mmm
SAR result with Body TSL
SAR averaged over 1 ¢m® (1 g) of Body TSL Condition
SAR measured 250 mW input power 13.1 Wikg

SAR for nominal Body TSL parameters

normalized 1o 1W

51.1 W/kg £ 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

6.14 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

24.2 Wikg = 16.5 % (k=2)

Certificate No: D2450Y2-797_Sep17
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 53BQ+74K)

Return Loss -21.9dB

Antenna Parameters with Body TSL

‘ impedance, transformed to feed point 49.7Q+9.1Q

Return Loss -20.9dB

General Antenna Parameters and Design

Electricat Delay (one direction) 1.152 ns

After long term use with T00W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DG-signals. On some of the dipoles, smalt end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard. '

No excesslve force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data
Manufactured by ‘ SPEAG
Manufactured on January 24, 2006

Cettificate No: D2450V2-797_Sep17 Page 4 of 8




DASYS Validation Report for Head TSL

Date: 11.09.2017
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 797

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; 6 = 1.86 S/m, & = 37.8; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(8.12, 8.12, 8.12); Calibrated: 31.05.2017;
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601; Calibrated: 28.03.2017
¢ Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
« DASY5252.10.0(1446), SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 113.5 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 26.9 W/kg

SAR(1 g) = 13,5 W/kg; SAR(10 g) = 6.28 W/kg

Maximum value of SAR (measured) = 21.6 W/kg

dB

-4.80
-9.60
-14.40
-19.20
-24.00

0 dB =21.6 W/kg = 13.34 dBW/kg

Gertificate No: D2450V2-797,_Sep17 Page 5of 8




Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 797

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; 6 =2.04 S/m; & = 51.9; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(8.1, 8.1, 8.1); Calibrated: 31.05.2017;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 28.03.2017

Phantom; Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002
DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Date: 11.09,2017

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 105.4 V/m; Power Drift =-0.08 dB
Peak SAR (extrapolated) = 25.6 W/kg

SAR(1 g) = 13.1 W/kg; SAR(10 g) = 6.14 W/kg
Maximum value of SAR (measured) = 20.3 W/kg

-4.40

.80

-13.20

-17.60

-22.00

0 dB = 20.3 Wkg = 13.07 dBW/kg

Cerificate No: D24650V2-797_Sep17 Page 70f8 -




Impedance Measurement Plot for Body TSL
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PCTEST ENGINEERING LABORATORY, INC.
18855 Adams Ct, Morgan Riil, CA 95037 USA
Tel. +1.410.290.6652 / Fax +1.410.260.6654
http: /i pelest.com
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Certification of Calibration

Object D2450V2 — SN: 797

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extended Calibration date: September 11, 2018

Description: SAR Validation Dipole at 2450 MHz.

Calibration Equipment used:

: ufacturer .. : del e bl W Vi il 3 D
Contral Company 1040 Therm./Clock/Humidity Monitor 3/31/2017 | Bienanial 3/31/2019 170232394
Controf Comnpany 4352 Ultra Long Stem Thermometer 5/2/3017 Blennfzl 5/2/2019 170330156
Amplifier Research 1551G6 Amplifter CBT N/A CBT 4133971
Narda 4772-3 Attenuator {3dB) CBT N/A CBT 9406
Keyslght 72D Dual Directfonal Caupler CBT N/A CBT MY52180215
Keysight Technologies 85033F Standard Mechanical Callbration Kit {DC to 9GHz, 3.5mm) 6/4/2018 Annual 6/4/2019 | mvs3d401181
Agllent 8753ES S-Parameter Vector Netwark Analyzer 8/30/2018 Annual 8/36/2015 | MY40003841
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuater CBT . NJA [%:18 N/A
SPEAG DAK-3.5 Dielectric Assessment Kit 5/15/2018 Annual 5/15/2019 1070
SPEAG EX3DV4 SAR Probe 7/26/2018 Aanual 1/20/201% 7410
SPEAG DAE4 Dasy Data Acquisition Electeonles 7/11/2018 Annual 7/11/2019 i3
SPEAG ES3DV3 SAR Probe 3/13/2018 Annual 3/13/2019 3319
SPEAG DAZ4 Dasy Data Acquisition Electranies 3/1/2018 Annual 3/7/2019 1368
Anritsu MA2411B Pulse Power Sensor 2/2/2018 Annual 3{2/2019 1207364
Apritsu MA24118 Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1339018
Anritsu ML2495A Power Meter 10/22/2017)  Annual 10/22/2018 1328004
Agilent N5182A MXG Vector Signal Generatar 4/18/2018 Annual A4/18/2019 | MY47420800
Seakonk NC-100 Torgue Wrench 7/11/2018 Annuai 7/11/2019 N/A
MiniCircuits VLF-6000+ Low Pass Filter ) caT N/A CBT N/A
Narda 4014C-6 4 - 8 GHz SMA & dB Directional Coupler CBT N/A CBT N/A

Note: CBT {Calibrated Before Testing). Prior fo testing, the measurement paths containing a cabie, amplifier, atlenuator, coupler or
fitter were connecied to a calibrated source {i.e. a signal generator) ta determine the losses of the measurement path.

Measurement Uncertainty = £23% (k=2)

Name Function Signature
Calibrated By: Brodie Halbfoster | Team Lead Engineer BAOOTE [\ BFOSTER.
Approved By: Kaitlin O'Keefe Senior Technical MI[,_.
Manager
Object: Date |ssued:
Page 1 of 4
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.

2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.

3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.

The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

9/11/2017 9/11/2018 1.152 5.27 5.52 4.74% 248 2.54 2.42% 53.8 49.8 4 7.4 71 0.3 -21.9 -23 -4.80% PASS

9/11/2017 9/11/2018

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Head TSL

11 Sep 2818 0©4:14:39

EHD sil 1 U FS 1149830 20918 ¢ 460.69 pH 2 430,000 600 HHx
o0 eSO
w
Del - )
Smo s ' X
& A
Cor E ~ -
rs
7
4 .
s I
v !
1e? / /
] 7
!
!
S q
4
Y '
\ b
.\ .
\ »
" o
" )
. [
CEHTER 2 450,808 880 HHz T SPAN 400,600 000 HHz
11 Sep 2018 B4i15:10
CHT) $14  LOG 5 dB/REF -20 dB 1:-22,958 dB 2 458,800 888 MHz
X
et - -
Smo
Car e RSN

fvg \\ | ' P

CEHTER 2 452.090 020 HHz SPAN 490,008 008 MHz

Object: Date Issued:

Page 3 of 4
D2450V2 — SN: 797 08/11/2018




Impedance & Return-Loss Measurement Plot for Body TSL

11 Sep 2018 B4:11:57
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Englneermg AG TG Servizio evizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland Sy /f""\\ S S swiss callbration Service
GUTIFIA
Accredilad by the Swise Accreditation Service (SAS) Aocreditation No.: SCS 0108

The Swiss Accreditation Service Is one of the slgnatories to the EA
Multitateral Agreement for the recognition of calibration cerilficates

ciet  PC Test ) L ' Cerliflcate No: D2600V2-1071_Sep16
CALIBRATION CERTIFICATE - o
e 000000000
Object -D2600V2 - SN:1071

AN
Callbralion procedura(s) QA CAL-05.v9 '061—9—3'“ 20l6

Cahbratlon procedure for dipole vahdatlon kits above 700 MHz.

]:xﬁjﬂ,r\é{l'i FH \/

Calibration date: :September 13, 2016
This callbration certificate documents the traceability to nattonal slandards, which realiza the physical units of measurements (S},
The measurements and the uncerlalnlies with confidence probabilily are given on tha following pages and are parl of the cartificata,

All calibrallons have been conducted In lhe closed laboratory facility: environment temperature (22 + 3)°C and humidily < 70%.

Calibration Equipment used {M&TE crilical for callbration)

Primary Standards 1D # Cal Dale (Cerlilicate No.) Scheduled Calibrallon

Power meter NRP SN: 104778 06-Apr-16 (No. 217-02288/02280) Apr-17

Power sensor NRP-Z01 SN: 103244 06-Apr-16 (No, 217-02288) Apr17

Powor sensor NAP-Z91 SN: 103246 06-Apr-16 (No. 217-02289) Apr-17

Aetarence 20 dB Attenualor SN: 6058 (20k) 05-Apr-16 (No. 217-02292) Apr-17

Type-N mismaich combination SN: 5047.2/ 06327 05-Apr-16 (No, 217-02295) Apr-17

Relerence Probe EXIDV4 SN: 7340 185-Jun-18 (No. EX3-7349_Juni6) Jun-17

DAEA SN; 601 40-Dac-15 {No. DAEA-601_Dec15) Dac-16

Secondary Standards D # Check Date {in house) Scheduled Check

Power meter EPM-442A SN: GB37480704 07-Oct-15 (No. 217-02223) In house ¢heck: Qct-16

Power gsensor HP 8481A SN: Usar2e2783 07-Oct-16 {No. 217-02222) In house check: Oct-16

Power sensor HP 84B1A SN: MY41092317 07-0ct-15 (No. 217-02223) In house check: Oct-16

RF genarater A&S SMT-06 SN: 100972 18-Jun-16 {In housa chack Jun-15} In house check: Ocl-16

Network Analyzer HP 8753E SN; US37380585 18-Oct-01 (in housa check Ocl-15) I house check: Qct-16
Name 3 Function Slignature

Calibrated by: Joton Kaatrati Labura!ory fachnlclan

Approved by: _Kaija Pokovie . Technicat Manager /ﬁ ?Z:

issued: Seplembar 13, 2016

This calflbralion carificata shall not be reproduced except In full without written approval of the laboratory.

9ol
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:
a) |EEE Std 1528-2013, “IEEE Recornmended Practice for Determining the Peak Spatial-

Averaged Speclfic Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices; Measurement Techniques”, June 2013

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held

devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the cettificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole Is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required,

Electrical Defay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncettainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D2600v2-1071_Sep16 Page 2 of 8




Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 vb2.8.8
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy, dz =5 mm

Frequency

2600 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Fermittivity Caonductivity
Nominal Head TSL parameters 22,0°C 39.0 1.96 mho/m
Measured Head TSL parameters {22.0+0.2) °C 37.316% 2.05 mho/m +6 %
Head TSL temperature change during test <05°C - -
SAR result with Head TSL
SAR averaged over 1 om’ (1 g) of Head TSL Condition
SAR measured 250 mW put power 14.5 Wikg

SAR for nominat Head TSL parameters

normalized to 1W

56.3 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

8.45 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

25.3 W/kg = 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperaiure Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 52.5 2.16 mho/m
Measured Body TSL parameters {22.0£0.2) °C 51.1£86 % 2.22 mho/m+6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW Input power 13.8 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

54.2 W/kg = 17.0 % (k=2)

SAR averaged over 10 em® (10 g) of Body TSL

condition

SAR measured

250 mW input power

6.20 W/kg

SAR for nominal Body TSL parametats

normalized to W

24,5 W/kg = 16.5 % (k=2)

Centilicale No: D2600V2-1071_Sap16
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, fransformed {o feed point 4990 -6.7j02

Return Loss -23.5dB

Antenna Parameters with Body TSL

Impedance, ransformed to feed point 461Q-21JQ

Retumn Loss -26.7 dB

General Antenna Parameters and Design

| Electrical Delay {one direction) 1.153 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feadpoint can be measured.

The dipole is made of standard semisigld coaxial cable, The center conductor of the feeding line Is directly connected to the
second arm of ihe dipole. The antenna is therefore short-circufted for DC-signals. On some of the dipoles, small end caps
are added 1o the dipole arms in order to Improve matching when loaded according to the position as explained in the
*Measurement Conditions" paragraph. The SAR data are not affactad by this change. The overall dipote length is stiil
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufaclured on July 17, 2013
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DASY5 Validation Report for Head TSL

Date; 13.09.2016
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN:1071

Communication System: UID 0 - CW; Frequency: 2600 MHz

Medium parameters used; f = 2600 MHz; o = 2.05 S/m; g = 37.3; p= 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASY5 (JEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
« Probe: EX3DV4 - SN7349; ConvF(7.56, 7.56, 7,56); Calibrated: 15.06.2016;
+ Sensor-Surface: 1.4mm (Mechanical Surface Detection)
o Electronics: DAEA4 Sn601; Calibrated: 30.12.2015
» Phantom: Flat Phantom 5.0 (fronf); Type: QDOO0P50AA; Serial: 1001
» DASYS52 52.8.8(1258); SEMCAD X 14.6.10(7372)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 115.1 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 30.4 W/kg

SAR(1 g) = 14.5 W/kg; SAR(10 g) = 6.45 W/kg

Maximum valve of SAR (measured) = 24.6 W/kg

0 dB = 24.6 Wikg = 13.91 dBW/kg

Corlificate No: D2600V2-1071_Sep16 Page 5of 8




Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 13.09.2016
Test Laboratory: SPEAG, Zarich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN:1071

Communication System: UID 0 - CW; Frequency: 2600 MHz

Medium parameters used: f= 2600 MIz; g = 2.22 §/m, s, =51.1; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
+ Probe: EX3DV4 - SN7349; ConvF(7.48, 7.48, 7.48); Caiibrated: 15.06.2016;
o Sensor-Swurface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601; Calibrated: 30.12.2015
¢ Phantom: Flat Phantom 5.0 (hack); Type: QDO0O0OP50AA; Serial: 1002
+« DASYS5252.8.8(1258); SEMCAD X 14.6.10(7372)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 107.7 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) =28.3 Wikg

SAR(1 g) = 13.8 W/kg; SAR(10 g) = 6.2 Wrkg

Maximum value of SAR (measured) = 23.3 W/kg

dB

-5.00
-10.00
-15.00

-20.00

-25.00

0dB = 23.3 Wikg = 13.67 dBW/kg

Ceificate No: D2600V2-1071_Sep16 Page 7 of 8




Impedance Measurement Plot for Body TSL
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PCTEST ENGINEERING LABORATORY, INC.

PCTEST 7186 Oakland Mills Road, Columbia, MD 21046 USA
Tel. +1.410.290.6652 / Fax +1.410.290.6654
hitp:/fvwaww. pclest.com

Certification of Calibration

Object D2600V2 — SN: 1071

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Calibration date: 09/07/2017

Description: SAR Validation Dipole at 2600 MHz,

Calibration Equipment used:

Controi Company 4040 Therm./Clock/Humidity Monitor 3/31/2017| Biennial | 3/31/2019| 170232394
Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 { Biennial 5/2/2019 170330156
Amplifier Research 1551G6 Amplifier CBT N/A caT 433971
Narda A4772-3 Attenuator {3dB) CRT N/A BT 9406
Keysight 772D Dual Directional Coupler CBT N/A CAT MY52180215
Keysight Technologies 85033F Standard Mechanical Calibration it {DC to 9GHz, 3.5mm) | 6/1/2017 Annual 6/1/2018 | MY53401181
Agilent 8753ES S-Parameter Network pnalyzer 10/26/2086F Annual  [30/26/2017] US39170118
Mini-Clreuits BW-NH0WS+ DC to 18 GHz Predsion Fixed 20 dB Attenuator CBT N/A 8T /A
SPEAG DAE4 Dasy Data Acquisition Electronics 771320371  Annuat 7/13/2018 1322
SPEAG DAK-3.5 Dielectric Assessment Kit 5/10/2017 ] Annual 5/10/2018 1070
SPEAG £X3DV4 SAR Prohe /132017 | Annual 7/17/2018 7410
Anyitsu MAZ24118 Pulse Power Sensor 2/10/2017| Annual 2/10/2018 1207364
Anritsu MA24118 Pulse Power Sensar 2/10/2017| Annual | 2/10/2018 1335018
Anritsu 24954 Power Mater 10/16/2015| Bienaia! {10/16/2017 941001
Agilent N5182A MXG Vector Signal Generator 2/28/2017| Annual 2/28/2018 | MY47420800
Seekonk NC-100 Torque Wrench 11/6/2015| Biennial | 11/6/2017 N/A
Mini-Circuiis NLP-29504+ Low Pass Filter DC to 2700 MHz CBT N/A CBT N/A
Note: CBT {Calibrated Before Testing). Prior to testing, the measurement paths containing a cable, amplifier, attenuator, coupler or
filter were connected to a calibrated source (i.e. a signal generator) to determine the losses of the measurement path.

Measurement Uncertainty = +23% (k=2)

Name Function Signature
Calibrated By: Brodie Halbfoster | Test Engineer _BAOLE fiaLBFOSTER.
Approved By: Kaitlin O'Keefe Senior Technical NM"
Manager
Object: Date Issued: P 1of 4
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

9/13/2016 9/7/2017 1153 5.63 573 1.78% 253 252 0.40% 49.9 50.3 04 67 57 10 235 24.0 2.10% PASS

9/13/2016 9/7/2017 1153 542 534 -1.48% 245 2.33 -4.90% 46.1 479 18 21 53 32 26.7 25.0 6.40% PASS

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Head TSL
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Impedance & Return-Loss Measurement Plot for Bady TSL
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PCTEST ENGINEERING LABORATORY, INC. &,
7185 Qakland Mills Road, Columbia, MD 2%046 USA TSR
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Certification of Calibration

Object D2600V2 — SN: 1071

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Calibration date: 09/11/2018

Description: SAR Validation Dipole at 2600 MHz.

Calibration Equipment used:

e - . Description: - call “Cal Dile.
Controi Company 4040 Therm./Clock/Humidity Monitar 3/31/2017 Biennial 3/31/2019 170232384
Controi Company 4352 tltra Long Stem Thermometer 8j2/2017 Bjepnlal 5/2/2019 170330156
Amgplifier Research 1551G6 Amplifier CBT N/A BT 433971
Narda 4772-3 Attenuator (3d8) CBT N/A CBT 9406
Keysight 7720 Duzl Directional Coupler CBT N/A CBT MY52180215
Keyslght Technologles BS033E Standard Machanical Calibration Kit (DC to 96Hz, 3.5mm) 6/4/2018 Annual 6/4/2019 | Mv53401181
Agilent 8753ES S-Parameter Vector Network Analyzer 8/30/2018 Anpgal 8/30/2019 | MYA0003841
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A Ccet N/A
SPEAG DAK-3.5 Dielectric Assessment Kit s/15/2018 | Anpual | 5/15/2019 1070
SPEAG EX3DV4 SAR Prahe 7/20/2018 Annual 7/20/2019 7410
SPEAG DAE4 Dasy Data Acquisition Electronics 7/11/2018 Annual 7/11/2019 1322
SPEAG £53DV3 SAR Probe 3/13/2018 Anpual 3/13/1019 3319
SPEAG DAE4 Dasy Data Acquisition Electronics 3/7/2018 Annual 3/7/2019 1368
Anritsu MA24118 Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1207364
Anritsu MA24118 Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1339018
Anritsu ML2495A Power Mater 10/22/2017|  Annual 10/22/2018 1328004
Agilent N5182A MXG Vector Slgnal Generator 4/18/2018 Annual 4/18/2019 | MYA7420800
Seekank NC-100 Torque Wrench 7/11/2018 Annual 7/11/2019 N/A
MiniCircuits VLE-5000+ Low Pass Filter CBT N/A - CBT N/A
Narda 4014C-6 4 - 8 GHz SMA 6 4B Directional Coupler CBT N/A CBT N/A

Note: CBT {Calibrated Before Testing). Prior {o testing, the measurement paths containing a cable, amplilier, attenuator, coupler ar
fitter were connected to a calibrated source {i.e. a signal generator) to determine the losses of the measurement path.

Measurement Uncertainty = +23% (k=2)

Name . Function Signature
Calibrated By: Brodie Halbfoster Test Engineer BrooTe finrosTER.
Approved By: Kaitlin O’Keefe Seniaor Technical ML_
Manager
Object: Date [ssued:
Page 1 of 4
D2600V2 -~ SN: 1671 09/11/2018




DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 3-year calibration period
from the calibration date:

9/13/2016 | 9/11/2018 1153 | 563 | 552 [ -195% 237% | 409 | 49 | 09 | 67 | 54 | 13 | 235 [ 262 | -7.40% PASS

9/13/2016 9/11/2018

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Head TSL
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Impedance & Return-Loss Measurement Plot for Body TSL
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Zeughausstrasse 43, 8004 Zurich, Switzerland NN
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client  PC Test o o 3 - Certificate No: D2600V2-1126_Aug18
CALIBRATION CERTIFICATE o I
Object D2600V2 - SN:1126 :

Calibration procedure(s) QA CAL-05.v10

Calibration procedure for dipole validation kits above 700 MHz

pn/

Calibration date: August 13, 2018 04- a6 "?ﬁ\é

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sansor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 (No. 217-02673} Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination 8N: 5047.2 / 06327 04-Apr-18 (No. 217-02683) Apr-13

Reference Probe EX3DV4 SN: 7349 30-Dec-17 (No. EX3-7349_Dec17) Dec-18

DAE4 8N: 601 26-0¢t-17 (No. DAE4-601_Oct17) Oct-18

Secondary Standards D # Check Date (in house) Scheduled Check

Power meter EPM-442A SN: GB37480704 07-Oct-15 (in house check Qct-16) In house check: QOct-18

Power sensor HP 8481A SN: US37292783 07-Oct-15 {in house check Oct-16) In house ¢check: Oct-18

Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-18) In house check: Oct-18

RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-16) In house check: Qct-18

Network Analyzer Agilent E8358A | SN: US41080477 31-Mar-14 (in house check Oct-17) In house check: Oct-18
Name Function Signature

Calibrated by: Michael Weber ' Laboratory Tééhnic_ian . m’_
Approved by: Katja Pokovie Technical Manager /Z é:

lssued: August 13, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: D2600V2-1126_Aug18 Page 1 of 8
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) 1EC 62208-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

c} |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

» Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

*» CElectrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.,

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D2600V2-1126_Augi8 Page 2 of 8




Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASY5 V52.10.1
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy,dz =5 mm
Frequency 2600 MHz = 1 MHz

Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 39.0 1.96 mho/m
Measured Head TSL parameters {22.0 = 0.2} °C 37.1+6% 2.03 mho/m+6 %
Head TSL temperature change during test <0.5°C -—-- -—-

SAR result with Head TSL

SAR averaged over 1 cm?® (1 g) of Head TSL Condition

SAR measured 250 mW input power 14.0 W/kg

SAR for nominal Head TSL parameters normalized to 1W 54.5 W/kg = 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured 250 mW input power 6.25 W/kg

SAR for nominal Head TSL parameters normalized to 1W 24.6 W/kg + 16.5 % (k=2)

Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 52.5 2.16 mho/m
Measured Body TSL parameters {22.0+0.2) °C 51.3+6% 2.20 mho/m =6 %
Body TSL temperature change during test <05°C -— -

SAR result with Body TSL

SAR averaged over 1 cm?® (1 g) of Body TSL Condition

SAR measured 250 mW input power 13.7 W/kg

SAR for nominal Body TSL parameters normalized to 1W 54.1 W/kg =17.0 % (k=2)
SAR averaged over 10 cm?® (10 g) of Body TSL conditicn

SAR measured 250 mW input power 6.15 W/kg

SAR for nominal Body TSL parameters normalized to 1W 24.4 W/kg = 16.5 % (k=2)

Certificate No: D2600V2-1126_Aug18 Page3of8



Appendix (Additional assessments outside the scope of SCS 01 08)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 483 Q-8.0jQ

Return Loss -216dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 447Q-58iQ

Return Loss -21.7dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.154 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions* paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on October 22, 2015

Certificate No: D2600V2-1126_Aug18 Page 4 of 8



DASYS5 Validation Report for Head TSL

Date: 13.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN:1126

Communication System: UID 0 - CW:; Frequency: 2600 MHz
Medium parameters used: f = 2600 MHz; ¢ = 2.03 S/m; & = 37.1; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63. 19-2011)
DASYS52 Configuration:

* Probe: EX3DV4 - SN7349; ConvF(7.7, 7.7, 1.7) @ 2600 MHz; Calibrated: 30.12.2017

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 26.10.2017
» Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA: Serial: 1001

DASY52 52.10.1(1476); SEMCAD X 14.6.1 1(7439)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 117.1 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 28.0 Wrkg

SAR(1 g) = 14 W/kg; SAR(10 g) = 6.25 W/kg

Maximum value of SAR (measured) = 23.5 W/kg

0 dB =23.5 W/kg = 13.71 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 13.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN:1126

Communication System: UID 0 - CW; Frequency: 2600 MHz
Medium parameters used: f = 2600 MHz; 6 = 2.2 S/m; & = 51.3; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)
DASYS52 Configuration:

» ° Probe: EX3DV4 - SN7349; ConvF(7.81, 7.81, 7.81) @ 2600 MHz; Calibrated: 30.12.2017

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 26.10.2017

Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

DASYS52 52.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 107.2 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 28.0 W/kg

SAR( g) =13.7 W/kg; SAR(10 g) = 6.15 W/kg

Maximum value of SAR (measured) = 22.4 W/kg

I 0
-5.20

[F5T]
-10.40

-15.60
-20.80

-26.00

0 dB = 22.4 W/kg = 13.50 dBW/kg
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Impedance Measurement Plot for Body TSL
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The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates
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Ceniticate No: D3500V2-1055_Aug18

CALIBRATION CERTIFICATE

Object D3500V2:4 SN:1055 -0

Calibration procedure(s) QA CAL"22 V3

Calibration date: August 15, 0018
This calibratlon cerlificate documents the traceability to national standards, which realize the physical units of measurements (St}.
The measurements and the uncertainties with confidence probability are given on the following pages and are pan of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Gailbration procedur_ fo d:pole valldatlon kitS between 3_6 GHz 3 ’ 3” ® ;‘Z

Primary Standards 1D # Cal Date (Centificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NAP-£91 SN: 103245 04-Api-18 {No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 {No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 {No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 3503 30-Dec-17 (No. EX3-3503_Dec17} Dec-18

DAE4 SN: 601 26-0Oct-17 (No. DAE4-801_0Oct17) Oct-18

Secondary Standards D # Check Date (in house) Scheduled Check
Power meter EPM-442A SN: GB37480704 07-Oct-15 {in house check Oct-16) In house check: Oct-18
Power sensor HP 8481A SN: US37292783 07-0c¢t-15 {in house check Oct-16) In house check: Oct-18
Power sensor HP B481A SN: MY41092317 07-Oct-15 (in house check Oct-16) In house check: Oct-18
AF generator R&S SMT-06 SN: 100972 15-Jun-15 {in house check Oct-16) In house check: Oct-18
Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 {in house check Oct-17) In house check: Oct-18

Function _ Signature

Calibrated by: ©“il'aboratory Technlclan Sl

Approved by: Katja: Pokowc o Techntcal Maﬁééerﬁ'

Issued: August 15, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of \\g/

$ \—//,/ S Schweizerischer Kalibrierdienst
Schmid & Partner M c Service suisse d'étalonnage
Engineering AG NS Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland A Iff\\\\\\x? S swiss Calibration Service
fedy oy
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

¢) |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHZ”

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

s Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the fiat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

s Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

o SAR measured: SAR measured at the stated antenna input power.

¢  SAR nommalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to caicuiate the
nominal SAR resuit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D3500V2-1055_Aug18 Page 2 of 8



Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASYS vb52.10.1
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy =4 mm, dz = 1.4 mm Graded Ratio = 1.4 (Z direction)

Frequency 3500 MHz £ 1 MHz

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 37.9 2.91 mho/m
Measured Head TSL parameters (22.0+0.2)°C 38.1+6 % 2.93mho/m+6 %
Head TSL temperature change during test <0.5°C - -
SAR result with Head TSL
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.68 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

66.8 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm?® {10 g) of Head TSL

condition

SAR measured

100 mW input power

2.53 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

25,3 Wikg £ 19.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 51.3 3.31 mho/m
Measured Body TSL parameters (22.0+0.2)°C 49.8+6 % 3.34 mho/m + 6 %
Body TSL temperature change during test <0.5°C v -—--
SAR result with Body TSL
SAR averaged over 1 cm? (1 g) of Body TSL Condition
SAR measured 100 mW input power 6.52 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

64.6 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAH measured

100 mW input power

2.43 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

24,1 Wikg +19.5 % (k=2)

Certificate No: D3500V2-1055_Aug18
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 53.0Q-39jQ

Return Loss - 26.4 dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 53.80Q-34jQ

Return Loss -26.3dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1,131 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on January 20, 2017

Certificate No; D3500V2-1055_Aug18 Page 4 of B




DASYS5 Validation Report for Head TSL

Date: 15.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 3500 MHz; Type: D3500V2; Serial: D3500V2 - SN: 1055

Communijcation System: UID 0 - CW; Frequency: 3500 MHz

Medium parameters used: f = 3500 MHz; ¢ =2.93 5/m; & = 38.1; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:
o Probe: EX3DV4 - SN3503: ConvF(7.8, 7.8, 7.8) @ 3500 MHz; Calibrated: 30.12.2017
s Sensor-Surface: 1.4mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn601; Calibrated: 26.10.2017
« Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
o DASYS52 52.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm/Zoom Scan, dist=1.4mm
(8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 70.79 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 18.2 W/kg

SAR(1 g) = 6.68 W/kg; SAR(10 g) = 2.53 W/kg

Maximum value of SAR (measured) = 12.7 W/kg

0dB =127 W/kg = 11.04 dBW/kg

Certificate No: D3500V2-1055_Aug18 Page 5 of 8




Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 15.08.2018

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 3500 MHz; Type: D3500V2; Serial: D3500V2 - SN: 1055

Communication System: UID 0 - CW; Frequency: 3500 MHz

Medium parameters used: f = 3500 MHz; o = 3.34 S/m; & = 49.8; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

Probe: EX3DV4 - SN3503; ConvF(7.43, 7.43, 7.43) @ 3500 MHz, Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 26.10.2017

Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

DASY52 52.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Body Tissue/Pin=100 mW, d=10mm/Zoom Scan , dist=1.4mm
(8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 65.22 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = [7.8 W/kg

SAR(1 g) = 6.52 W/kg; SAR(10 g) = 2.43 W/kg

Maximum value of SAR (measured) = 12.4 W/kg

0dB =124 W/kg = 10.93 dBW/kg
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impedance Measurement Plot for Body TSL
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Accredited by the Swiss Accreditation Service {SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Certificate No: D3700V2-1002_Sep18

Object D3700V2 - SN:1.002

Calibration procedure(s) QA CAL- 22 V3 . : R
Callbratlon procedure-for-dlpole vahdatlon klts between 3 6 GHz

e
qull()\'g

Callbration date: September:13,2018.
This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertaintios with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards ID# Cal Date (Cerlificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-Z31 SN: 103244 04-Apr-18 (No, 217-02672) Apr-13

Power sensor NRP-291 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-13

Type-N mismatch combination SN: 5047.2 7 08327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 3503 30-Dec-17 (No. EX3-3503_Dect7) Dec-18

DAE4 SN: 601 26-Oct-17 (No. DAE4-601_Oct17) Oct-18

Secondary Standards D # Check Date (in house) Scheduled Check
Power meter EPM-442A SN: GB37480704 07-Oct-15 {in house choack Oct-16) In house check: Oct-18
Power sensor HP 8481A SN: US37292783 07-0ct-15 (in house check Oct-16) In house check: Oct-18
Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-16) In house check: Oct-18
RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-186) In house check: Oct-18
Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in houss check Oct-17) In house check: Oct-18

Functien o _ Signature
Calibrated by: BT . g

Approved by:

schnical Manager-

Issued: September 14, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: D3700v2-1002_Sep18 Page 1 of 8
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Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, "Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the cetrtificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

 SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resuit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Cerificate No: D3700V2-1002_Sep18 Page 2 of 8



Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS V52.10.1
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx,dy =4 mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

3700 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 37.7 3.12 mho/m
Measured Head TSL parameters (22.0£0.2) °C 374 +£6% 3.06 mho/m £ 6 %
Head TSL temperature change during test <0.5°C - -
SAR result with Head TSL
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.77 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

67.9 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.46 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

24.6 Wikg £19.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 51,0 3.55 mho/m
Measured Body TSL parameters (22.0£0.2)°C 495+6 % 3.50 mho/m £ 6 %
Body TSL temperature change during test <0.5°C mean -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 6.52 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

65.0 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm?® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.32 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

23.1 Wrkg + 19.5 % (k=2)

Certificate No: D3700V2-1002_5ep18
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 48.90Q -8.1jQ

Return Loss -21.7dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 48.30-59jQ

Return Loss -24.1dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.134 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, smalf end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
accerding to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on August 28, 2002

Certificate No: D3700v2-1002_Sepi8 Page 4 of 8




DASY5 Validation Report for Head TSL

Date: 13.09.2018
'Test Laboratory: SPEAG, Zurich, Switzetland
DUT: Dipole 3700 MHz; Type: D3700V2; Serial: D3700V2 - SN:1002

Communication System: UID 0 - CW; Frequency: 3700 MHz

Medium parameters used: f = 3700 MHz; ¢ = 3.06 S/m; & = 37.4; p = 1000 kg/m>
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
o Probe: EX3DV4 - SN3503; ConvF(7.5, 7.5, 7.5) @ 3700 MHz; Calibrated: 30,12.2017
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn601; Calibrated: 26.10.2017
» Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
o« DASY5252.10.1(1476); SEMCAD X 14.6,11(7439)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm/Zoom Scan, dist=1.4mm
(8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 70.67 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 19.7 W/kg

SAR(1 g) = 6.77 W/kg; SAR(10 g) = 2.46 W/kg

Maximum value of SAR (measured) = 13.6 W/kg

-12.00
-18.00

L 2400

-30.00

0dB=13.6 Wkg=11.34 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 12.09.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 3700 MHz; Type: D3700V2; Serial: D3700V2 - SN:1002

Communication System: UID 0 - CW; Frequency: 3700 MHz

Medium parameters used: f = 3700 MHz; o = 3.5 S/m; & = 49.5; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
» Probe: EX3DV4 - SN3503; ConvF(7.28, 7.28, 7.28) @ 3700 MHz; Calibrated: 30.12.2017
¢ Sensor-Surface: 1.4mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn601; Calibrated: 26.10.2017

« Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

DASY352 52,10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Body Tissue/Pin=100 mW, d=10mm/Zoom Scan , dist=1.4mm
(8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1 4mm

Reference Value = 65.34 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 18.9 Wrkg

SAR(1 g) = 6.52 W/kg; SAR(10 g) = 2.32 W/kg

Maximum value of SAR (measured) = 12,9 W/kg

0dB =129 W/kg=11.11 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration Laboratory of

] S S Schwelzerischer Kalibrierdienst
Schmid & Partner ikm\——\%‘/{& c Service sulsse d'stalonnage
Engineering AG N Servizio svizzero di taratura
Zoughausstrasse 43, 8004 Zurich, Swilzeriand Y « S  swiss Callbration Service
& "lfuln\\‘\\
Accradited by the Swiss Accraditation Service (SAS) Accreditation No.; SCS 0108

The Swiss Accreditation Service is one of 1he eignatories to the EA
Multilateral Agreement for the racognition of calibration certificates

client  PC Test Certificate No: DSGHZV2-1191_Sep16

CALIBRATION CERTIFICATE

Chjsct D5GHZV2 - SN:1191

'?)1“‘/

Calibratlon procedure(s) QA CAL-22.v2 g»'?/ol,
Calibration procedure for dipole validation kits between 3-6 GHz  04” 4

= stended MV

Calibration date: September 21, 2016 N| /‘,LO / 20

This cafibration certificate documenis the Iraceability to national standards, which realize the physical units of measurements {SY).
The measuremanls and the uncertalnties wilh confidence probabillity are given on [he following pages and are part of the certificate.

All calibralions have been conducted in the closed laboratory [aclilly: environment femperalure (22 + 3)°C and humidity < 70%.

Calibrallon Equipment usad (M&TE criflcal for cafibratlon)

[\

1§

Primary Slandards 1D # Cal Date {Cerliiicate No.) Schedulad Calibralion

Power meter NRP SN: 104778 06-Apr-16 (No. 217-02288/02289) Apr-17

Power sensor NRP-Z91 SN: 103244 R 08-Apr-16 (No. 217-02288) Apr-17

Power sensor NRP-Z91 SN: 103245 06-Apr-16 (No. 217-02289) Apr-17

Reference 20 dB Altenuator SN: 5058 {20k} 05-Apr-16 (No, 217-02282} Apr17

Type-N mismatch combination SN: 5047.2/ 06327 05-Apr-16 (No. 217-02255) Apr-17

Reference Probe EX3DV4 SN: 3503 30-Jun-18 {MNo. EX3-3503_Jun16) Jun-17

DAE4 SN: 601 30-Dec-15 (No. DAE4-601_Dec15) Dec-16

Secondary Standards I # Cheok Date {in houss) Scheduled Check

Powar meter EPM-442A SN: GBJI7480704 07-0ct-16 {No. 217-02222) In house check: Oclt-16

Powar sensor HP B481A 5N: US37292783 07-Ocl-16 (No. 217-02222) In house check: Oct-16

Power sensor HP 84B1A SN: MY41082317 07-0cl-15 (No. 217-02223) In houge chack: Oct-16

RF ganerator R&S SMT-08 SN: 100972 16-Jun-15 {in house chack Jun-15) In house check; Ocl-16

Nelwork Analyzer HP 8753E SN: U537390585 18-Cot-(1 {in house check Ocl-15) In house check: Ocl-16
Name Function Signature

Calibrated by: Lsif Kiysner Laboratory Technlclan W @A‘
Approved by: Kalja Pokovic Technicaf Manager m

|ssued: September 22, 2016

This catibration cettificate shall not be reproduged except in full without written approval of the laboratory.
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Cai!bfatlon Laboratory of Q‘Q\\\k_g’/g [ Schwelzerischer Kalibrierdienst
Schmid & Partner m C Service sulsse d'élalonnage
Engineering AG g Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland 4*{///—3\\\\3\3' S Swisa Callbration Service
il
Accradited by the Swiss Accredilalion Service (SAS) Accredftation No.: SCS 0108

The Swiss Accredltation Service is one of the elgnatories to the EA
Multilateral Agreement for the recognition of calibration cerliflcates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human hody (frequency range of 30
MHz to 6 GHz)", March 2010

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

+ Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

s Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Returh Loss ensures low
reflected power. No uncertainty required.

s Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

s SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector. '

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
muitiplied by the coverage factor k=2, which for a normat distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Verslon DASYS v52.8.8

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy=4.0mm, dz = 1.4 mm Graded Ratio = 1.4 (Z direction)
5250 MHz + 1 MHz

Frequency 5600 MHz + 1 MHz
5750 MHz £ 1 MHz

Head TSL parameters at 5250 MHz
The following parameters and calculations were applied.

Temperature Permittivity Conductivity

Nominal Head TSL parameters 22,0°C 359 4,71 mho/m

Measured Head TSL parameters {22.0x0.2)°C 345£8% 4.59 mho/m + 6 %

Head TSL temperature change during test < 0.5°C
SAR result with Head TSL at 5250 MHz

SAR averaged over 1 cm?® {1 g) of Head TSL GCondition

SAR measured ‘ 100 mW input power 7.96 Wikg

SAR for nominal Head TSL parameters normalized to 1W 76.9 Wikg +19.9 % (k=2)

SAR averaged over 10 cm?® (10 g} of Head TSL condition

SAR measured 100 mW Input power 2.29 W/kg

SAR for nominal Head TSL parameters normalized to W 22.6 Wikg = 19.5 % (k=2)
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Head TSL parameters at 5600 MMz
The following parameters and calculations were applied.

Temperature Permittivity Conductivity

Nominal Head TEL parameters 22.0°C 35.5 5.07 mho/m

Measured Head TSL parameters (22.0+£0.2)°C 34026 % 4.93 mho/m £ 6 %

Head TSL temperature change during test <0.5°C -
SAR result with Head TSL at 5600 MHz

SAR averaged over 1 cm® {1 g) of Head TSL Condition

SAR measured 100 mW input power B8.45 W/ikg

SAR for nominal Head TSL. parameters normalized to 1W 83.6 W/ kg = 19.9 % {(k=2)

SAR averaged over 10 cm® {10 g) of Head TSL condition

SAR measured 100 mW input power 2.41 Wikg

SAR for nominal Head TSL parameters normalized to 1W 23.8 W/ky = 19.5 % {k=2)
Head TSL parameters at 5750 MHz

The following parameters and calculations wete applled.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 35.4 5.22 mho/m

Measured Head TSL parameters (22.0+£0.2)°C 338x6% 5,08 mho/m +6 %

Head TSL temperatura change during test <05 °C ‘ weon
SAR result with Head TSL at 5750 MHz

SAR averaged over 1 cm?® (1 g) of Head TSL Condition

SAR measured 100 mW input power 7.99 Wikg

SAR for nominal Head TSL parameters normafized to 1W 79.1 Wikg + 19.9 % {(k=2}

SAR averaged over 10 cm?® (10 g) of Head TSL conditicn

SAR measured 100 mW input power 2.27 Wikg

SAR for nominal Head TSL parameters normalized to 1W 22.4 Wikg & 19.5 % (k=2}
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Body TSL parameters at 5260 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity

Nominal Body TSL parameters 22.0°C 48.9 5,36 mho/m

Measured Body TSL parameters {22.0£0.2) °C 47426 % 5.52 mho/m £ 6 %

Body TSL temperature change during test <05°C
SAR result with Body TSL at 5260 MHz

SAR averaged over 1 cm?® (1 g) of Body TSL Condition

SAR measured 100 mW Input power 7.74 Wikg

SAR for nominal Body TSL parameters normalized to W 77.0 Wikg = 190.9 % (k=2}

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured 100 mW Input power 2.17 Wikg

SAR for nominal Body TSL parameters normalized to 1W 21.6 W/kg £19.5 % (k=2)
Body TSL parameters at 5600 MHz

The following parameters and calculatlons were applied.
Temperature Permittivity Conductivity

Nominal Body TSL parameters 22.0°C 48.5 5.77 mho/fm

Measured Body TSL parameters (22.0£0.2)°C 468 +6 % 6.00 mho/m 6 %

Body TSL temperature change during test <05°C nee
SAR result with Body TSL at 5600 MHz

SAR averaged over 1 cm® {1 g) of Body TSL Condition

SAR measured 100 mW inpul power 7.96 W/kg

SAR for nominal Body TSL parameters normalized to 1W 79.2 Wikg +19.9 % (k=2)

SAR averaged over 10 cm® {10 g) of Body TSL condition

SAR measured 100 mW input power 2.24 Wikg

SAR for nominal Body TSL parameters normalized to 1W 22.2 Wikg + 19.5 % (k=2)
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Body TSL parameters at 5750 MHz
The following parameters and calculations werse applied.

Temperature Pormittivity Conductivity

Nominal Body TSL parameters 22.0°C 48,3 5.24 mho/m

Measured Body TSL parameters {22.0 +0.2) °C 4656 % 6.21 mho/m +6 %

Body TSL temperature change during test <0.5°C o
SAR result with Body TSL at 5750 MHz

SAR averaged over 1 cm® (1 g) of Body TSL Condition

SAR measured 100 mW input power 7.65 W/kg

SAR for nominat Body TSL paramaters normalized to 1W 76.1 Wikg £ 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured 100 mW input power 2,14 Wikg

SAR for nominal Bedy TSL parameters normalized to 1W 21.2 W/kg £ 19.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 5250 MHz

Impedance, transformed to feed point 5570-43iQ

Return Loss - 234 dB

Antenna Parameters with Head TSL at 5600 MHz

Impedance, {ransformed to fead point 58.30-3.2)Q

Retumn Loss -21.8dB

Antenna Parameters with Head TSL at 5750 MHz

Impedance, transformed to feed point 581 Q+4.8|Q

Return Loss -21.2dB

Antenna Parameters with Body TSL at 5250 MHz

Impedancs, transformed to fead point 56.1Q-3.7jQ

Retum Loss -23.4dB

Antenna Parameters with Body TSL at 5600 MHz

Impedance, fransformed to feed poin! 589Q-1.7iQ
Return Loss -21.7 dB

Antenna Parameters with Body TSL at 5750 MHz

Impedancs, transformed to feed point _ 5950 +6.9jQ
RAeturn Loss -19.4 dB

General Antenna Parameters and Design

Electrical Delay (one diraction) 1.204 ns J

After long term use with 160W radiated power, only a slight warming of the dipole near the teedpoint can be measured.

The dipole is made of standard semirigid coaxlal cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore shori-clrcuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to Improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole lenglh is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connactions near the
feedpoint may be damaged.

Additional EUT Data
Manufactured by : SPEAG
Manufactured on August 28, 2003
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DASYS5 Validation Report for Head TSL

Date; 21,09.2016
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole D5GHzV2; Type: DSGHzV2; Serial: DSGHzV2 - SN:1191

Communication System: UID 0 - CW; Frequency: 5250 MHz, Frequency: 5600 MHz Frequency: 5750 MHz
Medium patameters used: f = 5250 MHz; ¢ = 4.59 S/m; ¢, = 34.5; p = 1000 kg/m Medium parameters
used: £ =5600 MHz; 0 =4.93 S/m, & =34; p = 1000 kglm Medium parameters used: f = 5750 MHz; o =
5.08 S/m; g, = 33.8; p = 1000 kg/m’

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/TEC/ANSI C63.19-2011)

DASYS52 Configuration:

» Probe: EX3DV4 - SN3503; ConvF(5.42, 5.42, 5.42); Calibrated: 30.06.2016, ConvF(4.89, 4.89,
4.89); Calibrated: 30.06.2016, ConvF(4.85, 4.85, 4.85); Calibrated: 30.06.2016;

¢ Sensor-Surface: 1.4mm (Mechanical Sucface Detection)

« FElectronics: DAE4 Sn601; Calibrated: 30.12.2015

« Phantom: Flat Phantom 5.0 (front); Type: QDO00P50AA; Serial: 1001
+ DASY5252.8.8(1258); SEMCAD X 14.6.10(7372)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5250 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm,

Reference Value = 68.49 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 28.6 Wikg

SAR(1 g) = 7.96 W/kg; SAR(10 g) = 2.29 W/kg

Maximum value of SAR (measured) = 18.2 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, £=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 69.34 Vim; Power Drift = -0.00 dB '

Peak SAR (extrapolated) = 32.9 Wikg

SAR(1 g) = 8.45 Wikg; SAR(10 g) = 2.41 W/kg

Maximum value of SAR (measured) =20.0 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, {=5750 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 67.15 V/m; Powey Drift = 0.02 dB

Peak SAR (extrapolated) = 32.3 W/kg

SAR(1 g) = 7.99 W/kg; SAR(10 g) = 2.27 W/kg

Maximum value of SAR (measured) = 19.3 Wikg
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Impedance Measurement Plot for Head TSL

28 Sep 20816 1312047

544 1 U Fs 18 55,695 0 -"ZZ_ZFB_S_R_ 7.8842 pF 5 250,000 209 MHZ
* CHi Harkers
bel 21 58,262 v
~H1738
GCar 5.60060 GHz
3: 58, £t
AS8E8
0.75800 GHz
Av
169
Hid

CH2 S11___ 106G

S SUUR N B P O SIS TR IO S
- -t - - 1 CHzHarkers

—— [ e B ke e —-t ===l 2,241,752 dB

Cor L 5.66606 GHz
-~ 221,226 dB

T 5.75808 BHz

Ay
159 SN SN S

SNSRI O 'S TS - —rc — JEp— [P VTS S ——

Hld }p--—-- - =]

SIS I S R

T BTART 5 B06.600 999 HHT

Corlificate No: D5GHzV2-1191_Sep16 Page 10 of 13




DASY5 Validation Report for Body TSL

Date: 20.09.2016
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole DSGHzV2; Type: DSGHZV2; Serial: DSGHzV2 - SN:1191

Communication System: UID 0 - CW; Frequency: 5250 MHz, Frequency: 5600 MHz, Frequency: 5750 MHz
Medium parameters used: f = 5250 MHz; ¢ = 5.52 S/m; & = 47.4; p = 1000 kg/m? , Medium parameters
used: f = 5600 MHz; ¢ = 6 S/m; & =46.8; p = 1000 kg/m* , Medium parameters used: f = 5750 MHz; o =
6.21 S/m; 6 = 46.5; p = 1000 kg/m*

Phantom section: Flat Section

Measurement Standard: DASYS (JEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

o Probe: EX3DV4 - SN3503; ConvE(4.85, 4.85, 4.85); Calibrated: 30.06.2016, ConvF(4.35, 4.35,
4.35); Calibrated: 30.06.2016, ConvF(4.3, 4.3, 4.3); Calibrated: 30.06.2016;

+ Sensor-Suiface: 1.4mm (Mechanical Surface Detection)

¢ Electronics: DAE4 Sn601; Calibrated: 30.12.2015

« Phantom: Flat Phantom 5.0 (back); Type: QDO00P50AA,; Serial: 1002
» DASY52 52.8.8(1258); SEMCAD X 14.6.10(7372)

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5250MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Mecasurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 66.49 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 29.1 W/kg

SAR(1 g) = 7.74 W/kg; SAR(10 g) = 2.17 W/kg

Maximum value of SAR (measured) = 17.7 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=14mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 65.85 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 32.5 W/kg

SAR(1 g) = 7.96 W/kg; SAR(10 g) = 2.24 W/kg

Maximum value of SAR (measured) = 18.8 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, {=5750 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.21 V/m; Power Drift = -0.09 dB

Peak SAR (exirapolated) = 32.7 W/kg

SAR( g) = 7.65 W/kg; SAR(10 g) =2.14 W/kg

Maximum value of SAR (measured) = 18.5 W/kg

Certificale No: D5GHzV2-1191_Sep16 Page 11 of 13




-5.00

-10.00

-15.00

-20.00

-25.08

0dB =17.7 W/kg = [2.48 dBW/kg

Gertificate No: D5GHzV2-1191_Sep16 Page 12 of 13




( (

Impedance Measurement Plot for Body TSL
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PCTEST ENGINEERING LABORATORY, INC,

7185 Qakiand Mills Road, Columbia, MD 21046 USA
Tel, +1.410,290,6652 / Fax +1,410.290.6654
http:/fwww. petest.com

Certification of Calibration

Object D5GHzV2 — SN: 1191
Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extension Calibration date: 9/19/2017
Description: SAR Validation Dipole at 5250, 5600, and 5750 MHz.
Calibration Equipment used:
Control Company A040 Therm./Clock/Humidity Monitor 3/31/2017 | Biennial | 3/31/2019 170232394
Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 | Biennlal 5272019 170330156
Amplifier Research 1551G6 Amglifier CBT N/A CBT 433971
Narda 4772-3 Attenuator (3dB8} CBT N/A CBT 0406
Keysight 7720 Dual Directional Coupler CBY N/A CRT MY52180215 /
Keysight Technologies 85033E Standard Mechaaical Calibration Kit{DC to 9GHz, 3.5mm) | 6/1/20:7 Annual 6/1/2018 | MYS53401181
Aglient 8753ES S-Parameter Network Analyzer 10/26/2016] Annual  {10/25/2017] US391701i8
Mini-Circuits BW-N20W5+ BCto 18 GHz Precision Fixed 20 dB Attenuator CBT N/A caTt N/A
SPEAG DAK-3.5 Dielectric Assessment Kit 5110720171 Annual 5/10/2018 1070
SPEAG EX30V4 SAR Prale 1/13/2017 Annual 1/13/2018 3584
SPEAG EX3DV4 SAR Probe 271372017 Annual 2/13/2018 3914
SPEAG DAEA Dasy Data Acquisition Electronics 1/16/2017{ Annual 1/16/20618 1466
SPEAG DAE4 Dasy Data Acquisition Electronics 2/9/2017 Annual 2/9/2018 6hh
Anrltsu MA24118 Pulse Power Sensar 2/10/2017| Annual 2/10/2018 1207364
Anritsu MA24118 Pulse Power Sensor 2/10/2017|  Annual 2/10/2018 1339018
Anritsu ML2495A Power Meter 10/16/2015] Biennial |i0/16/2017, 941001
Agilent N5182A MXG Vector Signal Generator 2/28/2017 |  Annual 2/28/2018 | MYA7420800
Seekonk NC-100 Torque Wrench 11/6/2015] Bienniai | 11/6/2007 N/A
MinlClreuits VLF-6000+ Low Pass Filter CBY N/A CBT N/A
Narda 4014C-6 4- 8 GH2 SMA § dB Directional Coupler caT7 N/A CBT N/A

Measurement Uncertainty = £23% (k=2)

Name Function Signature
Calibrated By: Brodie Halbfoster Test Engineer _BROPLE HinLBFOSTER..
Approved By: Kaitlin O’Keefe Senior Technical NL_
Manager
Object: Date Issued:
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

250 9212016 | 9192017 208 395 370 521% 13 05 7.08% 557 X 23 43 64 21 254 26 5.00% PASS
[ sow | wzvaoe | ez | tas | 4t | 4w | e | wie | im | som | wa | me | ar | w2 | 4z | a0 | 2e | w1 | e | PAss |
[ | wevaie | vz | e | e | oes | osew | iz | w0 | cwew | w1 | w4 | o7 | e | 3z | s | ze | 20 | oswm | Pass ]

5250 9/21/2016 9/19/2017 1.204 3.85 3.80 -1.30% 1.08 1.06 -1.85% 56.1 54.0 2.1 3.7 -3.3 0.4 234 -26.0 -11.10% PASS
[ se0 | omweote | onootr | teos | ses | 406 | ze | tm | s | ieow | e | w5 [ a4 | 4z | o5 | 2z | a7 | 25 | -zew | PpAss |
[ S0 | oot | onemorr | deos | 381 | a6 | wei% | 106 | 102 | s7% | s | 0 | 15 | 69 | 52 | 17 | o4 | 211 | ero% | PAss |
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Impedance & Return-Loss Measurement Plot for Head TSL
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Impedance & Return-Loss Measurement Plot for Body TSL
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Calibration procedure(s)

Extension Calibration date:

Description;

Certification of Calibration

D5GHzV2 — SN: 1191

9/11/2018

Procedure for Calibration Extension for SAR Dipoles.

SAR Validation Dipole at 5250, 5600, and 5750 MHz.

Calibration Equipment used:

Contral Cempany 4040 Therm./Clock/Humidity Monitor 3/31/2017 Biennizal 3/31/2019 170232394
Control Company 4352 Uitra Long Stem Thermometer 54242017 Biennial 5/2/2819 170330156
Amplifier Research 1551G6 Amplifier CBT N/A CBT 433971
Narda 47723 Attenuator {3dB} CRT NFA CBY 9406
Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215
Keysight Technologies 85033E Standard Machanizal Calibration Kit (D€ to 9GHz, 3,5mm) 6/4/2018 Annual 6/4/2619 | MY53401181
Agilent 3753ES S-Parameter Vector Metwork Analyzer §/30/2018 Annual 8/10/2019 | MY40003841
Mini-Circuits BW-N20WS5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A
SPEAG DAK-3.5 Dielectric Assessment Kit 5/15/2018 Annual 5/15/2019 107¢
SPEAG EX3DV4 SAR Probe 6/25/2018 Anpual 6/25/2019 7409
SPEAG DAEA Dasy Data Acquisition Electronics 6/18/2018 Annual §/18/2019 1334
SPEAG EX3DV4 3AR Prabe 4/18/2018 Annual 4/18/2019 7357
SPEAG DAE4 Dasy Data Acquisition Electronics 471172018 Annual 4/11/201% 1407
Anritsu MA24118 Pulse Power Sensor 3/2/2018 Annual 3/2/201% 1207364
Anritsu MA24118 Pulse Power Sensor 3/2/2018 Annuat 3/2/2019 1339018
Anritsu MLZAS5A Power Meater 10/22/2017|  Anauai 10/22/3018 1328004
Agilent N5182A MXG Vector Signat Generator 4/18/2018 Annuaj 4/18/2019 | MY47420800
Seekonk NC-180 Tarque Wrench 7/11/2018 |  Annual 71132019 N/A
MiniCircuits VLF-6000+ Low Pass Filter CBT N/A CBY N/A
Narda 4014C-6 4 - 8 GHz SMA 6 dB Directional Coupler CBT N/A CBT N/A

Note: CBT (Calibrated Before Testing). Prior 1o testing, the measurement paths containing a cable, amplifier, attenuator, coupler or
filter were connected to a calibrated source (i.e. a signal generator) to determine the losses of the measurement path.

Measurement Uncertainty = +23% (k=2)

Name

Function

Signature

Calibrated By:

Brodie Haibfoster

Test Engineer

BROPTE fa proSTER

Approved By:

Kaitlin O'Keefe
Manager

Senior Technical

Kol

Ohject:
D§GHzV2 — SN: 1191

Date [ssued:

09/11/2018
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.

2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.

3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from

the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 3-year calibration period
from the calibration date:

9/21/2016 9/11/2018 . -1.14% -1.77% . . . 7. . - - 9.10%
5600 9/21/2016 9/11/2018 1.204 4.18 4.19 0.24% 1.19 1.18 -0.84% 58.3 54.6 3.7 -3.2 -6.2 3 -21.8 -22.7 -4.30% PASS
9/21/2016 9/11/2018 -3.41% -3.57% . X g . - - 7.80%

9/21/2016 9/11/2018 . -6.49% | -6.48% 3 .| . -3. -5. . - = -2.40%
5600 9/21/2016 9/11/2018 1.204 3.96 4.01 1.26% 1.11 11 -0.90% 58.9 57 1.9 -1.7 0.1 1.8 -21.7 -23.8 -9.70% PASS
5750 9/21/2016 9/11/2018 1.204 3.805 3.88 1.97% 1.06 1.06 0.00% 59.5 60.3 0.8 6.9 6.1 0.8 -19.4 -19.2 1.00% PASS
Object: Date Issued:
Page 2 of 4
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Impedance & Return-Loss Measurement Plot for Head TSL
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Impedance & Return-Loss Measurement Plot for Body TSL

i1 Sep 2018 85:06:12

ERY si1 1 U Fs 1:53.643 0 -54805 S5.5345 pF 5 250,000 000 HHz
- y e
x e -
Y } N CHi Harkers
Det s i . T 256,973
Sme . - 8.0742 f
Cor . 5,600880 GHz
/ E - £
/ L £n3%7 8
/ e 5.75008 GHz
. ; ' e )
Ay,
16° ’
f
!
!
f
b
%
4 \
\ \
5 .
Y \
\\‘ -
Y i
5 ,
N ;
'\\. K -~
e, Is
--"-., 1 —
. i
S S
CEHTER 5 500,000 666 HHz SPAN 1 @0B.800 890 NHz
11 Sep 2648 @5:00:43
CHD s1i  LoB 5 dB/REF -20 dB 11-23.952 4B 5 250,860 090 MHz
"
Del R I CH1i Hark ers
Smo 23-23,962 dB
Cor 5,680806 GHz
3:-19,206 dB
5.750@0 GHz
Av
187
t
S /]
3
\ /\\ A
L \
CEHTER 5 500,000 000 HHz SPAH 1 9PB.0%8 898 MHZ
Object: Date Issued: P 4of4
age 4 a
D5GHzV2 — 8N: 1191 09/11/2018 g




Calibration Laboratory of

AN S Schweizerischer Kalibrierdienst
: & =
Schmid & Partner m c Service suisse d'étalonnage
Engineering AG —,;/—-/_:\\;5 Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland s ,ﬁ\\x‘ S Swiss Calibration Service
UTIIUN
Accradited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration cenrlificates

Certificale No: D750V3-1161_0Oct18

Object

Calibration procedure(s)

Calibration date: ‘October 1 9, 201 8
This calibration certificate documents the traceability to national standards, which realize the physicat units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are parl of the certificate.
All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-18 (No, 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 (No, 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 30-Dec-17 (No. EX3-7349_Dec17) Dec-18

DAE4 SN: 501 : 04-Qct-18 (No. DAE4-601_Oct18) Oct-19

Secondary Standards 1D # Check Date (in house) Scheduled Check
Power meter EPM-442A SN: GB37480704 07-0ct-15 {in house check Oct-18) In house check: Oct-20
Power sensor HP 8481A SN: US37292783 07-Oct-15 {in house check Oct-18) In house check: Oct-20
Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-18) In house check: Oct-20
RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-18} In house check: Oct-20
Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 {in house check Qct-18) in house check: Oct-19

Function Signature

Calibrated by;

Approved by:

lssued: October 22, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: D750V3-1161_0ct18 Page 1 of 8




Calibration Laboratory of S,

Schweijzerischer Kalibrierdienst

: £ %
Schmid & Partner ila\\-—é//m Service suisse d'étalonnage
Engineering AG NS Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland 4'/,, ,//-\\w\:“\ Swiss Calibration Service
mma
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.; SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multitateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL/ NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:
a) IEEE Std 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-

Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) 1EC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate

(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallei to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D750V3-1161_0ct18 Page 2 of 8




Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 v52.10.2

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 15 mm with Spacer

Zoom Scan Resolution dx, dy,dz =5mm

Frequency 750 MHz + 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 41.9 0.89 mho/m

Measured Head TSL parameters (22.0 +0.2) °C 408+6% 0.89 mho/m +6 %

Head TSL temperature change during test <0.5°C e -
SAR result with Head TSL

SAR averaged over 1 cm? (1 g) of Head TSL Condition

SAR measured 250 mW input power 2.02 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

8.03 W/kg =+ 17.0 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL

condition

SAR measured

250 mW input power

1.32 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

5.26 W/kg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 55.5 0.96 mho/m
Measured Body TSL parameters (22.0 £0.2) °C 551+6% 0.96 mho/m+6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL
SAR averaged over 1 cm® {1 ¢) of Body TSL Condition
SAR measured 250 mW Input power 2.11 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

8.43 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

1.39 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

5.55 W/kg = 16.5 % (k=2)

Certificate No: D750V3-1161_0Oct18

Page 3 of 8




Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point B56Q-189jQ

Return Loss -25.0dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 506Q-42jQ

Return Loss -27.6dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.032 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole Is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is stili
according to the Standard,

Mo excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on November 19, 2015

Certificate No: D750v¥3-1161_0Oct18 Page 4 of 8



DASYS5 Validation Report for Head TSL

Date: 19.10.2018

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 750 MHz; Type: D750V3; Serial: D750V3 - SN:1161

Communication System: UID 0 - CW; Frequency: 750 MHz

Medium parameters used: f = 750 MHz; ¢ = 0.89 S/m; & = 40.8; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(10.22, 10.22, 10.22) @ 750 MHz; Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 4.9 (front); Type: QD 00L P49 AA; Serial: 1001

DASYS52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=Smm, dz=Smm

Reference Value = 58.51 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 3.04 W/kg

SAR(1 g) = 2.02 W/kg; SAR(10 g) = 1.32 W/kg

Maximum value of SAR (measured) = 2.70 W/kg

-4.00

[ -0.00

-10.00

Certificate No: D750v3-1161_Cct18 Page 5 of 8




Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 19.10.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 750 MHz; Type: D750V 3; Serial: D750V 3 - SN:1161

Communication System: UID 0 - CW; Frequency: 750 MHz

Medium parameters used: f = 750 MHz; o = 0.96 S/m; & = 55.1; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASY 5 (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
« Probe: EX3DV4 - SN7349; ConvF(10.19, 10.19, 10.19) @ 750 MHz; Calibrated: 30.12.2017

¢ Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 4.9 (Back); Type: QD OOR P49 AA; Serial: 1005

DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 57.57 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 3.18 W/kg

SAR(1 g) = 2.11 W/kg; SAR(10 g) = 1.39 W/kg

Maximum value of SAR (measured) = 2.83 W/kg

i -5.00

-10.00

0dB = 2.83 W/kg = 4.52 dBW/kg

Certificate No: D750V3-1161_0ct18 Page 7 of 8




Impedance Measurement Plot for Body TSL
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Calibration Laboratory of &'

Q:\\-/ S Schweizerischer Kalibrierdienst
Schmid & Partner im\é/mk C Service suisse d'étalonnage
Engineering AG Z //_———&\ Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland K e S Swiss Calibration Service

Accredited by the Swiss Accreditation Sarvice (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client PC.Test

CALIBRATION CERTIFICATE

Certificate No: D1750V2-1150_Oct18 -

Object D1750V2 = 8N:1150 i

Calibration procedure(s) QA CAL-05. V10_ f s S
Callbratlon procedure for d:poie vahdatlon kItS above 700 MHz

Br\\/
- __I_Ola_.-_ol’-” ‘

Galibration date: October:22, 2018
This calibration certificate documents the traceabiiity to national standards, which realize the physical units of measurements (Si}.
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-18 {No. 217-02672/02673} Apr-19

Power sensor NRP-Z31 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z291 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 {No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 068327 04-Apr-18 {No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 30-Dec-17 {No. EX3-7349_Dec17) Dec-18

DAE4 SN: 601 04-Oct-18 (No. DAE4-601_Qct18) Qct-19

Secondary Standards ID# Chack Date {in house) Scheduled Check

Power meter EPM-442A SN: GB37480704 07-Oct-15 (in house check Oct-18) In house check: Oct-20

Power sensor HP B481A SN: US37292783 07-Oct-15 (in house check Oct-18) In house check: Oct-20

Power sensor HP B481A SN: MY41082317 07-Cct-15 {in house check Oct-18) In house check: Oct-20

RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-18) In house check: Oct-20

Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Oct-18) th house check: Oct-19
Name Function _ Signature

Calibrated by: Mlchae[Webe Fanind Gl g f

Laboratory Techmc;an il

Approved by: Katia 'Pékbfv"i_c: FE

B Technical .Manager Wg

Issued: Cctober 22, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratary.

Certificate No: D1750V2-1150_0Oct18 Page 1 of B




Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzetland

S Schweizerischer Kalibrierdienst
Service suisse d'étalonnage

C Servizio svizzero di taratura

S Swiss Calibration Service

Accredited by the Swiss Accredilation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “|EEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of

- 300 MHz to 6 GHz)”, July 2016

c) |IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHZz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.
SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 85%.
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Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.2

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 1750 MHz £ 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 40.1 1.37 mho/m

Measured Head TSL parameters (22.0+£0.2) °C 388+6% 1.33 mho/m + 6 %

Head TSL temperature change during test <0.5°C
SAR result with Head TSL

SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured 250 mW input power 9.02 W/kg

SAR for nominal Head TSL parameters normalized to 1W 36.5 W/ka + 17.0 % (k=2)

SAR averaged over 10 cm?® (10 g) of Head TSL condition

SAR measured 250 mW input power 4.76 W/kg

19.2 Wikg = 16.5 % (k=2)

SAR for nominal Head TSL parameters normalized to 1W

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.4 1.49 mho/m
Measured Body TSL parameters (22.0+0.2}°C 535+6% 1.46 mho/m +6 %
Body TSL temperature change during test <0.5°C - o
SAR result with Body TSL
SAR averaged over 1 cm® (1 g} of Body TSL Condition
SAR measured 250 mW input power 9.04 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

36.6 W/kg = 17.0 % (k=2}

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

4.82 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

19.4 W/kg + 16.5 % (k=2)

Certificate No: D1750V2-1150_0ct18
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

impedance, transformed to feed paint 50.9Q-04ijQ

Return Loss -40.1 dB

Antenna Parameters with Body TSL

Impedance, transformed to feed paint 46.6Q-01jQ

Return Loss -29.2dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.217 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpaint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on April 10, 2015
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DASY5 Validation Report for Head TSL

Date: 22.10.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1750 MHz; Type: D1750V2; Serial: D1750V2 - SN:1150

Communication System: UID 0 - CW; Frequency: 1750 MHz

Medium parameters used: f = 1750 MHz; ¢ = 1.33 S/m; €, = 38.8; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:
« Probe: EX3DV4 - SN7349; ConvF(8.5, 8.5, 8.5) @ 1750 MHz; Calibrated: 30.12.2017
+ Sensor-Surface: 1.4mm (Mechanical Surface Detection)
¢ Electronics: DAE4 Sn601; Calibrated: 04,10.2018
o Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

« DASYS52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 108.1 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 16.7 W/kg

SAR(1 g) =9.02 W/kg; SAR(10 g) =4.76 W/kg

Maximum value of SAR (measured) = 14.0 W/kg

0dB =140 W/kg=11.46 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 22.10.2018

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 1750 MHz; Type: D1750V2; Serial: D1750V2 - SN:1150

Communication System: UID 0 - CW; Frequency: 1750 MHz

Medium parameters used: f = 1750 MHz; ¢ = 1.46 S/m; & = 53.5; p = 1000 kg/m®
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(8.35, 8.35, 8.35) @ 1750 MHz; Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechamical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 5.0 (back}; Type: QD 000 P50 AA; Serial: 1002

DASY52 52.10.2(1495), SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 102.1 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 16.0 W/kg

SAR(1 g) = 9.04 W/kg; SAR(10 g) = 4.82 W/kg

Maximum value of SAR (measured) = 13.6 W/kg

0dB =13.6 Wrkg = 11.34 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

S Schweizerischer Kalibrierdienst
Service suisse d'étalonnage

C Servizio svizzero di taratura

S Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

P

Client

. °D1900V2'5d148 eb19 .

Object

Calibration procedure(s)

Catibration date:
This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Sl).
The measuramenis and the uncertainties with confidence probabifity are given on the foliowing pages and are parl of ihe certificate.
All calibrations have been conducted in the closed laboratory facllity: environment temperature {22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D # Cal Date (Cerificale No.) Scheduled Calibration
Powar meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 (No. 217-026873) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2/ 08327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 31-Dec-18 (No., EX3-7349 Dec18) Dec-19

DAE4 SN: 601 04-Oct-18 (No. DAE4-601_0Oct18) Qct-19

Secondary Standards ID# Check Date {(in house) Scheduled Check
Power meter E4419B SN: GB39512475 07-Qct-15 {in house check Feb-19)} in house chack: Oct-20
Power sensor HP 8481A SN: US37292783 07-Oct-15 (in house check Oct-18) In house check: Oct-20
Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Qct-18) In house check: Oct-20
RF generator R&S SMT-06 SN: 100972 15-Jun-15 {in house check Oct-18) In house check: Oct-20
Network Analyzer Agilent E8358A | SN: US41080477 3i-Mar-14 (in house check Oct-18) In house check: Oct-19

_Signatur_e_ _ o

Calibrated by:

Approved by:

tssued: February 21, 2019

This calibration cerlificate shall not be reproduced except in full without written approval of the laboratory,
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

Convi sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

¢) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

» Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

» Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector,

» SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52,10.2

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 1900 MHz + 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 40.0 1.40 mho/m

Measured Head TSL parameters (22.0 £0.2) °C 40.9+6 % 1.38 mho/m + 6 %

Head TSL temperature change during test <0.5°C ---- e—n
SAR result with Head TSL

SAR averaged over 1 em’® (1 g) of Head TSL Condition

SAR measured 250 m\W input power 9.65 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

39.1 W/kg = 17.0 % (k=2)

SAR averaged over 10 em® (10 g) of Head TSL

condition

SAR measured

250 mW input power

5.05 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

20,4 W/kg + 16.5 % (k=2)

Body TSL parameters

The following paramsters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.3 1.52 mho/m
Measured Body TSL parameters (22.0+0.2)°C 53.6x6% 1.47 mho/m +6 %
Body TSL temperature change during test <05°C - e
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 9.56 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

39.1 Wikg + 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

5.05 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

20.5 W/kg £ 16.5 % (k=2)

Certificate No: D1900V2-5d148_Feb19
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 5180 +68jQ

Return Loss -23.2dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 4B4Q+78]Q

Return Loss -21.9dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1170 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is stifl
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
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DASY5 Validation Report for Head TSL

Date: 21.02,2019

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:5d148

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: f = 1900 MHz; ¢ = 1,38 S/m; & = 40.9; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(8.26, 8.26, 8.26) @ 1900 MHz; Calibrated: 31.12.2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated; 04.10.2018

Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASYS52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 109.4 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 17.8 W/kg

SAR(1 g) = 9.65 W/kg; SAR(10 g) = 5.05 W/kg

Maximum value of SAR (measured) = 15.0 W/kg

0dB=150W/kg=11.76 dBBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date:; 21.02.2019

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:5d148

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: f = 1900 MHz; 5 = 1.47 S/m; g, = 53.6; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/TEC/ANSI C63.19-2011)

DASY 52 Configuration;

Probe: EX3DV4 - SN7349; ConvF(8.23, 8.23, 8.23) @ 1900 MHz; Calibrated: 31.12,2018
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 103.7 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 17.0 Wikg

SAR(1 g) = 9.56 W/kg; SAR(10 g) = 5.05 W/kg

Maximum value of SAR (measured) = 14.4 Wikg

0dB = 14.4 W/kg = 11.58 dBW/kg

Certificate No: D1900V2-5d148_Feb19 Page 7 of B




Impedance Measurement Plot for Body TSL
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Calibration Laboratory of S,
Schmid & Partner

Engineering AG Servizio svizzero di taratura
2eughausstrasse 43, 8004 Zurich, Switzerland s ) RS Swiss Calibration Service
b
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client PC Test

S Schweizerischer Kalibrierdienst
C Service suisse d'étalonnage
S

Certificate No: D2450V2-719_Aug17

Object

CALIBRATION CERTIFICATE

Calibration procedure(s)

Calibration date:
This calibration cerlificate documents the traceabiiity to nationa! standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the folfowing pages and are part of the certificate.

All calibralions have been candutcted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

D2450V2 - SN:719

P /1

QA CAL-05.v9 Lo '
Cahbratlon procedure for dlpole vahdatlon klts above 700 MHz 5 [ ,1%{ 47
| B 5&&&4?{/

August 17,2017 ©=.7f o i cowl e N
Flhaleoly]

Calibrated by:

Appraved by:

Primary Standards D # Cal Date {Certificate No.} Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-17 (No., 217-02521/02522) Apr-18

Power sensor NRP-Z91 SN: 103244 04-Apr-17 (No. 217-02521) Apr-18

Power sensor NRP-291 SN: 103245 04-Apr-17 {No. 217-02522) Apr18

Reference 20 dB Attenuator SN: 5088 (20k) 07-Apr-17 {No. 217-02528) Apr-18

Type-N mismatch combination SN: 5047.2 7 06327 07-Apr-17 (No. 217-02529) Apr-18

Reference Probe EX3DV4 SN: 7349 31-May-17 (No. EX3-7349_May17) May-18

DAE4 SN: 601 28-Mar-17 (No. DAE4-601_Mar17) Mar-18

Secondary Standards D# Check Date fin house) Scheduled Check

Power meter EPM-442A SN: GB37480704 07-Qct-15 (in house check Oct-16) n house check: Oct-18

Power sensor HP 8481A SN: US37292783 07-Qct-15 (in house check Cct-16) In house check: Oct-18

Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house chack Oct-16) In house check: Oct-18

BF generator R&S SMT-06 SN: 100972 15-Jun-15 {in house check Oct-16) In house check: Ccl-18

Network Analyzer HP 8753E SN: US37350585 18-Oct-01 (in house check Oct-16) in house check: Oct-17
Name Function Signature

This calibration certificate shall not be reproduced except in full without written approva! of the labaratory.

Michael Weber : Laboratery Techniclan I %‘
Katja Pokovic ‘- Fechnlcal Manager /(;_’/;/77 / ;
~

Issued: August 17, 2017
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Calibration Laboratory of Sy,

SANA 2 Schweizerischer Kalibrierdienst
H = -
Schmid & Partner iﬁl{é Service suisse d'étalonnage
Englneermg AG ) ) BN Servizio s?nzzero di taratura
Zeughausstragse 43, 8004 Zurich, Switzerland KA /ﬁ\\\\\‘ Swiss Calibration Service
LI
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Muititateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:
a) |IEEE Std 1528-2013, “/EEE Recommended Practice for Determining the Peak Spatial-

Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate

(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

¢) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz}", March 2010

d} KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Repott at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector,

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.10.0
Extrapolation Advanced Extrapolation

Phantom Modular Fiat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy, dz =5 mm

Frequency

2450 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.2 1.80 mho/m
Measured Head TSL parameters (22.0+£0.2)°C 378+6% 1.86 mho/m £6 %
Head TSL temperature change during test <0.5°C
SAR result with Head TSL
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 250 mW input power 13.3 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

51.9 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.15 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

24,3 W/kg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22,0 °C 52.7 1.95 mho/m
Measured Body TSL parameters (22.0+0.2) °C 51.9+6% 2.03 mho/m +6 %
Body TSL temperature change during test <05°C ----
SAR result with Body TSL
SAR averaged over 1 ¢cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 12.8 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

50.1 W/kg £17.0 % (k=2)

SAR averaged over 10 ecm® (10 g) of Body TSL

condition

SAR measured

250 mW input power

6.00 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

23.7 W/kg + 16.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL.

Impedance, transformed to feed point 55.7Q+7.0jQ

Return Loss -21.4dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 5140 +8.1jQ

Return Loss -21.8dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.150 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipotes, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is stitl
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on September 10, 2002
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DASYS5 Validation Report for Head TSL

Date: 17.08.2017
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 719

Communication System: UID 0 - CW, Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; o = 1.86 S/m; & = 37.8; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

» Probe: EX3DV4 - SN7349; ConvF(8.12, 8.12, 8.12); Calibrated: 31.05.2017;

3

*

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 28.03.2017

Phantom: Flat Phantomn 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 112.8 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 26,9 Wikg

SAR( g) =13.3 W/kg; SAR(10 g) = 6.15 W/kg

Maximum value of SAR (measured) = 21.6 W/kg

0 dB = 21.6 W/kg = 13.34 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 17.08.2017
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 719

Communication System: UID 0 - CW; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; ¢ = 2.03 $/m; & = 51.9; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-201 1)

DASYS52 Configuration:
+ Probe: EX3DV4 - SN7349; ConvF(8.1, 8.1, 8.1); Calibrated: 31.05.2017;
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
« Electronics: DAE4 Sn601; Calibrated: 28.03,2017
» Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002
» DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 103.0 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 25.2 W/kg

SAR(1 g) =12.8 W/kg; SAR(10 g) = 6 W/kg

Maximum value of SAR (measured) = 19.8 Wikg

0dB = 19.8 Wrkg = 12.97 dBW/kg
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Impedance Measurement Plot for Body TSL
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PCTEST ENGINEERING LABORATORY, INC.
7185 Oakland Mills Road, Columbia, MD 21046 USA
Tel. +1.410.290.6652 / Fax +1.410.290.6654
http://www.pctest.com

Certification of Calibration

Object D2450V2 — SN: 719

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extended Calibration date: 07/18/2018

Description: SAR Validation Dipole at 2450 MHz.

Calibration Equipment used:

Manufacturer Model Description Cal Date | Cal Interval | Cal Due | Serial Number
Agilent E4438C ESG Vector Signal Generator 3/24/2017 Biennial 3/24/2019 | MY42082385
Agilent 8753ES S-Parameter Network Analyzer 9/14/2017 Annual 9/14/2018 US39170118

Amplifier Research 1551G6 Amplifier CBT N/A CBT 433971
Anritsu ML2495A Power Meter 11/28/2017 Annual 11/28/2018 1039008
Anritsu MA2411B Pulse Power Sensor 3/2/2018 Annual 3/2/2019 1207364
Anritsu MA2411B Pulse Power Sensor 11/15/2017 Annual 11/15/2018 1339007

Control Company 4040 Therm./Clock/Humidity Monitor 3/31/2017 Biennial 3/31/2019 170232394

Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 Biennial 5/2/2019 170330156
Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215

Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/4/2018 Annual 6/4/2019 MY53401181
Mini-Circuits BW-N20WS5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A
Mini-Circuits NLP-2950+ Low Pass Filter DC to 2700 MHz CBT N/A CBT N/A
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406
Pasternack PE2209-10 Bidirectional Coupler CBT N/A CBT N/A
Pasternack PE5011-1 Torque Wrench 7/19/2017 Biennial 7/19/2019 N/A
SPEAG DAE4 Dasy Data Acquisition Electronics 3/7/2018 Annual 3/7/2019 1368
SPEAG DAE4 Dasy Data Acquisition Electronics 8/9/2017 Annual 8/9/2018 1323
SPEAG DAK-3.5 Dielectric Assessment Kit 9/12/2017 Annual 9/12/2018 1091
SPEAG ES3DV3 SAR Probe 3/13/2018 Annual 3/13/2019 3319
SPEAG ES3DV3 SAR Probe 8/14/2017 Annual 8/14/2018 3332

Measurement Uncertainty = +23% (k=2)

Name Function Signature
Calibrated By: Brodie Halbfoster Test Engineer BROPTE f{aLBFOSTER
Approved By: Kaitlin O’Keefe Senior Technical MM"
Manager
Object: Date Issued:
Page 1 of 4
D2450V2 — SN: 719 07/18/2018




DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

8/17/2017 | 7/18/2018

1.150 5.01 5.19 3.50% 2.37 233 0.42% 514 50.2 12 8.1 5.9 22 218 -24.6 -12.80% PASS
Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Head TSL

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Body TSL
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Calibration Laboratory of N2
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S 2 S Schweizerischer Kalibrierdienst
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Schmid & Partner m c Service suisse d'étalonnage
Engineering AG g/,——-/_—_\-——\\——:- Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland ”/Wﬁ\\\\\‘ S Swiss Calibration Service
[
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

cient  PC Test o | ' | Certificate No: D2450V2-981_Aug18
[CALIBRATION CERTIFICATE - |
Object D2450V2 - SN:981
Calibration procedure(s) QA CAL-05.v10

Calibration procedure for dipole validation kits above 700 MHz \/
BN

pq-06f2e!
Calibration date; August 16, 2018

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 = 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power senscr NRP-Z91 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Refarence 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Typs-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 30-Dec-17 (No. EX3-7349_Dec17) Dec-18

DAE4 SN: 601 26-Oct-17 (No. DAE4-601_Octi 7) Oct-18

Secondary Standards D # Check Date (in house) Scheduled Check

Power meter EPM-442A SN: GB37480704 07-Oct-15 (in house check Oct-16) In house check: Oct-18

Power sensor HP 8481A SN: US37282783 07-Oct-15 {in house check Oct-16) In house check: Oct-18

Power sensor HP 8481A SN: MY41092317 07-Oct-15 (in house check Oct-16) In house check: Oct-18

RF generator R&S SMT-06 SN; 100972 15-Jun-15 (in house check Oct-16) In house check: Oct-18

Network Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Oct-17) In house check: Oct-18
Name Function Signature

Calibrated by: Leif Klysner ' Laboratory Technician W %ﬂ/
Approved by: Katja Pokovic " ~ Technical Mahager /Z/ Z

Issued: August 23, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Technigues”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate

(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHZz)", July 2016

c) |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body {frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to § GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

» fFeed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the

measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

» SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.
DASY Version DASYS V52.10.1
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz = 5.0 mm
Frequency 2450 MHz + 1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.2 1.80 mho/m
Measured Head TSL parameters (22.0x0.2) °C 37.7x6% 1.86 mho/m =6 %
Head TSL temperature change during test <0.5°C - -—-
SAR result with Head TSL
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 250 mW input power 13.4 Wrkg
SAR for nominal Head TSL parameters normalized to 1W 52.3 W/kg £ 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Head TSL condition
SAR measured 250 mW input power 6.20 W/kg
SAR for nominal Head TSL parameters normalized to 1W 24.4 Wikg = 16.5 % (k=2)
Body TSL parameters
The fellowing parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 52.7 1.95 mho/m
Measured Body TSL parameters (22.0x0.2)°C 518+x6% 2.02 mho/m = 6 %
Body TSL temperature change during test <05°C - -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 13.0 W/kg
SAR for nominal Body TSL parameters normalized to 1W 50.9 W/kg = 17.0 % {k=2)
SAR averaged over 10 cm? (10 g) of Body TSL condition
SAR measured 250 mW input power 6.11 W/kg
SAR for nominal Body TSL parameters normalized to 1W 24.2 Wikg = 16.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 5500 +2.3jQ

Return Loss -25.6 dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 50.2 Q0 +4.7iQ

Return Loss -26.6dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.162 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipcle length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the scldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on December 30, 2014
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Measurement Conditions

DASY system configuration, as far as not given on page 1 and 3.

Appendix (Additional assessments outside the scope of SCS 0108)

Phantom

SAM Head Phantom

For usage with cSAR3DV2-R/L

SAR result with SAM Head (Top)

SAR averaged over 1 em® (1 g) of Head TSL

Condition

SAR measured

250 mW input power

13.6 Wkg

SAR for nominal Head TSL parameters

normalized to 1W

54.0 W/kg % 17.5 % (k=2)

SAR averaged over 10 cm® {10 g) of Head TSL

condition

SAR measured

250 mW input power

6.33 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

25.2 W/kg + 16.9 % (k=2)

SAR result with SAM Head (Mouth)

SAR averaged over 1 cm® (1 g) of Head TSL

Condition

SAR measured

250 mW input power

13.86 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

54.0 W/kg = 17.5 % (k=2)

SAR averaged over 10 cm? (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.35 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

25.3 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Neck)

SAR averaged over 1 em? (1 g) of Head TSL

Condition

SAR measured

250 mW input power

12.9 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

51.2 W/kg % 17.5 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.11 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

24.4 W/kg = 16.9 % (k=2)

SAR result with SAM Head (Ear)

SAR averaged over 1 cm® (1 ) of Head TSL

Condition

SAR measured

250 mW input power

8.74 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

34.7 W/kg = 17.5 % (k=2)

SAR averaged over 10 cm® (10 g} of Head TSL

condition

SAR measured

250 mW input power

4.40 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

17.5 W/kg = 16.9 % (k=2)

Certificate No: D2450V2-981_Aug18
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DASYS5 Validation Report for Head TSL

Date: 13.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN:981

Communication System: UID 0 - CW: Frequency: 2450 MHz
Medium parameters used: f = 2450 MHz; ¢ = 1.86 S/m; g = 37.7; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-201 1)
DASY52 Configuration:

* Probe: EX3DV4 - SN7349; ConvF(7.88, 7.88, 7.88) @ 2450 MHz; Calibrated: 30.12.2017
* Sensor-Surface: 1.4mm (Mechanical Surface Detection)

* Electronics: DAE4 Sn601; Calibrated: 26.10.2017

¢ Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA: Serial: 1001

* DASY5252.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 116.6 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 26.7 Wrkg

SAR(1 g) = 13.4 W/kg; SAR(10 g) = 6.2 W/ikg

Maximum value of SAR (measured) = 22.1 Wirkg

0dB=22.1 W/kg=13.44 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 13.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN:981

Communication System: UID 0 - CW; Frequency: 2450 MHz
Medium parameters used: f = 2450 MHz; 6 = 2.02 S/m; & = 51.8; p = 1000 kg/m>
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-201 1
DASY52 Configuration:

« Probe: EX3DV4 - SN7349; ConvF(8.01, 8.01, 8.01) @ 2450 MHz; Calibrated: 30.12.2017
» Sensor-Surface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601; Calibrated: 26.10.2017

» Phantom: Flat Phantom 5.0 (back): Type: QD 000 P50 AA; Serial: 1002
» DASY52 52.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 107.0 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 25.3 W/kg

SAR(1 g) = 13 W/kg; SAR(10 g) = 6.11 Wikg

Maximum value of SAR (measured) = 20.7 Wikg

0dB =20.7 W/kg = 13.16 dBW/kg
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Impedance Measurement Plot for Body TSL
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DASY5 Validation Report for SAM Head

Date: 16.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V?2 - SN:981

Communication System: UID O - CW ; Frequency: 2450 MHz
Medium parameters used: f = 2450 MHz; ¢ = 1.85 S/m; & = 40.2; p = 1000 kg/m3
Measurement Standard: DASYS (IEEE/TEC/ANSI C63.19-201 1)

DASY52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(7.88, 7.88, 7.88) @ 2450 MHz; Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 26.10.2017

Phantom: SAM Head

DASYS52 52.10.1(1476); SEMCAD X 14.6.11(7439)

SAM Head Top/Zoom Scan (7x7x7)/Cube 0: Mcasurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 116.2 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 26.4 W/kg

SAR(1 g) = 13.6 W/kg; SAR(10 g) = 6.33 W/kg

Maximum value of SAR (measured) = 22.0 W/kg

SAM Head Mouth/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 116.9 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 26.3 W/kg

SAR(1 g) = 13.6 W/kg; SAR(10 g) = 6.35 W/kg

Maximum value of SAR (measured) = 21.7 W/kg

SAM Head Neck/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 112.0 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 24.1 W/kg

SAR(1 g) = 12.9 W/kg; SAR(10 g) = 6.11 W/kg

Maximum value of SAR (measured) = 20.5 W/kg

SAM Head Ear/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 91.03 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 15.8 W/kg

SAR(1 g) = 8.74 W/kg; SAR(10 g) = 4.4 W/kg

Maximum value of SAR (measured) = 13.5 W/kg

Certificate No: D2450V2-981_Aug18 Page 10 of 11



-6.00

-6.00

-10,00

0dB =22.0 W/kg = 13.42 dBW/kg
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Calibration Laboratory of

Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Acoreditation Sarvice {SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multitateral Agreement for the recognition of calibration certificates

Calibration procedurs(s)

Calibration date:

S Schweizerischer Kalibrlerdlenst
Service suisse d'talonnage

c Servizio svizzero di taratura

S Swiss Callbration Service

Accreditation No.: SCS 0108

Calibratlon Equipment used (M&TE critical for calibration)

This calibration certificate documents the traceabllity to naticnal standards, which realize the physical units of measurements (Sf).
The measurements and the uncertainties with confiderce probability are given on the following pages and are part of tha cerlificate.

All calibrations have been conducted in the closed laboratory fagility: snvironment temperature (22 = 3)°C and humidity < 70%.

RF generator &S SMT-06
Network Analyzer HP 8753E

Calibrated by;

Approved by:

SN: 100972
SN: US37390585

Primary Standards D ¢ Gal Date (Cerfiflcate No.) Seheduled Callbration
Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN 103244 04-Apr-18 (No, 217-02672) Apr-19

Power sensor NRP-291 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Referance 20 dB Attenuator SN: 5053 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 (No. 217-02683) Apr-19

Referance Prabe EX3DV4 SN 7349 30-Dee-17 (No. EX3-7349_Dac17) Dec-18

DAE4 SN: 801 26-0ct-17 {No., DAE4-801_Qct17) QOct-18

Secondary Standards D # Check Date {in house) Scheduled Check
Power meter EPM-4424, EN: GBar7480704 67-0ct-15 {in house check Qct-16) In house check: Oct-18
Power sensor HP 84814 SN: USaze927es 07-0¢ct-15 (in house check Cct-16) In house check: Oct-18
Power sensor HP 84814 SN: MY41092317 07-Oct-15 (in house check Cci-16)

15-Jun-15 (in house check Oct-18)
18-0ct-01 {in house check Oct-17)

In house check: Cet-18
In house check; Qct-18
In house check: Oct-18

Signature

Issued: April 12, 2018

This calibration certiflcate shall not be reproduced excapt in full without written approval of the laboratory.

Certificate No: D2600V2-1004,_Apr18
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Calibration Laboratory of ol

) S S Schweizerischer Kalibrierdienst
Schmid & Partner ib\\g/m% c Service suisse d'étalonnage
Engineering AG L Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland % /ff——\\\\\‘\\‘ S  Sswiss Calibration Service
MUTIITA
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Foliowing Standards:
a) IEEE Std 1528-2013, “lIEEE Recommended Practice for Determining the Peak Spatial-

b)

c)

d)

Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:

e)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominai SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D2600V2-1004_Apr18 Page 2 of 8




Measurement Conditions
DASY system configuration, as far as not given on page 1.
DASY Version DASY5 Vv52.10.0
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy,dz =5 mm
Frequency 2600 MHz + 1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.0 1.96 mho/m
Measured Head TSL parameters (22.0£0.2)°C 378+6% 2.03 mho/m+6 %
Head TSL temperature change during test <05°C
SAR result with Head TSL
SAR averaged over 1 cm® (1 g} of Head TSL Condition
SAR measured 250 mW input power 14.3 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

55.9 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

250 mW input power

6.35 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

25.1 Wikg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 52.5 2.16 mho/m
Measured Body TSL parameters (22.0+0.2) °C 521 +6% 219 mho/m £ 6 %
Body TSL temperature change during test <0.5°C . -
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition

SAR measured

250 mW input power

13.8 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

54.8 W/Kg +17.0 % (k=2)

SAR averaged over 10 cm?® (10 g) of Body TSL

condition

SAR measured

250 mW input power

6.20 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

24.7 W/kg + 16.5 % (k=2)

Certificate No: D2600V2-1004_Apr18
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 47.7 Q- 5.7 jQ

Return Loss -24.1dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 46.0Q-3.8]Q

Return Loss -24.9dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.149 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is stiil
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on December 23, 2006
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DASY5 Validation Report for Head TSL

Date: 11.04.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN: 1004

Communication System: UID 0 - CW; Frequency: 2600 MHz

Medium parameters used: f = 2600 MHz; ¢ = 2.03 S/m; & = 37.8; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/TEC/ANSI C63.19-2011)

DASYS52 Configuration:
¢ Probe: EX3DV4 - SN7349; ConvF(7.7, 7.7, 7.7); Calibrated: 30.12.2017;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 26.10.2017

Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASY52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 118.5 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 28.6 W/kg

SAR(1 g) = 14.3 W/kg; SAR(10 g) = 6.35 W/kg

Maximum value of SAR (measured) = 23.9 W/kg

0 dB =23.9 W/kg = 13.78 dBW/kg
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Impedance Measurement Plot for Head TSL

11 Apr 2018 11:25:16
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DASYS5 Validation Report for Body TSL

Date: 11.04.2018
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2600 MHz; Type: D2600V2; Serial: D2600V2 - SN: 1004

Communication System: UID 0 - CW; Frequency: 2600 MHz

Medium parameters used: f = 2600 MHz; 6 = 2.19 S/m; & = 52.1; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:
» Probe: EX3DV4 - SN7349; ConvF(7.81, 7.81, 7.81); Calibrated: 30.12.2017;
o Sensor-Surface: 1.4mm (Mechanical Surface Detection)
» Electronics: DAE4 Sn601; Calibrated: 26.10.2017
» Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002
o DASYS52 52.10.0(1446); SEMCAD X 14.6.10(7417)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 108.5 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 28.3 W/kg

SAR(1 g) = 13.8 W/kg; SAR(10 g) = 6.2 W/kg

Maximum value of SAR (measured) = 22.9 W/kg

-10.40
-15.60

& -20.80

-26.00

0 dB = 22.9 W/kg = 13.60 dBW/kg
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Impedance Measurement Plot for Body TSL

11 Apr 2018
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PCTEST ENGINEERING LABORATORY, INC.

7185 Oakland Mills Road, Columbia, MD 21046 USA
Tel. +1.410.290.6652 / Fax +1.410.290.6654
http://www.pctest.com

Certification of Calibration

Object D2600V2 — SN: 1004

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extension Calibration date: 4/11/2019

Description: SAR Validation Dipole at 2600 MHz.

Calibration Equipment used:

Manufacturer Model Description Cal Date | CalInterval | Cal Due | Serial Number
Agilent 8753ES S-Parameter Network Analyzer 3/11/2019 Annual 3/11/2020 US39170122
Agilent N5182A MXG Vector Signal Generator 4/18/2018 Annual 4/18/2019 | MY47420800

Amplifier Research 1551G6 Amplifier CBT N/A CBT 433971
Anritsu MA2411B Pulse Power Sensor 11/20/2018|  Annual 11/20/2019 1027293
Anritsu MA2411B Pulse Power Sensor 10/30/2018| Annual 10/30/2019 1126066
Anritsu ML2495A Power Meter 10/21/2018 Annual 10/21/2019 941001

Control Company 4040 Therm./ Clock/ Humidity Monitor 10/9/2018 Biennial 10/9/2020 181647811
Control Company 4352 Ultra Long Stem Thermometer 5/2/2017 Biennial 5/2/2019 170330156
Keysight 772D Dual Directional Coupler CBT N/A CBT MY52180215
Keysight Technologies 85033E Standard Mechanical Calibration Kit (DC to 9GHz, 3.5mm) 6/4/2018 Annual 6/4/2019 MY53401181
MiniCircuits VLF-6000+ Low Pass Filter CBT N/A CBT N/A
Mini-Circuits BW-N20W5+ DC to 18 GHz Precision Fixed 20 dB Attenuator CBT N/A CBT N/A
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406
Pasternack PE2209-10 Bidirectional Coupler CBT N/A CBT N/A
Seekonk NC-100 Torque Wrench 7/11/2018 Annual 7/11/2019 N/A
SPEAG EX3DV4 SAR Probe 6/25/2018 Annual 6/25/2019 7409
SPEAG DAE4 Dasy Data Acquisition Electronics 6/18/2018 Annual 6/18/2019 1334
SPEAG DAE4 Dasy Data Acquisition Electronics 2/13/2019 Annual 2/13/2020 665
SPEAG EX3DV4 SAR Probe 2/19/2019 Annual 2/19/2020 7417
SPEAG DAK-3.5 Dielectric Assessment Kit 9/11/2018 Annual 9/11/2019 1091

Measurement Uncertainty = +23% (k=2)

Name Function Signature
Calibrated By: Brodie Halbfoster Test Engineer BROPLE {ALBFOSTER.
Approved By: Kaitlin O’Keefe Senior Technical M]L._
Manager
Object: Date Issued:
Page 1 of 4
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

4112018 | 412019 | 1149 | 550 | 551 | a3 | 251 | 247 | tse% | 477 | 485 [ o8 [ 67 | 51 | o6 | 241 [ 256 [ 63m%

4112018 | 41112019

Object: Date Issued:
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Impedance & Return-Loss Measurement Plot for Head TSL
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Impedance & Return-Loss Measurement Plot for Body TSL
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Calibration Laboratory of

$ %, S Schweizerischer Kalibrierdienst
Schmid & Partner % Service suisse d'étalonnage
Engineering AG T Y Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland "////—\‘—R\ I S  swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

client  PC Test " ' Certificate No: D5GHzV2-1237 _Aug18
Object D5GHzV2 - SN:1237

Calibration procedure(s) QA CAL-22.v3 ' ' . ' ' %NJ _

Calibration procedure for dipole validation kits between 3-6 GHz 90-\51
: ¢
W

Calibration date: August 10, 20_1 8

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).

The measurements and the uncertainties with confidence probability are given on the following Pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 = 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards ID # Cal Date (Certificate No.) Scheduled Calibration

Power meter NRP SN: 104778 04-Apr-18 (No. 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 (No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismatch combination SN: 5047.2 / 06327 04-Apr-18 {No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 3503 30-Dec-17 {No. EX3-3503_Dec17) Dec-18

DAE4 SN: 601 26-0ct-17 (No. DAE4-601_0ct17) Cct-18

Secondary Standards 1D # Check Date {in house) Scheduled Check

Power meter EPM-442A, SN: GB37480704 07-Oc¢t-15 {in house check Oct-16) In house check: Oct-18
Power sensor HP 8481A SN: US37292783 07-Oct-15 {in house check Oct-16) In house check: Oct-18
Power sensor HP 8481A SN: MY41092317 07-Oct-15 {in house check Oct-16) In house check: Oct-18

RAF generator R&S SMT-06 8N: 100972 15-Jun-15 (in house check Oct-16) In house check: Oct-18
Network Analyzer Agilent EE358A | SN: US41080477 31-Mar-14 (in house check Oct-17) In house check: Oct-18

Name 7 Function S Signature
Calibrated by: Manu Seitz Laboratory Technician
Approved by: Katja Pokovic o . Technical Manager //’4
Issued: August 17, 2018
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 82209-1, “Measurement procedure for the assessment of Specific Absorption Rate

(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

» Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

* Feed Point Impedance and Retum Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

» SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version

DASYS Vv52.10.1
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom V5.0
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy =4.0 mm, dz = 1.4 mm Graded Ratio = 1.4 (Z direction)

Frequency

5250 MHz + 1 MHz
5600 MHz £ 1 MHz
5750 MHz + 1 MHz

Head TSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.71 mho/m
Measured Head TSL parameters {22.0+0.2) °C 356+6% 4.61 mho/m £ 6 %
Head TSL temperature change during test <0.5°C -—
SAR result with Head TSL at 5250 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.15 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

81.3 W/kg + 19.9 % (k=2)

SAR averaged over 10 cm? (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.36 Wiy

SAR for nominal Head TSL parameters

normalized tc 1W

23.5 W/kg = 19.5 % (k=2)

Certificate No: D5GHzV2-1237_Aug18
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Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 355 5.07 mho/m
Measured Head TSL parameters (22.0x0.2)°C 35.1x6% 4.98 mho/m +6 %
Head TSL temperature change during test <05°C ---- —--
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.60 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

85.7 W/ kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.46 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

24.5 W/kg = 19.5 % (k=2)

Head TSL parameters at 5750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.4 5.22 mho/m
Measured Head TSL parameters (22.0+0.2) °C 349+6% 5.14 mho/m £ 6 %
Head TSL temperature change during test <0.5°C - -
SAR result with Head TSL at 5750 MHz
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.09 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

80.6 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.32 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

23.1 W/kg = 19.5 % (k=2)

Certificate No: D5GHzV2-1237_Aug18
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Body TSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 220°C 48.9 5.36 mho/m
Measured Body TSL parameters (22.0+£0.2) °C 46.9+6 % 5.48 mho/m = 6 %
Body TSL temperature change during test <0.5°C - -
SAR result with Body TSL at 5250 MHz
SAR averaged over 1 cm?® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.62 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

75.6 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm?® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.14 Wikg

SAR for nominal Bedy TSL parameters

nornalized to 1W

21.2 W/kg + 19.5 % (k=2)

Body TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.5 5.77 mho/m
Measured Body TSL parameters (220x0.2)°C 46.3+6 % 596 mho/m +6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.81 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

78.5 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.22 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

22.0 W/kg = 19.5 % (k=2)

Certificate No: D5GHzV2-1237_Aug18
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Body TSL parameters at 5750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.3 5.94 mho/m
Measured Body TSL parameters (22.0+0.2) °C 46.0 6 % 6.16 mho/m +6 %
Body TSL temperature change during test <0.5°C -—- -
SAR result with Body TSL at 5750 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.65 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

75.9 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.14 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

21.2 W/kg = 19.5 % (k=2)

Certificate No: D5SGHzV2-1237_Aug18
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Appendix {Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL at 5250 MHz

Impedance, transformed to feed point 47.50-35jQ

Return Loss -27.0dB
Antenna Parameters with Head TSL at 5600 MHz

Impedance, transformed to feed point 501 Q+47jQ

Return Loss -26.7dB
Antenna Parameters with Head TSL at 5750 MHz

Impedance, transformed to feed point 527Q+08]Q

Return Loss -31.2dB
Antenna Parameters with Body TSL at 5250 MHz

Impedance, transformed to feed point 485Q-1.3jQ

Return Loss -28.2dB
Antenna Parameters with Body TSL at 5600 MHz

Impedance, transformed to feed point 53.1Q+62jQ

Return Loss -23.5dB
Antenna Parameters with Body TSL at 5750 MHz

Impedance, transformed to feed point 536Q+21[Q

Return Loss -27.9dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1,195 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied io the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Manufactured on

May 04, 2015

Certificate No: D5GHzV2-1237_Aug18
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DASYS5 Validation Repori for Head TSL

Date: 10.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole DSGHzV2; Type: DSGHzV2; Serial: DSGHzV2 - SN:1237

Communication System: UID 0 - CW; Frequency: 5250 MHz, Frequency: 5600 MHz, Frequency: 5750 MHz
Medium parameters used: f = 5250 MHz; 6 = 4.61 S/m; & = 35.6; p = 1000 kg/m3 s

Medium parameters used: f = 5600 MHz; 0 =4.98 S/m; & =35.1; p = 1000 kg/m?,

Medium parameters used: f = 5750 MHz; 6 = 5.14 S/m; & = 34.9; p = 1000 kg/m®

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

e Probe: EX3DV4 - SN3503; ConvF(5.51, 5.51, 5.51) @ 5250 MHz, ConvF(5.05, 5.05, 5.05) @ 5600
MHz, ConvF(4.98, 4.98, 4.98) @ 5750 MHz; Calibrated: 30.12.2017

e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

¢ Electronics: DAE4 Sn601 (5GHz); Calibrated: 26.10.2017

o Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
« DASY5252.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5250 MHz/Zoom Scan,
dist=1.41mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 75.17 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) =27.8 W/kg

SAR(1 g) = 8.15 W/kg; SAR(10 g) = 2.36 W/kg

Maximum value of SAR (measured) = 18.4 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 75.53 V/m; Power Drift =-0.05 dB

Peak SAR (extrapolated) = 32.4 W/kg

SAR(1 g) = 8.6 W/kg; SAR(10 g) = 2.46 W/kg

Maximum value of SAR (measured) = 20.2 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5750 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 73.04 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 31.1 W/kg

SAR(1 g) = 8.09 W/kg; SAR(10 g) = 2.32 W/kg

Maximum value of SAR (measured) = 19.9 W/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 10.08.2018
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole D5GHzV2; Type: DSGHzV2; Serial: DSGHzV2 - SN:1237

Communication System: UID 0 - CW; Frequency: 5250 MHz, Frequency: 5600 MHz, Frequency: 5750 MHz
Medium parameters used: f = 5250 MHz; 6 = 5.49 S/m; & =46.9; p = 1000 kg/m® ,

Medium parameters used: f = 5600 MHz; ¢ = 5.96 S/m; & = 46.3; p = 1000 kg/m

Medium parameters used: f = 5750 MHz; ¢ = 6.16 S/m; & = 46; p = 1000 kg/m®

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

e Probe: EX3DV4 - SN3503; ConvF(5.26, 5.26, 5.26) @ 5250 MHz, ConvF(4.65, 4.65, 4.65) @ 5600
MHz, ConvF(4.57, 4.57, 4.57) @ 5750 MHz; Calibrated: 30.12.2017

» Sensor-Surface: 1.4mm (Mechanical Surface Detection)

s Electronics: DAE4 Sn601 (5GHz); Calibrated: 26.10.2017

« Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002
« DASY5252.10.1(1476); SEMCAD X 14.6.11(7439)

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5250 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 68.22 V/m; Power Drift = -0.09 dB

Peak SAR (extrapolated) = 28.5 W/kg

SAR(1 g) = 7.62 W/kg; SAR(10 g) = 2.14 W/kg

Maximum value of SAR (measured) = 17.3 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 67.51 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 32.1 W/kg

SAR(1 g) =7.91 W/kg; SAR(10 g) = 2.22 W/kg

Maximum value of SAR (measured) = 18.5 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5750 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 65.91 V/m; Power Drift =-0.08 dB

Peak SAR (extrapolated) = 31.7 W/kg

SAR(1 g) = 7.65 W/kg; SAR(10 g) = 2.14 W/kg

Maximum value of SAR (measured) = 18.0 W/kg
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Impedance Measurement Plot for Body TSL
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Centificate No: D1900V2-5d149_Oct18

Object D1 900V2-SN5d149 = ..: R

Calibration procedure(s)

Calibration date:

October 23,2018 =~ . °
This calibration certificate documents the traceability to nationai standards, which realize the physical units of measurements (S1).
The measurements and the uncerlainties with confidence probability are given on the following pages and are part of the certificate.
All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidily < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards ID# Cal Date (Certificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-18 {No. 217-02672/02673) Apr-19

Power sensor NRP-Z91 SN: 103244 04-Apr-18 (No. 217-02672) Apr-19

Power sensor NRP-Z91 SN: 103245 04-Apr-18 {No. 217-02673) Apr-19

Reference 20 dB Attenuator SN: 5058 {20k) 04-Apr-18 (No. 217-02682) Apr-19

Type-N mismaich combination SN: 5047.2 /06327 04-Apr-18 (No. 217-02683) Apr-19

Reference Probe EX3DV4 SN: 7349 30-Dec-17 {No. EX3-7349_Dec17) Dec-18

DAE4 SN: 601 04-Cct-18 (No. DAE4-601_Oct18) Cct-19

Secondary Standards 1D # Check Date (in house) Scheduled Check
Power meter EPM-4424 SN: GB37480704 07-Qct-15 (in house check Qct-18) In house check: Oct-20
Power sensor HP 8481A SN: US37292783 07-0Oct-15 (in houseo chack Oct-18) In house check: Oct-20
Power sensor HP 8481A SN: MY41092317 07-Qct-15 (in house check Oct-18) in house check: Qct-20
RF generator R&S SMT-06 SN: 100972 15-Jun-15 (in house check Oct-18) in house check: Cct-20
Natwork Analyzer Agilent EB358A | SN: US41080477 31-Mar-14 (in house check Cct-18) In house check: Oct-19

Function
boratory Technician -

Signature
Calibrated by: i

Approvad by:

Issued: October 23, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of S,

S Schweizerischer Kalibrierdienst
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Schmid & Partner ilaﬁgé Service suisse d'étalonnage
Engineering AG ?,//’:\\\\"5 Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland “q, /ﬁ\\\\\‘ Swiss Calibration Service
T law
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z

N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) |EC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:

e)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to caiculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D1900v2-5d149_0cti8 Page 2 of 8




Measurement Conditions
DASY system configuration, as far as not

iven on page 1.

DASY Version DASYS5 V52.10.2

Extrapolation Advanced Extrapoiation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution dx, dy, dz =5 mm

Frequency 1900 MHz + 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 220°C 40.0 1.40 mho/m

Measured Head TSL parameters (22.0x0.2) °C 40.3+6% 1.40 mho/m £ 6 %

Head TSL temperature change during test <0.5°C memn e
SAR result with Head TSL

SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured 250 mw input power 9.80 Wikg

SAR for nominal Head TSL parameters

normalized 1o 1W

39.3 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured

250 mW input power

5.11 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

20.5 W/kg + 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.3 1.52 mho/m
Measured Body TSL parameters {22.0+0.2) °C 529x26% 1.47 mho/m +86 %
Body TSL temperature change during test <0.5°C mrmn o
SAR result with Body TSL
SAR averaged over 1 ecm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 9.68 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

39.4 W/kg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured

250 mW input power

5.11 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

20.7 W/kg = 16.5 % (k=2)

Certificate No: D1900v2-5d149_0Oct18
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Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 5290 +63jQ

Return Loss -23.4dB

Antenna Parameters with Body TSL

impedance, transformed to feed point 485Q +8.2jQ

Return Loss -21.5dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.193 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore shon-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipcle length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Manufactured on March 11, 2011
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DASY5 Validation Report for Head TSL

Date: 23.10.2018

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:5d149

Communication System: UID 0 - CW; Frequency: 1900 MHz

Medium parameters used: f = 1900 MHz; ¢ = 1.4 S/m; e, = 40.3; p = 1000 kgf’m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(8.18, 8.18, 8.18) @ 1900 MHz; Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASY52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 110.0 V/m; Power Drift = -0.03 dB

Peak SAR (extrapolated) = 18.5 W/kg

SAR(1 g) = 9.8 W/kg; SAR(10 g) =5.11 W/kg

Maximum value of SAR (measured) = 15.4 W/kg

£ ]-12.00

-16.00

-20.00

0dB = 15.4 W/kg = 11.88 dBW/kg
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Impedance Measurement Plot for Head TSL

e Vow Chamel Sweep Calbration Trace Seale Waker System Widow feh

1 900000 3Hz 52884 0 4
B3LEEpH B.A43
1.900000 GHz  B7 had mid

Ch1dva= 20

1 Chi:tan 170000 GHy e Stop 2.10000 GHz |

FA10dB

I
4000 | Chtavg= b2 V. '
Chi: Start 170000 GHE ~ — Srop 2.10000 GHz

Certificate No: D1900V2-5d149_Oct18 Page 6 of 8



DASYS5 Validation Report for Body TSL

Date: 23.10.2018

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN:5d149

Communication System: UID 0 - CW; Frequency: 1900 Mz

Medium parameters used: f = 1900 MHz; ¢ = 1.47 S/m; & = 52.9; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY S (IEEE/TEC/ANSI C63.19-2011)

DASY52 Configuration:

Probe: EX3DV4 - SN7349; ConvF(8.15, 8.15, 8.15) @ 1900 MHz; Calibrated: 30.12.2017
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 04.10.2018

Phantom: Flat Phantom 5.0 (back); Type: QD 000 P50 AA; Serial: 1002

DASYS52 52.10.2(1495); SEMCAD X 14.6.12(7450)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 103.1 V/m;, Power Drift = -0.03 dB

Peak SAR (extrapolated) = 17.5 Wikg

SAR(1 g) = 9.68 W/kg; SAR(10 g) = 5.11 W/kg

Maximum value of SAR (measured) = 14.2 W/kg

0dB = 14.2 W/kg = 11.52 dBW/kg
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Impedance Measurement Plot for Body TSL
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orticats No: EX3-T357_Apr19

Obiject

Calibration procedure(s)

Q
.- AL

Calibration date: April 24, 201

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facifity: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)
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Calibration Laboratory of

\ S  Schwelzerischer Kalibrierdienst
Schmid & Partner C  Service suisse d'étalonnage
Engineering AG S Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland Swiss Calibration Service
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Muitilateral Agreement for the recognition of calibration certificates
Glossary:
TSL tissue simulating liquid
NORMx,y,z sensttivity in free space
ConvF sensitivity in TSL/ NORMx,y,z
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
A B.C,D modulation dependent linearization parameters
Polarization ¢ ¢ rotation around probe axis
Polarization 8 8 rotation around an axis that is in the plane normal to probe axis (at measurement center),
i.e., 3 =0 is normal to probe axis
Connector Angle information used in DASY system fo align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:
a} |EEE Std 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific

b)
c)

d)

Absarption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

[EC 62209-1, *, "Measurement procedure for the assessment of Specific Absorption Rate (SAR) from hand-
held and body-mounted devices used next to the ear (frequency range of 300 MHz to 6 GHz)”, July 2016

IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless communication devices
used in close proximity to the human body (frequency range of 30 MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Methods Applied and Interpretation of Parameters:

NORMX.y,z: Assessed for E-field polarization $ = 0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E*-field
uncertainty inside TSL (see below ConvF).

NORM(f)x,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

Ax.y.z; Bx,y,z; Cx,y,z; Dx,y,z; VRx,y,z: A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < B00 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from + 50 MHz to * 100
MHz.

Spherical isofropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

Sensor Offset. The sensor offset corresponds to the offset of virtual measurement center from the probe tip
(on probe axis). No tolerance required.

Connector Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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EX3DV4 — SN:7357 April 24, 2019
DASY/EASY - Parameters of Probe: EX3DV4 - SN:7357

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unec (k=2)
Norm {uV/(V/imy4)" 0.37 0.48 0.41 +10.1%
DCP (mV)° 87.5 101.0 95.2

Calibration Results for Modulation Response

uiD Communication System Name A B c D VR Max Max
dB | dBVpV dB mv dev. Unc®
{k=2)
0 cw X 0.00 0.00 1.00 0.00 175.5 +27% | 47 %
Y 0.00 0.00 1.00 162.7
z 0.00 0.00 1.00 160.1
10352~ Pulse Waveform (200Hz, 10%) X 1.63 60.99 8.59 10.00 60.0 +32% | £96%
AAA ’ Y 15.00 88.78 20.10 60.0
Z 1.92 62.77 9.39 60.0
10353- Pulse Waveform (200Hz, 20%) X 1.28 62.05 7.66 6.99 80.0 +21% | +96%
AAA Y 15.00 92.12 20.60 80.0
Z 1.44 63.37 8.24 80.0
10354- Pulse Waveform (200Hz, 40%) X 0.53 60.00 5.08 3.98 95.0 +12% | £+96%
AAA Y i 15.00 98.74 22.38 95.0
zZ 0.50 60.00 4.96 85.0
10355- Pulse Waveform (200Hz, 60%) X 0.34 60.00 3.46 222 1200 [ £+13% | £9.6%
AAA Y | 15.00 i 12209 | 31.59 120.0
Z 0.32 60.00 3.17 120.0
10387- QPSK Waveform, 1 MHz X 0.47 60.00 5.85 0.00 150.0 [ +34% | £96%
AAA Y 0.84 63.60 10.73 150.0
Z 047 60.00 5.64 150.0
10388- QPSK Waveform, 10 MHz X 2.22 69.17 16.45 0.00 150.0 [ +12% | +96%
AAA Y 2.39 69.28 16.48 150.0
Z 2.05 67.86 15.44 150.0
10396- 64-GAM Waveform, 100 kHz X 1.74 66.32 18.65 3.01 150.0 | t64% | £96%
AAA Y 3.21 72.13 19.45 150.0
Z 2,50 68.64 18.00 160.0
10399- 64-QAM Waveform, 40 MHz X 3.50 67.46 16.21 0.00 150.0 | +25% | +9.6%
AAA Y 3.59 67.57 16.11 150.0
Z 340 67.11 15.75 150.0
10414- WLAN CCDF, 64-QAM, 40MHz X 4.79 65.80 15.93 0.00 150.0 | £46% | £9.6%
AAA Y 4.92 65.80 15.71 150.0
Z 4.73 65.72 15.66 160.0

Note: For details on UID parameters see Appendix

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

* The uncentainties of Narm X,Y,Z do net affect the E*-field uncenainty inside TSL {see Pages 5 and 6).

Numerical linearization parameter: ungertainty not required.

Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value,
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EX3DV4— SN:7357

April 24, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:7357

Sensor Model Parameters

C1 c2 a T T2 T3 T4 TS T6
fF fF V- ms.V™? ms.V™! ms v v
X 37.3 299.85 40.64 5,98 0.77 5.00 0.00 0.00 1.02
Y 48.9 366.83 35.90 10.43 0.1 5.09 1.58 0.24 1.01
Z 37.8 204.77 38.42 5.12 0.55 5.04 0.00 0.43 1.01
Other Probe Parameters
Sensor Arrangement Trianguiar
Connector Angle (°) 14.2
Mechanical Surface Detection Mode enabled
Onptical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 9 mm
Tip Diameter 2.5 mm
Probe Tip to Sensor X Calibration Point 1 mm
Probe Tip to Sensor Y Calibration Point 1 mm
Probe Tip to Sensor Z Calibration Point 1 mm
Recommended Measurement Distance from Surface 1.4 mm
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EX3DV4- SN:7357 April 24, 2019

DASY/EASY - Parameters of Probe: EX3DV4 - SN:7357

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unc

f(MHz) ¢ | Permittivity" (Sim)F ConvFX | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
64 54.2 0.75 14.77 14.77 14.77 0.00 1.00 +13.3 %
750 41.9 0.89 10.26 10.26 10.26 0.45 0.95 +12.0%
835 41.5 0.90 9.91 9.91 9.91 0.53 0.85 +12.0%
1750 40.1 1.37 8.69 8.69 8.69 0.35 0.80 +12.0%
1900 40.0 1.40 8.26 8.26 8.26 0.33 0.84 +12.0%
2300 39.5 1.67 7.70 7.70 7.70 0.33 0.85 +12.0%
2450 39.2 1.80 7.57 7.57 7.57 0.39 0.85 +12.0%
2600 39.0 1.96 7.31 7.31 7.31 0.40 0.80 +12.0%
5250 35.9 4.71 5.45 5.45 5.45 0.40 1.80 +131%
5600 355 5.07 4.85 4.85 4.85 0.40 1.80 +13.1%
5750 35.4 5.22 5.06 5.06 5.06 0.40 1.80 +13.1 %

© Frequency validity above 300 MHz of £ 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is restricted to + 50 MHz. The
uncertainty is the RSS of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band. Frequency validity
below 300 MHz is £ 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respectively. Validity of ConvF assessed at
6 MHz is 4-9 MHz, and ConvF assessed at 13 MHz is 9-19 MHz. Above 5 GHz frequency validity can be extended to + 110 MHz.

F At frequencies betow 3 GHz, the validily of lissue parameters (e and ) can be relaxed to + 10% if liquid compensation formula is applied to
measured SAR values, Al frequencies above 3 GHz, the validity of tissue parameters (s and o) is restricted to + 5%. The uncertainty is the RSS of
ihe ConvF uncertainty for indicated target tissue paramaters.

6 Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.
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EX3DV4— SN:7357

April 24, 2019

DASY/EASY - Parameters of Probe: EX3DV4 - SN:7357

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unc

f(MHZ)® | Permittivity" (sim)© ConvFX | ConvFY | ConvFZ | Alpha®| (mm) (k=2)
750 55.5 0.96 10.19 10.19 10.19 0.37 0.96 +12.0 %
835 55.2 0.97 9.95 9.95 9.95 047 0.80 +12.0 %
1750 53.4 1.49 8.26 8.26 8.26 0.35 0.85 +12.0%
1900 53.3 1.52 7.93 7.93 7.93 0.32 0.90 +12.0 %
2300 52.9 1.81 7.72 7.72 7.72 0.30 0.85 +12.0%
2450 52.7 1.95 7.59 7.59 7.59 0.35 0.86 £12.0%
2600 52.5 2.16 7.39 7.39 7.39 0.32 0.89 +12.0%
5250 48.9 5.36 4.61 4.61 4.61 0.50 1.90 +13.1%
5600 48.5 5.77 4.03 4.03 4.03 0.50 1.90 +13.1 %
5750 48.3 5.94 4.15 4.15 4.15 0.50 1.90 +13.1%

© Frequency validity above 300 MHz of + 100 MHz only appiies for DASY v4.4 and higher (see Page 2}, else it is restricted to + 50 MHz. The
uncertainty is the RSS of the ConvF uncertainty at calibration frequency and the uncerlainty for the indicated frequency band. Frequency validity

below 300 MHz is + 10, 25, 40}, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respectively. Validity of ConvF assessed at

6 MHz is 4-9 MHz, and ConvF assessed at 13 MHz is 9-19 MHz. Above 5 GHz frequency validity can be extended to + 110 MHz.
F At frequencies below 3 GHz, the validity of tissue parameters (e and g) can be relaxed to + 10% if liquid compensation formula is applied to

measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (¢ and o) is restricted to + 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.

¢ AlphafDepth are determined during calibration. SPEAG warrants that the remaining deviation due io the boundary effect after compensation is

always less than + 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip

diameter from the boundary.
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EX3DV4— SN:7357

Frequency Response of E-Field
{TEM-Cell:ifi110 EXX, Waveguide: R22)
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EX3DV4— SN:7357

Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM
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EX3DV4- SN:7357 April 24, 2019

Dynamic Range f(SARcad)
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EX3DV4— SN:7357 April 24, 2019
Appendix: Modulation Calibration Parameters
uiD Rev Communication System Name Group PAR Unct
(dB) {k=2)

0 Ccw CW 000 | £47 %
10010 | CAA | SAR Validation (Square, 100ms, 10ms) Test 10.00 | +9.6%
10011 | CAB | UMTS-FDD (WCDMA) WCDMA 291 | t96%
10012 | CAB [ IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 Mbps) WLAN 1.87 | £96%
10013 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 6 Mbps) WLAN 946 | +96%
10021 | DAC | GSM-FDD (TDMA, GMSK) GSM 939 | £96%
10023 | DAC | GPRS-FDD (TDMA, GMSK, TN 0) GSM 957 | £96%
10024 [ DAC | GPRS-FDD {TDMA, GMSK, TN 0-1) GSM 656 | +96%
10025 | DAC | EDGE-FDD (TDMA, 8PSK, TN 0) GSM 1262 | +96 %
10026 | DAC | EDGE-FDD (TDMA, 8PSK, TN 0-1) GSM 955 | £96%
10027 | DAC | GPRS-FDD (TDMA, GMSK, TN 0-1-2) GSM 480 | $9.6%
10028 | DAC | GPRS-FDD (TDMA, GMSK, TN 0-1-2-3) GSM 355 | $96%
10028 | DAC | EDGE-FDD (TDMA, 8PSK, TN 0-1-2) GSM 778 | +9.6%
10030 1 CAA | IEEE 802.15.1 Bluetooth (GFSK, DH1) Bluetooth 530 [ +9.6%
10031 | CAA | |EEE 802.15.1 Bluetooth (GFSK, DH3) Bluetooth 187 | 296%
10032 | CAA | |EEE 802,15.1 Bluetooth (GFSK, DH5) Biuetooth 116 | *96%
10033 | CAA | IEEE 802.15.1 Blustooth (PI/4-DQPSK, DH1) Bluetooth 774 | +96%
10034 | CAA | IEEE 802.15.1 Bluetooth (PI/4-DQPSK, DH3) Bluetooth 453 | 296%
10035 | CAA | IEEE §02,15.1 Bluetooth (PI/4-DQPSK, DH5) Bluetooth 383 | +96%
10036 | CAA | IEEE 802.15.1 Bluetooth (8-DPSK, DH1) Bluetooth 801 | +96%
10037 | CAA | IEEE 802.15.1 Bluetooth (8-DPSK, DH3) Bluetooth 477 | +96%
10038 | CAA | IEEE 802.15.1 Bluetooth (8-DPSK, DH5) Bluetooth 410 | +9.6%
10039 | CAB | CDMA2000 (1xRTT, RC1) CDMA2000 | 457 | +96%
10042 | CAB | 15-54/15-136 FDD (TDMA/FDM, P1/4-DQPSK, Halfrate) AMPS 778 | x96%
10044 | CAA [ IS-9V/EIA/TIA-653 FDD (FDMA, FM) AMPS 0.00 | £96%
10048 | CAA | DECT (TDD, TDMA/FDM, GFSK, Full Slot, 24) DECT 13.60 | +96%
10043 | CAA | DECT (TDD, TOMA/FDM, GFSK, Double Slot, 12) DECT 1079 | 296 %
10056 | CAA | UMTS-TDD (TD-SCDMA, 1.28 Mcps) TD-SCDMA | 1101 | 296 %
10058 | DAC | EDGE-FDD (TDMA, 8PSK, TN 0-1-2-3) GSM 652 | £96%
10059 | CAB | IEEE 802.11b WiFi 2.4 GHz (DSSS, 2 Mbps) WLAN 212 | +96%
10060 | CAB | IEEE 802.11b WiFi 2.4 GHz (DSSS, 5.5 Mbps) WLAN 283 | +96%
10061 | CAB | IEEE B02.11b WiFi 2.4 GHz (DSSS, 11 Mbps) WLAN 360 | £96%
10062 | CAC [ IEEE 802.11a/h WiFi 5 GHz (OFDM, 6 Mbps) WLAN 868 | £+96%
10063 | CAC | IEEE 802.11ath WiFi 5 GHz (OFDM, 9 Mbps) WLAN 863 | £9.6%
10064 | CAC | |EEE 802.11a/h WiFi 5 GHz (OFDM, 12 Mbps) WLAN 909 [ +96%
10065 | CAC | |EEE 802.11alh WiFi 5 GHz (OFDM, 18 Mbps) WLAN 9.00 [ +96%
10066 | CAC | IEEE 802.11a/h WiFi 5 GHz (OFDM, 24 Mbps) WLAN 038 | £96%
10067 | CAC | IEEE 802.11a/h WiFi 5 GHz (OFDM, 36 Mbps) WLAN 1012 [ +96 %
10068 | CAC [ IEEE 802.11ath WiFi 5 GHz (OFDM, 48 Mbps) WLAN 10.24 | +96 %
10069 | CAC | IEEE 802.11afh WiFi 5 GHz (OFDM, 54 Mbps) WLAN 1056 | +9.6 %
10071 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/CFDM, 9 Mbps) WLAN 983 | +9.6%
10072 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/CFDM, 12 Mbps) WLAN 962 | +96%
10073 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 18 Mbps) WLAN 994 | £96%
10074 | CAB_| IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 24 Mbps) WEAN 1030 [ +96%
10075 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 36 Mbps) WLAN 1077 | +96%
10076 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 48 Mbps) WLAN 1094 | £96%
10077 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 54 Mbps) WLAN 1100 | 296 %
10081 | CAB_{ CDMA2000 (1xRTT, RC3) CDMA2000 | 397 | 296%
10082 | CAB | 1S-54 /15136 FDD (TDMA/FDM, Pi/4-DQPSK, Fulirate) AMPS 477 | +96%
10090 | DAC | GPRS-FDD (TDMA, GMSK, TN 0-4) GSM 656 | £9.6%
10097 | CAB | UMTS-FDD (HSDPA) WCDMA 398 | +96%
10098 | CAB | UMTS-FDD (HSUPA, Subtest 2) WCDMA 398 | £9.6%
10092 | DAC | EDGE-FDD (TDMA, 8PSK, TN 0-4) GSM 955 | x9.6%
10100 | CAE | LTE-FDD (SC-FDMA, 100% RB, 20 MHz, QPSK) LTE-FDD 567 | +96%
10101 | CAE | LTE-FDD (SC-FDMA, 100% RB, 20 MHz, 16-QAM) L.TE-FDD 642 | +9.6%
10102 | CAE | L.TE-FDD (SC-FDMA, 100% RB, 20 MHz, 64-QAM) LTE-FDD 660 | £9.6%
10103 | CAG | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, QPSK) LTE-TDD 929 | £9.6%
10104 | CAG | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, 16-QAM) LTE-TDD 997 | +96%
10105 | CAG | LTE-TDD {SC-FDMA, 100% RB, 20 MHz, 64-QAM) LTE-TDD 10,01 | £96%
10108 | CAG | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, QPSK) LTE-FDD 580 | +96%
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10109 CAG | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, 16-QAM) LTE-FDD 6.43 +9.6%
10110 CAG | LTE-FDD (SC-FDMA, 100% RB, 5 MHz, QPSK) LTE-FDD 5.75 9.6 %
10111 CAG | LTE-FDD (SC-FDMA, 100% RB, 5 MHz, 16-QAM) LTE-FDD 6.44 +96 %
10112 CAG | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, 64-QAM) LTE-FDD 6.59 £96%
10113 CAG | LTE-FDD (SC-FDMA, 100% RB, 5 MHz, 64-QAM) LTE-FDD 6.62 9.6 %
10114 CAC | IEEE 802.11n {HT Greenfield, 13.5 Mbps, BPSK) WLAN 8.10 9.6 %
101156 CAC | IEEE 802.11n (HT Greenfield, 81 Mbps, 16-QAM) WLAN 8.46 9.6 %
10116 CAC | IEEE 802.11n (HT Greenfield, 135 Mbps, 64-QAM} WLAN 8.15 £9.6%
10117 CAC | IEEE 802.11n {(HT Mixed, 13.5 Mbps, BPSK) WLAN 8.07 £9.6 %
10118 CAC | IEEE 802.11n (HT Mixed, 81 Mbps, 16-QAM) WLAN 8.58 +9.6%
10119 CAC | IEEE 802.11n (HT Mixed, 135 Mbps, 64-QAM) WLAN 8.13 +9.6%
10140 CAE | LTE-FDD {SC-FDMA, 100% RB, 15 MHz, 16-QAM) LTE-FDD 6.49 +9.6%
10141 CAE | LTE-FDD {SC-FDMA, 100% RB, 15 MHz, 64-QAM) LTE-FDD 6.53 +96%
10142 CAE | LTE-FDD (SC-FDMA, 100% RB, 3 MHz, QPSK) LTE-FDD 5.73 +9.6 %
10143 CAE 1 LTE-FDD (SC-FDMA, 100% RB, 3 MHz, 16-QAM) LTE-FDD 6.35 9.6 %
10144 CAE | LTE-FDD (SC-FDMA, 100% RB, 3 MHz, 64-QAM) LTE-FDD 8.65 +9.6%
10145 CAF | LTE-FDD (SC-FDMA, 100% RB, 1.4 MHz, QPSK) LTE-FDD 576 £9.6%
101486 CAF | LTE-FDD (SC-FDMA, 100% RB, 1.4 MHz, 16-QAM) LTE-FDD 6.41 9.6 %
10147 CAF | LTE-FDD (SC-FDMA, 100% RB, 1.4 MHz, 64-QAM) LTE-FDD 6.72 9.6 %
10149 CAE | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, 16-QAM) LTE-FDD 6.42 +9.6 %
10150 CAE | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, 64-QAM) LTE-FDD 6.60 £9.6%
16151 CAG | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, QPSK) LTE-TDD 9.28 £9.6 %
10152 CAG | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, 16-QAM) LTE-TDD 9.92 +96%
10153 CAG | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, 64-QAM) LTE-TDD 1005 | +9.6%
10154 CAG | LTE-FDD (SC-FOMA, 50% RB, 10 MHz, QPSK) LTE-FDD 5.75 +96%
10155 CAG | LTE-FDD (SC-FDMA, 50% RB, 10 MHz, 16-QAM) LTE-FDD 6.43 +9.6 %
10156 CAG | LTE-FDD {SC-FDMA, 50% RB, 5§ MHz, QPSK) LTE-FDD 5.79 +96 %
10167 CAG | LTE-FDD (SC-FDMA, 50% RB, 5 MHz, 16-QAM) LTE-FDD 6.49 +96%
10158 CAG | LTE-FDD (SC-FDMA, 50% RB, 10 MHz, 84-QAM) LTE-FDD 6.62 +96 %
10159 CAG | LTE-FDD (SC-FDMA, 50% RB, 5 MHz, 64-QAM) LTE-FDD 6.56 +9.6%
10160 CAE | LTE-FDD (SC-FDMA, 50% RB, 15 MHz, QPSK) LTE-FDD 5.82 +9.6%
10161 CAE | LTE-FDD (SC-FDMA, 50% RB, 15 MHz, 16-QAM) LTE-FDD 6.43 +96%
10162 CAE | LTE-FDD (SC-FDMA, 50% RB, 15 MHz, 64-QAM) LTE-FDD 6.58 +£8.6%
10166 CAF | LTE-FDD (SC-FDMA, 50% RB, 1.4 MHz, QPSK) LTE-FDD 5.46 +9.6%
10167 CAF | LTE-FDD (SC-FDMA, 50% RB, 1.4 MHz, 16-QAM) LTE-FDD 8.21 +96%
10168 CAF | LTE-FDD (SC-FDMA, 50% RB, 1.4 MHz, 64-QAM) LTE-FDD 6.79 +9.6%
10169 CAE | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, QPSK) LTE-FBD 573 +9.6%
10170 CAE | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, 16-QAM) LTE-FDD 6.52 +9.6%
10171 AAE | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, 64-QAM) LTE-FDD 6.49 % 9.6 %
10172 CAG | LTE-TPBD (SC-FDMA, 1 RB, 20 MHz, QPSK) LTE-TDD 9.21 196 %
10173 CAG | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, 16-QAM) LTE-TDD 9.48 +9.6 %
10174 CAG | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, 64-QAM) LTE-TDD 1025 | +96%
10175 CAG | LTE-FDD (SC-FDMA, 1 RB, 10 MHz, QPSK) LTE-FDD 572 +8.6%
10176 CAG | LTE-FDD (SC-FDMA, 1 RB, 10 MHz, 16-QAM) LTE-FDD 6.52 +9.6%
10177 CAl LTE-FDD (SC-FDMA, 1 RB, 5 MHz, QPSK) LTE-FDD 5.73 96 %
10178 CAG | LTE-FDD (SC-FDMA, 1 RB, 5 MHz, 16-QAM) LTE-FDD 6.52 +9.6%
10179 CAG | LTE-FDD (SC-FDMA, 1 RB, 10 MHz, $4-QAM) LTE-FDD 6.50 +9.6 %
10180 CAG | LTE-FDB (SC-FDMA, 1 RB, 5 MHz, 64-QAM) LTE-FDD 8.50 +9.6%
10181 CAE | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, QPSK) LTE-FDD 5,72 +9.6%
10182 CAE | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, 16-QAM) LTE-FDD 6.52 +9.6%
10183 AAD | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, 64-QAM) LTE-FED 6.50 9.6 %
10184 CAE | LTE-FDD (SC-FDMA, 1 RB, 3 MHz, QPSK) LTE-FDD 573 +9.6%
10185 CAE | LTE-FDD (SC-FDMA, 1 RB, 3 MHz, 16-QAM) LTE-FDD 6.51 +96%
10186 AAE | LTE-FDD (SC-FDMA, 1 RB, 3 MHz, 64-QAM) LTE-FDD 6.50 +9.6%
10187 CAF | LTE-FDD (SC-FEMA, 1 RB, 1.4 MHz, QPSK) LTE-FDD 5.73 9.6 %
10188 CAF | LTE-FDD (SC-FDMA, 1 RB, 1.4 MHz, 16-QAM) LTE-FDD 6.52 +9.6 %
10189 AAF | LTE-FDD (SC-FDMA, 1 RB, 1.4 MHz, 64-QAM) LTE-FDD 6.50 +96%
10193 CAC | |EEE 802.11n (HT Greenfieid, 6.5 Mbps, BPSK) WLAN 8.09 £9.6 %
10194 CAC | IEEE 802.11n (HT Greenfield, 3¢ Mbps, 16-QAM) WLAN 8.12 £9.6%
10185 CAC | IEEE 802.11n (HT Greenfield, 65 Mbps, 64-QAM) WELAN 8.21 +9.6 %
10196 CAC_; IEEE 802.11n (HT Mixed, 6.5 Mbps, BPSK) WLAN 8.10 +96%
10197 CAC [ IEEE 802.11n (HT Mixed, 39 Mbps, 16-QAM) WLAN 8.13 £9.6%
10198 CAC | IEEE 802.11n (HT Mixed, 85 Mbps, 64-QAM) WLAN 8.27 +9.6 %
10219 CAC | IEEE 802.11n (HT Mixed, 7.2 Mbps, BPSK) WLAN 8.03 +9.6%
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10220 CAC | IEEE 802.11n (HT Mixed, 43.3 Mbps, 16-QAM) WLAN 813 +9.6%
10221 CAC | IEEE 802.11n (HT Mixed, 72.2 Mbps, 64-QAM) WLAN 8.27 +9.6%
10222 CAC | IEEE 802.11n (HT Mixed, 15 Mbps, BPSK} WLAN 8.06 +9.6 %
10223 CAC | IEEE 802.11n (HT Mixed, 90 Mbps, 16-QAM) WLAN 8.48 +9.6 %
10224 CAC | IEEE 802.11n (HT Mixed, 150 Mbps, 64-QAM) WLAN 8.08 +9.6 %
10225 CAB | UMTS-FDD (HSPA+) WCDMA 597 +96%
10226 CAA | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 16-QAM) LTE-TBD 9.48 +9.6%
10227 CAA | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 64-QAM) LTE-TDD 10.26 | +96%
10228 CAA | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, QPSK) LTE-TDD 9.22 9.6 %
10229 CAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 16-QAM) LTE-TDD 9.48 *3.6%
10230 CAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 64-QAM) LTE-TDD 10.25 | +8.6%
10231 CAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, QPSK) LTE-TDD 9.19 +896%
10232 CAF | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, 16-QAM) LTE-TDD 9.48 +9.6%
10233 CAF | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, 64-QAM} LTE-TDD 1025 | £8.6%
10234 CAF | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, QPSK} LTE-TDD 9.21 +9.6%
10235 CAF : LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 16-QAM) LTE-TDD 9.48 £96%
10236 CAF | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 64-QAM) LTE-TDD 1025 | +968%
10237 CAF | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, QPSK) LTE-TDD 9.21 +96%
10238 CAF | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 16-QAM) LTE-TDD 9.48 +96%
10232 CAF | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 64-QAM) LTE-TDD 10.25 | *9.6%
10240 CAF | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, QPSK) LTE-TDD 9.21 96 %
10241 CAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 16-QAM) LTE-TDD 9.82 9.6 %
10242 CAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 64-QAM) LTE-TDD 9.86 +9.6 %
10243 CAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, QPSK) LTE-TDD 9.46 $9.6 %
10244 CAC | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, 16-QAM) LTE-TDD 1006 | +96 %
10245 CAC | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, 64-QAM) LTE-TDD 1006 | +9.6%
10246 CAC | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, QPSK) LTE-TDD 9.30 +9.6%
10247 CAF_| LTE-TDD (SC-FDMA, 50% RB, 5§ MHz, 16-QAM) LTE-TDD 9.91 +9.6%
10248 CAF | LTE-TDD (SC-FDMA, 50% RB, 5 MHz, 64-QAM) LTE-TDD 10.09 | £96%
10249 CAF | LTE-TDD (SC-FDMA, 50% RB, 5 MHz, QPSK) LTE-TDD 9.29 £8.6%
10250 CAF | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, 16-QAM) LTE-TDD 9.81 96 %
10251 CAF | LTE-TDD {SC-FDMA, 50% RB, 10 MHz, 64-QAM) LTE-TDD 1017 | +8.6%
102562 CAF | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, QPSK} LTE-TDD 9.24 +9.6 %
10253 CAF | LTE-TDD {S8C-FDMA, 50% RB, 15 MHz, 16-QAM) LTE-TDD 9.90 £9.6%
10254 CAF | LTE-TDD (SC-FDMA, 50% RB, 15 MHz, 64-QAM) LTE-TDD 10.14 | £9.6%
10255 CAF | LTE-TDD {SC-FDMA, 50% RB, 15 MHz, QPSK) LTE-TDD 9.20 +9.6 %
10256 CAA | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, 16-QAM) LTE-TDD 9.96 +96%
10257 CAA | LTE-TBD (SC-FDMA, 100% RB, 1.4 MHz, 64-QAM) LTE-TDD 1008 | +96%
10258 CAA | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, QPSK) LTE-TDD 9.34 +96%
10259 CAC | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, 16-QAM) LTE-TDD 9.98 +9.6%
10260 CAC | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, 64-QAM) LTE-TDD 9.97 +9.6 %
10261 CAC | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, QPSK} LTE-TDD 9.24 9.6 %
10262 CAF | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, 16-QAM) LTE-TDD 9.83 9.6 %
10263 CAF | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, 64-QAM) LTE-TDD 1016 | +96 %
10264 CAF | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, QPSK) LTE-TDD 9.23 296 %
10265 CAF | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, 16-QAM) LTE-TDD 9.92 +9.6%
10266 CAF | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, 64-QAM) LTE-TDD 1007 | +96 %
10267 CAF | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, QPSK}) LTE-TDD 9.30 +96%
10268 CAF | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, 16-QAM) LTE-TDD 10.06 [ +9.6%
10269 CAF | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, 64-QAM) LTE-TDD 1013 | +96%
10270 CAF | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, QPSK} LTE-TDD 9.58 +9.6%
10274 CAB | UMTS-FDD (HSUPA, Subtest 5, 3GPP Rel8.10) WCDMA 4.87 $96%
10275 CAB | UMTS-FDD (HSUPA, Subtest 5, 3GPP Rel8.4) WCDMA 3.96 +9.6%
10277 CAA | PHS (QPSK) PHS 11.81 £9.6 %
10278 CAA | PHS (QPSK, BW 884MHz, Rolloff 0.5) PHS 11.81 +9.6 %
10279 CAA | PHS (QPSK, BW 884MHz, Rolloff 0.38) PH8 1218 | £9.6 %
10280 AAB | CDMA2000, RC1, SO55, Full Rate CDMAZ000 3.91 +96%
10291 AAB | CDMA2000, RC3, SO55, Full Rate CDMA2000 3.46 9.6 %
10292 AAB | CDMA2000, RC3, 5032, Full Rate CRMAZ000 3.3% +9.6 %
10293 AAB | CDMAZ2000, RC3, SO3, Full Rate CDMAZ000 3.50 +9.6 %
10295 AAB | CDMAZ2000, RC1, SO3, 1/8th Rate 25 fr. CDMA2000 1249 1 +96%
10297 AAD | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, QPSK} LTE-FDD 5.81 96 %
10208 AAD | LTE-FDD (SC-FDMA, 50% RB, 3 MHz, QPSK) LTE-FDD 5,72 96 %
10299 | AAD | LTE-FDD (SC-FDMA, 50% RB, 3 MHz, 16-QAM) LTE-FDD 6.39 96 %
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10300 AAD | LTE-FDD {SC-FDMA, 50% RB, 3 MHz, 64-QAM) LTE-FDD 6.60 +9.6%
10301 AAA | IEEE 802 16e WIMAX (29:18, 5ms, 10MHz, QPSK, PUSC) WiMAX 12.03 | +96%
10302 AAA | IEEE 802.16e WIMAX (29:18, 5ms, 10MHz, QPSK, PUSC, 3 CTRL WiMAX 12.57 | £+9.6%

symbols)
10303 AAA | 1EEE 802.16e WIMAX (31:15, 5ms, 10MHz, 64QAM, PUSC) WIMAX 12.652 | +96%
10304 AAA | IEEE 802.16e WIMAX (29:18, 5ms, 10MHz, 64QAM, PUSC) WIiMAX 11.86 | +96%
10305 AAA | IEEE 802.16e WIMAX (31:15, 10ms, 10MHz, 64QAM, PUSC, 15 WIMAX 1524 | +t96%
symbols)
10306 AAA | IEEE 802.16e WIMAX (29:18, 10ms, 10MHz, 64QAM, PUSC, 18 WIMAX 1487 | £96%
symbols)
10307 AAA | IEEE 802.16e WiMAX (29:18, 10ms, 10MHz, QPSK, PUSC, 18 WIMAX 1449 | £96%
symbols)
10308 AAA ; IEEE 802.16e WIMAX (29:18, 10ms, 10MHz, 16QAM, PUSC) WIMAX 1446 | $+96%
10309 AAA | |IEEE 802.16e WIMAX (29:18, 10ms, 10MHz, 16QAM, AMC 2x3, 18 WiMAX 1458 | £96%
symbois)
10310 AAA | |EEE 802.16e WiMAX (29:18, 10ms, 10MHz, QPSK, AMC 2x3, 18 WIMAX 1457 | £56%
symbois}
10311 AAD | LTE-FDD (SC-FODMA, 100% RB, 15 MHz, QPSK) LTE-FDD 6.06 9.6 %
10313 AAA | IDEN 1:3 iDEN 10.51 +9.6%
10314 AAA | iDEN 1.6 iDEN 1348 | +96%
10315 AAB | IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 Mbps, 96pc duty cycle) WLAN 1.71 +9.6%
10316 AAB | IEEF 802.11g WiFi 2.4 GHz (ERP-OFDM, 6 Mbps, 96pc duty cycle) [ WLAN 8.36 +9.6%
10317 AAC | IEEE 802.11a WIiFi § GHz (OFDM, 6 Mbps, 98pc duty cycle) WLAN 8.36 +96%
10352 AAA | Pulse Waveform (200Hz, 10%) Generic 10.00 | +9.6%
10353 AAA | Pulse Waveform {(200Hz, 20%) Ceneric 6.99 +9.6 %
10354 AAA | Pulse Waveform (200Hz, 40%) Generic 3.98 +9.6%
10355 AAA | Pulse Waveform (200Hz, 60%) Generic 2.22 +96 %
10356 AAA | Pulse Waveform {200Hz, 80%) Generic 0.97 +9.6 %
10387 AAA | QPSK Waveform, 1 MHz Generic 5.10 +96%
10388 AAA | QPSK Waveform, 10 MHz Generic 522 +96%
10396 AAA | 64-QAM Waveform, 100 kHz Generic 6.27 96 %
10399 AAA | 64-0AM Waveform, 40 MHz Generic 6.27 +96%
10400 AAD | IEEE 802.11ac WiFi (20MHz, 64-QAM, 99pc duty cycle) WLAN 8.37 +96%
10401 AAD | [EEE 802.11ac WiFi (40MHz, 64-QAM, 99pc duty cycle) WLAN 8.60 +9.6%
10402 AAD | IEEE 802.11ac WiFi (80MHz, 64-QAM, 99pc duty cycle) WLAN 8.53 +96%
10403 AAB | CDMAZ000 (1xEV-DO, Rev. 0) CDMA2000 3.76 96 %
10404 AAB | CDMA2000 (1xEV-DO, Rev. A) CDMA2000 3.77 +96%
10406 AAB | CDMA2000, RC3, 8032, SCHO, Full Rate CDMAZ000 5.22 +9.6%
10410 AAF | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, QPSK, UL LTE-TDD 7.82 +9.6%
Subframe=2,3,4,7,8,9, Subframe Conf=4)
10414 AAA | WLAN CCDF, 64-QAM, 40MHz Generic 8.54 +96%
10415 AAA | IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 Mbps, 99pc duty cycle) WLAN 1.54 +96%
10416 AAA | IEEE 802.11g WiFi 2.4 GHz (ERP-OFDM, § Mbps, 99pc duty cycle) | WLAN 8.23 +9.6%
10417 AAB : IEEE 802.11ath WiFi 5 GHz (OFDM, 6 Mbps, 99pc duty cycle) WLAN 8.23 96 %
10418 AAA | [EEE 802.11g Wifi 2.4 GHz (DSSS5-OF M, 6 Mbps, 99pc duty cycle, | WLAN 8.14 +96%
Long preambule)
10419 AAA | |EEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 6 Mbps, 99pc duty cycle, | WLAN 8.19 +96%
Short preambule)
10422 AAB | |EEE 802.11n (HT Greenfield, 7.2 Mbps, BPSK) WLAN 8.32 +9.6 %
10423 AAB | IEEE 802.11n (HT Greenfield, 43.3 Mbps, 16-QAM) WLAN 8.47 +96%
10424 AAB | [EEE 802.11n (HT Greenfield, 72.2 Mbps, 64-QAM) WLAN 8.40 +96%
10425 AAB | [EEE 802.11n (HT Greenfield, 15 Mbps, BPSK) WLAN 8.41 +9.6 %
10426 AAB | IEEF 802.11n (HT Greenfield, 90 Mbps, 16-QAM) WILAN 8.45 +96%
10427 AAB | IEEE 802.11n (HT Greenfield, 150 Mbps, 64-QAM) WLAN 8.41 + 9.6 %
10430 AAD | LTE-FDD (OFDMA, 5 MHz, E-TM 3.1} LTE-FDD 8.28 +9.6%
10431 AAD | LTE-FDD (OFDMA, 10 MHz, E-TM 3.1) .TE-FDD 8.38 +9.6%
10432 AAC | LTE-FDD (OFDMA, 15 MHz, E-TM 3.1) LTE-FDD 8.34 +9.6%
10433 AAC | LTE-FDD (OFDMA, 20 MHz, E-TM 3.1) LTE-FDD 8.34 +9.6%
10434 AAA | W-CDMA (BS Test Model 1, 64 DPCH) WCDMA 8.60 $9.6%
10435 AAF | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, QPSK, UL LTE-TDD 7.82 +96%
Subframe=2,3,4,7,8,9)
10447 AAD | LTE-FDD {OFDMA, 5 MHz, E-TM 3.1, Clipping 44%) LTE-FDD 7.56 +96 %
10448 AAD | LTE-FDD {OFDMA, 10 MHz, E-TM 3.1, Clippin 44%) L.TE-FDD 7.53 +986 %
10449 AAC {1 LTE-FDD {OFDMA, 15 MHz, E-TM 3.1, Cliping 44%) LTE-FDD 7.51 +9.6 %
10450 AAC | LTE-FDD (OFDMA, 20 MHz, E-TM 3.1, Ciipping 44%) L.TE-FDD 7.48 9.6 %
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10451 AAA 1 W-CDMA (BS Test Model 1, 84 DIPCH, Clipping 44%) WCDMA 7.58 £96%

10456 AAB | IEEE 802.11ac WiFi {160MHz, 64-QAM, 99pc duty cycle) WLAN 8.63 +96 %

10457 AAA | UMTS-FDD (DC-HSDPA) WCDMA 6.62 +9.6 %

10458 AAA | CDMA2000 (1xEV-DO, Rev. B, 2 carriers) CDMA2000 6.55 +9.6 %

10459 AAA | CDMA2000 (1xEV-DO, Rev. B, 3 carriers) CDMAZ2000 8.25 +9.6 %

10460 AAA | UMTS-FDD (WCDMA, AMR) WCDMA 2.39 £96%

10461 AAA | LTE-TDD {SC-FDMA, 1 RB, 1.4 MHz, QP3K, UL LTE-TDD 7.82 +9.6 %
Subframe=2,34,7,8,9)

10462 AAA | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 16-QAM, UL LTE-TDD 8.30 +9.6 %
Subframe=2,3,4,7,8,9)

10463 AAA | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 64-QAM, UL LTE-TDD 8.56 +9.6 %
Subframe=2,3,4,7,8,9)

10464 AAB | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, QPSK, UL LTE-TDD 7.82 +9.6 %
Subframe=2,3,4,7,3,9)

10465 AAB | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 16-QAM, UL LTE-TDD 8.32 +96%
Subframe=2,3,4,7,8.9)

10466 AAB | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 64-QAM, UL LTE-TDD 8.57 +96%
Subframe=2,3,4,7,8,9)

10467 AAE | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, QPSK, UL LTE-TDD 7.82 +96%
Subframe=2,3,4,7,8,9)

10468 AAE | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, 16-QAM, UL LTE-TDD 8.32 +9.6 %
Subframe=2,3,4,7,8,9)

10469 AAE | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, 64-QAM, UL L.TE-TDD 8.56 +96 %
Subframe=2,3,4,7,8,9)

10470 AAE | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, QPSK, UL L.TE-TDD 7.82 +96%
Subframe=2,3,4,7,8,9)

10471 AAE | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 16-QAM, UL LTE-TDD 8.32 +986%
Subframe=2,3,4,7,8.9)

10472 AAE | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 64-QAM, UL LTE-TDD 8.57 196 %
Subframe=2,3,4,7,8,9)

10473 AAE | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, QPSK, UL LTE-TDD 7.82 £9.6%
Subframe=2,3,4,7,8,9)

10474 AAE | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 16-QAM, UL LTE-TDD 8.32 +96%
Subframe=2,3,4,7,8,9)

10475 AAE | LTE-TDD {SC-FDMA, 1 RB, 15 MHz, 64-QAM, UL LTE-TDD 8.57 +96 %
Subframe=2,3,4,7,8,9)

10477 AAF | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, 16-QAM, UL LTE-TDD 8.32 +9.6 %
Subframe=2,3,4,7,8,9)

10478 AAF | LTE-TDD {(SC-FDMA, 1 RB, 20 MHz, 64-QAM, UL LTE-TDD 8.57 +9.6 %
Subiframe=2,34,7.8.9)

10479 AAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, QPSK, UL LTE-TDD 7.74 +9.6 %
Subframe=2,3,4,7,8,9)

10480 AAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 16-QAM, UL LTE-TDD 8.18 +9.6%
Subframe=2,3,4,7,8,9)

10481 AAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 64-QAM, UL LTE-TDD 8.45 +96%
Subframe=2,3,4,7,8.9}

10482 AAB | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, QPSK, Ul. LTE-TDD 7.71 +9.6%
Subframe=2,3,4,7.8.9)

10483 AAB | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, 16-QAM, UL LTE-TDD 8.39 +96 %
Subframe=2,3,4,7,8.9)

10484 AAB | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, 64-QAM, UL L.TE-TDD 8.47 +96%
Subframe=2,3,4,7,8,9)

10485 AAE | LTE-TDD (8C-FDMA, 50% RB, 5 MHz, QPSK, UL LTE-TDD 7.59 +96 %
Subframe=2,3,4,7,8,9)

10486 AAE | LTE-TDD {SC-FOMA, 50% RB, 5 MHz, 16-QAM, UL LTE-TDD 8.38 +9.6 %
Subframe=2,34,7,8,9)

10487 AAE ! LTE-TDD (SC-FDMA, 50% RB, 5 MHz, 64-QAM, UL LTE-TDD 8.60 £96%
Subframe=2,3,4,7,8,9)

10488 AAE | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, QPSK, UL LTE-TDD 7.70 +96%
Subframe=2,3,4,7,8,9)

10489 AAE | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, 16-QAM, UL LTE-TDD 8.31 +96%
Subframe=2,3,4,7,8.9)

10490 AAE | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, 64-QAM, UL LTE-TDD 8.54 96 %
Subframe=2,3,4,7,8,9)

10491 AAE | LTE-TDD (SC-FDMA, 50% RB, 15 MHz, QPSK, UL LTE-TDD 7.74 +96%
Subframe=2,3,4,7,8,9)
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10492 AAE | LTE-TDD {SC-FDMA, 50% RB, 15 MHz, 16-QAM, UL LTE-TDD 8.41 +96%
Subframe=2,3,4,7,8,9)

10493 AAE | LTE-TDD {SC-FDMA, 50% RB, 15 MHz, 64-QAM, UL LTE-TDD 8.55 +9.6%
Subframe=2,34.7,8,9)

10494 AAF | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, QPSK, UL LTE-TDD 7.74 +96 %
Subframe=2,3,4,7,8,9)

10495 AAF | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, 16-QAM, UL LTE-TDD 8.37 +96 %
Subframe=2,3,4,7,8,9)

10496 AAF | LTE-TDD (SC-FDMA, 50% RB, 20 MMz, 64-QAM, UL L.TE-TDD 8.54 +9.6 %
Subframe=2,3,4,7,8,9)

10497 AAA | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, QPSK, UL LTE-TDD 7.67 +9.6 %
Subframe=2,3,4,7,8,9)

10498 AAA | LTE-TDD (SC-FDMA, 100% RB, 1.4 MMz, 16-QAM, UL LTE-TDD 8.40 +9.6 %
Subframe=2,3,4,7,8,8)

10499 AAA | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, 64-QAM, UL LTE-TDD 8.68 +9.6 %
Subframe=2,3,4,7,8,9)

10500 AAB | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, QPSK, UL LTE-TDD 7.67 +9.6 %
Subframe=2,3,4,7,8.9)

10501 AAR | LTE-TDD {SC-FDMA, 100% RB, 3 MHz, 16-QAM, UL LTE-TDD 8.44 9.6 %
Subframe=2,3,4,7,8,9)

10502 AAB | LTE-TDD {SC-FDMA, 100% RB, 3 MHz, 64-QAM, UL LTE-TDD 8.52 +96 %
Subframe=2,3,4,7.8.9)

10503 AAE | LTE-TDD (SC-FDMA, 100% RB, 5 MMz, QPSK, UL I.TE-TDD 7.72 +9.6 %
Subframe=2,3,4,7,8,9)

10504 AAE | L.TE-TDD (SC-FDMA, 100% RB, 5 MMz, 16-QAM, UL LTE-TDD 8.31 +9.6%
Subframe=2,3,4,7,8,9)

10505 AAE | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, 64-QAM, UL LTE-TDD 8.54 +9.6%
Subframe=2,3,4,7,8,9)

10506 AAE | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, QPSK, UL LTE-TBD 7.74 +96 %
Subframe=2,3,4,7,8,9)

10507 AAE | LTE-TDD {SC-FDMA, 100% RB, 10 MHz, 16-QAM, UL LTE-TDD 8.36 +9.6%
Subframe=2,3,4,7,8,9)

10508 AAE | LTE-TDD {SC-FDMA, 100% RB, 10 MHz, 64-QAM, UL LTE-TDD 8.55 +9.6%
Subframe=2,3,4,7.8,9)

10509 AAE | LTE-TDD {SC-FDMA, 100% RB, 15 MHz, QPSK, UL LTE-TDD 7.99 +9.6 %
Subframe=2,3,4,7,8,9)

10510 AAE | LTE-TDD {SC-FDMA, 100% RB, 15 MHz, 16-QAM, UL LTE-TDD 8.49 +9.6 %
Subframe=2,3,4,7,8,9)

10511 AAE | LTE-TDD {SC-FDMA, 100% RB, 15 MHz, 64-QAM, UL LTE-TDD 8.51 +96 %
Subframe=2,3,4,7.8,9)

10512 AAF | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, QPSK, UL LTE-TDD 7.74 + 9.6 %
Subframe=2,3,4,7.8,9)

10513 AAF | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, 16-QAM, UL LTE-TDD 8.42 +9.6 %
Subframe=2,3,4,7,8,9)

10514 AAF | LTE-TDD (SC-FDMA, 100% RB, 20 MKz, 64-QAM, UL LTE-TDD 8.45 +96%
Subframe=2,3,4,7,8,8)

10515 AAA | IEEE 802.11b WiFi 2.4 GHz (DSSS, 2 Mbps, 99pc duty cycle) WLAN 1.58 + 9.6 %

10516 AAA | IEEE 802.11b WiFi 2.4 GHz (DSSS, 5.5 Mbps, 99pc duty cycle) WLAN 1.57 +9.6 %

106817 AAA | IEFE 802.11b WiFi 2.4 GHz (DSSS, 11 Mbps, 99pc duty cycle) WLAN 1.58 +9.6%

10518 AAB | IEEE 802.11a/h WiFi 5 GHz (OFDM, 9 Mbps, 99pc duty cycle) WLAN 8.23 +9.6%

10519 AAB | IEEE 802.11a/h WiFi 5 GHz (OFDM, 12 Mbps, 99pc duty cycle) WLAN 8.39 +96%

10520 AAB | IEEE 802,11a/h WiFi 5 GHz (OFDM, 18 Mbps, 99pc duty cycle) WLAN 8.12 +96%

10521 AAB | IEEE 802.11a/h WiFi 8 GHz (OFDM, 24 Mbps, 99pc duty cycle) WLAN 7.97 +96%

10522 AAB | IEEE 802.11a/h WiFi 5 GHz (OF DM, 36 Mbps, 99pc duty cycle) WLAN 8.45 +9.6 %

10523 AAB | [EEE 802.11a/h WiFi 5 GHz (OFDM, 48 Mbps, 99pc duly cycle) WLAN 8.08 +9.6%

10524 AAB | IEEF 802.11afh WIFi 5 GHz (OFDM, 54 Mbps, 99pc duty cycle) WLAN 8.27 +96%

10525 AAB | IEEE 802.11ac WIFi (20MHz, MCS0, 99pc duty cycle) WLAN 8.36 +9.6%

10526 AAB | |EEE 802.11ac WiFi (20MHz, MCS1, 99pc duty cyclg) WLAN 8.42 +96%

10627 AAB | IEEE 802.11ac WiFi (20MHz, MCS2, 99pc duty cycle) WLAN 8.21 9.6 %

10528 AAB | IEEE 802.11ac WiFi (20MHz, MCS3, 99pc duty cycle) WLAN 8.36 +9.6%

10529 AAB | IEEE 802.11ac WiFi {20MHz, MCS4, 99pc duty cycle) WLAN 8.36 +9.6%

10531 AAB_ | IEEE 802.11ac WiFi (20MHz, MCS8, 99pc duty cycle) WLAN 8.43 +9.6%

10532 AAB | IEEE 802.11ac WiFi (20MHz, MCS7, 99pc duly cycle) WLAN 8.29 +96%

10533 AAB | IEEE 802.11ac WiFi (20MHz, MCS8, 99pc duty cycle) WLAN 8.38 +9.6%

10534 AAB | IEEE 802.11ac WiFi (40MHz, MCS0, 99pc duty cycle) WLAN 8.45 +96%
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10535 AAB | IEEE 802.11ac WiFi (40MHz, MCS1, 99pc duty cycle) WLAN 8.45 +9.6 %
10636 AAB | |IEEE 802.11ac WiFi (40MHz, MCS2, 99pc duty cycle) WLAN 8.32 +96%
10537 AAB | IEEE 802.11ac WiFi (40MHz, MCS3, 99pc duty cycle) WLAN 8.44 +9.6%
10538 AAB | IEEE B02.11ac WiFi (40MHz, MCS4, 99pc duty cycle) WLAN 8.54 +96 %
10540 AAB | IEEE 802.11ac WiFi (40MHz, MCS8, 99pc duty cycle) WLAN 8.39 +9.6 %
10541 AAB | |EEE 802.11ac WiFi (40MHz, MCS7, 99pc duty cycle) WLAN 8.46 £9.6%
10542 AAB | IEEE 802.11ac WiFi (40MHz, MCS8, 99pc duty cycle) WLAN 8.85 £9.6%
10543 AAB | IEEE 802.11ac WiFi {40MHz, MCS9, 99pc duty cycle) WLAN 8.65 9.6 %
10544 AAB | IEEE 802.11ac WiFi (80MHz, MCSU0, 99pc duty cycie) WLAN 8.47 +5.6%
10545 AAB | IEEE 802.11ac WiFi (80MHz, MCS1, 99pc duty cycle) WLAN 8.55 196 %
10546 AAB | IEEE 802.11ac WiFi {80MHz, MCS2, 99pc duty cycle) WLAN 8.35 £ 9.6 %
10547 AAB | IEEE 802.11ac WiFi {80MHz, MCS3, 99pc duty cycle} WLAN 8.49 +9.6 %
10548 AAB | IEEE 802.11ac WiFi (B0MHz, MCS4, 99pc duty cycla) WLAN 8.37 +9.6 %
10550 AAB | |IEEE 802.11ac WiFi (80MHz, MCS8, 98pc duty cycle) WLAN 8.38 £9.6 %
10551 AAB | |IEEE 802.11ac WiFi (B0MHz, MCS7, 99pc duly cycle) WLAN 8.50 +96 %
10552 AAB | IEEE 802.11ac WiFi {80MHz, MCS8, 99pc duty cycle} WLAN 842 £9.6 %
10553 AAB | IEEE 802.11ac WiFi (80MHz, MCSS, 99pc duty cycle) WLAN 8.45 £9.6 %
10654 AAC 1 IEEE 802.11ac WiFi (160MHz, MCS0, 88pc duty cycle) WLAN 8.48 +96%
10555 AAC | IEEE 802.11ac WiFi (160MHz, MCS1, 99pc duty cycle) WLAN 8.47 9.6 %
10556 AAC 1 IEEE 802.11ac WIiFi (160MHz, MCS2, 99pc duty cycle) WLAN 8.50 +96 %
10557 AAC | IEEE 802.11ac WiFi (160MHz, MCS3, 99pc¢ duty cycle) WLAN 8.52 +96%
10558 AAC i IEEE 802.11ac WiFi (160MHz, MCS4, 9Spc duty cycle) WLAN 8.61 £9.6 %
10560 AAC | IEEE 802.11ac WIFi (160MHz, MCS8, 99pc duty cycle) WLAN 8.73 +96 %
10561 AAC | IEEE 802.11ac WiFi (160MHz, MCS7, 99pc duty cycle} WLAN 8.56 +96%
10662 AAC | IEEE 802.11ac WIiFi (160MHz, MCS8, 99pc duty cycle) WLAN 8.69 +9.6 %
10563 AAC | IEEE 802.11ac WIiFi (160MHz, MCS9, 99pc duty cycle} WLAN 8.77 +9.6%
10664 AAA | IEEE 802.11g WIiFi 2.4 GHz (DSSS-OFDM, 9 Mbps, 99pc duty WLAN 8.25 +96%
cycle)

10665 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 12 Mbps, 99pc duty WLAN 8.45 +9.6%
cycle)

10566 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 18 Mbps, 99pc duty WLAN 8.13 +9.6 %
cycle) ‘

10567 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 24 Mbps, 99pc duty WLAN 8.00 £9.6%
cycle)

10568 AAA | |IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 36 Mbps, 99pc duty WLAN 8.37 96 %
cycle)

10569 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 48 Mbps, 99pc duty WLAN 8.10 +96 %
cycle)

10570 | AAA | IEEE 802,11g WiFi 2.4 GHz {DSSS-OFDM, 54 Mbps, 99pc duty WLAN B30 | £96%
cycle)

10571 AAA | IEEE 802.11b WIFI 2.4 GHz (DSSS, 1 Mbps, 90pc duty cycle) WLAN 1.99 +96%

10572 AAA | IEEE 802,11b WiFi 2.4 GHz (DSSS, 2 Mbps, 90pc duty cycle) WLAN 1.99 +986 %

10673 AAA | IEEE 802.11b WiFi 2.4 GHz {DSSS, 5.5 Mbps, 90pc duty cycle) WLAN 1.98 +96 %

10574 AAA | IEEE 802.11b WiFi 2.4 GHz {DSSS, 11 Mbps, 90pc duty cycle) WLAN 1.98 +96%

10575 AAA | IEEE 802.11g WiFi 2.4 GHz {DSSS-OFDM, 6 Mbps, 90pc duly WLAN 8.59 9.6 %
cycle)

10676 AAA | IEEE 802.11g WiFi 2.4 GHz {DSSS-OFDM, 9 Mbps, 90pc duty WLAN 8.60 +9.6%
cycle)

10577 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 12 Mbps, 90pc duty WLAN 8.70 +96%
cycle)

10578 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 18 Mbps, 90pc duty WLAN 8.49 +96%
cycle)

105679 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 24 Mbps, 90pc duty WLAN 8.36 +96 %
cycle) :

10580 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 36 Mbps, 90pc duty WLAN 8.76 9.6 %
cycle)

10581 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 48 Mbps, 80pc duty WLAN 8.35 +9.6 %
cycle)

10582 AAA | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 54 Mbps, 90pc duty WLAN 8.87 +9.6%
cycle)

10583 AAB | IEEE 802.11a/h WiFl 5 GHz (OFDM, 6 Mbps, 90pc duty cycle) WLAN 8.59 +9.6 %

10584 AAB | IEEE 802.11a/h WiFi 5 GHz (OFDM, 9 Mbps, 80pc duty cycle) WLAN 8.60 +9.6 %

10585 AAB | IEEE 802.11a/h WIiFi 5 GHz (OFDM, 12 Mbps, 20pc duty cycle) WLAN 8.70 +9.6 %

10586 AAB | IEEE 802.11alh WiFi 5§ GHz (OFDM, 18 Mbps, 90pc duty cycle) WLAN 8.49 +9.6 %

10587 AAB | IEEE 802.11a/h WiFi 5 GHz (OFDM, 24 Mbps, 90pc duty cycle) WLAN 8.36 +9.6 %
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10588 AAB | IEEE 802.11a/h WiFi 5 GHz {OFDM, 36 Mbps, 90pc duty cycle) WLAN 8.76 +9.6 %
10589 AAB | IEEE 802.11a/h WiFi 5 GHz {OFDM, 48 Mbps, 90pc duty cycle) WLAN 8.35 196 %
10590 AAB | IEEE 802.11a/h WiFi 5 GHz (OFDM, 54 Mbps, 90pc duty cycle) WLAN 8.67 +9.6 %
10591 AAB | IEEE 802.11n (HT Mixed, 20MHz, MCS0, 90p¢ duly cycle} WLAN 8.63 9.6 %
10592 AAB | IEEE 802.11n (HT Mixed, 20MHz, MCS1, 90pc duty cycle) WLAN 8.79 +9.6%
10593 AAB | IEEE 802.11n (HT Mixed, 20MHz, MCS2, 90pc duty cycle) WLAN 8.64 +9.6 %
10594 AAB | IEEE 802.11n (HT Mixed, 20MHz, MCS3, 90pc duty cycle) WLAN 8.74 +9.6%
10595 AAB | IEEE 802.11n (HT Mixed, 20MHz, MCS4, 90pc duty cycle) WLAN 8.74 +96 %
10596 AAB | IEEE 802.11n (HT Mixed, 20MHz, MCS5, 90pc duty cycle) WLAN 8.71 +9.6%
10597 AAB | |EEE 802.11n (HT Mixed, 20MHz, MCS8, 90pc duty cycle) WLAN 8.72 +96 %
10598 AAB | [EEE 802.11n {HT Mixed, 20MHz, MCS7, 90pc duty cycle) WLAN 8.50 +96%
10599 AAB | IEEE 802.11n {HT Mixed, 40MHz, MCS0, S0pc duty cycie) WELAN 8.79 +9.6 %
10600 AAB | |EEE 802.11n {HT Mixed, 40MHz, MCS1, 90pc duty cycle) WLAN 8.88 +9.6%
10601 AAB | IEEE 802.11n {HT Mixed, 40MHz, MCS2, 80pc duty cycle) WLAN 8.82 +9.6%
10602 AAB | IEEE 802.11n {HT Mixed, 40MHz, MCS3, 90pc duty cycle) WLAN 8.94 +9.6%
10603 AAB IEEE 802.11n {HT Mixed, 40MHz, MCS4, 90pc duty cycle) WLAN 9.03 +9.6%
10604 AAB | IEEE 802.11n (HT Mixed, 40MHz, MCS5, 90pc duty cycle) WLAN 8.76 +9.6%
10605 AAB | IEEE 802.11n (HT Mixed, 40MHz, MCS86, 90pc duty cycle) WLAN 8.97 +9.6%
10606 AAB | [EEE 802.11n (HT Mixed, 40MHz, MCS7, 90pc duty cycle) WLAN 8.82 +96%
10607 AAB | [EEE 802.11ac WiFi (20MHz, MCS0, 90pc duty cycle) WLAN 8.64 +96%
10608 AAB | |EEE 802.11ac WiFi (20MHz, MCS1, 80pc duty cycle) WLAN 8.77 +0.6%
10609 AAB | IEEE 802.11ac WiFi (20MHz, MCS2, 90p¢ duty cycie) WLAN 8.57 +9.6%
10610 AAB | IEEE 802.11ac WiFi (20MHz, MCS3, 90pc¢ duly cycle) WLAN 8.78 +93.6 %
10611 AAB | IEEE 802.11ac WiFi (20MHz, MCS4, 90pc duty cycle) WLAN 8.70 9.6 %
10612 AAB | |EEE 802.11ac WiFi (20MHz, MCS5, 90pc duty oycle) WLAN 8.77 +96 %
10613 AAB | IEEE 802.11ac WiFi (20MHz, MCS8, 90pc duty cycle) WLAN 8.94 +9.6 %
10614 AAB | IEEE 802.11ac WIFi (20MHz, MCS7, 90pc duty cycle) WLAN 8.59 +9.6 %
10615 AAB | IEEE 802.11ac WiFi (20MHz, MCS8, 90pc duty cycle) WLAN 8.82 +9.6 %
10616 AAB | IEEE 802.11ac WiFi (40MHz, MCS0, 90pc duty cycle) WLAN 8.82 9.6 %
10617 AAB | |EEE 802.11ac WiFi (40MHz, MCS1, 90pc duty cycle) WLAN 8.81 +9.6 %
10618 AAB | IEEE 802.11ac WiFi {40MHz, MCS2, 80pc duty cycle) WELAN 8.58 +96%
10615 AAB | IEEE 802.11ac WiFi (40MHz, MCS3, 80pc duty cycle) WLAN 8.86 +96%
10620 AAB | IEEE 802.11ac WiFi {(40MHz, MCS4, 90p¢ duty cycle) WELAN 8.87 + 9.6 %
10621 AAB | IEEE 802.11ac WiFi (40MHz, MCS5, 90pc duty cycls) WLAN 8.77 +86%
10622 AAB | IEEE 802.11ac WiFi {40MHz, MCS6, 90pc duty cycle) WLAN 8.68 +9.6 %
10623 AAB | IEEE 802.11ac WiFi (40MHz, MCS7, 90pc duly cycle) WLAN 8.82 +9.6%
10624 AAB | IEEE 802.11ac WiFi (40MHz, MCS8, 80pc duly cycle) WLAN 8.96 +96%
10625 AAB | |EEE 802.11ac WiFi (40MHz, MCS9, 90pc duty cycle) WLAN 8.96 +9.6%
10626 AAB | IEEE 802.11ac WiFi (80MHz, MCSO0, 80pc duty cycle) WLAN 8.83 +9.6%
10627 AAB | IEEE 802.11ac WiFi (80MHz, MCS1, 90pc duty cycle) WLAN 8.88 +9.6 %
10628 AAB | IEEE 802.11ac WiFi (80MHz, MCS2, 80pc duly cycle) WLAN 8.71 29.6%
10629 AAB | IEEE 802.11ac WiFi (80MHz, MCS3, 90pc duty cycle) WLAN 8.85 +9.6%
10630 AAB | IEEE 802.11ac WiFi (8B0MHz, MCS4, 90pc duty cycle) WLAN 8.72 +9.6%
10631 AAB | IEEF 802.11ac WiFi {(80MHz, MCSS5, 80pc duty cycle) WLAN 8.81 +96%
10632 AAB 1 IEEE 802.11ac WIiFi (BOMHz, MCS6, 90pc duty cycle) WLAN 8.74 + 9.6 %
10633 AAB | IEEE 802.11ac WiFi (BOMHMz, MCS7, 90pc duty cycle) WLAN 8.83 +9.6 %
106834 AAB : IEEFE 802.11ac WIiFi (80MHz, MCS8, 90pc duty cycle) WLAN 8.80 +36%
10635 AAB | IEEE 802.11ac WiFi (B0MHz, MCS9, 90pc duty cycle) WLAN 8.81 +9.6 %
10636 AAC | IEEE 802.11ac WiFi (160MHz, MCS0, 90pc duty cycle) WLAN 8.83 +9.6 %
10637 AAC | |EEE 802.11ac WiFi (160MHz, MCS1, 90pc duty cycle) WLAN 8.79 + 9.6 %
10638 AAC | IEEE 802.11ac WiFi (160MHz, MCS2, 90pc duty cycle) WLAN 8.86 +9.6%
10639 AAGC | IEEE 802.11ac WiFi (160MHz, MCS3, 90pc duly cycle) WLAN 8.85 +9.6 %
10640 AAC | IEEE 802.11ac WiFi {160MHz, MCS4, 90pc duly cycle) WLAN 8.98 +9.6%
10641 AAC | IEEE 802.11ac WiFi (160MHz, MCS5, 90pc duty cycle) WELAN 9.06 +9.6 %
10642 AAC | IEEE 802.1tac WiFi (160MHz, MCS6, 90pc duty cycle) WLAN 9.06 +t96%
10643 AAC | IEEE 802.11ac WiFi {160MHz, MCS7, 80pc duty cycle) WLAN 8.89 +9.6%
10644 AAC | IEEE 802.11ac WiFi (160MHz, MCS8, 90pc duty cycle) WLAN 9.05 +9.6 %
10645 AAC | IEEE 802.11ac WiFi (160MHz, MCS9, 90pc duty cycle) WLAN 9.11 +9.6%
10646 AAF | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, QPSK, UL Subframe=27) LTE-TBD 11.96 | +96%
10647 AAF | LTE-TBD (SC-FDMA, 1 RB, 20 MHz, QPSK, UL Subframe=2,7) LTE-TDD 11.96 | +96 %
10648 AAA 1 CDMAZ000 (1x Advanced) CDMA2000 3.45 +96%
10652 AAD | LTE-TDD (OFDMA, 5 MHz, E-TM 3.1, Clipping 44%) LTE-TDD 6.91 9.6 %
10653 AAD | LTE-TDD {OFDMA, 10 MHz, E-TM 3.1, Clipping 44%) LTE-TDD 7.42 +9.6 %
10654 AAD | LTE-TDD {OFDMA, 15 MHz, E-TM 3.1, Clipping 44%) LTE-TDD 6.96 9.6 %
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10655 AAE | LTE-TDD {OFDMA, 20 MHz, E-TM 3.1, Clipping 44 %) LTE-TDD 7.21 +96%
10658 AAA | Pulse Waveform (200Hz, 10%) Test 10.00 +9.6 %
10659 | AAA | Pulse Waveform (200Hz, 20%) Test 6.99 9.6 %
10660 AAA | Pulse Waveform (200Hz, 40%) Test 3.98 +9.6 %
10661 AAA 1 Pulse Waveforrm (200Hz, 60%) Test 2.22 +9.6 %
10662 | AAA | Pulse Waveform {200Hz, 80%) Test 0.97 196 %
10670 AAA | Bluetooth Low Energy Bluetooth 2.18 +96%
10671 AAA | IEEE 802.11ax (20MHz, MCS0, 90pc duty cycle) WLAN 9.09 +96%
10672 AAA | |EEE 802.11ax (20MHz, MCS1, 90pc duty cycle) WLAN 8.57 +96 %
10673 AAA | |IEEE 802.11ax (20MHz, MCS2, 90pc duty cycle) WLAN 8.78 +96%
10674 AAA | IEEE 802.11ax (20MHz, MCS3, 90pc duty cycle) WLAN 8.74 +9.6 %
10675 AAA | IEEE 802.11ax (20MHz, MCS4, 90pc duty cycle) WLAN 8.90 +9.6 %
10676 | AAA | IEEE 802.11ax (20MHz, MCS5, 90pc duty cycle) WLAN 8.77 +9.6 %
10677 AAA | IEEE 802.11ax {20MHz, MGS6, 90pc duty cycle) WLAN 8.73 +96 %
10678 | AAA | IEEE 802.11ax (20MHz, MCS7, 90pc duty cycle) WLAN 8.78 +9.6 %
10679 | AAA | IEEE 802.11ax (20MHz, MCS8, 90pc duty cycle) WLAN 8.89 +9.6 %
10680 AAA | IEEFE 802.11ax (20MHz, MCS$, S0pc duty cycle) WLAN 8.80 +9.6 %
10681 AAA | IEEE 802.11ax {20MHz, MCS10, 90pc duty cycle) WLAN 8.62 +9.6 %
10682 AAA | IEEE 802.11ax (20MHz, MCS11, 90pc duty cycle) WLAN 8.83 +96%
10683 | AAA | IEEE 802.11ax (20MHz, MCS0, 99pc duty cycle) WLAN 8.42 +9.6%
10684 | AAA | IEEE 802.11ax (20MHz, MCS1, 99pc duty cycle) WLAN 8.26 +9.6 %
10685 : AAA | IEEE 802.11ax (20MHz, MCS2, 99pc duty cycle) WLAN 8.33 +9.6%
10686 | AAA | IEEE 802.11ax (20MHz, MCS3, 99pc duty cycle) WLAN 8.28 £9.6%
10687 AAA | [EEE 802.11ax (20MHz, MCS4, 99pc duty cycle) WLAN 8.45 196 %
10688 | AAA | IEEE 802.11ax (20MHz, MCSS5, 99p¢ duty cycle) WLAN 8.29 +9.6%
10689 | AAA | IEEE 802.11ax (20MHz, MCS8, 99pc duty cycle) WLAN 8.55 £9.6%
10690 | AAA | IEEE 802.11ax (20MHz, MCS7, 99pc duty cycle) WLAN 8.29 £9.6 %
10691 AAA | IEEE 802.11ax (20MHz, MCS8, 99pc duty cycle) WLAN 8.25 £89.6%
10692 AAA | IEEE 802.11ax (20MHz, MCS9, 99pc duty cycle) WLAN 8.29 +5.6 %
10693 | AAA | IEEE 802.11ax (20MHz, MCS10, 99pc duty cycle) WLAN 8.25 +9.6%
10694 AAA | IEEE 802.11ax (20MHz, MCS11, 99pc duty cycle) WLAN 8.57 £9.6%
10695 | AAA | IEEE 802.11ax (40MHz, MCS0, 90pc duty cycle) WLAN 8.78 +9.6 %
10696 | AAA | |EEF 802.11ax (40MHz, MCS1, 90pc duty cycle) WLAN 8.91 £9.6%
10697 AAA | |EEE 802.11ax (40MHz, MCS2, 90pc duty cycle) WLAN 8.61 196 %
10698 | AAA | IEEE 802.11ax (40MHz, MCS3, 90pc duty cycle) WLAN 8.89 +9.6 %
10692 | AAA | IEEE 802.11ax (40MHz, MCS4, 90pc duty cycls) WLAN 8.82 +9.6%
10700 AAA | IEEE 802.11ax (40MHz, MCS5, 90pc duty cycle) WLAN 8.73 +96%
10701 AAA ¢ IEEE 802.11ax (40MHz, MCS6, 90pc duty cycle) WLAN 8.86 +96%
10702 AAA | IEEE 802.11ax {40MHz, MCS7, 90pc duty cycle) WLAN 8.70 9.6 %
10703 AAA | IEEE 802.11ax {40MHz, MCS8, 90pc duty cycle) WLAN 8.82 +9.6 %
10704 AAA | IEEE 802.11ax {40MHz, MCS9, 90pc duly cycle) WLAN 8.56 +9.6 %
10705 AAA | IEEE 802.11ax (40MHz, MCS10, 90pc duty cycle) WLAN 8.69 +9.6 %
107086 AAA | |EEE 802.11ax (40MHz, MCS11, 90pc duty cycle) WLAN 8.66 +9.6 %
10707 AAA | |IEEE 802.11ax {(40MMHz, MCS0, 99pc duty cycle) WLAN 8.32 +9.6 %
10708 AAA | IEEE 802.11ax (40MHz, MCS1, 99pc duty cycle) WLAN 8.55 +9.6 %
10709 AAA | IEEE 802.11ax {40MHz, MCS2, 99pc duty cycle) WLAN 8.33 +96%
10710 | AAA | IEEE 802.11ax (40MHz, MCS3, 99pc duty cycle) WLAN 8.29 +9.6 %
10711 AAA | IEEE 802.11ax (40MHz, MCS4, 99pc duty cycle) WLAN 8.39 +9.6%
10712 | AAA | IEEE 802.11ax {40MHz, MCS5, 99pc duty cycle) WLAN 8.67 +9.6%
10713 | AAA | IEEE 802.11ax (40MHz, MCS6, 99pc duty cycle) WLAN 8.33 +9.6 %
10714 | AAA | |EEE 802.11ax (40MHz, MCS7, 99pc duty cycle) WLAN 8.26 +9.6 %
10715 | AAA | IEEE 802.11ax (40MHz, MCS8, 99pc duty cycle) WLAN 8.45 +9.6%
10716 | AAA | IEEE 802.11ax (40MHz, MCS9, 99pc duty cycle) WLAN 8.30 +9.6%
10717 | AAA | IEEE 802.11ax (40MHz, MCS10, 99pc duty cycle) WLAN 848 +9.6 %
10718 | AAA | IEEE 802.11ax (40MHz, MCS11, 99pc duty cycle) WLAN 8.24 9.6 %
10719 | AAA | IEEE 802.11ax (80MHz, MCS(, 90pc duty cycle) WLAN 8.81 +9.6%
10720 AAA | |EEE 802.11ax (80MHz, MCS1, 80pc duty cycle) WLAN 8.87 +9.6 %
10721 AAA | |EEE 802.11ax (80MHz, MCS2, 90pc duty cycle) WLAN 8.76 +9.6%
10722 ¢ AAA | IEEE 802.11ax {(80MHz, MCS3, 90pc duty cycle) WLAN 8.55 +9.6%
10723 AAA IEEE 802.11ax (80MHz, MCS4, 90pc duty cycle) WLAN 8.70 +9.6 %
10724 | AAA | IEEE 802.11ax (80MHz, MCSS5, 90pc¢ duty cycle) WLAN 8.90 +9.6 %
10725 | AAA | |IEEE 802.11ax (B0OMHz, MCS8, 90pc duty cycle) WLAN 8.74 +9.6%
10726 AAA | IEEE 802.11ax (80MHz, MCS7, 90pc duty cycle) WLAN 8.72 +9.6%
10727 AAA IEEE 802.11ax (80MHz, MCS8, 90pc duly cycle) WLAN 8.66 9.6 %

Certificate No: EX3-7357_Apr19 Page 19 of 20




EX3DV4- SN:7357 April 24, 2019

10728 AAA | IEEE 802.11ax (B0MHz, MCS9, 90pc duty cycle) WLAN 8.65 +9.6%
10729 AAA | IEEE 802.11ax (B0MHz, MCS10, 90pc duty cycle) WLAN 8.64 +96%
10730 AAA | IEEE 802.11ax (80MHz, MCS11, 30pc duty cycle} WLAN 8.67 +9.6%
10731 AAA | IEEE 802, 11ax (B0MHz, MCS0, 99pc duty cycle) WLAN 842 +9.6%
10732 AAA | 1IEEE 802.11ax (BOMHz, MCS1, 99pc duty cycle) WLAN 8.46 +96 %
10733 AAA | IEEE 802.11ax (80MHz, MCS2, 99pc duty cycle) WLAN 8.40 +9.6 %
10734 AAA | |EEE 802.11ax (80MHz, MCS3, 99pc duty cycle) WLAN 8.25 9.6 %
10735 | AAA | IEEE 802.11ax {80MHz, MCS4, 99pc duty cycle) WLAN 8.33 ! +96%
10736 AAA | IEEE 802.11ax (80MHz, MCSS5, 99pc duty cycle) WLAN 8.27 +96%
10737 AAA | [EEE 802.11ax (80MHz, MCS6, 99pc duty cycle) WLAN 8.36 +96%
10738 AAA | IEEE 802.11ax (B0OMHz, MCS7, 99pc duty cycle) WLAN 8.42 +96%
10739 AAA | IEEE 802.11ax (B0OMHz, MCS8, 99pc duty cycle) WILAN 8.29 +9.6%
10740 AAA | IEEE 802.11ax (80MHz, MCS8, 99pc duty cycle) WLAN §.48 +9.6%
10741 AAA | IEEE 802.11ax (80MHz, MCS10, 99pc duty cycle) WLAN 8.40 196 %
10742 | AAA | IEEE 802.11ax (80MHz, MCS11, 99pc duty cycle) WLAN 843 | +96%
10743 AAA | IEEE 802.11ax (160MHz, MCS0, 80pc duty cycle) WLAN 8.94 +96%
10744 AAA | IEEE 802.11ax (160MHz, MCS1, 90pc duty cycle) WLAN 9.18 +96 %
10745 AAA | IEEE 802.11ax (160MHz, MCS2, 80pc duty cycle) WLAN 8.93 +9.6 %
10746 | AAA | IEEE 802.11ax (160MHz, MCS3, 90pc duty cycle) WLAN 811 | +96%
10747 AAA | IEEE 802.11ax (160MHz, MCS4, 90pc duty cycle) WLAN 9.04 +96%
10748 AAA | IEEE 802.11ax (160MHz, MCS5, 90pc duty cycle) WLAN 8.93 96 %
10749 AAA | IEEE 802.11ax (160MHz, MCS6, 90pc duty cycle) WLAN 8.90 +96%
10750 AAA | [EEE 802.11ax (160MHz, MCS7, 80pc duty cycle) WLAN 8.79 +96%
10751 AAA | |[EEE 802.11ax {(160MHz, MCS8, 90pc duty cycle) WLAN 8.82 +96%
10752 AAA | IEEE 802.11ax {(160MHz, MCS39, S0pc duty cycle) WLAN 8.81 +9.6%
10753 AAA | |IEEE 802.11ax {160MHz, MCS10, 90pc duty cycle) WLAN 9.00 +9.6%
10754 AAA | IEEE 802 11ax {160MHz, MCS11, 90pc duty cycle) WLAN 8.94 +96 %
10755 AAA | |EEE 802.11ax (160MHz, MCS0, 99pc duty cycle) WLAN 8.64 +£9.6%
10756 AAA | IEEE 802.11ax (160MHz, MCS1, 99pc duty cycle) WLAN 8.77 +9.6%
10757 AAA | |IEEE 802.11ax {160MHz, MCS2, 99pc duty cycle) WLAN 8.77 +9.6 %
10758 AAA | IEEE 802.11ax {160MHz, MCS3, 99pc duty cycle) WEAN 8.69 +9.6 %
10758 AAA | IEEE 802.11ax {160MHz, MCS4, 99pe duty cycle) WLAN 8.58 +96%
10760 AAA | IEEE 802.11ax {160MHz, MCS5, 99pc duty cycle) WLAN 8.49 +9.6%
10761 AAA | IEEE 802.11ax (160MHz, MCS6, 99pc duty cycle) WLAN 8.58 +9.6 %
10762 AAA | IEEE 802.11ax {160MHz, MCS7, 99pc duly cycle) WLAN 8.49 +96%
10763 AAA 1 IEEE 802.11ax (160MHz, MCS8, 99pc duty cycle) WLAN 8.53 +96 %
10764 AAA 1 IEEE 802 11ax (160MHz, MCS9, 99pc duty cycle) WLAN 8.54 +9.6 %
10765 AAA ] IEEE 802.11ax {160MHz, MCS10, 99pc duty cycle) WLAN 8.54 +9.6 %
10766 AAA | IEEE 802.11ax (180MHz, MCS11, 99pc duty cycle) WLAN 8.51 +96%

E Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
fietd value.
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Calibration procedure(s)

Calibration date:

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE critical for calibration)

Primary Standards B Cal Date (Certificate No.) Scheduled Calibration
Power meter NRP SN: 104778 04-Apr-18 {No. 217-02672/02673) Apr-18
Power sensor NRP-Z91 SN: 103244 04-Apr-18 {No. 217-02672) Apr-19
Power sensof NRP-Z91 SN: 103245 04-Apr-18 {No. 217-02673) Apr-19
Reference 20 dB Aftenuator SN: 86277 (20x) 04-Apr-18 {No, 217-02682} Apr-19
Reference Probe ES3DV2 SN: 3013 30-Dec-17 (No. £83-3013_Dec17} Dec-18
DAE4 SN 660 21-Dec-17 (No. DAE4-660_Dec17) Dec-18
Secondary Standards iD Check Date (in house) Scheduled Check
Power meter E44198 SN: GB41203874 08-Apr-16 {in house check Jun-18) In house check: Jun-20
Power sensor E4412A SN: MY41498087 06-Apr-18 {in house check Jun-18) In house check: Jun-20
Power sensor E4412A SN: 000110210 06-Apr-16 {in house check Jun-18) In house check: Jun-20
RF generator HP 8648C SN: US3642U01700 04-Aug-98 (in house check Jun-18) in house check: Jun-20
Network Analyzer HP 8753E SN: US37390585 18-Oct-01 (in house check Oct-17) in house check: Oct-18
Gk i
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Calibrated by: S S . . o

Approved by:

Issued: June 26, 2018

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor (1/duty _cycle} of the RF signal

ABC,D modulation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 9 8 rotation around an axis that is in the plane normal to probe axis (at measurement center),
i.e., § = 0is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

d)

IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

IEC 62208-1, ", "Measurement procedure for the assessment of Specific Absorption Rate (SAR) from hand-
held and body-mounted devices used next to the ear (frequency range of 300 MHz to 6 GHz)", July 2016

IEC 62208-2, "Procedure to determine the Specific Absorption Rate {SAR) for wireless communication devices
used in close proximity to the human bedy (frequency range of 30 MHz to 6 GHz)", March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz o 6 GHz”

Methods Applied and Interpretation of Parameters:

NORMYX,y,z: Assessed for E-field polarization 8 = 0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the EZ-field
uncertainty inside TSL (see below ConvF).

NORM(Nx,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvfF.

DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

Ax,v.z; Bx,y,z; Cx,y,z; Dx,y,z; VRx,y,z: A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode,

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field {or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMzx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from * 50 MHz to + 100
MHz.

Spherical isotropy (3D deviation from isofropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna. :
Sensor Offset. The sensor offset corresponds to the offset of virtual measurement center from the probe tip
(on probe axis). No tolerance required.

Connectfor Angle: The angle is assessed using the information gained by determining the NORMXx {no
uncertainty required).
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EX3DV4—- SN:7409

June 25, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:7409

Basic Calibration Parameters

Sensor X SensorY Sensor Z Unc (k=2}
Narm (pV/(V/m)Z)A 0,38 0.33 0.38 +101 %
DCP (mV}" 100.8 102.3 97.7
Modulation Calibration Parameters
uiD Communication System Name A B C D VR Unct
dB dBVv dB my (k=2)
] cw X 0.0 0.0 1.0 0.00 157 .1 2.2 %
Y 0.0 0.0 1.0 172.6
z 0.0 0.0 1.0 1758.7
Note: For details on UID parameters see Appendix.
Sensor Model Parameters
ct Cc2 a T T2 T3 T4 T5 T6
fF fF V- ms.V2 ms, V™! ms V-2 v
X 15.40 116.5 36.38 2.655 0.140 4.978 0.000 0.017 1.008
Y 27.94 206.6 35.20 4.338 0.095 4.989 1.842 0.000 1.004
Z 31.47 244.0 37.99 3.819 0.313 5.030 0.103 0.363 1.006

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 35%.

* The uncertainties of Norm X,Y.Z do not affect the E*field uncerainty inside TSL {see Pages 5 and 6).
¥ Numerical linearization parameter: uncertainty not required.

Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value.
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June 25, 2018

DASY/EASY - Parameters of Probe: EX3DV4 - SN:7409

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unc

f(MHz)® | Permittivity " (sim)© ConvF X | ConvFY | ConvFZ | Alpha® i (mm) {k=2)
750 41.9 0.89 9.91 9.91 9.91 0.44 0.90 +12.0%
835 41.5 0.90 0.67 9.67 9.67 0.46 0.85 +12.0%
1750 40.1 1.37 8.43 8.43 8.43 0.38 0.80 +12.0%
1900 40.0 1.40 8.05 8.05 8.05 0.38 0.84 +12.0%
2300 39.5 1.67 7.57 7.57 7.57 0.32 0.80 £12.0%
2450 39.2 1.80 7.23 7.23 7.23 0.34 0.86 £12.0%
2600 39.0 1.96 6.98 6.98 6.98 0.39 0.86 +12.0%
5250 35.9 4.71 5.20 5.20 5.20 0.40 1.80 +13.1%
5600 35.5 5.07 4.77 477 4.77 0.40 1.80 +13.1%
5750 35.4 5.22 4.82 4.82 4.82 0.40 1.80 +131%

¢ Frequency validity above 300 MHz of + 100 MHz only applies for DASY v4.4 and higher (see Page 2}, else it is restricted to + 50 MHz. The
uncertainty is the RSS of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band. Frequency validity
below 300 MHz is £ 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respectively. Above 5 GHz frequency

validity can be extended to + 110 MHz.

F At frequencies below 3 GHz, the validity of tissue parameters (e and o) can be relaxed to £ 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (e and a} is restricted to £ 5%. The uncerfainty is the RSS of

the ConvF uncertainty for indicated target tissue parameters.

8 Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is

always |less than * 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-8 GHz at any distance larger than half the probe tip

diameter from the boundary.
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DASY/EASY - Parameters of Probe: EX3DV4 - SN:7409

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unc

f(MHz)C | Permittivity" (srmy© ConvFX | ConvFY | ConvFZ | Alpha®| (mm) (k=2)
750 55.5 0.96 9.82 9.82 9.82 0.52 0.84 +12.0%
835 55.2 0.97 9.63 9.63 9.63 0.48 0.80 +£12.0 %
1750 53.4 1.49 7.91 7.91 7.91 0.36 0.93 £12.0%
1900 53.3 1.52 7.60 7.60 7.60 0.44 0.80 +12.0%
2300 52.9 1.81 7.36 7.36 7.36 0.38 0.88 £12.0%
2450 52.7 1.95 7.24 7.24 7.24 0.33 0.89 +12.0%
2600 52.5 2.16 7.07 7.07 7.07 0.32 0.96 +12.0%
5250 48.9 5.36 4.67 4.67 4.67 0.50 1.90 +13.1%
5600 48.5 5.77 4.25 4.25 4.25 0.50 1.90 £13.1%
5750 48.3 5.94 4.32 4.32 4.32 0.50 1.90 +13.1%

¢ Frequency validity above 300 MHz of + 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is restricted to £ 50 MHz. The
uncertainty is the RSS of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band. Frequency validity
below 300 MHz is + 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respectively. Above 5 GHz frequency

validity can be extended to + 110 MHz.

F At frequencies below 3 GHz, the validity of tissue parameters (e and o} can be relaxed to * 10% if liquid compensation formula is appfied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (¢ and &) is resfricted to + 5%. The uncertainty is the RSS of

the CanvF uncertainty for indicated target tissue parameters.

8 Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is

always less than + 1% for frequencies below 3 GHz and helow + 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip

diameter from the boundary.

Certificate No: EX3-7409_Junti8

Page 6 of 39




EX3DV4-- SN:7409 June 25, 2018

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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Uncertainty of Frequency Response of E-field: * 6.3% (k=2)
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Receiving Pattern (¢), 8 = 0°

=600 MHz, TEM =1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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Dynamic Range f(SARcaq)
(TEM cell , fova= 1900 MHz)
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Uncertainty of Linearity Assessment: * 0.6% (k=2)
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Conversion Factor Assessment

f= 835 MHz, WGLS R9 {H_convF) f= 1900 MHz WGLS R22 (H_convF)
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Deviation from Isotropy in Liquid
Error (¢, 9), f =900 MHz

Deviation

-0 -08 -06 -04 -02 00 D2 04 06 08 1.0
Uncertainty of Spherical Isotropy Assessment: * 2.6% (k=2)
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DASY/EASY - Parameters of Probe: EX3DV4 - SN:7409

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (°) 41.5
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mcde disabled
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length S mm
Tip Diameter 2.5 mm
Probe Tip to Sensor X Calibration Point 1 mm
Probe Tip to Sensor Y Calibration Point 1 mm
Probe Tip to Sensor Z Calibration Point 1 mm
Recommended Measurement Distance from Surface 1.4 mm
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Appendix: Modulation Calibration Parameters

June 25, 2018

uiD Communication System Name A B Cc D VR Max
dB dBypv dB mv Unc®
(k=2)
0 cw X 0.00 0.00 1.00 0.00 157.1 £22%
Y 0.00 0.00 1.00 172.6
4 0.00 0.00 1.00 175.7
10010- SAR Vaiidation (Square, 100ms, 10ms) X 1.25 60.42 597 10.00 20.0 +0.6%
CAA
Y 1.37 61.35 6.72 20.0
Z 1.46 61.54 7.08 20.0
10011- UMTS-FDD (WCDMA) X 0.71 66.47 12.38 0.00 150.0 +9.6 %
CAB
Y 1.49 76.31 19.62 150.0
z 0.80 65.38 13.27 150.0
10012- {EEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 0.97 63.61 14.22 0.41 150.0 9.6 %
CAB Mbps)
Y 1.14 65.32 16.39 150.0
z 1.01 62.66 14.20 150,0
10013- IEEE 802.11g WiFi 2.4 GHz (DSSS- X 3.98 66.92 16.39 1.46 150.0 +9.86%
CAB QFDM, 6 Mbps)
Y 4,51 67.09 17.14 150.0
Z 4.51 66.48 16.81 150.0
10021- GSM-FDD (TDMA, GMSK) X 2.93 68.02 1047 9.39 50.0 9.6 %
DAC
Y 5.30 74.12 13.20 50.0
zZ 8.30 79.28 15.55 50.0
10023~ GPRS-FDD (TDMA, GMSK, TN 0) X 2.04 64.26 8.75 9.57 50.0 +96%
DAC
Y 3.75 70.52 11.87 50.0
zZ 5.18 74.16 13.81 50.0
10024- GPRS-FDD (TDMA, GMSK, TN 0-1} X 0.77 60.84 5.97 6.56 60.0 9.6 %
DAC
Y | 100.00 98.81 18.33 60.0
zZ 7.39 79.44 14.17 60.0
10025- EDGE-FDD (TDMA, 8PSK, TN 0) X 2.92 62.32 21.25 12.57 50.0 96 %
DAC
Y 3.79 70.21 26.28 50.0
Z 3.08 62.64 21.58 50.0
10026- EDGE-FDD (TDMA, 8PSK, TN 0-1) X 4.19 76.79 26.73 9.56 60.0 +9.6%
DAC
Y 5.08 81.51 29.10 60.0
z 4.89 79.35 27.91 60.0
10027- GPRS-FBD (TDMA, GMSK, TN 0-1-2) X 0.43 60.00 484 4.80 80.0 9.6 %
DAC
Y | 100.00 98.82 17.61 80.0
Z 99.96 97.90 17.31 80.0
10028- GPRS-FDD (TDMA, GMSK, TN 0-1-2-3) | X 0.29 60.00 4.20 3.55 100.0 £9.6%
DAC
Y | 100.00 100.72 17.79 100.0
z 0.57 63.31 6.83 100.0
10029- EDGE-FDD (TDMA, 8PSK, TN 0-1-2) X 3.08 70.55 22.84 7.80 80.0 +96%
DAC
Y 3.50 7317 24.28 80.0
Z 345 72.07 23.57 80.0
10030- IEEE 802.15.1 Bluetooth (GFSK, DH1) X 0.52 60.00 4.79 5.30 70.0 +9.6%
CAA
Y 1.54 67.33 9.06 70.0
Z 1.17 65.26 8.49 70.0
10031- IEEE 802.15.1 Bluetooth (GFSK, DH3) X 0.04 196.26 30.81 1.88 100.0 +9.6 %
CAA
Y 0.17 60.00 4.10 100.0
rd 15.90 60.98 1.69 100.0
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10032- {EEE 802.15.1 Bluetooth (GFSK, DH5) X 0.00 86.08 3543 1.17 100.0 +9.6%
CAA

Y 99.99 344.89 | 100.44 100.0

z 1.14 132.41 13.71 100.0
10033- IEEE 802.15.1 Bluetooth (PI/4-DQPSK, X 0.95 60.75 6.54 5.30 70.0 +9.6 %
CAA DH1)

Y 4.98 80.79 18.23 70.0

Z 3.25 75.39 16.74 70.0
10034- IEEE 802.15.1 Biuetooth (Pl/4-DQPSK, X 3.04 65.72 5.34 1.88 100.0 +9.6%
CAA DH3)

Y 1.68 70.56 12.82 100.0

Z 0.99 64.34 10.07 100.0
10035- IEEE 802.15.1 Bluetooth (PI/4-DQPSK, X 24.75 218.80 26,78 1.17 100.0 +96 %
CAA DH5)

Y 1.37 69.43 i2.15 100.0

Z 0.77 62.85 8.95 100.0
10036- IEEE 802.15.1 Bluetooth (8-DPSK DH1) 1 X 0.94 60.83 6.63 530 70.0 +9.6 %
CAA

Y 7.23 85.73 19.90 70.0

Z 3.94 78.17 17.83 70.0
10037- |EEE 802.15.1 Bluetooth {8-DPSK, DH3} | X 1.41 63.61 4.82 1.88 100.0 +9.6 %
CAA

Y 1.40 68.85 12.14 100.0

z 0.93 63.88 9.84 100.0
10038- IEEE 802.15.1 Bluetooth {8-DPSK, DH5} | X 26,17 217.46 26.16 147 100.0 +9.6%
CAA

Y 1.45 70.29 12.67 100.0

Z 0.78 63.02 9.17 100.0
10039- CDMA2000 (1xRTT, RC1) X 21.96 306.20 30.42 0.00 150.0 +96%
CAB

Y 1.63 72.13 12.95 150.0

Z 0.63 61.62 7.75 150.0
10042- 15-54 /15-136 FDD (TDMAJFDM, Pl/4- X 1.01 60.95 6.26 7.78 50.0 +9.6%
CAB DQPSK, Halfrate)

Y 1.74 65,58 9.03 50.0

z 1.77 65.58 9.34 50.0
10044- IS-91/EIATIA-553 FDD (FDMA, FM) X 0.10 124.30 3.45 0.00 150.0 +9.6 %
CAA

Y 0.01 119.74 2.99 150.0

Z 0.14 123.41 9.03 150.0
10048- DECT (TDD, TDMA/FDM, GFSK, Full X 2.82 62.25 9.34 13.80 25.0 +96%
CAA Slot, 24)

Y 3.46 64.98 10.90 25.0

Z 4.35 67.54 12.61 25.0
10049~ DECT ({TDD, TDMA/FDM, GFSK, Double | X 247 64.28 8.96 10.79 40.0 +9.6 %
CAA Slot, 12)

Y 3.27 67.55 10.82 400

Z 4.02 69.88 12,36 40.0
10056- UMTS-TDD (TD-SCDMA, 1.28 Mcps) X 2.81 66.64 10.78 9.03 50.0 +986%
CAA

Y 11.82 86.24 20.09 50.0

Z 9.59 84.12 20.02 50.0
10058- EDGE-FDD (TDMA, 8PSK, TN 0-1-2-3} X 2.65 68.11 20,96 6.55 100.0 *96%
DAC

Y 2.94 70.05 22.07 100.0

Z 2.91 69.15 21.44 100.0
10059~ IEEE 802.11b WiFi 2.4 GHz (DSSS, 2 X 0.95 64.02 14.39 .61 11¢.0 +9.6 %
CAB Mbps)

Y 1.14 66.10 16.82 110.0

Z 1.00 63.23 14,55 110.0
10060- IEEE 802.11b WiFi 2.4 GHz (DSSS, 5.5 X 1.76 81.26 19.48 1.30 110.0 +9.6 5%
CAB Mbps)

Y 100.00 160.16 40.00 110.0

Z 1.90 81.85 20.27 110.0
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10061~ IEEE 802.11b WiFi 2.4 GHz {DSSS, 11 X 1.18 69.71 16.58 2.04 110.0 +986%
CAB Mbps)

Y 1.94 78.32 21.99 110.0

A 1.40 71.35 18.33 110.0
10062- {EEE 802.11a/h WiFi 5 GHz {OFDM, 6 X 3.80 66.99 15.87 0.49 100.0 +9.6 %
CAC Mbps}

Y 4.35 67.21 16.69 100.0

z 4.31 66.43 16.23 100.0
10063- EEE 802.11a/h WiFi 5 GHz (OFDM, 9 X 381 67.06 15.96 0.72 100.0 +96%
CAC Mbps)

Y 4.36 67.29 16.77 100.0

z 4.32 66.52 16.32 100.0
10064~ IEEE 802.11a/h WIiFi 5 GHz (OFDM, 12 X 3.97 67.23 16.12 0.86 100.0 +9.6%
CAC Mbps)

Y 4.56 67,40 16.91 100.0

z 4.55 66.72 16.52 100.0
10065- |EEE 802.11a/h WiFi 5 GHz (OFDM, 18 X 3.85 66.82 16.06 1.21 100.0 196 %
CAC Mbps)

Y 4.42 67.16 16.92 100.0

4 442 66.52 16.58 100.0
10066- {EEE 802.11a/h WIFi 5 GHz (OFDM, 24 X 3.83 66.65 16.06 1.46 100.0 +96 %
CAC Mbps)

Y 4.41 67.05 17.01 100.0

Z 4.42 66.49 16.71 100.0
10067~ IEEE 802.11a/h WiFi 5 GHz (OFDM, 36 X 4.01 66.66 16.35 2.04 100.0 +96 %
CAC Mbps)

Y 4.65 67.23 17.40 100.0

z 4.70 66.78 17.19 100.0
10068- IEEE 802.11a/h WiFi 5 GHz (OFDM, 48 X 4.12 66.97 16.78 2.55 100.0 +96%
CAC Mbps)

Y 4.69 67.14 17.56 100.0

Z 473 66.69 17.36 100.0
10069- IEEE 802.11a/h WiFi 5 GHz (OFDM, 54 X 4.1 66.73 16.77 2.67 100.0 +96%
CAC Mbps}

Y 472 67.08 17.69 100.0

z 4.78 66.70 17.53 100.0
10071- {EEE 802.11g WiFi 2.4 GHz X 4.07 66.96 16.68 1,99 100.0 £96 %
CAB (DSSS/OFDM, 9 Mbps)

Y 4.59 67.07 17.37 100.0

z 4.60 66.53 17.10 100.0
10072- [EEE 802.11g WiFi 2.4 GHz X 3.98 66.89 16.71 2,30 1000 | +96%
CAB (DSSS/OFDM, 12 Mbps)

Y 4.51 67.19 17.560 100.0

z 4.54 66.70 17.26 100.0
10073~ IEEE 802.11g WiFi 2.4 GHz X 4.03 67.09 17.06 283 100.0 +9.6%
CAB {DSSS/OFDM, 18 Mbps)

Y 4.56 67.35 17.81 100.0

Z 4.59 66,87 17.58 100.0
10074- IEEE 802.11g WiFi 2.4 GHz X 4.11 67.36 17.40 3.30 100.0 +9.6%
CAB (DSSS/OFDM, 24 Mbps)

Y 457 67.31 17.95 100.0

z 4.60 66.82 17.73 100,0
10075- IEEE 802.11g WiFi 2.4 GHz X 418 67.58 17.73 3.82 90.0 296%
CAB {DSSS/OFDM, 36 Mbps)

Y 4.58 67.25 18.156 90.0

z 4.61 66.79 17.96 90.0
10076- IEEE 802.11g WIiFi 2.4 GHz X 4.24 67.48 17.91 4.15 90.0 +96%
CAB {DSSS/OFDM, 48 Mbps)

Y 4.61 67.08 18.28 90.0

Z 4.65 66.67 18.13 90.0
10077- IEEE 802.11g WiFi 2.4 GHz X 4.28 67.60 18.06 4.30 90.0 +96%
CAB (DSSS/OFDM, 54 Mbps)

Y 4.64 67.18 18.41 90.0

Z 4.68 66.76 18.25 90.0
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