
Plot No. 1 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-07-05 

Wi-Fi 2.4 GHz 

 

Frequency: 2462 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2462 MHz; σ = 1.785 S/m; εr = 40.632; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7330; ConvF(7.71, 7.71, 7.71); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0_Front; Type: QD000P40CD; Serial: TP:1877 
 

Next-to-Mouth/802.11_b mode ch 11/Area Scan (6x7x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0859 W/kg 
 

Next-to-Mouth/802.11_b mode ch 11/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 7.895 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.221 W/kg 
SAR(1 g) = 0.075 W/kg; SAR(10 g) = 0.031 W/kg 
Maximum value of SAR (measured) = 0.109 W/kg 

 

  

 
0 dB = 0.109 W/kg = -9.63 dBW/kg 

 

  



Plot No. 2 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-07-06 

Wi-Fi 2.4 GHz 

 

Frequency: 2412 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2412 MHz; σ = 1.883 S/m; εr = 51.272; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(7.59, 7.59, 7.59); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Extremity/802.11b ch_1/Area Scan (6x7x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.612 W/kg 
 

Extremity/802.11b ch_1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 

Reference Value = 22.93 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.61 W/kg 
SAR(1 g) = 0.658 W/kg; SAR(10 g) = 0.262 W/kg 
Maximum value of SAR (measured) = 0.951 W/kg 

 

  

 
0 dB = 0.951 W/kg = -0.22 dBW/kg 

  



Plot No. 3 

 

Bluetooth 

 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.759 S/m; εr = 40.703; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1468; Calibrated: 2017-08-22 
- Probe: EX3DV4 - SN7330; ConvF(7.71, 7.71, 7.71); Calibrated: 2018-01-22;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM (20deg probe tilt) with CRP v5.0_Front; Type: QD000P40CD; Serial: TP:1877 
 

Next-to-Mouth/GFSK_DH 5 ch 39/Area Scan (6x7x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0244 W/kg 
 

Next-to-Mouth/GFSK_DH 5 ch 39/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 

dz=5mm 
Reference Value = 4.356 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.0430 W/kg 
SAR(1 g) = 0.021 W/kg; SAR(10 g) = 0.00814 W/kg 
Maximum value of SAR (measured) = 0.0311 W/kg 

 

  

 
0 dB = 0.0311 W/kg = -15.07 dBW/kg 

 

  



Plot No. 4 

 

Test Laboratory: UL Korea, Ltd. Suwon Laboratory                                                                             Date: 2018-07-06 

Bluetooth 

 

Frequency: 2441 MHz; Duty Cycle: 1:1.29033;      Room Ambient Temperature: 23.0C; Liquid Temperature: 22.0C 

Medium parameters used (interpolated): f = 2441 MHz; σ = 1.912 S/m; εr = 51.191; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1494; Calibrated: 2017-07-20 
- Probe: EX3DV4 - SN7314; ConvF(7.59, 7.59, 7.59); Calibrated: 2017-09-28;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v6.0; Type: QDOVA003AA; Serial: TP:2005 
 

Extremity/Bluetooth_DH5 Ch 39 #7/Area Scan (6x7x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.244 W/kg 
 

Extremity/Bluetooth_DH5 Ch 39 #7/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 12.18 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 0.501 W/kg 
SAR(1 g) = 0.215 W/kg; SAR(10 g) = 0.0885 W/kg 
Maximum value of SAR (measured) = 0.307 W/kg 

 

  

 
0 dB = 0.307 W/kg = -5.13 dBW/kg 

 

 


