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REVISION HISTORY

The revision history for this test report is shown in table.

Revision No. Date of Issue Description

0 Jul. 14,2025 Initial Release

Notice

Content

The results shown in this test report only apply to the sample(s), as received, provided by the applicant,
unless otherwise stated.

The test results have only been applied with the test methods required by the standard(s).

The laboratory is not accredited for the test results marked *.

Information provided by the applicant is marked **.

Test results provided by external providers are marked ***.

When confirmation of authenticity of this test report is required, please contact www.hct.co.kr

The test results in this test report are not associated with the ((KS Q) ISO/IEC 17025) accreditation by
KOLAS (Korea Laboratory Accreditation Scheme) / A2LA (American Association for Laboratory
Accreditation) that are under the ILAC (International Laboratory Accreditation Cooperation) Mutual
Recognition Agreement (MRA).
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1. RF Exposure Limits

1.1 RF Exposure Limits for Frequencies < 6 Giz

UNCONTROLLED CONTROLLED
ENVIRONMENT ENVIRONMENT
e General Population Occupational
(W/kg) or (mW/g) (W/kg) or (mW/g)
SPATIAL PEAK SAR * 16 8.0
(Partial Body) ’ )
SPATIAL AVERAGE SAR ** 0.08 0.4
(Whole Body) ’ )
SPATIAL PEAK SAR *** 40 20.0
(Hands / Feet / Ankle / Wrist) ’ ’

NOTES:

* The Spatial Peak value of the SAR averaged over any 1 g of tissue (defined as a tissue volume
in the shape of a cube) and over the appropriate averaging time.

** The Spatial Average value of the SAR averaged over the whole-body.

*** The Spatial Peak value of the SAR averaged over any 10 g of tissue (defined as a tissue
volume in the shape of a cube) and over the appropriate averaging time.

Uncontrolled Environments are defined as locations where there is the exposure of individuals who
have no knowledge or control of their exposure. The general population/uncontrolled exposure limits
are applicable to situations in which the general public may be exposed or in which persons who are
exposed as a consequence of their employment may not be mad fully aware of the potential for
exposure or cannot exercise control over their exposure. Members of the general public would come
under this category when exposure is not employment-related; for example, in the case of a wireless
transmitter that exposes persons in its vicinity.

Controlled Environments are defined as locations where there is exposure that may be incurred by
persons who are aware of the potential for exposure, (i.e.as a result of employment or occupation). In
general, occupational/controlled exposure limits are applicable to situations in which persons are
exposed as a consequence of their employment, who have been made fully aware of the potential for
exposure and can exercise control over their exposure. This exposure category is also applicable when
the exposure is of a transient nature due to incidental passage through a location where the exposure
levels may be higher than the general population/uncontrolled limits, but the exposed person is fully
aware of the potential for exposure and can exercise control over his or her exposure by leaving the
area or by some other appropriate means.
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1.2 Interim Guidance for Time Averaging

Per October 2023 TCB Workshop Notes, the below time-

averaging windows can be used for assessing time-

averaged exposures for devices that are capable of actively monitoring and adjusting power output ov
er timeto comply with exposure limits.

Note:
S.LSI's TAS algorithm applies an overall average time of 60 seconds for communication modes below 6
(I frequency, 4 seonds for 24 - 42 (I to control the output in the worst case.
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2. Test Location

2.1 Test Laboratory

Report No. HCT-SR-2507-FC006

HCT Co., Ltd.

74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si,Gyeonggi-do,
17383 KOREA

031-645-6300

5 031-645-6401

2.2 Test Facilities

Our laboratories are accredited and approved by the following approval agencies
according to ISO/IEC 17025.

National Radio Research Agency (Designation No. KR0032)

Korea
KOLAS (Testing No. KT197)

2.3 General Information of the EUT

Model Name SM-S731U

Additional Model Name REYEY£ILVA

Equipment Type Mobile Phone

FCCID A3LSMST731U

Application Type Certification

Applicant SAMSUNG Electronics Co., Ltd.
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3. DEVICE UNDER TEST DESCRIPTION
3.1 DUT specification

Device Wireless specification overview

Band & Mode Operating Mode Tx Frequency

GSM850 Voice / Data 824.2 M. ~848.8 Mk
GSM1900 Voice / Data 1850.2 Mz ~1909.8 M
UMTS Band 2 Voice / Data 1852.4 Miz ~1907.6 ML
UMTS Band 4 Voice / Data 1712.4 Miz ~1752.6 Mk
UMTS Band 5 Voice / Data 826.4 i, ~ 846.6 M
LTE FDD Band 2 (PCS) Voice / Data 1850.7 Mk ~1909.3 M
LTE FDD Band 4 (AWS) Voice / Data 1710.7 Miz ~1754.3 )k
LTE FDD Band 5 (Cell) Voice / Data 824.7 M, ~848.3 Mk
LTE FDD Band 7 Voice / Data 2502.5 Mz ~2567.5Mk
LTE FDD Band 12 Voice / Data 699.7 M ~715.3 Mk
LTE FDD Band 13 Voice / Data 779.5 Mz ~784.5 M
LTE FDD Band 14 Voice / Data 790.5 Mz ~ 795.5 iz
LTE FDD Band 25 Voice / Data 1850.7 Miz ~1914.3 Miz
LTE FDD Band 26 Voice / Data 814.7 M ~848.3 i
LTE FDD Band 30 Voice / Data 2307.5 Miz ~2312.5 M
LTE TDD Band 38 Voice / Data 25725 Mz ~2617.5 Mk
LTETDD Band 41 Voice / Data 2498.5 M ~2687.5 M
LTE TDD Band 48 Voice / Data 3552.5Mk ~3697.5)
LTE FDD Band 66 (AWS) Voice / Data 1710.7 Mz ~1779.3 M
LTE FDD Band 71 Voice / Data 665.5 Mz ~695.5 MMk
NR FDD Band n2 (PCS) Voice / Data 1852.5 Mk ~1907.5 M
NR FDD Band n5 Voice / Data 826.5 Mz ~ 846.5 Mikz
NR FDD Band n7 Voice / Data 2502.5 Mz ~2567.5 M
NR FDD Band n12 Voice / Data 701.5M ~713.5 Miz
NR FDD Band n25 (PCS) Voice / Data 1852.5Mk ~1912.5M
NR FDD Band n26 Voice / Data 816.5 M. ~ 846.5 Mz
NR FDD Band n30 Voice / Data 2307.5 Mz ~2312.5 Miz
NR TDD Band n38 Voice / Data 2575 Miz ~2 615 )ik
NR TDD Band n41 Voice / Data 2501.01 Mz ~ 2 685 Mikz
NR TDD Band n48 Voice / Data 3555 Mz ~3695.01 Miz
NR FDD Band n66 Voice / Data 17125k ~1777.5)k
NR FDD Band n70 Voice / Data 1697.5M ~1707.5Mk
NR FDD Band n71 Voice / Data 665.5 Mz ~ 695.5 )iz
NR TDD Band n77 Voice / Data 3705 Mz ~3975 Mz
NR TDD Band n77 DoD Voice / Data 3445.01 Mz ~ 3 544.98 Miz
NR TDD Band n78 Voice / Data 3705 Mz ~3795\Mk
NR TDD Band n78 DoD Voice / Data 3455.01 Miz ~3544.98 iz
U-NII-1 Voice / Data 5180 Mk ~ 5240 M
U-NII-2A Voice / Data 5260 Mz ~5320 Mk
U-NII-2C Voice / Data 5500 Mz ~5720 M
U-NII-3 Voice / Data 5745 M ~ 5825 MM
U-NII-4 Voice / Data 5845 Mk ~5885 Mk
U-NII-5 Voice / Data 5925 Mz - 6425 M
U-NII-6 Voice / Data 6425 Mz - 6525 Mk
U-NII-7 Voice / Data 6525 Mz - 6865 M
U-NII-8 Voice / Data 6865 Mz — 7115 Mk
2.4 Gz WLAN Voice / Data 2412 Mz ~2462 Mi
Bluetooth / LE Data 2402 Mz ~2480 Mk
NFC Data 13.56 Mi
WPC Data 110 kiz ~ 148 kiz
Mode Serial Number |
2G/3G/4G/5G Sub 6 NR YCO0185M, YCQ0932M
Device Serial WLAN YFDO601M
Numbers The manufacturer has confirmed that the devices tested have the same physical,
mechanical and thermal characteristics are within operational tolerances expected for
production units.
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Measurement Results Summary Table (FR1)

Measured Max averaged Test
TC# Test scenario Tech Band | Antenna | RSI 1g SAR time 1g SAR Result
(W/kg) (W/kg)
1 LTE 25 Mainl(A) | O 0.893 0.911 Verified
2 Time varying Tx SA/FR1 n77 Sub2(F) 0 0.569 0.578 Verified
3 power Segeunce 1 UMTS 2 Mainl(A) | 0 0.822 0.795 Verified
4 GSM 1900 | Mainl(A) | O 0.766 0.781 Verified
5 LTE 25 Mainl(A) | O 0.893 0.872 Verified
6 Time varying Tx SA/FR1 n77 Sub2(F) | 0 0.569 0.561 Verified
7 power Seqgeunce 2 UMTS 2 Mainl(A) | 0 0.822 0.827 Verified
8 GSM 1900 | Mainl(A) | 0 0.766 0.744 Verified
9 Change in Call LTE 25 Mainl(A) | O 0.893 0.908 Verified
Re-selection in call SA/FR1 n7 Main2(B) 0.783 e
10 . 0 0.816 Verified
(Tech Swith) LTE 25 Mainl(A) 0.893 erme
LTE 25 Mainl(A) 0.893
11 | A B itch 821 Verifi
ntenna Band Switc L TE 2l Main2(B) 0 0.850 0.8 erified
SAR exposure switch LTE 12 Mainl(A) 0.704 -
12 R Verifi
(NSA, same group) NSA/FR1 | n25 | Main2(B) 0 0.817 0.688 erified
0 0.817
13 Change in RSI SAFR1 n25 | Mainl(A) 1 0.129 0.817 Verified
NSA antenna LTE 12 Mainl(A) 0.704
switching with NSA/FR1 | n4l | Main2(B) 0.772
14 Spatial TAS 0 0.704 Verified
(same group,NSA-> | NSA/FR1 | n77 | Sub2(F) 0.569
other group,NSA)
15 Intra-band ULCA LTE 48 Sub2(F) 0 0.550 0.524 Verified
Sub2(F)
n2(25) | Mainl(A) 0.817 o
1 | - LCA NR 791 Verifi
6 nter-band ULC, 5 Main1(a) 0 0823 0.79 erified
F-TP22-03 (Rev. 06) Page 9 of 88
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Measurement Results Summary Table (WLAN/Bluetooth)

Max
Measured i T
WTC# Test scenario Tech Band Antenna RSI 1g SAR time 1g SAR Ree::tlt
(W/kg) (W/kg)

0 0.512

1 24 & Sub4(H) 0.433 Verified
1 0.391
Tx Power of WLAN 0 0.288

2 TAS Test WLAN 5 Gk Sub4(H) 0.476 Verified
(Bluetooth off) 1 0.587
0 0.176

3 6 Gk Sub4(H) 0.201 Verified
1 0.073

Note: RSI(0) - Non-Head, RSI(1) - Head FCC SAR Limit [W/kg]: 1.6W/kg,1g
The SAR Design Target for Main Band is 1.0W/kg, WLAN mode is 0.8W/kg, and an uncertainty of 1dB is
applied to each mode
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Measurement Results Summary Table (Combined-TAS)

The C-TAS (Combined-TAS) algorithm is applied to this model to control the output Power of the S.LSI
TAS algorithm in the main band and the TAS algorithm in WLAN/BT mode to ensure that the FCC limit
is always complied with.

C-TC# Test scenario Tech Band Antenna RSI TER<1.0 TEST Result
LTE 25 Sub2(F)
1 Combined TAS WLAN 5GHz Sub4(H) 0 0.795 Verified
Bluetooth BDR Sub4(H)
SA/FR1 n77 Sub2(F)
2 Combined TAS WLAN 5GHz Sub4(H) 0 0.681 Verified
Bluetooth BDR Sub4(H)

The verification test of the C-TAS algorithm was performed by selecting the worst case of the main
band and the worst case of the WLAN/BT mode and evaluating them simultaneously under the worst
conditions to verify compliance with FCC limits.

In each test case in Part 2, the measured time-averaged power deviated from the device's
Puimit within an uncertainty of 1dB, and the SAR value calculated under the measured time-
averaged power condition complied with FCC limits.
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4. TAS algorithm description

4.1 High-level algorithm concept

The RF exposure limit is defined based on time-average exposure during a certain amount of
time window. Basically, the length of time window is adjustable in current TAS algorithm
implementation. As representative values, following time window sizes are introduced in the
report. Time window size 60 seconds and 4 seconds are used for SAR (Sub 60iiz) and PD (Above
6Gliz) respectively in this evaluation report aligning with the FCC requirement. TAS algorithm
ensures the DUT can meet the FCC compliance at all times over test duration. As we will
establish via lab characterization, both SAR and PD are directly proportional to terminal
Tx(transmitter)power, so TAS algorithm scales transmitter power level dynamically to meet
compliance.

Samsung S.LSI proprietary TAS algorithm considers 4G and 5G NR cellular RAT, and
connectivity technologies such as Wi-Fi and BT (Bluetooth) because the DUT should keep
the total amount of radiation below the level defined by regulations. To do this, modem
controls transmitter power in real time. Because FR2 systems can have different PD
impacts depending on beam index and module selection, operation scenarios that change
those are considered as well.

At a very high level, the TAS algorithm consists of the following:

Maximum Tx power limit for a particular RAT is calculated considering SAR/PD compliance
using some pre-characterization data.

Instantaneous Tx power can go over Tx power limit but average value during any
measurement window will be maintained below the Tx power limit. This operation is depicted
in Figure 4.1-1.

In a simultaneous multi-RAT scenario, TAS algorithm also has to meet TER (Total Exposure
Ratio), which is sum of actual SAR/PD to the compliance limits across all RATs. TER of the DUT
will be equal to or less than 1at all time.

To preserve the radio link quality and call connection, TAS algorithm provides the concept of
priority of each RAT’s transmit power. For instance, a certain minimum value of max transmit
power limit will be ensured for anchor RAT such as LTE in EN-DC.

Tx power(dBm)

» Power limit due to
SAR/PD compliance

Tx Instantaneous
power

Tims(s)

Figure 4.1-1 TAS algorithm concept
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4.2 Algorithm operation and configurable parameters for each RAT

This model applies S.LSI's main band -TAS algorithm, S.LSI's WLAN/BT -TAS algorithm, and C-
TAS, a TAS manager that controls these two algorithms to comply with FCC Limits.
So, the validity of all applied TAS algorithms was tested and verified.

BT Peak Mode

Pre-defined Peak Mode
Uncertainty of DUT =1.0 dB

BT Peak Mode

C-TAS
TER < 1.0
AS Manage ER_Main TAS+ ER_WLAN TAS-BT
Pre-defined SAR Budget

Main Band TER < 1.0
TAS
Main Band TAS WLAN TAS
SAR Design Target SAR Target WLAN
Uncertainty of DUT Uncertainty of DUT «1.0 d&

ER <1.0

Samsung S.LSI proprietary TAS algorithm operates as follows.

Define the minimum duration of SAR/PD calculation. This duration is the ‘SAR/PD average
window’ consists of N slots. Any measurement duration or time-averaging duration as specified
by FCC for the particular RAT will then consist of M such windows. The product of FCC limit of
SAR/PD limit (or equivalently the Tx power for this limit as used in the algorithm) and M is then
defined as a SAR budget for such measurement durations.

For a particular window, calculate the amount of average SAR consumed during the window
duration by computing average of instantaneous transmit power value per slot. Because SAR
value isn’t given directly, Tx power value is used to calculate consumed SAR value.

Estimates the total SAR consumed during the SAR/PD measurement duration in the past
which includes the above window. This value will be the sum of SAR/PD consumed by all
windows in the measurement duration.

Monitor the remaining SAR budget continuously for every window and control the maximum
Tx power for the next window to comply with SAR/PD regulation

Below figure illustrates the detailed operation of the TAS algorithm. Please keep in mind the
unit of TAS/PD evaluation is average power (unit: Watt) during the measurement duration.
Then total SAR budget can be defined as required average SAR * measurement duration to
comply with FCC requirements. So, ‘SAR Budget’ is defined as an integrated SAR value during
measurement duration. To monitor the risk of test failure with fine granularity, the
measurement duration is divided into fine sub-time blocks called ‘window’s, and a maximum
power limit isimposed for each window. TAS algorithm updates consumed SAR in the current
window and remaining budget exploiting moving average window concept. As mentioned
above, we don’t know SAR value directly, so Tx power is used for calculation.

Whenever N slots have passed, TAS algorithm discards a past window and adds a new window

The report shall not be (partly) reproduced except in full without approval of the laboratory.
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to update SAR status. From the result, TAS algorithm calculates permissible max Tx power (Tx
MaxPower) for next window to meet SAR compliance test. By ensuring that the DUT does not
transmit higher power than this max Tx power, we are guaranteed that the consumed SAR/PD
for any measurement duration will not exceed the SAR/PD budget. Because slot (TTI) is very
short time interval and fine enough granularity, DUT can handle various events and respond
promptly. The reason why N is defined is for flexibility of implementation. If N=1, budget will be
updated every slot. It can reflect Tx power change promptly, but too frequent updates can
increase CPU software processing burden when TAS algorithm is implemented in modem
software.

In this implementation, the length of each window needs to be small enough to respond
promptly to various event scenarios. For instance, allowed SAR consumption limit may need to
be adjusted by events. Hence proper value of window size is applied for each RAT to comply
with this requirement.

By considering remaining SAR budget, maximum SAR for next window is determined. It could
be larger or smaller than SAR_design_target as instant power. Figure 3.2-1shows the overall
concept of TAS measurement duration and window. In each consumed SAR is saved in each
window, and window size is fixed in same RAT. If RAT is changed the window size could be
changed.

i
AR wreesarermenTi durdior L Conmarrad SAR

P wec = M windoms * M slot s

T 1 I T R P

Figure 4.2-1 SAR measurement from Tx power using block-wise processing

LTE/FR1 and legacy transmitter should follow SAR requirements for sub6 (iz. On the other
hand, FR2 transmitter has to follow MPE (Maximum Permissible Exposure) requirements or
PD limit. But EN-DC and other various cases should be supported in real usage as well as
other NR combinations. For these cases, total exposure ratio (TER) criteria calculated at any
instance ‘t’ is defined as follows.
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-For sub-6 transmissions only:
Lsar—1

TER(t) = —S4R=°

SARjimit,FcC

SARavg,l (t)
SAR <

<1 (4-1)

-For both sub-6 and mmWave transmissions:

Lsar-1 Lpp—1
TER(t) — ZISAR:O SARavg,ig45 (1) ZlPD=o

SARjimit,FcC PDiimit,Fcc

PDavg,lpD ®

<1 (4-2)

where SARavg,isar (t) is the average SAR over a period of Tsar,isar (for example 60s) for the
‘lsar-th’ RF source operating below 6 Gz and is defined as

SAR 15, (0 N SARgap (w)du (4-3)

TsARIgag “¥=t~TSARIsy

and PDavg,ep (t) is the average PD over a period of Tro,i» (for example 4s) for the ‘lpp-th’
mmwave RF source and is defined as

1 t
PDavg,lpD @® = fu

Tpp,ipp “U=t=TPD,lp

PD;pp(uw)du (4-4)

In addition, SAR represents sub-6 Gz Hz average power, PD stands for power density of MPE
regulation,z is the number of fixed, mobile or portable RF sources using SAR-based formula
and Lrpis the number of fixed, mobile or portable RF sources using PD (MPE)-based formula.
Please keep in mind that each carrier can be regarded as a transmitter.

Considering a whole platform terminal, Wi-Fi and BT should be counted in as well. Real
time information sharing between a cellular CP (Communication Processor) and Wi-Fi/BT
processor isn’t feasible due to communication interface delay in most cases. More proper
way is assigning normalized SAR budget to Wi-Fi and BT. Then the TER equations above are
given like follows.
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-For sub-6 transmissions only:

Lsar-1
X —0 SARavg,1g p (1)
TER(t) = Zisar=0 " 'S4R

SARimit,FcC
-For both sub-6 and mmWave transmissions:

Lsar—1 Lpp-1
Zl =0 SARavgl ® 2 —o PD 1pp(®)
*SAR l 0 avg.lpp
TER(t) — _"SAR PD

SARjimit,Fcc PDiimit,Fcc

<1- SARWiFi,Norm - SARBT,Norm (4'5)

<1- SARWiFi,Norm - SARBT,Norm (4'6)

SARy i norm 1S the normalized SAR value of Wi-Fiand SARg; yorm is the normalized SAR value
of BT and these can be figured out by lab characterization tests at highest allowed powers for
Wi-Fi/BT. These values are zero if the transmitters of these technologies are disabled. We can
keep the simple TER criteria considering all components in a platform in this way. Please note
that in this report TAS does not control the Wi-Fi or the Bluetooth radio, so the values of
SARy i norm and SARpr norm are considered fixed regardless of the state of these transmitters.
In addition, these values can be allocated by the OEM either in a fixed or varying manner. For
instance, the OEM can determine these normalized Wi-Fi and Bluetooth SAR values at any
instant ‘t’ asin Eqn. (4-3).

To measure TER, measure method of SAR and PD should be defined. Most important parameter
is the required average time. The maximum averaging time for SAR measurement for FCC is60
or 100 seconds depends on carrier frequency (whether higher or lower than 3GHz, respectively).
On the other hand, 4 second scan be considered for PD measurement average duration. The
value of measurement duration in the algorithm can be flexibly adjusted based on the actual
requirement of SAR/PD compliance even if they are changed later. In legacy and FR1 cases,
measured time for one window is considered as 250msand 50ms for FR2. There are N slots in
one window, and all power used in each slot is averaged and stored in one window.
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5. SAR/PD baseline characterization
5.1 Parameters and design targets for TAS
To determine the parameters for the TAS algorithm operation, the terms in Table 5.1-1 are

defined first.
Table 5.1-1 Definitions for TAS algorithm
Term Description
Maximum Tx power that can be transmitted physically from RFIC for
Pmax .
a given RAT

SAR_regulatory_limit SAR value limit specified by FCC

PD_regulatory_limit PD value limit specified by FCC

Target SAR level using in TAS algorithm. This SAR value should be
SAR_desing _target less than above regulatory limit and should be determined after
accounting for all uncertainties and other design considerations.

Target PD level using in TAS algorithm. This PD value should be less

PD_design_target than Spec and should be determined accounting for all uncertainties
and other design considerations.
Pimic Power level corresponds to the SAR or PD design target.
Time window size for SAR | Time window size 60 seconds
(Sub 6 (liz)
Time window size for SAR | Time window size 30 seconds
(Above 6 (liz)

First, it is Pmax, which means maximum Tx power that can be transmitted physically from
RFIC under the constraints of the technology specification. The regulatory limit is a value
required by FCC standards, and it is defined as 1.6 W/Kg in 1gSAR condition. The
SAR_design_target is the achievable SAR value determined in consideration of uncertainty,
and the power at the corresponding SAR design target is defined as the Pumic value. For
example, if the power corresponding to 1.6W/Kg is 23dBm and the SAR design target is
1.0W/Kg, the Piimitis 20.96dBm. If Pumic is expressed as an equation, it can be expressed as
follows.

SARgesign r
Plimit = Pmax + 10 X 10910(% @Pmax) (5'1)

For sub 6 Gz and legacy modem, maximum Tx power(Pmax)and allowable limit power
(Plimit) has to be defined. In general cases, if Pmax<Plimit, TAS algorithm doesn’t need to
work when other RATs are not enabled. However, when single Wi-Fi or RSDB (Real
simultaneous dual band) operations are considered, the TAS operation is determined
based on condition Pmax+§<Plimit. In this case, the & value means an additional margin
value to turn off TAS operation. For mmWave, power limit of each beam and module should
be controlled because they have different PD impacts.

The design target value should themselves be determined to ensure that DUT can comply
with FCC SAR/PD regulation limit even after accounting all device uncertainties. This is the
bare minimum of design target value and additional offset can be considered to have more
margin.

SAR designearge. < SAR_Tegulatory_limit x 107 totaluncertaintysap/10 (5-2)
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PDuesignergee < PD_regulatory_limit X 10~ totaluncertaintypp/10 (5.3)

Table 5.1-2 Definitions for uncertainty and design target

Term Description
1.6W/Kg at 1gSAR for head
SAR_regulatory_limit | 1.6 W/Kg at 1gSAR for body (Hotspot)
4.0W/Kg at 10gSAR for extremity
Total_uncertainty_SAR | 1.0 dB(considering Tx power variation, part to part deviation, etc.)
SAR_design_target should beless than 1.27W/Kg
SAR_desing_target | Considering safety margin, 1.0 W/Kg is used as the value of
SAR_design_target

PD_regulatory_limit | 10 W/m? (averaged over 4cm? area),200 W/m? (1cm?)
Total_uncertainty_SAR | 2.3dB(considering Tx EIRP variation, part to part deviation, etc.)
PD_design_target should be less than 5.89 W/m? and 118 W/m?
according to equation (5.2.2) for 4cm? and 1cm? respectively.
Considering safety margin, 5.9W/Kg and 118 W/m? is used as the
value of SAR_design_target for 4cm? and 1cm? respectively.
A mmWave transmitter is more sensitive to environment and temperature. EIRP variation is
also substantial to sub 60z technology and large uncertainty needs to be applied on. Even
though very conservative SAR design target is applied for single RAT case, this value needs to be
relaxed considering multi-transmitter source application (EN-DC, cellular + connectivity, etc.)
Therefore, SAR_design_target<1.2TW/Kg is applied here for sum of all sources’ SAR.
Please note that Tx EIRP in this document is the EIRP of bore-sight direction when bore-sight
beam is used. Because EIRP can vary according to beam code setting in mmWave, a certain
representative metric is required. Therefore, EIRP using bore-sight code at bore-sight direction

is defined as Tx EIRP in this report. And the same amount of antenna input power setting is
used for other beams as well as bore-sight beam.

PD_design_target
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6. Tx Varying Transmission Test Cases and Test Proposal.

In order to validate the TAS algorithm, we propose many test cases to confirm that TAS can ensure
the compliance for different operation scenarios. In this section, we explain the reasoning for the
selection of test cases and how the performance is validated.

As described in Section 6 the RF exposure is proportional to the Tx power for both sub-6 (lz, and FR2
technologies. Thus, we rely on conducted power measurements for sub-6 @z RATs (such as 2G,
WCDMA, LTE and FR1) and radiated power measurements (FR2) in each dynamic case to demonstrate
that overall RF exposure is within the FCC limit. Detailed test case numbering, procedures and test
configurations are covered in Sections 7,9 and 10. The final performance validation results for all test
cases are then provided in Sections 10 and 11. Here we provide a general explanation of how the tests
carried out and some examples of the way results will be presented.

The overall procedure for validating any test case is summarized below:

1. Measure conducted power for any sub-66z RAT (such as LTE and FR1) over time, denoted as
TxPowerg,pecuz(t), and radiated Power EIRP(FR2) over time, denoted EIRPgg,(t), with time
index
t.These are measured values reported by the power meter referenced back to the UE antenna
planes.

2. Convert measured powers to RF exposure values using linear relationship shown below. In
below expression, Pyt subscuz swould be the measured power at which the sub-60ik
technology meets measured SAR level of SAR_design_target. Similarly,P;;nic rr2 Would be the
measured EIRP at which FR2 technology meets the measured PD level of PD_desin_targets

Eqgn. (1)
TxPower(t)
SAR(t) = ———— X SAR _design_target
PI':'??'I.I'I.FRJ.
Eqgn. (2)

PD(E) = EIRP(t)

x PD_design_target
limit,FR2

3. Compute the total RF exposure over the most recent measurement duration which are
denoted as
Tsar26, Tsarwepmar Tsarirer Tsarrrr @and Tpp for 2G, WCDMA, LTE, FR1 and FR2, respectively.
The maximum values for these durations are as specified by FCC. As an example, this total
exposure within the measurement duration is given by adding up SAR;s¢ supscrz(w) and
PDiyserro(uw) for different RATs and bands for all time instances u within time intervals such
as [t—Tsarrre-t], [t — Tsarrri-t] @and [t—Tpp.t] for LTE, FR1 and FR2, respectively.

4. Divide the total RF exposure for sub-66iz RATs and FR2 by corresponding FCC limit and ensure
the sum denoted as TER(t) (or total exposure ratio at time ¢t) is less than 1 for all ¢. Please
refer to the equations in Algorithm operation which describes the detailed calculation of TER
and its target constraint.

,,,,, BEE ) S AR g gael) . ZLEO PD 1 (8) Eqn. (3)

TFE 1) = - — ]
{ER(L) = o s 1
SAR iamie rec PDyiwmis rc

Since TAS is implemented for different technologies (LTE, NR, WCDMA, and 2G), separate test cases
are chosen to show that TAS guarantees the compliance for all supported technologies. We have
chosen the test scenarios such that each technology is represented by at least one test case (or a part
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of a test) that shows its standalone operation using different requested power sequences in a single
band.

Usually, the maximum transmit power request at long durations will exercise the TAS algorithm fully
to restrict allowed maximum power per window (when Plimit<Pmax).

However, some requested transmit power change sequences (in FR1) or beam change (in FR2) are
also included to show that TAS maintains SAR/PD usage history in dynamic cases.

Additionally, tests cases are provided for different operations that can occur while still being
connected to the same technology (rather than power request change). For example, TC involves
inter-Band ULCA operation for FR1, which shows how TAS can handle the different operations of
transmitting over two bands simultaneously and the addition/removal of a band/cell.

Other cases that are included to confirm the UE maintains and tracks SAR usage history are call
disconnect/re-establishment and also RSI change tests (where Plimit can be changed during
operation due to device state change). Moreover, UL-MIMO tests are included for rank 2 transmission
over two antennas in addition to tests that include switching of operating bands.

Other scenarios include multi-RAT operations where two technologies can transmit simultaneously
(such as EN-DC) or there is dynamic switching between each other (during inter-RAT handover). These
scenarios include transitions when switching happens between technologies or a RAT/band is added
or removed. LTE and NR are chosen with some specific bands to verify TER compliance in different
scenarios which have multi-radio operations. Since the TAS operation is band/technology agnostic,
only a few combinations are sufficient for testing. As an example, inter-RAT represents a switch of
operation from one technology to another while both are not operating simultaneously. For
simultaneous transmission of technologies, the EN-DC operation between LTE and FR1 and the NR-
DC operation between FR1 and FR2, respectively.

These cases include the different scenarios such as addition/removal of a technology and the
simultaneous operation between the two RATSs.

Please note that these multi-technology/transmitters operations are the considered as the worst-
case scenarios specially during the transitions of operations. To allow a separate TAS for each RAT,
the SAR adjustment algorithm that handles the splitting of SAR budget between the RATs should
control the increase of SAR allocation at any RAT in a very conservative manner such that compliance
is ensured at any moment. In addition, sometime this algorithm enforces harsher actions (like setting
lower power levels) if one RAT is consuming high amount SAR or even if this RAT is reducing its
consumed SAR slower than the intended rate of SAR reduction. In addition, while ensuring
compliance, the SAR adjustment algorithm aims to optimize the operation during transitions to allow
a reasonable power level of transmission for both RATSs.

In addition, our TAS algorithm supports another feature that can deal with the spatial properties of
the antennas which we call Spatial TAS(S-TAS). This feature could boost the transmitted power as it
takes into consideration the coupling between the different antennas and bands.

Spatial TAS allows each of two simultaneous transmitters that use two uncoupled antennas to
transmit at an average power equal to their Plimit values. This means that the total power is doubled
while ensuring the compliance. In addition, Spatial TAS has a major benefit for a single transmitter
when switching between antennas.

If the antennas are uncoupled, then if the transmission was happening at Antl and switched to Ant2,
Spatial TAS will start transmission at Ant2 without taking into consideration the consumed SAR at
Antl. This will enhance the capability of the transmitter at Ant2 to transmit with more power while
ensuring that the TER/SAR is below the compliance limit at any time.

Please note that, coupling between antennas depends on the OEM device used. So, the OEM has to
construct a coupling matrix that includes the coupling between each two antennas/antenna groups.
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For this feature, the test cases are mainly chosen to show how the transmission on uncoupled
antennas enhances the transmit power performance while still ensuring RF exposure compliance.
The tests are chosen mainly to include multiple antennas transmissions (simultaneous transmission
or switching between antennas) with different operations such as EN-DC and inter-band ULCA. For
spatial TAS, several test cases are shown where multiple antennas are used for transmission.

In summary, the following scenarios are covered in this report to demonstrate compliance with FCC
RF exposure in Tx varying transmission conditions.

1. During a time-varying Tx power transmission - to prove that TAS feature accounts for Tx power
variations in time accurately.

2. During a call disconnect and re-establish scenario - to prove that the TAS feature accounts for
history
of Tx power from past accurately

3. During a technology/band handover - to prove that TAS feature accounts for history across
transitions in band/technology

4. During RSI (Radio SAR index) change - to prove that TAS feature functions correctly to meet
compliance limits across RSI changes

5. During switch in SAR exposure-to prove that TAS feature can handle multi-RAT transmission with
transitions in operation.

6. During UL CA-to prove that TAS feature can handle adding/removing CC and can handle both single
CCand CA.

7. During UL MIMO-to prove that TAS feature can handle Tx power variations with Rank2
transmission.

8. During usage of Spatial TAS with uncoupled antennas for two transmit scenarios.

9. During usage of 60s averaging in <3 iz FR1 bands in addition to the previously supported 100s
duration.
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7. SAR Time Averageing Validation Test Procedures
Test Plan and test procedure for validating Samsung S.LSI TAS algorithm for FR1 scenarios.

7.1 Test sequence determination for validation
Two sequences for time varying Tx power are pre-defined as given below for FR1 case.

1. Testsequence Awhich is generated with one or two levels where one of the levels (Pmax)
which is appied at least for 150s. The other level is set at the target power level plus
2dB(Plimi(dBm)+2dB) and it lasts for at least 200s.

2. Test Sequence B is generated at multiple power levels that are specified in the
Appendix as a function of Pmax and Plimit.

7.2. Test configuration selection for Validation TAS
This section provides general guidance for selecting test cases in TAS algorithm validation.
Modifications of the test cases are possible to study other specific scenarios.

7.2.1 Test configuration selection for time-varying Tx power transmission

The Samsung S.LSI TAS algorithm is independent of band, modes or channel of any
technology. Hence, we can validate using one or two combinations of band/mode/channel
pertechnology. The criteria for selecting these would be based on the relative value of Plimit
and Pmax as determined in SAR Char Report. Essentially, we need to pick this combination
such that Plimit is less than Pmax so that the TAS algorithm will enforce power restriction.

7.2.2 Test configuration selection for change in call

The criteria to select the technology/band for transition between call setup and call drop is to
choose the one with least Plimit among all bands. The test is performed with DUT requested
power at Pmax so that the Samsung S.LSI TAS feature enforces power restriction for longest
duration. The call change is performed when the DUT is operating with restricted power. One
such test is sufficient since behavior is not dependent on band/technology.

7.2.3 Test configuration for change in RSI (radio SAR index)

The criteria for selecting test case to demonstrate compliance across RSI change within a radio.
The two RSl states are chosen by pick a technology/band from SAR Char. Report such that Plimit
is less than Pmax for both states. However, to show the performance of the TAS algorithm in this
document, the case of low Plimit is considered, which is shown in Table 9.2.1.
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7.2.4 Test configuration for change in modulation

The criteria for selecting test case to demonstrate compliance across modulation change within
a radio. The two modaule states are chosen by pick a technology/band from SAR Char. Report
such that Plimit is less than Pmax for both states. However, to show the performance of the TAS
algorithm in this document, the case of low Plimit is considered, which is shown in Table 9.2.1.

7.2.5 Test configuration for SAR exposure switching

The criteria for selecting test case is to pick an LTE band and a NR band with Plimit lower than
Pmax in each case. The test is performed with both RATs connected in an EN-DC scenario. In the
first portion of the test, DUT is requested to transmit at maximum power for NR and minimum
power for LTE. In the second portion of the test, DUT is requested to transmit at maximum power
for both NR and LTE. In the final portion of the test, DUT is requested to transmit at minimum
power for NR and maximum power for LTE.

7.2.6 Test configuration for change in technology/band/antenna

FCC specifies different measurement durations for time averaging based on operating
frequency. The criteria for selecting test case to demonstrate compliance is to pick a
technology/band/antenna corresponding to antenna groups from Table 9.2.1 such that Plimit
is less than Pmax.

7.2.7 Test configuration for Uplink CA

The criteria for selecting this test case is to demonstrate the compliance of the TAS algorithm
when an LTE/NR transmission is done over multiple CC. This test shows that the TAS algorithm
compliance is independent on the Transmission scenarios (single CC or CA).

7.2.8 Test configuration for Uplink MIMO

The criteria for selecting test case is to demonstrate the compliance of the TAS algorithm when
arank2 SA FR1 transmission is done over 2 Tx antennas. This test shows that the TAS algorithm
compliance by ensuring a total average SAR below the designated compliance level.

7.2.9 Test configuration for NSA antenna switching

The criteria for selecting test case is to pick an LTE band and a NR band with Plimit lower than
Pmax in each case. The test is performed with both RATs connected in an EN-DC scenario. In
the first portion of the test, DUT is requested to transmit at maximum power for NR and
minimum power for LTE. In the second portion of the test, DUT is requested to transmit at
maximum power for both NR and LTE. In the final portion of the test, DUT is requested to
change the antenna at maximum power for LTE and NR.
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7.2.10 Test configuration for NTN

The criteria of selecting this test configuration is to demonstrate that Samsung S.LSI algorithm
isindependent of bands or technology used. We will show that the algorithm can control the
transmitted power of an NTN transmission when a maximum power is requested.

7.2.11 Test configuration for foldable status

The criteria of selecting this test configuration is to demonstrate that Samsung S.LSI algorithm
isindependent of bands or technology used. We will show that the algorithm can control the
transmitted power of an NTN transmission when a maximum power is requested.
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7.3 Test procedures for conducted power measurements

This section provides general conducted power measurement procedures to perform
compliance test under dynamic scenarios.

7.3.1 Time-varying Tx power transmission scenario

This test is performed with two pre-defined test sequences as described in Section 6.1 for all
technologies operating on sub-6(iz applying to GSM, WCDMA, LTE and FR1. The purpose of the
test is to demonstrate the maximum power limiting enforcement and that the time-averaged
SAR does not exceed the FCC limit at all times.

7.3.1.1 Test procedure

1. Usingthe Pmaxand Plimit obtained in Table 9.2.1, generate the test sequence of power
levels for each selected technology/band. Both test sequences A and B are generated.
Maximum power can be changed according to DUT test results.

2. Establish the connection of the DUT to the call box in the selected RAT, with the call box
requesting the DUT Tx power to be according to the sequence determined in Step 1. An
initial value of Tx power will be set to 0dBm for 100s before the desired test sequence
starts to help with post-processing of the time-average value with the very first value in
the sequence. This s illustrated in the figure below

SAR TAS algorithm calculates allowable

Moving average SAR budget for next windojw

@} considering remaining SAR budget
Max allowable

SAR for next

oW

(Max allowable Tx

power s also given)

csee
time(s)

=
i i SARBudget

SAR measurement duration I:l Consumed SAR
(X sec = M windows = M*N slots) |
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SAR average window
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Average SAR value in a slot can be calculated
from average Tx power in the slot
(Assume that SAR vs Tx power relation is
obtained from real measurement)

Figure 7.3-1 SAR measurement from Tx power using block-wise processing
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3. Release connection.

4. After the completion of the test, prepare one plot with the following information:
Instantaneous Tx power versus time measured in Step 2

Requested Tx power versus time used in Step 2

Time-averaged power over 60s using instantaneous values from Step 2

Power level Plimit which is determined as meeting SAR target in Table 9.2.1(Pmax
Plimit Table)

oOow>

5. Make a second plot containing the following information:
A. Computed time-averaged 1gSAR versus time determined in Step 2
B. b.FCC1gSAR limitof 1.6W/kg
The pass condition is to demonstrate time-averaged 1gSAR versus time shown in Step 5 value
versus time does not exceed the FCC limit of 1.6 W/kg throughout the test duration. We would

also demonstrate that time-averaged power does not exceed the Plimit at any timein the plotin
Step 4.
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7.3.2 Change in call scenario

This test is to demonstrate that Samsung S.LSI TAS feature correctly accounts for past Tx
powers during time averaging when a new call is established. The call change has to be carried
out when the power limit

enforcement is ongoing.

7.3.2.1 Test procedure
1. Establish radio connection of DUT with call box e.g. using LTE technology

2. Configure call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure call box to send “ALL UP” power control commands and continue LTE
transmission from DUT so that maximum power of Pmax is achieved.

4. After 150s of transmission at Pmax power level, release the call from call box.

5. After 10s, re-establish the LTE connection from call box to DUT and repeat sending
“ALL UP” power control command to bring the Tx power to Pmax level again and
continue till the end of the test/

6. Release LTE connection.

7. After the completion of the test, prepare one plot with the following information (a)
Instantaneous Tx power versus time (b) Requested Tx power versus time (c) Time-
averaged power over 100s using instantaneous values and (d) Power level Plimit which
is determined as meeting SAR target

8. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate time-averaged 1gSAR value versus time does not exceed the
FCC limit of 1.6 W/kg throughout the test duration. It is required to check if SAR calculation is
accounting for call drop and connection. Current TAS algorithm software makes the UE
estimate the exact amount of Tx power and average SAR even during call drop and call re-
establishment event. The UE stores time information when it goes into a sleep mode and wake-
up to calculate Tx power on / off duration.
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7.3.3ChangeinRSI

This test is to demonstrate that Samsung S.LSI TAS feature can properly handle change of RSI
resulting from different SAR index state detected by host platform software. It involves changing
the Plimit value during the test for the same technology to emulate RSI change, while the
SAR_design_target remains the same. Note that the DUT has a Hotspot mode to manage body
exposure, which is represented using RSI = 0, the head exposure can be distinguished through
audio receiver mode, represented as RSI=1.

7.3.3.1 Test procedure for change in RSI
1. Establish radio connection of DUT with call box e.g. using NR SA FR1

2. Configure DUT to send at low Tx power of 0 dBm for 60s and set the RSI index
corresponding to Plimit

3. Configure call box to send “ALL UP” power control commands and continue SAFR 1
transmission from DUT so that maximum power of Pmax is achieved. Continue the
transmission for 150s.

4. Change the RSl index corresponding to lower value and continue the transmission for
another 150s

5. Release the SAFR1 connection.

6. After the completion of the test, prepare one plot with the following information
(a)Instantaneous Tx power versus time (b) Time-averaged power over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR
target

7. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg

Pass condition is to demonstrate time-averaged 1gSAR value versus time does not exceed the
FCC limit 1.6 W/kg throughout the test duration. Itis required to check if power limiting
enforcement is operated as expected when RSl index is changed during the test.
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7.3.4 Change in technology/band/antenna

This test is to demonstrate that Samsung S.LSI TAS feature can properly handle change of
technology/band and consequently time window as necessary during handover scenarios. Since
both Plimit and window duration can change across bands, we have to use separate equations
below for converting Tx power to SAR as well as apply some combined SAR exposure criteria as
shown below.

. TxPowenr(t) i
SAR,(t) = Txbowen(t) + SAR_design_target, (7.3-1)
Primit,1.rR1
. TxPowery(t)
SAR;(t) =———————*SAR_design_target; (7.3-2)
limit,2.FR1

where Py 1 rriWould correspond to measured power at which first technology/band meets
measured SAR level of SAR_design_target as described in Table 11.2.1 with time-averaging
duration of Tys,; . Similarly, the quantities Py rr1, SAR design_target, T, sz are defined
for the second technology/band/antenna/ In this document, 60s is considered for all sub 6
including below 3GHz.

7.3.4.1 Test procedure for handover between two TAS RATSs

1. Establish radio connection of DUT with call box e.g. using 5G FR1 NR technology
2. Configure call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure call box to send “ALL UP” power control commands and continue SA FR1
transmission from DUT so that maximum power of Pmax is achieved. Continue
transmission at the maximum power for 150s.

4. Change RAT from NR to LTE and configure call box to send “ALL UP” power control
commands in LTE

5. Continue callin LTE at maximum power for 150s.
6. Release LTE connection

7. After the completion of the test, prepare one plot with the following information for
each RAT (a)Instantaneous Tx power versus time (b) Time-averaged power for each RAT
over 60s using instantaneous values and (c) Power level Plimit which is determined as
meeting SAR target

8. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time for each RAT (b) Sum of time-averaged SAR computed according to
Eqn.(7.3-1)and (7.3-2), and (c) FCC1g SAR limit of 1.6W/kg

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not
exceed the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power
limiting enforcement is operated as expected when RAT change occurs in-between.

SAR versus time for each RAT (b) Sum of time-averaged SAR computed according to Eqn. (7.3-1)
and (7.3-2), and (c) FCC 1gSAR limit of 1.6W/kg.
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Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected when band/antenna change occurs in-between.

7.3.4.2 Test procedure for band/antenna Change

1. Establish radio connection of DUT with call box e.g. using LTE technology in Band48 on Ant.2-
4,

2. Configure call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure call box to send “ALL UP” power control commands and continue LTE Band A
transmission from DUT so that maximum power of Pmax is achieved. Continue transmission for
150s.

4. Change band from LTE Band A to LTE Band B and configure call box to send “ALL UP” power
control commandsin LTE for another 150s.

5. Release LTE connection.

6. After the completion of the test, prepare one plot with the following information for each RAT
(a)Instantaneous Tx power versus time (b) Time-averaged power for each RAT over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR target.

7. Make a second plot containing the following information (a) Computed time-averaged 1g
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7.3.5Uplink CA
The test is to demonstrate that Samsung S.LSI TAS feature can properly handle the SAR
exposure for LTE/NR with the addition and/or removal of another intra-band LTE/NR CC.

7.3.5.1 Test procedure for intra-band uplink CA

1. Establish LTE connection of DUT with call box over Cell 1 E.g. one cell of the band Combo
CA.

2. Configure the call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure Call box to send “ALL UP” power control commands and continue
transmission from DUT so that maximum power of Pmax is achieved. Continue
transmission for 150s

4. Establish LTE connection of DUT with call box over Cell 2 E.g. other cell of the band
Combo CA and configure call box to send “ALL UP” power control command on cell 2 for
150s.

5. Release LTE connection for both cells

6. After the completion of the test, prepare one plot with the following information(a)
Instantaneous Tx power versus time (b) Time-averaged power over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR
target.

7. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected when intra-band change occurs.
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7.3.5.2 Test procedure for inter-band uplink CA
1. Establish LTE/NR connection of DUT with callbox PCC
2. Configure call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure call box to send “ALL UP” power control commands and continue
transmission from DUT so that maximum power of Pmax is achieved. Continue
transmission for 150s.

4. Establish an inter-band ULCA connection by attaching a secondary cell connection SCC
and configure call box to send “ALL UP” power control commands for 150s.

5. Release the LTE/NR connection

6. After the completion of the test, prepare one plot with the following information
(a)Instantaneous Tx power versus time (b) Time-averaged power over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR
target.

7. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected when inter-band change occurs.
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7.3.6 SAR exposure switching

This test is to demonstrate that Samsung S.LSI TAS feature can properly handle change of
dominant SAR exposure radio in the case of two simultaneous active RATSs. It involves changing
the required power of both radios such that either one or both of the RATs becomes dominant
contributor to total exposure ratio at different times of the test.

7.3.6.1 Test procedure for SAR exposure switching

1. Establish LTE and NR radio connection in NSA case with both call boxes, e.g. LTE and NR
FR1 Technology.

2. Configure the LTE and NR call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure the NR call box to send “ALL UP” power control commands and continues
transmission from DUT so that maximum power of Pmax is achieved. Continue
transmission for 150s

4. In the second part of test configure the LTE call box to send “ALL UP” power control
commands and all transmissions are continued, resulting in maximum power requested
from DUT for both LTE and NR. This stage of test is continued for another 150s.

5. In the third part of test, configure the NR call box to send “ALL DOWN” power control
commands so that LTE becomes the dominant SAR radio. This stage is continued for
another 150s.

6. Release the both LTE and NR connections.

7. After the completion of the test, prepare one plot with the following information
(a)Instantaneous Tx power versus time (b) Time-averaged power over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR target.

8. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected when dominant power is changed in EN-DC.
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7.3.7 Test procedure for NSA antenna switching

This test is to demonstrate that Samsung S.LSI TAS feature can properly handle change of NSA
antenna switching in the case of two simultaneous active RATSs. It involves changing the Tx
antenna of both radios such that either one or both of the RATs becomes dominant contributor
to total exposure ratio at different times of the test.

7.3.7.1 Test procedure
1. Establish LTE and NR radio connection in NSA case with both call boxes
2. Configure the LTE and NR call box to set DUT Tx power to a low value of 0dBm for 60s.

3. Configure the LTE call box to send “ALL UP” power control commands and continues
transmission from DUT so that maximum power of Pmax is achieved. Continue
transmission for 150s.

4. In the second part of test, configure the NR call box to send “ALL UP” power control
commands and all transmissions are continued, resulting in maximum power
requested from DUT for both LTE and NR. This stage of test is continued for another 150s.

5. In the third part of test, change band from NR SA FR1 on AG(a) to AG(b) and configure
call box to send “ALL UP” power control commands in NR for another 150s.

6. Release the both LTE and NR connections.

7. After the completion of the test, prepare one plot with the following information
(a)Instantaneous Tx power versus time (b) Time-averaged power over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR
target.

8. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected when Tx antenna is changed in EN-DC
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7.3.8 NTN with maximum power transmission
The test is to demonstrate that Samsung S.LSI TAS feature can properly handle the SAR
exposure for NTN while requesting a maximum power.

7.3.8.1 Test Procedure

1. Establish NTN connection of DUT with call box on NTN

2. Configure MAC padding in DL & UL in connected mode so that maximum power (Pmax)
is achieved and continue transmission for 150s.

3. Release NTN connection

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected in all NTN region.
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7.3.9 Foldable status
This test is to demonstrate that Samsung S.LSI TAS feature can properly handle the change of
the foldable device status in the case of two simultaneous active RATSs.

7.3.9.1 Test procedure

1. Establish LTE and NR radio connection in an NSA case with both call boxes, e.g.,.LTE in
Band 5and NRin band n77

2. CConfigure the LTE and NR call box to set DUT Tx power to a low valueof 0dBm for 60s.

3. Configure the LTE and NR call box to send an “ALL UP” power control commands and
continues transmission from DUT so that maximum power of Pmax is achieved while
setting the device to the unfolded status. Continue transmission for 150s.

4. Switch the device setting to the folded status and continue transmission for 150s.

5. Switch the device setting to the unfolded status and continue transmission for 150s

6. Release the both LTE and NR connections.

7. After the completion of the test, prepare one plot with the following information
(a)Instantaneous Tx power versus time (b) Time-averaged power over 60s using
instantaneous values and (c) Power level Plimit which is determined as meeting SAR

target..

8. Make a second plot containing the following information (a) Computed time-averaged
1gSAR versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate total time-averaged 1gSAR value versus time does not exceed
the FCC limit of 1.6 W/kg throughout the test duration. It is required to check if power limiting
enforcement is operated as expected when Tx antenna is changed in EN-DC
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7.4 Spatial TAS

For the test cases with spatial TAS, we will consider 4 antennas (Ant A, B and F, I) with two
antenna groups where each antenna group consists of two antennas and multiple bands as in

Table 5-1.
Table 7-1 Antennas and bands used in the spatial TAS conducted tests
AG# Antenna Band
GSM 1900, UMTS B2,
AGO AntA, B LTE 12, 25, 41,
NRn2,n5,n7,n25,n41,n66
AG1 AntF LTE 48, NRn77
The coupling matrix considered during the tests is
R= [1 0]
0 1
7.5 Foldable status

For the SAR evaluationfor this test case, we consider a device with a folding capability with
two sets of physical antennas. In the unfolded state, as shown in Figure 9.14-1(a), one set is
located at the upper side of the device (which includes S1 and S2 antennas) which we call
AGuufand the other is located at the lower side of the device (which includes M1 andM2
antennas) which we call AGout. In the folded state, as shown in Figure 9.14-1(b), the two sets
become at the same location where we call them AGorand AGuyr.

AGT foldea
___________ AGlsdea
AGO AGOsgeq
(a) unfolded (b) folded
state state

So, this is equivalent to having four antenna groups which are {AGouf, AG1uf,AGof, AG1f} with a
coupling matrix
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1 Toufiuf Touror Touwrir
R = Toufiuf 1 Murofr  Tiufif
Tougor Tiuror 1 Torar

Yougir Tufar Tofaf 1
Where the subscript ‘ f means folded, the subscript * i means unfolded and i represents the
coupling coefficient between AGiand AG;.
For this test,we assume that the location of the lower part of the device is fixed in the folded or
the unfolded state. So, AGourandAGorare considered coupled(i.e.,rour,0r = 1). In addition, in the
unfolding state we assume that the upper and lower sets of antennas are uncoupled. Hence,
AGouf, AGiutbecomes uncoupled (i.e., rour,1ur = 0). Also, in the foldable state, the antenna groups
AGorand AGafare considered coupled (i.e.,or,1r = 1). Next, according to the locations of the
antenna groups based on the folding state, we can deduce that

Tougar = 1
Tiuror = 0
Tupap = 0
Thus, the equivalent coupling matrix becomes
1 0 11
_101 0 0
R= 1 0 1 1
1 0 1 1
So, the instantaneous SAR at any time ‘t’ at each antenna group can be calculated as

SARacous(t) = SAR4cof(t) = SAR4c1£(t) = Stpacour(t) + Steacor(t) + Sreacip(t) = SAR (L)

SAR4G1ur(t) = Staaciur(t) = SAR, (1)
Where the subscript ‘ 7x’ represents the actual transmitted SAR at that AG. From the previous
equations, since the SAR for AGouf,AGorand AGifare equal, and since no other antenna groups
transmissions are affecting the average SAR at AGuuf, so for compliance, we will show that the
total 60s average SAR for each of SAR1and SAR2is below the compliance level.
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8. PD Time Averageing Validation Test Procedures
In this section, we cover the test plan and test procedure for validating Samsung S.LSI TAS
feature for FR2 scenarios.

8.1 Test sequence determination for validation
In FR2 transmissions, the test sequence for validation is with the callbox requested maximum
power for FR2 at all time.

8.2 Test configuration selection criteria for validating TAS
This section provides general guidance for selecting test cases in TAS feature validation.

8.2.1 Test configuration selection for time-varying Tx power transmission
Since the TAS feature is independent of band and beams for a given technology, demonstration
with one band will be sufficient.

8.2.2 Test configuration selection for SAR vs PD exposure switch during
transmission

The TAS feature works for both types of exposure (SAR or PD) and ensures total time-averaged
exposure ratio meets the FCC limit of 1. One scenario of each LTE or NR SA FR1bandwith FR2
band is sufficient, while exposure condition can be varied between SAR dominant, SAR+PD
scenario and PD dominant scenarios for demonstration.

8.2.3 Test Configuration selection for mmWave uplink CA

The criteria for selecting this test case is to demonstrate the compliance of the TAS algorithm
when an FR2 transmission is done over multiple CC. This test shows that the TAS algorithm
compliance is independent on the Transmission scenarios (single CC or CA) of any RAT used.

8.2.4 Test configuration selection for change of beam
Since the TAS feature is independent of band and beams for a given technology, demonstration
with one pair of beams for switching between them will be sufficient.

8.2.5 Test Configuration selection for foldable status

The criterion of selecting this test configuration is to demonstrate tha Samsung S.LSI algorithm
supports foldable status. The test is performed with both RATs connected in an EN-DC FR2
Scenario.
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8.3 Test Procedures for FR2 radiated power measurements

For FR2 testing, we need to perform conducted power measurements for LTE and radiated
power

measurements for FR2. This section provides general procedures for test setup to validate the
compliance in dynamic scenarios outlines in section 6.

8.3.1 FR2 max power transmission

8.3.1.1 Test procedure
1. Setthe phoneinananechoic chamber for FR2 radiated transmission. In a non-signaling
transmission mode for FR2 at maximum target EIRP, adjust the position of the DUT via
rotation within the chamber to obtain the maximum measured radiated EIRP using the
fixed test antenna. Keep the DUT in this fixed position for the remainder of the test.

2. Reset the DUT state to normal signaling mode and establish both LTE/FR1 and FR2
connections with the call box

3. Configure the LTE/FR1 and FR2 call box to set DUT Tx power to a low value of 0dBm for
60s.

4. Configure the FR2 call box to send “ALL UP” power control commands and continues
transmission from DUT so that maximum EIRP condition. Continue transmission for
150s.

5. In the second part of test, configure LTE/FR1 call box to send “ALL UP” power control
commands and all transmissions are continued, resulting in maximum power
requested from DUT for both LTE/FR1 and FR2. This stage of test is continued for
another 300s.

6. Release LTE/FR1 and FR2 connection.

7. Afterthe end of the test, convert the instantaneous LTE Tx power into 1g SAR value using
Plimit and Eqn. (1), and then divide by FCC limit of 1.6W/Kg to obtain normalized SAR
versus time. Perform 60s time averaging to determine normalized average 1g SAR
versus time.

8. Similarto Step 7, convert the instantaneous radiated FR2 EIRP into PD value using Plimit
and Eqn. (2), and then divide by FCC limit of 10W/m?for 4cm? spatial averaging to obtain
instantaneous normalized PD versus time. Perform 4s time averaging to determine
normalized average PD versus time.

9. Make one plot containing (a) Instantaneous conducted power for LTE versus time, (b)
Computed time-averaged power over 60s using instantaneous values for LTE, (c)
Instantaneous EIRP for FR2 versus time, (d) Computed time-average power over 4s using
instantaneous values for FR2 and (e) Power level Plimit which is determined as meeting
SAR target for LTE and PD target for FR2

10. Make a second plot containing (a) normalized 60s time-averaged SAR for LTE (b)
normalized 4s time-averaged PD for FR2, (c) TER (Total Exposure Ratio) corresponding
total normalized time-averaged RF exposure (using sum of 10(a) and 10(b)) versus time
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Pass condition is to demonstrate that TER is kept under 1.0 throughout the test. This
ensures that criteria defined Egn. (3) is met at all times.
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8.3.2 SAR vs PD exposure switch during transmission
This test is to ensure that Samsung S.LSI TAS feature works for any nature of exposure (SAR or
PD) and accurately accounts for switching among SAR dominant, SAR+PD, and PD dominant
scenarios, and ensured total time-averaged RF exposure compliance at all times.
8.3.2.1 Test procedure
1. Setthe phonein ananechoic chamber for FR2 radiated transmission. In a non-signaling
transmission mode for FR2 at maximum target EIRP, adjust the position of the DUT via
rotation within the chamber to obtain the maximum measured radiated EIRP using the
fixed test antenna. Keep the DUT in this fixed position for the remainder of the test.

2. Reset the DUT state to normal signaling mode and establish both LTE/FR1 and FR2
connections with the call box

3. Configure the LTE/FR1 and FR2 call box to set DUT Tx power to a low value of 0dBm for
60s.

4. Configure the FR2 call box to send “ALL UP” power control commands and continues
transmission from DUT so that maximum EIRP condition. Continue transmission for
150s.

5. In the second part of test, configure LTE/FR1 call box to send “ALL UP” power control
commands and all transmissions are continued, resulting in maximum power
requested from DUT for both LTE/FR1 and FR2. This stage of test is continued for
another 150s.

6. In the third part of test, configure LTE/FR1 call box to send “ALL Dwon” power control
commands so that FR2 becomes the dominant power radio. This stage is continued for
another 150s

7. Release LTE/FR1 and FR2 connection.

8. Aftertheend of the test, convert the instantaneous LTE Tx power into 1g SAR value using
Plimit and Eqgn. (1), and then divide by FCC limit of 1.6W/Kg to obtain normalized SAR
versus
time. Perform 60s time averaging to determine normalized average 1g SAR versus time.

9. Similarto Step 8, convert the instantaneous radiated FR2 EIRP into PD value using Plimit
and Eqn. (2), and then divide by FCC limit of 10W/m?for 4cm? spatial averaging to obtain
instantaneous normalized PD versus time. Perform 4s time averaging to determine
normalized average PD versus time.

10. Make one plot containing (a) Instantaneous conducted power for LTE versus time, (b)
Computed time-averaged power over 60s using instantaneous values for LTE, (c)
Instantaneous EIRP for FR2 versus time, (d) Computed time-average power over 4s using
instantaneous values for FR2 and (e) Power level Plimit which is determined as meeting
SAR target for LTE and PD target for FR2

11. Make a second plot containing (a) normalized 60s time-averaged SAR for LTE (b)
normalized 4s time-averaged PD for FR2, (c) TER (Total Exposure Ratio) corresponding
total normalized time-averaged RF exposure (using sum of 11(a) and 11(b)) versus time
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Pass condition is to demonstrate that TER is kept under 1.0 throughout the test. This
ensures that criteria defined Egn. (3) is met at all times.

8.3.3 mmWave Uplink CA
The test is to demonstrate that Samsung S.LSI TAS feature can properly handle the PD
exposure for FR2 with the addition and/or removal of another intra-band FR2 CC

8.3.3.1 Test procedure
1. Setthe phonein ananechoic chamber for FR2 radiated transmission. In a non-signaling
transmission mode for FR2 at maximum target EIRP, adjust the position of the DUT via
rotation within the chamber to obtain the maximum measured radiated EIRP using the
fixed test antenna. Keep the DUT in this fixed position for the remainder of the test.

2. Reset the DUT state to normal signaling mode and establish both LTE/FR1 and FR2 cell
1 and cell 2 connections with the call box

3. Configure the LTE/FR1 and FR2 call box to set DUT Tx power to a low value of 0dBm for
60s.

4. Configure the FR2 cell 1 call box to send “ALL UP” power control commands and
continues transmission from DUT so that maximum EIRP condition. In this case, FR2 cell
1 radio will comprise the dominant exposure condition using PD metric.

5. After 50s, configure the FR2 cell 2 call box to send “ALL UP” power control commands to
send FR2 cell 2 radio to maximum EIRP condition and continue transmission more than
100s.

6. Release Both LTE and FR2(Cell 1 and 2) connections.

7. Afterthe end of the test, convert the instantaneous LTE Tx power into 1g SAR value using
Plimit and Eqgn. (1), and then divide by FCC limit of 1.6W/Kg to obtain normalized SAR
versus
time. Perform 60s time averaging to determine normalized average 1g SAR versus time.

8. Similarto Step 7, convert the instantaneous radiated FR2 EIRP into PD value using Plimit
and Eqn. (2), and then divide by FCC limit of 10W/m?for 4cm? spatial averaging to obtain
instantaneous normalized PD versus time. Perform 4s time averaging to determine
normalized average PD versus time.

9. Make one plot containing (a) Instantaneous conducted power for LTE versus time, (b)
Computed time-averaged power over 60s using instantaneous values for LTE, (c)
Instantaneous EIRP for FR2 versus time, (d) Computed time-average power over 4s using
instantaneous values for FR2 and (e) Power level Plimit which is determined as meeting
SAR target for LTE and PD target for FR2

10. Make a second plot containing (a) normalized 60s time-averaged SAR for LTE (b)
normalized 4s time-averaged PD for FR2, (c) TER (Total Exposure Ratio) corresponding
total normalized time-averaged RF exposure (using sum of 10(a) and 10(b)) versus time

Pass condition is to demonstrate that TER is kept under 1.0 throughout the test. This
ensures that criteria defined Eqn. (3) is met at all times.
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8.3.4 Change of Beam
This test is to demonstrate that Samsung S.LSI TAS feature can account for change of beam in
FR2 and still meet total RF exposure compliance.

8.3.4.1 Test procedure
1. Setthe phonein ananechoic chamber for FR2 radiated transmission. In a non-signaling
transmission mode for FR2 at maximum target EIRP, adjust the position of the DUT via
rotation within the chamber to obtain the maximum measured radiated EIRP using the
fixed test antenna.

2. Reset the DUT state to normal signaling mode and establish both LTE and FR2
connections with the call box.

3. Immediately send “ALL DOWN” power control commands from LTE call box to send LTE
to the lowest transmission power. Next, configure the FR2 call box to send “ALL UP”
power control commands to send FR2 radio to maximum EIRP condition. In this case,
the FR2 radio will comprise the dominant exposure condition using PD metric.

4. After 20s, the test equipment turns the DUT by 45degrees (horizontal=45, vertical=0) to
change best module and correspondingly a beam change.

5. After 20s, the test equipment turns the DUT by 45degrees (horizontal=90, vertical=0) to
change best module again and correspondingly a beam change

6. Continue the LTE and FR2 transmissions for another 20s.

7. Record the conducted power of LTE and radiated EIRP of FR2 radio and per beam at all
times during the test.

8. Release LTE and FR2 connection.

9. Aftertheend of the test, convert the instantaneous LTE Tx power into 1g SAR value using
Plimit and Eqgn. (1), and then divide by FCC limit of 1.6W/Kg to obtain normalized SAR
versus
time. Perform 60s time averaging to determine normalized average 1g SAR versus time.

10. Similarto Step 9, convert the instantaneous radiated FR2 EIRP into PD value using Plimit
and Eqn. (2), and then divide by FCC limit of 10W/m?for 4cm? spatial averaging to obtain
instantaneous normalized PD versus time for each beam. Perform 4s time averaging to
determine normalized average PD versus time. Note that for each beam, we have to use
the corresponding Plimit values before converting to the PD values

11. Make one plot containing (a) Instantaneous conducted power for LTE versus time, (b)
Computed time-averaged power over 60s using instantaneous values for LTE, (c)
Instantaneous EIRP for FR2 versus time per beam, (d) Computed time-average power
over 4s using instantaneous values for FR2 per beam and (e) Power level Plimit which is
determined as meeting SAR target for LTE and PD target for FR2

12. Make a second plot containing (a) normalized 60s time-averaged SAR for LTE (b)
normalized 4s time-averaged PD for FR2 per beam, (c) TER (Total Exposure Ratio)
corresponding total normalized time-averaged RF exposure (using sum of 12(a) and
12(b)) versus time as computed equation below
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Pass condition is to demonstrate that TER is kept under 1.0 throughout the test. This
ensures that criteria defined above Eqn. is met at all times.
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8.3.5 Foldable status
8.3.5.1 Test procedure
1. Setthe phonein ananechoic chamber for FR2 radiated transmission. In a non-signaling
transmission mode for FR2 at maximum target EIRP, adjust the position of the DUT via
rotation within the chamber to obtain the maximum measured radiated EIRP using the
fixed test antenna. Keep the DUT in this fixed position for the remainder of the test.

2. Reset the DUT state to normal signaling mode and establish both LTE andFR2
connections with the call box.

3. Configure the LTE and FR2 call box to set DUT Tx power to a low value of 0dBm for 60s
with unfolded status.

4. Configure the LTE and FR2 call box to send an “ALL UP” power control commands and
continues transmission from DUT so that maximum power of Pmax is achieved while
setting the device to the unfolded status. Continue transmission for 150s.

5. Switch the device setting to the folded status and continue transmission for 150s.
6. Switch the device setting to the unfolded status and continue transmission for 150s.
7. Release LTE and FR2 connection.

8. Afterthe end of the test, convert the instantaneous LTE Tx power into 1gSAR value using
Plimit and Eqn.(5-2), and then divide by FCC limit of 1.6W/Kg to obtain normalized SAR
versus time. Perform 60stime averaging to determine normalized average 1gSAR versus
time.

9. Similarto Step 7, convert the instantaneous radiated FR2 EIRP into PD value using Plimit
and Egn.(5-3), and then divide by FCC limit of 10W/mA2 for 4cm”2 spatial averaging to
obtain instantaneous normalized PD versus time. Perform 4s time averaging to
determine normalized average PD versus time.

10. Make one plot containing (a) Instantaneous conducted power for LTE versus time, (b)
Computed time-averaged power over 60s using instantaneous values for LTE, (c)
Instantaneous EIRP for FR2 versus, (d) Computed time-average power over 4s using
instantaneous values for FR2 and (e) Power level Plimit which is determined as meeting
SAR target for LTE and PD target for FR2

11. Make a second plot containing (a) normalized 60s time-averaged SAR for LTE computed
in Step 7 (b) normalized 4s time-averaged PD for FR2, (c) TER (Total Exposure Ratio)
corresponding total normalized time-averaged RF exposure (using sum of 10(a) and
10(b)) versus time

12. Pass condition is to demonstrate that TER is kept under 1.0 throughout the test. This
ensures that criteria defined in Eqn.(3)is met at all times. The detailed criteria for the test
to passisillustrated in Section 7.5.
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8.4 WLAN and Bluetooth
8.4.1 Test procedure for WLAN (Bluetooth off)

1. Establish WLAN connection of DUT with call box.

2. SetDUT TAS algorithm Enable.

3. Configure to set DUT so that Plimit Power[RSI=0] for 360s

4.  After Configure to set DUT so that Plimit Power[RSI=1] for 360s

5. Release WLAN connection.

6. Afterthe completion of the test, prepare one plot with the following information (a) Instantaneous
Tx power versus time (b) Time-averaged power over 60s using instantaneous values and (c) Power

level Plimit which is determined as meeting SAR target.

7. Make a second plot containing the following information (a) Computed time-averaged 1gSAR
versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate time-averaged 1gSAR value versus time does not exceed the FCC limit of
1.6 W/kg throughout the test duration.
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8.4.2 Test procedure for WLAN (Bluetooth on)

1. Establish WLAN connection of DUT with call box.

2. SetDUT TAS algorithm Enable.

3. Configure to set DUT so that Plimit Power[RSI=0] for 180s

4. Establish Bluetooth connection of DUT with call box

5. Continue connection for 180s simultaneously

6. Configure to set DUT so that Plimit Power[RSI=1] for 180s with Bluetooth connection

7. Release Bluetooth connection and continue WLAN[RSI=1] connection for 180s

8. Release WLAN connection.

9. Afterthe completion of the test, prepare one plot with the following information (a) Instantaneous
Tx power versus time (b) Time-averaged power over 60s using instantaneous values and (c) Power

level Plimit which is determined as meeting SAR target.

10. Make a second plot containing the following information (a) Computed time-averaged 1gSAR
versus time and (b) FCC 1gSAR limit of 1.6W/kg.

Pass condition is to demonstrate time-averaged 1gSAR value versus time does not exceed the FCC limit of
1.6 W/kg throughout the test duration.
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8.5 Combined TAS

The C- TAS algorithm controls the simultaneous output power of the communication modes
implemented in each chipset of the DUT to ensure that it always complies with FCC regulations
within the TAS algorithm.

Assess SAR limit compliance at the system level for all communication modes through validation of
multiple TASs controlled by C-TAS, TAS Manager.

To demonstrate the time averaged RF exposure compliance continuity during technology transition in
both single-radio and multi-radio transmission scenarios and under both TAS modes (i.e., ON and
airplane) of WWAN modem and WLAN modem

85.1 Test procedure for Combined TAS
Test Scenario -Tech SW|tch Compllance Test [A|rplane OFF ON OFF]

CV Wid P lem (P Low ( P Low CP Low CP low CP High CP Mid
Wi-Fi Mid Wi-Fi Low Wi-Fi High Fi High W-Fi Low - low 1-Fi Low : Il‘i "n"’hz
BT Nid BY Mid BT Mié T Md 8T Mid 8T Md T Md 37 Mid T Mid

1. Establish two call boxes (e.g., LTE/NR FR1 and Wi Fi, BT technology) and LTE/NR and Wi Fi, BT
connections in the combined TAS case.

2. Connect Cellular to call box and set max power (worst case) Connect to Wi Fi access point and
transmit data using | perf tool Data rate is set the lowest value for max power (worst case / ex.
11a:6Mbps, 11ac: MCS 0) Connect to reference phone(or call box) by BT and transmit data (DUT
Mode, Ant0) Hold on Status for more than 120 seconds

3. Airplane mode on(All tech off ) Hold on Status for more than 120 seconds

4. Wi Fi on and connect to Wi Fi access point (or call box) and transmit data using Iperf tool Data
rate is set the lowest value for max power (worst case / ex. 11a : 6Mbps, 11ac : MCS 0 Hold on
Status for more than 120 seconds Continue connection for 180s simultaneously

5. BT on and connect to reference phone (or call box) by BT and transmit data Hold on Status for
more than 120 seconds

6. Wi Fifeature off Hold on Status for more than 120 seconds
7. BT feature off Hold on Status for more than 120 seconds

8. Airplane mode off and connect Cellular to call box and set max power (worst case) Hold on
Status for more than 120 seconds

9. Wi Fi on and connect to Wi Fi access point(or call box) and transmit data using Iperf tool Data
rate is set the lowest value for max power (worst case / ex. 11a : 6Mbps, 11ac : MCS 0) Hold on
Status for more than 120 seconds

10. BT on and connect to reference phone (or call box) by BT and transmit data Hold on Status for
more than 120 seconds
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9. Test Configurations

corresponding to 1 W/kg (1g) 2.5W/kg(10g) SAR_Design_target Pmax

. Bod: Head

SAR Exposure Position (Nomriead) | (RGVON) Maximum
Tune-up
Averaging volume 1g,10g 1g g‘:tr::‘:;\z?:‘g’:;

N N Power)
separation Distance 5mm omm [dBm]

Mode Band Antenna RSI=0 RSI=1
GSM/GPRS/EDGE 850 A 25.4
GSM/GPRS/EDGE 850 E 25.4
GSM/GPRS/EDGE 1900 A 22.1
UMTS 2 A 23.5
UMTS 4 A 23.5
UMTS 5 A 24.0
UMTS 5 E 23.0
LTE FDD 25(2) A 24.0
LTE FDD 25(2) = 24.0
LTE FDD 66(4) A 24.0
LTE FDD 66(4) F 24.0
LTE FDD 7 B 24.0
LTE FDD 7 = 24.0
LTE FDD 12 A 24.5
LTE FDD 12 E 24.5
LTE FDD 13 A 24.5
LTE FDD 13 E 24.5
LTE FDD 14 A 24.5
LTE FDD 14 E 24.5
LTE FDD 26(5) A 24.5
LTE FDD 26(5) = 24.5
LTE FDD 30 A 23.0
LTE FDD 30 F 23.0
LTE TDD PC3 41(38) B 22.0
LTE TDD PC3 41(38) F 22.0
LTE TDD 48 = 21.0
LTE FDD 71 A 24.5
LTE FDD 71 E 24.5
NR FDD 25(2) A 24.0
NR FDD 25(2) F 23.0
NR FDD 7 B 24.0
NR FDD 7 F 23.0
NR FDD 12 A 24.5
NR FDD 12 E 24.5
NR FDD 14 A 24.5
NR FDD 14 E 24.5
NR FDD 26(5) A 24.5
NR FDD 26(5) E 24.5
NR FDD 30 A 23.0
NR FDD 30 F 23.0
NR TDD 38 B 24.0
NR TDD 38 = 23.0
NR TDD 41 B 26.0
NR TDD SRS 1 PC2 41 F 13.0
NR TDD SRS 2 PC2 41 13.0
NR TDD SRS 3 PC2 41 E 16.0
NR TDD Hopping 21 F 26.0
INR TDD SRS1_Hoping 41 B 20.0
INR TDD SRS2_Hoping 41 E 17.0
INR TDD SRS3_Hoping 41 14.0
NR TDD 48 = 23.0
NR TDD SRS 1 48 C 14.5
NR TDD SRS 2 48 I 22.0
NR TDD SRS 3 48 D 16.0
NR FDD 66 A 24.0
NR FDD 66 F 24.0
NR FDD 70 A 24.0
NR FDD 70 F 24.0
NR FDD 71 A 24.5
NR FDD 71 E 24.5
NR TDD 77178 F 26.0
NR TDD SRS 1 77178 C 23.0
NR TDD SRS 2 77178 | 23.0
NR TDD SRS 3 77178 20.0
NR TDD 77/78 DoD 26.0
NR TDD SRS 1 77/78 DoD 23.0
NR TDD SRS 2 77/78 DoD 23.0
NR TDD SRS 3 77/78 DoD 20.0
WLAN 2.4 20.0
WLAN 2.4 20.0
WLAN 2.4 20.0
WLAN 5 18.0
WLAN 5 18.0
WLAN 5 18.0
WLAN 6 16.0
WLAN 6 16.0
WLAN 6 16.0
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Note

1. all Plimit and maximum tune up output power Pmax levels entered in above Table correspond to
average power levels after accounting for duty cycle in the case of TDD modulation schemes (for e.g.,
GSM, LTE TDD).

2. The maximum time-averaged output power (dBm) for any 2G/3G/4G/5G WWAN and WLAN
technology, band, and SAR Exposure condition=minimum of “Plimit” and “Maximum tune up output
power: “Pmax” + 1dB device uncertainty.

3. The maximum time averaged output power means Plimit for each modes SAR values in this report
were scaled to the maximum allowed output power to determine compliance per KDB Publication
447498 DO1vO06.
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10. Test case list
10.1 Test case list for sub-6 Gz transmissions

To validate TAS algorithm in various sub-6 Gl conditions, the chosen TC (Test Case) list is
defined asin Table 10.1-1

Table 10.1-1 Sub-6 Gz TAS validation test case list

No. | TestScenario | Testcase Test configuration
TCO1 Time_Varying_Tx_Power_Case_1(LTE) LTE Band 25
TCO2 Time_Varying_Tx_Power_Case_1(NR) NR Band n77
TC03 | Time-varying | Time_Varying Tx_Power_Case_1(UMTS) | UMTS B2
TCO04 Tx Time_Varying Tx_Power_Case_1(2G) GSM1900
TCO05 power Time_Varying Tx_Power_Case_2(LTE) LTE Band 25
TCO06 | transmission | Time_Varying Tx_Power_Case_2(NR) NR Band n77
TCO7 Time_Varying_Tx_Power_Case_2(UMTS) | UMTSB2
TCO8 Time_Varying Tx_Power_Case_2(2G) GSM1900
TC09 | Changeincall | LTE_Call_Disconnect_Reestablishment LTE Band 25
TC10 Re-selection | SA_FR1_to_LTE_RAT_Re- NR Band n7,
in call selection_Coupling_Case LTE Band 25
Tc1y | Antenna/Band || tp anienna Band_Swithcing LTE Band 25, 41
switching
SAR exposure . o p LTE Band 12,
TC12 switch NSA_FR1_Dominant_Power_Switching NR Band n2s
TC13 | ChangeinRSI | SA_FR1_RF_SAR_Index_Change NR Band n25
NSA antenna
switching oL . LTE Band 12,
TC14 with Spatial NSA_Ant_switching_Spatial_TAS NR Band nd1, n77
TAS
TC15 '”tLaL"éi”d LTE_Intra_Band_UL_CA LTE Band 48
TC16 '”tSrL"gf‘\“d SA_FR1_Inter_Band_UL_CA NR Band n25(2), n5
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10.2 Test case list for WLAN/Bluetooth Transmissions

To validate TAS algorithm in WLAN/Bluetooth conditions, the chosen WTC (WLAN Test Case) list is defined
asin Table 10.2-1
Table 10.2-1 WLAN/Bluetooth TAS validation test case list

No. Test Scenario Test case Test configuration

WTCO1 TX Power of WLAN TAS(WLAN 2.4 (ifz) WLAN 2.4 (fz

wrcop | TXPowerof WLANTAS Fry b o of WLAN TAS(WLAN 56) WLAN 5 Gl
(Bluetooth off)

WTCO3 TX Power of WLAN TAS(WLAN 6(ilz) WLAN 6 (Hz

10.3 Test case list for Combined TAS

To validate C- TAS algorithm in Tech Switch conditions between WWAN Band WLAN the chosen Test Case
listis defined asin Table 10.3-1
Table 10.3-1 C-TAS test case list

No. Test Scenario Test case Test configuration

C-TCo1 TechSwitch | LTE mode to WLAN/BT LTEBand25/WLAN 5G/Bluetooth

C-TC02 ComplianceTest | NR mode to WLAN/BT NRBandn77/WLAN 5G/Bluetooth
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11. Conducted Power Test Results for Sub-6 TAS validation
11.1 Measurement set-up
11.1.1 Test setup for Main band

LTE 4G Signal
)
=

A,
..

Ld
- Q
MT8821C

. e
MA2475D
Diode sensor
Co Ier
R - | Golpien |
e - NR
Power meter MA2475D
Diode sensor

NR Subé Signal

PC

DUT

MT8000A

Figure 11.1-1 Test set-up for legacy and sub 66z
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The test setup for TAS validation with sub-6(lz RATs only is shown in Figure 11.1-1. Normally, a
power sensor would measure total power in the entire frequency of its specification e.g. 10\ to
506z for the MA2475D unit. However, when two radios are active, we need to measure their
powers separately for using the corresponding SAR mapping table. Therefore, this test setup
considers scenarios where two radios would be transmitting from different ports of the DUT so
that separate power sensors measure them individually. A common power meter is able to
display and record the readings for each sensor at the same time for post processing ata PC. The
signaling call boxes MT8000A and MT8821C are used to establish the call and data connection to
the DUT on those same ports for NR and LTE, respectively.

The couplers are able to provide the transmit signal from DUT to power sensors while uplink
and downlink signaling messages exchanged with the call boxes on the same paths. We can build
scripts to program a certain sequence of power control commands from the call boxes to the
DUT which can essentially instruct the DUT to change its transmit power.

Thus, if we want DUT to transmit at maximum power in LTE, then continuous power up
commands are sent by MT8821C. Similarly, continuous power up commands from MT8000A will
try to increase NR power up to its maximum limit. Other power control scenarios which mimic
real field behavior such as sequence of power up followed by power down are also possible as
described in Section 4. All the path losses from RF port of DUT to the callbox and the power
meters are calibrated and automatically entered as offsets in the callbox and power meter, which
are also connected to the control PC used in the test setup. We use an Anritsu AMS tool, which is
capable of executing the entire test sequence including requested power variation over time and
call setup/disconnect scenarios based on pre-configured test case definition.

Power readings for each active technology are recorded every 100ms and dumped in an excel
file. A post processing tool is used to extract data from the excel file and plot the required metrics
such as time-averaged
power, SAR values versus time as described in Section 6.

In summary, the tests have to be executed as following procedure.

1. Measure conduction sub 6Gl; Tx power corresponds to SAR regulation.

2. Setsub 66z power level with some margin. And start the test

3. Execute time-varying test scenarios. And record sub 60z power using sub 6z power
meter equipment.

4. Plottherecorded results over measurementtime. And evaluate the results for validation.

Note that Plimitis different according to the used OEM, so it is necessary to set the Plimit suitable
for each terminal.
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11.1.2 Test set-up for WLAN and Bluetooth

The test setup for TAS validation with WLAN and Bluetooth is shown in Figure 11.1-2. Normally, a power
sensor would measure total power in the entire frequency of its specification e.g. 10MHz to 8GHz for the
NRP8S unit. However, when two radios are active, we need to measure their powers separately for using
the corresponding SAR mapping table. Therefore, this test setup considers scenarios where two radios
would be transmitting from different ports of the DUT so that separate power sensors measure them
individually. A common power meter is able to display and record the readings for each sensor at the same
time for post processing at a PC. The signaling call box CMW500 is used to establish the call and data
connection to the DUT on those same ports for WLAN and Bluetooth, respectively.

The couplers are able to provide the transmit signal from DUT to power sensors while uplink and downlink
signaling messages exchanged with the call boxes on the same paths. We can build scripts to program a
certain sequence of power control commands from the call box to the DUT which can essentially instruct
the DUT to change its transmit power.

Power readings for each active technology are recorded every 100ms and dumped in an excel file. A post
processing tool is used to extract data from the excel file and plot the required metrics such as time-
averaged power.

In summary, the tests have to be executed as following procedure.

1. Measure conduction WLAN and Bluetooth Tx power corresponds to SAR regulation.

2. Startthetest
3. Execute time-varying test scenarios. And record power using power meter equipment.
4. Plot the recorded results over measurement time. And evaluate the results for validation.

Note that Plimit is different according to the used OEM, so it is necessary to set the Plimit suitable for each

terminal.
—— Control PC
Power Sensor
Coupler
Call Box DuT
— Coupler
|
FPower Sensor
Figure 11.1-2 Test set-up for WLAN and Bluetooth
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11.1.3 Test set-up for Combined TAS

The test setup for TAS validation with Combined TAS is shown in Figure 11.1-3. Normally, a power sensor
would measure total power in the entire frequency of its specification e.g. 10MHz to 8GHz for the NRP8S
unit. However, when two radios are active, we need to measure their powers separately for using the
corresponding SAR mapping table. Therefore, this test setup considers scenarios where two radios would
be transmitting from different ports of the DUT so that separate power sensors measure them individually.
A common power meter is able to display and record the readings for each sensor at the same time for
post processing at a PC. The signaling call boxes CMW500 and MT8000A are used to establish voice and
data connections with the DUT (Device Under Test), with the CMW500 handling LTE, WLAN, and
Bluetooth over the same ports, and the MT8000A handling NR over a dedicated NR port.

The couplers are able to provide the transmit signal from DUT to power sensors while uplink and downlink
signaling messages exchanged with the call boxes on the same paths. We can build scripts to program a
certain sequence of power control commands from the call box to the DUT which can essentially instruct
the DUT to change its transmit power.

Power readings for each active technology are recorded every 100ms and dumped in an excel file. A post
processing tool is used to extract data from the excel file and plot the required metrics such as time-
averaged power.

In summary, the tests have to be executed as following procedure.

1. Measure conduction Sub 6GHz and WLAN, Bluetooth Tx power corresponds to SAR regulation

2. Startthetest
3. Execute time-varying test scenarios. And record power using power meter equipment.
4. Plot the recorded results over measurement time. And evaluate the results for validation.

Note :The WWAN Mode and WLAN/BT output of all C-TAS verification tests are controlled through the Call
Box and measured at 100msec intervals through the power sensor.

Cullular Call Bax
BT/ A0 -parflnT) | Camw 800
(NR-SA - MSOOOA|

Figure 11.1-3 Test set-up for C-TAS
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11.2 Plimit and Pmax measurement results

The measured Plimit for all the selected radio configurations are listed in Table 11.2.1. Pmax was
also measured for radio configurations selected for testing time-varying Tx power transmission
scenario in order to generate test sequences following the test procedures. Note that Table
11.2.1is not actual Plimit corresponding to 1W/kg SAR, but our measured averaged power when
forcing Plimit in our SW based on Table 11.2.1.

Max
Plimit Pmax measured | measured | Measured
fi averaged
TC# Test Tech Band | Antenna RSI RB"’”W”“B Mode | M998 sotiing | setting [Piimit (aBm)[Pmax @em)| 29SAR [ PGl
scenario on (dBm) (dBm) Sensor Sensor
(Wikg) (Wikg)
1 LTE 25 Main1(A) 0 1/0/20 QPsk | smm/Body 145 24.0 1529 24.37 0893 0911
Time
2 varying Tx | SA/FRIL n77 Sub2(F) 0 1/1/100 QPsk | smm/Body 145 26.0 14.66 25.62 0569 0578
3 power UMTS 2 Main1(A) 0 RMC 5mm/Body 15.0 235 15.27 23.42 0.822 0.795
Segeunce 1
4 GSM 1900 Main1(A) 0 4Tx 5mm/Body 160 222 15.42 22.43 0.766 0781
5 LTE 25 Main1(A) 0 1/0/20 Qpsk | smm/Body 145 240 1529 24.37 0893 0872
Time
6 varying Tx | SA/FRL n77 Sub2(F) 0 1/1/100 QPsk | smm/Body 145 26.0 14.66 25.62 0569 0561
7 power uMmTS 2 Main1(A) 0 RMC 5mm/Body 15.0 235 15.27 23.42 0.822 0.827
Segeunce 2
8 GSM 1900 Main1(A) 0 4Tx 5mm/Body 160 222 15.42 2243 0.766 0744
9 ch ag:”e n LTE 25 Main1(A) 0 /0120 QPsk | smm/Body 145 240 15.29 24.37 0.893 0.908
Re- SA/FRL n7 Main2(8) 11/40 Qpsk | smm/Body 175 240 17.39 2413 0783
10 selection in 0 0.816
call LTE 25 Main1(A) 1/0/20 QPSK 5mm/Body 145 24.0 15.29 24.15 0.893
Antenna LTE 25 Main1(A) 1/0/20 QPsk | smm/Body 145 24.0 1529 24.37 0893
11 0 0821
Band Switch LTE i Main2(B) 1/0/20 QPSK 5mm/Body 175 22.0 17.31 2215 0.850
SAR LTE 12 Main1(A) 1/0/10 QPSK | smm/Body 215 245 2213 24.67 0.704
12 exposure 0 0.688
switch NSA/FRL n2s Main2(8) 1/1/40 QPsk | smm/Body 150 240 1537 24.09 0817
Change in 0 5mm/Body 150 1537 0817
13 RSI SA FRL n2s Main1(A) 1/1/40 QPSK 24.0 24.09 0817
1 omm/Head 24.0 24.09 0.149
NSA LTE 12 Main1(A) 1/0/10 QPsk | smm/Body 215 245 2213 24.67 0.704
antenna
14 switching | NSA/FRL na1 Main2(8) 0 1/1/100 5mm/Body 180 26.0 1864 26.58 0772 0.704
with Spatial QPSK
Ta NSA/FRL n77 Sub2(P) 1/1/100 5mm/Body 145 26.0 14.66 25.62 0569
' Sub2(F) 1/99/20 QPsk | smm/Body
15 IerJi Cbi”d LTE 48 0 140 210 1437 2127 0550 0524
Sub2(F) 1/0/20 QPsk | smm/Body
Inter-band n2s Main1(A) 1/1/20 QPsk | smm/Body 150 24.0 1537 24.09 0817
16 \RuLea | SAIFRL 0 0791
nss Main1(A) 1/1/40 QPsk | smm/Body 220 245 2257 24.72 0823
Table11.2.1.
* s .
Plimit and Tune up output power Pmax in above table correspond to average power level after
accounting for duty cycle in the case of TDD Modulation schemes (GSM, LTE TDD, NR TDD)
< ‘ 7 Al o SR
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Max
Plimit Pmax measured | measured | Measured averaged
W_TC# Test scenario Tech Band Antenna RSI Mode Congfiguration setting setting Plimit (dBm)|Pmax (dBm) 1g SAR time 1g SAR
(dBm) (dBm) Sensor Sensor
(W/kg) (W/kg)
0 1g/5mm/Non Head 0.512
1 2.4G Sub4(H) 1Mbps 17.0 20.0 17.96 20.92 0.433
1 1g/0mm/Head 0.391
Tx Power of WLANTAS 0 1g/5Smm/Non Head 0.288
2 WLAN 5G Sub4(H) MCS0 14.0 14.0 14.27 14.27 0.476
Test(Bluetooth off)
1 1g/Omm/Head 0.587
0 1g/smm/Non Head 0.176
3 6G Sub4(H) MCS0 8.0 10.0 8.00 10.45 0.201
1 1g/0mm/Head 0.073
Table 11.2.2
i measured measured Max Time
Plimit Pmax P Measured d
C- Test q 0 ; Plimit Pmax 1g SAR average TER
A Tech Band | Antenna | RSI | RB/offset/BW | Mode | Configuration | setting setting g 1¢ SAR
TC# | scenario (dBm) (dBm) g <1.0
(dBm) (dBm)
Sensor Sensor
(W/kg) (W/kg)
LTE 25 Sub2(F) 1/49/20 QPSK 5mm/Body 17.5 24.0 16.68 22.94 0.687 0.82
Tech
1 Switch WLAN 5GHz Sub4(H) 0 N/A Mcso 5mm/Non Head 150 150 1351 1351 0434 039 0.795
LTE
Bluetooth BDR Sub4(H) N/A 2DHS 5mm/Non Head 120 12.0 1231 1231 0319 034
SA/FRL nT? Sub2(F) 135/68/100 DFTs 5mm/Body 155 26.0 14.07 2633 0.569 0.60
Tech QPSK
2 Switch WLAN 5GHz Sub4(H) 0 N/A MCS0 5mm/Non Head 15.0 15.0 13.51 13.51 0.434 0.38 0.681
NR
Bluetooth BDR Sub4(H) N/A 2DH5 5mm/Non Head 12.0 12.0 1231 1231 0319 031

F-TP22-03 (Rev. 06)

Page 59 of 88

The report shall not be (partly) reproduced except in full without approval of the laboratory.



||
h’a Report No. HCT-SR-2507-FC006

11.3 Time-varying Tx power measurement results

Time-varying Tx power test case can be skipped if measured SAR value in Pmax is less than 90%
of target SAR limit. This is because even if Pmax is used for all times, used SAR cannot be
reached to the target SAR limit. Following the test procedure in Section 7.3.1, the conducted Tx
power measurement results for all selected test cases are listed in this Section. In all conducted
Tx power plots, the blue line shows the measured instantaneous power using the power meter,
the red line shows the time-averaged Tx power and yellow line shows the Plimit value
corresponding to design target. In all SAR plots, the dotted blue line shows the time-averaged
1gSAR while the red line shows the corresponding FCC limit of 1.6W/Kg. Time-varying Tx power
measurements were conducted for TC #01and #02in Table 11.1-1 by generating the test
sequence A or B given in Appendix.
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TCO01: Time_Varying_Tx_Power_Case_1 [LTE B25]

dBm

Tme{s)

Figure 11.3-1 Time average conducted power of LTE B25 in TC01

In this test, measured 1g SAR would be 0.893 W/kg at 14.5 dBm. Figure 11.3-1 shows the
instantaneous and time-averaged Tx power with test sequence A for LTE B25 with Plimit 14.5
dBm. In addition, Figure 11.3-1 shows that the moving-average Tx power is around the targeted
Plimit value but itis acceptable result due to uncertainty. Also Figure 11.3-2 shows the calculated
time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC limit of

1.6W/kg.

SAR {Wikg)
]

Tme{s)

Figure 11.3-2 Total time-averaged SAR in TCO1

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.911 W/kg
Device uncertainty 1dB
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TC02: Time_Varying_Tx_Power_Case_1 [NRn77]

dBm

f——

Tme{s)

Figure 11.3-3 Time average conducted power of NRn77 in TC02

In this test, measured 1g SAR would be 0.569 W/kg at 14.5 dBm. Figure 11.3-3 shows the
instantaneous and time-averaged Tx power with test sequence Afor NR n77 with Plimit 14.5dBm.
In addition, Figure 11.3-3 shows that the moving-average Tx power is around the targeted Plimit
value but it is acceptable result due to uncertainty. Also Figure 11.3-4 shows the calculated time-
averaged 1gSAR for this test demonstrating that exposure is well below the FCC limit of 1.6W/kg.

SAR {Wikg)

meis)

Figure 11.3-4 Total time-averaged SAR in TC02

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.578 W/kg
Device uncertainty 1dB
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TC03: Time_Varying_Tx_Power_Case_1 [UMTS B2]

dBm

Tme{s)

Figure 11.3-5 Time-average conducted power of UMTS B2 in TCO3

Report No. HCT-SR-2507-FC006

In this test, measured 1g SAR would be 0.822 W/kg at 15.0 dBm. Figure 11.3-5 shows the
instantaneous and time-averaged Tx power with test sequence A for UMTS B2 with Plimit 15.0
dBm. In addition, Figure 11.3-5 shows that the moving-average Tx power is around the targeted
Plimit value but itis acceptable result due to uncertainty. Also Figure 11.3-6 shows the calculated
time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC limit of

1.6W/kg.

SAR {Wikg)

Tme{s)

Figure 11.3-6 Total time-averaged SARin TC03

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.795 W/kg
Device uncertainty 1dB
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TCO04: Time_Varying_Tx_Power_Case_1 [PCS1900]

dBm

Tme{

Figure 11.3-7 Time-average conducted power of PCS1900 in TC04

Report No. HCT-SR-2507-FC006

In this test, measured 1g SAR would be 0.766 W/kg at 16.0 dBm. Figure 11.3-7 shows the
instantaneous and time-averaged Tx power with test sequence A for PCS1900 with Plimit 16.0
dBm. In addition, Figure 11.3-7 shows that the moving-average Tx power is around the targeted
Plimit value but itis acceptable result due to uncertainty. Also Figure 11.3-8 shows the calculated
time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC limit of

1.6W/kg.

)
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SAR
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Figure 11.3-8 Total time-averaged SAR in TC04

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.781 W/kg
Device uncertainty 1dB
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TCO05: Time_Varying_Tx_Power_Case_2 [LTE B25]

dBm

Tme{s)

Figure 11.3-9 Conducted Tx power of LTE B25 in TC05

In this test, measured 1g SAR would be 0.893 W/kg at 14.5 dBm. Figure 11.3-9 shows the
instantaneous and time-averaged Tx power with test sequence B for LTE B25 with Plimit 14.5
dBm. In addition, Figure 11.3-9 shows that the moving-average Tx power is around the targeted
Plimit value but it is acceptable result due to uncertainty. Also Figure 11.3-10 shows the
calculated time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC
limit of 1.6W/kg.
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Figure 11.3-10 Total time-averaged SAR in TC05

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.872W/kg
Device uncertainty 1dB
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TCO06: Time_Varying_Tx_Power_Case_2 [NRn77]

dBm

Tmels)

Figure 11.3-11 Conducted Tx power of NR n77 in TC06
In this test, measured 1g SAR would be 0.569 W/kg at 14.5 dBm. Figure 11.3-11 shows the
instantaneous and time-averaged Tx power with test sequence A for NR n66 with Plimit 14.5dBm.
Inaddition, Figure 11.3-11 shows that the moving-average Tx power is around the targeted Plimit
value but it is acceptable result due to uncertainty. Also Figure 11.3-12 shows the calculated
time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC limit of

1.6W/kg.

i

Report No. HCT-SR-2507-FC006

SAR {W/ikg)
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Figure 11.3-12 Total time-averaged SAR in TC06

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.561 W/kg
Device uncertainty 1dB
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TCOT7: Time_Varying_Tx_Power_Case_2 [UMTS B2]

dBm

Tmels)

Figure 11.3-13 Conducted Tx power for UMTS B2 in TCO7
In this test, measured 1g SAR would be 0.822 W/kg at 15.0 dBm. Figure 11.3-13 shows the
instantaneous and time-averaged Tx power with test sequence A for UMTS B2 with Plimit 15.0
dBm. In addition, Figure 11.3-13 shows that the moving-average Tx power is around the targeted
Plimit value but it is acceptable result due to uncertainty. Also Figure 11.3-14 shows the
calculated time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC

limit of 1.6W/kg.
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Figure 11.3-14 Total time-averaged SAR in TCO7

I

Report No. HCT-SR-2507-FC006

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.827 W/kg
Device uncertainty 1dB
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TCO08: Time_Varying_Tx_Power_Case_2 [PCS1900]

dBm

Tme{s)

Figure 11.3-15 Conducted Tx power for PCS1900 in TCO8

In this test, measured 1g SAR would be 0.766 W/kg at 16.0 dBm. Figure 11.3-15 shows the
instantaneous and time-averaged Tx power with test sequence A for PCS1900 with Plimit 16.0
dBm. In addition, Figure 11.3-15 shows that the moving-average Tx power is around the targeted
Plimit value but it is acceptable result due to uncertainty. Also Figure 11.3-16 shows the
calculated time-averaged 1gSAR for this test demonstrating that exposure is well below the FCC
limit of 1.6W/kg.

SAR {Wikg)
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Figure 11.3-16 Total time-averaged SARin TC08

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.744 W/kg
Device uncertainty 1dB
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WTCO1: Tx Power of WLAN TAS (Bluetooth off) [WLAN 2.4Gik]

ALy

Time (5)

Figure 11.3-17 Conducted Tx power for WLAN 2.4Gz in WTCO1
In this test, measured 1g SAR would be 0.512W/kg at 17.0dBm for WLAN 2.4(1[RSI=0] and 0.391

W/kg at 17.0dBm for WLAN 2.4GHz[RSI=1]. Figure 11.3-17 shows the instantaneous and time-
averaged conducted Tx power for WLAN 2.4l for the duration of the test. In addition, Figure
11.3-17 shows that the moving-average Tx power is around the targeted Plimit value but it is
acceptable result due to uncertainty. Also Figure 11.3-18 shows the calculated time-averaged 1g
SAR for this test demonstrating that exposure is well below the FCC limit of 1.6W/kg.

SAR {(Wikg)

Figure 11.3-18 Total time-averaged SAR in WTC01
FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.433 W/kg
Device uncertainty 1dB
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WTCO02: Tx Power of WLAN TAS (Bluetooth off) [WLAN 56ik]

Time (5)

Figure 11.3-19 Conducted Tx power for WLAN 5@ in WTC02
In this test, measured 1g SAR would be 0.288W/kg at 14.0dBm for WLAN 5([RSI=0] and 0.587

W/kg at 14.0dBm for WLAN 5(z[RSI=1]. Figure 11.3-19 shows the instantaneous and time-
averaged conducted Tx power for WLAN 5Giz for the duration of the test. In addition, Figure 11.3-
19 shows that the moving-average Tx power is around the targeted Plimit value but it is
acceptable result due to uncertainty. Also Figure 11.3-20 shows the calculated time-averaged 1g
SAR for this test demonstrating that exposure is well below the FCC limit of 1.6W/kg.

..........................................................

SAR {(Wikg)

U

Figure 11.3-20 Total time-averaged SAR in WTCO01
FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.476 W/kg
Device uncertainty 1dB
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WTCO3: Tx Power of WLAN TAS (Bluetooth off) [WLAN 66ik]
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Figure 11.3-21 Conducted Tx power for WLAN 66tz in WTCO3
In this test, measured 1g SAR would be 0.176W/kg at 8.0dBm for WLAN 6Gl[RSI=0] and 0.073 W/kg
at 8.0dBm for WLAN 60Hz[RSI=1]. Figure 11.3-21 shows the instantaneous and time-averaged
conducted Tx power for WLAN 6(lz for the duration of the test. In addition, Figure 11.3-21 shows
that the moving-average Tx power is around the targeted Plimit value but it is acceptable result
due to uncertainty. Also Figure 11.3-22 shows the calculated time-averaged 1g SAR for this test
demonstrating that exposure is well below the FCC limit of 1.6W/kg.
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Figure 11.3-22 Total time-averaged SAR in WTCO01
FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.201 W/kg
Device uncertainty 1dB
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11.4 Change in call test results
The test results in this section are obtained following the procedure in Section 7.3.2. The test case
corresponds to TC#9in Table 11.2.1.

TCO09: LTE_Call_Disconnect_Reestablishment

HHHEHL

Tme(s)

Figure 11.4-1 Conducted Tx power in Call_Disconnect_Reestablishment LTE Band 25 case TC09
In this test, Measured 1g SAR would be 0.893 W/kg at 14.5 dBm. Figure 11.4-1 shows the
instantaneous and time-averaged Tx power for this test. The call disconnected around 510s and
resumed after 10s. Itis confirmed for time-average Tx power that the FCC limit was not exceeded,
and observed averaging power is around power limit with an uncertainty. Figure 11.4-2 shows
the calculated time-averaged 1gSAR for this test demonstrating that exposure is well below the
FCC limit of 1.6W/kg. Looking at the results, it can be seen that even if transmission is stopped
due to a call drop, the SAR value measured for a period of time window is stored in the window
section and is continuously checked.

v

Tme(s)

Figure 11.4-2 Total time-averaged SAR in TC09

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (blue curve) 0.908 W/kg
Device uncertainty 1dB
F-TP22-03 (Rev. 06) Page 72 of 88

The report shall not be (partly) reproduced except in full without approval of the laboratory.



||
h’d Report No. HCT-SR-2507-FC006

11.5 Re-selection in call test results
The test results in this section are obtained following the procedure in Section 7.3.4. The test
cases correspond to TC#11in Table 11.2.1.
TC10: FR1 to LTE IRAT Re-selection
|

Tme (s)

Figure 11.5-1 Conducted Tx power for SAR IRAT re-selection in test TC10 [n7 to LTE B25]

In this test, measured 1g SAR would be 0.783W/kg at 17.5dBm for NR n7 and 0.893 W/kg at
14.5dBm for LTE B25. Figure 11.6-1 shows the instantaneous and time-averaged conducted Tx
power for both LTE Band 25 and NR n7 for the duration of the test. Around time stamp of ~460s,
a RAT re-selection from NR n7 to LTE B25 was executed, resulting in reduction of time-averaged
power of NR n66 and simultaneous increase in time-averaged power of LTE B25. Here, LTE can
use back-off power just after re-selection. Since there is a correlation between n7 and B25, TAS
algorithm needs to consider the SAR value used in n7 for B25. Figure 11.6-2 shows the time-
averaged 1gSAR value for each of LTE B25 and NR n7, as well as the total SAR value. It can be
confirmed that the total 1gSAR is always under the total FCC limit of 1.6W/Kg even in coupling
case.

Tme(s)

Figure 11.5-2 Conducted Tx power for SAR IRAT re-selection in test TC10

FCC 1gSAR limit 1.6 W/kg
Max 100s-time average 1gSAR (yellow curve) | 0.816 W/kg
Device uncertainty 1dB
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11.6 Antenna/Band switching test results

The test results in this section are obtained following the procedure in Section 7.3.4 The test
cases correspond to TC#11in Table 11.2.1.

TC11: LTE_Antenna_Band_Switching
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Figure 11.6-1 Conducted Tx power for antenna switchingin test TC11

In this test, measured 1g SAR 0.893 W/kg at 14.5dBm for LTE B25 and 0.850 W/kg at 17.5dBm for
LTE B41. Figure 11.7-1 shows the instantaneous and time-averaged conducted Tx power for both
LTE B25 and LTE B41 for the duration of the test. Around time stamp of ~650s, a band change
from LTE B25 to B41 was executed, resulting in reduction of time-averaged power of LTE B25 and
simultaneousincrease in time-averaged power of LTE B41. Here, LTE can use back-off power just
after re-selection. Since there is a correlation between B25 and B41, TAS algorithm needs to
consider the SAR value used in B25 for B41. Figure 11.7-2 shows the time-averaged 1gSAR value
foreach of LTE B25 and LTE B41, as well as the total SAR value. It can be confirmed that the total
1gSARis always under the total FCC limit of 1.6W/Kg even in coupling case.

SAR (Wikg

Tmets)

Figure 11.6-2 Total time-averaged SARin TC11

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (yellow curve) 0.821 W/kg
Device uncertainty 1dB
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11.7 SAR exposure switching test results

The test results in this section are obtained following the procedure in Section 7.3.6. The test
cases correspond to TC#12 in Table 11.2.1.

TC12: NSA_FR1_Dominant_Power_Switching

Tme(s)

Figure 11.7-1 Conducted Transmitted power for LTE B12 and NR n25 in test TC12

In this test, measured 1g SAR would be 0.704 W/kg at 21.5dBm for LTE B12 and 0.817W/kg at
15.0dBm for NR n25. The setting value and measured values are described in Table 11.2-1.
Figure 11.8-1 shows the instantaneous and time-averaged Tx power for both LTE B12 and NR
n25 versus time. When both LTE and FR1 operate in around 210s, averaged Tx power for NR is
decreased and averaged Tx power of LTE is increased by taking the SAR budget. After 150s, NR
doesn’t use transmitted power and LTE takes the all SAR budget.

As shown in Figure 11.8-2, total average SAR is less than 1W/Kg which is below the FCC limit of
1.6W/Kg.

Tme(s)

Figure 11.7-2 Total time-averaged SAR FR1 n25and LTEB12in TC12

FCC 1gSAR limit 1.6 W/kg
Max 60s-time average 1gSAR (yellow curve) 0.688 W/kg
Device uncertainty 1dB
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11.8 Change in RSI
The test results in this section are obtained following the procedure in Section 7.3.5. The test
cases correspond to TC#13 in Table 11.2.1.

TC13: SA_FR1_RF_SAR_Index_Change

Tme(s)

Figure 11.8-1 Conducted Tx power for SAR RSI change in test TC13

In this test, measured 1g SAR would be 0.817W/kg at 15.0dBm (RSI 0) and 0.149W/kg at
24.0dBm (RSI 1). Figure 11.9-1 shows the instantaneous and time-averaged conducted Tx
power for both NR n66 for the duration of the test. Around time stamp of ~210s, the RSl value is
changed from low RSI with Plimit of 15.0dBm to high RSI with Plimit of 24.0 dBm, resulting in
reduction of target time-averaged power of NR n25. It can be seen that Plimit value of high RSI
is lower than that of low RSI, so in high RSI region, more Tx power is limited compared to low
RSl region. Figure 11.9-2shows the time-averaged 1gSAR value for each of low and high RSI
value, as well as the total SAR value. We can see that the total 1gSAR is always under the total
FCC limit of 1.6W/Kg.

Tme(s)

Figure 11.8-2 Total time-averaged SARin TC13

FCC 1gSAR limit 1.6 W/kg
Sum of calculated average SAR (yellow curve) 0.817 W/kg
Device uncertainty 1dB
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11.9 NSA antenna switching with Spatial TAS

The test results in this section are obtained following the procedure in Section 7.3.7. The test
cases correspond to TC#14 in Table 11.2.1.
TC14: NSA_Ant_switching_Spatial_TAS

dBm

Time (s)
Figure 11.9-1 Conducted Transmitted power for LTE B12(AGO0) and NR n41(AG0), n77(AG1) in
Test TC14
In this test, measured 1g SAR would be 0.704 W/kg at 21.5dBm for LTE B12, 0.772W/kg at
18.0dBm and 0.569W/kg at 14.5dBm for NR n41 and n77. The setting value and measured
values are described in Table 11.11-1. Figure 11.9-1 shows the instantaneous and time-
averaged Tx power for both LTE B12 and NR n41 versus time. When both LTE and FR1 operate
in around 210s, averaged Tx power for NR is decreased and averaged Tx power of LTE is
increased by taking the SAR budget. After 150s, NR doesn’t use transmitted power and LTE
takes the all SAR budget. As shown in Figure 11.9-2, total average SAR is less than 1W/Kg which
is below the FCC limit of 1.6W/Kg.
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Figure 11.9-2 Total time-averaged SARin TC14
FCC 1gSAR limit 1.6 W/kg
Sum of calculated average SAR (purple curve) 0.704 W/kg
Device uncertainty 1dB
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11.10 Intra-band ULCA
The test results in this section are obtained following the procedure in Section 7.3.8. The test
cases correspond to TC#15 in Table 11.2.1.

TC15: LTE_Intra_Band_ULCA

1B

Time (5)

Figure 11.10-1 Conducted Tx power for LTE B48 intra-band ULCA in test TC15

In this test, measured 1g SAR would be 0.550 W/kg at 14.0dBm. Figure 11.10-1 shows the
conducted Tx power plot with calculated time-averaged power based on the measured
instantaneous Tx power with 1gSAR FCC Limit value. After 60s seconds from the start a single
CCis transmitted. Next after 150s from a single CC transmission, an intra-band CA is configured
(CA_48C) where a new CC is added and the transmission is continued for another 150s. As
shown in Figure 11.10-1, the total power of the two CC is kept almost the same as in the single
CC transmission. Average power assures the compliance of the average power of the
transmitted signal which is around 14.0dBm and consequently the average SAR in Figure 11.10-
2is around 1W/kg which is below the FCC limit of 1.6W/kg.

SAR (Whg)

Time (5)

Figure 11.10-2 Total time-averaged SAR in TC15

FCC 1gSAR limit 1.6 W/kg
Sum of calculated average SAR (yellow curve) 0.524 W/kg
Device uncertainty 1dB
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11.11 Inter-band ULCA test reults
The test results in this section are obtained following the procedure in Section 7.3.5. The test
cases correspond to TC#16 in Table 11.2.1.

TC16: NR_Inter_Band_UL_CA

1B
|
|
e

Time

Figure 11.11-1 Conducted Tx power in NR inter-band ULCA in test TC 16

In this test, measured 1g SAR would be 0.817 W/kg at 15.0 dBm for NR n2(25) and 0.823W/kg at
22.0 dBm for NR n5. Figure 11.11-1 shows the instantaneous and time-averaged conducted Tx
power for both NR n2(25) and NR n5 for the duration of the test. The setting value and
measured values are described in Table 11.11-1. After a 70s from the start a single CCis
transmitted. Next after 150s from a single CC transmission, ULCA mode is configured where a
new CC is added and the transmission is continued for another 150s. Here, the Back-off power
is decreased from Plimit -3dB to more high back-off in coupling case. Because each CC share
the same SAR budget. Here, in NR ULCA mode, there is high priority in PCC. So more power is
allocated to PCC and SCC just take the remaining SAR and power. Average power assures the
compliance of the average power of the transmitted signal which is below 15.0 dBm and 22.0
dBm in a single CC and ULCA mode. Also the average SAR in Figure 11.11-2 is around 1.0W/kg
which is below the FCC limit of 1.6W/kg.

SAR (Whyg)

Time ()

Figure 11.11-2 Total time-averaged SARin TC16

FCC 1gSAR limit 1.6 W/kg
Sum of calculated average SAR (purple curve) 0.791
Device uncertainty 1dB
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11.13 C-TAS: Tech Switch test results

The test results in this section are obtained following the procedure in Section 10.3
The test cases correspond to C-TC#01, #02 in Table 10.3.1.

C-TCO1: Tech switch compliance Test [LTE Band 25/WLAN 5GHz/Bluetooth]

dhm

|

Trreln

Figure 11.13-1 Conducted Tx power in LTE /WLAN 5G/Bluetooth in test C-TC 01

In this test, measured 1g SAR would be 0.687W/kg at 16.75dBm for LTE and 0.434 W/kg at
13.55dBm for WLAN 5G[RSI=1], 0.319 W/kg at 12.69dBm for Bluetooth. Figure 11.13-1 shows the
instantaneous and time-averaged conducted Tx power for LTE B25, WLAN 5G for the duration of
the test. In addition, Figure 11.13-1 shows that the moving-average Tx power is around the
targeted Plimit value but it is acceptable result due to uncertainty It is proved that WWAN Mode,
controlled by TAS Manager, reduces the time-averaged output power in the simultaneous
transmission condition of WLAN Mode and BT Mode.

Also Figure 11.13-2 shows the calculated time-averaged 1g SAR for this test demonstrating that
exposure is well below the FCC limit of 1.6W/kg.

SAR M)

Figure 11.13-2 Time-averaged SAR in C-TCO1

The report shall not be (partly) reproduced except in full without approval of the laboratory.

Report No. HCT-SR-2507-FC006

Page 80 of 88



Report No. HCT-SR-2507-FC006

aCT

Combined-TAS (C-TAS), a TAS manager algorithm, can control WWAN TAS algorithm and WLAN
TAS algorithm within a predefined SAR budget
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Figure 11.13-3 Total Exposure Ratio in C-TCO1

Combined-TAS (C-TAS), a TAS manager algorithm, controls the time-averaged output power of
each modem so that the TER (Total Exposure Ratio) is always less than 1 under the condition of
simultaneous transmission. of WWAN mode and WLAN/BT modes

FCC 1g SAR Limit 1.6W/kg
Sum of calculated average SAR 1.272
Total Exposure Ratio 0.795
Device uncertainty 1dB
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C-TCO02: Tech switch compliance Test [NR Band n77/WLAN 5GHz/Bluetooth]
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Figure 11.13-4 Conducted Tx power in NR/WLAN 5G/Bluetooth in test TC 21

In this test, measured 1g SAR would be 0.569W/kg at 14.14dBm for LTE and 0.434 W/kg at
13.55dBm for WLAN 5G[RSI=1], 0.319 W/kg at 12.69dBm for Bluetooth. Figure 11.13-4 shows the
instantaneous and time-averaged conducted Tx power for n77, WLAN 5G for the duration of the
test. In addition, Figure 11.13-4 shows that the moving-average Tx power is around the targeted
Plimit value but it is acceptable result due to uncertainty. It is proved that WWAN Mode,
controlled by TAS Manager, reduces the time-averaged output power in the simultaneous
transmission condition of WLAN Mode and BT Mode.

Also Figure 11.13-5 shows the calculated time-averaged 1g SAR for this test demonstrating that

exposure is well below the FCC limit of 1.6W/kg.
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Figure 11.13-5 Time-averaged SAR in C-TC02
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Combined-TAS (C-TAS), a TAS manager algorithm, can control WWAN TAS algorithm and WLAN
TAS algorithm within a predefined SAR budget
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Figure 11.13-6 Total Exposure Ratio in C-TC02

Combined-TAS (C-TAS), a TAS manager algorithm, controls the time-averaged output power of
each modem so that the TER (Total Exposure Ratio) is always less than 1 under the condition of

simultaneous transmission. of WWAN mode and WLAN/BT modes

FCC 1gSAR limit 1.6W/kg
Sum of calculated average SAR 1.089 W/kg
Total Exposure Ratio 0.681
Device uncertainty 1dB
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12. Conclusions

Samsung Time-Averaging SAR (TAS) feature employed in Samsung Mobile Phone (FCC
A3LSMST731U) has been validated through conducted power measurement as well as SAR
measurement. As demonstrated in this report, TAS feature limit the transmit power effectively
and shows that SAR value does not exceed 1.6 W/kg and the TER value does not exceed 1.0 for all
the transmission scenarios.
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14. Equipment List

Report No. HCT-SR-2507-FC006

ManufacturerType / Model ‘S/N ‘Calib. Date ﬁ1atleltr)\'/al Calib.Due
Narda Directional Coupler /4216-10 01490 11/22/2024 | Annual | 11/22/2025
Narda Directional Coupler /4216-10 01489 11/22/2024 | Annual |11/22/2025
HP Power Divider/11636B 58698 01/13/2025 | Annual | 01/13/2026

RFCOREA 2Way Spliter 473842 12/09/2024 | Annual | 12/09/2025
Anritsu Rad'oCom/”l“vl“T”éggtl'g”A”alyzer 6262044720 11/27/2024 | Annual | 11/27/2025
Anritsu Rad'oCom/”RA“T”éggtl"c’”A”alyzer 6262116770 | 07/29/2024 | Annual | 07/29/2025
Anritsu  |Radio Com”}”h;‘}cg‘gg%r)\TeStStat'O” 6262036812 | 11/27/2024 | Annual | 11/27/2025
R&S Rad'oCon}?h‘jl;gcoag'O”Te“er 100325 10/14/2024 | Annual | 10/14/2025
R&S Power Sensor/NRP8S 114588 01/22/2025 | Annual | 01/22/2026
R&S Power Sensor/NRP8S 114589 01/22/2025 | Annual | 01/22/2026
R&S Power Sensor/NRP8S 103308 01/07/2025 | Annual | 01/07/2026
R&S Power Sensor/NRP8S 101618 01/07/2025 | Annual | 01/07/2026
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Appendix A. Test sequence

1.1 Test sequence is generated based on below parameters of the DUT:
1. Measured maximum power (Pmax)

2. Measured Tx power (Plimit) to satisfy SAR Compliance

3. Setup time to make SAR Remaining be full

4. Do test according to test sequence

1.2 Test Sequence A waveform:

Based on the parameters above, the test sequence A is generated with one or two levels where one of the
levels is maximum power level (Pmax) which is applied at least for 100s. Based on the second level this test
sequence is sub-categorized into four different sequences used

a. Test Sequence A.i where after Pmax, a second level of Plimit is requested till the end of the test

b. Test Sequence A.ii where after Pmax, a second level of Pmax-3dB is requested till the end of the test

c. Test Sequence A.iii where after Pmax, a second level of Plimit-3dB is requested till the end of the test

d. Test Sequence A.iv where only Pmax is requested till the end of the test

1.3 Test Sequence B waveform:

Based on the parameters above, the Test Type B is generated with pre-defined power levels, which
is described in Table 1.3.1

Table 1.3.1 Table of test sequence B

Time duration (second) Power level (dB)

15 Plimit-5

20 Plimit

20 Plimit+5

10 Plimit-6

20 Pmax

15 Plimit

15 Plimit-7

20 Pmax

10 Plimit-5

15 Plimit

10 Plimit-6

20 Plimit+5

10 Plimit-4

15 Plimit

10 Plimit-6

20 Pmax

15 Plimit-8

15 Plimit

20 Pmax

10 Plimit-9

20 Plimit+5

20 Plimit

15 Plimit-5
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Appendix B. TAS Test setup Photo

Please refer to test setup photo file no as follows
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